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Context & Objectives

Soil water content sensors accuracy

➢ FDR Stevens SWC sensors are well-suitable for the FR-Lam and FR-Aur clayey soil. The embedded transfer function f(ε), between the sensed dielectric permittivity and the SWC, is claimed adapted but is it the case? ➢ After a preliminary check, it appears that all the sensor locations need to be recalibrated to find the correct transfer function f(ε).

Clayey soil calibration protocol

➢ Undisturbed soil samples collection at each planned sensor emplacement (two samples by emplacement) using an extruder. ➢ Soil sample SWC and dimensions measurement during a slow drying.

➢ Parallel soil sample weighting including the inserted but disconnected SWC sensor.

➢ Once naturally dried, the soil sample is oven dried at 105°C for 48h.

➢ The weighting of the oven-dried sample and then real SWC determination during drying with the measured weights. Gravimetric SWC measurements transformation into volumetric ones using the soil sample dimensions measurement. 

Measurements check

➢ Using the factory-embedded coefficients, the SWC measurements are erroneous (lower is the real SWC and higher is the relative error). ➢ In the same pit, depending on the depth, the coefficients change.

➢ In the same depth depending on the pit location the coefficients change.

Conclusion

➢ Clayey soil is one of the most difficult soils to work with. The transfer function between soil dielectric permittivity and the SWC f(ε) are highly localization dependents. A special soil calibration protocol should be used to check both, the weight and the dimensions of a drying soil sample. ➢ SWC measurements after soil-specific calibration seem to be accurate enough for ICOS.
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