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Urea is an added value chemical with wide applications in industry and agriculture. Release of urea waste to the environment affects ecosystem health despite its low toxicity. Online monitoring of urea for industrial applications and environmental health is an unaddressed challenge. Electroanalytical techniques can be a smart integrated solution for online monitoring if sensors can overcome the major barrier associated to long term stability. Mixed metal oxides have shown excellent stability in environmental conditions with long lasting operational lives. However, these materials have been barely explored for sensing applications.

This work presents a proof of concept that demonstrates the applicability of an indirect electroanalytical quantification method of urea. The use of Ti/RuO2-TiO2-SnO2 dimensional stable anode (DSA®) can provide accurate and sensitive quantification of urea in aqueous samples exploiting the excellent catalytic properties of DSA® on the electrogeneration of active chlorine species. Cathodic reduction of accumulated HClO/ClO -from anodic electrogeneration presented a direct relationship with urea concentration. This novel method can allow urea quantification with a competitive LOD of 1.83 x 10 -6 mol L -1 within a linear range of 6.66 x 10 -6 to 3.33 x 10 -4 mol L -1 of urea concentration.

Introduction

Urea is an important raw material for the chemical industry. Urea is widely used in fertilizers, animal food supplements, cosmetics production, and even in the pharmaceutical industry [START_REF] Erfkamp | Enzyme-functionalized piezoresistive hydrogel biosensors for the detection of urea[END_REF]. Despite the low-toxicity associated to urea, its undesired accumulation in the environment has been associated to soil acidification, eutrophication, groundwater pollution, and ammonia emissions to the air [START_REF] Li | Label-free and pH-sensitive colorimetric materials for the sensing of urea[END_REF]. Therefore, online monitoring of urea is of the utmost importance not only for industrial processes but also for environmental health.

The determination of urea using nanoporous materials of metal oxides has been carried out by different techniques, such as Fourier transform infrared spectroscopy (FTIR), potentiometry, and conductometry [START_REF] Fiorillo | Absorption of urea into zeolite layer integrated with microelectronic circuits[END_REF][START_REF] Pundir | Determination of urea with special emphasis on biosensors: A Review[END_REF][START_REF] Rahmanian | Disposable urea biosensor based on nanoporous ZnO film fabricated from omissible polymeric substrate[END_REF]. However, the FTIR technique is not favorable to online monitoring. Regarding potentiometric and conductometric techniques, several studies report the development of biosensors. Considering that the elaboration of biosensors is more laborious, this study proposes a way to determine urea through indirect electroanalytical quantification. Electrochemical methods usually provide an easy way to deploy sensors with high sensitivity and moderately low cost [START_REF] Hilding-Ohlsson | Voltamperometric discrimination of urea and melamine adulterated skimmed milk powder[END_REF]. Regarding potentiometric and conductometric techniques, most reports have focused on the study of biosensors. Biosensors provide direct measurement but suffer of low long-term stability. Considering that the elaboration of biosensors is more laborious, hence alternative approaches that are sturdy to environmental conditions are required.

Electroanalytical methods sometimes suffer of short-term stability resulting in single-use electrode probes, which is often considered a barrier for online monitoring. Metal oxide and mixed metal oxide electrodes are generating increasing interest due to their high stability and wide electrochemical window [START_REF] Manjakkala | Metal oxides based electrochemical pH sensors: Current progress and future perspectives[END_REF][START_REF] Li | Sensors for agriculture and the food industry[END_REF][START_REF] Zhuiykov | Solid-state sensors monitoring parameters of water quality for the next generation of wireless sensor networks[END_REF]. Metal oxide type sensors are excellent candidates for remote monitoring (online) and wireless applications, as they have a fast signal/response and long lifetime in different environmental conditions [START_REF] Manjakkala | Metal oxides based electrochemical pH sensors: Current progress and future perspectives[END_REF][START_REF] Zhuiykov | Solid-state sensors monitoring parameters of water quality for the next generation of wireless sensor networks[END_REF][START_REF] Grgur | Electrochemical oxidation of bromides on DSA/RuO2 anode in the semi-Industrial batch reactor for on-Site water disinfection[END_REF]. Mixed metal oxides have been mostly studied for electrochlorination and water treatment applications [START_REF] Hilding-Ohlsson | Voltamperometric discrimination of urea and melamine adulterated skimmed milk powder[END_REF][START_REF] Manjakkala | Metal oxides based electrochemical pH sensors: Current progress and future perspectives[END_REF][START_REF] Nakamura | Electrochemically-driven mineralization of Reactive Blue 4 cotton dye: On the role of in situ generated oxidants[END_REF][START_REF] Garcia-Segura | Disparities between experimental and environmental conditions: research steps toward making electrochemical water treatment a reality[END_REF]. Several compositions are commercially available under the common denomination of Dimensionally Stable Anodes (DSA®) such as Ti/ RuO2-TiO2 [START_REF] Trasatti | Electrocatalysis in the anodic evolution of oxygen and chlorine[END_REF][START_REF] Trieua | RuO2-based anodes with tailored surface morphology for improved chlorine electro-activity[END_REF][START_REF] Papulova | Water-soluble urea-formaldehyde oligomers in paint for single-firing decoration of ceramic[END_REF]. The nature of the metal oxides and their ratio can modulate the desired electrocatalytic properties of DSA® electrodes and reduce their capital cost. Their properties are also directly related to their high proportion of surface/volume. Thus, the insertion of additional metal oxides in Ti/RuO2-TiO2 can enhance the competitiveness of commercial DSA® electrodes. That is the case of tin oxide, a low-cost material with good catalytic activity [START_REF] Kapałka | Ammonia oxidation to nitrogen mediated by electrogenerated active chlorine on Ti/PtOx-IrO2[END_REF][START_REF] Carneiro | Morphological and electrochemical characterization of Ti/MxTiySnzO2 (M = Ir or Ru) electrodes prepared by the polymeric precursor method[END_REF]. Ti/RuO2-TiO2-SnO2 electrodes synergistically integrate stability and sensing capabilities that can enable target analytes monitoring for water quality and industrial applications [START_REF] Manjakkala | Metal oxides based electrochemical pH sensors: Current progress and future perspectives[END_REF][START_REF] Ribeiro | Effect of the preparation methodology on some physical and electrochemical properties of Ti/IrxSn(1-x)O2 materials[END_REF][START_REF] Manjakkal | Sensing mechanism of RuO2-SnO2 thick film pH sensors studied by potentiometric method and electrochemical impedance spectroscopy[END_REF][START_REF] Shin | Sequential combination of electro-fenton and electrochemical chlorination processes for the treatment of anaerobically-digested food wastewater[END_REF].

DSA®-type electrodes have been widely studied in the literature [START_REF] Grgur | Electrochemical oxidation of bromides on DSA/RuO2 anode in the semi-Industrial batch reactor for on-Site water disinfection[END_REF][START_REF] Trasatti | Electrocatalysis in the anodic evolution of oxygen and chlorine[END_REF][START_REF] Trieua | RuO2-based anodes with tailored surface morphology for improved chlorine electro-activity[END_REF][START_REF] Papulova | Water-soluble urea-formaldehyde oligomers in paint for single-firing decoration of ceramic[END_REF][START_REF] Carneiro | Morphological and electrochemical characterization of Ti/MxTiySnzO2 (M = Ir or Ru) electrodes prepared by the polymeric precursor method[END_REF]. To the best of our knowledge, there has not been any systematic investigation of the composition (Ti/RuO2-TiO2-SnO2 (50:40:10 atom. %) reported in this paper in the literature. Moreover, the novelty is also associated to the indirect electroanalytical application of DSA®-type electrodes. Note that these materials are conventionally used in the chloro-alkali industry for manufacturing of chlorine and soda, but have not been reported as electrochemical urea sensors. This work evaluates a novel indirect electrochemical method of urea quantification using a Ti/RuO2-TiO2-SnO2 (50:40:10 atom. %) DSA®-type electrode. This proof of concept exploits the high electrocatalytic activity of DSA® on the electrogeneration of active chlorine species for indirect quantification of urea by linear sweep voltammetry based on the chlorine breaking point reaction of these nitrogenated species with chlorine. DSA®-type electrodes can produce chlorine from the electrochemical oxidation of chloride following reaction [START_REF] Erfkamp | Enzyme-functionalized piezoresistive hydrogel biosensors for the detection of urea[END_REF]. Evolved chlorine quickly dissociates in water yielding hypochlorous acid according to reaction [START_REF] Li | Label-free and pH-sensitive colorimetric materials for the sensing of urea[END_REF], which speciation is defined by the acid-base equilibria of reaction (3) [START_REF] Neto | Electrooxidation of glyphosate herbicide at different DSA ® compositions: pH, concentration and supporting electrolyte effect[END_REF][START_REF] Lopez-Ojeda | Efecto del pH sobre la oxidación electroquímica de fenol empleando un ánodo dimensionalmente estable de SnO2-Sb2O5-RuO2[END_REF].

2 Cl -→ Cl2 + 2 e- (1) Cl2(aq) + H2O → HClO + Cl -+ H + (2) HClO ⇋ ClO -+ H + pKa= 7.55 (3) 
Then, electrogenerated active chlorine species from the reactions (1)-( 3) react with urea yielding N2 as described from general expression (4) [START_REF] Kapałka | Ammonia oxidation to nitrogen mediated by electrogenerated active chlorine on Ti/PtOx-IrO2[END_REF][START_REF] Crittenden | Water Treatment Principles and Design[END_REF][START_REF] Garcia-Segura | Electrogeneration of inorganic chloramines on boron-doped Diamond anodes during electrochemical oxidation of ammonium chloride, urea and synthetic urine matrix[END_REF].

(NH2)2CO + 3 ClO -→ N2 + CO2 + 3 Cl -+ H2O (4) 
This fast chemical reaction that consumes electrogenerated active chlorine species can be used to quantify the concentration of urea in solutions. This new indirect electrochemical method can contribute to enhance online monitoring of urea.

Materials and Methods

Electrode preparation

The electrode with nominal composition Ti/RuO2-TiO2-SnO2 (Ru:Ti:Sn 50:40:10 atom. %) were prepared through thermal decomposition (Tcalcination: 450°C). The polymeric film is subjected to high temperatures for the organic material is eliminated to obtain the oxide coating. Precursor solutions were prepared at the presence of 0.1 mol of RuCl3, C12H28O4Ti, and SnCl4 (all Sigma-Aldrich), in ethanol. After, the precursor mixtures were dissolved at the presence of the 4.0 mol acid citric and 16.0 mol ethylene glycol (all Sigma-Aldrich) and heated at T= 90°C to occurred esterification process. Before the deposition of oxide films, the plate of titanium (2.0 cm 2 ) used as substrate was sandblasted (105 -210 μm) in order to improve the adherence of metal oxides. After that, the surface was degreased and submitted to chemical activation in concentrated HCl (20 % v/v) for 30 minutes, washed in a solution of oxalic acid (10%) for 20 minutes, and rinsed with ultrapure water. Afterwards, the electrode was dried at low temperature. The precursor mixtures were deposited on the pretreated Ti substrate. The deposited coatings were thermally treated in the oven at 130°C for 10 minutes, the again at 450°C for 5 minutes. Upon reaching the desired mass, the electrode was calcined at 450°C for 1 hour.

Sample preparation

The synthetic urine sample was prepared according to literature [START_REF] Deroco | Square-wave voltammetric determination of hydroxychloroquine in pharmaceutical and synthetic urine samples using a cathodically pretreated boron-doped diamond electrode[END_REF][START_REF] Laube | Laser-probe-based investigation of the evolution of particle size distributions of calcium oxalate particles formed in artificial urines[END_REF][START_REF] Dbira | The electrolytic treatment of synthetic urine using DSA electrodes[END_REF]. Thus, 4.98 x 10 -2 mol L -1 of NaCl, 2.14 x 10 -2 mol L -1 of KCl, 14.48 x 10 -3 mol L -1 of CaCl2.H2O, 15.76 x 10 -3 mol L -1 of Na2SO4, 10.28 x 10 -3 mol L -1 of KH2PO4, 18.7 x 10 -3 mol L -1 of NH4Cl, and 0.416 mol L -1 of urea were added in ultrapure water. The analyses of synthetic urine samples were conducted in diluted urine solutions containing 2. 77 x 10 -4 mol L -1 of urea in 0.10 mol L -1 KCl.

Physicochemical characterizations

The surface morphology and elemental composition of the deposited oxide films were analyzed by X-ray diffraction (XRD) and scanning electron microscopy coupled with energy dispersive X-ray spectroscopy (SEM-EDS, FEI Philips XL-30). The XRD analyses were performed using a Bruker D8 diffractometer operating with Cu Kα radiation (λ = 1.5406 Å), with a 2θ scan of 10° to 90° (0.01° min -1 ) operating at 40 kV voltage and 40 mA current. The apparent size of the crystallite was estimated using the Scherrer equation [START_REF] Cullity | Elements of x-Ray Diffraction[END_REF] for all the diffraction planes.

D = 0.9λ/ (β cosθβ) (5) 
where D corresponds to the apparent size of the crystallite, λ to the wavelength of the radiation, β to the diffraction full width at half-maximum intensity (FWHM) and θβ to the angle at maximum intensity and the wavelength.

Electrochemical characterizations

All solutions were prepared using ultrapure water with resistivity of 18.2 MΩ cm at 22 °C. For the electrochemical measurements, a 30 mL electrochemical cell was used with an Ag/AgCl reference electrode with saturated KCl solution, a counter electrode of carbon graphite with an area of 3.15 cm 2 and a working electrode Ti/RuO2-TiO2-SnO2

(Ru:Ti:Sn 50:40:10 atom. %) with an area of 1.5 cm 2 .

The catalytic sites of the working electrode were activated by cyclic voltammetry (CV) were carried out with a potentiostat/galvanostat AUTOLAB model 302 during 50 consecutive cycles at a scan rate of 50 mV s -1 in the supporting electrolyte HCl 1.0 mol L -1 . After the activation, all experiments were conducted in KCl 0.10 mol L -1 as a supporting electrolyte. We adapted previous know-how of our group and scientific literature on the electrochemical characterization of DSA®-type electrodes by cyclic voltammetry [START_REF] Ribeiro | Effect of the preparation methodology on some physical and electrochemical properties of Ti/IrxSn(1-x)O2 materials[END_REF][START_REF] Neto | Electrooxidation of glyphosate herbicide at different DSA ® compositions: pH, concentration and supporting electrolyte effect[END_REF][START_REF] Comninellis | Characterization of DSA| oxygen evolving electrodes: choice of a coating[END_REF]. Furthermore, we conducted preliminary tests to better define the analysis parameters, e.g., conditioning time, linear range, scan rate, and pre-cleaning. No poisoning nor fouling effects were observed under experimental conditions for several consecutive cycles, that showed reproducible values of analyte concentration.

The voltammetric charge can be used as a relative measure of the electrochemically active area. The voltammetric charge (q) is used to evaluate the electrochemically active area of noble metal oxide electrodes. It is obtained through the integration of the cyclic voltammogram characteristic of the electrode and it is proportional to the number of active sites [START_REF] Comninellis | Characterization of DSA| oxygen evolving electrodes: choice of a coating[END_REF][START_REF] Coteiro | Effect of Solvent on the Preparation and Characterization of DSA®-Type Anodes Containing RuO2-TiO2-SnO2[END_REF]. Therefore, the anodic and cathodic charge densities, qa and qc, were determined by integration of region of the i versus E curve measured between 0.2-1.0 V vs. Ag/AgCl (qa = 13.66 mC cm -2 and qc = 13.05 mC cm -2 ). The influence of chlorine active species was assessed by conducting experiments in inert electrolyte consisting of 0.033 mol L -1

Na2SO4 solutions in absence and presence 2.68 x 10 -3 mol L -1 NaClO.

The quantification of urea was obtained from the peak cathodic current. The measurements of linear sweep voltammetry (LSV) were carried out with a potentiostat/galvanostat AUTOLAB model 302. LSV analyses started with a 60 second preconditioning time at 1.2 V vs. Ag/AgCl and followed by a cathodic scan from 1.2 V to 0.2 V vs. Ag/AgCl at 50 mV s-1 scan rate. The concentrations of urea ranged from 6.66 x 10 -6 to 3.33 x 10 -4 mol L -1 .

For interference tests, a study with different metal ions such as: Iron(III), nickel(II), zinc(II), cadmium(II), copper(II), sulfur(II), lead(II) and mercury(II) (all Sigma-Aldrich) was performed. All interferents were studied at 1:1 ratio.

The 1:1 ratio used was 2.0 x 10 -5 mol L -1 for interferent and urea, respectively.

Results and discussion

Physicochemical characterizations of Ti/RuO2-TiO2-SnO2

The structure of the synthesized electrosensing Ti/RuO2-TiO2-SnO2 films were analyzed by XRD. Figure 1 illustrates the crystal structure of the DSA® film deposited on the titanium substrate. The characterization shows the presence of metallic titanium (PDF-44-1294) associated to the titanium support, whose peaks were displaced to slightly greater values of 2θ due to the joint contribution of the three metals that introduce cell distortion. The diffractogram allows clearly identifying characteristic peaks associated to the tetragonal crystalline phase of RuO2 (PDF-40-1290), and the anatase structure of TiO2 (PDF-21-1272). Characteristic peaks associated to SnO2 were not observed due to the low content of this metal in the mixed-metal oxide composition. The absence of peaks suggested the formation of a solid solution following the Hume-Rother rule as have been observed in other mixed metal oxide compositions [START_REF] Papulova | Water-soluble urea-formaldehyde oligomers in paint for single-firing decoration of ceramic[END_REF][START_REF] Crittenden | Water Treatment Principles and Design[END_REF].

This common behavior is explained by the small difference in the ionic radius of the elements Ru 4+ (0.062 nm), Ti 4+ (0.060 nm), and Sn 4+ (0.069 nm) that did not exceed 15%; which induces the substitution solid solution in the titanium structure [START_REF] Ribeiro | Effect of the preparation methodology on some physical and electrochemical properties of Ti/IrxSn(1-x)O2 materials[END_REF][START_REF] Hutchings | A Structural investigation of stabilized oxygen evolution catalysts[END_REF][START_REF] Srinivasan | Conductivity studies on the substituted stannate pyrochlore system Gd2Sn2-xyMxAyO7 (M= Ti and A = Ru; x = 0.5, 1.0 and 1.5; y = 0.2[END_REF][START_REF] Kolesnikov | Investigation of Electrodes with an Active Layer of a Mixture of the Oxides TiO2, RuO2, SnO2[END_REF]. From the XRD data, the apparent crystallite size was calculated and summarized in Table 1. When comparing Table 1 to the apparent size of the crystallite values for solid solution RuO2 and TiO2 phase, the result implies that the ruthenium oxide might be incorporating titanium/tin atoms in their crystalline lattice and thus distorting the structure of TiO2. The surface morphology and the composition of the formed films were analyzed using the SEM and EDS techniques. Figure 2a depicts the characteristic electrode surface morphology of DSA® electrodes with a mud cracked structure [START_REF] Cullity | Elements of x-Ray Diffraction[END_REF][START_REF] Kolesnikov | Investigation of Electrodes with an Active Layer of a Mixture of the Oxides TiO2, RuO2, SnO2[END_REF]. The EDS analyses of Figure 2b allowed identifying signals for the three metals in the mixed metal oxide composition of Ti/RuO2-TiO2-SnO2 (50:40:10 atom. %). The EDS demonstrates the presence of Sn in the electroactive film despite of not having observed an associated crystalline structure in XRD (see Fig. 1), which allows inferring its solid solution in TiO2 and RuO2. Table 2 collects the atomic composition determined through EDS analyses, and indicates a good correlation between experimental and nominal compositions. Thus, the DSA preparation method effectively formed a mixed metal oxide film from the polymer precursor calcination. 

Nominal composition (atom. %) Experimental composition (atom. %)

Ru Ti Sn

Ti/RuO2-TiO2-SnO2 (50:40:10 atom. %) 45 50 4.7

Electrochemical characterizations

The electroanalytical behavior of the DSA as working electrode is shown in Figure 3. The CV analysis of Ti/RuO2-TiO2-SnO2 in Na2SO4 supporting electrolyte at pH 7.0 shows an increase in current response at 1.1 V vs.

Ag/AgCl that is associated to oxygen evolution reaction (OER) from water oxidation. The onset potential of OER shows an overpotential (η) of 1.0 V which is commonly associated to active electrodes [START_REF] Trasatti | Electrocatalysis in the anodic evolution of oxygen and chlorine[END_REF]. When CV is conducted in KCl as a supporting electrolyte under identical ionic strength of 0.10 two peaks were observed (see Figure 4). The peak located in the region between 0.10 -0.70 V vs. Ag/AgCl was attributed to Ru(III)/Ru(IV) redox transition. Meanwhile, the second peak in the region between 0.8 -1.1 V vs. Ag/AgCl was attributed to Ru(IV)/Ru(VI) redox transition [START_REF] Srinivasan | Conductivity studies on the substituted stannate pyrochlore system Gd2Sn2-xyMxAyO7 (M= Ti and A = Ru; x = 0.5, 1.0 and 1.5; y = 0.2[END_REF][START_REF] Kolesnikov | Investigation of Electrodes with an Active Layer of a Mixture of the Oxides TiO2, RuO2, SnO2[END_REF]. In the region from 1.0 V vs. Ag/AgCl the start of the chlorine evolution reaction (ClER) an increase is observed in the current response that is associated to the coexistence of chloride oxidation reaction (1) and water oxidation (i.e., OER) [START_REF] Srinivasan | Conductivity studies on the substituted stannate pyrochlore system Gd2Sn2-xyMxAyO7 (M= Ti and A = Ru; x = 0.5, 1.0 and 1.5; y = 0.2[END_REF][START_REF] Kolesnikov | Investigation of Electrodes with an Active Layer of a Mixture of the Oxides TiO2, RuO2, SnO2[END_REF]. The most notorious difference is the clear reduction peak observed in the cathodic scan that is ascribed to the reduction of active chlorine species electrogenerated during the anodic scan. To demonstrate that the cathodic peak observed in presence of chloride is indeed associated to the cathodic reduction of ClO -, a blank experiment in Na2SO4 supporting electrolyte containing 2.68 x 10 -3 mol L -1 of NaClO was carried out. Under these conditions the reduction peak appeared at the same potential of 1.0 V vs. Ag/AgCl demonstrating that this charge transfer process is actually associated to ClO -cathodic reduction. The cathodic charge densities (qc) determined in the different solutions tested are collected in Table 3. It can be seen that the qc-values obtained for the solutions of urea showed a qc reduction of 88% in relation to (qc) KCl solution value. This electrochemical response is related to the amount of non-consumed HClO remaining in solution. LSV analyses were conducted to determine the relationship between the cathodic peak intensity and the concentration of urea in solution. Initial potential of 1.2 V vs. Ag/AgCl was hold for 60 s to ensure the electrogeneration of active chlorine species required for the analyses. Thereafter, the current response was registered during the negative-going scan from 1.20 to 0.20 V vs. Ag/AgCl. The LSV readings registered for urea concentrations ranging between 6.66 x 10 -6 to 3.33 x 10 -4 mol L -1 of urea are depicted in Figure 5a. Interestingly, it can be observed that the cathodic peak intensity decreases while increasing the concentration of urea in solution. The cathodic peak intensity (Ipeak), which is related to urea concentration, presented a linear relationship with R 2 = 0.997. From the slope of the analytical curve, the limits of detection and quantification were calculated according to the formulas: LOD = (3 × SDblank)/Slope and LOQ = (10 × SDblank)/Slope. Where SD blank is the standard deviation of 10 voltametric measurements of blank and slope of the 

Performance characteristics * Urea

Linear range (mol L -1 ) 6.66 x 10 -6 to 3.33 x 10 If we compare these highly promising results (Table 4) with previous literature reports showed in Table 5, the proposed electrochemical quantification of urea by Ti/RuO2-TiO2-SnO2 (50:40:10 atom. %) outperforms other electroanalytical approaches in terms of LOD, linearity, stability and reproducibility. The repeatability and reproducibility tests showed low standard deviations, which indicates a good agreement between the analyses performed these materials. Thus, the DSA produced in the present work demonstrates an excellent efficiency linking the qualities of being an easily produced electrode and the ability to detect and quantify urea in a simple and fast way. It was analyzed the presence of several metal ions that can interfere in the urea analysis [START_REF] Gimeno-García | Heavy metals incidence in the application of inorganic fertilizers and pesticides to rice farming soils[END_REF][START_REF] Yaseen | Textile dye wastewater characteristics and constituents of synthetic effluents: a critical review[END_REF]. The interferents were analyzed in the proportions of 1:1 (interferent: urea) and it showed a loss (-) and current gain (+) as a percentage.

The results obtained are shown in Table 6. Table 6 shows that nickel(II), zinc(II) ions did not significantly interfere with the analytical urea signal, considering the tolerable limit of ±10% for interference [START_REF] Squissato | Voltammetric determination of copper and tert-butylhydroquinone in biodiesel: A rapid quality control protocol[END_REF]. The results obtained from sulfur(II) and iron(II) ions showed decreased analytical signals in current. According to [START_REF] Wilson | Continuous Chlorine Detection in Drinking Water and a Review of New Detection Methods[END_REF], this may be due to metallic species suffer oxidation in the presence of electrogenerated active chlorine in situ [START_REF] Wilson | Continuous Chlorine Detection in Drinking Water and a Review of New Detection Methods[END_REF]. In addition, cadmium(II), lead(II), and copper(II) ions showed decreased analytical signals in current as similarly reported elsewhere [START_REF] Syshchyk | Enzyme biosensor systems based on porous silicon photoluminescence for detection of glucose, urea and heavy metals[END_REF][START_REF] Lee | Determination of heavy metal ions using conductometric biosensor based on sol-gel immobilized urease[END_REF]. This can be related to the lower generation of active chlorine species due to their ability to complex chloride. Note that any aspect of the system that conditions the electrogeneration of active chlorine species (our indirect measure) it can decrease the overall peak signal registered during the cathodic scan.

In order to discuss a real scenario, we conducted analyses with synthetic urine samples. After obtaining the analytical parameters of the sensor Ti/RuO2-TiO2-SnO2 (50:40:10 atom. %), the method proposed was applied for the analysis in a complex sample of synthetic urine. The analyses of synthetic urine samples were prepared containing 2. 77 x 10 -4 mol L -1 of urea in 0.10 mol L -1 KCl. The final concentration of urea found using the DSA electrode following the indirect electroanalytical method was 3.31 x 10 -4 mol L -1 with an error estimated at +16%, which is acceptable for an online measurement that provides a continuous evaluation of urine in real effluents. These results can be related to the presence of interferents in synthetic urine as discussed during the study of effect of coexisting species.

Conclusions

This proof of concept demonstrates that Ti/RuO2-TiO2-SnO2 (50:40:10 atom. %) DSA electrodes can be used for indirect electrochemical quantification of urea. The preparation method of mixed metal oxide electrodes allowed to obtain a morphological composition of tetragonal RuO2 and anatase TiO2 with solid solution of ruthenium and tin atoms into the TiO2 structure. The mud-cracked morphology of the electrode was characteristic of mixed metal oxides and in good agreement with other reports in the literature. The CV analyses allowed to infer that urea was oxidized by electrogenerated active chlorine species. The usage of electrogenerated active chlorine species was directly correlated the target analyte concentration. This indirect method was translated to a LSV measurement with a 60 s induction time for active chlorine electrogeneration prior electroanalytical sensing. The method developed presents an LOD = 1.83 x 10 -6 mol L -1 for urea in solution. Therefore, it is demonstrated through this proof of concept that indirect electroanalytical quantification of urea can be conducted using DSA electrodes by exploiting their characteristic catalytic feature (i.e., high activity for chlorine evolution). Thus, it is feasible to indirectly quantify simply and quickly the presence of urea by reducing electrogenerated chlorine without the need for large amounts of sample and reagents.

Supplementary Materials: None

Figure 1 .

 1 Figure 1. XRD pattern for the DSA® Ti/RuO2-TiO2-SnO2 (50:40:10 atom. %): (Ф) RuO2 tetragonal; () TiO2

Figure 2 .

 2 Figure 2. (a) SEM image of the DSA Ti/RuO2-TiO2-SnO2 (50:40:10 atom. %) and (b) EDS spectrum.

Figure 3 .

 3 Figure 3. Cyclic voltammetry of Ti/RuO2-TiO2-SnO2 (50:40:10 atom. %) as working electrode at υ = 50 mVs -1 scan rate in (-.-) 0.1 mol L -1 KCl solution, (-) 0.033 mol L -1 Na2SO4 solution, and (--) 0.033 mol L -1 Na2SO4 in the presence of NaClO 2.68 x 10 -3 mol L -1 at pH 7.0 and T = 24 °C.

Figure 4 .

 4 Figure 4. Cyclic voltammetry registered in 0.10 mol L -1 KCl solution in (-) absence of urea, and(---) in the presence of 3.33 x 10 -4 mol L -1 of urea Ti/RuO2-TiO2-SnO2 (50:40:10 atom. %) as working electrode at υ = 50 mVs -1 scan rate at pH 5.3 ± 0.1 and T = 24 °C.

Table 3 .

 3 Collected qc-values obtained at the range of 0.8 -1.1 V vs. Ag/AgCl for DSA Ti/RuO2-TiO2-SnO2 (50:40:10 atom. %)

Figure 5 .

 5 Figure 5. a) Linear sweep voltammetry curves registered for increasing concentrations of urea ranging from 6.66 x 10 -6 to 3.33 x 10 -4 mol L -1 in KCl 0.10 mol L -1 . (b) Linear relationship between the registered Ipeak versus the concentration of urea showing excellent fitting for linear relationship. LSV curves of were registered on Ti/RuO2-TiO2-SnO2 (50:40:10 atom. %) working electrode at υ = 50 mV s -1 scan rate after holding 1.2 V vs Ag/AgCl for 60 seconds as analytical preconditioning.

Table 1 .

 1 Apparent size of the crystallite (D) obtained for the DSA® Ti/RuO2-TiO2-SnO2 (50:40:10 atom. %) electrode on different phases.

		D (nm)							
		(101) (110)	(200)	(211)	(111)	(204)	(220)	(301)	(303)
	Solid solution 20 15	38	17.	-	-	-	-	-
	TiO2 phase	16 -	-	-	44	29	28	26	31

Table 2 .

 2 Elemental composition of DSA electroded defined by Energy Dispersive X-Ray Spectroscopy (EDS). Experimental composition is describred in atomic percentage as usually used to describe elemental composition of electrodic materials.

Table 4 .

 4 Analytical features obtained for LSV urea determination.

  LOD: limit of detection; LOQ: limit of quantification; RSD: relative standard deviation.

		-4
	Intercept	-4.02 ± 0.004
	Sensitivity (mA mol L -1 )	9205 ± 0.004
	LOQ (mol L -1 )	7.66 x 10 -6
	LOD (mol L -1 )	1.83 x 10 -6
	R 2	0.997
	Repeatability (RSD for n = 32)	5.10%
	Reproducibility (RSD for n=7)	1.81%

*

Table 5 .

 5 Comparison between performance characteristics of the proposed method and other studies described in the literature for urea determination.

	Electrode	Technique*	Linear Range (mol L -1 )	LOD (mol L -1 )	Ref.
	AgNP-deposited commercial Au-Pd electrode	CV	1.66 x 10 -4 to 1.67 x 10 -3 0.141	38
	Au electrode deposited with Ni CV	-	0.033	39
	Glassy carbon modified with				
	nickel	DPV	9.99 x 10 -3 to 0.049	3.80 x 10 -3 40
	sulfide/graphene oxide				
	3D graphene/NiCo2O4	CA	0.049 to 0.249	2.66 x 10 -3 41
	NiO/celulose/CNT	CA	9.99 x 10 -3 to 1.40	3.78 x 10 -3 42
	Ti/RuO2-TiO2-SnO2	LSV	6.66 x 10 -6 to 3.33 x 10 -4 1.83 x 10 -6 This work

*DPV: Differential pulse voltammetry; CA: chronoamperometry.

Table 6 .

 6 Effects of additions of some interferents on the LSV signals of 3.33 mol L -1 of urea in 0.1 mol L -1 KCl solution.

		Current signal variation (%)
	Interferents	Interferent:Analyte ratio
		1:1
	Ni(II)	-8.2
	Zn(II)	+9.7
	S(II)	-13.2
	Cd(II)	-20.0
	Fe(III)	-20.4
	Pb(II)	-22.4
	Cu(II)	-25.0

analytical curve[START_REF] Bulska | Metrology in Chemistry[END_REF], which are summarized in Table4. Low LOQ of 7.66 x 10 -6 mol L -1 encourage the possible application of this indirect method for the quantification of urea.
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