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The standard detecting screens utilized in the wave experiments, such as the transmission grating and reflective grating experiments, are planar screen. To study the orientation-dependence of the curved, expanded and inclined diffraction patterns of the grating, we proposed the cylindrical screen.

The cylindrical screen shows the location of each diffraction order of the diffraction patterns. Then the CCD can be placed at the precise location of each diffraction order to collect data. By using the cylindrical screen, two coordinates are needed to describe the curved, expanded and inclined diffraction patterns of the rotating grating. The cylindrical screen may be used to test the theories of the grating rotating around 3 axes.

Introduction

The orientation-dependence of the diffraction patterns of the 1D-transmission grating and 2Dtransmission grating experiments have been studied [START_REF] Peng | Double Slit Experiment Still Has Much to Offer (7): Particle Nature of Photons, Normal Diffraction Pattern and Curved Diffraction Pattern Emerging in Same Grating Experiment[END_REF][START_REF] Peng | Double Slit Experient Still Has Much to Offer (9): -Continuously Curved Diffraction Patterns of 2D-Cross-Grating Experiments[END_REF][START_REF] Peng | Non-Uniform, Curved, Expanded and Inclined Diffraction Pattern of 1D-Grating Experiments -Rotating Grating Around Three Axes[END_REF][START_REF] Peng | Non-Uniform Diffraction Pattern of 2D-Cross-Grating -Rotating Grating Around Three Axes[END_REF][START_REF] Peng | Curved, Expanded, Inclined and Mirror-Symmetric Diffraction Patterns of 2D-Cross-Grating---Rotating Grating Around Three Axes (2)[END_REF][START_REF] Peng | Non-Uniform, Curved, Expanded and Inclined Diffraction Pattern of 1D-Grating Experiments ---Rotating Grating Around Three Axes[END_REF][START_REF] Peng | Non-Uniform Diffraction Pattern of 2D-Cross-Grating ---Rotating Grating Around Three Axes[END_REF]. The non-uniform spacing, curved, expanded and inclined diffraction patterns (denoted as "pattern") simultaneously emerged in the same grating experiment. Indeed, the new phenomena show that the characteristics of the patterns depend on the orientations of the grating.

The textbook-screen in the grating experiments is normally a planar screen [START_REF]Interference and Diffraction[END_REF]. To study the orientation-dependence of the diffraction patterns of the grating, the novel cylindrical screen is proposed [START_REF] Peng | Novel Cylindrical Screen Studying Grating Experiments[END_REF][START_REF] Peng | Cylindrical Screen---Rotating Grating Around Three Axes (6)[END_REF][START_REF] Peng | Reflective Grating Producing Curved, Expanded and Inclined Patterns ---Observed by Cylindrical Screen[END_REF], which shows visually the location of each diffraction order. Thus, the CCD can be placed at the precise location to collect data without missing orders, especially those 2-dimension orders of the curved, expanded and inclined patterns. The cylindrical screen can be utilized in the transmission grating experiments and reflective grating experiments.

The cylindrical screen may be used to test the theories of the grating rotating around 3 axes [START_REF] Harvey | Description of Diffraction Cross-grating Behavior in Direction Cosine Space[END_REF][START_REF] Braig | An EUV beam-splitter based on conical grazing incidence diffraction[END_REF][START_REF] Ninad | Novel cases of diffraction of light from a cross-grating: Theory and experiment[END_REF][START_REF] Heuberger | Light diffraction from a phase cross-grating at oblique incidence in the intermediate diffraction regime[END_REF].

Cylindrical Screen and Experiment Setup

We propose the cylindrical screen (Figure 1) and apply to the transmission grating experiments and the blazed reflective grating experiments. For the transmission grating (dual-grating) [START_REF] Peng | Transmission Grating Producing Both Transmission Diffraction Pattern and Reflective Diffraction Pattern Simultaneously[END_REF][START_REF] Peng | Transmission Grating Functioning as both Transmission Grating and Reflective Grating Simultaneously in Same Experiment---Rotating Grating Around Three Axes (5)[END_REF][START_REF] Peng | A Transmission Grating Producing Dual-Pattern: Transmission Patterns and Reflective Patterns Simultaneously[END_REF], the experiment setup is shows in Figure 2:

. (a) side view

Figure 2a is the side view, Figure 2b is the top view, Figure 2c and 2d are the top view with the CW and CCW rotating grating respectively. In Figure 2, the orange-arrows represent the laser beam. For a reflective grating [START_REF] Peng | Cylindrical Screen Studying Reflective Grating ---Curved, Expanded and inclined Diffraction Patterns[END_REF][START_REF] Peng | Reflective Grating Producing Curved, Expanded and Inclined Patterns ---Observed by Cylindrical Screen[END_REF], Figure 3 shows the schematics of experiment setup. Recently, it shown that a transmission grating produces not only a transmission diffraction pattern but also a reflective diffraction pattern [START_REF] Peng | Transmission Grating Producing Both Transmission Diffraction Pattern and Reflective Diffraction Pattern Simultaneously[END_REF][START_REF] Peng | Transmission Grating Functioning as both Transmission Grating and Reflective Grating Simultaneously in Same Experiment---Rotating Grating Around Three Axes (5)[END_REF][START_REF] Peng | A Transmission Grating Producing Dual-Pattern: Transmission Patterns and Reflective Patterns Simultaneously[END_REF]. In the experiment, the transmission grating reflects partial incident light and produces the diffraction patterns (referred as "reflective pattern"), while the Next we apply the cylindrical screen on several examples of the dual-grating experiments. We use the cylindrical screen (Figure 2) first then, for comparison, use the planar screen (Figure 5). At special rotating angles of the dual grating, the reflective pattern is 90 0 bended and formed on screen-2 and screen-3 simultaneously (Figure 5b).

In the experiments, we use the dual-gratings with different orientated slits formed in the Y-Z plane (Figure 6). Figure 6a shows the dual-gratings of vertical slits, which produces the horizontal pattern. Figure 6b shows the dual-gratings of horizontal slits, which produces the vertical pattern. Figure 6c shows the dual-gratings of tilt slits, which produces the tilt pattern. Note that when the dual grating rotates, the dual grating of Figure 6a produces the expanded horizontal pattern, the dual grating of Figure 6b produces the curved vertical pattern, the dual grating of Figure 6c produces the expanded, curved and inclined pattern [START_REF] Peng | Transmission Grating Producing Both Transmission Diffraction Pattern and Reflective Diffraction Pattern Simultaneously[END_REF][START_REF] Peng | Transmission Grating Functioning as both Transmission Grating and Reflective Grating Simultaneously in Same Experiment---Rotating Grating Around Three Axes (5)[END_REF][START_REF] Peng | A Transmission Grating Producing Dual-Pattern: Transmission Patterns and Reflective Patterns Simultaneously[END_REF]. Let us start with the dual-grating with vertical slits (Figure 6a)

Experiment-1 (Figure 7): non-rotating dual-grating: cylindrical screen Comparing Experiment-1 and experiment-2:

(A) with a cylindrical screen, (1) the radial distance is the constant, i.e., each diffraction order has the same distance to the center of the dual grating; (2) each order has the same angle 𝛾. Thus, only need one parameter, the angular coordinate 𝜑, to determine the location of a diffraction order. Experiment-3 (Figure 9): CW rotating dual-grating at 30 0 : cylindrical screen Experiment-4 (Figure 10): CCW rotating dual-grating at 30 0 : cylindrical screen Observation (Figure 11): for CW rotating the dual grating the angle 30 0 , the transmission pattern expands, while the expanded reflective pattern 90 0 distributes on both screen-2 and screen-3 respectively and simultaneously.

Comparing Experiment-3 and 4 with experiment-5:

(A) with a cylindrical screen, (1) the radial distance is the constant; (2) each order has the same angle 𝛾. Only need the angular coordinate 𝜑, to determine the location of each diffraction order.

(B) however, with a planar screen, (1) the reflective pattern shows on screen-2 and screen-3 respectively; [START_REF] Peng | Double Slit Experient Still Has Much to Offer (9): -Continuously Curved Diffraction Patterns of 2D-Cross-Grating Experiments[END_REF] the distance between each diffraction order to the center of the dual grating is different; (3) the angular coordinate 𝜑 of each order is different; (4) each order has the same angle 𝛾. Thus, it is more complex to determine the location of each diffraction order.

The angle of the dual-grating rotated, at which the reflective pattern shows on screen-2 and screen-3 simultaneously, is determined be the distance between the grating and screen-2 and screen-3.

Experiment-6 (Figure 12): CW rotating dual-grating at 45 0 : cylindrical screen 

Experiments: transmission grating producing both curved vertical transmission patterns and curved vertical reflective patterns simultaneously

Let us start with the dual-grating with horizontal slits (Figure 6b) Experiment-8 (Figure 14 

Discussion

The cylindrical screen can be conveniently utilized to describe the diffraction patterns, especially for: (1) the patterns produced by rotating the 1D-grating around one axis and/or more axes; and (2) the dual-grating (transmission grating) produces the transmission pattern and reflective pattern simultaneously [START_REF] Peng | Transmission Grating Producing Both Transmission Diffraction Pattern and Reflective Diffraction Pattern Simultaneously[END_REF][START_REF] Peng | Transmission Grating Functioning as both Transmission Grating and Reflective Grating Simultaneously in Same Experiment---Rotating Grating Around Three Axes (5)[END_REF][START_REF] Peng | A Transmission Grating Producing Dual-Pattern: Transmission Patterns and Reflective Patterns Simultaneously[END_REF].

One of the benefits is that, by using the cylindrical screen, only two coordinates are needed to describe the curved, expanded and inclined transmission and reflection patterns.

Another benefit is that the cylindrical screen shows the location of each diffraction order visually and thus, one can place precisely a CCD at the location of each diffraction order.

Application (2): Cylindrical Screen for Studying Reflective Grating Rotating CW and CCW

The cylindrical screen is convenient to be used in the grating experiments to study the orientationdependence of the patterns in experiments. Now, we apply the cylindrical screen in several experiments of the blazed reflective grating [START_REF] Peng | Cylindrical Screen Studying Reflective Grating ---Curved, Expanded and inclined Diffraction Patterns[END_REF][START_REF] Peng | Reflective Grating Producing Curved, Expanded and Inclined Patterns ---Observed by Cylindrical Screen[END_REF] (Figure 27). Figure 27a shows the reflective gratings that produces either the horizontal pattern or the vertical patterns (by rotating the grating 90 0 around its normal). Figure 27b shows the tilt reflective gratings, i.e., the grating (Figure 27a) is rotated CW or CCW around its normal an angle between 0 0 and 90 0 , for example, 45 0 , in Figure 27b.

Figure 27. Orientations of blazed grating

Experiments: reflective grating producing expanded horizontal pattern

Choice an orientation of the reflective grating, such that it produces the horizontal pattern.

Non-rotating reflective grating

Experiment-16 (Figure 28)

The light beam incidents normally to the reflective grating. 

CW rotating reflective grating

Figure 29 shows how we rotate CW the reflective grating around the Z axis. The reflective grating CW rotates around the Z axis at 30 0 (Figure 30) and 60 0 (Figure 31)

respectively. The light beam incidents obliquely to the reflective grating. Note that on the one side of the 𝑚 = 0 order, there are more 𝑚 ≠ 0 orders, however on the other side of the 𝑚 = 0 order, there are less 𝑚 ≠ 0 orders.

CCW rotating reflective grating

Experiment-18 (Figure 32,33)

Starting from Figure 28. Then we rotate the reflective grating CCW (Figure 32,33). The reflective grating CCW rotates at 30 0 (Figure 32) and 60 0 (Figure 33) respectively. The light beam incidents obliquely to the reflective grating. Note that on the one side of the 𝑚 = 0 order, there are more 𝑚 ≠ 0 orders, however on the other side of the 𝑚 = 0 order, there are less 𝑚 ≠ 0 orders after rotation of the grating.

Experiments: reflective grating producing curved vertical pattern

Rotating the reflective grating around its normal at the angle 90 0 from its orientation, such that it produces the vertical pattern (Figure 34), when the light beam incidents normally to the reflective grating.

Non-rotating reflective grating

Experiment-19 (Figure 34) 

CW rotating reflective grating

Experiment-20 (Figure 35,36)

Rotating the reflective grating CW at 30 0 (Figure 35) and 60 0 (Figure 36) respectively. The light beam incidents obliquely to the reflective grating. The CW rotation of the transmission grating obeys the right-hand rule [START_REF] Peng | Novel Double Slit Experiments: Right-hand Rule and Left-hand Rule ---Interference Patterns Curved, Expanded and Inclined Simultaneously[END_REF] and thus, the pattern should curve toward to the left. However, the reflection by the reflective grating makes the patterns curve towards the right.

CCW rotating reflective grating

We start from Figure 34.

Experiment-21 (Figure 37,38)

Next let us rotating CCW the grating at 30 0 (Figure 37) and 60 0 (Figure 38), respectively. The light beam incidents obliquely to the reflective grating. The CCW rotation of the transmission grating obeys the left-hand rule [START_REF] Peng | Novel Double Slit Experiments: Right-hand Rule and Left-hand Rule ---Interference Patterns Curved, Expanded and Inclined Simultaneously[END_REF] and thus, the pattern curves toward to the right. However, the reflection by the reflective grating makes the patterns curve towards the left.

4.3.Experiments: tilt reflective grating producing expanded, curved, inclined patterns (1)

The tilt reflective grating is shown in Figure 39b. We rotate the blazed grating CW and CCW around the X-axis (Figure 39a), say 45 0 , respectively, and get tilt reflective grating (Figure 39b). Then CW and CCW rotate the tilt grating around the Z-axis respectively. The tilt reflective grating (Figure 39b) produces the tilt pattern (referred as orientation-A) (Figure 40), when the light beam incidents normally to the grating. 

CW rotating tilt reflective grating

Next let us rotate the tilt reflective grating around Z axis CW (Figure 39b). 

CW rotating tilt reflective grating

Next let us CW rotate the tilt reflective grating around Z axis (Figure 39b). 

Summary

The textbook-screens for studying the interference patterns and diffraction patterns are the planarscreen. Based on the standard diffraction equation, the diffraction orders are determined by the incident angle and the diffraction angle. To describe the angular-dependent diffraction orders, we proposed the cylindrical screen. The cylindrical screen shows the location of each diffraction order visually and thus, one can place precisely a CCD at the location of each diffraction order to collect data without missing diffraction orders. By using the cylindrical screen, two coordinates are needed to describe the curved, expanded and inclined diffraction patterns.

We show that (1) the transmission gratings play the role of the dual-grating, namely, the transmission gratings produce both the transmission diffraction patterns and the reflective diffraction patterns, both patterns are determined by the orientation of the gratings; (2) the reflective blazed grating produces the expanded, curved and inclined attribute to CW and CCW rotation of the reflective grating. Indeed, the tilt reflective gratings with either the original orientation-A or the original orientation-B produce the diffraction patterns of different characteristics (see Table ). 
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Figure 1 .

 1 Figure 1. Experiment setup: cylindrical screen + grating + laser Figure 1a/1c are the side view, Figure 1b/1d are the top view. There is an opening on the side-wall of the cylindrical screen for a laser source. The grating is placed at the center of the bottom of the cylindrical screen. The grating can be either the transmission grating or the reflective grating.

Figure 2

 2 Figure 2 Schematic of cylindrical screen and dual-grating experiment setup

Figure 3 .

 3 Figure 3. Schematic of experiment setup: cylindrical screen + reflective grating In the Figure 3, the green-arrows represent the light beam.The cylindrical coordinate system (r, 𝜑, 𝑧) (Figure4) can be used to determine the position of each diffraction order of transmission pattern and of reflective pattern. For convenience, we can rewrite the height 𝑧 = 𝑟𝑡𝑎𝑛𝛾. For the cylindrical screen, the radial distance r is a constant, thus the position of a diffraction order is a function of two angles, the angular coordinate 𝜑 and the angle 𝛾, (𝑟, 𝜑, 𝑟𝑡𝑎𝑛𝛾).

Figure 4 .

 4 Figure 4. Cylindrical coordinate system and cylindrical screen

  top view: CW rotating grating (d) top view: CCW rotating grating through the grating and produces the diffraction pattern (referred as "transmission pattern"). Namely, the transmission grating plays not only a role of a transmission grating but also a role of a reflective grating simultaneously in the same experiment (hereafter referred it as dualgrating). The characteristics of the patterns are dependent on both the orientations of the slits of the dual-grating and of the orientations of the dual-grating.

Figure 5

 5 Figure 5 Schematics of experiment setup with planar screen

Figure 6 .

 6 Figure 6. Orientations of slits of dual-grating
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 1 Experiments: dual-grating producing both expanded horizontal transmission patterns and expanded horizontal reflective patterns simultaneously.

Figure 7 Experiment- 2 (Figure 8

 728 Figure 7 Top view: Dual-grating produces horizontal transmission pattern and reflective patten Observation (Figure 7): Dual-grating produces the horizontal transmission pattern and the horizontal reflective patten on the cylindrical screen simultaneously.Experiment-2 (Figure8): non-rotating dual-grating: planar screen

  with a planar screen, (1) each order has the same angle 𝛾; (2) the distance between each diffraction order to the center of the dual grating is different; (3) the angular coordinate 𝜑 of each order is different. Thus, one needs two parameters to determine the location of a diffraction order.

Figure 9 .

 9 Figure 9. Top view: Expanded horizontal transmission pattern and Expanded horizontal reflective pattern of dual-grating: CW rotating 30 0 Observation (Figure 9): the dual-grating produces both expanded horizontal transmission pattern and expanded horizontal reflective pattern simultaneously in the same experiment.

Figure 10 .

 10 Figure 10. Top view: Expanded transmission pattern and expanded reflective pattern of dual-grating: CCW rotating 30 0 Observation (Figure 9 and 10): Dual-grating produces the expanded transmission pattern and the expanded reflective patten on the cylindrical screen simultaneously, when it CW and CCW rotates.

5 (

 5 Figure 11 Transmission pattern and reflective pattern of dual-grating: CCW rotating 30 0

Figure 12 .

 12 Figure 12. Top view: Transmission pattern and reflective pattern of dual-grating CW rotating at 45 0 Observation (Figure 12): Dual-grating produces the expanded transmission pattern and the expanded reflective patten on the cylindrical screen simultaneously.Experiment-7 (Figure13): CW rotating dual-grating at 45 0 : planar screen

Figure 15 .Figure 16 .Figure 17 .Figure 18 .Figure 19 .Figure 20 .Experiment- 12 (Figure 23

 1516171819201223 Figure 14 Top view: Dual-grating of horizontal slits produces the vertical transmission Pattern and the vertical reflective patten simultaneously: cylindrical screen

Figure 28 .

 28 Figure 28. Light beam incidents normally to the reflective grating Observation (Figure 28): the reflective grating reflects the light beam back to the laser source and produces the horizontal pattern on the cylindrical screen.

Figure 29 .

 29 Figure 29. Reflective grating rotating around Z axis CW and CCW Experiment-17 (Figure 30,31)

Figure 30 .Figure 31 .

 3031 Figure 30. Reflective grating rotates CW at 30 0 .

Figure 32 .Figure 33 .

 3233 Figure 32. Reflective grating CCW rotates at 30 0

Figure 34 .

 34 Figure 34. Light beam incidents normally to the reflective grating Observation (Figure 34): the reflective grating reflects the light beam back to the laser source and produces the vertical pattern on the cylindrical screen. There are 𝑚 ≠ 0 orders on each side of the 𝑚 = 0 order. Note that we rotate the grating a little, so that the laser light and the vertical pattern do not overlap.

Figure 35 .Figure 36 .

 3536 Figure 35. Reflective grating CW rotates at 30 0

Figure 37 .Figure 38 .

 3738 Figure 37. Reflective grating CCW rotates at 30 0

Figure 39 .

 39 Figure 39. Tilt reflective grating rotating around Z axis CW and CCW

1 .

 1 Non-rotating tilt reflective grating: original pattern-AExperiment-22 (Figure40)

Figure 40 .

 40 Figure 40. Light beam incidents normally to tilt reflective grating Observation (Figure 40): the tilt grating produces the tilt pattern. Namely one end of the pattern is closer to the bottom of the cylindrical screen than the other end. In Figure the left end of the pattern is closer to the bottom than the right end.

Experiment- 23 (Figure 41 .Figure 42 . 4 . 3 . 3 .

 234142433 Figure 41. Tilt reflective grating CW rotates around Z axis at 30 0

Figure 43 .Figure 44 . 4 . 4 . 2 ) 4 . 4 . 1 .Figure 45 .

 434444244145 Figure 43. Tilt reflective grating CCW rotates around Z axis at 30 0

Experiment- 26 (Figure 47 .Figure 49 .

 264749 Figure 46. Tilt reflective grating CW rotates around Z axis at 30 0

  

  

  

  

  

  

Table: Comparison of diffraction patterns of orientation-A and orientation-B.

We suggest that the cylindrical screen provides a tool for analyzing the diffraction/interference patterns, and may be used to test/develop the theories of the grating rotating around 3 axes [12][13][14][15].