THIN FILMS OF LITHIUM GLASSES
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Before approaching the lithium glasses in form of thin films the two main methods to obtain these materials will be des The pressure of €he atmosphere in which deposition is car ried out optimally depends on the applied technology.

Evaporation

The number of atoms or molecules evaporating from a liquid or solid surface depends strongly on the temperature. As is generally known, the equilibrium vapour pressure would be obtained in a thermodynamically closed system. However, in practical evaporation, no equilibrium is obtained because the environment of the vapour source acts as a vapeur sink. The evaporant atoms condense on all parts that are at lower temperature than the vapour source.

Systematic investigations of evaporation rates in vacuum have been performed mainly by Hertz, Knudsen and Langmuir. In these experiments it was found that a liquid has a specific ability to eva porate and cannot exceed a certain maximum evaporation rate at , a given temperature even if the heat supply is unlimited. The theoretical maximum evaporation rates are obtained only if the number of vapeur molecules leaving the surface corresponds to that required to exert the equilibrium pressure p e on the same surface, with none re turning to it.

From these experiments and considerations, the following equation for the molecular evaporation rate could be formulated 
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Schematic representation of the stages of metal film growth and approximate relationship between dislocati. on density and film thickness according to Pashley.

Most films deposited even at room temperature are in a non equilibrium state and highly imperfect containing vacancies, disloca tions, stacking faul ts a• na grain boundaries, unless there is some me chanism for achieving equilibrium. The method of approaching equili brium is by movement of atoms in and on the surface layers. The most important parameter controlling the mobility of atoms in a solid film is diffusion. Therefore if the condensation process occurs closer to the melting point of the film material, a better o�dered solid film is formed. This can be achieved, for example, by increasing the substrate temperature.

ordering procesies, grain size.

In �ddition to influencing surface mobility and the substrate temperature will also affect the c) Reactive_evaporation

For the deposition of a stoichiometric oxide film by reactive evaporation, a relatively high o 2 partial pressure and a slow metal-atom condensation rate are required, so that completely oxidized metal-oxide films can be formed. The partial pressure of the reactive gas cornponent is usually few 10-4 mbar. The significant technology of reactive evaporation is applied in all cases where direct evaporation of a chemical compound is not possible because of thermal dissociation or too low a vapour pressure. In practice, oxide films are usually produced using sub-oxides or metallic starting ma terials. However, basically it is also possible to produce sulphides and nitrides or other compounds in this manner. 

General considerations

Without going into <letail, we will attempt to discuss thr� parameLers ùnd system components of significance for cathode sput tering, and thus give a goneral idea of the fundamental correlations of cathode sputtering and also of the opportunities offered by this proccss.

Fig. 5 shows a schematic drawing of a greatly simplified sct-up for cathode sputtering. The process takcs place in a vacuum chamber, which has been evacuated as well as possible before coating.

In order to prevent contamlnation of the films ta be produced by incorporation of less dcfined should be 10-6 mbar or lower. rcsidual gas, the starting pressuru

The working pressure is then achievu<l with the working gas. The sputtering process itself takes place in a gas discharge which is ignited at a pressure between 10-J and 10-2 mbar, dcpending on the special variant of the method. A requirem0nt of the vacuum pumps is therefore an ultimate vacuum as high as pos sible and also a high and constant pumping speed in the mbar range. All of these processes take pl�ce, both at the target and at the substrate and determine the properties of the growing films.

About 95 % of the energy of the bombarding ions on the target is lost as heat in the solid material and only 5 % is passed onto the secon dary particles.

With this technique the deposition rate is generally low A similar phenomenon is observed for the activation ener gies (Fig. 10) .

The ionic conductivity varies exponentially with Li 2 o content and the activation energy varies linearly with Li2o content (Fig. 9, 10). Similar behavior had already been observed for glasses The starting matarials and the obtained thin films are very hygroscopie.

The deposition of such glasses requires a small evaporation apparatus, which has been designed and built up in order to be put easily into a glove box. This glove box is equipped with water vapor and oxygen purification devices.

The deposition rate controlled by a piezoelectrical balance is about 140 A s -1 , five times higher than that determined with oxide glasses.

The obtained films are checked by SEM.

Electrical measurements

The high ionic conductivity of the glasses does not allow using a sandwich electrode structure for electrical measurements.

The arrangement of the electrodes used for ionic and electronic conductivity measurements of -�i ---- -during the first temperature increase from 25 ta 90 °C the measured conductivity is similar ta that of the starting glasses (Fig. 14).

This conductivity is due essentially to the motion of the ions in the bulk of the thin film. Thus despite the uncertainty of the exact iodine content the films seem to have the same composition and the same behavior as the starting glasses.

-the ten times higher conductivi ty measured when the films are heated for several hours at 90 °C seems to be independent of the composition of the thin films (Fig. 14). Such a type of annea ling never produces any conduc tivity enhancement on similar composition bulky glasses. 

  EVAPORATION AND CONDENSATION IN HIGH VACUUM Thin films of materials of such different properties as metals, halides, oxides and sulphides can be obtained in the crystal line or amorphous state by condensation of the vapour. The mechanism involved in forming the film may be a pure physical e.g. simple con densation or may also involve chemical reactions. Evaporated films were probably first made by Faraday in 1857 when he exploded metal wires in an inert atmosphere. The deposi tion of metal films in a vacuum by resistance heating of platinum wires was performed by Nahrwold in 1887 and only a year later this technique was used by Kundt to produce films for measuring the re fractive indices of metals. In the following period, evaporated thin films had only academic interest, although the vacuum evaporation of metal films by Pohl and Pringsheim in 1912 was performed under better developed technological conditions. The techniques of forming thin films by condensation at very low pressures have been developed in parallel with industrial development of techniques of producing high vacua in large volumes, using pumps of very high speed and suitable cieanliness, Films obtained by condensation alone are usually made at pressures between 10-6 and 10-B mbar and down to the lowest values that modern vacuum technology can attain. This is combined with fast deposition rates to produce deposits in which only few foreign gas atoms are incorporated. Of great technical importance was the discovery and deve lopment of the reactive evaporation process by Auwarter 1952 and Brinsmaid 1953. Such processes which in volve a chemical reaction between evaporated constituents and the gas atmosphere are carried out mainly in the 10-4 mbar region with slow deposition rate. The reaction is often activated either thermally or by uv radiation or alternatively by ionic oi electronic bombardment. The industrial development of these evaporation and conden sation techniques is due largely to the relative ease of obtaining either pure metal films or exact stoichiometric compound deposits of uniform thickness, because the laws which determine the phenomena at low pressure are better defined than close to or at atmospheric pres sure. At very low pressures, the mean free path of the vapour atoms or molecules exceeds the usual distance between evaporation source and the substrate. Thus the substrate receives a flux of vapour which travels in straight lines with no or only very few gas/vapour colli sions and the spatial distribution of the condensate obeys purely geometrical laws. If however, the residual pressure has such a value that the source to substrate distance•corresponds to the mean free path of the vapeur atorns, then only 37 % of the atoms travel without collision with the residual gas molecules. At residual pressures above• l0-3 mbar, the propagation of the evaporated atéms between source and the substrates is subject to an isotropie diffusion effect because of increasing frequency of intermolecular collisions.

  FIG.1

  FIG. 2Profile area A, of the thickness profile

  2. Film deposition by cathode sputtering Cathode sputtering or more exactly the sputtering of (usually solid) materials by bombardment with positive noble gas ions is the oldest vacuum process for producing thin films. Sputtering, the cause of the erosion of the cathode in glow discharge, often an undesirable effect, was discovered more than 130 years ago by Grove 1852 in England and Plücker in Germany during gas discharge experi ments. Saon afterwards in 1877, metal sputtering was applied in the production of rnirrors and later it was used for decorating va rious articles with noble metal films. Around 1930 it was used for applying electrically conducting films of gold onto the wax masters of the Edison phonographs. It then became of less importance for the next 30 years compared wi th the rapidly developing deposi tian of films by evaporation and condensation in high vacuum. 11<,'v/ùVCr, sincc about 1955 sputtcrinq has un<lergonc il rr,llê.t.i.fJ/3illîCC, Intensive studies of the phenomena occurring during the sputtcring process and hence better control of the process together with the tcchnical requirement for high quality films having very good adhesion and possessing specific properties have certainly con tributed ta the wide_ application.

  FIG. 5Simple diode type sputtering system.

  FIG. 7Glass thin film sample between two gold electrodes.Ionie conductivity was measured by a classical complex im pedance method using a SOLARTRON 1170 frequency pulse analyser in the frequency range of 0.1 mHz up to 10 4 Hz.
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  FIG. 12Arrangement of the electrodes for electrical measurements.

  FIG. 14 3 -l Variation of log a vs 10 .T for B 2 s 3 -Li 2 S-LiI glasses