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INTRODUCTION

In situ physical aging by Differential Scanning Calorimetry

Polylactide (PLA) presents the advantage of being a biodegradable and renewable polyester with overall good mechanical properties, which makes it an interesting substitute for classical nonrenewable polymers. However, PLA has limited gas barrier characteristics, property of greatest importance for packaging applications. Cellulose Nanocrystals (CNC) is known for it's high crystallinity, as well as the ability to form percolation networks in polymeric matrices, which was proven in previous studies, to be both beneficial for barrier and mechanical properties [1,2].

In this work, nanocellulose-based composites were prepared via solvent casting. The effects of unmodified and modified nanocellulose particles on the relaxation and barrier properties of PLA were investigated. The adhesion between the matrix and the filler was enhanced after chemical modification, as well as the barrier properties to oxygen (for high contents).

PLA/CNC nanocomposite

CONCLUSIONS

  Fig. 4. i) Time-lag plot for oxygen permeation ii) Relative diffusivity for PLA, and PLA/CNC-based composites, Nielsen model included (1967)
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 213 Fig.2. SEM micrographs of PLA and PLA/Nanocellulose-based composites (Aglm for agglomerated and Nano for nano-dispersed)
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	Neat PLA	142	1592	1.21	2.1	2.54
	PLA/5% CNC	161	1611	1.17	2.63	3.08
	PLA 10% CNC	192	1644	0.5	3.7	1.85
	PLA/5% CNC-g-Lauric Acid	182	2641	1.04	2.13	2.21
	PLA/10% CNC-g-Lauric Acid	230	4496	1.18	1.96	2.31
	PLA/30% CNC-g-Lauric Acid	88	1334	1.85	0.96	1.78
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