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Introduction

Surface plasmon resonance (SPR)-based biosensors measure the RI changes on a metallic-dielectric interface due to biomolecular bond (analyte-bioreceptor) events. These devices have attracted great interest in label-free methods in the last decades [1]. In particular, the devices that use nanohole arrays demonstrate high sensibility, and great potential for miniaturized sensor production [2]. Another distinguishing feature is obtaining nanoholes with high control in strategic points on the metallic film. This enables the integration with microfluidic systems to get automatic and multipoint analysis, which is an important feature for the future SPR biosensor technology [3]. Moreover, the nanoholes arrays can be projected with a specific optic characteristic, controlling the hole diameter, geometry, and periodicity [4].

The cost-effectivity of nanoholes production may make their use difficult on a large scale due to the high-cost beam lithography techniques often used for nanoholes obtention, such as focused ion beam (FIB) and electron beam lithography (EBL). As an alternative, many authors have used nanospheres lithography (NSL). The accessible sphere self-assembly makes possible the development of different structures [5]. For example, the sphere volume can be adjusted by reactive ion etching (RIE) [6]. Thus, NSL has been used to prepare plasmonic biosensors based on nanoholes [7], nanowires [8], and others [9].

The NSL can thus provide a direct approach to overcoming the high cost of SPR biosensors. Thus, in this work, we prepared an unprecedented plasmonic platform based on a glass substrate covered with nanoholed gold thin film. The holes were obtained over the entire metallic surface by NSL. This technique does not enable to have nanoholes arrays in specific positions on the substrate. Thus, our main challenge was restricting the nanoholed substrate to have a particular structure of Sen-Ps on the substrate. The plasmonic platform had its sensitivity characterized, and it was tested for BSA detection.

Experimental section

A glass substrate covered with an entire-nanoholed gold film (Figure 1A) fabricated by NSL (support information) was used to develop a sensing multiple-point plasmonic device.

Firstly, the substrate was spin-coated at 500 rpm for 40 s and ramping at 1500 rpm for 15 s (G3P-8) with a polymeric solution containing urethane dimethacrylate (UDMA, Aldrich, 100%), 2-(N, N-dimethylamino) ethyl methacrylate (DMAEMA, sigma-Aldrich, 100%), and camphorquinone (CQ, Sigma-Aldrich, 97%) at the 85:10:5 wt% ratio (Figure 1B). The polymeric solution was degassed before its use. Then, the Sen-Ps were obtained on the specific regions of the substrate by photopolymerization. For that, a photomask containing transparent erephthalate sheets with a high-resolution printer) was positioned on the polymeric film and exposed to cure using LED curing light (Radii-cal, 440-480 nm, 1200 mW/cm 2 ) for 1 min (Figure 1C). The polymer on the regions unexposed to light was removed using ethanol P.A. (synth) (Figure 1D). Then, using a sputtering (Sputter coater SCD 050, Baltec, Canonsburg, USA), a second optically dense gold layer was deposited onto the polymeric-recovered substrate using a current of 60 mA for 240 s (Figure 1E). Finally, the polymeric coating was removed by a THF bath (Neon, 99,0 wt%) for ~2 min (Figure 1F). Morphological characterizations were performed by scanning electron microscopy (SEM, FEI Quanta 250), and the structure size was measured using Image-Pro® PLUS (version 4.5.0.29) software. The sensibility was characterized by UV-Vis spectroscopy (Ocean Optics, USB2000 with resolution of 0.1 nm), coupled to a metallographic microscope (Quimis 9738 MIT with halogen lamp of 250 W) (Figure S1). The plasmonic sensitivity to RI changes was conducted by exposing the substrate surface to glucose solutions (Sigma-Aldrich, 99,5%) with different RIs (1.3397-1.3970). The substrate biodetection capability was tested using BSA as a model biomolecule by the following procedure: 0.5 mmol/L of 11-mercaptoundecanoic acid (MUA, Sigma-Aldrich, ~95%) in ethanol covered the plasmonic substrate for 6 h. Subsequently, the rinsed sensor was added to a 1:1 aqueous solution containing N-ethyl-N-(3-diethylaminopropyl) carbodiimide (EDC, Sigma Aldrich, -hydroxysuccinimide (NHS, Sigma Finally, 0.5 µg/mL of BSA (Sigma Aldrich 96%) in PBS was passed through the device for The evaluation of the Sen-P optical transmission revealed a plasmonic band at a 531 nm maximum wavelength when a dilute glucose solution (RI=1,3397) was on it. This behavior was the same observed for other substrate Sen-Ps. The maximum transmission wavelength was close to the one observed in our previous work [11]. As observed in Fig. 3(A)-3(B), the transmission spectra were red-shifted as the RI increased. Then, the sensitivity (S) was determined using a linear fitting of the maximum transmission wavelength as a function of RI variation. The fitting curve inclination is defined as the Sen-P sensitivity (Fig. 3(C)), which was (271.92 ± 14.92) nm/RIU. Considering that the spectrophotometer precision was 0.1 nm, the calculated resolution was 3.7 x 10 -4 RIU. Moreover, the R 2 for the linear fitting was acceptable (0.9764), indicating that the transmission maximum wavelength shift is proportional to RI changes.

Results and discussion

The device response to the biomolecule immobilization was also investigated using the traditional model system of MUA/NHS-BSA [12]. The MUA-NHS layers are extensively used to provide a compact layer on the gold surface [13]. The BSA aminated groups quickly adsorb on the MUA/NHS-modified gold surface and form a 4-7 nm thick monolayer [14] (see Figure S1 in the supplementary material). Thus, this molecular system can determine the substrate's ability to evaluate the sensor surface layer-by-layer modification. This is important to define if the substrate can work as a biosensor. The Sen-P transmission spectra were acquired for each modification step. The region of the spectra maximum absorbance can be observed in Figure 3(D). The Fig. 3(D) inset shows the plasmonic band maximum wavelength for each modification. The redshift caused by the immobilization of the NHS layer over MUA was only (0.6±0.22) nm. However, a significant shift of (2.48±0.57) nm was observed when BSA molecules were immobilized on MUA-NHS layer. According to these results, and the literature support (supplementary information) the device has potential to detect surface biological interactions and also work as a plasmonic biosensor. 

Conclusion

In this work, we presented a new nanoholes-based plasmonic substrate obtained by a facile technique. The substrate was successfully prepared with several Sen-Ps with a circular area filled with hexagonal-shaped nanoholes on gold thin film. The Sen-Ps were obtained using a polymeric coating followed by remotion and then obtaining the plasmonic platform with a multiplexing potential. The Sen-P arrays can be fully customized. It was shown that the device was sensitive to RI changes and can respond to the biomolecules immobilization. The results demonstrated that combining the techniques (nanohole development by NSL and demarcation with an easy-to-remove polymeric system) enables the acquisition of plasmonic substrate with the potential for multiple detections at a label-free single device.
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 1 Fig. 1. Preparation process of the nanohole array-based plasmonic platform containing multiple Sen-Ps.

Figure 2 (

 2 Figure 2(A) shows a digital image of the demarcated substrate. The substrate had a 2.25 cm 2 which are perfectly organized (bright spots in the image). The Sen-P arrays on the substrate can be customized just by changing the printed photomask design. Figure 2(B) shows an SEM image of a set of four Sen-Ps (highlighted in Fig. 1(A)) with a 380 µm diameter. The difference between the photomask transparent circular area (150 µm) and the actual area obtained for the Sen-Ps on the substrate (380 nm) can be attributed to the photopolymerization side-propagation [10]. Furthermore, light may enter beyond the edges of the transparent photomask due to a not fully collimated light beam. SEM images at different magnifications were obtained from a Sen-P and are shown in Figures 2(C)-2(D). The regions are filled with hexagonal-shaped nanoholes with an average size of 234,1 ± 27,3 nm (Inset in figure 2(D)).
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 2 Fig. 2. (A) digital image of the demarcated substrate, (B) SEM image of the four Sen-Ps indicated in (A), and (C-D) show SEM images at different magnifications obtained within the Sen-P area. Inset in (D) shows a nanoholes size distribution obtained from the (D) image.

Fig. 3 .

 3 Fig. 3. (A) Transmission spectra for a Sen-P at different IRs (1.3397-1.3970). (B) Expansion of the maximum absorbance region observed in (A). (C) Maximum transmission wavelength as a function of RI variation (sensibility curve). (D) Transmission spectra for each step of the gold surface modification on the Sen-P. Inset: column chart to plasmonic band redshift.
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