
HAL Id: hal-03927467
https://hal.science/hal-03927467

Submitted on 13 Mar 2023

HAL is a multi-disciplinary open access
archive for the deposit and dissemination of sci-
entific research documents, whether they are pub-
lished or not. The documents may come from
teaching and research institutions in France or
abroad, or from public or private research centers.

L’archive ouverte pluridisciplinaire HAL, est
destinée au dépôt et à la diffusion de documents
scientifiques de niveau recherche, publiés ou non,
émanant des établissements d’enseignement et de
recherche français ou étrangers, des laboratoires
publics ou privés.

Distributed under a Creative Commons Attribution - NonCommercial 4.0 International License

High Verdet Constant Glass for Magnetic Field Sensors
Xudong Zhao, Weiwei Li, Qi Xia, Ping Lu, Haizheng Tao, Mengling Xia,

Xianghua Zhang, Xiujian Zhao, Yinsheng Xu

To cite this version:
Xudong Zhao, Weiwei Li, Qi Xia, Ping Lu, Haizheng Tao, et al.. High Verdet Constant Glass for Mag-
netic Field Sensors. ACS Applied Materials & Interfaces, 2022, 14 (51), pp.57028-57036. �10.1021/ac-
sami.2c18119�. �hal-03927467�

https://hal.science/hal-03927467
http://creativecommons.org/licenses/by-nc/4.0/
http://creativecommons.org/licenses/by-nc/4.0/
https://hal.archives-ouvertes.fr


High Verdet Constant Glass for Magnetic Field Sensor 

 

Xudong Zhao, Weiwei Li, Qi Xia, Ping Lu, Haizheng Tao, Mengling Xia, Xianghua 

Zhang, Xiujian Zhao, and Yinsheng Xu*  

 

XD. Zhao, P. Lu, H. Tao, M. Xia, X. Zhang, XJ. Zhao, Y. Xu  

State Key Laboratory of Silicate Materials for Architectures, Wuhan University of 

Technology, Wuhan 430070, China 

E-mail: xuyinsheng@whut.edu.cn 

 

W. Li 

State Key Laboratory of Advanced Technology for Materials Synthesis and Processing, 

Wuhan University of Technology, Wuhan 430074, China 

 

Q. Xia 

School of Intelligent Manufacturing and Electronic Engineering, Wenzhou University 

of Technology, Wenzhou 325035, China 

 

X. Zhang 

Institut Des Sciences Chimiques de Rennes UMR 6226, CNRS, Université de Rennes 

1, Rennes 35042, France 

 

Keywords: Rare-earth ions, Magneto-optical material, Faraday effect, Glass, Magnetic 

field sensing. 

 

Abstract 

Due to the high transparency, high Verdet constant, as well as easy processing property, 

rare earth ions doped glasses have been demonstrated great potential in magneto-optical 
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(MO) applications. However, the variation in the valence state of rare earth ions (Tb3+ 

to Tb4+) resulted in the decreased effective concentration of the paramagnetic ions and 

thus degraded MO performance. Here a strategy was raised to inhibit the oxidation of 

Tb3+ into Tb4+ as well as improve the thermal stability by tuning the optical basicity of 

glass network. Moreover, the depolymerization of the glass network was modulated to 

accommodate more Tb ions. Thus, a record high effective concentration 

(14.19×1021/cm3) of Tb ions in glass was achieved, generating a high Verdet constant 

of 113 rad/(T·m) at 650 nm. At last, the first application of MO glass for magnetic field 

sensor was demonstrated, achieving a sensitivity of 0.139 rad/T. We hope our work 

provides guidance for the fabrication of MO glass with high performance and thermal 

stability and could push MO glass one step further for magnetic sensing application. 

1 Introduction 

Magneto-optical (MO) material is significant for application in modern optics, 

such as fiber sensors, optical isolators, and modulators1-6, due to the ability of magneto-

optic interacting or transforming. As a magneto-optic matrix, MO materials rotate the 

polarization plane of an incident light beam with the angle as a function of the 

polarization of the two components of the circularly polarized light, which is usually 

called the Faraday effect7. The MO devices require materials combining high 

transparency and high Faraday-rotation-angle-dependent Verdet constant as well as 

easy processing property, ensuring the sufficient transmittance and rotation of the 

incident light in different application circumstances. 

Rare earth ions (Tb3+, Dy3+ 8-11, Ho3+ 11-13, Er3+ 14-16) are typical paramagnetic ions 
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for their high magnetic moment, yielding high Verdet constant. Common MO materials, 

including single crystal (such as Tb3Ga5O12), transparent ceramic (such as 

Tb3Sc2Al3O12), and thin film doped with rare earth ions (such as Tb3Fe5O12), can 

achieve high transmittance and Verdet constant17-21. For example, the commercial MO 

crystal, Tb3Ga5O12, has a transmittance of over 80% and a high Verdet constant of 121 

rad/(T·m) at 650 nm, making it one of the key materials in optical isolator at present.  

However, these materials are difficult to be further processed, especially limited over 

long-distance light transmittance and rotation. Glass can be easily processed into any 

shape and size, and glass fiber manufacturing is a mature technology, making the rare 

earth doped MO fiber promising. The MO glass fiber has realized a low optical loss of 

6.4 dB/m at 880 nm22. Furthermore, the tunable composition makes the glass network 

more inclusive of paramagnetic ions. For example, Tb doping content in GeO2-PbO-

B2O3–SiO2 MO glass reaches a high content of 40 mol% and increases to 45 mol% in 

GeO2-B2O3-P2O5-ZnO MO glass23, 24. Besides, owing to the uniform and stable 

amorphous network structure, MO glass tends to reach higher transmittance at 1064 nm 

which is attractive for applications in communication and laser systems. Moreover, the 

mature and rapid automatic machinery in the glass industry makes MO glass compose 

shorter preparation time, lower cost, and flexible size regulation including either super 

large size or micro nano size which enable it a promising material in MO devices. 

The main challenge of MO glass is the variation in the valence state of rare earth 

ions, resulting in the decrease of the effective concentration of the paramagnetic ions 

and thus degraded MO performance. The valence state was dependent on the ability of 
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glass network structure to gain and lose electrons, also called optical basicity. 

Additionally, as glass network modifier, high content of rare earth ions may lead to 

depolymerization of the network, decreasing the thermal stability of glass, which is not 

conducive to subsequent processing or fiber manufacturing. Nevertheless, a deep 

understanding of MO performance and the stability associated with glass network has 

not been reported up to now. 

In this work, we choose terbium as the paramagnetic ions and borogermanate glass 

as the glass matrix and discuss the structure, valance and application of MO glasses. 

The glass network was tuned by replacing B2O3 with Al2O3 and maintaining the 

diamagnetism of the glass matrix for reasonable comparison. Proper increasing Al 

content increased the network connectivity, inhibiting the oxidation of Tb3+ into Tb4+ 

as well as improving the thermal stability. Furthermore, the doping concentration of 

Tb2O3 was increased to 45 mol% while ensuring the transparency of the glass. High 

effective content of Tb3+ resulted in a high Verdet constant of 113 rad/(T·m) at 650 nm. 

Finally, we assembled our MO glass into a magnetic field sensor, and the sensitivity of 

the magnetic field measurement reached 0.139 rad/T. This work provides reference for 

the preparation of MO glass with high effective content of paramagnetic ions. 

 

2 Results and discussion 
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Figure 1 Schematic of Faraday effect and the corresponding key factors associated with 

MO glass 

 

As illustrated in Figure 1, the incident light beam transmitted accompanying with 

rotating the polarization plane through the MO glass inside a magnetic field (Faraday 

effect). The rotating angle θ can be obtained according to θ=VBd, where V is Verdet 

constant, B is magnetic flux density, and d is the thickness of the MO glass. To reduce 

the workspace and improve the flexibility of the system, high V of the materials is 

necessary for diminished magnetic field. The effective concentration of paramagnetic 

ions involved in the MO glass is the prerequisite to achieve a high Verdet constant. 

Thanks to the amorphous nature of the glass network, i) the depolymerization of the 

glass network can be controlled to accommodate more rare earth ions, ii) the ratio of 

different chemical groups that build glass network framework such as [AlO4], [BO4] 
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and [BO3] can be tuned to adjust the ability of gaining and losing electrons (optical 

basicity) and thus inhibiting the change of the valence state of rare earth ions. 

 

2.1 Structural analysis 

 

Figure 2 (a) FTIR and (b) Raman spectra of TGBA MO glasses, (c) illustration of the 

local glass structure with the increase of (d) Al2O3 and (e) Tb2O3 

 

Firstly, we prepared terbium doped borogermanate glasses (Tb2O3-GeO2-B2O3-

Al2O3) through melt-quenching method. The raw material powders were mixed and 

heated into high-temperature melt. During the melting process, B2O3 and GeO2, the 

typical glass “network former”, broke bonds to form B-O and Ge-O randomly crossed 

network structure, forming a shortrange ordered but long-range disordered amorphous 

structure. Other ions are connected to the network through bridge-oxygen. Then the 
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melt was quickly quenched and molded into bulk transparent glass (Figure S1) 

maintaining the network structure. The glass network structure can be tuned by varying 

the composition. Both aluminum and boron preferentially tend to form tetrahedron 

combining with O in glasses25. Replacing B2O3 by Al2O3 would not change the network 

structure of glass significantly, but may effectively change the optical basicity of glass 

due to the the difference in electronegativity of aluminum and boron.  

To verify our assumption, B2O3 was partially replaced by Al2O3 in MO glasses 

that contain 20 mol% terbium, and the variation of the network structure was analyzed 

by infrared spectra and Raman spectra. As shown in Figure 2a, there are multiple 

infrared vibration bands over a wide range of wavenumbers, namely, B-O vibration of 

[BO3] triangle unit (1200-1600 cm-1), B-O vibration of [BO4] tetrahedral units (950-

1200 cm-1), B-O vibration of [BO4] overlap with Al-O vibrations of [AlO4] units (800-

950 cm-1), and Al-O vibrations of [AlO4] overlap with Ge-O vibrations of [GeO4] units 

(500-800 cm-1). [24]. The detailed assignments of the vibration peaks were listed in 

Table S2. With the increased replacement of B2O3 by Al2O3, [AlO4] asymmetric 

stretching vibration at 734 cm-1 enhanced obviously while the [BO4] vibration 

weakened, indicating Al atoms entered into the structure by replacing B atoms. Taking 

into account that the enhanced B-O vibration of [BO3] triangle units, we can conclude 

that with Al2O3 replacing B2O3, the [AlO4] units in the network structure increase and 

the oxygen atoms of [BO4] are plundered, resulting in a sharp reduction of [BO4] and 

partial conversion to [BO3] units. Noted that the [AlO4] units help to increase the 

network connectivity, thus improving the thermal stability of the MO glass26, 27.  
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Then we further increase the terbium content in MO glass and investigate the 

network structure. With the increased terbium concentration from 20 mol% to 30 mol%, 

40 mol% and 45 mol% in the raw materials, the vibration peak of [BO4] reduces and 

the [BO3] peak increases, indicating that part of [BO4] transformed into [BO3]. For 

comparison, the local spectra have been given in the supporting information. As shown 

in the FTIR absorption spectra (Figure S2a), it could be found that a sharp decrease 

occurs in the range of 950-1200 cm-1, indicating the [BO4] absorbance decreases with 

the increase of Al2O3. Similarly, the [BO4] absorbance decreases with the increase of 

Tb2O3 as shown in Figure S2b. However, if terbium concentration was further 

increased to 50 mol%, the composition cannot form glass. This is because terbium is a 

kind of network modifier that break the glass network greatly, excess terbium may 

decrease the network connectivity and resulting in the agglomeration of Tb ions28. 

To further confirm the results obtained by FTIR, Figure 2b gives the Raman 

spectra of the MO glasses. The Raman shift of the peaks and their possible assignments 

have been summarized in Table S3. It could be found that GeO2 is an important 

network former. With the increase of Tb2O3, the peak of O-Ge-O decreases sharply, 

which indicates the former glass network is broken and Tb2O3 acts as network modifier 

that reduces the network connectivity greatly. Notably, the peak of [BO4] located at 832 

cm-1 shifts to [BO3] located at 806 cm-1 can be observed in Figure 2b which consists 

with the results in FTIR spectra. Meanwhile, with the increase of Tb2O3, metaborate 

has the tendency to transform to diborate. 

Based on the above results, the local glass structure evolution of MO glass with 
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the increase of Al2O3 and Tb2O3 has been given in Figure 2c. It could be confirmed 

that with more Al2O3 replacing B2O3, the glass network connectivity is enhanced as 

more [AlO4] participate in the glass network which results in the decrease of [BO4] and 

the increase of bridging oxygen, as shown in Figure 2d. Meanwhile, as given in Figure 

2e, with the increase of Tb2O3, the original glass network was interrupted, especially 

the borate rings, as metaborate depolymerization into diborate, which is corresponding 

to the peak intensity of [BO3] strengthening in the FTIR spectra. 

 

2.2 Valance state of Tb and Ge in MO glass 

The influence mechanism of glass network structure on the valance state of Tb, 

which is the key of the effective concentration of paramagnetic ions and the consequent 

MO property, was clarified by XPS (Figure S3). Usually, only Tb3+ shows a notable 

MO response25, 29. However, as a raw material, the +3 and +4 valence states of Tb co-

exist in the Tb4O7. After high temperature melting, two valence state are still co-existed.  

Meanwhile, Ge ions may behave as zero valent, divalent or tetravalent ions in the 

glass which will greatly influence the Tb ions state30. Therefore, the valence state in 

MO glass is mainly discussed. 

 

2.2.1 Valence state of Tb and Ge 

ACCEPTED MANUSCRIPT / CLEAN COPY



 

Figure 3 XPS spectra of (a) Ge 3d in MO glasses containing 20 mol% Tb2O3 and (b) 

Tb 3d in MO glasses, (c) Quantitative analysis of Ge ions with different valence states 

and its calculated valence state, (d) Quantitative analysis of Tb3+ and Tb4+ among Tb 

ions, (e) Optical basicity and the electron transfer mechanism in MO glasses with the 

increase of Al2O3 and Tb4O7 
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Figure 3a gives the Ge 3d XPS spectra of 20T20A, 20T25A and 20T30A. Three 

peaks with binding energy at ~29 eV, ~31.6 eV and ~32.5 eV were observed in Ge 3d 

spectra, corresponding to Ge0, Ge2+ and Ge4+, respectively30, 31. The calculated valence 

states of Ge ions are 3.07, 2.84 and 2.51 in 20T20A, 20T25A and 20T30A, respectively. 

Through the quantitative analysis of these peaks, Ge ions have the tendency to change 

from high valence state to low valence state with the increase of Al2O3 as shown in 

Figure 3c. 

The valence state of Tb ions can also be analyzed by detecting the electron 

arrangement on 4d or 3d electron orbit. Since the binding energy bands of Tb3+ and 

Tb4+ are relatively close and difficult to distinguish in the 4d orbital spectra, the 3d 

orbital was usually chose for analysis. The Tb 3d XPS spectra of Tb doped glasses are 

shown in Figure 3b. According to the literature25, 29, 32, 33, peaks in Tb 3d spectra could 

be divided into two parts. As marked in Figure 3b, binding energy at ~1239 eV, ~1263 

eV and ~1274 eV corresponding to the Tb3+ part, while binding energy at ~1241 eV, 

~1243 eV, ~1251 eV, ~1276 eV and ~1278 eV corresponding to the Tb4+ ions32, 33. The 

XPS peak positions and their corresponding Tb ion valence were summarized in Table 

S4. 

Figure 3d gives the area fraction of the peaks to the spectra. It could be found that 

when Al2O3 replaces B2O3, part of Tb4+ is transformed into Tb3+, and then into Tb4+. 

The abnormal valence change of Tb ion indicates the complex electron transfer. Besides, 

comparing lower Tb doped glasses with higher Tb doped glasses in Figure 3d, the area 
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fractions of Tb3+ in 20% Tb2O3 doped glasses are greater than the higher Tb2O3 doped 

glasses.  

 

2.2.2 Electron transfer mechanism in MO glass 

To understand the electron transfer mechanism in MO glass, the optical basicity 

was calculated and discussed combining with network structure. The optical basis 

theory constructs the numerical expression of the average electron transfer capacity of 

different oxides to predict the valence state of multivalent ions in glass. According the 

Formula (2) in supporting information, Figure 3e gives the calculated optical basicity 

of MO glasses. It could be found that the optical basicity increases with the increase of 

Al2O3 or Tb2O3. 

As the content of Al2O3 increases from 20 mol% to 25 mol%, Λth increases, more 

electrons enter the glass network. According to the Tb 3d and Ge 3d spectra, the process 

of Tb4+ → Tb3+ and Ge2+ → Ge0 occur simultaneously and are dominated by the 

former. Hence, 20T25A has a higher Tb3+ content than that of 20T20A. While the 

continuous addition of Al2O3 does not result in higher Tb3+ content, it turns out that 

Tb3+ content in 20T30A is quite low. As shown in Figure 3c, great amount of Ge4+ turn 

into Ge2+ or Ge0, this process inhibits Tb4+ obtaining electrons which result in the 

relatively low Tb3+ content. As mentioned above, the increase of Al2O3 greatly enhance 

the network connectivity, and the Tb ions are easily to obtain electrons. While the high 

connectivity glass network implies the connectivity with Ge ions strengthens as well, 

which cause the Ge ions getting electrons. 
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On the other hand, as shown in Figure 3e, the optical basicity increases in 

proportion to Tb2O3 content. However, the high optical basicity of Tb2O3 makes Tb3+ 

easy to lose electrons and oxidize to Tb4+. That is why the proportion of Tb3+ is low 

when the content of Tb2O3 is high. Furthermore, the increase of Tb2O3 makes Tb ions 

agglomerating in the glass network, which results in partial Tb ions no way to contact 

Ge-B-Al glass network, and this may also lead to high content of Tb4+.  

 

2.3 Optical properties 

As a kind of lens material, the optical properties show great importance in the 

application. Better transmittance indicates the possible application of fiber and large 

size glass which optical path is long. Besides, the luminescent property of Tb ion is 

another potential application. Hence, in this section, the optical properties are discussed 

in detail. 

 

2.3.1 Transmission spectra 
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Figure 4 (a) Transmission and (b) absorption spectra of the polished MO glasses, (c) 

Color change of MO glasses with the increase of Al2O3 and Tb2O3, (d)Excitation and 

(e) emission spectra of MO glasses, (f) Luminous picture of the polished MO glasses, 

(g) Energy transfer process of Tb3+ ions 

 

The transmission and absorption spectra of the polished MO glasses are shown in 

Figure 4a and 4b, respectively. The typical absorption peak at about 483 nm is the 7F6 

→ 5D4 electron transition of Tb3+34. The average transmittance of MO glasses 

containing 20 mol% Tb2O3 among 400-1600 nm is above 85%. As shown in Figure 4c, 

with the increase of Al2O3, MO glass maintain its transparency. While, with the increase 

of Tb2O3, MO glass starts to get brown and the color gets darken with the further 

increase of Tb2O3 as shown in Figure S1. Moreover, as shown in Figure S4, the band 

gap Eg was calculated. With the increase of terbium, Eg decreases due to the high 
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polarizability of Tb ions. Meanwhile, as glass is uniform and amorphous, the band gap 

is related to the bonding energy of the glass network. As the upper edge of the valence 

band is linear in relationship with the gone pairs of p electrons on the oxygen-bridging 

atoms, the band gap increases with increasing bonding energy. With the increase of Tb 

ions, the bridge oxygen in the network structure decreases, considering the bond 

between rare earth ions and oxygen ions is weaker than that between the network 

formation ions (Ge, B, and Al) and oxygen ions, the glass network connectivity and 

band gap decrease, resulting in the absorption edge in the UV region gradually move 

towards the direction of long wavelength. 

 

2.3.2 Luminescent properties 

The excitation spectrum of TGBA is shown in Figure 4d. It can be found that the 

excitation band of TGBA glass from 250 to 400 nm is mainly located at 284 nm, 301 

nm, 316 nm, 339 nm, 350 nm, 369 nm and 377 nm corresponding to the transitions of 

7F6→
5H4, 

7F6→
5H6,

 7F6→
5H7, 

7F6→
5L8, 

7F6→
5L9, 

7F6→
5L10 and 7F6→

5D3 of Tb3+ 

ions35. It turns out that the position of excitation band basically unchanged, as the 4f 

electron of Tb3+ ion is shielded by 5s25p6 shell36. With the increase of Tb2O3, the 

intensity of excitation band decreases gradually. 

Figure 4e gives the emission (PL) spectra of TGBA MO glasses at the excitation 

wavelength of 377 nm where the excitation intensity is the greatest. The luminescence 

of MO glass mainly comes from Tb3+ with 5D4 → 7FJ energy level transition: 5D4 → 

7F6 (489 nm), 5D4 → 7F5 (544 nm), 5D4 → 7F4 (585 nm) and 5D4 → 7F3 (621 nm). Since 
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the 5D4 → 7F5 transition probability of Tb3+ ion is the largest under the excitation of 

377 nm, the yellow-green fluorescence is the strongest at 544 nm. Figure 4f gives the 

luminous picture of the polished TGBA MO glasses. In addition, with the increase of 

Tb3+ ion, the ion spacing decreases, and the luminous intensity of MO glasses decreases 

gradually. To clarify this, we calculated the critical distance Rc between Tb3+ ions as 

shown in Figure S5, it could be found that with the increase of Tb3+ ion doping 

concentration, the critical distance decreases from 0.65 to 0.52 nm. As rare earth ions 

exceed the luminescence quenching concentration, the center distance is smaller than 

the critical value, the energy transfer probability increases and the cross-relaxation of 

5D3 + 7F6 → 5D4 + 7F0 occurs, which greatly weakens the luminescence intensity. In 

particular, the luminescence intensity of 40T5A and 45T5A is very weak, which is 

mainly due to the agglomeration of Tb3+, and energy is continuously transferred to the 

next activation centre until it reaches the quenching center, and then concentration 

quenching occurs, which weakens the luminescence intensity of the glass. In order to 

describe the energy transfer process of Tb3+ ions more clearly, the energy level 

transitions of Tb3+ ions have been plotted in Figure 4g. 

 

2.4 Magneto-optical property 

As the most important property of MO glass, the MO property determines the 

Faraday effect. To verify the relationship between valence states and MO property, the 

proportion of Tb3+ in MO glass is calculated. Besides, the MO glass is assembled for 

magnetic field sensing after evaluating its Verdet constant. 
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2.4.1 Tb3+ concentration in MO glass 

 

Figure 5 (a)Effective concentration of Tb ions, (b) Content of Tb3+ in MO glasses, (c) 

Verdet constant of MO glasses at 650 nm, (d) schematic of magnetic field sensing, (e) 

relationship between the rotation angle and magnetic field intensity of 20T20A and 

40T5A, (f) sensing stability of MO glass with the extension of test time. 

 

The effective concentration of Tb ions, NTb, a parameter that represents the 

proportion of Tb ions successfully entering the glass network28, 37. As the 

paramagnetism of MO glass origin from Tb3+, NTb is helpful to predict the MO 
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performance of glass. Simulated with the Formula (3) in supporting information, as 

shown in Figure 5a, the NTb will significantly increase with the increase of Tb2O3, 

whereas the increase of Al2O3 almost has no effect on NTb. Furthermore, considering 

the proportion of Tb3+ among Tb ions, the concentration of Tb3+ in MO glass (CTb
3+) is 

then calculated with Formula (4) in supporting information. As given in Figure 5b and 

5c, the total amount of Tb3+ in MO glasses shows the same tendency with the Verdet 

constant, which indicates the amount of Tb3+ dominate the MO property of MO glass.  

 

2.4.2 Verdet constant and application for magnetic field sensor 

The main criterion for evaluating the MO properties of MO glass is Verdet constant, 

which is directly proportional to the concentration of paramagnetic ions. As shown in 

Figure 5c, the Verdet constants of MO glasses were tested at 650 nm under room 

temperature. Overall, the Verdet constants of these MO glasses show the same trends 

with CTb
3+. Since Tb3+ is paramagnetic and Tb4+ is diamagnetic, largest Tb3+ content in 

20T25A results in its greatest Verdet constant when there is 20% Tb2O3 in MO glasses.  

Moreover, with the increase of Tb2O3, the Verdet constant of MO glass shows an 

increasing tendency. Among them, V30T10A is low, which is mainly due to the low 

content of Tb3+ as shown in Figure 5b. After testing the MO properties of commercial 

TGG ceramics by the same equipment, VTGG turns out to be 121 rad/(T·m) at 650 nm 

which is consist with the literature38. Meanwhile, V45T5A in this work is 113 rad/(T·m), 

which shows that MO glass has great potential to replace TGG ceramics after further 

composition regulation. Since the proportion between Al2O3 and B2O3, the content of 

ACCEPTED MANUSCRIPT / CLEAN COPY



GeO2 can greatly affect the structure of glass network and the ionic valence, to further 

increase the Verdet constant of 45T5A, reducing GeO2 or increasing Al2O3 is a good 

choice. 

As a kind of Faraday material, magnetic field sensing is an important application 

for MO glass. Figure 5d gives the testing platform for magnetic field sensing based on 

20T20A and 40T5A MO glasses. Figure 5e gives the sensing data and fitting curve of 

MO glasses. It could be found that the rotation angle (θ) changes in proportion to the 

magnetic flux density (B). As 40T5A has greater Verdet constant, its sensing sensitivity 

is better. From the corresponding fitting curve, the sensitivity of the 40T5A magnetic 

field measurement reached 0.139 rad/T. And the coefficient of determination (R-square) 

due to error of such measurement was 0.997. Moreover, the sensor stability with its 

running time of 40T5A is tested as well. As shown in Figure 5f, the magnetic sensor 

has excellent sensing stability at low or high magnetic flux density in an hour which 

enables it for long time use. 

 

3 Conclusion 

A series of Tb-doped GeO2-B2O3-Al2O3 glasses were prepared via melt-quenching, and 

the structure and valence changing mechanism were discussed in detail. After 

optimizing the calculation formula of the effective concentration of Tb ions (NTb), we 

calculated the concentration of Tb3+ in MO glass (CTb
3+) and found that the MO 

property was highly consistent with the content of trivalent terbium ions in the glass. 

The MO glass reaches the highest Verdet constant of 113 rad/(T·m) at 650 nm as the 
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content of Tb2O3 was 45 mol%. Meanwhile, the first application of MO glass for 

magnetic field sensor was realized, achieving a sensitivity of 0.139 rad/T and good 

working stability. To further increase its Verdet constant, increasing Al2O3 is a feasible 

option, as Al2O3 could enhance the glass network connectivity and make more 

tetravalent terbium into trivalent. A record high effective concentration 

(14.19×1021/cm3) of Tb ions in glass was achieved. 
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