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Introduction

Nuclear fuel reprocessing is of prime importance to reduce volume of stored highly radioactive materials and to recycle valuable materials for further processing of mixed oxides. Among the different chemical elements composing nuclear used fuel, uranium and plutonium are critical and need to be purified by liquid-liquid extraction.

Several methods have been developed to allow such extraction and among them, the Plutonium Uranium Reduction Extraction (PUREX) reprocessing technique is mainly used in the nuclear industry for specific extraction of Pu(+IV) and U(+VI) from nitric acid solutions [START_REF] Herbst | Standard and advanced separation: PUREX processes for nuclear fuel reprocessing[END_REF] . Within this process, extraction is carried out using Tributylphosphate (TBP) in combination with diluents such as hydrogenated tetrapropylene (HTP) or kerosene. In France, the reprocessing plant at La Hague (UP2/UP3 reprocessing plants) has considered HTP diluent and reprocesses nearly 1 700 metric tonnes of heavy metal per year [START_REF] Herbst | Standard and advanced separation: PUREX processes for nuclear fuel reprocessing[END_REF] . Due to high flammability of those organic solvents and past fire events reported in commercial nuclear industry [START_REF] Najafi | History of Fire Events in the U.S. Commercial Nuclear Industry[END_REF] , special care regarding explosion and fire risks must be considered during safety analysis of nuclear fuel reprocessing facilities. Beyond the question of 2 direct consequences of fires on containment devices by soot emissions [START_REF] Ouf | Physicochemical properties of aerosol released in the case of a fire involving materials used in the nuclear industry[END_REF][START_REF] Hertzberg | Particles from fires -A screening of common materials found in buildings[END_REF] , their transport in facility rooms and ventilation networks [START_REF] Floyd | Soot Deposition and Gravitational Settling Modeling and the Impact of Particle Size and Agglomeration[END_REF][START_REF] Brugière | Increase in thermophoretic velocity of carbon aggregates as a function of particle size[END_REF] and their direct contribution to clogging of high efficiency particulate air filters (HEPA) by emitted particles [START_REF] Mocho | Clogging of industrial pleated high efficiency particulate air (HEPA) filters in the event of fire[END_REF][START_REF] Bourrous | Measurement and modeling of pressure drop of HEPA filters clogged with ultrafine particles[END_REF][START_REF] Ishibashi | Clogging of HEPA filters by soot during fire events in nuclear fuel cycle facilities[END_REF] , resuspension of radioactive material under aerosol form must be considered for estimating source terms potentially released [START_REF] Quintiere | A Review of Experiments on the Airborne Release of Simulated Radioactive Compounds from Fire[END_REF][START_REF] Ouf | Contribution to the study of particle resuspension kinetics during thermal degradation of polymers[END_REF][START_REF] Ouf | Airborne release of hazardous micron-sized metallic/metal oxide particles during thermal degradation of polycarbonate surfaces contaminated by particles: Towards a phenomenological description[END_REF][START_REF] Fernandez | Radioactive Aerosols Emission in Fires[END_REF][START_REF] Ballinger | Aerosols Released in Accidents in Reprocessing Plants[END_REF] .

Prediction of consequences of fires within industrial facility handling hazardous materials is generally based on the airborne release fraction describing the ability of contaminants to be dispersed as airborne particles according to an external stress. For the specific hypothetic case of fire occurring during the PUREX process, the airborne release fraction ARF is defined as the ratio between the mass of hazardous material released in airborne phase (mreleased) and the mass of the same hazardous material initially dissolved within contaminated liquids (minitial): ARF= m released m initial (Eq. 1)

For safety reasons, it is crucial to be able to predict the order of magnitude of ARF. Nevertheless, due to complexity of chemical processes induced by extraction in the PUREX process, but also during the pyrolysis of HTP/TBP solvents, current state of knowledge of the scientific community still remains limited from a phenomenological point of view.

Several studies have been conducted in the past regarding releases of radioactive materials from burning of HTP/TBP contaminated solutions. Table I presents a review of experimental conditions associated to previous works conducted both at an analytical scale, i.e. less than half a liter [START_REF] Ballinger | Aerosols Released in Accidents in Reprocessing Plants[END_REF][START_REF] Bouilloux | Etude de la mise en suspension physico-chimique des oxydes de plutonium et d'uranium lors de la combustion de polycarbonate et de ruthénium lors de la combustion des solvants de retraitement du combustible irradié[END_REF][START_REF] Nishio | Release of radioactive materials in simulation tests of a postulated solvent fire in a nuclear fuel reprocessing plant[END_REF][START_REF] Mishima | Some experimental measurements of airborne uranium (representing plutonium) in transportation accidents[END_REF][START_REF] Halverson | Combustion Aerosols Formed During Burning of Radioactively Contaminated Materials[END_REF][START_REF] Malet | Solvent pool fire testing[END_REF][START_REF] Jordan | Aerosols Released from Solvent Fire Accidents in Reprocessing Plants[END_REF][START_REF] Seehars | Release of Pu-containing materials during a kerosene fire[END_REF][START_REF] Hubbard | Airborne release fractions from surrogate nuclear waste fires containing lanthanide nitrates and depleted uranium nitrate in 30% tributyl phosphate in kerosene[END_REF] ) and at a larger scale, from several liters to pool fires with a surface lower than 1 m² [START_REF] Bouilloux | Etude de la mise en suspension physico-chimique des oxydes de plutonium et d'uranium lors de la combustion de polycarbonate et de ruthénium lors de la combustion des solvants de retraitement du combustible irradié[END_REF][START_REF] Nishio | Release of radioactive materials in simulation tests of a postulated solvent fire in a nuclear fuel reprocessing plant[END_REF][START_REF] Malet | Solvent pool fire testing[END_REF] to nearly 200 L and pool surface reaching up to 5 m² [START_REF] Nishio | Release of radioactive materials in simulation tests of a postulated solvent fire in a nuclear fuel reprocessing plant[END_REF][START_REF] Malet | Solvent pool fire testing[END_REF][START_REF] Jordan | Aerosols Released from Solvent Fire Accidents in Reprocessing Plants[END_REF][START_REF] Mishima | Interim report: the fractional airborne release of dissolved radioactive materials during the combustion of 30 percent normal tributylphosphate in a kerosine-type dilutent[END_REF][START_REF] Ballinger | Radioactive source term models in a compartment fire code[END_REF][START_REF] Sutter | Fractional airborne release of strontium during the combustion of 30 percent normal tributyl phosphate in a kerosine-type diluent[END_REF] .

Results obtained by Malet et al., (1983) [START_REF] Malet | Solvent pool fire testing[END_REF] are also reported in Table I. Due to potential errors in the interpretation of data presented in this study (especially regarding the definition of "Transfer coefficient"), values reported in this study will not be considered in the rest of our analysis and discussion of literature. I highlights a significant variation, in terms of ARF, mainly due to different types and concentrations of contaminants (elements present in the nuclear fuel), but also to experimental protocols and scales.

Analysis of Table

Dealing with any potential scale effects, mean values of ARF could be computed by considering non-volatiles contaminants (and as a consequence by excluding values reported for Cs, Ru and I in Table I). Comparison of mean ARF values (associated to a confidence interval (CI) of 95% and presented hereafter by considering extended absolute standard deviation (k=2)) of 0.2 +/-0.2 % [START_REF] Ballinger | Aerosols Released in Accidents in Reprocessing Plants[END_REF][START_REF] Nishio | Release of radioactive materials in simulation tests of a postulated solvent fire in a nuclear fuel reprocessing plant[END_REF][START_REF] Halverson | Combustion Aerosols Formed During Burning of Radioactively Contaminated Materials[END_REF][START_REF] Jordan | Aerosols released from solvent fire accidents in reprocessing plants[END_REF][START_REF] Mishima | Interim report: the fractional airborne release of dissolved radioactive materials during the combustion of 30 percent normal tributyl phosphate in a kerosene-type diluent[END_REF] and 1.7 +/-4.5 % [START_REF] Nishio | Release of radioactive materials in simulation tests of a postulated solvent fire in a nuclear fuel reprocessing plant[END_REF][START_REF] Ballinger | Radioactive source term models in a compartment fire code[END_REF][START_REF] Sutter | Fractional airborne release of strontium during the combustion of 30 percent normal tributyl phosphate in a kerosine-type diluent[END_REF] for small (< 0.4 m²) and large (> 0.4 m²) scale pool fires, respectively, do not highlight any statistical differences and, consequently, no influence of pool size on aerosol release fraction. Limit of 0.4 m² for characterizing small scale pool fires (corresponding to an effective pool diameter of 0.7 m) has been considered based on previous studies on scale effect on smoke yield [START_REF] Evans | In Situ Burning of Oil Spills[END_REF] and mass loss rate [START_REF] Yao | Scale effect of mass loss rates for pool fires in an open environment and in tunnels with wind[END_REF] . One must notice that the reported order of magnitudes, for both small and large scales, are consistent with a conservative ARF value of 10 %, commonly recommended for this type of fire scenario [START_REF] Quintiere | A Review of Experiments on the Airborne Release of Simulated Radioactive Compounds from Fire[END_REF][START_REF] Kogan | Plutonium Release Fractions from Accidental Fires[END_REF] .

Considering the contaminants nature, obviously, their volatility has a significant effect on aerosol resuspension.

In this context, the question of ruthenium volatility has been addressed by several authors [START_REF] Bouilloux | Etude de la mise en suspension physico-chimique des oxydes de plutonium et d'uranium lors de la combustion de polycarbonate et de ruthénium lors de la combustion des solvants de retraitement du combustible irradié[END_REF][START_REF] Nishio | Release of radioactive materials in simulation tests of a postulated solvent fire in a nuclear fuel reprocessing plant[END_REF] while the highest ARF was reported for gaseous iodine with a mean value of 77.2% +/-18.2 % for a confidence interval of 95% [START_REF] Mishima | Interim report: the fractional airborne release of dissolved radioactive materials during the combustion of 30 percent normal tributylphosphate in a kerosine-type dilutent[END_REF] .

Beyond the question of volatility, other non-volatile elements (Ce, Sr, Zr and U) are generally characterized by significantly smaller order of magnitude of ARF (from 0.002 % to 58.6 % with a mean value of 4.6% +/-25.2% for a confidence interval of 95%) without any specific trend regarding the nature of elements. On the other hand, influence of several contaminant concentrations on ARF was investigated in the literature. While an increase of U concentration leads to an increase of ARF when using uranium nitrate (mainly associated to the contribution of nitrate to fuel mass loss rate and stronger boiling effect (Ballinger et al., 1988; Jordan & Lindner, 1984)), dispersion and level of uncertainties associated to values reported in the literature do not allow to conclude on any direct effect of contaminant concentrations on ARF.

Beyond this wide range of variation of ARF reported in the literature, discussion on the relevance of the surrogate proposed to simulate the chemical and physical behaviour of plutonium complexes formed in the organic phase in terms of aerosol resuspension is limited. As far as we are concerned, no study was able to propose a justified surrogate of plutonium. In some cases, uranium was considered as a proxy of the plutonium to determine experimentally its ARF (Ballinger et al., 1988; Mishima & Schwendiman, 1973c; Nishio & Hashimoto, 1989).

On the other hand, other authors have studied fission products under realistic fire conditions but discussion on the relevance of ARF reported for such elements is still missing. Thus, in the present study, both approaches will be considered. The first one will deal with cerium as a chemical surrogate of the plutonium complexes formed in the organic phase of the PUREX process. It is well known that plutonium(IV) forms a tetranitrate complex with the TBP in the form of (Pu(NO3)4(TBP)2) [START_REF] Šulka | Theoretical Study of Plutonium(IV) Complexes Formed within the PUREX Process: A Proposal of a Plutonium Surrogate in Fire Conditions[END_REF] and recent studies were devoted to propose a surrogate, in terms of extraction from an aqueous contaminated phase to a TBP/diluent organic phase of plutonium, to mainly perform experimental measurements of ARF [START_REF] Šulka | Theoretical Study of Plutonium(IV) Complexes Formed within the PUREX Process: A Proposal of a Plutonium Surrogate in Fire Conditions[END_REF][START_REF] Feuchter | Influence of Light and Temperature on the Extractability of Cerium(IV) as a Surrogate of Plutonium(IV) and its Effect on the Simulation of an Accidental Fire in the PUREX Process[END_REF] that could be used for predicting plutonium release. Despite the fact that cerium is a fission product encountered in the PUREX process, this element, in the form of CeO2, is commonly considered as a surrogate of plutonium dioxide PuO2 33 but also in complexed forms [START_REF] Šulka | Theoretical Study of Plutonium(IV) Complexes Formed within the PUREX Process: A Proposal of a Plutonium Surrogate in Fire Conditions[END_REF] . Dealing with the relevance of Ce(+IV) to mimic the behaviour of Pu(+IV) within the PUREX process, recent studies have highlighted some limitations in the use of cerium since additional hydrated complexes [START_REF] Antonio | Third phase inversion, red oil formation, and multinuclear speciation of tetravalent cerium in the tri-n-butyl phosphate-n-dodecane solvent extraction system[END_REF] could be formed in addition to tetranitrate-TBP complexes and that Ce(+IV) could be reduced to Ce(+III) form, when going from the organic to the aqueous phase [START_REF] Feuchter | Influence of Light and Temperature on the Extractability of Cerium(IV) as a Surrogate of Plutonium(IV) and its Effect on the Simulation of an Accidental Fire in the PUREX Process[END_REF] . Nevertheless, in this study and in the present state of the art, cerium was considered as a potential surrogate for plutonium since it is not possible to conduct ARF measurement for Pu due to its high radioactivity and specific handling installation requirements. Then, Cerium was mainly used to investigate release mechanisms and driving forces. On this subject, few studies were devoted to the phenomenological description of contaminant release during contaminated pool fire. Most experimental studies considered bubble bursting induced by pool boiling as the main driven mechanism in contaminant entrainment [START_REF] Ballinger | Aerosols Released in Accidents in Reprocessing Plants[END_REF][START_REF] Bouilloux | Etude de la mise en suspension physico-chimique des oxydes de plutonium et d'uranium lors de la combustion de polycarbonate et de ruthénium lors de la combustion des solvants de retraitement du combustible irradié[END_REF] . More recently, numerical modelling approach was introduced by Brown et al. [START_REF] Brown | Contaminant Entrainment from a Gasoline Pool Fire[END_REF][START_REF] Brown | Contaminant Entrainment in a Liquid Fuel Fire[END_REF][START_REF] Pierce | Multicomponent Evaporation Effects on Particulate Release in a Liquid Fuel Fire[END_REF] , confirming the significance of the boiling phenomena as one of the most influencing physical mechanism involved in aerosol release from contaminated pool fire. In such a situation, bubbles are expected to present a diameter close to 1-3 mm and their collapses are characterized by droplet emissions with diameter ranging from 1-100 µm and 100-300 µm for film breakup or jet regimes, respectively [START_REF] Brown | Contaminant Entrainment in a Liquid Fuel Fire[END_REF][START_REF] Cosandey | Transport of salts and micron-sized particles entrained from a boiling water pool[END_REF] . Additional clues of the significance of bubble bursting on the overall airborne release were introduced by demonstrating the spherical shape of released uranium particles [START_REF] Ballinger | Aerosols Released in Accidents in Reprocessing Plants[END_REF] within a size range of nearly 1-10 µm in agreement with a droplet drying process. Nevertheless, and as far as we are concerned, limited number of studies attempted to specifically analyze the size and shape of released particles [START_REF] Ballinger | Aerosols Released in Accidents in Reprocessing Plants[END_REF][START_REF] Bouilloux | Etude de la mise en suspension physico-chimique des oxydes de plutonium et d'uranium lors de la combustion de polycarbonate et de ruthénium lors de la combustion des solvants de retraitement du combustible irradié[END_REF] , and concluded to the occurrence of optical and mass median aerodynamic diameters in the range 1-2 µm and 1-10 µm, respectively. Furthermore, both authors reported isolated and well separated particles, in terms of size, from soot particles emitted by the combustion of solvents. More recently, Hubbard et al. [START_REF] Hubbard | Airborne release fractions from surrogate nuclear waste fires containing lanthanide nitrates and depleted uranium nitrate in 30% tributyl phosphate in kerosene[END_REF] reported the release of ~ 0.2 µm spherical lanthanide phosphate particles from 70% kerosene/30% TBP solutions highly contaminated (100 g/L) with hydrated lanthanide nitrates (Ln(NO3)3•6H2O).

To open the way to a phenomenological model of airborne release of particles from burning contaminated solvents, it is then crucial to characterize the shape and the size of emitted surrogate containing particles. Additional analysis of number and size of bubbles emitted at the surface of the burning liquid is also needed with special attention to the emission of droplets during bubble bursting.

The aim of the present study is to propose new experimental findings for linking the properties of released particles with those of bubbles and droplets suspected to be the main cause of contaminant resuspension in the aerosol phase. For this purpose, cerium(+IV) and ruthenium(+III) were both considered as contaminants. Despite previously mentioned limitations, cerium(+IV) will be used to mimic the behaviour of plutonium(+IV) in a complexed form. Ruthenium(+III) will be investigated to analyse the airborne release of an element known to produce volatile form (RuO4) during fire experiments [START_REF] Nishio | Release of radioactive materials in simulation tests of a postulated solvent fire in a nuclear fuel reprocessing plant[END_REF][START_REF] Moeyaert | Experimental and modelling study of ruthenium extraction with tri-nbutylphosphate in the purex process[END_REF] . In addition to cerium(+IV), and in order to investigate the effect of chemical form of contaminant in the organic phase, cerium(+III) was also considered. ARF were then determined according to a qualified experimental protocol. Additional efforts were also devoted to investigate the nature, shape and size distribution of particles released from cerium and ruthenium contaminated solvents, respectively to support hypothesis both on bubbles bursting and volatile behaviour of ruthenium. In a last step, size of bubbles formed during the combustion of contaminated solvents was characterized prior to the analysis of number and size distribution of film and jet droplets emitted from bubbles generated at an air / liquid HTP-TBP interface under ambient non-flaming conditions.

Fuel composition (in volume)

Contaminants

Combustion and backextraction from the organic to the aqueous phase of cerium occurs during combustion. This point has been demonstrated as one the main limitation for the use of Ce(+IV) to mimic the complex behaviour of Pu(+IV)

during the solvent combustion and to go further, Ce(+III) was also considered as a contaminant. Final concentrations of these specific elements (Ce or Ru) are then computed according to the composition and purity of these salts. Pure organic and contaminated aqueous phases are put in contact by mixing them in a borosilicate glass settling tank of 1 liter during 5 min when considering cerium solutions and 60 min for ruthenium which is longer due to its lower extractability at ambient temperature (close to 14% from [START_REF] Pruett | The Solvent Extraction Behavior of Ruthenium I -The Nitric Acid-Tri-n-Butyl Phosphate System[END_REF][START_REF] Brown | Report AERE C/R 2260[END_REF] ) compared to cerium (higher than 95% from [START_REF] Feuchter | Influence of Light and Temperature on the Extractability of Cerium(IV) as a Surrogate of Plutonium(IV) and its Effect on the Simulation of an Accidental Fire in the PUREX Process[END_REF] ). Due to its low extractability and its cost, ruthenium concentration of contaminated solvents was voluntarily fixed at 0.6 Ru g/L (in agreement with the concentration considered in [START_REF] Bouilloux | Etude de la mise en suspension physico-chimique des oxydes de plutonium et d'uranium lors de la combustion de polycarbonate et de ruthénium lors de la combustion des solvants de retraitement du combustible irradié[END_REF] ). Contaminated organic and aqueous phases were finally separated by gravity. For all conditions, concentrations of Ce and Ru elements have been determined for organic phases by ICP-MS (Inductively Coupled Plasma Mass Spectrometry) analysis and corresponding values have been considered for each test used as reference for computing airborne release fraction. Table II presents experimental conditions for cerium and ruthenium contaminants. 

II.B. Combustion test bench

Thermal degradation and ARF measurements were carried out on a specifically designed experimental test bench [START_REF] Ouf | Airborne release of hazardous micron-sized metallic/metal oxide particles during thermal degradation of polycarbonate surfaces contaminated by particles: Towards a phenomenological description[END_REF] . Figure 1 summarizes the main schematic route of the thermal degradation and sampling devices. A ventilation fan coupled to a calibrated diaphragm allows for the injection of air at a fixed flow-rate (40 m 3 /h for the present study) inside the degradation chamber including a radiant conical heater (not used in the present study). Particles are then extracted from this chamber inside an exhaust duct heated at 150°C before being sampled under wellmixed conditions 2 meters downstream from the inlet. Finally, particles are trapped on HEPA filter (pleated glass fiber filter reference 1505.40.00 from CAMFIL © ) before releasing exhaust gases in the atmosphere. As reported in bibliographical analysis presented in the introduction of the present article, most of experimental test benches previously used were not optimized to reduce particle losses by walls or ducts deposition. In most cases, a lack of knowledge on particle transfer function within the test bench may partially explain disparities in terms of ARF values reported between different studies even for a given fuel or similar experimental conditions. As a consequence, and to avoid such disparities, our test bench was optimized for reducing particles losses in the combustion chamber and the exhaust duct. In addition, transport efficiency measurements and computational fluid dynamics calculations (CFD) were carried out for a range of aerodynamic diameters in agreement with those associated to released particles (more details could be retrieved in [START_REF] Ouf | Airborne release of hazardous micron-sized metallic/metal oxide particles during thermal degradation of polycarbonate surfaces contaminated by particles: Towards a phenomenological description[END_REF] ). For each element (Ce or Ru), it is then crucial, to compute the ARF, to determine the released aerosol size distribution and its corresponding penetration factor within the test bench from the emission point to the sampling point. As previously demonstrated [START_REF] Ouf | Airborne release of hazardous micron-sized metallic/metal oxide particles during thermal degradation of polycarbonate surfaces contaminated by particles: Towards a phenomenological description[END_REF] , particle losses in this test bench could be considered negligible for aerodynamic diameter lower than 5 µm. In the present study, we will demonstrate that released particles are within this lower size range and we will assume, for easing ARF computation, the penetration factor FP(%) as equal to 1 (or 100%).

II.C. Experimental protocol and analysis of samples

Contaminated solutions are prepared a few minutes before combustion experiments since stability of cerium or ruthenium within solvents could not be maintained for all conditions [START_REF] Feuchter | Influence of Light and Temperature on the Extractability of Cerium(IV) as a Surrogate of Plutonium(IV) and its Effect on the Simulation of an Accidental Fire in the PUREX Process[END_REF] . A small amount of solvent is then analysed by ICP-MS after the extraction protocol giving the initial concentration of the organic phase in terms of contaminant. This concentration is of main importance since it gives the initial mass contaminant mass in the liquid phase minitial needed for computing ARF according to eq. 2.

Contaminated solvents are then placed in a cylindrical borosilicate glass container with an internal diameter of 48 mm and a volume of 50 mL. 30 mL of contaminated HTP/TBP and 15 mL of contaminated HTP/TBP + 15 mL HNO3 3M are respectively considered for mono and biphasic experiments. Borosilicate glass container is placed in the combustion chamber and ignited with a blowtorch during a short period (5 seconds) in order to avoid Ce(+IV) reduction to Ce(+III) as previously reported [START_REF] Feuchter | Influence of Light and Temperature on the Extractability of Cerium(IV) as a Surrogate of Plutonium(IV) and its Effect on the Simulation of an Accidental Fire in the PUREX Process[END_REF] . After ignition, extraction air flowrate (40 m 3 /h) is applied in the combustion chamber and emitted particles (soot and released cerium or ruthenium containing particles) are sampled on cellulose acetate membranes.

Special care was considered in quantification methods useful for measuring the mass of contaminant released during experiments. For this purpose, two different approaches were considered; ICP-MS for ceriumbased particles and X-Ray Fluorescence for ruthenium-based particles.

Dealing with ICP-MS, key issue remains in digestion step and a specific calibration protocol was applied in terms of yield in agreement with protocol previously validated by our team [START_REF] Ouf | Airborne release of hazardous micron-sized metallic/metal oxide particles during thermal degradation of polycarbonate surfaces contaminated by particles: Towards a phenomenological description[END_REF] . For cerium samples, acid digestion has been considered for completing in an efficient way the dissolution of filters and sampled particles within a liquid medium suitable for ICP-MS analysis. For calibrating the overall ICP-MS procedure, reference filters containing a known amount of cerium oxide powder (5 µm CeO2 powder, REacton®, 99.9% reference 215-150-4 from Alfa Aesar) were prepared and analysed. For this purpose, cerium oxide powder was aerosolized using a vortex shaker unit and the deposited mass was determined by weighing the membrane before and after powder Similar qualification protocol was applied to ruthenium samples, using RuO2 powder (micron size RuO2 powder, 99.9% reference A10816 from VWR). Nevertheless, we were not able to identify digestion protocol able to fully dissolve our reference samples and relevant for further ICP analysis. Direct analysis method by X-Ray fluorescence was then preferred to ICP-MS and was calibrated according to the same reference membranes. For this purpose, X-ray source (88 kV with a tungsten anode) and CdTe spectrometer (X-123 CdTe X-Ray spectrometer from Amptek) were mounted on an exposure cell devoted to the analysis of membrane samples. More details on this calibration are available in supplementary materials (SI-II). For this second analysis method, the In parallel to ARF determination, Scanning Electronic Analysis of membranes was also performed for determining elemental composition, morphology and size distribution of cerium and ruthenium released particles.

Imaging was conducted using a JEOL Scanning Electron Microscope (SEM) JSM 6010-LV and a ZEISS SEM-FEG GEMINI associated to Energy-dispersive X-ray spectroscopy (EDS) for elemental composition analysis.

Projected area equivalent diameters of the considered particles were then determined directly on SEM micrographs.

III. Experimental results

III.A. Physico-chemical properties of released particles

Analysis of 60 to 2000 particles was conducted for both contaminant (Ce or Ru). SEM illustrations of particles emitted from Ce(+III), Ce(+IV) and Ru(+III) contaminated solvents are presented in Table III. Circularity (defined as 4π Area Perimeter² ⁄ ) of the particles was measured on each SEM image using the ImageJ software and orders of magnitude of this shape descriptor are presented in Table III. Size distribution properties and elemental composition (performed by EDS analysis) are also presented in Table IV. Since a minimum number of particles is required for both size and shape statistical analysis, respectively 550 and 100 particles [START_REF] Souza | Image analysis: Statistical study of particle size distribution and shape characterization[END_REF] , SEM pictures of particles emitted from organics and organics/nitric solutions were merged and considered in the same data set for each contaminant. One must notice that size analysis was limited to particle diameter larger than 0.2 µm considering the SEM's resolution and corresponding Feret diameters (defined as the longest distance reported between any two pixels composing the particle). These data are then reported in Table III.

Figure 2 exhibits the size distribution in terms of Feret diameter of particles emitted for Ce(+III), Ce(+IV)

and Ru(+III). Regarding particles shape, Table III presents illustrations of SEM images recorded for each contaminant and fuel composition (with and without HNO3). Since sampled particles could be characterized by a wide range of elongated or complex morphology, we introduced a circularity threshold to quantify contribution of "quasi perfect shape" spherical particles to other type of particles. For this purpose, a circularity criteria was fixed at a threshold of 0.995 and corresponding fraction of particles presenting a circularity higher than this threshold was computed. This threshold was determined according to a statistical analysis of 365 images of nearly perfect spherical reference polystyrene latex and glass particles (geometric diameter ranging from 2.5 to 10 µm).

Dealing with ruthenium, particles emitted and released during the combustion of HTP/TBP solutions contaminated by ruthenium nitrosylnitrate are characterized by a wide range of particle morphology, composition and size distribution. Regarding particle shape, less than 10 % of particles fulfilled the 0.995 criteria for particle circularity, highlighting complex and variable particle shapes as it could be noticed on SEM images reported in table III. For this contaminant, particles present bimodal size distribution for both mono and biphasic conditions.

Two peaks Gaussian fitting was applied to the size distribution obtained by merging mono and biphasic conditions, and modal Feret diameters of 1 µm and 10 µm were reported. Notice that this complex size distribution supports the hypothesis that airborne resuspension is due, for ruthenium, to two distinct mechanisms, bubble bursting and volatility, potentially occurring at the same time and with a prevalence of volatility.

Concerning elemental composition of ruthenium particles, most of them are composed of pure ruthenium (57-71 % of all analysed particles). Nevertheless, a significant contribution of phosphorous and phosphorousoxygen containing particles are also observed (11-13% and 17-32 %, respectively). As previously reported [START_REF] Moeyaert | Experimental and modelling study of ruthenium extraction with tri-nbutylphosphate in the purex process[END_REF] , extracted ruthenium is present in the form of two main complexes in the organic phase ((TBP)3RuNO(NO3)3(H2O)2 and (TBP)2RuNO(NO3)3(H2O)2 with a predominance of the tris-TBP complex for [HNO3] concentration at 3 M).

Lefebvre et al. [START_REF] Lefebvre | Speciation of Ruthenium in Organic TBP/TPH Organic Phases: A Study about Acidity of Nitric Solutions[END_REF] also reported that nitrosyl form of ruthenium complexes was maintained in the organic phase without TBP in the first coordination sphere of Ru, potentially linked through a water molecule. Furthermore, thermal degradation of ruthenium nitrosyl is also known as a route to produce RuO2 particles [START_REF] Petrović | Formation of RuO2 nanoparticles by thermal decomposition of Ru(NO)(NO3)3[END_REF] under oxidative conditions. In the present study, evidence of metallic form of ruthenium, as the major form of released particles, supports the idea introduced by Bouilloux [START_REF] Bruneau | Thermal degradation of tri-n-butyl phosphate[END_REF] or gas phases [START_REF] Ouf | Physicochemical properties of aerosol released in the case of a fire involving materials used in the nuclear industry[END_REF][START_REF] Jordan | Aerosols released from solvent fire accidents in reprocessing plants[END_REF] . Such abundance of phosphorus in organic or acid forms react [START_REF] Kobylinski | Ruthenium phosphates as new compounds and process of using same[END_REF] or be strongly adsorbed [START_REF] Daghetti | Interfacial properties of oxides used as anodes in the electrochemical technology[END_REF] with RuO2 to generate ruthenium organophosphates (Ru, P, O) that could further be reduced to Ru, P. In addition to this major contribution of ruthenium reactivity to the overall airborne release, bubble bursting release could be another mechanism for explaining the significant contribution of ruthenium organophosphates in the aerosol phase, as reported hereafter for the cerium contaminant. Nevertheless, further analysis are needed (as an example particle analysis by Raman spectroscopy) to confirm the chemical nature of particles made of Ru, P and O.

Considering cerium contaminated solvents, contribution of quasi perfect spherical particles (circularity higher than 0.995) reaches 40 % and 58 % for Ce(+III) and Ce(+IV), respectively. This huge contribution of spherical particles supports the assumption of airborne release mainly driven by bubble bursting and rapid droplet drying in the flame [START_REF] Cosandey | Transport of salts and micron-sized particles entrained from a boiling water pool[END_REF][START_REF] Lhuissier | Bursting bubble aerosols[END_REF][START_REF] Baldelli | Effect of crystallization kinetics on the properties of spray dried microparticles[END_REF] leading to the formation of dry particles containing the contaminant element, in close agreement with recent findings [START_REF] Hubbard | Airborne release fractions from surrogate nuclear waste fires containing lanthanide nitrates and depleted uranium nitrate in 30% tributyl phosphate in kerosene[END_REF] . Size distributions reported in Figure 2 show major distribution of particles with a Feret diameter lower than 5 µm with a count median diameter (determined by log-normal fitting on the size distribution obtained by merging Ce(+III) and Ce(+IV)) of 0.8 µm and a geometric standard deviation of 2.9.

These results are in good agreement with the "sphere like" shape particles with an optical diameter of nearly 1-2 µm previously reported for uranium contaminated kerosene-TBP solutions [START_REF] Ballinger | Aerosols Released in Accidents in Reprocessing Plants[END_REF] and more recently for lanthanides nitrates (Lu, Yb and depleted uranium [START_REF] Hubbard | Airborne release fractions from surrogate nuclear waste fires containing lanthanide nitrates and depleted uranium nitrate in 30% tributyl phosphate in kerosene[END_REF] ). Under all our experimental conditions, released particles are composed of cerium, phosphorus and oxygen. Due to the presence of soot in analysed samples, mainly composed of carbon, phosphorus and oxygen 3 , we were not able to conduct a stoichiometric analysis of the elemental composition of cerium based particles. Nevertheless, the homogeneous composition of cerium-based released particles supports the assumption that they are mainly in the form of the most thermally stable cerium phosphate CePO4 52,53 in agreement with lutetium and ytterbium phosphates reported by Hubbard et al. [START_REF] Hubbard | Airborne release fractions from surrogate nuclear waste fires containing lanthanide nitrates and depleted uranium nitrate in 30% tributyl phosphate in kerosene[END_REF] , highlighting a potential reduction of Ce(+IV) into Ce(+III) during their airborne release. I, is proposed in Figure 3. Present experimental results appear in agreement with previously reported values both for cerium and ruthenium contaminated HTP/TBP. Since we were not able to identify from the literature the experimental ARF values obtained for plutonium contaminated HTP/TBP, we also reported in Figure 3, through a dashed horizontal area, the range of ARF (from 0.0885 to 0.309 %) proposed by Ballinger et al. [START_REF] Ballinger | Radioactive source term models in a compartment fire code[END_REF] Furthermore, values obtained for cerium in the present study appear in good agreement with mean values determined for uranium, a contaminant generally considered as a surrogate of plutonium release in case of fires involving fuels representative of the PUREX process. These conclusions support our main assumption that release of stable contaminants is mainly driven by bubble bursting and that the chemical nature of the contaminants (Ce, Cs, Sr, Zr and U) does not induce significant discrepancy in terms of ARF. determined from values reported in the literature (from raw data extracted from each reference cited in Table I).

Volatile and stable contaminants are considered separately. Dashed horizontal bar corresponds to the range of ARF associated to release of Pu as computed by Ballinger et al. 24

III.C. Phenomenological description

As demonstrated both by SEM analysis of cerium released particles and comparison of ARF measured for mono and biphasic experimental configurations, bubble bursting is one of the main driven mechanism associated to airborne release during contaminated liquid fuels fires. To go further on the theoretical description of this mechanism, additional experiments were carried out firstly, to describe the size of bubbles formed in the organic phase prior to bursting and secondly, to mimic bubble bursting under non-flaming conditions for analyzing number and size of droplets finally formed. Figure 4 illustrates a simple phenomenological description of the contribution of bubble bursting to the release of particles during complex pool fires. As reported by several authors, airborne release associated to bubble bursting of aqueous salt solutions representative of seawater [START_REF] Blanchard | Film drop production as a function of bubble size[END_REF][START_REF] Resch | Film drop distributions from bubbles bursting in seawater[END_REF][START_REF] Wu | Production Functions of Film Drops by Bursting Bubbles[END_REF] or radionuclides contaminated water pool [START_REF] Cosandey | Transport of salts and micron-sized particles entrained from a boiling water pool[END_REF][START_REF] Koch | Radionuclide re-entrainment at bubbling water pool surfaces[END_REF] mainly occurs through the formation of two different types of droplets. The first droplet emission process, mostly concerning small bubbles, is due to the breakage of the bubble cap, followed by a sudden pressure drop. In this case, a jet is formed and droplets are emitted from the fragmentation of this jet. The number Njd and diameter Djd of these droplets, named in the rest of this discussion as "jet droplet", are inversely proportional to the bubble diameter as pressure drop is expected to be higher for smaller bubbles. Diameter of these droplets is generally one-tenth of the bubble diameter for seawater [START_REF] Blanchard | The Ejection of Drops from the Sea and Their Enrichment with Bacteria and Other Materials: A Review[END_REF] . The second emission process identified during bubble bursting is associated to droplets emitted from the rupture of the liquid film forming the interface between the bubble cavity and the atmosphere. This release phenomenon is expected to be more efficient for millimetric bubbles [START_REF] Blanchard | Film drop production as a function of bubble size[END_REF] with increasing number of "film droplets" per bubbles with increasing bubble diameter [START_REF] Resch | Film drop distributions from bubbles bursting in seawater[END_REF] .

The diameter Dfd of these droplets is reported to linearly increase with bubble diameter with an average diameter of nearly 30-40 µm for bubble diameter in the range 2-3 mm for seawater [START_REF] Wu | Production Functions of Film Drops by Bursting Bubbles[END_REF][START_REF] Spiel | On the births of film drops from bubbles bursting on seawater surfaces[END_REF] . At the final stage of the release process, dry residues are emitted as solid particles and are defined, in terms of diameter Dgeo, p, according to the following relationship:

D geo, p =D d √ C m ρ p 3 , (Eq. 5)
with Dd the droplet diameter (m), Cm the mass concentration (kg.m -3 ) and ρp the dry particles density (kg.m -3 ). Beyond these numerous studies available for release and formation of salt particles from boiling or bursting water contaminated solutions, as far as we are concerned, no experimental study is available regarding the properties of bubbles and droplets formed during HTP/TBP combustion. To fill this lack of knowledge, and to bring experimental analysis of bubbles and droplets emissions fundamental for simulation of contaminant release from liquid fuel fire, the present study aims to characterize all these phenomena under as much representative conditions as possible.

For this purpose, and to measure the size and number of bubbles emitted as a function of time for pure and Ce(+III), Ce(+IV) or Ru(+III) contaminated HTP/TBP under mono or biphasic conditions, bubble bursting was characterized using a High-Definition (HD) camera (SONY HDR-SR11) placed at 90° of the cylindrical borosilicate glass container of the test bench. The optical focusing was carried out at the centre of the sample holder with a corresponding field of view covering the entire diameter of the glass container. Optical depth of field and focusing were fixed constant over the test in order to avoid any misinterpretation of millimetric bubble diameter potentially present above or beyond the observation area. Scale was determined using a 30 mm ruler and corresponding size resolution was of 30 µm per pixel. Images recorded by HD camera were analyzed during 25 minutes after the ignition with a time period of 1 minute. Figure 5 presents the evolution of number and diameter of droplets determined on each picture for monophasic (left part of Figure 5) and biphasic conditions (right part of Figure 5) as a function of remaining mass of fuel. For pure and Ru(+III) contaminated solutions, no bubble was reported during the major part of the experiments. This limited formation of bubbles during fire test could be explained by limited abundance of "bubbles nuclei" within HTP/TBP for pure and low Ru(+III) contaminated solutions (0.6 g/L). On the other hand, the slight increase of emission identified at the end of fire tests, at nearly 30 % of remaining fuel mass for monophasic condition is due to the formation of residues within pure solvent and increase of Ru(+III) concentration within the residual solvent since major part of Ru(+III) still remains in the organic phase (with relatively low ARF values reported in Table V). The low ability of Ru(+III) contaminated solutions to produce bubbles prior to TBP combustion and formation of residues supports our previous assumption that the ruthenium release is mainly ruled by its volatility rather than bubble bursting.

Regarding Ce(+III) and Ce(+IV) contaminated solutions at 10 g Ce/L, continuous emission of bubbles could be noticed in Figure 5 with similar level of emission between both cerium oxidation state. Unlike the case of ruthenium, comparison of results reported for lower contamination level (5 g Ce/L) for Ce(+III) does not allow to draw any conclusion on the influence of concentration in the range 5 -10 g/L. Consequently, the threshold concentration of "bubbles nuclei" to reach continuous emission of bubbles must be in the range 0.6 -5 g/L. Figure 6 presents the evolution of mean diameter of bubbles as a function of time since ignition. In agreement with the evolution of number of bubbles, mean diameters reported for pure and Ru(+III) contaminated solvents confirm limited emission of bubbles for these solutions and for both mono and biphasic conditions. For solvents contaminated by cerium, mean bubble diameters are mostly ranging between 1 and 3 mm for both mono and biphasic conditions. Evolution of mean bubble diameter as a function of time appears more pronounced for monophasic with an increase of diameter from 90 % to 60 % of remaining fuel mass followed by a constant decrease of mean bubble diameter until flame extinction. In a second time, this investigation of bubble diameter formed during HTP/TBP pool (containing different cationic species (Ce(+III), Ce(+IV), Ru(+III)) fire was considered to mimic synthetic bubbles under non-flaming conditions. This non-flaming study was carried out in order to analyse the number and the diameter of jet and film droplets formed during collapse of solvent bubbles. This experimental study does not aim to be fully representative of airborne release conditions (evolution of physical properties of solvent, drying/evaporating conditions) during HTP/TBP combustion but only to focus on the formation of droplet through bubble bursting and to demonstrate that this mechanism is the main driving force. For this purpose, an experimental test bench was designed as shown in Figure 4. Bubbles were formed in a square glass container presenting a glass tube in its centre for injecting dry and filtered pressurized air through needles with varying diameter. Experiments were conducted for pure HTP/TPB and contaminated HTP/TBP and in a range of bubbles diameter of 1 to 4 mm and jet droplets were identified and characterized using a High Speed Camera (NAC Hi-Dcam II). Regarding the number of jet droplets emitted per bubble (right part of Figure 7), a peak of emission is identified for bubble diameters in the range of those experimentally reported for flaming conditions (1 -3 mm). This peak of release does not agree with the empirical evolution reported by Cosandey et al. [START_REF] Cosandey | Transport of salts and micron-sized particles entrained from a boiling water pool[END_REF] for seawater based on a relatively limited number of experimental values. On the other hand, a close agreement could be identified with results obtained by Blanchard & Syzdek [START_REF] Blanchard | Film drop production as a function of bubble size[END_REF] for seawater with a peak of emission of jet droplets for a bubble diameter close to 2 mm. Beyond the dispersion of results reported in the literature for different experimental set-up and conditions, present results obtained for HTP/TBP confirm that the release of jet droplet is limited to less than 3 droplets per bubble and that 400 µm diameter droplets emitted from 2 mm bubbles will be hardly transported in the aerosol phase. This is an additional demonstration that jet droplet may not fully explain the overall airborne release of particles from the contaminated liquid pool fire.

Additional measurements were then carried out to describe the emission of droplets through film breakage. For this purpose, an aerodynamic particle sizer (TSI APS 3321) was used to determine number concentration of dry particles formed according to the evaporation of film droplets and expected to present diameters lower than 20 µm [START_REF] Wu | Production Functions of Film Drops by Bursting Bubbles[END_REF] . Dry and filtered air was injected in the test chamber and film droplets were transported from the emission point to sampling probe connected to the APS.

Left part of Figure 8 presents the size distributions of particles emitted for each mean bubble diameter (from 1.6 to 4.2 mm) over 3 hours of continuous bubbles bursting. As shown in Figure 8, the corresponding size distributions suffer from a lack of statistic and we were not able to propose any statistical analysis for each bubble diameter.

Nevertheless, all experimental results were merged in order to build a mean size distribution (star symbols in Figure 8) of particles emitted during the bursting of bubbles presenting diameters from 1.6 mm to 4.2 mm. Two peaks Gaussian fitting procedures were applied (Origin Pro 8.6) to this mean size distribution and corresponding count modal aerodynamic diameter were respectively of 2.2 +/-0.1 µm and 6.0 +/-1.4 µm. This bi-modal size distribution confirms the influence of bubble diameter on the size of particles emitted [START_REF] Ke | Characterization of aerosol emissions from single bubble bursting[END_REF] with largest particle diameters associated to the larger bubbles. It is worth noting that corresponding count modal diameters could not be fully considered as the film droplets diameter since we were not able to avoid evaporation of these droplets and particle emission was recorded even for pure HTP/TBP. In the present situation, we could only suppose that film droplets may present diameter in a size range defined by the diameter associated to dry residue formed through droplet evaporation, and film droplet diameter which could be computed from this dry residue diameter. Assuming a spherical dry particle residue mainly composed of CePO4 (ρp = 5 220 kg/m 3 , 32 ), the diameter of the film droplet emitted from a solution contaminated at 10 g Ce/L could be computed from equation 5. The geometric diameter Dgeo,p in equation 5 is computed from count modal particles aerodynamic diameter Da,p, determined in Figure 8, and converted to geometric diameter Dgeo,p according to 𝐷 𝑎,𝑝 = 𝐷 𝑔𝑒𝑜,𝑝 √𝜌 𝑝 𝜌 0 ⁄ (assuming spherical shape and reference density ρ0 of 1000 kg/m 3 ). According to equation 5, geometric diameters of film droplets are expected to range between 6.5 µm and 17.5 µm, in agreement with values commonly considered in previous studies [START_REF] Bouilloux | Etude de la mise en suspension physico-chimique des oxydes de plutonium et d'uranium lors de la combustion de polycarbonate et de ruthénium lors de la combustion des solvants de retraitement du combustible irradié[END_REF][START_REF] Brown | Contaminant Entrainment in a Liquid Fuel Fire[END_REF] from experimental measurements mainly carried out by Borkowski et al. [START_REF] Borkowski | Resuspension of fission products during severe accidents in light-water reactors[END_REF] . Comparison of aerodynamic diameter of particles released from non-flaming bubble bursting (Figure 9) and from contaminated HTP/TBP pool fires (see part III.a) shows again a good agreement. Assuming that particles released during flaming conditions are mainly composed of monazite (CePO4), count median geometric diameter reported in Table III could be converted to aerodynamic diameter of 1.9 µm, in close agreement with values determined under non-flaming conditions.

Right part of Figure 8 presents the evolution of number of film droplets emitted per bubble as a function of mean bubble diameter. For pure HTP/TBP, number of film droplets is not equal to zero, highlighting that film droplets are not fully evaporated at the sampling point. Surprisingly, a good agreement is noticed between correlation proposed by Cosandey et al. [START_REF] Cosandey | Transport of salts and micron-sized particles entrained from a boiling water pool[END_REF] for seawater and pure HTP/TBP. On the other hand, bubbles produced by contaminated solvents appear more efficient to release film droplets than seawater. This higher tendency of solvents to release more droplets than water could be mainly explained by lower surface tensions reported for kerosene/TBP or HTP/TBP mixtures [START_REF] Bouilloux | Etude de la mise en suspension physico-chimique des oxydes de plutonium et d'uranium lors de la combustion de polycarbonate et de ruthénium lors de la combustion des solvants de retraitement du combustible irradié[END_REF][START_REF] Wongsawa | The experimental investigations on viscosity, surface tension, interfacial tension and solubility of the binary and ternary systems for tributyl phosphate (TBP) extractant in various organic solvents with water: Thermodynamic NRTL model and molecular inte[END_REF] , close to 25 mN/m compared to seawater surface tensions of nearly 72 mN/m 60 . As recently observed experimentally [START_REF] Ke | Characterization of aerosol emissions from single bubble bursting[END_REF] , bubbles formed from lowest surface tension liquids produced more particles with larger diameters. For predictive purpose, the evolution of the number of film droplets per bubble could be correlated with the mean bubble diameter from a third order polynomial fit (see Figure 8). In the range of bubble diameter reported under flaming conditions (1-3 mm), the number of film droplets per bubble is reported between 10 and 50, in reasonable agreement with the value of 10 particles emitted per 5 mm seawater bubbles reported by Ke et al. [START_REF] Ke | Characterization of aerosol emissions from single bubble bursting[END_REF] . This larger amount of film droplets emitted per bubbles in comparison with jet droplets confirms our first assumption, based on SEM analysis of released particles that ARF is mainly due to film droplets rather than jet ones. Despite the mass balance in favour of jet contaminated droplets, it is worth noting that such large droplets (from 200 to 800 µm) could not be transported by the convective flux of the pool fire flame and are too influenced by the gravity and subject to settling (settling velocity ranging from 0.7 to 3 m/s 64 for 200 -800 µm HTP/TBP droplets with a density of 827 kg/m 3 under ambient conditions [START_REF] Bouilloux | Etude de la mise en suspension physico-chimique des oxydes de plutonium et d'uranium lors de la combustion de polycarbonate et de ruthénium lors de la combustion des solvants de retraitement du combustible irradié[END_REF] ), to be finally released in the aerosol phase. 

IV. Conclusions

The aim of this study was to enhance our state of knowledge on airborne release during contaminated pool fires from a phenomenological point of view. For this purpose, experiments were conducted for three different contaminants, cerium in two state of oxidation states (Ce(+III) and Ce(+IV)) and ruthenium (Ru(+III)). The observed Airborne Release Fractions confirm the significant contribution of bubble bursting involved during organic and aqueous boiling and for solutions contaminated by cerium in both oxidation states. ARF reported for cerium are in good agreement with values previously determined, demonstrating a limited influence of the nature of thermally stable contaminant (within the range of experimental uncertainty) on the final ARF and highlighting the contribution of bubble bursting to the release phenomenon. On the other hand, higher ARF values reported for ruthenium could only be explained by the volatility of chemical forms of this element emitted during HTP/TBP pool fires.

To support these assumptions, scanning electronic microscopy analysis of released particles was performed. This analysis has shown homogeneous composition and shape of particles emitted during combustion of cerium contaminated solutions. On the other hand, wide variety of chemical composition and shape of ruthenium particles confirms the volatile origin of these particles suspected to explain higher ARF values obtained for this element.

Additional analysis of size and number of bubbles produced during contaminated pool fires was conducted and has confirmed, for pure or poorly contaminated organic solutions (Ru(+III) et 0.6 g/L), a limited formation of bubbles. Considering highest level of contamination (from 5 to 10 g/L of cerium), significant emission of 1-3 mm bubbles was reported. This bubble characterization, conducted under fire conditions, was used to conduct nonflaming experiments to describe for the first time jet and film droplets emitted for different HTP/TBP bubbles diameters. Jet droplets diameters, in the range 200 -800 µm and number of film droplets (less than 20 µm in terms of diameter) emitted per bubbles are closely linked to bubble diameter. Empirical correlations were proposed for predictive purpose. Finally, a good agreement was demonstrated between diameters of particles released during pool fire of cerium contaminated solvents and particles produced during drying/evaporation of film droplets emitted during non-flaming bubble bursting experiments. This result finally confirms that bubble bursting is the main driving mechanism explaining the airborne release of non-volatile contaminant during this type of hazardous scenario.
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 1 Figure 1: Diagram of the combustion test bench

  dispersion. The digestion yield of ICP-MS analysis, mainly associated to the process of dissolution or digestion of sample from solid to liquid phase, was then determined by comparing the mass of considered element obtained by ICP-MS with the mass deposited on the reference membrane. More details on the determination of the digestion yield are available in supplementary materials (SI-I). According to this protocol, the mass of particles composed by the element Ce and sampled on membranes during experiments is defined by: Ce sample : mass of element Ce sampled on membrane (kg),  m Ce ICP-MS : mass of element Ce quantified by ICP-MS analysis (kg),  Y detection ICP-MS chemical form of Ce : ICP-MS's yield of detection of element Ce,  Y digestion chemical form Ce : yield of digestion of element Ce in its chemical form as sampled on membrane, as determined according to the calibration protocol using reference membranes.

  mass of ruthenium associated to our samples are computed according to: Ru sample : mass of element Ru sampled on membrane (kg),  m Ru XRF : intensity associated to the integral of the Ru peak recorded by XRF (count per second),  a, b: calibration factors of XRF spectrometer (see SI-II).
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 2 Figure 2: size distributions of particles released during combustion of contaminated organics with and without HNO3 at 3M

  from the FIRIN compartment fire code for large scale solvent extraction fire including Pu(+IV) in the organic phase. It is worth noting that results obtained for Ce(+IV) for monophasic condition are within the range of ARF introduced by Ballinger et al. (1985) for Pu.

Figure 3 :

 3 Figure 3: Comparison of results obtained in the present study (circular and diamond dots) with mean values

Figure 4 :

 4 Figure 4: (left) phenomenological description of Pu particle released from bubble bursting during HTP/TBP pool fire, (right) diagram of the facility used for the study of the bubble and jet/film droplets formation under nonflaming condition

Figure 5 :

 5 Figure 5: Evolution, as a function of remaining fuel (HTP/TBP) mass, of number of bubbles formed at the liquid interface during fire experiments of (left) HTP/TBP monophasic pool fire and (right) biphasic HTP/TBP -3M HNO3 pool, both containing different cationic species (Ce(+III), Ce(+IV), Ru(+III)).

Figure 6 :

 6 Figure 6: Evolution, as a function of remaining fuel (HTP/TBP) mass, of mean bubble diameter at the liquid interface during fire experiments of (left) HTP/TBP monophasic pool fire and (right) biphasic HTP/TBP -3M HNO3 pool, both containing different cationic species (Ce(+III), Ce(+IV), Ru(+III)).

Figure 7

 7 Figure 7 presents the evolution of mean diameter and number of jet droplets emitted per bubble as a function of bubble mean diameter. Error bars correspond to standard deviation (k=1) associated to mean values reported in this figure.
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 7 Figure 7: Evolution of mean jet droplet (left) diameter and (right) number emitted per bubble as a function mean bubble diameter

Figure 8 :

 8 Figure 8: (left) mean film droplets size distribution formed during bursting of bubbles with different diameters within HTP/TBP contaminated at 10 g Ce(+III)/L and (right) evolution of the number of film droplets emitted per bubble as a function of mean bubble diameter

  

  

details Pool size Mean or range ARF (%) 95 % CI (number of test)

  

								Comments		Reference
	70% kerosene/30% TBP	Pu(NO3)4 5.4 g/L + UO2(NO3)2 11.1	100 L of organics	12.3 m²	0.12 +/-0.06 (3)	Modelling	approach,	24
				g/L + Th(NO3)4 64 g/L + Fission products	air change 0.5-5 h -1	24.5 m²	0.31 (3)	airborne release induced by airflow 23
	70% HTP / 30% TBP		Dissolved contaminant	All range	All range	10	Recommendations from	30 , 40
								literature analysis
	70%	normal	paraffin	Uranium 270 g U/L	25 ml	Small	U: 0.12 +/-0.32 (3)	Study of air entrainment	23
	hydrocarbon (NPH) / 30% TBP	Cesium ~0.2 ppm	Forced ventilation	scale	Cs: 0.42 +/-0.78 (4)		
				Cerium ~0.2 ppm			Ce: 0.70 +/-0.19 (4)		
				Zirconium ~0.2 ppm			Zr: 0.48 +/-0.43 (3)	Iodine: volatile fission
				Iodine ~0.2 ppm			I: 77.18 +/-18.18 (6)	product	
	70%	normal	paraffin	Strontium ~0.2 g Sr/L	150 L	~2.5 m²	0.21 +/-0.04 (2)			25
	hydrocarbon (NPH) / 30% TBP						
	Kerosene + contaminated 5 M	Pu(NO3)4 in 5M HNO3, 160 g Pu / Kg	< 100 ml kerosene	Small	0.026 (1)	No TBP, contamination	21
	HNO3			solution)		scale		only in HNO3.	
	70% kerosene/30% TBP	Cerium or Thorium at 0.55 g/L in	20-157 ml	78 cm²	TC: 33.57 +/-27.95 (7)	No influence of pool	19
				organics (no mention of oxidation state of elements)	Free atmosphere		FRF 0.015 (4)	size on ARF TC: transfer coefficient	Not considered in the present
				Cerium in organics (no mention of	20 -250 L	0.4 -5 m²	TC: 58.60 +/-60.97 (5)	FRF: fraction reaching	analysis
				oxidation state of elements)	Free atmosphere		FRF: 0.017 (3)	filter	
	70% kerosene/30% TBP	Uranium nitrate,	50 ml of organics	33 cm²	Mean: 1.17 +/-0.80 (5)	ARF increases with
				1 g U /L to 84 g U/L			Range: 0.7 -1.6	increasing [U].

Fuel composition (in volume) Contaminants Combustion details Pool size Mean or range ARF (%) 95 % CI (number of test) Comments Reference

  

	70%	normal	paraffin	Uranium nitrate,	50 ml of organics	33 cm²	Mean: 1.86 +/-1.11 (10)	Sphere like U particles,	14
	hydrocarbon (NPH) / 30% TBP	1 g U /L to 84 g U/L			Range: 0.9 -2.6	1-2 µm optical diameter, not connected to soot
								particles.	
	70%	normal	paraffin				Mean: 5.75 +/-4.63 (6)		
	hydrocarbon (NPH) / 30% TBP + 3M HNO3 : ratio 3:1				Range: 3.5 -9.3 (6)	ARF presence of HNO3. increases	in
	70%	normal	paraffin				Mean: 6.25 +/-7.56 (4)		
	hydrocarbon (NPH) / 30% TBP + 3M HNO3 : ratio 1:1				Range: 1.8 -10.3		
	70%	normal	paraffin	Depleted uranium 101.2 g U/L in	100 ml of organics	Small	0.47 +/-0.16 (3)		
	hydrocarbon (NPH) / 30% TBP + 3M HNO3 : ratio 1:1	organics	Free atmosphere	scale			
				Depleted uranium, 101.2 g U /L in			2.61 +/-0.26 (2)	Presence of fission
				organics / fission product in acid				products limit uranium
								migration to the acid
								from the organic phase
				Pure organics, depleted uranium 188 g			6.53 +/-1.57 (2)		
				U/L in acid					
	70%	normal	paraffin	Pure organics, depleted uranium 188 g	50 ml of organics	Small	0.81 (1)		
	hydrocarbon (NPH) / 30% TBP + 3M HNO3 : ratio 1:2	U/L in acid + fission products	Free atmosphere	scale			
	70%	normal	paraffin	Depleted uranium, 101.2 g U/L in	50 ml of organics		1.56 (1)		
	hydrocarbon (NPH) / 30% TBP + 3M HNO3 : ratio 1:3	organics / 188 g U/L in acid + fission products	Free atmosphere				
				Pure organics, depleted uranium 188 g			0.17 (1)		
				U/L in acid + fission products					

Fuel composition (in volume) Contaminants Combustion details Pool size Mean or range ARF (%) 95 % CI (number of test)

  Experiments were conducted by burning previously contaminated 30% tributylphosphate TBP (C12H27O4P, reference A16084 from Alfa Aesar) diluted in 70% hydrogenated tetrapropylene HTP (Novasep Sas, France).Organics solutions were prepared by extraction from nitric acid aqueous solution (HNO3 at 65%, reference 20429 from VWR) containing known concentration of element of interest as a dissolved phase. Concentration of aqueous phase is imposed according to dissolution of known mass of salts containing cerium (for Ce(+IV): Cerium(+IV) Ammonium Nitrate (NH4)2Ce(NO3)6 or CAN, reference 39215.14 from Alfa-Aesar; for Ce(+III): Cerium nitrate hexahydrate Ce(NO3)3.6(H2O), reference 218695000 from Acros Organics, for Ce(+III)) and ruthenium (Ruthenium nitrosyl nitrate RuNO(NO3)3 known for its good extractability within the conditions of the PUREX process, reference 12175 from Alfa Aesar, for Ru(+III)). As previously mentioned, Ce(+IV) was considered as a potential surrogate of Pu(+IV). However, as reported by a previous study[START_REF] Feuchter | Influence of Light and Temperature on the Extractability of Cerium(IV) as a Surrogate of Plutonium(IV) and its Effect on the Simulation of an Accidental Fire in the PUREX Process[END_REF] , the reduction of Ce(+IV) into Ce(+III)

	II.	Experimental procedure					
		II.A. Contaminated materials				Comments	Reference
	70% n-dodecane/30% TBP +	Cerium 8 -10 g Ce/L		0.08 -0.7	Ce: 0.17 +/-0.49 (15)	No influence of pool	16
	water, ratio 1:1	Cesium 39 -64 g Cs/L		m²	Cs: 10.31 +/-19.59 (15)	size on ARF excepted for Sr
			Ruthenium 2 -17 g Ru/L			Ru: 8.77 +/-18.05 (18)		
			Strontium 45 -118 g Sr/L			Sr: 0.26 +/-0.46 (10)		
	70% n-dodecane/30% TBP +	Cerium,	150 ml	14 cm²	Cs: 12.54 +/-16.65 (4)	Ru volatility:
	water with or without HNO3	Cesium	Air change 30 h -1			RuO2(s) + O2(g) =>
			Ruthenium				RuO4(g)
			Strontium				RuO4(g) + solvent vapor => RuO2
			UO2(NO3)2 (0.06 -6 g U/L)					
	70% HTP / 30 % TBP	~0.5-1 g Ru /L in organics	150 ml of organics	Small	0.67 +/-0.43 (4)	Slight decrease of ARF	15
				Free atmosphere	scale		with increasing [Ru]
							No influence of pool
			2-3.3 g Ru /L in organics	3 -5 L of organics	0.16 m²	0.51 + /-0.63 (4)	size on ARF
			1.7 g Ru/L in organics	6 L of solvent	0.16 m²	0.31 (1)		
				Free atmosphere	0.63 m²	0.49 (1)		
	70% HTP / 30 % TBP	3.3 g Ru /L in organics -pure acid	3 L of organics	0.16 m²	0.42 + /-0.30 (2)	No influence of acid
	HNO3 at 3M, ratio 1:1	~1 g Ru/L organics -~3 g Ru/L acid	Free atmosphere		0.49 +/-0.26 (2)		
	70% Kerosene / 30 % TBP	100 g/L Lu(NO3)3•6H2O	25 ml of organics	Small	0.002 +/-0.003 (3)	200	nm	spherical
			100 g/L Yb(NO3)3•6H2O 100 g/L 238 U(NO3)2•6H2O	42.5 m 3 /h of airflow in test chamber	scale	0.016 +/-0.055 (3) 0.102 +/-0.152 (3)	Lu/Yb/U particles. Lu, Yb nitrates phosphates precipitation suspected.
						8		

Ru: 7.62 +/-27.66

(6) 

Sr: 2.73 +/-5.87 (4) U: 0.031 +/-0.046

(8) 

U w.out HNO3: 3.1E -3 +/-2.5E -3

(7) 

Table II

 II 

	Fuel composition (in volume)	Element	Salt	Number of tests	[Corg] (g/L)	Vorg (ml)	Vaq (ml)
				3	0.2 +/-0.01		
	Contaminated 70% HTP / 30% TBP		Cerium(III) nitrate	3	4.8 +/-0.05	30	-
		Ce(+III)	hexahydrate	4	9.3 +/-0.01		
			Ce(NO3)3.6(H2O)				
	Contaminated 70% HTP / 30% TBP + Pure HNO3 3M, Ratio 1:1			3 2	0.4 +/-0.01 8.6 +/-0.03	15	15
	Contaminated 70% HTP / 30% TBP		Cerium(IV)	10	10 +/-0.01	30	-
			Ammonium				
	Contaminated 70% HTP / 30% TBP + Pure HNO3 3M, Ratio 1:1	Ce(+IV)	Nitrate (NH4)2Ce(NO3)6	10	10 +/-0.01	15	15
	Contaminated 70% HTP / 30% TBP		Ruthenium(III)	3	0.6 +/-0.1	30	-
	Contaminated 70% HTP / 30% TBP + Pure HNO3 3M, Ratio 1:1	Ru(+III)	Nitrosylnitrate RuNO(NO3)3	3	0.6 +/-0.1	15	15

: Experimental conditions of different concentrations of cerium(+IV or +III) and ruthenium(+III) in HTP/TBP or HTP/TBP/HNO3 mixtures (absolute extended uncertainty for [Corg] at a CI of 95 %)

  Derie[START_REF] Duvigneaud | DTA study of RuO2 formation from the thermal decomposition of ruthenium(III) hydrate[END_REF] , Ru(metal) is not expected to be the predominant chemical form of emitted ruthenium under non-oxidative conditions. As mentioned by those authors[START_REF] Duvigneaud | DTA study of RuO2 formation from the thermal decomposition of ruthenium(III) hydrate[END_REF] , RuO2 should be the most predominant ruthenium form, in strong dis-agreement with the absence, under the present experimental conditions, of released particles solely made ofRu and O in TableIV. To explain this discrepancy, one must keep in mind that in the present study, significant quantities of organophosphates and phosphoric acid are available in liquid

[START_REF] Bouilloux | Etude de la mise en suspension physico-chimique des oxydes de plutonium et d'uranium lors de la combustion de polycarbonate et de ruthénium lors de la combustion des solvants de retraitement du combustible irradié[END_REF] 

, that reductive conditions are representative of those encountered within studied TBP/HTP flames. Under such non-oxidative conditions, Duvigneaud & Reinhard-Derie 46 reported emission of Ru(metal) and RuO2 from the thermal decomposition of Ru(+III) hydrate. This abundance release of Ru in metal form from the thermal degradation of Ru(+III) is in agreement with the presence of pure Ru particles released under our present experimental conditions. Nevertheless, and as reported by Duvigneaud & Reinhard-

Table III -

 III part 2: Scanning Electronic Microscopy images of released particles from ruthenium contaminated solutions A set of 9 different experimental conditions were considered with at least 2 repetitions each. Corresponding values are reported in Tables SI-I to SI-III in Supplementary Information with corresponding experimental uncertainties.Mean values associated to each experimental condition are summarized in Table V including absolute uncertainties (within 95% confidence interval) computed by taking into account the absolute experimental uncertainties (see SI-3 for more detail) of each ARF and the standard deviation determined from the entire set of ARF reported for this This promoting influence of aqueous phase confirms that resuspension is mainly driven by pool boiling and bubbles bursting as previously mentioned in the literature[START_REF] Bouilloux | Etude de la mise en suspension physico-chimique des oxydes de plutonium et d'uranium lors de la combustion de polycarbonate et de ruthénium lors de la combustion des solvants de retraitement du combustible irradié[END_REF][START_REF] Brown | Contaminant Entrainment in a Liquid Fuel Fire[END_REF] and discussed in the present study. Beyond the contribution of aqueous phase to ARF, experiments were also conducted for Ce(+III) at several contamination levels (from 0.2 to 9.3 g/L of Ce(+III)). Nevertheless, extended uncertainties do not allow us to clearly identify a significant trend of ARF as a function of Ce concentration.

	382	Table IV: elemental composition and size properties of released particles III.B. Airborne release fractions
		Fuel composition  Contaminant  Fuel composition Contaminated organics 70% HTP / 30% TBP (in volume)	Contaminant	Number of particles	Contaminated organics 70% HTP / 30% TBP Pure HNO3 3M, Ratio 1:1 Composition by EDS analysis Min-Max projected diameters (µm)	Overall size distribution
		Ru(+III) 0.6 g Ru/L Contaminated 70% HTP / 30% TBP condition. Considering solutions contaminated with cerium at nearly 10 g/L (bold values in Table V), ARF mean values Ce(+III) at 59 10 g Ce/L	-
		appear to be similar despite the oxidation state of cerium. Mean values of 0.22 % +/-0.31 % and 0.20 % +/-0.28
		100% with % are then reported for monophasic Ce(+III) and Ce(+IV) contaminated organic solutions, respectively. These Contaminated 70% HTP / 30% TBP + Pure HNO3 3M, Ratio 1:1 Ce(+III) at 1109 results are in agreement, within the confidence interval, with values previously reported 16,23 for small scale 10 g Ce/L experiments. Contribution of non-contaminated aqueous phase to ARF also appears significant with values 5 to 8	1 -6 µm	CMD = 0.8 µm
		Ce, O, P times higher for biphasic experimental conditions (1.78 % +/-1.06 % and 1.01 % +/-1.31 % for Ce(+III) and Contaminated 70% HTP / 30% TBP Ce(+IV) at 10 g Ce/L 114 Contaminated 70% HTP / 30% TBP + Pure HNO3 3M, Ratio 1:1 Ce(+IV) at 10 g Ce/L 2191 Contaminated 70% HTP / 30% TBP Ru(+III) at 0.6 g Ru/L 237 71% pure Ru 17% Ru, O, P 13% Ru, P Contaminated 70% HTP / 30% TBP + Pure HNO3 3M, Ratio 1:1 Ru(+III) at 0.6 g Ru/L 92 57% pure Ru 32% Ru, O, P 11% Ru, P Ce(+IV), respectively). Fuel composition (in volume) Contaminant [Contorg] Mean ARF Salt (g/L) (%, extended uncertainty)	3 -4 µm 1 -5 µm 1 -23 µm 1 -12 µm 7 -17 µm 1 -14 µm 1 -36 µm 3 -28 µm	σg = 2.9 Two peaks Gaussian fit Mode 1: 1.0 µm Mode 2: 10 µm
		Contaminated 70% HTP / 30% TBP	Ce(+III)	Cerium(III) nitrate hexahydrate	0.2 4.8 9.3	0.58 % +/-0.62 % 1.56 % +/-1.57 % 0.22 % +/-0.31 %
		Contaminated 70% HTP / 30%		Ce(NO3)3.6(H2O)	0.4	4.24 % +/-2.12 %
		TBP + Pure HNO3 3M, Ratio 1:1			8.6	1.78 % +/-1.06 %
		Contaminated 70% HTP / 30% TBP		Ammonium Cerium(IV)	10	0.20 % +/-0.28 %
			Ce(+IV)	Nitrate	
		Contaminated 70% HTP / 30% TBP + Pure HNO3 3M, Ratio 1:1		(NH4)2Ce(NO3)6	10	1.01 % +/-1.31 %
		Contaminated 70% HTP / 30% TBP		Ruthenium(III)	0.6	0.99 % +/-1.20 %
			Ru(+III)	Nitrosylnitrate	
		Contaminated 70% HTP / 30% TBP + Pure HNO3 3M, Ratio 1:1		RuNO(NO3)3	0.6	12.41 % +/-29.45 %

Regarding ruthenium Ru(+III) contaminated solutions, ARF appears significantly higher even for solutions contaminated at a lower level (0.6 g/L). Furthermore, high level of uncertainty is reported for biphasic conditions, supporting the volatile nature of ruthenium released suspected to be highly influenced by sampling conditions and potentially explaining this large level of experimental dispersion (see SI-3 for ARF values reported for each experimental repetitions). Table V: mean Airborne Release Fractions (ARF) determined for each experimental condition (in bold, experiments conducted for surrogate concentrations close to 10 g/L) A comparison of present results with values reported in the literature, summarized in Table

  [START_REF] Cosandey | Transport of salts and micron-sized particles entrained from a boiling water pool[END_REF][START_REF] Koch | Radionuclide re-entrainment at bubbling water pool surfaces[END_REF] , mean diameters are within 200-800 µm and appear to increase with increasing bubble size. Correlations proposed by Koch et al.

[START_REF] Koch | Radionuclide re-entrainment at bubbling water pool surfaces[END_REF] 

for seawater is in good agreement with present results, especially for bubble diameters larger than 2 mm. Nevertheless, since seawater and TBP/HTP present different physico-chemical properties, we propose a new empirical correlation for the entire range of bubble diameters. Corresponding third order polynomial fit appears in good agreement with both HTP/TBP measurements. A close agreement is also reported between pure and contaminated solvents, highlighting that present contamination level (10 g/L of Ce(+III)) and nature of this contaminant does not influence the fragmentation process. Considering the dimensionless approach proposed by Russel & Singh

[START_REF] Russell | Submicron salt particle production in bubble bursting[END_REF] 

and based on the Bond-Eötvös number describing the balance between gravitational forces compared to surface tension forces, this poor influence of Ce(+III) concentration is potentially due to a limited evolution of density and surface tension of contaminated solvents.

Table I-part 3: analysis of airborne release fractions reported in the literature measured experimentally (white lines) or postulated (grey lines)
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Supplementary information SI-1: yield of digestion associated to ICP analysis

Figure SI-1 presents the evolution of ICP-MS detection yield YICP of cerium as a function of mass of CeO2 particles (5 µm CeO2 powder, REacton®, 99.9% reference 215-150-4 from Alfa Aesar) deposited on reference samples.

For this purpose, cellulose acetate membranes similar to those used for sampling during HTP/TBP pool fire experiments were considered. CeO2 powder were aerosolized using a vortex shaker device [START_REF] Herbst | Standard and advanced separation: PUREX processes for nuclear fuel reprocessing[END_REF] and mass of deposited particles was determined by weighing according to NF ISO 15767 [START_REF] Najafi | History of Fire Events in the U.S. Commercial Nuclear Industry[END_REF] . ICP-MS analysis was carried out by Intertek laboratory using previously qualified digestion protocol. The detection yield YICP both includes digestion and detection yields and is defined as the ratio between the mass of cerium determined by ICP analysis mICP and the mass of cerium deposited on the reference membrane mref It is worth noting that ICP yields are close to 100 % for reference mass lower than 2 mg and decreases for larger deposited mass. This decrease is not relevant for our fire samples since, according to the initial mass and ARF, less than 0.1 mg of cerium particles is expected on membranes. Mean ICP yield of 89.3 % +/-6.5 % was determined for deposited mass in the range 0.4 -2 mg and was considered as a correction factor in the computation of ARF. 

Supplementary information SI-2: calibration of XRF for samples containing ruthenium

Figure SI-2 presents the experimental calibration curve between mass of ruthenium and number of events recorded for an X-ray energy of 19.279 keV corresponding to the Kα emission ray of Ruthenium. RuO2 particles were deposited on acetate cellulose membrane using a vortex shaker [START_REF] Ouf | Physicochemical properties of aerosol released in the case of a fire involving materials used in the nuclear industry[END_REF] . Mass of deposited Ruthenium particles was determined by weighing according to NF ISO 15767 [START_REF] Hertzberg | Particles from fires -A screening of common materials found in buildings[END_REF] . Mass of ruthenium is then linked to number Nbevents Kα of Kα events according to the following relation and a calibration factor Cf:

The corresponding uncertainty is defined as:

with u(C f ) and u(Nb events Kα ) the uncertainties associated to the calibration factor (determined from the linear fit)

and number of events according to the spectrometer specifications. Uncertainty associated to the extraction coefficient was determined for cerium from experimental determination of this coefficient [START_REF] Feuchter | Influence of Light and Temperature on the Extractability of Cerium(IV) as a Surrogate of Plutonium(IV) and its Effect on the Simulation of an Accidental Fire in the PUREX Process[END_REF] and for ruthenium by considering mean values and corresponding standard deviation computed from experimental values reported in previous studies (TBP in contact, under ambient conditions, during 60 minutes with HNO3 3 M aqueous phase containing dissolved Ruthenium Nitrosyl Nitrate salt [START_REF] Bouilloux | Etude de la mise en suspension physico-chimique des oxydes de plutonium et d'uranium lors de la combustion de polycarbonate et de ruthénium lors de la combustion des solvants de retraitement du combustible irradié[END_REF][START_REF] Pruett | The Solvent Extraction Behavior of Ruthenium I -The Nitric Acid-Tri-n-Butyl Phosphate System[END_REF] ).

The volume fraction of gas sampled through the membrane P P(%) is defined as the ratio between the volumetric flow rate sampled Qsampled and the volumetric flow rate within the test bench exhaust duct Qexhaust:

Mass flow regulator was used to maintain the sampled flow rate then uncertainty associated to this flowrate was assumed negligible. The exhaust duct flow rate was manually regulated during each test and a mean exhaust flow rate was then computed and considered. Corresponding standard deviation associated to this mean exhaust flow rate was considered as the Qexhaust uncertainty u(Qexhaust). Finally, the P P(%) uncertainty is defined as follow:

u(P P(%) )=√(-

Finally, penetration fraction F P(%) was fixed, according to computations reported in our previous study [START_REF] Ouf | Airborne release of hazardous micron-sized metallic/metal oxide particles during thermal degradation of polycarbonate surfaces contaminated by particles: Towards a phenomenological description[END_REF] , at a value of 1 (no losses of particles in the test bench) for aerodynamic diameter lower than 5 µm. 

Supplementary information SI-4: values of airborne release fractions measured for each experimental conditions