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Effect of dislocations on the performance of GaSb-based diode lasers grown on Silicon

Silicon photonics is a promising technology for the fabrication of dense photonic chips thanks to the very mature silicon industry. The direct epitaxial growth of III-V lasers on silicon is one of the main challenges for the realization of compact and robust mid-infrared sensors based on photonic integrated circuits. The crystal defects arising from this heteroepitaxial growth affects the laser performance and therefore need to be mitigated, but also studied to better understand their impact on the laser operation. Here, we studied the effect of threading dislocations on laser performance by comparing series of GaSb-based diode lasers grown on native GaSb and Si substrates with different numbers of quantum wells (n QW ) in their active zones. As expected, the laser threshold currents are higher in the case of diode lasers on Si, and they rapidly vary with n QW. Still, the lowest threshold current densities are achieved with n QW = 1 for both substrates. With the help of a theoretical gain model, we attribute these results to the fact that dislocations create non-radiative recombination but do not introduce additional optical losses. This work allows a better understanding of the origin of performance degradation and the decision to be made regarding the heterostructure design.

I. INTRODUCTION

The 2-5 µm mid-infrared (mid-IR) wavelength range presents transparency windows of the atmosphere as well as absorption lines of many biological and chemical species. 1 The demand for compact sensors in this wavelength range has increased significantly over the last decade for medical, industrial, and environmental applications. For now, these sensors are bulky and expensive because they are still composed of discrete devices. Silicon photonics offers the opportunity to reduce cost and footprint by combining the benefits of III-V semiconductors with the very advanced silicon industry. 2,3 The monolithic integration of III-V lasers on silicon appears as the most promising approach for largescale and cost-effective production of such compact and robust sensors. 4,5,6,7 In this context, GaSbbased diode lasers (DLs), which cover the whole 2-3 µm wavelength range [START_REF] Tournié | Mid-Infrared Optoelectronics: Materials, Devices, and Applications[END_REF][START_REF] Belenky | [END_REF] and are perfectly adapted to mid-IR sensing, [START_REF] Bleuel | [END_REF][START_REF] Vizbaras | [END_REF] were recently grown on silicon substrates and demonstrated successful operation. 12 The direct epitaxy of III-Vs on Si, however, leads to a large density of crystal defects such as threading dislocations (TDs) and antiphase boundaries (APBs) caused by the lattice, thermal, and polarity mismatches between III-V materials and silicon. 13 Whereas APBs can be suppressed, 14,15 dislocations are unavoidable, even though their threading density can be reduced through various growth strategies. [START_REF] Calvo | GaSb epitaxy on Si for integrated optoelectronics[END_REF] It is well known that they dramatically affect laser performances by inducing nona eric.tournie@umontpellier.fr This is the author's peer reviewed, accepted manuscript. However, the online version of record will be different from this version once it has been copyedited and typeset.

PLEASE CITE THIS ARTICLE AS DOI: 10.1063/5.0135606 radiative recombinations in the active zone, which increases the threshold current density at the expense of the device's lifetime. [START_REF] Liu | [END_REF]18,19,20,21 Still, other aspects remain unclear in the literature where it is often stated that dislocations introduce optical losses as well. 18,20,22,23 In this work, we compared two series of GaSb-based DLs with different numbers of quantum wells (n QW ) in their active zones. One series was grown on native GaSb substrates whereas the other one was grown on Si substrates. Their performances were confronted to a theoretical model which allowed to extract the impact of dislocations on the gain and losses in the laser structures. and photon confinements in the active region. A highly-doped, p-type GaSb contact layer was grown atop all structures. In the case of DLs grown on Si substrates, a 1-µm thick GaSb buffer layer was first grown to suppress APBs. [START_REF] Calvo | GaSb epitaxy on Si for integrated optoelectronics[END_REF] A highly conductive InAs 0.92 Sb 0.08 contact layer was then grown to enable a top-top contact configuration, which avoids driving the current through the highly defective Si/GaSb interface. 22 Finally, an additional 1-µm-thick GaSb buffer layer was inserted between the InAsSb This is the author's peer reviewed, accepted manuscript. However, the online version of record will be different from this version once it has been copyedited and typeset.

II. LASER STRUCTURE, GROWTH AND PROCESS
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surface of the samples grown on Si whereas an upper bound of 9 x10 7 cm -2 is estimated for the threading dislocation density (TDD).

Broad-area and narrow-ridge DLs of different cavity lengths were fabricated. The DLs process starts with the laser ridge definition using standard UV photolithography and inductively coupled plasma etching. The etching was stopped just before reaching the active zone, to minimize current spreading as well as optical losses on the sidewalls. [START_REF] Bartolomé | Toward Mid-Infrared Semiconductor Lasers on Silicon Photonic Integrated Circuits[END_REF] In the case of DLs on Si, a second etching was made to reach the InAs 0.92 Sb 0.08 layer which is serve as the n-contact layer. Si 3 N 4 was then deposited by plasma-enhanced chemical vapor deposition (PECVD) for electrical insulation and sidewall protection. The metallization was then carried out by electron beam evaporation of Ti/Au on the top GaSb p-type layer and the InAs 0.92 Sb 0.08 n-type layer in the case of DLs on Si. In the case of DLs grown on GaSb, Ti/Au was deposited on the top GaSb p-type layer and Pd/AuGeNi on the backside of the GaSb substrate that acts as the n contact. For both series the substrates were thinned down by mechanical polishing to ease the cleavage of laser bars and no special treatment has been done to improve the reflectivity of the cleaved facets. The laser bars were then soldered on Cu heat sinks and measured on a probe station.

III. LASER PROPERTIES

Broad-area DLs (w = 100 µm) were first characterized in pulsed operation at room temperature GaSb substrates exhibit lower threshold current densities than DLs grown on Si, as expected. For both series, the threshold current density increases with the QW number for every cavity length, therefore the best threshold is obtained with the structures having one QW, whatever the substrate. However, the slope of 𝐽 𝑡ℎ =f(n QW ) is much steeper for DLs grown on Si than for those grown on GaSb. As a consequence, we could not reach the threshold current with the DLs fabricated from the 4-QWsstructure grown on Si. Indeed, the extrapolated threshold would be ~2.3 kA/cm 2 , which is beyond the limit of our setup. In contrast, the threshold current density (200 A.cm -2 ) obtained with the 1-QW structure is the best reported so far for GaSb-based DLs grown on Si. 12 Narrow-ridge DLs were then measured in continuous wave (CW) at RT. The L-I-V data for 1-QW DLs grown on Si with an 8-µm wide ridge and different cavity lengths are plotted in fig. 3 a). The turnon voltage is in the 0.7-1 V range and the series resistance is around 4 Ω, comparable to that measured with DLs on GaSb substrates. The threshold currents range between 75 and 120 mA for cavity lengths between 1 and 2.3 mm, which are again the best results ever reported with GaSb-based DLs grown on Si. 12 The evolution of the slope efficiency ( ∆𝑃 ⁄∆𝐼) with the cavity length allows calculating the external quantum efficiency (𝜂 𝑑 ) and, in turn, the evolution with the cavity length of 1/𝜂 𝑑 allows extracting the internal losses 𝛼 𝑖 and the internal quantum efficiency 𝜂 𝑖 using equation ( 1):

1 𝜂 𝑑 = 1 𝜂 𝑖 + 𝛼 𝑖 𝜂 𝑖 ln(𝑅 -1 ) 𝐿 (1)
The internal losses for DLs on Si and on GaSb are plotted in fig. 3 b). The results and the trends are similar for both series. The internal losses increase with the number of QWs, which we ascribe to increasing free carrier absorption and inhomogeneous carrier injection in the multi-QW structures. [START_REF] Rattunde | [END_REF] In contrast, the internal quantum efficiency (not shown) remains constant at around ~ 50% for all structures. 
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IV. THEORETICAL GAIN MODEL

To analyze these experimental results and to understand the impact of the growth on Si, we modeled the properties of the structures. The threshold current density 𝐽 𝑡ℎ is expressed as a function of the optical losses: 26,27 𝐽 𝑡ℎ = 𝐽 𝑡𝑟 exp (

𝛼 𝑖 + 𝛼 𝐹𝑃 𝑁 𝑤 Γ 𝑤 𝐺 0 ) (2) 
where 𝑁 𝑊 is the QW number, Γ 𝑊 is the overlap of the mode with the QWs (Γ 𝑊 =0.015), 27,28 𝐺 0 is the gain parameter, 𝐽 𝑡𝑟 is the transparency current density, 𝛼 𝑖 are the intrinsic internal losses and 𝛼 𝐹𝑃 are the Fabry-Perot cavity losses:

𝛼 𝐹𝑃 = 1 𝐿 ⁄ ln(𝑅 -1 ) ( 3 
)
where 𝑅 is the reflectivity of the facets at each end of the Fabry-Perot cavity (𝑅0.3) 27 of length 𝐿.

Besides the values of 𝛼 𝑖 the internal losses, 𝐽 𝑡𝑟 and 𝐺 0 are needed to calculate the threshold current density from equation 2. They can be deduced from the optical gain which is calculated as a function of the energy of the emitted photon 𝐸 and the carrier density 𝑁 for a single QW structure by: 29,28,30,31 

𝐿(𝐸) = 1 𝜋 ℏ 𝜏 𝑖𝑛 ⁄ ( ℏ 𝜏 𝑖𝑛 ) 2 + 𝐸 2 (5)
where 𝜏 𝑖𝑛 is the intersubband relaxation time.

The modal gain is then obtained using the following expression: 28,[START_REF] Coldren | Diode Lasers and Photonic Integrated Circuits[END_REF] 𝐺 𝑚𝑜𝑑𝑎𝑙 (𝐸, 𝑁) = 𝑁 𝑊 Γ 𝑊 𝐺 𝑐𝑜𝑛𝑣 (𝐸, 𝑁)

where 𝐺 𝑐𝑜𝑛𝑣 (𝐸, 𝑁) is the gain convoluted with the Lorentzian function.

Afterwards, we calculated the modal gain at the energy of the peak modal gain. Finally, we calculated the modal gain as a function of the current density 𝐺 𝑚𝑜𝑑𝑎𝑙 (𝐽) by substituting 𝑁 by 𝐽 thanks to the following equation:

𝐽 = 𝑞𝑁 𝑤 𝐿 𝑤 𝜂 𝑖 (𝐴𝑁 + 𝐵𝑁 2 + 𝐶𝑁 3 ) (7) 
where 𝐿 𝑤 is the QW width, 𝜂 𝑖 is the internal quantum efficiency taken from the experimental results and 𝐴, 𝐵 and 𝐶 are the SRH (Shockley-Read-Hall), radiative and Auger recombination coefficients, respectively. [START_REF] Tournié | Mid-Infrared Optoelectronics: Materials, Devices, and Applications[END_REF] The modal gain as a function of the current density 𝐺 𝑚𝑜𝑑𝑎𝑙 (𝐽) is now known, and the parameters 𝐽 𝑡𝑟 and 𝐺 0 can finally be extracted using the equation below (equation 8), as well as the threshold current density seen above (equation 2).

𝐺 𝑚𝑜𝑑𝑎𝑙 (𝐽) = 𝑁 𝑊 Γ 𝑊 𝐺 0 ln ( 𝐽 𝐽 𝑡𝑟 ) (8) 
We fitted these 𝐽 𝑡ℎ values to the experimental values for both series of DLs on GaSb and DLs on Si, by adjusting the SRH coefficient 𝐴, while coefficients 𝐵 and 𝐶 were taken from the literature. 27,28 We used the same 𝐵 and 𝐶 coefficients for both substrates since they are intrinsic to the materials and heterostructures.

This is the author's peer reviewed, accepted manuscript. However, the online version of record will be different from this version once it has been copyedited and typeset. on GaSb is excellent. In contrast, for the DLs grown on Si it was not possible to adjust all experimental curves assuming the same 𝐴 SRH coefficient (Fig. 5), which suggests that for these DLs the 𝐴 coefficient increases with the number of QWs. We tentatively ascribe this behavior to the introduction of two new QW/barrier interfaces for every additional QW in the structure. In turn, at such high dislocation densities, misfit dislocation arms propagate at each interface and create additional non-radiative recombinations [START_REF] Groenert | [END_REF]33,34 which is also consistent with the steep variation of the threshold current density with the number of QWs observed for the DLs grown on Si (Fig. 2 b).
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The final values used to fit all data are in Table I. For the 𝐴 coefficient, the final values for the DLs grown on GaSb are close to those found in the literature 28,27 whereas much higher values have to be used for the DLs grown on Si to account for non-radiative SRH recombination introduced by the dislocations. 35 Coefficient DLs on GaSb DLs on Si 1-4 QWs 1 QW 2 QWs 3 QWs A (s -1 ) 3.9x10 7 1.1x10 8 1.3x10 8 2.4x10 8 B (cm 3 .s -1 ) 4.4x10 -10 4.4x10 -10 4.4x10 -10 4.4x10 -10 C (cm 6 .s -1 ) 2x10 -28 2x10 -28 2x10 -28 2x10 -28

Table I. Recombination coefficient values

Finally, we show in fig. 6 a) the calculated modal gain versus current density curves for all DLs grown on both GaSb and Si substrates. First, we observed that the transparency current density 𝐽 𝑡𝑟 (𝐽 for which the modal gain equals zero) increases with the QW number, as expected. Above transparency, the differential modal gain increases with the number of QWs. 36 For the DLs grown on This is the author's peer reviewed, accepted manuscript. However, the online version of record will be different from this version once it has been copyedited and typeset. PLEASE CITE THIS ARTICLE AS DOI: 10.1063/5.0135606

Si, the larger SRH recombinations increase the transparency current and all curves are shifted towards larger current densities whereas the modal gain decreases. This results in an increased laser threshold (equation 2), as also observed experimentally (fig. 2 b)). in the 10 to 20 cm -1 range. [START_REF] Belenky | [END_REF]26,28 If we consider total losses of 10 cm -1 for example, the modal gain equals this value at the laser threshold. The lowest threshold current density is then obtained for a structure having one QW (Fig. 6 a)). In contrast, for total losses of 15 cm -1 , the lowest threshold current density is obtained for a structure with two QWs (Fig. 6 a)). Thus, when the optical losses increase, the optimal QW number switches from one to two QWs at 12.2 cm -1 in the case of DLs on GaSb and at 14 cm -1 in the case of DLs on Si, as it is summarized in fig. 6 b). The fact that these values are very similar (12.2 cm -1 and 14 cm -1 ), and that the optimal QW number for both DLs on Si and on GaSb is the same (one QW), indicates that threading dislocations do not introduce significant optical losses to the structures, 
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 1 FIG. 1. a) Design of the 2-QWs laser heterostructure grown on Si. b) AFM image of the surface of the same laser.

(

  RT) to assess the threshold current density of the structure. As an example, the light output versus current (L-I) curves of the 1.5-mm long DLs with different QW numbers are plotted in fig. 2 a) for the two series. To get an overview of the whole set of results, Fig. 2 b) shows the evolution of the threshold current density as a function of the QW number, for the different cavity lengths. DLs grown on native

FIG. 2 .

 2 FIG. 2. Broad-area laser characteristics in pulsed operation for the two series. a) light output versus current density curves of 1.5 mm-long DLs with different numbers of QW. b) threshold current density versus the number of QWs for different cavity lengths.

FIG. 3 .

 3 FIG. 3. Narrow-ridge laser characteristics in CW operation. a) L-I-V data for 1 QW DLs grown on Si with an 8 µm-wide ridge and different cavity lengths. The inset shows the evolution of the reciprocal differential quantum efficiency. b) Extracted internal losses versus the number of QWs for the two series.
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 42 FIG. 4. L-I data for 2-QWs DLs on Si and GaSb with a 10-µm wide ridge and 1-mm long cavity for different measurement temperatures.
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 5 Fig. 5. Fits of the threshold current density for the two series for the 1.5-mm long DLs Fig. 5 shows the experimental and fitted 𝐽 𝑡ℎ values for the two series. The agreement for the DLs grown

FIG. 6 .Fig. 6 a

 66 FIG. 6. The gain model calculations for the two series. a) modal gain versus current density curves for different number of QWs. b) the optimal number of QWs versus the total optical losses.
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  Two sets of four samples containing different numbers of QWs (1  n QW  4) were grown by solidsource molecular-beam epitaxy (MBE) on GaSb and (001)-oriented Si substrates exhibiting a residual miscut of ~0.5° toward [110]. Their active zones, designed to emit near 2.3 µm, are based on 9-nmthick Ga 0.67 In 0.33 As 0.08 Sb 0.88 QWs confined by Al 0.25 Ga 0.75 As 0.02 Sb 0.98 barrier layers and are embedded within Al 0.25 Ga 0.75 As 0.02 Sb 0.98 waveguides. 8 Two n-and p-type Al 0.9 Ga 0.1 As 0.08 Sb 0.92 layers ensure carrier
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  This is the author's peer reviewed, accepted manuscript. However, the online version of record will be different from this version once it has been copyedited and typeset.PLEASE -called characteristic temperatures 𝑇 0 and 𝑇 1 , which represent the sensitivity to the temperature of the laser threshold current and the external quantum efficiency, respectively. 𝑇 0 is similar on both substrates (91 and 97 K) whereas T 1 is lower for DLs on Si (117 K vs. 147 K). Similar trends have been observed for all QW numbers. The lower T 1 for DLs on Si than on GaSb reflects the fact that the external quantum efficiency is sensitive to temperature due to the high TDD.
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  𝑓 𝑐 (𝐸, 𝑁) and 𝑓 𝑣 (𝐸, 𝑁) are the Fermi functions in the conduction band and in the valence band respectively, 𝑀 𝑡 is the dipole matrix element and 𝑛 is the real part of the refractive index. The gain broadening caused by the intraband scattering is taken into account in the model by convoluting the calculated gain by a Lorentzian function (5):28,[START_REF] Coldren | Diode Lasers and Photonic Integrated Circuits[END_REF] 
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where 𝜌(𝐸) is the density of states,
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