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 this method uses a very small amount of precursors (few mg cm -2 ) making SurMOFs ideal candidates for the integration of highly sophisticated ligands into functional materials.

 in these articles, MOFs were either deposited on surface after synthesis or directly synthesized on the surface with no intention on orienting the growth, leading to polycrystalline materials. To our knowledge, no reports on highly oriented MOF for electrochromism are published to date.

Results and Discussion

In this work, SurMOF-2 type of structure was synthesized by using zinc acetate, an electrochemically neutral metal source, and an electrochromic linker. Thus, the electrochromic properties of the SurMOF arise solely from the organic linker. A ligand from the perylene diimide (PDI) family was chosen. These highly colored chromophores exhibit strong stability and excellent electron affinity imparted by the four carbonyl moieties present on the core allowing reduction into stable radical anions and dianions. [16] In addition, reversible redox interactions between Na/Li ions are commonly observed thanks to an enolization process located on the carbonyl groups. [17] All of these features are of extreme importance to achieve efficient and reversible electrochromism. Herein, the bay positions of the PDI were substituted by chlorine atoms, leading to a diminution of its lowest unoccupied molecular orbital level, thus further increasing its electron affinity. [18] In addition, benzoic acids were introduced at the imide position, leading to a ditopic dicarboxylate linker similar to the terephtalic acid.

The orange-colored films of {Zn 2 (PDICl 4 ) 2 } (S1) (Figure 1) were grown at room temperature on indium tin Novel electrochromic hybrid thin films are synthesized following a liquidphase epitaxy in a layer-by-layer fashion, yielding highly oriented surfaceanchored metal-organic frameworks (SurMOFs). The initial orange color of this {Zn 2 (PDICl 4 ) 2 } crystalline thin films is reversibly switched by electrochemical reduction. In a lithium-based electrolyte, a dark blue color is obtained in few seconds with a color efficiency of 104.8 cm 2 C -1 (λ = 645 nm). Interestingly, the color of the reduced state is easily modulated by changing the electrolyte composition. Clearly, two different mechanisms are implicated and the reduced species responsible of the color are identified. Taking advantage of this unusual property, electrochromic devices with a novel configuration are designed leading to an original prototype capable of reversibly switching from a single initial orange color to two different colors simultaneously, namely dark blue and cyan.

Introduction

The development of metal-organic frameworks (MOFs) for advanced applications in nanotechnology requires the immobilization of these architectures on surfaces. MOFs can either be grown solvothermally on a surface or coated by different techniques, such as doctor blading or bar-coating, ultimately leading to polycrystalline assemblies where MOFs particles are usually randomly oriented on the surface. [1] More recently, a strategy based on the sequential and controlled immobilization of the key components of the MOFs led to the fabrication of highly homogenous materials where the ligands and the metals present a preferential orientation. These new MOF thin films are called surface-anchored metal-organic frameworks (SurMOFs). [2,3] Besides the generation of highly oriented
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© 2023 The Authors. Advanced Optical Materials published by Wiley-VCH GmbH oxide (ITO)/glass substrates using liquid-phase epitaxy (LPE) in a layer-by-layer (LbL) fashion via spray-coating using zinc acetate as metal source and PDICl 4 as organic linker. This method uses highly diluted concentration of ligands and is then particularly suitable for molecules obtained in a few gram scale, usually through multistep synthesis. Thanks to the low concentration of ligands, aggregation was not an issue and ethanol/DMF (95:5) solution could be used. The thickness of the films was controlled by the number of deposition cycles.

The out-of-plane X-ray diffraction (XRD) data revealed highly oriented Zn-SurMOF-2 structure with [00l] orientation (Figure 1a) which is consistent with other SurMOFs obtained from various ditopic dicarboxylate linkers and zinc acetate via LPE methods. [19][20][21][22] These structures consist of 2D square gridlike of PDICl 4 parallel and perpendicular to the surface, held together by a Zn paddle wheel (Figure 1b-d). These 2D sheets are then stacked in a AA fashion, as expected in a P4 symmetric SurMOF-2 structure. The lattice dimension perpendicular to the substrate (2θ λ CuKα = 3.11°, a = 28 Å) closely matches with the length of the linker. Scanning electron microscopy (SEM) top view images show a morphology based on flake-like domains (Figure 1e). The overall thickness was measured by mechanical profilometry. Because of the spray method used for the synthesis a sharp step between the SurMOF and the substrate could not be achieved. To address this issue, perfectly defined holes of 100 × 100 µm 2 were created by ToF-SIM following chlorine signal response. Mechanical profilometry was then performed four times on four different holes in a horizontal and vertical fashion, giving a mean value of 455 nm associated with the 30 cycles (30C) deposition synthesis.

The electrochromic activity of S1 grown on ITO/glass substrates was recorded in imidazolium-based ionic liquids. Figure 2a,e shows the cyclic voltammograms (CV) of the 30C S1 films cycled at a scan rate of 20 mV s -1 between a potential range of -1 to 0.5 V, in a three electrode cells using saturated calomel electrode (SCE) as reference electrode.

In a lithium-based electrolyte S1 switches reversibly between an orange (λ max = 483 nm) initial state to a dark blue (λ max = 645 nm) reduced state (-0.8 V) (Figure 2b; and Figure S1, Supporting Information). Maximum absorption wavelength of these two optical states was recorded by spectroelectrochemical measurement at 0.5 and -0.8 V, respectively. This study showed the disappearance of the initial state with the appearance of the reduced state, revealing a complete switching process in 14s as supported by chronoamperometry measurements recorded at the blue state maximum absorption wavelength (645 nm) (Figure 2d; and Figure S2, Supporting Information). We noted that the kinetics of the reverse oxidation process seems faster. This observation points in the direction of a nonsymmetrical process regarding lithium diffusion. One of the critical EC property, the coloration efficiency (CE), defined as the change in optical density ΔOD per-unit inserted charge, can be calculated using the following relations, ΔOD = log (T ox. /T red. ), where T ox. and T red. are the transmittance in the oxidized and reduced states, respectively, and CE = ΔOD/Q where Q is the amount of charge transferred per unit area. A coloration efficiency of 
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© 2023 The Authors. Advanced Optical Materials published by Wiley-VCH GmbH 104.8 cm 2 C -1 (λ = 645 nm) was calculated (Figure S2, Supporting Information). Similar results were obtained in a sodium-based electrolyte. Those two optical states are consistent with species already identified in literature obtained by chemical reduction in a sodium containing solution of PDICl 4 molecules [17,23] pointing in the direction that this color change is mostly due to interactions between Li + ions with the PDICl 4 radical dianions. After a loss in capacity due probably 
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© 2023 The Authors. Advanced Optical Materials published by Wiley-VCH GmbH to the desorption of noncoordinated linker on the surface, the film shows good stability and reversibility in lithium bistrifluoromethanesulfonimide in 1-ethyl-3-methylimidazolium bis-(trifluoromethanesulfonyl)-imide (LiTFSI-EMITFSI) as confirmed by the absence of modification of the CV shape (Figure 2c).

Interestingly, in a salt-free ionic liquid electrolyte the switch occurs between the initial orange state to a cyan reduced state (-0.9 V) (Figure 2e). This coloration is due to the formation of free PDICl 4 radical dianions as suggested by the value of the wavelength and intensity of the reduced state absorption band recorded during in situ measurement [24] and confirmed by electron paramagnetic resonance, EPR, measurement showing one intense resonance with a g-factor of 2.0045 with no hyperfine coupling (Figure 2f). This result indicates a complete delocalization of unpaired electrons over the ligand structure. However, cycling in EMITFSI leads to a rapid delamination of the SurMOF film after the 1st or 2nd cycle, preventing us at this stage to further characterize the reduced state. After cycling, a cyan film was observed floating next to the ITO surface, in agreement with the featureless absorption spectra observed during in situ measurement, closer from a solution spectra than a solid-state one. The presence of an acidic proton at the C2 position of the imidazolium appears to be responsible for the lack of stability of the SurMOF. After methylation of this position, stability was greatly improved and delamination was no longer observed. This observation is coherent with the known instability of Zn-carboxylate MOFs in acidic medium.

Even though good electrochemical stability was achieved, a loss in the intensity of the ( 002) and ( 003) peaks and the disappearance of the (004) peak were observed by XRD after five CV cycles in LiTFSI-EMITFSI (Figure 3a). In addition, the so-called electrochemical grinding is mostly responsible for the reduction of the flake-like domain size upon cycling (Figure 3b,c).

It is relevant to note that color dependency on electrolyte composition is an uncommon property in EC materials. Generally, a single material adopts a similar coloration independently of the electrolyte nature, as illustrated by the brownish anodic coloration of NiO films or the bluish cathodic coloration of poly(3,4-ethylenedioxythiophene) polystyrene sulfonate, PEDOT:PSS, cycled in lithium based or small free cations electrolytes. [25,26] Taking advantage of this noteworthy property, a bicolor electrochromic device (ECD) with an original configuration was designed. S1 was associated with an ITO/glass counter electrode and LiTFSI-EMITFSI and EMITFSI electrolytes within the same device. In order to achieve contact between the two electrodes, the electrolytes were used in a formulation of PMMA/Butanone, spread on each side of 120 µm thick tape to prevent diffusion of Li + cations in EMITFSI electrolyte. Vacuum was applied to remove air bubbles and a heating process at 80 °C allowed the evaporation of butanone, transforming the liquid electrolyte into a sticky paste thus creating a conductive hydrophobic membrane. The electrolytes were then sandwiched between S1 and ITO/glass, then weight was placed over the device to insure proper contact (Figure 4a). Color switch from the initial state to the reduce states were recorded simultaneously at -3 V, reoxidation occurred at +1 V. As expected, the device switched from the initial orange color to dark blue at the LiTFSI-EMITFSI side and to cyan at the EMITFSI side and then back to the orange state at the two sides. To characterize the device color change, the chromaticity parameters (L*a*b*) were recorded at each step. These parameters were used to calculate the optical contrast (ΔE*) (Equation ( 1)) representing the difference of chromaticity between the initial state and reduced states. In LiTFSI-EMITFSI this optical contrast reaches 43.9, whereas in EMITFSI a ΔE* of 29.8 is calculated (Figure 4b). In both cases, ΔE* is far higher than 10 which is the required value to distinguish two color states for the human eye. The optical contrast (ΔE*) is calculated from L*a*b* parameters as follows: 
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© 2023 The Authors. Advanced Optical Materials published by Wiley-VCH GmbH further work with various electrolytes even when the stability in solution is limited. Additionally, the original two-electrolyte configuration of the device opens up new perspectives for electrochromic displays and further work will be consecrated to optimize this proof of concept.

Conclusion

In summary, highly oriented electrochromic thin films of {Zn 2 (PDICl 4 ) 2 } were grown along the (001) axis at room temperature and were characterized by out-of-plane XRD diffraction. Electrochromic properties were investigated in ionic liquids by cyclic voltammetry and spectroelectrochemistry. Two reduced color states were obtained depending on electrolyte composition. Because of the innate porosity of SurMOFs and the affinity of PDICl 4 ligands toward Li + , the commonly blue colored associated with PDI/Li salts solution was highlighted for the first time in the solid state in LiTFSI-EMITFSI. In this medium, good electrochemical stability was achieved. In EMITFSI, a cyan color was obtained by reduction. This optical state matches with the one observed on radical dianions of PDI with a structure close to our ligand, supporting the formation of PDICl 4 dianions within the SurMOFs. However, poor electrochemical stability was observed in EMITFSI, leading to the desorption of the film after one or two CV cycles. Interestingly, the stability in solution was greatly improved by methylating the C2 position of the imidazolium. Also, cycling in membrane based electrolyte circumvents the delamination issue. Being closer to conditions for applications, a device composed of the two electrolytes was designed and the two reduced color states were observed simultaneously at -3 V starting from a single orange SurMOF thin film.

Additional work is currently ongoing to better characterize the species formed during the reduction of the SurMOF in LiTFSI-EMITFSI and in EMITFSI.

To our knowledge, this work represents the first one regarding the use of SurMOF for electrochromic applications. The unusual color modulation depending on electrolyte composition leads to nonconventional devices. Even though, mechanism is not clear yet, those first results are encouraging for future investigation of SurMOF-based electrochromic thin films and devices. Because of their versatility, SurMOFs offer an infinite amount of electrochromic systems. Electrochromic properties can arise from one or more ligands but also from the metal source. In both cases, this would increase the spectral range reachable with ECDs. In addition, SurMOFs synthesis are compatible with various conductive surfaces (ITO/PET, Au-SAMS…) and are applicable on large areas, widening even more the range of applications of SurMOF-based ECDs.
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Figure 1 .

 1 Figure 1. Structure of S1. a) Out-of-plane XRD patterns and a photograph of the as deposited film. Illustration of b) the 2D sheets, c) their stacking, and d) the zinc paddlewheel. e) Top view SEM picture.
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Figure 2 .

 2 Figure 2. a) Cyclic voltammograms of S1 in LiTFSI-EMITFSI with picture of the initial state (0 V) and reduced state (-0.8 V) (red arrows pointing from the first cycle to the last). b) Absorption spectra of the as-deposited film and after polarization at -0.8 V in LiTFSI-EMITFSI. c) Charge capacity evolution with the number of cycles as inset, CVs of the 40th and 100th cycle. d) Chronoamperometry (-0.8 and +0.5 V) coupled with absorption spectrum at 645 nm of S1 in LiTFSI-EMITFSI. e) Cyclic voltammograms of S1 in EMITFSI with picture of the initial state (0 V) and reduced state (-0.9 V) (red arrows pointing from the first cycle to the last). f) Absorption spectra of S1 in EMITFSI as-deposited and after polarization at -1 V. As inset, EPR spectrum of reduced S1 in EMITFSI at 30 K (100 kHz magnetic field modulation of 0.1 mT and a microwave power of 50 mW).

Figure 3 .

 3 Figure 3. a) Out-of-plane XRD patterns of as-deposited S1 film and after CV in LiTFSI-EMITFSI. Top view SEM picture of the film b) before and c) after cycling 5 times in LiTFSI-EMITFSI.
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