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ABSTRACT n-Si/SiO x /Ni photoanodes are investigated for upconversion photoinduced electrochemiluminescence (PECL) employing the 3-aminophthalhydrazide (luminol)hydrogen peroxide (H 2 O 2 ) model electrochemiluminescent (ECL) system at pH 13. We show that IR excitation of the photoanode at 850 nm produces PECL emission at 440 nm resulting in an anti-Stokes shift of -410 nm at biases higher than 0 V vs Ag/AgCl. Due to the alkaline pH value of the electrolyte that prevents Ni dissolution, this upconverting system is active for a longer period (several hours) than the reported one for similar photoanodes operating at neutral pH. The PECL intensity can be controlled by the applied potential and the power density of the incident IR light. This new PECL system opens up promising perspectives for light-addressable electrodes, microscopy, and imaging.

Introduction

Electrochemiluminescence (ECL) is the generation of light in the vicinity of an electrode induced by an electrochemical reaction. This process involves a luminophore that is promoted to an excited state by an exergonic redox reaction, and which relaxes to the ground state by emitting a photon. [START_REF] Sojic | Analytical electrogenerated chemiluminescence: from fundamentals to bioassays[END_REF][START_REF] Liu | Recent advances in electrochemiluminescence[END_REF] The ECL phenomenon is widely employed for medical diagnostics and clinical assays, [START_REF] Sobhanie | Recent trends and advancements in electrochemiluminescence biosensors for human virus detection[END_REF][START_REF] Du | Single-electrode electrochemical system for the visual and high-throughput electrochemiluminescence immunoassay[END_REF][START_REF] Sakanoue | Borondoped diamond electrode outperforms the state-of-the-art electrochemiluminescence from microbeads immunoassay[END_REF][START_REF] Ma | Rational design of electrochemiluminescent devices[END_REF][START_REF] Bhaiyya | A brief review on miniaturized electrochemiluminescence devices: From fabrication to applications[END_REF][START_REF] Kang | A simple and sensitive electrochemiluminescence spectrum measurement platform and spectrum-resolved ratiometric sensor for miroRNA-141 determination[END_REF] and research is currently progressing for microscopy [START_REF] Voci | Surface-confined electrochemiluminescence microscopy of cell membranes[END_REF][START_REF] Ding | Electrochemiluminescence single-cell analysis: intensity-and imaging-based methods[END_REF][START_REF] Rebeccani | A guide inside electrochemiluminescent microscopy mechanisms for analytical performance improvement[END_REF][START_REF] Chen | Super-resolution electrogenerated chemiluminescence microscopy for single-nanocatalyst imaging[END_REF] and imaging. [START_REF] Meng | Recent advances in electrochemiluminescence imaging analysis[END_REF][START_REF] Xu | Imaging latent fingerprints by electrochemiluminescence[END_REF][START_REF] Dong | Direct imaging of singlemolecule electrochemical reactions in solution[END_REF] These applications rely mostly on the use of anodic luminophore-coreactant model systems such as tris(bipyridine)ruthenium(II) complex ([Ru(bpy) 3 ] 2+ ) with tripropylamine (TPA), [START_REF] Tokel-Takvoryan | Electrogenerated chemiluminescence. XIII. Electrochemical and electrogenerated chemiluminescence studies of ruthenium chelates[END_REF] or 3-aminophthalhydrazide (luminol) with hydrogen peroxide (H 2 O 2 ). [START_REF] Sobhanie | Recent trends and advancements in electrochemiluminescence biosensors for human virus detection[END_REF] Photoinduced ECL (PECL) is a category of ECL that is triggered at an illuminated semiconductor in depletion. In PECL, photons (λ em ) produced by the ECL reaction are emitted under irradiation with an incident light (λ exc ). [START_REF] Laser | Semiconductor electrodes. Photo-induced electrogenerated chemiluminescence and up-conversion at semiconductor electrodes[END_REF][START_REF] Luttmer | Electrogenerated Chemiluminescence: 34. Photo-Induced electrogenerated chemiluminescence and up-conversion at semiconductor electrodes[END_REF][START_REF] Zhao | Electrochemiluminescence with semiconductor (nano)materials[END_REF] In these conditions, photogenerated minority carriers (holes (h + ) in the case of an n-type semiconductor photoanode, or electrons (e -) in the case of a p-type semiconductor photocathode) [START_REF] Descamps | Anti-Stokes photoinduced electrochemiluminescence at a photocathode[END_REF] drive the ECL reaction at an onset potential which is lower than that of a non-photoactive electrode [START_REF] Zhao | Electrochemiluminescence with semiconductor (nano)materials[END_REF][START_REF] Zhao | Photoinduced electrochemiluminescence at silicon electrodes in water[END_REF][START_REF] Yu | Luminescence amplification at BiVO 4 photoanodes by photoinduced electrochemiluminescence[END_REF] and the ECL can be localized on the electrode by focusing the incident light spot. [START_REF] Laser | Semiconductor electrodes. Photo-induced electrogenerated chemiluminescence and up-conversion at semiconductor electrodes[END_REF][START_REF] Vogel | Spatiotemporal control of electrochemiluminescence guided by a visible light stimulus[END_REF][START_REF] Zhao | Metal-insulator-semiconductor anodes for ultrastable and site-selective upconversion photoinduced electrochemiluminescence[END_REF] PECL can produce Stokes (with λ em > λ exc ) [START_REF] Yu | Luminescence amplification at BiVO 4 photoanodes by photoinduced electrochemiluminescence[END_REF][START_REF] Yu | Photoinduced electrochemiluminescence at nanostructured hematite electrodes[END_REF] or anti-Stokes (i.e., upconversion type, with λ em < λ exc ) [START_REF] Laser | Semiconductor electrodes. Photo-induced electrogenerated chemiluminescence and up-conversion at semiconductor electrodes[END_REF][START_REF] Zhao | Photoinduced electrochemiluminescence at silicon electrodes in water[END_REF][START_REF] Vogel | Spatiotemporal control of electrochemiluminescence guided by a visible light stimulus[END_REF][START_REF] Zhao | Metal-insulator-semiconductor anodes for ultrastable and site-selective upconversion photoinduced electrochemiluminescence[END_REF] photon conversion depending on the experimental parameters, i.e., the semiconductor bandgap (E g ), the wavelength of the incident light (λ exc ), and the ECL system. [START_REF] Zhao | Electrochemiluminescence with semiconductor (nano)materials[END_REF] Such benefits make PECL a promising phenomenon for infrared (IR) imaging, bioanalysis, and for investigating photoelectrodes employed in solar energy conversion applications such as photoelectrochemical water splitting. [START_REF] Loget | Dispersed Ni nanoparticles stabilize silicon photoanodes for efficient and inexpensive sunlightassisted water oxidation[END_REF][START_REF] Laskowski | Nanoscale semiconductor/catalyst interfaces in photoelectrochemistry[END_REF][START_REF] Nunez | Origin of the electrical barrier in electrolessly deposited platinum nanoparticles on p-si surfaces[END_REF] Silicon (Si) is a particularly appropriate semiconductor for anti-Stokes PECL due to its abundance and its narrow bandgap (E g = 1.1 eV, indicated as a dashed line in Figure 1a) allowing to use λ exc up to the near IR. However, when employed in the oxidation regime with the aforementioned model aqueous ECL systems, Si photoanodes are subject to passivation. [START_REF] Gerischer | Photodecomposition of semiconductors thermodynamics, kinetics and application to solar cells[END_REF][START_REF] Sun | Enabling silicon for solar-fuel production[END_REF] Applying a protective coating onto Si is a strategy to solve this problem, [START_REF] Scheuermann | Design principles for maximizing photovoltage in metaloxide-protected water-splitting photoanodes[END_REF][START_REF] Hu | Amorphous TiO 2 coatings stabilize Si, GaAs, and GaP photoanodes for efficient water oxidation[END_REF] and several publications have reported outstanding properties of Si photoanodes stabilized with thin films based on Ni for the water oxidation reaction at high pH. [START_REF] Kenney | High-performance silicon photoanodes passivated with ultrathin nickel films for water oxidation[END_REF][START_REF] Sun | Stable solar-driven water oxidation to O 2 (g) Ni-oxidecoated silicon photoanodes[END_REF][START_REF] Laskowski | Junction behavior of n-Si photoanodes protected by thin Ni elucidated from dual working electrode photoelectrochemistry[END_REF][START_REF] Loget | Tailoring the photoelectrochemistry of catalytic metal-insulator-semiconductor (MIS) photoanodes by a dissolution method[END_REF][START_REF] Lee | Scalable, highly stable Si-based metal-insulatorsemiconductor photoanodes for water oxidation fabricated using thin-film reactions and electrodeposition[END_REF][START_REF] Ma | Identifying and removing the interfacial states in metal-oxide-semiconductor schottky si photoanodes for the highest fill factor[END_REF] Inspired by this research, our group reported the anti-Stokes PECL in aqueous electrolyte using metal-insulator-semiconductor (MIS) photoanodes comprising a n-type Si (n-Si) absorber substrate, a SiO x tunnel layer and a protective Ni thin film (the photoanode is denoted as n-Si/SiO x /Ni) operated with the [Ru(bpy) 3 ] 2+ -TPA model system. [START_REF] Zhao | Photoinduced electrochemiluminescence at silicon electrodes in water[END_REF] A drawback of this system is that it requires the application of relatively high overpotentials > 0.5 V under IR illumination (all potentials in this article are referred vs Ag/AgCl). [START_REF] Zhao | Photoinduced electrochemiluminescence at silicon electrodes in water[END_REF] Furthermore, to work efficiently, the [Ru(bpy) 3 ] 2+ -TPA ECL system must be operated at physiological pH, which favors the dissolution of the Ni thin film, [START_REF] Pourbaix | Atlas of electrochemical equilibria in aqueous solutions[END_REF] causing the photoanode degradation after a few tens of minutes. [START_REF] Zhao | Photoinduced electrochemiluminescence at silicon electrodes in water[END_REF] The stability issue at neutral pH has been recently addressed by replacing the Ni coating with a noble metal such as Ir or Pt. [START_REF] Zhao | Metal-insulator-semiconductor anodes for ultrastable and site-selective upconversion photoinduced electrochemiluminescence[END_REF] However, in addition to the high price of these materials, it still implies the use of relatively high (> 0.4 V) overpotentials.

Another strategy to prevent Ni dissolution is to use an alkaline ECL system, for 1a) at a low onset potential and that it retains its activity for hours. 

Materials and methods

Materials and reagents

The n-type silicon wafers (1-10 Ω cm resistivity, phosphorus-doped, single side polished, 475-525 μm) (100) and the p ++ -type silicon wafers (0.001-0.005 Ω cm resistivity, borondoped, single side polished, 490-510 μm) (100) were purchased from University Wafers.

Acetone (MOS electronic grade, Erbatron from Carlo Erba) and anhydrous ethanol (RSE electronic grade, Erbatron from Carlo Erba) were used without further purification. The ultrapure water had a resistivity of 18.2 MΩ cm (Purelab Classic UV). Sulfuric acid (96%, VLSI grade Selectipur) and hydrogen peroxide (30%, VLSI, Sigma-Aldrich) were purchased from BASF and Sigma Aldrich, respectively. Luminol was purchased from Sigma-Aldrich.

Synthesis and characterization of the surfaces

The silicon wafers (p ++ -type and n-type) were degreased by sonication in acetone, ethanol, and ultrapure water for 10 min respectively. The Si surfaces were then decontaminated and oxidized in piranha solution at 105 °C for 30 min to chemically form a ~1.5 nm-thick SiO x layer, followed by rinsing with copious amounts of ultrapure water and dried under Ar flow.

The Ni thin films were deposited on the cleaned n-Si/SiO x surfaces by sputtering with a Leica EM ACE600 coating system (Ni target purity: 99.99%, Leica). The growth of the Ni film was controlled in situ using a quartz crystal microbalance, and the thickness (~2 nm) was to have a better view of most of the surface, the z-scale was restricted from 0 to 1.5 nm (the small white dots have a maximum height of ~5 nm). The chemical composition of the outermost surface was determined by X-ray photoelectron spectroscopy (XPS) using a VG ESCALAB 250 Xi spectrometer (ThermoFisher Scientific). Survey spectra were collected at a take-off angle of 90° and a pass energy of 100, using an Al K monochromated X-ray source.

Photoelectrochemical measurements

The uncoated and coated surfaces Si surfaces (1. peaks. [START_REF] Wagner | Handbook of X-ray photoelectron spectroscopy[END_REF][START_REF] Mcintyre | X-ray photoelectron studies on some oxides and hydroxides of cobalt, nickel, and copper[END_REF] The analysis of the XPS element fine spectra is described in detail in the supporting information. The analysis of the Ni 2p and the O 1s regions (Figure S1a,b) shows that the Ni film is mainly composed of NiO and Ni(OH) 2 , produced by natural oxidation under the ambient condition of this ultrathin Ni thin film. For simplification, we nevertheless refer to these electrodes as n-Si/SiO x /Ni. The black XPS spectrum was measured on a n-Si/SiO x /Ni photoanode after a long-term polarization and will be discussed later.

Results and discussion

Surface characterization

Electrochemiluminescence (ECL)

First, electrochemistry was investigated in the dark on degenerate p ++ -Si/SiO x /Ni anodes to exclude photoinduced effects. p ++ -Si, highly doped with boron atoms, was used as a substrate because it behaves as a conductor, and allows to perform electrochemical study without illumination. As schematized in the inset of Figure 1b, the ECL emission originates from the oxidation of H 2 O 2 and luminol at the Ni surface, which induces a bond-breaking mechanism where the excited 3-aminophthalate* relaxes to the ground state by emitting a photon at 440 nm. Next, PECL was investigated in the same electrolyte (10 mM luminol and 33 mM H 2 O 2 at pH 13) on n-Si/SiO x /Ni surfaces prepared with a moderately doped and photoactive n-Si wafer.

Photo-induced electrochemiluminescence (PECL)

Figure 4a shows CVs recorded in the dark on n-Si/SiO x /Ni (black curve) and under illumination at λ exc = 850 nm with a power density (P LED ) of 6.6 mW cm -2 on n-Si/SiO x (green curve) and n-Si/SiO x /Ni (blue curve). Figure 4b shows the corresponding ECL intensity profiles with the same color code. First, one can note that neither current nor ECL emission was recorded for n-Si/SiO x under illumination, showing that hole transfer is not promoted to the electrolyte phase, which is consistent with the oxidation inhibition previously observed for p ++ -Si/SiO x (Figure 3b,c green curves). n-Si/SiO x /Ni also fails in promoting charge transfer and, consequently, no ECL emission is detected in the dark (Figure 4a,b black curves).

Conversely, under IR illumination, a photocurrent is generated, which starts at -0.4 V and reaches a plateau of ~3 mA cm -2 at 0.2 V. The maximum photocurrent density is lower than that recorded with p ++ -Si/SiO x /Ni electrode, suggesting that it is limited by the photon flux at high overpotential. [START_REF] Gärtner | Depletion-layer photoeffects in semiconductors[END_REF] The simultaneously recorded PECL intensity starts around 0 V and increased considerably at ~0. Photocurrent spectroscopy was also performed on n-Si/SiO x /Ni. The blue curve of Figure 4c presents an incident photon-to-current conversion efficiency (IPCE) spectrum that was recorded on n-Si/SiO x /Ni at 0.4 V. This spectrum shows that the photoconversion efficiency is null in the near ultraviolet and starts to increase at λ exc > 360 nm. The inactivity in the UV is caused by the electrolyte absorption, plotted as a green dotted curve in the same figure. The IPCE is higher than 40% in the visible range, reaches a maximum of ~75% at 725 nm, and varies from 69 to 38% from 800 to 1010 nm. The IPCE decrease is caused by the decrease of Si absorption coefficient at high wavelengths. At 850 nm (brown dashed line), which is the excitation wavelength employed in our PECL experiments, the IPCE is 65%, corresponding to a photocurrent density value of 3 mA cm -2 for an incident power of 6.6 mW cm -2 , [START_REF] Chen | Efficiency definitions in the field of PEC[END_REF] in good agreement with the voltammetric measurements (Figure 4a, blue curve). It is also interesting to observe how P LED affects the photocurrent density (Figure 6b, black data). Again, it seems that there is a quasi-linear relationship between these two parameters, which is well in line with a light-limited photocurrent density at this potential. Accordingly, The analysis of the XPS fine element Ni 2p, O 1s, N 1s, and C 1s spectra of the electrode after polarization is described in detail in the supporting information (Figure S1a-d). This suggests that prolonged polarization in this medium induces the precipitation of an insoluble coating composed of K + (initially present in the supporting electrolyte) and organics resulting from luminol degradation products. We expect that the formation of this layer will impede photoanode activity during longer experiments.

Conclusion

In this article, we have reported the anti-Stokes PECL of the luminol-H 2 O 2 model ECL system operated in an alkaline electrolyte on n-Si/SiO x /Ni photoanodes. Here, IR excitation of the photoanode at λ em = 850 nm produces PECL emission at λ em = 440 nm resulting in an anti-Stokes shift of -410 nm, which is the largest reported so far. [START_REF] Zhao | Electrochemiluminescence with semiconductor (nano)materials[END_REF][START_REF] Zhao | Wireless anti-stokes photoinduced electrochemiluminescence at closed semiconducting bipolar electrodes[END_REF] Due to the appropriate electrolyte pH, the system can be used for a longer time than that reported for similar photoanodes at neutral pH [START_REF] Zhao | Photoinduced electrochemiluminescence at silicon electrodes in water[END_REF], as further confirmed experimentally (Figure S2), and exhibits a high IPCE. The PECL intensity can be controlled by simple physical parameters such as the applied potential and the power density of the incident IR light. According to voltammograms and OCP measurements, the photovoltage of n-Si/SiO x /Ni in this medium is ~360 mV, which is close to the 410 mV of our previous report. [START_REF] Zhao | Photoinduced electrochemiluminescence at silicon electrodes in water[END_REF] However, the emission onset is only shifted by 230 mV when comparing the photoanode with a similar but non-photoactive anode. The electrode can be used for hours and PECL decay can be conveniently restored by replacing the electrolyte. Prolonged electrolysis showed that bubble evolution caused by the degradation of the ECL reactants produces variation in the PECL intensity. Due to the high pH of the luminol-H 2 O 2 ECL electrolyte, and the fact that the photoanode system is based on Si, we think that this report is promising for future fundamental research applied to solar energy conversion. [START_REF] Loget | Dispersed Ni nanoparticles stabilize silicon photoanodes for efficient and inexpensive sunlightassisted water oxidation[END_REF][START_REF] Laskowski | Nanoscale semiconductor/catalyst interfaces in photoelectrochemistry[END_REF][START_REF] Kenney | High-performance silicon photoanodes passivated with ultrathin nickel films for water oxidation[END_REF][START_REF] Sun | Stable solar-driven water oxidation to O 2 (g) Ni-oxidecoated silicon photoanodes[END_REF][START_REF] Laskowski | Junction behavior of n-Si photoanodes protected by thin Ni elucidated from dual working electrode photoelectrochemistry[END_REF][START_REF] Loget | Tailoring the photoelectrochemistry of catalytic metal-insulator-semiconductor (MIS) photoanodes by a dissolution method[END_REF][START_REF] Lee | Scalable, highly stable Si-based metal-insulatorsemiconductor photoanodes for water oxidation fabricated using thin-film reactions and electrodeposition[END_REF][START_REF] Ma | Identifying and removing the interfacial states in metal-oxide-semiconductor schottky si photoanodes for the highest fill factor[END_REF] 

Figure 1 .

 1 Figure 1. a) Normalized spectra: electrolyte absorption (10 mM luminol, 33 mM H 2 O 2 (pH = 13)) (green curve), luminol PECL emission (blue curve), infrared excitation (brown curve), and Si bandgap position (black dashed curve). The normalized PECL emission spectra of the [Ru(bpy) 3 ] 2+ -TPA system at similar photoanodes under 850 nm illumination is also shown (orange curve). Corresponding anti-Stokes shifts are shown by blue and orange arrows. b) Scheme showing the photoelectrochemical setup employed for the PECL study. Inset: charge transfer process at the electrode with the luminol-H 2 O 2 ECL system.

  measured ex-situ by atomic force microscopy (AFM). AFM pictures were acquired on an NT-MDT Ntegra microscope in semi-contact mode with FM tips (APPNANO, SPM Probe Model: FORTA-50, resonance frequency: 43-81 kHz). The images were treated and analyzed with the open-source Gwyddion software. Note that in the AFM picture shown in Figure 2a,

3 x 1 .

 1 photoelectrochemical setup is schematized in Figure1band was previously described

Figure 2 .

 2 Figure 2. a) AFM picture of p ++ -Si/SiO x /Ni. Inset: AFM height profile of the Ni thin film onto p ++ -Si/SiO x after a lift-off process. b) XPS survey spectra of p ++ -Si/SiO x (green), p ++ -Si/SiO x /Ni (blue), and n-Si/SiO x /Ni (black) after potentiostatic polarization at 0.2 V for 4.5 h under IR illumination in the ECL electrolyte.

  Figure 3b, the two ECL reactants (10 mM luminol + 33 mM H 2 O 2 ) are studied together on a Ni-free p ++ -Si/SiO x anode (green curve) and a p ++ -Si/SiO x /Ni anode (blue curve), Figure3cdisplays the corresponding ECL intensity. p ++ -Si/SiO x produces neither current nor ECL,

Figure 3 .

 3 Figure 3. a) CVs recorded in the dark on p ++ -Si/SiO x /Ni in a pH 13 aqueous solution containing 33 mM H 2 O 2 (purple curve) or 10 mM luminol (red curve). b) CVs recorded in the dark in both 33 mM H 2 O 2 and 10 mM luminol (pH = 13) on p ++ -Si/SiO x /Ni (blue curve) and p ++ -Si/SiO x (green curve). c) Corresponding ECL intensity/potential profiles. Scan rate: 50 mV s -1 .

Figure 4 .

 4 Figure 4. a) CVs recorded in the dark on n-Si/SiO x /Ni (black) and under IR illumination on n-Si/SiO x (green) and n-Si/SiO x /Ni (blue). b) Corresponding ECL intensity-potential profiles. Scan rate: 50 mV s -1 , P LED : 6.6 mW cm -2 . Inset: photograph of the surface during PECL emission. c) IPCE spectrum recorded on n-Si/SiO x /Ni (blue) at 0.4 V, overlaid with the normalized electrolyte absorption (green dotted curve, data extracted from Figure 1a). The excitation wavelength is represented by a dashed brown line. Electrolyte composition: 10 mM luminol, 33 mM H 2 O 2 (pH = 13).

  2 V. With respect to the previous situation where ECL emission was triggered by oxidation of the reactants via the transfer of e -from the liquid to the solid phase, in the present case PECL is generated via the interfacial transfer of photogenerated h + , as shown in Figure1b. It is interesting to note that the PECL curve displays a pronounced hysteresis, with the PECL emitted at the backward scan being more intense than that emitted at the forward scan. This may be partially attributed to the formation of a particularly active Ni oxide or hydroxide phase at the end of the forward scan as hysteresis was also observed for the ECL signal on p ++ -Si/SiO x /Ni, see Figure3c. The fact that the PECL hysteresis is more pronounced than the ECL could be indicative of an adaptive-type junction having physical properties evolving during operation.[START_REF] Laskowski | Nanoscale semiconductor/catalyst interfaces in photoelectrochemistry[END_REF][START_REF] Lin | Adaptive semiconductor/electrocatalyst junctions in water-splitting photoanodes[END_REF] As was the case for ECL, the PECL emission can be easily seen with the naked eye, as shown in the digital photograph presented in the inset of Figure4b. This image shows that bubbles, likely O 2 and N 2 (produced by H 2 O 2 and luminol oxidation), evolved at the solid-liquid interface during PECL.

Figure 5 .

 5 Figure 5. a) Voltammograms (thin curves) and corresponding ECL intensity/potential profiles (thick curves) recorded on p ++ -Si/SiO x /Ni in the dark (black curves) and n-Si/SiO x /Ni under IR illumination (blue curves). Scan rate: 50 mV s -1 , P LED : 6.6 mW cm -2 . b) OCP recorded as a function of time under intermittent IR illumination on n-Si/SiO x /Ni. Electrolyte composition: 10 mM luminol, 33 mM H 2 O 2 (pH 13).

Figure 5a overlays the

  Figure 5a overlays the voltammograms and the corresponding ECL intensity recorded during the forward scan at a p ++ -Si/SiO x /Ni anode (black curves) and a n-Si/SiO x /Ni photoanode

Figure 6 .

 6 Figure 6. a) Chronoamperograms (black curve) and associated averaged PECL intensity (colored disks) recorded at 0.4 V on n-Si/SiO x /Ni during the variation of P LED . b) Plots of the photocurrent density (black data) and the PECL intensity (colored data) as a function of P LED . Disks are experimental values extracted from panel a), thick black disks are j values recorded when P LED has just been applied, the thin black disks are values recorded after 1 min of irradiation at P LED = 3.3 and 5.2 mW cm -2 . The black star is the j value extracted from the CV of Figure 4a, the black curve represents the photocurrent variation expected from the experimentally determined IPCE, the dashed purple curve is a linear fit of the PECL data. c) Chronopotentiogram (black curve) and PECL intensity (purple disks) recorded on n-Si/SiO x /Ni at j = 1.8 mA cm -2 , P LED : 5.2 mW cm -2 , electrolyte flow rate: 1 mL s -1 . Electrolyte composition: 10 mM luminol, 33 mM H 2 O 2 (pH 13).

  the j values extracted from the chronoamperograms of Figure6a(Figure6b, black disks), and the CVs of Figure4a(Figure6b, black star) are relatively close to that expected from the determined IPCE value of 65%, plotted in Figure6bas a dotted black line. For the highest P LED values, j decreased after 1 min of polarization (Figure6b, thick and thin black disks for P LED = 3.3 and 5.2 mW cm -2 ), deviating from the value expected from IPCE. We attribute this decrease to the formation of bubbles at the electrode surface that reduces the active surface of the photoanode.Finally, the PECL stability of this system was tested by applying a constant photocurrent of 1.8 mA cm -2 to the n-Si/SiO x /Ni photoanode under IR illumination (P LED = 5.2 mW cm -2 ) while the potential and PECL intensity were recorded, as presented in Figure6c. The black curve shows that the potential of the photoanode varied from 50 to 400 mV over the first 1.6 h. Although its intensity varied considerably, PECL was emitted during the first hour of the experiment. After ~1 h, PECL faded and vanished. To assess if the PECL decay was caused by the degradation of the n-Si/SiO x /Ni photoanode or the electrolyte, the electrolyte was replaced at 1.6 h by a freshly prepared one, which immediately restored the initial potential value as well as the PECL intensity. After the electrolyte change, the electrode emitted PECL for ~1.5 h and a similar decay occurred, showing that PECL loss was caused by the consumption of the ECL reactants in the electrolyte. Strong variation in PECL intensity can be observed. For instance, at 0.5 h, the intensity decreases, and, at 0.8 h, increases suddenly.Shorter but similar profiles can be observed in the second part of the experiments (e.g., at 2.3 h). The fact that the PECL increases when the potential abruptly decreases suggests that such variations are caused by the release of O 2 and N 2 bubbles (as discussed previously), which alter the emission signal intensity. To get more insights into the evolution of the photoanode surface, n-Si/SiO x /Ni was analyzed by XPS after a long polarization (4.5 h at 0.2 V). As presented in Figure2b, the 2p and 2s Si peaks were no longer observable and the intensity of the Ni 2p peaks considerably decreased. Interestingly, the intensity of the C 1s peak increased and new peaks attributed to N 1s (399 eV), K 2s at (378 eV) and K 2p 3/2 (293 eV) appeared.
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