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Wireless Sensor Network (WSN) has recently been extensively investigated due to their numerous applications where processes have to be spread over a large area. One of several technical aspects of WSNs is the node localization. Most approaches in the recent literature rely on algorithms that maximize the localization rate with a minimum runtime. In this paper, we introduce a comparative study about the PSO (particle swarm optimization) and its variants, The node localization problem is seen as an optimization problem in a multi-dimensional space, PSO computes iteratively (through evolution) the nodes positions using the Euclidian distance as fitness. Deploying this algorithm on a large WSN with hundreds of sensors shows pretty good performance in terms of node localization, two network topology are treated in this paper for contributing the advantages of range communication as an influencing factor.

I.

I NTRODUCTION WSN (Wireless Sensor Network) consists of a large number of densely deployed nodes which are tiny, low power, inexpensive, multi-functional connected by a wireless medium. Its main task is to provide information of environment at each moment, the sensors are installed for tracking and monitoring the environmental requirements and physical phenomenon such as climate prediction, analysis of sane, atmospheric pressure, etc. WSN is employed are several application domains such as security and surveillance, data aggregation, environment sensing, industrial process control, structural health monitoring [START_REF] Adnan | Bio-Mimic Optimization Strategies in Wireless Sensor Networks: A Survey[END_REF].

The gathered information needs to be associated with sensor nodes rental to provide an accurate view of the sensor field.

Each sensor can monitor its region and proceed to send the collected data to sink node, the effectiveness of WSN is bound to its ability to collect data and transmit them in a minimum time and with greater precision [START_REF] Akyildiz | Wireless Sensor Networks: A Survey[END_REF].Numerous challenges are addressed in WSN and have been largely browsed: energy minimization (optimization), energy harvesting, compression schemes, self-organizing network algorithms, routing protocols, security, quality of service management, etc…

The three most essential problems are energy efficiency, quality of service and security management [START_REF] Sohraby | Wireless sensor networks: Technology, protocols, and applications[END_REF], moreover, one of the most issues in WSN is node localization, the information location plays a vital role in coverage, deployment purpose, routing information, location service, target tracking, and rescue operations.

The intuitive solution is to equip every node with a Global Positioning System (GPS) receiver that can accurately provide the sensors with their exact location, localization by equipping each node with GPS is not suitable, because it is less energy efficient and expensive, it needs large size of hardware and has a line of sight problem. On the other hand, If GPS is installed on every node, then it increases the node size and deployment cost. Furthermore, GPS is not energy efficient as it consumes a lot of energy and not suitable for a network like WSN, where for instance, it does not work at all in indoor environments.

Numerous localization methods have been proposed for solving the problem, in place of equipping each node by a GPS, the majority of methods allowed to use a certain number of nodes in the network equipped with GPS. These nodes are generally known by anchor nodes, beacons or landmark which their position is known, the remain sensors communicate with the anchor nodes for determinate its positions by using some localization algorithm. This paper is divided into eight sections, section two gives an overview treatment of node localization problem by metaheuristic algorithm where related work is presented and analysed in this section, the node localization problem is formulated in section three, In the fourth section a comparative study is presented and analysed to evaluate the performance of the proposed algorithm, Our conclusion is drawn in the final section.

II.

RELATED WORK Fig. 1:Localization scheme Several surveys on localization are detailed in [START_REF] Alrajeh | Localization Techniques in Wireless Sensor Networks[END_REF][START_REF] Chowdhurya | Advances on Localization Techniques forWireless Sensor Networks: A Survey[END_REF][START_REF]Localization Algorithms in Wireless Sensor Networks: Current Approaches and Future Challenges[END_REF][START_REF] Han | Localization algorithms of Wireless Sensor Networks: a survey[END_REF][START_REF] Hoang | An RSS comparison based Localization in Wireless Sensor Networks[END_REF] and node localization can be divided via much consideration and according to several criteria: the mobility of the nodes (static vs. mobile, mixed), the execution environment (centralized vs. distributed, mixed), distance estimation (range-free and range-based). Localization scheme can be divided into three components combined show Fig. 1, where several methods are proposed the first phase (distance estimation). The main task of the first phase is evaluating the distance between beacons nodes and target nodes, where many techniques are used , we found Radio Signal Strength Indicator ( RSSI ) [START_REF] Cheon | IEEE 802.15.4 ZigBee-Based Time-of-Arrival Estimation for Wireless Sensor Networks[END_REF], Time of Arrival ( TOA ) and Time Difference of Arrival ( TDOA ) [START_REF] Zhu | A distributed continuous-time algorithm for network localization using angle-of-arrival information[END_REF], Angle of Arrival (AOA) [START_REF] Pk | node localization in wirless sensor network[END_REF] are applied to calculate the angle or distance [START_REF] Singh | A Hybrid Localization Algorithm for Wireless Sensor Networks[END_REF]. The selection of distance estimation in localization scheme is an important factor that influences the final performance of the system and that each one is specified according to the field of application.

The second phase named position computation, by exploiting the data from distance estimation phase, it is possible to calculate the coordinates of the target nodes, wherein the several approaches are proposed in this phase: such methods include trilateration (Fig. 2.a), multilateration(Fig. 2.a), triangulation, probabilistic approaches, bounding box, the central position, fingerprinting [START_REF] Boukerche | Localization systems for wireless sensor networks[END_REF], there is other work concentrates all information about distances computing that uses mathematical optimization techniques to compute the positions of the nodes. The third phase of localization scheme is localization algorithm, the combining operation schematized in Fig. 1, localization algorithm determines how the information concerning distances and positions is manipulated in order to allow nodes of a WSN to estimate their positions.

Localization algorithm has received much attention in the last two years, recently, metaheuristic methods have been seen as important tools to solve the problem of optimization, and node localization is treated as a multidimensional optimization problem, where a substantial number of methods are addressed through population-based stochastic techniques.

PSO (particle swarm optimization) is proposed [START_REF] Gopakumar | Localization in wireless sensor networks using particle swarm optimization[END_REF] for node localization problem. After getting the estimated distances and calculated coordinates in the network by the estimation and calculation phases.

The basic idea of this approach that all unknown nodes send the coordinates and distance to a base station, the base station runs PSO to minimize the tracking error defined. The approach does not take into account the flip ambiguity problems (Fig. 3), and location of nodes that do not have at least three tags in their neighborhood, The system only works well if either beacon have sufficient range or there is a large number of beacons. In addition, the base station requires estimates the range of all target nodes located in the surrounding of beacons nodes. This requires a lot of communication that can lead to congestion, delays and the depletion of energy. More than, the proposed scheme has limited scalability because the dimensionality PSO is twice the number of target nodes. Fig. 3:Flip ambiguity phenomenon PSO approach BFA are proposed [START_REF] Kulkarni | Bio-inspired node localization in wireless sensor networks[END_REF] to deal with the localization issue, the distributed architecture is utilized for both approaches, iterative fashion to locate the nodes, this means that each target node that has three or more beacons in its hearing range runs localization Algorithm to minimize the localization error, and each node localized in the iteration i is considered as an anchor nodes at iteration i+1 .

The process continues iteratively until either all the nodes get localized or no more nodes can be localized, the proposed method does not require that each node transmit it range measurement to a central node. Besides, it can localize all nodes that have three beacons nodes in their range. As the localization iterations pass by, a node may get the number of references for localization, which mitigates the a b flip ambiguity problem, the situation that results in large localization error when the references are near collinear. However, the proposed method is prone to error accumulation.

A comparison of the performance of PSO and BFA in the number of nodes localized, localization accuracy and computation time is presented according to the results, it has concluded that the two approaches have a trade problem where simulations obtained showed that PSO is convergent quickly by contribution to BFA, on other hand BFA gives many error accuracies than PSO .

Binary PSO is proposed to minimize localization time and energy computing and Improving the original approach, where the same strategy of localization phase utilized in [START_REF] Zain | Distributed Localization for Wireless Sensor Networks using Binary Particle Swarm Optimization (BPSO)[END_REF], this approach has proven effective in comparison with the original approach, although it is efficient in terms of convergent but localization error remains low than the original PSO.

h-best PSO is proposed for enhancement of PSO for node localization problem [START_REF] Kumar | Meta-Heuristic Range Based Node LocalizationAlgorithm for Wireless Sensor Networks[END_REF], the objective of the proposed approach is to have a fast converging for localization and have a significant localization rate in terms of nodes and minimizing the location error, the results obtained demonstrated that the proposed approach is efficient when compared with PSO original and BBO, Although The HPSO-based localization algorithm determined the accurate coordinates Quickly, whereas BBObased localization algorithm find the coordinate of the nodes more accurately. The proposed algorithms also reduce the number of transmissions to the base station, that helps the node to retain more energy, and so, the node can perform for a long period.

in [START_REF] Chandirasekaran | A Case Study of Bio-Optimization Techniques forWireless Sensor Network in Node Location Awareness[END_REF], a comparative study is presented in this paper, and three famous metaheuristics: PSO, SFLA, FFA are proposed for node localization in distributed scheme range based, several parameters are combined in comparison as execution time, localization error, number of the nonlocalized node. For understanding the performance of the proposed algorithms, LabVIEW platform is used. The obtained results show that the PSO converge rapidly then FFA and SFLA algorithms but it gives more average error then the two other. The point common is that there is not the grand difference in the errors offered by both, the selection of the algorithms to use for localization depends entirely on the hardware available to the user and the time constraints involved. The using of short transmission radius is not suitable for these algorithms.

III. N ODE LOCALIZATION PROBLEM FORMULATION AS OPTIMIZATION PROBLEM

The main objective of localization is to find out the coordinate of target nodes by using anchor nodes with single hop range-based distributed technique.

The main steps of node localization scheme are:

1/ M target nodes and N anchor nodes are randomly deployed in the sensor field. Each target node and anchor node has transmission range R. Anchor nodes compute their location awareness and transmit their coordinates. The nodes which get settled at the end of iteration serve as reference nodes during the next iteration and behave like anchors.

2/ the node that falls within transmission range of three or more anchors is considered as localized node.

3/ each localized node measures its distance from each of its neighbouring anchors. The distance measurements are corrupted with Gaussian noise , due to environment consideration. A node estimates its distance from i th anchor as = [ + ],where d is actual distance given by: .. Whereas (x, y) is the location of the target node and ( , ) is the location of the ith anchor node in the neighborhood . 4/ each localizable node runs meta-heuristic algorithmindependently to localize itself by finding its coordinates (x, y). The objective function (mean of square of error between actual and estimated distances of computed node coordinates and the actual node coordinates), is minimized by:

(

Where N ≥ 3 ( 2D location of a node needs minimum 3 anchors) is the number of anchors with in transmission range, R, of the target node.. 5/ evolves the optimal location of target nodes, i.e. (x, y) by minimizing the error function 6/ after coordinates of all localizable nodes (say, ML) are determined, the mean localization error is computed as the mean of square of distance so of computed nodes coordinates ( ) and the actual node coordinates ( , for i = 1, 2, ML determined for metaheuristic algorithm, as shown below:

…………….(3)

Where "L=M-N " 7/ Steps 2 to 6 are repeated by number of iteration defined or until all target nodes get localized or no more nodes can be localized. The performance of the localization algorithm is based on EL and MML, where MML = [M -ML] is the number of nodes that could not be localized. Lesser the value of ML and L, better the performance is.

As the iterations progress, the number of localized nodes increases. This increases the number of references available for already localized nodes. A node that localizes using just three references in an iteration k may have more references in iteration k +1. This decreases the probability of the flip ambiguity. 

SIMULATION EXPERIMENTS AND PERFORMANCE EVALUATION

A. Simulation Experiments Two major metrics [START_REF] Abdi | a hybrid rssi based localization algorithm dor wsn using a mobile anchor node[END_REF] are proposed for performance evaluation:

1) Average Location Errors (ALE): This is equal to average distance between the estimated location (

) and actual location ( , of all sensor nodes.

2) Average Execution Time (AET): which is the average time required for localization of all sensor nodes

The total nodes example are deployed in Fig. 5 , the Cshape of the area is selected for the first deployment , where in the first picture 400 nodes are deployed randomly , 0,2 % are anchors nodes and 0,8 are the target nodes .

The main objective is to find out the location of the 0.8 % unknownnodes by the meta-heuristic localization algorithm

The second example are deployed in Fig. 6 , the square shape of the area is selected for the first deployment , where in the first picture 400 nodes are deployed randomly , 0,2 % are anchors nodes and 0,8 are the target nodes .

B. Performance Evaluation

The same configuration of the network is simulated for the three algorithms PSO, HPSO,BPSO. From Fig. 7, we show that HPSO converge quickly than the two others, but in the fig. 8, we found that the localization error of original PSO gives more accuracy then the two others algorithms. The interpretation of this difference focuses on the variation between the exploration and exploitation, where the exploitation consists of probing a limited region of the search space with the hope of improving a promising solution K that we already have at hand. This operation amounts then to intensifying (refining) the search in the vicinity of K, on the other hand, the exploration consists of probing a much larger portion of the search space with the hope of finding other promising solutions that are yet to be refined. This operation amounts then to diversifying the search in order to avoid getting trapped in a local optimum.

VI. C ONCLUSION

Wireless sensor networks are extensively used in most of the areas of modern world intelligent applications. Most of these applications demand location information of the sensor nodes.

In this paper node localization challenge is treated as multidimensional optimization, and three variant of Particle Swarm Optimization are evaluated under two important criteria the performance evaluation (localization error and computing time) are addressed in this paper among the three variants approach of PSO.

To balance between the exploration and exploitation phases is was a delicate task where the first one converge and the other diverge at the same time. This task makes the operation very difficult to be realized.

The future objective is focalized to add energy consumption as third criteria for performance evaluation of node localization in a wireless sensor network, on the other hand ,hybridization with other algorithms may also prove to be fruitful. , we will extend the scheme to counter different types of malicious attacks in sensor localization without incurring too much additional computational cost and communication overhead and apply it to different network environments to further verify and improve the accuracy of sensor localization in hostile or untrusted environments. 
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