Nicolas M Charpentier 
email: nicolas.charpentier2@cea.fr
  
Ange A Maurice 
  
Dong Xia 
  
Wen-Jie Li 
  
Chang-Sian Chua 
  
Andrea Brambilla 
  
Jean-Christophe P Gabriel 
email: christophe.gabriel@cea.fr
  
Urban Mining of Unexploited Spent Critical Metals from E-waste Made Possible Using Advanced Sorting

Keywords: Recycling, Waste PCBs, computer vision, Multi-energy X-ray Transmission, hyperspectral imaging, waste management

The growing number of electronic devices has led to a surge in e-waste, making efficient recycling essential to reduce environmental impact and recover valuable metals. However, traditional recycling methods struggle to extract them due to their low concentrations in ewaste. Here, we developed a system to sort electronic components from printed circuit boards by elemental composition. It combines a convolutional neural network-based optical recognition with multi-energy X-ray transmission spectroscopy, demonstrating up to 96.9% accuracy in controlled conditions. Hence, with elemental enrichments by up to 10,000 for targeted elements, this method renders economically viable the recovery of previously unrecycled critical metals by enriching sorting bags in precious, semi-precious, refractory (Ta, Nb), transition (Co, Cr, Mn, Ni, Zn, Ga, Bi, etc.) or other (In, Sn, Sb) metals. These findings demonstrate the promising applications of this technology in mitigating the environmental impact of e-waste and promoting the sustainable recovery of valuable metals.

INTRODUCTION

33 The technological development and the 34 automation of our modern society is 35 supported by an exponential increase in 36 our use of electronics, which leads to a 37 similar increase in the amount of waste 38 from electrical and electronic equipment 39 (WEEE) (Forti et al. 2020). 40 Manufacturing these devices requires a 41 considerable volume of raw materials 42 including valuable ones (gold, palladium, 43 silver…), critical elements (rare earth 44 elements (REEs) (Binnemans, 45 McGuiness, and Jones 2021), tantalum, 46 cobalt…) as well as hazardous products 47 (lead, chromium, bromine…) (Wang and 48 Xu 2015). Thus, making the electronic 49 industry (considered from cradle to cradle) 50 one of the most environmentally 51 impacting (Shakil, Nawaz, and Sadef 52 2023). 53 A good way to reduce this industry's 54 footprint would be to increase the 55 efficiency of its recycling processes. But 47 2022). So far, these methods have been 48 limited to only a few EC categories, 49 giving access to only a few more chemical 50 elements. Other processes have privileged 51 a selective robotic disassembly (pick and 52 choose approach), which requires high 53 precision for removing the targeted ECs. 54 However, with a speed of a few tenths of a 55 second per component retrieved, it can 56 only be applied to high value ECs to be 57 economically viable (Sauer et al. 2019). 58

for this to happen, the major issue of the 1 elemental complexity of the WEEEs' 2 composition needs to be addressed. On 

MATERIALS AND METHODS

Materials

For this study, model ECs from various 17

The powder prepared was then analysed 

Process validation

For The first sorting step based on optical sorting showed a global accuracy of 97.4 % for a total of 8 categories (Table SI 2, Table SI 3 andTable SI 4 

Throughput and process industrial implementation

This sorting process presents a great opportunity for the development of economically viable processes. The viability of this process was previously reported by [START_REF] Xia | S i ble R e f r Nd Recycli g fr m W e Elec r ic mp e Fe red wi h Unique Element-Specific Sorting Enabling Simplified Hydrometall rgy[END_REF]) in the study of neodymium from Nd-based SLCC. Although this study only considered the recovery of Nd-based SLCC, the process was already showing a payback time of less than 5 years. While other recycling processes targeting specific ECs have been developed [START_REF] Chen | Selec ive Rec very f Preci Me l hr gh Ph c ly i[END_REF]Niu and Xu 2018;Wang and Xu 2017), they often lacked a mean of obtaining concentrated streams of the targeted ECs. This sorting process addresses this issue by effectively classifying and separating ECs, allowing for the recovery of valuable materials in a concentrated form. The ability to recover these materials in a concentrated form significantly improves the economic viability of the recycling process. This technology has the potential to revolutionise the field of electronic waste management and recycling by providing an efficient and cost-effective method of recovering valuable materials from discarded electronic components. However, the limitations of the process lie in the in-line treatment of the ECs, and the sorting speed will be improved in further development of the prototype by using a parallel sorting. We developed a demonstrator at a laboratory scale to validate the feasibility of advanced sorting and its compatibility with industrial plants by testing the sorting capability as a function of belt speed, although a larger, multi-lane industrial sorting tool would use similar conveyor speed. The cost of the prototype was broken down as follows: 50,000 USD for the X-ray system (generator, detector, shielding), 2,500 USD for the control and data acquisition systems, and 12,500 USD for the mechanical structure, conveyor belt and sorting system. It is important to note that the costs of a laboratory-scale prototype may not be directly transferable to a larger, multi-lane industrial sorting tool. On a 1 meter large conveyor belt, up to 50 ECs can be treated in parallel. Thus, the sorting speed of the prototype would be multiplied by fifty allowing the sorting of up to 500 kg/h. Considering that a country such as Singapore produces an average of 60000 tonnes of e-waste per year, resulting in approximately 1620 tonnes of ECs ( PCBs represent 6 wt.% of the global e-waste (Pinho, Ferreira, and Almeida 2018)), 3240 machine hours would be required, equivalent to 125 days. Hence, this process shows promising results for industrialisation.

Conclusion

In conclusion, our instrumental developments and integration reported here presents a highly effective sorting process for electronic components (ECs) that combines physical, optical and MEXRTbased tools and process steps. The overall process is capable of concentrating valuable chemical elements in the final streams with, for example, an enrichment of up to 10,000 times its initial content in the WPCBs in the case of gold, including metals that are currently wasted and not recovered in industrial recycling settings. Achieving such levels of enrichment, while combining high accuracy and low operating costs, opens up new opportunities in the recycling industry, especially regarding these elements that are lost in WEEE recycling processes. Indeed, such elementally enriched fractions can either be traded or purified by hydrometallurgy. In the latter case, one still has to face the issue of the variability of the composition of the sorting bags, which can be solved thanks to state of the art microfluidics based rapid process development tools [START_REF] Maurice | First Online X-ray Fluorescence Characterization of Liquid-liquid Extraction in Microfluidics[END_REF][START_REF] Olivier | Liq id-Liquid Extraction: Thermodynamics-Ki e ic Drive Pr ce e Expl red by Micr fl idic[END_REF][START_REF] Olivier | O -Line Quantification of Solid-Ph e Me l Ex r c i Efficie cie U i g I r me ed Millifl idic Pl f rm[END_REF]. 
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  that front, printed circuit boards (PCBs)4 Gorewoda et al. 2020), hold the record 5 with more than sixty chemical elements 6 that can be found in them(Maurice et al. 

((

  approach, although 60% of the 17 value can be retrieved from the WPCBs, it 18 only recycles one quarter of the chemical 19 elements it contains, either the most 20 concentrated or the most valuable (C, Cu, 21 Ni, Fe, Al, Ti, Cr, Au, Pt, Ag, Pd, Pb, Sn) intelligence (for 43 example, convolutional neural network -44 CNN). The latter has shown promising 45 results for the classification of ECs 46 Tan et al. 2022). However, all these 89 approaches can only analyse the surface 90 composition of ECs and do not capture all 91 the internal chemical composition and 92 elements. For this reason, these are useful methods for the characterisation and sorting of homogeneous or monolithic materials such as plastics. To get access to some internal composition indication, few energies (one to five) X-ray transmission (XRT) spectroscopies have been used in a variety of fields such as mining (Veras et al. 2020; Yeyu et al. 2021), food industry, medical imaging (Mesina, de Jong, and Dalmijn 2007) or even plastic waste sorting (Hennebert and Filella 2018), but these approaches do not have enough energy resolution to allow for the elemental sorting of mixture as complex as wasted electronic components from WPCBs. Hence, this study where we present a novel sorting method for ECs using both optical and Multi-Energy XRT (MEXRT) sorting (up to 128 energy levels) in which ECs were sorted on a custom-made prototype using a CNN for image recognition followed by MEXRT hyperspectral image spectroscopy analysis. We will show that it allows for the accurate classification of ECs based on their type and elemental composition leading to such an enrichment in many targeted elements, so as to provide access to previously unrecoverable spent elements.

Figure 1

 1 Figure 1: a) Photograph of the whole prototype, close view of the bowl feeder, c) close view of the camera and light and d) 3D CAD view of the prototype

Figure 2 :

 2 Figure 2: Mass distribution of the components in different size sub-fractions and their corresponding pictures Given these limitations, the subsequent sorting steps performed in this study focused on the three fractions of ECs with sizes comprised between 1 and 40 mm. Overall, the results of the sieving step showed that the system was able to efficiently and accurately separate the ECs into these different size categories, with 35 wt.% of the components falling within the target size range for further analysis. Fourteen different types of ECs with chemical compositions of interest were identified as the most common, of which, between five to nine of them could be found in the different size fractions, therefore already significantly reducing the heterogeneity of the ECs for the subsequent sorting steps. The distribution of the ECs by category can be

Figure 3

 3 Figure 3: a) Spectra extraction from hyperspectral images and b) elements k-edge recognition.

  ). The accuracy of the sorting process was evaluated by monitoring the number of ECs in the final bins, taking into account both the optical classification and the mechanical diversion of the different ECs into their respective sorting bins. With a minimum accuracy of 92.5 % for CPUs. This is to be compared to the current state of the art in optical sorting, which achieved a maximum of six EC categories with 98 % accuracy on their own training datasets, which could only give access

Figure 4 :

 4 Figure 4: Flowchart of the sorting process for ECs The optical sorting process can reach a speed of 0.014 s/EC using a camera at a speed of 75 frames per second. The MEXRT acquisition speed used was 2 ms per line acquired and 50 lines of 0.8 mm were acquired for a total acquisition of 40 mm, resulting in a maximum sorting speed of 0.1 s/EC. Considering the data processing of the different images, with the PC configuration used in this study, the sorting speed for optical sorting was reduced to 0.017 s/EC and 0.15 s/EC for the MEXRT sorting (approximately 59 ECs/s and 7 ECs/s respectively). The image pre-processing method efficiently defines the region of interest using only a minimum transmission finding, allowing accurate EC localization even for lowdensity materials, the only issue being the detection of multiple ECs on the same image, which is outside the scope of this study. To ensure that consecutive components are not too close to each other during the MEXRT acquisition, a safety distance corresponding to at least one
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Figure 5 :

 5 Figure 5: Mass flow diagram for the up-scaled process

Figure 6

 6 Figure 6: a) entropy of metals and b) number of elements in the different sorted categories. All chemical elements present in the major elements fraction (blue blocks) are listed in white. Significant elements that where either at trace level or below

  

  the next sorting steps, we first

			43				
			44	SI 1) as the most common found in PCBs,
	35		45	which furthermore contained targeted
	36	evaluated the performance of a sorting	46	rarely recycled critical elements such as
	37	approach consisting of an initial optical	47	Nd, Ta, Nb, Pd in capacitors, gold in
	38	sorting followed by MEXRT imaging. In	48	CPUs/connectors	or	aluminum	in
	39	order to validate such a process and		electrolytic aluminum capacitors. IC chips
		evaluate its performance, a model sample					

40 made of a controlled mixture of ECs was 41 prepared for each size sub-fraction.

42

Fourteen EC types were identified (Table

  This is the case for single

	32			
	33	layer capacitors (SLCC), which can be
	34	divided into 4 categories: barium-based
	35	SLCC,	non-barium-based	SLCC,
	36	neodymium-rich barium-based SLCC and
	37	tantalum capacitors (Figure 4). The same
	38	applies to MLCCs, which can be divided
		into two main categories: barium-based

39

MLCCs and non-barium-based MLCCs. 40 By using the transmittance of the ECs, 41 XRT spectroscopy can easily separate 42 relays from metallized polymer capacitors 43 (MPCs) with 100 % precision which could 44 not be done based solely on the ECs' 45 features using optical sorting (Table SI 5, 46 Table SI 6 and Table SI 7).

  ). Any fraction with

			33	contained up to 47.04 wt.% of tin (Table
			34	SI 8).
	16 17 18 19 20 21 22 23 24 25 26 27 28 29 31 32	an entropy lower than the latter, can be said to have a simpler composition. This comparison shows that all fractions have a significantly lower entropy than the one of the ground WPCB. This reduction of the entropy of the phase is particularly visible for inductors and relays, which are mainly composed of iron and copper. In the cases with the highest entropy, such as the category labelled "5-1 mm other SLCC", this level of entropy comes from the sorting induced enrichment in Mn, Zn and Bi, that are now no longer present in traces, and therefore significantly contribute to the entropy. Same goes for the MPCs sorting bin, which after sorting	35 36 37 38 39 40 41 42 43 44 45 46 47 48 49 50 51	Overall, looking at Figure 6-b and comparing the number of major elements present either in the initial WPCB or in each of the sorting bins, it can be seen that all the sorted categories have much simpler composition, especially when only considering the number of major elements in their composition (all have less than six elements with concentration over 1 wt.%, to be compared to thirteen in the original WPCB). This demonstrates that the process is not only effective in separating and classifying electronic components, but it also easily and effectively concentrates valuable metals, thus facilitating subsequent chemical separation, a key requirement for making their recycling economically viable.

  (at WPCB level) but could be enriched during the process to the level of "Minor elements", are indicated in grey over the orange blocks.
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The sorting process results were then