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• A sustainable approach towards managing dredged sediments requires a change of view 
rather than a waste; dredged materials need to be seen as valuable resources. 

• Perception issues remain crucial challenges to those promoting sustainable sediments 
management through the dredging process and activities. 

• National level support will be necessary for helping to change attitudes and to promote 
sustainable dredged sediments management within the existing policy framework or 
introducing a new policy to succeed the mission. 

• An effective and favorable policy would be accomplished to achieve the sustainable 
utilization of dredged sediments for different applications and valuable products. 

• It may be expected that sediment management may change in the future, requiring more 
sustainable and circular approaches to dredged sediment management.
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Dredging operations are essential to maintain harbor activities. Therefore, millions of cubic
meters of sediments are dredged from harbors areas in France as worldwide each year in
order to develop harbor activities and sustain the economy of littoral territories [1, 2].
Because of anthropogenic activities in and around these harbors, sediments are often
enriched in pollutants that can be released when dredging and induce a risk for human and
environment. French regulations come to govern the management of dredged marine
sediments, considering them ‘safe’ and possibly to be dumped at sea or ‘contaminated’ and
needed to be treated on land as waste [4]. However, sediments can be considered as
valuable resources but they remain today lowly reused [5]. This poster offers an overview
of the technical and regulatory aspects related to the management of dredged marine
sediments in France and aims to determine why they are not fully reused as a resource
and whether these barriers can be overcome. A review of the available literature on the
subject made it possible to (1) describe the volume dredged in France and elsewhere, (2)
summarize the French regulatory framework relating to the management of dredged
marine sediments, (3) identify potential applications for their reuse with regard to their
physicochemical properties, (4) appreciate the economic aspect of recycling dredged
sediments, (5) determine the bottlenecks explaining why they are not fully reused as a
resource, and (6) make some recommendations on future policy options for the sustainable
management of dredged sediments.

[1] OSPAR, 2017. Oslo and Paris Conventions, 2017. Convention for the Protection of the Marine Environment of the North-East Atlantic.
[2] Harrington, J., Murphy, J., Coleman, M., Jordan, D., Debuigne, T., Szacsuri, G., 2016. Economic modelling of the management of dredged marine sediments. Geology Geophysics and Environment 42 (3), 311-324.
[3] CETMEF, 2012: Institute for inland and maritime waterways, France (Centre d `etudes techniques et fluviales CETMEF, 2012).
[4] Abidi, I., Benamara, L., Correia, A.A.S., Pinto, M.I.M., Cunha, P.P., 2021. Characterization of dredged sediments of Bouhanifia dam: potential use as a raw material. Arabian Journal of Geosciences 14 (23), 1-16.
[5] Achour, R., Abriak, N.E., Zentar, R., Rivard, P., Gregoire, P., 2014. Valorization of unauthorized sea disposal dredged sediments as a road foundation material. Environmental Technology 35 (16), 1997-2007.
[6] Indian Infrastructure (Dredging), 2019. Available in: https://indiainfrastructure.com/events/10th-annualconference-on-dredging-in-india/. 
[7] Pellegrini, M., Aghakhani, A., Gaeta, M. G., Archetti, R., Guzzini, A., Saccani, C., 2021. Effectiveness Assessment of an Innovative Ejector Plant for Port Sediment Management. Journal of Marine Science and Engineering 9 (2), 197.
[8] EPA, 2007. Identifying, planning, and financing beneficial use projects using dredged material, beneficial use planning manual. US Environmental Protection Agency and US Army Corps of Engineers., EPA842-B-07-001, Washington, DC.
[9] Slimanou, H., Eliche-Quesada, D., Kherbache, S., Bouzidi, N., 2020. Harbor Dredged Sediment as raw material in fired clay brick production: Characterization and properties. Journal of Building Engineering 28, 101085.
[10] Siham, K., Fabrice, B., Edine, A.N., Patrick, D., 2008. Marine dredged sediments as new materials resource for road construction. Waste Management 28 (5), 919-928.
[11] SMED, 2018. Waste in Sweden 2016 (Avfall i Sverige 2016). Rapport 6839. Arkitektkopia AB, Bromma (in Swedish, 2018).
[12] Lirer, S., Liguori, B., Capasso, I., Flora, A., Caputo, D., 2017. Mechanical and chemical properties of composite materials made of dredged sediments in a fly-ash based geopolymer. Journal of Environmental Management 191, 1-7.
[13] Kamali, S., Bernard, F., Abriak, N.E., Degrugilliers, P., 2008. Marine dredged sediments as new materials resource for road construction. Waste Management 28, 919-928.
[14] Norén, A., Fedje, K. K., Strömvall, A. M., Rauch, S., 2020. Integrated assessment of management strategies for metal-contaminated dredged sediments? Science of the Total Environment 716, 135510.
[15] Marmin, S., Dauvin, J., Lesueur, P., 2014. Ocean & coastal management collaborative approach for the management of harbour-dredged sediment in the bay of seine (France). Ocean Coast Manage 102, 328-339.
[16] Slimanou, H., Eliche-Quesada, D., Kherbache, S., Bouzidi, N., 2020. Harbor Dredged Sediment as raw material in fired clay brick production: Characterization and properties. Journal of Building Engineering 28, 101085.
[17] Yoobanpot, N., Jamsawang, P., Poorahong, H., Jongpradist, P., Likitlersuang, S., 2020. Multiscale laboratory investigation of the mechanical and microstructural properties of dredged sediments stabilized with cement and fly ash. Engineering Geology 267, 105491.
[18] Zheng, Z.J., Lin, M.Y., Chiueh, P.T., Lo, S L. 2019. Framework for determining optimal strategy for sustainable remediation of contaminated sediment: A case study in Northern Taiwan. Science of The Total Environment 654, 822-831.
[19] Bagarani, M., De Vincenzo, A., Ievoli, C., Molino, B., 2020. The reuse of sediments dredged from artificial reservoirs for beach nourishment: technical and economic feasibility. Sustainability 12 (17), 6820.
[20] Baptist, M., J., Willemsem, P., Puijenbroek, M., van Maren, 2019. Beneficial Use of Dredged Sediment to Enhance Salt Marsh Development by Applying A ‘Mud Motor’: Evaluation Based on Monitoring. Wageningen Marine Researcch Rapport C088/19 & Deltares1209751.
[21] Ulibarri, N., Goodrich, K.A., Wagle, P., Brand, M., Matthew, R., Stein, E.D., Sanders, B.F., 2020. Barriers and opportunities for beneficial reuse of sediment to support coastal resilience. Ocean & Coastal Management 195, 105287.
[22] Balkaya, M., 2019. Beneficial use of dredged materials in geotechnical engineering. In Recycling and Reuse Approaches for Better Sustainability (pp. 21-38), Springer, Cham.
[23] Houlihan, M., Bilgen, G., Dayioglu, A.Y., Aydilek, A.H., 2021. Geoenvironmental Evaluation of RCA-Stabilized Dredged Marine Sediments as Embankment Material. Journal of Materials in Civil Engineering, 33(1), 04020435.
[24] Bianchini, A., Cento, F., Guzzini, A., Pellegrini, M., Saccani, C., 2019. Sediment management in coastal infrastructures: Technoeconomic and environmental impact assessment of alternative technologies to dredging. Journal of Environmental Management 248, 109332.
[25] Wang, L., Chen, L., Tsang, D.C., Li, J-S., Baek, K., Hou, D., Ding, S., Poon, C-S., 2018. Recycling dredged sediment into fill materials, partition blocks, and paving blocks: Technical and economic assessment. Journal of Cleaner Production 199, 69-76.
[26] Cezarino, L.O., Liboni, L. B., Stefanelli, N.O., Oliveira, B.G.,Stocco, L.C., 2019. Diving into emerging economies bottleneck:Industry 4.0 and implications for circular economy.Management Decision 59 (8), 1841-1862.
[27] Tessier, E., Garnier, C., Mullot, J.-U., Lenoble, V., Arnaud, M., Raynaud, M., Mounier, S., 2011. Study of the spatial and historical distribution of sediment inorganic contamination in the Toulon bay (France). Mar. Poll. Bull. 62 (10), 2075–2086. https://doi.org/10.1016/j.marpolbul.2011.07.022.
[28] Soleimani, T., Hayek, M., Junqua, G., Salgues, M., & Souche, J.-C. (2023). Environmental, economic and experimental assessment of the valorization of dredged sediment through sand substitution in concrete. Science of The Total Environment, 858, 159980. 
https://doi.org/10.1016/j.scitotenv.2022.159980

*Contact: garry.dorleon@unimes.fr | UPR 7352 CHROME, Université de Nîmes, site GIS, 30025 Nîmes, France | Acknowledgments 

Introduction

Conclusion

The presence of anthropogenic activities throughout the globe and the harbors generate an 
enormous amount of dredged sediments.

Country / Locations Period
Volume or Quantity 

of dredged sediments Sources

France, Germany, the Netherlands
and United Kingdom

30–50 million m3 each annually [2]

United States 200–500 million m3 [2, 7]

India 359.6 million m3 [6]

United States 2011–2018 2.4 million m3 annually [8]

Bremen, Germany 0.6 million m3 [9]

Brazil 80.3 million m3 [10]

France 2013–2017 174.0 million tonnes [1]

Netherlands 158.4 million tonnes [1]

United Kingdom 103.2 million tonnes [1]

Atlantic coasts 11.3 million tonnes [1]

Mediterranean coasts 2.4 million tonnes [11]

Sweden 1.4 million tonnes [11]

Belgium 2008–2014 267.2 million tonnes [1]

Germany 2008–2014 228.7 million tonnes [1]

Various research studies [16-27] developed process technology to recycled contaminated
dredged sediments, and it seems that there is the potential of value proposition and economic
viability of the products.
The integrated life cycle assessment (LCA) [28], life cycle cost assessment (LCC) are also involved
in economic analysis to provide insight for early stage decision-making on the valorization of the
dredged sediments.

The development of technology to produce valuable materials from contaminated dredged
sediments offers an opportunity to use it as an alternative to virgin resources that could save
energy and optimize resource efficiency resource utilization, reduce emissions and potentially
contribute to a circular economy. The choice of recycling option for dredged sediments is
essential in economic, environmental, sustainability terms and the perspective of the circular
economy.

4. An economic approach towards recycling dredged sediments for sustainable 
development

5. Bottleneck preventing bulk re-use of dredged sediments 

References

2. French regulatory framework for the management of dredged sediments is complex

Dredged sediments (France)

Regulatory characterization
▪ Environmental Code, annex I of article L541-8 

▪ Regulation 1357/2014/EU (Waste hazard properties)
▪ Order of February 15, 2016
▪ Order of June 30, 2020

Inert 
sediments

Non-hazardous 
sediments

Hazardous 
sediments

Reuse/Valorization Disposal or storage

Pre-treatment or treatment systems

Sea dumping*
N1 & N2 thresholds

*Respect for the principle of proximity and 

economic aspects/realities

Managing waste with proper disposal facilities became a crucial challenge [12-20]. Due to a
shortage of land, the cost of waste dumping gradually increases. Unmanaged dumping of
dredged sediments leads to damage to environmental and ecological systems. Using dredged
sediments through the recycling process is a sustainable approach towards supplementing
natural resources, reducing pollution and greenhouse gas (GHG), energy optimization,
enhancing economic development [28], improve sustainability on marine ecosystems.

Exploring the required mechanical, chemical, and physical properties of dredged sediments
would lead to a most appropriate option for different applications:

3. The beneficial use of dredged sediments for various applications

Method: literature review on the subject

1. Production of dredged marine sediments in France and 
abroad

6. Recommendation on future policy options for the management of dredged sediments 

The future policy options available with the policymakers for managing dredged sediments are to
promote necessary schemes and facilities within the framework of policy and regulation by different
nationals with the alliance of industry partners. The problems related to the management of dredged
sediments that need to be resolved as soon as possible to promote sustainable development through
dredged sediments management are the following:

Keywords
"dredging" OR "marine 

sediments“, "management", 
"waste recycling", "chemical 
compositions", "regulatory 

aspect", "disposal" 
AND "potential recovery".

▪ Facilities for transportation of enormous amount of sediments

▪ Flexible licensing systems to process dredged sediments

▪ Safely policy

▪ Insurance scheme

▪ Startup facilities

▪ Financing facilities to set up a plant

▪ Emerging circular economic concept

▪ Approach to introduce code and standard

▪ Policy to design life cycle assessment (LCA) to reduce sediments

▪ Policy for compulsory use of sediments as secondary products wherever applicable

▪ Policy for restricting the use of natural resources

▪ Policy for limiting the use of certain unsustainable methods or technology to specific industries

▪ The particular policy required for penalties wherever applicable

▪ Unfavorable market forces
▪ Legal/policy/governance challenges at the international and national
▪ Disposal capacity and process
▪ Critical barrier on transporting of dredged sediments to a different location regarding cost, 

safety, physicochemical properties, environmental issues, etc.
▪ Major investments
▪ Lack of government initiative in respect of promoting mission zero waste and to make 

realize that dredged sediments is wealth
▪ Delay in necessary approval and responses from the government official pertaining to 

dealing of dredged sediments 
▪ Lack of policy frameworks, especially in the context of managing dredged sediments 
▪ Transparency of information systems among the government and industry partner
▪ Introduce code and standards on the secondary product from dredged sediments so that 

users can use the products.

Major bottlenecks [21] towards managing bulk usage of the dredged sediments are as follows.

Potential applications for reuse of 
dredged sediments 

Highway and railway 
embankment

Beach nourishment
Concrete, aggregates, 

asphalt, bricks, cement, 
blocks, tiles and ceramics

Construction and 
infrastructure development

Coastal Land Management
Coarse and fine-grained 

materials

Dams and embankments
Agriculture, forestry, 

horticulture, and 
aquaculture

Valorization dredged sediments of harbor Carnon

▪ Carnon beach nourishment : 3000 m3

▪ backfill, landscaped berm : 2800 m3

▪ rehabilitation of pedestrian walkways

▪ Municipal landfill cover

Databases

Connected paper

Dewatering in geotube, harbor Carnon (France), 8 

mars 2023 

N=22 articles

Results

Parameters to 
be evaluated

▪ Physical, chemical and biological characterization

Other
requirements

▪ Determination of nitrogen and phosphorus for sediment discharged 
in sensitive areas;

▪ Faecal contamination to avoid impacts on shellfish, mariculture, or 
bathing areas.

▪ Biological characterization of the affected site in case of sediment 
immersion, if at least one element exceeds the N2 threshold.

▪ The particle size has to be considered in case of reuse for 
nourishment.

▪ Leaching test to define land storage options, ICPE thresholds

Example below of the strategy developed for
the management of dredged marine
sediments from harbor Carnon (south of
France)

In France, the decision on sediment suitability for sea dumping or land disposal is primarily based on chemical findings, being the ecotoxicological analyses only
advised to be done on guidelines. According to the concentration limits of the required chemical parameters (such as metals, trace elements and organic micro-
pollutants), N1 (high quality, low pollutant concentrations) and N2 (medium quality, mid pollutant concentrations) levels are legally defined. Only in the cases
where any of the compounds exceeds the N2 threshold, a biological characterization of sediments is needed to define their ecotoxicity [1, 2, 4, 27].

Management options 
(Based on concentration limits of some physical and 

chemical parameters such as particle size, metals, 
organic micropollutants)

Land management = Waste 
(ICPE thresholds)

Dredging operation and   geotube dewatering, @ Carnon 2023

90% 10%
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