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A B S T R A C T   

Metallic alloys such as steels and nickel-based alloys are potentially vulnerable to high-temperature brittleness in 
the range of 500 ◦C to 1000 ◦C that results in a loss of ductility. Ferritic spheroidal graphite cast irons show 
similar loss of ductility at temperatures between 350 ◦C and 500 ◦C, suggesting the term intermediate temper-
ature brittleness. Previous works have shown that sulfur and magnesium are detrimental while phosphorus 
added at a reasonable level is beneficial in preventing loss of ductility in ferritic spheroidal graphite castings. 

In order to clarify the role of magnesium, a ferritic spheroidal graphite cast iron with high silicon content and 
low sulfur and phosphorus contents was subjected to tensile tests between room temperature and 650 ◦C. It was 
found to be susceptible to embrittlement at intermediate temperatures around 400 ◦C. MgO precipitates were 
observed on the fracture surface, which increased in size with test temperature, confirming the role of the 
environment that was reported by previous researchers. This finding is cross-checked with the results of the 
literature and allows us to propose a scheme for intermediate temperature embrittlement of ferritic spheroidal 
graphite iron.   

1. Introduction 

Nickel-based alloys and steels exhibit a ductility trough between 
500 ◦C and 1000 ◦C, as studied by Lei Zheng et al. [1] for nickel-based 
alloys and Lankford [2] and Mintz and Crowther [3,4] for steels in 
connection with continuous casting. Steels also exhibit low temperature 
brittleness with a transition temperature from ductile to brittle fracture 
(TTDB) that varies from about − 100 ◦C to about +100 ◦C depending on 
the alloy composition and process parameters. In particular, it is known 
that the segregation of sulfur and phosphorus at the grain boundaries 
results in a shift of the TTDB to higher temperatures, making many steels 
susceptible to temper embrittlement. This segregation decreases grain 
boundary strength that favors intergranular fracture. In the 
high-temperature regime, the ductility trough is also related to inter-
granular fracture, but is generally not due to grain boundary segrega-
tion, but depends on precipitation. 

Ferritic spheroidal graphite cast irons (SGI) are similar to steels in 
that they exhibit low temperature brittleness with the TTDB located 
between − 50 ◦C and room temperature (RT) or slightly above, and a 
ductility trough in the temperature range of 300 ◦C to 500 ◦C. The latter 
is associated with the occurrence of intergranular fracture (IG) and has 

been referred to as 673 K embrittlement by Yanasigawa and Lui [5] and 
high temperature embrittlement by Wright and Farrell [6]. In the pre-
sent work, we will adopt the name intermediate temperature embrit-
tlement (ITB) which has also been proposed and is more appropriate for 
the temperature range involved. Wright and Farrell [6] demonstrated 
that ITB in SGI increases with increasing sulfur and magnesium content 
and suggested a mechanism based on sulfur diffusion at grain bound-
aries. In this temperature range, phosphorus also tends to segregate at 
grain boundaries in SGI, as confirmed by Chen et al. [7,8] using Auger 
electron spectroscopy. However, these authors came to the conclusion of 
the role of MgO particles on the fracture, in agreement with other works 
[5,9–11]. In addition, phosphorus has been shown to be beneficial in 
decreasing the incidence of ITB in alloys with magnesium/phosphorus 
ratios less than 1.5 [10,12]. Similarly, ferrite grain size refinement is 
effective in reducing the risk of brittle fracture and loss of ductility [5, 
13]. 

Experimentally, ITB is best evidenced by the abrupt decrease in the 
temperature range 300–500 ◦C in the elongation at rupture, A, or the 
decrease in the reduction area at rupture, RA. It has been shown quan-
titatively by Iwabuchi and Kobayashi [14,15] that these two quantities 
are nearly equal and thus can be considered equivalent in practice, 
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which will be used here to report data from various sources. Interest-
ingly, although most often studied by tensile testing, this embrittlement 
also plays an important role in cyclic loading, as revealed by low-cycle 
fatigue and rotating bending fatigue data [6,10,16]. 

Not all ferritic SGIs are sensitive to ITB as shown in Fig. 1 using data 
from Wright and Farrell [6] for SGIs with 2.2–2.6 wt% Si (more details 
are given in the Appendix A). At 400–425 ◦C, Fig. 1 shows that RA falls 
below 10% for alloys B, E, and G but not for alloy H (solid triangles). 
This alloy H had been spheroidized with low magnesium addition, 
leading to a residual magnesium content of 0.023 wt%, less than half the 
amount of the other three alloys. 

Wright and Farrell confirmed that embrittlement is associated with 
IG fracture and showed that it initiates on micro-porosities. The authors 
also noted that low ductility at 425 ◦C, i.e., a low RA value, is associable 
with high magnesium and sulfur contents, and drew a parallel with 
ferritic steels by considering sulfur to be the embrittler. On the other 
hand, Iwabuchi and Kobayashi [15] concluded that IG fracture occurs 
due to segregation at the grain boundaries and associated it with a % 
Mg/%P ratio greater than 1.5 as proposed by Takanezawa et al. [12], 
where %Mg and %P are the magnesium and phosphorus contents of the 
alloy expressed in wt%. 

Most of the studies on ITB in spheroidal graphite cast irons were 
concerned with alloys that had been heat-treated to ensure a fully 
ferritic matrix. However, high-silicon SGI do not need such a heat- 
treatment that is known to favor grain boundary segregation of impu-
rities such as sulfur and phosphorus. In spite of this, our research work 
that was dedicated to the characterization of the effect of temperature 
on the mechanical properties of a high-silicon SGI showed it to be sen-
sitive to ITB in the as-cast state. This report presents the results of the 
mechanical tests that were performed from room temperature to 650 ◦C 
and the metallographic characterization of the fracture surfaces. This 
information and literature data are compared, and the discussion leads 
to propose a scheme for intermediate temperature embrittlement of as- 
cast ferritic spheroidal graphite cast irons. 

2. Experimental details 

The melt was prepared in a medium frequency furnace (250 Hz, 
100 kW) 100 kg in capacity with a metallic charge consisting of 50% low 
alloyed steel scrap and 50% low alloyed pig iron. Once melting was 
completed, the carbon and silicon contents were adjusted by adding 
high purity graphite (> 99.0 wt% carbon) and a FeSi75 alloy (Si=74.8, 
Ca=0.30, Al=0.76, C=0.10 and Fe balance, wt%), respectively. A 

verification of the chemical composition was subsequently made and 
then the melt temperature was increased to 1510 ◦C–1520 ◦C and hold 
at that temperature for successive castings. The spheroidizing treatment 
was performed with magnesium, following the so-called sandwich 
method by transferring 50 kg of the prepared alloy to a ladle where 
FeSiMg alloy (grain size 5–25 mm, Si=46.60, Mg=6.00, Ca=0.96, 
Al=0.71 and rare earth RE=0.92, Fe balance, wt%) had been positioned 
in an amount of 0.6 kg (1.2 wt% of the batch weight) and then covered 
with steel scrap (grain size 5–15 mm). After completion of the spher-
oidizing reaction, the alloy was skimmed and finally cast. The operation 
was repeated with the remaining melt to fill the rest of the molds. 

The molds were standard Y2 keel-blocks (EN-1563) manufactured 
with chemical bonded sand whose bottom leg (40×150×25 cm) is the 
useable part because generally devoid of porosity and inclusions. Each 
mold contained one cavity in which 14 g (0.20 wt% of the total weight 
of the cast iron poured in the mold) of a commercial inoculant (grain size 
0.2–0.5 mm, Si=69.9, Al=0.93, Ca=1.38, Bi=0.49, RE=0.37 and Fe 
balance, wt%) was added before pouring the melt. After cooling of the 
castings, the keel-blocks were removed from the molds and cleaned, and 
two tensile specimens were machined out from the bottom leg (total 
length of 115 mm, gage of 50 mm in length and 10 mm in diameter). 

The tensile parameters, namely the ultimate tensile strength (UTS) 
and the elongation at rupture (A) were measured using an MTS 810 
tensile testing equipment at a constant displacement rate of 0.90 mm/ 
min, thus corresponding to an initial strain rate of 3⋅10− 4 s− 1. Duplicate 
tensile tests were performed at RT, 100 ◦C, 350 ◦C, 450 ◦C, 475 ◦C, 
500 ◦C and 650 ◦C. For temperature testing, use has been made of a MTS 
653 furnace attached to the tensile equipment, and the samples were 
hold for 10 min at the selected temperature before testing. Three ther-
mocouples located along the gage section were used to monitor the 
sample temperature and limit the temperature fluctuations within 
±3 ◦C. Once the tensile test had been completed, one of the fracture 
surfaces was analyzed by scanning electron microscopy (SEM) using a 
Quanta 200 Carl Zeiss Ultraplus operated at 20 kV. Local chemical mi-
croanalyses were carried out with an energy dispersive spectrometer 
(EDS) X-max 20 Oxford that the SEM is equipped with. 

The quality of the spheroidizing treatment has been checked by light 
optical metallography on one tensile specimen tested at RT. Fig. 2 shows 
a fairly even distribution of well-rounded graphite spheroids. Finally, 
one piece of this tensile specimen was used for chemical analysis whose 
results are listed in Table 1. 

3. Results 

The tensile tests curves of duplicates were quite reproducible and one 
for each of the test temperatures has been plotted in Fig. 3. The values of 
UTS and A for all tests, including the duplicates, are listed in Table 2. In 
some cases, the rupture occurred outside the grips of the extensometer in 
which case A was not reported. The alloy showed the maximum UTS 

Fig. 1. Evolution with temperature of the reduction of area at rupture for the 
alloys B, E, G and H studied by Wright and Farrell [6]. Whenever there were 
duplicate values, this is the mean value that is plotted. 

Fig. 2. Light optical micrograph of the microstructure of the cast alloys.  
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values at room temperature (RT) while the A values at 8.8% and 13.1% 
are in the high range of previously reported data on SGI with about 5 wt. 
% Si [17]. When the testing temperature increased to 100 ◦C, the UTS 
values decreased a little and the A values increased slightly over the RT 
results at 14.3% and 15.9% that possibly indicates that the chemical 
ordering of ferrite already started to decrease. At 350 ◦C and above, the 
UTS values continuously decreased while A was observed to fall below 
5% from 350 ◦C to 500 ◦C and then to increase to quite high values at 
650 ◦C. The alloy thus appeared sensitive to ITB with a ductility trough 
between 350 ◦C and 500 ◦C with a possible minimum at 475 ◦C. 

In Fig. 4, A values from the present work are plotted as a function of 
the testing temperature with solid symbols that illustrate the ductility 
trough between 350 ◦C and 500 ◦C. For comparison with literature, data 
for SGI with silicon content higher than 3.5 wt.% were selected [10,11, 
18], including a molybdenum alloyed SiMo SGI [19]. As seen with Fig. 1 
for low silicon SGI, it is noted that some high silicon alloys are immune 
to ITB. These alloys are those with low magnesium content and, 
generally, a low %Mg/%P ratio in agreement with results by 

Takanezawa et al. [12] and Cheng et al. [20]. In the same line, it is 
noticeable that Chen et al. [8] suppressed ITB in SGI containing 3.9 wt. 
% Si by spheroidizing with Ce and no Mg, and that even a 0.011 wt.% 
residual Mg was sufficient to generate ITB. 

An interesting feature that Wright and Farrell [6] reported is that the 
ductility loss is much less apparent when considering the evolution of 
UTS as function of temperature because it continuously decreases. This 

Table 1 
Chemical composition (wt.%) of the cast alloy.  

C Si Mn P S Cu Cr Ni Ti Mg Ce La Sb 

3.00 4.99 0.20 0.012 0.007 0.036 0.040 0.061 0.016 0.038 0.0066 0.0033 0.0059  

Fig. 3. Tensile strain-stress curves at the various testing temperatures.  

Table 2 
Results from duplicate tensile tests (UTS and A) conducted at room temperature 
(RT), 100 ◦C, 350 ◦C, 450 ◦C, 475 ◦C, 500 ◦C and 650 ◦C.  

Test Temperature (◦C) UTS 
(MPa) 

A 
(%) 

RT 700 13.1 
RT 691 8.8 
100 652 15.9 
100 658 14.3 
350 425 — 
350 501 3.4 
450 490 — 
450 490 4.2 
475 230 — 
475 361 — 
500 328 4.5 
500 328 — 
650 77 23.1 
650 73 20.5  

Fig. 4. Variation of A with temperature for the present study and works on high 
silicon SGI (with silicon content higher than 3.5 wt.%) by Kobayashi et al. [10], 
Shiao et al. [11] and Laine et al. [18], as well as on a SiMo SGI [19]. 

Fig. 5. Variation with temperature of the normalized value of UTS for low 
(open symbols) and high (solid symbols) silicon SGI. Literature data are from 
Wright and Farrell [6], Iwabuchi et al. [15], Laine et al. [18] and Avery et al. 
[19]. Normalization was carried out using the RT value for each of the series 
of results. 
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means that UTS values of samples showing or not IG fracture should be 
comparable. In order to compare literature results for cast irons with 
differing silicon contents, Fig. 5 shows the evolution of UTS after 
normalizing each series of data with their maximum value at room 
temperature. Results for low and high silicon contents are reported with 
open and solid symbols, respectively, with literature data from Wright 
and Farrell [6], Iwabuchi et al. [15] and Laine et al. [18]. Data for the 
SiMo SGI studied by Avery et al. [19] are plotted with a large plus sign as 
in Fig. 4. 

It is seen in Fig. 5 that all UTS values show the same temperature 
evolution within a reasonable scatter band, with some of the values of 
the present study appearing however quite low. Though not further 
investigated, this could be related to the fact that there was no heat- 
treatment applied to the present material. It is noticeable that UTS 
processes in two steps at increasing temperature, with a slow and then 
steeper decrease below and beyond a critical temperature of about 
300 ◦C. Such a behavior had already been noticed for a SiMo SGI [21] 
and is here extended to the whole silicon range used in SGI. 

SEM characterization of the rupture surfaces was systematically 
carried out and Fig. 6 presents a representative micrograph for six test 
temperatures. At room temperature, Fig. 6a shows that the alloy 
exhibited mainly cleavage fracture with some areas of intergranular 
fracture such as the one indicated with the arrow. At 100 ◦C, the fracture 
surface was very similar to that at room temperature, only a slight in-
crease of the ductile fracture area was observed. On the fracture surface 
of the material tested at 350 ◦C (Fig. 6b), both an increase of the area of 

intergranular fracture and a change from cleavage to ductile fracture are 
observed. With further increase in testing temperature up to 450 ◦C 
(Fig. 6c), 475 ◦C (Fig. 6d) and 500 ◦C (Fig. 6e), the intergranular frac-
ture area increased further and occupied most of the surface at 475 ◦C. 
At 500 ◦C, the fracture started switching from intergranular to ductile 
fracture with the apparition of areas covered with small cupules (see 
later, Fig. 8). Finally, the samples tested at 650 ◦C exhibited a fully 
ductile fracture (Fig. 6f) with much larger cupules containing one or 
more graphite spheroids. 

Detailed observation of the ruptured surfaces evidenced the presence 
of particles on the IG facets as exemplified with the few micrographs in  
Fig. 7. After testing at RT, the particles that are observed are very small; 
see Fig. 7a and the enlarged view in Fig. 7b. Already after testing at 
100 ◦C, Figs. 7c and 7d, many more and larger particles could be 
noticed. The surface of the sample tested at 450 ◦C was found to be 
covered by numerous hemispherical aggregates, typically 0.5 µm in size, 
as seen in Figs. 7e and 7f. Note that care was taken to have the micro-
graphs in Figs. 7a, 7c and 7e at exactly the same enlargement so as to 
evidence the dramatic increase in the size of the precipitates as the test 
temperature increased. 

EDS spectra (see examples in Appendix B) showed these particles to 
contain high levels of Mg and O, and thus certainly to be MgO pre-
cipitates such as those reported by several authors, e.g. Chen et al. [7]. 
However, the present results show that these precipitates are very small 
and few in number in the as-cast state. This is only when the material is 
heated that numerous MgO particles precipitate and grow to a 

Fig. 6. SEM micrograph of the fracture surface at room temperature (a), 350 ◦C (b), 450 ◦C (c), 475 ◦C (d), 500 ◦C (e) and 650 ◦C (f). The arrows indicate inter-
granular facet. 
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significant size in relation with the test temperature. This implies 
diffusion of oxygen from the ambient air into the material, certainly 
mostly through grain boundaries as the process is anyway quite rapid. It 
will be seen in the discussion that this finding is much in line with other 
experimental observations reported in the literature. 

Fig. 8a and the enlargement in Fig. 8b show details of the ductile area 
in the sample tested at 500 ◦C. As noted above, the cupules are very 
small and are seen here to be associated with particles closely resem-
bling MgO precipitates, which is confirmed by the EDS spectrum in 
Fig. B3 in Appendix B. This strongly suggests that the rupture there 

started from a grain boundary covered with MgO particles, but evolved 
as apparently a ductile fracture because of the increased softness of the 
matrix at that temperature. A trial at slightly higher temperature, which 
was not carried out, would certainly show that an extended part of the 
rupture surface would be similar with small cupules containing MgO 
particles. 

4. Discussion 

This discussion has two aspects. First, it describes an attempt to 

Fig. 7. SEM micrographs of IG facets after fracture at room temperature (a), 100 ◦C (c) and 450 ◦C (e). Note that the micrographs a, c and e are at the same 
enlargement, and that b, d and f are details of a, c and e, respectively. The arrow in a and c points to the precipitate seen in the enlarged view, b and d respectively. 

Fig. 8. SEM micrographs of the fracture surface of a sample tested at 500 ◦C. b shows detail of a.  
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rationalize the possible effects of S, Mg, and P by confronting numerous 
data from the literature. Second, experimental evidences are detailed 
that lead to propose a mechanism for ITB in SGI. 

4.1. Review of S, Mg and P effects on ITB 

Instead of using the quantity (%Mg+4.5⋅%S) previously proposed to 
account for the detrimental effect of both sulfur and magnesium [22], 
the product %Mg⋅%S was considered. More precisely, it was realized 
that the curve separating alloys showing ITB from those that do not in 
the work by Wright and Farrell [6] can be represented as %Mg⋅% 
S=2.3⋅10− 4 (wt.%)2 for sulfur content between 0.001 and 0.01 wt.%. On 
the other hand, the ratio %Mg/%P appears well suited for rationalizing 
the beneficial effect of phosphorus over magnesium [10,12]. Fig. 9 is a 
plot of %Mg⋅%S values versus %Mg/%P values for a number of literature 
results with solid and open symbols representing respectively alloys 
showing or not IG fracture at 400–425 ◦C. These results are from: 

- Wright and Farrell [6], selecting only those alloys that had graphite 
with high nodularity (see Appendix A for details). 

- Iwabuchi and Kobayashi [15]. 
- other works, meaning results from Chen et al. [8], Yanagisawa and 

Lui [5], Kobayashi et al. [10], Takanezawa et al. [23] and Li and Sloss 
[22]. 

To classify the literature data, IG has been considered when elon-
gation at rupture or the reduction of area falls below 10%, while a 
mostly ductile fracture was assumed if above. It is clear that the tran-
sition may be at up to 12–13%, see for example the results by Chao et al. 
[13]. On the whole, Fig. 9 confirms that both low %Mg/%P and %Mg⋅% 
S values are favorable for making SGI immune to ITB. This has been 
emphasized by drawing the rectangle at the bottom left of the graph in 
which mostly alloys that show no IG at 400–425 ◦C are found. The right 
boundary of the rectangle was set at the critical value of 1.5 that was 
mentioned above, and the upper boundary at 2.3⋅10− 4 (wt.%)2 in 
agreement with Wright and Farrell data. There are however some ob-
servations to be made about this graph: 

- a number of results from Wright and Farrell are outside to the right 
of the rectangle, which may be due to the selected value of 10% that 
might be underestimated. 

- In the other way but not appearing in Fig. 9, Cheng et al. [20] and 
Yanagisawa et al. [24] reported results suggesting a lower critical value 
of %Mg/%P at 1 to 1.1. 

- The horizontal arrow points to alloy i of Yanagisawa and Lui [5] 

that showed IG when having large ferrite grains and no IG with small 
ferrite grains. This alloy is located far from the origin of the graph but it 
was noticed it contained quite a large amount of manganese at 0.39 wt. 
%. Manganese may have tightened up much of the sulfur as MnS, which 
means that this point should probably be better located closer to the 
horizontal axis. This suggests that the sulfur content should be corrected 
to account for MnS precipitation in a more refined analysis. 

4.2. Mechanism for ITB 

In addition to an extended series of tensile tests under air, Wright and 
Farrell [6] carried out a few tests under a 10− 3 Pa vacuum at 425 ◦C and 
observed no IG fracture for alloys that were sensitive to ITB under air, 
namely their alloys E, B and G as described in Appendix A. The authors 
recognized they could not explain this result with the embrittling 
mechanism assuming sulfur diffusion that they considered based on its 
known effect in steels at low temperature. Further, the alloys studied by 
Wright and Farrell contained also phosphorus that is known to compete 
for grain boundary segregation with sulfur [25]. Hence, if the sulfur 
content is increased, it may be expected it will overcome the repelling 
effect of phosphorus, and vice versa. As a matter of fact, what we can 
conclude is that not only sulfur but also magnesium and phosphorus do 
not embrittle SGI on their own in between 350 ◦C and 500 ◦C. 

A further remark concerns magnesium that is expected to be one of 
the most potential elements to decrease the strength of grain boundaries 
according to the theoretical approach of Seah [26] that has already been 
referenced by Hung-Mao Lin et al. [27] in the context of SGI. However, 
magnesium is not known to segregate to grain boundaries, i.e., 
elemental magnesium at grain boundaries has not been reported at level 
that would suggest grain boundary segregation. In agreement with this 
latter statement, all observations of magnesium rich areas at the grain 
boundaries or fracture surface of SGI show it associated with other el-
ements, in particular oxygen and phosphorus [7,24,28]. 

Based on the above remarks and the results of this work, it is quite 
straightforward to propose a mechanism for ITB of as-cast SGI. During 
tensile or other mechanical testing under air, oxygen penetrates through 
the grain boundaries leading to precipitation of MgO. As the tempera-
ture of the test increases, the amount of oxygen that enters the material 
and diffuses into it increases, and the size and number of MgO particles 
increase accordingly. When the test temperature has reached 
300–350 ◦C, the size of these particles gets higher than the critical size 
for initiating grain boundary defects and the ductility starts decreasing 
with the appearance of IG fracture. As the temperature increases, IG 
failure becomes more and more frequent up to 500 ◦C; beyond that, the 
decrease in ferrite grain strength does not allow the critical stress for IG 
failure to be reached so that ductility is recovered. 

The above mechanism is sustained by two further observations re-
ported in the literature. First, ITB is sensitive to the strain rate, the 
ductility minimum being displaced to higher temperature when the 
strain rate is increased [6,10,15]. As pointed out by Wright and Farrell 
[6], this is a strong indication that the phenomenon is, at least partly, 
controlled by diffusion. While Wright and Farrell considered sulfur as 
the diffusing species, it appears more probable that this is oxygen as 
discussed above. Also, Yanagisawa and Lui [5] studied the effect of the 
ferrite grain size by varying the casting dimensions. The elongation at 
rupture increased with the grain size from RT to 200 ◦C, but then 
decreased and at 400 ◦C the two casts with largest ferrite grain size 
showed IG whilst those with the smallest ferrite grain size did not (their 
Fig. 5). This could possibly be attributed to a blocking effect of the grain 
boundaries, but could as well be indicative of grain boundary diffusion 
that is retarded by smaller grain size because of the lengthening of the 
diffusion path. 

It has been noted that most of the literature results discussed in this 
work refer to materials that have been heat treated to ensure a fully 
ferritic matrix. It is quite possible that oxygen entered these materials 
during the heat treatment, leading to the Mg-rich precipitates that were 

Fig. 9. Plot of %Mg⋅%S versus %Mg/%P of SGI alloys showing (open symbols) 
or no (solid symbols) IG fracture. Data from Wright and Farrell [6], Iwabuchi 
and Kobayashi [15], and other works (see text). 
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observed. In turn, heavy section castings in which large stresses develop 
during cooling could be susceptible to ITB as the shake-out operates in 
the 300–500 ◦C temperature range. Such an effect could be more pro-
nounced in high silicon SGI because the chemical ordering of ferrite 
begins in the same temperature range. 

5. Conclusion 

The present study showed the presence of MgO precipitates on the 
intergranular facets of the fracture surface of tensile specimens tested 
between room temperature and 650 ◦C, obtained from an as-cast high- 
silicon spheroidal graphite cast iron. The size of these precipitates in-
creases significantly with test temperature, indicating that IG fracture- 
related embrittlement is controlled by oxygen ingress from ambient 
air. This analysis is supported by a number of other observations re-
ported in the literature, such as the fact that ferritic SGI are immune to 
embrittlement when tested in vacuum. Further studies in this area 
should be devoted to the beneficial effect of phosphorus on the inter-
mediate temperature embrittlement of ferritic SGI. 
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Appendix A. Details about the data from Wright and Farrell 

Amongst the many alloys studied by Wright and Farrell [6], those 
with fully spherical graphite as indicated in their Table 2 were selected 
for Fig. 9. These are alloys with a silicon content varying from 2.12 wt.% 
to 3.30 wt.%. All alloys had been submitted to tensile testing at room 
temperature and at 425 ◦C, at a strain rate of 8.3⋅10− 5 s− 1 up to yielding, 
followed by a strain rate of 8.3⋅10− 4 s− 1 to fracture. The alloys were 
differentiated as showing or not IG on the basis of the RA values listed in 
Appendix A of the Wright and Farrell paper. 

Wright and Farrell selected four alloys (labeled B, E, G and H) whose 
composition is listed in Table A1 that they submitted to several test 
temperatures from RT to 650 ◦C. These results were used for plotting 
Fig. 1 of the main text. A particularly interesting experiment carried out 
by Wright and Farrell consisted in performing trials at 425 ◦C under 
vacuum. This was done on alloys B, E and G and the values of UTS and 
RA under this condition are compared to the values under ambient air in  
Fig. A1. It is seen that UTS and RA values are higher under vacuum and 
the authors noticed that all three samples were immune to IG. 

Table A1 
Composition of four of the alloys studied by Wright and Farrell (wt.%). Other elements that could be present at low level were Ti, V, Al, Cu and Cr. The heat treatment 
(HT) is indicated in the second column: FA: full anneal; SCA: sub-critical anneal.  

Heat HT C Si Ni Mo Mn P Mg S 

B FA  3.60  2.20  0.38  0.74  0.23  0.018  0.048  0.016 
E FA  3.70  2.18  0.15  0.67  0.19  0.016  0.048  0.016 
G SCA  3.43  2.21  1.23  0.40  0.09  0.017  0.053  0.009 
H SCA  3.55  2.63  0.13  0.61  0.09  0.017  0.023  0.008  

Fig. A1. Evolution with temperature of the UTS (a) and of the reduction of area at rupture RA (b) for the alloys B, E and G studied by Wright and Farrell [6]. Open 
symbols are for test under ambient air and solid symbols for trials under vacuum. Whenever there were duplicate values, this is the mean that is plotted. 
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Appendix B 

Attempt has been carried out to characterize the composition of the 
particles using EDS. Owing to their small size, at most 200 nm when the 
electron beam of the SEM is of the order of 1 µm in diameter, the EDS 

spectra were expected to show signal coming from both the pointed 
particle and the matrix around it. The spectra shown in  Fig. B1 (sample 
ruptured at 100 ◦C), Fig. B2 (sample ruptured at 450 ◦C) and Fig. B3 
(sample ruptured at 500 ◦C) do all show a peak corresponding to O and a 
small one associated to Mg in addition to the peaks of C, Fe and Si. It has 

Fig. B1. SEM micrograph and EDS spectrum with the beam focused on the round particle in the center of the field. Sample ruptured at 100 ◦C.  

Fig. B2. SEM micrograph and EDS spectrum with the beam focused on the particle in the center of the field. Sample ruptured at 450 ◦C.  

Fig. B3. SEM micrograph and EDS spectrum with the beam focused on the particle in the center of the field. Sample ruptured at 500 ◦C.  
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been verified that the Mg peak does not appear when the EDS spectra is 
accumulated on the matrix while the O peak is generally smaller in those 
locations. It can thus be claimed with some confidence that the particles 
were MgO precipitates. 
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