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± This paper proposes a particular multi-level optimal design method for complex actuation system for more electric aircraft. This method is applied to a relatively complex power conversion system including a High Speed Permanent Magnet Synchronous Machine (HSPMSM) supplied by a PWM Voltage Source Inverter (VSI) associated with a DC-link filter. Its interest is shown through a comparison with classical design approaches employed in previous works.

INTRODUCTION

Among the main trends and future challenges of electrical networks embedded in MEA (more electric aircraft), mass and loss reduction is of prime LPSRUWDQFH LQ WHUPV RI FRPSHWLWLYHQHVV ³SRZHU LQWHJUDWLRQ´ LV WKHQ D NH\ IDFWRU RI WKLV FKDOOHQJH Results presented in [START_REF] De Andrade | QWHJUDWHG RSWLPDl design for power systems of more electrical aircraft´[END_REF] show that optimizing the components of any system does not deals to an optimization of the system despite its several advantages (short computational time...). Oppositely, a global optimization of multidisciplinary and highly complex systems cannot be faced for many reasons such as: convergence problems, expensive computational time and especially for problems related to project management. In this context, a multi-level formulation for a highly complex optimization problem with the supervision of a system level to control the optimization process seems very interesting to solve the convergence problems of the global approach with a good approximation of the system solution.

This paper addresses the issue of optimal design by PHDQV RI ³VHTXHQWLDO´ ³JOREDO´ DQG ³multi-leveló ptimization approaches for highly complex multidisciplinary systems:

x In the first part, we detail the analytical models of the different components of an electrical drive system for aircraft application (input filter, inverter and machine); x In the second part, a ³sequential´ approach is applied to the aircraft system and compared to the global optimization approach;

x The last part deals with a multi-level optimization method applied to the aircraft system.

SYSTEM MODEL

This example refers to the integrated design of an electrical power system including a HSPMSM supplied by a VSI associated with an input filter (Fig. 1). The actuation mission is ensured by the HSPMSM motor which must operate at specific points in the torque-speed plane depending on the flight mission. On the other hand, the system has to comply with HVDC network standards [START_REF]Airbus Directives (ABD) and Procedures, ABD0100-Equipment-Design, General Requirements For Suppliers[END_REF] during its operation. Considering the main constraints at the device input and output, two design objectives are focused: the whole weight and power losses during the flight mission have to be minimized. In this context, an integrated design process based on the actuation system modeling and optimization has been investigated. Our approach particularly takes into account the mission profile in the integrated optimal design process. 

FLIGHT MISSION PROFILE

HSPMSM operating points have to be fulfilled in the Torque-Speed plane depend on flight phases (climb, cruise and descent) and on climatic conditions (i.e., international standard atmosphere, warm or cold weather conditions). These points are illustrated in (Fig. 2) with their associated statistic occurrence. It should be noted that the maximum HSPMSM power which approximately corresponds to the maximum speed and maximum torque values is of small occurrence. Setting the HSPMSM base point close to this point would certainly lead to a system oversizing. This underlines the interest of exploiting ILHOG ZHDNHQLQJ DQG ³RYHU-WRUTXH´ FDSDELOLWLHV LQ WKH integrated design process.

HSPMSM MODEL

A multi-physical model of the HSPMSM has been derived from a previous PMSM model devoted to ground applications [START_REF] Sareni | ³0RGHO VLPSOLILFDWLRQ DQG RSWLPL[END_REF]. This model has been extended in order to take all features related to the PMSM behavior at high speed operation. It includes:

x All characteristics related to the HSPMSM architecture: material types in each region (iron, magnet, sleeve, copper) and associated geometry parameters (i.e. radius length ratio, slot depth, slot width, number of pole pairs, number of slots per pole per phase, equivalent gap, magnet filling coefficient, etc.). Through this geometric model we estimate the HSPMSM mass ;

x An electric model based on the HSPMSM electrical variables (resistance, leakage and main inductances, magnetic flux, voltage) calculated from the HSPMSM geometrical features;

x A magnetic model specifying HSPMSM electromagnetic behaviour in each region (yoke, teethes, air gap, magnet) and magnet demagnetization characteristics.

x The total HSPMSM power losses includes: Joule, iron, aerodynamic and magnet losses;

x A thermal model giving the temperature in each HSPMSM part (copper, insulator, yoke, sleeve, magnet) from the corresponding power losses and from the external temperature imposed by the water jacket. This model also provides:

-the mass estimation of the HSPMSM cooling system; -a HSPMSM control strategy allowing maximum torque per Ampere with field weakening mode.

VSI MODEL

The VSI (Voltage Source Inverter) is a classical two-level structure (Fig. 1) associated with a Space

Vector Pulse Width Modulation (SVPWM) strategy.

The multi-physics VSI model includes:

x A time-frequency approach which allows the determination of the electrical variables (currents and voltages) in time and frequency domains at the VSI input and output. In particular, this approach quickly computes the time evolution of electric variables over a period of the modulation signal at steady state operation. From the SVPWM strategy and the knowledge of VSI switching states, HSPMSM stator voltages are constructed. Then, HSPMSM line currents are easily computed in frequency domain from the HSPMSM impedance using the fast Fourier transform. The corresponding time evolution of HSPMSM currents can also be obtained over the modulation signal period with the inverse fast Fourier transform. Finally, the DC current at the VSI input is deduced from HSPMSM currents and VSI switching states;

x A model of inverter losses including switching losses and conduction losses in diodes and IGBTs; x A geometrical model depending on the IGBT current rating, the dual pack component features and the cooling plate characteristics. This model gives an estimation of VSI and cooling plate masses;

x A thermal model providing the temperature in each component (diode, IGBT, casing) from the associated power losses and from the reference temperature imposed by the cooling plate.

INPUTFILTER MODEL

The input filter includes two cells as showed in Fig. 1. Its model contains:

x The geometrical and physical features of all filter components;

x A two-port network representation which allows the determination of electric variables at the filter input. The HVDC input voltage is given by the HVDC standard and the output filter DC current results from the VSI model.

Considering those given variables, the other complementary variables (i.e., the input filter HVDC current and the output filter voltage) are found through the two-port network impedance matrix.

x The computation of power losses in the filter elements (inductances, capacitors and resistors).

GLOBAL AND SEQUENTIAL SYSTEM OPTIMIZATION

The actuation system optimization has been carried out using three different approaches. The first two approaches have previously been applied in [START_REF] De Andrade | &RXGHUF 5 5XHOODQG ³0XOWL-level optimization of electrical environemental conditioning V\VWHPV IRU PRUH HOHFWULFDO DLUFUDIWV´ th Workshop on Optimization and Inverse 3UREOHPV LQ[END_REF].

x A local and sequential sizing of each part (i.e. the HSPMSM optimization followed by the VSI and input filter optimization);

x A global integrated design approach investigating the simultaneous sizing of all coupled components.

A third optimization approach based on an original multi-level formulation of the problem is also presented in section 4.

SEQUENTIAL OPTIMIZATION

x HSPMSM optimization

The optimal sizing of the HSPMSM has been formulated into a local optimization problem with:

-11 design variables related to the HSPMSM geometric features, electromagnetic variables and mechanical characteristics;

-11 constraints associated with geometrical variables, technological limits and temperature limits in the different motor parts (rotor: magnet, sleeve; stator: insulator, yoke); -2 objectives to be minimized: the HSPMSM mass and the total losses estimated over the flight mission.

Total HSPMSM losses are computed by weighting all losses on each mission point according to its occurrence during the flight.

x VSI and Input Filter optimization

The optimal sizing of the ³input filter + VSI´ set has been formulated into an optimization problem with:

-10 design variables related to the VSI (switching frequency, IGBT current rating) and the R, L, C components of the input filter;

-11 constraints associated with the input filter features, with VSI semiconductors and quality standards on the electrical network (HVDC network quality of low and high frequency currents, maximum ripple of input VSI voltage, maximum harmonic distortion of the HSPMSM);

-2 objectives to be minimized: the mass of the ³input-filter + VSI´ set and the total losses in this subsystem during the flight mission. The whole losses for this supply part include losses in the filter (R, L, and C losses) and VSI (switching and conduction losses).

x

Results

We have previously performed the sequential optimization by determining HSPMSM Paretooptimal configurations before optimizing the supply part. Those solutions are obtained from 10 independent runs of the NSGA-II evolutionary algorithm with a population size of 100 and number of generation of 500 and using a self-adaptive recombination [START_REF] Sareni | ³5HFRPELQDWLRQ DQG 6HOI-adaptation in Multiobjective *HQHWLF[END_REF]. Fig. 4-a compares the optimal tradeoffs found in the objective space (i.e. HSPMSM mass and losses) with a reference non-optimized solution. All variables are given in per unit (pu) for confidentiality reason. Even if some important gains on both HSPMSM objectives can be observed, we point out they could not be considered as significant at the system level since the supply part is not designed at this step. Then, the multi-objective optimization of the ³input filter +VSI´ set is also performed with regards to three particular HSPMSM configurations extracted from the previous Paretooptimal front. With respect to the reference HSPMSM solution, those configurations are chosen at the same level of mass (i. 

GLOBAL OPTIMIZATION

The global multi-objective optimization of all components is investigated in a single optimization loop. In comparison with both component optimization problems described in the previous VXEVHFWLRQV WKH FRPSOH[LW\ RI WKLV ³global problemí s significantly increased since all design variables and constraints are aggregated. Therefore, this new problem includes 21 design variables, 22 constraints and same 2 objectives. It is then solved using the NSGA-II with a population size of 100 and a number of generations of 1000. Pareto-optimal solutions obtained from this system optimization are illustrated in Fig. 4-c and compared with the three particular solutions resulting from the sequential optimization approach (combination by mass and losses additions of HSPMSM and VSI-input filter solutions of Fig. 4-a and Fig. 4-b). As expected, the global optimization of all components clearly outperforms the sequential optimization approach. However, it should be mentioned that convergence on the global optimization problem can be obtained in a reasonable time only if the optimal components found by the sequential approach are inserted in the NSGA-II initial population.

MULTI-LEVEL OPTIMIZATION

The optimal design of highly complex system that involves many disciplines and many fields of expertise cannot be achieved by a single company. Often, subcontractors are called for the design of certain components constituting the system, each one in its specific field. In this context, a global optimization appears very difficult to apply. However, the sequential approach provides some flexibility by performing a separate optimization of each component, but the results obtained in section 3.2 show a large difference between global and sequential approaches. In this part, a ³multi-level optimization´ method is proposed in order to find compromise solutions that draw near the global solutions and which ensure good convergence of the optimization problem while preserving benefits of the sequential approach in terms of structure.

Several approaches of multi-level optimization are proposed in [START_REF]& %HUEHFHD ³0XOWL-level approaches for optimal system design in railway applicDWLRQV´ Université desSciences et Technologie de Lille[END_REF]. Multi-level formulation adopted in this work is based on ATC formulation (Analytical Target Cascading) where the overall system partitioning can be done in several ways such as object or physics (discipline) based partitioning [START_REF] Tosserams | ³A specification languagefor problem partitioning in decompositionǦbased GHVLJQ RSWLPL[END_REF]. After partitioning the original problem, decision variables are categorized in linking variables common to two or more sub-problems and local variables specific to one of them.

The studied optimization problem is divided into two levels: low level (component level) includes +63060 SUREOHP DQG ³LQSXW ILOWHU 96,´ SUREOHP and an upper level (system level) which contains circuit parameters (p, R s , L sync , Ѱ) and switching The Target Cascading approach as presented in the literature [START_REF]LP ³7DUJHW FDVFDGLQJ LQ RSWLPDO V\VWHP GHVLJQ´[END_REF], assumes the knowledge of a system model to evaluate system objectives, thus a local optimization at this level without resorting to low levels is possible (Fig. 5). In our example, there is no model that allows the estimation of mass and total losses at the system level based on adopted system parameters (p, R s , L sync , Ѱ, f dec ). Therefore, a modification is here proposed with respect to the basic formulation: interactions between upper and low levels are clearly seen in Fig. 6.

FORMULATION OF THE MULTI-LEVEL OPTIMIZATION PROBLEM

The optimization problem is divided into two levels:

-Upper (system) level: circuit parameters of the HSPMSM model are themselves the linking variables between components; this appears a good reason to consider them as design parameters of the system level. The switching frequency is added to calculate electrical variables (current and voltage) between components and control sequences of the inverter; it allows a considerable gain in computational time of the ³LQSXW filter +VSIṕ roblem. At this level, mass and total losses of the whole system are optimized.

-Lower (component) level: the most important in this level is how to process targets cascaded from the Total system mass (pu)

Global optimization solutions

Sequential optimization solutions

system level. There are two distinguished cases:

x If system targets are input variables in the original problem of the component (section 3.1), they are considered as data (i.e. known variables) in the multi-level formulation. The pole pairs (p) in the HSPMSM problem is an example of this case;

x On the contrary, for system targets which are output of the component problem (e.g. R s , L sync and Ѱ in the HSPMSM problem), the differences between system targets and local calculated values are minimized with additional equality constraints.

In this level, two component problems are optimized:

x 7KH ³+63060 Sroblem´ is formulated in the same manner as in the sequential approach, with few differences:10decisionvariablesinstead of 11(the number of pole pairs p is deduced from the upper level), 15 constraints instead of 12 (three additional coordination constraints of targets: R s , L sync and Ѱ); x 7KH ³input filter + VSI problem´ UHTXLUHV 5 decision variables instead of 6 (switching frequency is deduced from the upper level) and 9 constraints instead of 11 (the maximum speed constraint and THDI HSPMSM constraints are verified at the upper level). Several variables are pre-calculated by the system level (input current and input voltage of the HSPMSM, control inverter sequences and its input current).

The optimization process involves the following steps:

x Generate a system design parameter vector (p, R s , L sync , Ѱ, f dec );

x Calculate the input currents and voltages of the HSPMSM, control inverter sequences and inverter input current;

x Send targets (p, R s , L sync , Ѱ, f dec ) to HSPMSM problem, switching frequency and precalculated variables to the ³LQSXW Iilter + VSIṕ roblem; x Run a local optimization of each component;

x Send local objectives (mass and total losses); and constraints to the XSSHU ³system´ level;

x Calculate the global objectives at system level.

This loop is redone several times depending on the setting of the optimization algorithm.

MULTI-LEVEL MULTI-OBJECTIVE OPTIMIZATION:

Multi-objective optimization applied to the ³FRPSRQHQW OHYHO´ SUREOHPV DULVHV DGGLWLRQDO GLIILFXOWLHV WR WKH ³V\VWHP OHYHO´ RSWLPL]DWLRQ algorithm. In the ordinary case, for a single individual there is only one solution returned by the -In the HSPMSM problem, equality constraints added to ensure the coherence with the system level targets influence the solution distribution on the Pareto front which becomes a packed front corresponding to a certain class of circuit (Fig. 7). This characteristic allows considering only one particular solution per front. To select this particular solution, different criteria can be used, such as: the minimal error relative to system targets or the minimal distance from ideal objectives; -In the ³LQSXW Iilter + VSI´ problem, as seen in section 3.1, the Pareto front has a particular shape (weak front).Thus, only the optimal solution with minimum mass is returned to the system level (Fig. 4-b). 
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. RESULTS

The multi-level optimization problem is solved using the NSGA-II at each level (system and component). It leads to intermediate results between the ³sequential´ and ³global´ approach (Fig. 8). The difference between multi-level approach and global approach solutions can be explained by the limited number of generations of the system level optimization problem (results obtained with only 50 generations). However, multi-level optimization is highly expensive with regard to the computational time (500 hours of CPU time in a standard computer). These disadvantages compared to the global approach can be compensated by the major interest of the multi-level approach in managing projects especially with confidentiality issues between the different project participants. The challenge of our multi-level approach is to minimize the computational time by reducing the number of generations of the system level.

CONCLUSION

In this paper, three optimization approaches have been proposed: a sequential approach with two optimization loops separating power supply and actuation parts. Then, a global optimization with a unique loop integrating all couplings between HVDC network and actuation application with respect to the flight mission has been presented: the global optimization of all components clearly outperforms the sequential optimization approach.

The last approach based on multi-level formulation of the problem is intermediate between both sequential and global approach. 
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 4 Fig. 4. Pareto-optimal configurations (a) HSPMSM optimal configurations (b) ³Input filter + VSI´ optimal configurations relative to three particular HSPMSM solutions (M1, M2, M3) (c) Optimal configurations obtained from sequential component or global system optimization frequency (f dec ) as decision variables and which ensures the coordination between component problems.
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 6 Fig.[START_REF] Sareni | ³5HFRPELQDWLRQ DQG 6HOI-adaptation in Multiobjective *HQHWLF[END_REF]. Adopted multi-level formulation analysis model to the algorithm, against in adopted multi-level formulation, N 1 ×N 2 system solutions are returned for each vector of design system parameters (where N 1 denotes the Pareto front size of the HSPMSM problem andN 2 the Pareto front size of the ³LQSXW Iilter + VSI´ problem).Nevertheless, by analyzing the Pareto fronts of component problems, specific properties can be observed for each case:
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 78 Fig. 7. Pareto front of HSPMSM problem with equality constraints.

System Optimal Design Model Analysis Model Component Optimal design model Component Optimal design model Analysis Model Analysis Mo Analysis Mo Analysis Model System O t Optima n Model Componen design model gn m Analysis Mo Analysis Model design mo gn mo Analysis Mo System Level Component Level f dec f dec f ^LJƐƚĞŵ WƌŽďůĞŵ ,^WD^D WƌŽďůĞŵ͗ &ŝůƚĞƌͲs^/ WƌŽďůĞŵ͗ Min M sys = M

  HSPMSM +M FIL-VSI P sys = P HSPMSM +P Fil-VSI X Global = [f dec , R s , L syn , p , Ѱ] Contraintes g 1 : Maximum speed constraint g 2 : THDI HSPMSMmax constraint