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The catalytic wet air oxidation (CWAO) of paracetamol on activated carbon was investigated both in an autoclave reactor and in a fixed bed column as a regenerative treatment of carbon after adsorption (sequential adsorption-oxidation process ADOX). Three activated carbons (ACs) from different source materials were used as catalysts: two microporous basic ACs (S23 and C1) and a meso-and micro-porous acidic one (L27). During the first CWAO experiment the adsorption capacity and catalytic performance of fresh S23 and C1 were higher than those of fresh L27 despite its higher surface area. This situation changed after AC reuse, as finally L27 gave the best results after five CWAO cycles. L27 also showed better oxidation performances and regeneration efficiency in the ADOX process, which could be explained by its physico-chemical properties. Finally, respirometry tests with activated sludge revealed that in the studied conditions the use of CWAO enhanced the aerobic biodegradability of reaction effluent.

Under the Directive 2000/60/EC, the European Union has identified a list of priority substances setting emission limit values and water quality objectives 1 . However, some molecules are only now being considered as potentially significant, but largely unregulated, pollutants. Those include pharmaceutical substances, which can induce biological effects on aquatic environment, whereas their long-term impact on human health even at low level is still unknown. Conventional treatment processes appear to be insufficient in eliminating sewage residuals and require additional efforts to achieve non-detectable concentrations 2 . Consequently, the occurrence of these molecules is being reported in wastewater plant effluents, rivers and lakes, and more rarely in groundwater and drinking water. In particular, paracetamol has been reported as the pharmaceutical compound present in largest concentration in French rivers 3 . The aim of this work is to study the feasibility of paracetamol degradation by a sequential process consisting in continuous adsorption on activated carbon (AC) followed by batch CWAO. The stability of the activated carbon and the biodegradability of effluents are studied.

EXPERIMENTAL Batch Autoclave Reactor for CWAO preliminary experiments

The first step of the study was the selection of suitable oxidation catalysts among three ACs from different source materials (carbon L27 from wood, S23 from coconut shell and C1 from casuarina), that were previously characterized in terms of physico-chemical properties and adsorption isotherms at room temperature. In a typical experimental run, 200 mL of 1 g/L paracetamol aqueous solution and 1 g of AC were added in a stirred autoclave (Parr Instruments), operating at 150°C and 3.5 bar of oxygen partial pressure (total air pressure of 20 bar). The experiments were performed batchwise for the liquid phase and were continuous for air, circulating with a flow rate of 60 L/h to ensure constant oxygen pressure. Prior to oxidation reactions, the ACs (0.8-1.0 mm) were saturated with paracetamol at 150°C under nitrogen atmosphere. The stirrer speed was set at 800 rpm to avoid catalyst attrition and prevent external mass transfer limitations. Five oxidation cycles were completed in each case in order to evaluate the catalyst efficiency and the biodegradability of resulting effluents.

Fixed-Bed Reactor for Adsorption-Oxidation cycles

A sequential process consisting in continuous adsorption on AC followed by batch CWAO was conducted on the same fixed bed set-up, oxidation achieving AC regeneration in mild conditions. The experimental setup was previously described 4 . The reactor was successively packed with 168 g of L27 and 340 g of S23 AC particles (1.25-1.40 mm sieved fraction). The adsorption step was operated at ambient conditions (25°C, atmospheric pressure). Solutions of 1 g/L and 2 g/L of paracetamol for L27 and S23 respectively were continuously introduced into the column by a dosing pump. The same pump was used to feed the column by recycling the reaction mixture from a pressurized tank during the oxidative regeneration step. The wall temperature was here set to 150 °C, and the oxygen partial pressure (P O2 ) was adjusted to 3.2 bar. The gas flow rate (50:50 O 2 :N 2 mixture) was 100 L/h (NTP) and the liquid flow rate was 2 L/h. Gas and liquid circulated cocurrently upward through the fixed bed. Three adsorption-oxidation cycles were completed for each AC.

Liquid sample analysis

Liquid samples for both processes were characterized using a HPLC equipped with a UV/Vis detector (Varian ProStar 310). Paracetamol was separated from oxidation intermediates on a Prontosil C 18 reversed phase column using a 90:10 mixture of acidified water (pH 2.2) and acetonitrile as isocratic mobile phase (flow rate of 0.25 mL.min -1 ). The detection of the compound was achieved at a wavelength of 254 nm.

The closed reflux colorimetric method was used to determine COD values. 2 mL of sample, diluted or not, was introduced into a commercially available digestion tube and the mixture was then heated 120 min at 150°C. The amount of oxidizing agent reduced was subsequently determined colorimetrically using a UV spectrophotometer (Hach Odyssey DR/2500) operating at 620 nm and expressed as COD.

AC characterization.

The surface area and pore volume of the carbons were measured from nitrogen adsorption isotherms at 77K, using an ASAP 2010 analyzer (Micromeritics). Specific surface area was calculated from BET plot for relative pressures between 0.01 and 0.2. Thermogravimetry analysis (TGA) was performed under nitrogen flow from room temperature to 700°C at a heating rate of 10°C/min (Q600 SDT, TA Instrument) in order to compare the amount of functional groups on the three carbons. Their acid/base properties were determined using the procedure proposed by Boehm 5 . 70 mL of 0.05 N NaOH or 0.05 N HCl solutions were added to 1 g of AC in a glass bottle. The bottles were degassed under N 2 , sealed and allowed to equilibrate for 3 days in a rotatory shaker. Then, the carbon was separated from the solution and 3 mL of each filtrate were titrated (DL 50, Mettler Toledo) using HCl or NaOH (0.05 N), as required. Each experiment was triplicated under identical conditions. The pH at the point of zero charge (pH PZC ) was measured by the pH drift method. 0.1 g of carbon was added to 20 mL of 0.1 mol/L NaCl solution, whose initial pH was adjusted with NaOH or HCl. The containers were flushed with N 2 , sealed and placed in a shaker for 24 h, after which the pH was measured. The PZC occurred when there was no change in the pH after contact with the carbon. Elemental analysis of the ACs was carried out using Thermo Finnigan Flash EA111 for CHNSO and lixiviation/ICP-AES (Jobin Yvon -Ultima 2R) for metals.

Biodegradability assessment

Respirometry tests were performed with activated sludge to assess the aerobic biodegradability and the possible inhibitory effect of paracetamol and its oxidation products. The apparatus consisted in a glass respirometry cell maintained at 26°C. Dissolved oxygen concentration and temperature were monitored continuously throughout the experiments. The respirometer was inoculated with biomass from the aeration tank of the Brax wastewater treatment plant (Toulouse, France). Sodium acetate was used as a biodegradable substrate and added before and after the injection of paracetamol or final effluents from batch CWAO. The procedure was as follows: a pulse of 98 mg COD/L of sodium acetate was first added. After the control substrate was consumed, a pulse of effluent with equivalent COD was injected. The last step consisted in the addition of the same pulse of acetate as in the first run. From integration of the Oxygen Uptake Rate (OUR) profiles, oxygen consumptions (OC) obtained with sodium acetate at the first run (sdt1) and with reaction mixture were compared. Biodegradability index was subsequently calculated according to equation 1. The toxicity of the effluent (eq. 2) was determined from the maximum values of the OUR curves (OUR max ) corresponding to the two additions of sodium acetate (std1 and std2).

OC OC 1 radability deg Bio % 1 std effluent 1 std ×         - - = (1) 100 OUR OUR OUR Toxicity % 1 std max 2 std max 1 std max ×         - = - - - (2)

RESULTS AND DISCUSSION

Preliminary studies in a Batch Autoclave Textural and chemical properties of fresh ACs: Table 1 and2 show the textural and chemical properties of the carbons. Among the investigated ACs, L27 has the highest surface area. S23 and C1 have very similar surface area but S23 is essentially a microporous carbon. The quantification of the carbon surface groups by Boehm titration reveals that L27 has also the greatest content of acidic and total surface groups. On the other hand, C1 has the greatest content of basic groups. TGA spectra confirm the results of Boehm titration with an increasing weight loss from S23 to C1 and from C1 to L27. In accordance with previous results, L27 is also found to have the lowest pH PZC and the highest oxygen content. Finally, the elemental analysis shows that all ACs have low metal contents, with a larger amount of Fe for C1. Selection of the best AC: Figure 1 shows the time concentration profiles during adsorption and oxidation using fresh ACs.

The adsorption equilibrium at 150°C was approximately reached after 2 hours when 86.7, 134.5 and 126.1 mg of paracetamol per g of AC were adsorbed on L27, S23 and C1 respectively. The adsorption of paracetamol appears here to be clearly disfavoured by the presence of acidic groups as lower paracetamol uptake is found with L27 AC despite a higher surface area. This conclusion is in accordance with those reported for phenol and some aromatic molecules for which a clear decrease in adsorption capacity is found when there are more acidic groups on the carbon surface 6,7 . An accepted mechanism for this phenomenon is the formation of water clusters through H-bonding with acidic (carboxylic) surface groups, which reduces AC adsorption capacity 7 . The adsorption results at 150°C are also in agreement with the isotherms obtained at 25°C (data not shown).

Then, after AC saturation under nitrogen, the CWAO reaction was started. The highest initial oxidation rate was obtained with fresh C1 carbon (3 mg/min) and the lowest one with L27 (1.6 mg/min). Table 3 shows the comparison of paracetamol adsorption, conversion and COD removal for the three fresh ACs. It is obvious that although a high conversion was obtained for all the ACs, the presence of acidic groups on L27 surface affected both the adsorption and the COD removal.

The stability of AC catalytic activity was tested by completing a series of five consecutive experiments (Figure 2). For S23 and C1 a large decrease of paracetamol conversion was observed after two oxidations, but it was rather constant for the last 3 cycles. For L27, paracetamol conversion was quite stable and only a slightly decrease was observed in the last cycle. In order to evaluate the role of the adsorption capacity of ACs on the degradation efficiency, the adsorbed amount of paracetamol at equilibrium after adsorption step was calculated for each catalyst and cycle (Figure 3). The adsorption capacity of L27 was more stable and it was only reduced by a factor 1.5 after five cycles. On the opposite, for S23 and C1 ACs the adsorption capacity strongly diminished during four or five cycles. There is some correspondence between the catalyst activity and the adsorption capacity as proved by the similarity of Figures 2 and3. The decrease of conversion and COD removal with each consecutive experiment, indicating the loss of catalytic activity but also the loss of adsorption capacity, is due to the deterioration of physico-chemical properties of ACs, as shown later. After five cycles the COD removal was only of 20 % or less for all the three ACs. At the end of the experimental series, the analysis of aged ACs (Table 1) showed that the BET surface area decreased by a factor of 3, 26 and 14 for L27, S23 and C1 respectively. Pore volume decreased too. Such a change in AC porous structure has already been reported during the CWAO of phenol and some of its derivatives, which has been attributed to the deposition of high-molecular weight organic compounds, blocking the access to micropores 4,8,9 . Such a phenomenom seems to be hindered by the presence of acidic surface groups 10 . Thermogravimetric analysis also reveals a different behaviour of fresh and aged catalysts. For the fresh catalysts, the weight loss between 200 and 700 °C is 14, 7 and 4 % for L27, C1 and S23 respectively due to the decomposition of some surface oxygenated groups attached to the ACs. For the aged catalysts, after water vaporization and release of physisorbed compounds (reactants and intermediates) at temperatures less than 200 °C, an even more significant weight loss is observed up to 700°C (28, 16 and 12 % for L27, C1 and S23 respectively). It corresponds thus not only to the calcination of surface groups, but also to the decomposition of some chemisorbed species of low volatilities, probably polymers formed by oxidative coupling reactions 8 .

In regard to the assessment of biodegradability of CWAO effluents, only a few works have been found to report this topic 11-14 . In order to compare the biodegradability of paracetamol and that of the effluent from batch oxidation on L27, a pulse equivalent to 98 mg COD/L of each was successively introduced into the respirometer (this COD value corresponds to 50 mg/L of paracetamol). Figures 4 and5 show the OUR profiles obtained for each experiment. After paracetamol had been added to the system (Figure 4), the oxygen consumption corresponding to sodium acetate was unchanged compared to the first run (19 mg/L). Same values of OUR max were also obtained for the two additions of control substrate.

Those results indicate that up to 50 mg/L, paracetamol is not toxic for the investigated biomass. On the other hand, the OUR profile corresponding to paracetamol is very flat, leading to an OC value equal to 2 mg/L. From equation (1), short term biodegrability of paracetamol is then estimated at 10%.

Figure 5 shows that the biodegradability of the oxidation effluent is higher than that of paracetamol solution (85% against 10% for paracetamol). No sign of toxic or inhibitory effect is detected with this reaction mixture. Although a detailed study of the reaction intermediates is not presented in this paper, it is obvious that the byproducts formed during the oxidation process are readily biodegradable substances. Figure 5. OUR profiles obtained with the effluent resulting from catalytic oxidation of paracetamol on L27.

Taken into account the catalyst preservation and the biodegradability enhancement of the effluent from L27 catalytic oxidation, the ADOX process was studied with L27. The S23 AC was also used as microporous catalyst for comparison purposes.

Sequential adsorption -CWAO of paracetamol on activated carbons in a fixed bed reactor

Contrary to an efficient application of the AD-OX sequential process for water treatment, the adsorption step was here conducted up to bed saturation in order to have a better knowledge and to estimate regeneration efficiency. While bed saturation could be achieved within one day with L27 (Figure 6), only three fourth of the theoretical capacity of S23 was obtained after 3 days when outlet concentration reached 95% of feed concentration (Figure 7). Moreover, adsorption being performed with stops during nights, the breakthrough curve of S23 shows a sharp decrease when starting feed solution owing to the slow diffusion of the molecule inside the microporous structure of S23. Following AC bed saturation, batch oxidations were performed but not detailed here. If an initially faster decrease of paracetamol concentration was observed with S23, full conversion of the molecule was only achieved within 12 hours compared to 4 hours for L27. This is in accordance with the results of the previous study performed in batch autoclave, showing L27 to be less efficient during the first oxidation, but giving better results after five CWAO cycles. More surprisingly, time-evolution of liquid phase COD exhibited a minimum, COD increasing after paracetamol was depleted. It resulted from the slow desorption of oxidation intermediates, main part of the pollutant being adsorbed on AC in this high solid loading recycle reactor.

After about 15 hours of oxidation, a 43% recovery of the initial adsorption capacity could be achieved for L27 (Figure 6), while only 13% for S23 (Figure 7, second breakthrough). On the other hand, as shown in Figure 7 (third breakthrough), a longer oxidation time could significantly improve the regeneration efficiency of S23 (up to 39% after 30 h). For L27 a large loss of AC adsorption capacity occurred between 1 st and 2 nd cycle, but afterwards, the bed efficiency remained approximately stable.

CONCLUSION A sequential -Adsorption-Batch CWAO -process has been investigated for the treatment of water effluent containing paracetamol. Three activated carbons have been compared both as adsorbent and catalyst of CWAO for their own regeneration. As a preliminary work the two steps, adsorption and batch CWAO, have been investigated in autoclave reactor to give information on AC evolution during successive adsorption and CWAO cycles. The initial catalyst activity seems to be tied to the adsorption capacity of the ACs with better (and similar) performances of C1 and S23 compared to L27 during the first oxidation. The reuse of catalyst in consecutive runs has shown a rapid deterioration in catalyst performance. After 5 CWAO cycles, a large loss of BET surface area is observed for all ACs, especially the ones exhibiting the lowest mesoporous/microporous ratios and basic character (C1 and S23). This is due to the formation of heavy compounds (polyphenols) irreversibly adsorbed on AC surface and blocking the micropores, as confirmed by TGA analysis before and after oxidation. This preliminary investigation has allowed the selection of the mesoporous AC better than the microporous ones, for the sequential AD-OX process in fixed bed reactor, due to better ageing and despite lower initial performances. Three successive AD-OX cycles with L27 have been carried out showing quasi stabilisation between runs 3 and 2 after an initial strong adsorption loss at run 2 compared to run 1. Res.,44 (25), 9513-9523. 5-Boehm, H.P. (1994) Some aspects of the surface chemistry of carbon blacks and other carbons, Carbon, 32 (5), 759-769. 6-Coughlin, R.W., Ezra, F.S. (1968) Role of surface acidity in the adsorption of organic pollutants on the surface of carbon, Environ. Sci. Technol., 2 (4), 291-297. 7-Franz, M., Arafat, H.A., Pinto, N.G. (2000) Effect of chemical surface heterogeneity on the adsorption mechanism of dissolved aromatics on activated carbon, Carbon, 38 (13), 1807-1819. 8-Suarez-Ojeda, M.E., Stuber, F., Fortuny, A., Fabregat, A., Carrera, J., Font, J. (2005) Catalytic wet air oxidation of substituted phenols using active carbon catalyst, Appl. Catal. B, 58, 107-116. 9-Santos, A., Yustos, P., Rodriguez, S., Garcia-Ochoa, F. (2006) Wet oxidation of phenol, cresols and nitrophenols catalyzed by activated carbon in acid and basic media. Appl. Catal., B, 65, 269-281. 10-Quintanilla, A., Casa, J.A., Rodriguez, J.J. (2007) Catalytic wet air oxidation of phenol with modified activated carbons and FE/activated carbon catalysts, Appl. Catal., B, 76, 135-145. 11-Suárez-Ojeda, M.E., Fabregat, A., Stüber, F., Fortuny, A., Carrera, J., Font, J. (2007) Catalytic wet air oxidation of substituted phenols: Temperature and pressure effect on the pollutant removal, the catalyst preservation and the biodegradability enhancement, Chem. Eng. J., 132, 105-115. 12-Suárez-Ojeda, M.E., Kim, J., Carrera, J., Metcalfe, I., Font, J. ( 2007) Catalytic and non-catalytic wet air oxidation of sodium dodecylbenzene sulfonate: Kinetics and biodegradability enhancement, J. Hazard. Mater., 144, 655-662. 13-Suárez-Ojeda, M.E., Guisasola, A., Baeza, J., Fabregat, A., Stüber, F., Fortuny, A., Font, J., Carrera, J. (2007) Integrated catalytic wet air oxidation and aerobic biological treatment in a municipal WWTP of a high-strength ocresol wastewater, Chemosphere, 66, 2096-2105. 14-Suárez-Ojeda, M.E. (2006) Catalytic wet air oxidation coupled with an aerobic biological treatment to deal with industrial wastewater, Ph.D. Thesis, Universitat Rovira i Virgili, España, 164 p.
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Figure 1 .

 1 Figure 1. Adsorption and CWAO of paracetamol on fresh ACs. Conditions: T = 150°C, P O2 = 3.2 bar, C 0 = 1000 mg/L, w cat = 1 g.

Figure 2 .

 2 Figure 2. Conversion and mineralization of paracetamol using recycled ACs. Conditions: T = 150°C, P O2 = 3.2 bar, C 0 = 1000 mg/L, w cat = 1 g, t oxidation = 2 h.

Figure 3 .

 3 Figure 3. Adsorbed amount of paracetamol on recycledACs (mg/g AC ).

Figure 4 .

 4 Figure 4. OUR profiles obtained with paracetamol solution (50 mg/L, before batch oxidation).

Figure 6 .

 6 Figure 6. Successive breakthrough curves on L27 (C in =1 g/L, Q L = 6.5 L/h, w AC =168 g, T = 25°C).

Figure 7 .

 7 Figure 7. Successive breakthrough curves on S23 (C in =2 g/L, Q L = 6.5 L/h, w AC = 340 g, T = 25°C).
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Table 1 .

 1 Textural properties of ACs.

	AC	BET surface area, m 2 /g	Microporous volume, cm³/g	Mesoporous volume, cm³/g	r	Average pore diameter, Å	Apparent particle density, g/L
				Fresh ACs			
	L27	1860	0.77	0.48	0.62	25	552
	S23	1180	0.47	0.05	0.11	17	1024
	C1	1230	0.53	0.26	0.49	22	799
			Aged ACs after 5 oxidations in batch autoclave	
	L27	560	0.23	0.04	0.17	18	n.a.
	S23	45	0.02	0.006	0.30	21	n.a.
	C1	85	0.04	0.09	2.3	46	n.a.
	r = mesoporous/microporous ratio, n.a. = not available			

Table 2 .

 2 Surface groups, pH PZC and elemental analysis of fresh ACs.

		acid	basic	total surface		%weight loss	%C %H %N %S %O %Ash %Fe %Cu
	AC	groups, mmol/g	groups, mmol/g	groups, mmol/g	pH PZC	between 200 and 700ºC		
	L27	2.11	0.80	2.91	6-6.2	13.8	71.1 2.5 0.3 -19.3 8.3 0.008 0.011
	S23	0.40	0.96	1.36	9-9.1	4.2	92.3 0.6 0.3 -2.3	3.2 0.012 0.007
	C1	0.12	2.13	2.25	11	6.6	86.5 0.8 0.3 -3.4	nd 0.064 0.005

Table 3

 3 

		. Paracetamol adsorption, conversion and COD
	removal with the fresh ACs (T = 150 °C, P O2 = 3.2 bar, C 0 = 1000 mg/L, w cat = 1 g, t oxidation = 2 h).
	CA	q e (mg/g)	Paracetamol conversion * (%)	COD removal * (%)
	L27	87 ± 2	89 ± 1	41
	S23	135	95	60
	C1	126 ± 4	98 ± 0	66

*calculated from initial and final concentrations (respectively COD values) of oxidation step
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