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INTRODUCTION

Proton-exchange membrane fuel cells (PEMFCs) are considered as suitable devices to contribute to the CO2 neutrality targets, [START_REF] Van Der Spek | Perspective on the hydrogen economy as a pathway to reach net-zero CO2 emissions in Europe[END_REF] and have gained much attention for use in heavy-duty and longdistance transportation due to the high gravimetric energy density of hydrogen. [START_REF] Cullen | New roads and challenges for fuel cells in heavy-duty transportation[END_REF] Notwithstanding, the massive implementation of PEMFCs is still hindered by technical barriers that need to be overcome, including performance, durability, cost and fuel efficiency. [START_REF] Kodama | Challenges in applying highly active Pt-based nanostructured catalysts for oxygen reduction reactions to fuel cell vehicles[END_REF][START_REF] Jiao | Designing the next generation of proton-exchange membrane fuel cells[END_REF] In fact, the performance of a PEMFC has an important dependency on the catalyst layers, [START_REF] Ahn | Differences in the Electrochemical Performance of Pt-Based Catalysts Used for Polymer Electrolyte Membrane Fuel Cells in Liquid Half-and Full-Cells[END_REF] which usually possess high Pt loadings specially at the cathode, where the sluggish oxygen reduction reaction (ORR) takes place.

Therefore, tailoring high-performance Pt-based electrocatalysts for the ORR is of paramount importance, which current target is to use 0.1 gPGM/kW (platinum-group metal, PGM) for automotive and 0.3 gPGM/kW for heavy-duty transport applications. [START_REF] Cullen | New roads and challenges for fuel cells in heavy-duty transportation[END_REF] A widely used strategy to increase the activity of ORR electrocatalysts is by alloying Pt with late transition metals (usually Ni, Co, Fe, Cu, etc), which also decreases simultaneously the amount of Pt. [START_REF] Ahn | Differences in the Electrochemical Performance of Pt-Based Catalysts Used for Polymer Electrolyte Membrane Fuel Cells in Liquid Half-and Full-Cells[END_REF] However, the long-term stability of these materials represents a crucial issue that must be overcome. [START_REF] Zhao | Materials Engineering toward Durable Electrocatalysts for Proton Exchange Membrane Fuel Cells[END_REF][START_REF] Borup | Recent developments in catalyst-related PEM fuel cell durability[END_REF] In this context, Pt-rare earth metal (Pt-REM) alloys have been proposed as a promising family of highly active/stable electrocatalysts for the ORR. [START_REF] Greeley | Alloys of platinum and early transition metals as oxygen reduction electrocatalysts[END_REF] Theoretical studies suggested that the exceptionally negative formation energy of Pt-REM alloys represents a kinetic barrier to diffusion of the REM atom, and impedes the alloy degradation. [START_REF] Greeley | Alloys of platinum and early transition metals as oxygen reduction electrocatalysts[END_REF][START_REF] Vej-Hansen | Correlation between diffusion barriers and alloying energy in binary alloys[END_REF] Experimental evidence with bulk sputter-cleaned polycrystalline electrodes [START_REF] Stephens | Oxygen Electroreduction Activity and X-Ray Photoelectron Spectroscopy of Platinum and Early Transition Metal Alloys[END_REF][START_REF] Escudero-Escribano | Pt5Gd as a highly active and stable catalyst for oxygen electroreduction[END_REF][START_REF] Malacrida | Enhanced activity and stability of Pt-La and Pt-Ce alloys for oxygen electroreduction: the elucidation of the active surface phase[END_REF][START_REF] Escudero-Escribano | Tuning the activity of Pt alloy electrocatalysts by means of the lanthanide contraction[END_REF] and unsupported nanoparticles (NPs) [START_REF] Hernandez-Fernandez | Mass-selected nanoparticles of PtxY as model catalysts for oxygen electroreduction[END_REF][START_REF] Velázquez-Palenzuela | The enhanced activity of mass-selected PtxGd nanoparticles for oxygen electroreduction[END_REF] revealed that the high activity of these alloys (including the cubic structure Pt3Y system) stems from the formation of a specific structure, in which the Pt-REM alloy is protected by a Pt-rich overlayer, [START_REF] Pedersen | Probing the nanoscale structure of the catalytically active overlayer on Pt alloys with rare earths[END_REF] which experiences a lateral compressive strain. [START_REF] Escudero-Escribano | Pt5Gd as a highly active and stable catalyst for oxygen electroreduction[END_REF][START_REF] Pedersen | Probing the nanoscale structure of the catalytically active overlayer on Pt alloys with rare earths[END_REF] Indeed, the surface specific ORR activity showed an exponential dependence on the degree of compressive strain in the Pt-REM alloys. [START_REF] Hernandez-Fernandez | Mass-selected nanoparticles of PtxY as model catalysts for oxygen electroreduction[END_REF][START_REF] Velázquez-Palenzuela | The enhanced activity of mass-selected PtxGd nanoparticles for oxygen electroreduction[END_REF] Escudero-Escribano et al. [START_REF] Escudero-Escribano | Tuning the activity of Pt alloy electrocatalysts by means of the lanthanide contraction[END_REF] correlated the ORR specific activity of Pt5REM sputter-cleaned polycrystalline electrodes (REM = La, Ce, Sm, Gd, Tb, Dy, Tm) to the ex situ measured Pt lattice parameter. Pt5REM forms a hexagonal crystalline structure, the atomic arrangement of which stabilizes the so-called kagome layer. [START_REF] Pedersen | Probing the nanoscale structure of the catalytically active overlayer on Pt alloys with rare earths[END_REF] This particular configuration presents an unusual CaCu5like structure that accommodates the alloying elements of different atomic radius in a different way from face centered cubic (FCC) or hexagonal close packed (HCP) alloys, to form uniform bond lengths between Pt-Pt, Pt-REM and REM-REM: [START_REF] Pedersen | Probing the nanoscale structure of the catalytically active overlayer on Pt alloys with rare earths[END_REF] the CaCu5 structure consists of alternating layers of Pt2REM and Pt3 layers. The pure Pt layers in bulk Pt5M alloys have hollow vacancy-like spaces at positions below and above the REM atoms. This results in a compressed Pt overlayer despite alloying Pt with larger REM atoms, which can be explained by the hexagonal symmetry of both the Pt(111) surface and the Pt5REM bulk structure. In fact, the lattice parameter a in the hexagonal structure continues its contraction while moving towards the so-called lanthanide contraction, but the b and c lattice parameters are considerably different due to the different reorganization of the atoms. Namely, for Pt-REM alloys with the CaCu5-like structure, the unit cell a will contract (shorter Pt-Pt distances) as the REM covalent radii decreases (lanthanide contraction). [START_REF] Escudero-Escribano | Tuning the activity of Pt alloy electrocatalysts by means of the lanthanide contraction[END_REF] Ex situ measurements of the imposed compressive strain in the Pt lattice revealed that the specific ORR activity is highest at a contraction of -3 %, respect to Pt bulk. [START_REF] Escudero-Escribano | Tuning the activity of Pt alloy electrocatalysts by means of the lanthanide contraction[END_REF] Nevertheless, the limited availability of carbon-supported Pt-REM nanostructures has restricted the transposition of the results obtained on model extended surfaces to practical PEMFCs. Indeed, synthesis of nanoparticle Pt-REM alloys is challenging due to the highly negative standard redox potential of rare earth metals (far beyond the stability range of water) and their high oxophilicity, which favours formation of REM oxygen-containing species instead of alloys. [START_REF] Hu | Mechanistic Insights into the Synthesis of Platinum-Rare Earth Metal Nanoalloys by a Solid-State Chemical Route[END_REF] Although recent synthesis approaches [START_REF] Hu | Mechanistic Insights into the Synthesis of Platinum-Rare Earth Metal Nanoalloys by a Solid-State Chemical Route[END_REF][START_REF] Hu | Synthesis of Pt-Rare Earth Metal Nanoalloys[END_REF][START_REF] Kanady | Synthesis of Pt3Y and Other Early-Late Intermetallic Nanoparticles by Way of a Molten Reducing Agent[END_REF][START_REF] Itahara | Synthesis of Carbon-Supported Intermetallic Pt5Ce Compound Nanoparticles via a Water-Based Impregnation Route[END_REF] have enabled the preparation of carbon-supported Pt-REM nanoalloys, their reported ORR mass activity (between 0.3 -0.7 A mgPt -1 ) [START_REF] Gunji | Atomically Ordered Pt5La Nanoparticles as Electrocatalysts for the Oxygen Reduction Reaction[END_REF][START_REF] Campos-Roldán | Platinum-Rare Earth Alloy Electrocatalysts for the Oxygen Reduction Reaction: A Brief Overview[END_REF][START_REF] Campos-Roldán | Influence of the Carbon Support on the Properties of Platinum-Yttrium Nanoalloys for the Oxygen Reduction Reaction[END_REF] is far below that of unsupported 9 nm PtxY 14 NPs (3.05 A mgPt -1 ) or 8 nm PtxGd 15 NPs (3.60 A mgPt -1 ). Therefore, further understanding and optimization of Pt-REM/C nanoalloys are still needed.

In situ and/or operando techniques, such as X-ray diffraction (XRD), X-ray absorption spectroscopy (XAS), online inductively coupled plasma mass spectrometry (ICP-MS), etc., are essential tools to understand electrocatalyst behaviour in real or simulated electrochemical environments of the application device. Indeed, it is largely accepted that fundamental reactivity descriptors (e.g. surface strain, chemistry and/or crystallinity) of Pt-based electrocatalysts measured and tailored ex situ are not necessarily conserved in situ [START_REF] Timoshenko | In Situ/Operando Electrocatalyst Characterization by X-ray Absorption Spectroscopy[END_REF][START_REF] Sasaki | Synchrotron-Based In Situ Characterization of Carbon-Supported Platinum and Platinum Monolayer Electrocatalysts[END_REF][START_REF] Chattot | Electrochemical Strain Dynamics in Noble Metal Nanocatalysts[END_REF][START_REF] Kawaguchi | Electrochemically Induced Strain Evolution in Pt-Ni Alloy Nanoparticles Observed by Bragg Coherent Diffraction Imaging[END_REF] due to surface reconstruction in the particular environment of the PEMFC cathode on operation. [START_REF] Timoshenko | In Situ/Operando Electrocatalyst Characterization by X-ray Absorption Spectroscopy[END_REF][START_REF] Fuchs | Structure dependency of the atomic-scale mechanisms of platinum electro-oxidation and dissolution[END_REF] Indeed, to the best of our knowledge, such In situ and/or operando techniques has never been used to investigate this promising novel class of Pt-REM/C nanoalloys.

In this contribution, we describe the synthesis and extensive characterization of carbon-supported Pt-Nd nanoalloys. By adjusting the quantity of the Nd chemical precursor during the synthesis, the Pt:Nd composition in the final electrocatalyst was systematically modulated and the ORR activity was tailored. Two Pt-Nd/C electrocatalysts of different crystal structure were selected on the basis of their high ORR activity, and were investigated by means of an extensive range of combined ex situ (WAXS, XAS, HRTEM, STEM/EELS, ICP-MS) and operando (WAXS) techniques. The ex situ and operando structural properties of the selected materials were rationalized and compared, to shed new light on the operando structure-activity-stability relationships of carbon-supported Pt-REM nanoalloys.

RESULTS AND DISCUSSION

We have prepared Pt-Nd/C nanoalloys using the carbodiimide complex route proposed by Hu et al. [START_REF] Hu | Synthesis of Pt-Rare Earth Metal Nanoalloys[END_REF] with some modifications [START_REF] Campos-Roldán | Rational Design of Carbon-Supported Platinum-Gadolinium Nanoalloys for Oxygen Reduction Reaction[END_REF][START_REF] Campos-Roldan | Enhancing the activity and stability of carbon-supported platinum-gadolinium nanoalloys towards the oxygen reduction reaction[END_REF] (see Supplementary Information S1). Firstly, five Pt:Nd atomic ratios (16.5:1, 7.8:1, 6.1:1, 5.7:1 and 5.4:1) were obtained by systematically varying the Nd precursor content in the synthesis. The PtxNd/C catalyst series prepared was subsequently characterized by means of XRD, ICP-MS and electron microscopy, and their electrocatalytic activity was investigated using the RDE technique in 0.1 M HClO4 electrolyte (see Supplementary Information S6). This preliminary screening revealed that the Pt7.8Nd/C and Pt6.1Nd/C electrocatalysts present the highest activity for the ORR among the series (0.55 A mgPt -1 and 0.63 A mgPt -1 at 0.9 VRHE, respectively), surpassing the reference Pt/C material from Johnson-Matthey (0.24 A mgPt -1 ). Interestingly, and despite relatively close overall chemical composition and ORR activity, the crystalline structures of these two materials revealed by XRD are different, with Pt6.1Nd/C presenting only the Pt5Nd hexagonal phase and Pt7.8Nd/C a mixture of cubic Pt, cubic Pt2Nd and hexagonal Pt5Nd phases. These two electrocatalysts were selected as model samples for a more comprehensive understanding of the structure-activity-stability trends in this class of nanoalloys.

Rietveld full profile refinement of the wide-angle synchrotron X-ray scattering (WAXS) patterns of Pt7.8Nd/C and Pt6.1Nd/C collected ex situ, see Figure 1a, confirms the above results obtained from laboratory-source XRD. Quantitative phase analysis indicates that the Pt7.8Nd/C sample comprises 51 wt.% hexagonal Pt5Nd, 37 wt.% FCC Pt and 12 wt.% cubic Pt2Nd crystalline phases, and that the Pt6.1Nd/C sample is 100 wt.% hexagonal Pt5Nd crystal structure. Further microstructural parameters, such as the lattice constants of these phases and their associated coherent domain sizes, were extracted from the Rietveld refinement, and are shown in Table 1.

Compared to the reference Pt/C electrocatalyst, the nearest neighbour Pt-Pt distances are shorter in the Pt2Nd and Pt5Nd crystalline arrangements, corresponding to a compressive strain of ca. -2% and -3%, respectively. High resolution TEM overviews and the corresponding power spectrum on isolated NPs, Figure 1b andc, resolve the atomic arrangements in both materials, where the Pt5Nd (0001) and the Pt5Nd (011 ̅ 0) crystalline planes are observed for Pt6.1Nd/C and Pt7.8Nd/C, respectively. For both electrocatalysts, the results of combined HAADF-STEM and EELS analyses, Figure 1d and1e, also confirm the presence of both Pt and Nd in the NPs. Due to the difference between the Pt and Nd dissolution potentials and the post-synthesis acidic wash (4 h in N2-saturated 0.5 M H2SO4), it is expected the stabilization of a Pt-rich shell surrounded the alloy structure. [START_REF] Gan | Understanding and controlling nanoporosity formation for improving the stability of bimetallic fuel cell catalysts[END_REF] Based on the computed phase diagram of the possible structures and their associated stabilities (see the Supplementary Information S9), a pure Pt monolayer over the Pt5Nd alloy (Pt5Nd@Pt) is a quite stable structure. Considering that the thickness of an atomic monolayer of Pt is ∼ 0.2 nm, and that the probe size and the probe step in the HAADF-STEM/EELS were 0.5 nm and 0.4 nm respectively, the detection of one atomic Pt monolayer is clearly below the detection limit of the microscope used. Therefore, the presence of Pt5Nd@Pt with a thinner Pt overlayer or structures with Pt-rich multilayers cannot be ruled out.

The near-surface composition was investigated by XPS. Figure 2a shows the Pt 4f photoemission lines, which indicates the predominance of the Pt metallic state at the near-surface region in all cases (the survey spectra and the Nd 3d photoemission lines are given in the Supplementary Information S7). However, the binding energy position of the Pt metallic doublet in Pt7.8Nd/C and Pt6.1Nd/C is downshifted with respect to that of the Pt/C reference, suggesting a modification of the Pt electronic structure. The alloy formation energy (ΔH°Pt5Nd = -55 kJ g -1 atom -1 ) [START_REF] Guo | Standard Enthalpies of Formation of Neodymium Alloys, Nd + Me (Me = Ni, Ru, Rh, Pd, Ir, Pt), by High-Temperature Direct Synthesis Calorimetry[END_REF] correlates with the difference in electronegativity between the alloying metals, [START_REF] Liu | Understanding Chemical Bonding in Alloys and the Representation in Atomistic Simulations[END_REF] Interestingly, in the Pt5Nd@Pt structure model, the Pt atom of the monolayer just above the Nd atom appears to be electron-enriched, while Nd undergoes an electron loss (Figure 2d), suggesting a strongly polarized bond between Pt δ-and Nd δ+ . In fact, the surface work function of Pt5Nd@Pt (5.53 eV) is computed to be lower than that of Pt (111) (5.70 eV), which confirms electronic enrichment of the surface. This increased electron density on Pt might be reflected in the downshift observed by XPS in the Pt 4f region (Figure 2a). The computed projected densities of states (PDOS), c.f. Figure 2d, exhibits a strong narrow peak for the Pt located on top of the subsurface Nd (associated with the Pt-𝑑 𝑧 2 orbital), which suggests a decrease of its orbital overlaps with the surrounding atoms, in agreement with the formation of a Pt-Nd partially ionic bond. Thus, this Pt site on Pt5Nd@Pt has a specific reactivity between a delocalized surface and an isolated atomic structure.

In the case of the Pt5Nd@5-Pt structure, although the Pt atoms at the interface with Pt5Nd create similar bonding associated with a charge transfer from Nd toward the closest Pt atoms as for the case of Pt5Nd@Pt, no significant charge transfer from Nd is found to occur beyond the two first neighboring Pt layers. However, the Pt atoms at the surface still experience compressive strain, induced by the epitaxy on the Pt5Nd alloy. Thus, the modification of the surface electronic properties is due to an increase of the d-band width compared to Pt (111), which results from the stronger d-orbital overlapping, [START_REF] Filhol | Stress induced nanostructure in a Pd monolayer on Ni(110): a first principles theoretical study[END_REF] as is confirmed by the corresponding PDOS shown in Figure 2d.

In both cases, the electronic modifications close to the Fermi level will induce changes in the surface reactivity, and modulate the adsorption energies of adsorbates. [START_REF] Filhol | Understanding the High Activity of a Nanostructured Catalyst Obtained by a Deposit of Pd on Ni: First Principle Calculations[END_REF][START_REF] Filhol | Highly Strained Structure of a Four-Layer Deposit of Pd on Ni(110): A Coupled Theoretical and Experimental Study[END_REF] At this point and based on the ex situ characterization of Pt6.1Nd/C and Pt7.8Nd/C, it might be expected that both electrocatalysts are particular active for the ORR. However, the observed activity enhancement, in terms of mass activity, is only ca. 3-fold respect to the Pt/C benchmark.

Operando WAXS measurements were carried out to follow any modification of the electrocatalyst structure during the electrochemical operating conditions. Conventional thin-film electrodes (20 μgPt cm -2 geo) on glassy carbon substrates were mounted in a dedicated X-ray-transparent electrochemical flow cell described in a previous contribution [START_REF] Chattot | Electrochemical Strain Dynamics in Noble Metal Nanocatalysts[END_REF] 3 and4, respectively.

In the case of Pt6.1Nd/C, Figures 3a-b show that the first cathodic scan (from the OCP to 0.05 VRHE) triggers the sudden growth of a pure Pt FCC phase. This crystalline phase (initially absent from the pristine sample) further evolves as soon as the electrode potential passes below 0.32 VRHE (Figure 3b) and reaches a stable weight fraction of ca. 20 wt.% after only one second. For Pt7.8Nd/C, Figures 4a-b show that, during the first cathodic scan, the pure Pt FCC phase (already present in the pristine sample) further increases once the electrode potential passes below 0.80 VRHE and reaches a stable weight fraction of ca. 65 wt.% after ca. 10 seconds. The Pt2Nd cubic phase that was detected in the pristine Pt7.8Nd/C sample was not observed operando, but rather an increased fraction of the Pt FCC instead. This suggests the Pt2Nd phase converted to Pt FCC during the hold of the electrode at OCP (ca. 20 min during cell alignment with the X-ray beam), highlighting the low stability of the Pt2Nd crystalline structure under the electrochemical conditions.

For both samples, the origin of the Pt atoms constituting the growing Pt FCC phase might be correlated with the evolution of the individual phase intensities or scale factors (Figure 3c and4c).

However, the appearance of the Pt FCC phase is not correlated to the change in the intensity of Pt5Nd, which suggests that the origin of the Pt FCC comes from the electrochemical reduction of an amorphous phase containing Pt (e.g., amorphous Pt oxides). The slight decrease of the Pt5Nd phase intensity during the subsequent electrochemical activation suggests, in both cases, possible phase conversion from the hexagonal Pt5Nd to Pt FCC, but only to a minor extent. Otherwise, the multilayer deposits could nucleate into pure Pt NPs. For Pt7.8Nd/C, the results of Figure 4d indicate that during the electrochemical activation the average coherent domain size of the Pt5Nd phase seems almost constant (ca. 3 nm), however, the coherent domain size of the Pt FCC phase seems to increase from ca. 3 nm to ca. 5 nm. This increase in size might also be related to the conversion of Pt2Nd to Pt FCC. For both electrocatalysts, the refined average lattice parameter of the Pt FCC phase, aPtFCC, is smaller relative to the reference Pt/C (dashed black line in Figures 3e and4e), indicating that this crystalline phase is under compressive strain. The compressive strain in both cases reaches ca. -0.4 % at the end of the electrochemical activation. Notwithstanding, the operando average strain is significantly lower than that measured ex situ. The model derived from DFT proposes that as the Pt shell thickness increases (higher number of Pt layers over the Pt5Nd structure) the Pt-Pt interatomic distances through the z-axis increase (lattice dilation, see Figure S11 in the Supplementary Information S9), while the surface Pt atoms experience lateral compressive strain along the x-y plane. The average residual strain is approximately -0.89 %, suggesting a counterbalance between compressive and tensile strain.

The structural evolution of the PtxNd/C electrocatalysts was followed through an accelerated degradation test (ADT), c.f. Figure 5, that used 5,000 square-wave potential cycles between 0.6-0.95 VRHE [START_REF] Stariha | Recent Advances in Catalyst Accelerated Stress Tests for Polymer Electrolyte Membrane Fuel Cells[END_REF] (see the Figure S1 in the Supplementary Information S3). The ADT was carried out under both N2-and O2-saturated 0.1 M HClO4, although no significant structural difference was observed for catalysts aged in these different atmospheres over 5,000 cycles.

For Pt6.1Nd/C, the phase weight fraction of the Pt5Nd alloy decreases slightly from ca. 75 % to 70 % after 5,000 cycles, and the FCC Pt phase weight fraction increases from ca. 25 % to 30 % after the ADT. The most pronounced phase transitions take place during the first 500 electrochemical cycles, little further modification occurring thereafter. The average coherent domain size of the Pt FCC phase grew during the ADT from ca. 3 nm to 3.25 nm The aPtFCC is shorter respect to the Pt reference during the ADT, pointing out a compressive strain, which is gently relaxed at the end of the ADT. The HAADF-STEM micrographs and the EELS chemical profiles after the ADT, c.f. In contrast, in the case of Pt7.8Nd/C, the Pt FCC phase is clearly predominant (ca. 75 %wt.) relative to the Pt5Nd alloy (ca. 25 %wt.). This behaviour is constant along the whole ADT. The average coherent domain size of the Pt FCC phase, indeed, increases with the cycle number, indicating the formation of bigger Pt crystalline domains during the ADT, from ∼ 5 nm to ∼ 6.5 nm. At the end of the ADT, the trend follows an upward behaviour, suggesting the continuous increment of the Pt crystalline domains. Meanwhile, the lattice parameter aPtFCC indicates a trend towards lattice relaxation as the cycle number increases. The STEM micrographs and the EELS chemical profiles after the ADT shown in Figure 5d and Supplementary Information S10 reveal the predominance of hollow Pt structures, these architectures corresponding to the dominant Pt FCC phase. Clearly, the growing coherent domain size trend testifies to the loss of the Pt-Nd alloy, and the stabilization of Pt hollow architectures. Interestingly, the EELS mapping shown in Figure 5d (ADT@O2) reveals the presence of solid core/shell NPs with a Pt-rich shell of ca. 1 nm thick (∼ 5 Pt atomic layers, see Supplementary Information S10), and some domains of the hollow structures maintained the Pt-Nd alloy, supporting the operando WAXS results.

In addition to the structure/morphological evolution in the Pt-Nd electrocatalysts, the electrochemical strain dynamics were followed throughout the ADT, see Figure 6a andb. It has been reported that the origin of the electrochemical strain dynamics in NPs comes from the adsorption processes that take place at the electrode/electrolyte interphase, [START_REF] Chattot | Electrochemical Strain Dynamics in Noble Metal Nanocatalysts[END_REF] Pt oxidation dynamics. [START_REF] Martens | Probing the Dynamics of Platinum Surface Oxides in Fuel Cell Catalyst Layers Using in Situ X-ray Diffraction[END_REF] The results of Figure 6a indicate that, strikingly, the lattice expansion is attenuated in both the Pt-H and Pt-O regions for Pt6.1Nd/C vs. the Pt/C reference, in agreement with a lower H and OH surface coverage, respectively, evoking weaker adsorption energy of both species. This tendency is maintained at the end of the ADT, so confirming by operando measurements the benefit of the Pt-Nd alloy. For Pt7.8Nd/C, even though the strain dynamics in the Pt-H region are Pt-like, it seems that there is lower oxide surface coverage, relative to Pt/C, and less intense hysteresis at the Pt-O region is observed. Although the Pt-like behaviour might be explained by the presence of pure Pt architectures, the lower hysteresis (related to the oxide dynamics) in this electrocatalyst could also be linked to an effect on the local morphology, decreasing its local oxophilicity. Nonetheless, the ORR polarization curves shown in Figure S15 in the Supplementary Information S11 reveal evident degradation after the ADT and highlight a stronger activity loss after the ADT under O2 atmosphere. This behavior is reflected in the mass-transport-corrected ORR polarization curves (normalized by Pt mass, Figure S16 in the Supplementary Information S11), demonstrating that Pt7.8Nd/C and Pt6.1Nd/C experienced stronger degradation after the ADT under O2 atmosphere.

Ex situ ICP-MS measurements of the electrolyte at EoT corroborate these conclusions since higher concentration of dissolved metal was detected after electrochemical cycling in O2 atmosphere, suggesting higher metal dissolution under these conditions. Although we have shown indirect evidence of the metal dissolution through the ADT, this ex situ approach is insufficiently precise, since it is not possible to disentangle the transient dissolution events that take place or quantify the metal dissolution. The ECSA, Is and Im values, at the BoT and EoT under both atmospheres, are exposed in Figure 6c and Table 2, with the concentration of dissolved Pt and Nd in the electrolyte. Is@0.9 V (mA cmPt -2 ) Im@0.9 V (A mgPt -1 ) Furthermore, the effect of oxygen seems to be limited to the Nd atoms located in the two top layers;

the Nd atoms located in the third and fourth layers are found to have a bulk-like behaviour and the presence of oxygen does not induce their segregation. This result is in line with the reported isosurfaces in Pt5Nd@5-Pt, suggesting the strong segregation of Nd atoms located in the upper surface layers and their dissolution during the ADT under oxygen atmosphere, resulting in Pt-Nd alloy system with constrained Pt outer surface layers.

CONCLUSION

The Pt6.1Nd composition has the highest ORR activity among the carbon-supported Pt-Nd nanoalloy series. Even though the ex situ characterization techniques revealed surface compressive strain and electronic modifications due to the strong charge transfer between Pt and Nd, at the electrochemical operating conditions, the structure of the electrocatalysts underwent significant transformation. The strongest of these were observed during the early electrode conditioning (electrochemical surface activation) rather than through ADT of 5,000 cycles. The operando determined electrochemical strain dynamics and DFT predictions provided evidence for enhanced adsorption properties of Pt6.1Nd/C before and after the electrochemical cycling, which are reflected in the ORR activity in the RDE. No significant structural changes were detected during the 5,000 cycles ADT under inert (N2) or reactive (O2) atmosphere. However, after a 30,000 cycle ADT, the O2 atmosphere induces higher electrocatalytic activity decay relative to that observed under N2 atmosphere. This behaviour is consistent with Nd segregation induced by oxygen adsorption, and diminished ORR kinetic benefit from the Pt-Nd alloy. Even though the expected high activity/stability on this Pt-REM/C nanoalloys was not observed, the operando structure-activity-

Figure 1 .

 1 Figure 1. (a) Refined ex situ WAXS patterns (vertical bars represent the theoretical diffraction pattern of each crystalline phase, and the cyan line represents the residual from the refinement); representative HRTEM micrographs of (b) Pt6.1Nd/C and (c) Pt7.8Nd/C; and (c) representative HAADF-STEM/EELS analysis of (d) Pt6.1Nd/C and (e) Pt7.8Nd/C. Pt/C is used as reference in (a).

Table 1 .

 1 Chemical composition, particle size and refined structural data of Pt6.1Nd/C and Pt7.8Nd/C. Pt/C is used as reference. by ICP-MS; b: Determined by TEM; c: in a hexagonal structure a=b≠c; d: Relative to Pt/C. * Average size of agglomerates.

Figure 2 .

 2 Figure 2. (a) Pt 4f photoemission lines (Pt/C is used as reference); ex situ Pt L3 edge (b) XANES and (c) fitted FT EXAFS spectra (Pt foil and Pt/C are used as reference) of Pt6.1Nd/C and Pt7.8Nd/C. (d) Projected density of states (PDOS) of Pt surface atoms from Pt (111) surface, Pt5Nd@Pt or Pt5Nd@5-Pt. To show the effect of sub-surface Nd on the electronic structure of surface Pt in Pt5Nd@Pt, the PDOS on different surface Pt atom either on top of a subsurface Nd atom or above 3 subsurface Pt atoms are represented.

Figure 3 .

 3 Figure 3. Operando WAXS analysis during the electrochemical activation of Pt6.1Nd/C: (a) cyclic voltammogram and operando WAXS patterns (the arrows indicate the polarization direction); and refined microstructural parameters extracted from the WAXS patterns: (b) phase weight fractions, (c) scale factors, (d) coherent domain sizes, and (e) lattice parameter and relative strain.

Figure 4 .

 4 Figure 4. Operando WAXS analysis during the electrochemical activation of Pt7.8Nd/C: (a) cyclic voltammogram and operando WAXS patterns (the arrows indicate the polarization direction); and refined microstructural parameters extracted from the WAXS patterns: (b) phase weight fractions, (c) scale factors, (d) coherent domain sizes, and (e) lattice parameter and relative strain.

Figure

  Figure 5c and Supplementary Information S10, indicate the predominance of dense NPs, the

Figure 5 .

 5 Figure 5. Refined WAXS parameters (weight fraction, coherent domain size, lattice parameter and relative strain) of the crystalline phases detected during the applied ADT of (a) Pt6.1Nd/C and (b) Pt7.8Nd/C. Representative STEM/EELS chemical mapping of (d) Pt6.1Nd/C and (c) Pt7.8Nd/C after the ADT.

  Figure6aand b), one can appreciate a reversible lattice expansion, i.e., no hysteresis. In contrast,

Figure 6 .

 6 Figure 6. Potential-dependency of the relative lattice constant variation of (a) Pt6.1Nd/C and (b) Pt7.8Nd/C. (c) Electrochemical active surface area (ECSA, determined by CO-stripping), specific surface activity (Is), mass activity (Im) and detected dissolved Pt and Nd in the electrolyte, at the beginning (BoT) and at the end (EoT) of the 30,00 cycles ADT under nitrogen or oxygen atmosphere of Pt6.1Nd/C and Pt7.8Nd/C. Pt/C is used as reference.

  

Table 2 .

 2 Electrochemical kinetic parameters of Pt6.1Nd/C and Pt7.8Nd/C at BoT and EoT. Commercial Pt/C is used as reference.

	Condition	a ECSA
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Pt/C

EoT@N2 EoT@O2 45. 30 From Figure 6c and Table 2 it is concluded that the Pt/C benchmark suffered similar degradation after the ADT under both atmospheres. However, it seems that the degradation of Pt7.8Nd/C and Pt6.1Nd/C is more pronounced after the ADT under O2 atmosphere. The ECSA variations might be related to the slight particle size changes and morphological transitions provided in the Supplementary Information S11; meanwhile, the activity attenuation of the Pt-Nd electrocatalysts is related to their compositional segregation, and decrease of the kinetic benefit from the alloying effect.

Theoretical works have suggested that in Pt-based alloys the presence of adsorbed oxygen induces segregation of the non-precious metal to the surface . [START_REF] Sarwar | Exploring fuel cell cathode materials using ab initio high throughput calculations and validation using carbon supported Pt alloy catalysts[END_REF] In fact, due to the larger atomic radii and This study is a contribution to the understanding of the structure-activity-stability relationships of carbon-supported Pt-rare earth nanoalloys under electrochemical conditions. 
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