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Introduction

The increase in global energy needs and environmental pollution demands urgent requirement for alternative energy generation technologies. Recently, thermoelectric (TE) technology has gained more attention due to its role as a power generator that utilizes waste heat to generate electricity without involving any moving parts and with no release of toxic gases. However, this green energy technology is still constricted due to the low heat-toelectricity conversion efficiency (ηTE), which is determined by the dimensionless figure of merit, zT of an individual p-and n-type TE material. [START_REF] He | Advances in Thermoelectric Materials Research: Looking Back and Moving Forward[END_REF] In general, the ηTE of TE devices has a linear relationship with the dimensionless figure of merit, given by the relation, zT = S [START_REF] Zhong | Effect of Impurity Resonant States on Optical and Thermoelectric Properties on the Surface of a Topological Insulator[END_REF] σT/(κele+κlatt), where σ, S, T, κele, and κlatt are the electrical conductivity, the Seebeck coefficient, the absolute temperature and the electronic and lattice thermal conductivity, respectively. Moreover, improving the zT would increase the ηTE, which is very challenging as TE parameters (σ, S, and κ) are interdependent in nature. In this regard, many distinct strategies, such as resonant state formation, [START_REF] Zhong | Effect of Impurity Resonant States on Optical and Thermoelectric Properties on the Surface of a Topological Insulator[END_REF] sub-bands convergence, [START_REF] Pei | Convergence of Electronic Bands for High Performance Bulk Thermoelectrics[END_REF] minority energy filtering, [START_REF] Gayner | Energy Filtering of Charge Carriers: Current Trends, Challenges, and Prospects for Thermoelectric Materials[END_REF] nanostructuring, [START_REF] Hung | Confinement Effect in Thermoelectric Properties of Two-Dimensional Materials[END_REF] phonon scattering by nano/meso precipitates, [START_REF] Perumal | Reduction of Thermal Conductivity through Nanostructuring Enhances the Thermoelectric Figure of Merit in Ge1-xBixTe[END_REF] grain boundary engineering, [START_REF] Biswas | Strained Endotaxial Nanostructures with High Thermoelectric Figure of Merit[END_REF][START_REF] Biswas | High-Performance Bulk Thermoelectrics with All-Scale Hierarchical Architectures[END_REF] and so on, have been employed in order to decouple the electronic and thermal transport and for designing high-performance TE materials. Unfortunately, most state-of-the-art TE materials, such as Bi2Te3, [START_REF] Liu | Enhanced Thermoelectric Performance of Te-Doped Bi2Se3-xTex Bulks by Self-Propagating High-Temperature Synthesis[END_REF] PbTe, [START_REF] Wu | Superior Thermoelectric Performance in PbTe-PbS Pseudo-Binary: Extremely Low Thermal Conductivity and Modulated Carrier Concentration[END_REF] GeTe, [START_REF] Perumal | Realization of High Thermoelectric Figure of Merit in GeTe by Complementary Co-Doping of Bi and In[END_REF] and SnSe, [START_REF] Chang | 3D Charge and 2D Phonon Transports Leading to High Out-of-Plane ZT in n-type SnSe Crystals[END_REF] are relatively toxic and consist of expensive constituent elements, even though they exhibit a notably large thermoelectric performance and, thereby, conversion efficiency. Hence, the necessity of low-cost and eco-friendly TE material with good structural, thermal, and mechanical property remains challenging in TE research.

In this context, the layered and quasi-layered materials belong to a class that possesses electron conduction (EC), and electron insulating (EI) units that have shown an intrinsically low thermal conductivity. For instance, materials belonging to such category, especially, SnSe, [START_REF] Zhao | Ultralow Thermal Conductivity and High Thermoelectric Figure of Merit in SnSe Crystals[END_REF] Bi2Te3, [START_REF] Poudel | High-Thermoelectric Performance of Nanostructured Bismuth Antimony Telluride Bulk Alloys[END_REF] In4Se3, [START_REF] Yin | High Thermoelectric Performance of In4Se3-Based Materials and the Influencing Factors[END_REF] GeSe, [START_REF] Hao | Computational Prediction of High Thermoelectric Performance in Hole Doped Layered GeSe[END_REF] Cu2CdSnSe4, [START_REF] Liu | Improved Thermoelectric Properties of Cu-Doped Quaternary Chalcogenides of Cu2CdSnSe4[END_REF] and BiCuSeO, [START_REF] Zhao | Oxyselenides: New Promising Thermoelectric Materials[END_REF] are well-known for their superior thermoelectric performance. Additionally, the nand p-type eco-friendly and cost-effective I-III-VI2 class of materials, such as CuFeS2 [START_REF] Tsujii | High thermoelectric power factor in a carrier-doped magnetic semiconductor CuFeS2[END_REF][START_REF] Moorthy | microstructural, magnetic, and thermoelectric properties of bulk and nanostructured ntype CuFeS2 Chalcopyrite[END_REF] and CuFeSe2, [START_REF] Moorthy | Nanostructured CuFeSe2 Eskebornite: An efficient thermoelectric material with ultra-low thermal conductivity[END_REF] have shown great attention due to their considerably high thermoelectric performance. Alternatively, these kinds of materials have led to the discovery of multicomponent materials for exploring their thermoelectric performance. In this context, among I-V-VI2 group compounds, p-type chalcostibite CuSbSe2 has recently gained more attention due to its low-cost, earth-abundant elements and a 2D layered honeycomb structure, which crystallizes into an orthorhombic structure (space group: Pnma), as seen in Figure 1(a). [START_REF] Bu | Observation of High Seebeck Coefficient and Low Thermal Conductivity in [SrO]-Intercalated CuSbSe2 Compound[END_REF] Additionally, a six-membered ring of Sb2CuSe3 and SbCu2Se3 leads to a lower thermal conductivity due to the van der Waals gap (VDW) between CuSbSe 2 layers. Pristine CuSbSe2 exhibits a direct bandgap, Eg of 1.05 eV, low carrier concentration (n = ~10 [START_REF] Zhao | Oxyselenides: New Promising Thermoelectric Materials[END_REF] /cm 3 ), high Seebeck coefficient of 535 μV/K at 625 K, and low thermal conductivity, κ of ~ 0.38 W/m.K at 625 K, [START_REF] Bu | Observation of High Seebeck Coefficient and Low Thermal Conductivity in [SrO]-Intercalated CuSbSe2 Compound[END_REF] with electrical conductivity, σ ~400 S/m at 300 K, [START_REF] Chen | Improving the Power Factor and Figure of Merit of p-Type CuSbSe2 via introducing Sb Vacancies[END_REF][START_REF] Chen | Ultralow Thermal Conductivity and Enhanced Figure of Merit for CuSbSe2 via Cd-Doping[END_REF] making it to be a suitable material for intermediate-temperature thermoelectric applications. Further, the apparent reason for such a high Seebeck coefficient is attributed to the presence of flat valence bands closer to the Fermi level (EF) and degenerate at Z point (0, 0, ½), which leads to high effective mass m * =2.05m0, confirmed by the first principle DFT calculation. [START_REF] Temple | Geometry, electronic structure, and bonding in CuMCh2 (M= Sb, Bi; Ch= S, Se): alternative solar cell absorber materials?[END_REF] Despite the fact being a cost-effective TE material, a lack of detailed study inhibits the ascension of its performance. Earlier work on the low-temperature study of CuSbSe2 by aliovalent doping prepared by the vacuum melting method resulted in an enhanced zT of 0.0041 at 300 K for CuTi0.02Sb0.98Se2, due to an increase in electrical conductivity and a decrease in thermal conductivity. [START_REF] Li | Thermoelectric Properties of CuSbSe2 and Its Doped Compounds by Ti and Pb at Low Temperatures from 5 to 310 K[END_REF] Further, mechanical alloying of CuSbSe2 has resulted in a zT ~ 0.41 at 623 K due to the obtained large Seebeck coefficient (~400 μV/K) and very low thermal conductivity (~ 0.37 W/mK). [START_REF] Zhang | Ternary CuSbSe2 Chalcostibite: Facile Synthesis, Electronic-Structure, and Thermoelectric Performance Enhancement[END_REF] Nano-composite of CuSbSe2-2mol.%PtTe2 synthesized by wet chemical process has shown the maximum zT of ~0.5 at 673 K. [START_REF] Luo | Enhancement of Thermoelectric Performance in CuSbSe2 Nanoplate-Based Pellets by Texture Engineering and Carrier Concentration Optimization[END_REF] Moreover, SrOCuSbSe 2 prepared by the traditional melting salt method has seen to persist the highest zT of 0.22 at 850 K due to a high Seebeck coefficient of ~500 μV/K at 800 K and lower lattice thermal conductivity through Sb lone pair electrons and EI unit of SrO layer intercalation. [START_REF] Bu | Observation of High Seebeck Coefficient and Low Thermal Conductivity in [SrO]-Intercalated CuSbSe2 Compound[END_REF] Further, Cd 2+ doping at Sb 3+ site has also exhibited a notably high zT of ~0.55 at 675 K for CuSb0.98Cd0.02Se2, owing to an increased carrier concentration of ~3 x 10 18 /cm 3 and thereby enhanced electrical conductivity of ~344 S/m with lower thermal conductivity of 0.76 W/mK at 300 K through enhanced phonon scattering. [START_REF] Chen | Ultralow Thermal Conductivity and Enhanced Figure of Merit for CuSbSe2 via Cd-Doping[END_REF] The creation of Sb vacancies in CuSbSe2 has recently improved the thermoelectric performance via an increase in hole concentration (24.1 x 10 18 /cm 3 ) and reduced thermal conductivity, heading to the maximum zT of 0.50 at 673 K. [START_REF] Chen | Improving the Power Factor and Figure of Merit of p-Type CuSbSe2 via introducing Sb Vacancies[END_REF] In this context, in CuSbSe2, the VDW gaps induced low thermal conductivity (κ), and the inherent high Seebeck coefficient (S) can be utilized to achieve high thermoelectric performance only if the carrier concentration is optimized by the suitable dopants.

Herein, we have successfully synthesized CuSb1-xPbxSe2 (x = 0 -0.10) samples using vacuum melting followed by induction-assisted uni-axial hotpress. Powder X-ray diffraction (P-XRD) pattern and high-resolution scanning electron microscope (HR-SEM) confirm the phase purity and microstructures with the elemental composition of as-synthesized CuSb1-xPbxSe2 compounds, respectively. Moreover, as Pb concentration increases, the bandgap is reduced from ~1.04 eV (pristine CuSbSe 2 ) to ~0.84 eV for the composition of CuSb0.90Pb0.10Se2, where Pb 2+ at Sb 3+ site acts as an acceptor and increases the carrier concentration to 16.7 x 10 18 /cm 3 and thereby the electrical conductivity. Further, the electronic states of Cu 1+ , Sb 3+ , Pb 2+ , and Se 2-in CuSb 1-x Pb x Se 2 were confirmed through XPS analysis. In addition, an enhanced phonon scattering from the combination of mass-fluctuation and point defects leads to the ultra-low thermal conductivity of ~0.72 W/mK at 323 K for CuSb0.90Pb0.10Se2. Overall, the maximum figure of merit, zT of ~0.27 at 623 K is achieved for the composition of CuSb0.90Pb0.10Se2, which is in fact 3 times higher than that of the pristine CuSbSe2.

Experimental details

Sample Preparation: Polycrystalline CuSb1-xPbxSe2 (x = 0.00, 0.02, 0.05, and 0.10) samples were prepared by weighing with respective stoichiometry using high pure elements of Cu (shots, 99.999%, Alfa Aesar), Sb (shots, 99.999%, Alfa Aesar) and Pb (shots, 99.9999%, Alfa Aesar) and Se (shots,99.99%, Alfa Aesar) and then transferred to quartz ampoule and sealed them under a vacuum level of 10 -5 mbar. The sealed ampoules were slowly heated up to 1073 K in 10 h, soaked for 10 h, and then slowly cooled down to room temperature in 10 h using a programmable furnace. The ingots thus obtained were pulverized to powders and then compacted to the bulk pellet with the help of induction hot-press at a temperature of 653 K under a pressure of 45 MPa. The pellets were directly used for thermal conductivity measurements and were then cut into rectangular bars for the electrical conductivity and Seebeck coefficient measurements.

Material Characterization:

The phase structure and solid solubility of CuSb1-xPbxSe2 (x= 0-0.10) samples were analyzed using powder X-ray diffraction (XRD), BRUKER USA D8 Advance, Davinci with a Cu-Kα radiation in the wavelength, λ = 1.5406 Å. Further, the lattice parameters were calculated by the profile fitting from Rietveld refinement using GSAS-II software. Further, Raman vibrational spectra of all the samples were recorded using micro-Raman spectrometer, HORIBA LABRAM HR Evolution excited with a 633 nm laser at room temperature equipped with an auto-cooled CCD detector. The sample's room temperature optical bandgap was obtained from the diffused reflectance measurement using a SHIMADZU, UV 3600 PLUS instrument recorded from 200 to 1800 cm -1 with 2 cm -1 resolutions. Further, the Kubelka-Munk equation: α/Λ=(1-R) 2 /(2R) was used to calculate the absorption (α/Λ) from the reflectance data, where R is the reflectance, α and Λ are the absorption and scattering coefficient, respectively.

The microstructures with back-scattered electron (BSE) mode, phase composition, and fracture morphology in CuSb1-xPbxSe2 (x = 0 and 0.10) samples were clearly examined using the high-resolution scanning electron microscopy (HR-SEM) equipped with EDS using Thermo scientific Apreo S, USA. In addition, X-ray photoelectron spectroscopy (XPS) analyses were carried out to evaluate the existence of elements and the oxidation states of Cu, Sb, Pb, and Se in CuSb1-xPbxSe2 with Shimadzu ESCA-3400 (Kyoto, Japan) using monochromatic Mg-Kα source (1253.6 eV) operating at 10 kV and 10 mA.

Thermoelectric measurements:

The room temperature Hall measurements were taken with van der Pauw geometry using the HMS 5300 Hall System. The electrical conductivity (σ) and Seebeck coefficient (S) were measured simultaneously under a partial He atmosphere in the temperature range of 323-623 K using a ULVAC-RIKO ZEM-3 instrument system and the rectangular bar-shaped samples with dimensions of ~2 x ~2 x ~8 mm 3 were used for the measurements.

The thermal diffusivity (D) of all samples in the 323-623 K temperature range was directly measured using the laser flash analyzer (LFA), Netzsch LFA 457. Further, the total thermal conductivity (κtotal) was calculated using the relation κtotal = DCpd, where D is the thermal diffusivity (mm 2 /s), Cp is the specific heat capacity (J/g/K), and d is the density of the samples.

The coin-shaped samples with ~10 mm diameter and ~2 mm thickness were used in all of the measurements. Here, the temperature-dependent specific heat capacity (Cp) was derived from LFA measurement, where pyroceram was used as a reference material, which coincides well with the Dulong-Petit Cp value. The Archimedes method was used to measure the sample's density, where all the samples showed above 92 ± 2% of X-ray theoretical density. Moreover, the measurements uncertainties of electrical conductivity, Seebeck coefficient, and thermal conductivity are ± 2 %, ± 3 %, and ± 5 %, respectively.

Hardness measurement:

The hardness of CuSb1-xPbxSe2 (x= 0 and 0.10) samples were examined by performing a nano-indentation experiment using the Nios Scanning Nanohardness tester. Here, a load of 80 mN was applied to the samples with a loading and unloading time of , where Pmax is the maximum load applied, and Ac is the contact area at maximum load.

Results and Discussion:

The powder X-ray diffraction patterns of as-synthesized CuSb1-xPbxSe2 (x = 0-0.10) samples are shown in Figure 1(b). The Bragg's peak with high intensity is observed at the angle, 2 of 28.73º for all the samples, corresponding to the plane of (013). All the patterns of CuSb1-xPbxSe2 can be indexed with an orthorhombic crystal structure with a space group of Pnma and matched well with the ICSD no: 418754. Further, as Pb concentration increases, Bragg's peaks shift towards the lower angle side due to the higher atomic radius of Pb (r(Pb) = 1.75 Å) than that of Sb (r(Sb) = 1.59 Å), which follows Vegard's law for the solid solubility of Pb at Sb site in CuSbSe2. The profile fitting of Rietveld refinement was done to obtain the lattice parameters (refer Figure S1 (a), (b), and (c), Supporting Information). As Pb content increases, the lattice parameter of all the samples increases, as shown in Table 1. Particularly, the lattice parameters were calculated as a = 6.2965( 2 , and other vibration modes are observed at 140 cm -1 , 186 cm -1 , 251 cm -1 , and 449 cm -1 for all the samples. The representation of vibration modes in CuSbSe2 are given as, [START_REF] Bode | A Graphical User Interface for GAMESS[END_REF][START_REF] Barca | Recent Developments in the General Atomic and Molecular Electronic Structure System[END_REF][START_REF] Aroyo | Bilbao Crystallographic Server: I. Databases and Crystallographic Computing Programs[END_REF][START_REF] Samanta | Order-disorder transition and Fanointerference in thermoelectric Cu3SbSe3 nanoparticles[END_REF] M = 8Ag + 4Au + 4B1g + 8B1u + 8B2g + 4B2u + 4B3g + 8B3u

The Raman active modes are Ag, B1g, B2g, and B3g, where the high intense peak at 211 cm -1 corresponds to the Ag mode of the CuSbSe2 phase, which is singly degenerate with symmetry about the inversion center. At the same time, the peak at 140 cm -1 corresponds to B3g mode.

Further, peaks appear at 186 cm -1 , and 251 cm -1 can be assigned to binary Sb2Se3 or ternary Cu3SbSe3, which can be attributed to secondary phase modes as it is very difficult to distinguish the vibrations between those two phases. [START_REF] Yan | Electrical and Optical Characteristics of CuSbSe2 Films Prepared by Pulsed Laser Deposition and Magnetron Sputtering Processes[END_REF] The vibration mode around 259 cm -1 , a characteristic mode of Cu-Se, has not been observed. Moreover, from the Raman spectra, the vibration mode at 186 cm -1 corresponds to Cu3SbSe3 as the secondary phase, [START_REF] Samanta | Order-disorder transition and Fanointerference in thermoelectric Cu3SbSe3 nanoparticles[END_REF] supporting the XRD pattern. samples in the energy range of 0.8-2.0 eV, depicted as α/Λ vs. Eg (eV) using Kubelka-Munk relation. The direct optical bandgap of pure CuSbSe 2 is measured as 1.04 eV, which agrees well with the previous reports. [START_REF] Temple | Geometry, electronic structure, and bonding in CuMCh2 (M= Sb, Bi; Ch= S, Se): alternative solar cell absorber materials?[END_REF][START_REF] Zhang | Large-Scale Synthesis of Single Crystalline CuSb(SxSe1x)2 Nanosheets with Tunable Composition[END_REF][START_REF] Maeda | First-Principles Study of Electronic Structure of CuSbS2 and CuSbSe2 Photovoltaic Semiconductors[END_REF] Typically, the partial density of the states of CuSbSe2 from the first-principle studies reveals that Cu-3d and Se-4p orbitals form at the top of the valence bands and Sb-5p and Se-4p orbitals lie at the bottom of the conduction bands, wherein the conduction band possesses Sb-5p driven p-orbital character. [START_REF] Chen | Improving the Power Factor and Figure of Merit of p-Type CuSbSe2 via introducing Sb Vacancies[END_REF][START_REF] Zhang | Ternary CuSbSe2 Chalcostibite: Facile Synthesis, Electronic-Structure, and Thermoelectric Performance Enhancement[END_REF] As the aliovalent dopant of Pb 2+ content increases at Sb 3+ site, confirmed from XPS (discussed in later section) in CuSbSe2, the obtained optical bandgap is noticed to reduce significantly. Particularly, the bandgap is decreased from ~1.04 eV (pristine CuSbSe2) to ~0.84 eV for the composition of CuSb0.90Pb0.10Se2. This notable reduction in the bandgap is due to the formation of Pb states above the valence band in CuSbSe2 upon increase in Pb content as the electronegativity of Pb (Pb ~2.33 in Pauling scale) is lesser than Se (Se ~2.55) and higher than that of Sb (Sb ~2.05). Moreover, the aliovalent dopant of Pb-induced impurity states above the valence band causes the reduction in the bandgap of CuSbSe2, which is majorly responsible for the increase in carrier concentration (np) and, thereby, electrical conductivity.

Backscattered electron (BSE) micrographs and EDS spectra are recorded using HR-SEM to examine the phase homogeneity throughout the sample, and elemental compositions, respectively. Figure 2 S1, Supporting Information. Additionally, the grains in sintered pellet are densely packed without noticeable voids, which is observed from the fractured surface of CuSb 0.90 Pb 0.10 Se 2, as seen in Figure 2(l), confirming that pellets are effectively compacted.

Figure 3 presents the survey, and core spectra of CuSb 1-x Pb x Se 2 (x = 0 and 0.10) samples using X-ray photoelectron spectroscopy (XPS), where the existence of elements and oxidation states of Cu, Sb, Pb, and Se were examined. Figure 3(a) depicts the survey spectrum of CuSbSe2, which confirms the presence of Cu, Sb, and Se, whereas the survey spectrum of CuSb0.90Pb0.10Se2, see Figure 3(b) evidences the existence of doped Pb. Moreover, the Cu-2p core spectra is presented in Figure 3(c), where the 2p3/2 and 2p1/2 peaks are positioned at 932 eV and 952 eV, respectively, with spin-orbit splitting (SOS) of 20 eV in CuSbSe2, whereas the peaks are observed at 932.6 eV and 952.6 eV with SOS of 20 eV in CuSb0.90Pb0.10Se2, confirming that Cu possesses an oxidation state of +1 in both the samples, consistent with the literature. [START_REF] Kshirsagar | Reaction Tailoring for Synthesis of Phase-Pure Nanocrystals of AgInSe2, Cu3 SbSe3, and CuSbSe2[END_REF] Similarly, the core level spectrum of Sb is shown in Figure 3(d), where the peaks of 3d5/2 and 3d3/2 are obtained at binding energies of 531 eV and 540 eV with SOS of 9 eV for CuSb0.90Pb0.10Se2, matching with literature. [START_REF] Morgan | Inner-Orbital Binding-Energy Shifts of Antimony and Bismuth Compounds[END_REF] The Se core spectrum is presented in Figure 3(e), wherein the peaks are seen at the binding energies of 53.8 eV and 55.08 eV with SOS of 1.28 eV in CuSbSe2 and peaks at 53.7 eV and 54.9 eV with SOS of 1.2 eV, in CuSb0.90Pb0.10Se2, ascribed to the existence of Se 2-ions in the CuSb1-xPbxSe2 (x = 0 and 0.10) samples. [START_REF] Kshirsagar | Reaction Tailoring for Synthesis of Phase-Pure Nanocrystals of AgInSe2, Cu3 SbSe3, and CuSbSe2[END_REF] Moreover, the presence of doped Pb in the CuSb 0.90 Pb 0.10 Se 2 was rechecked with the core spectrum of Pb spectra, as presented in Figure 3(f), which depicts that the peaks occur at binding energies of 138.4 eV and 143.3 eV with SOS of 3.9 eV, confirming the +2 oxidation state of Pb, in correlation with literature. [START_REF] Pederson | Two-Dimensional Chemical-State Plot for Lead Using XPS[END_REF] It is noteworthy that aliovalent Pb 2+ replaces Sb 3+ ions and performs as an acceptor, which increases the hole concentration, np , and is responsible for the bandgap reduction, coincident with optical bandgap measurement (refer to Figure 1(c)). performed at room temperature with a constant magnetic field of 0.5 T. The measured carrier concentration, np of CuSbSe2 is ~1.12 x 10 18 /cm 3 at 300 K which increases upon Pb doping as ~2.23 x 10 18 /cm 3 , ~5.86 x 10 18 /cm 3 and ~16.7x10 [START_REF] Zhao | Oxyselenides: New Promising Thermoelectric Materials[END_REF] /cm 3 for the respective compositions of CuSb0.98Pb0.02Se2, CuSb0.95Pb0.05Se2, and CuSb0.90Pb0.10Se2, (listed in the Table 2). It is clear that as Pb content increases, the np values of all the samples increases, which is mainly responsible for the obtained enhancement in the σ. This rise in np is due to doping of Pb 2+ at the Sb 3+ site of CuSbSe2 that behaves as an acceptor and generates more holes. Further, the hole motilities (µH) were calculated at 300 K for CuSb1-xPbxSe2 (x= 0-0.10) samples, which are 161 cm 2 V -1 s -1 , 30.4 cm 2 V -1 s -1 , 25.6 cm 2 V -1 s -1, and 14 cm 2 V -1 s -1 , respectively. It is noteworthy that the µH significantly reduces as Pb content increases and is relatively higher for pristine CuSbSe2 than Pb-doped samples (See Figure S1(d), Supporting Information) due to alloying effect.

Thermoelectric properties

The temperature-dependent Seebeck coefficient, S of CuSb 1-x Pb x Se 2 (x = 0-0.10) samples in the temperature range of 323-623 K are presented in Figure 4(b). The positive value of S for all the samples in the measured temperature range confirms the p-type conduction in the system, suggesting that the holes play an essential role for thermoelectric transport rather than electrons. The S of CuSbSe2 is ~451 µV/K at 323 K, and it increases to ~477 µV/K at 623 K. However, the S of CuSb1-xPbxSe2 samples is subsequently decreased due to the significant increase in carrier concentration. Particularly, the S of CuSbSe2 is ~451 µV/K at 323 K which reduces to ~394 µV/K, ~326 µV/K and ~256 µV/K for the compositions of CuSb0.98Pb0.02Se2, CuSb0.95Pb0.05Se2, and CuSb0.90Pb0.10Se2, respectively. Moreover, the sample of CuSb0.98Pb0.10Se2 exhibits the S of ~256 µV/K, which increases with temperature and reaches the maximum value of ~331 µV/K at 623 K.

The temperature-dependent power factor (S 2 σ) of CuSb 1-x Pb x Se 2 (x= 0-0.10) samples are presented in Figure 4(c). The room temperature S 2 σ of pure CuSbSe2 is ~0.049 mW/mK 2 , which rises to a maximum of ~0.08 mW/mK 2 at 623 K. Particularly, the maximum S 2 σ value is observed for the 5 mol.% Pb doped CuSbSe2 sample as ~0.170 mW/mK 2 at 323 K rises to a maximum value of ~0.185 mW/mK 2 at 623 K. shows notably large value, about 54% higher than that of previous reports [START_REF] Bu | Observation of High Seebeck Coefficient and Low Thermal Conductivity in [SrO]-Intercalated CuSbSe2 Compound[END_REF][START_REF] Chen | Ultralow Thermal Conductivity and Enhanced Figure of Merit for CuSbSe2 via Cd-Doping[END_REF][START_REF] Luo | Enhancement of Thermoelectric Performance in CuSbSe2 Nanoplate-Based Pellets by Texture Engineering and Carrier Concentration Optimization[END_REF] and electrical conductivity, σ is significantly higher than the earlier reports. [START_REF] Bu | Observation of High Seebeck Coefficient and Low Thermal Conductivity in [SrO]-Intercalated CuSbSe2 Compound[END_REF][START_REF] Chen | Ultralow Thermal Conductivity and Enhanced Figure of Merit for CuSbSe2 via Cd-Doping[END_REF][START_REF] Luo | Enhancement of Thermoelectric Performance in CuSbSe2 Nanoplate-Based Pellets by Texture Engineering and Carrier Concentration Optimization[END_REF] The total thermal conductivity, κtotal of CuSb1-xPbxSe2 (x = 0-0.10) samples was estimated in the temperature range of 323-623 K, as seen in Figure 5(a), using the relation, κtotal = .Cp.D, where D is the thermal diffusivity, Cp is the specific heat capacity, and  is the density of the sample. The κ total of all the samples decreases with a rise in temperature, as seen in typical solids. At 323 K, pristine CuSbSe2 possesses the κtotal of ~1.69 W/mK, and it starts decreasing with rise in temperature and attains the minimum value of ~0.55 W/mK at 623 K.

As Pb concentration increases in CuSbSe2, the κtotal is considerably reduced around room temperature and follows the measured temperature region overall. Particularly, the κtotal of CuSbSe2 is ~1.69 W/mK and it substantially reduces to ~1.07 W/mK, ~0.9 W/mK, and ~0.72 W/m.K for the compositions of CuSb0.98Pb0.02Se2, CuSb0.95Pb0.05Se2, and CuSb0.90Pb0.10Se2, respectively. This significant reduction upon doping of Pb in CuSbSe2 is due to massfluctuation and point defects driven phonons scattering, discussed in the later section.

Moreover, a minimum κtotal of ~0.72 W/mK at 323 K is observed for the composition of CuSb0.90Pb0.10Se2, which further reduces with increase in temperature and reaches to ~0.36 W/mK at 623 K.

The electronic thermal conductivity, κel was calculated and displayed in the Figure 5(b).

The κel of all the samples were calculated using the Wiedemann-Franz law, κel = σ•L•T, where L represents the Lorentz number (L = 2.44 x 10 -8 W/K 2 for degenerate semiconductors and metals), and it is calculated from the temperature-dependent experimental Seebeck coefficient data (S vs. T) by estimating the reduced chemical potential using an SPB model from the following equation, [START_REF] Wu | Origin of the High Performance in GeTe-Based Thermoelectric Materials upon Bi2Te3 Doping[END_REF][START_REF] Perumal | High Thermoelectric Performance and Enhanced Mechanical Stability of p-Type Ge1-XSbxTe[END_REF][START_REF] Morelli | Intrinsically Minimal Thermal Conductivity in Cubic I-V-VI2 Semiconductors[END_REF] 𝐿 = (

𝑘 𝐵 𝑒 ) 2 • { 3𝐹 0 (𝜂)𝐹 2 (𝜂)-4𝐹 1 (𝜂) 2 𝐹 0 (𝜂) 2 } …(1)
where 𝑘 𝐵 , 𝜂 𝑎𝑛𝑑 𝑒 represent the Boltzmann constant, the reduced chemical potential, and the charge of an electron, respectively. The L values were found as 1.50 x 10 -8 W/K 2 , 1.51 x 10 -8 W/K 2 , 1.53 x 10 -8 W/K 2 , and 1.56 x 10 -8 W/K 2 for CuSb1-xPbxSe2 samples (x = 0.0, 0.2, 0.5, and 0.10), respectively. The κel of CuSb1-xPbxSe2 (x = 0-0.10) samples is notably low when compared to the κ total . Moreover, the κ el of CuSbSe 2 starts increasing upon rise in Pb content due to an increase in hole concentration, and it rises with an increase in temperature.

Particularly, the κel of CuSbSe2 is ~0.001 W/mK at 323 K which increases as 0.003 W/mK, 0.006 W/mK and 0.009 W/mK for the composition of CuSb0.98Pb0.02Se2, CuSb0.95Pb0.05Se2, and CuSb0.90Pb0.10Se2, respectively.

The lattice thermal conductivity, κlatt of CuSb1-xPbxSe2 (x = 0-0.10) samples was obtained by subtracting the κel, from the κtotal and is plotted in Figure 5(c). The κlatt of CuSbSe2 follows the relation of κlatt  T -1 showing the domination of the Umklapp (U) process. [START_REF] Chen | Ultralow Thermal Conductivity and Enhanced Figure of Merit for CuSbSe2 via Cd-Doping[END_REF] Moreover, the κlatt of all the samples decreases with an increase in temperature. Typically, the κ latt of CuSb 1-x Pb x Se 2 is ~1.69 W/mK at 323 K, and it reduces to ~0.59 W/mK at 623 K. Upon Pb doping, the κlatt of CuSb1-xPbxSe2 is seen to reduce significantly due to mass-fluctuation and point defects driven phonon scattering. [START_REF] Chen | Ultralow Thermal Conductivity and Enhanced Figure of Merit for CuSbSe2 via Cd-Doping[END_REF] Particularly, the κlatt of CuSbSe2 is ~1.69 W/mK at 323 K and it considerably reduces as ~1.07 W/mK,~ 0.88 W/mK and ~0.71 W/mK for the composition of CuSb0.98Pb0.02Se2, CuSb0.95Pb0.05Se2, and CuSb0.90Pb0.10Se2, respectively. It is important to note that the composition of CuSb0.90Pb0.10Se2 exhibits the κlatt of ~0.71 W/mK at 323 K, that notably reduces to ~0.36 W/mK at 623 K, approaching the theoretically minimum κlatt.

To unveil the underlying mechanism behind the huge reduction in the κlatt, the Debye model was adopted to calculate the κlatt with the following relations, [START_REF] Pan | Thermoelectric Performance Enhancement in n-Type Bi 2 (TeSe) 3 Alloys Owing to Nanoscale Inhomogeneity Combined with a Spark Plasma-Textured Microstructure[END_REF][START_REF] Callaway | Model for Lattice Thermal Conductivity at Low Temperatures[END_REF][START_REF] Zhu | Attaining Ultrahigh Thermoelectric Performance of Direction-Solidified Bulk n-Type Bi2Te2.4Se0.6 via Its Liquid State Treatment[END_REF][START_REF] Liu | The Microscopic Origin of Low Thermal Conductivity for Enhanced Thermoelectric Performance of Yb Doped MgAgSb[END_REF] 

𝜅 𝑙𝑎𝑡𝑡 = 4𝜋𝑘 𝐵 4 𝑇 3 𝜈ℎ 3 ∫ 𝜏 𝑇 𝑧 4 exp (𝑧) [exp(𝑧)-1] 2 𝜃 𝐷 / 𝑇 0 𝑑𝑧 …(2)
where 𝜃 𝐷 , 𝜈 , 𝜏 𝑇 , and z are the Debye temperature, mean sound speed, total phonon relaxation time, and the reduced phonon frequency. Based on the Matthiessen rule, one can express τ T as, [START_REF] Tritt | Thermal Conductivity: Theory, Properties, and Applications[END_REF] 𝜏 𝑇

-1 = 𝜏 𝑃𝐷 -1 + 𝜏 𝑈 -1 + 𝜏 𝑁 -1 + 𝜏 𝐵 -1 + 𝜏 𝐷 -1 … (3) 
Where 𝜏 𝑃𝐷 -1 , 𝜏 𝑈 -1 , 𝜏 𝑁 -1 , 𝜏 𝐵 -1 𝑎𝑛𝑑𝜏 𝐷 -1 are scattering relaxation times of point defects, Umklapp-process, nano-inclusions, boundaries/interfaces, and dislocations. The probability of phonon scattering for pure CuSbSe2 with Umklapp scattering as the dominant mechanism 𝜏 𝑈 -1 can be written as,

𝜏 𝑈 -1 = 𝐵𝜔 2 𝑇 exp (- 𝜃 𝐷 3𝑇 ) … (4) 
In the relation, B is the factor of the Umklapp (U) process, and κlatt was calculated using equations ( 2) and ( 4). Here, the U process is dominant for pristine CuSbSe2, whereas, for Pbdoped samples, the point defects play a vital role in the phonon scattering and reduce the κlatt significantly, where the fitted curves are indicated as dashed lines in Figure 5 (c).

The total scattering rate expression for CuSb1-xPbxSe2 (x = 0-0.10) samples is given by,

𝜏 -1 = 𝜏 𝑃𝐷 -1 + 𝜏 𝑈 -1 = 𝐴𝜔 4 + 𝐵𝜔 2 𝑇 exp (- 𝜃 𝐷 3𝑇 ) … (5) 
Where A is the simplified point defect parameter. Notably, the U+PD process contributes to the reduction in thermal conductivity for CuSb1-xPbxSe2 (x = 0-0.10) samples (as seen in the Figure 5(c), indicating that the phonons are significantly scattered by the point defects generated by doping of Pb 2+ at Sb 3+ site in CuSbSe2 and by the mass difference between Pb and Sb with the meso-scale scattering from Cu 3 SbSe 3 secondary phase. [START_REF] Chen | Ultralow Thermal Conductivity and Enhanced Figure of Merit for CuSbSe2 via Cd-Doping[END_REF] For this calculation, θ D, and v were fixed as 56 K and 1786 ms -1 , respectively. [START_REF] Chen | Ultralow Thermal Conductivity and Enhanced Figure of Merit for CuSbSe2 via Cd-Doping[END_REF][START_REF] Qiu | Diverse Lattice Dynamics in Ternary Cu-Sb-Se Compounds[END_REF] The magnitudes of A and B were obtained via the Debye approximation presented in Table 1.

Further, the theoretical minimum lattice thermal conductivity (κlatt)min of CuSbSe2 is calculated from the following relation,

(κ latt )min = 1 2 ( 𝜋 6 ) 1 3 𝑘𝑉 
-2 3 (2𝜈 𝑡 + 𝜈 𝑙 ) … (6) 
Where V, t, and l are the unit cell volume, the transverse sound velocity, and longitudinal sound velocity, respectively. Utilizing the sound velocity data of CuSbSe2, [START_REF] Qiu | Diverse Lattice Dynamics in Ternary Cu-Sb-Se Compounds[END_REF] the minimum lattice thermal conductivity (κlatt)min is estimated as ~0.36 W/mK, see the dotted line in Figure 5(c). Importantly, the experimentally observed κmin of CuSb0.90Pb0.10Se2 is ~0.36 W/mK, which is indeed close to the calculated minimum κlatt.

The temperature dependence of zT of CuSb1-xPbxSe2 (x = 0, 0.02, 0.05, and 0.10) samples are shown in Figure 6(a). All the samples exhibit a similar increasing trend with an increase in temperature. Typically, pure CuSbSe2 exhibits the zT of 0.001 at 323 K, increasing with temperature and reaching to ~0.09 at 623 K. Moreover, the zT of CuSbSe2 increases upon Pb doping in the measured temperature range of 323-623 K. Particularly, the zT increases as 0.09, 0.15, 0.17, and 0.27 at 623 K for the compositions of CuSbSe2, CuSb0.98Pb0.02Se2, CuSb0.95Pb0.05Se2, and CuSb0.90Pb0.10Se2, respectively. To be specific, a maximum zT of 0.27 at 623 K is achieved for the CuSb0.90Pb0.10Se2, which is almost three-fold higher than that of pure CuSbSe2. Further, this notable improvement in zT is due to an increase in the σ via acceptor Pb-induced rise in hole concentration and a huge reduction in κlatt through increased phonon scattering from mass-difference between Pb and Sb and the point defects.

Figure 6(b) compares the zT of CuSbSe2 and CuSb0.90Pb0.10Se2 with the previously reported CuSbSe2-based materials, [START_REF] Bu | Observation of High Seebeck Coefficient and Low Thermal Conductivity in [SrO]-Intercalated CuSbSe2 Compound[END_REF][START_REF] Chen | Improving the Power Factor and Figure of Merit of p-Type CuSbSe2 via introducing Sb Vacancies[END_REF][START_REF] Chen | Ultralow Thermal Conductivity and Enhanced Figure of Merit for CuSbSe2 via Cd-Doping[END_REF][START_REF] Zhang | Ternary CuSbSe2 Chalcostibite: Facile Synthesis, Electronic-Structure, and Thermoelectric Performance Enhancement[END_REF][START_REF] Luo | Enhancement of Thermoelectric Performance in CuSbSe2 Nanoplate-Based Pellets by Texture Engineering and Carrier Concentration Optimization[END_REF] where the composition of CuSb0.90Pb0.10Se2

shows higher values when compared to the reports, [START_REF] Bu | Observation of High Seebeck Coefficient and Low Thermal Conductivity in [SrO]-Intercalated CuSbSe2 Compound[END_REF][START_REF] Zhang | Ternary CuSbSe2 Chalcostibite: Facile Synthesis, Electronic-Structure, and Thermoelectric Performance Enhancement[END_REF][START_REF] Luo | Enhancement of Thermoelectric Performance in CuSbSe2 Nanoplate-Based Pellets by Texture Engineering and Carrier Concentration Optimization[END_REF] which can be further improved by choice of suitable dopant to bring it as an efficient thermoelectric material for intermediate temperature. The thermoelectric parameter of the carrier concentration (n p ), electrical conductivity (σ), Seebeck coefficient (S), total thermal conductivity (κtotal), and thermoelectric figure of merit (zT) of all the samples are summarized in Table 2.

Mechanical stability:

Apart from maximum zT, materials should exhibit high mechanical properties so as to slice them for preparing TE devices. In this concern, the nano-indentation measurement was carried out on the pelletized CuSb 1-x Pb x Se 2 (x= 0 and 0.10) samples to measure the hardness values, as shown in Figure 7(a). As a result, the hardness of CuSbSe2 is found to be ~73.9 Hv, consistent with previous reports, [START_REF] Majsztrik | Effect of Thermal Processing on the Microstructure and Composition of Cu-Sb-Se Compounds[END_REF][START_REF] Guttmann | Mechanical Properties of Thermoelectric Materials for Practical Applications[END_REF][START_REF] Peccerillo | Copper-Antimony and Copper-Bismuth Chalcogenides-Research Opportunities and Review for Solar Photovoltaics[END_REF][START_REF] Feng | Effect of Ba and Pb Dual Doping on the Thermoelectric Properties of BiCuSeO Ceramics[END_REF] whereas the sample of CuSb0.90Pb0.10Se2 exhibits the hardness value of 125.5 H V , which is above ~70% higher than the pristine CuSbSe 2 . This increase in hardness upon Pb doping in CuSbSe2 is due to strong bondings produced by the heavier element of Pb with more orbitals and formed point defects. [START_REF] Feng | Effect of Ba and Pb Dual Doping on the Thermoelectric Properties of BiCuSeO Ceramics[END_REF] Figure 7(b) compares the hardness of CuSbSe2 and CuSb0.90Pb0.10Se2 with the previously reported state-of-the-art materials, [START_REF] Majsztrik | Effect of Thermal Processing on the Microstructure and Composition of Cu-Sb-Se Compounds[END_REF][START_REF] Guttmann | Mechanical Properties of Thermoelectric Materials for Practical Applications[END_REF][START_REF] Peccerillo | Copper-Antimony and Copper-Bismuth Chalcogenides-Research Opportunities and Review for Solar Photovoltaics[END_REF][START_REF] Feng | Effect of Ba and Pb Dual Doping on the Thermoelectric Properties of BiCuSeO Ceramics[END_REF] where the composition of CuSb0.90Pb0.10Se2 exhibits the higher value, that provides an added advantage to the use of CuSbSe2-based materials as an efficient TE material.

Conclusion

Here, we have experimentally demonstrated the high thermoelectric performance of CuSb1- relationships that could have appeared to influence the work reported in this paper. ICSD 98-041-8754 and power factor (S 2 σ) comparative bar chart with previous reports. 
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 5 for a holding time of 2 s. The hardness of the material is calculated from the relation, 𝐻 = 𝑃 𝑚𝑎𝑥 𝐴 𝑐

  ) Å, b = 3.9755(3) Å, and c = 14.9675(5) Å for pristine CuSbSe2 which increases to a = 6.30729(7) Å, b = 3.9863(2) Å, and c = 15.0119(4) Å for the composition of CuSb 0.90 Pb 0.10 Se 2 . Moreover, the presence of small content of Cu 3 SbSe 3 was also seen as a secondary phase upon Pb doping in CuSbSe2, as denoted in Figure 1(b). Further, the phase content of Cu3SbSe3 in as-synthesized 10 mol.% of Pb doped CuSbSe2 powders has been calculated as the weight fraction of ~9.1 from the Rietveld refinement, refer Figure S1(b), Supporting Information.

Figure 1 (

 1 Figure 1(c) presents the Raman vibration spectra of CuSb1-xPbxSe2 (x = 0-0.10) samples in the range of 100-600 cm -1 . The vibration mode with high intensity is seen around 211 cm -1

Figure 1 (

 1 Figure 1(d) illustrates the optical absorption spectra of CuSb1-xPbxSe2 (x = 0-0.10)

  Figure 2(h)-(k) represents the EDS elemental mapping of Cu, Sb, Se, and Pb, respectively. The EDS spectra evidences the presence of Pb in CuSb0.90Pb0.10Se2 sample (refer Figure S2, Supporting Information), and the stoichiometric composition ratio was observed to be 1:0.91:0.095:1.75 for the corresponding elements of Cu, Sb, Pb, and Se, respectively. Moreover, the elemental composition of CuSbSe2 and CuSb0.90Pb0.10Se2 measured from EDS is listed in TableS1, Supporting Information. Additionally, the grains in sintered pellet are densely packed

Figure 4 (

 4 Figure4(a) presents the temperature-dependent electrical conductivity (σ) of CuSb1-xPbxSe2 (x = 0-0.10) samples in the temperature range of 323-623 K. The σ of all the samples decreases with an increase in temperature, which dictates the heavily doped semiconductor behavior. Typically, the σ of pristine CuSbSe2 is 243 S/m at room temperature, which decreases to 233 S/m at 573 K. As Pb content increases in CuSbSe2, the σ gets increased throughout the measured temperature range. To be specific, the σ starts increasing at 323 K as ~243 S/m, 895 S/m, 1600 S/m, and 1876 S/m for the compositions of CuSbSe2, CuSb0.98Pb0.02Se2, CuSb0.95Pb0.05Se2, and CuSb0.90Pb0.10Se2, respectively. Moreover, the σ value decreases from 1876 S/m at 323 K to 1426 S/m at 623 K for the composition of CuSb0.90Pb0.10Se2. Overall, a maximum electrical conductivity value is observed for 10 mol.% Pb doped CuSbSe2. To understand the σ of CuSb1-xPbxSe2 (x= 0-0.10) samples, the room-

Figure 4 (

 4 d) presents the comparison plot of S 2 σ and σ as a bar diagram with the previous report, where the sample of CuSb0.90Pb0.10Se2

  xPbxSe2 (x= 0-0.10) samples prepared by vacuum melting and inductive-assisted hot-pressing. Upon Pb doping in CuSbSe 2 , the electrical conductivity significantly increases due to the acceptor-driven large hole concentration, whereas the Seebeck coefficient substantially reduces. Notably, a huge reduction in the thermal conductivity (κtotal) was observed due to increased phonon scattering via mass-fluctuation between Pb and Sb, and point defects created by Pb doping. As a result, a maximum thermoelectric figure of merit, zT was achieved to be ~0.27 at 623 K for the composition of CuSb0.90Pb0.10Se2, which is three times higher than the pristine CuSbSe2, justifying Pb doping as an efficient pathway to improve TE performance of CuSbSe2. Additionally, a higher hardness value of ~125.54 Hv was obtained for CuSb0.90Pb0.10Se2, which is two-fold higher than the undoped CuSbSe2 and most of the stateof-the-art TE materials, showcasing it to be a promising TE material and it can be further improved upon suitable dopants and nano-structuring. Profile fitting of Rietveld refinement for CuSb1-xPbxSe2 (x=0 and 0.10) samples, lattice parameters, and carrier concentration and mobility of CuSb1-xPbxSe2 (x = 0-0.10) samples as a function of Pb concentration. The EDX spectra of CuSb0.90Pb0.10Se2 sample.Elemental composition table of CuSb1-xPbxSe2 (x=0 and 0.10) samples.

Figure 1 .

 1 Figure 1. (a) Layered crystal structure of pure CuSbSe2, (b) P-XRD patterns of CuSb1-xPbxSe2 (x = 0-0.10) powders, (c) Room temperature Raman spectra and (d) Optical absorption spectra of CuSb1-xPbxSe2 (x = 0-0.10) powders.

Figure 2 .

 2 Figure 2. (a) BSE micrograph of polished CuSbSe2 pellet, (b), (c), and (d) elemental mapping of Cu, Sb and Se, respectively. (e) and (f) are EDS spectra and fractograph of CuSbSe2, respectively. BSE micrograph of polished CuSb0.90Pb0.10Se2 pellet (g), elemental mapping of Cu, Sb, Pb, and Se, (h-k), respectively, and BSE fractured surface of CuSb0.90Pb0.10Se2 (l).

Figure 3 .

 3 Figure 3. (a) Survey spectra of pure CuSbSe2, (b) Survey spectra of CuSb0.90Pb0.10Se2, (c) Cu core spectra, (d) Sb core spectra, (e) Se core spectra and (f) Pb core spectra of CuSbSe2 and CuSb0.90Pb0.10Se2.

Figure 4 .

 4 Figure 4. (a) Electrical conductivity (σ), (b) Seebeck coefficient (S), and (c) Power factor (S 2 σ) of CuSb1-xPbxSe2 (x = 0-0.10) as a function of temperature and (d) Electrical conductivity (σ)

Figure 5 .

 5 Figure 5. (a) Total thermal conductivity (total), (b) Electronic thermal conductivity (el.), and (c) Lattice thermal conductivity (latt) of CuSb1-xPbxSe2 (x = 0-0.10) as a function of temperature.

Figure 6 .Figure 7 .

 67 Figure 6. (a) Figure of merit, zT of CuSb1-xPbxSe2 (x=0-0.10) as a function of temperature and (b) Comparison plot of zT max in the temperature range of 323-623 K with previous reports.[START_REF] Bu | Observation of High Seebeck Coefficient and Low Thermal Conductivity in [SrO]-Intercalated CuSbSe2 Compound[END_REF][START_REF] Chen | Improving the Power Factor and Figure of Merit of p-Type CuSbSe2 via introducing Sb Vacancies[END_REF][START_REF] Chen | Ultralow Thermal Conductivity and Enhanced Figure of Merit for CuSbSe2 via Cd-Doping[END_REF][START_REF] Zhang | Ternary CuSbSe2 Chalcostibite: Facile Synthesis, Electronic-Structure, and Thermoelectric Performance Enhancement[END_REF][START_REF] Luo | Enhancement of Thermoelectric Performance in CuSbSe2 Nanoplate-Based Pellets by Texture Engineering and Carrier Concentration Optimization[END_REF] 
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Table 1

 1 provides density (d), the relative density (R d ), lattice parameters, lattice thermal conductivity scattering parameters (calculated with (θD= 56 K))-A (Umklapp) and B (point defect) of CuSb1-

	total thermal conductivity (κtotal), and thermoelectric figure of merit (zT) of CuSb1-xPbxSe2 (x = 0.00,
	0.02, 0.05, and 0.10) samples.

xPbxSe2

Table

2

summarizes the carrier concentration (np), electrical conductivity (σ), Seebeck coefficient (S),
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