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Introduction

Over the past decade, the conception of new nanomedicines for cancer therapy has been considered as one of the most rapidly evolving areas. Owing to the advances in nanotechnologies and insights into the pathology of cancer at the cellular and molecular levels, a large number of nanoscale carrier platforms have been developed such as liposomes, dendrimers, polymer nanoparticles and inorganic nanoparticles. However, compared to the number of papers dealing with the efficiency of these nanomedicines for treating several diseases, only few drug delivery systems for intravenous administration have been clinically approved [1][2] . This is mainly due to the complexity of the developed systems that present several issues regarding their synthesis at large scale, functionalization, heterogeneous composition / formulation, metabolism and longterm safety 3 . Many efforts have been thus devoted to design simple and multifunctional nanosystems based on one component strategy [4][5][START_REF] Couvreur | Nanosciences and Nanotechnology: Evolution or Revolution[END_REF][START_REF] Massiot | [END_REF] .

In 2007, Messersmith et al. 8 introduced a simple and pioneering method for surface functionalization which is bioinspired from the mussel adhesion process [9][10] . They demonstrated that dopamine can self-polymerize in aqueous medium and in mild alkaline conditions to form polydopamine (PDA) polymer which can adhere onto various surfaces 8 whether hydrophobic or hydrophilic. Later on, Ju et al. 11 have reported on the possible synthesis of polydopamine nanoparticles (NPs) that mimic melanin 11 . Added to their functional properties [12][13] such as free radical scavenging activity 11 , photothermal conversion 5 and photoacoustic imaging efficiencies 5 , PDA NPs present several advantages compared to other polymeric nanoparticles. Indeed, PDA NPs are easy to synthesize and are made from biodegradable and biocompatible polymers 12 .

Furthermore, the NPs diameter can be easily controlled by tailoring the experimental polymerization conditions such as the pH 14 , water/alcohol ratio, dopamine concentration and polymerization temperature [15][16] . Because of their ease of use and their fascinating properties, PDA NPs have attracted considerable interest for various biomedical applications 13 . In addition, PDA polymer exhibits a unique property which consists in its chemical versatility 17 . Indeed, the surface of polydopamine NPs can be easily modified for drugs and/or hydrophilic polymer grafting (i.e. PEGylation 18 ) via covalent bonding with amines and thiols, hydrogen bonding, π-π stacking, metal coordination, and electrostatic interactions 9 . Actually, the PEGylation of nanoparticles 19 is a commonly used approach for increasing their circulation time in the bloodstream and/or improving the efficiency of drug delivery to target cells and tissues 18 . It consists in coating the surface of nanoparticles with high surface density of polyethylene glycol (PEG) polymers that adopt a brush conformation. In the case of PDA NPs, some works 11,15 have been done in this direction by using high concentrations of thiol functionalized PEG (SH-PEG), however none of them provided a clear justification about their PEGylation strategy and the choice of the experimental conditions. The PEGylation of PDA can be done via "Grafting-To" strategy 20 , which consists in grafting the polymer chain to the desired substrate. This can be done on PDA surface using either thiol (SH-PEG) or amine terminated PEG (NH 2 -PEG) (Figure S1).

Whereas SH-PEG can react via Michael addition with the catechol or with the corresponding unsaturated indole rings, NH 2 -PEG can be coupled to PDA using the same route but also via condensation reaction between the amine terminus group and the quinone to form Schiff base 8,12 . One of the big challenges to achieve a brush conformation of hydrophilic polymers is the excluded volume interactions, where the first grafted polymers at low density limit the access to the surface for other polymer chains thus leading to inefficient surface PEGylation 8,[21][22] . To overcome such problem, Pop-Georgievski et al. [20][21] have achieved a dense grafted PEG polymer on planar PDA layer by using PEG melts which involves the heating of an ultrathin layer of PEG so the chains become mobile and exhibit ideal chain dimensions [20][21] . Despite its success, the melt approach requires a high working temperature which can be problematic for fragile encapsulated drugs and cannot be applied on nanoparticles. Besides, Ju et al. 11 have used high aqueous PEG-SH concentrations (up to 100 mg/ml for 1 mg/ml of PDA NPs) in order to reach the polymer cloud point [23][24] which may allow high grafting density of PEG on PDA NPs. However, this latter strategy requires a very high concentration of PEG polymer which is unfavorable for any industrial development.

In this work, we have first established tightly controlled experimental conditions to synthesize PDA nanoparticles with well-defined physicochemical properties. Next, we have identified the factors that affect the most the size and the yield of PDA NPs. Then the morphology and the nanomechanical properties of PDA NPs with different size have been studied using AFM. In fact, studying the nanomechanical properties of the NPs as drug delivery systems has gained a massive interest over the past years [25][26][27][28] . Many relevant studies have reported about the impact of NPs elasticity on their cellular uptake, tissue penetration and biodistribution 27,[29][30] . Regarding PDA NPs, to the best of our knowledge, no previous studies have been reported neither about the elasticity of PDA NPs nor about the impact of their size on their mechanical properties. Finally, we present a versatile PEGylation method of PDA film and NPs using heterobifunctional SH-PEG-COOH polymer by changing the ionic strength of PEG solution at room temperature. By using different complementary physical techniques including QCM-D and AFM, we have monitored the PEGylation kinetics of PDA film and we have demonstrated the efficiency of this strategy to graft PEG polymers at high density with nonfouling properties. 

Material and methods

Chemicals

PDA NPs formulation

PDA NPs were synthesized following a previously established protocol 5,16 . Ultrapure water was mixed with ethanol (70/30 % v/v) and an aqueous solution of ammonia (25% NH 3 ). Dopamine hydrochloride was pre-dissolved in water and added to the abovementioned mixture under mild stirring. The reaction was allowed to proceed for 24 hours. Then, the preparations were purified by centrifugal filtration in 30 kDa MWCO Amicon filters and subsequently washed with water for three times. Centrifugations were carried out at ~2000 g, 4°C for 20 min using SL-200 RFID rotor (NuAir Awel, UK). The volumes retained were redispersed in either ultrapure water or Tris buffer and then stored at 4°C.

To study the impact of experimental parameters on the size and yield of PDA NPs, we tested different dopamine concentrations (2, 2.5, 3.2, 4 and 5 mg/ml), molar ratios of ammonia/dopamine (10, 20, 25, 30, 38 and 50), and temperatures (25, 30, 40, and 50 °C). All PDA nanoparticles formulations were reproduced three times.

The yield in PDA NPs was calculated as follows after the freeze drying of a precise volume of the NPs suspensions (equation 1). NPs concentration was determined based on the lyophilizate mass.

(1)

Dynamic Light scattering (DLS) and Zeta potential measurements

The hydrodynamic diameter (D h ) and surface charge were determined on aqueous NPs suspensions using a Zetasizer (Nano-ZS 90, Malvern Instruments, UK) with a detection angle of 90 °. The -potential measurements were conducted in presence of low ionic strength (5 mM NaCl). All measurements were carried out at 25 °C and repeated three times. The hydrodynamic radius of PEG was measured in Tris buffer (10 mM, NaCl 150 mM) using Zetasizer (Nano-ZS, Malvern Instruments, UK) with a detection angle of 173° following the same procedure described by Kaszuba et al 31 .

UV-visible absorbance

UV-visible absorbance spectra were recorded on a Cary 300 Bio UV-vis spectrophotometer (Varian, USA). The absorption of a NPs suspension was compared to that of an aqueous dopamine solution. The absorbance was measured for the wavelengths comprised between 200 and 800 nm.

Fourier Transform InfraRed spectroscopy

The FTIR analysis was performed on a Spectrum two spectrometer (PerkinElmer, France) in the attenuated total reflection (ATR) mode. NPs lyophilizate was analyzed and compared to dopamine hydrochloride powder. The spectra were recorded in the wavenumber range between 500 and 4000 cm -1 .

Atomic Force Microscopy (AFM)

Morphology and size distribution of PDA NPs prepared at different [Ammonia]/[Dopamine] ratios were examined (T°=25°C, [DA]=3.2 mg/ml) using a JPK Nanowizard Ultraspeed AFM (JPK instruments, Germany). NPs were first diluted in ultrapure water to a final concentration around 350 μg/ml. 100 μl were then deposited on cleaved mica substrates (muscovite mica, grade V1 from Tedpella) and the samples were left to dry at room temperature. The samples were then imaged in air conditions in Amplitude Modulation AFM (AM-AFM) using gold coated silicon ACTG cantilevers (nominal spring constant ~37 nN/nm, tip radius < 10 nm) from AppNano (USA). Imaging was performed at low force settings (85-90% of the free amplitude set around 20 nm). Topographic images were analyzed with the JPK Data Processing software and the size distributions were determined manually by using the line profile option to obtain the NP height and full width at half maximum (FWHM) to avoid any tip convolution effect.

Cryogenic Transmission Electronic Microscopy (Cryo-TEM)

NPs were diluted to around 1 mg/ml in Tris buffer (10 mM, pH 7.4) and 5 µl were deposited on a perforated carbon-coated copper grid (TedPella, Inc.). After removal by absorption of the liquid in excess, the grid was immediately immersed in a liquid ethane bath cooled at -180 °C. The grid was then mounted on a cryo holder and examined using a JEOL 2200FS (JEOL USA, Inc., Peabody, MA, U.S.A.) with an acceleration voltage of 200 kV. Micrographs were taken with a Gatan Ultrascan 2K camera (Gatan, Evry, France) and were treated with Image J software.

Evaluation of nano-mechanical properties of PDA NPs

The nanomechanical properties of PDA NPs prepared at different Ammonia/Dopamine molar ratios were carried out in a homemade fluid cell containing 200 µl of Tris buffer, at room temperature using a JPK Nanowizard Ultraspeed AFM (JPK instruments, Germany) in JPK Quantitative imaging (QI) mode. QI is a multiparametric mode that collects force-distance (FD) curves in each pixel of a high resolution image with information about height, sample stiffness and adhesion. At each scanned pixel, the cantilever approached the surface until the vertical deflection reached the setpoint value, inducing sample's deformation, before being retracted away.

As PDA NPs could not be physically adsorbed onto mica in buffer, they were thus covalently attached to the chemically modified mica substrates. To do so, freshly cleaved mica substrates were silanized using (3-aminopropyl)triethoxysilane (APTES) in the presence of N,Ndiisopropylethylamine (DIPEA). The silanization was carried out in vapor phase by applying a protocol described elsewhere 32 . In brief, in a plastic desiccator purged with nitrogen, 1 cm 2 cleaved mica surfaces were placed in presence of 60 µl APTES and 40 µl DIPEA and set under vacuum for 90 min. Immediately after removal from the desiccator, silanized mica substrates were fixed on a glass slide and further functionalized by depositing 200 µl of glutaraldehyde in PBS buffer (1:1 v/v). After incubation for 2 hours, the substrates were rinsed with Milli-Q water.

Afterwards, 100 µl of PDA NPs diluted to 0.5 mg/ml in Tris buffer (10 mM, pH 8.5) were deposited on the substrate and incubated for 1 hour. This method of functionalization allowed PDA NPs grafting to the surface via nucleophilic addition of the amine groups exposed on NPs surface onto the aldehyde function of the chemically modified mica substrates. Surfaces were then gently rinsed with ultrapure water, before adding Tris buffer (10 mM, pH 7.4) for AFM imaging.

The attached PDA NPs were thus imaged in QI mode at a resolution of 5 μm × 5 μm, 256 × 256 pixels using gold coated silicon ACTG cantilevers from AppNano (USA), with a nominal spring constant of ~ 37 nN/nm and a nominal tip radius of ~ 10 nm. The force setpoint was fixed to 35

nN at an indentation speed of 50 µm/s. The spring constant of the cantilever was measured in Tris buffer at room temperature and determined before every experiment using the equipartition theorem (thermal noise) [33][34] implemented in the JPK software Calibration Manager.

The Young's modulus associated with each pixel was determined with the JPK Data Processing software using the Hertz model. To do so, the approaching part of the force-indentation curves was fitted using the force-indentation relationship described in the Hertz model for the spherical indenter, as described by the following equation (2)

(2

)
where  is the Poisson's ratio set at 0.5 (a typical value retained for incompressible isotropic materials),  the sample deformation induced by the indentation, r the tip radius estimated at 10 nm, F the force applied during sample indentation and E the elastic modulus also called apparent Young's modulus. This allowed the generation of the corresponding elasticity map.

As this model is valid for small indentations going up to 20 % of the material's height, we have chosen 35 nN as force setpoint in order to maintain sample deformation below 10 nm. At such small deformations, the result is not biased by the underlying substrate's rigidity and the contact area between the tip and the indented material does not exceed the tip radius. Kelvin-Voigt model is commonly used to describe dissipative systems and interpret the obtained f and D signals 35 . In this model, the oscillatory system is described as a spring (corresponding to the elastic part) mounted in parallel to a dashpot (referring to the viscous part), with a complex shear modulus G * defined by the following equation (3)

PEG grafting in planar geometry

where G' and G" is the energy storage and energy dissipation moduli respectively, μ f is the elastic shear modulus, f is the resonance frequency and η f is the viscosity of the hydrated layer.

QCM-D was used for real-time analysis of PDA film formation, its subsequent functionalization with PEG chains and the ability of these coatings to inhibit proteins adsorption. QCM-D experiments were performed at 25 °C using a QCM-D E4 (Q-sense, Gothenburg, Sweden) and PEG chains conformation was theoretically estimated by calculating their overlap parameter defined by the ratio D/2Rg, where D is the distance between two neighboring chains and R g their gyration radius 20,36 . It is assumed that (i) for D/2Rg >1, PEG macromolecules adopt a mushroom conformation on the functionalized surface, (ii) for D/2Rg = 1, they are in a mushroom-to-brush structural state, while (iii) for D/2Rg values < 0.5, the grafting density is very high forcing the polymer chains to adopt a brush conformation.

In a good solvent, R g = 1.78 R h 20 where R h is the hydrodynamic radius of the PEG coil determined by DLS. D can be calculated as follows:

(

) 4 
where σ is the grafted density of PEG 37 given as:

(5)

where A PEG is occupied area per PEG chain, N PEG is the number of PEG molecules grafted on the surface (S) 37 . N PEG was calculated from the mass of the PEG layer deduced from the fitting of the QCM-D data with Voigt-Voinova model 35 using Q-Tools software (3.0.15).

The thickness value obtained by AFM nanoscratching experiments for the PEG layer was injected in the Voigt model equations to allow the calculation of the layer's density, viscosity and shear modulus. The density and viscosity of the aqueous phase were set at 1000 kg.m -3 and 0.001 kg.m -1 .s -1 , respectively.

The thicknesses PDA and PDA-PEG films were determined simultaneously in the presence of buffer and after drying with nitrogen stream, in order to calculate the swelling percentage (% H2O )

following the equation 6:

(6)

PEGylation of PDA NPs

After optimization of NPs formulation, PDA NPs of an average diameter of ~140 nm were used for further functionalization with SH-PEG 2000 -COOH. After purification, bare PDA NPs were dispersed in Tris buffer (10 mM, 150 mM NaCl, pH 8.5). PEG 2000 was dissolved in the same buffer and added to the NPs suspension. The final concentrations were 1 mg/ml and 10 mg/ml for PDA NPs and PEG solution, respectively. The mixture was allowed to react at room temperature under mild stirring. After 24 hours, the NPs were purified by centrifugal filtration (MWCO 30000 Da). NPs diameter and zeta potential were measured using the same protocol described for PDA NPs. NPs PEGylation was further assessed by FTIR spectrometry and DLS.

Statistical analysis

In order to assess the significance of sizes and yields observed between the different groups of PDA NPs, we have conducted a one-way analysis of variance (ANOVA) using the data analysis toolkit in Microsoft Excel. p-value less than 0.01 was considered statistically significant.

Results and discussion

PDA nanoparticles synthesis: impact of polymerization conditions on their size and yield

Polydopamine also referred as dopamine-melanine is an heterogenous biosinspired polymer which can be easily synthesized from dopamine monomer in alkaline conditions 8 . Despite the fact that its exact structure is not yet fully elucidated [38][39] due to the complexity of the polymerization pathways and its insolubility in aqueous and organic solvents, there is a general agreement that PDA formation involves the oxidation of protonated dopamine monomers in alkaline aqueous conditions to give dopamine-quinone molecules which can further cyclize to form dihydroxyindole (DHI) molecules as key precursors of PDA [40][41][42] . Different experimental conditions for PDA NPs synthesis have been described so far, and most of them consisted in the oxidation of dopamine in aqueous solution in the presence of a strong base such as NaOH or NH 4 OH 11, 14-15 . However, these protocols usually lead to the formation of large aggregates coexisting with the desired NPs which induced a loss in the final NPs yield and required further purification steps to remove the large aggregates 11,[14][15] . Recently, by calculating the Hansen solubility parameters of the solvents, Jiang et al. 16 have demonstrated the importance of water/alcohol mixture for PDA NPs synthesis. They have found that a volume ratio of alcohol/water about 30% was necessary in order to obtain spherical PDA NPs without the formation of large aggregates 16 . Thus, based on this study we have chosen water/ethanol at a volume ratio of 30% as solvent for the synthesis of PDA NPs and we have assessed the effects of dopamine concentration, the reaction temperature and the base/dopamine molar ratio on the size and yields of NPs. To do so, we studied first the impact of dopamine concentration on the size and yield of NPs at a constant [Ammonia]/[Dopamine] ratio (R=25) and a temperature (T = 25°C) by measuring the size and the yield of the purified NPs after 24 hours of incubation.

Results are presented in Figures 1A and1B. After the addition of dopamine at different concentrations ranging from 2 to 5 mg/ml to the reaction mixture, the colorless solutions turned rapidly to pale brown then gradually to dark brown and finally black indicating the formation of PDA features. After 24 hours of incubation, the PDA NPs were purified with centrifugal filtration in order to eliminate the unconverted dopamine derivatives and were characterized in terms of their hydrodynamic diameter by DLS and their yield after freeze drying. While a dopamine concentration of 2 mg/ml did not lead to the formation of monodisperse PDA NPs, those ranging from 2.5 to 5 mg/ml gave rise to monodisperse NPs with a hydrodynamic diameter increasing with the concentration of DA (Figure 1A). However, the yield did not follow the same tendency (Figure 1B) but reached higher values (~45%) with higher concentrations of dopamine. The reaction time was also determined, and as shown in the Table S1 and Figure S2, neither the yield nor the NPs size changed after 30

H of reaction which implies that the polymerization reaction of DA did not progress further after 24 H. Based on these results and as the concentration of DA at 3.2 mg/ml gave monodisperse NPs distribution with a mean hydrodynamic diameter  200 nm which is considered as optimal NPs diameter for intravenous administration in in vivo applications, this concentration and the reaction time of 24 H were kept constant in this study. Figure 1C shows the hydrodynamic diameter measured by DLS of the purified PDA NPs that were prepared with increasing

[Ammonia]/[Dopamine] ratios. Indeed, NPs hydrodynamic diameter was strongly dependent on

[Ammonia]/[Dopamine] ratio, with a NPs size decreasing from ~300 nm to ~60 nm for ratios comprised between 10 and 50 respectively, at 25°C. The effect of base concentration is consistent with previous reports in the literature 11,14 . Actually, under alkaline conditions and in presence of oxygen, dopamine hydrochloride is deprotonated, oxidized and self-polymerized leading to the production of polydopamine. The redox process is associated with protons production. Basic pH allows thus the consumption of the produced protons and the shift of the redox reaction equilibrium towards the production of polydopamine. Hence, higher pH values will enhance the nucleation of PDA nanoparticles and lead to the formation of smaller NPs. Moreover, polydopamine is more soluble in high basic pH, which may promote the formation of smaller NPs as the amount of ammonia increases 43 . As the proton release from dopamine hydrochloride decreases the solution pH, this will result in decreasing the dopamine polymerization process and thus affording unchanged size of PDA NPs. Similar to the effect of the [Ammonia]/[Dopamine] ratio, increasing the reaction temperature from 25°C to 50°C resulted in the decrease of NPs size for the respective [Ammonia]/[Dopamine] ratios but also with a loss in size monodispersity for temperatures exceeding 40 °C as shown in Figure 1D and table S2. The monodispersity loss of PDA NPs at high temperature could be related to the evaporation of ethanol and/or of the ammonia with time, which may reduce the PDA solubility and thus a loss in their size control.

Conversely, as depicted in Figure 1E, the yield of PDA NPs increased with the reaction temperature and was inversely proportional to [Ammonia]/[Dopamine] ratio. An increase in the reaction temperature thus provides more energy to the system and probably accelerates the kinetics of polymerization, generating NPs smaller in size but in greater number than at low temperature. Different results have been reported in the literature regarding the yield of PDA NPs as a function of [Ammonia]/[Dopamine] ratio. While Jiang et al. 16 observed unchanged yields when varying the pH reaction, Ju et al. 11 reported an increase of the yield with the pH and temperature. Such discrepancy may be related to the different employed purification methods but also to the formation of non polymerized amorphous agglomerates at high pH values that can pass through the filters membranes. In order to assess the difference significance between sizes and yields of the different groups of PDA NPs, we have conducted a one-way analysis of variance (ANOVA). By analyzing the impact of temperature and [Ammonia]/[Dopamine] ratio on the sizes and yields of PDA NPs, we found that the size differences between the PDA NPs groups as well as their yields were significant except for the yields obtained at 50°C. The results are summarized in the table S3 and S4.

As were compared to the predicted ones. The experimental results were fully consistent with predicted size and yield values using central composite design analysis. Thus, our data set provides a simple and accurate method to produce PDA NPs with a fine control of their size and yield.

T (°C) [Ammonia] / [DA]

Predicted 

Morphological characterization of PDA nanoparticles

After the optimization of the formulation conditions of PDA nanoparticles, their size and their morphology were assessed using transmission electron microscopy (Cryo-TEM) and atomic force microscopy (AFM). Cryo-TEM experiments were performed on PDA NPs obtained at 25°C with a [Ammonia]/[Dopamine] ratio of 25. The cryo-TEM image presented in Figure S3 shows spherical NPs with monodisperse size around 150 nm and a rough surface. Although the DLS data of the different batches of PDA NPs were all monodisperse, several studies however pointed out the limitations of the scattering techniques in resolving the NPs size distribution [44][45][46] accurately. Indeed the DLS signal intensity is related to the sixth power of the particle diameter, thus the presence of some large particles in the same sample will scatter higher amount of light, thus inducing an overestimation of the NPs size measured by DLS 45,[47][48] . In order to circumvent this limitation, PDA NPs were prepared at a temperature of 25°C and with different Similar to DLS results the size of NPs was reduced as the [Ammonia]/[Dopamine] ratio increased. However, it should be noticed that the coexistence of few small polymeric features with very low height (h < 20 nm) was also observed in AFM height images. These latter became more frequent as the size of the PDA NPs decreased. This may be due to the presence of some PDA oligomeric stacks that were not fully grown into PDA NPs and could not be removed by the adopted purification methods. Next we performed a statistical analysis of the height and width of the different batches. In order to reduce the convolution effect on the lateral size of nanoparticles imaged by AFM, the widths were all measured at the full width at half maximum (FWHM) of the peak height 45 . The obtained results are summarized in Table 2 and Figure S4. All NPs heights and widths could be nicely fitted with one symmetric Gaussian peak (Figure S4). Compared to the DLS data, those obtained with AFM were lower. This discrepancy could be explained by the polydispersity index of the studied samples. As already mentioned, DLS overestimates the NPs size distribution by favoring the light diffusion of larger objects 45,[47][48] . Furthermore, the drying step necessary to adsorb NPs on mica surface, as well the interaction with mica surface after adsorption may generate noticeable changes in their shape and dimensions on AFM pictures.

Taken together, both DLS and AFM data confirmed the fact that increasing the [Ammonia]/[Dopamine] ratio induced a decrease in the PDA NPs diameter and that they exhibited spherical shape with monodisperse distribution.

[Ammonia] / Finally, the zeta potential of PDA NPs was measured at 25°C for different

[Ammonia]/[Dopamine] ratios (Table 2). All PDA NPs exhibited negative zeta potential values that could be related to the deprotonation of the catechol groups exposed at their surfaces 14,49 .

Independently of their size, the  values remain almost unchanged (around -36 mV) which indicates that PDA NPs expose the same functional groups at their surface.

Nanomechanical properties determination of PDA nanoparticles

Besides, the nanomechanical properties of PDA NPs exhibiting different sizes were examined performing AFM nanoindentation experiments 26,50 . Measuring the Young's modulus of NPs with different sizes is of great interest for biomedical applications [25][26][27] . Indeed, several studies have highlighted the influence of NPs nanomechanics on their structural and functional properties [25][26][27] all the more so polymeric nanomaterials may behave differently from their bulk counterparts [51][52] . The AFM nanoindentation experiments consist in force spectroscopy measurements in which the AFM tip approaches the sample and is pushed into it, until a predefined force is reached and then the tip is retracted thus generating force-distance curves (Figure 3B). These latter can be fitted with different contact mechanics models namely with Hertz 53 , Johnson-Kendall-Roberts (JKR) 54 or Derjaguin-Muller-Toporov (DMT) 55 models. So far, Hertz model is the most used one because of its simplicity, however different experimental conditions such as indentation depth, tip geometry, cantilever stiffness should be precisely defined in order to avoid any wrong estimation of the calculated Young's modulus 50,56 . Indeed, the Hertz model assumes a spherical shape for the AFM tip and a non-adhesive contact between the indenter and the sample 50 . Thus, in order to determine the best experimental conditions for nanoindentation experiments, we first performed AFM imaging of covalently attached PDA NPs (D h = 131±2 nm)

with low force settings in buffer using quantitative imaging AFM mode (QI) [57][58] which collects force-distance (FD) curves in each pixel in a high resolution image with information about height and sample stiffness (Figure 3B). Afterwards, we analyzed force-distance curves at the center of several individual NPs. As shown in Figure 3B, by applying a force of 35 nN on PDA NPs induced a height deformation of ~10 nm which represents only 10% of the sample total height (~ 110 nm). This condition is essential to exclude the substrate effect on the mechanical measurements. In addition, this indentation depth is almost equal to tip radius of the used cantilever which was assumed to 10 nm as nominal value, hence the indenter geometry could be assumed as sphere and the Hertz model could be applied 50 . were not changed significantly at the different loading rates as analyzed by the unpaired two sample Student's t-test. This demonstrates that the mechanical properties of PDA Nps are not dependent on the indentation speed (Figure S6). Furthermore, the imaged PDA Nps did not exhibit any significant difference in shape or height following two consecutive AFM images acquired in Quantitative imaging (QI) mode. This result rules out the hypothesis of plastic deformation (Figure S7).

Using QI mode, the height and Young modulus maps of different PDA NPs with decreasing size were determined (Figures 4A-4D for the height maps, Figures 4E-4H for the Young's modulus ones). Young's modulus values at the maximal height of each NPs type were measured and their distributions were represented as histograms with their Gaussian fits (Figure 4I-4L).

Interestingly, the Young's modulus of PDA NPs was decreasing with their size. In greater details, PDA NPs with a mean D h of 290 ± 2 nm exhibited a Young's modulus (E) of 480 ± 108 MPa, followed by NPs having hydrodynamic diameters of 161 ± 2 nm and 131 ± 2 nm with Young's modulus values of 365 ± 59 MPa and 313 ± 76 MPa, respectively. The smallest PDA NPs having a D h of 106 ± 2 nm exhibited the lowest Young's modulus of 188 ± 42 MPa.

Compared to other polymeric nanomaterials made of PMMA, PLGA or polystyrene, the Young's modulus values for PDA NPs are almost one order of magnitude lower. This strong difference in mechanical behavior could be mainly related to the nature of polymer but also to their selfassembly process. PDA exhibits a complex and heterogeneous structure which makes the elucidation of its polymerization mechanism still unresolved 38 . Many authors have proposed that PDA is not a covalent polymer but rather a supramolecular aggregate of monomers, oligomers consisting of dihydroxyindole (DHI), dopamine quinone, dopamine and other eumelanin-like derivatives that are held together through weak interactions such as charge transfer, -stacking, hydrogen bonding and -cation 39,41 . However, others have suggested that PDA exhibit a polymeric structure of high molecular weight arising from aryl-aryl linkages between the oxidized and cyclized dopamine monomers 38 . Conversely, Hong et al. 42 suggested that PDA consists in mixtures made of covalently bound indole units, physical trimers made of two dopamine molecules and on dihydroxyindole which are held together by -stacking and hydrogen bonding 42 . Besides, Waren et al 59 have recently studied by the mean of pump-probe microscopy the role of the aggregation state of the oligomeric structures inside Melanin-like nanoparticles with different sizes (30 nm, 100 nm or 250 nm) generated by spontaneous dopamine oxidation on their absorption properties. By exploring the broad absorption bands of these NPs and their disassembled subunits including monomers, oligomers and stacked oligomers also known as protomolecules 59 , they suggested that larger PDA NPs showed higher attenuation at longer wavelengths compared to smaller ones due to their higher geometric packing order 59 . Similarly, this finding could explain also the dependence of Young's modulus values with NPs size, in particular for the bigger PDA NPs that exhibit higher elastic modulus values because of the higher geometric packing order of the stacked oligomeric fractions inside the core. The higher is this packing order, the more rigid are the NPs.

PEGylation strategy of PDA nanoparticles

The next step was focused on the optimization of PDA PEGylation strategy in order to obtain high density of PEG chains grafted at the PDA surface. Since the PEG grafting efficiency as well as the PEG density on PDA NPs cannot be easily assessed with conventional techniques (i.e.

DLS, AFM, Cryo-TEM), we investigated the PEGylation kinetics and efficacy of PDA planar adlayer using QCM-D in combination with AFM (Figure 5A). This combination allows the determination of the best PEGylation conditions leading to the highest PEG density on PDA surface. Thus, we have monitored in situ the formation of PDA film on SiO 2 -coated quartz crystals upon the oxidation of dopamine in Tris (pH 8.5) which is a commonly used buffer for surfaces coating with PDA. Herein, Tris was chosen instead of ethanol/water/ammonia mixture, because the dopamine polymerization in this latter mixture does not allow the formation of PDA film on SiO 2 -coated quartz crystals. Moreover, both polymerization procedures led to PDA assemblies exhibiting similar FTIR spectra 8,11 , thus indicating that the chemical structure of both PDA preparations is comparable. Hence, the PDA film can be used as a chemical model of PDA Nps. which remain constant after buffer rinsing. This indicates the formation of stable PDA film on the SiO 2 -coated quartz crystal. Indeed, under alkaline conditions the dopamine monomer is spontaneously oxidized by dissolved oxygen which leads to highly reactive products formed at the end of the oxidation cascade such as 5,6-dihydroxyindole and quinine derivatives (5,6-indolesemi-quinone and 5,6-indole-quinone) which further polymerize into oligomers or polymers.

These latter self-assemble and form colloidal particles that form thin layer on the surface in contact with the solution and can further aggregate to precipitate in the solution. In order to avoid the formation of such large particles on the top of the quartz, the experiment was stopped after two hours of dopamine injection.

The PEGylation of PDA film was done using heterobifunctional PEG (SH-PEG n -COOH) polymers with different molecular weights (2000, 3500 or 5000 Da) and bearing a thiol group at one extremity and a carboxylic group at the other one. Whereas the thiol group will serve as chemical anchor for the PEG chain on the catechol groups of PDA film via Michael addition reaction, the carboxylic group can be used for coupling other ligands on the PEG extremity. Interestingly, the time-dependent profiles (Figure 5C) as well as the final frequency shifts and higher decrease in Δf 5 (~ -50 Hz) which remain stable after rinsing with buffer. Hence, the presence of 150 mM NaCl favors higher amounts of PEG chains grafted onto PDA surface.

To gain further insights about the morphology and the thickness of PDA and PDA-PEG films, the formed adlayers on the SiO 2 -coated quartz crystals were characterized simultaneously by AFM imaging and nanoscratching experiments respectively. As shown in Figure S8, the PDA film exhibits a continuous rough surface (RMS R q = 2.4 nm) with presence of some small colloidal particles. By performing nanoscratching experiments on multiple substrates we could determine the average thickness ~ 13.9 nm of the PDA film in buffer condition. Such PDA thickness is in accordance with those obtained by other authors on Si/SiO 2 substrates measured by ellipsometry 21 for the same incubation duration. The normalized changes in frequency (∆f) and dissipation (∆D) for the three overtones (n = 5, 7, 9) following the formation of PDA film, were plotted (Figure S9A). No overlap of the three overtones could be observed which indicates that the formed film behave as viscous layer adsorbed on the QCM-D quartz crystal. Thus, the Sauerbrey equation is invalid in this case for the calculation of adsorbed mass of PDA, as this assumes that the normalized changes in frequency (∆f) should be independent of overtones. Thus we fitted the experimental results in Figure S9A using the Kelvin-Voigt model as a more realistic model to describe the formed PDA film. The best fit results yield the changes in adsorbed mass (Δm PDA ), the shear modulus (µ PDA ), and shear viscosity (η PDA ). The fitting results were in excellent agreement with the measured data for all three overtones demonstrating the validity of the model, yielding ∆m ~ 2750 ng/cm 2 and a density ~ 2000 Kg/m 3 for the PDA layer (Table 3). As for PDA film, we have determined the thickness of the adsorbed PEG layer by AFM nanoscratching experiments. The nanoscratching experiments performed on PDA-PEG films provided an increase of the thickness of 9.7±1.1 nm which corresponds to the attached PEG layer (Table 3, Figure S8). Such value is in good agreement with that obtained by Pop-Georgievski 20 for thiol terminated PEG brushes formed either on gold or PDA coated gold substrates using the melt approach. The determined thickness was thus used in order to achieve the fit of QCM-D data using the Kelvin-Voigt model. As depicted in Figure S9, the fitting profiles (black curves) were in excellent agreement with the measured data, yielding ∆m ~ 1650 ng/cm 2 for the PEG layer.

Moreover the shear modulus (µ PEG ), and shear viscosity (η PEG ) (Table 3 and Figure S10) are consistent with those obtained with hydrophilic polymer brushes [60][61] . However, despite the good agreement between the experimental data and the applied Kelvin-Voigt model, the validation of the formation of PEG layer with high-surface density (i.e. polymer brush conformation) requires further investigation about the grafting density (σ), the distance (D) between the grafted polymers, the swelling degree of PEG chains as well as the overlap parameter (D/2R g ) 20,36 to determine the structural state of the bound chains. Therefore, by using the mass of the adsorbed PEG layer and its thickness determined by QCM-D and AFM nanoscratching experiments respectively, we could determine the overlap parameter. Moreover we have measured the thicknesses of PDA and PDA-PEG layers in their dry states by AFM nanoscratching in order to calculate the swelling percentage (% H2O ) of each layer in Tris buffer (10mM, NaCl 150mM) which was found to be % PDA-H2O ~ 4 % and % PEG-H2O ~ 160 %. These values are similar to those obtained in water by Pop-Georgievski et al. 20 using ellipsometry. The calculated value of D/2R g was equal to 0.1 which is lower than 0.5, ascertaining that the grafted PEG chains in these conditions are in brush conformation for which there is a significant chain overlap between the neighboring chains. It should be noted that higher salts concentrations (data not shown) have been also tried in order to improve the PEG grafting on PDA film, however similar frequency and dissipation shifts were measured which demonstrates that the surface was already saturated with PEG chains. The hydrodynamic diameter of the freshly PEGylated PDA NPs measured in ultrapure water revealed an increase by 14 nm compared to the bare PDA NPs. Moreover the Zeta potential of the resulting NPs measured in the presence of 5mM of NaCl were not changed (=-35 ± 1 mV) compared to the bare ones (=-36 ± 1 mV). This could be related to the deprotonation of the carboxylic groups at the PEG extremities. Hence as the PDA NPs were already negatively charged, the deprotontation of PEG carboxylic groups would not induce a shielding of the PDA charges. Moreover, both nanoparticles types were stable for more than one month when stored at 4°C either in ultrapure water or in Tris buffer (10 mM, pH 7.4). However, when stored in the same buffer but in the presence of 150 mM NaCl to mimic the physiological ionic strength, only PEGylated PDA NPs remained stable as shown in the Table 4. Bare PDA NPs tend to form aggregates in the presence of NaCl with large precipitates in the solution (Table 4) within 24 hours of incubation. This demonstrates that the electrostatic repulsion between the bare PDA NPs was insufficient to maintain their colloidal stability in the presence of NaCl according to the DLVO theory [62][63] . In fact, the presence of salts will reduce the Debye screening length ( -1 )

Protein repelling properties of PDA PEGylated substrates

which is given as  -1 (nm)= 0.304/(I) 0.5 (where I is the ionic concentration of monovalent ions in M). However, such problem was not observed in the case of PEGylated NPs where their stability is maintained by the PEG corona which acts as steric barrier. To further corroborate the PEGylation of the PDA NPs, they were lyophilized and characterized by Fourier-transform infrared spectroscopy (FTIR). As depicted in Figure S11, the FTIR spectrum of untreated PDA NPs exhibit a broad peak spanning from 3600 to 3200 cm -1 corresponding to the presence of OH groups and two other peaks at ~ 1600 cm -1 and ~ 1500 cm -1 characteristic of indole derivatives.

This spectrum is in perfect agreement with the literature 11,14 . Added to these peaks, the PEGylated PDA nanoparticles showed characteristic spectral peaks of the PEG at 2880 cm -1 (alkyl C-H stretching) and 1110 cm -1 (C-O-C stretching). These spectra are similar to those obtained by Ju et al. 11 indicating the efficiency of the PEGylation strategy.

Conclusion

In this work, we established for the first time, tightly controlled experimental conditions to 

  (APTES), N,N-diisopropylethylamine (DIPEA), glutaraldehyde (25% in water), Sodium dodecyl sulfate (SDS) and Poly (ethylene glycol) 2-mercaptoethyl ether acetic acid (SH-PEG n -COOH, M w = 2000, 3500 and 5000 Da) were purchased from Sigma Aldrich (St. Louis, Mo., USA). Sodium chloride (NaCl) was purchased from Carl-Roth Chemical (Karlsruhe, Germany), Ammonium hydroxide (25% NH 3 ) from Merck (Darmstadt, Germany) and ethanol from VWR Chemicals (Rafnor, Pa., UAS). Fetal bovine serum (FBS) was provided from Gibco (Invitrogen, Carlsbad, California, USA) and diluted to 10% (% vol) in Tris buffer (10 mM, pH 7.4). Ultrapure water was produced by a Millipore MilliQ Direct 8 water purification system with a resistivity of 18.2 MΩ.cm at 25 °C.

  using QCM-DQuartz crystal microbalance with dissipation monitoring (QCM-D) is a highly sensitive instrument that allows real-time monitoring of the mass of deposited materials on an oscillating surface. This technique is based on the piezoelectric properties of a quartz sensor which oscillates, under the excitation by a sinusoidal current, in shear deformation mode with a fundamental resonant frequency of 5 MHz. During QCM-D experiments, resonance frequency is recorded with multiple overtones. Frequency changes (f) refer to mass adsorption or desorption on or from the surface. Simultaneously, the energy dissipation of this oscillatory system is obtained by switching off regularly the electric excitation. Dissipation shifts (D) are related to the viscoelastic properties of the adsorbed material. In the case of hydrated layers with viscoelastic behavior, energy is dissipated with a time decay resulting in a high dissipation shift.

SiO 2 -

 2 coated quartz crystals as sensors. Resonance frequency and dissipation changes were recorded for five overtones (n = 3, 5, 7, 9 and 11). Prior to use, SiO 2 -coated quartz crystals were sonicated in 10 % SDS solution for 5 minutes and rinsed excessively with ultrapure water before being dried under N 2 . The sensors were then treated with UV/Ozone for 40 min. Prior to use, QCM-D channels were cleaned using 2% Hellmanex solution and thoroughly rinsed with ultrapure water. Before the injection of the solutions, stable baselines were ensured to be reached in the buffer solutions. At the end of each experiment, a thorough rinsing step was performed using the corresponding buffer to eliminate loosely attached materials.First, PDA film was formed on QCM-D sensor by injecting a 2 mg/ml dopamine solution in 10 mM Tris buffer at pH 8.5 using a peristaltic pump with a flow rate of 250 µl/min. The dopamine solution was prepared in situ and set under stirring with access to oxygen. Rinsing was performed at a fixed frequency shift in order to obtain the same PDA layer thickness for all experiments (f 5 ~ -100 Hz, reached after ~2 hours of solution injection).Next, a 1 mg/ml PEG solution in Tris buffer (10 mM, pH 8.5) was injected onto the pre-formed PDA film at a flow rate of 250 µl/min. f and D were recorded for ~17 hours, which was sufficient to reach saturation. Three molecular weights were tested for SH-PEG n -COOH, n = 2000 Da, 3500 Da and 5000 Da, to compare their grafting efficiency on PDA film. The impact of salts concentration on PEG grafting on PDA surface was studied by injecting PEG solution in 10 mM Tris buffer supplemented or not with 150 mM NaCl. Experiments were repeated three times for each condition. The morphology and thickness of PDA and PEGylated PDA films were then studied by AFM imaging and nanoscratching experiments respectively.Proteins adsorption was then evaluated for bare PDA film and PEG functionalized films by injecting fetal bovine serum (FBS) diluted to 10 % (% vol) in Tris buffer (10 mM, pH 7.4). Based on the results obtained from these experiments, PEG chain length and grafting conditions were selected for PDA NPs PEGylation.

Figure 1 :

 1 Figure 1: A. Hydrodynamic diameter and B. Yield of PDA NPs prepared at 25°C with [Ammonia]/[Dopamine] ratio of 25, as a function of dopamine concentration. C. An example of DLS data of PDA nanoparticles as a function of [Ammonia]/[Dopamine] ratio. PDA NPs were prepared at a temperature of 25°C and a dopamine concentration of 3.2 mg/ml. (D,E) Histograms representing the hydrodynamic diameter and yield variations as a function of preparation temperature and [Ammonia]/[Dopamine] ratio at a dopamine concentration of 3.2 mg/ml. (F,G) Surface

  the [Ammonia]/[Dopamine] ratio and the reaction temperature significantly affected the size and yield of PDA NPs, their impact was further assessed by generating surface response plots (Figure1F, 1G) from the whole set of data, using a central composite design with two numerical factors ([Ammonia]/[Dopamine] ratio and temperature). This allows the prediction of the size or the yield from these two parameters. Indeed, by using the size-factor and yield-factor relation equations generated from the central composite design analysis (Equations in SI), it is possible to determine the range of values of the two experimental parameters allowing the synthesis of PDA NPs with the desired size and yield. In order to confirm the efficiency of the generated size-factor and yield-factor relationships, five different synthesis experiments were conducted and the results

[

  Ammonia]/[Dopamine] ratios and absorbed onto freshly cleaved mica for AFM imaging in air in amplitude-modulation AFM. As shown in Figure2A-2F, AFM images revealed well dispersed particles with semi-spherical shapes.

Figure 2 .

 2 Figure 2. AM-AFM topographical images in air of adsorbed PDA NPs onto mica substrates. The NPs were at a temperature of 25°C but at different [Ammonia]/[Dopamine] ratios A(10), B(20), C(25), D (30), E (38), F(50).

Figure 3 .

 3 Figure 3. A. Scheme illustrating the functionalization strategy of mica substrates for the covalent attachment of PDA NPs (images not to scale). B. Typical experimental force distance curves obtained on mica (red) and on the top of PDA NPs (black) with the fit (blue) using the Hertz model. Representative topography image with the corresponding elasticity map obtained with QI mode at a force setpoint of 35 nN at an indentation speed of 50 µm/s. C. QI imaging of PDA NPs with the height image and elastic modulus maps and associated cross sections along the red and blue lines drawn on maps.

Figure 4 .

 4 Figure 4. AFM height images in Tris buffer (10mM, NaCl 150 mM) of covalently attached PDA NPs with different sizes (A, B, C, D) on silanized mica substrates with their corresponding Young's modulus maps (E, F, G, H) obtained with JPK Quantitative imaging (QI) mode at a force setpoint of 35 nN at an indentation speed of 50 µm/s. (I, J, K, L) represent the histograms distribution of the Young's modulus of NPs with Gaussian fits.

Figure

  Figure 5B represents the change in ∆f and ∆D following the injection of dopamine in Tris buffer

Figure

  Figure 5C displays the adsorption kinetics of the different SH-PEG n -COOH polymers on PDA

Figure 5 .

 5 Figure 5. A. Scheme illustrating the PEGylation strategy of PDA film. B. Changes in resonant frequency Δf (black line) and dissipation ΔD (grey line) monitored at 25 MHz (n = 5) during formation of PDA adlayer on SiO 2 substrates. C. Left. Frequency (Δf 5 ) and dissipation (ΔD 5 ) shifts following the injection of SH-PEG n -COOH with different molecular weights (Green: 2000 g/mol, Blue: 3500 g/mol and Red: 5000 g/mol) on PDA film. Right. Histograms illustrating the saturated frequency (Δf 5 ) and dissipation (ΔD 5 ) signals after rinsing with buffer. D. Left. Frequency (Δf 5 ) and dissipation (ΔD 5 ) shifts following the injection of SH-PEG 2000 -COOH in the absence of NaCl

Finally we performed series

  of QCM-D experiments in order to evaluate the protein repelling properties of the PEGylated PDA surfaces by injecting FBS solution at 10 % (vol%) in Tris buffer. Following the injection of FBS on PDA film (Figure5E), the frequency decreases abruptly to reach a plateau with a frequency shift Δf 5 value of ~ -65 Hz with subsequent increase of the corresponding dissipation (ΔD 5 ~ 4x10 -6 ) indicating the absorption of viscous materials on the PDA surface. Furthermore, it is notable that both ∆f and ∆D change only slightly after rinsing with Tris buffer indicating that proteins are strongly adsorbed on the PDA film. Compared to this latter, the PEGylated films formed in the absence (PDA-PEG 2000 ) or presence of NaCl (PDA-PEG 2000 -NaCl) revealed lower Δf and ΔD shifts upon FBS injection which could be attributed to the lower effective mass of adsorbed proteins. Moreover, the behavior of the two films did not exhibit same kinetic absorption profiles for FBS. Indeed, while a plateau in the frequency and dissipation shifts is obtained after 10 min of FBS injection, the frequency shift Δf 5 monitored for PDA-PEG 2000 -NaCl continued to increase monotonically with time suggesting that proteins are loosely attached in this condition. Moreover the residual frequency and dissipation shifts obtained after buffer rinsing with PDA-PEG 2000 -NaCl are reduced by a factor of 2 and 4 compared to the PDA-PEG 2000 and PDA films respectively. However, ∆f and ∆D did not come back to their initial levels after rinsing with Tris buffer indicating the presence of residual adsorbed proteins despite the presence of PEG brushes on the top of the PDA film. One possible explanation for this adsorption is the presence of defects in the PDA films. Similar effect has been observed by Emilson et al.22 despite the presence of polymer brushes on gold surfaces. By using the optimized PEGylation conditions on PDA planar surfaces, we applied the same PEGylation strategy on PDA nanoparticles exhibiting a hydrodynamic diameter of ~140 nm. The PEGylation was thus achieved after overnight incubation of PDA NPs at a concentration of 1 mg/ml with 10 mg/ml of SH-PEG 2000 -COOH. The concentration of PEG herein was higher than that used in the case of planar surface in order to keep the same ratio as in the case of PDA planar surfaces. The PEGylation efficiency of PDA NPs was thus evaluated by measuring their hydrodynamic size, their Zeta potential by DLS and by investigating their chemical functionalities using Fourier-transform infrared spectroscopy (FTIR) on lyophilized NPs.

  synthesize and PEGylate PDA nanoparticles with well defined and reproducible physicochemical properties. As influencing factors on PDA NPs synthesis, we first studied the impact of [Ammonia]/[Dopamine] ratio and reaction temperature on their size and the yield. Our experimental data enabled the construction of surface response plots with accurate predictive values of the size and the yield of PDA NPs. The size, the zeta potential and the morphology of the synthesized NPs were further analyzed using DLS and AFM respectively. All of the nanoparticles were monodisperse and exhibited semi-spherical shapes with similar zeta potential values implying that they exposed the same chemical groups at their surfaces independently of their size. The nanomechanical properties of the covalently attached PDA NPs were studied by AFM nanoindentation experiments. It is noteworthy that the NPs Young's modulus decreased with their size, suggesting that PDA NPs with different sizes exhibit different geometric packing order of the oligomers/polymers in the core of NPs. Next, the PEGylation efficiency of PDA film with thiol-terminated PEG was monitored on solid substrates using QCM-D. The PEGylation strategy was optimized to graft the highest polymer density on the PDA film and to limit the nonspecific adsorption of serum proteins by tuning the salts concentration in the solution. We have demonstrated the efficiency of our PEGylation strategy in the presence of salts even at low PEG concentrations. Finally, by transposing the same experimental conditions to PDA NPs, we could synthesize efficiently PEGylated NPs with high stability in physiological conditions as revealed by FTIR and DLS experiments respectively. Taken together, this work will provide more

Table 1 :

 1 Comparison of experimental values of NPs size and yield obtained for different [Ammonia]/[Dopamine] ratios with those generated from response surface models.

			D h	Experimental	Predicted	Experimental
			(nm)	D h (nm)	yield (%)	yield (%)
	25	14.0	250	264±6	35.7	36.1±0.6
	25	19.0	200	211±1	33.3	33.8±1.1
	32	12.0	250	258±8	44.9	45.5±0.7
	32	17.0	200	193±7	42.8	43.0±0.5
	32	33.5	100	115±2	37.0	38.2±0.8

Table 2 :

 2 Summary

of the size and zeta potential values of PDA NPs prepared at a temperature of 25°C and at different [Ammonia]/[Dopamine] ratios as measured by DLS in ultrapure water and AFM in air.

(

  Green) or in the presence of 150 mM of NaCl (Brown) on PDA film with the corresponding histograms after rinsing with buffer. E. Left. Frequency (Δf 5 ) and dissipation (ΔD 5 ) shifts following the injection of FBS (10 vol%) on neat PDA film (Black), SH-PEG 2000 -COOH grafted on PDA in the absence (Green) or in the presence of 150 mM of NaCl (Brown) with the corresponding histograms after rinsing with buffer.

	Layer	h (nm)	∆m (ng/cm 2 ) ρ (kg/m 3 )]	η [mPa.s]	µ [MPa]	% H2O
	PDA	13.9±1.0	2754±103	1981±74	1.40±0.15	0.09± 0.014	4
	PEG 2000	9.7±1.1	1650±462	1701±476	1.02±0.40	0.135±0.077	160

Table 3 :

 3 Modeled parameters from QCM-D for the PDA film and the PEG 2000 layer grafted in Tris buffer (10 mM, NaCl 150 mM, pH 8.5). % H2O is the swelling percentage.

Table 4 :

 4 Hydrodynamic diameters of bare PDA and PEGylated PDA NPs in Tris buffer in the absence and the presence of 150 mM of NaCl.
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dissipation values, revealed that the three PEG polymers behave similarly and reached similar Δf and ΔD levels. These results demonstrate that the highest grafting molecular density of PEG could be obtained with the polymer having the lowest molecular weight (i.e. PEG 2000 ). However, the frequency and dissipation shifts obtained in this study were lower than those obtained by other authors when forming PEG brushes on gold substrates 22 . Our PEGlyation conditions led to lower grafting density of PEG polymer on PDA. This could be mainly related to the excluded volume effect. Several approaches have been suggested in the literature in order to suppress or at least reduce the excluded volume effect between PEG chains [22][23][24] . Indeed, one could produce high grafted polymer densities by reaching the polymer cloud point which could be done using either highly concentrated solutions of functionalized PEG polymers, mixture of functionalized PEG in the presence of additional inert homopolymer 23 or by using lower concentration of functionalized PEG but in the presence of high salt concentration 22 . Since the two first approaches use high concentration of polymer, this may complicate the purification procedure of PEGylated materials and could not be favorable for the industrial development. We thus decided to modify our PEGylation strategy by preparing the SH-PEG 2000 -COOH solution at 1 mg/ml but in the presence of 150 mM of NaCl which may induce a salting out effect on PEG chains 22 .