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Characterization and Seebeck coefficient of mesoporous silicon: effect of nanographene incorporation

Sibel NAR 1-2-3 , Arnaud STOLZ 1 , Denis MACHON 2-3 , Eric BOURHIS 4 , Pascal ANDREAZZA 4 , Abderraouf BOUCHERIF 2-3 , Nadjib SEMMAR 1 Corresponding author's E-mails: *sibel.nar@univ-orleans.fr and sibel.nar@usherbrooke.ca Nanographene-coated mesoporous silicon have recently been evaluated and have shown particular interest thanks to a controllable and simple to implement synthesis thus making it possible to correlate their physical properties with their morphological structure In this study, the impact of nanographene incorporation is studied on the power factor (σS²) depending on Seebeck coefficient and electrical conductivity. 

Synthesis and characterization of PSi & G-PSi

We successfully measured the Seebeck coefficient of PSi, which is 750 ± 40 μV/K, uncorrelated with the mesoporous thickness and the Si sublayer. The oxide layer on the surface would explain the higher S values in the case of PSi and G-PSi. A decrease of Seebeck coefficient with the insertion of nanographene can be linked to the electrical conduction of the nanographene, which is higher than that of the mesoporous structure permitting to have a better power factor, to be increased to 281 ± 153 μW/m.K², i.e. 4 times higher than the PF of PSi.

[ 



  Synthesis of mesoporous silicon by electrochemical etching (PSi) & nanographene insertion (G-PSi) by Chemical Vapor Deposition (CVD)  Seebeck coefficient determination by two methods : ZT-meter (in-depth) & UPS Spectroscopy (in-plane)  Impact of nanographene insertion on power factor
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