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Laser processing of carbon black reinforced ethylene-butyl acrylate copolymer
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Interest in the phenomenon of laser ablation (LA) has gained significant attention in recent years due to its potential for machining, high-precision drilling, and cutting materials, such as metals, semiconductors, and dielectrics. LA of ethylene-butyl acrylate (EBA) filled with different volume fractions (4, 8, 20 %) of CB particles is studied. Upon irradiation with the second harmonics (532 nm) of the ns pulsed Nd:YAG laser, a structuration is evidenced at the sample surface in a restricted range of fluence and at high pulse number (PN) (500 pulses, 1Hz). The laser-ablated surface is analyzed by microtopography, scanning electron microscopy (SEM), and X ray photoelectron spectroscopy (XPS). Collectively, our data show a lowering in ablation threshold and depth for CB volume fractions larger than the conduction threshold (8%), indicating that visible radiation primarily induces photothermal effects. After redeposition of the ablation products at the surface, XPS indicates that high CB content in the EBA matrix induces high oxidation level of the composite surface. Furthermore, our results reveal that LA produces a significant proportion of amorphous carbon. Several parameters which affect heat accumulation and CB particle shielding are discussed. Such parameters include laser fluence and repetition rate, and CB content.

Introduction

There has been continuous development of polymers filled with CB particles for a diversity of applications including microfluidic channels, medical micro-devices, antibiofouling, optical waveguides, flexible electronics,…etc. [1] The demand for micromachining and the creation of precise surface microstructures, such as micro-pits and microscale grooves, with exceptional precision and versatility, has driven the development of advanced techniques in response to various applications [2]. However, achieving surface micro-structuring (SMS) in these composite materials is challenging due to the significant impact of the polymer's elasticity network on their physical properties, as evidenced in previous studies, see e.g. [1,[START_REF] Kumara | Laser ablation of polymers: A review[END_REF][START_REF] Moreno | Femtosecond laser ablation of carbon reinforced polymers[END_REF]. For elastomer SMS, mechanical processing is avoided because of viscoelasticity. Microcasting, chemical wet etching, plasma etching, laser surface texturing, and 3D printing are the main available micropatterning methods [START_REF] Zhang | Selection of micro-fabrication techniques on stainless steel sheet for skin friction[END_REF]. There are several advantages and drawbacks for each technique. Micro-casting needs a downstream micro-fabrication technique to produce the mold. Chemical wet etching induces chemical contamination of the materials and suffers from poor repeatability due to effects of temperature and etchant concentration [START_REF] Zhang | Selection of micro-fabrication techniques on stainless steel sheet for skin friction[END_REF]. Even if plasma etching is widely used in polymer surface structuring, it has poor selectivity and produces micropatterns with potential radiation damage [START_REF] Zhang | Selection of micro-fabrication techniques on stainless steel sheet for skin friction[END_REF]. 3D printing can produce complicated 3D components, but the material to be processed must be available in a particle-sized powder form [START_REF] Zhang | Selection of micro-fabrication techniques on stainless steel sheet for skin friction[END_REF]. In Contrast, laser micro structuring of materials has been attracting increasing interest [2] because of its better accuracy, repeatability, and rapidity. For polymer SMS, laser processing is often selected in order to enhance tribological properties and lifetime of bearing components /or hydrophobicity [START_REF] Zhang | Selection of micro-fabrication techniques on stainless steel sheet for skin friction[END_REF][START_REF] Dunn | Laser surface texturing for high friction contacts[END_REF]. Laser structuring of materials can be either self-produced (laser-induced surface structure (LISS)) in specific conditions of irradiation, or carried out by adjusting laser beam parameters, or by using a laser mask with an appropriate shape. LISS has been studied since the early applications of laser processing of materials. For example, periodic ripples and dot patterns with spacing less than 200 nm have been produced far below the ablation threshold on various highly absorbing polymers using a polarized beam of ArF and KrF excimer lasers [START_REF] Bolle | Characterization of submicrometer periodic structures produced on polymer surfaces with low fluence ultraviolet laser radiation[END_REF]. LISS investigations of elastomer composites containing CB particles were pioneering by Niino and coworkers [START_REF] Silvain | Surface modification of elastomer/carbon composite by Nd:YAG laser and KrF excimer laser ablation[END_REF][START_REF] Ono | Formation of elastic cone-like microstructures on the composite of elastomer and carbon black by excimer laser ablation[END_REF][START_REF] Niino | Surface Microstructure Formation by ns-, ps-, and fs-Laser Ablation of an Elastomer Composite[END_REF][START_REF] Silvain | Nucleation and growth of surface microstructures on Nd:YAG laser ablated elastomer/carbon composite[END_REF]. Experiments are done at different laser irradiation parameters (pulse duration and number, fluence, wavelength) using a composite sheet made of methyl acrylate polymer and 30% or 50% of CB content. For composites containing 30% of CB, irradiation in air using excimer lasers produces dome-like microstructures at fluence 90mJ/cm² and microsized cone like structures at 500 mJ/cm² [START_REF] Ono | Formation of elastic cone-like microstructures on the composite of elastomer and carbon black by excimer laser ablation[END_REF], whereas conical microstructure are obtained with the 532 nm of the Nd:YAG laser [START_REF] Silvain | Surface modification of elastomer/carbon composite by Nd:YAG laser and KrF excimer laser ablation[END_REF][START_REF] Silvain | Nucleation and growth of surface microstructures on Nd:YAG laser ablated elastomer/carbon composite[END_REF]. Additionally, protuberances were not observed for fs UV laser-treated surfaces, where the irradiation induces only surface roughness [START_REF] Niino | Surface Microstructure Formation by ns-, ps-, and fs-Laser Ablation of an Elastomer Composite[END_REF]. The physicochemical mechanisms involved in laser ablation (LA) of carbon particlefilled polymers have been investigated [START_REF] Moreno | Femtosecond laser ablation of carbon reinforced polymers[END_REF][START_REF] Silvain | Surface modification of elastomer/carbon composite by Nd:YAG laser and KrF excimer laser ablation[END_REF]. Carbon fillers have a higher absorption coefficient at excimer or 532 nm of the Nd:YAG lasers [START_REF] Silvain | Surface modification of elastomer/carbon composite by Nd:YAG laser and KrF excimer laser ablation[END_REF][START_REF] Silvain | Nucleation and growth of surface microstructures on Nd:YAG laser ablated elastomer/carbon composite[END_REF], resulting in their heating and subsequent heat transfer to the surrounding cold polymer. Notably, the polymer matrix requires lower temperatures for melting or vaporization compared to the carbon particle fillers [START_REF] Silvain | Nucleation and growth of surface microstructures on Nd:YAG laser ablated elastomer/carbon composite[END_REF]. Consequently, this causes the matrix to heat up and leads to the thermal ejection of polymer fragments. Upon laser irradiation at moderate fluences, carbon particles remaining at the surface of composite or debris deposited at the surface stick to the molten polymer surface, acting as protective shields and hindering indirect thermal ablation of the material underlying. With repeated pulses, this effect leads to the formation of conical or dome-like morphologies on the composite surface. When higher fluencies and particle numbers (PN) are involved, the laser irradiation causes both the matrix and filler particles to undergo ablation, resulting in the formation of cavities exhibiting waviness and macro pores [START_REF] Moreno | Femtosecond laser ablation of carbon reinforced polymers[END_REF][START_REF] Silvain | Surface modification of elastomer/carbon composite by Nd:YAG laser and KrF excimer laser ablation[END_REF]. Although many reports have been published in the archival literature dealing with LISS of polymers, little attention has been paid for composite materials. Consequently, there still many open issues in LA of such materials and their SMS as it was reported for CF filled polymers [START_REF] Kumara | Laser ablation of polymers: A review[END_REF][START_REF] Moreno | Femtosecond laser ablation of carbon reinforced polymers[END_REF]. Since the need for composite repair and SMS is increasing as well, further research of the effect of CB content on LA of polymer composites is of great value. In this work, LA of EBA copolymer filled with 4%, 8% and 20% of CB particles using the 532 nm Nd:YAG laser is studied. The 8% content of CB corresponds to the conduction (percolation) threshold, as evidenced in [START_REF] Mdarhri | Microwave dielectric properties of carbon black filled polymers under uniaxial tension[END_REF]. This study uses state of the art methods (scanning electron microscopy (SEM), microtopography, laser flash analyzer for thermal conductivity measurements, and XPS) to convincingly investigate the effect of laser fluence, repetition rate, and CB content on LA and SMS of the composites EBA-CB. By understanding the mechanisms involved in LA it is possible to (i) improve the quality of the surface structuring by optimizing ablation conditions, or to obtain laser spots having clean and abrupt boundaries without a redeposition of debris across the spot periphery and correspondingly with a greater spatial resolution. We wish to mention that our results suggest that the SMS with high porosity can serve as lubricant pockets, enhancing the tribological properties of polymer composites filled with CB. This is a fundamental challenge which is under current investigation. With these advances, polymers filled with CB and other carbonaceous filler particles (CNT, carbon fiber, graphene) can be further developed and characterized by laser sculpture technique to create novel engineering materials for microelectro-mechanical systems, surfaces with anisotropic functionalities, and polymeric electrodes for flexible optoelectronic devices with improved electrical and optical performances [START_REF] Brosseau | Emerging technologies of plastic carbon nanoelectronics: A review[END_REF].

Experimental

Materials

The electrical and morphological properties of CB particle filled EBA samples are reported in [START_REF] Mdarhri | Microwave dielectric properties of carbon black filled polymers under uniaxial tension[END_REF]. Three samples (4%, 8% and 20%) from either side of the percolation threshold (8%) are selected. The average size of the primary CB particles and aggregates are 30 nm and 150 nm, respectively. Because the optical properties of acrylate copolymers are similar to those of polymethacrylates (transparent and absorb only UV radiations below 290 nm), we expect that the absorption coefficient of neat EBA is close to that of PMMA, close to 57 cm -1 at 532 nm [START_REF] Zidan | Structural and optical properties of pure PMMA and metal chloride-doped PMMA films[END_REF]. CB aggregates geometry, size, and refractive index are important parameters to determine optical properties. Many experimental and simulation studies based on fractal geometry have shown that the real part of the refractive index is ranging from 1.7 to 1.9. Its imaginary part ranges from 0.4 up to 1.1. The imaginary part of the refractive index k=0.6 at 532 nm is used for the ablation mechanism discussion [START_REF] Chang | Determination of the wavelength dependence of refractive indices of flame soot[END_REF]. The CB particles absorption coefficient α at 532 nm, given by α = 4k/, is 1.4 × 10 5 cm -1 .

Laser irradiation

The experimental setup for laser irradiation is shown in Fig. 1. The second harmonic emission of pulsed Nd:YAG laser (Excel, Surelite II-10) with wavelength 532 nm and pulse duration 7 ns, is used for irradiation. Processing is carried out in air with repetition rate of 1 Hz. The laser beam is described by a Gaussian spatial profile and has a diameter of about 1.2 mm at the sample surface. The laser energy is measured using an energy meter (GENTEC-EO solo2) with a power detector UP19K-15S-VM-D0 at different Q-switch values. The laser fluence is obtained after measuring the dimensions of the irradiated areas by means of an optical microscopy (or by SEM). After being reflected on the mirror, the beam passes through a filter in order to stop the primary laser wavelength (1064 nm). Then, it is focused perpendicularly on the target 200 nm 100 µm 100 µm

surface with an achromatic focusing lens of 100 mm focal length. Samples and their support are handled thanks to an YZ positioning platin, allowing to produce twenty spots at the same sample. For discussion of the ablation effects, comparative investigations are accomplished with a laser spot corresponding to appropriate conditions (fluence and PN) of irradiation.

XPS

XPS is performed with a Versa probe II ULVAC-PHI in order to identify the elements present in the material before and after ablation. This spectrometer is equipped with the monochromatized source Al Kα (hν=1486.6 eV). The source is focused on the sample surface, has a diameter of about 100 µm and power of 25 W. All measurements are carried out in an ultra-high vacuum chamber (7×10 -10 mbar). The survey spectra are recorded over the 0-1200 eV spectral range, using pass energy set to 23 eV and resolution of 0.5 eV. All XPS spectra binding energies are corrected using the C(1s) line of C(sp 2 ) at 284.6 eV. The curve fitting and background subtraction are accomplished using the Casa XPS software. Spectrum curve fitting is performed using Voigt function, convolution product of Gaussian (80%) and Lorentzian (20%) distributions.

SEM

SEM analysis of pristine and irradiated surfaces of the samples is performed using a JEOL JSM-6010PLUS/LV SEM. The acceleration voltage is fixed at 5 kV for conducting (8% and 20%) samples and set to 2 kV for sample containing 4% of CB. To probe the nanosized ablation products redeposited at the irradiated surfaces, a ZEISS Gemini SEM 500 70-06 is used. It operates at high vacuum and with short working distance: both parameters increase the resolution and lower the charge-up effect for the nonconductive sample. The acceleration voltage is fixed at 2 kV in all measurements.

Surface microtopography

Measurement of the irradiated composite AD is carried out using the Microtopographer-Rugotest (STIL CHR 150). This instrument is composed of a white light source (halogen lamp) coupled with a sensor and a spectrometer. The measurement principle is based on confocal microscopy through an extended field chromatic coding. For each irradiated sample, two lateral profiles of the considered surfaces are obtained in (X, Y) directions with information in depth Z by using the XY motorized platform and a suitable optical pencil (OP). The F8 (OP) with measuring range of 0-310 µm, lateral resolution of 2 µm, and working distance of 4.5 mm is used to investigate moderately ablated samples. Another optical pencil F40 with a larger measuring range 0-2650 µm, lateral resolution of 5 µm, and working distance 38 mm is used for larger AD profile examination.

Thermal conductivity measurement

The thermal diffusivity of non-irradiated samples is measured by laser flash method (NETZSCH LFA447). The square cross section and dimensions are respectively of 10×10×2mm for the EBA/4%CB sample, and 10×10×1.8mm for the EBA/8%-CB and EBA/20%-CB samples. Each sample is analyzed at two different positions and the average value is considered; standard deviation of measured values is less than 5%. The thermal conductivity th (W/mK) can be estimated according to where  denotes density (kg/m 3 ), Cp (J/kgK) is the specific heat capacity, and  is the thermal diffusivity of the composites (m²/s).

Results and discussion

Measuring thermal conductivity

The thermal conductivity of EBA/CB composites are listed in Table .1, along with different physical parameters. These values show that thermal diffusivity and conductivity increase with CB content which is consistent with earlier studies, see e.g. [START_REF] Agari | Thermal conductivity of polymer filled with carbon materials: effect of conductive particle chains on thermal conductivity[END_REF]. Furthermore, this trend correlates well with the electric conductivity of our samples, passing from 10 -13 S/cm for EBA-4CB, to 10 -6 S/cm for EBA-8CB, and to 0.1S/cm for EBA-20CB [START_REF] Mdarhri | Microwave dielectric properties of carbon black filled polymers under uniaxial tension[END_REF][START_REF] Mdarhri | Propriétés électromagnétiques de matériaux hétérogènes : approche expérimentale et modélisation[END_REF].

Probing pulse ablation

Ablation parameters are obtained by measuring the depth of material which is removed from the surface at each laser pulse. Furthermore, to get a correct estimate of the AD, h, for our heterogeneous samples, and for the purpose of achieving reproducible etching rate values, it is important to consider the state of dispersion of CB particles within the polymer matrix and their volume fraction. When the fluence is above ablation threshold, it appears that a simple rule of thumb for choosing the specific PN is to consider the etching depth as a multiple of the correlation length, i.e. the spatial extent of the largest CB clusters. According to [START_REF] Mdarhri | Propriétés électromagnétiques de matériaux hétérogènes : approche expérimentale et modélisation[END_REF], the correlation length for our CB filled polymer samples varies between 1 and 2 µm when CB content is increased from 4% to 12%. For discussion of the ablation effects, comparative investigations of CB filled samples are accomplished with AD per pulse, x = h/PN, where PN varies from 1 to 500 [START_REF] Dyer | Excimer laser polymer ablation: twenty year[END_REF].

Figure 2 shows h as a function of PN for different values of laser fluence.

Fig. 2:

Illustrating the effect of PN on the AD h of EBA-4%, EBA-8%, and EBA-20% samples. Lines present the fits of the linear part of curves.

For both composites EBA-4CB and EBA-8CB, the AD increases linearly with PN from 1 to 100 whatever the applied fluence. Beyond this limit, a saturation of the AD is observed with the exception of the highest applied fluence (F = 1000 or 1050 mJ/cm² for EBA-4CB and EBA-8CB respectively) where the AD increases linearly from 1 to 500 pulses. EBA-20CB shows a slight difference in the effect of PN on AD, precisely at the minimum and high values of applied fluences. In fact, saturation in AD is observed from 50 pulses at the minimal fluence 92mJ/cm². It is most probably due to the shielding effect of the ablation products formed by accumulating PN and redeposited at the material surface, i.e. debris having ablation threshold higher than this applied fluence prevent the laser from hitting the composite material. Furthermore, the ablation rate is increased from 100 to 500 pulses at fluences 474 and 1.04 J/cm². At this elevated PN value and incident laser fluence, it is conceivable that the resulting ablation depth is substantial enough to generate a cavity. Consequently, material removal is facilitated by supplementary factors, including the presence of plasma flow and a shock wave propagating from the bottom of the hole to its entrance. Moreover, these fluence levels lead to attain higher temperatures, predominantly resulting in material sublimation with minimal melting.

Overall, and depending on the applied laser fluence and the volume fraction of CB fillers in the composite, the ns laser processing of these materials can follow three main stages as indicated in Fig. 3. In the first stage, the laser photons excite easily the electrons present in the CB fillers and generate localized heating by absorption of the photon energy. At high CB volume fraction and laser photon energy, the high absorption of laser pulse causes fast heating which could be sufficient to cause vaporization of a layer on the CB surface and sublimation of the matrix. Plasma is then generated following gas interaction with the laser pulse and its ionization by releasing electrons. For ns laser pulse, the plasma shielding occurs when the plasma absorbs a fraction of the laser beam via inverse bremsstrahlung. As a result, there is an increase in the temperature and pressure of the plasma due to collisions between atoms, molecules, and ions. Furthermore, the heating effects induce the melting and subsequent vaporization of the material, as illustrated in the second stage portrayed in Fig. 3. After the heating phase, plasma cooling can be impeded through recombination, thermal conduction and radiative transfer. Reaction between its constituents and the surrounding air-oxygen and nitrogen could leads to deceleration or acceleration of the cooling process for exothermic (combustion) and endothermic reactions, respectively [START_REF] Gottfried | Influence of exothermic chemical reactions on laser-induced shock waves[END_REF]. A part of thermal energy in the plasma is converted into kinetic energy leading to the expansion of the gaseous ablation products (ablation plume) into the ambient air. The shock between the ejected molecules and the ambient gas results in the formation of a shock wave. Conversely, while the ablated surface released an intermittently strong shock wave, it also formed a rarefaction wave converging towards the ablation center [START_REF] Kumara | Laser ablation of polymers: A review[END_REF][START_REF] Zhou | Gradient microstructure in laser shock peened materials-fundamentals and applications[END_REF] as depicted in the third stage of Fig. 3. The last causes the redeposition of the slow particulate ablation products on the substrate (molecules fragments of the matrix) where condensation occurs, while the fate of most of the lightest ablation products depends on the gas flow outside the irradiated substrate [START_REF] Wagner | High power laser matter interaction: Micro machining and laser induced damage using nanosecond lasers[END_REF]. Upon interaction with the material, the laser-induced shock wave undergoes inward propagation as a stress wave consisting of three distinct types of elastic waves: surface wave, longitudinal wave (compression/tension wave), and transverse wave (shear wave). The longitudinal wave is the fattest and the main wave. These waves could induce a strong impact leading to the microcracks, or elastic impact, and elastic-plastic impact, ripples formation and the expulsion of the molten material [START_REF] Zhou | Gradient microstructure in laser shock peened materials-fundamentals and applications[END_REF].

To systematically investigate ablation kinetic and ablation threshold behaviors as a function of CB content, Fig. 4 shows a comparison of the AD per pulse. It corresponds to the slope of the linear part of graphs presented in Fig. 2. There have been very few attempts to address the question of laser ablation of polymer composites and a limited number of measurements of their etching rate is available [START_REF] Oliveira | Surface treatment of CFRP composites using femtosecond laser radiation[END_REF].

In the context of polymers, and for a limited range of fluence above threshold, it has been suggested that the AD can be estimated by Beer Lambert's law, [START_REF] Dyer | Excimer laser polymer ablation: twenty year[END_REF]. Here, αeff is an effective absorption coefficient determined from a fit to the experimental etching rate versus fluence F (solid line in Fig. 3), and Fth is the threshold fluence which describes the minimum energy which is needed to ablate material. By fitting x(F) graphs using Beer Lambert's law, the achieved ablation thresholds for samples EBA-4CB, EBA-8CB, and EBA-20CB are respectively 125 mJ/cm², 97 mJ/cm² and 54 mJ/cm². Together, these data indicate that the larger CB content in the EBA matrix, the larger effective absorption coefficient and the smaller ablation threshold.

Upon analyzing the ablation kinetics of the composites, it is evident that the EBA-4CB sample displays the largest AD per pulse, in contrast to the EBA-8CB and EBA-20CB samples, which exhibit similar values (refer to Fig. 3). This discrepancy in ablation efficiency suggests that the mechanisms responsible for their ablation are dissimilar.

The EBA-4CB composite can be considered as a low absorbing material at the 532 nm laser wavelength according to its low effective absorption coefficient. In this situation, the possible ns-LA mechanism involved could be addressed mainly by bulk photothermal ablation effect [START_REF] Spyratou | Study of visible and mid-infrared laser ablation mechanism of PMMA and intraocular lenses: experimental and theoretical results[END_REF][START_REF] Urech | Photoablation of polymer materials[END_REF]. The Photochemical effect which involves a direct chemical bond breaking in composite resulting could be excluded as the energy of the laser photon (2.33 eV) is much less than the bond energies of the EBA-CB composites (ranging from 3.6 eV to 11.2 eV [START_REF] Vogel | Mechanisms of pulsed laser ablation of biological tissues[END_REF]).

The photothermal effect is a heat transfer problem where carbon particles absorb laser energy and heat the matrix environment [START_REF] Silvain | Nucleation and growth of surface microstructures on Nd:YAG laser ablated elastomer/carbon composite[END_REF]. Table 1 shows the calculated heat relaxation time of each composite. Accordingly, the pulse duration is shorter than the time needed for thermal relaxation and diffusion for neat EBA and CB filled EBA samples. This thermal confinement can lead to overheating of the samples beyond boiling temperature or surface evaporation. In addition, the AD of the samples could be correlated with their heat penetration depth [START_REF] Urech | Photoablation of polymer materials[END_REF]. The Lth values are calculated and summarized in table 1. The larger Lth, the larger the heat affected zone which can result in a slower AD since all irradiated samples have close melting temperatures (90.4-91.5 °C) [START_REF] Mdarhri | Propriétés électromagnétiques de matériaux hétérogènes : approche expérimentale et modélisation[END_REF]. The heated volume in EBA-4CB is rather smaller because of its low thermal conductivity, which helps to focus a high laser energy density in a smaller volume and enhancing the ablation efficiency.

Figure 7 also shows that the ablation rate becomes constant at high fluence (> 1000 mJ/cm²) for all samples. This could be explained by the shielding effect of the plasmaplume as it was reported for most laser ablation of polymers [START_REF] Kumara | Laser ablation of polymers: A review[END_REF][START_REF] Elaboudi | Underwater excimer laser ablation of polymers[END_REF]. Indeed, at this specific fluence, it is expected that the sublimation of the composites will be fast and exhibit increased efficiency, ultimately resulting in the formation of plasma within the duration of the laser pulse.

In summary, the photothermal effect is the main mechanism involved in the ablation of the three composites. The EBA-4CB composite has a higher degree of thermal confinement due to its low thermal conductivity, which may explain its high ablation rate.

Analyzing sample surface by XPS

The EBA-CB samples show diversity in their XPS spectra and are commented below. The details of the spectra of the pristine and irradiated composites at different fluences and PN are relegated to the Supplementary Material.

EBA-20CB:

Figure S2 shows the C1s curves of pristine and irradiated EBA-20CB. These graphs indicate the presence of different chemical carbon states because of the asymmetry in the C1s line shape at high binding energy. They exhibit main peaks of sp 2 and sp 3 carbon hybridization at 284.6 eV (C-C/C-H) and smaller peaks associated to amorphous carbon between 285 and 287 eV. The latter can be a signature of a C-O-C/COH, or C-N bonding configurations. The features at energy above 287 eV are characteristics of COO attached to carbon atoms through C sp 3 bonds [START_REF] Elaboudi | Underwater excimer laser ablation of polymers[END_REF]. The high resolution of O1s spectra are shown in Fig. S3. All irradiated samples exhibit two peaks that are overlapping: one at 532 eV and another at 533 eV corresponding to C-O and oxygen-silicon Si-O bonding, respectively [START_REF] Aghaei | Optical and superhydrophilic properties of nanoporous silica-silica nanocomposite thin film[END_REF]. The Si2p peak is observed between 102 eV and 103 eV in all samples (Fig. S4). The presence of silicone in form of silica component can be ascribed to the silane coupling agent which is widely used in rubber technology because it enhances the filler-rubber interaction and improves dispersion.

The second origin of silicon element can be the addition of silica nanoparticles as a cofiller to CB particles in the processing step of samples. Such binary fillers offer a combined advantage such as low hysteresis, good abrasion resistance, and reinforcement [START_REF] Wang | Analysis of effect of modification of silica and carbon black co-filled rubber composite on mechanical properties[END_REF]. The N1s asymmetric peaks centered at 401 eV is well observed (Fig. S5) for irradiated composites at different fluences and PN [START_REF] López-Vilanova | Photostabilization study of ethylene-butyl acrylate copolymers functionalized in the molten state with hindered amine light stabilizers (HALS)[END_REF]. Their deconvolution indicates the presence of three peaks: (1) 398.2 eV for pyridine-like nitrogen (C5H5N), (2) 400 eV for aromatic amines or pyrrolic nitrogen, and (3) 401.2 eV for quaternary nitrogen (most probably protonated pyridinic N) [START_REF] Jansen | XPS of nitrogen-containing functional groups on activated carbon[END_REF]. These species are produced from reaction between the environment air nitrogen N2 and the ablation gaseous products.

According to peak fitting area, the ratios of carbon, oxygen, nitrogen and silicon in the above-cited chemical state are calculated for irradiated EBA-20CB. The evolution of these ratios with laser fluence and PN is shown in Fig. 5. Surface analysis before and after irradiation indicates prominent differences. In Fig. 5(a) is observable that the carbon percentage reduces significantly following irradiation, reaching its lowest level (86%) with the lowest fluence (92 mJ/cm²) and one pulse. Furthermore, by increasing fluence to 1.04 J/cm 2 while maintaining 1 pulse, the atomic percentage of carbon increases. Likewise, the same trend arises if the PN changes from 1 to 500 at a constant fluence. By the fact, the maximum applied fluence and PN yield slightly higher %C than pristine composite (maximum: 93.8%).

The evolution of the oxygen atomic ratio in the irradiated sample shows the opposite behavior. Figure 5(b) demonstrates that the fraction of this element increases significantly following irradiation except at 1.04 mJ/cm² and 500 PN. At 92 mJ/cm² and 1 pulse, the maximum value 8% is obtained. This value decreases constantly with fluence if the applied PN are 1, 100 or 500. A different behavior is observed at 10 and 50 pulses where the percentage of oxygen does not change and fluctuates respectively with fluence. Collectively, these results demonstrate that the sample surface oxidizes under these irradiation conditions and that the larger the level of oxygen reached the smaller the atomic ratio of carbon. The atomic oxygen ratio evolution with fluence as PN is changed can be due to confluence of oxidation of the sample surface and photothermal breakdown of the sample releasing gaseous molecules such as CO and CO2. Decomposition into these gaseous products increases the carbon ratio at the surface and it is particularly enhanced by increasing the PN and applying the highest fluence set to 1.04 J/cm².

The evolution of atomic % of N1S is shown in Fig. 5(c). Accordingly, it is difficult to find correlation between the % of N1S and fluence or PN. We suggest that the high fluctuation of %N1S is due to the formation and degradation of products containing this element simultaneously by applying a large PN or a high fluence. Deconvolution of the N1S results are presented in Fig. A1 (a-b-c) and discussed in details in the Appendix A.

Regarding the atomic ratio of silicon, Fig. 5(d At 1 pulse, the % of C(sp2/sp3) increases slightly and almost monotonously with fluence due to thermal ablation of the composite. The last is expected to release carbon vapors that condensate partially at the irradiated surface. It appears that degree of carbonization rises in direct proportion to fluence by applying 1 pulse. Furthermore, the amount of this chemical state of carbon decreases slightly from 92 mJ/cm² to 210 mJ/cm² and increases at higher fluence for PN 10, 50, 100 and 500. Fig. 6(b) shows the evolution of the amorphous carbon (AmC) atomic ratio with fluence and PN. It contrasts with the sp2/sp3 carbon hybridization ratio. The rise in the percentage of amorphous carbon (AmC) is due to the oxidation as well as to the interaction between the carbon vapor generated from sublimation of the composite and the nitrogen in the air. The oxidation results in the development of the COOH/R chemical state of carbon under the irradiation parameters. Fig. 6.b illustrates that the atomic ratio of COOH/R increases after irradiation, particularly at 92 mJ/cm² and with an increase in PN at this fluence. However, when PN is kept constant, the atomic ratio of COOH/R generally decreases with increasing fluence, which correlates with the increase of the sp2/sp3 hybridized carbon percentage above 210 mJ/cm². 

EBA-8CB:

As depicted in Fig. 7(a) and Fig. 7(b), the atomic ratio of carbon (C1s) increases by increasing fluence from 110 to 193 mJ/cm² at 1 PN or by raising the PN from 1 to 500 at each fluence. All obtained values exceed that of pristine composite. The results also demonstrate a reduction in the percentage of O1s atoms after irradiation, with a decrease as fluence is increased at 1 PN, and a different tendency observed when PN is raised to 500 (decrease at 110 mJ/cm² and increase at 193 mJ/cm²). Upon deconvolution of the C1S peak, the results suggest that the changes in the evolution of amorphous carbon are similar to those observed for C1S with respect to both fluence and PN (), while the trend observed for COO is the opposite. Furthermore, the atomic % of sp2/sp3 hybridization carbon increases after irradiation and with fluence at 1 PN but decreases if the PN is raised to 500.

According to these results, it appears that when the composite is subjected to laser irradiation at 1 PN, it triggers thermal decomposition, causing a decrease in the percentage of the oxygen and resulting in a carbon-rich surface that is likely to undergo minor oxidation and lead to an increase in AmC and COOH/R percentages. These changes are amplified at greater fluences, causing an increase in the percentage of C1S in the form of AmC and a decrease in the percentage of O1s and COOH/R. Increasing fluence at 1 PN or PN from 1 to 500 leads to a decrease in the atomic ratio of the COO group due to its unstable nature. The COO group decomposes into C-O, which has a lower decomposition temperature (400K for COO and 1000K for CO), leading to an increase in the AmC ratio [START_REF] Shen | Surface Chemical Functional Groups Modification of Porous Carbon[END_REF]. The observed increase in %O1s with PN at 193 mJ/cm² is an exception that can be attributed to significant oxidation of the composite surface. Under these irradiation conditions, the surface becomes enriched in carbon following ablation of the matrix, more reactive with oxygen in the air, and more resistant to ablation (ablation depth saturation at 500 PN: Fig. 2).

The N1s peaks of irradiated EBA-8CB composite exhibits as well the formation of NP, NAA and NQ (Fig. S10). The largest atomic percentage is reached at the higher PN, i.e. 500 at 110mJ/cm² contributing to the increase of AmC%. The atomic ratio of Si2p is reduced after irradiation of EBA-4CB and EBA-8CB samples due to inclusion of nitrogen in their surface structures (Figs. S9 andS13). EBA-4CB: according to Fig. 8(a), the proportion of carbon atoms increases after exposure to radiation. Additionally, this occurs when the radiation fluence increases from 110 to 325mJ/cm² at 1 PN or at 110 mJ/cm² from 1 to 500 PN. At 325mJ/cm², there is a minor decline in atomic %C as PN increases; nonetheless, the figure remains greater than that of the reference composite. At the same time, the atomic % of oxygen develops in an opposite manner to that of carbon. Figure 8(b) of another section shows that there is a significant decrease in the of sp2 and sp3 hybridization carbon ratio due to the increase of the two carbon chemical states ratio, COOH/R and AmC, as a result of irradiation. This is a proof of a minor oxidation of the composite surface while the matrix EBA primarily undergoes sublimation resulting in a decrease of the total oxygen level. Furthermore, at a PN of 1, increasing the fluence to 325 mJ/cm² maximizes the % of AmC to 36.56% and produces lower % of COOH/R. However, given that the total oxygen level decreased and that of carbon increased after irradiation, it is worth noting that the insulating property of EBA-4CB may cause a charge effect, which could widen the C1S peaks and lead to an overestimation of the percentage of AmC at these irradiation conditions.

Besides, the findings suggest that as the PN increases for each fluence, there is a decrease in the proportion of both carbon chemical states and a rise in the sp2/sp3 hybridization carbon ratio, which is contrary to what is observed in EBA-8CB. The dissociation of both AmC and COOH/COOR could be explained by the higher temperatures achieved with the EBA-4CB, which has lower thermal conductivity. As for EBA-20CB, the N1s peaks of irradiated EBA-4CB composite indicates the formation of the three compounds NP, NAA and NQ contributing in increasing the amorphous carbon form (Fig. S5). Likewise, the development of the atomic ratio of silicon with PN or fluence is closely linked to the evolution of the atomic ratio of carbon. Because the EBA matrix in the composites is produced through high-pressure radical polymerization using double bond-containing monomers, this makes it a good candidate for depolymerization upon laser irradiation by vaporization [START_REF] Lippert | Interaction of photons with polymers: From surface modification to ablation, plasma process[END_REF]. In another study, it was reported that the repeated laser pulsing breaks the side chains of EBA monomers, releasing products such as CO2, CO, and R-COH due to thermal effects as observed in ester-bond containing polymers (PMMA, PET, and PC) [START_REF] Urech | Photoablation of polymer materials[END_REF]. Consequently, it is reasonable to conclude that the rise in oxygen, CO, and COO levels in irradiated EBA-20CB is not a result of EBA oxidation, and this applies similarly to EBA-4CB and EBA-8CB. Moreover, since a more pronounced extent of oxidation is observed in EBA-20CB, it suggests that the CB particle aggregates undergo oxidation when exposed to air during irradiation. Indeed, many studies dealing with laser ablation of low dimension graphitic carbon particles in air have proved carbon volatilization at their surface by sublimation and photo-desorption mechanisms (C2 and C3) and their oxidation [START_REF] Michelsen | Particle formation from pulsed laser irradiation of soot aggregates studied with a scanning mobility particle sizer, a transmission electron microscope, and a scanning transmission x-ray microscope[END_REF] even at low applied fluence. For example, laser irradiation of Graphene oxide foils with 7µm in thickness [START_REF] Torrisia | Effects of the Laser Irradiation on Graphene Oxide Foils in Vacuum and Air[END_REF], multi-walled carbon nanotubes (CNT) [START_REF] Kichambare | Laser irradiation of carbon nanotubes[END_REF], and soot aggregates produced from ethylene combustion [START_REF] Michelsen | Particle formation from pulsed laser irradiation of soot aggregates studied with a scanning mobility particle sizer, a transmission electron microscope, and a scanning transmission x-ray microscope[END_REF] at 532nm or 1064 nm have induces an increase in atomic % of the epoxy COC and carboxyl COO groups at their surfaces. The higher applied laser fluence, the more decomposed graphite resulting in amorphous carbon having different structures [START_REF] Kichambare | Laser irradiation of carbon nanotubes[END_REF].

Table 2 provides a comparison between composites on the basis of the chemical composition ratio before and after ablation. In order to achieve this objective, EBA-4CB and EBA-8CB were subjected to radiation of 110 mJ/cm² with 1 and 500 pulses whereas EBA-20CB was exposed to the radiation level 92 mJ/cm² at the same PNs. Based on these results, it can be inferred that the higher content of CB in the initial sample EBA-20CB promotes the generation of amorphous carbon, primarily through oxidation and secondarily through reaction with nitrogen in the air. Even composite with a low volume fraction of CB fillers (EBA-8CB and EBA-4CB) undergo oxidation according to the increase of AmC and COO ratios.

Characterizing the structures by SEM imaging

SEM imaging further contributes to provide information of sample surfaces. Here, representative SEM images are commented for each EAB-CB sample.

EBA-4CB: SEM micrographs in Figs. S15, S16 and S17 show the evolution of the EBA-4CB surface microstructure after irradiation with the increase of fluence and PN. The micrographs show that the EBA-4CB undergoes thermal degradation, the development of a porous-like structure due to production of gaseous products, macrocracks, microsized solid fragments and clusters of nanoparticles. Furthermore, at 193 mJ/cm² a dome like structure with a typical size of 16-20 µm is formed and more developed at 325 mJ/cm² and 500 PN which is consistent with earlier studies [START_REF] Silvain | Surface modification of elastomer/carbon composite by Nd:YAG laser and KrF excimer laser ablation[END_REF][START_REF] Ono | Formation of elastic cone-like microstructures on the composite of elastomer and carbon black by excimer laser ablation[END_REF][START_REF] Silvain | Nucleation and growth of surface microstructures on Nd:YAG laser ablated elastomer/carbon composite[END_REF]. At this specific fluence and PN, it appears that the irradiated surface is densely covered with accumulated ablation products since the first applied pulse which aggregates at higher PN as shown in Fig. 9. According to XPS results, these products are carbon rich due to their highest ratio of sp2/sp3 carbon hybridization. Their ablation threshold is higher than this applied fluence. Furthermore, applying higher fluence promotes further vaporization and atomization of the target resulting probably in preferential formation of smaller ablation products and a high recoil pressure which enhances ablation efficiency by ejecting ablation products to the periphery of the irradiated surface [START_REF] Lippert | Interaction of photons with polymers: From surface modification to ablation, plasma process[END_REF].

EBA-8CB: Figures S18, S19 and S20 exhibit SEM micrographs of EBA-8CB subjected to irradiation at different fluences and PN. The surface structure of EBA-8CB shares many similarities with that of EBA-4CB. The photothermal effect generates a high density of macropores, macrocracks, melting, and ablation product aggregates both on and beneath the irradiated surface. To create a dome-like structure on the irradiated surface, a large amount of carbon-rich ablation products must accumulate and aggregate on the surface, and the rarefaction of the shock wave must have low pressure as was demonstrated in the case of EBA-4CB. According to Fig. 10, these conditions are met when the fluence reaches 193 mJ/cm² for EBA-8CB. Consequently, even though the amount of ablation products is nearly identical for both composites at this fluence, EBA-8CB demonstrates the formation of dome-like structures at a lower fluence. When the fluence is increased to 295 mJ/cm², the efficiency of ablation improves, resulting in a minor portion of ablation products being redeposited on the irradiated substrate. This can be attributed to the fact that EBA-8CB has a lower ablation threshold, leading to a higher atomization of the target, prompt ionization, and further dissociation of large clusters in the ablation plume. As a result, there is a higher intensity of lighter species that flow outside the irradiated substrate. [START_REF] Zhang | Characterization of carbon plasma evolution using Laser ablation TOF mass spectrometry[END_REF]. (see Fig. S20).

BA-20CB:

Figures S21 to S24 present SEM micrographs of irradiated EBA-20CB. The results indicate that the high absorption coefficient and high thermal diffusion length of EBA-20CB resulted in an extended thermal damage of both the irradiated surface and the underlying material. Furthermore, the material experiences melting and swelling even at laser fluences below its ablation threshold (40 mJ/cm², 100 PN). At a fluence of 92mJ/cm² and 500 PN, the ablation products are mostly interconnected clusters or aggregates of nanoparticles, which are deposited and accumulated at the irradiated surface to form a dome-like structure. Based on XPS results, we suggest that these products are extensively oxidized and contain a significant amount of COOH/COOR groups. Furthermore, EBA-20CB has the lowest specific fluence compared to other composites at which the dome-like structure covers most of the irradiated surface due to its high CB filler content. This finding is similar to the comparison made between EBA-4CB and EBA-8CB. 

Conclusion

The laser ablation of an elastomer EBA, filled with different concentrations (4%, 8%, and 20%) of CB nanoparticles, was investigated and compared using ns laser pulse. The photothermal effect is considered to be the primary mechanism involved in the laser ablation of these composites. In the case of EBA-4CB, this composite exhibits the highest level of thermal confinement, which enhances its laser ablation efficiency (AD). XPS results confirm that all composite samples undergo oxidation and react with airnitrogen during irradiation, with the highest degree of oxidation observed in the sample containing 20% of CB. More importantly, the formation of a dome-like microstructure on the composite surface is primarily attributed to the shielding effect resulting from the significant redeposition of ablation debris back onto the surface and the low shock wave pressure induced during plume expansion and cooling. 

Fig. 1 :

 1 Fig. 1: Laser irradiation test setup. (a): micrograph of the composite EBA-20CB obtained by Transmission electron microscopy [17]. (b) and (c) are SEM micrographs of the same composite before and after irradiation at 215 mJ/cm² and 500 pulses respectively.

Fig. 3 :

 3 Fig.3: Schematic diagram of material removal stages in pulsed-laser ablation of CB filled polymer in air. (1), (2), and (3) denote the three stage of the ns laser processing of the materials. AP: ablation products

Fig. 4 :

 4 Fig. 4: AD per pulse, x, as a function of laser fluence for EBA-4CB, EBA-8CB, and EBA -20CB samples. The dashed lines are fits using Beer Lambert's law. The numbers indicate the ablation thresholds Fth (mJ/cm 2 ) and effective absorption coefficient αeff (m -1 ).

Fig. 5 :

 5 Fig. 5: Illustrating the effect of laser fluence and PN on the XPS element analysis of irradiated composite EBA-20CB. (a) %C1s, (b) %O1s, (c) %N1s, (d) %Si2p. Dashed line indicates the atomic % of the element in the non irradiated sample.

  ) shows in most cases a decrease with fluence and PN and a slight increase at irradiation conditions: 210 mJ/cm² , 1 pulse. This trend is strongly tied to the atomic ratio evolution of carbon. Now, as concerns the evolution of the chemical state of carbon, the results of C1s deconvolution shown in Figs.6(a) and (b) demonstrate that the sp 2 and sp 3 carbon hybridization ratio decreases drastically after ablation of EBA-20CB (from 88.8% to 35% as minima).

Fig. 6 :

 6 Fig. 6: Illustrating the effect of laser fluence and PN on the chemical carbon state ratio after deconvolution of C1S XPS spectra of irradiated EBA-20CB. (a) % C(sp2/sp3), (b) % amorphous carbon, (c) % COOH/COOR. Dashed line indicates the atomic % of these chemical states in the non irradiated sample.

  The XPS spectra of pristine and irradiated composites EBA-8CB and EBA-4CB are shown in Figs.S6 and S11, respectively. The deconvolution of the C1s curves (Figs. S2-8 and S2-12) indicates the presence of the same chemical carbon states found in EBA-20CB. Peak fitting area enables to determine the ratio of elements (carbon, oxygen, nitrogen and silicon) at 1 and 500 pulses and two laser fluences: i) 110 mJ/cm², ii) 192 mJ/cm² for EBA-8CB and 325 mJ/cm² for EBA-4CB. The evolution of the surface atomic composition with these irradiation conditions is displayed in Figs. 7(a) and 8(a).

Fig. 7 :

 7 Fig. 7: (a) Illustrating the surface atomic composition of pristine and irradiated EBA-8CB sample. (b): Atomic composition of different forms of carbon obtained by C1s deconvolution.

Fig. 8 :

 8 Fig. 8: Same as in Fig. (7) for EBA-4CB sample.

Fig. 9 :

 9 Fig. 9: SEM micrographs of EBA-4CB irradiated at fluence set to 325 mJ/cm² at 100 (a,b) and (c,d) 500 PN.

Fig. 10 :

 10 Fig. 10: SEM micrographs of EBA-8CB irradiated at fluence set to 193 mJ/cm² at 100 (a,b) and (c,d) 500 PN.

Fig. 11 :

 11 Fig. 11: SEM micrographs of EBA-20CB irradiated at fluence set to 92 mJ/cm² at 100 (a,b,c) and 500 PN (d,e,f). (c) and (f) illustrate aggregates of the ablation products at the apex of the dome-like structure.

Fig. A1 :

 A1 Fig. A1: Illustrating the effect of laser fluence and PN on the chemical nitrogen state ratio after deconvolution of N1s XPS spectra of irradiated EBA-20CB. (a) % N Pyridinic, (b) % N aromatic amines, (c) % N-quaternary.

  

  

Table 1 :

 1 Physical properties of the EBA-CB composites and neat EBA at 25°C.

		EBA [18]	EBA-4 CB	EBA-8CB	EBA-20CB
	 (g/cm 3 )	0.93	0.96	1.00	1.10
	 (mm²/s)	0.1265	0.163 0.003	0.179 0.005	0.3640.006
	Cp (J/gK)	1.693	2.0510.036	1.7130.034	1.6780.017
	th (W/mK)	0.2	0.2980.005	0.3150.003	0.7260.006
	RT (ns)	61×10 6	1982.5	1982.5	55
	Lth (mm)	7.113×10 -5	2.553	2.675	3.799
	eff (mm -1 )	5.7	1.19×10 3	2.8×10 3	3.38×10 4

Table 1 :

 1 XPS atomic concentration for pristine and irradiated EBA-CB samples (EBA-4CB and EBA-8CB at 110 mJ/cm², EBA-20CB at 92 mJ/cm²). The reference corresponds to the nonirradiated composite.

	Atomic ratio PN/Composite	EBA-4CB	EBA-8CB	EBA-20CB
	C/C Ref	1 500	1.03 1.04	1.00 1.02	0.92 0.97
	O/ORef	1 500	0.87 0.77	0.98 0.87	1.66 1.01
	AmC/AmCRef	1 500	6.1 3.9	5.6 7.9	14.1 15.6
	COO/COO Ref	1 500	2.6 1.3	2.5 2.1	2.0 4.1

Appendix A: Analysis of the Nitrogen containing ablation products of EBA-20CB by X Ray photoelectron spectroscopy As mentioned in section 3.3, three N-containing compounds are identified at the irradiated surface of EBA-20CB: N-pyridine, N-pyrrolic, or N-aromatic amines and Nquaternary designated by NP, NAA and NQ respectively. Fig. 12(a-b-c) show that the most abundant product is NAA and it is highly produced at 1 pulse and fluence lower than 210 mJ/cm². However, it is difficult to find a correlation between the atomic ratio evolution of these containing nitrogen components and the laser irradiation settings. In fact, one functional form of nitrogen can be converted into another depending on the laser fluence and the accumulated PN. For example, it is possible that at high fluence or PN, the NAA compounds are converted into NQ and NP. Furthermore, a possible reaction of cycloaddition between NQ and acetylene vapors resulting from photothermal degradation of EBA in the ablation plume leads to the formation of pyridine molecules. Oxidation of the pyridinic N at high temperature induces conversion of NP to NAA [1,2].