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High repetition rate sub ns-electron pulses from Resonant Pulsed Rydberg Field Ionization

We demonstrate fast ionization of Cs Rydberg atoms within a cesium cloud by combining continuous laser excitation and a pulsed electric field. This Resonant Pulsed Rydberg Field-ionization (RPRFI) process results in the emission of sub-ns long electron bunches at a tens of MHz repetition rate.

I. INTRODUCTION

Traditional electron sources such as thermionic and field emission guns face limitations including low brightness and non-monochromatic behavior due to high energy spread [START_REF] David B Williams | Electron sources. Transmission electron microscopy: A textbook for materials science[END_REF]. Consequently, there is an increasing demand for new electron sources [START_REF] Musumeci | Advances in bright electron sources[END_REF]. This demand is driven by the advancements in electron microscopy and spectroscopy techniques in materials science, nanotechnology, and biology [START_REF] Phillip | Modern techniques of surface science[END_REF][START_REF] Mozetič | Recent developments in surface science and engineering, thin films, nanoscience, biomaterials, plasma science, and vacuum technology[END_REF][START_REF] Polman | Electron-beam spectroscopy for nanophotonics[END_REF][START_REF] Thomas | ASM Handbook: Materials Characterization[END_REF][START_REF] John | Springer handbook of microscopy[END_REF][START_REF] Jb Rosenzweig | Next generation high brightness electron beams from ultrahigh field cryogenic rf photocathode sources[END_REF].

For instance, resolving bulk or surface phonons or molecular vibrational modes necessitates an energy resolution on the order of a few meV, compared to the ∼ 250 meV at best for conventional electron sources like tungsten filaments, LaB 6 crystals, or field emission guns [START_REF] Carsky | Low-energy electron scattering from molecules, biomolecules and surfaces[END_REF]. Indeed, High Resolution Energy Electron Loss Spectroscopy (HREELS) employs monochromatization of the electron beam to achieve meV spectral resolution [START_REF] Ondrej L Krivanek | Progress in ultrahigh energy resolution eels[END_REF]. Similarly, recent advancements in electron microscopy have integrated monochromators in high-energy electron (transmission) microscopy columns. But, although this allows high-resolution spectroscopy and imaging in the same instrument, it entails high instrumental complexity and cost [START_REF] Tromp | Spectroscopy with the low energy electron microscope[END_REF][START_REF] Lagos | Advances in ultrahigh-energy resolution EELS: phonons, infrared plasmons and strongly coupled modes[END_REF]. Monochromators have additional drawbacks: they significantly attenuate the beam current and, for low energy applications, can increase angular divergence to such an extent that Low-Energy Electron Microscopy (LEEM) imaging conditions for surface characterization can no longer be fulfilled. As such, it would be advantageous to have a high-brightness electron source with low-energy width, as suggested in Ref. [START_REF] Ray F Egerton | Electron energy-loss spectroscopy in the electron microscope[END_REF]. Such a source would allow the construction of a High-Resolution Electron Energy Loss Microscope (HREELM) [START_REF] Mankos | Design for a high resolution electron energy loss microscope[END_REF][START_REF] Andrew | Cold electron sources using laser-cooled atoms[END_REF] that would be able to perform LEEM while gathering spectroscopic information on the sample by Timeof-Flight (ToF) energy analysis. The ToF method has the advantage of allowing the detection of all electrons that will produce the image of the sample simultaneously, without needing a slit to select a portion of the image (as in the case of a hemispherical energy analyzer). This means microscopy and spectroscopic information can be gathered at the same time thanks to time-and position-sensitive detectors. Using ToF for energy analysis puts another constraint on the electron source in teRMS of its temporal spread ∆τ , that should be minimal to enhance the energy resolution. Among all explored possibilities, electron sources based on the ionization of an atomic beam/cloud appear particularly promising for this purpose [START_REF] Andrew | Cold electron sources using laser-cooled atoms[END_REF][START_REF] Gallagher | A photoionization source of monoenergetic electrons[END_REF]. However, most previous electron sources based on the ionization of an atomic beam were continuous [START_REF] Gallagher | A photoionization source of monoenergetic electrons[END_REF][START_REF] Klar | A tunable laser-atomic beam photoelectron source with sub-milli-electron-volt resolution: design, operation and application to threshold electron attachment studies[END_REF][START_REF] Kurokawa | Threshold photoelectron source for the study of low-energy electron scattering: Total cross section for electron scattering from krypton in the energy range from 14 mev to 20 ev[END_REF]. Several pulsed electron sources based on pulsed lasers have been reported [START_REF] Cw Rella | High-repetition-rate pulsed electron source based on an atomic rydberg photocathode[END_REF][START_REF] Cw Rella | Characterization of a rydberg atom-based streak camera operating in synchroscan mode[END_REF][START_REF] Zolotorev | Ultra-bright pulsed electron beam with low longitudinal emittance[END_REF][START_REF] Engelen | High-coherence electron bunches produced by femtosecond photoionization[END_REF][START_REF] Mcculloch | High-coherence picosecond electron bunches from cold atoms[END_REF][START_REF] Fedchenko | Narrow-band pulsed electron source based on near-threshold photoionization of cs in a magneto-optical trap[END_REF][START_REF] Tch De Raadt | Subpicosecond ultracold electron source[END_REF], but very few using a pulsed electric field.

In this work, we propose a novel method for generating low-energy electrons at high repetition rates, based on the ionization of individual Rydberg-Stark states of cesium atoms. This study builds upon our previous investigations into the field ionization of Rydberg states for the production of ion or electron beams [START_REF] Fedchenko | Narrow-band pulsed electron source based on near-threshold photoionization of cs in a magneto-optical trap[END_REF][START_REF] Kime | High-flux monochromatic ion and electron beams based on laser-cooled atoms[END_REF][START_REF] Moufarej | Forced field ionization of Rydberg states for the production of monochromatic beams[END_REF][START_REF] Mcculloch | Field ionization of rydberg atoms for high-brightness electron and ion beams[END_REF][START_REF] Hahn | Cesium rydberg-state ionization study by three-dimensional ion-electron correlation: Toward a monochromatic electron source[END_REF]. By combining a continuous-wave laser and a predominantly DC electric field with a minor oscillating component, we selectively excite and ionize Rydberg-Stark states of Cs atoms. This process results in the emission of ∼ 100 ps to ∼ 600 ps long electron bunches at a 16 MHz repetition rate.

In the following sections we will first detail the method, followed by the description of the experimental setup and the production process of the electron bunch. Finally, we will discuss the potential for creating high-repetition rate, short temporal spread, and monochromatic electron bunches using this method.

II. IONIZATION SCHEME: RESONANT PULSED RYDBERG FIELD-IONIZATION (RPRFI)

Upon exposure to a strong to moderate electric field F , different l-value Rydberg states of an atom mix, resulting in a complex "spaghetti" of Stark-Rydberg states that exhibit complex behaviors in the field, yet remain resolvable. Cesium, having the largest quantum defect among all stable alkali metals, displays exaggerate behaviors due to strong deviations from hydrogenic characteristics. Some of its states have substantial ionization rates owing to the scattering of the Rydberg electron with the core. The RPRFI technique leverages our comprehensive investigation of this region of Rydberg excitation and ionization in Cs to identify suitable states for the electron source [START_REF] Hahn | Cesium rydberg-state ionization study by three-dimensional ion-electron correlation: Toward a monochromatic electron source[END_REF].

Specifically, we identified regions of the Stark map where isolated Rydberg states, such as the one shown in Fig. 1, possess a significant Stark effect and rapidly varying ionization rates in relation to the field. This photoabsorption Stark map was computed using local frame transformation (LFT) theory and WKB wavefunctions as detailed in [START_REF] Hahn | Cesium rydberg-state ionization study by three-dimensional ion-electron correlation: Toward a monochromatic electron source[END_REF].

This Rydberg-Stark state, given its strong Stark effect, can be excited by a fixed laser frequency ν only when the electric field F is precisely tuned to resonance. After excitation, the atom rapidly evolves into an electron and ion pair. To produce a short electron bunch at a high rate, we simply pulse a fraction of the electric field, thereby bringing the laser in and out of resonance. Each time the field brings the Rydberg-Stark level in resonance with the laser, an electron bunch is produced.

Apart from the ionization rate Γ (F ) of the Rydberg state, the process's key parameters are the Stark slope of the Rydberg energy level dν dF , and our experimental ability to quickly alter the electric field using a fast slew rate dF dt . We will focus on these parameters in our analysis, discussing their relationship with the temporal spread of the electron bunches.

Assuming typical values for the ionization rate at resonance Γ/2π in the GHz range, Stark slope dν dF in the 100 MHz/(V/cm) range and electric field slew rate dF dt in the few (V/cm)/ns range, a basic rate equation model suggests an expected FWHM temporal width ∆τ FWHM for the electron bunch on the order of

∆τ FWHM ≈ Γ 2π dF dt dν dF -1 (1) 
so in the ns range. This crude formula clearly indicates what knobs can be used to tune the temporal spread of the electron bunch.

III. EXPERIMENTAL SETUP

Fig. 2 presents the experimental setup, which closely mirrors that used in our prior studies [START_REF] Moufarej | Forced field ionization of Rydberg states for the production of monochromatic beams[END_REF] with the difference that now the Cs beam enters the setup laterally to mitigate Cs contamination on-axis. In brief, a Cs beam sourced from an effusive, recirculating oven, as detailed in Ref. [START_REF] Hahn | Comparative analysis of recirculating and collimating cesium ovens[END_REF], penetrates an electrode stack where two plates (electrodes 0 and 1) separated by approximately 4 mm establish a DC electric field of around 2200 V/cm. Rydberg-Stark excitation is performed in three steps using lasers with different wavelengths: 852 nm for the transition 6s(F = 4) → 6p 3/2 (F = 5), 1470 nm for 6p 3/2 (F = 5) → 7s(F = 4), and approximately 794 nm for 7s(F = 4) → Rydberg. Powers of the lasers are respectively ∼ 10 µW, ∼ 100 µW, and 10 mW, chosen to minimize power broadening of the lines. The first two laser radiations are produced by DL Pro and DFB Butterfly laser diodes from Toptica. The Rydberg excitation FIG. 1. stark-map of cesium around the ionization threshold, calculated using the local-frame-transformation theory [START_REF] Hahn | Cesium rydberg-state ionization study by three-dimensional ion-electron correlation: Toward a monochromatic electron source[END_REF][START_REF] Harmin | Theory of the stark effect[END_REF][START_REF] Harmin | Theory of the nonhydrogenic stark effect[END_REF]. The photoabsorption is plotted as a function of the Ti:Sa wavelength from the 7s(F = 4) hyperfine level, and demonstrates the significantly Stark-shifted state used in this study on Rydberg pulsed-resonance field ionization. This state is well-isolated from others, hence an oscillating field of 25 V/cm amplitude (represented by a black arrow) triggers its resonance. Its Stark slope is dν dF ≈ 200 MHz/(V/cm), and its linewidth varies significantly with the field/wavelength, enabling us to investigate the relationship between the linewidth and the observed ionization duration. The red lines represent the Ti:Sa wavelengths at which we have collected experimental data [START_REF] Hahn | Ionisation of caesium Rydberg atoms for a mono-chromatic electron source for applications in electron microscopy and spectroscopy[END_REF].

laser is a Ti:Sa laser, and its wavelength is monitored using a HighFinesse WS8-2 high-precision wavemeter. During data acquisition, all three lasers are frequency-locked; we use a standard vapor cell-based method for the first two lasers, and the wavemeter for the Ti:Sa laser. The waists of the lasers are on the order of tens of micrometers, and the last two lasers cross orthogonally.

The main clock of the experiment is a commercial pulser that provides long pulses (5 µs) for triggering a Time-to-Digital converter (TDC). These pulses trigger another pulser that produces a burst of shorter pulses with individual width of 50 ns, rising times of 10 ns, and an amplitude of V 1 = 10 V. These shorter pulses are directed to electrode 1. To minimize the pulse time broadening due to voltage propagation, a short, non-shielded cable is used to connect the pulse generator to the electrode 1. The oscillating electric potential on electrode 1, shown in Fig. 2 b), creates an oscillating electric field in the laser excitation region. With electrodes 0 and 1 separated by 0.4 cm, a 10 V pulse on electrode 1 induces an electric field pulse of amplitude 25 V/cm. Rydberg-Stark states with short ionization lifetimes are excited and produce electrons. These electrons are accelerated by the electric field and focused by two additional electrodes (denoted by V 2 and V 3 on Fig. 2) onto a double stack Mi-croChannelPlate (MCP), followed by a phosphor screen placed approximately 55 cm downstream. Electrode 0 is kept at -870 V, producing a potential of around -435 V where the electrons are created. These electrons are accelerated to 435 eV at the end of electrode 4, and so at the front of the MCP, which are kept at 0 V (see Fig. 2 a)). As our primary interest lies in the electron pulse duration, we implement a detection method with approximately 60 ps resolution, based on a high-performance Time-to-Digital Converter (TDC).

A. Electron Time-of-Flight Measurement

To accomplish our objective, we utilized a coincidence acquisition setup. Electrons are detected by standard detectors (MCPs), and the signal they produce is amplified and digitized by a Constant Fraction Discriminator (CFD). This signal is subsequently transmitted directly to a time-to-digital converter (TDC: TDC-V4 from the DTPI platform), which concurrently records trigger pulses from the main pulser. A schematic of the acquisition setup is presented in Fig. 2 independently for 50 µs, registering two types of "stop" signals during this period (with a binning time of 125 ps): pulses from the main pulser and electron hits from the MCPs. This data is then recorded by a dedicated acquisition software. The software archives the delay between each electron hit and the preceding nearest main pulse signal, enabling the reconstruction of time-of-flight spectra from a multitude of unique and uncorrelated events.

IV. RESULTS

Each time the electric field brings the laser in resonance, electrons are generated, both on the rising and falling fronts of the electric pulse applied on electrode 1, leading to doublet structures in the electron signal. A typical ToF spectrum for λ Ti:Sa = 794.141 nm is shown in Fig. 3 a), displaying series of electron bunches.

A few doublets from the data with λ Ti:Sa = 794.145 nm are shown in detail on Fig. 3 b). The first peak of each doublet (corresponding to the rising front) is more intense than the second, with the separation between these two peaks corresponding to the voltage pulse length, which can thus be freely tuned by tuning the burst pulser.

A. Influence of Γ on τ ion

An experimental study was conducted to examine the influence of a state linewidth on the observed bunch duration. Data was collected on the state depicted in Fig. 1 under the same conditions, except for the tuning of the Ti:Sa's wavelength, which was adjusted from 794.141 nm to 794.149 nm in increments of 0.002 nm. The Stark map of Fig. 1 establishes a link between the laser wavelength, the electric field, and the state linewidth. We take advantage of the quasi-linearity between the studied state's ionization rate Γ and its resonant laser wavelength to study the influence of Γ on ∆τ . Fig. 3 c) shows the most intense peak for each value of λ Ti:Sa on the same time axis. Their central ToF evolves linearly with the laser wavelength. Since the Stark shift is also linear (see Fig. 1) and that other experimental conditions are kept constant, we attribute this time delay to the slightly different resonant electric fields that are reached at slightly different times. Together with the Stark slope given by the Stark map (see Fig. 1), the central ToF position evolution provides a value for the experimental electric field variation of 6.30 (V/cm)/ns.

We fit these peaks with Gaussian peak functions as a simple approximation and report the Gaussian RMS width as the temporal width on Fig. 3 d). The relation between the state's ionization rate Γ and the electron bunch temporal length shows suggests that the optimal ionization rate is Γ = 2.7 × 10 9 s -1 . However, the influence of Γ on the ionization dynamics seems small.

Another set of data taken with λ Ti:Sa = 793.933 nm and fields around 2050 V/cm is presented in Fig. 4 a). It shows a remarkable small RMS temporal width of 162 ps. This suggest that the complex dynamics at play can not simply be described by the state's ionization rate, and that a more in-depth, theoretical analysis is required here.

B. The Effect of Energy Spread on the Measured Temporal Spread

The measured temporal spread ∆τ is a convolution of τ ion and τ ∆E , where τ ion is the intrinsic duration of the ionization process (mainly given by Γ -1 ), and τ ∆E is the temporal spread caused by the energy spread. For energy-spread dominated bunches, ∆τ is strongly dependent on the position of measurement: for instance subpicosecond bunches have been reported where the measurement is performed at the so-called self-compression point, which occurs near twice the acceleration distance [START_REF] Tch De Raadt | Subpicosecond ultracold electron source[END_REF]. However self-compression cannot yield a temporal spread smaller than the emission time τ ion , as it merely cancels out the spatial (and hence, temporal) elongation of a bunch locally.

To assess the influence of the electron bunch energy spread on the measured temporal spread, we conducted simulations using the SIMION software [START_REF] Dahl | Simion for the personal computer in reflection[END_REF]. We compared the arrival temporal spread ∆τ for electron bunches with identical ∆E, but with varying τ ion . ∆E is chosen to best describe our experimental conditions. The results are shown in Fig. 4 b).

These simulations have different implications for the interpretation of the experimental results. Because the temporal width presented in Fig. 3 is larger than ∼500 ps, we can be confident that the measured ∆τ reflects the intrinsic τ ion . On the contrary, for the data presented in Fig. 4 a), the measured ∆τ is below 200 ps, so that τ ∆E has a non-negligible influence on ∆τ . The main consequence is that τ ion is very probably around or even below 100 ps. In other words, the data in Fig. 4 is at the lower limit of our measurement scheme.

V. CONCLUSION AND FUTURE WORK

We have demonstrated the use of the RPRFI technique to create electron bunches at a high repetition rate (∼ 16 MHz) with a pulse duration on the order or even well below the ns range. The lowest width we have measured is at 162 ps, limited by our experimental temporal resolution. The electrons bunches are created from individual Rydberg states with a continuous wave ionizing laser. We studied experimentally the influence of the states' ionization rate on the temporal spread of the electron bunch and found a small influence. One notable advantage of replacing a pulsed laser with a pulsed electric field is the ability to freely adjust the ionization repetition rate and the delay between pulses by modifying the delays in voltage pulses. This is much simpler than adjusting repetition rates or delays in an optical system and can very easily produce electrons at a higher rate if required (up to ∼ 100 MHz). Furthermore, using a continuous laser allows us to selectively ionize one specific Rydberg state, thereby optimizing the emission properties of the source.

The electric field that we employed (around 2170 V/cm) currently limits the energy spread to approximately 6 eV. In order to further decrease the energy spread of our source and reach ∆E < 10 meV [START_REF] Mankos | Design for a high resolution electron energy loss microscope[END_REF], we need to decrease the electric field by nearly three orders of magnitude. The temporal spread of the electron bunch created at these significantly smaller fields are difficult to predict and necessitate further experiments at lower fields.

The RPRFI method's key limitation is its short resonant interaction time, resulting in a low Rydberg population and global ionization efficiency. A promising variation of this method could involve constant excitation of a stable Rydberg state in a static electric field, followed by a pulsed ionization or pulsed microwave coupling to rapidly ionizing states.

The lowest temporal width that we report is already at the time-resolution of next-generation detectors for electron microscopes, like the TimePix4 [START_REF] Ballabriga | The timepix4 analog front-end design: Lessons learnt on fundamental limits to noise and time resolution in highly segmented hybrid pixel detectors[END_REF]. For applications that would require smaller temporal width, active bunching could be considered, particularly techniques that allow electron bunch compression without increasing their energy spread [START_REF] Hahn | Ionisation of caesium Rydberg atoms for a mono-chromatic electron source for applications in electron microscopy and spectroscopy[END_REF].

Furthermore this source can also be utilized as an ion source for focused ion beam studies or implantation studies [START_REF] Kime | High-flux monochromatic ion and electron beams based on laser-cooled atoms[END_REF]. Additionally, the correlation between the produced ions and electrons can be leveraged in different ways to enhance the properties of the source [START_REF] Hahn | Ionisation of caesium Rydberg atoms for a mono-chromatic electron source for applications in electron microscopy and spectroscopy[END_REF][START_REF] Lopez | Real-time trajectory control of deterministically produced ions[END_REF].

Finally spin-polarized electrons could be easily produced by these sources, especially when using cesium [START_REF] Fano | Spin orientation of photoelectrons ejected by circularly polarized light[END_REF][START_REF] Mollenkamp | A source of highly spin-polarised slow electrons based on the 'fano effect' on caesium atoms[END_REF]. Therefore, our high-repetition-rate pulsed lowenergy electron source based on atomic Rydberg ionization could find applications in various fields, including materials science, surface science, and biological imaging.

FIG. 2

 2 FIG. 2. a) Diagram of the acquisition setup for pulsed resonance experiments. Electrode 0 (on the left) is maintained at -870 V and a potential V1 (between 0 V and 10 V) is applied to electrode 1. This results in a field of approximately 2175 V/cm between the two electrodes. Voltages V2 and V3 are adjusted to produce a converging electron beam exiting the electrode stack. The orange spot indicates the laser position. b) Experimental recording of the time variation of the voltage V1 applied to electrode 1.
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  FIG.3. a) Complete electron ToF spectra with λTi:Sa = 794.141 nm b) A zoomed-in view on a few peaks of the ToF spectrum acquired at λTi:Sa = 794.145 nm. c) Shape and positions of the most intense peak in scans taken at five different laser wavelengths. The data at 794.141 nm serves as intensity reference and all other data are normalized to it. d) Electron temporal spread (Gaussian RMS width) as a function of λTi:Sa (and thus Γ that is related to it cf. Fig.1).
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 4 FIG. 4. a) Electron pulse with Gaussian RMS width of 162 ps with λTi:Sa = 793.933 nm and F pulsed from 2050 V/cm to 2070 V/cm . b) Evolution of the measured time spread in function of the ionization time, taking into account the energy spread of the electron source and our experimental conditions.
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