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Low-frequency Broadband Noise Absorption of Multi-chamber Micro-perforated Panel Absorbers in Normal and Grazing Acoustic Incidence

This paper presents a significant advancement in micro-perforated panel absorber technologies. Two distinct types of sub-wavelength multi-chamber micro-perforated panel absorbers (MC-MPPA) for low-frequency broadband noise absorption under both normal and grazing acoustic incidence conditions are developed. Micro-perforated panel absorbers (MPPAs) exhibit versatility, eco-friendliness, and a straightforward, robust construction, making them ideal acoustic solutions. A graph-theory-based two-point impedance method (TpIM) and the Cremer impedance method are used for system modeling, enabling the design of the MC-MPPA to be optimized for maximum sound absorption in a chosen frequency range for both normal and grazing acoustic incidence. This graph theory approach represents a breakthrough, as an equivalent circuit model approach could not be applied to such complex models. Under normal incidence conditions, the experimental overall absorption coefficient is measured to be 0.8273 for a 22 mm thick MC-MPPA in the frequency range of [660 2000] Hz, and 0.8284 for a 52 mm thick MC-MPPA in the frequency range of [400 2000] Hz. Under grazing incidence conditions, an optimized MC-MPPA with a mere 30 mm sub-chamber depth achieves a transmission loss of 66 dB at 1180 Hz. Additionally, a 50 mm sub-chamber depth yields a transmission loss greater than 10 dB over an 880 Hz wide frequency range: [820 1700] Hz. The developed MC-MPPA technologies hold great promise for various duct noise attenuation applications including aeroengine acoustic liners.

I. Nomenclature

II. Introduction

S ince the advent of aviation, aircraft noise has been a persistent challenge for airlines, aircraft manufacturers, and particularly for individuals residing in the proximity to airports [START_REF] Morrell | A Review of Health Effects of Aircraft Noise[END_REF][START_REF] Nassur | Effects of Aircraft Noise Exposure on Heart Rate during Sleep in the Population Living Near Airports[END_REF][START_REF] Basner | Aircraft Noise Effects on Sleep: Application of the Results of a Large Polysomnographic Field Study[END_REF][START_REF] Mahashabde | Assessing the Environmental Impacts of Aircraft Noise and Emissions[END_REF][START_REF] Astley | Predicting and Reducing Aircraft Noise[END_REF][START_REF] Wang | Deconvolution Algorithms of Phased Microphone Arrays for the Mapping of Acoustic Sources in an Airframe Test[END_REF][START_REF] Wang | Comparison of Deconvolution Algorithms of Phased Microphone Array for Sound Source Localization in an Airframe Noise Test[END_REF]. This form of noise pollution, ranked as the prevalent POHC acoustic liners are available in two configurations: the Single-Degree-of-Freedom (SDOF) liner and the Double-Degree-of-Freedom (DDOF) liner (see Fig. 1). The SDOF liner typically comprises a honeycomb-like cavity structure, a solid back plate, and a perforated facesheet. However, this liner design yields a relatively narrow sound absorption spectrum. The DDOF liner, on the other hand, is essentially an SDOF arrangement with an embedded porous septum or perforated plate. While the DDOF liner does expand the sound absorption bandwidth, its structure becomes more complex and its weight increases. Additionally, the DDOF liner generally necessitates more space compared to the SDOF liner.

In this paper an advancement over POHC liners and the state-of-the-art in MPPA research are presented. The investigated MC-MPPA technology is simple, lightweight and robust in structure and has excellent sound absorption performance [START_REF] Wang | Multi-chamber Micro-perforated Panel Absorbers Optimised for High Amplitude Broadband Absorption Using a Two-point Impedance Method[END_REF]. The shape is rectangular in shape allowing it to be easily tessellated. The breakthrough is in employing a graph-theory-based, two-point impedance method (TpIM) [START_REF] Wang | Multi-chamber Micro-perforated Panel Absorbers Optimised for High Amplitude Broadband Absorption Using a Two-point Impedance Method[END_REF][START_REF] Davis | A Graph-theory Approach to Optimisation of an Acoustic Absorber Targeting a Specific Noise Spectrum that Approaches the Causal Optimum Minimum Depth[END_REF][START_REF] Wu | Theory of Resistor Networks: the Two-point Resistance[END_REF][START_REF] Tzeng | Theory of Impedance Networks: the Two-point Impedance and LC Resonances[END_REF] to model the system allowing the MC-MPPA to be optimized to have maximum sound absorption in a chosen frequency range. The graph theory approach is a breakthrough as an equivalent circuit model [START_REF] Mckay | SeMSA: a Compact Super Absorber Optimised for Broadband, Lowfrequency Noise Attenuation[END_REF] approach could not be used with such complex models, refer to the discussion in [START_REF] Davis | A Graph-theory Approach to Optimisation of an Acoustic Absorber Targeting a Specific Noise Spectrum that Approaches the Causal Optimum Minimum Depth[END_REF].

The primary objectives of the present investigation include the following components: [START_REF] Morrell | A Review of Health Effects of Aircraft Noise[END_REF] To advance the previously proposed MC-MPPA with micro-perforated adjoining panels and constant sub-chamber depth (denoted as MC-MPPA-I) [START_REF] Wang | Multi-chamber Micro-perforated Panel Absorbers Optimised for High Amplitude Broadband Absorption Using a Two-point Impedance Method[END_REF], the present study develops a rectangular MC-MPPA incorporating non-perforated adjoining panels and variable sub-chamber depth (denoted as MC-MPPA-II). ( 2 

III. MC-MPPA Design

In the present study, we examine two variations of MC-MPPAs: MC-MPPA-I and MC-MPPA-II. Both MC-MPPA-I and MC-MPPA-II designs under examination comprises a complex acoustic system composed of multiple micro-perforated panels (MPPs) and air cavities (ACs).

• MC-MPPA-I: is a rectangular multi-chamber micro-perforated panel absorber (MC-MPPA) with micro-perforated adjoining panels and constant sub-chamber/core depth. As the sub/chambers in the core are interconnected through micro-perforations, this is a non-locally reacting liner. Previous research [START_REF] Wang | Multi-chamber Micro-perforated Panel Absorbers Optimised for High Amplitude Broadband Absorption Using a Two-point Impedance Method[END_REF] has demonstrated that the MC-MPPA-I is a highly promising deep subwavelength absorber, displaying high amplitude broadband sound absorption of planar acoustic waves in impedance tube evaluations. As normal incidence conditions have been already examined for this design, in this paper, the sound absorption capabilities of the MC-MPPA-I under grazing acoustic incidence conditions are explored in order to further understand its capabilities. • MC-MPPA-II: is a rectangular multi-chamber micro-perforated panel absorber (MC-MPPA) with non-perforated adjoining panels but with variable sub-chamber depth. This MPPA is considered to be a multi-chamber (MC) variation on an MPPA, or a SDOF POHC liner, for example, as each sub-chamber can have a unique depth.

Similarly, the characteristics of the perforations in the face-plate (hole count, diameter, porosity) can vary from one sub-chamber to another. This variation is examined as it may be easier to manufacture than the design which requires internal perforations. As this is an original design, both the normal and grazing acoustic incidence conditions are examined here.

A. MC-MPPA-I

The MC-MPPA-I is shown in Fig. 2 (a) and (b). It is sub-divided into 3 × 3 chambers, wherein each sub-chamber has an identical depth, 𝐷, and adjacent sub-chambers are separated by micro-perforated panels.

The overall configuration of this MC-MPPA-I is rectangular, facilitating its tessellation for practical industrial applications. The length of the investigated MC-MPPA-I is designated as 𝐿, and the width is designated as 𝑊. The thickness of the top and interior MPPs are designated as 𝜏 𝑡 and 𝜏 𝑖 , respectively. In the present study, the thickness of all the top MPPs are equal to one another, as are the thicknesses of all the internal MPPs. However, both 𝜏 𝑡 and 𝜏 𝑖 can be different to one another. The overall height of MC-MPPA-I is obtained by summing the thickness of the top MPP, 𝜏 𝑡 , with the depth of the air cavity, 𝐷.

In this paper, the top MPPs of MC-MPPA-I are denoted as MPP 𝑡1(1) , MPP 𝑡1(2) , • • • , MPP 𝑡1(9) , respectively.The internal MPPs are denoted as MPP 𝑖 (1) , MPP 𝑖 (2) , • • • , MPP 𝑖 [START_REF] Maa | Theory and Design of Microperforated Panel Sound-absorbing Constructions[END_REF] , respectively using a serpentine naming method [START_REF] Wang | Multi-chamber Micro-perforated Panel Absorbers Optimised for High Amplitude Broadband Absorption Using a Two-point Impedance Method[END_REF].

B. MC-MPPA-II

MC-MPPA-II is shown in Fig. 2 (c) and (d). The MC-MPPA-II structure under investigation is divided into a 3 × 3 chambers, each with distinct depths and separated by non-perforated partitions. The MC-MPPA-II under examination possesses equivalent dimensions for both length and width in comparison to MC-MPPA-I, which are also designated as 𝐿 and 𝑊 respectively. The thickness of the top MPPs of the MC-MPPA-II is equal to that of MC-MPPA-I and is also symbolized as 𝜏 𝑡 . The thickness of the non-perforated adjacent panels of the MC-MPPA-II is equivalent to that of the interior MPPs of the MC-MPPA-I and is denoted as 𝜏 𝑖 . The overall height of the MC-MPPA-II is attained through the addition of the thickness of the top MPP, 𝜏 𝑡 , and the depth of the deepest sub-chamber.

In this paper, the top MPPs of MC-MPPA-II are denoted as MPP 𝑡2(1) , MPP 𝑡2(2) , • • • , MPP 𝑡2 [START_REF] Torija | A Psychoacoustic Approach to Building Knowledge about Human Response to Noise of Unmanned Aerial Vehicles[END_REF] , respectively. The depths of the air cavities within the structure are designated as 𝐷 [START_REF] Morrell | A Review of Health Effects of Aircraft Noise[END_REF] , 𝐷 (2) , • • • , 𝐷 [START_REF] Torija | A Psychoacoustic Approach to Building Knowledge about Human Response to Noise of Unmanned Aerial Vehicles[END_REF] , respectively, where the maximum depth is defined as 𝐷 max . In the subsequent discussion of MC-MPPA-II's sub-chamber depth within this paper, the reference pertains to the depth of its deepest sub-chamber 𝐷 max .

The constitutive parameters of both MC-MPPA-I (see Table 1) and MC-MPPA-II (see Table 2) under investigation, with four controlling parameters for micro-perforated panels defined as follows:

• panel thickness 𝜏;

• perforation diameter 𝑑;

• perforation porosity 𝜑 (ratio of micro-perforated area to total area);

• perforation number 𝑛.

IV. Analytical Models

In this paper, we use the following three analysis methods: Two-point impedance method (TpIM), Cremer impedance and MPP impedance under grazing flow conditions.

• Two-point impedance method: The two-point impedance method [16-18, 33, 34] is a viable approach to determine the impedance between any two nodes in a complex impedance network, regardless of the circuit's planarity. Although traditional equivalent circuit models can be applied to simple circuits, they are inadequate for more complex non-planar circuits required by higher order MC-MPPAs. Therefore, the use of the two-point impedance method is recommended for such circuits. • Cremer Impedance: The method of Exact Cremer Impedance is named after its creator, L. Cremer [START_REF] Cremer | Theory Regarding the Attenuation of Sound Transmitted by Air in a Rectangular Duct with an Absorbing Wall, and the Maximum Attenuation Constant Produced During This Process[END_REF], and is highly effective in providing a reasonable estimate of the optimal impedance for a particular set of duct parameters. 2 The parameters that define the acoustic behavior of the MC-MPPA-II under examination.

combustion engines [START_REF] Zhang | The Cremer Impedance: An Investigation of the Low Frequency Behavior[END_REF][START_REF] Zhang | Revisiting the Cremer impedance[END_REF][START_REF] Åbom | A Comment on the Correct Boundary Conditions for the Cremer Impedance[END_REF][START_REF] Zhang | Recent Development in the Cremer Impedance: Experimental Analysis, Numerical Validation and Triple Roots[END_REF]. Although it was originally developed for scenarios without flow, it has been further refined and successfully applied in situations with flow [START_REF] Tester | The Propagation and Attenuation of Sound in Lined Ducts Containing Uniform or "Plug" Flow[END_REF].

• MPP impedance under grazing flow conditions: Grazing flows can significantly complicate the prediction of acoustic behaviors of MPPs due to the complex interplay between the acoustic waves and the flow field inside and in close proximity to the perforation holes. Åbom et al. [START_REF] Guo | Micro-Perforated Plates for Vehicle Applications[END_REF][START_REF] Åbom | Dissipative Silencers Based on Micro-perforated Plates[END_REF][START_REF] Allam | A New Type of Muffler Based on Microperforated Tubes[END_REF] investigated the effects of grazing flow on the impedance of MPPs. They also created analytical models for MPPs with circular and slit-shaped perforation holes under grazing flow conditions and successfully verified their accuracy through experimental validation. This paper utilizes the TpIM method to calculate the acoustic impedance of the designed MC-MPPA under normal acoustic incidence. The situation becomes slightly more complicated under grazing acoustic incidence. Nevertheless, we still apply the TpIM method to obtain the acoustic impedance of the MC-MPPA and match it with the optimal acoustic impedance of the target duct obtained via the Cremer impedance method. In calculating the acoustic impedance of the MC-MPPA, we consider the impact of flow on the MPP impedance by utilizing the MPP under grazing flow conditions. Currently, we are solely considering grazing acoustic incidence without any flow, and thus, we assign the Mach number 𝑀 = 0 in the methods of Cremer impedance and MPP impedance under grazing flow conditions. When the flow is introduced, we simply need to incorporate the specific Mach number in the aforementioned methods.

A. Analytical modeling of a MC-MPPA using a two-point impedance method (TpIM)

In the case of normal incidence, we chose the boundary condition of the interior perforated thin panel provided by COMSOL (in which the losses caused by heat conduction are negligible) to calculate the impedance of the MPP [START_REF] Mckay | SeMSA: a Compact Super Absorber Optimised for Broadband, Lowfrequency Noise Attenuation[END_REF][START_REF] Wang | Multi-chamber Micro-perforated Panel Absorbers Optimised for High Amplitude Broadband Absorption Using a Two-point Impedance Method[END_REF][START_REF] Davis | A Graph-theory Approach to Optimisation of an Acoustic Absorber Targeting a Specific Noise Spectrum that Approaches the Causal Optimum Minimum Depth[END_REF][START_REF] Killeen | Fan-noise Reduction of Data Centre Telecommunications' Server Racks, with an Acoustic Metamaterial Broadband, Low-frequency Sound-absorbing Liner[END_REF]. COMSOL'S acoustic impedance, 𝑍 mpp , of each MPP when exposed to sound under normal incidence can be determined using Eq. ( 1). As previously demonstrated in a numerical study, this approach has been found to be in close agreement with a fully resolved representation of perforated holes in a COMSOL model [START_REF] Mckay | SeMSA: a Compact Super Absorber Optimised for Broadband, Lowfrequency Noise Attenuation[END_REF].

𝑍 mpp,Comsol 𝜌 0 𝑐 0 = - i𝜔 𝑐 0 𝜑 𝜏 + 8𝑑Λ(𝜑)/3𝜋 𝑌 𝑣 ( 1 
)
where i is the imaginary unit, 𝜌 0 represents the density of air and 𝑐 0 symbolizes the speed of sound in air. The angular frequency is expressed as 𝜔 = 2𝜋 𝑓 where 𝑓 is the frequency in Hertz. The term 𝑌 𝑣 is given by

𝑌 𝑣 = 𝐽 2 (𝑘 𝑣 𝑑/2) 𝐽 0 (𝑘 𝑣 𝑑/2) , 𝑘 𝑣 = √︄ - i𝜔𝜌 0 𝜇 (2) 
where 𝐽 𝑛 is the 𝑛th order Bessel function and 𝜇 is the dynamic viscosity of air.

The hole-to-hole interaction, if any, is determined by the Fok function, Λ(𝜑), which is expressed by

Λ(𝜑) = 8 ∑︁ 𝑛=0 𝑎 𝑛 ( √ 𝜑) 𝑛 (3) 
where the following first eight coefficients [START_REF] Mckay | SeMSA: a Compact Super Absorber Optimised for Broadband, Lowfrequency Noise Attenuation[END_REF] are used in this study: 𝑎 0 = 1, 𝑎 1 = -1.4092, 𝑎 2 = 0, 𝑎 3 = 0.33818, 𝑎 4 = 0, 𝑎 5 = 0.06793, 𝑎 6 = -0.02287, 𝑎 7 = 0.063015 and 𝑎 8 = -0.01614.

Regarding the air cavities within the investigated MC-MPPA-I and MC-MPPA-II, the acoustic impedance, 𝑍 ac , of each AC can be calculated by Eq. ( 4).

𝑍 ac = -i𝜌 0 𝑐 0 cot( 𝜔𝐷 𝑐 ) (4) 
In this study, the two-impedance method (TpIM) is employed to calculate the impedance of both MC-MPPA-I and MC-MPPA-II. Fig. 3 shows the investigated MC-MPPA-I and MC-MPPA-II designs from Fig. 2 represented schematically as bipyramid molecular structures where the yellow branches represent the acoustic impedances of the top MPPs, the red branches represent the acoustic impedances of internal MPPs and the green branches represent the acoustic impedances of the air cavities themselves. It has been shown in previous studies that, unlike the equivalent circuit method approach, the TpIM can be used to determine the impedance between any two nodes in a complex impedance network whether the circuit is planar or not [16-18, 33, 34].

Based on this molecular structure, the following Laplace matrix L can be constructed:

L = 𝑦 11 -𝑦 12 . . . -𝑦 1N -𝑦 21 𝑦 22 . . . -𝑦 2N . . . . . . . . . . . . -𝑦 N1 -𝑦 N2 . . . 𝑦 N N (5) 
where N = (3 × 3) + 2 is the number of nodes, 𝑦 𝑖 𝑗 is the admittance between nodes 𝑖 and 𝑗, and

𝑦 𝑖 𝑗 = 𝑦 𝑗𝑖 = 1/𝑍 𝑖 𝑗 (𝑖 ≠ 𝑗),
with 𝑍 𝑖 𝑗 being the acoustic impedance between nodes 𝑖 and 𝑗.

The diagonal elements of the Laplace matrix L can be given by

𝑦 𝑖𝑖 ≡ N ∑︁ 𝑗=1 𝑦 𝑖 𝑗 𝑖 ≠ 𝑗 (6) 
Use of the Laplace matrix, L, allows us to form the Hermitian matrix L † L, which can be diagnolised and where † denotes the hermitian conjugation. In order to calculate the impedance of the network represented by the Laplace matrix, the following eigenvalue equation must solved:

L † L𝜓 𝛽 = 𝜂 𝛽 𝜓 𝛽 , 𝜂 𝛽 ⩾ 0, 𝛽 = 1, 2, . . . , N (7) 
where 𝜂 𝛽 and 𝜓 𝛽 are the eigenvalues and eigenvectors of L † L respectively. There then exist eigenvalues of L, which can be given by

𝜆 𝛽 = 𝜓 † 𝛽 L𝜓 𝛽 (8) 
Finally, the acoustic impedance between any two nodes 𝑖 and 𝑗 in the network is given by

𝑍 𝑖 𝑗 = N ∑︁ 𝛽=2 1 𝜆 𝛽 𝜓 𝛽 (𝑖) -𝜓 𝛽 ( 𝑗) 2 (9)
Given this value, the specific impedance 𝑧 𝑖 𝑗 can be calculated from Eq. ( 10)

𝑧 𝑖 𝑗 = 𝑍 𝑖 𝑗 𝑆 ( 10 
)
where 𝑆 is the area of normal incidence of the sound wave. The reflection coefficient 𝑅, which is a function of the impedance, is given by the expression

𝑅 = 𝑧 𝑖 𝑗 -𝜌 0 𝑐 0 𝑧 𝑖 𝑗 + 𝜌 0 𝑐 0 ( 11 
)
and from this the normal incidence sound absorption coefficient 𝛼 can be calculated according to

𝛼 = 1 -|𝑅| 2 (12) 
Further detail and illustrations of how the TpIM can be used to simplify complex acoustic circuits can be found in Davis et al. [START_REF] Davis | A Graph-theory Approach to Optimisation of an Acoustic Absorber Targeting a Specific Noise Spectrum that Approaches the Causal Optimum Minimum Depth[END_REF] and Wang and Bennett [START_REF] Wang | Multi-chamber Micro-perforated Panel Absorbers Optimised for High Amplitude Broadband Absorption Using a Two-point Impedance Method[END_REF]. Figure 4 illustrates the placement of an acoustic liner with an impedance 𝑍 on a single side of a 2-D rectangular duct, where a rigid wall is situated on the opposing side of the duct. The grazing flow within the duct remains at a constant Mach number, 𝑀. The Cremer impedance wasinitially proposed by Cremer [START_REF] Cremer | Theory Regarding the Attenuation of Sound Transmitted by Air in a Rectangular Duct with an Absorbing Wall, and the Maximum Attenuation Constant Produced During This Process[END_REF] for no-flow conditions and for rectangular ducts. Tester [START_REF] Tester | The Propagation and Attenuation of Sound in Lined Ducts Containing Uniform or "Plug" Flow[END_REF] extended the theory for flow and for circular ducts with a focus on high frequencies and well-cut on modes. The Cremer impedance can offer a reasonable estimate of the optimal impedance for a particular set of duct parameters (𝑀, 𝑘 𝑥 , 𝑘 𝑦 and 𝐻) [START_REF] Zhang | The Cremer Impedance: An Investigation of the Low Frequency Behavior[END_REF][START_REF] Zhang | Revisiting the Cremer impedance[END_REF][START_REF] Åbom | A Comment on the Correct Boundary Conditions for the Cremer Impedance[END_REF][START_REF] Zhang | Recent Development in the Cremer Impedance: Experimental Analysis, Numerical Validation and Triple Roots[END_REF]. By confining the analysis solely to 1-D symmetric modes, the acoustic field can be expressed as [START_REF] Åbom | A Comment on the Correct Boundary Conditions for the Cremer Impedance[END_REF]:

𝑝(𝑥, 𝑦) = 𝐴Ψ 𝑘 𝑦 𝑦 exp (-𝑖𝑘 𝑥 𝑥) (13) 
Here, 𝐴 and Ψ correspond to the mode amplitude and shape, respectively. The variables 𝑘 𝑥 and 𝑘 𝑦 represent the 𝑥-axis and 𝑦-axis components of the wavenumber 𝑘, respectively. Their relationship can be expressed as:

𝑘 𝑥 /𝑘 = - 𝑀 1 -𝑀 2 ± √︃ 1 -𝑘 𝑦 /𝑘 2 1 -𝑀 2 1 -𝑀 2 (14) 
where 𝑘 = 2𝜋 𝑓 /𝑐 is the wavenumber. It is necessary to select branch (±) of the root to ensure that the modes are damped in the positive 𝑥 direction.

In previous related studies [START_REF] Zhang | Recent Development in the Cremer Impedance: Experimental Analysis, Numerical Validation and Triple Roots[END_REF][START_REF] Kabral | A Compact Silencer for the Control of Compressor Noise[END_REF][START_REF] Du | Using Micro-Perforated Plates to Realize a Silencer Based on the Cremer Impedance[END_REF][START_REF] Zhang | Experimental Analysis on the 'Exact' Cremer Impedance in Rectangular Ducts[END_REF][START_REF] Spillere | Design of a Single Degree of Freedom Acoustic Liner for a Fan Noise Test Rig[END_REF], the Ingard-Myer boundary condition (IM B.C.) [START_REF] Ingard | Influence of Fluid Motion Past a Plane Boundary on Sound Reflection, Absorption, and Transmission[END_REF][START_REF] Myers | On the Acoustic Boundary Condition in the Presence of Flow[END_REF], which postulates the continuity of normal acoustic displacement across a boundary layer of infinitesimal thickness, has been widely used. However, this results in a negative real part of the impedance at low frequencies, rendering the solution in the upstream direction invalid. Åbom and Jacob [START_REF] Åbom | A Comment on the Correct Boundary Conditions for the Cremer Impedance[END_REF][START_REF] Åbom | The Cremer Impedance: Branches, Roots and Low Frequency Damping[END_REF] noted that replacing the IM B.C. with the classical boundary condition (Classical B.C.), i.e., continuity of pressure and normal velocity can eliminate the aforementioned issue. Thus the Classical B.C. is adopted as the boundary layer condition in this current study. The dispersion equation for the modes in a rectangular duct can be derived as follows, by employing Eq. ( 13) and the linearized equation of motion [START_REF] Zhang | Recent Development in the Cremer Impedance: Experimental Analysis, Numerical Validation and Triple Roots[END_REF]:

1 -𝑀 𝑘 𝑥 𝐻 𝑘 𝐻 -1 • 𝑘 𝑦 𝐻 • tan 𝑘 𝑦 𝐻 = 𝑖𝑘 𝐻 𝜌 0 𝑐 𝑍 (15) 
When considering a specific liner impedance 𝑍, Helmholtz number (𝐻𝑒 = 𝑘 𝐻), and Mach number, the transverse wave number 𝑘 𝑦 𝐻 can be obtained by solving Eq. ( 15). According to Cremer [START_REF] Cremer | Theory Regarding the Attenuation of Sound Transmitted by Air in a Rectangular Duct with an Absorbing Wall, and the Maximum Attenuation Constant Produced During This Process[END_REF] and Tester [START_REF] Tester | The Propagation and Attenuation of Sound in Lined Ducts Containing Uniform or "Plug" Flow[END_REF], to obtain an exceptional point where mode merging occurs, the first derivative of the dispersion equation must be zero at the root.

𝜕 𝜕 𝑘 𝑦 𝐻 1 -𝑀 𝑘 𝑥 𝐻 𝑘 𝐻 -1 • 𝑘 𝑦 𝐻 • tan 𝑘 𝑦 𝐻 = 0 (16) 
The "exact" solution to the complete branch point equation is derived with the introduction of a mean flow related term. 

𝑍 cr | 𝑀 = i𝜋 (1 -𝑀 𝑥 𝑘 𝑥 /𝑘) 𝑘 𝑦 tan 𝑘 𝑦 𝐻 • 𝑘 𝐻 𝜋 (17) 
where the normalized Cremer impedance, symbolized by 𝑍 cr | 𝑀 , delineates the theoretical apex of acoustic damping of a rectangular duct (see Fig. 4 ) in the presence of a uniform, grazing flow at a certain Mach number. Fig. 5 illustrates the theoretically predicted normalized exact Cremer impedance, where the real component is denoted by "Re" and the imaginary component by "Im", based on the classical boundary condition. It should be indicated that, under conventional boundary conditions, the real component of the Cremer impedance remains positive even at low frequencies. These results are in agreement with the findings previously reported in Åbom and Jacob [START_REF] Åbom | A Comment on the Correct Boundary Conditions for the Cremer Impedance[END_REF][START_REF] Åbom | The Cremer Impedance: Branches, Roots and Low Frequency Damping[END_REF]. The transmission loss (TL) per duct height can be calculated with TL = 20 log 10 exp -Im (𝑘 𝑥 𝐻) opt ( 18)

C. Impedance Model of an MPP under grazing flow conditions

According to Maa's theory [START_REF] Maa | Theory and Design of Microperforated Panel Sound-absorbing Constructions[END_REF][START_REF] Maa | Microperforated-Panel Wideband Absorbers[END_REF][START_REF] Maa | Potential of Microperforated Panel Absorber[END_REF], the acoustic impedance of an MPP, 𝑍 mpp,Maa can be expressed as:

𝑍 mpp,Maa = 𝑅 + i𝜒 ( 19 
)
where the acoustic resistance of MPP is denoted by 𝑅, while the acoustic reactance is represented by 𝜒. However, there is currently no universally recognized formula for calculating the reactance and resistance of an MPP when the effects of grazing flow are taken into consideration. Åbom et al. [START_REF] Guo | Micro-Perforated Plates for Vehicle Applications[END_REF][START_REF] Åbom | Dissipative Silencers Based on Micro-perforated Plates[END_REF][START_REF] Allam | A New Type of Muffler Based on Microperforated Tubes[END_REF] have proposed a formula for the reactance and resistance of an MPP in grazing flow. In their studies, 𝑅 can be calculated by Eq. ( 20) and 𝜒 can be calculated by Eq. ( 21), respectively. and

𝑅 = Re        i𝜔𝑡 𝜎𝑐        1 - 2 𝑘 √ -i 𝐽 1 𝑘 √ -i 𝐽 0 𝑘 √ -i        -1        + 2𝛼 ′ 𝑅 𝑠 𝜎𝑐 + |𝑢 ℎ | 𝜎𝑐 + 𝛽 |𝑀 | 𝜎 (20 
𝜒 = Im        i𝜔𝑡 𝜎𝑐        1 - 2 𝐾 √ -i 𝐽 1 𝑘 √ -i 𝐽 0 𝑘 √ -i        -1        + 𝛿𝜔𝐹 𝛿 1 + |𝑢 ℎ | 𝜎𝑐 -1 𝜎𝑐 (21) 
where

𝐹 𝛿 = 1 1 + 2000|𝑀 | 3 (22)
and 𝛽 = 0.15 ± 0.0125(std)

𝐹 𝛿 and 𝛽 represent the effect of this flow on reactance and resistance respectively. The shear wavenumber, 𝐾 is defined as

𝐾 = 𝑑 √︂ 𝜔 4𝜇 (24) 
The surface resistance, 𝑅 𝑠 is defined as

𝑅 𝑠 = 𝑑 √︂ 𝜔𝜇 2 (25) 
The edge-related coefficient, 𝛼 ′ and the mass end correction coefficient, 𝛿 are defined as Eq. ( 26) and Eq. ( 27), respectively.

𝛼 ′ = 5.08𝐾 -1.45 + 1.7 ( 26 
) 𝛿 = 𝑑 2 [0.97 exp (-0.2𝐾) + 1.54] (27) 

V. Optimization Strategy

A. Under normal acoustic incidence conditions

The absorption coefficients of standard MPPAs can be high for relatively arbitrarily chosen parameters but the frequency responses tend to be quite narrow, and typically become more so with decreasing frequency range. One of the main objectives of applying the TpIM to the MC-MPPA technology is to provide an analytical model, and with that model, optimize the absorbers so that they are as efficient as possible for a fixed set of parameters.

Considering a target sound spectrum described by an auto-spectral density function 𝐺 𝑥 𝑥 (𝜔), the sound power reduction that a sound absorber with an absorption spectrum 𝛼(𝜔) would achieve in Decibels can be written as:

𝐶 𝛼 = 10 log 10 (1 -𝑐 𝛼 ) (28) 
where 𝑐 𝛼 is the overall absorption coefficient weighted by the sound spectrum of the targeted noise source:

𝑐 𝛼 = 𝜔 2 𝜔 1 𝛼(𝜔)𝐺 𝑥 𝑥 (𝜔) 𝜔 2 𝜔 1 𝐺 𝑥 𝑥 (𝜔) (29) 
where 𝜔 1 = 2𝜋 𝑓 1 and 𝜔 2 = 2𝜋 𝑓 2 , with 𝑓 1 and 𝑓 2 being the lower and upper limits of the frequency range of interest.

The absorption coefficient, 𝛼(𝜔), is calculated from Eq. ( 12) using the TpIM for both MC-MPPA-I and MC-MPPA-II in Fig. 2 for normal acoustic incidence.

The target sound spectrum is the noise that is required to be attenuated and to which the optimization algorithm attempts to match. This spectrum can be arbitrary and the method has been shown to work well with both tonal and white noise [START_REF] Mckay | SeMSA: a Compact Super Absorber Optimised for Broadband, Lowfrequency Noise Attenuation[END_REF][START_REF] Davis | A Graph-theory Approach to Optimisation of an Acoustic Absorber Targeting a Specific Noise Spectrum that Approaches the Causal Optimum Minimum Depth[END_REF][START_REF] Killeen | Fan-noise Reduction of Data Centre Telecommunications' Server Racks, with an Acoustic Metamaterial Broadband, Low-frequency Sound-absorbing Liner[END_REF]. In the current study, the target sound source is white noise, 𝐺 𝑥 𝑥 (𝜔) ≡ 1.

The sound power reduction factor, 𝐶 𝛼 , provides a suitable cost function that can be minimized in an optimization routine in order to generate the parameter set for an optimal MC-MPPA. 𝐶 𝛼 can be expressed as a function of the geometric parameter set chosen for the optimization algorithm.

An optimisation method based on Sequential Quadratic Programming (SQP) was used to minimise the cost function. SQP is a classical iterative method for constrained nonlinear optimization which applies to optimization issues where the objective function and the constraints are twice continuously divisible.

Further detail and illustrations of this optimisation can be found in Wang and Bennett [START_REF] Wang | Multi-chamber Micro-perforated Panel Absorbers Optimised for High Amplitude Broadband Absorption Using a Two-point Impedance Method[END_REF].

Both MC-MPPA-I and MC-MPPA-II are optimized under normal acoustic conditions. The optimized designs are called MC-MPPA-I-N and MC-MPPA-II-N respectively, where N stands for normal. Numerical and experimental analysis will be performed on these specific geometries.

B. Under grazing acoustic incidence conditions

In grazing acoustic incidence, the acoustic impedance 𝑍 MC-MPPA of both MC-MPPA-I and MC-MPPA-II can once again be calculated using Eq. ( 9) using TpIM. However, in grazing conditions, the impedance is different to that in normal incidence and also varies with the flow Mach number when a flow is present. The main difference in the approach to the normal incidence model is that Eqs. ( 19)-( 21) are used to calculate the surface impedance of the top MPP. For MC-MPPA-I, the impedance of the internal MPPs are still calculated with COMSOL's interior perforated thin panel boundary condition, i.e., Eq. ( 1).

Regarding the optimization, the strategy is to optimize the MC-MPPA such that its acoustic impedance matches the Cremer impedance, as defined by Eq. ( 17), i.e., 𝑍 Cr = 𝑍 MC-MPPA [START_REF] Ma | Development of Acoustic Liner in Aero Engine: A Review[END_REF] While Eq. ( 30) is useful for determining the optimal design of the MC-MPPA for a specific target frequency, it may not be adequate to obtain a globally optimal solution across the entire range of target frequencies. To overcome this limitation, we propose a modification of Eq. ( 30) in the form of Eq. ( 31), which serves as a cost function for optimization, allowing for the identification of the optimal design of the MC-MPPA across the frequency range.

𝐽 = 1 𝜔 2 -𝜔 1 ∫ 𝜔 2 𝜔 1 √︁ [Re(𝑍 Cr ) -Re(𝑍 MC-MPPA )] 2 + [Im(𝑍 Cr ) -Im(𝑍 MC-MPPA )] 2 d𝜔 ( 31 
)
where 𝜔 1 = 2𝜋 𝑓 1 , 𝜔 2 = 2𝜋 𝑓 2 , 𝑓 1 and 𝑓 2 are the lower and upper limits of the target frequency range respectively. Eq. ( 31) can be employed to ensure that the acoustic impedance of the MC-MPPA matches the Cremer impedance to the greatest extent possible across the frequency range [ 𝑓 1 𝑓 2 ]. Subsequently, the built-in fmincon SQP algorithm in Matlab is utilized to minimize this cost function and obtain the optimized parameters of the MC-MPPA. Both MC-MPPA-I and MC-MPPA-II are optimized under grazing acoustic conditions. The optimized designs are called MC-MPPA-I-G and MC-MPPA-II-G respectively, where G stands for grazing. Numerical analysis will be performed on these specific geometries.

VI. Experimental Setup

In this paper, experiments are performed on both the MP-MPPA-I and MP-MPPA-II designs of Fig. 2 but only for normal acoustic impedance.

A. Rectangular impedance tube

The normal incidence sound absorption coefficients of MC-MPPA-I and MC-MPPA-II were measured experimentally using a rectangular normal impedance tube with an internal cross-section of 80 mm × 50 mm, as depicted in Fig. 6. The experimental configuration adhered to the guidelines stipulated in the ISO 10534-2:1998 Standard [START_REF]Acoustics -Determination of Sound Absorption Coefficient and Impedance in Impedance Tubes -Part 2: Transfer-function Method[END_REF]. The plane wave cut-off frequency of the duct is approximately 2100 Hz. In order to generate planar sound waves, two 150 W BMS 4591 2" compression drivers were positioned at one end of the tube, while the test samples were mounted at the opposite end. As the low-frequency response of the compression drivers utilized in this experiment is limited, the lower frequency limit for sound absorption measurements using this apparatus is set at 200 Hz. Therefore, the experimental results presented in this study will be restricted to frequencies above this lower limit. The measurements were conducted utilizing G.R.A.S 40PH microphones, which possess a flat frequency response of 20 Hz to 20 kHz, thereby surpassing the frequency range of the acoustic drivers and the analysis conducted in this experiment. 

B. MC-MPPA-I test sample

A test sample of the MC-MPPA-I-N design is shown in Fig. 7. This test-piece was optimized for normal acoustic incidence and fabricated using a Masked Stereolithography (MSLA) 3D printing technique and a standard photopolymer resin (color: grey) with a wavelength of 405 nm. The target spectrum for the optimization was white noise, with a perforation diameter range of 0.5-1.0 mm, a perforation porosity range of 0-5%, a working frequency range of 200-2000 Hz, and a sub-chamber depth of 20 mm. The optimized geometric parameters as obtained from the optimization procedure of test sample MC-MPPA-I-N are presented in Table 3 in Appendix IX.A.

-

C. MC-MPPA-II test sample

Similarly, a test-piece of MC-MPPA-II-N optimized for normal acoustic incidence is shown in Fig. 8. The uppermost MPP, which serves as the faceplate, (see Fig. 8 printed side-by-side (see Figs. 7 and8). This arrangement has the benefit of reducing manufacturing errors during the 3D-printing process, as the parallel arrangement of two identical MC-MPPAs for sound absorption measurements is equivalent to fabricating the same MC-MPPA design twice and measuring sound absorption twice.

The printing accuracy of the 3D-printed apertures in both the MC-MPPA-I-N and MC-MPPA-II-N samples was assessed using the Dino-Lite Premier AD7013MT digital desktop microscope. Fig. 16 illustrates images by a microscope of four randomly chosen 0.5 mm-diameter apertures. Fig. 17 illustrates images captured by a microscope of four randomly chosen 0.9 mm-diameter apertures from the experimental sample. The mean values for the printed diameters are 0.44 mm and 0.86 mm, respectively, which are both below the intended design specifications. Future work will attempt to calibrate the printing procedure so that initially over-sized holes are printed with the intended diameter.

VII. Numerical models

In this paper numerical models are set-up and solved for both the MP-MPPA-I and MP-MPPA-II designs of Fig. 2 for normal and grazing acoustic incidence but without flow. 

A. Under normal acoustic incidence conditions

The sound absorption performance of both MC-MPPA-I-N and MC-MPPA-II-N for normal incident acoustic waves was evaluated numerically using COMSOL 6.0 software. The 3D geometry of the numerical model matched that of the rectangular normal impedance tube depicted in Fig. 6. Further information regarding the numerical simulations of MC-MPPA-I-N can be found in Section 3.3 of Wang and Bennett [START_REF] Wang | Multi-chamber Micro-perforated Panel Absorbers Optimised for High Amplitude Broadband Absorption Using a Two-point Impedance Method[END_REF].

B. Under grazing acoustic incidence conditions

In the present investigation, the numerical acoustic grazing rig was generated using the Acoustics Module integrated within the COMSOL Multiphysics software framework. A straight, rectangular duct featuring a cross-sectional dimension of 50 mm in width and 40 mm in height is examined, as depicted in Fig. 9. This geometry is examined as future grazing flow experiments will be performed in the LAUM, Le Mans facility with the same dimensions. The lined section spans a length of 200 mm. Five MC-MPPAs (with dimensions of 𝐿 = 50 mm and 𝑊 = 40 mm) are arranged in parallel along the duct in the liner location, resulting in a treatment that is 200 mm long and 50 mm wide, making it a good fit for the dimensions of this duct's experimental section. In order to ensure numerical precision, a criterion was set whereby the maximum size of the unstructured triangular mesh was restricted to a value that is 20 times less than the shortest wavelength of interest, which, for a frequency of 2000 Hz, equates to 0.17/20 m. At the current phase of our investigation, we are not accounting for the influence of grazing flow; that is, our COMSOL model does not incorporate airflow, or the airflow Mach number can be considered to be zero. The grazing acoustic incidence tube setup involves the introduction of a plane acoustic wave into the system at its upstream end. To simulate this, a pressure wave with an amplitude of 1 Pa, is added as a Background Acoustics Field characteristic in a restricted domain, backed by a perfectly matched layer (PML). This facilitates the exit of reflected waves from the computational domain. To further prevent reflection and ensure the free exit of waves, a PML is also integrated at the downstream outlet.This setting is identical to that in Ref. [START_REF] Comsol | Helmholtz Resonator with Flow: Interaction of Flow and Acoustics[END_REF]. 

VIII. Results and Discussions

Both technologies: MC-MPPA-I and MC-MPPA-II, were examined in both normal and grazing acoustic impedance conditions without flow.

In normal impedance, the optimized analytical result leads to the design and manufacture of the experimental test-pieces named: MC-MPPA-I-N and MC-MPPA-II-N, and also to the definition of the numerical model. All three sets of results for both technologies are compared to one another for a sub-chamber depth of 20 mm and 50 mm.

In grazing acoustic impedance, MC-MPPA-I and MC-MPPA-II are once again optimized but for a grazing acoustic condition. The performance of both technologies: MC-MPPA-I-G and MC-MPPA-II-G, is examined by way of the Transmission Loss as a function of frequency and a function of the 3D acoustic field in the duct. No experimental results are presented in grazing flow currently but such tests are planned for future work.

A. Normal acoustic incidence

Figures 10 and 11 illustrate the theoretical, numerical, and experimental sound absorption curves for MC-MPPA-I-N and MC-MPPA-II-N, respectively, under normal acoustic incidence conditions in the frequency range of [200 2000] Hz.

Acoustic performance of MC-MPPA-I-N

According to Fig. 10, the overall sound absorption coefficient of MC-MPPA-I-N for normal incident sound waves was examined within the frequency range of 200 Hz to 2000 Hz. The results of analytical, numerical and experimental analyses show that the coefficient values are 0.6746, 0.6686, and 0.6703, respectively. It is worth noting that the performance of MC-MPPA-I-N is exceptional when the frequency exceeds 660 Hz, with analytical analysis yielding 𝑐 𝛼 = 0.8586, numerical analysis yielding 𝑐 𝛼 = 0.8428, and experimental analysis yielding 𝑐 𝛼 = 0.8273.

It is worth noting that the sub-chamber depth within the MC-MPPA-I-N is only 20mm. Experimental results show that an absorption coefficient of approximately 0.80 was obtained at 780 Hz when the air cavity depth was 20 mm, corresponding to a depth-to-wavelength ratio of 22. In the acoustic metamaterial literature this would be termed a deeply sub-wavelength absorber. Moreover, the analytical, numerical, and experimental results exhibit a high degree of agreement. 

Acoustic performance of MC-MPPA-II-N

In the case of MC-MPPA-II-N, the air sub-cavities' depths are not uniform, see Fig. 8. The test-piece evaluated in this study has a maximum depth of 50 mm for its air sub-chambers (refer to Table 4). Fig. 11 shows that the overall sound absorption coefficient of MC-MPPA-II-N for normal incident sound waves, as determined through analytical, numerical, and experimental analyses, is 0.7882, 0.7718, and 0.7609, respectively, within the studied frequency range of 200 Hz to 2000 Hz. It is worth noting that MC-MPPA-II-N exhibits exceptional performance at frequencies greater than 400 Hz, with analytical analysis yielding 𝑐 𝛼 = 0.8671, numerical analysis yielding 𝑐 𝛼 = 0.8485, and experimental analysis yielding 𝑐 𝛼 = 0.8284. Moreover, the analytical, numerical, and experimental results exhibit a high degree of agreement. 

B. Grazing acoustic incidence

Figs. 12 and 13 show the optimized transmission loss curves for MC-MPPA-I-G and MC-MPPA-II-N, respectively, with three different sub-chamber depths (10 mm, 30 mm, and 50 mm) under grazing acoustic incidence conditions in frequency range of [600 2000] Hz, after implementing the optimization strategy outlined in Section V.B. To obtain a clearer understanding of the noise attenuation performance, the acoustic pressure fields at 800 Hz, 1200 Hz, and 1600 Hz for 𝑀 = 0 are shown in Figs. 14 and 15 as a function of depth.

Acoustic performance of MC-MPPA-I-G

Concerning the acoustic performance of MC-MPPA-I-G under grazing incidence conditions, it can be seen in Fig. 12 that the optimized design results in very high transmission loss. The numerical transmission loss peak for MC-MPPA-I-G with a sub-chamber depth of 10 mm reaches 46 dB at 1520 Hz, and the numerical transmission loss surpasses 10 dB in the frequency range of [1360, 1700] Hz (as shown in blue region in Fig. 12). For a sub-chamber depth of 30 mm, the peak reaches 66 dB at 1180 Hz, and the transmission loss exceeds 10 dB in the frequency range of [980, 1540] Hz (as shown in red region in Fig. 12). Lastly, with a sub-chamber depth of 50 mm, the peak attains 55 dB at 880 Hz, and the transmission loss surpasses 10 dB in the frequency range of [700, 1260] Hz (as shown in black region in Fig. 12).

Acoustic performance of MC-MPPA-II-G

In terms of the acoustic performance of MC-MPPA-II-G under grazing incidence conditions, MC-MPPA-II-G displays lower peak TL but more broadband sound absorption characteristics. As illustrated in Fig. 13, the numerical transmission loss of MC-MPPA-II with a sub-chamber depth of 10 mm exceeds 10 dB in the frequency range of [1280, 1800] Hz (as shown in blue region in Fig. 13) . Similarly, for a sub-chamber depth of 30 mm, the numerical transmission loss surpasses 10 dB in the frequency range of [1000, 1740] Hz (as shown in red region in Fig. 13), and for a sub-chamber depth of 50 mm, it surpasses 10 dB in the frequency range of [820, 1700] Hz (as shown in black region in Fig. 13).

The effect of sub-chamber's air cavity depth

For MC-MPPA-I-G under grazing incidence conditions, as depicted in Fig. 12, the sound transmission loss peak's location is a function of the sub-chamber depth. As would be expected, when the sub-chamber depth increases from 10 mm to 50 mm, the sound transmission loss peak shifts to a lower frequency. For MC-MPPA-II-G, however, under grazing incidence conditions, as illustrated in Fig. 13, the sound transmission loss is less dominated by a single peak. However, the transmission loss bandwidth is dependent on the sub-chamber depth. As the sub-chamber depth increases from 10 mm to 50 mm, the sound transmission loss bandwidth not only expands but also shifts to a lower frequency.

The acoustic pressure fields of MC-MPPA-I-G and MC-MPPA-II-G at 800 Hz, 1200 Hz, and 1600 Hz for a Mach number of 0 are presented in Figs. 12 and 13. For MC-MPPA-I-G, the downstream sound pressure intensity significantly diminishes at various frequencies depending on the sub-chamber depth. With a sub-chamber depth of 10 mm, the intensity decreases notably at around 1600 Hz. At a sub-chamber depth of 30 mm, the intensity diminishes significantly at approximately 1200 Hz. Similarly, with a sub-chamber depth of 50 mm, the downstream sound pressure substantially reduces at around 800 Hz.

For MC-MPPA-II-G, with a sub-chamber depth of 10 mm, the downstream sound pressure weakens notably not only at 1600 Hz but also at around 1200 Hz. At a sub-chamber depth of 30 mm, the downstream sound pressure intensity significantly reduces between 1200 Hz and 1600 Hz. Lastly, with a sub-chamber depth of 50 mm, the downstream sound pressure intensity considerably decreases not only between 1200 Hz and 1600 Hz but also around 800 Hz. The optimized acoustic performance of MC-MPPA-I-G and MC-MPPA-II-G demonstrates significant differences under grazing incidence conditions, which can be attributed to the potential variability in MC-MPPA-II-G's sub-chamber depths, allowing depth variations in individual sub-cavities. As a result, this leads to an increased number of resonances and a broader bandwidth for transmission losses. In contrast, the current study reveals that MC-MPPA-I-G requires uniform sub-chamber depths, yielding fewer resonances than MC-MPPA-II-G. Nevertheless, this results in a more pronounced transmission loss peak for MC-MPPA-I-G compared to MC-MPPA-II-G.

IX. Conclusions and Future work

In this study, we design and optimize two distinct types of MC-MPPA for normal incidence sound absorption and grazing incidence noise absorption, employing the two-point impedance method and Cremer impedance, the latter of which allows or optimization in grazing conditions. The main conclusions of this paper are as follows:

(1) Both MC-MPPA-I and MC-MPPA-II offer broadband and low-frequency sound absorption under normal incidence conditions. For MC-MPPA-I-N, the experimental overall absorption coefficient (𝑐 𝛼 ) is measured to be 0.8273 in the frequency range of [660,2000] Hz when its depth is 20 mm. For MC-MPPA-II-N, the experimental overall absorption coefficient (𝑐 𝛼 ) is measured to be 0.8284 in the frequency range of [400, 2000] Hz when its maximum depth is 50 mm. (5) When MC-MPPA under grazing incidence conditions, both the location of the sound transmission loss peak and the bandwidth are highly sensitive to sub-chamber depth. Notably, varying sub-chamber depths can result in a higher number of resonances and an expanded bandwidth for sound transmission losses. We will subsequently conduct experiments to validate the acoustic performance of MC-MPPA under grazing flow conditions. The influence of flow and flow speed on MC-MPPA's acoustic behavior will be assessed in these conditions. Additionally, we will modify the sound level amplitude to investigate potential non-linearity. The Acoustics Laboratory of Le Mans University (LAUM) houses a state-of-the-art experimental grazing flow rig, representative of aeroengines and telecommunications servers found in data centers, for instance. This uniform rectangular duct has an internal 50 × 40 mm cross-section. A compressor generates a mean flow within this duct, with an adjustable flow rate up to a mean velocity of Mach 0.25 [START_REF] Elia | Flow-acoustic Interaction with Innovative Materials[END_REF]. The optimized MC-MPPA will be placed in the wall of a 200mm-long test section. Impedance eduction will enable the measurement of liner impedance evolution as a function of flow velocity, and the model for flow effects will be assessed against these measurements. 

Appendix

1 𝜑

 1 𝐿 = MC-MPPA length 𝑊 = MC-MPPA width 𝐷 = MC-MPPA air cavity depth 𝐷 max = depth of MC-MPPA's deepest sub-chamber 𝜏 = panel thickness 𝜏 𝑡 = thickness of the top MPP in the MC-MPPA 𝜏 𝑖 = thickness of the inside MPP in the MC-MPPA 𝑑 = perforation diameter 𝑑 𝑡 = perforation diameter of the top MPP in the MC-MPPA 𝑑 𝑖 = perforation diameter of the internal MPP in the MC-MPPA = perforation porosity 𝜑 𝑡 = perforation porosity of the top MPP in the MC-MPPA 𝜑 𝑖 = perforation porosity of the internal MPP in the MC-MPPA 𝑛 = perforation number 𝑛 𝑡 = perforation number of the top MPP in the MC-MPPA 𝑛 𝑖 = perforation number of the internal MPP in the MC-MPPA 𝑍 mpp, Comsol = acoustic impedance of the MPP provided by COMSOL 𝑍 mpp, Maa = acoustic impedance of the MPP provided by Maa 𝑍 ac = acoustic impedance of the air cavity 𝑧 = specific acoustic impedance i = imaginary unit 𝜌 0 = air density 𝑐 0 = sound speed in air 𝜔 = angular frequency 𝑓 = frequency in Hertz 𝐽 𝑛 = 𝑛 𝑡 ℎ order Bessel function 𝜇 = dynamic viscosity of air Λ(𝜑) = Fok function 𝑎 𝑛 = 𝑛 𝑡 ℎ coefficient L = Laplace matrix N = number of nodes 𝑦 𝑖 𝑗 = admittance between nodes 𝑖 and 𝑗 𝑍 𝑖 𝑗 = acoustic impedance between nodes 𝑖 and 𝑗 † = hermitian conjugation 𝜂 𝛽 = eigenvalues of L † L 𝜓 𝛽 = eigenvectors of L † L 𝜆 𝛽 = eigenvalues of L 𝑅 = reflection coefficient 𝛼 = normal incidence sound absorption coefficient 𝑀 = Mach number 𝐴 = mode amplitude Ψ = mode shape 𝑘 = wavenumber 𝑘 𝑥 = 𝑥-axis component of the wavenumber 𝑘 𝑘 𝑦 = the 𝑦-axis component of the wavenumber 𝑘 𝐻 = height of the duct 𝐻𝑒 = Helmholtz number 𝑍 cr | 𝑀 = normalized Cremer impedance TL = sound transmission loss 𝑅 = acoustic resistance of MPP 𝜒 = acoustic reactance of MPP 𝐹 𝛿 = flow effect on the MPP reactance 𝛽 = flow effect on the MPP resistance 𝐾

Fig. 1 SDOF

 1 Fig. 1 SDOF liner and DDOF liner [28].

  ) To devise optimized configurations for MC-MPPA-I and MC-MPPA-II utilizing the two-point impedance method, demonstrating remarkable broadband low-frequency normal sound incidence absorption capabilities. (3) To validate the proposed MC-MPPA-I and MC-MPPA-II designs through impedance tube experiments and numerical analysis. (4) To obtain the exact Cremer impedance in rectangular lined ducts based on the classical boundary condition. (5) To optimize the proposed MC-MPPA-I and MC-MPPA-II models under grazing flow conditions, utilizing the two-point impedance method and exact Cremer impedance for broadband and high amplitude sound transmission loss. (6) To numerically validate the acoustic performance of the proposed MC-MPPA-I and MC-MPPA-II under grazing acoustic incidence conditions.

Fig. 2 3 and

 23 Fig. 2 Geometric layout of the MC-MPPA-I and MC-MPPA-II structures that are the focus of the current study, where 𝐿 1 represents 𝐿-2𝜏 𝑖 3 and 𝑊 1 represents 𝑊 -2𝜏 𝑖3.

  Fig. 3 Molecular structure of the investigated MC-MPPA-I and MC-MPPA-II in this paper.

Fig. 4 A

 4 Fig. 4 A schematic representation of a liner in a rectangular duct with a grazing flow. The height of the duct is 𝐻. The components of the wavenumber 𝑘 on the 𝑥 and 𝑦 axes are 𝑘 𝑥 and 𝑘 𝑦 respectively.

Fig. 5

 5 Fig. 5 Theoretically predicted normalized exact Cremer impedance in a rectangular ducts, (a) resistance of 𝑍 cr at different Mach numbers, (b) reactance of 𝑍 cr at different Mach numbers.

  Illustration of the rectangular impedance tube used to measure MC-MPPA's sound absorption coefficients Photo of this rectangular impedance tube

Fig. 6

 6 Fig. 6 Experimental rig test set up [16].

  (a)) was constructed using the Masked Stereolithography (MSLA) 3D printing technique and a Standard Photopolymer Resin (color: grey) activated by a 405 nm wavelength light source. The sub-chambers, or core, (see Fig. 8(b)) in MC-MPPA-II-N, which range in depth, were produced using the Fused Deposition Modelling (FDM) 3D printing technique and Polylactic Acid (PLA) filament. The optimized geometric parameters, as obtained from the optimization procedure outlined in Section V of the test sample MC-MPPA-II-N within the framework of the rectangular impedance tube experiments, are presented in Table 4 in Appendix IX.A. Additionally, for both MC-MPPA-I-N and MC-MPPA-II-N test samples, in order to conform to the dimensions of the impedance tube (80 × 50 mm), two identical test samples (with dimensions of 𝐿 = 50 mm and 𝑊 = 40 mm) were W W (a) An isometric view of MC-MPPA-I-N showing the perforations in the MPPt (integrated face plate) on the side exposed to the acoustic plane waves in the impedance tube (b) A perspective of the internal perforated panels, wherein the number and porosity of holes may vary from panel to panel. A solid aluminum backplate is attached to this side. (c) Photograph of MC-MPPA-I-N with rig attachment flanges.

Fig. 7

 7 Fig. 7 CAD and photo images of the MC-MPPA-I-N test-piece. D=20 mm [16].

Fig. 8

 8 Fig. 8 Photo images of MC-MPPA-II-N.

Fig. 9

 9 Fig. 9 Sketch of the grazing acoustic incidence tube modeled in COMSOL. Both the MC-MPPA-I and MC-MPPA-II technologies are examined in the liner location. The direction of the incident wave is denoted by the red arrow. The orange domain illustrates the background acoustic field, while the yellow domain signifies the perfectly match layer (PML).

Fig. 10

 10 Fig. 10 The analytical (TpIM), numerical and experimental sound absorption coefficients for test sample MC-MPPA-I-N under normal acoustic incidence [16]. D=20 mm. The blue region represents the frequency range of [660 2000] Hz, within which the experimental 𝑐 𝛼 is measured to be 0.8273.

Fig. 11

 11 Fig. 11 The analytical (TpIM), numerical and experimental sound absorption coefficients for test sample MC-MPPA-II-N under normal acoustic incidence. The blue region represents the frequency range of [400 2000] Hz, within which the experimental 𝑐 𝛼 is measured to be 0.8284.

Fig. 12

 12 Fig. 12 Optimized sound transmission loss (in dB) of the MC-MPPA-I-G test sample under grazing acoustic incidence in the absence of flow.

Fig. 13

 13 Fig. 13 Optimized sound transmission loss (in dB) of the MC-MPPA-II-G under grazing acoustic incidence in the absence of flow.

( 2 )

 2 Both MC-MPPA-I and MC-MPPA-II can function as deeply sub-wavelength broadband noise absorbers. Experimental results for MC-MPPA-I-N demonstrate an absorption coefficient of approximately 0.80 at 780 Hz with an air cavity depth of 20 mm, corresponding to a depth-to-wavelength ratio of 22. Similarly, for MC-MPPA-II-N, experimental results indicate an absorption coefficient of approximately 0.80 at 725 Hz with an air cavity depth of 50 mm, corresponding to a depth-to-wavelength ratio of 9.(3) The integration of the two-point impedance method, a model for an MPP in grazing acoustic conditions and

  Fig. 14 Acoustic pressure fields of MC-MPPA-I-G and the grazing tube at frequencies of 800, 1200, and 1600 Hz in the absence of flow. The direction of the incident wave is indicated by the red arrow.

  Fig. 15 Acoustic pressure fields of MC-MPPA-II-G and the grazing tube at frequencies of 800, 1200, and 1600 Hz in the absence of flow. The direction of the incident wave is indicated by the red arrow.

2 mm Table 4 Fig. 16

 416 Fig. 16 Microscope images of four arbitrary 0.5 mm-diameter MSLA 3D-printed holes from test samples, where r represents the radius of the hole, A represents the area of the hole, and C represents the perimeter of the hole.

Fig. 17

 17 Fig. 17 Microscope images of four arbitrary 0.9 mm-diameter MSLA 3D-printed holes from test samples, where r represents the radius of the hole, A represents the area of the hole, and C represents the perimeter of the hole.

Table 1 The parameters that define the acoustic behavior of the MC-MPPA-I under examination.

  The Cremer Impedance is commonly used in duct acoustic applications, such as the design of mufflers for

				𝑑 𝑡1(1)	𝜑 𝑡1(1)	𝑛 𝑡1(1)
		MPP 𝑡1(2)		𝑑 𝑡1(2)	𝜑 𝑡1(2)	𝑛 𝑡1(2)
		MPP 𝑡1(3)	𝜏 𝑡	𝑑 𝑡1(3)	𝜑 𝑡1(3)	𝑛 𝑡1(3)
		. . .		. . .	. . .	. . .
		MPP 𝑡1(9)		𝑑 𝑡1(9)	𝜑 𝑡1(9)	𝑛 𝑡1(9)	𝐷
		MPP 𝑖 (1)		𝑑 𝑖 (1)	𝜑 𝑖 (1)	𝑛 𝑖 (1)
		MPP 𝑖 (2)		𝑑 𝑖 (2)	𝜑 𝑖 (2)	𝑛 𝑖 (2)
	Internal walls of MC-MPPA-II	MPP 𝑖 (3)	𝜏 𝑖	𝑑 𝑖 (3)	𝜑 𝑖 (3)	𝑛 𝑖 (3)
		. . .		. . .	. . .	. . .
		MPP 𝑖 (12)		𝑑 𝑖 (12)	𝜑 𝑖 ( (12)	𝑛 𝑖 (12)

internal Location Symbol Panel Perforation Perforation Perforation Sub-chamber of MPPs of MPPs thickness diameter porosity number depth

  

		MPP 𝑡2(1)		𝑑 𝑡2(1)	𝜑 𝑡2(1)	𝑛 𝑡2(1)	𝐷 (1)
		MPP 𝑡2(2)		𝑑 𝑡2(2)	𝜑 𝑡2(2)	𝑛 𝑡2(2)	𝐷 (2)
	Top surface of MC-MPPA-II	MPP 𝑡2(3)	𝜏 𝑡	𝑑 𝑡2(3)	𝜑 𝑡2(3)	𝑛 𝑡2(3)	𝐷 (3)
		. . .		. . .	. . .	. . .	. . .
		MPP 𝑡2(9)		𝑑 𝑡2(9)	𝜑 𝑡2(9)	𝑛 𝑡2(9)	𝐷 (9)
	Table						

Geometric parameters of test sample in the experimental validation Perforation diameter (mm)

  

	𝑑 𝑡 (1,1)	0.98	𝑑 𝑡 (1,2)	0.63	𝑑 𝑡 (1,3)	0.64	𝑑 𝑡 (2,1)	0.90	𝑑 𝑡 (2,2)	0
	𝑑 𝑡 (2,3)	0	𝑑 𝑡 (3,1)	0	𝑑 𝑡 (3,2)	0.50	𝑑 𝑡 (3,3)	0.50		
	𝑑 𝑖 (1)	0.50	𝑑 𝑖 (2)	0.50	𝑑 𝑖 (3)	0	𝑑 𝑖 (4)	0.50	𝑑 𝑖 (5)	0.50
	𝑑 𝑖 (6)	0	𝑑 𝑖 (7)	1.00	𝑑 𝑖 (8)	0	𝑑 𝑖 (9)	0	𝑑 𝑖 (10)	0.50
	𝑑 𝑖 (11)	0	𝑑 𝑖 (12)	0.51						
			Perforation porosity (%)				
	𝜑 𝑡 (1,1)	5.00	𝜑 𝑡 (1,2)	5.00	𝜑 𝑡 (1,3)	5.00	𝜑 𝑡 (2,1)	5.00	𝜑 𝑡 (2,2)	0
	𝜑 𝑡 (2,3)	0	𝜑 𝑡 (3,1)	0	𝜑 𝑡 (3,2)	4.22	𝜑 𝑡 (3,3)	4.22		
	𝜑 𝑖 (1)	5.00	𝜑 𝑖 (2)	5.00	𝜑 𝑖 (3)	0	𝜑 𝑖 (4)	0.58	𝜑 𝑖 (5)	1.47
	𝜑 𝑖 (6)	0	𝜑 𝑖 (7)	1.28	𝜑 𝑖 (8)	0	𝜑 𝑖 (9)	0	𝜑 𝑖 (10)	5.00
	𝜑 𝑖 (11)	0	𝜑 𝑖 (12)	5.00						
				perforation number					
	𝑛 𝑡 (1,1)	13	𝑛 𝑡 (1,2)	32	𝑛 𝑡 (1,3)	31	𝑛 𝑡 (2,1)	16	𝜑 𝑡 (2,2)	0
	𝑛 𝑡 (2,3)	0	𝑛 𝑡 (3,1)	0	𝑛 𝑡 (3,2)	43	𝑛 𝑡 (3,3)	43		
	𝑛 𝑖 (1)	64	𝑛 𝑖 (2)	64	𝑛 𝑖 (3)	0	𝑛 𝑖 (4)	10	𝑛 𝑖 (5)	24
	𝑛 𝑖 (6)	0	𝑛 𝑖 (7)	4	𝑛 𝑖 (8)	0	𝑛 𝑖 (9)	0	𝑛 𝑖 (10)	81
	𝑛 𝑖 (11)	0	𝑛 𝑖 (12)	61						
			Other geometric parameters				
	𝐿	50 mm	𝑊	40 mm	𝐷	20 mm	𝜏 𝑖	1 mm	𝜏 𝑡	2 mm

A.

Table 3 Geometric parameters of the MC-MPPA-I-N. Perforation diameter (mm)

 3 

	𝑑 𝑡 (1,1)	0.90	𝑑 𝑡 (1,2)	0.53	𝑑 𝑡 (1,3)	0.90	𝑑 𝑡 (2,1)	0.62	𝑑 𝑡 (2,2)	0.62
	𝑑 𝑡 (2,3)	0.58	𝑑 𝑡 (3,1)	0.52	𝑑 𝑡 (3,2)	0.99	𝑑 𝑡 (3,3)	0.82		
			Perforation porosity (%)				
	𝜑 𝑡 (1,1)	0.95	𝜑 𝑡 (1,2)	4.45	𝜑 𝑡 (1,3)	1.59	𝜑 𝑡 (2,1)	5.00	𝜑 𝑡 (2,2)	5.02
	𝜑 𝑡 (2,3)	2.77	𝜑 𝑡 (3,1)	4.87	𝜑 𝑡 (3,2)	4.97	𝜑 𝑡 (3,3)	5.01		
				perforation number					
	𝑛 𝑡 (1,1)	3	𝑛 𝑡 (1,2)	41	𝑛 𝑡 (1,3)	5	𝑛 𝑡 (2,1)	33	𝜑 𝑡 (2,2)	33
	𝑛 𝑡 (2,3)	21	𝑛 𝑡 (3,1)	45	𝑛 𝑡 (3,2)	13	𝑛 𝑡 (3,3)	19		
			Air cavity depth (mm)					
	𝐷 𝑡 (1,1)	50.00	𝐷 𝑡 (1,2)	50.00	𝐷 𝑡 (1,3)	50.00	𝐷 𝑡 (2,1) 28.30 𝜑 𝑡 (2,2) 21.43
	𝐷 𝑡 (2,3)	50.00	𝐷 𝑡 (3,1)	40.07	𝐷 𝑡 (3,2)	13.14	𝑛 𝑡 (3,3) 16.32		
			Other geometric parameters				
	𝐿	50 mm	𝑊	40 mm	𝐷	50 mm	𝜏 𝑖	1 mm	𝜏 𝑡