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Reactive chemical vapor deposition of Ti 3 SiC 2 with and without pressure pulses: effect on the ternary carbide texture
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Ti3SiC2 layers were grown by reactive chemical vapor deposition (RCVD) of a H2/TiCl4 gaseous mixture on previously deposited SiC layers. A comparison was made between classical RCVD in which the gases continuously flow at a constant low pressure during several minutes in the reactor and pressure-pulsed RCVD (P-RCVD) in which the reactor is (periodically) (re)filled with the H2/TiCl4 gas and (re)emptied every few seconds. Long duration single treatments resulted in similar thick multi-phased coatings growing by solid-state diffusion with both RCVD and P-RCVD methods. Conversely, in relation with the steps of nucleation and growth by surface reaction, the repetition of short duration SiC-deposition/RCVD sequences with or without pressure pulses gave rise to Ti3SiC2 coatings with different textures.

Introduction

Thanks to its unique properties [1], the Ti3SiC2 MAX phase has interesting potential applications in prospect as thin layers: interphases in ceramic matrix composites (CMCs) [2], electrical [3,4] and tribological [5] contact layers at high temperature, lead-bismuth corrosion-resistant materials [6] or fuel coatings [7] in nuclear reactors … This lamellar material with a hexagonal structure in which the basal planes (00l) are weakly bonded exhibits anisotropic mechanical and electrical properties [8,9]. Ti3SiC2 films can be produced by physical vapor deposition [10] and by conventional chemical vapor deposition (CVD) from gas mixtures containing the three elements Ti, Si and C [11][12][13][14][15].

Unlike with the physical method, with the conventional CVD method Ti3SiC2 is systematically deposited with the weakly bonded basal planes preferentially oriented perpendicular to the substrate surface. This feature can be detrimental to some aimed applications such as crack deflection from mode I to mode II in CMC interphases or diffusion barriers.

An alternative method for obtaining Ti3SiC2 deposits consists in using reactive CVD (RCVD) instead of conventional CVD. In this method a Ti3SiC2 layer grows by reaction of a H2/TiCl4 gaseous mixture with a previously deposited SiC coating used as solid carbon and silicon sources. In a previous study, the RCVD method was combined with a pressure-pulsed CVD method (P-RCVD) but the ternary phase could not be obtained pure; most often, it was mixed with TiC [16]. A first problem was the impossibility to exceed several nanometers in thickness for the SiC layer first grown by RCVD from SiCl4 and pyrocarbon because carbon hardly diffuses through stoichiometric SiC. Another difficulty was the value of the dilution ratio of TiCl4 in H2 (R) that was chosen too low. Indeed, in further studies in which the use of pressure pulses was renounced, it was established that the growth of thin continuous layers of pure Ti3SiC2 by "classical" low pressure RCVD is feasible if and only if R is high enough; otherwise, TiC is obtained [17,18].

The aim of the present paper was to remedy the difficulties encountered in the earlier work, i.e. to convert SiC continuous layers into Ti3SiC2 by P-RCVD thanks to a high enough dilution ratio R, and to study the influence of the pressure pulses on the coating texture by comparison with the classical RCVD method.

Experimental procedure

Deposition procedure

The processing procedure has been previously described for the classical case (RCVD without pressure pulses) in reference [17] and for the pressure-pulsed method (P-RCVD), though modified, in reference [16]. Briefly, in both cases (classical RCVD and P-RCVD) the same apparatus was used; the coatings were deposited at 1100°C on polycrystalline graphite discs placed inside the hot area of the horizontal hot-wall CVD reactor chamber.

In each case, a SiC sub-layer was previously deposited from H2 and CH3SiCl3 (MTS) with a ratio [H2]/[MTS] equal to 4. Then, after vacuum gas removal, the {H2/TiCl4} gaseous mixture was introduced in the reactor, which allowed the growth of Ti3SiC2 layer(s) by SiC consumption. The titanium tetrachloride vapour was carried by hydrogen through a bubbler and a tank at room temperature. The reactant concentration ratio R ([H2]/[TiCl4]) was adjusted as high as 35 by adding pure H2 with an extra parallel hydrogen feed line.

The differences between both methods are detailed as follows:

(i) In the classical case, the total pressure was maintained in the reactor at a constant value during the deposition of each kind of layer by a vacuum pump through a regulating valve and a pressure gauge. The pressure was 3 kPa for SiC deposition by CVD and 5 kPa for Ti3SiC2 growth by RCVD. During each sub-layer growth, the gases flowed continuously at a constant rate in the open reactor from the entrance to the outlet. In a run, the deposition sequence (CVD treatment at 3 kPa with {H2/MTS}, vacuum gas removal, RCVD at 5 kPa with {H2/TiCl4}, and vacuum gas removal) could be repeated several times (n) in order to obtain a coating thick enough for further characterization. A repetitive deposition sequence was designated as (Ss'/Tt')n were s' was the number of minutes used for each previously SiC sub-layer deposition, t' the time in minutes chosen for each Ti3SiC2 sublayer growth and n the total number of repeated sequences. The minimum values for s' and t' were of 3 minutes. Fig. 1a shows the variation of pressure in the reactor versus time during a (S3'/T3')1 bi-layer processing.

(ii) In the second case, the regulating valve was removed and pressure pulses were obtained within the chamber by opening and closing pneumatic valves at regular intervals through an automatic controller. A pulse consists in the brief introduction of the gas mixture into the reactor chamber, the reaction in the closed chamber for five seconds and the gas evacuation through the vacuum pump during 5 seconds. The maximum pressure of a pulse was determined by the supply pressure monitored in the upstream tankers. The supply pressure of the gaseous mixture was 10 kPa both for SiC deposition by P-CVD from {H2/MTS} and for Ti3SiC2 growth by P-RCVD from {H2/TiCl4}. The coatings were named (S(s),T(t))n where s was the number of gas pulses chosen for each SiC sub-layer deposition and t was the number of TiCl4/H2 pulses used for Ti3SiC2 deposition. The example of a pressure cycling given in Fig. 1b corresponds to the deposition of one (S(3),T(2))1 bi-layer.

Characterization

The coated disk surfaces were characterized by X-ray diffraction (XRD: X'Pert Pro MPD from Panalytical, equipped with an X'Celerator detector and a diffraction beam monochromator, CuKα radiation, Almelo, The Netherlands). Then, coated graphite disks were broken and the fracture surfaces of the coatings were observed with a scanning electron microscope (SEM: S800 from Hitachi, Tokyo, Japan) operating at 15 kV. With thick enough sub-layers (i.e. above 1 µm), cross section compositions were determined by electron probe micro-analysis (EPMA: CAMEBAX from CAMECA, France) as previously described [17,18].

Results and discussion

Thick coatings produced by single duration RCVD and P-RCVD treatments

First, single long duration treatments were performed using both classical RCVD and P-RCVD methods, the deposition sequences being (S60'/T90')1 and (S(500)/T(720))1, respectively. EPMA, SEM (Fig. 2) and XRD (Fig. 3) show that except for the layer thickness which is greater in classical RCVD than in P-RCVD (effective deposition times are not the same), very similar results are obtained. For both coating methods, a part of the volume of first deposited SiC layer remains unconverted. Its surface is covered with three sub-layers: an inner sub-micrometric TiC layer, a Ti3SiC2 layer exhibiting a platelike microstructure and an outer Ti5Si3Cx layer. In the case of classical low pressure RCVD, the Ti3SiC2 sub-layer is clearly textured with plates orientated perpendicular to the substrate surface (Fig. 2a). Although it is difficult to confirm this feature by XRD because of the presence of Ti5Si3Cx reflexions, the preferential orientation of Ti3SiC2 plates seems less pronounced in the case of P-RCVD (Fig. 2b).

Previous work has shown that growth of thick three-phased coatings by classical RCVD is controlled by the solid state interdiffusion of carbon, silicon and titanium atoms through the whole three-phased coating. In this growth process, each of the three elements intrinsically diffuses down its chemical potential gradient, in accordance with the diffusion path concept [18]. On the basis of the great similarities in nature, morphology and composition between the two thick three-phased deposits, it can be assumed that growth of thick coatings either by classical RCVD or P-RCVD is controlled by the same solid state volume diffusion mechanism. Concerning more especially the Ti3SiC2 sublayer, presence of TiC at its inner side and of Ti5Si3Cx at its outer side brings evidence that the three elements C, Si and Ti effectively diffuse through it.

Other single duration treatments, i.e. (Ss'/Tt')1 and (S(s),T(t))1, were performed at the same temperature, 1100 °C, for shorter deposition times. This allowed the spatiotemporal growth diagrams presented in Fig. 4 to be drawn.

In broad outline, the diagrams drawn for classical RCVD and P-RCVD are very similar.

For both coating methods, a layer of pure Ti3SiC2 is first formed onto SiC. When the thickness of this first layer attains a critical value, ecrit, another layer of Ti5Si3Cx develops onto it. At last, a TiC layer with globular fine grains (50-100 nm) appears and slowly grows between Ti3SiC2 and SiC. It can moreover be seen in Fig. 4 that growth of all the thick multi-phased layers (e > ecrit) produced by classical RCVD or P-RCVD tends to follow a parabolic law. This tendency is consistent with a growth process kinetically controlled by solid state interdiffusion.

However, if attention is focused upon the shortest deposition times when a layer of pure Ti3SiC2 with a thickness lower than the critical value is obtained, the growth rates are significantly different between classical RCVD and P-RCVD processes. In the former process (classical RCVD), the Ti3SiC2 layer begins to grow at a very fast rate that rapidly slows down whereas in the latter (P-RCVD), the layer begins to grow at a much slower rate that remains nearly constant. Existence of such differences means that formation and growth of the Ti3SiC2 layer either by classical RCVD or by P-RCVD does not proceed according to the same mechanism. This point will be discussed in more detail in the following.

"(SiC/Ti3SiC2)n multilayered coatings"

(SiC/Ti3SiC2)n multilayered coatings were prepared by repeating n times either the sequence (Ss'/Tt') in classical RCVD or the sequence (S(s)/T(t)) in P-RCVD. The values of t' and t were such that neither TiC nor Ti5Si3Cx were obtained, i.e. such that e < ecrit as it is the case for the first plot points in Fig. 4.

Classical RCVD. Fig. 5a shows a multilayered coating (S3'/T3')30 obtained by classical RCVD. The alternation between thin continuous SiC sub-layers (~0.2 µm in thickness) and thicker continuous Ti3SiC2 sub-layers (~0.8 µm in thickness) can be observed. The Ti3SiC2 sub-layers grown in only 3 min have soon acquired the typical plate-like morphology observable in (S60'/T90')1 (Fig. 2b). The XRD pattern only reveals the presence of SiC and especially Ti3SiC2 (Fig. 6a). Owing to the absence of Ti5Si3Cx, the orientation of Ti3SiC2 crystals can be clearly confirmed by XRD: the (008) peak is missing whereas the (110) reflection is much stronger than its calculated value for a randomly oriented Ti3SiC2 powder sample (intensity of 90% instead of 30%), which indicates that the basal crystallographic planes (00l) are oriented perpendicular to the substrate surface [19]. The same preferential orientation is reported in previous conventional CVD studies [11][12][13][14][15].

In a recent work [18], we have already observed the very fast rate growth by classical RCVD of oriented Ti3SiC2 platelets like those shown in Fig. 5a. At that time, thermodynamic and kinetic considerations led us to conclude that growth of these platelets was the result of a solid/gas surface reaction and that the rate of that reaction was for a part controlled by the rate at which the gaseous species diffused in the gas phase through an outer boundary layer [18]. Starting from this interpretation, further considerations will be made to explain the influence of interface chemistry on the coating microstructure.

At the very beginning of the RCVD treatment (t' < 3 min), a pure H2 + TiCl4 gas phase is in direct contact with SiC at high temperature. Deviation to the equilibrium conditions is maximum at the solid/gas interface and nucleation of first Ti3SiC2 crystals occurs onto SiC. (step (1) in Fig. 7).

At this point, it is worth recalling that to comply with the mass balance law, growth of pure Ti3SiC2 by reaction between SiC and the H2/TiCl4 gaseous mixture implies that silicon in excess leaves the reaction zone under the form of gaseous by-products.

Thermodynamic calculations previously worked out have effectively shown that excess silicon can be evacuated via the gas phase under the form of silicon chlorides SiClp with p < 4 [18]. These calculations have also shown that gaseous methane CH4 was formed in non negligible proportion as a by-product of the reaction between solid SiC and the H2/TiCl4 gaseous mixture. [18]. Thus, as Ti3SiC2 crystals nucleate at the silicon carbide surface, an inward flux of gaseous reactants (H2 + TiCl4) crosses an outward flux of gaseous by-products (HCl, SiClp, CH4). A first consequence is that deviation to equilibrium conditions is not so important at the SiC surface, which is detrimental to the formation of new Ti3SiC2 nuclei.

Another consequence is that the gas phase surrounding the first formed Ti3SiC2 nuclei contains all the species (i.e. H2, TiCl4, SiClp and CH4) needed for their further growth by condensation reactions similar to conventional CVD reactions (intermediate step (1'), left in Fig. 7). Growth of Ti3SiC2 by such condensation reactions should explain the very fast rate growth observed at the beginning of the coating treatment and the formation of platelike Ti3SiC2 crystals with preferential orientation. Indeed, migration of atoms via a gas phase generally proceeds at a fast rate and preferential orientation is systematically reported for Ti3SiC2 coatings grown by conventional CVD [11][12][13][14][15] and interpreted in [20].

Growth of preferentially oriented Ti3SiC2 crystals can also be accounted for by solid/gas processes involving fast rate surface or volume diffusion of atoms along the basal planes of Ti3SiC2, as observed in specimens compacted by a reactive hot isostatic pressing technique [21] or as reported for the out-diffusion of silicon upon thermal decomposition [22]. Whatever the origin of the anisotropy (rate of growth or rate of diffusion), the result is the same: the slower-growing grains are overgrown by the faster-growing ones.

Similarly to the case of β-SiC columnar growth [23] and according to the growth model suggested by van der Drift [24], only the grains that are aligned with their fastest growth direction normal to the substrate survive and develop into a textured coating. Conversely, to obtain a coating made up of fine and randomly oriented grains, gaseous reactants should be supplied at a high pressure [25] or more generally at a fast rate to maintain a large deviation to equilibrium favoring the formation of new nuclei [26].

As the oriented Ti3SiC2 platelets preferentially develop by elongation along [hk0] rows and to a lesser extent by thickening along [hkl] rows, inward diffusion of the gaseous reactants to the SiC surface and outward diffusion of the by-products become more and more difficult, which results in a still smaller deviation to equilibrium conditions at the SiC surface in contact with the gas phase. Thus, Ti3SiC2 platelets continue to grow by the same mechanism but at a rate that rapidly slows down: 1.1 µm thick in 3 minutes to only 1.3 µm thick in 10 minutes (Fig. 4.a). The process ends up when a continuous reaction layer has formed, isolating completely the SiC surface from a direct contact with the gas phase. Thereupon, one leaves the first deposition step in which supply by gaseous reactants and gas phase diffusion are rate-controlling to enter a second step in which further growth will be controlled by the solid state volume diffusion of C, Si or Ti atoms through a continuous Ti3SiC2 layer (step (2), left in Fig. 7). Of course, the transition from the first to the second step is not abrupt: transient growth steps controlled by surface diffusion and/or intergranular diffusion are likely. It is difficult either to estimate for how long time a continuous layer of pure Ti3SiC2 can grow by solid state diffusion before Ti5Si3Cx appears.

P-RCVD:

The use of a pressure-pulsed RCVD method allows thinner Ti3SiC2 sub-layers to be obtained. Hence in the SEM observation of the (S(30),T(40))30 coating (Fig. 5b), the Ti3SiC2 sub-layers appear bright with a thickness of about 0.2 µm whereas the SiC sublayers appear dark (with a thickness of about 0.25 µm). Contrary to the case of a classical constant low pressure RCVD, the (008) peak is present in the XRD pattern (Fig. 6b) with an intensity equal to 19% of the one of (104) peak. This feature reveals that the preferential orientation of the Ti3SiC2 crystal grains is lowered compared with the previous case. Note that owing to a smaller total film thickness (13.5 µm for (S(30),T(40))30 obtained from pressure-pulsed gases versus 30 µm for (S3'/T3')30 obtained from gases flowing at a constant pressure), reflections of graphite constituting the underlying substrate disc are visible in the XRD pattern.

In P-RCVD, the growth rate remains almost constant as long as e < ecrit: effectively in Fig. 4b the first e-(t) points are virtually aligned contrary to the classical case e-t' in Fig. 4a. This tends to indicate that in P-RCVD, growth of thin reaction layers with e < ecrit is controlled by the rate at which gaseous reactants are supplied to the deposition zone. The deposition process can then be described as follows. At the very beginning of the P-RCVD treatment, a few Ti3SiC2 nuclei are formed at the SiC surface in the same manner as previously by classical RCVD (step 1 in Fig. 7). But from there, three main differences appear between the two processes:

-(i) the quantity of gaseous reactants available at the solid/gas interface during a pulse is limited, as already pointed out by Rapaud et al. [27]. Consequently, growth of the Ti3SiC2 nuclei rapidly stops; -(ii) the gaseous by-products are evacuated from the solid/gas interface at the end of each pulse. This renders condensation reactions between these by-products (SiClp and CH4) and the reactants (H2, TiCl4) highly improbable; -(iii) at each new pulse, the substrate is recurrently exposed to fresh H2/TiCl4 gaseous mixture. Thus, formation of new Ti3SiC2 nuclei is favored in places where deviation to equilibrium conditions is maximum, i.e. at uncovered parts of the SiC substrate.

Combination of the three factors makes that, unlike in classical RCVD, nucleation of Ti3SiC2 crystals is much more probable than growth as long as there remain areas at the solid/gas interface where SiC is directly exposed to the reactants (intermediate step (1'), right in Fig. 7). An equiaxed Ti3SiC2 layer can thus be obtained (step (2), right in Fig. 7).

As nucleation of many small crystallites is favored in the P-RCVD process, the critical thickness for a continuous and gas-tight layer, ecrit (Fig. 4), is smaller than in classical RCVD.

Furthermore, obtaining non-textured Ti3SiC2 films with the pulsed method means dealing with very slow growth rates, i.e. in the order of magnitude of one micrometer per hour. If such a slow rate inherent in this technique has an advantage for the homogeneous infiltration of porous preforms (where a too rapid sealing of the pore entrance by the deposit has to be avoided), it can be also a bar to some applications.

3.3."Pure Ti3SiC2 coatings"

To obtain pure Ti3SiC2 coatings, silicon carbide has to be totally consumed by reaction with the gaseous mixture H2/TiCl4. A first way to achieve this requirement for Ti3SiC2 coatings grown by classical RCVD consists in increasing the time t' while maintaining a short time s' in the (Ss'/Tt')n sequence. Hence a "graded" coating (S5'/Tt')7 with t' = 3, 5, 7,…15 was prepared and observed by SEM (Fig. 8). As t' increases from one sub-layer to another, SiC is gradually replaced by pores. When t' ≥ 9 min, Ti3SiC2 sub-layers start to join each other in some places. In these places, Ti3SiC2 plates seem to cross continuously the interface between two sub-layers. This feature may be assigned to solid state Ti3SiC2 sintering allowed by SiC disappearance and high temperature treatment. It is to note that all the pure Ti3SiC2 coatings prepared by classical RCVD kept their preferential crystal orientation, i.e. with the c axis of Ti3SiC2 crystals parallel to the solid/gas interface.

Because of the smaller value of critical thickness, ecrit, the same procedure was not applicable to Ti3SiC2 coatings produced by P-RCVD. For the latter coatings, another way for consuming totally SiC was used. It consisted in reducing the number of pulses s in a (S(s),T(t))n sequence, which comes to reduce the initial SiC sub-layer thickness. Hence, the multilayered (SiC/Ti3SiC2)n structure that was observed for a (S(30)/T(40))30 coating (Fig. 5b) is no more observed in the (S(10),T(40))30 coating shown in Fig. 9a. In this coating that has a total thickness of 7.5 µm, the SiC phase is hardly detectable by XRD (Fig. 9b). Furthermore, SEM observation clearly shows that the (001) planar texture of Ti3SiC2 has disappeared, the crystal planes being randomly distributed in the coating (Fig. 9a). The feature is confirmed by XRD: the (008) and (110) peak intensities are 17% and 30% respectively; values in very good agreement with the diffracted intensities that can be calculated for a Ti3SiC2 powder with non-oriented particles [19]. As in the (S(30),T(40))30 coating (Fig. 5b), the random orientation is attributed to the pressure pulses that have promoted the nucleation of a great number of randomly oriented Ti3SiC2 crystals at the SiC surface in the first step of its conversion. Thereafter, although the same number of (t) gas pulses (40) was used for each P-RCVD sequence, the size of the Ti3SiC2 crystallites has become larger in (S(10),T(40))30 multilayer coating (up to 1 µm, Fig. 9b) than in (S(30),T(40))30 (about 0.2 µm, Fig. 5b). This change in crystal size can be explained by the fact that failure of the SiC sub-layers that occurred soon in (S(10),T(40))30 allows high temperature solid state sintering of Ti3SiC2 to operate during the whole treatment. Fig. 9b shows that grain coarsening during sintering proceeds by lateral extension of the Ti3SiC2 platelets. This observation is consistent with ref [21] that reports preferential solid state diffusion and high growth rate along the basal planes of Ti3SiC2. It is however important to note that grain coarsening during sintering does not affect random orientation.

Conclusion

If SiC long duration treatments roughly result in similar multiphase thick coatings through solid-state diffusion with both RCVD and P-RCVD methods, the use of short duration treatments clearly reveals differences in the microstructure of Ti3SiC2 thin coatings prepared by the two methods. Whereas in classical RCVD, preferential orientation of the Ti3SiC2 grains cannot be avoided, a few gas pulses in P-RCVD promote direct solid-gas reaction and therefore the initial nucleation step and generate equiaxed films. In the former (classical) case, low deviation to equilibrium and condensation reactions allow the columnar growth at a fast rate of only a few nuclei to be favoured to the detriment of further new nucleation. Hence, large oriented Ti3SiC2 crystals are obtained. Conversely in the latter (pulsed) case, periodic gaseous by-products evacuation and consequently large deviation to equilibrium combined with repetitive matter supply interruptions allows very numerous nuclei to be produced without further growth. Nucleation is going on till the SiC surface is completely covered with fine-grained crystals oriented at random. By repeating alternate SiC deposition and P-RCVD short treatment sequences, either a (SiC/Ti3SiC2)n multilayer coating can be deposited with submicrometric sub-layers or a pure thick Ti3SiC2 coating made of crystals as large as 1 µm when the total consumption of the intermediate SiC has provoked grain coarsening. In both cases with pressure pulses, Ti3SiC2 is oriented at random which was never obtained before in CVD films. 
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 1 Fig. 1. Examples of a gas sequence (S3',T3')1 in classical (R)CVD (a) and of a pressurepulsed gas sequence (S( 3) ,T( 2) )1 in P-(R)CVD (b) for the processing of bi-layers.
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 2 Fig. 2. SEM observation of (S60'/T90')1 (RCVD) (a) and (S(500)/T(720))1 (P-RCVD) (b) coatings.
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 3 Fig. 3. XRD patterns of (S60'/T90')1 (RCVD) (a) and (S(500)/T(720))1 (P-RCVD) (b) coatings.
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 4 Fig. 4. Spatiotemporal growth diagram for (Ss'/Tt')1 (RCVD) (a) and (S(s)/T(t))1 (P-RCVD) (b) coatings.
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 5 Fig. 5. SEM observation of (S3'/T3')30 (RCVD) (a) and (S(30)/T(40))30 (P-RCVD) (b) multilayered coatings.
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 6 Fig. 6. XRD patterns of (S3'/T3')30 (RCVD) (a) and (S(30)/T(40))30 (P-RCVD) (b) multilayered coatings.

Fig. 7 .

 7 Fig. 7. Schematic representation of the different steps (1) (1') (2) and mechanisms of the Ti3SiC2 growth in RCVD (left) and P-RCVD (right) with e < ecrit.
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 8 Fig. 8. SEM observation of the "graded" coating (S5'/Tt')7 with t' = 3, 5, 7,…15 min (RCVD).
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 9 Fig. 9. SEM observation (a) and XRD pattern (b) of (S(10),T(40))30 (P-RCVD).
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