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HYDROTHERMAL OXIDATION OF W ASTES AN ENVIRONMENTAL ACCEPTABLE PROCESS

We work to allow the transfer of the hydrothermal conversion technology. First we demonstrate the potential utility of hydrothermal oxidation as a waste treatment process with new families of molecules containing nitrogen, sulphur, chlorine atoms, ... Second we develop a tool to provide data necessary for simulating and building industrial reactors. hydrothermal,. oxidation, wastewater treatment, enthalpy of reaction, simulation.

and t s = 39s), nitrogen atom has almost disappeared of liquid phase and so was found in gas phase.

Hydrothermal oxidation of fenuron essentially produces in gas phase CO 2 and N 2 . N 2 O and NO x are not produced according to the closed nitrogen mass balance. So liquid and gas phase analysis of nitrogeneous species allows to present the fate of fenuron molecule nitrogen atoms after the hydrothermal oxidation as a function of temperature and residence time (figure 2). This study shows the potential utility of hydrothermal oxidation as a waste treatment process for pollution generated by pesticides and weedkillers in environmentally acceptable end products. However the scale up of this process need to the knowledge of few data such as reaction enthalpies. Furthermore reaction enthalpies will permit to calculate the energy balance of this process. So experimental setup and software were developed to determine these data.

DETERMINATION OF REACTION HEAT AND KINETIC P ARAMETERS OF HYDROTHERMAL 0XIDATION REACTION OF ACETIC ACID FROM AN ADIABATIC REACT0R

The hydrothermal oxidation of acetic acid has been studied with hydrogen peroxide brought in the reactor in stoechiometric quantity :

The kinetic rate expression of this reaction is generally given as follow : RcmcooH = ko.e •Ea/RT.[CH 3 COOH] Where RcHJCOOH is the reaction rate (mol.1" 1 .s" 1 ), ko the preexponential factor (s" 1 ), Ea the activation energy (J.mol" 1 ). Two runs were performed. The 32 thermocouples, dîsposed along the quasi adiabatic reactor (figure 1), allow to obtain temperature profiles (fi gure 3) whîch represents • the exothermic oxidation reaction of acetic acid. 400 ---------------1 380 -+-----. ------------ The term in brakets is considered for a reactor cooling by a convective heat transfer. From the equations ( 3) and ( 4), we obtain in neglecting the terms of viscous dissipation, diffusion and pressure gradient 
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LiB values were calculated from equation 5. Then activation energies were determined in the same way from an arrangement of equations ( 3) and ( 4). These values ofreaction heat and activation energy were injected in the program and ko was adjusted so that the simulated temperature profile was closer to the experimental profile. The simulation is very closed to experimental data (figure 3) which shows the validity of this method to determine reaction heat and kinetic parameters. The term of thermie loss by a convective heat transfer is used to treat test 2 because we observe the reactor is not perfectly adiabatic ( different configuration of thermie shield electrical heating in relation to test 1). The reaction heat obtained with acetic acid at 6% and 8% in weight in initial solution •are quasi equal. Furthermore Lee and al [START_REF] Lee | Efficiency of H202 and 02 in supercritical water -0xidation of 2,4-dichlorophenol and acetic acid[END_REF] have studied the hydrothermal oxidation reaction of acetic acid in a flow reactor using the isothermal plug flow design equation. The ( have found (225::;P:::;310 atm, 415:5Ts525 °C) a preexponential factor of 3,16.10 1 s• 1 and an activation energy of 180 kJ.mol" 1 • The kinetic parameters, obtained with our quasi adiabatic reactor and treatment procedure, are in good agreement with these works of Lee and al.

So these experimental set up and treatment procedure allow to determine the reaction heats and kinetic parameters (ko, Ea) of model molecules. But we can obtain the same results with real wastes. Such data allow to define the size of reactors and heat exchangers-for building of an industrial plant facility.

CONCLUSIONS

We have presented two studies performed in order to improve the transfer of the hydrothermal treatment technology. Indeed the hydrothermal oxidation of a nitrogen containing compound, the fenuron, shows the potential utility of hydrothermal oxidation as a waste treatment process for pollution generated by weedkillers in environmentally acceptable end products. Nitrogen atoms of fenuron molecule are completely transformed into N2 at 540 °C and 25 MPa. Furthermore we have developed an experimental setup and a treatment program, which permit to détermine reaction heats and kinetic parameters necessary for building industrial reactors and heat exchangers. Reaction heat of -910 kJ.mol" 1 and activation energy of 170 kJ.mo1" 1 were obtained for the oxidation of acetic acid at 400 °C and 25 MPa with hydrogen peroxide.

Figure 2 :

 2 Figure 2 : N distribution after hydrothermal oxidation of fenuron as a function of temperature and residence tune In correlation with these results, we can propose a schematic mechanism of fenuron degradation by hydrothermal oxidation. Fenuron is decomposed in nitrobenzene, nitrate and nitrite ions, ammoniacal nitrogen and byproducts of hydrothermal oxidation of carbon and hydrogen. According to results cited in literature, only a redox process between ammoniacal nitrogen and nitrate, nitrite ions and nitro group of nitrobenzene molecule can yield primiraly to gas nitrogen. So an oxidant cosystem is generated in situ during hydrothermal oxidation of fenuron: system H 2 O 2 INO x -• This system allow to obtain a complete conversion of fenuron into CO 2 , H 2 O and N 2 at 540 °C and 25 MPa.This study shows the potential utility of hydrothermal oxidation as a waste treatment process for pollution generated by pesticides and weedkillers in environmentally acceptable end products. However the scale up of this process need to the knowledge of few data such as reaction enthalpies. Furthermore reaction enthalpies will permit to calculate the energy balance of this process. So experimental setup and software were developed to determine these data.

Table 2 :

 2 Expenmental cond1t1ons and results for acetlc ac1d ox1datlon m supercnt1cal water at 25 MPa. Where Tinj is the temperature at the mixing point between acetic acid feed solution and hydrogen peroxide feed solution, weight percent the quantity of acetic acid in feed solution, CODi the initial COD of feed solution, CODr the final COD of liquid effluent and ACOD is defined by .t1COD = Dw x CODi -(Dw + D 0 x ) x CODr DwxCOD i
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Figure 3 :

 3 Figure 3: Experimental (exp) and simulated (sim) temperature profiles of hydrothermal oxidation of acetic acid for test 1 and test 2
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  Table 2 provides a listing of reaction conditions and results.

	Test 1	Tinj in oc 396	Dwin D ox i n 1/h 1/h 0.41 0.32	ts in s 24	Weight CODiin CODrin ACOD percent mg/1 mg/1 in% 8 83389 34650 26
	2	396	0.31	0.23 ..	33	6	63679 27440	25

Table 3 :

 3 Reaction heats and kineticparameters obtained for tests 1 and 2

	ko in s• 1

So the results are presented in table 3 : Test LiH in kJ.mor 1 ".' • Ea in kJ.mor 1
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