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Transverse Particle Trapping Using Finite Bessel Beams based on Acoustic Metamaterials

We investigate the transverse trapping force acting on a small particle on/off the central axis of zero-order finite Bessel beams. Combining the simulated fields with the Gorkov force potential, the transverse trapping behaviors on small objects are analyzed, and the reversal of the trapping behaviors is recovered when varying the paraxiality parameter of the Bessel beam. The results prove the possibility of using axisymmetric Bessel beams to trap both dense and stiff particles as well as light and soft ones. The particles can be trapped at the maximum central pressure in the main lobe and also the maximum pressure of the other transverse locations. A lossy acoustic metastructure with the ability to decouple the phase and amplitude modulations is used to generate the desired sound field, which is used to trap a foam ball as an example. Our research opens a promising avenue to design and develop simplified acoustic tweezers.

I. INTRODUCTION

Acoustic waves, as one of the most important forms in the classical wave system, play a significant role in the development of science and technology. When an object is placed in an acoustic field, there exists an acoustic radiation force acting on it. The force originates from the momentum transfer from the field to the object due to the scattering, reflection, and absorption. The acoustic radiation force acts throughout the object, but owing to the overall momentum conservation, the radiation force can be reduced to an integration of the time-averaged momentum-flux tensor over an arbitrary closed surface enclosing the whole object. [START_REF] Sarvazyan | Biomedical applications of radiation force of ultrasound: historical roots and physical basis[END_REF] Acoustic radiation forces have been studied for a long time in regards to the sound waves of different forms. [START_REF] Gor'kov | On the forces acting on a small particle in an acoustical field in an ideal fluid[END_REF][START_REF] Wu | Acoustical tweezers[END_REF][START_REF] Marston | Axial radiation force of a Bessel beam on a sphere and direction reversal of the force[END_REF][START_REF] Zhang | Geometrical interpretation of negative radiation forces of acoustical Bessel beams on spheres[END_REF][START_REF] Zhang | Axial radiation force exerted by general non-diffracting beams[END_REF][START_REF] Xu | Transversally stable acoustic pulling force produced by two crossed plane waves[END_REF][START_REF] Courtney | Dexterous manipulation of microparticles using Bessel-function acoustic pressure fields[END_REF][START_REF] Démoré | Acoustic tractor beam[END_REF][START_REF] Marzo | Holographic acoustic elements for manipulation of levitated objects[END_REF][START_REF] Melde | Holograms for acoustics[END_REF][START_REF] Marzo | Realization of compact tractor beams using acoustic delay-lines[END_REF][START_REF] Marzo | Acoustic virtual vortices with tunable orbital angular momentum for trapping of mie particles[END_REF][START_REF] Zhang | Reversals of orbital angular momentum transfer and radiation torque[END_REF][START_REF] Fan | Trapping force of acoustical bessel beams on a sphere and stable tractor beams[END_REF][START_REF] Fan | Phase shift approach for engineering desired radiation force: Acoustic pulling force example[END_REF][START_REF] Korozlu | Acoustic sorting of airborne particles by a phononic crystal waveguide[END_REF] The trapping behaviors generated by standing waves on small objects (object sizes are much smaller than the wavelength) have been well understood, [START_REF] Gor'kov | On the forces acting on a small particle in an acoustical field in an ideal fluid[END_REF] where relatively light and soft particles (like droplets) are trapped to the pressure maximum (anti-node), yet relatively dense and stiff particles (like elastic objects) would be trapped to pressure minimum (node). On the other hand, the recent studies on acoustic radiation forces based on non-diffracting beams [4-6, 14, 15, 18-20] have predicted the possibility for particle manipulations with more flexibility. However, in practical situations and applications, non-diffracting beams, such as acoustic approach for field manipulations. [START_REF] Li | Reflected wavefront manipulation based on ultrathin 351 planar acoustic metasurfaces[END_REF][START_REF] Zhao | Manipulating 354 acoustic wavefront by inhomogeneous impedance and 355 steerable extraordinary reflection[END_REF][START_REF] Zhang | Generation of acoustic 359 self-bending and bottle beams by phase engineering[END_REF][START_REF] Li | Experimental realization 363 of full control of reflected waves with subwavelength 364 acoustic metasurfaces[END_REF][START_REF] Tang | Anomalous refraction of airborne sound through 368 ultrathin metasurfaces[END_REF][27][START_REF] Li | Metascreen-based acoustic passive phased 375 array[END_REF][START_REF] Ma | Acoustic metamaterials: From 377 local resonances to broad horizons[END_REF][START_REF] Cummer | Controlling 380 sound with acoustic metamaterials[END_REF][START_REF] Zhu | Implementation of dispersion-free slow 384 acoustic wave propagation and phase engineering 385 with helical-structured metamaterials[END_REF][START_REF] Jiang | Convert acoustic resonances to orbital 389 angular momentum[END_REF][START_REF] Fan | Broadband convergence of acoustic energy with 393 binary reflected phases on planar surface[END_REF][START_REF] Zhu | Ultrathin acoustic metasurface-based schroeder diffuser[END_REF][START_REF] Li | Tunable asymmetric transmission via lossy acoustic metasurfaces[END_REF][START_REF] Zhu | Fine manipulation of sound via lossy metamaterials with independent and arbitrary reflection amplitude and phase[END_REF][START_REF] Assouar | Acoustic metasurfaces[END_REF][START_REF] Fan | Illusion for airborne sound source by a closed layer with subwavelength thickness[END_REF][START_REF] Fan | Acoustic orbital angular momentum hall effect and realization using a metasurface[END_REF] Acoustic 65 metamaterials can achieve extraordinary properties and 66 phenomena, which natural materials would be difficult 67 to achieve, such as negative refraction/reflection, [START_REF] Li | Reflected wavefront manipulation based on ultrathin 351 planar acoustic metasurfaces[END_REF][START_REF] Zhao | Manipulating 354 acoustic wavefront by inhomogeneous impedance and 355 steerable extraordinary reflection[END_REF] 68 cloaking, [START_REF] Zhang | Broadband acoustic cloak for ultrasound waves[END_REF][START_REF] Zhu | Acoustic cloaking by a superlens with single-negative materials[END_REF][START_REF] Jiang | Broadband field rotator based on acoustic metamaterials[END_REF][START_REF] Kan | Three-dimensional broadband 430 acoustic illusion cloak for sound-hard boundaries of 431 curved geometry[END_REF][START_REF] Gao | Non-blind acoustic invisibility by dual 434 layers of homogeneous single-negative media[END_REF] hologram, [START_REF] Melde | Holograms for acoustics[END_REF][START_REF] Zhu | Fine manipulation of sound via lossy metamaterials with independent and arbitrary reflection amplitude and phase[END_REF][START_REF] Inoue | Acoustical boundary hologram for 438 macroscopic rigid-body levitation[END_REF][START_REF] Zhu | Systematic design of 441 multiplexed-acoustic-metasurface hologram with 442 simultaneous amplitude and phase modulations[END_REF][START_REF] Zhu | Systematic design and experimental demonstration of 447 transmission-type multiplexed acoustic metaholograms[END_REF] and specific 69 field generations. [START_REF] Li | Reflected wavefront manipulation based on ultrathin 351 planar acoustic metasurfaces[END_REF][START_REF] Zhang | Generation of acoustic 359 self-bending and bottle beams by phase engineering[END_REF][START_REF] Jiang | Convert acoustic resonances to orbital 389 angular momentum[END_REF] 70

In this work, we investigate the transverse acoustic The force potential U is then obtained based on the simulated pressure p and velocity fields v, [START_REF] Gor'kov | On the forces acting on a small particle in an acoustical field in an ideal fluid[END_REF] i.e.,

U = (πa 3 /3)[f 1 |p| 2 /(ρ 0 c 2 0 ) -(3/2)f 2 ρ 0 |v| 2 ], ( 2 
)
where a is the radius of the object, ρ 0 and c 0 are the mass density and the sound speed of the background medium, and f 1 and f 2 are the monopole and dipole factors depending on the mass density ratio and bulk modulus ratio between the object and the surrounding medium.

[15] Here, rigid particles with f 1 = 1 = f 2 were used in the calculation since for most solid objects, the density and bulk modulus are much larger than the background medium, air, so the results here are applicable to most elastic objects. Like plane waves, an ideal Bessel beam cannot be created since it requires an infinitely large source and also an infinite amount of energy. Hence, the approximated Bessel beams only exist within a certain spatial range.

We examine the relationship between the approximated spatial range R with the angle β [see red dots in Fig. 2(d)], where the spatial range R for each angle modulation of the amplitude A and the phase Φ, [START_REF] Zhu | Fine manipulation of sound via lossy metamaterials with independent and arbitrary reflection amplitude and phase[END_REF] i.e.,

A = d 4 -w 4 d 4 + w 4 , Φ = - 4πh 1 λ . (4) 
The decoupled modulation of the amplitude and the phase allows for all the combinations in their full parameter ranges [that is, A ∈ [0, 1] and Φ ∈ [0, 2π]; see 
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  radiation force generated by finite Bessel beams based 72 on acoustic metamaterials. The transverse trapping 73 behaviors of a small particle on/off the central axis of the 74 Bessel beams are studied numerically and experimentally.75 A lossy acoustic metastructure, capable of decoupling 76 the phase and amplitude modulations, is designed to 77 generate the desired Bessel field, which is then used to 78 trap a small foam ball to the beam center as an example. 79 Our work gains insight into some unusual and unique 80 trapping behaviors, which will help the further study 81 of particle manipulations using acoustic radiation forces 82 and acoustic Bessel fields.

FIG. 1 .

 1 FIG. 1. Illustration of transverse particle trapping by acoustic Bessel beams.

FIG. 2 .

 2 FIG. 2. Reversal of transverse particle trapping behaviors when reducing the angle from (a) β = 40 • to (b) β = 15 • . Black solid lines: normalized squared pressure, |p| 2 , at z = 3λ; red dots: normalized force potential U computed from Eq. (2) based on the simulated pressure and velocity fields. Insets: two-dimensional normalized squared pressure (color plots) and the corresponding radiation forces (white arrows). (c) Variation of the first trapping location r0 near the beam axis. Transition angle happens at β ∼ 29 • . (d) Spatial range R for approximated Bessel beams from a finite sound source. Red dots: simulated results obtained based on the -3dB location in the z direction; black line: curve fitting, R ≈ 0.9H/ tan β with H being the half length of the finite source.

FIG. 3 .Fig. 3 (FIG. 4 .

 334 FIG. 3. (a) Illustration of one element of the artificial structure. Parameters are chosen as h = λ, D = 0.25λ, d = 0.8D, h2 = 0.5λ, and h = h1 + h2 + h3. λ is the wavelength. By adjusting the geometry parameters w and h1, (b) the amplitude and (c) the phase of the reflected field could be modulated separately [Eq. (4)]. (d) The artificial structure used in the simulation for β = 15 • , and the corresponding geometry parameters w (black circles) and h1 (red dots) for the 40 elements.
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 3 Fig. 3(b) and (c)], which is necessary to generate acousticBessel beams in our case. The viscosity effect of the metastructure here can be ignored since the boundary layer thickness is much smaller than the width of the elements.[START_REF] Ward | Boundary-layer effects 451 on acoustic transmission through narrow slit cavities[END_REF][START_REF] Molerón | Visco-thermal effects in acoustic metamaterials[END_REF] The cross-section of the structure and the corresponding geometry parameters w and h 1 for the 40 elements are shown in Fig.3(d), which would be used to generated an zero-order Bessel beam with β = 15 • .The measured and simulated fields |p| 2 generated via the acoustic metastructure are shown in Fig.4(a). The results are further compared with the field generated by an ideal continuously distributed Bessel source of the same size. We have examined the transverse profile of the field at z = 12λ (white dashed lines). From the results, one can find the fields generated via the acoustic metastructure (green diamonds and blue circles) agree pretty well with the ideal source of the same size (red dots), and both of them follow the squared zero-order Bessel function (black solid line). Hence, with the aid of this structure, the zero-order Bessel beam is effectively generated and can be utilized for particle manipulations.As an example, the transverse particle trapping behavior on a small foam ball (character size of ∼ 2 mm) has been examined and experimentally observed, where the particle is transversely trapped to the center of the field, see Fig.4(b). Here, the sample of the metastructure is fabricated using a 3D printer (Wiiboox Four) with the material PLA. The printing resolution is 0.1mm. A signal generator (RIGOL DG1032) and a power amplifier (CROWN XLi2500) are connected to a loudspeaker with a rated power of 100 W (Lutiane DL-630). The working frequency is 17 kHz, corresponding to the wavelength λ ∼
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from total transmission to total reflection and high 456 absorption," New Journal of Physics 18, 033003 (2016).