Mouloud Khelf 
email: mouloud.khelf@umc.edu.dz
  
Salim Boukebbab 
email: boukebbab@yahoo.fr
  
Neila Bhouri 
email: neila.bhouri@univ-eiffel.fr
  
The Effect of Tram Management on Road Traffic Fluidity and its Influence on Drivers

Keywords: tram management, drivers' behaviors, junction, travelers, traffic congestion

published or not. The documents may come  

L'archive ouverte

INTRODUCTION

In spite of the considerable evolution of road infrastructure that has been made around the world, traffic jam is still a difficult issue to resolve [START_REF] Rudolph | Congestion from a Multimodal Perspective[END_REF][START_REF] Jain | Road traffic congestion in the developing world[END_REF]. The main implemented solution in several countries is that of investing in sustainable public transport [START_REF] Zhao | Study on signal priority implement technology of tram system[END_REF][START_REF] Ardiansyah | Determination of location and numbers of tram stops in Surabaya with model set covering problem[END_REF]. Those modes of transportation must respond to the population demand, so that, they can attract them to be used as the first transportation means to travel by [START_REF] Soczówka | The classification of railway stops and stations in terms of land use structure in their surroundings[END_REF][START_REF] Kormanyos | Conditions of a Quality Public Rail Service in Hungary[END_REF].

The tram is one of these modern transportation modes and this goes to the different advantages it affords [START_REF] Khelf | The effect of vibration inside the Constantine's tramway on the comfort of passengers[END_REF][START_REF] Zhao | Modeling a modern tram system integrated with a road traffic simulation[END_REF]. Especially, that it helps in reducing the traffic flow and minimizing road accidents on its line [START_REF] Li | Design of real-time actuated control system for modern tram at arterial intersections based on logic rules[END_REF]; What allowed many countries across the world, to construct and develop this kind of railways [START_REF] Shi | Joint optimization of tram timetables and signal timing adjustments at intersections[END_REF]. The Algerian government as well has, forcefully, financed the construction of trams' networks. many cities benefited from a tram line, including Constantine city [START_REF] Khelf | The effect of noise on the comfort of passengers inside the tramway and its impact on traffic congestion in the urban area[END_REF].

However, the tram has become a source of enormous traffic jams in junctions. Its passage in the rush hour (every 3 minutes) in both directions, has negatively affected road traffic [START_REF] Khelf | The effect of noise on the comfort of passengers inside the tramway and its impact on traffic congestion in the urban area[END_REF][START_REF] Khelf | Evaluation of the tram intelligent system management by an analysis of its key performance indicators for an optimal mixed traffic control in Algeria[END_REF]. At junctions like other trams in many countries, the Algerian tram has the priority compared to other motorists [START_REF] Christian | Tram Safety in Mixed Traffc[END_REF][START_REF] Zhang | Timetable Optimization for a Two-Way Tram Line with an Active Signal Priority Strategy[END_REF], it stops reducing the cars fluidity at its passage [START_REF] Moutchou | Human factors in the analysis of the 'tram-car drivers' at intersections[END_REF][START_REF] Iatrou | An Integrated Regulation and Scheduling Scheme for Real-Time Traffic Management[END_REF], this can be a source of irritation for the majority among them.

Certainly, the establishment of traffic lights to control the crossroads is very important, because it organizes the traffic and decreases the delay for drivers [START_REF] Nigarnjanagool | Evaluation of a dynamic signal optimisation control model using traffic simulation[END_REF][START_REF] Chen | Timing Oversaturated Signals: What Can We Learn from Classic and State-of-the-Art Signal Control Models[END_REF]. However, if the synchronization of lights does not respond effectively to the real situation, they will increase traffic jams [START_REF] Moutchou | Human factors in the analysis of the 'tram-car drivers' at intersections[END_REF][START_REF] Nguyen-Phuoc | Net Impacts of Streetcar Operations on Traffic Congestion in Melbourne, Australia[END_REF].

Several papers before, have studied the impact of road accidents on congestion and the drivers' behaviors on accidents [START_REF] Shehab | Drivers' tendencies to engage in aberrant driving behaviors that violate traffic regulations in kuwait[END_REF][START_REF] Zeng | The Impact of Traffic Crashes on Urban Network Traffic Flow[END_REF][START_REF] Bener | The Driver Behaviour Questionnaire in Arab Gulf countries: Qatar and United Arab Emirates[END_REF][START_REF] Wang | Impact of traffic congestion on road accidents: a spatial analysis of the M25 motorway in England[END_REF], but the impact of traffic jam on the risks of accidents is less discussed [START_REF] Dias | Relationship between congestion and traffic accidents on expressways: an investigation with Bayesian belief networks[END_REF][START_REF] Morris | Does rush hour see a rush of emotions? Driver mood in conditions likely to exhibit congestion[END_REF]. The behavior of drivers is one of the causes of accidents and congestion at the same time [START_REF] Farooq | Evaluation and Ranking of Driver Behavior Factors Related to Road Safety by Applying Analytic Network Process[END_REF][START_REF] Srikanth | Simulation of Traffic Flow to Analyze Lane Changes on Multi-Lane Highways under Non-Lane Discipline[END_REF]. Multiple precedent studies that have been held, have shown that changing the queue on a road is a dangerous maneuver [START_REF] Qi | Effect model of urban traffic congestion on driver's lanechanging behaviour[END_REF][START_REF] Farooq | Evaluation of Driver Behavior Criteria for Evolution of Sustainable Traffic Safety[END_REF], which often causes accidents and aggravates the case of traffic jams, especially in urban areas [START_REF] Wu | A Lane Change Model with the Consideration of Car Following Behavior[END_REF][START_REF] Ding | Analysis of mandatory and discretionary lane change behaviors for heavy trucks[END_REF][START_REF] Knoop | Lane Change Behavior on Freeways: An Online Survey Using Video Clips[END_REF].

In this work, we will analyze the causes of congestion in a complicated junction in the city and know how congestion can influence the drivers' behaviors. For this, we will evaluate the tram management to know its influence on traffic congestion at intersections. In addition to studying the situation of the road traffic capacity in the common junction, by utilizing the results of the tram's number applying in operation. Finally, the opinion of drivers who use this itinerary will be analyzed to know from their perception, the causes of traffic jams and to detect its effect on their behaviors.

The study area will be in Constantine city, Algeria; More exactly in Che Guevara junction, this last is a complicated junction located on the operating line [START_REF] Khelf | Evaluation of the tram intelligent system management by an analysis of its key performance indicators for an optimal mixed traffic control in Algeria[END_REF]. It has been chosen because of the high demand of traffic and its strategic location that leads to some important areas (Fig. 1). 

METHODOLOGY

The methodology followed in this study is divided into 3 sections:
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Trams' management analysis

In the first part, from the tram operation data, we have made a comparison between the number of trams required to respond to the real users' attendance and the proposed number of trams offers of the year 2018. This allowed us to evaluate the tram's control and to detect its impact on traffic jams.

The tram brand is a Citadis 402 range, from Alstom. It is able to take in charge 302 users by tram [START_REF] Khelf | The effect of vibration inside the Constantine's tramway on the comfort of passengers[END_REF][START_REF] Khelf | The effect of noise on the comfort of passengers inside the tramway and its impact on traffic congestion in the urban area[END_REF]. The interval of time between trams is 3 minutes during rush hours (7:00 to 9:00 am and from 2:00 p.m to 6:00 p.m), and 5 minutes at other hours during weekdays [START_REF] Khelf | The effect of noise on the comfort of passengers inside the tramway and its impact on traffic congestion in the urban area[END_REF][START_REF] Khelf | Tram Service Quality and Its Impact on the Passengers' Modal Choice in Constantine City (Algeria)[END_REF][START_REF] Khelf | Evaluation of the tram intelligent system management by an analysis of its key performance indicators for an optimal mixed traffic control in Algeria[END_REF]. The length of Constantine tram network is currently 8 km, pending the opening of the next extension, which is being tested [START_REF] Khelf | The effect of vibration inside the Constantine's tramway on the comfort of passengers[END_REF][START_REF] Khelf | Tram Service Quality and Its Impact on the Passengers' Modal Choice in Constantine City (Algeria)[END_REF]. The table 1 present the offered number of tram in 2018 according to the interval of time in weekdays, Fridays and Saturdays.

Tab. 1 The suggested number of trams used in operation.

Weekdays

Fridays Saturdays The performance (tram/days) 504 368 252

In an exceptional month of the year 2018, the number of trams used in operation is 592 trams per day for 30 days (between 16 May-14 June 2018). The theoretical number of travelers per month is calculated in the equation [START_REF] Rudolph | Congestion from a Multimodal Perspective[END_REF].

c o o M T P   , (1) 
 Po is the theoretical number of travelers per month.  To is the theoretical number of trams offered per month.  Mc is the trams' mass capacity (302 travelers per tram). Noting that the theoretical number of trams offered per month is calculated in the equation (2).
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 Tw is the theoretical number of trams offered in weekdays per month.  Tf is the theoretical number of trams offered in Fridays per month.  Ts is the theoretical number of trams offered on Saturdays.

The real number of trams needed per month is calculated from equation (3).

c r r M D T  , ( 3 
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 Tr is the real number of trams needed per month.  Dr: is the real number of travelers per month.

The number of tram attendance rate per month is calculated from equation [START_REF] Ardiansyah | Determination of location and numbers of tram stops in Surabaya with model set covering problem[END_REF].
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 Ar is the number of tram attendance rate per month.

The evaluation of the road traffic situation

In the second part, according to the results of the tram's operation analyzed previously, the objective is to evaluate the traffic flow at the intersection. We have focused on the impact of the tram exploitation on the traffic flow situation. This section will show clearly the estimation of the blocked cars, due to the passage of trams at the shared signalized crossroads. A comparison between the traffic flow blocked, because of the suggested and real trams' frequency had been analyzed, to show their impacts on the traffic fluidity.

The time headway h in the calculation of the traffic flow is 2 seconds [START_REF] Cohen | Ingénierie du Trafic Routier: Eléments de théorie du trafic et applications[END_REF]. The required time t for the tram to leave the Che Guevara junction is 40 seconds [START_REF] Khelf | Evaluation of the tram intelligent system management by an analysis of its key performance indicators for an optimal mixed traffic control in Algeria[END_REF]. The estimated blocked traffic flow according to the theoretical and real number of trams is calculated from the equation [START_REF] Soczówka | The classification of railway stops and stations in terms of land use structure in their surroundings[END_REF].

h t T Q f b *  , (5) 
 Qb is the estimated blocked traffic flow.  Tf is To in the case of the estimated blocked traffic flow Qbo according to the theoretical number of trams per month.  Tf is Tr in the case of the estimated blocked traffic flow Qbr according to the real number of trams needed per month. The estimated gained rate of traffic fluidity Qbg in Che Guevara junction is calculated from the equation [START_REF] Kormanyos | Conditions of a Quality Public Rail Service in Hungary[END_REF].
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A survey with cars' drivers

In this last step of the study, 250 drivers who pass through the junction of Che Guevara, were interviewed for having their opinions on traffic congestion in April 2019. This, to confirm from their opinions the existence of the traffic congestion in the junction of Che Guevara, to know the main causes and how can this impact their behaviors, for instance, doing dangerous maneuvers and violence toward other drivers.

ANALYSIS AND DISCUSSION

Trams' management evaluation

Comparison of the annual suggested and real travelers' frequency

The collected data of the annual frequency of the tram travelers are acquired from the Enterprise Metro Algiers (EMA). Overall, the figures below, show that the tram does not respond optimally to the travelers' demand, because it is not operated at the real time. Fig. 2 shows that the suggested users demand is 4 to 5 times greater than the real users' attendance, this proves that the tram operation is not suitably managed in real-time. The influence of the tram operation and the traffic lights control 91. number of trams that could meet the travelers' demand does not exceed 3500 trams per month. The rate of trams needed to respond to the real users' demand is just between 9.06% and 22.76% of the offered suggested trams. The result of this part shows that the traffic flow could have been better if the number of trams has responded, optimally, to the tram travelers' attendance. Because the intersection could have gained between 77.24% to 90.94% of fluidity, compared to the applied proposed number of the trams; Which contributes efficiently to reducing congestion in Che Guevara intersection and all the other junctions located on the lane of tram. This situation is existing until now, it is necessary to reduce the number of trams, to be more efficient to reduce traffic jams. 

The survey analysis

The characteristics of respondents

The first part of the sample represents the respondents' characteristics, it is composed of 68% of men and 32% of women. 83.60% of motorists are between 18-36 and 37-55 years old. The first reason for 66.40% of drivers to take this itinerary is for work. Moreover, 66.40% of them use this route every day and 15.20% between 3-4 times per week. This proves that the selected drivers know this way well.

Tab. 2

The characteristics of respondents [START_REF] Khelf | Contribution à l'étude de la congestion et la régulation du trafic routier pour l'évaluation de la circulation en milieu urbain[END_REF] Number The traffic congestion problem Table 3, presents the problem of the traffic congestion and its causes in intersections, 87.60% of respondents, see eye to eye that traffic jams in signalized crossroads has, always, caused them delays and no one had denied. According to the data of this table, it is apparent that 45.20% of drivers find that the minimum of the necessary time to cross the intersection between 7:30 a.m and 06:00 p.m is 16 minutes, 32.40% say 11-15 minutes and 22.40% of drivers find it between 5-10 minutes.

The main cause of this problem in Che Guevara junction is the tram operation, 63.60% of car drivers claim that Constantine tram is weakly exploited because its passage is not regular in Che Guevara junction, this is one of the traffic congestion causes.

Furthermore, the synchronization of the traffic lights is also a cause of this issue, because the signal timing is not consistent with the operation of the tram. The passage of this last causes a distribution in the traffic lights.
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Tab. 3 Traffic Congestion problems and causes at the intersection [START_REF] Khelf | Contribution à l'étude de la congestion et la régulation du trafic routier pour l'évaluation de la circulation en milieu urbain[END_REF] 

Number of drivers Percent

The 

Impact of traffic congestion on drivers' behavior

This section represents the results of the impact of traffic congestion on drivers' behaviors. It is divided into three parts:  The stress due to the traffic congestion Fig. 5 demonstrates that 75.20% of drivers are always stressed due to the congestion at the intersection. This result is so high because stress is a type of annoyance that impacts negatively the behavior of drivers, which complicates the state of road traffic at the intersection. That conduct us to discover the severe consequence of this problem on their behaviors. 7 represents dangerous maneuvers due to the stress. This last causes drivers' dangerous maneuvers, because 49.60% of them do maneuvers changing lane because of the stress and impatience and they take the risk to cross the intersection before the tram's arrival. Also, they use the car horn to incite other drivers to do more speed for crossing the lights when they turn red. Otherwise, sometimes trams pass into the intersection when the light is green for motorists who traverse the line of the tram, this is too dangerous (Fig. 8). This mismanagement of the multimodal traffic system influences negatively the drivers' behaviors at the intersection. From almost three years to now, this problem is still existing, it is high time to resolve it and to ameliorate the traffic control at intersections that include tramlines. Finally, Fig. 9 shows that 90% of drivers are not satisfied with the current multimodal traffic management, they find it bad because of all causes cited previously.
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DISCUSSION & CONCLUSION

The particularity of this article is to identify the real cause of congestion at intersections that contain a lane of the tram, besides, to know its repercussion on the drivers' behaviors. In this study, especially, in Che Guevara junction, it is impossible to modify the geometry or build an expansion of the roads, because of several constraints. Hence, it is necessary to, optimally, adjust the existing infrastructure.

Unlike the other articles, the value of this paper is that both tram exploitation and its effect on the traffic flow situation are analyzed and evaluated at one time. Also, its importance is to know the opinions of road users about congestion at this intersection and how it affects their behaviors.

In this study, a detailed analysis of the real and suggested travelers' demand has been made, in addition to the comparison between a calculated proposed and real number of trams, to know whether Constantine tram is performing well.

From this article, it has been shown that the real demand of travelers is significantly less than the proposed one, the number of trams applying in operation throughout the year 2018, greatly exceeds the number which can respond to the real attendance. This bad performance causes a high traffic flow blocked at the intersection because of the considerable number of trams that cross the intersections.

Otherwise, the high frequency of trams is not the only source of traffic jams, but, also the nonconsistency of traffic lights with the tram operation system is one of these main causes, because of the existence of some disturbances in the signal timing when the rail vehicle passes through the intersection. The last part of the results has shown that 87.6% of drivers are always stuck in congestion at this intersection. The non-optimal multimodal traffic control has a negative impact on the drivers' behaviors because it makes them stressed. Almost 50% would opt to take a dangerous decision to change the lane or cross the intersection when the tram is near the intersection.

All this can be an extra origin of congestion and complicates more the problem, especially because of a probable accident. Therefore, traffic jams can be a source of accidents because of drivers' behaviors especially stress.

RECOMMENDATIONS

Multiple recommendations should be implemented in order to lessen the impact of the tram fleet used in operation on the other motorists and to increase traffic fluidity. This allows avoiding the adverse behavior of drivers at intersections.

The establishment of an efficient timetable is necessary to ensure a better management of the tram fleet and to guarantee a sustainable mobility. This solution cannot be realized without an equilibrium between the tram supply (capacity or number of trams offered) and travelers' demand. Furthermore, an extensive study of the tram exploitation during the previous years is imperative to find the optimal interval of time, especially at rush hours. Therefore, the increase of the time interval between trams for an optimal management of the fleet will not influence work appointments of travelers as it will be done according to the data in real time to guarantee the regularity of trams especially at rush hours.

Furthermore, the optimization of its operation is an important factor to have more fluidity for motorists. That is, when the tram interval time increase, the motorists will have more time to cross the junctions and therefore this solution allows reducing the delay for motorists in junctions.

The optimal management of the multimodal traffic system is among the chief solutions to decrease traffic jam in junctions. The optimization of the traffic light system according to the tram control system will reduce traffic jams and limit its negative impact on drivers' behavior. In addition, it will contribute to avoiding drivers' stress. This will, subsequently, reduce taking risks either by changing the lanes or by crossing the tramline in a dangerous position.

This article can be a reference to other papers that are studying traffic jam problems, the tram operation, and the driver's behavior in critical junctions.
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