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Introduction

Achieving accurate, time resolved, and local measurement of scalar properties in complex liquid flows is a challenge in experimental fluid mechanics. Such measurements are highly desirable in heat and mass transfer studies, where they can be used to investigate mixing fundamentals [START_REF] Bouche | Mixing in a swarm of bubbles rising in a confined cell measured by mean of PLIF with two different dyes[END_REF][START_REF] Lacassagne | January. Ratiometric, single-dye, pH-sensitive inhibited laser-induced fluorescence for the characterization of mixing and mass transfer[END_REF]. Planar Laser Induced Fluorescence (PLIF) methods are a powerful tool in that context. In their "classical" version, the local concentration of a fluorescent dye is related to its fluoresced light intensity triggered in a plane by a laser source, and the dye's dispersion and mixing is monitored by recording fluoresced light intensity using cameras [START_REF] Papanicolaou | Investigations of round vertical turbulent buoyant jets[END_REF]. As an extension, the inhibited version of PLIF, I-PLIF, uses the scalar-dependency of well-mixed dye's fluorescence to "make visible" an intrinsic scalar quantity transported in the flow, and measure its local value, under some assumptions that are precisely discussed in the present work. Depending on the chosen dye, various flow scalars can be measured, such as temperature [START_REF] Chaze | The saturation of the fluorescence and its consequences for laser-induced fluorescence thermometry in liquid flows[END_REF][START_REF] Mishra | Investigation of Five Organic Dyes in Ethanol and Butanol for Two-Color Laser-Induced Fluorescence Ratio Thermometry[END_REF], pH [START_REF] Asher | The interaction of mechanically generated turbulence and interfacial films with a liquid phase controlled gas/liquid transport process[END_REF][START_REF] Variano | Turbulent transport of a high-Schmidt-number scalar near an air-water interface[END_REF][START_REF] Valiorgue | Concentration measurement in the wake of a free rising bubble using planar laser-induced fluorescence (PLIF) with a calibration taking into account fluorescence extinction variations[END_REF][START_REF] Lacassagne | January. Ratiometric, single-dye, pH-sensitive inhibited laser-induced fluorescence for the characterization of mixing and mass transfer[END_REF][START_REF] Kong | May. Dual emission LIF technique for pH and concentration field measurement around a rising bubble[END_REF] or dissolved gas concentration [START_REF] Jimenez | Oxygen mass transfer and hydrodynamic behaviour in wastewater: Determination of local impact of surfactants by visualization techniques[END_REF][START_REF] Butler | Modelling of mass transfer in Taylor flow: Investigation with the PLIF-I technique[END_REF][START_REF] Xu | Comparison of three different techniques for gas-liquid mass transfer visualization[END_REF]. PLIF methods yet face several limitations due to the fact that the local fluoresced light intensity also depends on the local laser excitation intensity mapping, which may not be homogeneous, especially in non optically thin systems. It may also be disturbed by unsteady phenomena such as reflections at gas liquid interfaces [START_REF] Bouche | Mixing in a swarm of bubbles rising in a confined cell measured by mean of PLIF with two different dyes[END_REF][START_REF] Butler | Modelling of mass transfer in Taylor flow: Investigation with the PLIF-I technique[END_REF], making all optical calibration steps performed in steady excitation condition non applicable. To account for such limitations, ratiometric methods have been developed [START_REF] Coppeta | Dual emission laser induced fluorescence for direct planar scalar behavior measurements[END_REF][START_REF] Bouche | Mixing in a swarm of bubbles rising in a confined cell measured by mean of PLIF with two different dyes[END_REF][START_REF] Chaze | The saturation of the fluorescence and its consequences for laser-induced fluorescence thermometry in liquid flows[END_REF][START_REF] Lacassagne | January. Ratiometric, single-dye, pH-sensitive inhibited laser-induced fluorescence for the characterization of mixing and mass transfer[END_REF][START_REF] Kong | May. Dual emission LIF technique for pH and concentration field measurement around a rising bubble[END_REF]. They no longer rely on fluoresced light intensity, but on the ratio of two fluoresced light intensities (colors, coming from one or multiple dyes) the value of which also depends on the scalar quantity to be measured. Ratiometric versions exist for "classical" [START_REF] Bouche | Mixing in a swarm of bubbles rising in a confined cell measured by mean of PLIF with two different dyes[END_REF] or inhibited PLIF [START_REF] Chaze | The saturation of the fluorescence and its consequences for laser-induced fluorescence thermometry in liquid flows[END_REF][START_REF] Lacassagne | January. Ratiometric, single-dye, pH-sensitive inhibited laser-induced fluorescence for the characterization of mixing and mass transfer[END_REF][START_REF] Kong | May. Dual emission LIF technique for pH and concentration field measurement around a rising bubble[END_REF], and have been applied to mixing characterisation [START_REF] Bouche | Mixing in a swarm of bubbles rising in a confined cell measured by mean of PLIF with two different dyes[END_REF], mass transfer measurements [START_REF] Lacassagne | January. Ratiometric, single-dye, pH-sensitive inhibited laser-induced fluorescence for the characterization of mixing and mass transfer[END_REF][START_REF] Kong | May. Dual emission LIF technique for pH and concentration field measurement around a rising bubble[END_REF], or temperature measurements [START_REF] Chaze | The saturation of the fluorescence and its consequences for laser-induced fluorescence thermometry in liquid flows[END_REF]. In particular, pH sensitive techniques [START_REF] Asher | The interaction of mechanically generated turbulence and interfacial films with a liquid phase controlled gas/liquid transport process[END_REF][START_REF] Valiorgue | Concentration measurement in the wake of a free rising bubble using planar laser-induced fluorescence (PLIF) with a calibration taking into account fluorescence extinction variations[END_REF][START_REF] Variano | Turbulent transport of a high-Schmidt-number scalar near an air-water interface[END_REF][START_REF] Lacassagne | January. Ratiometric, single-dye, pH-sensitive inhibited laser-induced fluorescence for the characterization of mixing and mass transfer[END_REF] are useful tools for fundamental and applied chemical engineering and process research in that they allow to quantify micro-mixing in presence of chemical reaction. They are nevertheless associated to an additional limitation inherent to the dyes used (fluorescein sodium or others [START_REF] Kong | May. Dual emission LIF technique for pH and concentration field measurement around a rising bubble[END_REF]): the scalar (pH) dependency of the absorption coefficient, which, in turn, affects the absorption of excitation intensity and makes the limitations of single color, intensity based PLIF even more critical. The constraints associated to scalar dependency of the absorption coefficient can be illustrated with figure 1, inspired and completed from [START_REF] Lacassagne | January. Ratiometric, single-dye, pH-sensitive inhibited laser-induced fluorescence for the characterization of mixing and mass transfer[END_REF].

In figure 1 a, the scalar's region of variation (ROV) is small compared to the region of homogeneous scalar, hence the absorption coefficient is only locally modified, and it can be assumed that the overall absorption as seen by a point M of the region of interest (ROI) "after" the scalar patch (in the laser propagation direction) is similar to what would have been without the scalar structure. Hence, a simple normalisation of the incident light intensity accounting for Beer-Lambert absorption is sufficient, and no further correction is required after calibration. In figure 1 b however, the scalar patch occupies a significant portion of the ROI, and thus the laser attenuation on its way through the ROI is significantly altered. This has an influence on the incident light effectively reaching the far side of the ROI. Progressive pixel-by-pixel calibration and processing as described in [START_REF] Valiorgue | Concentration measurement in the wake of a free rising bubble using planar laser-induced fluorescence (PLIF) with a calibration taking into account fluorescence extinction variations[END_REF] are required to estimate the actual excitation intensity reaching each point of the ROI, which depends on the scalar structure encountered. Finally, figure 1 c corresponds to the critical case where most of the scalar structure encountered are outside of the ROI, in the so called outer region (OR). The laser path history on its way to the ROI is not known: it is not possible to account for out of field absorption (OFA) in the OR using elaborate pixel by pixel correction, and ratiometric methods are required. The above picture is a textbook example of challenges in unsteady scalar boundary layer measurements, where the size of the boundary layer in the liquid phase is often small compared to typical flow scales, forcing experimentalists to zoom the ROI well into the ROV, making optical access challenging, and measurement accuracy questionable [START_REF] Valiorgue | Concentration measurement in the wake of a free rising bubble using planar laser-induced fluorescence (PLIF) with a calibration taking into account fluorescence extinction variations[END_REF].

The objectives of this paper are twofold: firstly, understand and estimate the errors one makes when using single color PLIF in situations where the ratiometric method is a priori required; secondly, suggest a correction of single color concentration measurements in unsteady boundary layers based on the prior knowledge of the mean, steady, concentration profiles. For that purpose, a Systematic error and correction of I-PLIF for pH measurement data set presented in [START_REF] Lacassagne | Turbulent mass transfer near gas-liquid interfaces in water and shear-thinning dilute polymer solution[END_REF] is used. It corresponds to carbon dioxide dissolution and mass transfer at a flat horizontal gas liquid interface enhanced by bottom shear turbulence. pH sensitive laser induced fluorescence was applied in both its intensity-based (I pH -P LIF ) and ratiometric form (I r pH -P LIF ), the pH decreasing with increasing dissolved gas concentration.

Such measurements are well suited to the aims of this paper: they are targeting sub-millimetric scalar boundary layers in a flow of much larger scale, and thus focus on a ROI much smaller than the ROV and the OR, which is bound to be associated to significant, concentration dependent, and unsteady OFA. The non dimensional intensity at point M is then written In the ratiometric case however, bands of polychromatic fluoresced light are used instead of the full spectrum. The ratio R for fluoresced intensity integrated over two spectral bands (λ inf 1 ,λ sup 1 ) and (

I * (M ) = I r (M ) I r,ref (M ) = φ(M ). (λ e , M ) φ ref . ref .e -C f Ls(M ) 0 ( (λe,pH(r))-ref )dr ( 
λ inf 2 ,λ sup 2 ) is R(λ inf 1 , λ sup 1 , λ inf 2 , λ sup 2 , M ) = λ sup 1 λ inf 1 S φ (Λ, M )dΛ λ sup 2 λ inf 2 S φ (Λ, M )dΛ (3)
with S φ the "spectral" quantum yield of fluorescence. Demonstration of equation 3 can be found in [START_REF] Lacassagne | January. Ratiometric, single-dye, pH-sensitive inhibited laser-induced fluorescence for the characterization of mixing and mass transfer[END_REF], where it is shown that the ratio depends only on the pH (and thus on M ), and this ratio is monotonous for well chosen spectral bands. In the present situation, L s can be divided into two parts: L ROI which corresponds to the laser path inside the ROI, accessible to measurement, and L OR which is the path in the outer region. Assuming that laser beams are horizontal (weak laser sheet divergence) and the location of the ROI kept constant, the path crossed in the OR does not depend on M.

The exponential terms in equation 2 can thus be separated and the equation becomes:

I * (M ) = φ(M ). (M ) φ ref . ref .e -C f L OR 0 ( (pH(r))-ref )dr .e -C f L OR +L ROI (M ) L OR ( (pH(r))-ref )dr (4) 
In conventional single color methods, both exponential terms of this equation are neglected as a first approach. For non-optically thin systems, it comes to assuming that the extinction coefficient stays close to its reference value during both calibration and the measurement steps. However in the present case, the variations of in the studied pH range are important, thus this simplification leads, as will be shown below, to substantial errors.

When L OR = 0, or L OR << L ROI with comparable absorption levels in the OR and ROI, the first exponential term of equation 4 approaches unity. This In cases where L OR >> L ROI , the pixel-by-pixel calibration fails at accounting for absorption coefficient variation, as most of the laser absorption occurs outside of the ROI, beyond the experimental reach. On the other hand, one may assume that the absorption inside the ROI is negligible versus that in the OR. This applies for example for experiments where L OR is of the order of 10 cm or 1 m, and L ROI of the order of 1 cm, with similar phenomena occurring in OR and ROI regions. The first exponential term of equations 4 is no longer close to unity, but the second exponential term is, and the correction method proposed below applies in that case. Indeed, in order to account for OR variations of extinction coefficient, one needs information on the local value of pH in the OR, which is precisely the quantity that is measured in the ROI. A way of getting around this problem is to rewrite the exponential term of equation 2 as

e C f L OR 0 ( (r)-ref )dr = e C f L OR ( -ref ) (5)
where is the average extinction coefficient along L OR . Its value depends on the concentration statistics. In the case depicted in figure 1 Hereinafter, two single color procedures are applied. Firstly the Standard procedure S assumes that e C f Ls( (pH)-ref ) =1 during both the calibration and measurement steps. It is the fastest single color method in terms of processing time, since it only requires the normalization of calibration and measurement images by a unique reference image recorded at an homogeneous and known pH. It is also the most frequently encountered in the literature. It is however expected to lead to significant errors, since the variations of extinction coefficient are neglected. Single-color PLIF is applied using that of the two available fluorescence signals with the best signal-to-noise ratio. Similar results have been obtained using the lower intensity spectral band, with yet a higher noise level. Secondly, the Standard procedure accounting for absorption in the outer region, labelled Sa, consists in applying equations 4 and 5, neglecting absorption inside the ROI, and using the mean concentration profile obtained from ratiometric measurement as an input data (equation 6). In doing so, one assumes that scalar fields in the ROI and OR are comparable, and that the ROI is large enough with respect to the scalar structure so that it provides first order concentration statistics that are representative of the whole ROV and thus of the OR. In other words, the hypothesis is that the concentration field is statistically homogeneous along the beam penetration direction, and in so, the mean concentration values have to be the same along this direction. These two procedures are tested on one single arbitrarily chosen instantaneous field (t=200 s), and compared to the ratiometric procedure R, also performed on the same instantaneous data. A similar analysis has been performed for the S and Sa procedures on other instantaneous fields and led to the same conclusions. Calibration images were recorded at several homogeneous pH values (see figure 2). The same processing (S, Sa or R) was applied to calibration images to derive the intensity or ratio versus pH calibration relationships. It should yet be noted that this correction factor has to be considered together with the one on calibration curves: during the calibration process, pH is homogeneous in the tank so no such profile exists, however, the OR absorption for the lowest calibrated pH values is smaller than the OR absorption for the higher ones. This explains the difference in the I * cal and
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(φ ) * cal curves in figure 2.

Looking now at instantaneous in-flow measurements, the concentration and pH fields in figure 4 are visually very similar. This shows that scalar fields are qualitatively well captured by all methods. However, it appears that the S method underestimates concentration levels, especially at high concentrations. Correction of outer region absorption makes Sa fields more similar to R fields even if some scalar structures still seem of lower concentration in the Sa picture than in the R one. pH fields from single color methods never display values higher than 6.5 while the reference pH=7 is reached at some regions of the field obtained from ratiometric measurement. This however does not impact much concentration levels since pH between 6.5 and 7 correspond to low concentration values (lower than 10 -1 mg/L here). pH fields S and Sa are visually difficult to compare: variations are of about 0.1 to 0.2 pH units. Yet because of the exponential link between pH and concentration this leads to important differences in terms of local concentration values. smaller than the reference one, if the reference is chosen constant at higher pH, and excitation beams reach the ROI at a higher intensity level than expected from the intensity calibration images I * cal . Neglecting extinction coefficient variations in the OR thus comes to interpret higher recorded intensity levels as being caused by higher local pHs (and lower dissolved gas concentrations, here), whereas they are in fact due to an increased local excitation intensity.

A notable result is yet that this under-estimation does not affect the spatial distribution of concentration structures or profiles along depth. It only changes the magnitude of the concentration. To that extend, while the accuracy of single color methods for quantitative measurements can be questioned, they can still be used for analysing of the shape of scalar structures, and of qualitative evolution of scalar and mass flux statistics in space.

Figure 1

 1 Figure 1 Configurations of high laser attenuation with scalar-dependent absorption coefficient a) easily correctable b) Correctable using a pixel-by-pixel method (Valiorgue et al., 2013), c) Non correctable with a single color method. The illustration is based on measurements reported in Lacassagne et al. (2022) used hereinafter.

  All notations used throughout the present article (coordinates and parameters) are similar to those used in[START_REF] Lacassagne | Turbulent mass transfer near gas-liquid interfaces in water and shear-thinning dilute polymer solution[END_REF] (or Lacassagne et al. (2018)), unless stated otherwise. In what follows, the theoretical backgrounds of single color and ratiometric methods are recalled in section 2 (additional details available in[START_REF] Valiorgue | Concentration measurement in the wake of a free rising bubble using planar laser-induced fluorescence (PLIF) with a calibration taking into account fluorescence extinction variations[END_REF] and[START_REF] Lacassagne | January. Ratiometric, single-dye, pH-sensitive inhibited laser-induced fluorescence for the characterization of mixing and mass transfer[END_REF], respectively). The experimental conditions reported in[START_REF] Lacassagne | Turbulent mass transfer near gas-liquid interfaces in water and shear-thinning dilute polymer solution[END_REF] are then briefly summarized in section 3. In section 4, the calibration strategies and data processing steps are first detailed, and the concentration results obtained with both methods are compared. The proposed correction is also assessed. As a conclusion, the origin of systematic error on single color measurement and its implications for the interpretation of literature measurements (including Lacassagne et al. (2018)) are discussed.2 TheoryIn[START_REF] Lacassagne | January. Ratiometric, single-dye, pH-sensitive inhibited laser-induced fluorescence for the characterization of mixing and mass transfer[END_REF], The recorded fluoresced light intensity coming from point M of the ROI for a given excitation wavelength λ e is derived asI r (M ) = I 0 AC f φ(M ) (λ e , M )V s .e -C f Ls(where I 0 is the output laser intensity, A is a constant which depends on the optical set-up used to format the laser sheet, V s is a small volume centred around M , L s (M ) is the length crossed by a laser beam before reaching point M (see figure1), C f is the concentration of fluorescent dye in the fluid assumed identical at any point and φ and are the fluorescence quantum yield and extinction coefficient of the dye respectively. These last two quantities vary inside the fluid since they depend on local pH values. The above equation assumes that fluoresced light re-absorption on the way to the sensor is negligible[START_REF] Lacassagne | January. Ratiometric, single-dye, pH-sensitive inhibited laser-induced fluorescence for the characterization of mixing and mass transfer[END_REF], and the present work is restricted to this assumption.In single color methods a reference intensity field I r,ref measured at an homogeneous and known pH, pH ref , is used to normalize recorded intensity fields, in order to account for non-homogeneity of I 0 and Beer-Lambert absorption.

  2) With φ ref = φ(pH ref ) and ref = (λ e , pH ref ) the normalized quantum yield and extinction coefficients respectively. For the sake of simplicity, the λ e dependency in the equations is dropped, as the laser source wavelength is most of the time known, unique and fixed in PLIF applications. The equations for the full fluoresced light spectrum are derived hereinafter, but similar equations can easily be written for specific fluorescence wavelengths λ or spectral band. One simply needs to replace φ by S φ (λ) and if needed integrate the expressions over the chosen spectral band. It appears that in equation 2, laser reference intensity I 0 and the geometrical constant A have disappeared. However, the Beer-Lambert absorption term cannot a priori be cancelled out, since (λ e , pH) generally differs from ref . The expression of the received intensity thus still depends on laser absorption conditions.

  is the case where pixel-by-pixel calibration method as proposed by[START_REF] Valiorgue | Concentration measurement in the wake of a free rising bubble using planar laser-induced fluorescence (PLIF) with a calibration taking into account fluorescence extinction variations[END_REF] can be applied. The principle is to no longer use the measured intensity but the normalized (φ ) * = φ φ ref ref as an indicator of pH. Contrary Systematic error and correction of I-PLIF for pH measurement to I * , which depends on Beer-Lambert extinction of the laser intensity, the normalized (φ ) quantity only varies according to the local pH.

  (as in[START_REF] Lacassagne | Turbulent mass transfer near gas-liquid interfaces in water and shear-thinning dilute polymer solution[END_REF]), the beams propagation and thus the r direction is horizontal, noted r ≡ x, and scalar quantities vary along the vertical direction z. As a first order approximation, one may write that (z, t) = f C(z, t)(6)where C is the pH dependent scalar quantity, in that case dissolved carbon dioxide concentration, which itself influences the local values. The over-bar symbol denotes a width averaged profile of the extinction coefficient (along the laser path-line), leaving only a depth (z) and time (t) dependency. All that is needed is then an information on the (instantaneous) mean concentration profile in the boundary layer, as directly depends on C. In what follows, instantaneous concentration profiles obtained from ratiometric measurements will be used to try and correct single color measurements of the same experiment.3 ExperimentsThe experiments reported in[START_REF] Lacassagne | Turbulent mass transfer near gas-liquid interfaces in water and shear-thinning dilute polymer solution[END_REF] consisted in pure gaseous carbon dioxide dissolving in a liquid phase from a flat horizontal interface, under the action of turbulence in the liquid phase (figure 1 c, schematic representation, not to scale). The ROI was located at the center of a large tank, and the ROV was wide as the surface of exchanges. An empirical correlation between dissolved gas concentration and pH was C = Ae -BpH with A=1.55×10 11 mg/L and B = 4.63 (from Lacassagne (2018); Lacassagne et al. (2022)). I pH -P LIF (using the full fluorescence spectrum) and I r pH -P LIF , with the same spectral bands as used in Lacassagne et al. (2018) were used to collect fluoresced light intensity fields. The fluorescent dye was fluorescein dissodium salt at a concentration of C f = 5.10 -7 M. Fluorescence was triggered by a Stabilite 2017 Argon-Ion Continuous Wave Laser (CWL) and recorded by a Lavision 2560 by 2160 sCMOS sensor equipped with a 105 mm focal length Macro lens. For I pH -P LIF measurements, the lens was only equipped with a long-pass filter to suppress the fluorescence excitation wavelength. For I r pH -P LIF measurements, an image doubler was added in front of the lens. One "eye" of the doubler was equipped with a 515 nm bandpass filter (band 1: ), and the other with a 560 nm cut-off longpass filter (band 2: λ inf 2 = 560 nm, λ sup 2 -→ +∞). The shutter time was dt f = 10 ms. Due to the central location and small size of the ROI with respect to the tank in the experiments, PLIF measurements were performed in the situation described in figure 1 c: L OR = 12 cm and L ROI = 2 cm: the system cannot be considered optically thin, and laser excitation intensity received by a given point of the ROI was conditioned by Beer-Lambert absorption. This absorption depended on dissolved gas structures encountered by the laser on its path, inside and outside of the ROI, because the absorption coefficient on fluorescein sodium depends itself on the pH, which in turn depends on the dissolved gas concentration to be measured. Concentrations measured by the two-color method and their statistics will be used as reference values, keeping in mind that I r pH -P LIF is also subject to measurement errors as discussed extensively in Lacassagne et al. (2018).

Figure 2

 2 Figure 2 Calibration curves for single color methods S and Sa, and for the ratiometric method R. Markers are points measured from calibration images for respectively I * cal , (φ ) * cal and R. Dashed and dotted lines are hyperbolic tangent fittings. The exponential corrective factor e C f L OR ( (pH)-ref ) is plotted versus pH in subfigure b.

Figure 2

 2 Figure 2 shows calibration curves for the S, Sa and R methods. Markers are measured points and lines are hyperbolic tangent fittings. It appears that the (φ ) * cal relative values are lower than I * cal values, especially at low pH. Indeed, taking ref = (7), the difference (pH)ref is negative since the absorption coefficient decreases with decreasing pH (see figure 2, Klonis and Sawyer (1996)). The OR exponential correction term computed from equation 4 here ranges from about 0.75 to unity at pH=7 (figure 2 b). Absorption in the outer region is predicted from ratiometric concentration measurements. The mean concentration profile C(z, ) obtained is turned into pH(z) using the previously established pH-C calibration. pH(z) is translated into (z) thanks to hyperbolic tangent fitting of the literature data for epsilon (Lacassagne et al., 2018), and the exponential factor e C f L OR ( (z)-ref ) can be computed as a function of z. All these profiles are shown respectively in figure 3 a), b), c) and d), in log scale z axis and log scale concentration values for sub-figure a). Dissolved

Figure 3

 3 Figure 3 Correction of the outer region absorption based on ratiometric measurement of C(z, t), with t=200 s. a) is C profile in log-log scale. b)c)d) are profiles for pH, and e C f L OR ( -ref ) respectively, z in log scale.

Figure 4

 4 Figure 4 Comparison of pH (a,b,c) and concentration (d,e,f) fields obtained by R (a,d), S (b,e) and Sa (c,f) methods, and comparison of g) local (x=6.3 mm, vertical dashed lines) and h) width averaged concentration profiles along depth, obtained by all three methods, in log-log scale.