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In aerospace acamedic and industrial world, soft impacts are commonly used to replace bird strike tests for the validation of materials and structures as well as the calibration of numerical models. However in general, the analysis reported show only a few part of the experimental information available.

In this paper, three laminate composites made of epoxy resin reinforced by glass or carbon fibres are tested under gelatin impact at several velocities up to complete failure. A detailed analysis based on 3D Digital Image Correlation (3D DIC) and visual inspection of the three laminates is provided for a total of 21 tests with impact velocities in the range 60-112 m/s. DIC extraction provides accurate quantitative displacement fields of the rear face in both time and space. Moreover, specific failure scenarios are identified for each laminate. The results obtained provide a suitable database for the development of numerical models. In addition, all experimental data from DIC extractions are opened to the readers on the Recherche Data Gouv website for comparisons with their own tests or numerical models.

Introduction

As a major threat in the aeronautical area, impact loading has received close attention over the past decades. Not only for aircrafts but also for helicopters, impact events such as bird strikes, impact with hailstones, metal debris, tyre debris, drone, etc. are likely to damage vital parts of aircrafts and helicopters such as fuel tanks [START_REF] Wang | Experimental and numerical study of tire debris impact on fuel tank cover based on coupled eulerian-lagrangian method[END_REF], windshields [START_REF] Wu | A reformulated rate-dependent visco-elastic model for dynamic deformation and fracture of pmma with peridynamics[END_REF][START_REF] Mohagheghian | Deformation and damage mechanisms of laminated glass windows subjected to high velocity soft impact[END_REF][START_REF] Mohagheghian | Effect of the polymer interlayer on the high-velocity soft impact response of laminated glass plates[END_REF], wings [START_REF] Ahmed | Determination of the size of the local region for efficient global/local modeling in a large composite structure under impact loading[END_REF][START_REF] Liu | Design of aircraft structures against threat of bird strikes[END_REF][START_REF] Meng | Dynamic response of the horizontal stabilizer during uas air-36 borne collision[END_REF][START_REF] Tatlier | Structural and cfd analysis of an airfoil subjected to bird strike[END_REF], engine blades [START_REF] Vignjevic | A parametric study of bird strike on engine blades[END_REF][START_REF] Liu | Dynamic behavior and damage mechanism of 3d braided composite fan blade under bird impact[END_REF], rotor blades, rotor parts, or flying instrument such as Pitot tube. At the design stage, this requires to evaluate the resistance of structures to such severe loadings whenever the material is modified. In particular, increasing use of laminate or sandwich composites in structural parts [START_REF] Davies | Composites for Marine Applications[END_REF][START_REF] Gupta | Application and future 37 of composite materials: A review[END_REF][START_REF] Masilamani | A review on usage of carbon fiber reinforced plastics in automobiles[END_REF], favored by their high stiffness to weight ratio, is still given a special focus due to the competition between several failure mechanisms [START_REF] Fuwa | Tensile failure mechanisms in carbon fibre reinforced plastics[END_REF][START_REF] Gay | Composite Materials: Design and Applications[END_REF] and large number of design parameters.

This study focuses on bird strikes for which number of catastrophic events have been reported in the past decades, as reviewed for instance in [START_REF] Abrate | Soft impacts on aerospace structures[END_REF][START_REF] Metz | The bird strike challenge[END_REF].

Early experiments were performed by Barber [18], in which small birds (60 gr. to 125 gr.) were shot perpendicularly to a rigid target. The pressure time histories recorded were composed of a low frequency signal starting with a peak pressure followed by a steady state flow, plus a high frequency signal attributed to bird heterogeneity. In [START_REF] Peterson | Bird impact forces in aircraft windshield design[END_REF] the study was completed with a limited number of impacts with larger birds (0.9 to 3.6 kg) but no steady state phase was found in this case. Effects of oblique impact and target compliance were also briefly investigated. A hydrodynamic model was developed by Wilbeck [20] that allows to calculate the peak pressure (Hugoniot pressure), the steady-state pressure (stagnation pressure) and the impact duration. The model was compared with real birds and substitute bird material and some differences were reported, in particular for real birds due to large scatter. It is worth noting that despite the inevitable simplifications of Wilbeck's 1D model (already mentioned by Wilbeck himself), the equations still serve as a reference for quick but yet reasonably precise evaluation of the Hugoniot and stagnation pressure onto the target. However, this theory was developed for rigid targets only. It cannot capture the time-space repartition of the pressure, nor effects such as of waves reflection, target compliance, target shape, projectile shape, etc. For instance, large differences in the shock pressure between Willbeck's theory and experiments were reported in [START_REF] Allaeys | Numerical and experimental investigation of the shock and steady state pressures in the bird material during bird strike[END_REF]. Since then, several numerical methods to solve the dynamic fluid-structure interaction problem have emerged with the ambition to provide designers with a much more detailed model. A precise representation of the physics involved could tackle the problem up to the prediction of damage in the structure. As reviewed in [START_REF] Heimbs | Computational methods for bird strike simulations: A review[END_REF], a huge number of papers have been devoted to the development of numerical methods. The most promising strategies are based on Smooth Particle Hydrodynamics (SPH) methods or Arbitrary Eulerian Lagrangian (ALE) approaches. The validation of these numerical approaches is usually made by comparisons with Wilbeck's theory (despite simplified) or confronted to experimental results that generally use substitute birds like gelatin projectiles for instance. The question of the validity of replacing real birds by substitute materials is still discussed. In [START_REF] Welsh | Aircraft transparency testing -artificial birds[END_REF] for instance, very few impacts with 1.8 kg birds showed differences between gelatin and real birds.

Consistent with this, Lavoie [START_REF] Lavoie | Bird's substitute tests results and evaluation of available numerical methods[END_REF] measured a drop in the velocity of the projectile end during the past half of the impact while Wilbeck's theory assumes constant velocity during the flow to calculate the impact time. Nevertheless, in the academic world as well as in aircraft industry, gelatin impact tests are commonly used for testing structures under soft impact sollicitation.

Such soft impact experiments are challenging to perform, and most of the time, a very limited experimental information is extracted from the tests, which limits the validation of numerical models. This is also questionable because one ambition of numerical models is to help the design process with a very detailed local space-time information, what would need to validate the models with this scale of representation. In [START_REF] Roberts | Ballistic impact of braided composites with a soft projectile[END_REF], the failure modes caused by bird strike to metallic or composite plates and half-rings were the only data studied. Most of the time, the time history of deflections or strains taken at the center or at a few points in the sample were compared to the numerical results [START_REF] Wu | A reformulated rate-dependent visco-elastic model for dynamic deformation and fracture of pmma with peridynamics[END_REF][START_REF] Zhu | Experiment and Numerical Simulation of a Full-Scale Aircraft Windshield Subjected to Bird Impact[END_REF][START_REF] Hu | Experiment and numerical simulation of a full-scale helicopter composite cockpit structure subject to a bird strike[END_REF][START_REF] Liu | A novel design for reinforcing the aircraft tail leading edge structure against bird strike[END_REF][START_REF] Liu | Study on dynamic response characteristics of bird impact glass fiber laminate[END_REF]. In [START_REF] Giannaros | Lowand high-fidelity modeling of sandwich-structured composite response to bird strike, as tools for a digital-twin-assisted damage diagnosis[END_REF], Fiber Bragg Grating (FBG) sensors were used to record the strain on the back face of a small representative segment of front fairing of an helicopter. The structure tested to soft impact was a curved rectangular sandwich structure made of a 20 mm thick closed-cell polymeric foam core with relative high stiffness and strength and low density, and two 2.88 mm thick quasi-isotropic carbon fibre reinforced plastic (CFRP). In [START_REF] Vignjevic | Soft body impact resistance of composite foam core sandwich panels with unidirectional corrugated and tubular reinforcements[END_REF], impact absorption of two reinforced composite sandwich panels were tested against bird strike with the main information -apart the impact velocity -being the internal damage inspection by pulse thermography and X-ray CT. The sandwiches consisted in two facesheets made of 1 mm thick woven carbon fibre prepreg, and a low density polyurethane foam core reinforced with either a corrugated carbon composite sheet, or orthotropic carbon fibre twill prepreg tubes.

The resulting force and the momentum imparted onto the structure can also be compared [START_REF] Anghileri | Theoretical assessment, numerical simulation and comparison with tests of birdstrike on deformable structures[END_REF]. In particular, one question in the field is the amount of momentum transfered to the structure in the case of normal or oblique impacts. In [START_REF] Allaeys | Characterization of real and substitute birds through experimental and numerical analysis of momentum, average impact force and residual energy in bird strike on three rigid targets: A flat plate, a wedge and a splitter[END_REF], the momentum transfer on three rigid targets (a plate, a wedge and a splitter) was studied experimentally and numerically in order to quantify the forces originating from the change of momentum and splitting of the bird. A precise measurement of the pressure field is still beyond capabilities. Direct point pressure measurements with carbon gages have been reported to lead to unacceptable values in [START_REF] Lavoie | Bird's substitute tests results and evaluation of available numerical methods[END_REF]. It could be due to impedance effects between the projectile and the target as explained in [START_REF] Nandlall | On the determination of the shock and steady state parameters of gelatine from cylinder impact experiments[END_REF], who proposed to use a simple force sensor to derive the average pressure (but not the pressure field) during the shock. It was shown that it is necessary to account for the acoustic impedance of the sensor in order to achieve reliable values of the dynamic pressure.

The radial expansion of the projectile, that can be compared with Wilbeck's model or numerical models, is also easily extractable from impact tests up to a given precision. This is a very interesting information since it strongly depends on the material behavior in large deformation and at high strain rate. While [START_REF] Giannaros | Lowand high-fidelity modeling of sandwich-structured composite response to bird strike, as tools for a digital-twin-assisted damage diagnosis[END_REF] found good agreements with SPH simulations, results of [START_REF] Pernas-Sanchez | Artificial bird strike on hopkinson tube device: Experimental and numerical analysis[END_REF] indicate that "models predict less accurately the radial expansion, especially at lower impact velocities", pointing out the need of improvement in the material model for the substitute bird.

In the recent years, the development of digital image correlation (DIC) has provided a very efficient tool for the analysis of specimen deflection as it gives a field information over the visible area of the sample along the time evolution. Although it was already mentioned in [START_REF] Field | Review of experimental techniques for high rate deformation and shock studies[END_REF] as one of the promising techniques to study strain rate effects in highly dynamic problems, to the authors knowledge it has not been widely used for birds strike tests. The main technical difficulty is to record with high frequency devices, and in particular to synchronize the different cameras with each other. The scope of this paper is to present this experimental technique as the best candidate to validate numerical models since the experimental information is very rich. Use of DIC for various type of impulsive loadings has been briefly reviewed in [START_REF] Hild | Measurement of kinematic fields via dic for impact engineering applications[END_REF]. To study severe dynamic loadings, high-speed digital image correlation has been used, for instance for low velocity impacts [START_REF] Xin | Dynamic response of single curved fiber-metal hybrid lamina composites subject to low-velocity impact[END_REF], air blast [START_REF] Arora | The effects of air and underwater blast on composite sandwich panels and tubular laminate structures[END_REF][START_REF] Louar | Explosive driven shock tube loading of aluminium plates: experimental study[END_REF], dynamic Brazilian test [START_REF] Hild | Measurement of kinematic fields via dic for impact engineering applications[END_REF]. High-speed stereo-digital image correlation is capable to provide the time history of 3D displacement field of the sample face and, by differenciation, the in-plane strains. For bird impacts, it should be applied on the back face of the sample because the face impacted is blurred by the gelatin flowing on the target. However, despite the very rich information available from DIC, the comparison between experiments and numerical models have so far been limited to a very partial information. In [START_REF] Delsart | Assessment of a suibstitute bird model for the prediction of bird-strike of helicopters structures[END_REF], only the central deflection (both dynamic and residual) was extracted from DIC and, together with forces on the test rig, compared with SPH simulations with the idea to validate a bird substitute material model for the helicopter flight domain. In [START_REF] Mohagheghian | Deformation and damage mechanisms of laminated glass windows subjected to high velocity soft impact[END_REF][START_REF] Mohagheghian | Effect of the polymer interlayer on the high-velocity soft impact response of laminated glass plates[END_REF], 3D DIC was used on a small part of a laminated windshield and a similar trend was found between SPH simulations and experimental results.

Quantitative comparisons were mainly given at a few points: the central outof-plane displacement and center or off-center major principal stain. Note that the deflection profile along an horizontal line was also plotted, and can be considered as a premice of a field validation of the simulations. A similar approach was used in [START_REF] Zhou | Experimental and numerical investigation of high velocity soft impact loading on aircraft materials[END_REF].

The objective of this paper is to analyze gelatin impact tests performed on three laminated composites based on 3D DIC data. Tests with various impact velocities were performed on each type of material up to failure. The materials tested and the experimental set up are described in Section 2. One aim of this paper is also to provide some DIC data available as an open material for potential validation of numerical methods. To this aim, results of experimental natural modes and frequencies obtained by free-free tap tests are also given in Section 2 to allow stiffness and mass calibration. The results of impacts tests are given in Section 3 based on the analysis of DIC data, strain gages and visual inspection. All experimental data from DIC analysis are open to the readers on the Recherche Data Gouv website at the following URL [START_REF] Dorival | 3D digital image correlation of soft impact test on composite plates[END_REF]: https://doi.org/10.57745/UA1CRZ. Conclusions are then given in Section 4.

Materials and experimental set-up

Specimen description

Three laminated composites (10 specimens each) were provided by Multiplast company in the framework of the projet named SUCCESS. The stacking sequences are detailed in Tab. 1. Laminate 1 is composed of 16 plies of plain weave fabrics prepreg made of epoxy resin reinforced by glass fibres. The nominal areal mass is 600g/m 2 for the 14 inner plies, and 300g/m 2 for the upper and lower ones. Laminate 2 is composed of 20 prepreg plies of epoxy resin reinforced with equivalent T700 unidirectional (UD) with a nominal areal mass of 300g/m 2 for each ply. Laminate 3 is composed of 20 prepreg plies of UD or plain weave fabrics made of epoxy resin reinforced with equivalent T700 carbon fibres with a nominal areal mass of 300g/m 2 . Stackings were compressed at 0.8 bar minimum each 1 or 2 plies during 10 minutes. The curing conditions for laminate 1 use a temperature ramp rate of 0.3°C/min, followed by a first plateau at 80°C during 1 hour and a second plateau at 92.5°C during 6 hours. For laminates 2 and 3, the ramp rate is 0.5°C/min, followed by a first plateau at 80°C during 3 hours and a second plateau at 100°C during 5 hours. After curing, composite plates were cut in 400mm × 400mm samples. The masses and thicknesses measured are given in Tab. 2.

Designation Stacking

Laminate 1 glass-epoxy plain weave fabrics
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Laminate 2 carbon-epoxy unidirectional sample plate was hanging on sandows to mimic free-free boundary conditions.
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The experimental mesh was a 5 × 5 grid with 90mm between each point. The given in Fig. 1, 2 and 3 for laminates 1, 2, 3 respectively. To help numerical model construction, ply properties obtained in the framework of the project SUCCESS [START_REF] Marquez Duque | Arbitrary lagrangian eulerian method to study gel projectile impacts against composite naval plates[END_REF] by calibration between the experimental natural frequencies and the numerical ones are given in Tab. 3.

Experimental set-up

The soft impact tests were performed on the STIMPACT platform at Institut Clément Ader, Toulouse, France. This apparatus is classically used for reproducing impact events such as bird strikes or debris or hail impacts.

The gas gun impact set-up is shown in Fig. 4. The gas gun used is composed of a pressurized air tank closed by a PET membrane. At a given pressure, the membrane breaks and a pressure wave is released in a 120mm diameter tube. A 750g gelatine projectile, stabilized in a sabot made of foam, is accelerated during its course in the tube. At the exit of the tube, a deflector allows to deviate the foam sabot from the projectile, in order to ensure that only the gelatine impacts the composite structure.

For a given projectile mass and pressure released, the length of acceleration in the tube leads to a given impact velocity when the projectile reaches the sample plate. The impact velocity has been adapted in order to provoque gradual damage. The range of velovities (resp. trigger pressure) was 87-112 m/s (resp. The projectile shape consists of a 100 mm diameter cylinder terminated by a spherical edge (for the impact side) and a flat edge (for the back side).

The head of the projectile was painted in order to help the localization of the projectile on the camera pictures. Following [START_REF] Lavoie | Bird's substitute tests results and evaluation of available numerical methods[END_REF], the projectile was composed of 10% porcine gelatin mixed in hot water and cooled at least 8 hours at fridge temperature before testing. The projectile density used in [START_REF] Marquez Duque | Arbitrary lagrangian eulerian method to study gel projectile impacts against composite naval plates[END_REF] was 950 kg/m 3 . Since gelatin properties are likely to vary due to drying, impacts tests were performed maximum 24h after moulding.

The composite sample plate leaned on a 50mm thick aluminum support plate. Clamped conditions, which are commonly used because of technical simplicity, have been reported to create shear stresses near the clamping, which could initiate damage in the structure [START_REF] Amaro | The influence of the boundary conditions on low-velocity impact composite damage[END_REF][START_REF] Pham | Effect of the plastic hinge and boundary conditions on the impact behavior of reinforced concrete beams[END_REF][START_REF] Kaware | Effect of impactor velocity and boundary condition on low velocity impact finite element modelling of cfrp composite laminates[END_REF]. Also, clamped boundary conditions are less reliable for numerical models as the deformation of the support frame is not accounted for. Since in real conditions, strains due to bending deflection and not the pressure wave itself was suspected to be the main reason for creating damage, simply supported boundary conditions appeared more suitable to characterize damage for a given impact condition.

In order to favour it, the aluminum support plate was machined with a 350mm diameter hole in its center and then chamfered to obtain a 360mm In order to perform 3D digital image correlation analysis, a speckle was painted on the back face of the sample plate as shown in Fig. 6 (left).

The support plate was also speckled in order to get a fixed reference. The speckle was composed of random dark spot adapted in order to improve the resolution of DIC analysis with respect to the image size. The order of magnitude was 3-5 pixels per dark spot. 704x512 pixels 2 was the maximum image size available on the cameras at the 20000 img/sec sampling frequency considered, with shutter speed equal to 1/34000 sec. The scene was lighted by six light spots. The DIC analysis was performed with VIC3D software with a subset size of 23x23 pixels 2 , see Fig. 6 (right). In particular, it allowed to check that, contrary to [START_REF] Delsart | Assessment of a suibstitute bird model for the prediction of bird-strike of helicopters structures[END_REF], the frame remained fixed during the impact event.
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Results and discussion

Example: laminate 1 impacted at 92 m/s

Fig. 8 provides an example of impact recorded by the impact camera on laminate 1 at 92 m/s . Immediatly after the impact, the gelatin projectile flows radially from the plate center. At time t ≃ 1700 µs the whole length has flowed and the projectile has a "pancake" shape. As discussed later, this time is slightly longer than the time obtained theoretically by dividing the projectile length by the impact velocity. During most of the experiments, the projectile regained its initial shape after impact due to elastic return, or was eventually found destroyed into a few gelatin parts for the highest impact velocities.

- 

Results for laminate 1 at various velocities

The theoretical impact duration was obtained by Wilbeck [START_REF] Wilbeck | Impact behavior of low strength projectiles[END_REF] by assuming that the target is rigid and firmly fixed and that the gelatin flows at its initial velocity during the impact:

t impact = L gel v 0 (1) 
where L gel is the projectile length and v 0 the impact velocity.

During the tests, a slightly longer time was measured. To account for the deformation of the plate, the impact duration given by Wilbeck can be modified to account for the additional distance as follows:

t modified = L gel + w end v 0 (2) 
where w end is the deflection measured at the end of flow calculated by Eq. 1.

Estimation of time durations for laminate 1 are given in Tab. 4. Note that experimental evaluation of the impact duration remains rather rough due to the transparency of the gelatin projectile and the visual interpretation of the end of the flow. One must note that both Eq. 1 and Eq. 2 assume that the projectile is impacting the target with its undeformed length L gel and without any change in velocity, what is questionable as already noticed in [START_REF] Lavoie | Bird's substitute tests results and evaluation of available numerical methods[END_REF]. However, a precise measure of the projectile length at time of impact was not possible with the current set-up. Without surprise, the modification proposed in Eq. 2 to account for the target deformation is greatly improving the evaluation of the impact duration. mainly governs the response of the structure. This is in agreement with the results of quasi-static bending tests by [START_REF] Barlow | Endommagements de composites stratifiés et sandwiches sous impacts de gélatine moyenne vitesse[END_REF] who showed that laminate 1 has a very progressive failure propagation and a very progressive stiffness loss.

This is attributed to a good resistance to delamination and, as a consequence, an improved redistribution of stresses in the plies adjacent to a cracked one. longer than 110 mm -starting from the top middle edge towards the center.

In both case, the crack runs through the entire thickness and is visible on the two faces of the sample. Close to the crack, a large white area can be attributed to resin damage. The crack was initiated by the bending of the plate, allowed by the simply supported boundary conditions. The bending resulted in maximum stresses located in the middle of the plate edges (not visible in Fig. 9 as it is hidden by the support plate). Those damages were created by the main bending of the square sample (i.e. mode 1) that led the middle edge zones to experience tension on the back face and compression on the impact face beyond the material yield limit. A second shorter crack is found for 99 m/s. Although it is less energetic than 106 m/s, the larger deflection and larger damage at 99 m/s compared to 106 m/s are attributed to experimental dispersion (projectile excentration, projectile tilted, etc.). [START_REF] Allaeys | Numerical and experimental investigation of the shock and steady state pressures in the bird material during bird strike[END_REF] showed by SPH simulations that, in the case of gelatin impact on a rigid target, very moderate inclination could change the pressure pulse on the structure although the impact energy and momentum transfer are constant.

At 112 m/s, larger deflections caused three major cracks, all of them starting from the middle of the edges and running through the entire thickness.

Photos of plates' edges show that cracks are accompanied by the presence of delamination mainly located in the mid surface of the plate. It is linked to maximum shear stresses in the mid-plane of the sample and near the edge centres, leading to mode II delamination . As it can be observed in Fig. 12, on the edge, the delamination has almost not propagated beyond the white damage zones, indicating a high interlaminar tenacity. Impact duration measured and calculated for laminate 2 is shown in Tab.

Laminate 2

5. As for laminate 1, the theoretical squash up time used by Wilbeck underestimates due to the assumption of rigid target and is improved by modifying the relation according to Eq. 2. However, in the case of failure (see the results for 93, 100, 105 m/s), the improvement given by Eq. 2 is very moderate.

As will be shown later with post-mortem observations for laminate 2, failure consisted in major cracks accompanied by large delamination. Also, the time responses for failed samples show a large drop in the natural frequency of the plate. This indicates a huge change in the global stiffness of the sample that caused large increase in the maximum deflection and, as a consequence, a longer duration. Deflection profiles along HL and VL are given in Fig. 13 for the forward (Fig. 13 left) and backward (Fig. 13 right) motion of laminate 2 impacted at 82 m/s. Some parts of the deflection could not be extracted by DIC due to the presence of strain gauges. The horizontal and vertical profiles are clearly similar. This was expected since the stacking in laminate 2 leads to similar stiffnesses in the 0°and 90°directions.

Fig. 14 shows time histories of maximum deflection for laminate 2 impacted in the range 64-105 m/s. For a test at 100 m/s, the fast cameras did not trigged and the DIC extraction is not available. In raw data, the deflection for 93 m/s test increased much slower than for 64, 72 and 82 m/s. The reason is due to technical issues: the gelatin projectile was very stretched compared to other tests. As a consequence, the impact duration was abnormally longer. However, as shown by [START_REF] Allaeys | Characterization of real and substitute birds through experimental and numerical analysis of momentum, average impact force and residual energy in bird strike on three rigid targets: A flat plate, a wedge and a splitter[END_REF], it must be noticed that the impact energy and momentum transfer can be considered as independant of the tilt angle and projectile shape. In order to give a correct interpretation of 93 m/s curve, a time scaling was calculated based on the actual length of the projectile approximately measured with front cameras 1 and 2 (see Fig. 4).

Impact velocities greater than 93 m/s led to exceeding the yield stress of the samples. Change in slope in Fig. 14 is particularly important for samples that failed (i.e. 67, 70, 83 and 90 m/s) because failure led to a loss in stiffness and, as a consequence, an increased deflection. Evaluation by Eq. 2 gives a more precise evaluation of the impact duration, although still underestimating in the case of failure. imately 1300 µs. After that, the plate deforms backwards to zero except in the case of large cracks causing the loss of stiffness and, as a consequence, of strain energy. Dashed lines show tests in which samples experienced large macro-cracks or extended delamination. As expected, at the beginning, the deflection slope increases with the impact velocity. However, contrary to laminates 1 and 2, failure occured in random order: the sample impacted at 67 m/s failed, but the one at 85 m/s sustained without any visible damage.

This "non-deterministic" failure behavior is attributed to a "all or none" behavior of laminate 3 UD material: as soon as damage or delamination initiates, it immediatly propagates and leads to the complete failure of the sample. In particular, dispersion in the interlaminar properties of the material would lead to impredictable sudden stiffness drop of the samples. This behavior was also noticed during quasi-static bending tests performed on beam samples of the same material [START_REF] Barlow | Endommagements de composites stratifiés et sandwiches sous impacts de gélatine moyenne vitesse[END_REF]. In addition, random imperfections (in particular porosities) in the material and experimental dispersion (projectile tilt for instance) are expected to increase this chaotic behavior. This immediate propagation to quasi-complete failure is directly responsible for the change in slope points in time histories (see Fig. Note that for the impact at 76 m/s, large delamination was noticed along the edges without any crack in the facesheets. However, no difference with undamaged plates can be noticed in the time history (Fig. 11), indicating that the stiffness was globally maintained. This tends to indicate that in laminate 3, delamination occured first, then followed by cracks initiation and immediate propagation, what led to a sudden drop in the stiffness.

For laminate 3, delamination was never located in the exact mid-surface interface which is between two plies in 0°direction. In all cases, even when initiated by the large cracks, the delaminated interface was between a 0°ply and a 90°ply, or between a unidirectional ply (at 0°) and a fabric ply (at ±45°).

Conclusion

This paper provides a detailed analysis of 21 gelatin impact tests per- 

  accelerometer was fixed at corner(1, 1) and the hammer was moved at each point of the grid. The tap tests were performed in the range [0-5000 Hz] with a frequency resolution of 0.15 Hz (32768 lines). 10 measures per point and Hanning windowing were used. The force and acceleration signals were then treated by dBFA Suite software to obtain the Frequency Response Functions (H1-estimator) and extract the modal properties with Star7 modal analysis software. The natural frequencies, mode shapes and modal dampings are

Figure 1 :

 1 Figure 1: Experimental modal analysis on laminate 1: natural frequencies, modal shapes and modal dampings.

Figure 4 :

 4 Figure 4: Gas gun setup used for gelatin impact tests with 3D DIC devices (STIMPACT platform).
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 5 Figure 5: Composite specimen with simply supported set-up.
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 67 Figure 6: left: support plate and specimen back face speckled; right: 3D DIC analysis performed with VIC3D software.
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 89 Figure 8: Impact recorded for laminate 1 impacted at 92 m/s.

Figure 10 :

 10 Figure 10: Deflection along horizontal line HL (black) and vertical line VL (red) at various time during the forward (left) and backward (right) motion for laminate 1 impacted at 92 m/s.

Fig. 10 shows

 10 Fig. 10 shows the out-of-plane displacement at various time steps along the central horizontal line (HL) and vertical line (VL) during the forward and

Fig. 11 showsFigure 11 :

 1111 Fig.11shows the time history of center deflection obtained for various impact velocities in the range 87-112 m/s. Dashed lines are used to indicate samples that experienced large failure (at least one large macro-crack of several centimeters) during the impact, as noticed during post-mortem inspections. For the test at 99 m/s, one strain gauge detached from the sample at 1.07 ms due to the shock wave. This did not allow a precise DIC analysis beyond this time. However, shifting the central point by 10 mm from the center to the right gave a very similar curve before 1.07 ms, and allowed the central deflection to be measured beyond detachment of the gauge.The time to reach maximum deflection is similar for all specimens. The time for returning to zero is also similar, except for 112 m/s. This indicates that, unlike for 112 m/s, the failure mechanisms caused in the case of 99 m/s and 106 m/s did not modify significantly the first natural frequency that

Fig. 12 Figure 12 :

 1212 Fig.12shows post-mortem photos of the samples that failed. In the case when delamination was noticed, the edges are also shown. Samples impacted below 99 m/s did not fail. At 99 m/s (see the back bace) and 106 m/s (see the impact face) , the samples experienced a major vertical crack -

Figure 13 :

 13 Figure 13: Deflection along horizontal line HL (black) and vertical line VL (red) at various time during the forward (left) and backward (right) motion for laminate 2 impacted at 82 m/s.

  indicates a sudden loss of stiffness due to immediate propagation of cracks and delamination in the sample. This change in slope closely follows the crack initiation noticed in the rear cameras and indicated by diamond ticks in Fig.14. Consistent with this, the deflections of samples that failed also show a very long time for returning to zero. Theoretically, this response time is mainly linked to the first natural period of composite plates and the duration of the loading. It regularly decreases for unfailed samples when increasing from 64 to 82 m/s as the impact duration decreases. However beyond failure (see for 93 and 105 m/s), the response time largely increases. This is attributed an important drop in the plate stiffness that has two direct consequences. Firstly, the first natural period (that mainly governs the response time) is longer. Secondly, the maximum deflection is largely extended, what increases the impact duration as discussed earlier.

Fig. 15 shows

 15 Fig.15shows the impact face of the samples observed at 93, 100 and 105 m/s. As for laminate 1, mode 1 bending excited beyond a certain limit led to compressive cracks occuring at the edge centers, running through the

3. 4 . Laminate 3 Figure 14 :Figure 15 :

 431415 Figure 14: Time history of deflections for laminate 2 impacted at various velocities. Dashed lines show tests in which samples experienced large macro-cracks. Diamonds denotes crack visible in fast camera picture.

Fig. 16 showsFigure 16 :

 1616 Fig.16shows the line profile of laminate 3 deflection along VL and HL for the impact at 76 m/s during the forward motion (Fig.16 left) and backward motion (Fig.16 right). During the impact, the center of laminate 3 sample deflects first. However, the stiffness is different in 0°and 90°direction due to preferential 0°fibre reinforcement, with 0°corresponding to the vertical direction. As a consequence, the deflection is clearly more distributed along the 0°direction (i.e. VL direction), in particular in the forward part of the impact. Fig.17shows the time history of deflections for laminate 3 for gelatin impacts in the range 60-90 m/s. Maximum deflection takes place at approx-

Figure 17 :

 17 Figure 17: Time history of deflections for laminate 3 impacted at various velocities. Dashed lines show tests in which samples experienced large macro-cracks. The dash-dotted curve (76 m/s) corresponds to a sample experienced only delamination. Diamonds denotes times when crack seemed to appear on the camera picture.

17

 17 

Figure 18 :

 18 Figure 18: Post-mortem observation of damage on laminate 3 samples: (upper left) 67 m/s, bottom left 70 m/s, (upper right) 83 m/s, (bottom right) 90 m/s. The side pictures show the edges delamination.

Fig. 18 shows

 18 Fig.18shows the impact faces and delaminated edges during post-

  formed on three laminated composite configurations at several velocities up to complete failure. One objective of this paper is to open the experimental data to the readers for comparison with other tests or numerical models. The experimental data from DIC analysis are available on the Recherche Data Gouv website at the following URL [43]: https://doi.org/10.57745/UA1CRZ. Some conclusions can be drawn: for transient dynamic experiments, DIC analysis provides a very detailed experimental information. The field data extracted is able to capture both the time and space variations, what should be considered of key interest for the validation of numerical models. DIC analysis was shown to finely capture the strain field on the back face of the sample; as a consequence, strain gauges could be removed. neglecting the target flexibility leads to high underestimation of the impact duration by around -20% to -30% or more with Wilbeck's relation. Based on the deflection recorded during the test, a modified equation was proposed that improves the estimation of impact duration. failure mechanisms were different for the materials tested: for glass/epoxy plain weave fabrics laminate, bending led to cracking the outer plies by global folding of the plate, without extended delamination. For the carbon/epoxy materials, delamination seemed to occur first and to propagate immediately, then leading to large bending and loss of stiffness. A fine prediction of such failure mechanisms based on material models is a challenge. In particular for laminate 3, failure occured in a non progressive way with respect to impact speed. Such dispersion can not be solely attributed to experimental hazards. Dispersion in the materials properties are currently being investigated to explain the failure noticed. Continuation of this study is currently under progress, with other materials tested, and an improvement of the experimental set-up with force sensors. A multiscale numerical model involving the failure mechanisms is also undertaken. CRediT authorship contribution statement O. Dorival Conceptualization, Methodology, State of the art, experiments preparation, experimental campaign, post-treatment, validation, funding acquisition, project management, writing -original draft, writing -review & editing. P. Navarro Experiments preparation, experimental campaign, writing -review & editing. S. Marguet Set-up design, experimental campaign, post-treatment, writing -review & editing. J.-F. Ferrero Conceptualization, Methodology, Experimental campaign, funding acquisition, supervision, writing -review & editing.

Table 1 :

 1 Specimen tested. UD and f denotes a unidirectional ply and fabric ply respectively.

	In order to allow models calibration, the basic modal properties of the
	samples have been tested by tap test in free-free boundary conditions. The

Table 2 :

 2 Sample properties measured.

Table 3 :

 3 Ply properties used in[START_REF] Marquez Duque | Arbitrary lagrangian eulerian method to study gel projectile impacts against composite naval plates[END_REF].

Table 4 :

 4 Impact duration for laminate 1.

	Velocity		Pressure Exp. duration Eq. 1 Diff. w. exp. Eq. 2 Diff. w. exp.
	(m/s)		(bar)	(ms)	(ms)	%	(ms)	%
	87		1.64	1.55	1.29	-17%	1.69	+9%
	92		1.76	1.70	1.22	-28%	1.56	-8%
	96		1.91	1.70	1.17	-31%	1.47	-14%
	99	( * )	1.98	1.40	1.13	-19%	1.49	+6%
	106	( * )	2.20	1.30	1.06	-19%	1.38	+6%
	112	( * )	2.37	1.35	1.00	-26%	1.30	-4%

( * ) 

indicates tests with large crack noticed.

Table 5 :

 5 Impact duration for laminate 2.

	(m/s)		(bar)	(ms)	(ms)	%	(ms)	%
	64		0.93	2.25	1.75	-22%	1.98	-12%
	72		1.18	1.85	1.56	-16%	1.81	-2%
	82		1.47	NA	1.37	NA	1.62	NA
	93	( * )	1.83	2.50	1.21	-52%	1.42	-43%
	100	( * )	2.02	1.90	1.12	-41%	1.33	-30%
	105	( * )	2.19	1.35	1.07	-21%	1.41	+5%

Velocity

Pressure Exp. duration Eq. 1 Diff. w. exp. Eq. 2 Diff. w. exp. ( * ) indicates tests with large crack noticed.

Table 6 :

 6 Impact duration for laminate 3. ( * ) indicates tests with large crack noticed.

	Velocity		Pressure Exp. duration Eq. 1 Diff. w. exp. Eq. 2 Diff. w. exp.
	(m/s)		(bar)	(ms)	(ms)	%	(ms)	%
	60		0.82	2.40	1.87	-22%	2.09	-13%
	67	( * )	1.01	1.95	1.67	-14%	2.19	+12%
	68		1.06	2.40	1.65	-31%	1.91	-21%
	70	( * )	1.13	2.35	1.60	-32%	2.14	-9%
	76		1.32	1.85	1.48	-20%	1.75	-5%
	78		1.34	1.65	1.44	-13%	1.71	+4%
	83	( * )	1.50	2.75	1.35	-51%	1.77	-36%
	85		1.57	1.85	1.32	-29%	1.58	-15%
	90	( * )	1.71	2.35	1.25	-47%	1.62	-31%
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