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Introduction

Military structures (barracks, compounds, combat vehicles) as well as civilian buildings of importance can be subjected to blast loading. The blast waves generated during an explosion are accompanied by large pressures build-up over a relatively short time. These large pressures can cause damage to both humans and infrastructure. Foams have been the subject of numerous studies in the world of protective engineering [START_REF] A G Hanssen | Close-range blast loading of aluminium foam panels[END_REF][START_REF] Langdon | Fracture of aluminium foam core sacrificial cladding subjected to air-blast loading[END_REF][START_REF] Ousji | Experimental study of the effectiveness of sacrificial cladding using polymeric foams as crushable core with a simply supported steel beam[END_REF][START_REF] Kristoffer Aune Brekken | Sandwich panels with polymeric foam cores exposed to blast loading: An experimental and numerical investigation[END_REF][START_REF] Sun | Experimental study on the dynamic responses of foam sandwich panels with different facesheets and core gradients subjected to blast impulse[END_REF][START_REF] Jonet | Blast mitigation using brittle foam based sacrificial cladding: A feasibility study[END_REF][START_REF] Blanc | Sacrificial cladding with brittle materials for blast protection[END_REF][START_REF] Liu | Performance of aluminum foam-steel panel sandwich composites subjected to blast loading[END_REF][START_REF] Rebelo | Experimental and numerical investigation on 3d printed pla sacrificial honeycomb cladding[END_REF]. Indeed, due to their particular compressible nature, they are used in sacrificial cladding (SC) to provide passive protection solutions. They have the ability to undergo large deformations under constant stress [START_REF] Gibson | Ashby Cellular Solids Structure and Properties Cambridge Solid State Science Series[END_REF]. They are generally characterized by a stress-strain curve subdivided into three regions: (i) a linear elastic region, (ii) the plateau stress region with permanent crushing of the foam cells under quasi-constant loading, and (iii) the densification region after the collapsing of the entire cell structure. A sacrificial cladding consists of a crushable material positioned in between the structure to be protected and a front plate [START_REF] Langdon | Fracture of aluminium foam core sacrificial cladding subjected to air-blast loading[END_REF][START_REF] Ousji | Experimental study of the effectiveness of sacrificial cladding using polymeric foams as crushable core with a simply supported steel beam[END_REF]. To limit the damage to the main structure due to an explosion, the plateau stress of the core should remain below the maximum strength of the main structure. The properties of the core, i.e. cell structure, density, plateau stress and thickness have to be selected to allow for the complete deceleration of the front plate before the entire crushing of the core in the case of a blast load [START_REF] A G Hanssen | Close-range blast loading of aluminium foam panels[END_REF]. Crushable cores such as aluminum foam [START_REF] A G Hanssen | Close-range blast loading of aluminium foam panels[END_REF][START_REF] Langdon | Fracture of aluminium foam core sacrificial cladding subjected to air-blast loading[END_REF][START_REF] Sun | Experimental study on the dynamic responses of foam sandwich panels with different facesheets and core gradients subjected to blast impulse[END_REF][START_REF] Liu | Performance of aluminum foam-steel panel sandwich composites subjected to blast loading[END_REF], polymeric foam [START_REF] Ousji | Experimental study of the effectiveness of sacrificial cladding using polymeric foams as crushable core with a simply supported steel beam[END_REF][START_REF] Kristoffer Aune Brekken | Sandwich panels with polymeric foam cores exposed to blast loading: An experimental and numerical investigation[END_REF] and honeycomb structures [START_REF] Rebelo | Experimental and numerical investigation on 3d printed pla sacrificial honeycomb cladding[END_REF] among others are intensively studied in literature. Aluminum foams show high transmitted pressures to the main structure due to their high plateau stress, i.e., 1 -20 MPa [START_REF] A G Hanssen | Close-range blast loading of aluminium foam panels[END_REF][START_REF] Langdon | Fracture of aluminium foam core sacrificial cladding subjected to air-blast loading[END_REF][START_REF] Sun | Experimental study on the dynamic responses of foam sandwich panels with different facesheets and core gradients subjected to blast impulse[END_REF], while the resistance of conventional structural components is much lower [START_REF] Ousji | Experimental study of the effectiveness of sacrificial cladding using polymeric foams as crushable core with a simply supported steel beam[END_REF]. Polymeric and mineral foams on the other hand present lower plateau stress [START_REF] Ousji | Experimental study of the effectiveness of sacrificial cladding using polymeric foams as crushable core with a simply supported steel beam[END_REF][START_REF] Jonet | Blast mitigation using brittle foam based sacrificial cladding: A feasibility study[END_REF][START_REF] Blanc | Sacrificial cladding with brittle materials for blast protection[END_REF]. Ousji et al. [START_REF] Ousji | Experimental study of the effectiveness of sacrificial cladding using polymeric foams as crushable core with a simply supported steel beam[END_REF] studied blast loading attenuation using a polyurethane (PU) foam-based sacrificial cladding. They found a reduction of the sacrificial cladding efficiency when subjected to a near-field explosion, due to a non-uniform compression of the foam core. Blanc et al. [START_REF] Blanc | Sacrificial cladding with brittle materials for blast protection[END_REF] worked on the efficiency of sacrificial cladding with brittle materials, from concrete foam to granular media, for blast mitigation using an explosive driven shock tube. They observed that brittle materials can efficiently act as a crushable core. Jonet et al. [START_REF] Jonet | Blast mitigation using brittle foam based sacrificial cladding: A feasibility study[END_REF] showed the potential of a brittle mineral foam as blast mitigation material. The purpose of this work is to enhance the numerical modeling of the proposed sacrificial cladding in [START_REF] Jonet | Blast mitigation using brittle foam based sacrificial cladding: A feasibility study[END_REF] for the first configuration. Two types of modeling methods are proposed to model the brittle mineral foam: a solid elements method and a meshless approach using SPH [START_REF] User | [END_REF][START_REF] Qi | Numerical simulation of force enhancement by cellular material under blast load[END_REF][START_REF] Hirth | Modelling of foams using mat83-preparation and evaluation of experimental data[END_REF][START_REF] Ramaswamy | Stable and accurate ls-dyna simulations with foam material models: Optimization of finite element model parameters[END_REF]. The commercial software LS-DYNA is used. The structure of the paper is as follows: In Section 1, the context and the state-of-the-art for sacrificial cladding under blast load are surveyed. In Section 2, the background of the work is first stated. Then, the finite element modeling is described including the loading, the modeling method, and the material models and the obtained results are discussed. At last, the conclusions are formulated in Section 3.

Numerical modeling of mineral foam under blast loading

Background

Experimental campaign setup

This paragraph describes the test campaign which was part of a previous feasibility study [START_REF] Jonet | Blast mitigation using brittle foam based sacrificial cladding: A feasibility study[END_REF]. The SC (Figure 1) consists of (i) a thin 2 mm thick aluminum backplate (EN AW-1050 H24) representing the structure fixed on a rigid metal frame with a free surface of 300 x 300 mm 2 , (ii) a 60 mm thick brittle mineral foam with dimensions 300 x 300 mm 2 and (iii) a second aluminum plate serving as a front plate. The absorption capacity of the brittle mineral foam was assessed by comparing the displacement of the center of the clamped aluminum plate with and without the mineral foam subjected to a blast load generated by 25 g of TNT equivalent set at 250 mm from the center of the structure. Figure 2 shows the obtained experimental out-of-plane displacements. The displacement is reduced from 21.7 mm without the foam to 11.7 mm with the foam, i.e., a reduction of 46%. Addition of the foam increases the It has a density of 110 kg/m 3 and a porosity of 95%. The foam is a mix of calcium silicate hydrate (70 -80 % w/w), quartz (< 2 % w/w), calcite (15 -20 % w/w) and gypsum (3 -8 % w/w) that is stabilized under a pressure of 12 bar and a temperature of about 190 °C in the autoclave. From uni-axial quasi-static compression tests (Figure 3), i.e. using a displacement velocity of 1 mm/min, the following properties are found: Young's modulus of 30 MPa, plateau stress of approximately 237 kPa, and a densification strain of 72 %. 

Finite element modeling 2.2.1 Blast load model

Blast loading simulation in LS-Dyna can be performed using either Eulerian approach or an empirical model for blast pressure approximation. In the first approach the time and space distribution of the blast pressure profile are computed through a Eulerian mesh by means of the equation of state (EOS) for high explosives. This approach is time-consuming compared to that of the use of empirical models. The second approach is adopted for far and intermediate explosions. The blast pressures are computed based on the empirical formulae developed by Kingery and Bulmash [START_REF] Spranghers | Full-field deformation measurements of aluminum plates under free air blast loading[END_REF] and implemented by Randers-Pehrson and Bannister [START_REF] Randers-Pehrson | Airblast loading model for dyna2d and dyna3d[END_REF] in LS-Dyna (LOAD_BLAST _EN HAN CED card). The empirical data for air burst are valid for the range of scaled distance Z situated between 0.147 m/kg 1/3 and 40 m/kg 1/3 where Z = R/M 1/3 , R is the distance from the charge center to the target and M is the TNT equivalent mass of the charge [START_REF] User | [END_REF]. For the studied configuration, Z is 0.642 m/kg 1/3 with the protective sacrificial cladding and 0.855 m/kg 1/3 without the protection. Therefore, the second approach is retained in this case.

Modeling method

As illustrated in Figure 5, the complete set-up was taken into account for the numerical modeling using a Lagrangian formulation. The steel frame is modeled using 5 mm x 5 mm x 1.95 mm shell elements (Belytscko-Li-Tsay) while 5 mm x 5 mm x 0.67 mm Fully Integrated S/R Solid Elements (ELFORM -2) were used for all aluminum components, i.e., the front plate and the backplate. The 60 mm brittle mineral foam is modeled using both traditional Lagrangian models and SPH particles. The meshless approach of SPH has proven to be more robust for high compaction and high dislocation applications [START_REF] Hirth | Modelling of foams using mat83-preparation and evaluation of experimental data[END_REF][START_REF] Ramaswamy | Stable and accurate ls-dyna simulations with foam material models: Optimization of finite element model parameters[END_REF].

The element size and the number of SPH particles are selected after a mesh convergence study (Figure 4). The convergence study is in a first instance done for the aluminum plate, i.e., blue dashed line in Figure 4. Once the element size for the aluminum is fixed, the foam is added for a second convergence AUTOMATIC_NODES_TO_SURFACE and TIED_SURFACE_TO_SURFACE contacts with a soft constraint formulation, which is recommended for cases with a large difference in elastic bulk modulus (Foam/Aluminum), were defined between all aluminum components and the foam respectively when using SPH and the Lagrangian formulation [START_REF] Rebelo | Experimental and numerical investigation on 3d printed pla sacrificial honeycomb cladding[END_REF]. 

Material model

To describe the dynamic response of the different finite element parts, appropriate assumptions of the material behavior are necessary. From experimental results, it is observed that both the rigid steel frame and the clamping plate remain in the elastic region during the whole process. Consequently, a linear elastic constitutive law (*MAT 1) is used to model them. All parameters of the material model adopted for steel components are gathered in Table 1.

ρ [kg/m 3 ] E [GPa] ν [-] 7850 210 0.3
Table 1: Material model parameters for steel

The aluminum plates undergo large deformations due to the intense blast loading. The strain rate effect is taken into account. Therefore the modified Johnson-Cook constitutive law (*MAT 107) is chosen. It takes into account strain hardening, strain rate, and thermal softening. The equivalent yield stress depending on the strain, strain rate and temperature is given by:

σ y = [A + Bϵ n + 2 ∑ i=1 Q i (1 -exp(-L i ϵ))](1 + Cln( ε ε0 ))(1 -( T -T a T a -T f )) (1) 
Where A, B, C, m, n, Q 1 , L 1 , Q 2 , L 2 are material parameters; ε is the plastic strain rate; ε0 is the quasi-static threshold strain rate; T a and T f are the ambient and fusion temperatures, respectively. The parameters used for the modified Johnson-Cook model are listed in Table 2 based on existing literature [START_REF] Louar | Explosive driven shock tube loading of aluminium plates: Experimental study[END_REF]. Constitutive models for foams such as Low Density Foam, Crushable Foam, and Fu Chang Foam have been proposed in the past [START_REF] Hirth | Modelling of foams using mat83-preparation and evaluation of experimental data[END_REF][START_REF] Ramaswamy | Stable and accurate ls-dyna simulations with foam material models: Optimization of finite element model parameters[END_REF]. The present study adopts the Fu Chang Foam model. This material model is a one-dimensional constitutive model due to the assumption of zero Poisson's ratio. The model allows a choice of uni-axial or tri-axial compression strain. It takes into account strain rate effects for uni-axial compression.

ρ [kg/m 3 ] E [GPa] ν [-] XS1 [-] C p [J/kgK] α [/K] ε0 [/ms] T 0 [K] 2710 69 0.33 0.9 899 1.2e -5 1 293 A [GPa] B [GPa] n [-] C [-] Q 1 [GPa] L 1 [-] Q 2 [GPa] L 2 [-] 0.
Based on a phenomenological relationship between the compressive strength σ and strain-rate ε , stressstrain curves are generated. This formula has been used for brittle materials, such as the mineral foam [START_REF] Lankford | Mechanisms responsible for strain-rate-dependent compressive strength in ceramic materials[END_REF].

σ = σ qs + B. εN (2) 
Where σ qs is the quasi-static stress, N and B are material constants. N is equal to 1/3 for almost all brittle materials. B is computed as explained in Figure 7. Referring to the measured quasi-static compression curves, different stress-strain relationships varying the B parameters of equation 2 were computed covering a range of strain rate values. According to [START_REF] Ngo | Blast loading and blast effects on structures an overview[END_REF], strain rates range between 100 s -1 and 10000 s -1 . Sun et al. [START_REF] Sun | Dynamic compressive behaviour of cellular materials: A review of phenomenon, mechanism and modelling[END_REF] found strain-rates up to 1500 s -1 for cellular materials. Therefore in this study, the considered strain-rates range from 200 s -1 to 2000 s -1 (Figure 6). Once a good correlation between experimental out-of-plane displacement and the value resulting from the analysis with the standard mesh was reached, the B parameter is then fixed. The optimal B value found is 0.15 MPa. Note that the same method has been used in [START_REF] Janszen | Implementation and validation of a strain rate dependent model for carbon foam[END_REF] to study carbon foam. The parameters used for the Fu Chang Foam are summarized in Table 3.

ρ [kg/m 3 ] E [MPa] TBID 110 30 c.f. Figure 6 Table 3: Material model parameters for foam

Discussion of the results

Out-of-plane displacement

The computed and experimental out-of-plane displacements of the center of an aluminum plate with and without mineral foam protection are shown in Figure 8. The SPH model predicts the out-of-plane displacement compared to the experimental results with relative errors between 3% and 7%. Hence, only the results from the SPH approach are discussed in the following. Figure 9 shows the backplate deformation profile along the x-axis with the 60 mm thick foam and without the foam. It is noticeable that the shape of the deformation without the foam is approximating a rectangular shape in the first 0.4 ms and evolves into a dome-shaped profile after 0.6 ms. The profiles seem symmetric about the center of the plate. The peak is found in the central region. When the foam is added, the same rectangular then sinusoidal shapes are observed but with a delay corresponding to the time needed for the blast wave to go through the foam core.

Foam mechanism of absorption

The foam mechanism of blast loading absorption (Figure 10) is analyzed by examination of the out-ofplane displacement field at different times: 0.2, 0.3 and 1.1 ms corresponding respectively to the time the foam starts crushing, the time after the crushing starts, and the time when the maximum out-of-plane displacement is reached. At 0.2 ms, the loading on the front plate is localized. The applied impulse yields a maximum velocity of the front plate of 49.7 m/s, i.e. ε = 828 s -1 , which initiates the propagation of a compaction wave through the foam in the thickness direction. Almost the entire foam volume starts to crush. At 0.3 ms, the compaction wave has traveled through the complete foam thickness after which the backplate starts moving (Figure 9(a)). At 1.1 ms, the backplate reaches the maximum out-of-plane displacement (Figure 9(a)). The blast energy is absorbed uniformly with the layer by layer compaction of the foam. Nonetheless, full densification is not observed across the foam thickness. Indeed, only the part of the foam adjacent to the front plate reached strain of approximately 42% while the densification strain is 72%. 

Conclusions

A numerical model of a brittle mineral foam used a SC based on a relationship between the compressive strength and strain-rate, for brittle materials. Two finite element approaches ae used: the Lagragian formulation and the meshless approach using SPH. The latter approach predicts the experimental outof-plane displacement with a relative error ranging from 3% to 7%. The foam is found to absorb the blast energy layer by layer. Full densification is not observed across the foam thickness. The maximum attained strains are about 40% while the densification strain is 72%. Dynamic characterization of the foam should be conducted to further validate the numerical model.
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  study, i.e., red dashed line in Figure4. All degrees of freedom for the foam and the front plate nodes are unconstrained.
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