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Coke Relocation and Mo Immobilization in Donut-Shaped Mo/HZSM-5 Catalysts for Methane Dehydroaromatization

Molybdenum-modified HZSM-5 catalysts are widely used for methane dehydroaromatization (MDA) but suffer from rapid deactivation due to coke formation. The limited diffusion in zeolitic catalysts promotes coke accumulation in micropores, creating concentration gradients of reactants and products within the crystals. In this study, we propose a synthesis approach to evaluate the impact of removing the crystal core in the Mo/HZSM-5 catalyst on the MDA performance. To achieve this, a parent zeolite (ZP) comprising a silicalite-1 core encased by an HZSM-5 crystal is subjected to two distinct treatments: fluorine (ZF) and alkaline (ZOH). These treatments dissolve the silicon-rich core, creating a central macropore in the crystals leading to the formation of donuts-shaped catalysts. The alkaline treatment further generates additional mesopores and silanols by leaching atoms from the zeolite framework. The MDA reaction on molybdenum-impregnated zeolite catalysts (ZP, ZF, and ZOH) at 973 K was carried out. Interestingly, the "donut"-shaped catalysts modify the nature of the coke deposition, relocating the coke from the micropores to the macropores. Consequently, the removal of the crystal core effectively mitigates catalysts deactivation caused by coke formation. Moreover, the alkaline-treated catalyst exhibits additional beneficial properties, such as increased silanols and higher surface area, which help to limit the sintering of molybdenum carbides during the MDA reaction. The new strategy improves the performance and stability of Mo/HZSM-5 catalysts in methane dehydroaromatization.

2

Introduction

1 Indeed, MDA allows hydrogen production while capturing the carbon from methane by forming valuable petrochemical products (e.g. aromatics). Therefore, it appears as a more sustainable alternative to energy production through natural gas and biogas combustion. However, the challenging conditions of MDA, the diverse presence of molybdenum and carbon species, and their constant evolution throughout the reaction pose significant difficulties in elucidating the underlying mechanisms.

2,3 Hence, the industrial development of MDA is still impeded by (i) a relatively low benzene yield, limited by thermodynamics at about 12.5% (700 °C), and (ii) a rapid catalyst deactivation due to coke formation. 4,5 Catalyst development is one of the strategies identified to address such challenges.

3,6

Different ways of catalysts improvement have been reported, such as Mo/Al balance tuning [7][8][9] , variation of molybdenum loading approach 10,11 , pretreatment [12][13][14] , metallic promoter addition [15][16][17] , or crystal engineering [18][19][20][21] . The latter represents an extensive research topic for hydrocarbon processing catalyzed by acidic-microporous materials since the diffusional limits in zeolites lead to coke accumulation and mitigate the efficiency of the crystal core. 22 In this sense, the 27 decrease of the diffusion pathway in MDA catalysts has been 28

studied through hierarchization and crystal nanosizing. treatments has been reported. 20,27 Core/shell materials made 51 with silicalite-1 and HZSM-5 allow tuning of catalysts reactivity.

52

The diffusion pathway is not shortened, but the absence of . MDA reaction was carried out at a WHSV of 1.2 h -1 with a feed gas mixture of 90 vol.% CH 4 and 10 vol.% N 2 . The gas composition at the reactor outlet was characterized by online gas chromatography (Chromatec, Crystal 9000) using nitrogen as an internal standard. The pore volume of the spent catalysts was determined by N 2 adsorption at 77 K using a Micromeretics 3Flex device. The samples were degassed at ambient temperature for 4 h. 252

Characterization of spent catalysts

Results and discussions

The peak at 3610 cm 
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The macropores formed in both samples due to the removal of 
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In the case of the fluoride treatment, the removal of silicalite-1 287 results in a lower amount of silanols of sample Z F in 288 comparison to the parent sample Z P (Figure 3). On the 289 contrary, the alkaline leaching extracts part of the framework 290 atoms, creating additional intracrystalline mesopores (Figure 291 SI. 4) and additional silanols defects (Figure 3). 
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The three zeolite samples (Z P , Z F and Z OH ) were wet-300 impregnated with about 3 wt.% of molybdenum (Table 2) .
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The gain and loss in methane consumption (Figure 5 

MDA on [Mo]-Z F and [Mo]-Z OH donut-shaped catalysts

The 

  -5 catalysts has raised the hope of the scientific community over the last decades as a new potential energy source.

18, 19 , 23 29 38 molybdenum sintering and coke deposition. 39 Hollow type zeolites can be considered as intermediates 40 between

 1923383940 The shortening of the crystal size favors the desorption of the 30 products but enhances the molybdenum carbides migration on 31 the external surface. On the contrary, a long diffusional 32 pathway enhances the condensation of products within the 33 micropores but mitigates the sintering of molybdenum 34 carbides. Therefore, certain nanosized Mo/HZSM-5 does not 35 show higher stability than micron-sized catalysts. Thus, 36 diffusion in MDA catalysts is crucial, challenged by the dual 37 mode of deactivation governing MDA involves the the micron-sized zeolites (i.e. high diffusion pathway 41 and low external surface) and nanosized zeolites (i.e. low 42 diffusion pathway and high external surface). They show an 43 extended lifetime compared to commercial HZSM-5. 24-26 The 44 variable wall thickness of the hollow type zeolites may 45 enhance diffusion and help inhibiting coke deposition. As an 46 intermediate material a crystal with a big central hole can be 47 considered. A selective dissolution of silicon-rich part of 48 silicalite-1-Core/HZSM-5-Shell material or HZSM-5 zeolites 49 synthesized by the seed-assisted method through post-50

  spectra of the zeolite samples using a 11.7 T Bruker Avance 500 spectrometer at 40 kHz were collected. Prior to the 1 H NMR measurements, the samples were degassed at 573 K for 4 h, and kept in Ar atmosphere. The molybdenum content was measured by Inductively coupled plasma mass spectrometry (ICP-MS) on a 7900 ICP-MS (Agilent) device. The Fourier transform infrared spectroscopy (FTIR) characterization of samples was performed on a NEXUS Series (Nicolet) spectrometer at 4 cm -1 optical resolution. Prior to IR measurements, the zeolites were pressed into self-supporting discs (~20 mg) and pretreated in the IR cell attached to a vacuum line (10 -6 Torr) at 823 K (3.5 K•min -1 ) for 4 h. Then the adsorption of pyridine was performed at 423 K until an adsorption equilibrium was reached, then the cell was evacuated at 523 K in order to remove the physisorbed species. All spectra were normalized to 20 mg zeolite sample (self-supported wafer). The amount of pyridine adsorbed on Brønsted and Lewis sites at different temperatures was determined using the integrated area of the bands at 1540 cm -Methane dehydroaromatization (MDA) reaction was performed on molybdenum containing samples in a fixed bed reactor at atmospheric pressure and 973 K. 0.5 g of catalyst with particles size in the range of 0.25 -0.5 mm were packed in a quartz tube reactor (7 mm internal diameter). Prior to the reaction, the catalyst was heated from room temperature to 973 K with a heating rate of 5 K min -1 under an argon flow of 15 ml min -1

After 10 h

 10 of reaction, the spent catalysts were recovered and characterized, and the samples were named [Mo]-Z P-Spent , [Mo]-Z F-Spent and [Mo]-Z OH-Spent . The coke content on the spent catalysts was measured by thermogravimetric analysis on a SETSYS (SETERAM, Caluire, France) thermobalance. The samples were heated in an alumina crucible from room temperature to 1273 K at a heating rate of 10 K min -1 under a flow of air of 40 ml min -1 .
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 12 Figure 1. Transmission electron microscopy images of silicalite-1 seeds, ZP, ZF and 229

Figure 3 .

 3 Figure 3. Infrared spectra (A) in the ν(OH) region of 3800-3400 cm -1 and 1 H NMR 249

271 3 .

 3 1.2. Z F and Z OH donut-shaped zeolite samples 272 The post-treatment of the parent zeolite in fluoride (sample Z F ) 273 and alkaline (sample Z OH ) media resulted in donut-shaped 274 materials (Figure 1) while preserving the high crystallinity and 275 MFI type framework structure (Figure SI. 2). Both Z F and Z OH 276 zeolite samples keep the coffin shape morphology of the 277 parent Z P and feature a central hole with a diameter 278 corresponding to the size of the silicalite-1 seeds (≈ 80 nm).

297 3 . 1 . 3 .

 313 Mo-impregnated zeolite samples: [Mo]-Z P , [Mo]-Z F and298[Mo]-Z OH

Figure 3 AFigure 4 .

 34 Figure 3 A depicts the OH region of the IR spectra for samples 302
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 55567 Figure 5 A) and the k d value (0.14 h -1 ) are in the same order of 352 magnitude as reported in the literature 7,9 . 353 -20 -10 0 10 20

5 Cpreviously reported on mesoporous catalysts 19 . 6

 5196 methane consumption on the [Mo]-Z F catalyst decreases slightly without any change in benzene production (Figure 5 A and B). The NH 4 F etching used for the preparation of [Mo]-Z F leads to a lower amount of [Mo] Anch (see section 3.1.3), considered as a precursor for MDA actives sites 9 , thus lowering the methane consumption. However, the presence of the central hole enhances the catalyst stability, probably by mitigating the coke deposit within zeolite micropores (Figure and Figure SI. 6). A loss of 0.03 cm 3 g -1 of the micropore volume (V Micro ) of sample [Mo]-Z F-Spent shown by the black column (volume occupied by coke) is depicted in Figure 7 A. Based on the linear relationship presented elsewhere 42 , a coke content of 4.0 wt.% located in the micropore volume of this sample is calculated. The total coke content of [Mo]-Z F-Spent measured by TG is 7.7 wt.% (Figure 6) and based on the coke balance, 3.7 wt.% of the coke is located in the macropores (more details on the calculation can be found in the supporting information) due to the presence of a hole in the donutshaped structure (Figure 7 A). After 10 h of MDA, molybdenum carbide was formed and predominantly deposited on the external surface of the catalysts. The alkaline treatment of the parent zeolite substantially improves methane consumption and benzene production as shown in Figure 5 A and B. The higher activity is probably not due to a higher molybdenum-aluminum anchoring since for both samples, [Mo]-Z OH and [Mo]-Z F , a similar [Mo] Anch is measured. Despite the decrease in the number of active sites of sample [Mo]-Z OH compared to [Mo]-Z P , the activity gain may result from additional small mesopores connected to the micropore network and better stability of molybdenum carbides present (Figure 8). This can be explained with the high external surface of sample [Mo]-Z OH in comparison to the parent [Mo]-Z P and [Mo]-Z F catalysts (Table 1). Moreover, the [Mo]-Z OH contains silanols defects that interact with molybdenum and prevent sintering of molybdenum carbides during the MDA reaction. The deactivation rate constant (k d ) remains similar for the [Mo]-Z OH sample regardless of the post-treatment procedure applied (Figure 5 C and Figure SI. 6). The additional small mesopore network has no impact on the catalyst stability, thus the mitigation of deactivation is only due to the dissolution of the silicalite-1 seeds resulting in a decrease of the diffusion 439 pathway within the [Mo]-Z OH crystals. For the spent [Mo]-Z F- 440 Spent and [Mo]-Z OH-Spent donut-shaped catalysts, the losses of 441 V Micro and V Tot are similar no matter the post-treatment 442 applied (Figure 7 A). Yet, the total coke content is higher on 443 the [Mo]-Z OH-Spent catalyst than on the [Mo]-Z F-Spent free of 444 silanols defects (Figure 6). The presence of a hole leads to 445 better accessibility of oxygen to coke during TGA 446 measurements. Thus, a higher amount of soft coke was 447 measured on [Mo]-Z F-Spent and [Mo]-Z OH-Spent catalysts (Figure 448 6). Moreover, the presence of mesopores in the [Mo]-Z OH 449 catalyst enhances this phenomenon. A similar shift was 450 The location of 451 coke in the [Mo]-Z OH-Spent catalysts can be estimated as follow 452 (more details on the calculation can be found in the supporting 453 information): (i) 4.0 wt.% in the micropores, (ii) 3.7 wt.% in 454 macropores, and (iii) by coke balance 3.1 wt.% in the 455 additional mesopores (Figure 7 B). The coke retention in the 456 mesopores can be explained with the presence of silanols 457 known to act as coke trap 43-45 . Thus, the retention of soft 458 coke in sample [Mo]-Z OH-Spent is enhanced (Figure 6) 19 . Only 459 the coke deposited in the micropores of the [Mo]-Z OH-Spent 460 deactivates the catalyst. The coke in the different pores of the 461 [Mo]-Z OH-Spent catalyst does not directly affect the loss of free 462 total pore volume regarding the [Mo]-Z F-Spent catalyst, as 463 exemplified in Figure 7 B. Yet the soft coke and hard coke 464 combustion occur at higher temperatures (Figure

Figure 8 .

 8 Figure 8. TEM and EDS mapping images of [Mo] ZP-Spent (left), [Mo]ZF-Spent (middle) 469

Donut-shaped zeolite catalysts prepared by alkaline 127 treatment (Z OH ).

  

	112	
	113	solid product was recovered after successive centrifugation
	114	and washing with ultrapure water until reaching a pH value of
	115	the supernatant of 7. Then, the product was dried at 353 K for
	116	10 h and calcinated at 823 K under static air for 12 h with a
	117	ramp of 2 K min -1 .
	118	2.2. Donut-shaped zeolite catalysts
	119	2.2.1. Donut-shaped zeolite catalysts prepared by fluorine
	120	treatment (Z F ).
	121	The Z F sample was prepared by mixing the Z P with an aqueous
	122	solution of NH 4 F (40 wt.%) with a solid/liquid ratio of 1 : 20.
	123	The mixture was kept under stirring for 1 h at 323 K. Then the
	124	product was separated by centrifugation, washed with
	125	deionized water, and dried at 353 K overnight and calcined at
	126	823 K in static air for 12 h with a ramp of 2 K min -1 .
	2.2.2. 128
	129 130	The Z OH sample was prepared by mixing the Z P with an aqueous solution of NaOH at 0.2 mol L -1 with a solid/liquid
	133	
	134 135	+ -exchanged three times with an The dried sample was NH 4 NH 4 Cl solution (1 mol L -1 ) at 358 K for 3 h under stirring using a
	136	solid/liquid ratio of 1 : 30. Then, the sample was washed with
	137	deionized water, dried at 353 K overnight and calcinated at
	138	823 K in static air for 12 h with a ramp of 2 K min -1 .
		2.2

ratio of 1 : 30. The mixture was kept under stirring for 0.5 h at 131 353 K. The treated zeolite was separated by centrifugation, 132 washed with deionized water, and dried at 353 K overnight.

.3. Molybdenum impregnation of parent (Z P ) and donut-shaped 139 (Z F and Z OH ) catalysts 140
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	a field emission gun. The acceleration voltage, beam current,	
	and work distance were 4 kV, 2 nA, and 10 mm, respectively.	
	Transmission electron microscopy (TEM) study was performed	
	on a JEM-2100 JEOL microscope with an acceleration voltage	
	of 200 kV.		
	The Si/Al ratio of samples was determined based on	29 Si NMR	
	spectroscopy; the spectra were acquired at 12 kHz.	
		141	The parent (Z P ) and donut-shaped samples (Z F and Z OH ) were
		142	wet impregnated with molybdenum. 2 g of the zeolite sample
		143	was mixed with an aqueous solution containing 0.147 g of
		144	(NH 4 ) 6 Mo 7 O 24 •4H 2 O and 1.6 mL of ultra-pure water. Then, the
		145	samples were calcined at 823 K in static air for 4 h with a ramp
		146	of 2 K min	-1 . The molybdenum impregnated samples were
		147	denoted [Mo]-Z P , [Mo]-Z F and [Mo]-Z OH .
		148	2.3. Characterization
		149	The X-ray diffraction (XRD) patterns of the zeolite samples
		150	were collected from 3 to 50° on a Bruker D8 Advance
		151 152	diffractometer equipped with Cu and K α radiation (λ = 1.5418 Å) at 40 kV and the scanning speed 0.8° min -1 .
		153	The porosity of zeolite samples was analyzed on a 3Flex
		154	Micromeretics instrument at 77 K. Before the measurement,
		155	the samples were degassed at 573 K under vacuum for 4 h. BJH
		156	model was applied to the adsorption branch of the isotherms
		157	to evaluate the pore size distribution (PSD). The specific
		158	surface area was determined using BET method, and the
		159	micropore volume and external surface area from the t-plot
		160	method.
		161	The morphology of the samples was determined using a JSM-
			7900F JEOL scanning electron microscope (SEM) equipped with
	Please do not adjust margins

Table 1 .

 1 Textural properties of the parent ZP, ZF, and ZOH and molybdenum-

	253			-1 corresponds to bridged hydroxyls
	254	present in the Z P sample. Despite the large crystal size, the Z P
	255 256	contains isolated silanols confirmed by the presence of a band at 3746 cm -1 . 33 1 H NMR spectra (Figure 3 B) reveal the non-H-
	257 258	bonded silanols, i.e. isolated silanols appearing at 1 -3 ppm and Brønsted acid sites appearing at 4 ppm. 34,35 These silanols
	259 260	possibly localized within the crystal core are due to the presence of silicalite-1 nanocrystal core. 34,36,37 The Z P sample
	261	exhibits a heterogeneity with a silicon-rich core surrounded by
	262	an aluminum-rich shell. The Si/Al ratio of the Z P sample is 38.1
	263	(Table 2), corresponding to a theoretical aluminum
	264	concentration of 405 μmol g	-1 . However, the Brønsted acid site
	265	concentration measured by pyridine adsorption using IR
	266	spectroscopy is lower (Table 2) that may be due to the
	267	presence of extra-framework aluminum (Figure 3 A, peak at
	268	3664 cm	-1 ) resulting in Lewis acidity (Table 2).
	269 270		impregnated [Mo]-ZP, [Mo]-ZF and [Mo]-ZOH zeolite samples.
			Sample	SExt a	VMicro a	VTot b
				m 2 g -1 cm 3 g -1 cm 3 g -1
			ZP	30	0.16	0.32
			[Mo]-ZP	29	0.15	0.26
			ZF	47	0.17	0.79
			[Mo]-ZF	47	0.13	0.68
			ZOH	180	0.13	0.91
			[Mo]-ZOH	132	0.12	0.69
		a t-plot, b volume adsorbed at P/P0= 0.99.

Table 2 .

 2 Chemical composition and acidity of parent ZP, ZF, and ZOH and

	293 294 295		molybdenum-impregnated [Mo]-ZP, [Mo]-ZF and [Mo]-ZOH samples.
		Sample	(Si/Al)Framework a	[Mo] b	[H + ] c	[L] c
				wt.%	μmol g -1	μmol g -1
		ZP	38.1	/	276	108
		[Mo]-ZP	36.1	3.2	228	151
		ZF	34.5	/	245	44
		[Mo]-ZF	32.3	3.3	221	141
		ZOH	26.5	/	226	188
		[Mo]-ZOH	27.0	3.2	200	210
	296	a determined by solid-state 29 Si MAS NMR, b determined by ICP-MAS, c Brønsted
		([H			

+ ]) and Lewis ([L]) acid sites quantified by pyridine desorption at 423 K by FTIR.

in Figure3A.
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(right) zeolite samples.

3.2. Catalytic evaluation of zeolite catalysts in MDA reaction

Methane dehydroaromatization was carried out on parent

[Mo]-Z P and donut-shaped [Mo]-Z F , [Mo]-Z OH zeolite catalysts 340 at 973 K.

3.2.1. MDA on [Mo]-Z P parent zeolite catalyst
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composites. Both treatments dissolve the silicon-rich core of

the parent silicalite-1-core/HZSM5 sample and the total

porosity changed in the order: [Mo]-Z P < [Mo]-Z F < [Mo]-Z OH .

Both treatments of the parent silicalite-1-core/HZSM5 sample

(Z p ) resulted in donut-shaped catalysts however the [Mo]-Z OH

contains higher amount mesopores and isolated silanols.
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The catalytic test of the three samples in MDA reaction 481 revealed deposition of coke in the micropores of the catalysts.