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High-performance computing (HPC) achieved an astonishing three orders of magnitude performance improvement per decade for three decades, thanks to hardware technology scaling resulting in an exponential improvement in the rate of floating point executions, though slowing in the most recent. Captured in the Top500 list, this hardware evolution cascaded through the software stack, triggering changes at all levels, including the redesign of numerical linear algebra libraries. HPC simulations on massively parallel systems are often driven by matrix computations, whose rate of execution depends on their floating point precision.

Referred to by Jack Dongarra, the 2021 ACM A.M. Turing Award Laureate, as "responsibly reckless" matrix algorithms, we highlight the implications of mixedprecision (MP) computations for HPC applications. Introduced 75 years ago, long before the advent of HPC architectures, MP numerical methods turn out to be paramount for increasing the throughput of traditional and artificial intelligence (AI) workloads beyond riding the wave of the hardware alone. Reducing precision comes at the price of trading away some accuracy for performance (reckless behavior) but in noncritical segments of the workflow (responsible behavior) so that the accuracy requirements of the application can still be satisfied. They offer a valuable performance/accuracy knob and, just as they are in AI, they are now indispensable in the pursuit of knowledge and discovery in simulations. In particular, we illustrate the MP impact on three representative HPC applications related to seismic imaging, climate/environment geospatial predictions, and computational astronomy.

D

iscoveries in computational science and engineering are often the result of multidisciplinary research that synergistically combines efforts from experts in hardware architecture, numerical libraries, system software, and domain science. The incentives for hardware and domain science experts are often orthogonal: extracting the expected performance for the former, and getting high-throughput accurate 41 scientific outcomes for the latter. The developers of 42 software libraries usually function as a bridge between 43 the two communities, which ultimately requires all 44 actors to move outside of their comfort zones. This may 45 translate into taking "shortcuts" to achieve the desired 46 outcomes, but these must still be rigorously verified.

47 Mixed-precision (MP) matrix algorithms are numeri-48 cal methods that employ low/high precisions for storage 49 and/or computations in noncritical/critical sections of 50 the algorithm, respectively. Introduced 75 years ago, 1 51 then revisited in the context of solving a system of linear 52 equations 2 and eigensolvers, 3 these MP methods reduce 53 time-to-solution while recovering the lost numerical
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54 accuracy via an iterative refinement procedure. These 55 early works on MP algorithms were substantial in provid-56 ing rigorous error analysis and numerical stability studies. 57 It is interesting that the development of MP algorithms 58 occurred well before the emergence of high-perfor-59 mance computing (HPC) systems featuring dedicated 60 hardware units for MP computations. Indeed, HPC his-61 tory shows that hardware technologies are typically 62 deployed first before HPC applications receive enough 63 attention to effectively run on them. Putting the cart 64 before the horse is not always smooth; hence recent 65 efforts to establish a roadmap for software/hardware co-66 design. [START_REF] Dongarra | The International Exascale Software Project roadmap[END_REF] 

67

Although MP algorithms have existed for decades, 68 their adoption into mainstream applications has gained 69 momentum only lately, driven by the ever-increasing 70 industry-led AI market. Figure 1 shows new floating-71 point (FP) representations designed by vendors specifi-72 cally for AI workloads in addition to the existing IEEE 73 754 formats. The number of FP representations indi-74 cates the opportunity for the HPC community to 75 embrace more flexibility in the software stack. Chip 76 manufacturers have deployed GPU accelerators with 77 special hardware support for fast MP arithmetic, attain-78 ing up to 30X performance speedup compared to FP64 79 arithmetic (see Table 1 in https://images.nvidia.com/ 80 aem-dam/en-zz/Solutions/data-center/nvidia-ampere-81 architecture-whitepaper.pdf [START_REF]NVIDIA A100 Tensor Core GPU Architecture V1.0[END_REF] ). This unprecedented per-82 formance improvement has initiated a forced march 83 toward integrating MP matrix algorithms into traditional 84 HPC scientific applications. This trend has been further 85 accelerated by considerations related to energy con-86 sumption due to expensive data movement. Unfortu-87 nately, this may sometimes lead to the reckless usage 88 of MP algorithms, without proper numerical validation, 89 especially in situations where multidisciplinary collabo-90 ration may not be fostered. Recent work [START_REF] Higham | Mixed precision algorithms in numerical linear algebra[END_REF] provides 91 mathematical insight and error analyses that will eventually engender a wider adoption from domain scientists.

Reckless but responsible MP matrix algorithms are

what is needed to successfully bring together all actors in the exciting upcoming HPC era in which approximate computing will play a major role for scaling up scientific computing. The Innovative Computing Laboratory at the University of Tennessee, Knoxville, USA, led by Jack Dongarra, is a pioneer research institution in the development of numerical libraries for massively parallel systems, including MP matrix algorithms, 7 as implemented in LAPACK, 8 ScaLAPACK, 9 DPLASMA, 10 PLASMA/ MAGMA, 11 and more recently SLATE. 12 The development of these libraries is more the result of a marathon than a sprint, with contributions from the community, perpetual algorithmic innovations, and performance portability across hardware vendors and generations.

JACK IN THE XBOX

The gaming industry represents one of the main markets for GPU hardware accelerators. While the main duty of these devices is to render graphics at high resolutions, GPUs have been used from early on as a commodity for performing traditional computational simulations. They were initially provisioned with low support for FP64 (in favor of FP32) with error correcting code memory disabled. This did not prevent a team of linear algebra experts, led by Jack Dongarra, to exploit the performance of FP32 arithmetic in obtaining FP64 accuracy. Early investigations started with using Intel's Pentium processors, AMD's Opteron architectures, and the IBM's Cell Broad Engine processor [12], which powered the famous Xbox and PlayStation gaming consoles. Their MP approach used an iterative refinement procedure to recover the precision loss while solving systems of linear equations, but keeping the bulk of the computation in FP32 to maximize the GPU's throughput. This work was among the first to democratize GPUs for traditional HPC workloads. But the road ahead was still bumpy for leveraging MP algorithms into applications.

"ISN'T IT DONE YET?"

As often asked by Jack Dongarra-but it takes a village to raise a child, and it takes the right ecosystem for sustainable research to develop. For MP computations, it was important for the hardware/software ecosystem to reach a certain level of maturity before MP numerical methods could become mainstream. MP algorithms realize the greatest advantage for their extra complexity when the execution rates widen between successive 
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precisions (see Table 1 in https://images.nvidia.com/ aem-dam/en-zz/Solutions/data-center/nvidia-amperearchitecture-whitepaper.pdf [START_REF]NVIDIA A100 Tensor Core GPU Architecture V1.0[END_REF] ). AI algorithms revolutionized the way we do simulations, casting most of the underlying operations into low-precision matrix-matrix multiplications (GEMM), using FP8/FP16/BF16 FP representations. Chip manufacturers supported this trend by provisioning dedicated hardware units, which translated into unprecedented performance improvement. This is where research on MP algorithms began to flourish and impact the sustained performance of traditional HPC applications.

At the same time, the linear algebra community had to address the computational challenges brought to the fore by the manycore era with massively parallel hardware architectures. A profound redesign of the dense block algorithms available in the legacy LAPACK codes occurred to expose more fine-grained parallelism and mitigate the artifactual synchronization barriers. The resulting "tile algorithms" operate on the dense matrix split into small tiles using a task-based programming model. These computational tasks and their data dependencies constitute the vertices and edges of a directed acyclic graph, which is used to characterize the dataflow of the algorithm. A dynamic runtime system is then employed to orchestrate the task scheduling and execute them in an asynchronous fashion while ensuring data dependencies are not violated. This fine-grained task scheduling permits maximizing hardware occupancy and strong scaling in the presence of a large number of resources. As implemented in PLASMA 11 /DPLASMA 10 /SLATE, 12 these tile algorithms became standard for solving dense linear algebra problems.

To integrate MP into tile algorithms, the key idea is to extend the mathematical philosophy of iterative refinement [START_REF] Fox | Notes Q5 on the solution of algebraic linear simultaneous equations[END_REF][START_REF] Moler | Iterative refinement in floating point[END_REF][START_REF] Dongarra | Improving the accuracy of computed eigenvalues and eigenvectors[END_REF] and to leverage the fine-grained task scheduling for performance, while reducing the overhead of data movement by transferring fewer bytes. This procedure consists in using low FP arithmetic for 

IMAGING THE EARTH's SUBSURFACE

As early as the ancient Greeks, the curiosity of humankind for what lies beneath our feet has led to the development of the field of geophysics, a discipline that studies the Earth's structure and behavior. Like a camera, reflection seismology allows geophysicists to image the Earth's subsurface at meter-scale resolution.

The process of acquiring, processing, and imaging seismic data for large fields can take up to several weeks to months. Moreover, while a seismic acquisition campaign back in the 90s may have created data on the order of a few gigabytes, acquisition surveys are now producing terabytes (or even petabytes) of data. This creates computational challenges that make seismology of great interest to the HPC community. It is no surprise that some of the fastest supercomputers in the Top500 list such as Total's Pangea and ENI's HPC4 supercomputers have been specifically designed to tackle such challenges. 17 As far as data storage and manipulation are concerned, the oil industry has been very conservative throughout the years. The main storage format, SEG-Y, 18 was developed in the mid 70s, a different geological era when we look at it through the lens of scientific computing; however, one specification of the SEG-Y format still dictates how seismic data are stored and processed to this day: each recorded seismic amplitude is in fact delivered to us in a 32-bit (FP32) format.

When it comes to visualization and interpretation, seismic volumes are usually optimized for performance (e.g., DUG Insight User Manual-Optimizing Volumes for Performance 19 ), meaning that copies of the same data are created in lower precision-usually 16bit or even 8-bit. While not space-friendly, today's low cost of storing data motivates such an approach to ultimately improve user experience. But for quantitative analysis, geophysicists seem to be more conser- Ravasi and Vasconcelos's work, [START_REF] Ravasi | An open-source framework for the implementation of large-scale integral operators with flexible, modern hpc solutionsenabling 3d marchenko imaging by least-squares inversion[END_REF] Hong et al. [START_REF] Hong | HPC seismic redatuming by inversion with algebraic compression and multiple precisions[END_REF] space-time likelihood optimization on large-scale systems, [START_REF] Salvana | Parallel space-time likelihood optimization for air pollution prediction on large-scale systems[END_REF] which would be otherwise intractable.

CHASING THE ORIGIN OF LIFE AND THE UNIVERSE

The superior angular resolution provides exciting opportunities for astronomy, making possible major scientific breakthroughs by enabling better photometric and astrometric precision and better contrast. The 2020 Nobel Prize in Physics was, for instance, awarded to a group of astronomers "for the discovery of a supermassive compact object at the center of our galaxy," believed to be a giant black hole. [START_REF]Press release: The nobel prize in physics 2020[END_REF] Within the observational arsenal, adaptive optics (AO) stood out as a game changer to enable this significant leap in our understanding of the Universe. High angular resolution is key to making detailed studies of both our 
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 1 FIGURE 1. Overview of FP representations.
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  the bulk of the computation (i.e., matrix factorization) 183 and refining/correcting the residual/solution using a 184 higher FP arithmetic. A recent study 13 demonstrates the 185 robustness of the procedure using three IEEE 754 FP16/ 186 FP32/FP64 precisions, even in presence of matrices 187 with high condition numbers. This may make the MP 188 with iterative refinement procedure agnostic to the 189 application 7 in practice. These mathematical founda-190 tions are needed to design MP algorithms responsibly 191 reckless. The MP with iterative refinement procedure 192 does however require storing the whole matrix in the dif-193 ferent precisions, which incurs a significant cost in 194 terms of memory footprint. 195 NEW MP PERSPECTIVE 196 A new family of MP tile algorithms has emerged that 197 exploits the data sparsity structure of the matrix, e.g., 198 arising from Schur complements within discretizations 199 of elliptic and parabolic PDEs, radial basis functions 200 from unstructured meshing, and covariances in statis-201 tics. 14,15 In particular, the latter class of problems 202 appears when modeling major scientific applications 203 related to seismic imaging, climate/environmental geo-204 spatial predictions, and computational astronomy. This 205 involves a symmetric matrix that represents correla-206 tions between data values of the physical phenomenon 207 of interest. With proper ordering, strong correlations are 208 typically located around the matrix diagonal and they 209 start fading out as they are further away from the diago-210 nal. Intuitively, when weak elements are combined with 211 strong ones, their less significant bits fall off the edge of 212 the result. They can therefore be approximated using 213 lower FP arithmetic. Figure 2 shows a standard tile sym-214 metric matrix (only the lower part is represented) stored 215 in FP64 double precision. By leveraging the insights 216 from the application, one can take advantage of the gra-217 dient pattern of the correlations and define band 218 regions for applying corresponding FP arithmetic. This219approach is referred to as cautious in Figure2. This
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 22 FIGURE 2. Tile algorithms adaptation for MP: An example with the Cholesky factorization.

  vative. Quoting field expert Matt Hall, "...for seismic analysis, 8-bit data is probably not precise enough.Opinions vary, but I usually keep my 32-bit volume on disk, but make all derivative volumes and attribute volumes 16-bit. I think 65,536 values is enough, and because of noise and other uncertainties in the data, any precision beyond that is spurious."[START_REF] Hall | B is for Bit depth[END_REF] Recent research in the area of seismic processing suggests that Matt may have been too conservative in his statement. Various seismic processing algorithms have been shown to be robust against storing the frequency domain representation of the seismic datasets in low-precision, alongside performing algebraic compression in the form of TLR approximations.[START_REF] Hong | Large-scale marchenko imaging with distance-aware matrix reordering, tile low-rank compression, and mixed-precision computations[END_REF] This is I E E E P r o o f 323 exactly the domain where such algorithms operate, 22 324 where a multidimensional convolution modeling oper-325 ator that involves the evaluation of an extremely 326 expensive complex-valued, batched matrix-vector 327 multiplication operation is repeatedly applied. One 328 can, therefore, afford to spend a certain amount of 329 time upfront to apply a series of preprocessing steps 330 such that the data is optimally arranged for subse-331 quent efficient computations; Hong et al.'s work 21,23,24 332 show that by using TLR compression, matrix rear-333 rangement based on Hilbert sorting, and low-precision 334 storage as a way to reduce the sheer size of seismic 335 data could lead to an extraordinary reduction in both 336 computational resources and time. Figure 3 illustrates 337 the complex seismic workflow using TLR-MVM, which 338 eventually calls an MP procedure for further optimiz-339 ing execution and data movement.340 Using the synthetic seismic dataset created in 341

  com-342 pared the time-to-solution of TLR-MVM with and with-343 out Hilbert sorting and using different levels of 344 precisions on a variety of architectures. In general, a 345 speedup is observed in all cases compared to the 346 standard dense MVM operation with FP32 precision. 347 In particular, our TLR-MVM outperforms dense MVM 348 by more than 6X on NVIDIA A100 GPU using a variety 349 of precisions in compute and storage (i.e., INT8/FP16/ 350 FP32). Moreover, considering the entire process of 351 redatuming (or virtually moving) seismic data from the 352 Earth's surface 25 to an area of about 1:3 km 2 at a 353 depth of 650 m below a complex overburden, the time 354 breakdown in Figure 4(b) reveals that compression is 355 just a tiny fraction of the overall cost of such a seismic 356 processing step. And by continuing to develop this MP 357 algorithm, the TLR-MVM time profile can be further 358 reduced, while minimally impacting the overall quality 359 of the results. 360 Was anything lost in terms of accuracy? Yes, as 361 there is no free lunch in MP computations. Neverthe-362 less, Figure 5 shows that the solution obtained at one 363 subsurface point using a TLR compressed version of the seismic data and then mixing INT8/FP16/FP32 precisions in compute and storage is very similar to that obtained from its dense, FP32 counterpart. The signalto-noise ratio is only 0.4-dB smaller in the low-precision case, compared to the "ground truth," although the data size has been compressed by a factor of over 100X! This reckless but responsible seismic processing workflow indicates that the geophysicist community may have been overcomputing and storing for years.Similar MP opportunities may be lying ahead for the seismic field at large.MODELING CLIMATE/ENVIRONMENT WITH GEOSTATISTICSGeostatistics models and predicts quantities of interest from data distributed in space-time based on statistical assumptions. It can be seen as complementary
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 3 FIGURE 3. Schematic diagram of a responsibly reckless seismic processing workflow, where the input dataset is preprocessed into a set of low precision U and V bases to enable TLR based matrix-vector multiplications.

FIGURE 4 .

 4 FIGURE 4. Performance results in terms of time-to-solution (a) for a single MVM using dense and TLR compressed matrices with different precisions, and (b) for an entire seismic redatuming workflow using the best choice of TLR compressed matrix kernel.

FIGURE 5 .

 5 FIGURE 5. (a) Seismic redatuming wavefield estimate using dense, high-precision (FP32) matrix kernels. (b) Error introduced when switching to TLR compressed bases stored in INT8 precision.

FIGURE 6 . 6 Computing420rithms in Figure 2 ,

 662 FIGURE 6. Soil moisture residuals at the topsoil of the Mississippi River basin.

  Earth's neighborhood, distant reaches revealing the early Universe, and everything in between. Moreover, when coupled to high contrast techniques, getting sharper images allows astronomers to study exoplanets in extrasolar planetary systems, over a range of evolutionary stages in order to probe the initial conditions for planetary formation, the evolution of planetary systems over various time-frames and possibly the emergence of life.While the largest ground-based telescopes will soon reach 40-m diameter and provide the angular resolution and collecting area required to detect the first stars and first galaxies as well as faint rocky exoplanets through direct imaging, they must be equipped with appropriate apparatus to overcome optical distortions induced by atmospheric turbulence. AO technologies, dating back to the late 1980s, were developed for this purpose and are now essential for the largest optical
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 729 FIGURE 7. Gaussian maximum likelihood estimation performance breakdown across GPU generations and precision arithmetic.

FIGURE 8 .

 8 FIGURE 8. AO loop is composed of the DM, the WFS, and the RTC. A typical WFS image is shown on the upper right panel and images of a star in open and close loop operation models are shown below that.

FIGURE 9 .

 9 FIGURE 9. Proportion of the different GEMM precision and associated ToR accuracy on an 8-m telescope with 17K measurements (left) and a 40-m telescope with 50K measurements (right).
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