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Introduction

La Réunion is a volcanic island located in the Indian Ocean. Its climate is tropical . This island is characterized by pluviometric records with an annual cumulative rainfall locally exceeding 7m/year. The main precipitations occur during intense rainfalls often linked to cyclones in the winter season. These extreme events, combined to steep slopes, lead to an intense erosion.

The slow-moving landslide of Mare à Poule d'Eau (MAPE) located in the Salazie watershed is the result of a massive debris avalanche due to the dismatling of the extinct volcano (Piton des Neiges) 955 000 years ago (Arnaud, 2005). The permanent GNSS receivers network (BRGM-French Geological Surveys) shows a maximum velocity of 1,7 m/year for the 2010-2013 period. The Northern limit of the landslide is the River du Mât, a permanent river which mean annual ow is 3m 3 /s and can reach 145 m 3 /s during cyclones.

Contact :

Réjanne LE BIVIC rejanne.lebivic@gmail.com General velocities are over-estimated (compared to the velocity measured using the permanent GNSS receivers network) : -Uncertainties of the correlation method : 1/10 pixel (which is equal to an error of 0.35m/year); -Rapid changes in vegetation may induce errors.

Directions (6) :

the landslide main direction as measured by the BGRM -French Geological Surveys is North, which is the main direction calculated correlating SPOT5 images. However this methods show the e ects of the river at the Northern limit of the landslide. Despite those local extremes the directions vary from N335° to N25°. 
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In order to derive surface displacement maps, correlation of SPOT5 images has been applied on images pairs using the MicMac software (Deseilligny et al., 2013). This correlation is challenging on tropical areas due to high seasonal vegetation changes. Due to high relief only images acquired with a similar phase angle have been processed. 

Stability of the landslide limits:

-no retrogressive erosion at the landslide' limits -retrogressive erosion of 120m (1) : the main source of sediments for the river

The aim of this study is to improve the knowledge of this landslide combining : -a cinematic study of the landslide from SPOT5 images correlation and IGN images observation -a geomorphological study to combine those results to the morphology of the landslide and improve our knowledge on the landslide/river interface
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