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Introduction

The Internet of Things (IoT) [START_REF] Alam | Data fusion and iot for smart ubiquitous environments: A survey[END_REF][START_REF] Alam | Analysis of eight data mining algorithms for smarter internet of things (iot)[END_REF][START_REF] Muhammed | HCDSR: A Hierarchical Clustered Fault Tolerant Routing Technique for IoT-Based Smart Societies[END_REF] has now become a key technology that can span multiple technology areas, from data discovery and processing to networking and data analysis. It is used in many applications ranging from home security and factory automation to health care delivery [START_REF] Alamoudi | A Survey of Methods and Tools for Large-Scale DNA Mixture Profiling[END_REF][START_REF] Mehmood | Big data logistics: A health-care transport capacity sharing model[END_REF][START_REF] Muhammed | Ubehealth: A personalized ubiquitous cloud and edge-enabled networked healthcare system for smart cities[END_REF] and self-driving. [START_REF] Alam | Comparison of Decision Trees and Deep Learning for Object Classification in Autonomous Driving[END_REF][START_REF] Aqib | Smarter traffic prediction using big data, in-memory computing, deep learning and gpus[END_REF]8,[START_REF] Schlingensiepen | Increasing sustainability of road transport in european cities and metropolitan areas by facilitating autonomic road transport systems (arts)[END_REF] The Internet of Things offers many benefits and applications to smart cities, including: improvement of traditional public services such as transport, traffic and parking; control and maintenance of public spaces; monitoring the validity of buildings and workplaces; reducing time lost in administrative transactions; monitoring and control of energy consumption; smart lighting for the city. In addition, the amount of data collected by connected objects allow citizens to better understand the state and evolution of the city. As the number of connected objects increases, so does the number of potential problems. For this we need to adopt adequate and effective test techniques. Among the types of possible tests we mention: 1

• Hardware Tests: This type of tests consists in verifying that the device is working properly and that it it is compatible with other software and devices.

• Functional tests: In the face of the complexity of connected objects, it is vital to ensure that the different devices work as expected on any type of environment.

• Security tests: Within the Internet of Things ecosystem, huge volumes of data are accessible by users. Verifying data privacy and user authentication is a key element of IoT solution testing.

In this work [START_REF] Alam | Data fusion and iot for smart ubiquitous environments: A survey[END_REF] we are interested in the so-called model-based testing (MBT). 9, 16-19, 21-23, 25-30, 32, 33, 35, 37-44, 46 The latters can be considered as a specific branch of formal methods. Formal methods are alternative, mathematically based techniques for system specification and development, as well as automatic property checking. A range of formal languages and techniques exist to handle different types of properties at different levels of system development. More precisely the MBT approach consists in automatically extracting test cases from the formal model of the considered system under test (SUT). In general MBT suffer from the well known state explosion problem which corresponds to the fact that formal verification and test generation may require a huge amount of time and a very large space to compute and store generated test cases. The situation becomes even more critical when dealing with large and sophisticated distributed systems like IoT Systems and smart cities. To remedy this situation we propose in this article to use a set of techniques taken from the literature and some of previous works and which aim to reduce the cost, duration and complexity of the generated tests. The techniques related to MBT are as follows:

• Refinement Techniques: instead of transforming an untimed specification into a timed spec-ification and then extracting timed test cases from it, this technique allows to extract the test scenarios directly from the untimed specification and then transform them into timed tests; thus reducing the cost of test generation in a very remarkable way.

• Reducing the Size of Digital-Clock Tests: when the size of the generated tests is large this technique provides a heuristic to reduce the size of these tests by compacting the corresponding graphs.

• Generating Timed Automata Testers: consists in generating testers in the form of deterministic timed automata with resources fixed in advance (e.g., number of clocks).

• Updating Test Cases after System Evolution: for the case of dynamic and evolutive systems this technique makes it possible to reduce the number of tests to be generated after each adaptation of the system under test by detecting all the old tests which are still valid and can be reexecuted without any modification.

• Resource Aware Test Component Placement: allows to produce a placement plan of the different testers on the nodes of the system under test that takes into account available resources such as RAM, CPU and battery.

• Coverage Techniques: consist in generating a reasonable-size set of tests according to specific selection criteria to cover particular elements of the model of the system under test (e.g., nodes, states, transitions, etc.).

The rest of this article is organized as follows. Section 2 provides a brief overview about the Internet of Things, smart cities, formal methods and model-based testing. Section 3 defines the model of timed automata adopted in this work, the untimed and timed conformance relations and the different types of tests adopted. Section 4 lists the main techniques used to improve the test generation procedure. In Section 5, we propose a simple case study in order to illustrate the use of the different proposed techniques. Finally Section 6 gives a conclusion for the paper and presents some perspectives for future work.

Preliminaries

Internet of Things and Smart Cities

Internet of Things: The International Telecommunication Union defines the Internet of Things (IoT) to be a "global infrastructure for the information society, which provides advanced services by interconnecting objects (physical or virtual) with the technologies of the Internet. existing and evolving interoperable information and communication".

Smart Cities: The term"smart city" was born in the 1990s. This expression is primarily the result of a strategy of reconquest of the market set up by the firm IBM. Wishing to raise profits in a period of recession, the firm has indeed identified cities as a huge potential market, associating them with information and communication technologies. [START_REF] Söderström | Smart cities as corporate storytelling[END_REF] Anchored in a context of urban marketing and publicity, the term "smart city" is also an expression, which among many others, is used to define the city of the future. The scientific literature agrees on this aspect: the definitions vary according to the context and there is no consensual definition. The authors of 5 identified 23 different definitions. This variety can be explained in particular by the fact that the smart city, because of the diversity of the fields it touches, is an object of multidisciplinary research. However, there is a common assumption for all these different meanings: the smart city is a data-driven city.

Indeed the intelligent transformation of cities caused by the emergence of new technologies has progressively integrated several aspects of urban life (e.g., economy, education, infrastructure, transport, environment, safety and quality of life).

Model Based Testing

Model-Based Testing (MBT) or generation of model-based tests is an approach where the system is represented as an abstract model that represents the behaviors of the system (all or in part).

This approach consists of reasoning on this speciation model to automatically calculate abstract sequences (because of the same level of detail as the model) of stimuli that constitute the tests.

These sequences of stimuli are then concretized and then performed on the (real) system under test. The verdict is given by comparing the results obtained on the system under test with the results produced by the model. The model thus constitutes the test oracle because it makes it possible to predict the expected results on the target system [START_REF] Claudio | A picture from the model-based testing area: Concepts, techniques, and challenges[END_REF][START_REF] Utting | A taxonomy of model-based testing approaches[END_REF] . It represents a dynamic view and clarifies the initial state of the system by formalizing system behavior and capturing the control and observation points of the system under test. The model must be sufficiently precise and formal to allow unambiguous interpretation to have a reproducible automatic generation. [START_REF] Zhu | Advancing test automation technology to meet the challenges of model-based software testing -guest[END_REF] The techniques of generation of tests from models have known for several years a considerable interest and growth. This attractiveness, on the part of the scientific and industrial circles, is explained in particular by the ever increasing complexity of computerized systems and the current need to guarantee a quality of service and optimum reliability. Indeed, generating tests from specification models ensures a high level of confidence in the respect of the requirements set out in the specifications. Application loads to be tested through the use of coverage criteria. This type of technique begins to find its place because of its partial or complete automation made possible by the ability to reason on formal specification models. Finally, the use of the model can be initiated very early during the development cycle, allowing a system-level follow-up and validation of what is a point strong in a field where the development of a system can take several years. Despite the many results, the field is still very active to meet the new requirements of the market: increasingly strict standardization, increased quality of service expected, willingness to control costs and of course, the arrival of new systems. more and more complex such as modern embedded systems. This is why guaranteeing the quality of a system still represents a dynamic sector for research and innovation, as evidenced by the large number of conferences and journals specializing in this area.

In addition to the problem of capturing system behaviors through a model, the MBT presents several problems in the actual test generation process. Indeed, the generation of tests must be relevant, that is to say to obtain tests ensuring a certain level of quality, while being controlled to avoid the combinatorial explosion.

3 Formal Framework

Timed Automata

Timed Automata (TA) [START_REF] Alur | A theory of timed automata[END_REF][START_REF] Bornot | Modeling urgency in timed systems[END_REF][START_REF] Sifakis | Compositional specification of timed systems[END_REF] are a simple and expressive formalism for modeling computer systems that combine discrete and continuous mechanisms. These structures take the form of finite oriented graphs extended by a certain number of clocks, represented by real variables whose value evolves continuously with time.

Different Types of Tests

A given test can be seen as an interactive strategy between the tester and the system under test. The Tester sends inputs to the SUT and receives outputs from it and then checks whether the generated outputs are correct or not and produces either Pass or Fail verdicts correspondingly. Depending on the capabilities of the tester it is possible to distinguish three types of tests:

• Timed Automata Testers: In this case the tester itself is presented as a timed automaton.

The latter is built in advance before test execution. It is deterministic in the sense that a given action leads to unique known state. However the construction of such a tester is not always possible since it is not possible to transform all non-deterministic timed automata into deterministic ones.

• On-the-Fly Analog-Clock Testers: This type of tests have the capability to measure time with high precision using analog clocks. They are generated in parallel with test execution and can not be stored in memory since they are infinite.

• Digital-Clock Testers: These tests use digital-clocks to measure time. They can be generated either before or during test execution. They can be represented and stored as finite trees.

Conformance Relations

In model based testing it is necessary to define a particular relation called conformance relation which allows to compare a given specification with its possible implementations. In general we assume that both the specification and the implementations are described using the same formalism. More precisely we assume that the model of the specification is known. However we assume that the model of every possible implementation exists but it is unknown. For the case of untimed systems we may use the input-output conformance relation ioco. [START_REF] Tretmans | A Formal Approcah to Conformance Testing[END_REF] The latter allows to compare two input-output transition systems Spec and Imp. Imp conforms to Spec with respect to ioco if it accepts more inputs and generates less outputs than Spec. For the case of timed systems we may adopt the timed input-output conformance relation tioco. [START_REF] Krichen | Black-box conformance testing for real-time systems[END_REF][START_REF] Krichen | Conformance testing for real-time systems[END_REF] 4 Different Techniques for Improving Testing Activities

Refinement Techniques

Refinement Approaches are well experimented in the field of hierarchical design of many types of systems. They consist in transforming high-level actions into lower-level actions. That is to start with a high-level abstraction and to move to a lower-level one until obtaining the implementation level. Adopting action refinement approaches in the field of testing seems to be very promising. In our previous work [START_REF] Bensalem | A simplified approach for testing real-time systems based on action refinement[END_REF] we proposed an refinement based approach for testing real times systems. We assume that the system under test can be initially described using an untimed specification. For instance it can be modelled using a simple automaton which has no clocks and no time constraints. This untimed specification is then transformed into a timed one using refinement techniques.

Reducing the Size of Digital-Clock Tests

Digital-clock tests can grow very large because they may sometimes contain big numbers of consecutive tick actions. In order to reduce of these tests we may extend test cases with variables and more sophisticated data structures as proposed in our previous work. [START_REF] Krichen | Conformance testing for real-time systems[END_REF] 

Generating Timed Automata Testers

Representing analog-clock test cases as deterministic timed automata allows to save a lot of computation time during computation time. However this alternative is not always possible since theoretically it is not possible to transform all non deterministic timed automata into deterministic ones using a finite number of clocks and nodes. To alleviate this problem we proposed in a previous contribution [START_REF] Krichen | Conformance testing for real-time systems[END_REF] a deterministic over-approximation of the considered non deterministic timed automaton. This approximation is obtained by fixing in advance the available resources to use and the adopted strategy for resetting clocks.

Updating Test Cases after System Evolution

This technique is taken from our previous works. [START_REF] Lahami | Selective test generation approach for testing dynamic behavioral adaptations[END_REF] It consists in optimizing the test generation phase after the occurrence of dynamic adaptation of the system under test. We assume that the model may of the system under test may evolve either partially or entirely after a dynamic behavioral adaptation occurs. Consequently, we need to update the set of available test scenarios either by generating new tests or updating old ones. For this reason we need to take advantage from selective regression testing and MBT techniques.

In order to reach that goal, we follow a four-step approach:

• Model Differentiation: This step aims to compare the initial and new models of the SUT.

That is to detect differences and similarities between these two models. This allows to avoid creating the whole set of test cases from scratch after every behavioral adaptation of the SUT.

• Old Tests Classification: This step consists in deviding the set of old available test cases into three subsets of tests: partially valid tests; still valid tests; no longer valid tests.

• Test Update and Generation: This step allows to to update partially valid tests and to derive new test cases from the newly identified behaviors. To achieve this goal we may use techniques borrowed from MBT approaches. [START_REF] Krichen | A formal framework for black-box conformance testing of distributed real-time systems[END_REF][START_REF] Krichen | Conformance testing for real-time systems[END_REF] • TTCN-3 Transformation: This step consists deriving a set TTCN-3 tests from the set of abstract test cases produced during the previous steps. [START_REF] Lahami | Towards a TTCN-3 Test System for Runtime Testing of Adaptable and Distributed Systems[END_REF] 

Resource Aware Test Component Placement

This technique is inspired by our previous contributions. [START_REF] Lahami | Using Knapsack Problem Model to Design a Resource Aware Test Architecture for Adaptable and Distributed Systems[END_REF][START_REF] Jmal Maâlej | Distributed and resource-aware load testing of WS-BPEL compositions[END_REF] It consists in distributing the test components on the various nodes of the system under test while taking into account the available resources of these nodes. For this purpose, we need to monitor resources during the execution of the system: free memory, CPU load and battery state. Then we model the problem we have in hand as an instance of the knapsack problem. The latter corresponds to a classic application of integer programming. In the problems of the knapsack, there is a container (the "knapsack") with a fixed capacity and a number of elements. Each element is associated with a weight and a value .

The problem is to fill the without exceeding its capacity, while maximizing the overall value of its content. In our case we consider a Multiple Multidimensional Knapsack Problem (MMKP). That is we have different types of elements (CPU, RAM and Battery) that we need to place in a number of knapsacks (computer nodes). These different constraints can be solved using existing tools and heuristics in the literature. [START_REF] Lahami | Using Knapsack Problem Model to Design a Resource Aware Test Architecture for Adaptable and Distributed Systems[END_REF][START_REF] Jmal Maâlej | Distributed and resource-aware load testing of WS-BPEL compositions[END_REF] 

Coverage Techniques

In MBT approaches, it is impossible to generate all possible tests that can be derived from the specification of the system under test. The number of possible is either infinite or very huge even for relatively very small specifications. Consequently, we need to find a way for reducing the number of generated tests. A first alternative consists in generating a fixed number of test cases randomly. A second alternative consists in generating all possible tests up to a fixed depth of the Received Temperature; 3. Sending acknowledgment to the sensor. 5, we propose a non-deterministic version of a portion of the model of the considered system. This automaton is non-deterministic since from the initial node the same action leads to different successor nodes. This nondeterminism corresponds to the fact that the sensor may measure temperature either by computing the average of three captured values or only two values depending on some internal choices (available resources for example). In the same figure we propose the result of the determinization of the non-deterministic automaton. As already explained this procedure is not always possible in an exact manner. Consequently, we may need to make some approximations.

• Test Cases Updating: As our system evolves we need to update the model accordingly. In this case we need to update the already generated test cases as well since it would be very expensive to regenerate them from scratch. In Figure 6 we propose a possible evolution for our system. Initially, the acknowledgement was sent by the collector to the corresponding sensor after storing the temperature in the database. In the new version, the acknowledge- ment is sent after the storage is achieved. The previously generated tests need to be updated accordingly in order to minimize the cost and the duration of the test regeneration phase. For this purpose we need to compare the two models of the system (the old and the new ones) and to make a classification of the available test cases as already explained. • Resource Aware Tester Component Placement: In general the testing architecture may be either centralized or decentralized. In the second case, we need to find a strategy for placing the different test components over the computational nodes of the system. For instance if the collector has enough resources it can host some of the test components dedicated for testing some of the sensors. Similarly if the resources of one of sensors are sufficient then it can host the test component in charge of testing another sensor as well. Adequate optimization techniques need to be used for this purpose.

• Coverage Techniques: These techniques allow to reduce the number of generated tests in a smart way by defining specific selection criteria. For instance in our case we may consider a criterion which allows to cover the different nodes of the different FSMs of the considered model. Similarly, we may consider a second criterion which covers the set of transitions or the set of pairs of consecutive transitions, etc. This can be done by constructing the observable graph as already explained in the previous section.

Conclusion

In this work, we proposed several techniques to improve the quality of formal verification and model-based testing approaches for IoT and Smart Cities. These approaches generally suffer from the state explosion and are difficult to implement. On the first hand, the proposed techniques to need to implement the different proposed solutions and to define a set of criteria for selecting the set of appropriate techniques to adopt for each concrete situation. Moreover we may apply several other techniques to improve the testing approaches adopted for Iot and Smart Cities. For instance we may combine functional and load testing aspects as proposed in. [START_REF] Krichen | A model-based approach to combine conformance and load tests: an ehealth case study[END_REF] We may also consider other
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  remedy to problems related to formal verification are as follows: 1. Abstraction; 2. Modularization and Compositionality; 3. Symmetry Detection; 4. Data Independence Detection; 5. Eliminating Functional Dependencies; 6. Exploiting Reversible Rules. On the second hand the proposed techniques related to Model Based Testing are as follows: 1. Refinement Techniques. 2. Reducing the Size of Digital-Clock Tests; 3. Timed Automata Testers Generation; 4. Test Cases Updating; 5. Resource Aware Tester Component Placement; 6. Coverage Technique. In order to show how these different techniques can be used we proposed a simple case study which corresponds to a Temperature Measuring System made of one Collector and four Sensors. As a future work we

This article is an extension of our previous work

presented in SCITA 2017[START_REF] Mehmood | Smart Societies, Infrastructure, Technologies and Applications: First International Conference, SCITA 2017[END_REF] 

specification. However both solutions present the risk of ignoring interesting behaviors of the system under test. For that, we adopt a third alternative which consists in using coverage techniques.

Different coverage criteria are possible in the field of software testing such as branch coverage and statement coverage. [START_REF] Myers | The art of software testing[END_REF] Similarly for the case of timed automata, existing approaches allow to cover finite abstractions of the space of states (like the region graph [START_REF] Springintveld | Testing timed automata[END_REF] and the time-abstracting quotient graph [START_REF] Nielsen | Automated test generation from timed automata[END_REF] ) or structural elements of the model of the system under test (like locations or edges [START_REF] Hessel | Time-optimal real-time test case generation using UPPAAL[END_REF] ).

In our previous work [START_REF] Krichen | Conformance testing for real-time systems[END_REF] we proposed a finite abstraction of the specification called the observable graph. The later is obtained by computing the product of the model of the specification and the model of the used digital-clock. Sequences of interest covering a specific criterion are extracted from this graph and then extended into valid test cases.

Case Study: A Temperature Measuring System with four Sensors and one Collector

In this section, we propose a simple case study on which we illustrate how the previously introduced techniques can be used. As illustrated in Figure 1, our case study is made of five objects: four sensors and one collector. The role of the sensors consists in measuring the ambient temperature and then send it to the collector. The collector receives the measured values sent by the sensors and stores them in an appropriate database for future use.

In Figure 2, we propose a simplified model for the proposed case study made of eight finite state machines (FSMs). On the first hand the behavior of each sensor is given as a separate FSM made of three nodes and three transitions: 1. Measuring temperature; 2. Sending temperature to the collector 3. Receiving acknowledgement from the collector. On the other hand the behavior of the collector is given as a product of four FSMs. Each of these FSMs is also made of three nodes and three transitions: 1. Receiving Temperature from the corresponding sensor; 2. Storing the Next we explain how the already proposed techniques in the previous sections can be used in order to improve the formal based testing for this case study:

• Refinement Techniques: Recall that this technique consists in considering an untimed specification and a set of refinement rules which allow to transform each high-level untimed action into a sequence of low-level timed sequence. Test cases are extracted from the untimed specification then the obtained untimed test cases are refined into timed test cases according to the adopted refinement rules. For instance in Figure 3 • Reducing the Size of Digital-Clock Tests: As already mentioned a digital-clock test can be seen as a special tree which has a special T ick action which models time progress. The goal of this step consists in reducing the size of the test tree by compacting sequences of T ick actions. This idea is illustrated in Figure 4 where a sequence of ten T ick actions is replaced with only one transition labelled with 10 T icks. In this manner the size of tests is reduced significantly.

• Timed Automata Testers Generation: When the specification of the system is given as a non-