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Electric field controllable high-spin SrRuO 3 driven by a solid ionic junction

Controlling magnetism and spin structures in strongly correlated systems by using electric fields is of fundamental importance but challenging. Here, a high-spin ruthenate phase is achieved via a solid ionic chemical junction at the SrRuO 3 /SrTiO 3 interface with distinct formation energies and diffusion barriers of oxygen vacancies, an analog to electronic band alignment in the semiconductor heterojunction. Oxygen vacancies trapped within this interfacial SrRuO 3 reconstruct the Ru-4d electronic structure and orbital occupancy, leading to an enhanced magnetic moment. Furthermore, this emergent interfacial magnetic phase can be switched reversibly by electric-field-rectifying oxygen migration in a solid-state ionic gating device, providing a framework for the atomic design of functionalities in strongly correlated oxides using a method of solid chemistry.

I. INTRODUCTION

Controlling magnetism and low-dimensional spin textures in strongly correlated systems by electric fields has a widespread potential for many information processing applications requiring low-power consumption [1][2][3][4]. Over past decades, the spin degree of freedom has been effectively controlled by electric fields in magnetoelectrics and multiferroic heterostructures [5][6][7][8][9][10][11]. However, the control of these ferroic orderings and direct characterization of their coupled behaviors by using advanced approaches are still fundamentally challenging [1,3]. Therefore, it is desirable to design new correlated electron systems with atomic precision by engineering material chemistries and architectures [3]. Transitionmetal oxides (TMOs) with strong d-electron correlations and spin-orbit coupling (SOC) may provide an effective platform towards emergent magnetism with controllable spin textures [12][13][14][15][16][17][18][19][20].

SrRuO 3 (SRO) is a 4d TMO with a coexistence of SOC and itinerant ferromagnetism [21], leading to a large variety of physical behaviors which have been experimentally observed, high-energy electron diffraction. Through a synchrotronbased x-ray-diffraction (SXRD) study, a set of (002)-oriented peaks in Fig. 1(a) reveals SRO thin films with a c-axis lattice constant of 3.967 Å (thickness up to 50 uc). The epitaxial growth of SRO thin films is shown in Fig. S1 of the Supplemental Material [36]. High-resolution scanning transmission electron microscopy (STEM) in Fig. 1(b) indicates a highquality and dislocation-free epitaxy for the SRO thin films. The out-of-plane and in-plane lattice structures in STEM [Fig. 1(c)] illustrate that there is an in-plane compressive strain (∼ -0.45%) without any relaxation and phase separation across the whole SRO thin films, which are consistent with the results obtained from the x-ray reciprocal space mapping (RSM) [Fig. 1(d)]. The monoclinic structure of the SRO thin films [37] has been further revealed by the x-ray RSM. The details of growth and measurements can be seen in the Supplemental Material [36].

III. EMERGENT HIGH-SPIN SRO DRIVEN BY INTERFACIALLY TRAPPED OXYGEN VACANCIES

The ferromagnetic Curie temperature (T C ) was measured as a function of thickness by temperature-dependent magnetization and resistivity (M-T and R-T ) [21,[START_REF] Fisher | [END_REF]. As shown in Figs. 2(a) and 2(b), T C ∼ 125 K is observed for the 50-, 30-, and 10-uc SRO thin films, whereas another T C ∼ 153 K is observed in thin films with thicknesses of 30, 10, and 5 uc. The T C ∼ 125 K is ascribed to the fully strained monoclinic structure as studied previously [37,41], which is lower than the bulk orthorhombic SRO (T C is ∼160 K) [42]. The two distinct T C values maintain in all films, although a single T C ∼ 153 K exists in a 5-uc SRO thin film. The thickness-dependent magnetic hysteresis loops along the pseudo-[001] axis were measured with a superconducting quantum interference device magnetometer [Fig. 2(c)]. Upon increasing the thickness (dR/dT -T ) at a constant magnetic field of 1 T (helpful to obtain well-defined peaks at T C ) shows that the T C 's are consistent with the ones from M-T curves, indicating that the interfacial SRO contributes to the high T C . (c) Out-of-plane magnetic-field-dependent magnetization (M-H curves) at 10 K. The insets are the schematics of the interfacial-SRO and top-SRO phases. (d) Thickness-dependent out-of-plane M s (red curves) and its contribution from the interfacial SRO (blue curves). As the thickness increases, the M s decreases, which indicates that the interfacial SRO contributes to the enhancement of M s . All the above data obtained from the SRO thin films with thicknesses of 5, 10, 30, and 50 uc. from 5 to 10 uc, a steplike hysteresis with two coercive fields appears, which is more obvious in the 30-and 50-uc thin films. For the 5-uc SRO, the out-of-plane saturated moment (M s ) is ∼2.18 μ B /formula unit (f.u.), which is higher than the one of low-spin state of SRO (∼1.1-2.0 μ B /f.u. in experiments and theories, 2.0 μ B /f.u. from the full Hund's rule) [43][44][45][46]. As the thickness increases, M s decreases to ∼2.06, ∼1.75, and ∼1.28 μ B /f.u. for 10-, 30-, and 50-uc SRO, respectively, indicating that the SRO at the interface contributes to the enhancement of M s as shown in insets of Figs. 2(c) and 2(d). The magnetic domain switching, corresponding to the hysteresis, has been characterized by using low-temperature magnetic force microscopy (MFM) at 10 K. For the 5-uc SRO, a monodomain switching occurs (Fig. S2 of the Supplemental Material [36]). However, for the SRO thin film with a thickness above 10 uc, there is a distinctive switching with two coercive fields at low/high magnetic field (Fig. S3 of the Supplemental Material [36]), which further indicates that the steplike magnetic hysteresis could be attributed to a separation of magnetic phases: interfacial SRO (high T C /moment) and top SRO (low T C /moment). The hysteresis behavior as a function of top-SRO thickness is simulated in Fig. S4 of the Supplemental Material [36], which is consistent with our experimental observations in Fig. 2(c). The details of measurements for magnetic/electrical characterizations are given in the Supplemental Material and Fig. S5 [36]. In these fully strained SRO thin films without lattice relaxation, slight alternation of the chemical structure at the interface may play a key role in the enhanced magnetization [47]. As seen from bright-field STEM in Figs. 3(a) and 3(b), the interfacial-SRO phase presents more v O which is negligible in the top SRO. Depth-profiling x-ray photoelectron spectroscopy (XPS) with in situ etching of surface layers without damaging underlying layers [see Fig. 3(c) for the schematics] shows the valence states of Ru at various etching depths for the 50-uc SRO in Fig. 3(d). The binding energy of Ru 3d 3/2 remains at ∼282.82 eV whereas etching away up to 30 uc. However, it starts to dramatically decrease by ∼1.3 eV when the etching depth reaches about 45 uc, indicating that Ru 3+ appears at the interfacial SRO [48]. At all conditions, there is no change for the binding energies of Sr 3d from the top SRO to the interfacial SRO and then STO (see Fig. S6 of the Supplemental Material [36]). Therefore, the appearance of Ru 3+ at the interfacial SRO is induced by the v O based on the above analysis of STEM and XPS results [48]. The detailed measurements for chemical structures are given in the Supplemental Material [36].

The microscopic origin of this v O -dominant interfacial-SRO phase with enhanced M s can be understood by calculating the formation energy (E OF ) and the diffusion barrier (E b ) of the v O in both SRO and STO. The E OF is defined as

E OF = E SC (v O )-E SC + E (O 2 )/2
for both SRO and STO in density functional theory (DFT).

Here, E SC (v O ) and E SC are the energies of supercells with and without a v O , respectively, and E (O 2 ) is the energy of a single O 2 molecule. The E OF of bulk SRO is ∼4.7 eV, which is ∼2 eV lower than that of bulk STO, indicating that v O prefers to be on the SRO side. Near the SRO/STO interface, the E OF of a single v O in SRO is ∼4 eV, lower than that in STO [Fig. 3(e)]). Therefore, we expect that v O migrates into the interfacial-SRO phase when SRO is in contact with STO. In Fig. S7 of the Supplemental Material [49], we further calculated the diffusion energy barrier E b of v O . In SRO, E b is ∼1.4 eV, which is much higher than the one in STO (∼0.6 eV). Whereas for STO, such a barrier height permits v O diffusion, and, in SRO, it prevents v O diffusing further into the top-SRO phase [58]. As a result, the v O is trapped at the interfacial-SRO phase as visualized in Fig. 3(e) and forms a v O diode in a similar way as electron diffusion in a conventional electrical diode.

For understanding the role of v O in the enhanced M s at the interfacial-SRO phase, we construct a SRO (5-uc)/STO (4-uc) heterostructure where one oxygen atom is removed between the second and the third RuO 2(d)]. Thus, the interfacial-SRO phase with high spin can be defined as the v O -SRO phase. The computational details are attached in the Supplemental Material [49].

IV. ELECTRIC-FIELD CONTROL OF THE MAGNETIC PHASE TRANSITION

The interfacial high-spin SRO phase originates predominately from the v O contributions, which could be naturally controllable in this v O diode across the solid v O -SRO/STO chemical junction by an electric field [59]. The temperaturedependent transport measurements with in situ magneticdomain characterizations were performed in the 10-uc SRO thin film under the application of an electric field as schematically shown in Fig. 5(a). A reversible control of the v O SRO (T C is ∼153 K) was achieved by electric-field-driven unidirectional v O migration from SRO to STO as shown in Fig. 5(b), demonstrating that the v O SRO with high spin can be erased and rebuilt by applying electric fields. With a magnetic bias between the coercive fields of v O SRO and the top SRO, the "soft" v O SRO will switch first and serve as an effective magnetic field (H eff ). Magnetic domain switching with and without the application of electric fields has been performed under a magnetic bias of +0.75 T, which is lower than the coercive field of the top SRO in the 10-uc film [∼1 T, see Fig. 2(c)]. With the application of the electric field of +4 kV cm -1 , magnetic domains cannot be switched at the same magnetic bias as the v O SRO (namely, H eff ) has been erased as shown in Fig. 5(c). The details on measurements can be seen in the Supplemental Material [36].

V. CONCLUSION

To summarize, by designing an oxygen ionic chemical junction, v O 's are trapped at the interfacial-SRO phase, leading to an electronic and orbital reconstruction. As a result, a high-spin state at the v O -SRO phase is achieved, which is reversibly switchable by an electric-field-induced oxygen migration in a solid-state ionic gating device. Furthermore, understanding of electronic and spin states in such a lowdimensional SRO phase makes this strongly correlated system a promising candidate for the further exploration and manipulation of emergent magnetism and spin structures. 
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 1 FIG. 1. High-quality monoclinic SRO thin films without strain relaxation. (a) The θ-2θ SXRD spectra for (002)-oriented sets of peaks. The SRO thin film is the pseudocubic phase (pc). (b) High-resolution cross-section STEM image of the 50-uc SRO thin film. (c) Line profiles of the SrO layers below 15 uc at the pseudo-[001] orientation (top panel) and line profiles of the SrO layers for the first uc and the 15th uc of the SRO thin film (bottom panel). (d) RSM for the 50-uc SRO on STO (001) around (002) and {103} STO Bragg reflection in the reciprocal lattice units of STO with the thickness fringes. The dissimilar values ( L) indicate the monoclinic structure where cell parameters measured for the 50-uc SRO thin film are a pc = 3.905, b pc = 3.905, c pc = 3.967 Å, α = 90 • , β = 89.82 • , and γ = 90 • .

FIG. 2 .

 2 FIG.2. Emergent interfacial magnetic phase with an enhanced magnetization. (a) Temperature-dependent magnetization (M-T curves) shows two T C values determined by the discontinuity in dM/dT (red and purple arrows). (b) Temperature-dependent differential resistivity (dR/dT -T ) at a constant magnetic field of 1 T (helpful to obtain well-defined peaks at T C ) shows that the T C 's are consistent with the ones from M-T curves, indicating that the interfacial SRO contributes to the high T C . (c) Out-of-plane magnetic-field-dependent magnetization (M-H curves) at 10 K. The insets are the schematics of the interfacial-SRO and top-SRO phases. (d) Thickness-dependent out-of-plane M s (red curves) and its contribution from the interfacial SRO (blue curves). As the thickness increases, the M s decreases, which indicates that the interfacial SRO contributes to the enhancement of M s . All the above data obtained from the SRO thin films with thicknesses of 5, 10, 30, and 50 uc.

FIG. 3 .

 3 FIG. 3. Evidence of the interfacial-SRO phase driven by an ionic chemical junction. (a) Bright-field STEM of the SRO on STO. The left and right panels show the magnified bright-field STEM image as labeled by the rectangle boxes in the middle panel. (b) The corresponding line profile for the detailed atomic structure of SrO layers in the interfacial SRO (bottom panel, green curve) and top SRO (top panel, orange curve). The yellow, dark gray, and light gray dots represent the positions of Sr, O, and v O , respectively. The shallow valleys in the orange curve represent oxygen sites, which are negligible in the green curve, indicating more v O 's located at the interface. (c) Schematic of the depth-profile XPS measurements with in situ Ar + etching. (d) Depth-profile binding energies of Ru 3d 3/2 shows a dramatic change in binding energies for Ru 3d 3/2 . (e) Calculation of the formation energies and diffusion barriers of v O across the SRO/STO interface. The black dots are the formation energies E OF of the v O 's located at different layers across SRO/STO interface. The red lines are the bulk values of SRO and STO at √ 2× √ 2×4 dimension. The gray sphere indicates that v O prefers to diffuse from STO into SRO and be prevented at the position of the green dashed line (diffusion length).

4 FIG. 4 .

 44 FIG. 4. Microscopic origin of the interfacial high-spin SRO. v O -induced orbital reconstruction turns the initial 4d 4 low-spin state (S = 1) into the 4d 5 high-spin state (S = 3/2). In addition, the local magnetic moments of Ru sites neighboring the v O are significantly larger than that of other Ru sites far away from v O . Moreover, they are beyond the upper limit of low-spin states predicted by Hund's rule for Ru 4+ (t 3 2g ↑, t 1 2g ↓, 2 μ B /Ru), which supports the emergence of the high-spin state. (a) The crystal structure of the SRO/STO heterostructure used in calculations where four STO substrate layers and five SRO layers are constructed, and an oxygen atom is removed to model v O . (b) DFT-resulted layer-dependent DOS of Ru d-electrons. The v O is set in between the second and third RuO 2 layers. (c) The schematics of electronic configuration of the low-spin state without v O and the high-spin state with v O . (d) Projected magnetic moments on Ru atoms with (red dots) or without (blue dots) v O . The v O locates between the second and the third RuO 2 layers as indicated by the gray area. The black and gray lines are the upper limit of the low-spin state and the projected moment on Ru atoms in bulk SRO, respectively.

  2 layers to model the v O [see Figs. 4(a) and 4(b)]. There are substantial spin and orbital reconstructions of the Ru d electrons near the v O . The occupation of the Ru d z 2 orbit arises from the fact that: (i) v O provides abundant electrons, and (ii) it breaks the neighboring RuO 6 octahedron and changes the crystalfield splitting. The latter shifts the energy of the d z 2 orbit down by forming bonding and antibonding states. This orbital reconstruction is pivotal for turning the 4d 4 low-spin state (S = 1, ∼1.5 μ B /Ru, far away from v O ) into a 4d 5 high-spin state (S = 3/2, ∼2.3 μ B /Ru, neighboring v O ) as shown in Figs. 4(c) and 4(d), being compatible with our experimental results [Fig.

FIG. 5 .

 5 FIG. 5. Electric-field control of T C and mesoscopic domains switching. (a) Schematics of electrical transport under an electric field with in situ MFM measurement in a solid-state ionic gating device. The electric fields are maintained during measurements. (b) Reversible control of T C derived from dR/dT -T curves (the red, green, and purple arrows) due to the erasing and rebuilding of the v O -SRO with the application of the vertical electric field of 0, +4, -4, +4 kV cm -1 . (c) Magnetic domain switching in top-SRO/v O -SRO (total thickness of 10 uc) without/with the application of the electric field where the magnetic domains were captured at 10 K with/without v O SRO. The black circles indicate that the images were captured in the same area.

  FIG. S2. Observation of mono-domain switching for the 5 uc SRO thin film. (a)

  FIG. S3. Observation of multi-domain switching for 10 uc SRO thin film. (a)

F

  FIG. S4. Simulation of magnetic hysteresis as a function of top-SRO thickness. There

  FIG. S5. Curie temperature (T C ) characterization of a 10 uc SRO thin film. (a)

  FIG. S7. Calculated diffusion barrier (E b ) of v O in SRO (a) and STO (b), respectively.
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Supplementary methods

Substrate treatment and thin film growth:

Atomically flat (001)-oriented SrTiO 3 (STO) substrates with atomic level steps were prepared by a combination of aqua regia-etching and high-temperature annealing (1000 ) under an oxygen pressure of 760 Torr. SRO thin films were fabricated using PLD method with in-situ reflection high-energy electron diffraction (RHEED) technique. For the thin film growth, a KrF excimer laser, with a wavelength of 248 nm, energy density of ~0.7 J•cm -2 and repetition rate of 2 Hz was used. SRO thin films were grown at 700 under an oxygen pressure of 0.1 Torr. After deposition, the thin films were slowly cooled with a rate of 5 min -1 and under an oxygen pressure of 7.6 Torr. Pt electrodes (~50 nm) were fabricated by magnetron sputtering.

Atomic force microscopy (AFM) imaging:

The topography of SRO thin films was characterized by tapping mode AFM (Bruker, Multimode 8 with controller V). To achieve high spatial resolution, a Si probe (MikroMasch, HQ:NSC15/AL BS) with an ultra-sharp tip apex (with typical radius of 8 nm) was used. All the AFM experiments were performed in ambient conditions at room temperature.

Synchrotron-based X-ray diffraction (SXRD) measurements:

Theta-2 theta spectra and reciprocal space mappings for 50 uc SRO thin film were obtained by SXRD at beamline 1W1A of Beijing Synchrotron Radiation Facility.

The detailed crystalline structure was analyzed according to the method reported in Ref. [1]. According to the dissimilar values (△L) shown in RSM images (Fig. 1 (d 

High-resolution STEM measurements:

High-resolution STEM measurements were performed by the employment of a JEOL 2100F (JEOL, Tokyo, Japan) transmission electron microscope, which is operated at 200 keV and equipped with CEOS (CEOS, Heidelberg, Germany) probe aberration corrector, double spherical aberration (Cs) correctors. The spatial resolution of the microscope is 78 pm at the incident semi-angle of 28 mrad. The dark/bright-field image simulation was carried out based on a fast-Fourier-transform multi-slice approach for the STEM configuration. The SRO/STO lamella was prepared following the (001)-orientation of the STO substrate. Lattice constants of a and c measured for the as-grown SRO thin film from HAADF-STEM images are a pc = 3.905 Å and c pc = 3.964 Å.

In the bright-field images as shown in Fig. 3 

Superconducting quantum interference device measurements:

Magnetic properties of SRO thin films were characterized by using a Quantum Design Magnetic Properties Measurement System (MPMS). Magnetic hysteresis loops were obtained by sweeping the magnetic field up to ±3 T at 10 K.

Temperature-dependent magnetization was measured at a constant field of 50 Oe during a warming run after field cooling (FC) process.

Low-temperature magnetic force microscopy (LT-MFM) measurements:

LT-MFM measurements were carried out by using a commercially available scanning probe microscope (Attocube system) to characterize the magnetization orientation, which is equipped with a 9-T superconducting magnet. Commercial magnetic probes (NANOSENSORS, PPP-MFMR) were used for all MFM measurements. All the MFM images were recorded at 10 K with the probe scanning at a constant height. The magnetic-field dependent MFM measurements were carried out with H applied perpendicularly to the film surface. To demonstrate the magnetic domain switching (Fig. 5 (c)), a magnetization cycle from downward saturated magnetic field to upward magnetic bias (0.75 T, lower than the coercive field of top-SRO in the 10 uc film) was applied to the film (10 uc) without electric field.

MFM image was captured simultaneously as shown in top-panel of Fig. 5 (c), and magnetic domain switching was observed obviously. This demonstrates the switchable v O -SRO provides an effective field (H eff ), that is helpful on magnetic domain switching of the top-SRO. However, after the same magnetic-field-treatment with a downward maintaining electric field of +4 kV•cm -1 applied to the film, magnetic domains can be barely switched as shown in bottom-panel of Fig. 5 (c). This phenomenon indicates the v O -SRO was erased by electric field.

Electrical measurements:

For resistivity measurements, the SRO thin films were patterned into micro-structures by photolithography technique, where Laser Direct Writing (DMO, microwriter ML 2) and Ar + etching process were used. The effective channel is 500 μm long and 100 μm wide. A 500 μm thick STO substrate is used as a gate dielectric layer, and Pt (~50 nm) thin film is used as the bottom electrode. Electrical characterization of SRO thin films was performed using Quantum Design Physical Properties Measurement System (PPMS) Dynacool. Temperature-dependent resistivity was measured at a constant field of 1 T and constant current of 10 μA during a warming run after field cooling in a He-flow cryostat. The constant field of 1 T applied during the measurements is to reduce the spin-disorder-induced scattering and the associated fluctuation in R-T curve. As a result, the dR/dT-T curve can show a well-defined peak at T C . The electric-field control of T C derived from dR/dT-T curves (Fig. 5 (b)) was performed on the SRO thin films with a thickness of 10 uc. The electric fields of 0, +4, -4, +4 kV•cm -1 are maintained during all the temperature-dependent resistivity measurements.

Depth-profile X-ray photoelectron spectroscopy (XPS) measurements:

XPS measurements were carried out in an ultra-high vacuum chamber with the surface analysis system (ESCALAB 250Xi/ThermoFisher). A monochromatic Al Kα X-ray source (1486.7 eV), operating at 15 kV (90 W) was used and the photoelectrons were analyzed at a take-off angle of 90°. Depth profiling was accomplished with Ar + source etching to the surface normal between analysis cycles [3]. The depth of etching was calibrated and monitored in real time during measurement. Element composition was determined based on photoelectron peak areas and the relative sensitivity factors.

First-Principles density functional theory (DFT) Calculations:

DFT calculations [4,5] with the generalized-gradient approximation Perdew-Burke-Ernzerhof exchange-correlation function (GGA-PBE) [6] were performed using the Vienna Ab-initio Simulations Package (VASP) [7,8] and Wien2k code [9]. To consider about strong correlations of Ru-4d electrons, DFT+U approximation [10,11]