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Adapted from the acceptance sampling field, the double sampling monitoring schemes implement a two-stage strategy to decide whether the process being monitored is in-control or out-of-control. That is, a master sample is split into two separate subgroup samples, with the first subgroup sample used in the first stage and, depending on which type of double sampling method is used, either only the second or the combined first and second, subgroup sample(s) are used in the second stage. This strategy has been proven to effectively decrease the sampling effort and, at the same time, to decrease the time to detect potential out-of-control situations. For these reasons, it has received some attention in the statistical process monitoring (SPM) literature and, in this review paper, all 92 existing publications on the basic double sampling monitoring schemes and other different schemes that are integrated with the basic double sampling schemes are reviewed. The double sampling schemes are categorized and summarized so that any research gaps in the SPM literature can easily be identified. Finally, concluding remarks and some directions for future research ideas are given.

Introduction

The double sampling monitoring strategy is one of the most powerful tools used in statistical process monitoring (SPM) to detect unexpected changes in various types of processes (such as business, health and manufacturing) as quickly as possible. One of the main purposes of any monitoring scheme is to distinguish between assignable and common causes of variation. A process that works only in the presence of common causes of variability is said to be statistically in-control (IC). When a given sample has assignable causes of variation then a process is said to be out-of-control (OOC). Double sampling monitoring schemes implement a two-stage monitoring procedure to decide whether the process being monitored is IC or OOC. The first introduction of the double sampling strategy in the SPM context was reported in [START_REF] Croasdale | Control charts for a double-sampling scheme based on average production run lengths[END_REF]. Since then, there has been about 91 additional publications on related double sampling monitoring schemes, which are outlined in Table 1 and sorted chronologically (from 1974 to 2021). [START_REF] Croasdale | Control charts for a double-sampling scheme based on average production run lengths[END_REF] adapted the idea of double sampling procedure from the acceptance sampling field and implemented its use in the SPM field. [START_REF] Croasdale | Control charts for a double-sampling scheme based on average production run lengths[END_REF]'s method entails the use of a sample of size in stage 1 and of size in stage 2 to compute the corresponding charting statistic, both sub-samples from the same master sample of size (= + ), where > . Consequently, as an improvement to [START_REF] Croasdale | Control charts for a double-sampling scheme based on average production run lengths[END_REF]'s method, [START_REF] Daudin | Plans de Controle Double Optimaux (Maitrise des Procedes et Controle de Reception)[END_REF] and [START_REF] Daudin | Double sampling charts[END_REF] showed that the use of the sample size in stage 1 and both and (i.e., + ) in stage 2 yields an even more improved performance and reduces the number of items to be inspected. In real-life applications, the investigation of the use of small samples in process monitoring (through control charts) is more important than that of the use of large sample sizes. Based on the latter, the vast majority of discussions on double sampling schemes done post-1992 were more focused on the method by [START_REF] Daudin | Double sampling charts[END_REF] rather than the original version by [START_REF] Croasdale | Control charts for a double-sampling scheme based on average production run lengths[END_REF].

There are three main different designs of Shewhart-type univariate double sampling schemes charting regions, which are defined as: (i) original non-side-sensitive, (ii) improved non-side-sensitive and, (iii) side-sensitive. The first non-side-sensitive double sampling scheme is a two-stage scheme based on two unconnected samples (i.e. the first sample of size in stage 1 and the second sample of size in stage 2). It has only been discussed in 5 research works (see Figure 1(a) for its charting regions) -and it was first proposed in [START_REF] Croasdale | Control charts for a double-sampling scheme based on average production run lengths[END_REF]. The second non-side-sensitive double sampling scheme (by [START_REF] Daudin | Double sampling charts[END_REF] is the most used design by almost 90% of publications on this topic; see Figure 1(b) for its charting regions -henceforth denoted by NSSDS. Unlike [START_REF] Croasdale | Control charts for a double-sampling scheme based on average production run lengths[END_REF]'s scheme, the Daudin (1992)'s scheme is a two-stage scheme based on two connected samples (i.e. the first sample of size in stage 1 and the second combined sample of size + in stage 2). The third one is called the side-sensitive double sampling with its charting regions given in Figure 1(c) -henceforth denoted by SSDS -this is proposed in Malela-Majika et al. (2021a). The SSDS scheme is based on two connected samples. It is important to note from Figure 1 that the [START_REF] Croasdale | Control charts for a double-sampling scheme based on average production run lengths[END_REF] charting regions imply that a monitoring process never go to a state of OOC in stage 1, but it only does in stage 2. However, the charting regions in Figures 1(b) and (c) do allow for an OOC signal to take place in stage 1, making it more efficient. It is important to note that bivariate and multivariate double sampling schemes have charting that are upper one-sided only and consequently, the NSSDS or SSDS regions do not apply for this scenario. While the majority of the double sampling schemes are focused on the monitoring of the process location parameter(s), there is a variety of other different parameters that can be monitored by these schemes, e.g. the standard deviation, variance, range, coefficient of variation, linear profiles, etc. All the publications up to May 2021 that we could find in the literature are summarized in Table 1, with some additional information provided in Table 2 (i.e. number of citations, metrics used to evaluate the performance and in which mode of analysis were they calculated). The corresponding journals or conference proceedings that published these ones are outlined in Table 3. Next, different authors that have made a contribution of at least two publications in this area of research are listed in Table 4 along with their respective affiliations and number of publications. Based on the summary of the number of citations (taken from Google Scholar® on 15 May 2021) in Table 2, it is apparent that the most cited article on double sampling is by [START_REF] Daudin | Double sampling charts[END_REF]. Next, it is observed from Tables 3 and4 

Case K

For Case K, the stages are implemented as discussed below.

Stage 1: Let = ∑ ! ⁄ ( ) !*
be the mean of the first sample of subgroup size at the " # sampling time. Hence, the standardized statistic for the first sample at the " # sampling time is then given by
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) and 3 = |---. | / . ⁄ represents the magnitude of the standardized mean shift with the OOC mean -(-= -. + 3/ . ), so that 3 = 0 means that the process is IC. In this case, + follows a standard normal distribution (i.e. + ~2(0,1)).

However, when 3 ≠ 0, the process is OOC and + ~2(3, 1).

Stage 2: At the " # sampling time of the second sample, the sample mean, i.e. = ∑ ! ⁄ ( : !*

, and the combined (or pooled) sample mean, i.e. = ( + )/( + ) are calculated, respectively. Hence, the standardized charting statistic for the combined samples at the " # sampling time is then given by
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Case U

For Case U, there is a need to first conduct a Phase I parameter estimation (see the parameter estimation reviews by [START_REF] Jensen | Effects of parameter estimation on control chart properties: A literature review[END_REF] and [START_REF] Psarakis | Some recent developments on the effects of parameter estimation on control charts[END_REF]), and then implement the stages in Phase II.

Phase I parameter estimation

Since the IC process parameters, -. and / . , are usually unknown they have to be estimated from m

Phase I subgroup samples, each of size , i.e. >! , ? = 1,2, … , B and $ = 1,2, … , . Hence, the estimated IC process parameters, -̂. and / D . , are given by -
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Phase II charting statistics and operation procedure: Stages 1 and 2

Let ! be the Phase II observations from i.i.d. 2(-, / . ), whereis as defined in Case K. In Phase II of the NSSDS scheme, there are two distinct standardized charting statistics in Case U (i.e. + and + , shown below) used during stages 1 and 2, respectively.

Stage 1: Similarly, as in Case K, = ∑ ! ⁄ ( ) !*
; so that

+ = --̂. / D . √ ⁄ . (3) 
Stage 2: Similarly, as in Case K, = ∑ ! ⁄ ( : !* and = ( + )/( + ), so that

+ = --̂. / D . √ + ⁄ . (4) 
In essence, Equations ( 1) to (4) imply that there are two distinct standardized charting statistics used during stages 1 and 2 (if needed), respectively. Consequently, based on the abovementioned stages, then it follows that the Phase I and Phase II operational procedure of the NSSDS scheme is as summarized in Figure 2. Note that when the parameters are assumed known, only the Phase II portion is relevant.

Although Figure 2 is done for the NSSDS scheme, it can easily be modified to account for the different designs outlined in Figure 1 as well as for different charting statistics, i.e. the median, standard deviation, coefficient of variation, etc. 

Univariate double sampling monitoring schemes

In this section, the publications discussing basic double sampling schemes for location, variability and both the mean and variability simultaneously, are discussed in sub-sections 3.1, 3.2 and 3.3, respectively.

Note that double sampling schemes combined with other monitoring schemes to monitor location, variability and both the mean and variability simultaneously, are discussed in Section 5.

Location

In an effort to design double sampling schemes for monitoring the mean, many authors have studied the same scheme; however, they have designed it by taking into account different design aspects. For instance, Irianto and Juliani (2010) outlined the following three design criterions:

(i) Minimize the expected number of sampling and inspections, (ii) Maximize the OOC detection power (or minimizing the customer risk), (iii) Minimize the false alarm rate (or minimizing the producer risk).

Daudin (1992)'s method (i.e. Figure 1(b)) prioritized (i) and (iii), whereas [START_REF] Irianto | An optimal double sampling control chart[END_REF] used the charting regions in Figure 1(a) as these regions mainly prioritizes (ii). [START_REF] Irianto | A two control limits double sampling control chart by optimizing producer and customer risks[END_REF] used the charting regions in Figure 1(a) and formulated a model that takes into account (ii) and (iii), simultaneously. Although the latter two papers used Croasdale (1974)'s charting regions, in stage 2, they used a combined sample of size + instead of just as done in [START_REF] Croasdale | Control charts for a double-sampling scheme based on average production run lengths[END_REF]. Next, other publications discussed here, tend to ignore design criterion (iii), by keeping the false alarm rate constant and prioritizing (i) and (ii), simultaneously. It is worth mentioning that Teoh and Khoo (2012) were the first to design the NSSDS scheme using the MRL instead of the ARL performance metric. He et al. (2002) compared the performance of the NSSDS scheme to a triple sampling scheme (i.e. with 3 stages) and they observed that increasing the number of stages improves the detection ability of a monitoring scheme. However, [START_REF] Hsu | Note on 'Design of double-and triple-sampling X-bar control charts using genetic algorithms[END_REF] raised some valid concerns regarding the manner in which the generic algorithm in He et al. (2002) was designed as it only took into account the ASS only, without using other run-length performance measures.

As outlined in Table 1, seven publications for serially dependent observations using the NSSDS scheme. [START_REF] Costa | Double sampling control chart for a first-order autoregressive moving average process model[END_REF] 2009) used a correlation model proposed in [START_REF] Yang | Statistical quality control for correlated samples[END_REF].

Finally, [START_REF] Haq | A new double sampling control chart for monitoring process mean using auxiliary information[END_REF] designed a NSSDS scheme based on a regression-type estimator of the process mean with an auxiliary variable under some specific conditions of correlation.

Torng and Lee (2009) studied the NSSDS scheme using a variety of t-and gamma distributions with different parameters and observed that it is as good as the variable parameter scheme; however, it turns to be much better than the basic scheme in terms of a variety of run-length performance measures. [START_REF] Shongwe | A new double sampling scheme to monitor the process mean of autocorrelated observations using an AR(1) model with a skip sampling strategy[END_REF] showed that the SSDS scheme outperforms the corresponding NSSDS scheme by [START_REF] Claro | Double sampling control chart for a first order autoregressive process[END_REF] for autocorrelated data and further implemented an approach to reduce the negative effect of autocorrelated observations.

There have been numerous articles that have investigated the performance of the NSSDS scheme when parameters are unknown, these are: Khoo et al. (2013a, b), Teoh et al. (2013Teoh et al. ( , 2014b[START_REF] Teoh | A median run length-based doublesampling chart with estimated parameters for minimizing the average sample size[END_REF]Teoh et al. ( , 2016aTeoh et al. ( , 2016b)), [START_REF] You | Synthetic double sampling chart with estimated process parameters[END_REF] and [START_REF] You | Performance of synthetic double sampling chart with estimated parameters based on expected average run length[END_REF]. That is, these latter articles studied the NSSDS scheme in Case U for a variety of design criterion and contexts. The design parameters that are obtained while the process is IC are such that the following performance metrics used in the latter articles (e.g. the unconditional average run-length (I J), the unconditional median run-length (MRL), the unconditional expected I J (KI J), the unconditional average sample size (I ), the unconditional average number of observations to signal (I2L ), etc.) are minimized when the process is in a state of OOC. Some of these Case U metrics are shown how they were derived in Appendix B. In the case of SSDS scheme, [START_REF] Motsepa | A side-sensitive double sampling monitoring scheme with estimated process parameters[END_REF] studied the effect of parameter estimation as well as the effect of Phase I sample size on the Phase II OOC performance.

The economic and economic-statistical design of the NSSDS scheme in Case K have been conducted

in an effort to find the optimal set of parameters which minimizes the net sum of all costs involved, so that the scheme can be operated at an economically optimal level by using the classical cost model in [START_REF] Lorenzen | The economic design of control charts: A unified approach[END_REF] as well as the sensitivity analysis. The latter was studied by Torng et al. (2009a, b) when observations are serially correlated and i.i.d., respectively.

Until more recently, all the publications on NSSDS schemes have assumed that the observations were obtained using perfect measurements, i.e. without contaminated observations. Note that as discussed in [START_REF] Maleki | Measurement errors in statistical process monitoring: A literature review[END_REF], this is hardly ever true in real life applications; hence, Lee et al. (2019) investigated the effect of measurement errors on the NSSDS scheme using a linearly covariate error model to capture the inherent measurement inaccuracy. To reduce the negative effect of measurement errors, Lee et al.

(2019) used the multiple measurements sampling strategy (instead of the standard single measurement) and more recently, [START_REF] Si | The economic design of the double sampling chart with measurement errors[END_REF] studied the effect of measurement errors on the economic design of the NSSDS scheme.

Following a similar operational procedure as that in Figure 2 the precedence statistic. Moreover, the authors showed that the proposed NSSDS precedence scheme outperforms the basic Shewhart DS scheme with and without runs-rules.

Variability

The first NSSDS scheme for variability was proposed in He and Grigoryan (2002), where the sample standard deviation is computed by,
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in each stage, accordingly, by using the operational procedure in Figure 2. [START_REF] Lee | The effectiveness study of double sampling s charts application on destructive testing process[END_REF] illustrated a real-life application of the NSSDS scheme using a wire bonding process of packaging, where they showed the effectiveness of the scheme in reducing the cost as it requires fewer samples. Next, [START_REF] He | An improved double sampling s chart[END_REF] presented an improved version of the scheme in He and Grigoryan (2002) without the normality assumption for the sample standard deviation. Similar to the manner that [START_REF] Hsu | Note on 'Design of double-and triple-sampling X-bar control charts using genetic algorithms[END_REF] showed that the sole use of the ASS without other run-length measures may, in some cases, yield misleading results; [START_REF] Hsu | Note on 'Construction of double sampling s-control charts for agile manufacturing[END_REF] showed that [START_REF] He | An improved double sampling s chart[END_REF]'s sole use of the ASS is questionable because the conclusion is invalid when using other run-length properties. The economic-statistical design that minimizes cost using statistical constraints for the NSSDS scheme was studied by Lee and Khoo (2018a). A comparison analysis shows that it is more cost-efficient than the basic Shewhart scheme. Next, [START_REF] Khoo | S 2 control chart based on double sampling[END_REF] investigated the performance of the NSSDS scheme for monitoring the variability using the S 2 statistic when the underlying parameters are known and later, [START_REF] Castagliola | The double sampling S 2 chart with estimated process variance[END_REF] conducted the same study when the underlying parameters were estimated from a Phase I IC data and they also investigated the effect of Phase I sample size on the Phase II OOC performance.

Contrary, to the above publications that use either the standard deviation or the variance to monitor variability, [START_REF] Costa | The double sampling range chart[END_REF] proposed an NSSDS scheme based on the sample ranges.

Location and variability

In the review paper by McCracken and Chakraborti (2012), the authors observed that monitoring the process mean alone would imply ignoring the changes in the process standard deviation, despite being well known that the latter can be greatly affected when the mean value gives a poor measure of central tendency. For monitoring both the mean and variability simultaneously, it is assumed that the process is OOC if either the process mean shifts from -. to -= -. ± 3/ . (i.e., |3| > 0) and/or the process standard deviation shifts from / . to / = N/ . (i.e., N > 1 for increase in / . , or 0 < N < 1 for decrease in / . ). The process is IC if 3 = 0 and N = 1. [START_REF] He | Joint statistical design of double sampling and charts[END_REF] first proposed the NSSDS scheme to monitor both the mean and standard deviation simultaneously using the NSSDS sub-scheme by [START_REF] Daudin | Double sampling charts[END_REF] and the NSSDS sub-scheme by He and Grigoryan (2002) i.e., with separate schemes for the mean and standard deviation. Later, Lee and Khoo (2017b) proposed the use of the single maxtype plotting statistic (see [START_REF] Chen | Max chart: Combining chart and s chart[END_REF]; that is, instead of separately plotting the standardized mean or standard deviation, one needs to plot the maximum value of either the standardized mean or standard deviation at each sampling point (for stage 1, and if needed, for stage 2 also) using the upper one-sided version of the charting regions in Figure 1(b).

Since there are cases in SPM application where the process mean and standard deviation may not be constant when the process is in an IC state; however, their corresponding ratios are proportional, then [START_REF] Wu | An np control chart for monitoring the mean of a variable based on an attribute inspection[END_REF] proposed a scheme that monitors the mean shifts of a process by using combined attribute-variable inspection (denoted as scheme). Given the advantage of the scheme over both the attributes scheme and the variables scheme, recently, [START_REF] Zhou | Weighted signal-to-noise ratio robust design for a new double sampling chart[END_REF] studied the statistical and economic designs of the NSSDS scheme to monitor the process mean and variance. In an effort to minimize cost and improve statistical performance in an uncertain environment, a robust 'weighted signal-to-noise ratio (WSNR)' approach (used to control the variance) has been incorporated in the NSSDS scheme's model. Consequently, using the ARL and expected cost, it is shown that the NSSDS scheme is more effective than the Wu et al. ( 2009)'s scheme.

Gauge-based monitoring schemes are generally known to be inferior to basic Shewhart schemes. In an effort to improve their performance, [START_REF] Mosquera | Optimal double sampling control chart based on gauges[END_REF] showed that the NSSDS gauge-based scheme is more efficient than the basic , and the joint & schemes in reducing sampling cost and in quickly detecting shifts in the mean and variability.

Process capability index ( ) uses the process variability and process specifications limits to determine whether the process is 'capable'; that is, it compares different processes to check whether they come up to expectation. [START_REF] Tomohiro | Economic design of double sampling control chart for monitoring process capability[END_REF] used the Taguchi's quality loss function to evaluate the economic and statistical efficiency of the NSSDS scheme and showed that it has a significantly higher power and lower expected operational costs than the corresponding single sampling scheme.

Multivariate double sampling monitoring schemes

A majority of publications on double sampling control charts are based on univariate monitoring schemes, with just only 11 (out of 91) publications on multivariate schemes -see the outline on Table 1. When more than one characteristics (either i.i.d. or correlated) are to be monitored, multivariate charts must be used. If observations are -variate normal random variable with mean P Q and variance R . , then the sequence of observations is denoted by {S Hotelling's scheme where it was shown that as the number of sampling stages (which is equal to 2) are greater than or equal to 2, the monitoring scheme has a higher capability in detecting small shifts.

! = T ! ! … ! U V : t ≥ 1; j = 1,
Moreover, when the sampling stages are greater than 2, the Hotelling's scheme had an improved small shifts performance than the multivariate CUSUM and EWMA schemes in most situations.

Note that, unlike the univariate double sampling schemes, the multivariate ones tend to be designed as one-sided schemes. Faraz et al. (2012) conducted an intensive economic-statistical design for the optimal set of parameters for the DS scheme and they showed that, in most cases, it even outperforms the well-known multivariate EWMA scheme.

For the specific bivariate case, [START_REF] Costa | Bivariate control charts with double sampling[END_REF] showed that the one-sided DS scheme has a better performance than the basic, VSS, VSI schemes. Moreover, they observed that the one-sided version of [START_REF] Croasdale | Control charts for a double-sampling scheme based on average production run lengths[END_REF]'s regions in Figure 1(a) are more favourable in terms of implementation it is known that the OOC signal can only take place in stage 2, and in some cases, it yields better OOC performance than the DS scheme. Next, for the bivariate sample variability, [START_REF] Machado | The double sampling and the EWMA charts based on the sample variances[END_REF] Profile monitoring entails the application of SPM in a process that is characterized by a relationship between two or more variables of interest. More recently, [START_REF] Eizi | Comparison between two methods of the economicstatistical design of profile monitoring under the double sampling scheme[END_REF] studied the statistical and economic-statistical designs of the DS schemes to monitor linear profiles in Phase II. It is shown that since the ARLs depends only on the shift of the slope parameter ( ), but not on the constant parameter ( . ); hence, the first chart is termed as the DS scheme and the second one is termed as the DS scheme. When the correlation between parameters . and is low, the DS scheme is shown to have the smallest expected loss as compared to the DS scheme; otherwise, the converse is true. Moreover, it is recommended to implement the economic-statistical design rather than the statistical design when monitoring using a DS scheme as it yields the smallest expected loss. Finally, the DS scheme yields the smallest expected loss as compared to the single sampling scheme.

Other multivariate double sampling schemes are discussed under the appropriate sub-sections of Section 5.

5.

Other monitoring schemes combined with the double sampling scheme [START_REF] Khoo | A comparative study between the variable sampling interval and double sampling charts[END_REF] and Teoh et al. (2014a) compared the performance of the double sampling scheme against the VSI and VSS schemes, respectively. It was observed that the VSI schemes had a better OOC performance when moderate to large shifts are of interest using the ATS; that is, the NSSDS scheme has a better performance for small shifts only. Next, the NSSDS scheme has a better OOC performance than the VSS scheme when using the ARL and SDRL; however, the converse is true when using the ASS.

Because the purpose of integrating different monitoring schemes is to produce an improved scheme that has a better performance than the individual combined schemes, several monitoring schemes have been integrated with the basic double sampling scheme in an effort to improve its performance. Such monitoring schemes that we are aware of, so far, that have been integrated with the basic double sampling schemes are: (i) Variable sampling interval (VSI) scheme, (ii) Variable sample size and interval (VSSI) scheme, (iii) Synthetic scheme, (iv) Group-runs scheme and (v) Exponentially weighted moving average (EWMA) procedure.

VSI and VSSI procedure

For a better understanding of VSI and VSSI schemes, the reader is referred to the literature review by [START_REF] Psarakis | Adaptive control charts: Recent developments and extensions[END_REF]. Assume that the possible sample sizes are < and we define the long and short sampling intervals as f and f , respectively, where f > f . [START_REF] Carot | Combined double sampling and variable sampling interval chart[END_REF] were the first to combine the NSSDS scheme with the VSI design using the charting regions in Figure 1(b). At each sampling point ", in stage 1, the sample size is fixed at ; however, the sampling interval is allowed to vary as follows

g f , if + , F ∈ Region B or C f , if + , F ∈ Region A.
Later, [START_REF] Torng | Non-normality and combined double sampling and variable sampling interval control charts[END_REF] studied the corresponding works with the normality assumption relaxed by using various t-and gamma distributions with different parameters. Note though, slightly different charting regions were used in stage 1 -see Figure 3. That is, [START_REF] Torng | Non-normality and combined double sampling and variable sampling interval control charts[END_REF] defined the implementation of the sampling intervals at + as follows

g f , if + , F ∈ Region B1 or B2 or C f , if + , F ∈ Region A.
Moreover, unlike [START_REF] Carot | Combined double sampling and variable sampling interval chart[END_REF], the charting procedure moves to stage 2 when + falls in Region 

j ( i , 0) if + , F ∈ Region B2 ( , f ) if + , F ∈ Region B1 or C ( , f ) if + , F ∈ Region A.
That is, when a plotting statistic falls in Region B2, the charting procedure moves to stage 2 immediately (at that sampling point, i.e. the sampling interval is equal to zero) using a combined sample of size either ( + i ) or ( + i ) depending on which region did the previous sample (i.e. + , F ) plot on.

Unlike [START_REF] Torng | Non-normality and combined double sampling and variable sampling interval control charts[END_REF] who used integral equations to evaluate the run-length distribution, [START_REF] Carot | Combined double sampling and variable sampling interval chart[END_REF] and [START_REF] Noorossana | Combined variable sample size, sampling interval and double sampling (CVSSIDS) adaptive control charts[END_REF] used the Markov chain approach outlined in [START_REF] Jensen | Design issues for adaptive control charts[END_REF] to obtain the ATS, average number of samples to signal (ANSS) and ANOS. Using these run-length properties, [START_REF] Noorossana | Combined variable sample size, sampling interval and double sampling (CVSSIDS) adaptive control charts[END_REF] showed that the double sampling scheme with the VSSI design has a better performance than the corresponding VSI counterpart. Moreover, it performs better than all the corresponding basic Shewhart VSS, VSI and VSSI schemes. Note that the economic design of the VSI double sampling scheme is studied in Lee et al. (2012a).

The NSSDS scheme combined with the VSI design for monitoring the standard deviation is discussed in Lee et al. (2012b). The corresponding scheme that jointly monitors the mean and the standard deviation (i.e., which in essence incorporates the VSI design to the He and Grigoryan ( 2006)'s joint and NSSDS scheme) was proposed in [START_REF] Lee | Joint statistical design of and s charts with combined double sampling and variable sampling interval[END_REF]. Similarly; however, in the case of attributes data, Lee and Khoo (2017c) combined the NSSDS scheme with the VSI design.

For multivariate data, [START_REF] Khatun | Adaptive multivariate double sampling and variable sampling interval Hotelling's T 2 charts[END_REF] and [START_REF] Katebi | A double sampling multivariate T 2 control chart with variable sample size and variable sampling interval[END_REF] investigated the performance of the one-sided DS scheme combined with the VSI and VSSI designs, respectively. In addition, the VSSI design incorporated into the one-sided DS scheme outperforms that of the VSI design in detecting shifts in the vector of process means. Chu et al. (2018) and Lee and Khoo (2018b) investigated the performance of the one-sided DS |S| scheme combined with the VSI and VSSI designs, respectively. In the latter multivariate articles, the combined schemes were shown to yield much better performance than their individual counterparts.

Synthetic scheme

For a better understanding of synthetic schemes, the reader is referred to the literature review by [START_REF] Rakitzis | An overview of synthetic-type control charts: Techniques and Methodology[END_REF]. The conforming run-length (CRL) is defined as the number of samples observed between two consecutive nonconforming samples, inclusive of the nonconforming sample at the end. The main difference between a basic NSSDS scheme (in Figure 1(b)) and a non-side-sensitive (NSS) synthetic DS scheme (in Figure 4(a)) is that the latter does not issue OOC signal at the first sample point that falls on the nonconforming regions (i.e., the 'OOC regions' in Figure 1(b)). That is, the process waits until a second sample point falls on the nonconforming region and, if these two nonconforming samples are relatively close to each other (say, CRL ≤ H), then an OOC signal is triggered. Note that H is a positive integer greater than 0 and it is defined as a control limit of the CRL scheme. [START_REF] Khoo | A synthetic double sampling control chart for the process mean[END_REF] and Khoo et al. (2013) were respectively the first to integrate the operation of a NSS synthetic DS scheme with regions given in Figure 4(a) using the and charting statistics and the CRL sub-scheme. It was observed that the integrated scheme has a significant improvement over the individual synthetic or NSSDS scheme. Next, the corresponding economic designs were studied in Lee and Khoo (2019a, b) under a variety of constraints for the univariate and multivariate NSS synthetic DS schemes, respectively. [START_REF] Aghaulor | An economic design of a modified synthetic double sampling control chart for process monitoring[END_REF] designed the NSS synthetic DS scheme in a slightly different manner than [START_REF] Khoo | A synthetic double sampling control chart for the process mean[END_REF]; that is, they implemented an algorithm such that the samples of sizes and used in stages 1 and 2, respectively, are such that: < , < 2 and

+ < .
Next, [START_REF] Costa | The steady-state behavior of the synthetic and side-sensitive double sampling charts[END_REF] realized that a side-sensitive version of the [START_REF] Khoo | A synthetic double sampling control chart for the process mean[END_REF] scheme yields an improved performance; hence they proposed the standard side-sensitive (SSS) synthetic DS scheme using the regions in Figure 4 that it has a better OOC performance than the basic SSDS chart in Case U.

As an improvement to the NSSDS scheme for monitoring the mean with auxiliary variable (by [START_REF] Haq | A new double sampling control chart for monitoring process mean using auxiliary information[END_REF], [START_REF] Haq | A synthetic double sampling control chart for process mean using auxiliary information[END_REF] proceeded by combining the latter with the CRL sub-scheme to form a more effective NSS synthetic DS chart using the regions in Figure 4(a).

Given that there was no synthetic DS scheme dedicated to simultaneously monitoring the mean and standard deviation, Malela-Majika (2019) used the regions in Figure 4(c) and the CRL sub-scheme to propose the MSS synthetic DS scheme with an OOC performance better than all its Shewhart-type competitors.

Having observed the performance of the basic NSSDS np scheme by De Araújo Rodrigues et al. ( 2011), [START_REF] Chong | Synthetic double sampling np control chart for attributes[END_REF] investigated the corresponding NSS synthetic DS np scheme. For the variability case, Lee and Khoo (2017a) extended on He and Grigoryan (2002) work and proposed a NSS synthetic DS scheme.

Group-runs scheme

For a better understanding of group-runs schemes, the reader is referred to [START_REF] Gadre | A side-sensitive group runs control chart for detecting shifts in the process mean[END_REF]. [START_REF] Khoo | Side-sensitive group runs double sampling (SSGRDS) chart for detecting mean shifts[END_REF] and [START_REF] Chong | Group runs double sampling np control chart for attributes[END_REF] Finally, we provide below a list of some possible future research ideas that may be of interest to researchers who are interested in pursuing enhancements of double sampling schemes:

1. Majority of double sampling schemes focuses on the monitoring of process location parameter(s) for a normally distributed i.i.d. process. There are a number of pitfalls in ignoring or assuming that the corresponding standard deviation is constant or unaffected by changes in the location parameter. Thus, future research works need to focus more on monitoring both the location and variability parameters simultaneously in the case of non-normal distributions. Also, it worth monitoring the time between events using, say, the exponential distribution.

2. Double sampling schemes are mostly based on the assumption that the subgroup samples do not have either autocorrelation (within-sample correlation) or cross-correlation (between-samples correlation). However, for sequential observations, there tend to be some inherent underlying correlation within the observations -see for instance, [START_REF] Qiu | Some recent studies in statistical process control[END_REF]. Therefore, it is important to also focus on double sampling with more emphasis on autocorrelated observations as well as on nonparametric or distribution-free monitoring schemes.

3. With the exception of Haq andKhoo (2018, 2019), no other double sampling scheme takes into account auxiliary information. Also, there is only a single research work that takes into account measurement errors, i.e. Lee et al. (2019). Considering the importance of auxiliary information and measurement errors in real life applications; these important factors require more attention for different types of double sampling schemes.

4. With only eleven publications on multivariate schemes, there is a lot of research that need to be done based on parametric multivariate double sampling schemes as well as those for distribution-free double sampling schemes -with [START_REF] Qiu | Introduction to Statistical Process Control[END_REF] being the more appropriate starting point in this scenario. Moreover, for the parametric case, there is a need for a multivariate double sampling schemes based on the joint monitoring of location and variability, as well as the coefficient of variation statistic.

5. Since the combined schemes usually perform better than the individual integrated schemes, a fact that has been shown in the case of double samples with synthetic, VSI, VSSI and groupruns schemes. The latter fact needs to be tested whether it holds in the case of using double sampling approach in the case of memory-type schemes (i.e. exponentially weighted moving average (EWMA), cumulative sum (CUSUM), generally weighted moving average (GWMA), homogeneously weighted moving average (HWMA)). The only publications that have done this so far in the literature are on distribution-free method using the EWMA double sampling scheme; see Yang and Wu (2017a, b). The latter methodologies need to be adopted for the parametric scenarios and also be extended for other nonparametric scenarios. Moreover, for complex double sampling schemes, research may investigate the possibility of combining the synthetic or group-runs double sampling schemes with the VSI or VSSI designs.

6. Only a few studies on the economic and economic-statistical designs have been done in the literature. Hence, more effort needs to be done, especially when there is no assumption of i.i.d.

and normality; and more importantly, when parameters are estimated.

7. With only a few studies on attributes data as well as combined attribute-variable inspection, more investigations are required in the area of double sampling schemes, specifically based on the number of nonconformities as well as high-yield processes; see the [START_REF] Woodall | Control charts based on attribute data: Bibliography and review[END_REF] and [START_REF] Wu | An np control chart for monitoring the mean of a variable based on an attribute inspection[END_REF] as possible starting points.

In closing, the objective of this review was to give more intensive as well as more detailed background on this important branch of Shewhart-type schemes; with the hope that this will stimulate future researches on simple as well as complex double sampling schemes for monitoring a variety of quality characteristics.

Appendix: Run-length properties of the NSSDS S X scheme

Run-length properties when the monitored observations are from a normal distribution with the underlying parameters known (i.e. Case K) and unknown (i.e. Case U) are discussed in Appendices A and B, respectively. Except for four publications, the entire double sampling schemes herein have an assumed underlying normal distribution; hence, the run-length properties are shown for this scenario.

For non-normal discussions see Torng and Lee (2009), [START_REF] Torng | Non-normality and combined double sampling and variable sampling interval control charts[END_REF], Yang and Wu (2017a, b) and Malela-Majika et al. (2021b).

It is worth mentioning that, for double sampling schemes, using different run-length metrics yield different outcomes; see the best examples in [START_REF] Hsu | Note on 'Design of double-and triple-sampling X-bar control charts using genetic algorithms[END_REF][START_REF] Hsu | Note on 'Construction of double sampling s-control charts for agile manufacturing[END_REF] and Teoh et al. (2014a). Consequently, it is important to evaluate the run-length distribution of a double sampling monitoring scheme with different metrics rather than a single one. Then, the I2L is given by

I2L = Ÿ Ÿ G + m • H • 1 1 -m • .
-" -(˜)" ¤ (š) fš f= ¥ . =¥ F¥ .

Numerous authors have revealed that if a double sampling scheme is designed based on one specific size of a mean shift, it will perform poorly when the actual size of the shift is significantly different from the assumed size (see for instance [START_REF] You | Run length distribution of synthetic double sampling chart[END_REF][START_REF] You | Performance of synthetic double sampling chart with estimated parameters based on expected average run length[END_REF][START_REF] Malela-Majika | Side-sensitive synthetic double sampling control charts[END_REF]. Moreover, it is wellknown that the RL distribution of a monitoring scheme is generally highly right-skewed when parameters are estimated. Also, the ARL is criticized because of its ineffectiveness in assessing the overall performance, especially when the aim of the study is to assess the performance of a monitoring scheme over a range of shifts. Hence, they recommended designing double sampling schemes to minimize the quality loss, which is measured by a quantity called the expected weighted run-length (EWRL) which is given by 

K § J =

  (a) The original non-side-sensitive double sampling design (b) The improved non-side-sensitive double sampling (NSSDS) design (c) The side-sensitive double sampling (SSDS) design Figure 1: The charting regions in stages 1 and 2 of the different double sampling designs

  that Communications in Statistics -Simulation and Computation as well as Quality and Reliability Engineering International journals have the most publications on double sampling schemes, and that Prof M.B.C. Khoo (from Universiti Sains Malaysia, Malaysia) significantly has the most publications than any other author / researcher.
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 2 Figure 2: Flowchart of the operation of the NSSDS scheme in Phase I and Phase II

  scheme.[START_REF] Costa | Double sampling control chart for a first-order autoregressive moving average process model[END_REF] used the autoregressive moving average with order (1,1), whereas[START_REF] Claro | Double sampling control chart for a first order autoregressive process[END_REF] and[START_REF] Costa | Variable parameter and double sampling charts in the presence of correlation: the Markov chain approach[END_REF] used the first-order autoregressive model; however,Torng et al. (2009a) and[START_REF] Lee | The statistical performance of double sampling control charts for correlation data[END_REF] used a correlation model proposed in[START_REF] Yang | Statistical quality control for correlated samples[END_REF].

  scheme in Phase II when the process parameter is estimated from some IC historical Phase I data.More recently,Malela-Majika et al. (2021b) proposed a new distribution-free NSSDS scheme based on

  [START_REF] Ng | Double sampling control charts for monitoring the coefficient of variation[END_REF] implemented the SSDS charting regions in Figure1(c) to monitor the coefficient of variation (CV) measuring the run-length performance with the ANOS; however, using samples of size in stage 1, and only in stage 2. Next, Rozi et al. (2019) instead implemented the NSSDS charting regions in Figure 1(b) with samples of size in stage 1, and the combined samples of size + in stage 2 also using the ANOS. Unaware of the publications by Rozi et al. (2019), Lee et al. (2020) also studied the design and performance of the NSSDS CV scheme.

Y

  2,…, n}. The upper one-sided DS schemes for multivariate data are based on the Hotelling's = (S X -P Q ) V R . F (S X -P Q ) statistic and the generalized sample variance (or equivalently, the determinant of the sample covariance matrix) which are usually used to monitor the multivariate sample mean and standard deviation, respectively. The latter were first proposed by Champ and Aparisi (2008) and Grigoryan and He (2005), respectively. It is worth mentioning that He and Grigoryan (2005) presented a general case of multiple (instead of specifically double) sampling

⁄

  proposed a DS scheme based on the VMAX statistic which can be used for monitoring a covariance matrix of a bivariate normal process, i.e. VMAX statistic utilizes the sample variances of two correlated random variables given by VMAX = max { , c }, and the samples are denoted by ( ! , e ! ), $ = 1,2, … , .

  B2 in stage 1. As an improvement to[START_REF] Haq | A new double sampling control chart for monitoring process mean using auxiliary information[END_REF],Umar et al. (2020a) investigated the performance of the NSSDS scheme combined with the VSI design for monitoring the process mean with regression-type estimators under specific conditions of correlation (i.e. with auxiliary based information).
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 3 Figure 3: The charting regions in stages 1 and 2 of the VSI double sampling scheme

  (a) NSS synthetic double sampling regions (b) SSS and RSS synthetic double sampling regions (c) MSS synthetic double sampling regions Figure 4: The charting regions in stages 1 and 2 of the synthetic double sampling scheme

  scheme using the regions in Figure 4(b). Malela-Majika and Rapoo (2019) proposed the revised and modified side-sensitive (denoted by RSS and MSS, respectively) synthetic DS schemes; and they showed that the latter two schemes outperform the other synthetic DS schemes. More recently, Motsepa et al. (2020) briefly studied the parameter estimation effect of the MSS synthetic DS chart and showed

  Let m .n represents the probability that the process is regarded as IC at stage o, where o = 1, 2. Then, m . = m . + m . is the probability that the process is IC, where:m . = m(+ ∈ A) = ΦTJ + 3q U -ΦT-J + 3q U,and m . = mr+ ∈ B and + ∈ Ew = ∫ y )z ∈{ * * }ΦT~J + •~3 -€q ⁄ U -ΦT-~J + •~3 -€q ⁄ U• '(€)f€ where Φ(.) and '(.) are the c.d.f. (cumulative distribution function) and p.d.f. (probability density function) of the standard normal random variable, respectively; • = + , ~= • √ ⁄ , and I * * = r-J + 3 √ , -J + 3 √ ) ∪ (J + 3 √ , J + 3 √ w . Given that the NSSDS scheme is a Shewhart-where " › (. ) is the p.d.f. of the gamma distribution with parameters ((F ) and ((F ) .Consequently, to derive the unconditional c.d.f. of the RL of the proposed monitoring scheme, we need to first derive the unconditional probability of the IC process. Let m • .n denote the probability that the process with estimated parameters remains IC at the sampling stage o (with o = {1, 2}). Then, the probability that the process is IC is given by m • . = m • . + m • . , where, {1, 2, 3, … . , }. Therefore, the unconditional I J and OE J of the NSSDS scheme are given by is the probability of taking the second sample, which is given by m • = mG+ ∈ B¦-̂., / D . H,

  where 3 follows some p.d.f. with a density function ℎ(3) and a range [3 >( , 3 ± ], where 3 >( and 3 ± are the lower and upper bound of the range of 3, ¨(3) is a weight function associated with 3; and ©(3) is some specific shift run-length metric, e.g., ARL(3), ANOS(3), ATS(3), etc. In the double sampling literature, the EWRL has been utilised by a number of different authors to formulate a biobjective algorithm to obtain optimal parameter values, see for instance,[START_REF] Chong | Synthetic double sampling np control chart for attributes[END_REF],Lee and Khoo (2017c), etc. More specifically,[START_REF] You | Run length distribution of synthetic double sampling chart[END_REF] used ¨(3)=1 to design the NSSDS scheme; while Malela-Majika et al. (2021a) used ¨(3)=3 to design the SSDS scheme.

Table 1 :

 1 Classification of articles discussing double sampling schemes in SPM (sorted chronologically)

	Paper	Quality characteristic Location Variability Location &	Econ and/or Econ-	Stat design	Parameter(s)	Type of Data	Process Type	Type of DS scheme

Table 2 :

 2 Some additional information on articles discussing double sampling schemes in SPM (sorted chronologically)

	Paper	Number of citations	Implementation example Real data Simulated data	Mode of Analysis Zero-state Steady-state	Metrics used
	Croasdale (1974)	92	None	None	ARL
	Daudin et al. (1990)	21	None	None	ARL
	Daudin (1992)	278	None	None	ARL, ATS
	Irianto and Shinozaki (1998)	67	None	None	1-
	Carot et al. (2002)	75			AATS
	He et al. (2002)	117	None	None	ARL
	He and Grigoryan (2002)	75	None	None	ASS
	He and Grigoryan (2003)	45	None	None	ARL, ASS
	Hsu (2004)	27	None	None	ARL, ASS
	Khoo (2004)	10	None	None	ARL, ASS
	He and Grigoryan (2005)	43	None	None	ARL
	Grigoryan and He (2005)	47	None	None	1-, ARL
	He and Grigoryan (2006)	66	None	None	ARL
	Hsu (2007)	11	None	None	ARL, ASS
	Claro et al. (2008)	24			ARL
	Costa and Claro (2008)	43			ARL
	Champ and Aparisi (2008)	47			ARL
	Costa and Machado (2008)	18			ARL, ATS
	Machado and Costa (2008)	38			ARL
	Torng et al. (2009a)	44			E(C)
	Torng et al. (2009b)	58			E(C)
	Torng and Lee (2009)	33	None	None	ANOS, AATS, ATS
	Lee et al. (2009)	1	None	None	ANOS, AATS, ATS
	Irianto and Juliani (2010)	8	None	None	1-
	Torng et al. (2010)	28	None	None	ANOS, ATS, AATS
	Lee et al. (2010)	7			ANOS
	Costa and Machado (2011)	66	None	None	AATS
	De Araújo Rodrigues et al. (2011)	53			ARL, ANI
	Khoo et al. (2011)	91			ARL, ANOS
	Faraz et al. (2012)	29			AATS, E(C)
	Teoh and Khoo (2012)	5	None	None	MRL, ASS
	Lee et al. (2012a)	65			E(C)
	Lee et al. (2012b)	36	None	None	AATS, ATS, ANOS
	Khoo et al. (2013a)	7	None	None	ASS, MRL
	Khoo et al. (2013b)	39			ARL, ASS, SDRL
	Khoo et al. (2013c)	33			ANOS, ARL, ASS
	Teoh et al. (2013)	20			ARL, ASS, MRL, PRL
	Lee (2013)	32	None	None	AATS, ARATS, EQL
	Chong et al. (2014)	33			ARL
	Teoh et al. (2014a)	2	None	None	ARL, ASS, SDRL
	Teoh et al. (2014b)	51			ASS, MRL
	Abbreviations: AATS -Adjusted average time to signal; ATS -Average time to signal; ARL -Average run-length; AARL -
	Average of the ARL; ANI -Average number inspected until a signal; ASS -Average sample size; ANOS -Average number of
	observations to signal; ARARL -Average ratio of ARL; ARATS -Average ratio of ATS; EATS -Expected ATS; EAATS -
	Expected AATS; EARL -Expected ARL; EANOS -Expected ANOS; EQL -Extra quadratic loss; E(C) -Expected Cost per hour;
	E(L) -Expected loss per hour; MRL -Median run-length; MNOS -Median number of observations to signal; PRL -Percentile run-
	length; PNOS -Percentile number of observations to signal; SDRL -Standard deviation of the run-length; SDARL -Standard
	deviation of ARL; (1-) -Power of the chart.			

Table 2 :

 2 (continued) 

	Paper	Number of citations	Implementation example Real data Simulated data	Mode of analysis Zero-state Steady-state	Metrics used
	Costa and Machado (2015)	21	None	None	ARL
	Noorossana et al. (2015)	15	None	None	ATS, ANOS, ANSS
	Teoh et al. (2015)	17			ARL, SDRL, ASS, MRL, PRL
	You et al. (2015)	16			ARL, ANOS, SDRL
	Khoo et al. (2015)	15			ANOS, EANOS
	Joekes et al. (2015)	10			ARL, ASS
	Khoo et al. (2016)	0	None	None	ATS
	Teoh et al. (2016a)	6	None	None	ARL, SDRL, ASS, PRL
	Teoh et al. (2016b)	4	None	None	ARL, SDRL
	Aghaulor and Ezekwem (2016)	1			ARL
	Costa (2017)	6			ARL
	You (2017)	10	None	None	ARL, EARL
	Lee and Khoo (2017a)	12			ANOS, ARL, ATS
	Lee and Khoo (2017b)	2			ARL, AATS
	Lee and Khoo (2017c)	4			ATS, AATS, EQL
	Chong et al. (2017)	4			ARL, ANOS
	Castagliola et al. (2017)	13	None	None	ARL, ASS, SDRL
	Yang and Wu (2017a)	5			AATS, ARL
	Yang and Wu (2017b)	4			ARL
	Chong et al (2018)	3	None	None	ANOS, MNOS, PNOS
	Haq and Khoo (2018)	24			ARL
	You (2018)	8	None	None	ARL, EARL
	Ng et al. (2018)	2	None	None	ANOS, EANOS
	Saha et al. (2018)	14			ANOS, EANOS
	Chu et al. (2018)	0			AATS, ATS
	Lee and Khoo (2018a)	1			ATS, E(C)
	Lee and Khoo (2018b)	10			ATS
	Khatun et al. (2018)	9			ATS, AATS, EATS, EAATS
	Malela-Majika and Rapoo (2019)	4			ARL, ANOS, ASS, EQL
	Malela-Majika (2019)	3			ARL, ANOS, SDRL, EQL, ARARL
	Lee and Khoo (2019a)	8			ATS, E(C)
	Lee and Khoo (2019b)	4			ATS, ANOS, E(C)
	Lee and Khoo (2019c)	2			AARL, SDARL, ASS
	Haq and Khoo (2019)	5			ARL
	Rozi et al. (2019)	0	None	None	ANOS
	Lee et al. (2019)	3			ARL
	Lee et al. (2020)	0	None	None	ANOS
	Katebi and Moghadam (2020)	2			AATS
	Motsepa et al. (2020)	2			ARL, ASS, ANOS, SDRL, PRL, EQL, ARARL
	Zhou et al. (2020)	2			ARL, E(C)
	Umar et al. (2020a)	7			ATS, EATS
	Umar et al. (2020b)	0	None	None	ANOS, MNOS, PNOS
	Tuh et al. (2020)	0	None	None	MRL, PRL
	Mosquera and Aparisi (2020)	2			ARL, ASS, ANOS
	Eizi et al. (2020)	0			E(L), ARL
	Tomohiro et al. (2020)	4			1-, E(C)
	Si et al. (2020)	0			ARL, E(C)
	Malela-Majika et al. (2021a)	7			ARL, ASS, ANOS, SDRL, PRL, EQL, ARARL
	Shongwe and Malela-Majika (2021)	0			ARL, ARARL, EARL
	Khired et al. (2021)	0			ARL, SDRL
	Malela-Majika et al. (2021b)	0			ARL, ASS, SDRL, EARL, EANOS

Table 4 :

 4 Top researchers in SPM with at least two publications on double sampling schemes

	Author	Affiliation	Number of publications

  proposed the side-sensitive group-runs DS (SSGRDS) scheme for the process mean and number of nonconforming items in a sample, respectively. Looking at group-runs schemes in a different way, it is a generalized version of the synthetic schemes in Section 5.2, i.e. it is similar to the CRL sub-scheme except in the decision making procedure. That is, the groupruns schemes give an OOC signal when the first CRL charting statistic is less or equal to H (i.e., CRL1 ≤ H), or any two consecutive CRL charting statistics are both less than or equal to H (i.e., J > ≤ H and J >= ≤ H, ?=2,3,…). The SSGRDS scheme uses the charting regions in Figure4(b) similar to those of the RSS synthetic schemes. The zero-and steady-state OOC performance of these schemes work on linear profiles, no parameters unknown investigation has been done for bivariate or multivariate double sampling schemes in the case of i.i.d. or non-i.i.d. observations.

6√ ( ) =(:). When the process is IC, + ~2(0, 1) since 3 = 0 and when the process is OOC, + ~2(3, 1).

were computed using the ANOS. [START_REF] Chong | A study on the run length properties of the side sensitive group runs double sampling (SSGRDS) control chart[END_REF] studied the run-length in more details by evaluating additional run-length properties for the work in [START_REF] Khoo | Side-sensitive group runs double sampling (SSGRDS) chart for detecting mean shifts[END_REF], i.e., the median and percentile number of observations to signal (these are denoted by MNOS and PNOS, respectively).

Thereafter, [START_REF] Saha | A side-sensitive modified group runs double sampling (SSMGRDS) control chart for detecting mean shifts[END_REF] enhanced the SSGRDS scheme by re-defining the CRL sub-scheme so that it has two limits, i.e. a warning limit (denoted by l ) and a control limit (denoted by l ), with l < l , where l and l are positive integers greater than 0. This new scheme was called the modified SSGRDS (MSSGRDS). The MSSGRDS scheme gives an OOC signal when the first CRL charting statistic is less or equal to l (i.e., CRL1 ≤ l ), or any two consecutive J > ≤ l and J >= ≤ l , ?=2,3,…). Using the ANOS and EANOS, the MSSGRDS scheme has been shown to outperform the SSGRDS scheme and a variety of other Shewhart-type competitors. Finally, Umar et al. (2020b) studied the run-length of the MSSGRDS scheme proposed by [START_REF] Saha | A side-sensitive modified group runs double sampling (SSMGRDS) control chart for detecting mean shifts[END_REF] in more details by evaluating the ANOS, MNOS and PNOS.

EWMA procedure

Yang and Wu (2017a) used an asymmetric version of the control limits in Figure 1(b) to study the EWMA double sampling scheme based on the nonparametric sign statistic. This latter scheme was studied, and shown to yield a better performance than a variety of parametric and distribution-free schemes under the normal, double exponential, uniform, chi-square and exponential distributions.

Similarly, Yang and Wu (2017b) showed that the asymmetric EWMA double sampling scheme for monitoring the variance has a better performance compared with the parametric and distribution-free schemes for monitoring variability.

Concluding remarks and future research ideas

Basic double sampling monitoring schemes are very effective in reducing sampling effort (hence a reduction in operational costs) and detect OOC situations much quicker than most Shewhart or Hotelling's competitors. Readers are also referred to [START_REF] Khired | Refined double sampling scheme with measures and application[END_REF] for a recently proposed refined double sampling scheme with improved detection ability which does not use a combined sample in the second stage. Moreover, double sampling schemes combined with other procedures / schemes (e.g. VSI, VSSI, synthetic, group-runs, EWMA, gauge-based) have an even better OOC performance. Thus, this

indicates that these monitoring schemes can be useful in many real life applications where the currently basic Shewhart or Hotelling's schemes are in use. Implementation tools need to be developed (e.g. using statistical software like R, Minitab, SAS, Matlab, SPSS, etc.) so that these schemes can be implemented in monitoring real-life applications.

While a majority of research work has been dedicated to NSSDS schemes, very little has been dedicated

to the better performing SSDS schemes. Also, while there are a number of estimated parameter(s) research works for double sampling schemes -except the NSSDS S 2 scheme by [START_REF] Castagliola | The double sampling S 2 chart with estimated process variance[END_REF], these are only for the univariate process location, with none dedicated to simultaneous monitoring of the location and variability, the coefficient of variation, etc. With the exception of Eizi et al. ( 2020)'s type one, its run-length (RL) follows a geometric distribution. Therefore, the c.d.f. of the RL distribution

ℓ where ℓ ∈ {1, 2, 3, … }. Then, the (100Š) # percentile of the RL distribution, ℓ ‹ , is given by mG J ≤ ℓ ‹ -1H ≤ Š and mG J ≤ ℓ ‹ H > Š.

Note that the most used values to evaluate the run-length distribution are Š = 0.05, 0.25, 0.50, 0.75 and 0.95, which denote the 5 th , 25 th , 50 th (or median), 75 th and 95 th percentiles, respectively. Other wellknown RL properties are the average run-length (ARL), standard deviation of the run-length (SDRL), average sample size (ASS) and average number of observations to signal (ANOS), in Case K, these are given by

respectively; where m = m(+ ∈ Ž) is the probability of taking the second sample, and it is given by m = ΦGJ + 3q H -ΦGJ + 3q H + ΦG-J + 3q H -ΦG-J + 3q H.

Since the ANOS depends on the ASS and ARL values, a larger ANOS value implies that either the monitoring scheme is inefficient and/or the cost of inspection is higher. A variety of other RL performance measures have been used in the literature, these include the ATS, ANSS, average number of switches (ANSW), standard deviation of time to signal (SDTS), standard deviation of number of samples to signal (SDNSS), standard deviation of number of switches (SDNSW) -most of these are thoroughly discussed in [START_REF] Noorossana | Combined variable sample size, sampling interval and double sampling (CVSSIDS) adaptive control charts[END_REF].

Appendix B: Case U

In order to calculate the unconditional RL properties, we need to first derive the conditional ones, see for instance, [START_REF] You | Performance of synthetic double sampling chart with estimated parameters based on expected average run length[END_REF]. Hence, the conditional c.d.f. of + , given -̂. and / D . is defined as ( ), then "~2(0,1) so that the p.d.f. of the random variable " is simply, " -(˜) = '(˜). Next, using the fact that = (/ D . / . ⁄ ) has a gamma distribution with parameters B( -1)/2 and 2/rB( -1)w, then the p.d.f. of is defined as " ™ (š|B, ) = 2š" › oeš • B( -1) 2 , 2 B( -1) ž,