
HAL Id: hal-04660573
https://hal.science/hal-04660573

Submitted on 24 Jul 2024

HAL is a multi-disciplinary open access
archive for the deposit and dissemination of sci-
entific research documents, whether they are pub-
lished or not. The documents may come from
teaching and research institutions in France or
abroad, or from public or private research centers.

L’archive ouverte pluridisciplinaire HAL, est
destinée au dépôt et à la diffusion de documents
scientifiques de niveau recherche, publiés ou non,
émanant des établissements d’enseignement et de
recherche français ou étrangers, des laboratoires
publics ou privés.

Comparative study of two methods for generating
realistic turbulence for electromagnetic wave

propagation in the atmospheric boundary layer
Victor Darchy, Rémi Douvenot, Stéphane Jamme, Hélène Galiègue

To cite this version:
Victor Darchy, Rémi Douvenot, Stéphane Jamme, Hélène Galiègue. Comparative study of two meth-
ods for generating realistic turbulence for electromagnetic wave propagation in the atmospheric bound-
ary layer. 2024 IEEE International Symposium on Antennas and Propagation and ITNC-USNC-URSI
Radio Science Meeting, Jul 2024, Florence, Italy. �hal-04660573�

https://hal.science/hal-04660573
https://hal.archives-ouvertes.fr


Comparative study of two methods for generating
realistic turbulence for electromagnetic wave

propagation in the atmospheric boundary layer
V. Darchy(1), R. Douvenot(1), S. Jamme(2), and H. Galiègue(1)
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Abstract—The 2D parabolic wave equation (PWE) is widely
used to model terrestrial radiofrequency (RF) links. In this
iterative method, the contribution of a turbulent atmosphere is
classicaly modeled through a statistically homogeneous vertical
phase screen generated from a Kolmogorov-type scintillation
spectrum. This study proposes a comparison between two meth-
ods for generating phase screens representative of a marine
atmospheric boundary layer (MABL), both based on large eddy
simulation (LES) data. Preliminary results indicate that a purely
statistical approach of turbulence tends to underestimate its
impact on the propagation of RF signals.

I. INTRODUCTION

The scintillation phenomenon is characterized by fast vari-
ations in both the amplitude and phase of an electromag-
netic (EM) signal caused by small-scale fluctuations of the
atmospheric refractive index. This turbulent phenomenon often
develops in the atmospheric boundary layer (ABL) due to
the occurrence of strong temperature and humidity gradients
between the surface and the first kilometers of the troposphere.
Its impact is cumulative with range and may induce additionnal
losses to the propagation signal at frequencies above the X-
band. Therefore, a precise modeling of turbulence appears
crucial to anticipate its impact on the performance of radiofre-
quency (RF) systems.

The 2D parabolic wave equation (PWE) is classicaly used to
model electromagnetic (EM) propagation in diverse complex
media [1]. In this iterative method, a phase shift is applied
to the signal at each propagation step to account for the
contribution of atmospheric conditions. These are modeled
by a 1D vertical phase screen theoretically calculated by
integrating the refractivity field over the entire propagation
step. In the case of a turbulent atmosphere, phase screens
are usually randomly generated from full-scale homogeneous
scintillation spectra representative of the inertial range of
scales of the classical Kolmogorov’s K41 theory [2].

In this study, we propose to compare two methods for
generating realistic turbulent phase screens based on the large
eddy simulation (LES) of an ABL. The LES-Kolmogorov
method is a full-scale statistical approach that relies on the
same principle as the usual technique except that a realistic
vertical inhomogeneity in turbulence intensity is a-posteriori
introduced using LES data. The X-LES method [3], on the
other hand, is a more realistic approach : the contribution of
larger scales is directly computed from the refractive index

Fig. 1. Generated refractive index fluctuations from LES. Dashed lines
indicate the integration step used to compute phase screens.

fluctuations generated by atmospheric simulations, while a
statistical modeling is only used for the contribution of the
sub-grid scales.

In the following, both used methods are briefly introduced
in Section II while Section III shows some numerical results.

II. METHODS

In this section, the LES-Kolmogorov and X-LES methods
for generating vertically inhomogeneous phase screens are
successively presented. Both techniques are applied to a com-
monly studied case of tropical MABL [4]. The atmospheric
simulations are performed with the open-source LES code
MicroHH [5] to study a 5×5×3 km atmospheric domain using
a 5×5×5 m grid resolution. Figure 1 shows a 2D mapping of
refractive index fluctuations for the generated case. It notably
indicates a concentration of turbulence between 500 m and
1500 m.

A. LES-Kolmogorov method

Following [6], the turbulent phase at an altitude z can be
given by

Φ(z) =
√
C2

n(z)Φ̃(z), (1)

where C2
n indicates the structure constant of the refractive

index and Φ̃ is an artificial phase screen generated from a
homogeneous Von-Karman Kolmogorov spectrum of C2

n =
1 m−2/3.

LES-Kolmogorov method consists in obtaining the variable
term C2

n(z) via atmospheric LES. The one corresponding to



Fig. 2. Structure constant of the refractive index mean vertical profile. Red
dashed lines indicate the temporal variability.

the present case is plotted in Figure 2. Therefore, the turbu-
lence intensity with respect to altitude is accurately reproduced
on phase screens. A similar approach with a parametric C2

n(z)
profile has been proposed in [7].

B. X-LES method

In the X-LES method [3], each phase screen is generated
by summing two contributions so that

Φ = Φr + Φs. (2)

Φr indicates the effect of scales directly resolved by LES and is
computed from simulation outputs by integrating the refractive
index fluctuations over a propagation step ∆x as illustrated in
Figure 1.

To model the entirety of the scales of the turbulent flow,
Φs adds the contribution of sub-grid scales and is computed
following the same principle as the LES-Kolmogorov method.
More details on this generation technique can be found in [3].

III. NUMERICAL RESULTS

The aim of this section is to compare the propagation of
a spherical wave emitted by a 10 GHz frequency complex
source point through two turbulent media. Phase screens are
generated by either the LES-Kolmogorov or X-LES method.
Note that the source is located at an altitude z = 1600 m.

The log-amplitude profiles obtained for both methods after
a propagation over 95 km are plotted in Figure 3. Results
are averaged over 500 runs. This metric gives a local quan-
tification of the impact of turbulence on RF propagation that
is particularly suitable in such an inhomogeneous case. It is
defined as

χ(z) = ln

(
|Et(z)|
|E0(z)|

)
, (3)

where Et and E0 indicate the propagated electric field across
the turbulent medium and the one that would have been
obtained in an atmosphere without turbulence, respectively.

Figure 3 first indicates that the obtained profiles show
the same evolution with z. Both methods show a maximum
impact around the source altitude. However, the turbulence

Fig. 3. Log-amplitude profiles at 95 km. Dotted lines indicate the standard
deviation interval.

effect appears to be more pronounced in X-LES than in LES-
Kolmogorov.

IV. CONCLUSION

In this preliminary study, two methods for generating phase
screens representative of a MABL based on LES have been
compared. These initial numerical simulations seem to indicate
that a purely statistical modeling of the phenomenon tends
to underestimate the effect of turbulence, even with a very
accurate C2

n profile.
This shows a potential limitation of the stochastic approach

and suggests a need for a better way to generate synthetic
turbulence data.
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