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Risurn i  : Pour verifier le modkle de componement d'un metal. il est important de determiner comment il faut 
co,-figer les cowbes conrraintedeformation obtenues en compress~on afin de tenir compte des effets de frottement. D& emeus 
graves viennent d'&ue decouvertes dans les modkles analytiques srandards utilises pour determiner les dites corrections dans les 
bmes de Hopkinson. Dans le present article nous proposons une nouvelle methode pour determiner le coefficient de frottement 
dans la compression axiale dynarnique d'un anneau. La merhode utilise la modelisation numkrique et la photographie uluarapi&. 
Elle est valid& en utilisant un acier A blindage. 

Abstract. It is very importanr to know what friction correction to make to stress-strain curves obtained in 
compression so that constitutive models of metals can be accurately checked. However, it recently became apparent 
that standard analytical models commonly used to correct for friction in the split Hopkinson pressure bar have some 
serious errors. In this paper, we report a novel method of determining the friction coefficient for the case of axial 
compressive dynamic deformation of annuli. The method combines numerical modelling with high-speed 
photography and has been validated using Rolled Homogeneous Amour (RHX) steel. 

1. INTRODUCTION 

Friction between the specimen ends and the anvils has long been recognised as a problem in compression 
testing, both at low [ I ]  and at high rates of deformation [3, 31. It has two major effects: (i) it generates a 
shear stress at the specimen/anvil interface and so changes the state of stress in the specimen from uniaxial 
to triaxial [4] which leads in turn to the measured stress being higher than the true yield stress of the 
material [5]; (ii) the specimen does not preserve its original geometry but 'barrels' [4]. And if such a 
specimen is cross-sectioned after deformation, it often shows an 'X'-shaped pattern of intense shear due to 
frictional locking of the surface producing truncated cones of non-deforming material which slide over the 
unconstrained material at the sides [3]. If the strain rates are high enough, substantial local temperature 
rises may occur in these shear zones, known as 'heat crosses' [6] or, more generally, adiabatic shear 
bands' [7]. Friction can also lead to cracking of the specimen e.g. [S]. 

Although friction has been studied for many years and the mechanisms that give rise to it are quite 
well-understood e.g. [9-121 i t  is not possible to predict its magnitude for any given pair of materials under 
specified conditions [13], though there have been a few recent attempts at doing so e.g. [14, 151. T o  put it 
another way, constitutive equations have not yet been developed which describe friction and this is a major 
hindrance to the numerical modelling of contact problems [16]. The main problems are that the surfaces of 
two materials in contact (i) have different mechanical properties to the bulk due to surface oxide layers, 
absorbed dirt or lubricants, (ii) are rough, and (iii) change with time during the deformation [I?'], even 
melting if the sliding speed is high enough [IS, 191. 

Most studies of friction have been concerned with sliding, but there is also a considerable literature 
on its effects in 'upset forging' due to the importance of this technique in the forming of materials into 
desired shapes e.g. [20]. The standard test for measuring friction in the upset forging geometry is to 
deform an annulus o f  the test material [ 2  11. If the ratio of the inner to outer diameter remains constant then 
the lubrication conditions are perfect (zero friction). However, this has only been achieved for low strength 
materials such as polymers [22], and even then the lubrication is found to break down after a certain strain 
1s exceeded [23]. No combination of  surface preparation and lubrication system has been found which 
reduces friction to zero for metals in this geometry [34], though i t  can be reduced to low values ( 3 4 %  of 
the shear yield strength at high rates of deformation [3]). 

The standard ring test involves deforming the annulus to a certain strain. removing it from the 
apparatus and measurinz the chansc. in the 1r:rdi~rx of the Ilc,lc. a n d  rhc. chclnzr in thickneh.; o f  the specimen. 
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This measurement is then compared with a set of theoretical curves to read off a value for the friction c.g, 
[25, 261. There are several assumptions made in this procedure: (i) the specimen dimensions did I,", 

change between the time the deformation stopped and the measurement was made. This is prohahl! 
reasonable for metals but certainly not for polymers [23]). (ii) The friction remained constant during 
deformation. This is probably reasonable for small strains but not for large plastic deformatio~i as 
'foldover' occurs in which material from the sides ends up on the top surface [27]; see also figure I ) .  Al\u 
the lubricant can be squeezed out during the deformation. (iii) The theory is true. 

It is this third assumption that we set out to check in the work reported here. 

I \ 
Smooth 'foldover' zones 

Figure 1: (a) Photo of deformed annulus of Rolled Homogeneous Armour (RHA) lubricated by MoS2. 
Original dimensions: OD=5.00 mm, ID=2.5 mm, k0.99 mm. (b) Schematic drawing of fig. I(a) showing the 'foldover' zone! 

2. EXPERIMENTAL METHOD 

Ideally we wanted to be able to follow the deformation of metal annuli at strain rates typical of split 
Hopkinson bar testing (103 - 104 s-1) as this places greater constraints on any potential model of friction 
than just measuring recovered deformed annuli. We decided it was not practicable to construct :I 
Hopkinson bar out of glass, but strain rates of this order of magnitude could be achieved in our transparent 
glass anvil dropweight (5.5 kg mass) apparatus [23, 281. Although the manner of loading is different, any 
differences between the dropweight and the Hopkinson bar would be detected in the modelling. 

We studied annuli made from three different metals: OFHC XM copper with a 15 ym grain size. 
rolled homogeneous armour (RHA) (Vickers hardness of 300), and EN24T steel (Vickers hardness of 
250). Each was deformed under seven different lubrication conditions, namely (i) unlubricated, iiii  
lubricated by one of three solid lubricants: molybdenum disulphide (MoS2, colloidal graphite or boron 
nitride (BN)). The unlubricated tests were performed with the anvils 'as-received' (toughened float glass: 
no detectable roughness). The lubricated tests were performed with the anvils in one of two surfilce 
conditions: (i) as-received and (ii) polished to a 3 ym diamond finish (as recommended by Gorham [?]I .  
The three lubricants were chosen as being those most suitable for the three temperature regimes of interest 
[24]: MoS2 for cryogenic temperatures, graphite for room temperature up to about 200 "C, and BN for 
high temperatures (up to about 1200 "C; [29]). As the intention of this initial study was to prove tile 
technique, we studied these lubricants at room temperature alone as our glass anvil dropweight apparatus 
is at present only set up to operate in the lower part of this temperature range (-196°C to +lo0 "C). 

An example of the experimental data used to check the model is given in figure 2. The sequerlcr 
presented is not the same as the one that was modelled, because although measurements can be made I'rol!l 
sequences obtained using roughened and lubricated anvils, the picture quality is of course poorer. 



Figure 2: Selected frames from a high-speed photographic sequence of the rapid deformation of an unlubricated copper annulus 
deforming between smooth anvils. Original dimensions of the annulus: OD=5.00 mm, ID=2.4 mm, t=0.87 mm. 

3. NUMERICAL MODELLING 

The aim of the numerical modelling was to provide a direct comparison between experiment and theory 
for the ring deformation and to gain insight into the deformation mechanisms exhibited. The numerical 
modelling was performed using the public domain Lagrange hydrocode DYNA2D obtained from the 
Lawrence Livermore laboratories and developed within DERA featuring contact algorithms or slidelines 
with Coulomb friction. The ring tests on RHA were chosen for a direct comparison with the experimental 
tests since a full constitutive model based on a modified form of the Armstrong-Zerilli model [30] has 
been developed for this material [3 11. The model for the RHA is as follows:- 

where C1 = 7 lOMPa, Cz = 575MPa, C3 = 0.0048, C4 = 0.00032, Cs = 567MPa, n = 0.41, p~ is the shear 
modulus at temperature T, and p.293 is the shear modulus at room temperature. 

Since the rings always closed up in the experiments, even with lubrication, friction was evidently 
always present. Thus the issue was to determine a coefficient of friction along the interface which gave 
good agreement between the experiment and simulation in terms of the inner and outer surface 
displacements. The friction coefficient p at the interfaces between the bars and the specimen is defined as:- 

where pk is the dynamic coefficient of friction, p.7 is the static coefficient of friction, v is the relative 
Interface velocity, and b is a constant. The dynamic coefficient A and the constant were chosen so that 
the overall coefficient of friction ,u was always a constant value of 0.1 throughout the simulation. Also 
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since the interface velocities were very small the effect of the dynamic coefficient of friction was generally 
negligible. 

Although a coarse mesh for the ring gave identical results for the inner and outer s ~ 1 1 . f ~ ~ ~  
displacement the details of the deformation were resolution dependent, hence it was decided to use a finer 
m&h to attempt to resolve the localisation behaviour and deformation mechanisms. 

The results of the simulations confirm that the ring deforms in a 'flowing' or foldover motion (so 
that material rotates onto the interface between the anvil and the specimen) rather than by a sliding mc~tion 
along the interface. This could explain the so called 'machining rings' which are often observed on 
recovered compression specimens. 

The simulated deformation of the ring is illustrated in figure 3 where the mesh is attempting to 
localise due to the shear forces introduced by the friction which produces a diamond shaped pattern of 
localisation. As discussed earlier, this is commonly observed experimentally [4] and is often the precul.sor 
of an adiabatic shear band. It is important to realise in these simulations that there is no localisation 
criterion. The simulation only relies on the numerics, constitutive model and sufficient mesh resolutio~l to 
resolve the boundary conditions. 

I 

I I 

1.2 1.6 2.0 2.4 
Distance from centre of annuluslmm 

Figure 3: Mesh localisation after 100 ps in simulalion of the dynamic deformation of an RHA annulus. 

1 .O 1.4 1.8 2.2 2.6 3.0 
Distance from centre of annulus/mm 

Figure 4: Simulation after; 160 ps showing indenlalion of glass anvils and difl'crcnl inner and outer radii. 



An additional effect is that the glass anvil also deforms during the test resulting in a load distribution 
0" the specimen such that the thickness and radius of curvature of the ring at the inner and outer radius 
become markedly different at large strains (figure 4). This may imply that the friction conditions at the 
inner surface are different to those at the outer surface. However, in the simulation reported here the 
fiction coefficient was constant. Future experimental work will involve performing interrupted tests to 
determine the thicknesses and radii of curvature at the inner and outer surfaces of the ring specimen for 

with simulation. 
The numerical simulation agrees well (to within 5%) with the experimentally measured inner and 

outer surface ring displacements as shown in figure 5, although the comparison is less good at later times 
for the inner ring displacement. An interesting feature is that when the friction coefficient is increased to 
0.2 the results are not greatly different. These results indicate that there is still a significant friction effect 
at room temperature even when lubricants generally regarded as the best for this application are used. This 
could have implications in conventional split Hopkinson pressure bar tests as the stress system in this 
nominally uniaxial test is in fact triaxial rendering the conventional analysis invalid. 

8 

Figure 5: Comparison of simulation (solid line) with experiment (crosses) for the dynamic deformation of an annulus of RHA 
deformed between smooth glass anvils and lubricated by molybdenum disulphide. Upper line is the outer diameter; lower line is 
the inner diameter. Original thickness =0.99 mm. Measurement error =O. 1 mm. Friction coefficient in the simulation was 0.1. 

4. CONCLUSIONS 

(i) Simulations using a friction coefficient of 0.1 are in good agreement with the experimental 
measurements of the inner and outer ring displacements for an annulus of RHA lubricated by MoS2 
dynamically deformed between smooth glass anvils in a drop-weight machine. 
(ii) The simulations predict a difference in the thickness and radius of curvature at the inner and outer ring 
surfaces due to the deformation mechanisms present in the test. 
(iii) The simulations are capable of resolving the shear localisation behaviour of the material induced by 
the friction at the interfaces. 
( 1 ~ ) .  All the lubricants tested exhibit a significant friction in this experimental configuration. 
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