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Aimed at studying the mechanical behaviour of rock mass and considering the presence of the discontinuity network in the intact rock, this research concentrates on how the rock can be represented in suitable geometrical models, on the basis of site measurements, and then appropriately analysed using computer tools developed for the study of granular media.

The first chapter deals with a bibliographical study on fractured rock and tunnel engineering. Different computational methods of rock mechanics are introduced.

Simultaneously, three principal approaches for tunnel structural design are recalled. These studies lead to the proposition of a methodology from the in situ investigation to in-door modelling and mechanical analysis, presented in the second chapters. The rock mass is first geometrically represented through the distribution of discontinuities in the rock mass and the use of the RESOBLOK code based on the Discrete Fracture Network method.

Mechanical models of rock mass are then presented from the data of historical studies on the rock mass and from laboratory and in situ measurements. The 3D computational models are analysed using the LMGC90 based on the Non Smooth Contact Dynamics method. The first two applications of the methodology are introduced: the generation of the numerical rock for the simulation of the triaxial compression test, and the simulation of multi-phase excavation of rock tunnel. The proposed methodology has been applied on the white marble of Saint Béat (Haute Garonne, France) and the initial results are given in the third chapter.

The mechanical responses of the numerical rock mass are analysed and the bulk behaviour of the rock is evaluated.

INTRODUCTION

1.

Starting point For the construction of a tunnel in rock, the most conventional method for the excavation work is to use explosives. With the development of the tunnelling technics, the method has achieved many advances such as the accuracy of the blasting, the diminution of the working hazards, or the improvement of the environmental aspects. This method is very popular thanks to its economic efficiency, the increased mechanical availability of the drilling machines and the fast progress of the construction. However, its biggest default is the perturbation of the host rock mass caused by the explosions. The blasting does not only affect the excavation volume but also its surroundings. The presence of the discontinuity network (also called rock structure) in the initial rock mass influences its geo-mechanical behaviour, and generally defines it as an assembly of distinct blocks. The destruction of the initial rock blocks during the blasting operation creates the opening in the medium and disturbs the stability state of the neighbouring blocks. Some discontinuities are created or modified, and the blocks slide on their contact faces and even detach from the boundary of the excavation. The fall of some individual blocks can spread the instability in the vast region around them, whereas the occurrence of the consequent failure is either prompt or delayed after a period of "selfstanding" time. The design of the excavation blasting procedures envelops the determination of the amount and the arrangement of the explosives, their ignition sequence, the stabilization of the tunnel structure and the surrounding rock mass, often taking into account the application of the dynamic loads and the accumulation effect of the sequential blasting cycles.

Moreover, the long-term destabilization process of the hosting rock mass and the aging of the tunnel structures must be controlled. The final goal is to guarantee a long service life of the tunnel, in a secure condition that is specified by the planned use of the tunnel.

From this practical engineering problem, several matters of research are found:

-The stability analysis of the rock mass in the vicinity of the excavation under the effects of the tunnelling excavation planning and method;

-The tunnel structure design for the temporal and/or permanent stabilization of the boundary of the excavation and the hosting rock mass;

-The influence of the pre-existing discontinuities on the potential instability of the excavation and its surroundings;

-The prediction of the working state of the tunnel structure and of its surrounding rock mass, during the tunnelling procedure and the service life of the tunnel.

The ambition of the application of several computer tools used in rock mechanics for a deep understanding of such matters leads us to the numerical simulation and analysis of the rock mass with a special consideration of its discontinuity network.

Problem definition

Fractures, with complex spatial distribution and from multiple origins, strongly affect the characteristics and behaviour of the rock mass to which they belong. For a long period of time, rock mass was considered as a continuous medium, an assumption that lead to many damageable consequences. The distinct block approaches in rock mechanics have proven their great capability for robust computation, even confronted with difficult mathematical problem and proposed far reaching possibilities in the analysis of results. The simulation of a discontinuity network and its vicinity permits the numerical reconstruction of the objects, in their loaded states, and relative positions, for detailed and appropriate analysis. The precision and the relevance of the technical information for such a problem govern the realisation of the work on site, and the reliability of the results. The in situ investigations and measurements on the rock mass supply the input data for the description of the geometrical configuration and the mechanical characteristics of the rock mass. Taking into account both types of data, the obtained records allow the generation of the representative numerical models of the rock mass, for the simulation and result analysis purposes. As a matter of fact, the combination of the geo-mechanical measurements, the modelling of the geometry, the mechanical behaviour of the rock and discontinuities, as well as the numerical simulation of the block systems and its results analysis offer a comprehensive tool box to tackle rock engineering problems.

Scope and objectives of research

The presence of the discontinuity network in the rock masses is evident and its influence on the hosting rock mass mechanical behaviour is strong and complex. The consideration of the discontinuities in rock is thus necessary, although it remains a challenge. Converting a fractured rock into an equivalent ideal homogenous medium or finding an equivalent model using some standard regular-shaped elements, leads to an easier analysis but the relevance of the results can always be questioned. Discrete element methods, considering collections of many solids, can be considered as an alternative to tackle the problem of the discontinuous nature of the rock mass. The complete simulation of a rock mass must include the natural configuration of the discontinuity network and the geo-mechanical characteristics of the intact rock. This fact leads to the demand of geometrical and mechanical modelling for the generation of the qualified numerical models of the rock mass.

Research methodology

The thesis introduces an original approach for the modelling of the rock masses taking into account the presence of the discontinuity network. At first, in situ scan-line measurements are carried out at exposed rock faces to obtain the required information: position, orientation, dimension, filling conditions of discontinuities. Second, those rock discontinuities are clustered in main families by geo-mathematical tools and their representative laws of distribution can be analysed using geo-statistics. Third, one creates a 3D geometrical model made of blocks using the RESOBLOK code in order to produce an input file to the LMGC90 code. Simultaneously, the mechanical models of the intact rock and of the contact behaviour in the discontinuities are declared. The combination of the two models of one rock mass creates the equivalent numerical rock model on LMGC90 for the simulation and analysis under the light of the Non Smooth Contact Dynamics method. Thanks to that, realistic behaviours of rock media, including the main discontinuity families and the actual geometries of the discontinuity networks, can be examined. The responses of the modelled objects are assessed for a deeper understanding of their mechanical behaviours.

The bibliographical study forms the background knowledge of the thesis and guides us to the definition of this methodology. The real applications on the marble of Saint Béat tunnel project (Haute-Garonne, France) illustrate the detailed development of the methodology and validate its use in an engineering environment.

Thesis Organization

This thesis is organized in three chapters, a conclusion and recommendation section, and four appendices. The contents of each part are briefly described below.

In the first chapter, through the bibliographical study on the state of the art of the nature of rocks, the variety in the computational methods in rock mechanics and the principal approaches for tunnel structural design, the background knowledge of the thesis is presented.

The second chapter is a proposition of a methodology for rock engineering as the combination of the in situ measurements, the geometrical and mechanical modelling, the numerical simulation, and the mechanical analysis of the discrete model results.

The third chapter introduces the application of the developed methodology on the rock mass of the Saint Béat marble rock mass, using two examples. The first example is the modelling of a large-scale triaxial compression test and the second example is the modelling of a multiphase-excavation.

Finally, a conclusion and recommendations are presented, as a summary and a critical assessment of the proposed methodology, with some proposals for its future improvements.

The appendices exhibit the experimental geo-mechanical parameters of the marble of Saint Béat, and complementary detailed results on the real applications.

CHAPTER 1: Rock is one of the main materials which formed this planet. Many different geological definitions can be found in various related documents. For instance:

STATE-OF-THE-ART OF THE FRACTURED ROCK ENGINEERING

-"Rock is a solid substance that occurs naturally because of the effects of three basic geological processes: magma solidification; sedimentation of weathered rock debris; and metamorphism" [START_REF] Pidwirny | Fundamentals of Physical Geography online textbook[END_REF]; -"Rock is an assemblage of compact crystalline grains, … they can be defined as an assemblage of minerals that have different relations due to their geological histories" [2] -"Rock is an assemblage of minerals" [START_REF] Robert | Dictionnaire de la langue française[END_REF]. In brief, rock is defined as a naturally occurring and coherent assembly of minerals (with or without fossils) after long natural tectonic processes. Rock can be found almost everywhere around us with various appearances. At a macroscopic scale, some rock can be considered as solid and homogenous. However, the discontinuous network in rock can always be found, at natural scale by naked eyes or at a micro scale by microscope. T. Rammamurthy [START_REF] Ramamurthy | Engineering in rock for slopes, foundations and tunnels[END_REF] confirmed that "rock mass is non-homogenous, anisotropic and discontinuous medium; often it is a pre-stressed mass".

Rocks can be distinguished based on their basic appearance characteristics, structures and configurations of crystalized components or bedding positions. Classified by the forming origin, rocks are divided into three major groups: igneous, sedimentary and metamorphic one [2]:

-Igneous rocks: formed from the solidification of molten material (magma).

Depending on where this phenomenon took place and the cooling rate of the magma, several types of igneous rock were created with different characteristics. However, they are usually strongly fractured, anisotropic with a low porosity. Some of the strongest rocks belong to this group [START_REF] Ramamurthy | Engineering in rock for slopes, foundations and tunnels[END_REF].

-Sedimentary rocks: formed from the accumulation of fragmental rock materials and organic materials or by chemical precipitation. There are various sedimentary rocks with rich characteristics. A sedimentary rock mass is either isotropic or anisotropic depending on the mineralogical variations of the grains in layers, the bond between grains and the layer boundaries [START_REF] Ramamurthy | Engineering in rock for slopes, foundations and tunnels[END_REF].

-Metamorphic rocks: formed by alteration of existing rocks through the action of heat and pressure. In comparison with the two above groups, the complexity of this group is highest due to the large diversity of the characteristics of its components.

They are mostly anisotropic [START_REF] Ramamurthy | Engineering in rock for slopes, foundations and tunnels[END_REF]. From a structural viewpoint, a rock mass is described by the rock material and the rock structure. Rock material, which can be called the non-fractured rock matrix, intact rock, forms the medium in which there are systems of discontinuities, called the rock structure [START_REF] Aftes | Characterization of rock masses useful for the design and the construction of underground structures. 1st version[END_REF]. The term "discontinuity" designates all physical interruptions of the continuity in the rock material [START_REF] Aftes | Characterization of rock masses useful for the design and the construction of underground structures. 1st version[END_REF], or in a more detailed way "any significant mechanical break or fracture of negligible tensile strength in a rock" [START_REF] Priest | Discontinuity analysis for rock engineering[END_REF]. The term "rock mass" is defined as the assemblage of the rock material and the 3D structure of discontinuities through an illustration of C.

Edelbro, [START_REF] Edelbro | Rock mass strength -A review[END_REF], cited in the figure 1.1.2.

The rock material can be described through four criteria proposed by the USACE [START_REF]Geotechnical Investigations. Appendix B: Geologic Mapping Procedures Open Excavations[END_REF]:

-Degree of weathering: in five grades (unweathered, slightly weathered, moderately weathered, highly weathered and decomposed); -Hardness: in five grades (very soft, soft, moderately hard, hard and very hard); -Texture: in four grades for sedimentary rock (coarse, medium, fine, very fine) and in four grades for igneous and metamorphic rocks (coarse, medium, fine, aphanite); -Lithology, macro description of mineral components: use standard adjectives such as shaly, sandy, silty and calcareous.

The rock structure, which describes the distribution of discontinuity on the rock medium, can be classified into many grades based on three criteria [START_REF]Geotechnical Investigations. Appendix B: Geologic Mapping Procedures Open Excavations[END_REF]:

-Thickness of bedding: four grades (massive, thick, medium and thin); -Degree of fracturing: five grades (unfractured, slightly, moderately, highly and intensely fractured); -Dip of bedding or discontinuity: three grades (flat, dipping and steeply); -Shape of rock blocks: three grades (blocky, elongated, tabular).

There are many specific terms that can be referred to the rock structure, proposed by the AFTES [START_REF] Aftes | Characterization of rock masses useful for the design and the construction of underground structures. 1st version[END_REF]:

-Bedding planes: surface separations of the sedimentary rock strata; -Joints: discontinuities between two rock compartments without any apparent relative movement between them; -Faults: results of the relative movements between two rock compartments where they lie, caused by the stress field during the relevant tectonic episode; -Schistosity planes: separation of rock into thin layers due to the action of the tectonic stresses; -Fracture zone: assemblages of discontinuities of variable persistence and orientation, organised in a more or less planar pattern; -Lithological contact surfaces: virtual discontinuities formed between host rock and veins.

Discontinuities can be classified as natural and artificial (due to the causing origin); as stratigraphic joints, diaclases, extensive fractures and faults (due to the natural status); as major and minor (due to their size in relation with the studied object). In fact, "discontinuity" is a collective term that includes many detailed definitions; each one has some synonymous names. For instance, published in [START_REF] Singhal | Applied hydrogeology of fractured rocks[END_REF]:

-Bedding plane or fold; -Foliation or rock cleavage: slaty cleavage for rock cleavage in slates; schistosity for schists and gneissosity for gneisses; -Fracture or joint: fault, shear, gash, fissure or vein; A. A. Afrouz [START_REF] Afrouz | Practical handbook of rock mass classification systems and modes of ground failure[END_REF] has divided discontinuities into nine types due to the nature of rock material to which they belong:

-On all kinds of rock material: tectonic joint, fault, sheeting joint and lithological boundary; -On sedimentary rock: bedding plane or bedding plane joint, slaty cleavage and random fissure; -On igneous rock: cooling joint; -On metamorphic rock: slaty cleavage.

There is another classification of discontinuities on the rock mass based on their shear displacements:

-Discontinuities that have shear displacements: Faults are the type of discontinuities that have strongest shear displacements. They are often found within a fault zone.

Shears are in the same group but have much smaller displacements than faults.

-Discontinuities that have almost no shear displacements: Joints belong to this group.

They were often created due to the combination of tectonic stresses. The small local discontinuities due to tension are called tension cracks.

Usually, discontinuities are grouped in families (which can be called sets or clusters, too) that have the same or similar geo-structural characteristics. Besides, some discontinuities exist individually and do not belong to any family. They can be faults, shear planes, dykes, veins and tension cracks, for instance. Each type of discontinuities has its appearance zone, the distribution tendency and its own geological and mechanical characteristics that are given by the origin creation mechanism of the initial rock, the undergoing tectonic and geological operations together with loading conditions of the medium during the rock life.

In turn, quick identification of rock can be realised based on the nature of the discontinuities of the rock mass. A discontinuity is described by the following characteristics: orientation, density (distance or spacing), organisation in main families (or main sets), opening and continuity status, persistence (or extension), material filling and its nature, morphology, wall weathering, presence of water, strength and other mechanical properties. The figure 1.1.3 cited from D.C. Wyllie and C.W. Mah [START_REF] Wyllie | Rock slope engineering. Civil and mining[END_REF] is a good illustration of the characteristic description of the discontinuities in rock masses.

Presence and influence of discontinuities on the rock mass

Almost all natural rocks are more or less fractured. It is said that the totally intact rocks only exist in theories. Presented in the rock mass, the discontinuities strongly affect the characteristics and behaviour of the rock mass to which they belong. The strength of a rock mass is considered as the combined strength of the rock material and the rock structure. In general, discontinuities that belong to main families play an important role on the behaviour of the rock mass while individual discontinuities may only affect the local regions around them but do not influence the whole rock mass. R.E.Hammah et al. [START_REF] Hammah | The practical modelling of discontinuous rock masses with finite element method[END_REF] considered that in some circumstances "discontinuities exert greater influence on behaviour than do intact rock properties". The influence of the rock structure to the rock mass is presented in brief through three aspects: the discretization of the intact rock medium, the modification of mechanical characteristics and the instability mechanism of the rock mass.

Discretization of intact rock medium

The most direct and obvious effect of discontinuities to their rock mass is the separation of intact rock into discrete rock blocks [START_REF] Priest | Discontinuity analysis for rock engineering[END_REF] so that the rock mass can be represented as the assemblage of rock blocks [START_REF] Merrien-Soukatchoff | Use of an integrated discrete fracture network code for stochastic stability analyses of fractured rock masss[END_REF]. The origin and development of the discontinuity network in rock are produced by the complex combination of various features from the geological nature of the intact rock, the geological and tectonic conditions of the region where the rock is found, the external force conditions applied to the mass. The presence of this network on the rock medium is different from one rock to another, diverse from evident to quasinegligible. However, with a sufficient small scale of study, the discontinuities are always found in rock.

The presence of the rock structure on the rock mass is not as simple as the appearance of smooth cuttings on the intact rock. The morphology of discontinuities is complex with uneven wall and aperture, with or without filling. Each characteristic of the discontinuities has its own impact to the behaviour of the rock mass. For instance, when discontinuities are extremely closely arranged, rock blocks are so small that it makes the rock behave like a granular soil. The aperture and the filling promote or inhibit the shear displacement of the discontinuities and the sliding of rock mass along their discontinuities. The influence of the roughness of the discontinuities on their shear strength is clearly presented in the following figure, cited from E. Hoek [START_REF] Hoek | Practical Rock Engineering[END_REF]. The shear strengthnormal stress curves of the two types of discontinuities are shown:

-For smooth discontinuities i.e. when roughness is neglected in analysis; -For rough discontinuities i.e. when roughness is taken into account. a) Smooth discontinuity b) Saw-tooth discontinuity Figure 1.1.4: Shear strength of the discontinuities (sourced from [START_REF] Hoek | Practical Rock Engineering[END_REF])

Considering that the rock structure discretizes the intact rock mass into various rock blocks, the block interactions can be described by several types of contact that will be presented in the scope of the discrete numerical method in the section 1.3 of this chapter. The continuous homogenous medium of the intact rock is replaced by a discontinuous medium with a different behaviour from the original.

Modification of mechanical characteristics

An ordinary rock mass is made up of an interlocking assemblage of discrete blocks. These blocks may have been weathered to varying degrees and the contact surfaces between the blocks may vary from clean and fresh to clay covered and slickenside [START_REF] Hoek | Practical Rock Engineering[END_REF]. Hence, almost all mechanical characteristics of the rock mass are always lower than those of the present intact rock. The compressive strength of the rock mass is far different to the one of intact rock [START_REF] Ramamurthy | Engineering in rock for slopes, foundations and tunnels[END_REF]. This phenomenon is caused by the interruption in the continuous stress field in the rock mass: Considering that each block is a sub-region that is limited by the contact walls with the adjacent blocks, the whole rock mass is composed of an indefinite number of subregions. Mathematically, the whole continuous region of the intact rock is equal to the sum of the infinite disturbed discrete sub-regions but the correlation between mechanical behaviour of the former and the latter cannot be simply expressed through an equation. The smooth transmission of forces is perturbed and the stresses distribution in the rock mass is no more continuous or regular. The discontinuities are found to affect the strength, deformation modulus and the stress -strain responses in a non -linear and anisotropic manner that make difficult to predict the real behaviour of the rock mass [START_REF] Hammah | The practical modelling of discontinuous rock masses with finite element method[END_REF]. The presence of discontinuities in the rock mass is said to alter the elastic behaviour of the intact rock and to induce the nonlinear behaviour of the rock mass [START_REF] Hataf | An improved DEM for stability analysis of tunnel in rock mass[END_REF].

The strength of the fractured rock mass was the subject that interested many researchers in rock engineering and can be found in many basic books and manuals of rock theories. Due to the negligible tensile strength of the discontinuities, the shear strength of the rock mass is strongly affected by the presence of the rock structure [START_REF] Priest | Discontinuity analysis for rock engineering[END_REF]. Meanwhile, the shear strength of discontinuities is normally assumed as a function of the friction angle which is proven by using the Mohr-Coulomb failure criterion with the null cohesion [START_REF]Università degli studi di Urbino "Carlo Bo[END_REF]. With a same loading condition, the stress-displacement curve of the rock mass is more inclined than the one of the rock structure but less than the one of the intact rock. A simplified comparison of the three curves is illustrated in the Figure 1.1.5. (sourced from [START_REF]Università degli studi di Urbino "Carlo Bo[END_REF])

If the rock mass is assumed to be elastic, the overall Young's modulus is given by [START_REF]Università degli studi di Urbino "Carlo Bo[END_REF]:

With:

E mass : Young's modulus of the rock mass E i : Young's modulus of the intact rock E d : Young's modulus of the discontinuity : Frequency of the discontinuity However, this expression is a very simplified case when there is only one family of discontinuity that is regularly distributed in the rock mass. The variation of the Young's modulus of the rock mass versus the frequency of the discontinuity can be expressed by the curved in the figure 1.1.6 of which the estimated value of Young's modulus E field from the in situ measurements is about approximated 10% of the value of Young's modulus of intact rock [START_REF]Università degli studi di Urbino "Carlo Bo[END_REF] Figure 1.1.6: Young's modulus -frequency of the discontinuity curve of a rock mass (sourced from [START_REF]Università degli studi di Urbino "Carlo Bo[END_REF])

When there are more than one family of discontinuities in the rock mass, each one creates a weak plane where the failure of the rock mass may take place but the angular position of the strength minima would not coincide with the other plane. As a result the rock is weakened in several different directions simultaneously [START_REF]Università degli studi di Urbino "Carlo Bo[END_REF].

Through many theories, laboratory and in situ tests, simulations on experimental physical and numerical models of the fractured rock mass, the researchers have proven the importance of this effect. The rock structure in the rock mass causes the decrease of the strain modulus [START_REF] Yoshinaka | Joint stiffness and deformation behaviour of discontinuous rock[END_REF], unevenly distribution of fluid flow and mass transportation [START_REF] Mettier | Mass Transport in Fractured Media[END_REF], and lower value of the geotechnical behaviour indexes in comparison with those of the intact rock.

Instability mechanisms

Under the external and internal conditions of the rock mass, the adjacent blocks slide on their contact faces and become unstable by some typical failure types such as free falling under gravity, plane failure, wedge or rotational failure. N. Hataf and M. Baharloo [START_REF] Hataf | An improved DEM for stability analysis of tunnel in rock mass[END_REF] wrote that the physical behaviour of rock mass is the opening of discontinuities and sliding along them that leads to the deformation by the sliding of blocks. The stability of rock blocks depends on their positions. H.A. Keykha et al. [START_REF] Keykha | Effect of discontinuities on the stability of rock blocks in tunnel[END_REF] suggested that the most common types of failure of blocks around an excavation were those involving wedges falling from the roof or sliding out of the sidewalls of the openings.

The falling of individual blocks may lead to the instability of the vast region around them.

Those absences create the voids in the medium, break the initial structure of the rock mass that can bring out the total failure of the whole rock mass. P.M. Warburton [START_REF] Warburton | Vector stability analysis of an arbitrary polyhedral rock block with any number of free faces[END_REF], [START_REF] Warburton | Comprehensive rock engineering. Volume 2: Analysis and design methods[END_REF] proposed the "Block theory" which is one of the most common for the study of the instability of discrete rock blocks. R.E. Goodman and G. Shi [START_REF] Goodman | Block theory and its application to rock engineering[END_REF], without referencing to the research of P.M. Warburton, proposed their own block theory that shared most of the same principles with the former. Based on this theory, H.A. Keykha et al. [START_REF] Keykha | Effect of discontinuities on the stability of rock blocks in tunnel[END_REF] proposed five types of blocks around an excavation section:

-Type I being moveable;

-Type II having key potential to move;

-Type III has no movement because of its position in basement;

-Type IV has no movement because of blocking with neighbouring blocks;

-Type V, a jointed block without any free space in rock mass.

The key blocks (I and II) described as potentially instable blocks in rock mass and should be given great consideration. The stability of these blocks was examined by a kinematic method.

Figure 1.1.7: Types of blocks around an excavation section (sourced from [START_REF] Keykha | Effect of discontinuities on the stability of rock blocks in tunnel[END_REF])

L. Scholtes and F.V. Donze [START_REF] Scholtes | Progressive failure mechanisms in jointed rocks: Insight from 3D DEM modelling[END_REF] wrote that the instability of the rock masses was often related to the presence of pre-existing discontinuities and the destabilization process often relates to the complex interaction between the discontinuities and the rock mass through the progressive breakage of rock bridges. Due to the strong effect of the rock structure to the rock material, the rock structure must be taken into account in all related researches.

Neglecting their presence or trying to replace a fractured rock medium by a theoretical intact rock is confirmed to be an unwise intention.

Scale effect in rock mechanics

The scale effect decides the methodology of the analysis. This effect is due to the presence of the rock structure in the rock mass and controls the whole analysis procedure for all rock objects. The term "scale" here is not only restricted to the meaning of the macroscopic or microscopic scale but refers also to the size of the domain of interest in the scope of the analysis.

The illustration of E. Hoek and E.T. Brown [START_REF] Hoek | Underground Excavations in Rock, Institution of Mining and Metallurgy[END_REF] in Figure 1.1.5 serves as a good demonstration of this concept. When the specimen stays completely in a non-fractured region of the rock mass, the discontinuities do not have any obvious tendency so that it can be approximated as intact rock. Otherwise, the fracture nature cannot be omitted. Ö. Aydan et al. [START_REF] Aydan | Assessment of rock mass strength for underground excavations[END_REF] proposed that when the domain of interest is much smaller than rock blocks (i.e.

the first cases), the characteristics of the intact rock can be used as the representation of the rock mass. When the domain is much larger than the blocks (i.e. the two last case), the rock mass properties need to take into account the rock structure. Otherwise (i.e. the two remaining cases), the discontinuities govern the behaviour of the medium. The figure 1.1.9, cited from [START_REF] Edelbro | Rock mass strength -A review[END_REF], shows three tunnels of different sizes located in the same rock mass, which is considered as another presentation of the Figure 1.1.8. If the discontinuity spacing is significantly greater than the dimensions of the studied object, the effect of the discontinuities to the object can be approximately neglected. In the contrary, when the discontinuities have a spacing similar to or less than the studied objects, they will play the dominant role on the behaviour of the object. Hence, the rock medium around the smallest tunnel can be modelled as continuous, in the contrary the middle tunnel is recommended to be modelled in a fractured mass (where discrete numerical methods of analysis are evidently suggested). In the case of the biggest tunnel, the arrangement of the discontinuities can be considered as regular so that a continuous analysis for the regular discrete medium can be executed (FEM, introduced in the section 1.4, is a smart choice).

Figure 1.1.9: Different construction sizes in the same rock mass (redrawn from [START_REF] Edelbro | Rock mass strength -A review[END_REF])

Moreover, when the specimen size increases, the strength is significantly reduced. E. Hoek and E.T.Brown [START_REF] Hoek | Empirical strength criterion for rock masses[END_REF] suggested that this reduction is due to the greater opportunity for failure through and around grains, the "building blocks" of the intact rock. The strength reaches a constant value when the size of individual rock pieces is sufficiently small with regard to the overall size of the structure being considered.

The scale effect is also represented through the influence of the orientation of the discontinuities to the strength of the model [START_REF] Ramamurthy | Engineering in rock for slopes, foundations and tunnels[END_REF]. Assumed that there is only one discontinuity that makes an angle of  to the sense of the major principal stress, when  = 0 or 90°, the discontinuity has no effect on the strength. Otherwise, the strength of the model is strongly affected by the orientation of the discontinuity. The lowest strength occurs when  = 45° -/2 where  is the internal friction angle of the rock mass.

Ö. Aydan et al. [START_REF] Aydan | Assessment of rock mass strength for underground excavations[END_REF] proposed that choosing the right model that is representative of the rock mass affected by the structure (i.e. tunnels, rock slopes, mines, etc.) is an important task in rock engineering. For the modelling and analysis of civil structures in a rock mass, the size of the model should be determined in consideration with the calculation method. If the domain methods (i.e. when the interior of rock mass is divided into basic elements or blocks) are applied, the model is big since the outer boundaries of the model must be sufficiently far from the structure to minimize the boundary effect to the structure. If the boundary methods (i.e. when only the boundaries are discretized into basic elements) are used, the model is smaller than the former because the far field requirement is specified as stresses applying on the entire rock mass [START_REF] Hoek | Practical Rock Engineering[END_REF]. Further details of those calculation tools are found in the introduction of numerical methods in rock mechanics at the section 1.3.

Failure behaviour of the fractured rock mass

The failure of rock starts very early, even during the formation process of the rock, and then develops through an extremely complex process of micro-crack initiation and propagation.

Some types of damage can take place at local zones, creating the local failure which sometimes does not lead to the total failure of the rock mass. Other types of damage occur very suddenly at a high rate that brings out the immediate failure to the whole rock mass.

All natural rock masses are undergoing various complex loading conditions. Aside the artificial loads caused by the human being work around the rock mass, the natural stresses that have the most influence on rock are:

-Litho-static stresses: The weight of overlying rock strata;

-Tectonic stresses: The large-scale motions of lithospheric plates driven by convection in the mantle;

-Hydrostatic stresses: The pressure exerted by fluids (mainly water) in the pore or fracture space of the rock masses.

Each rock is specified by its own characteristics under the application of the loading combinations at particular conditions. The same rock mass is damaged with different failure mechanisms due to the different combinations of acting stresses. Determination of strength of an in situ rock mass by laboratory tests is generally not practical. Hence this strength must be estimated from geological observations and from test results on individual rock pieces or rock surfaces which have been removed from the rock mass [START_REF] Hammah | The practical modelling of discontinuous rock masses with finite element method[END_REF]. Due to this reason, the "strength criteria" of rock are widely applied. They are normally expressed as algebraic equations correlating the principal stresses ( 1 , 2 and 3 ) or the normal and shear stresses at the failure moment ( and ). The mentioned values can be obtained from the in situ and/or experimental data measurements on the real rock mass, by the application of the empirical methods and/or from the numerical analysis on equivalent rock models. The criteria are used for checking if the rock can support the combination of the three principal stresses predicted at a given location [START_REF] Hudson | Analysis and designe methods[END_REF].

For the study of the failure mechanism of a rock mass, one usually pays attention to the failure of the intact rock and the failure of the rock mass with the presence of the rock structure.

Failure of the rock material

Three deformation mechanisms can occur when a rock material is undergone the external loading conditions: the brittle, the semi-brittle and the ductile one. At the same acting load, the response of rock is influenced by the loading rate and the loading time [START_REF] Hudson | Analysis and designe methods[END_REF].

-Brittle failure: is the sudden loss of rock strength after the reach of the maximal strength while the ductile failure happens when the yield limit is reached with or without the reduction of strength [START_REF] Edelbro | Rock mass strength -A review[END_REF]. Characterised by the broken form of the rock, this damage occurs at low temperature, low confining pressures with high deviator stresses when the stable crack propagation takes important role in the inelastic rock deformation. The propagation which is facilitated by the pore fluids leads to the coalescence and an eventual formation of failure planes. Two typical phenomena of this failure are the "dilatancy hardening" in dense rock and "dilatancy softening" in porous rock [START_REF] Hudson | Analysis and designe methods[END_REF]. Faults are the consequence of brittle failure in rock.

- It happens at high temperature when the confining pressure is increasing. The rock strains are distributed on the whole rock mass and the rock turns into the inelastic deformation with the creep in the crystalline. E. Hoek and E.T. Brown [START_REF] Hoek | Practical estimates of rock mass strength[END_REF] suggested in their failure theory that the transition is varied from one rock to another. T. Ramamurthy [START_REF] Ramamurthy | Engineering in rock for slopes, foundations and tunnels[END_REF] recommended to estimate this transition of the intact rock to foreseen the type of behaviour of the rock mass before the realisation of the detailed analysis.

Hard intact rocks tend to have the brittle failure and weak and/or weathered intact rocks tend to have the ductile failure. The brittle-ductile boundary of an intact rock is defined as the ratio of the effective principal stresses acting on the specimen of rock under the triaxial compression test. 

.2. Failure of the rock mass

The failure type of the rock mass is influenced by the arrangement of the rock structure on the rock material. The instabilities occurring in rock slopes are generally related to the presence of pre-existing discontinuities [START_REF] Stead | Developments in the characterization of complex rock slope deformation and failure using numerical modelling techniques[END_REF]. The factor that influences the performance of the rock mass is the orientation of discontinuities relative to the direction of the applied stresses. T. Ramamurthy [START_REF] Ramamurthy | Engineering in rock for slopes, foundations and tunnels[END_REF] found that when the fracture families are orthogonal of which one is continuously dipping, five main failure types that depend on  can happen on the rock mass:

- and/or from the analysis of the rock mass classification systems. However, Hoek and Brown [START_REF] Hoek | Practical estimates of rock mass strength[END_REF] recommended that a rock mass criterion should only be used where there are a sufficient number of closely spaced discontinuities that isotropic behaviour involving failure on discontinuities can be assumed. The rock mass criteria were found to be the extensions of the strength criteria for the present intact rock with the modification process based on model tests, small sample testing and limited experience. They tend to over predict the strength for poor quality rock masses at the low stresses common to failure surfaces in slopes [START_REF] Mostyn | Strength of intact rock and rock masses[END_REF]. L. Scholtes and F.V. Donze [START_REF] Scholtes | Progressive failure mechanisms in jointed rocks: Insight from 3D DEM modelling[END_REF] underlined that the non-persistent discontinuities are involved in the failure process, and the breakage of rock bridges between discontinuities mainly causes the destabilization to the rock mass. This is the most applied criterion in rock and soil engineering, it is especially significant and valid for discontinuities and discontinuous rock masses. However, some limitations are found [START_REF]Università degli studi di Urbino "Carlo Bo[END_REF]:

-The existence of the major shear fracture at maximal strength at a specific angle does not always agree with experimental observations; -A shear failure was predicted to occur on a plane in uniaxial tension that made an angle  with 3 but in fact =  90°; -The experimental maximal strength envelopes are generally non-linear. They can be considered linear only over limited ranges of confining pressures.

b) Hoek -Brown criterion for rock mass

The Hoek -Brown criterion for rock mass has several versions and update from 1980 to 2002. It is the most widely applied in rock slope and tunnel engineering. C. Edelbro [START_REF] Edelbro | Rock mass strength -A review[END_REF] suggested that this criterion is the only one for the estimation of the strength of various kind of rock mass if the necessary parameters can be measured or estimated and if their influence on the strength of the rock mass reflects the real behaviour.

-The original (1980) version:

( ) -The 1988 update:

For undisturbed rock mass:

For disturbed rock mass:

-The 1992 modified version: 

( )

The value of A and B can be found in the checking table or calculated from the value of Q and RMR index: Compared with the Hoek-Brown criterion, Yudhbir et al. [START_REF] Yudhbir | An empirical failure criterion for rock masses[END_REF] proposed that their criterion gives predictions for brittle and ductile rocks, while the Hoek-Brown criterion gives excellent predictions in brittle behaviour of the rock mass. 

A = 0.0176.Q [ ( )] Q: Q system of

Conclusion

The presence of the rock structure, including various types of discontinuities, strongly influences the behaviour of the rock mass to which it belongs. The description of the rock mass as the assemblage of rock blocks that are separated by the discontinuities network is recommended. This leads to the demand of the "discontinuity/discrete" solutions in rock mechanics. Even the conventional solutions, called "continuous", need to be modified in dealing with this problem. In the next part, some principal numerical methods in rock mechanics are briefly introduced.

Numerical methods for rock mechanics 1.2.1. Introduction

Any rock, strongly or weakly fractured, can be defined as a continuous, discontinuous or hybrid medium when the scale of interest is macroscopic, microscopic or in between. The "continuous" or "discrete" nature of an object or a methodology is not absolute but relative and problem-specific, depending especially on the problem scale [START_REF] Jing | A review of techniques advances and outstanding issues in numerical modelling for rock mechanics and rock engineering[END_REF]. If the object is small enough to rest totally inside the intersection zone of the rock structure, it can be treated as a continuous medium. If the research region is bigger, with the presence of more and more families of discontinuities, the study must be executed by the discrete mechanics or by the application of the partial discretization of the continuous medium. A normal object can be considered either as an assemblage of indefinite continuous particles (under the "continuous" viewpoint) or a multiple discrete particles (under the "discrete" viewpoint). A simple demonstration can be found in the example of a taut string published by J.R. Taylor [START_REF] Taylor | Classical mechanics[END_REF]. The string underwent a small motion along the vertical axis y from the initial position on the horizontal axis x. When the string was considered as a indefinite number of continuous particles, its position is specified by the function u(x,t) which is continuous function for the expression of the string's displacement from its initial position at requested time. When the string was replaced by a set of n point masses linked by massless strings, its position is given by the n discrete positions u i (t) with i = [1, n]. The variable u i (t) is the vertical displacement of the i th mass from the horizontal axis at time t. a) Homogenized string b) Discretized string Figure 1.2.2: Displacement of a taut string in two cases of consideration (sourced from [START_REF] Taylor | Classical mechanics[END_REF] In two cases, the variable x in the function u(x,t) and the index i of the displacement u i (t) of the i th mass share the same role of the displacement expression. But they do not bring out the same signification when the index i only referred to a single particle of the string, the continuous variable x specified the infinitival particles of the string. Mathematically, u(x,t) is a continuous two-variable-function and u i (t) is a discrete one-variable function. With the basic definitions of the velocity as the 1 st -order-derivative of the position: ( ) ( ) ; the acceleration is the 2 nd -order one: ( ) ( ) ( ) ; the momentum is the function of the mass and the velocity: p(t) = m.v(t), the Newton's second law for the homogenized case is a partial differential equation for u(x,t) which is the continuous derivative for x and t, respectively. For the discretized case, the law is expressed by a set of n ordinary/total differential equations which are derivative for t. Hence, the classical motion of the same body can be analysed continuously or discretely by the use of two types of differential equations. The solving task of differential equations is a basic mathematical problem that can be realised theoretically by hand. However, when the rock mass is multi-material, multi-phase, especially when the rock structure exists evidently, the differential equations (even in total or partial form) become complicated, high time consuming or even impossible to solve by hand. The available numerical tools to facilitate this task are thus necessary and practical.

In practice, to reach a quick or approximated engineering analysis, the presence of the discontinuities in the rock mass can be neglected and the characteristics of the intact rock mass can be used. This means that the rock media are considered as a CHILE material (Continuous, Homogenous, Isotropic and Linearly Elastic) [START_REF] Jing | Numerical methods in rock mechanics[END_REF]. The total rock mass can be thus assigned as the composition of several geological layers, the underground structures and some isolated geological objects. From that model, the behaviour of the underground structures and their surrounding environment is found by manual approaches or with the help of many efficient computer tools which are based in general on the continuous media mechanics, of which the Finite Element Methods (FEMs) is the most popular. However, this approximation brings out an inaccurate image of the rock environment due to the lacking of its rock structures. Indeed, the presence of discontinuities strongly affects the characteristic and behaviour of the rock mass. Any rock mass is always DIANE (Discontinuous, Anisotropic, Inhomogeneous and Not-Elastic) [START_REF] Harrison | Engineering rock mechanics[END_REF]. Different solutions to overcome this problem that have been of interest for many researchers can be divided into two large paths: maintaining the application of the continuous media and finding another appropriate theoretical framework. The first thought is searching an equivalent homogenous rock environment to replace the real one (intact rock mass and its discontinuities). The variable about which equivalence is researched can be debated. However, the definition of a suitable model is a big challenge. The second option leads us to a discrete element environment where displacements and rotational degrees-of-freedom of element and contact conditions between elements is paid attention to, with the foundation of the Discrete Element Method (DEM) in which CHILE features are replaced by DIANE ones. In general, a supplement theory is needed to bring out a comprehensive approach for the concretization of the DEM in engineering analysis. The Non Smooth Contact Dynamics (NSCD) method ( [START_REF] Jean | The non-smooth contact dynamics method[END_REF], [START_REF] Moreau | Some numerical methods in multi-bodies dynamics: application to granular materials[END_REF]) is an alternative choice that deals with frictional unilateral contact between rigid or deformable bodies. It can be used for the numerical simulation of dynamic fracture of many materials and structures. It concerns the entire fracture process from crack initiation, growth, propagation, rupture to post fracture behaviour when solid fragments interact [START_REF] Dubois | Fracturation as a non smooth contact dynamic problem[END_REF].

With the arbitrary forms of the blocks in the rock mass created by the arrangement of the rock structure, the use of some standard-shaped elements or grids to describe the constituted blocks in the medium is not appropriated or even impossible. Hence, besides the analysis methods of the mechanical behaviour of the rock mass, the numerical methods for the reconstruction of the rock mass with the presence of the complex rock structure take an important role in rock mechanics. The real rock mass is replaced by its mathematical and/or geometrical models for the representation and/or mechanical analysis. Many technics and relevant solutions have been proposed and applied recently.

Analysis methods

Mechanical framework of the classical mechanics

Before going in the details of the principal analysis methods in rock mechanics, the fundamental equations of the classical mechanics are recalled from [START_REF] Taforel | Apport de la méthode des éléments discrets à la modélisation des maçonneries en contexte sismiques : Ver une nouvelle approche numérique de la vulnérabilité sismique[END_REF]. Studying the mechanical behaviour of a body, one knows that the body is displaced and deformed, under the application of the external forces and the correlation with the neighbouring objects. The transformation of the body is characterized by:

-the translational displacement of the inertial centre;

-the rotational displacement characterized by the transformation of the orientation matrix;

-the deformation characterized by a deformation tensor.

For a rigid body, the position of each point on the body and the angle between two points is fixed on the material medium .

The classical strong form of the equilibrium equation of the classical mechanics is given by: Using the virtual velocity of the translational displacement ̂( ) V 0, the weak form of the equilibrium equation is given by:

( ̿( )) ( ) ( ) ( ) ( )  
∫ ( )( ( ) ( )) ̂( )  ( ) ∫ ( ̿( )) ̂( )  ( ) with ̂( ) V 0
Replacing the virtual velocity of the body:

̂( ) ̂ ̂ ( ) ̂ ( )  ( )
And the acceleration of the body:

̇ ̇ ̇ ( ) ( ( )) ̇
into the previous equation, we obtain three fundamental equations of the classical mechanics:

-The Newton equation:

∫ ( ) ( ) ̂  ( ) ̇ ̂ ( ) ̇ ∫ ( )( )  ( ) ̂ ( ) ( ∫ ( )( )  ( ) ) ̇ ( ) ∫ ( )  ( ) ̂ ( ) ∫ ( ) ̇  ( ) ̂ ( )
When the body is rigid, we have:

∫ ( )  ( ) ∫ ( )( )  ( )
Hence, the Newton equation of the rigid bodies is expressed by:

̇ ∫ ( ) ̇  ( ) ∫ ( ) ( )  ( ) ∫ ( )  ( )
-The Euler equation:

∫ ( )( ) ( ) ̂  ( ) ∫ ( )( )  ( ) ̇ ̇ ̇ ̂ ̂ ∫ ( )( ) ( ) ( ) ̂ ∫ ( )( ) ̇ ̂  ( )
When the body is rigid, we have:

∫ ( )( ) ( ) ( )  ∫ ( )( ) ( ) ( ) 
Hence, the Euler equation of the rigid bodies is expressed by:

̇ ∫ ( )( ) ( ) ̇ ( )  ∫ ( )( ) ( ) ( )  ∫ ( ) ( )  ( )
-The Lagrange equation:

∫ ( ) ( ) ̂ ( )  ( ) ̇ ∫ ( ) ̂ ( )  ( ) ̇ ∫ ( )( ) ̂ ( )  ( ) ( ∫ ( )( ) ̂ ( )  ( ) ) ∫ ( ) ( ) ̂ ( )  ( ) ∫ ( ) ̇ ( ) ̂ ( )  ( )
Solving those three equations, the mechanical behaviour of the object of research is obtained. Based on the modelling viewpoint, the solutions for solving the differential equations of those fundamental equations, different numerical methods in rock mechanics can be found [START_REF] Jing | A review of techniques advances and outstanding issues in numerical modelling for rock mechanics and rock engineering[END_REF], [START_REF] Jing | Numerical methods in rock mechanics[END_REF], [START_REF] Feng | The ways ahead for rock engineering design methodologies[END_REF]:

-The continuous methods: The rock mass is discretized by the grids, cells or standard elements into a finite number of elements on the whole region or only one element for the boundaries. The Partial Differential Equations (PDEs) of the rock mass are then transformed to algebraic equations at grids, elements or boundaries. The unknown variables of the field are solved through the equation of motion at those locations with the restriction of the continuous (without "jump") movements between adjacent elements in all the domain;

-The discrete methods: The rock structure cut the rock mass into discrete blocks that contact with their adjacent blocks at vertices, edges and/or faces. The correlation between displacement, force and equilibrium of the rock mass is analysed with the acceptation of the relative movements between two adjacent blocks;

-The hybrid methods are the coupling of the two previous methods.

Besides, these methods can also be classified into two categories [START_REF] Hoek | Rock engineering[END_REF]:

-Domain methods: when the whole medium within the outer boundaries of the rock mass is geometrically discretized by the virtual grids/meshes into cells or elements or by the intersection of the discontinuities of the mass into discrete blocks.

-Boundary methods: when only the boundaries of the medium are geometrically discretized while the internal media are considered as continuous.

In this section, the introduction of the principal methods for the analysis is presented with the influence of two technical reviews [START_REF] Jing | A review of techniques advances and outstanding issues in numerical modelling for rock mechanics and rock engineering[END_REF] and [START_REF] Jing | Numerical methods in rock mechanics[END_REF] which are, in our knowledge, fairly broad in their aims and precisely dedicated to our domain of research.

Continuous methods

As the most popular branch of the family of numerical methods for almost all kinds of material, Continuous methods are classified into three sub-groups as follows:

-Finite Difference Method (FDM) and related methods;

-Finite Element Method (FEM) and related methods;

-Boundary Element Method (BEM) and related methods.

The divergence between them mainly comes from:

-The solving solutions of the Partial Differential Equations (PDEs) of the equations of motion;

-The discretization of the body at complex configuration regions;

-The modelling solutions for the discontinuities presence on the rock material.

The geometry discretization, as introduced in the previous section, is the important starting operation for the continuous numerical methods. The real configuration of the rock mass is aimed at replacing by an artificial arrangement of which the continuous representation in terms of scalar or vector functions is used. This idea leads to the plain sampling of the field functions at a finite number of points usually called nodes within the domain [START_REF] Mattuissi | A reference discretization strategy for the numerical solution of physical field problems[END_REF]. The assemblage of nodes on the grids/meshes spreads out on the whole rock mass. Hence, the indefinite particles of the real mass are represented by the grids/meshes that are formed by finite number of nodes or elements in the modelling mass. This fact may answer why several methods of this group have names that begin with the word "Finite". The terminology "meshing" can understand as the geometry discretization of the studied mass.

a) FDM and related methods FDM is the numerical method for solving the PDEs using finite difference equations to approximate derivatives [START_REF]Finite difference method[END_REF]. In another words, FDM applies the discretization of the governing PDEs by replacing partial derivatives with Finite Differences (FD) at the grid, transferring the original PDEs into the algebraic equations with the variables at grid nodes [START_REF] Jing | A review of techniques advances and outstanding issues in numerical modelling for rock mechanics and rock engineering[END_REF]. The solution of FDM is summarised as: i) Firstly, define the grid of nodes, which is usually a very regular one, and attach a local field quantity to each node; ii) Then, at each node, the differential operators are rewritten in a discrete expression by means of the mentioned FD formulas [START_REF] Mattuissi | A reference discretization strategy for the numerical solution of physical field problems[END_REF]. The basic calculation procedure is given in some main steps [START_REF] Li | Finite Difference methods basics[END_REF], [START_REF]Finite Difference Methods[END_REF]:

-Discretize the research mass by a uniform grid of which the grid nodes are close enough to minimize the errors;

-At each node, approximate the derivatives by algebraic equation referring the adjacent nodes;

-Solve the algebraic equations for the dependent variable;

-Analyse the obtained results and errors.

FDM is the oldest in the family of continuous methods and is the basis of the explicit approach of DEM [START_REF] Jing | A review of techniques advances and outstanding issues in numerical modelling for rock mechanics and rock engineering[END_REF]. Some advantages of the analysis by this method can be listed [START_REF] Bobet | Numerical methods in Geomechanics[END_REF]:

-Simple mathematical operations since the initial DEs are reduced to linear equations;

-Discontinuities can be modelled by the use of the grid nodes on each side of a discontinuity;

-Dynamic problem can be solved by the explicit time integration with small time interval steps;

-Non-linear behaviour are analysed through an explicit stepwise process with sufficiently small load intervals until the final state is reached so that no iteration of mapping is needed;

However, some limits are also noted:

-Only suitable for the regular geometry objects since the regular grid is used to mesh the object [START_REF] Jing | A review of techniques advances and outstanding issues in numerical modelling for rock mechanics and rock engineering[END_REF], [START_REF] Li | Finite Difference methods basics[END_REF].

-Super high number of time steps are often required for solving the dynamic problems [START_REF] Bobet | Numerical methods in Geomechanics[END_REF];

-The mechanism of the fracture development can only be modelled "via a process of material failure or damage propagation at the grid points or cell centre, without creating fracture surfaces in the models" [START_REF] Robert | Dictionnaire de la langue française[END_REF].

Finite Volume Method (FVM) is another continuous numerical method that can be considered to be in the same group with FDM. FVM discretizes the field equations by subdividing the problem domain into cells and building the integral field equations on these cells. C.Mattuissi [START_REF] Mattuissi | A reference discretization strategy for the numerical solution of physical field problems[END_REF] suggested that with the use of only integral approach, the requirements of the discretization are hardly to be fulfilled. Moreover, the discretization of time in FVM stands as a separated procedure that leads the analysis to a space-time coboundary operator. In comparison with FDM, FVM is less popular. However, the irregular grids of the Finite Volume technics are more adapted for complex boundary conditions, different material properties than the regular ones of FDM. Originally, it was dedicated to the computational fluid mechanics but then modified to also capable with the solid mechanics. FLAC is the most famous group of the computer codes that bases on FVM/FDM [START_REF] Jing | Numerical methods in rock mechanics[END_REF].

These two methods are classed as the domain methods since the discretization by grids is executed on the entire medium. Conceded the role this group of methods in the mechanical analysis, FDM and FVM are found to be not suitable for the application in rock and tunnel engineering due to some reasons:

-Modelling of the rock structure is almost handicapped due to the use of the regular grids of FDM or the cell-based grids of FVM since the real appearance of the rock structure is much more complex with random configurations;

-Approximation of the fracture development are far to be obtained with reasonable accuracy.

Even further, C. Mattuissi [START_REF] Mattuissi | A reference discretization strategy for the numerical solution of physical field problems[END_REF] commented that FDM and FVM can only use for the nonstructure field which can be translated as the denial of their application in rock mechanics.

This group of methods is thus not recommended for our research target.

b) FEM and related methods FEM is the numerical technic for finding the approximate solutions to PDEs by eliminating the spatial derivatives. The PDEs are replaced by a system of algebraic equations or a system of ordinary differential equations [START_REF]Finite element method[END_REF]. FEM divides the research domain into discrete small sub-domains (elements) which are in standard shapes. Each sub-domain is structured by the fixed number of discrete nodes that are situated on the vertices and/or on the edges [START_REF] Jing | A review of techniques advances and outstanding issues in numerical modelling for rock mechanics and rock engineering[END_REF]. A node has 6 Degrees Of Freedoms (DOFs) (3 are translational and 3 are rotational displacements). Loads apply always at the nodes of the mass. The field quantities that have been selected as unknowns are given a discrete representation in terms of a finite number of variables associated with geometric objects, which belong to the mesh [START_REF] Mattuissi | A reference discretization strategy for the numerical solution of physical field problems[END_REF].

FEM was built on two fundamental assumptions of displacement [START_REF] Bobet | Numerical methods in Geomechanics[END_REF]:

-Displacements at any point in an element are interpolated from the displacements of the nodes of that element by the use of the appropriate interpolation function;

-When a small virtual displacement is applied on the body, the body is in equilibrate state only when the total internal force associated with the virtual displacement field are equal to the total virtual force work. The basic calculation procedure with FEM is given in some main steps [START_REF] Roylance | Finite element analysis[END_REF]:

-Discretise the research mass into standard elements and assign the displacement conditions of the nodes in the mass with loading conditions; -Construct the system of linear or nonlinear algebraic equations as the correlations between the displacements and the forces of the elements and the nodes;

-Analyse the obtained results and errors.

The analysis interpolation in FEM is done by the used of two local character function:

-Shape functions to reconstruct the unknown field from its discrete representation;

-Weight functions to transform the PDEs of shape functions into algebraic equations.

C. Mattuissi [START_REF] Mattuissi | A reference discretization strategy for the numerical solution of physical field problems[END_REF] proposed that shape functions are used to reconstruct the fields in order to approximate the constitutive equations, whereas weight functions define the spread cells which constitute a continuous counterpart of the secondary mesh to which the corresponding topological equations are applied. With the discretization by standard elements in the entire domain by meshing, FEM is no doubt a domain method.

The discontinuities are explicitly represented by specific "joint elements", the intersection of discontinuities can be modelled but requires increased computational expense (time consumption, available memory, the robustness of calculation tool, for instance) [START_REF] Hoek | Rock engineering[END_REF].

FEM is the most widely applied numerical method for most of materials and is the basis of the implicit approach of DEM [START_REF] Jing | A review of techniques advances and outstanding issues in numerical modelling for rock mechanics and rock engineering[END_REF]. There are plenty of FEM-based computer codes that have been taken an undeniable strong role in in many engineering fields, among them are ANSYS, SAP, ABACUS. For structural analysis, no other method can replace the place of FEM with the plentiful concretization in majority of available analysis softwares. One can find the principal advantages of FEM:

-Formed by multi-shape standard element, the meshing grids are not regular that leads to the higher complexity of the geometry and configuration of the studied fields than those of the FDM;

-Dynamic analysis are executed in less time steps in comparison with the FDM that helps to reduce the time consume [START_REF] Bobet | Numerical methods in Geomechanics[END_REF];

-No need to a priori assume the failure mechanism of the body, thus different cases of analysis are possible to examine [START_REF] Hammah | The practical modelling of discontinuous rock masses with finite element method[END_REF];

R.E. Hammah et al. [START_REF] Hammah | The practical modelling of discontinuous rock masses with finite element method[END_REF] proposed two unique advantages of FEM (with the application of the Shear Strength Reduction (SSR) method) over the discrete numerical methods:

-Capable to generate different integrated components in the same model (rock mass and support structures, for instance);

-Handle the case when the discontinuities terminate in the intact rock before the intersection with other discontinuities.

In the scope of our knowledge, those two mentioned points are rather strong but not unique of FEM due to the capability of some actual discrete-based-softwares such as LMGC90 and RESOBLOK. Like any numerical methods, FEM has its own limits caused by its inherent disadvantages:

-Impossible to model the development of fractures;

-Cannot model the large strains or the detachment of rock blocks due to the assumption of the continuous condition of displacement at the nodes of grids [START_REF] Hammah | The practical modelling of discontinuous rock masses with finite element method[END_REF];

-Require iteration for the analysis of non-behaviour body due to the application of the implicit solutions.

-Not robust in analysing the bodies in complex conditions (complex configuration, multi-phases, multi-material, fractured condition, grand opening discontinuities, for instance) and when the rotational motion of elements is need to be taken into account.

-In fact, those mentioned conditions can always be approximated but the generation of mesh becomes complicated due to the limit types of standard elements, the stiffness mass tends to be ill-conditioned and the continuous mass is strictly kept from breaking into pieces [START_REF] Jing | Numerical methods in rock mechanics[END_REF]. As the result, the analysis is time consuming, less accurate and difficult to solve the PDEs.

Aimed at maintaining the widely application of FEM, some special versions such as the "enriched FEM", "generalised FEM" have been proposed [START_REF] Jing | Numerical methods in rock mechanics[END_REF]. Furthermore, the SSR method is a modification of FEM for the analysis of blocky rock masses [START_REF] Hammah | The practical modelling of discontinuous rock masses with finite element method[END_REF].

In the initial intention of our research, an equivalent continuous rock material was searched to aim at using FEM as the analysis and simulation tools for fractured rock masses.

However, the task was found to be much more complicated than a material replacement and the results were forecasted to be not well representative for the real fractured rock mass.

The biggest default of FEM is the impossibility of detachment modelling of rock blocks which is an inherent local and/or total failure phenomenon in tunnelling. Otherwise, when the rock mass is highly fractured, a FEM-based-analysis will lead to the complicated PDEs or low accuracy. Due to those reasons, this group of methods is not our suggestion.

c) BEM and related methods

In BEM, only the boundaries of the medium are discretized, which makes it different to the above methods in which this operation is executed on the entire medium. BEM solves the linear PDEs as boundary integral equations. For simple words, BEM keeps the domain to be infinite continuous inside but discretises its boundary. Hence, this is a boundary method.

The PDEs which concerned to the whole medium are then transformed to integral equations which consider only the boundary values. The solution is then approximated at the boundaries while equilibrium and compatibility are exactly satisfied inside the medium [START_REF] Bobet | Numerical methods in Geomechanics[END_REF].

Figure 1.2.5: Boundary discretization in 2D (sourced from [START_REF] Bobet | Numerical methods in Geomechanics[END_REF])

The basic calculation procedure with BEM is given in some main steps [START_REF] Costabel | Principles of boundary element methods[END_REF]:

-Build the mathematical model as a boundary value functions for PDEs and represent them by the formulas of boundary potentials to obtain the boundary integral equations;

-Solve the boundary integral equations by the trial functions as the boundary elements -Generate the discrete functions with the solution of the linear system;

-Analyse the obtained results and errors.

There are two approaches for solving the unknown variables in the studied field ( [START_REF] Hoek | Rock engineering[END_REF], [START_REF] Bobet | Numerical methods in Geomechanics[END_REF]):

-Direct BEM: The unknown variables are solved directly for the specific boundary conditions;

-Indirect BEM: In the first step of the solution, the assumed unknown variables that satisfy prescribe boundary conditions are found. Then, the unknown variables are expressed in terms of those assumed values.

Some strong points of BEM are listed as [START_REF] Hoek | Rock engineering[END_REF]:

-Simplicity meshing and modelling since the rock mass is treated as an infinite extended continuum;

-Less number of elements in comparison with other methods, the solving rate tends to be faster without strong requirement of calculation tools;

-Capable to analyse the complicated couples of the bulk behaviour as the thermomechanics and hydro-mechanics;

-Being the most robust technics for the modelling of the fracture propagation and for the infinitely large domains [START_REF] Jing | A review of techniques advances and outstanding issues in numerical modelling for rock mechanics and rock engineering[END_REF] Discretized only the boundaries but not the whole medium, the BEM is limited for some cases of analysis:

-Objects of which the ratios between surface and volume are small [START_REF] Bobet | Numerical methods in Geomechanics[END_REF], [START_REF] Katsikadelis | Boundary Elements Theory and Applications[END_REF];

-When stresses and displacements are only applied on the boundaries of the medium [START_REF] Bobet | Numerical methods in Geomechanics[END_REF];

-For static continuum and elastic behaviour analysis.

This method has the difficulties in analyses of non-linear materials and inhomogeneous media due to the limitation of the sub-domains division [START_REF] Jing | Numerical methods in rock mechanics[END_REF]. Some special versions of BEMs as Dual BEM, Galerkin BEM or Dual Reciprocity Method (DRM) have been proposed to broaden the limitations of BEM.

Discrete methods

The discrete methods (or discontinuous methods) analyse the research domain as the assemblage of the rigid or deformable blocks that are created by the intersection of the discontinuities families or by isolated fractures. P.A. Cundall and R.D. Hart [START_REF] Cundall | Numerical modelling of discontinua[END_REF] proposed that the name "Discrete element" was attributed to a numerical tool if and if only:

-It permitted the finite displacements and rotations of discrete bodies as well as the complete detachment;

-It auto-recognized the new-born contacts during the evolution of calculation.

This definition reflects the main distinguishes of this group to the rest and also their unique advantages. The basic difference between the discrete and continuous methods is that the contact patterns between particles of the medium are continuously changing with the deformation process for the former, but are fixed for the latter [START_REF] Jing | Numerical methods in rock mechanics[END_REF]. The detection of contact between blocks is the vital operation for a discrete method. First, the neighbour search is realised to list all possible in-contact blocks. Then, in each pair of blocks that were found in the previous step, the points and the planes of contact are determined. The distance between two nearest points of two adjacent blocks is considered as the shortest distance between them. The contact plane (or "common-plane" as called by Cundal) is "a plane that, in some sense, bisects the space between the two contacting polyhedral" [START_REF] Cundall | Numerical modelling of discontinua[END_REF]. Depended on the location of the points and the plane of contact, four main types of contact are given [START_REF] Beyabanaki | Three-dimensional discontinuous deformation analysis (3-D DDA) using a new contact resolution algorithm[END_REF]:

-Face-to-face: when two nearest points are located on two faces of two blocks, respectively. The plane of contact is one of two faces;

-Vertex-to-face: when one nearest point is located on a vertex of the first block and the other nearest point is located on a face of the second block. The plane of contact is the mentioned face;

-Vertex-to-edge: when one nearest point is located on a vertex of the first block and the other nearest point is located on an edge of the second block. The plane of contact is passed through the edge and perpendicular with the nearest line between the vertex and the edge;

-Vertex-to-vertex contact: when the two nearest points are located on two vertices of two blocks, respectively. The plane of contact is perpendicular with the line connects two vertices and either passed one vertex or the mid-point of the mentioned line;

-Edge-to-edge: when the two nearest points are located on two edges of two blocks, respectively. The plane of contact is either passed through one edge or aligned the normal vector of the plane that connected two edges; 

7: Main types of contacts between two adjacent blocks

There are two assumptions that can be used to describe a contact between two adjacent blocks. Depending on the correlation of the position and the normal contact forces between two blocks, the contacts can be described by two types of contact. The choice of applied assumption should be realised on the basis of physics rather than the available numerical solution [START_REF] Cundall | Numerical modelling of discontinua[END_REF]:

-Soft contacts: A non-linear normal stiffness exists between two contact blocks and the radius of the contact area is smaller than the radius of the blocks. The contact force is assumed to start from zero at the time of the first touch of two blocks. Since the contact force is related to the contact displacements, a block must penetrate the other to produce a finite value of contact force. This type of contact is more suitable for deformable rock mass or for rigid blocks which are covered by soft material.

-Hard contacts: No penetration between contact blocks is allowed. The collision between them is considered as the instantaneous exchanges of momentum with or without the energy conservation.

Once the contacts are detected, the correlations between the movement, force and equilibrium of blocks are analysed. The interaction law between two adjacent blocks can be studied by two solutions [START_REF] Dubois | Discrete Element Methods for the simulation of divided media[END_REF]:

-When the interaction is a rough representation of what happens at the boundary scale: The motion is considered as rigid in large time scale that leads to the plastic behaviour of the rock mass. The equation of motions is given as a function of an implicit law between the external force R, the displacement U and the configuration g of the rock mass written by f (R, U, g) = true.

-When the interaction is a fine representation of what happens at the boundary and at the bulk scale: The motion is presented by the wave propagation in fine time scale that leads to the elastic and plastic behaviour of the rock mass. The equation of motions is given as a function of an explicit law between the external force R, the displacement U and the configuration g of the rock mass written by R = f (U, g)

The former leads to the non-smooth solution while the latter leads to the smooth one that will be further introduced in the next parts. With the acceptation of the relative movement between two adjacent blocks, discrete method is capable to model the large displacements, the block rotation and the detachment of rock blocks. This group of method is robust for analysing the large amount of particles, for various kinds of contact following various contact laws with the auto-recognition of new-born contacts during the calculation ( [START_REF] Jing | A review of techniques advances and outstanding issues in numerical modelling for rock mechanics and rock engineering[END_REF],

[44], [START_REF] Beyabanaki | Three-dimensional discontinuous deformation analysis (3-D DDA) using a new contact resolution algorithm[END_REF]). Moreover, discrete methods are capable to model the propagation or the development of the fractures which is a weak point of the continuous methods. Three representations of the discrete methods are briefly introduced in the following parts:

-Group of Discrete Element Methods (DEMs);

-Discontinuous Deformation Analysis (DDA); -Discrete Fracture Network (DFN) method.

The discontinuous mechanics and its numerical methods are widely applied in the rock engineering because its robust capacity in modelling the rock structure as its natural appearance. They are relatively young in comparison with the continuous ones but impressively rapidly develop in computational mechanics ( [START_REF] Jing | Numerical methods in rock mechanics[END_REF], [START_REF]Discrete element method[END_REF]).

a) Group of DEMs

This group of methods is considered to be the most widely applied for the granular material and for fractured domains. The rock mass is divided into small particles with random configuration and discrete features of mass, velocity, contact [START_REF] Sykut | Discrete Element Method (DEM) as a tool for investigation properties of granular materials[END_REF]. A common simulation by a DEM is formed by four principal components [START_REF] Cundall | Numerical modelling of discontinua[END_REF], [START_REF] Williams | Discrete element simulation and the contact problem[END_REF]:

-Object representation: the rock mass is discretised into blocks by the intersection of the discontinuities in the mass. Each block is individual with its neighbours;

-Contact detections: the types, points and planes of contact are determined;

-Physics and mechanics behaviour: the correlation between force and displacement is expressed through the equation of motion. Iteration is realised in time steps with the different integration methods (implicit or explicit) with the different time evolution discretization solutions (even-driven or time-stepping);

-Visualisation and data treatments.

The force which is resulted by the interaction of adjacent blocks is acted at the boundaries and is composed of the normal and the tangential component. Hence, the relative movements between blocks generate the contact force at the boundaries. The motion equations of the blocks of the domain are solved by the continuous detections and the treatment between blocks. The forces at the interfaces are calculated by using a penalty method of which forces are related to the relative movements and the stiffness of the discontinuities [START_REF] Bobet | Numerical methods in Geomechanics[END_REF]. The interpenetration among adjacent blocks exists or not depending on the type of contact (soft or hard), analysis solution (smooth or non-smooth) or the correlation of the contact forces with other elements of the motion equation (implicit or explicit solution).

Based on the different solutions of the contact discretization, the DEMs for rock engineering are distinguished into two groups of methods: smooth dynamics and nonsmooth dynamics: i) Smooth Dynamics methods (or regular approaches):

The function between the contact force and the displacement of rock blocks in the model is solved. The interpenetration is accepted and used to calculate the contact forces. As discussed in the aforementioned part, the Smooth Dynamics methods can be considered as the explicit solution of the discrete methods since it use the explicit discretization of time and is based on the theory of FDM [START_REF] Jing | Numerical methods in rock mechanics[END_REF], [START_REF] Wikipedia | Explicit and implicit methods[END_REF], [START_REF] Acary | Numerical methods for time integration of NonSmooth Mechanical systems[END_REF], [START_REF] Dubois | Discrete Element Methods for the simulation of divided media[END_REF]. The state of the domain at the next time step is calculated from the one at the current time.

The equation of motion for the smooth contact in space system is given by ( [START_REF] Dubois | Discrete Element Methods for the simulation of divided media[END_REF], [START_REF] Acary | Numerical methods for time integration of NonSmooth Mechanical systems[END_REF], [START_REF] Acary | Numerical methods and software for Non Smooth Dynamical Systems. The Siconos Platform. 5th international school "Topics in nonlinear Dynamics[END_REF]):
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And the continuous boundary conditions: The explicit discretization of time is used in the integration in each small time step: It calculates the state of the domain at the next time step from the one at the current time.

t 0 R , q(t 0 ) = q 0 R n , v(t 0 ) = v 0 R n (t 0 , T) R x R , ( q(t 0 ), v(t 0 ), q(T), v ( 
Initial and boundary conditions must be added to fully describe the evolution of the system.

Considering a rigid component, a more suitable dynamical equation may be used introducing two components of the velocities of the centre of mass. The previous equation of motion is replaced by the Newton-Euler system of equation. However, when there is a collision between two blocks, the equation of motion and the interaction law are not sufficient to describe properly all the physics of the problem. Hence, it must take into account [START_REF] Dubois | Discrete Element Methods for the simulation of divided media[END_REF]:

-Local phenomena as inelastic behaviour of materials at the interface depending on both the contact geometry and the material behaviour;

-Global phenomena as the wave propagation in the body bulk, body geometry dependency and boundary conditions;

-More complex effects: long distance effects due to simultaneous impact.

This demand leads to the Non-Smooth Dynamics method. The most popular representative is the Distinct Element method of Cundall [START_REF] Cundall | Numerical modelling of discontinua[END_REF] that is considered to be based on the theory of FDM ( [START_REF] Jing | A review of techniques advances and outstanding issues in numerical modelling for rock mechanics and rock engineering[END_REF], [START_REF] Jing | Numerical methods in rock mechanics[END_REF]). This method was applied as the fundamental for the ITASCA software group of which UDEC, 3DEC and PFC codes are common.

ii) Non-Smooth Dynamics methods (or non-regular approaches):

The function between the contact force, the displacement and the configuration of rock blocks in the model is solved. The forces are bilateral and determined from the solution of local nonlinear equations by taking consideration of the restitution of: Newton type related to the velocity, Poisson type related to impulsion, Stronge type related to energy [START_REF] Dubois | Discrete Element Methods for the simulation of divided media[END_REF].

Avoiding the interpenetration of the contacts, a damping which is proportional to the stiffness and the size of the particles is added. The Coulomb friction law is used to express the constitution law for the tangential forces between contacting blocks. The non-smooth viewpoint is built from three nonlinear aspects:

-spatial non-linearity with non-interpenetration contact;

-time nonlinearity with shocks between particles;

-nonlinear contact law.

The collision and other non-smooth phenomena, which cannot be solved the Smooth Dynamics methods, are capable by this group of methods with the addition of the right continuous and the left continuous functions of the vector of generalized DOF in the equation of motion. The Lagrangian equation of motion for the non-smooth contact is thus given by: The implicit discretization of time is used for the integration in each large time step: It calculates the state of the domain at the next time step by involving the states in the current and the next time step ( [START_REF] Jing | Numerical methods in rock mechanics[END_REF], [START_REF] Wikipedia | Explicit and implicit methods[END_REF], [START_REF] Acary | Numerical methods for time integration of NonSmooth Mechanical systems[END_REF], [START_REF] Acary | Numerical methods and software for Non Smooth Dynamical Systems. The Siconos Platform. 5th international school "Topics in nonlinear Dynamics[END_REF], [START_REF] Dubois | Discrete Element Methods for the simulation of divided media[END_REF]). It gives closed form integrations for the stiffness matrices [START_REF] Jing | A review of techniques advances and outstanding issues in numerical modelling for rock mechanics and rock engineering[END_REF]. Implicitly DEMs rely on the following hypothesises:
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-the deformation concerns only the contact point neighbourhood  components of the system may be considered as rigid;

-the contact area is small behind the size of the component  locus of interaction may be supposed as punctual;

-interactions are binary (no effect of connected interaction by particle on their behaviour)  interaction law depends only on related component;

The principal representation of this group is Non-Smooth Contact Dynamics (NSCD) method that was developed by J.J. Moreau, M. Jean et al. ([38], [START_REF] Moreau | Some numerical methods in multi-bodies dynamics: application to granular materials[END_REF], [START_REF] Jean | Documentation sur LMGC -Logiciel de Mécanique Gérant le Contact[END_REF]). By utilising the basic mesh solution of FEM, the Non-Smooth methods are considered as hybrid DEM/FEM. This group of methods is considered to be the most appropriate tools for the research of the rock fractures and for granular materials. The late naissance of this group did not obstruct it to be the most progressive numerical tools not only for rock engineering. In the scope of our research, the implicit DEM that is concretized through NSCDs method in LMGC90 is used for the simulation and analysis of the fractured rock mass where an excavation procedure of an opening is found.

b) Discontinuous Deformation Analysis (DDA) method DDA is a discrete method that was proposed the first time by Shi in 1988. DDA can be considered as the combination of FEM's solution for stressdisplacement problem with the DEM's detection of contact between discrete blocks along discontinuities [START_REF]Discontinuous deformation analysis[END_REF]. DDA is a displacement method when considering the displacement as the unknown variables in solving the equations of equilibrium that are derived from minimizing the total potential energy of the analysed system. DDA shares the same implicit theory with the Non-Smooth Dynamics methods so that sometimes it is classed as a special case of that group.

In DDA, each block is described by 12 DOFs that are defined by the translational and the rotational displacement of the block, the normal and tangential strains in the blocks. The contact forces between contacting blocks are composed of the frictional, normal and tangential components.

S. Beyabinaki et al. [START_REF] Beyabanaki | Three-dimensional discontinuous deformation analysis (3-D DDA) using a new contact resolution algorithm[END_REF] introduced a DDA typical algorithm as follow: First, the contact detection is executed to find out the types, points, planes of contact with an assumed tolerance level. Second, the set of simultaneous equilibrium equations are written as K.D = F following the FEM convention [START_REF] Bobet | Numerical methods in Geomechanics[END_REF] with:

-K is the generalised stiffness matrix K of which K ii depend on the material properties of the i th block and K ij depend on the contact between the i th and the j th block (i  j); -D is the deformation matrix;

-F is the matrix of contact force.

The equations are solved for the displacement variables with the constraints of the system of inequalities associated with block kinematics and Coulomb's friction for sliding along block interfaces. The "open-close" iteration is realised with the criterion of noninterpenetration (i.e. no tension and no penetration between contacting blocks): If the relative displacement between two blocks is smaller than their initial distance, no contact check is performed. If the interpenetration is found at a contact, a reaction force (represented by a stiff spring) is added to lock the movement in corresponding direction and keep the blocks separated. Then, the system is recalculated and new contacts are searched.

The matrix K and F are updated with the position of new vertices and new stresses of contact. Iteration is ended when there is no interpenetration between blocks. At the end of each iteration, the reaction force is calculated. If the normal component of the contact force is tensile, the spring is removed. The velocity of blocks at the previous iteration is used as the initial value of the next iteration.

The implicit discretization of time is applied for the analyses by DDA with the hypothesis of very small change of block's position between two time steps. Hence, in one time step, the change of the contact type is neglected [START_REF] Beyabanaki | Three-dimensional discontinuous deformation analysis (3-D DDA) using a new contact resolution algorithm[END_REF]. The large displacement or deformation of the rock mass, if any, is the accumulation of small displacements or deformations after the big amount of time steps [START_REF] Bobet | Numerical methods in Geomechanics[END_REF]. For the static analysis, the initial velocities of blocks are set to be null.

Besides the common advantages coming from the group of discrete methods, DDA owns their specific strong points [START_REF]Discontinuous deformation analysis[END_REF]:

-Energy dissipation due to the frictional resistance at contact without the requirement of artificial damping as in DEM;

-Robust for problems with small characteristics as time stepping scheme provides necessary numerical damping to control resonance interactions within and between blocks;

-Step-wise linear implicit time stepping for quasi-static solutions.

However, the most serious limitation considered by [START_REF]Discontinuous deformation analysis[END_REF] is the reduction of numerical damping which occurs when the characteristic length of a problem increases.

Since DDA applies the implicit discretization of time and there is a developed version with the implementation of the FE mesh, DDA is sometimes classed an implicit DEM. However, based on the differences between DDA and DEM, that consideration is found to be unreasonable. Some typical distinguishes are listed:

-DEM is a force method (force is the unknown variable), while DDA is a displacement method (displacement is the unknown variable). In another word, the contact force is the function of displacements in DEM but the displacement is the function of contact forces in DDA;

-During the contact, interpenetration between blocks is permitted in DEM but restricted in DDA;

-In DEM, contact forces are composed by the normal and tangential components but in DDA, they are described by the normal, tangential and frictional components.

The energy in DDA is dissipated naturally by the frictional force while virtual damping must be used in DEM;

-To solve the displacement -force correlation of the medium, the equation of motion is solved by the implicit or explicit discretization of time in DEM. Whereas, the system of simultaneous equilibrium equations is derived by potential energy in DDA.

-For the static problem, the damping is applied in DEM analysis while the null value is set for initial velocities of block in DDA.

Some important "milestones" in the development of DDA:

-From the original version in 2D (named 2D -DDA) upgraded to the 3D version (named 3D-DDA);

-Several theories of contact detection.

c) DFN method

If only considering the DFN method in the family of the analysis methods, it is the special DEM for the fluid flow analysis in fractured and karstic rock mass [START_REF] Jing | Numerical methods in rock mechanics[END_REF], for the identification of individual fractures and karsts [START_REF] Dershowitz | Advances in Discrete Fracture Network Modeling[END_REF]. It is defined as "analysis and modelling which explicitly incorporates the geometry and properties of discrete features as a central component controlling flow and transport" [START_REF] Dershowitz | Advances in Discrete Fracture Network Modeling[END_REF] that has been applied for the analysis in hydrogeology and for the stability assessment of rock blocks around the underground structures [START_REF] Merrien-Soukatchoff | Use of an integrated discrete fracture network code for stochastic stability analyses of fractured rock masss[END_REF], [START_REF] Sausse | Characterization of fracture connectivity and fluid flow pathways derived from geological interpretation and 3D modelling of the deep seated EGS reservoir of Soultz (France)[END_REF]. The rock structure is modelled by the pipe model and the channel lattice model, which provide simpler representations of the fracture system geometry. The latter is more suitable for the complex flow behaviour inside the fractures, the "channel flow" phenomenon for instance [START_REF] Jing | Numerical methods in rock mechanics[END_REF]. DFN method has been applied for the numerical model construction of the rock mass in some generation theories. Some popular representations of the DFN-based codes are FRACMAN, FRACAFLOW and RESOBLOK.

Hybrid methods

The couple of some above methods for the analysis of a research domain enables the exploitation of the advantages of the components and diminish their weak points. The hybrid models are built from the integration of the hybrid methods such as BEM/FEM, DEM/FEM, DEM/FDM or DEM/BEM. The DEM/BEM couple is able to deal with the effects of the far-field most efficiently for 2D problems. The DEM/FEM couple utilises the standard FEM meshes over blocks and the contacts are treated in discrete solution using the penalty method. In fact, the couple of DEM/FDM can be considered as the explicit DEM and the couple of DEM/FEM links to the implicit DEM. Likewise, many FEM codes can be transformed into a DDA code without losing any inherent advantages [START_REF] Jing | Numerical methods in rock mechanics[END_REF].

Generation methods

As presented in the introduction of this part, the geometrical generation of the rock medium is an important part in the research of rock mechanics. The study is aimed at creating the numerical presentation of the rock mass with the reconstruction of the rock structure with its natural complexity of configuration. The achieved models are used as the representations of the real rock mass and replaced them in the structural studies, the analysis of the mechanical behaviour and stability of the rock mass.

A discontinuity can be analysed on two levels [START_REF] Heliot | Generating a blocky rock mass[END_REF], [START_REF] Fu | 3D Rock mass geometrical modelling with arbitrary discontinuities[END_REF]:

-At a morphological level, it is represented by a volume of which one dimension is very small compared to two others;

-At an architectural level, it is represented by an area with the negligible thickness so that its intersection with a rock surface is a line.

Many generation solutions are based on the DFN method but other methods can also be used. For instance, FEM has been applied in the approach proposed by Y. Zhang et al. [START_REF] Zhang | A new methodology for block identification and its application in a large scale underground cavern complex[END_REF].

Among many approaches for block generation that have been published, G. Fu et al. [START_REF] Fu | 3D Rock mass geometrical modelling with arbitrary discontinuities[END_REF] classified them into two groups based on the viewpoint of the block generation:

-Block integration methods: the rock mass is generated by the combination of small rock blocks with various configurations;

-Block partition methods: the initial rock mass is divided into small rock blocks by the discontinuities of the rock structure.

Besides, M. Elmouttie et al. [START_REF] Elmouttie | Polyhedral modelling of rock mass structure[END_REF] distinguished the different algorithms of the block generation:

-Topology-based algorithm: using the block geometrical identification technics that are applied for the block integration methods;

-Polyhedral detection algorithm: using the block splitting technics that are used for the block partition methods.

Some methods can only model the discontinuities to be planar, smooth and without thickness ( [START_REF] Heliot | Generating a blocky rock mass[END_REF], [START_REF] Fu | 3D Rock mass geometrical modelling with arbitrary discontinuities[END_REF], [START_REF] Warburton | A computer program for reconstructing blocky rock geometry and analysing single block stability[END_REF]) while others can generate non-planar structures with arbitrary morphology ( [START_REF] Elmouttie | Polyhedral modelling of rock mass structure[END_REF]). The form of rock blocks in the model is either convex, concave or concave as the combination of some sub-convex-blocks.

A model is normally constituted of five types of component: vertices, edges, faces, polyhedral and planes that contain faces [START_REF] Warburton | A computer program for reconstructing blocky rock geometry and analysing single block stability[END_REF]. As an example of the polyhedral detection group, the method of D. Heliot [START_REF] Heliot | Generating a blocky rock mass[END_REF] generates the model by splitting the initial block into new smaller blocks by the interaction of the isolated discontinuities and/or the main families of discontinuities and the boundary of the model. The model is built through the realisation of an appropriate database in which each component is generated with a strict description in chronological order and content. The details of this theory will be presented in the section 2.3.1 when it is applied for the geometrical modelling task in our proposed methodology for rock engineering research. using RESOBLOK code

The polyhedral modelling method of M. Elmouttie et al. [START_REF] Elmouttie | Polyhedral modelling of rock mass structure[END_REF] is a topology-based method in which the 3D polyhedra are created by the intersection of the 3D polygons and triangulated surfaces with the maintenance of the oriented components. The construction of a model is a procedure from the truncation of polygons and surfaces, through the face tracing algorithm to the polyhedra tracing algorithm. The description of edges and faces of the blocks in the models during the procedure is recommended to be executed with a severe control to ensure no coincidence between existing objects and new-born ones with a suitable tolerance checking.

Furthermore, the application of the geo-statistics and the probabilistic functions for the generation of the rock model has been widely applied. Some examples are found as the UDEC or 3DEC solutions, the theory of D. Heliot [START_REF] Heliot | Generating a blocky rock mass[END_REF] and the method proposed by A.

Rafiee and M. Vinches [START_REF] Rafiee | Technical note. Application of geostatistical characteristics of rock mass fracture systems in 3D model generation[END_REF]. In [START_REF] Rafiee | Technical note. Application of geostatistical characteristics of rock mass fracture systems in 3D model generation[END_REF], the rock mass is simulated by using the joint pattern statistically based on the spacing, the orientation and the persistence of each discontinuity set. The discontinuities were considered as infinite planar surfaces which are differently orientated inside its tolerance range. The joint spacing and the orientation data were assumed to follow an exponential and a normal law, respectively. The density semivariogram and the statistic features of the discontinuities were taken into account. The generation data were then employed in the AutoCAD code to create the rock structure by considering the number of discontinuities per segment and the statistical parameters of spacing distribution for each family.

Attention should be paid to the object order (i.e. vertices, edges, faces and blocks) in the generated model to ensure the unification of the sign convention in the model. Moreover, when the generated models are mechanically analysed (by the same methods or by another specific analysis methods), the contact detection between two neighbouring objects is influenced by those order. Based on the block theory of R.E. Goodman and G.H. Shi [START_REF] Sheorey | An empirical failure criterion for rocks and jointed rock masses[END_REF],

G. Fu et al [START_REF] Fu | 3D Rock mass geometrical modelling with arbitrary discontinuities[END_REF] proposed two theorems of the structuring order for the model:

-Directed theorem: Edges, faces and blocks of the model are directional objects. An edge owns two opposite directions from one vertex to another. A face is directed if its boundary is closed and composed of directed edges; the normal vector of the boundary contour follows the right-handed rule [START_REF] Takwale | Introduction to classical mechanics[END_REF]. If the normal vectors of all the boundary contours are pointing toward the inside of the block, the block is positive; otherwise it is negative.

-Closed theorem: In a block, each edge is attached to two boundary contours. Any edge of a block must have its matching edge in another block with opposite direction but same position.

In the theory of P.M. Warburton [START_REF] Warburton | A computer program for reconstructing blocky rock geometry and analysing single block stability[END_REF], the order of the edges around each face follows the right-handed rule advancing in the direction of the normal vector to the plane of the face.

The edges are given a negative sign if their vertices are in the wrong order. The faces around polyhedra are given the same sign to indicate where unit normal are directed out of the polyhedra. It is noted that the sign conventions of different methods are not usually identical.

The post-processing of the model generation is usually the stability analysis or the research of the mechanical behaviour of the model under assumed loading conditions. Some generation methods contribute only for the model construction of the rock mass while many of them integrate the stability analysis. The Key Block Theory of P.M. Warburton [START_REF] Warburton | Vector stability analysis of an arbitrary polyhedral rock block with any number of free faces[END_REF] and the equivalent theory of R.E. Goodman and G.H. Shi [START_REF] Sheorey | An empirical failure criterion for rocks and jointed rock masses[END_REF] are common fundamental. The analysis is realised for single block ( [START_REF] Priest | Discontinuity analysis for rock engineering[END_REF], [START_REF] Warburton | Vector stability analysis of an arbitrary polyhedral rock block with any number of free faces[END_REF]) or for the assemblage of rock blocks in the model ( [START_REF] Priest | Discontinuity analysis for rock engineering[END_REF], [START_REF] Heliot | Generating a blocky rock mass[END_REF], ( [START_REF] Warburton | Comprehensive rock engineering. Volume 2: Analysis and design methods[END_REF]). Another trend is the combination of the geometrical modelling by a generation method and the mechanical analysis by a robust analysis method such as FEM [START_REF] Zhang | A new methodology for block identification and its application in a large scale underground cavern complex[END_REF], DEM [START_REF] Rafiee | La méthode NSCD (Non-Smooth Contact Dynamics) appliquée à la simulation du comportement mécanique des massifs rocheux fracturés[END_REF]. In the chapter two, this idea is illustrated by a methodology as the integration of the generation theory of D. Heliot and the NSDC method which is following presented.

Non Smooth Contact Dynamics method

General introduction

The Non Smooth Contact Dynamics (NSCD) method, proposed and developed by J.J.

Moreau and M. Jean, is a DEM-based theory that has been proven to be particularly successful for the analysis of rigid and deformable objects packed together ( [START_REF] Jean | The non-smooth contact dynamics method[END_REF], [START_REF] Jean | Documentation sur LMGC -Logiciel de Mécanique Gérant le Contact[END_REF]). This is the most prevalent non-smooth approach in granular media simulations. It is based on the use of the ''coefficient of restitution'' in order to represent changes in the relative velocity of a rigid particle before and after collision [START_REF] Pecol | Smooth/non-smooth contact modeling of human crowds movement: numerical aspects and application to emergency evacuations[END_REF].

There are two principal characteristics of a contact between two objects:

-The contact is unilateral and punctual: There is no penetration of one body to another (the gap between them is not smaller than zero: g  0). The contact happens at two nearest points on the boundary of two bodies.

-Two objects do not attract each other: The reaction force appears only when two objects contact.

Two discretization operations are realised in NSCDs [START_REF] Jean | The non-smooth contact dynamics method[END_REF], [START_REF] Jean | Documentation sur LMGC -Logiciel de Mécanique Gérant le Contact[END_REF]:

-Time discretization: Due to the fact that the contact moment is usually unknown or difficult to determine, the discrete variables are not defined at the milestone time steps but over the intervals of time. Hence, the discrete contact relations are described by the intervals of time.

-Configuration discretization: The discrete configuration of the rock mass is caused by the material inhomogeneous, the complex boundary and the presence of the discontinuities in the research mass. The discretized configuration space D k (X) is the combinatorial model of the classical configuration space of k individual blocks in the X-dimensional-space. The evolution of the mass is then expressed by a continuous time function and the left and right limits of a point of time are used for other expression of the mass.

M. Jean [START_REF] Jean | Documentation sur LMGC -Logiciel de Mécanique Gérant le Contact[END_REF] also proposed some other solutions for the discretization:

-Maintain all the unknown variables;

-Eliminate the local variables and maintain only the general ones;

-Eliminate the general variables and maintain only the local ones; The "non-smooth" phenomenon is demonstrated by the discontinuity on the relative velocity of two contacting points when the contact happens. The velocity just before the contact U -and the one just after the contact U + are not the same. In an interval of time t when the contact is smooth enough, R N (t) > 0  U N + (t) = 0. The Signorini condition is replaced by the velocity Signorini condition [START_REF] Jean | The non-smooth contact dynamics method[END_REF], [START_REF] Jean | Documentation sur LMGC -Logiciel de Mécanique Gérant le Contact[END_REF]. When two objects are deformable, the contact can be well presented by the Signorini condition. When they are rigid, the shock law is needed to include.

The dynamical equation when the contact is smooth is given by: The implicit algorithm of time integration, which is more efficient for the analysis of the strong changeable variables of the large particle body, the contact phenomena, etc. is also applied for this method ( [START_REF] Jean | The non-smooth contact dynamics method[END_REF], [START_REF] Dubois | Discrete Element Methods for the simulation of divided media[END_REF], [START_REF] Jean | Documentation sur LMGC -Logiciel de Mécanique Gérant le Contact[END_REF]). The basic resolution scheme of a time step in NSCD is given in the Figure 1.2.10 by [START_REF] Dubois | Discrete Element Methods for the simulation of divided media[END_REF]: The Non Liner Gauss-Seidel (NLGS) algorithm of which some implementations can be chosen is applied for solving the equations [START_REF] Dubois | Discrete Element Methods for the simulation of divided media[END_REF]:

-Store Delassus Loop strategy (SDL) ;

-Exchange Local Global Strategy (ELG);

-Store Delassus Loop strategy (SDL): parallel treatment; -Quasi NLGS.

Dry friction contact analysis by NSCDs

The friction contact law formed between two objects is express as C(U, q N , R). U = (U T , U N ) is the differential velocity vector, q N is the coordinate of P in the local frame in the gap between two objects and R = (R T , R N ) is the contact force of O' on O in the local frame.

Following the Coulomb's law of contact, the sliding at the contact points only appears when the tangential component of the contact forces between two objects are larger than the sliding threshold. This condition is given by: There is a parameter > 0 so that R T = proj C (R T -U T ). J.J. Moreau [START_REF] Moreau | Some numerical methods in multi-bodies dynamics: application to granular materials[END_REF] proposed an equivalent form of this expression by using * C , the conjugation of the indicate function of C:

R T * C (-U T )
In the 3D projection, C is a circle of which the centre is at the point 0 and the radius is R N : This relation curve was denominated as "GR-Coulomb (R N )" by M. Jean [START_REF] Jean | Documentation sur LMGC -Logiciel de Mécanique Gérant le Contact[END_REF]. On the view point of convex analysis [START_REF] Jean | The non-smooth contact dynamics method[END_REF], this law of contact is presented as: The inelastic shock contact between two rigid objects is expressed by:

C = {R T :  R T   R N } a) Signorini condition b) Contact law of Coulomb
(-U T + , R T ) GR-Coulomb(R N )
If the contact is discretised by the configuration of the medium, the field of the relative velocity U(x) can be represented by a vector U of which the component U k is the component of U(x) on the generator N k (x):

( ) ∑ ( )
The gap q N (x) between two objects can also be represented in the same way:

( ) ∑ ( )
And the local contact force, too:

R( ) ∑ ( )
The general function of the dry friction contact C(U(x), q N (x), R(x)) with x  C  is rewritten as C(U, q, R).

In the kinematical relation, the components of the general function are given by:

U  = H*  (q) ̇ R  = H  (q) R  U N  = ̇ With H  (q): the linear application of R n in R 2
H*  (q) : the transpose form of H  (q)

Hence, the general function is given by: The discrete contacts are solved by the application of the method of successive equilibrium [START_REF] Jean | Documentation sur LMGC -Logiciel de Mécanique Gérant le Contact[END_REF]. These above expressions are graphically represented as:

Figure 1.2.12: Successive equilibrium solution for the dry contact analysis in NSCD method (sourced from [START_REF] Jean | Documentation sur LMGC -Logiciel de Mécanique Gérant le Contact[END_REF])

Conclusion

This part is dedicated to a brief introduction of the numerical methods for rock engineering.

Two groups of methods for the rock analysis and the rock model generation have been presented. The first group is classified into the continuous, discrete and hybrid solutions.

Each owns their inherent advantages and defaults with the suitable application fields. The second group is categorised by the viewpoint or the basis algorithm of the generating of a rock mass. The combination between two groups proposes a comprehensive solution in rock mechanics when the second group provides the computational models for the analysis by the first group. Besides, there is always the integration between the geometrical generation of the rock mass and the discrete analysis in a discrete numerical solution. The NSCD method, presented in the previous part, is further presented since it is a prominent solution for the discrete analysis in rock and granular media. This method plays a fundamental part in the mechanical simulation and analysis performed in our research and has been applied in the methodology that will be proposed in the next chapter.

Structural design approaches in tunnel engineering

The design of a tunnel structure, or more commonly an underground excavation, is a complex procedure composed of many tasks. However, the principal aim of the design is always the harmonious cooperation of the support structures and the medium surrounding the tunnel. H.H. Einstein et al. [START_REF] Einstein | Assessment of empirical design methods for tunnel in rocks[END_REF] suggested that "the result of any 'tunnel design method' should be an optimum combination of support features and construction procedures for the particular ground conditions, opening dimensions and use". E. Hoek, E.T. Brown [START_REF] Hoek | Underground Excavation Engineering[END_REF] shared the same viewpoint when considering the design of underground excavations as the design of underground support systems. However, this design is recommended to be "not a deterministic process and the results should be assessed in the context of the quality of the site investigation and the estimated range of geo-mechanical properties" [START_REF]Tunnel lining design guide[END_REF].

The following chart presents a typical complete process of the tunnelling design from the suggestion of the ITA "Working group on General approaches to the Design of tunnels" [START_REF]ITA Working group on General approaches to the Design of tunnels. Guidelines for the Design of Tunnels[END_REF]. The next one proposes an analysis procedure with multiple feedback modes for tunnel design [START_REF] Brady | Rock mechanics for underground mining[END_REF]. 

Tunnel support structures

Before going in the details of the structural design, it is worth to recall here the system of tunnelling support structures. Considering the structural task that a support structure is needed to fulfil once it is implemented into the surrounding medium of a tunnel, several types of support structures are listed [START_REF]Tunnel lining design guide[END_REF]:

-Primary support system: The structures are installed to obtain a stable opening that aim at facilitating and stabilizing the excavation phase of the tunnel. Their presence may or may not form part of the permanent support system.

-Temporal supports: The structures are applied temporally on the rock face for shortterm tasks, on the tunnel structure or to the excavation space of the tunnel to obtain desired purposes during the construction phases of the tunnel (for example: local reinforcement, construction scaffolding and supports, stabilized structure, etc.).

Once the intention is fulfilled, the structures are liberated from the implementation location or leaved permanently in the working medium of the future tunnel.

However, their presences, even if is permanent, are not counted into the permanent support of the tunnel.

-Permanent supports: The structures are installed for bearing the long-term loads predicted for the lining system. It may be a design requirement that part or all of the primary system is incorporated into the permanent lining.

Lining structures

The British Tunnelling Society [START_REF]Tunnel lining design guide[END_REF] defined that "lining is the necessary permanent ground support system to the periphery of a tunnel or shaft excavation, and/or the material installed in the same position with an inner surface suitable for the specific end-use of the underground excavation". The most complete lining structure of a tunnel is composed of several layers of steel-lining, shotcrete-lining, concrete-lining, geotechnical fabrics, grouting, air gap, etc. Each sub-structure can be a single or multi-layer structure or can be neglected in appropriated circumstances and/or particular construction types. The direct result of the design of underground support systems is the configurations of the lining structure as well as the relevant construction scheme. Normally, a lining structure is a permanent type but can be generated in the tunnelling phase for using as a temporal support and then be kept as a part of the complete lining structure. In the stable rock mass, the lining system acts as the limited supports whereas in unstable ground, it works as the continuous supports. The principal lining structures/layers are shortly presented: a) Shotcrete-lining:

This is a concrete-based mixture that is used to spray on the faces of the tunnel excavation for different proposes depending on the spraying moment, the thickness of the structure, the composition of the material. Due to the thickness d(mm) on the tunnel face, the Shotcretelining plays different roles in the structural system of the tunnel [START_REF] Brekke | Design Guidelines for Pressure Tunnels and Shafts[END_REF]:

-d < 50mm: it does not provide much structural support but can take role as a part of the waterproof structure or to improve the stability of waterway or the hydraulic efficiency of the medium around the tunnel or to provide the aesthetic visual for the tunnel (especially for the New Austrian Tunnelling Method (NATM) tunnel); -100 < d < 150 mm: it acts as rock reinforcement with the possibility of using the special agent or materials addition in the mixture (such as steel, cellulose or grass fibres, chemical additives) or the wire fabric matting of the spraying to obtain intentioned strengthening for the surrounding medium;

-d > 250mm: it is considered as an unreinforced concrete-lining structure. The reinforced structure can be added before the shotcrete spraying to create a reinforced one.

The regular cross section of a typical NATM tunnel consists of an initial shotcrete lining and a final, cast-in-place concrete or shotcrete lining. A waterproofing system is sandwiched between the initial and final linings [START_REF]Federal highway administration. Technical Manual for Design and Construction of Road Tunnels -Civil Elements[END_REF]. Its detail is found in the Figure 1.3.3. Used to be built with brick and masonry, it is now cast concrete that exists in two types:

unreinforced and reinforced. The main purpose of this structure is the stabilization of the rock faces on the vicinity of the excavation. Otherwise, the pre-casted concrete-lining in shape of partial lining blocks that is then installed on the periphery of the excavation together with other lining layers.

c) Steel-lining structure:

It is applied for bearing the internal pressure during the excavation phase, the external hydraulic pressure during grouting or dewatering operations and the loading conditions during the transportation and erection [START_REF] Brekke | Design Guidelines for Pressure Tunnels and Shafts[END_REF]. It can exist in some forms: rib (or arch): rather used as the support during the excavation phase and the "reinforcement" for the shotcrete layer or unreinforced concrete-linings; plate (curved or plane): take role as the main permanent lining. Besides, the occasionally steel liner plates formed from pressing steel sheet are installed as a temporary support while an in situ concrete permanent lining is constructed [START_REF]Tunnel lining design guide[END_REF].

d) Grouting:

This is a mortar-based mixture that is used to ensure the full contact between the in situ lining, the initial ground support and ground. In other hand, grouting can be used for the leakage prevention of the rock mass in the vicinity of the excavation. In this case, the grouting is considered as a type of the impermeable lining.

e) Impermeable lining:

When the water permeable threats the stabilization or the normal conditions of the excavation and/or the tunnel, the appropriate impermeable lining is needed. If no dangerous leakage should be worried, the lining is usually formed by the suitable geotechnical fabric/membrane. When the confining condition around the excavation and/or the tunnel is not sufficient, in order to prevent the leakage of the vicinity rock mass, the impermeable lining structure must be formed by concrete or concrete encased steel linings for an adequate permeable capacity of the whole lining structure [START_REF]Tunnel lining design guide[END_REF]. There are two special tunnel structures that are capable to deal with the presence of water in the ground [START_REF] Maidl | Mechanised Shield Tunnelling. 2 nd Ed[END_REF]:

-Watertight structure: the impermeable lining completely covers the entire tunnel boundaries and the lining structure system is designed to resist water under pressure.

-Drained structure: The tunnel vault is made watertight to protect the interior from water by the use of waterproof layers or grouting. The groundwater flows around the technically waterproof tunnel lining into the drains at the sides, where it is collected and carried away. The tunnel lining system is designed to resist ground pressure.

Rock strengthening

Rock strengthening objects are installed on the rock faces in the periphery of the excavation during the construction phases to fix the loosen blocks that are predicted to fall and/or to create a necessary pressure in the rock medium. The stabilization of those blocks is help to prevent the unfavourable failure caused by the block falling and the domino failure phenomenon that they could lead to. Those blocks which are called the "key blocks" analysed by the "Key block" theory of P.M. Warburton [START_REF] Warburton | A computer program for reconstructing blocky rock geometry and analysing single block stability[END_REF]. Moreover, the strengthening objects are used to fix the steel ribs/arches on the boundary of the excavation for providing the support to the opening in the medium. The analysis of the behaviours of the objects under the normal loading conditions is needed to assure the appropriate strength and the life-service of the objects inside the vicinity medium of the opening and the permanent tunnel. The local failure at the installed location of the object must be taken into account in the analysis.

Sometimes, the name "rock anchor" is used for all type of rock strengthening objects. In fact, two common "rock anchors" which are popular in use are the rock dowels and the rock bolts [START_REF]Federal highway administration. Technical Manual for Design and Construction of Road Tunnels -Civil Elements[END_REF]:

-Rock dowels (or passive rock anchors) are passive reinforcement elements that are only activated after a movement of the surrounding medium. When displacements along discontinuities occur, dowels are subject to both shear and tensile stresses. The grout material filling the annular gap between the dowel and the ground takes part in the shear and tensile strength of the dowels together with the threaded steel bar that is thrust in the rock medium.

- 

Steel support structures

Several steel supports are used: steel ribs/arches, lattice girders, spiles and forepoles [START_REF]Federal highway administration. Technical Manual for Design and Construction of Road Tunnels -Civil Elements[END_REF]:

-Steel ribs are often installed with shotcrete instead of wood for support the opening in its medium. When shotcrete is used, it often does not fill absolutely the entire void between steel and rock;

-Lattice girders are support members made up of steel reinforcement bars in a triangular form and rolled to match the shape of the opening. Because their cross-section is typically very small compared to the surrounding shotcrete zone, they do not independently induce a strong support to the opening. However, they provide temporary support to blocks having an immediate tendency to loosen and fall. Furthermore, they provide a ready template for applying a sufficient thickness of shotcrete. Together with shotcrete, lattice girder is very commonly used for the NATM tunnels;

-Spiles and forepoles are used interchangeably to describe support elements consisting of pipes or pointed boards or rods driven ahead of the steel sets or lattice girders. They provide temporary overhead protection while the excavation and the installation of the next set or girder are accomplished.

Structural design approach in tunnel engineering

In general, there are three main groups of approaches that have been widely applied in the structural design in tunnelling: empirical, analytical and observational one [START_REF] Bieniawski | Tunnel design by rock mass classifications[END_REF] or the empirical, calculated and judgemental solution [START_REF] Palmstrom | Ground behaviour and rock engineering tools for underground excavations[END_REF]. They are used in tunnel engineering for "the determination of dimensions and quantities of tunnel support and possibly construction procedures" [START_REF] Einstein | Assessment of empirical design methods for tunnel in rocks[END_REF].

Empirical approach

The empirical approach replies on the past experiences from case histories and the use of the rock mass classification systems in combining with the findings from observation, experience, and engineering judgment for providing a quantitative assessment of rock mass conditions [START_REF] Bieniawski | Tunnel design by rock mass classifications[END_REF]. For a tunnelling application, a rock mass classification has the following purposes [START_REF] Bieniawski | Tunnel design by rock mass classifications[END_REF]:

-Divide a particular rock mass into groups of similar behaviour;

-Provide a basis for understanding the characteristics of each group;

-Facilitate the planning and the design of excavations in rock by yielding quantitative data required for the solution of real engineering problems;

-Provide a common basis for effective communication among all persons concerned with a tunnelling project.

Having no doubt that this group of approach is the most applied in tunnel engineering, as well as rock engineering up to now. Based on the past information of the ground where the future tunnel will take place, the working ground of the future tunnel is qualified by the use of some selected rock classification systems. In another word, the rock mass classification is applied as a design tool in rock and tunnel engineering. H. Stille, A. Palmstrom [START_REF] Palmstrom | Ground behaviour and rock engineering tools for underground excavations[END_REF] published a profound introduction of the empirical approach: "The process of rock mass characterisation consists of describing and quantifying the parameters that govern or influence the rock mass behaviour. The characterization can be simplified by classifying them. The result of the characterization process will be used to assess the rock mass quality, according to some pre-defined systems. This procedure is normally given the name "rock mass classification". It is found to be the most fulfil description of the method, in the scope of our knowledge.

There are many systems for rock mass classifications that had been proposed in rock engineering. By the use of the classification tables, the rock mass can be estimatly divided into different categories. The development "milestones" of the rock mass classification systems are presented followed T. Ramamurthy [START_REF] Ramamurthy | Engineering in rock for slopes, foundations and tunnels[END_REF], C. Edelbro [START_REF] Edelbro | Rock mass strength -A review[END_REF], Ö. Aydan et al. [START_REF] Aydan | Assessment of rock mass strength for underground excavations[END_REF]:

- Each system classifies the rock mass based on different parameters as in the summary of C.

Edelbro [START_REF] Edelbro | Rock mass strength -A review[END_REF] cited in the table 1.3.1.

Table 1. Due to the variation of the classification criteria of those systems, the choice of the suitable one for the research of the rock mass is not easy. E. Hoek [START_REF] Hoek | Underground Excavation Engineering[END_REF] suggested using at least two systems for a rock mass. AFTES [START_REF] Aftes | Characterization of rock masses useful for the design and the construction of underground structures. 1st version[END_REF] strongly recommended that: "Using a classification system for any particular project presupposes that the designer has first assured himself that the project is truly compatible with the system used". Bieniawski [START_REF] Bieniawski | Tunnel design by rock mass classifications[END_REF] suggested that when using the rock mass classification systems for tunnel design, it should respect well the guidelines provided by those systems for the selection of tunnel support.

Being the most common approach for the tunnel design, this approach cannot avoid its inherent restriction. The disadvantage of the empirical approach is that basing on case histories and on the classification systems for the new tunnel in new situations is sometimes beyond the experience of the engineers or surpasses the application scope of the guides [START_REF] Silverton | Risk-Based Design using Numerical Modelling[END_REF]. Moreover, the categorization of rocks by physical criteria with the tolerance of values or by the description of the appearance of rocks contains always the natural inaccuracies of the method. Furthermore, the precision of the assessment and the appropriation of the designed support structures depend seriously on the experience of the engineers and the rich source of past knowledge on the site of the future tunnel and the existed alike tunnel. The gravest disadvantage of this approach is the "over-conservative designs" that leads to high cost constructions ( [START_REF]ITA Working group on General approaches to the Design of tunnels. Guidelines for the Design of Tunnels[END_REF]) due to the recommendation of re-use of the protocol successful tunnels in similar rock masses. The choice of support structures is preferred to be safe rather than to be appropriate. ITA [START_REF]ITA Working group on General approaches to the Design of tunnels. Guidelines for the Design of Tunnels[END_REF] proposed that the tunnel preliminary supports may be selected based on experience and on the empirical approach of which direct observations are more important than numerical calculations. The application of this approach for large projects in similar ground conditions is possible if the provisions of more intensive measurements had been done in the initial projects to collect sufficient data for the extrapolations in other projects [START_REF]ITA Working group on General approaches to the Design of tunnels. Guidelines for the Design of Tunnels[END_REF].

For a better exploitation of this approach, Bieniawski [START_REF] Bieniawski | Tunnel design by rock mass classifications[END_REF] proposed the downstream methodology for the application of this approach: (1) input data;

(2) rock support requirements;

(3) influence of stress field; (4) rock mass deformability; (5) strength of rock masses; and ( 6) emerging new applications". The combination of this approach with the other ones is recommended to be the wise solution and it has been put into practice in almost all current tunnel projects [START_REF] Bieniawski | Tunnel design by rock mass classifications[END_REF].

Analytical approach

The approach bases on the application of theoretical and numerical solutions on the input data of the rock mass conditions that came from the in situ investigation and past knowledge of the construction zone. At the time of 90s when Z.T. Bieniawski wrote his

Report GL-79-19 [START_REF] Bieniawski | Tunnel design by rock mass classifications[END_REF], this approach was rated to be the least used because of the difficulties in the supply of appropriate input data for the numerical procedure rather than the robust capacity of the analytical methods.

In the analytical approach, the real conditions of the rock mass and the designed tunnel structures are replaced by simplified models that aimed to be the representations of the actual objects. Those models are then analysed through manual theoretical calculations, with the aid of reference charts or computers. Even how sophisticated the model is, it can hardly portray the reality but is only a simplification/idealisation of the real conditions of the rock mass and the tunnel structures [START_REF] Palmstrom | Ground behaviour and rock engineering tools for underground excavations[END_REF]. Additionally, some typical natural conditions, the development of the rock structure, the exact image of the rock mass are sometimes beyond the limit of the modelling. Before the powerful participation of computer in this approach, the limitation of the manual calculation restricted the quantity of unknown variables and also the complicated geometry of the structures.

USACE [START_REF] Usace | Engineering and Design -Tunnel and shafts in rock[END_REF] proposed that tunnel design is normally tackled by the search of analysable modes of failure, and then apply them to realistic but postulated situations. The failure modes are defined as the damage situations of the rock mass and the tunnel structures when they lose their ordinary service states or strength states. Those modes can be caused by the natural hazard, the construction and in-service procedures, the degradation of the materials and structures, unexpected risks, etc. that are stipulated in relevant technical specifications and from the type and the importance of the future tunnels. They are used for the verification of the calculated models to determine if the medium and the tunnel structures still meet the normal working conditions. During the analytical procedure, the rock mass and its tunnelling structures are placed under the application of assumed loading cases until a failure mode or a failure phenomenon appears. Alternatively, the failure probabilities of analysis objects are searched when the normal conditions of the construction/excavation phases and the service life are set to the models. The failure phenomena are divided into two categories ( [START_REF] Aydan | Assessment of rock mass strength for underground excavations[END_REF], [START_REF] Aydan | The stabilisation of rock engineering structures by rockbolts[END_REF]):

-Local failure: when rock blocks are kinematically movable into the excavation;

-Global failure: when stress and the strength of rock mass surrounding the excavation are at critical state.

If the reinforcement is need, the strengthening of the rock mass and the tunnel structures at risked zones or for the whole medium is descripted by the supplementation of the relevant mathematical quantities in the initial analytical functions or by the presence of the relevant auxiliary models in the initial model. The new working state of the rock mass and the tunnel structures are then recalculated and assessed for safe probability. With the strong point in the prevision capability of different risk scenarios of the analytical objects during the construction period and during the service life, the analyses assure the safety and durability of the tunnel. This is the dominant advantage of this approach to the empirical one when the design can achieve "the quantification of the degree of safety" [START_REF] Palmstrom | Ground behaviour and rock engineering tools for underground excavations[END_REF].

However, some disadvantages of this approach can be found. The reliability of the modelling results and the total analysis is firstly depended on the appropriation of the input data and the selection of the calculation theories and/or the proposed models. The defeat of an analytical works sometimes stays on the preparation step of the analysis works. Besides, the simplification nature of the model in comparison with the reality brings about its inherent inaccuracies. Any set of analytical results is needed to regard in its assumption and the goal of the works. The acceptation of a suitable approximation helps reduce the complication and the volume of calculations. The intention of reaching the absolute model that totally represents the real conditions of the rock mass and the tunnel structures is not appreciated and practical. Moreover, the robustness of calculation tools (mathematical functions, calculation theories, reference charts and machine or computer) authorises in some way how far the complication of the model can be and the obtained behaviours of the analysis. The last but not least, somehow the most important attention, is the interpretation of the calculation/modelling results. This step should be done by the professional judgements of qualified engineers. A good set of obtained responses of the analysis objects means nothing if it is not used for the assessment of safety and/or strength/resistance and/or reliability of the projects from the specialists. The quotation from Peck (1980) that A.

Palmstrom, H. Stille used in [START_REF] Palmstrom | Ground behaviour and rock engineering tools for underground excavations[END_REF] is found to be stronger than any comments: "Judgement is the intelligent use of experience. It is the recognition of the limitations of the methods one uses, and of the limitations and uncertainties of the material one works with".

For answering the given demand, to be able to ensure of the obtained analysis results, the validity is always required for any analysis. The analysis results of the mechanical behaviours of the excavation, the tunnel and the boundary rock mass in each construction phase, for the whole project and in the service life of the tunnel are recommended to be cross-checked with another parallel analysis procedure or with different analysis tools. The referencing with the similar tunnel projects is also a useful operation. Moreover, the professional experiences of the working team and the consultant office with experimental judgements act as a necessary quality-control of the design and construction procedure. The combination of the pure analytical analysis and the numerical method is a smart solution that has been more and more required in almost all construction projects. The checking of a numerical model should be first carried out on simple models or with simplified boundaries conditions. All given hypothesises of the models must be checked whether they are appropriate and well applied in the models. Once the basic models are valid, the more complex models can be analysed and the results compared with existing field data and analytical solutions where possible. All of the significant input data should be varied systemically over their credible ranges in a series of runs, so that the influence of each parameter on the results can be determined [START_REF]Tunnel lining design guide[END_REF].

There is a large application scope for the analytical approach: a simplified one adapts the preliminary design when not-too-high accuracy is demanded; comprehensive one suits the detail design with high accuracy with the analysis in depth; a minute local research needs for a narrow but profound verification of particular doubts. The state-of-the-art of the available numerical methods in rock engineering has been presented in the section 1.2.

Observational approach

The observational approach in geotechnics is defined in EuroCode 7 as the method of which "the design is renewed during construction" on the updated geotechnical behaviours of the medium obtained by the monitoring and observation works [START_REF]Eurocode 7: Geotechnical Design -Part 1: General Rules. Code of Practice[END_REF]. This approach is inherent with the New Austrian Tunnelling Method (NATM) and the "build/learn as you go" philosophy: the support structures of the tunnel are adjusted by the construction time to meet the ground conditions [START_REF] Bieniawski | Tunnel design by rock mass classifications[END_REF], [START_REF] Palmstrom | Ground behaviour and rock engineering tools for underground excavations[END_REF], [START_REF] Kovari | On the observation method in tunneling[END_REF]. In fact, this approach can be classed as the combination of the two above approaches and the immediate interpretations of in situ measurements [START_REF]ITA Working group on General approaches to the Design of tunnels. Guidelines for the Design of Tunnels[END_REF].

During the tunnel excavation process, a detailed and strict in situ monitoring is carried out.

The geodesic convergence on the excavation faces, the deformations and stresses of the to be an important task in the whole tunnel construction, the interpretation of the obtained data is placed to be vital. It is then used as the base for the assessment of the initial design and if need for the decision of the modification. The "design -monitoring -recalculationadjustment routine" is repeated along the construction procedure until the tunnel is done and is regarded as the integral part of the design [START_REF]ITA Working group on General approaches to the Design of tunnels. Guidelines for the Design of Tunnels[END_REF]. The monitoring is continued even after the finish of the excavation and takes place "at longer intervals after the tunnel" [START_REF]ITA Working group on General approaches to the Design of tunnels. Guidelines for the Design of Tunnels[END_REF].

Originally, the NATM was suggested to be suitable for only weak or squeezed ground [START_REF] Palmstrom | Ground behaviour and rock engineering tools for underground excavations[END_REF].

Many tunnels were constructed successfully and economically by the observational tunnelling approach and the NATM. Later, NATM in medium and strong rock has been persuaded their conformation. With the many continuous endeavours of the Austrian National Committee of the International Tunnelling Association in particularly and the tunnel engineering society, NATM and the observation approach have gained their weighty positions.

The controversy of the liaison between the observation approach in tunnelling and the NATM is always a topic of interest. There are some opinions that refused the concurrence of NATM and the observation approach and [90] is a typical example. By showing the incompatible points between the original idea of the observation approach from R.B. Peck in his Rankine lecture in 1969 [START_REF] Peck | Advantages and Limitations of the Observational Method in Applied Soil Mechanics[END_REF] and the principles of the NATM, the two authors proposed that "NATM as an observational method can be disregarded" and the approach itself has had independently a long development in civil engineering even from 480B.C [START_REF] Kovari | On the observation method in tunneling[END_REF]. Moreover, the current observation approach that has been applied in NATM and lately in CIRIA approach [START_REF] Nicholson | The Observational Method in Geotechnics[END_REF] was clearly distinguished from the observation approach of Peck by [START_REF] Peck | Advantages and Limitations of the Observational Method in Applied Soil Mechanics[END_REF]. The former adopted a "progressive modification" of the design by moderately conserve the initial parameters based on the monitoring procedure to achieve the most probable conditions [START_REF] Nicholson | The Observational Method in Geotechnics[END_REF]. Whereas, the later embrace the "most probable" design and modify it to "moderately conservative" parameters [START_REF] Nicholson | The Observational Method in Geotechnics[END_REF]. The authors also mentioned about the shortcomings of the EuroCode 7 and the relevant European specifications in descriptions of the observation approach in geotechnics in general.

Conclusion

Through a short introduction of three main approaches for structural design in tunnel engineering, their basics are found with their own inherent points. Depending on the historical moment, one replace another to be the most applied. Furthermore, each one has its advantage in different phases of the total construction project of a tunnel. For the extension of the scale and the complication of the real demands with the stricter requests in technics, economy, society and ecology, the application of a multi-approach solution is normally found in a tunnel project. The development of the technology knowledge in civil engineering, in rock engineering and in tunnelling as a specific case facilitates and satisfies that wise direction. Hence, we emphasize that the structural design and analysis as a combination of empirical, theoretical, and numerical approaches is likely to ensure a safer design and the success for the future tunnel as the recommendation of Z. Gurocak, P.

Solanki, M.M. Zaman [START_REF] Gurocak | Empirical and numerical analyses of support requirements for a diversion tunnel at the Boztepe dam site, eastern Turkey[END_REF]. A presentation of this combination can be found in the recommendation of H. Stille, A. Palmstrom [START_REF] Stille | Classification as a tool in rock engineering[END_REF] that was concreted into the figures 1.3.6 and 1.3.7. The development of the rock classification systems has gained its successful achievement by the numerous of available systems and their undeniable role in all tunnel design work.

The analytical approach has also become more and more robust with the puissance of numerical computer codes based on classic mathematical and mechanical theories. The observation approach and the NATM has been rewarded their position in tunnel engineering with its strict technical and construction procedures and the state-of-the-art monitoring technics. The harmonious combination and control of the participation of the three approaches, in more or less contributions, is another challenge in tunnel engineering.

The British Tunnelling Society [START_REF]Tunnel lining design guide[END_REF] recommended that "in all tunnel designs, because of the uncertainty and complexity involved in the problems, more than one design method should be used to provide independent checks".

Forward a new methodology for the modelling of rock tunnels 1.4.1. Introduction

As discussed in the section of the analytical approach for tunnel engineering, the numerical models have been widely used in the design and construction procedures of not only tunnel projects but also for nearly all other construction projects. The numerical analysis acts either as an independent operation for the validity of other analysis solutions or as a constitutive part of the comprehensive and assured scheme for the project. Conversely, the results of the numerical analysis must be cross-checked with other expert analytical works and with the experimental data from the experiments and monitoring of the real rock mass.

The numerical analysis and modelling has become now a trend in many research domains.

It is an in-door work that brings out the verification for the real data that have been obtained in history, the alternative solution for experimental works (when the working conditions of the conventional method is not adapted or out-of-reach), the ability of predicting the behaviours of the research objects.

A tunnel construction project is always expensive and presents some levels of risk. The behaviours of the rock mass where the future tunnel is located are difficult to predict with unexpected hazards. Even the application of the same design of an existing tunnel in the similar ground condition cannot be a completely risk-free insurance for the construction project. Furthermore, due to the increasingly severe requirements of environment and social impacts on a construction project, the working schedule is shortened with higher quality demands. The numerical analysis and modelling have shown the robust capability in the domain and have demonstrated their own advantages over other conventional analysis solutions. The British Tunnelling Society [START_REF]Tunnel lining design guide[END_REF] proposed that the numerical analyses offer the ability to model explicitly complex structures, including adjacent structures, different geological strata, complex constitutive behaviours, transient and dynamic loading, and construction sequences. It provides an unparalleled capability for simulating ground-support interaction and has led to the replacement of the numerical methods to the other methods of analysis [START_REF]Tunnel lining design guide[END_REF]. The mentioned solution has overcome the limitation as a part of the analytical approach when proposing the capability of cooperation with the other approaches. The complementation of the computer modelling to the observational approach has been proven in many tunnel projects and is always recommended. The "over-conservative designs" disadvantage of the empirical approach that leads to high cost constructions ( [START_REF]ITA Working group on General approaches to the Design of tunnels. Guidelines for the Design of Tunnels[END_REF]) can be limited with the consultation of the parallel modelling results. Once the "strongest" philosophy in tunnelling support design is preferred to be replaced by the "optimal" one, the given combination of analysis seems to be a smart choice.

Return to the modelling in fractured rock, along the development of the domain, various types of models and related computer tools have been proposed and tested. Each has obtained its own strong points, based on its particular hypotheses and the scope of application. The British Tunnelling Society [START_REF]Tunnel lining design guide[END_REF] suggested the quick guide for the choice of a reasonable model:

-For tunnels in soft ground: Since the soft ground is normally considered as continuum, the FDM, FEM hybrid FEM/BEM and FEM/FDM are proposed;

-For tunnel in fractured rock mass: When the medium is lightly fractured with small number of discontinuities, the FEM, FDM and hybrid FEM/FDM are favourable. Else, the BEM and DEM are more suitable, DEM for deformable and rigid blocks while DDA for rigid blocks and contacts.

The dominant effect of the rock material or of the rock structure on the rock mass is an important factor to the decision of the continuous or discrete models. Each has its own characteristics and its relevant mathematical solutions for the solving of the basic mechanical equations. The decision of the 2D or 3D modelling is also needed to be consideration and a further discussion is presented in the section 1.4.3. Otherwise, the combination of some numerical methods to form hybrid solutions is the recent tendency for the amelioration of the existing tools and heading to the optimal use of them.

Application of the numerical methods on the block generation and the tunnel modelling

Besides the references and citations that have been mentioned in the previous parts, a bibliographical study on the application of the numerical methods mentioned in the section 1.2 on the block generation and tunnel modelling was executed. It gave us a general understanding on the domain and guided us to a proposition of a methodology for the tunnel modelling that will be presented after this section.

Block generation solutions

M. Elmouttie et al. [START_REF] Elmouttie | Polyhedral modelling of rock mass structure[END_REF] developed an algorithm for the identification of rock blocks generated from the partial or complete intersection of large numbers of both planar and curved rock mass discontinuities based on the DFM. The generated blocks were able to connect with FEM-based codes with the limitation of planar discontinuities and finite element mesh with sensitive quality and density. D. Heliot [START_REF] Heliot | Generating a blocky rock mass[END_REF] proposed a theory for the generation of the blocky rock mass by splitting the initial rock mass by the discontinuity network into an assemblage of small blocks. Each component (vertex, edge, face, and block) was defined by the necessary information for the generation. The development of the rock structure was also considered. The Block Generation Language (BGL) is the computer language of this theory for the numerical modelling of the rock masses.

V. Merrien-Soukatchoff et al. [START_REF] Merrien-Soukatchoff | Use of an integrated discrete fracture network code for stochastic stability analyses of fractured rock masss[END_REF] introduced the RESOBLOK code based on the theory and the BGL of D. Heliot. It was a downstream solution for the 2D and 3D block generation and the quick stability analysis based on the Key block theory of P.M. Warburton.

Tunnel modelling

-FEM-based researches: S.C. Moller and P.A. Vermeer [START_REF] Moller | On numerical simulation of tunnel installation[END_REF] used the 2D FE-mesh with six-node-triangular elements for the modeling of the installation of a tunnel in medium-weak heterogeneous ground.

S.Y. Wang et al. [START_REF] Wang | Numerical simulation of the failure mechanism of circular tunnels in transversely isotropic rock masses[END_REF] studied the failure mechanism for a circular tunnel in transversely isotropic rock using a 2D FEM-based numerical code to obtain the stress fields in the mesoscopic elements. Elastic damage mechanics, the maximum tensile strain criterion and the Mohr-Coulomb criterion was applied.

R.E. Hammah et al. [START_REF] Hammah | The practical modelling of discontinuous rock masses with finite element method[END_REF] applied the SSR method on Rocsicence for the 2D simulation of the distribution of major principal stress around a circular hole in a homogenous intact rock mass and in a two-family-fractured rock mass.

H. Mashimo et al. [START_REF] Mashimo | Evaluation of loads acting on the tunnel supports[END_REF] carried out a 2D FEM analysis using the monitored crown settlement and convergence data to evaluate the modulus of elasticity, the coefficient of lateral pressure of the ground, and the load acting on the tunnel supports during the construction phases. A NATM tunnel in large and small overburden condition was modelled.

H.Y. Liu et al. [START_REF] Liu | Full 3D modelling for effects of tunnelling on existing support systems in the Sydney region[END_REF] realized the 3D FE calculations coupled with elasto-plastic material models, which took into account the tunnelling procedure, the interaction between the shotcrete lining and rock mass, the interaction between the rock bolts and rock mass, and the elasto-plastic behaviour of the rock mass, the shotcrete lining and the rock bolts.

G. Swoboda and A. Abu-Krishanumerical [START_REF] Swoboda | Three-Dimensional Numerical Modelling for TBM Tunnelling in Consolidated Clay[END_REF] analysed 3D FE coupled linear flow for Tunnel Boring Machine (TBM) tunnelling in saturated porous medium and to simulate explicitly the behaviour of excess pore water pressure mobilization and its dissipation in time.

H. Mroueh and I. Shahrour [START_REF] Mroueh | A simplified 3D model for tunnel construction using tunnel boring machines[END_REF] created the simplified 3D FE model with the twenty-nodehexahedral-element-mesh for the prediction of soil movement induced during tunnel construction using TBM to a shallow tunnel in soft soils. The modelling was done by the use of a sparse storage scheme for the stiffness matrix, and the bi-CGSTAB iterative method coupled to the Successive Symmetrical Over-Relaxation preconditioning operator for the solution of the resulting linear systems.

C. Yoo [START_REF] Yoo | Performance of multi-faced tunnelling -A 3D numerical investigation[END_REF] conducted a 3D FE analysis on a number of tunnelling cases with different face advancing sequences of multi-faced NATM tunnelling in soft ground. The eight-node isoparametric-solid-element-mesh was used for the tunnel and the eight-node-trilineardisplacement-element-mesh for the ground and the shotcrete lining. The tunnel excavation sequences were simulated by adding and removing corresponding elements at designated steps.

G. Galli et al. [START_REF] Galli | Three-dimensional modelling of tunnel excavation and lining[END_REF] realized a 3D FE model to simulate the conventional procedure of tunnel excavation and lining. The technics of activation/deactivation of the structural elements was used to simulate the simple procedure for the excavation phases through different analysis steps.

J. Bartak et al. [START_REF] Bartak | Numerical modelling of overburden deformations[END_REF] realised a simulation of the construction of the jet-grouting curtain and of the subsequent utility tunnel excavation in overburden condition using PLAXISa FEMbased software with an automatic fifteen-node-triangular-element-mesh generator.

-FDM-based researches:

M. Barla [START_REF] Barla | Numerical simulation of the swelling behaviour around tunnels based on special triaxial tests[END_REF] used FLACa FDM-based numerical tool for the modelling of a tunnel in two conditions: i) plane strain: The excavation of the tunnel was simulated by reducing the normal internal pressure at the tunnel contour from the in situ state of stress to zero, in undrained conditions; ii) total stress condition: The tunnel excavation was simulated by removing elements inside the tunnel in sequence in the longitudinal direction.

G. Barla [105] published the analysis of a large diameter TBM tunnel in complex hydrogeological conditions by using FLAC to compute the bending moments and axial forces in the primary lining have. The lining and the rock mass were discretized by rectangular elements. A relaxation of the traction forces at the tunnel perimeter was allowed to simulate the excavation process and activating for the computational step chosen.

-FVM-based researches:

J. Maryska et al. [START_REF] Maryska | Modelling of processes in fractured rock using FEM/FVM on multidimensional domains[END_REF] set up a numerical model of groundwater flow and transport in fractured rock using the mixed-hybrid FEM with the lowest-order Raviart -Thomas elements on tetrahedra, triangles and line segments on three hydraulically connected domains; and the FVM for the transport on the same mesh that had used for the calculation of the flow field, due to the direct calculation of the inter-element fluxes in the mixed-hybrid FEM.

-BEM-based researches: R. Adey and A. Calaon [START_REF] Adey | Modelling Underground Mines For Rock Stability Assessment Using Boundary Elements. A New Approach For Large Scale Problems[END_REF] applied BEM to calculate the stress distribution and the stability of underground mines for disposal of chemical waste. A modelling technics using the Engineering disturbed zone (EDZ) was developed to investigate the stability in the presence of a large number of fracture zones and to determine the stress near the mine during the time.

M. Cerrolaza and R. Garcia A. Rafiee et al. [START_REF] Rafiee | La méthode NSCD (Non-Smooth Contact Dynamics) appliquée à la simulation du comportement mécanique des massifs rocheux fracturés[END_REF] generated a rock mass by using the statistical expression of the discontinuities families. The discontinuities were planar surfaces with different orientation.

The joint spacing and the orientation data were assumed to follow an exponential and a normal law, respectively. The model of tunnel and its vicinity which was constructed on AutoCAD was immersed into LMGC90 for the DEM-based analyses.

V. Merrien-Soukatchoff et al. [START_REF] Merrien-Soukatchoff | Use of an integrated discrete fracture network code for stochastic stability analyses of fractured rock masss[END_REF] applied the RESOBLOK for the modelling of an excavation in rock. Many cases of generation were created and the stability analysis based on the Key Block theory of P.M. Warburton was executed by the integrated module in the code for the determination of the critical cases.

-DDA-based researches:

S. Chen et al. [START_REF] Chen | Performance prediction of tunnel excavation in clean cobble-gravel deposits by DDA method[END_REF] applied the DDA for the analysis of the displacements and stability of an excavation in the clean cobble-gravel deposits. Different sizes of 2D polygons of 12 vertices and 12 sides in elliptic shape were used to simulate the cobble-gravel particles. The deposits of particles were formed by gravity with the long axis laying either primarily in horizontal or vertical direction. The direct shear tests were performed to demonstrate the anisotropic characteristics of the rock mass. Open excavations on both deposits were simulated to investigate the influence of anisotropic characteristic and to observe the performance of gravel mass around the tunnel.

J.H. Wu et al. [START_REF] Wu | Study on Tunneling in Rock Masses with Inclined Layers Using Discontinuous Deformation Analysis (DDA)[END_REF] studied on the stress distribution an inclined layer rock mass by DDA and compared the numerical results with the results of the equivalent laboratory tests. He proposed to use the DDA to explain the mechanical behaviours of tunnel, such as arching phenomenon, non-symmetrical earth pressure distributions acting on the trap door, and the surface settlement profile in the jointed rock masses.

Recommendation of the 3D modelling and analysis

The selection between 2D and 3D analysis and modelling does not seem to be difficult. One knows the obvious advantages of the latter over the former in the detail of the models, the appropriation of the modelling, the visual interaction and demonstration, etc. However, on the same problem, the 2D analysis is simpler, less time consuming, simple requirement of the calculation tool and memory space. In fact, the strong point of a solution is the weak point of the rest. It is found that the 2D solution is good for simplified and quick analyses, in local zones of the rock mass or when the calculation can be discretized in two orthogonal spaces:

one goes along the longitudinal axis, the other passes the cross-section of the medium. This is the conventional resolution that has been widely applied but the calculation must be repeated in various cross-sections perpendicular and/or parallel with the longitudinal axis. The volume of calculation is thus heavy. Moreover, simplifying of the spatial stress tensor composed of three normal components and three tangential components into the plane stress composed of a normal component and a tangential component, the natural state of the of the rock mass is far from being true. Followed [START_REF] Gasc-Barbier | Open fractures on rock slopes: experimental and numerical analysis[END_REF], another weak point of the 2D simulation is that it is impossible to observe rotations of the blocks in the medium. By considering only some important sections, the task can be lighten but it is possible to underestimate the real behaviours of the medium. The 3D analysis is recommended for comprehensive analysis, with the demand of an explicit redistribution of the stresses and deformations on the tunnel structures and the vicinity medium. However, while the discontinuity mapping technics is still limited in 2D, the representation and converting functions for 3D is needed with the application of the geo-statistics.

Conclusion

In this research, we do not aim at paying attention to all the details of a tunnel construction project, but we want to examine the benefit of a reasonable fast solution for any in situ engineers or a not-well-equipped designer/researcher to be handled for tunnelling design in rock. The terminology "opening" is used instead of "tunnel" because the tunnel support structure is not, at the moment of this redaction, presented in our models. The thought of replacing them by the appropriate loads acting on the rock face of the excavation at assumed locations was considered but it is not the priority of our research. The proposed methodology is hoped to be comprehensive since it covers the main procedures of a classical tunnel project from the in situ investigation, through the in-door data processing to the 3D geometrical simulation until the analysis and modelling in 3D. This methodology can be used as independent analysis tools or as a cross-checking solution for the validity of the results of other approaches. Besides, it can be equipped for a structural and/or geological engineering in the working team of the tunnelling project as a simple computation of the behaviour-control of the opening during the construction project. The detail of this research are presented in the next chapter and followed by the real applications related to a tunnel construction project in Haute Garonne, France. 

COMPREHENSIVE METHODOLOGY FOR THE MODELLING OF ROCK MASSES: FROM GEOLOGICAL SURVEYS TO DEM-BASED MODELLING AND ANALYSIS

In the scope of our research, a comprehensive methodology from the in situ investigation and test, through the in-door data processing to the 3D geometrical simulation until the 3D mechanical simulation and analysis is proposed to satisfy the demand of a quick and accuracy-accepted solution for the rock mass modelling. This is a downstream procedure that is composed of three main tasks which are concretized in small steps. The summary of the main contents of the methodology is given as follows: The following parts of this chapter are dedicated to the details and the applications of the methodology.

Geometrical modelling

In situ measurements by scan-line method Discontinuity data processing Model generation in 3D on RESOBLOK

Models of mechanical behaviour

Laboratory and in situ tests on rocks

Mechanical modelling

Numerical simulation analysis

Discrete analysis in 3D on LMGC90

Simulation parameter setting Post-processing treatments

In situ discontinuity measurements

The data collection of the rock structure is an important task that constitutes the first step of our methodology. By the realisation of the in situ measurements at the investigation site, the comprehensive discontinuity data gathering of the rock mass is aimed: orientation, size, frequency, surface geometry, genetic type and infill material, etc. [START_REF] Pidwirny | Fundamentals of Physical Geography online textbook[END_REF]. Many measurement methods have been proposed in rock engineering. They can be classified into two groups:

-The manual or direct methods: the measurements are carried out directly on the exposed rock faces or on the borehole core. They are the scan-line, the window and the borehole sampling methods [START_REF] Pidwirny | Fundamentals of Physical Geography online textbook[END_REF], [2], [START_REF] Robert | Dictionnaire de la langue française[END_REF].

-The digital image or remote sensing methods: the image of the rock medium is first captured and then analysed to reconstruct the structure of the real rock medium [START_REF] Ramamurthy | Engineering in rock for slopes, foundations and tunnels[END_REF],

[5], [START_REF] Priest | Discontinuity analysis for rock engineering[END_REF], [START_REF] Edelbro | Rock mass strength -A review[END_REF]. There are several mapping technics such as the aerial photography and mapping, radar, volumetric surveys, digital mapping, contour mapping, topographic mapping, land mapping, photogrammetry, digital terrain models and other 3D aerial surveys.

The first group, which is classical and more common, is characterised by some typical features:

-Advantages: In the scope of our research, the two first manual methods were proposed to fulfil the first step of our methodology. In fact, the latter can be considered as the special case of the former when the measurement on the scan-line is replaced by the one on an area of rock face.

o

Scan-line method

The scan-line method, which is until now the most widely applied one, is done by the mark of an artificial line on the study rock face and the collection of all discontinuities that intersect it. The line can be created simply by a measuring tape and visible markers at every regular interval along it, giving us fracture information as follow: type, intersection with scan-line, orientation, persistence, extension, opening, filling, etc. The instruction of this method can be found in [START_REF] Priest | Discontinuity analysis for rock engineering[END_REF], [START_REF] Singhal | Applied hydrogeology of fractured rocks[END_REF], [START_REF] Saliu | Fracture characterization: An effective technique for ensuring accurate blast design[END_REF]. For a good scan-line survey, the selected rock face should be safe, convenient for working and show representative characteristics of discontinuities and rock materials. S. Priest [START_REF] Priest | Discontinuity analysis for rock engineering[END_REF] has suggested the rock faces that "contain at least 150 to 350 discontinuities of which 50%

should have at least one end visible". We found that it is a reasonable recommendation in relation to the future data processing that will be done in the next step. On the chosen rock face, a good location of the scan-line should be at the convenient reach of the workers and satisfy one of the definitions given by A.K. Manda and S. B. Mabee [START_REF] Manda | Comparison of three fracture sampling methods for layered rocks[END_REF] as follows:

-perpendicular to the planes of a specific discontinuity family;

-perpendicular to the bisector of the acute angle between two discontinuity families;

-parallel to the direction of maximum frequency of multiple families.

However, the measurement on a single straight scan-line is under-sampling the fracture structure of the rock face [START_REF] Lato | Bias correction for view-limited Lidar scanning or rock outcrops for structural characterization[END_REF] when only discontinuities that cut the line are taken into account. That is why some other configurations other than a simple horizontal line have been proposed:

-multiple lines [START_REF] Manda | Comparison of three fracture sampling methods for layered rocks[END_REF];

-curve [START_REF] Peacock | Use of curved scanlines and boreholes to predict fracture frequencies[END_REF], [START_REF] Grossenbacher | Curved scanline theory[END_REF];

-or circular line [START_REF] Mauldon | Fracture intensity estimates using circular scanlines[END_REF].

They are considered as special cases of the scan-line technics.

Window sampling

This method is called by several names as the window sampling [START_REF] Priest | Discontinuity analysis for rock engineering[END_REF], the cell mapping [START_REF] Kemeny | Estimating three-dimensional rock discontinuity orientation from digital images of fracture traces[END_REF] or the aerial survey [START_REF] Singhal | Applied hydrogeology of fractured rocks[END_REF]. The same technics as in the scan-line method is used but the scanline is replaced by an area of rock face, of which each side should intersect from about 30 to 100 discontinuities [START_REF] Priest | Discontinuity analysis for rock engineering[END_REF]. The latter can be treated as the extension of the former, as suggested by [START_REF] Singhal | Applied hydrogeology of fractured rocks[END_REF]. P.J. Pahl [START_REF] Pahl | Estimating the mean length of discontinuity trace[END_REF] has classified three types of discontinuities in a sampling window traces:

those which are contained in the window, those which intersect the window and those which cross the window. The discontinuities that exist on the selected rock face are collected in three mentioned groups. However, there are always inaccessible zones on the rock face (when they are out of the human reach or in dangerous conditions) that bring difficulty to the measurement and affect the data quality. In order to remedy these disadvantages, the combination of the first and the second method has been recommended by Laslett [START_REF] Laslett | Censoring and edge effects in areal and line transect sampling of rock joint traces[END_REF], E. Villaescua and E.T. Brown [START_REF] Villaescusa | Characterising joint spatial correlation using geostatistical methods[END_REF]. A. K. Manda and S. B. Mabee [START_REF] Manda | Comparison of three fracture sampling methods for layered rocks[END_REF] used a simplified version of the window sampling method that they called "the selection method". In the comparison with the single scan-line, multiple scan-line and "the selection method on layered dolomitic rocks, the authors [START_REF] Manda | Comparison of three fracture sampling methods for layered rocks[END_REF] suggested that the scan-line method is "more preferable for smaller outcrops and/or when the worker is not pressed for time" and on a FEM-based model built on the obtained fracture data, the authors proved that the good positioned scan-line measurement was the best performed in the recreation of the natural fractures.

Conclusion

The rock geological surveys, which can only be realised in limited areas, are far from being representative of the real rock mass. Taken in a short or long period of time, a fracture data collection based on the single scan-line measurement "reflects only the finite length properties, which are bias and cannot be representative for large rock mass", as mentioned by Q. Feng [START_REF] Feng | Novel methods for 3-D semi-automatic mapping of fracture geometry at exposed rock faces[END_REF]. The under-sampling of the orientation and the spacing of discontinuities is the common bias [START_REF] Lato | Bias correction for view-limited Lidar scanning or rock outcrops for structural characterization[END_REF]. The discontinuities of which the spacings are longer than the adopted length of the scan-line cannot be observed [START_REF] Feng | Correction of discontinuity spacing bias caused by finite length scanline survey[END_REF].

An important attention is needed to be paid to the impact of the errors on the investigation results coming from [START_REF] Terzaghi | Sources of error in joint surveys[END_REF]:

-the insufficient quantity of measurement within a small area that cannot "ensure a reliable estimate of the relative abundance of joints in the area";

-the interaction angle of the discontinuities and the scan-lines. R.D. Terzaghi [START_REF] Terzaghi | Sources of error in joint surveys[END_REF] proposed to reduce those errors to a tolerable level by "making observations in an adequate number of appropriately orientated boreholes, and by plotting the results of the survey in polar diagrams". A factor which was suggested to correct the under-sampling of the discontinuities on a straight scan-line is introduced in the section 2.2.1. This bias correction has been widely applied for geological sampling engineering.

The combination of several methods or one method of the first group with one of the second group can be a solution for the minimization of bias and improvement of the obtained data. S. Priest [START_REF] Priest | Discontinuity analysis for rock engineering[END_REF] recommended the colour photo images of the investigation rock mass as the reference for the data processing. For the window sampling method, those images are suggested to be the best implementation for indoor data processing [START_REF] Priest | Discontinuity analysis for rock engineering[END_REF]. It is aimed at ensuring the quality result of the surveying work.

As the first step of our proposed methodology, the discontinuity measurement is recommended to be realised by the scan-line method thanks on the simplicity of the enrolling procedure and the least restricted requirements of working tools that any field engineer can supply. This task can be a part of the geotechnical investigation procedure of the related construction project or can be independently conducted for the purpose of research or for the validity of other methods. It does not mean that the other methods are less efficient or less suggested.

Discontinuity data processing

Because of the complex distribution of discontinuities on a rock face, it is nearly impossible to treat and analyse each of the separated discontinuity as their natural appearances. It is practical to group them into main families (or main clusters) and to use the mean orientation and the closest theoretical geo-statistical laws of distribution of each family to represent them. By the use of the geo-statistical laws, with the probabilistic functions, the data from the discontinuity investigation on the limited area of the rock mass can be used as the representation of the whole rock mass since "it is not necessary to consider the number of samples" [START_REF] Heliot | Generating a blocky rock mass[END_REF].

Geological and graphical presentation of discontinuities

The line or plane to which the discontinuity belongs is chosen to define its orientation by some couple of angles: plunge and trend for the first case, dip and dip direction for the second. Some other names of these angles can be used instead. Short definitions of these angles are as follows:

-Dip (or dip angle) is the angle measured in a vertical plane between the steepest line of the plane to which the discontinuity belongs and the imaginary horizontal plan.

Its value varies from 0 to 90° if there is an additional letter that shows the direction (N, S, E, W representing north, south, east and west) or from 0 to 180° (or -90° to 90°) if there is not any addition.

-Azimuth is the angle between the North and the horizontal intersection of that plane and the imaginary horizontal plan. Its value varies from 0 to 180° if there is an additional letter that shows the direction (N, S, E, W) or from 0 to 360° if there is not any addition (right hand law). It can be called by another name as strike.

-Dip direction is the angle between the descending direction of the steepest line of the plane to which the discontinuity belongs and the horizontal plane. It is perpendicular to the strike so that its value is 90° off the strike or azimuth.

-On a plane, the trend and the plunge of the steepest line is referred to be the dip direction and the dip angle of the plane. Azimuth of a plane is the trend direction of a horizontal line on it [START_REF] Terzaghi | Sources of error in joint surveys[END_REF]. It should be noticed that there is a slight difference between geographical and magnetic value of each angle due to the different position of the geographical North and the magnetic North. Furthermore, there are some different ways to present these angles: the French convention versus the American one and the right hand law versus the left hand one [START_REF] Merrien-Soukatchoff | Milieux discontinus[END_REF].

So a careful note with clear explanation or illustration at the site when collecting the surveying data is recommended to apply the internal data processing more easily and correctly.

The orientation of a discontinuity can be expressed by its directional vector (the vector that runs parallel with the discontinuity) or by its unit normal vector (the vector that runs perpendicularly with the discontinuity). As in the case of angle conventions, we have found some various ways to calculate the value of a normal vector from the direction vector of a discontinuity but the formula of S. Priest [START_REF] Priest | Discontinuity analysis for rock engineering[END_REF] was chosen:

 n i =  d i  180°  n i = 90° - d i
With:

 n i ,  n i
: orientation of the normal vector of a discontinuity

 d i ,  d i : orientation of the directional vector of a discontinuity
This discontinuity can be situated on a spherical space and its normal vector is then expressed in a 3D Cartesian coordinate system:

x 1 i = cos( n i ).cos( n i )
x 2 i = sin( n i ).cos( n i )

x 3 i = sin ( n i )
With:

 n i ,  n i
: orientation of the normal vector of a discontinuity x 1 i , x 2 i , x 3 i : Cartesian coordinate of the normal vector of a discontinuity Figure 2.2.2: 3D Cartesian coordinate system (sourced from [START_REF] Jimenez-Rodriguez | A spectral method for clustering of rock discontinuity sets[END_REF])

In another hand, this discontinuity can be also represented on a plane and its normal vector is then expressed in a 2D Cartesian coordinate system on the lower or upper hemisphere with the equal angle (Wulff) or equal area (Schmidt) projection. In our knowledge, the lower hemisphere is more widely applied and it is used in all related projections in our methodology. The coordinates of the discontinuity is calculated as in the Table 2.2.1.

Table 2.2.1: The x, y Cartesian coordinate of a point representing a line of trend/plunge / on a lower hemisphere projection of radius R (sourced from [START_REF] Terzaghi | Sources of error in joint surveys[END_REF]) worked on this problem and proposed a correction of the angle of intersection between the discontinuity and the drill holes or exposed faces [START_REF] Terzaghi | Sources of error in joint surveys[END_REF]. This theory has been widely

Projection x y Equal angle () (  ) () (  ) Equal area √ () (  ) √ () (  )
applied ( [START_REF] Terzaghi | Sources of error in joint surveys[END_REF], [START_REF] Peacock | Use of curved scanlines and boreholes to predict fracture frequencies[END_REF], [START_REF] Lato | Bias Correction for view-limited Lidar scanning of rock outcrops for structural charaterization[END_REF]). For a straight scan-line, the correction factor is the invert value of cosine of the angle  between the scan-line and the normal vector of a discontinuity on this scan-line [START_REF] Peacock | Use of curved scanlines and boreholes to predict fracture frequencies[END_REF]:

() S. Priest [START_REF] Priest | Discontinuity analysis for rock engineering[END_REF] also researched on this problem and proposed to calculate the angle  according to the following equation:

() | (  ) ( ) ( ) ( ) ( )| With:
 n ,  n : Orientation of the normal vector of the discontinuity  c ,  c : Orientation of the directional vector of the scan-line

The author recommended the maximum value of 10 for w to avoid the domination of discontinuities to the overall results of a scan-line sampling. The weighting w is then multiplied with all Cartesian coordinates of the unit normal vector of each discontinuity.

x 1 i* = w.cos( n i ).cos( n i )
x 2 i* = w.sin( n i ).cos( n i )

x 3 i* = w.sin ( n i )
With: 

 n i ,

Discontinuity clustering into main families

As mentioned above, clustering takes an important part in rock discontinuity engineering.

In some words, clustering is the task of changing a complicated system of discrete discontinuities into a few main groups (or families/clusters) scattered in the rock medium according to their laws of distribution. R. E. Hammah and J. H. Curran [START_REF] Hammah | On distance measures for the Fuzzy K-means algorithm for joint data[END_REF] wrote that "Clustering, in the language of pattern recognition, is an unsupervised learning procedure for classifying objects or patterns". This issue of research has been of interest for many researchers and can be applied in many other domains. R. Jimenez-Rodriguez and N. Sita Many algorithms have been adopted and in the limitation of our work, we have paid attention to three algorithms of the first group which had been published by R. Jimenez-Rodriguez and N. Sita [START_REF] Jimenez-Rodriguez | A spectral method for clustering of rock discontinuity sets[END_REF], R.E Hammah and J.H. Curran [START_REF] Hammah | On distance measures for the Fuzzy K-means algorithm for joint data[END_REF], and S. Priest [START_REF] Priest | Discontinuity analysis for rock engineering[END_REF].

The spectral method of R. Jimenez-Rodriguez and N. Sita

Based on the similarity between normal unit vectors of discontinuities in the spherical space, the two authors proposed a clustering method based on the orientation of discontinuities. The algorithm of this clustering method can be shortly introduced as follows [START_REF] Jimenez-Rodriguez | A spectral method for clustering of rock discontinuity sets[END_REF]:

Each discontinuity is represented by its normal vector in a 3D Cartesian coordinate system.

Before starting the clustering work, a predicted number K of main families in the space is required. This pre-assignment should be firstly based on the geological observation at site or on existing documents of the researched rock mass. However, it is only an assumption that needs to be verified by a geo-statistical analysis on the distribution of the discontinuities in their assigned family [START_REF] Terzaghi | Sources of error in joint surveys[END_REF].

Then, the acute angle between unit normal vectors of two random discontinuities in the space is calculated by the dot (or scalar) product operation:

 | √( ) ( ) ( ) √( ) ( ) ( ) |
and the sine-based similarity measure between them is calculated as:

d 2 (x i , x j )=1 -cos 2  With: x 1 i , x 2 i , x 3 i
: Cartesian coordinate of the normal vector of the discontinuity i x 1 j , x 2 j , x 3 j : Cartesian coordinate of the normal vector of the discontinuity j

The kernel of this method is the transformation of N discontinuities in the Cartesian spherical space into K dimensional space. The clustering procedure is given in several steps:

-Compute the affinity matrix NxN with -Consider each row of the matrix U as a point in K directions and execute the Kmean algorithm on the matrix U to cluster N points into K sets.

-A discontinuity in the Cartesian spherical space x i is assigned to the k th set if and only if the row i of the matrix U belongs to the k th set.

The mentioned K-means is an algorithm to classify N objects into K groups by minimizing the sum of the square of the distance between an object to its corresponding clustering centre [START_REF] Macqueen | Some methods for classification and analysis of multivariate observations[END_REF]. First published by J. MacQueen in 1967 [START_REF] Macqueen | Some methods for classification and analysis of multivariate observations[END_REF], this is a simple but robust algorithm that has been developed and extensively applied in many domains of research.

The basic K-means algorithm that has been applied on the matrix U to cluster N points into K sets was executed by iteration. The contents of a loop [START_REF] Macqueen | Some methods for classification and analysis of multivariate observations[END_REF], [START_REF] Teknomo | Numerical example of K-means clustering[END_REF] were given as follows:

-First, K random points are selected to be the centres of K sets. By calculating the Euclidean distances to K centres, a point is assigned to the set which is nearest to it.

-Second, after classifying N points into K set, the coordinate of the new centre of each set is given as the average value of the coordinates of its members.

The new centres of K sets at the end of the previous iteration were used as the input data for the next one. Some loops are required until the new and the old centre is coinciding.

After an effort to develop this algorithm on Excel with only the required expressions and conversions, we found that this clustering method is a robust one with not too complicated steps that bring out an explicit result of clustering families. No supposition is required except the value of K (i.e. the desired number of families). Nevertheless, the calculation of the affinity matrices becomes quickly harder as the number of observed discontinuities increases. With the kind help of Professor R. Jimenez-Rodriguez on giving us the permission of using the input data of San Manual copper mine that had been treated on his paper [START_REF] Jimenez-Rodriguez | A spectral method for clustering of rock discontinuity sets[END_REF], we reached nearly the same result with their published one that confirms the validity of our Excel program. However, in our research, the value of the decaying parameter has been followed by the two authors and further study is only being produced in order to find out a suitable value adapted for each case of application. 

The Fuzzy K-means method of R.E Hammah and J.H. Curran

R.E Hammah and J.H. Curran [START_REF] Hammah | On distance measures for the Fuzzy K-means algorithm for joint data[END_REF] applied a modified K-means algorithm with the criterion of highest density region to classify discontinuities into main families. The term "fuzzy" mentions that one discontinuity can belong to more than one family with different degrees of membership. This is the important difference with the previous clustering method in which a discontinuity belongs only to a unique family. Otherwise, this method shares some basics with the previous one. They are:

-The number K of main families must to be assumed before starting the clustering procedure.

-N discontinuities are treated as N points on the 3D spherical space and the distance between two points is calculated by the dot product of two vectors.

The membership value of the discontinuity as the distance from the centre of K family is defined as:

( ( ) ( ) ∑ ( ( ) ( )
With:

x j : Cartesian coordinate of the normal vector of the discontinuity j

x C : Cartesian coordinate of the normal vector of a family centre m: weighting exponent, greater than 1. The value of 2 was proposed by the two authors of the method for clustering discontinuity orientations A basic loop of this method was carried out in some steps as followss:

-Compute the modified orientation matrix for each family;

-Compute the three largest eigenvalues and their corresponding normalized eigenvectors. The normalized eigenvector of which the eigenvalue is the largest is then assigned as the new centre of its family;

-Recalculate the distance between all discontinuities to the new centres and update the membership value.

-A discontinuity is assigned to a family of which its value of the updated membership value is maximal in comparison with other families. If there are more than one family that have the same membership value, the discontinuity belongs to the least-numbered family.

The condition for starting a new iteration is the absolute value of the difference between the new and the old membership value. If it is smaller than the criterion, recommended to be 0.001 by the two authors [START_REF] Hammah | On distance measures for the Fuzzy K-means algorithm for joint data[END_REF], the iterations continue. Rebuilding this algorithm on Excel and doing the same task on the data of San Manual copper mine (sourced from R. Jimenez-Rodriguez and N. Sita [START_REF] Jimenez-Rodriguez | A spectral method for clustering of rock discontinuity sets[END_REF]) as with the previous method, we have found that they bring out not-too-much-different results that presented in the figure 2.2.5. However, in our limitation of knowledge, the number of loops for this method is bigger with a longer computing time in comparison with the previous one. R. Jimenez [START_REF] Jimenez | Technical note. Fuzzy spectral clustering for identification of rock discontinuity sets[END_REF] proposed in 2007 a combination between these two methods which is called "the Fuzzy spectral clustering method". The K-means algorithm in the first method was replaced by the fuzzy K-means algorithm for transforming the matrix U into K sets. A discontinuity in the Cartesian spherical space x i was assigned to the k th set when its membership value with the set is highest. The author was convinced that the new hybrid method showed better performance than the two original ones.

Method of S. Priest

S. Priest [START_REF] Priest | Discontinuity analysis for rock engineering[END_REF] published a technique to identify and delimit sets of discontinuities that was based on the researches of Shanley and Mahtab (1976) and of Mahtab and Yegulalp (1982).

A cone with a suitable cone angle  is constructed on the normal vector of a random discontinuity. This discontinuity then becomes an assumed centre of a family in the space.

The acute angle  between this centre and another discontinuity is given by the vectorial algebra methods:

() | (  ) ( ) ( ) ( ) ( )| With:
 n ,  n : Orientation of the normal vector of the discontinuity  c ,  c : Orientation of the normal vector of the assumed centre If the acute angle between a discontinuity and the assumed centre is inferior to the cone angle , they belong to the same family. The probability when there are t discontinuities of which acute angles with the centre of the family are within the angle  of the cone is calculated:

( ) ( ) With c = 1 -cos() N: Number of discontinuities in the space
The probability that more than t discontinuities belonged to a same family is given by:

( ) ∑ ( )
in which j was an integer pointer.

A value of the critical frequency t cript of the Poisson probability associated with random events when the cone is centred on each discontinuity normal is found and used as a density criterion. A dense discontinuity belongs to only one family while the non-dense one may be assigned to several families at the same times or none of the families.

In our knowledge, the technique of S. Priest is simple and visual. However, lacking of a suitable position of cone (on which the discontinuity normal is centred) leads to a not clear result with dispersed families. Hence, placing the cone on the predicted centre of a family is very helpful to reach a clustering result without long time computations. In order to satisfy this objective, using an additional support is required. A. Rafiee and M. Vinches [START_REF] Rafiee | Technical note. Application of geostatistical characteristics of rock mass fracture systems in 3D model generation[END_REF] had some success in combining the methods of S. Priest [START_REF] Priest | Discontinuity analysis for rock engineering[END_REF] and the method of R. Jimenez-Rodriguez and N. Sita [START_REF] Jimenez-Rodriguez | A spectral method for clustering of rock discontinuity sets[END_REF] with the cone angle of 25 0 .

Data processing in each family

After clustering all discontinuities of the rock mass into main families, a data processing is required on each family. This work is aimed at finding out the concentration of the discontinuities in the space and searching theoretical statistical laws that can be used as the mathematical representations of the distribution of each family. The geo-statistics has been widely applied in many domains of engineering, one of which is mine engineering. Among others, S. Priest [START_REF] Priest | Discontinuity analysis for rock engineering[END_REF] proved that it can also well adapt to the research of the spatial variability of discontinuity field. D. Heliot [START_REF] Heliot | Generating a blocky rock mass[END_REF] also shared the same viewpoint when stating that "the tendency for joints to exhibit a spatially dependent variability and, more particularly, to bunch together, have led to the geo-statistical approach"

It may be useful to recall the scattered nature of discontinuities in a rock medium, even when they have been grouped into some main families. This fact is clearly illustrated in the obtained geo-statistical values. A basic grade is recommended to classify these results into continuous scales of distribution: 0.5 or 1m for the spacing distribution and 10° or 20° for the angle distribution, for instance. Then cumulative distribution functions of real condition in each family are traced and due to the form of each graph, a fitting statistical law is searched. Numerous admitted geo-statistical and statistical laws with different fitting methods can be found. However, some laws have been recommended due to their high probability of suitability: Laplace -Gauss (called normal), exponential, lognormal statistical laws for the spacing distribution and Fisher distribution for the angle one ( [START_REF] Terzaghi | Sources of error in joint surveys[END_REF], [START_REF] Rafiee | Technical note. Application of geostatistical characteristics of rock mass fracture systems in 3D model generation[END_REF]).

Demonstrating by the correlation of a rock property and the distance along a line obtained by geo-statistical theoretical basics, S. Priest [START_REF] Priest | Discontinuity analysis for rock engineering[END_REF] strongly recommended this application for the research of the discontinuities distribution in the rock mass. In our proposed methodology, the geo-statistical treatment is applied on the distribution of each discontinuity family to know how structure the family is and to find a geo-statistical fitting of the real distribution for the appropriate description of the discontinuity network. The mathematical and statistical processing is also applied on the discontinuities in each family that has been obtained from the clustering work to find out the logical order of the spatial distribution of the discontinuities. The obtained treated data are then used to describe the rock structure in the rock mass. Those results are indispensable for the numerical modelling and analysis in the following step of our methodology.

Centre of the family

R.D. Terzaghi [START_REF] Terzaghi | Sources of error in joint surveys[END_REF] found that the mean value of discontinuity data from the in situ investigation is one of the complete and accurate information concerning the spacing and orientation of the discontinuities. In a family of discontinuities, each member is represented by its unit vector (normal or directional one) and expressed by its Cartesian coordinates (x 1 i , x 2 i , x 3 i ). The centre of a family is calculated as the mean of vector elements of all family's members.

̅̅̅ ∑ ̅̅̅ ∑ ̅̅̅ ∑

The Cartesian coordinates of the unit vector of the centre of a family (x 1 C , x 2 C , x 3 C ) are

given by:

̅̅̅ √( ̅̅̅) ( ̅̅̅) ( ̅̅̅) ̅̅̅ √( ̅̅̅) ( ̅̅̅) ( ̅̅̅) ̅̅̅ √( ̅̅̅) ( ̅̅̅) ( ̅̅̅)
The orientation of the unit vector of each centre is calculated as indicated in [START_REF] Terzaghi | Sources of error in joint surveys[END_REF]:

 ( )  ( √( ) ( ) ) 
With: 

x 1 C , x 2 C ,

Average semi-variograms of the discontinuity distribution on the scan-line

D. Heliot [START_REF] Heliot | Generating a blocky rock mass[END_REF] underlined that the "variogram which characterizes the deterioration between measure data with increase in the distance between the data points" is the basic mathematical tool of geo-statistics. The position of members of a family on the scan-line is studied and on a distance scale of which the unit length is h(m), the number of discontinuities in each h-metre-segment on the scan-line is counted. The average semivariance at a distance x on the scale shows the spatial dependence between two observations: the quantity of discontinuities and the position on the scan-line: The empirical average semi-variogram which shows how semi-variance changes as the position of discontinuities changes is then compared to some theoretical ones to find the most fitting representative function for the distribution of discontinuities on the rock face.

( ) ∑[ ( ) ( )]
Four practical theoretical average semi-variograms: spherical; nugget effect; exponential; hole-effect; and the combination of those and other theoretical models were suggested by S.Priest [START_REF] Priest | Discontinuity analysis for rock engineering[END_REF].

Statistical processing

Although S. Priest [START_REF] Priest | Discontinuity analysis for rock engineering[END_REF] showed the capability of geo-statistics for the discontinuity research, he suggested that the semi-variograms based on discontinuity spacing on a scan-line measurement give a clear but fairly weak indication of the spatial correlation. Sharing the same opinion, a more detailed research on the spatial distribution of discontinuities, precisely on 2D and 3D spaces, is recommended after the previous processing.

a) Distance distribution of discontinuities

The aim of this study is to find a statistical distribution that represents the diversity of the distance along the scan-line between members of a family of discontinuities.

The position of discontinuities on the scan-line and the distance between a discontinuity and a similar one on the rock face was studied. By using a distance scale of which the unit length was L(m), the diversity of distances was classified into different groups and the quantity of discontinuities in each group was counted. The probability curve of the empirical distribution of discontinuities was compared with the one of a theoretical statistical law.

Some statistical law were recommended by LAEGO [START_REF] Laego | RESOBLOK's V5.03[END_REF]:

- The analysis and representation of rock discontinuities in a spherical space has been widely applied. Hence, the distribution of researched discontinuities on a spherical space is essential.

The knowledge foundation for our research was the clustering method of S. Priest [START_REF] Priest | Discontinuity analysis for rock engineering[END_REF]. In his method, discontinuities in the space are divided into families by the magnitude of acute angles between them and the centre of the family of which they were assigned to. In other words, if a cone is constructed on a family centre, all member of this family must be located inside this cone by having the acute angles between discontinuities and the centre not bigger than the angle of the cone.

First, by assuming a cone with the cone angle of  on the centre of each family, the acute angles  of all members of a family and their centre are calculated with several cases of different values. Next, the diversity of the angle magnitude is studied by classifying them into a variation scale of which the unit length was (°). Then, the probability curve of the empirical distribution of discontinuities was compared with the statistical law of Fisher.

Published by the author in 1953 [START_REF] Fisher | Dispersion on a sphere[END_REF], this statistical law was firstly proposed for the measurement of object position on a sphere. With the concurrence of two distribution theories of Von Mises and Fisher, it was called the von Mises -Fisher (vMF) distribution with the probability density function [START_REF] Shuenemeyer | Statistics for Earth and Environmental Scientists[END_REF]:

f(x , K) = C p (K)*e K 'x
With:

: Mean direction K: Dispersion parameter C p (K): Concentration parameter

The vMF distribution as a criterion for clustering objects on a sphere has been confirmed and applied by many other researchers ( [START_REF] Banerjee | Clustering on the Unit Hypersphere using von Mises-Fisher Distributions[END_REF], [START_REF] Wood | Simulation of the von Mises -Fisher distribution[END_REF], [START_REF] Kobayashi | Von Mises-Fisher Mean Shift for Clustering on a Hypersphere[END_REF], [START_REF] Feng | Novel methods for 3-D semi-automatic mapping of fracture geometry at exposed rock faces[END_REF]). S. Priest [START_REF] Priest | Discontinuity analysis for rock engineering[END_REF] proposed a simple form of the probability density function:

() () ()
and an approached function of angle:

() ( )
With:

: Angle between a discontinuity and the centre of the family (rad or degree) K: Dispersion parameter of Fisher law

P: Cumulative distribution value

The latter was used in the RESOBLOK code [START_REF] Laego | RESOBLOK's V5.03[END_REF] for the calculation of the dispersion parameter of the distribution of discontinuities in the space. Moreover, they have demonstrated on a Fisher distribution of discontinuities orientation that, in a family, there are 95% of discontinuities for which the angle with the centre of the family is inferior to 20° [START_REF] Laego | RESOBLOK's V5.03[END_REF].

Conclusion

The complex distribution of the discontinuities on the research rock mass has been synthetized by the procedure of discontinuity data processing. The discrete discontinuities are clustered into main families and each family is represented by its centre and its laws of distribution in the space. The procedure is executed in the following sequence:

-Firstly, the clustering is realised to group the discontinuities into main families.

Within the three methods that have been presented above, the spectral method proposed by R. Jimenez-Rodriguez and N. Sita [START_REF] Jimenez-Rodriguez | A spectral method for clustering of rock discontinuity sets[END_REF] is recommended thanks to its clear and robust methodology with the quick convergence in low time consumption.

In this research, this methodology was rewritten on EXCEL and it was validated by the comparison with the published results of R. Jimenez-Rodriguez and N. Sita on the discontinuity data of the San Manuel cooper mine [START_REF] Jimenez-Rodriguez | A spectral method for clustering of rock discontinuity sets[END_REF].

-Secondly, all the discontinuities in a family are represented by its unit normal vector and the centre of the family is given as the mean vector of all family members.

-Thirdly, the positions of discontinuities in each family on the scan-lines are represented by the semi-variogram and the obtained curve is compared with theoretical curves. The theoretical semi-variogram that is closest to the empirical distribution of discontinuities is taken as representative.

-Fourthly, the distance between two discontinuities of a given family on the rock face is studied by classifying the distance into different groups of length and the quantity of discontinuities in each group was counted. The statistical law that best fits to the empirical distribution of discontinuities is taken as the representative law.

-Fifth, the angle between discontinuities in each family and the centre of the family are calculated and the diversity of the angle magnitudes is classified into different groups. The probability curve of the empirical distribution of discontinuities is compared with the statistical law of Fisher and the closest function is taken as the representative law.

The achievement of this procedure is that the random allocations of discontinuities on the scan-line, the diversified distribution of each discontinuity family in the space are synthetized by the family centres and by the representative theoretical geo-statistical laws of distribution. Hence, the natural complex distribution of discontinuities in the rock mass is replaced by a series of logical operations that can be easily described by mathematical functions. This is an indispensable processing for the numerical modelling of the rock mass with the consideration of the presence of the rock structure. The combination of the first step of the in situ discontinuity measurements and the second one of the geological and geo-statistical processing can be called "the rock fracture mapping" that was described by Q. Feng [START_REF] Feng | Novel methods for 3-D semi-automatic mapping of fracture geometry at exposed rock faces[END_REF] in three tasks:

-Capturing the fracture measurements in the field;

-Quantifying and analysis geometrical parameters of the fractures;

-Documenting and presenting the mapping results.

With the results from the first and the second steps of the methodology, the third step of the geometrical model generation on a DFN-based code can be started.

Geometrical modelling in 3D on RESOBLOK

At the end of the previous task, the rock structure of the rock mass has been replaced by the main families of discontinuities and represented by the family centres and the theoretical geo-statistical laws of distribution in the space. The results of those geological and data processing are used as the input data for this task. The DFN method is applied for the generation of the geometrical models of the rock mass by the use of the theory of D. Heliot [START_REF] Heliot | Generating a blocky rock mass[END_REF] and the Block Generation Language (BGL) using on the RESOBLOK code.

In this part, the fundamentals of the block generation theory of D. Heliot [START_REF] Heliot | Generating a blocky rock mass[END_REF] are presented.

Next, the procedure of the creation of the 3D geometrical models is introduced as a step in our methodology on the RESOBLOK code. Then, this procedure is concretised in two specific cases in rock engineering:

-Geometrical model generation of a cylindrical specimen for triaxial compression tests;

-Geometrical model generation process of a multi-phase-excavated tunnel.

Block generation theory of D. Heliot

A discontinuity is analysed on two levels [START_REF] Heliot | Generating a blocky rock mass[END_REF]:

-At a morphological level: a discontinuity is represented by a volume and the morphological variables are taken into account by only specifying the mechanical properties of discontinuities;

-At an architectural level: a discontinuity is represented by a line which is composed of small straight segments (for 2D generation) or small planar facets (for 3D one).

There are, thus, two kinds of discontinuities: few isolated well defined ones and numerous statistically distributed ones.

The generation of a "blocky rock mass" according to D. Heliot [START_REF] Heliot | Generating a blocky rock mass[END_REF] is the splitting of the initial block into new smaller blocks by the interaction of the isolated discontinuities and/or the main families of discontinuities. The generation of the rock mass by the simulation of discontinuities families, one after another, aims at taking into account the chronology of tectonic episodes that gave birth to their related discontinuities families. However, the final result of the generation of the rock mass, with the presence of all families, might be not really dependant on their appearance orders. The mentioned chronology is only important when a principal family takes influence on a minor family by the termination or continuation of the latter after the intersection with the former. The professional observations of the geologists during the sampling investigation should be thus paid attention to, for giving and supporting the judgements on the hierarchical organization of the discontinuities on the rock mass.

"Block database"

The block generation is based on the construction of the "block database" that contains the definition of the zone of interest, the block geometry and the discontinuity properties of the rock mass. The zone of interest is defined in the form of a rectangular parallelepiped of which the 3D perpendicular global reference is given with respect to the geo-reference of the X axis from West to East, the Y axis from South to North and the Z axis opposite to the gravity direction.

A rock block is represented by a convex polyhedron that is defined by:

-the coordinates of a point inside the polyhedron (called the centroid of block);

-the sub-zone of the zone of interest to which the block belongs;

-the list of vertices of the polyhedron;

-the list of faces of the polyhedron;

-the group to which the block belongs;

-and the state of the block: active, inactive or to be removed.

A face of a polyhedron is the contacting face between two neighbouring blocks or between a block and the boundary of the zone of interest. A discontinuity is described by:

-the plane to which the face belongs;

-the family or the isolated discontinuity to which the face belongs; A vertex of a polyhedron, a point, is defined either by its coordinates or by three planes of which it is the intersection. The vertices that belong to a same edge of a polyhedron have two common indices. This feature helps to quickly detect all the vertices of a face or of an edge. A vertex belongs to the upper half-space H i Q+ if and only if:

-the distance from the vertex to the plane that created the half-space is null;

-or the sign of this distance is identical to the one of a vertex that does not belong to the plane.

A vertex belongs to the lower half-space H i Q-if and only if the sign of the distance from the vertex to the plane is opposite to the one of a vertex that does not belong to the plane.

The clustering of discontinuities is realised on the classification of their names and the mechanical properties which are described by specific values of the weight (for specifying the importance of the family), mean and dispersion (for specifying the distribution of the family).

The excavation is generated by the definition of "blocks of air" (proposed by [START_REF] Heliot | Generating a blocky rock mass[END_REF]) in the 

Algorithm for the block splitting

The basic algorithm for the splitting of the initial block into two new smaller blocks is given as follows:

-The initial block is defined by n planes P i and a point Q. The plane P 0 (a 0 , b 0 , c 0 , d 0 ) represents the discontinuity that will split the initial block; -The polyhedron of the initial block is separated into three sub-polyhedra: the upperpolyhedron H + is described by vertices on the upper half-space H i Q+ , the lowerpolyhedron H -is described by vertices on the lower half-space H i Q-and the middlepolyhedron H 0 is described by vertices on the plane P 0 that separates the two halfspaces;

-The cardinality calculation of the three polyhedral is executed. If Card(H -) = 0 or Card(H + ) = Card(H 0 ), the plane P 0 is concluded not to split the polyhedron. If else:

-All pairs of vertices that belong to both sub-polyhedra H + and H -and have two common indices are found and the common edge between them is achieved. Hence, a new vertex is created between two initial vertices and belongs to the two new smaller blocks;

-The coordinates of the new vertex and of a point inside each new polyhedron are computed;

-The common vertices and faces of the two new polyhedra are duplicated;

-The list of vertices and the list of faces that described the faces of the new smaller blocks are rebuilt.

Algorithm for the discontinuity generation

The discontinuity network is simulated by the following algorithm:

- The display of the created geometrical model of the rock mass is executed by [START_REF] Heliot | Generating a blocky rock mass[END_REF]:

-Firstly, the zone of interest is displayed with three visible faces;

-Then, three cross-sections that are perpendicular to the three axis of the global reference are projected on those three faces. The positions of those cross-sections on the relevant axis may be different. In our knowledge, RESOBLOK is a robust code that can generate either 2D or 3D fractured rock models. It is also a smart choice for a quick stability analysis of a rock mass including the rock strengthening (rock dowels or rock bolts) for the medium. For the demand of further analysis with higher accuracy, it is recommended to export the initial results of modelling and analysis to a more specialized mechanical analysis code.

Geometrical modelling in 3D of a fractured rock object

Based on the experiences obtained during our research, a procedure for creating 3D geometrical models of the rock masses using RESOBLOK is proposed.

Model generation

The configuration of the model and its geological characteristics are written in BGL in a scenario file *.sc. By executing the BG module on this file, a 3D model of the rock mass is created. The order of presentation in this sub-section follows the typical architecture of our scenario files. All relevant syntaxes and their details can be found in [START_REF] Heliot | Generating a blocky rock mass[END_REF], [START_REF] Laego | RESOBLOK's V5.03[END_REF].

a) Configuration of the rock mass

First, the dimension of the total rock mass is required. At this moment, the total rock mass is always in the form of a rectangular parallelepiped whose dimensions are given by three perpendicular coordinates. The smaller the medium is, the limited zone of the real rock mass can be modelled. Hence, the numerical representation of the discontinuity distribution on the modelled rock mass is probably less precise which can lead to the underestimation of the stability of the medium but helps to reduce the computing time. The selection of the dimension of the model must also take into account the presence of the future tunnel situated in the numerical rock mass. Normally, the thickness of the surrounding medium in the vicinity of the tunnel should be about 5 times of the radius of the future tunnel.

However, when the model size augments, the time consumption and the required robustness of the calculation may become a challenge. The orientation of the rock mass is set by giving the orientation of the X axis.

Next, one needs to assign the minimal volume of rock blocks that can be generated inside the rock mass. By default it is set to be null by the code, the smaller it is, the more rock blocks appear. A suitable large value of this parameter helps to reduce the "powder clouds" in the rock mass and lightens the analysis afterwards.

Then, if the rock mass is not homogenous, it can be divided into various zones separated by flat boundaries. In general, a domain must be convex. Otherwise, it must be created by an assembly of convex sub-zones.

Once the configuration of the rock mass has been fixed, the structure of the rock mass is described by the main families of discontinuities or by the isolated fractures. Each discontinuity family is statistical declared as follows:

-The family centre: represented by the directional vector { d , α d } of the centre with

 d = [0, 90°], α d = [0, 360°];
-The orientation distribution of the family: represented by the dispersion parameter K of the Fisher law;

-The distance distribution of the family: represented by a statistical law among the Laplace-Gauss, the exponential, the uniform, the lognormal and fractal laws;

-The extension of the family at the intersection with other families: "SET" for maintaining the discontinuities after intersecting all other families; "BLOCK" for the interruption of the discontinuities after the intersection with all other families; "FAMILLEx" for stopping the current family when crossing the family x.

-There is only one tendency of development in the family. Otherwise, several families with the same orientation but different tendencies should be declared.

A free or isolated fracture can be defined as a polygonal line that is declared by their configuration or represented by a statistical law or the Poisson process. For a clear graphical representation, each family or isolated fracture should be assigned a specific colour.

b) Configuration of the tunnel

The tunnel is created as an "excavation" inside the rock mass that has been defined in the previous part. The cross-section of the tunnel, convex, is created by a set of straight plans (for simple configuration) or polygonal lines (for complex one). Segments in arc of a polygonal plan are the connexion of tangential planes of the inscribed circle. On the longitudinal direction, the configuration should be regular in each segment. However, if the model has the shape of a rectangular box, it will be more simple to directly define it as a rock mass as in the sub-section a.

The model of the created "excavation" can be exported separately from its rock mass.

Hence, by selecting the target object for the data exportation, three different models can be generated from the same scenario file from which an excavation is declared. They are:

-the total rock mass without the excavation;

-the excavation;

-the rock mass that is holed by the excavation. However, for exploiting the quick stability analysis capacity of RESOBLOK as the criterion for selecting an interested generation of the rock mass following a given criterion, this task is recommended. (A detailed presentation of the selection of wanted simulations is placed in the sub-section 2.3.2.3).

The geotechnical parameters of the rock structure (the friction angle, the cohesion and the stiffness of the discontinuities and the isolate/free fractures, etc.) and those of the rock material (the density, Young modulus etc.) are needed. Among them, some are required and some are optional. The nature of the given parameters is declared as a Boolean, entire, real value or represented by a statistical distribution. If the statistical distribution form is chosen, the Kernel function is applied for the declaration. Each parameter is then chosen to be active on the whole model, in some zones of the model or with certain families of discontinuities or free fractures. RESOBLOK "uses a series of random numbers to generate different block assemblies from the same scenario file" [START_REF] Merrien-Soukatchoff | Use of an integrated discrete fracture network code for stochastic stability analyses of fractured rock masss[END_REF]. The bigger the simulation number N is, the more comprehensive the generation is. The limitation of the computer is suggested to be taken into account. When the generation is fulfilled, N different simulations of a model are achieved. Moreover, even in a simulation, by changing the extension conditions of a family of discontinuities or a free fracture in the model, many "sub-simulations" can be obtained:

-when all families are continued after the intersections with other families;

-when all families are terminated after the intersections with other families;

-when a family is blocked after the intersection with another family.

As aforementioned, each discontinuity family is often linked by a specific tectonic episode.

The predomination of a family over another might be a consequence of a stronger geological action with longer effects in comparison with the rest. Hence, the data reference to the structural geological conditions and historical documents of the region where the in situ investigation was carried out and to the professional judgements about the measurement works are needed to well select the appropriate cases of simulation.

Selection of a representative simulation by the stability-analysis-based statistics

By declaring the simulation number N in the model BG, numerous simulations of the same scenario file are created. When only a limit number of geometrical models of this step can be used as the input data for the next step, how to choose a "good" simulation is a challenge. A strong advantage of RESOBLOK is the speed in the stability analysis of the fractured rock model by the limit equilibrium computation [START_REF] Merrien-Soukatchoff | Use of an integrated discrete fracture network code for stochastic stability analyses of fractured rock masss[END_REF]. For this reason, a quick stability analysis for N simulations of a scenario file is proposed for the preliminary selection of generated geometrical models. The aim of this task is, based on the stability analysis results, to find out the special cases among the generated simulations followed a given criterion and to use them as the representative models of the rock mass for the next steps of the methodology.

The stability analysis on RESOBLOK is the application of the Key Block theory of P.M.

Warburton [START_REF] Warburton | Vector stability analysis of an arbitrary polyhedral rock block with any number of free faces[END_REF] for the kinematic analysis of the rock mass and the vicinity of the tunnel inside the medium. Four main phenomena of failure of a rock mass are needed to be checked: the falling under the gravity, the plane sliding, the wedge sliding, and the toppling instability. The stability analysis procedure in RESOBLOK is realised in two stages as published by V.Merrien-Soukatchoff et al. [START_REF] Merrien-Soukatchoff | Use of an integrated discrete fracture network code for stochastic stability analyses of fractured rock masss[END_REF]:

-Geometrical analysis: the geometry of each block is examined under the kinematic criteria of four mentioned failure phenomena to determine two groups of blocks:

o Irremovable blocks (or kinematic non-feasibility): blocks that cannot be removed due to their geometry and the direction of the driving forces;

o Removable blocks (or kinematic feasibility): blocks can possibly move. The removable blocks are checked in rotation by using the vectorial conditions proposed by D. Lin and C. Fairhurst [START_REF] Lin | Static analysis of the stability of three dimensional blocky systems around excavations in rock[END_REF].

-Mechanical analysis: this stage is executed on the stable blocks after the rotation check of the previous stage. Three types of the potential movements of rock block are examined:

o Free falling due to the gravity;

o Movements parallel to one or two faces of blocks: A limit equilibrium analysis is realised with the need of the following parameters: the cohesion, the friction angle of the discontinuities and the block density;

o Movements parallel to more than two faces of blocks: An energy-based analysis is realised with the additional need of the normal and shear stiffness of the discontinuities.

Two modules BSA and BSAH of RESOBLOK are used for the stability analysis of N generated simulations. Assuming a zero tensile strength of the discontinuities, the stability of the medium is checked with the consideration of four mentioned phenomena of failure.

A block in the vicinity of the tunnel is considered to be unstable when it is:

-free falling due to the gravity;

-sliding on one or two faces;

-rotation check failed;

-limit equilibrium analysis failed (alternative);

-energy-based analysis failed (alternative). Among them, the variation in the average number and volume of unstable blocks versus the number of simulation was underlined since V. Merrien-Soukatchoff et al. [START_REF] Merrien-Soukatchoff | Use of an integrated discrete fracture network code for stochastic stability analyses of fractured rock masss[END_REF] recommended taking the simulation when the gradient of those curves became quasi-null as the last simulation that needs to be realised. The quantity of 50 simulations was proposed for a reasonable analysis of the rock slopes [START_REF] Baroudi | Bench stability in open pit Mines: a methodology for jointed Rock masses[END_REF]. Followed the suggestion of the authors, with the geological data of the white marble at Saint Béat (Haute Garonne, France), we generated several scenarios of a numerical rock mass with a circular opening and analysed them in 100 simulations on RESOBLOK. The mentioned curves of variation obtained from this analysis were built and the Figure 2.3.6 is an example.

The other curves are presented in the Appendix B. From those curves, we found that: The quantity of about 70 simulations was thus more reasonable for the tunnel analyses on RESOBLOK than the suggested value in [START_REF] Merrien-Soukatchoff | Use of an integrated discrete fracture network code for stochastic stability analyses of fractured rock masss[END_REF], [START_REF] Lin | Static analysis of the stability of three dimensional blocky systems around excavations in rock[END_REF]. However, when repeating the task with the quantity of 20 simulations for each rock mass, nearly the same critical simulations were found (refer the section 3.4.5 in the next chapter). Due to the limitation of the real data for the reliable validity of this phenomenon, the final judgement of the suggested number of simulation for a reasonable generation in RESOBLOK was not given.

After the determination of the sufficient quantity of simulations for the analysis, the stability analysis of the generated simulations is realised and compared on the statisticaly treated data. On those statistical results, some critical cases of N simulations can be found such as:

-the maximal and minimal quantity and/or volume of total unstable blocks;

-the maximal and minimal quantity and/or volume of unstable blocks in a specific phenomenon of failure.

It is recalled here that in the scope of the 3 rd step of our methodology, the stability analysis is not the final goal. This stability calculations and their statistical summary serve as a criterion of the selection for the critical cases of the composition of rock blocks of the model following the theory of P.M. Warburton [START_REF] Warburton | Vector stability analysis of an arbitrary polyhedral rock block with any number of free faces[END_REF]. It is worth noting that this selection may lead to the inappropriate stability analysis of the model since the selected cases are critical but not necessary to be the closest to the observed behaviours of the real rock mass.

Hence, further research is hoped to be continued to head for a selection guide for the "right" representative models of the real rock mass.

Since "kinematics" is the study of movement without considering the cause of the motion, the stability analysis on RESOBLOK is limited to the application of the gravity. The consideration of the rock natural stresses in the vicinity of the tunnel in the analysis is possible but after the first iteration, their influence is nearly ignorable due to the redistribution of stress in the model [START_REF] Merrien-Soukatchoff | Use of an integrated discrete fracture network code for stochastic stability analyses of fractured rock masss[END_REF]. In the scope of our knowledge, this is a limitation of the analysis capacity of REOBLOK for tunnel applications. It is thus needed to study more precisely and in a more detailed way on the mechanical behaviours of the model.

Friendly interacted with different DEM-based codes (UDEC, 3DEC, HYDRO and LMGC90, more precisely) and with a popular graphical tool such as AutoCAD, the results of geometrical models, preliminary stability analysis from RESOBLOK can be exported and exploited by other more comprehensive codes for the discrete simulation and mechanical analysis.

In the following step of the methodology, the generated models, which have been created

by RESOBLOK and exported as the files *.dat, are immersed in the Pre-Processor of LMGC90 as the input data for a comprehensive DEM-based analysis of the mechanical behaviours of the models.

Geometrical modelling in 3D of a cylindrical specimen for the triaxial compression tests

Aimed to simulating a conformed monotonous classical triaxial compression test in rock mechanics, we referred to [START_REF] Nf P | Roches -Détermination de la résistance à la compression triaxiale[END_REF], [146] [147] and [148] for the generation of the specimen.

The cylinder is the most regular shape of conformed specimens but no specific parameter was required except the slenderness ratio (i.e. the ratio between the height H and the diameter D of the specimen) must be between 2 and 2.5. For a real test in laboratory, concrete parameters of specimen are chosen due to the capability of available rock core drilling and testing machines. For instance, the MST 816 Rock test system (Regional For the creation of that specimen, a rock mass in the rectangular parallelepiped zone of interest 2d x 2d x 2d (m) was declared. The characteristics of the rock material and the rock structure where the target rock specimen had been found were assigned. In the middle of this model, a cylindrical excavation with the diameter D = d and the length along the longitudinal axis L = 2d was created. The longitudinal axis of the excavation was the vertical axis of the specimen. The procedure of the model generation followed the aforementioned principals given in the previous part.

Laboratory
It is noted that the stability analysis of RESOBLOK is executed at the vicinity of the excavation to check if the rock blocks outside the excavation are unstable due to the "disappearance" of the rock block inside the excavation. For this application, one only needs the rock core that is generated by all blocks situated inside the excavation. Since the stability analysis of the external zone does not take sense to our target model, the 

Geometrical modelling in 3D of the excavation process of a tunnel

The procedure of fractured rock model generation in the previous sub-section is concretized with the aim of the modelling of a tunnel excavation process. Assuming that the future tunnel will be excavated in K phases versus time with the length of the i th segment is L i (m).

K, i are positive real numbers and i is varied from 1 to K. The excavation length L e j (m) at a moment j of time is given by:

The total length of the tunnel L(m) is given by: Three approaches for generating the geometrical model of an in-progress tunnel excavation are proposed:

Approach 1

A rectangular parallelepiped rock model was created with the characteristics of the rock material and the rock structure of the rock mass. The model "without hole" was exported in a files *.dat and imported in the Pre-Processor of LMGC90. (model 2) in the 3 rd approach is the sum of K excavation models of the 2 nd approach. So the excavation algorithms of these two approach are nearly the same except the segmentation procedure is done in the geometrical modelling step by RESOBLOK (in the case of the 2 nd approach) or in the advanced simulation and analysis step by LMGC90 (in the case of the 3 nd approach). The excavation algorithm of 1 st case will be totally done by LMGC90. The excavation progress will be designed in LMGC90 and the details of a typical assumed construction sequence are presented in the section 2.4. and Ubuntu environment to create the 3D geometrical models of the rock mass in our methodology. The quick stability analysis based on the "Key blocks" of P.M. Warburton [START_REF] Warburton | Vector stability analysis of an arbitrary polyhedral rock block with any number of free faces[END_REF] on RESOBLOK helped to preliminarily select the most critical cases among the generated simulations of the same scenario. They are exported to be more accurately and comprehensively analysed by some other DEM-based codes: among them we choose LMGC90. The generated models on RESOBLOK were exported to be reconstructed on LMGC90 for the comprehensive simulation and analysis of the mechanical behaviour of the modelled rock. The combination of the two codes was found to be relevant.

Mechanical modelling of the rock mass

Through the brief introduction of the nature of the rock mass in the first chapter, the complexity and diversity of the mechanical behaviour of the rock mass were presented.

However, even in the most serious research on a rock mass, one cannot ensure that the rock behaviours are properly controlled. Rock engineering is an interesting but difficult task when the objects of study possess unexpected characteristics, or exhibit accidental phenomena that might be challenging. The determination of an appropriate model of the mechanical behaviour of rock is thus an important task for the rock study. This is an important segment of the characterization of the rock mass that has been mentioned in many guides and technical specifications of the construction in rock media.

M. Potsch et al. [START_REF] Potsch | Determination of Rock Mass Behaviour Types -a Case Study[END_REF] suggested executing the relevant task as a two-step procedure:

Describe the geological model and define the important geotechnical relevant parameters for each model. Several models of the rock mass were set on the difference of selection of those parameters and on the specific conditions on the construction procedure.

-Evaluate the potential rock mass behaviours considering each model of the rock mass to define the specific behaviour types of the rock mass.

The authors [START_REF] Potsch | Determination of Rock Mass Behaviour Types -a Case Study[END_REF] also proposed a procedure for the determination of behaviour models based on the Austrian guideline for the geo-mechanical design in 2001, for tunnel purposes, as follows:

-Set up the basic structure of the computational model: The 3D geological model is cut into slices along the considered tunnel alignment. The key geological parameters, the boundary conditions and the important factor are assigned to the each slice. The analysis is realised on each slice with respect to the response of the current model of the rock mass to tunnel excavation under the corresponding important factor. Different analytical calculation models are simultaneously applied.

-Probabilistic data processing: In probabilistic simulations the deterministic values of the input parameters are replaced by statistical distributions. The results are also obtained in terms of statistical distributions.

The excavation and support methods of the tunnel are decided based on the rock behaviour model of the project. The monitoring during the excavation and its data evaluation are also based on the type of the selected models.

In the previous step of our methodology, the 3D geometrical model has been generated. It will be immersed into the Pre-Processing of the LMGC90 for the targeted simulation and analysis. The downstream procedure can only be continued after the choice of the equivalent mechanical model which is the objective of this step. Based on the own features of the generated geometrical model and the NSCD-based solutions for the analysis, we proposed the following procedure:

-Choose the mechanical models of the rock;

-Select the contact laws between the discontinuities and blocks;

-Determine the relevant geotechnical parameters.

The first and second steps are based mainly on the theories in rock engineering; on the documents of case histories of the similar rock masses and projects; and on the pretentions of the research. The laboratory and in situ measurements were required for executing the third one. The research on the case histories and the collection of the technical data related to the object of study were also involved.

Models of the mechanical behaviours of the rock

The mechanical behaviour of rocks depends firstly on the nature of the rock and its real existence conditions; and strongly on the loading conditions (i.e. pressure, temperature and strain-rate). The terminology "mechanical model" can be understood as the representation that can appropriately account for the mechanical behaviours of the object. The "mechanical model" can reflect several aspects: the mathematical expression, the principal mechanical characteristics following a specific criterion, etc. Hence, some groups of mechanical models can be found. They can be used either independently or in the combinative form according to the purposes and the scope of the research.

Classification based on the deformation capability of rock

This category is based on the deformation capability of rock in its natural state and/or under the load applications. There are two bulk behaviours that can be used for characterizing a rock mass:

-The rocks are considered as rigid (or incompressible) when there is no deformation of the rock under the application of external loads. They always have their rotational and/or translational displacement but their configurations (surface, volume) do not change during or after the loading period.

-The rocks are deformable (or compressible) under the application of external loads.

Their responses are characterized by the displacement and the alteration of the configuration.

Classification based on the restitution capability of rock

This category is based on the restitution of the rock mass under the application of the loading conditions. Hence, one can find the link between this category and the deformable behaviour that is mentioned above. In general, a rock can show one of four main models of the mechanical behaviour as follows [START_REF] Reeves | Course GEOE 118[END_REF]:

-When the temperatures and the applied pressures are low with the rapid strain-rates, most rocks show the elastic behaviour. The stress-strain relation is linear. The slope of the stress -strain curve is the elastic modulus E of the rock;

-When the temperatures and the applied pressures are more elevated, the rocks show the plastic behaviour. The deformations are large while the stresses exceed the yield point of the rocks. The strain is not recoverable and the deformation is permanent;

-When the rocks behave as flowing fluids, the rate of deformation or strain is controlled by the applied pressures, the rocks show the viscous behaviour;

-The elasto-plastic behaviour of rocks is considered as the combination of the elastic and plastic behaviours. This model of material behaviour is widely the most applied to characterize rocks. 

Classification based on the characteristics of the stress-strain relation curve

Based on the correlation between the elastic and non-elastic strain of the rock and the tendency of the stress-strain curve during the loading, the mechanical behaviours of rock can be categorised into two classes [START_REF] Wawersik | A study of bittle rock fracture in laboratory compression experiments[END_REF]:

-Class I: when the increasing rate of the non-elastic strain is faster than the decreasing rate of the elastic strain. The gradient of the stress-strain curves are positive in the post-failure region.

-Class II: in the opposite case of the type I. The gradient of the stress-strain curves are negative in the post-failure region.

C. He et al. [START_REF] He | A Study on the Class II Behaviour of Rock[END_REF], through the unloading-reloading uniaxial compression tests conducted in the post-failure region, concluded that the biggest difference between the two classes is the increasing rate of non-elastic strain. However, the elastic strain decreases in the post-failure region while the load-bearing capacity reduces in both two types of behaviour. In general, the non-elastic strain increases with the confining pressure while in the uniaxial compression tests, at the confining pressure, the non-elastic strain increases rapidly while the elastic strain decreases in the post-failure region. The rock behaviour thus changes from class II to class I at higher confining pressure.

Contact laws between the discontinuities and the rock blocks

Considering the presence of the rock structure in the rock mass, the generation of the rock model as an assemblage of rock blocks has been admitted. The contact between the neighbouring blocks is specified by the contact laws that are influenced by many aspects: the presence of water (dry or wet); the morphology of the wall (rough or smooth); the presence of the filling (friction and/or adhesion); the restitution of the contact; the contact nature (smooth or shock, elastic or non-elastic, with or without interpenetration); etc. The consideration should be paid to the observation of the real rock mass, the results of the in situ investigations, the research of the case histories on similar rock masses and projects.

The pre-intentions of the research, the adaptation with the modelling tools, the correlation and combination with the geometrical models, etc. are also taken into account. Some mechanical theories can be also used to characterize the contact interaction between the neighbouring blocks [START_REF] Dubois | LMGC90 User's guide[END_REF]: Newton restitution law, Coulomb's friction law, derived Signorini Coulomb law, Mohr Coulomb law, Lennard Jones law, Hertz law, Moneri Acary Cangemy, etc.

With the intention of using the LMGC90 code for the simulation and analysis in our methodology, we suggested to apply the available contact laws proposed in the library of the code or to construct a new adapted law based on the exist laws for the declaration of the interaction laws in the model. There were the capacity of the coupling of some basic theoretical phenomena and the addition of the reinforcement structures in the rock mass by some special contact laws.

Measurements of in situ stresses of the rock mass

Once the mechanical model of the rock and the interaction laws between its constitutive blocks had been selected, the laboratory and the in situ measurements were required on the demanded parameters which characterised the rock mass. For instance, for the simplest definition of a rigid rock mass the density is necessary while at least the density, the modulus of Young and the Poisson ratio are needed for a deformable medium. Normally, the geotechnical characteristics of the rock material and the parameters of the rock structure can be measured by the laboratory tests on the rock cores drilled in the rock mass.

However, the behaviour of the rock mass has been proven to be more complicated than the combination of the behaviours of the rock material and the rock structures. Furthermore, some geological aspects cannot be simply determined or estimated by laboratory tests due to the limitations of the specimen extraction, the capacity of the test machines and notably the separation from the natural location of the rock mass. Hence, the in situ measurement on rock masses is always considered as a key operation in almost all projects related to the rock media.

In general, one can classify the in situ measurement methods into three groups [START_REF] Louchnikov | A numerical investigation into the stress memory effect in rocks[END_REF]:

Indicative methods

These methods are realised with the borehole drilling. In fact they are only stress estimation methods while one is not capable to directly measure the stress/strain inside the rock mass, at a large scale.

-The core disking [START_REF] Amadei | Rock stress and its measurement[END_REF]: the cut of the horizontal drilling core into curve disks for the measurement of the horizontal stresses. It is normally realised during the overcoring procedure. The core disks are aligned with the direction of the maximal horizontal in situ stress. Several hypothesises on the mechanism of this measurement have been published, one of which is "the combination of the micro-crack formation parallel to the horizontal stress and unloading of the core in the vertical direction".

-The borehole breakouts [START_REF] Amadei | Rock stress and its measurement[END_REF]: the imaging record of the borehole by dipmeters or borehole televiewers to observe the breakout direction that is assumed to be coincident with the minimal horizontal in situ stresses. Hence, the orientation of the critical horizontal principal stresses and their orientation variation with the depth of the borehole can be estimated, but not the magnitude of the in situ stresses.

Field-based methods

The in situ stresses are measured by the disturbance of the in situ rock conditions with the induction of strains or with the opening of pre-existing fractures [START_REF] Louchnikov | A numerical investigation into the stress memory effect in rocks[END_REF]. They are direct measurement methods for the stresses in the rock mass. They are based on the assumption that the rock mass is linearly elastic, homogeneous and isotropic in the zone influencing the measurement. There are some typical methods:

- -Flat jack method: the cutting slots are created on the rock faces of underground opening that produce the deformations on the rock mass. The deformations are recorded and then the equilibrium of the rock mass is restored by inserting a flat jack in the slots. It is pressurized until all deformations vanish [START_REF] Amadei | Rock stress and its measurement[END_REF]. The method can be used only in the walls of the underground opening after the opening has been made, and it measures the induced stresses from which the in situ stresses are calculated [START_REF] Ghosh | Rock Stress Measurements for Underground Excavations[END_REF].

-Hydraulic methods: A fluid pressure (normally water) in a test section is applied in a borehole isolated by packers until the rock fails in tension [START_REF] Louchnikov | A numerical investigation into the stress memory effect in rocks[END_REF]. It can be carried out in vertical holes drilled from the surface or underground in holes drilled from tunnels (vertical, inclined or horizontal). The borehole direction is assumed to be coincident with the direction of a principal stress and the vertical stress is assumed equal to the overburden stress [START_REF] Ghosh | Rock Stress Measurements for Underground Excavations[END_REF].

Core based methods

They are laboratory tests realised on the drill cores when they are removed from the boreholes. In fact they are indirect stress measurement technics. There are two main methods:

-Strain recovery methods [START_REF] Amadei | Rock stress and its measurement[END_REF]: based on the monitoring of the rock responses of the drill cores, the in situ stresses are inferred from the observed strains on the rock cores. In the inelastic strain recovery method, the direction of the principal recovery strain is assumed to be coincident with the direction of the principal stresses. The mechanical model of the rock is assumed to be viscoelastic in the unloading period.

In the different strain curve analysis method, a hydrostatic pressure is applied on the cubic specimen created from the boring core. The responses of the specimen are measured and the principal in situ stresses are determined based on some assumptions.

-Kaiser effect methods: The mechanism of the methods is based on the stress memory effect of rock (or called Kaiser effect) [START_REF] Louchnikov | A numerical investigation into the stress memory effect in rocks[END_REF]. The in situ stresses are estimated through the determination of the magnitude of the preceding normal stresses applied on the rock cores in various directions [START_REF] Brady | Rock mechanics for underground mining[END_REF]. There are two main solutions: the acoustic emissions and the deformation rate analysis.

Conclusion

The mechanical modeling of the rock was built by the selection of the mechanical model of the rock mass and the interaction laws of the rock structure. The required geotechnical parameters for the modeling are obtained from the data collection from the case histories and the related technical documents of the targeted rock mass; from the laboratory tests and from the in situ measurements. The last option has been always recommended for the research of rock media and is necessary for the design of the rock structures. It is realized directly on the targeted rock mass and supplies the specimens for many laboratory tests.

In our methodology, once the mechanical model of the rock mass was obtained in this step, it was used to describe and fulfil the geometrical model that had been created in the previous step to generate a full model of the rock mass. This model was ready for the simulation and analysis on LMGC90 to obtain the mechanical responses of the numerical rock mass. The success of the following task was strongly influenced by the appropriation of the two aspects of the model: the geometry in 3D and the mechanical behaviours. The proposed methodology was expected to be comprehensive and steadfast when the realisation is based on three main operations:

-Generation of the geometrical model in 3D;

-Definition of the mechanical model;

-Simulation and analysis of the discrete solution.

They were executed, with a strict correlation between them, while any assignment affect to not only its own operation, but also the following operations. In turn, the decision about any action was continued by the other actions. The final aim was suitable models of the rock masses that well represent the two phases of the medium and their mutual influences. The next part of this chapter is devoted to the presentation of the third operation of the methodology.

Discrete simulation and analysis in 3D on LMGC90

The previous steps have provided us the 3D geometrical models and the mechanical model of the rock mass with the consideration of the rock structure. The geometrical models which had been generated and preliminarily selected on REBOLOK were exported to LMGC90 under the form of data files *.dat to be immersed as pre-created models in the Pre-processor part of LMGC90. In this step, the use of LMGC90, a DEM-based code built on the NSCD method, for the discrete simulations and analysis of the rock masses is presented. The code imported the geometrical models from RESOBLOK to rebuild the objects, and then the mechanical data of the rock mass are given to set up the simulation for the analysis. Our research has been carried out using the Python interface of the development version of LMGC90, using the Fortran compilationthe open and not-forprofit LMGC90 platform.

LMGC90 -a robust DEM-based solution for discrete media

Developed at the LMGC laboratory and belonging to CNRS (National Centre for Scientific Research, France) and the University of Montpellier 2 (France), the LMGC90 code ("Logiciel de Mécanique Gérant le Contact" in French) is dedicated to the modelling of various kinds of interacting objects (in 2D or 3D) with complex mechanical behaviours.

Written in Fortran, C/C++ and Python languages, LMGC90 is based on the NSCD method proposed by J.J. Moreau and M. Jean [START_REF] Jean | The non-smooth contact dynamics method[END_REF]. The method which has been introduced in the section 1.2.4 of the first chapter has been applied to the mechanical analysis of masonry structures and rock mass stability [START_REF] Radjai | Discrete Numerical Modelling of Granular Materials[END_REF]. The principal of the discrete analysis of LMGC90 was interpreted by F. Dubois et al. ([162], [START_REF] Dubois | LMGC90 software: Toolbox for the simulation of multicontact systems[END_REF], [START_REF] Dubois | CSMA 2011. 10e Colloque National en Calcul des Structures[END_REF]) as the combination of:

-the Non-Smooth Dynamics framework;

-the implicit time integration; -the implicit contact solver.

But it is also able to implement other complicated tasks such as the molecular dynamics, the explicit time integration and quasi-static evolution, etc. The fundamentals of the LMGC90 code can be expressed by the correlation between the components of the analysis procedure [START_REF] Dubois | CSMA 2011. 10e Colloque National en Calcul des Structures[END_REF]: A basic model on LMGC90 is characterised by ( [START_REF] Dubois | Overview of LMGC90. Formation of LMGC90[END_REF], [START_REF] Dubois | LMGC90 software: Toolbox for the simulation of multicontact systems[END_REF], [START_REF] Dubois | CSMA 2011. 10e Colloque National en Calcul des Structures[END_REF]):

-The shape: The objects of the model are 2D or 3D in the convex forms of various types that can be selected from the dictionary of the code. Each prototype is defined by its specific contact detection.

-The bulk behaviour: The objects are rigid or deformable. If they are deformable, they can be elastically linear or non-linear: hyper-elastic, viscous, plastic, etc. There are some other options: meshless, lattice, etc.

-The interaction laws: The basic frictional contact laws used in LMGC90 are, Signorini unilateral conditions involving the gap and the normal relative velocity, and Coulomb law. Besides, there is a choice of available laws in the dictionary of the code. The choice of a law is depended on the bulk behaviour of the contact couple (rigid-rigid, rigid-deformable, and deformable-deformable). These laws are expressed by the application of the Convex Analysis theory proposed by J.J.

Moreau [START_REF] Moreau | Some numerical methods in multi-bodies dynamics: application to granular materials[END_REF].

-Multi-coupling and multi-physics nature: The complex behaviours of the objects can be described by the combination of the thermal, fluid dynamic, hydraulic effects for normal or mixed objects.

Each object is hence defined by five necessary features: the material parameters, the physical model and the behaviour law, the interaction law, the visibility table of the contact and the avatar (physical object) [START_REF] Martin | LMGC90v2 Pré : le préprocesseur de LMGC90[END_REF].

Bulk behaviour

Contactor Contact interaction Solver of contact Figure 2.5.2: Description of a physic object on LMGC90 (sourced from [START_REF] Martin | LMGC90v2 Pré : le préprocesseur de LMGC90[END_REF])

The bulk behaviour of the object is assigned either by its inertia centre and its volume mass or by the mesh that is attached to the object. The fact that the objects in the analysis model need to be meshed in LMGC90 is the exploitation of LMGC90, a DEM-based solution on an advantage of the FEM. The surface or volume mesh created by this integrated option helps to compute the inertial mass of the objects. The meshing is required for the deformable objects and optional for the rigid ones. LMGC90 proposed several solutions for meshing an object:

-directly in LMGC90; -via the integration of the GMSH code.

The configuration diversity of the contactors is one of the most remarkable advantages of LMGC90 over other DEM-based codes. This option helps the user to freely describe the object as its real appearance. For the rock masses, we proposed the polyhedron to be the representation of the constitutive rock blocks of the medium. It helps to well generate the vertices and the non-regular configuration of the rock blocks. One of the code strong points is its capacity to deal with thousands of objects, not necessarily convex, in dynamical detections.

The contact detection between two neighbouring objects (which are called the candidate and the antagonist) is described by: -Contact locus; -Local frame; -Gap between two objects; -Contact force and other options, if any.

The contact detection is a process consisting in three operations [START_REF] Dubois | Discrete Element Methods for the simulation of divided media[END_REF]:

-Neighbourhood construction: the determination of a space for the contact detection.

It is based on the sort of closed bodies using the surrounding box or the tessellation method; -Rough detection: the research of the neighbouring objects in the space determined from the neighbourhood construction; -Accurate detection: the research of the contact points on the objects in the list of the neighbouring objects from the rough detection.

Different iterative solvers of contact are available in the LMGC90 [START_REF] Dubois | Overview of LMGC90. Formation of LMGC90[END_REF]:

-Non-linear Gauss-Seidel (NLGS): use of all shapes of objects (2D or 3D) and supports all types of interaction law; -Conjugate Projected Gradient Algorithm (GPCP): use of all shapes of objects (2D or 3D) but only supports some types of interaction law; -Bi-potential: very close to the NLGS solve; -Interface with the external solvers from other analysis codes.

Once the simulation has been set up correctly, the analysis and post-processing of the results can take place. According to the demand, the related commands which can be chosen from the library of commands and post-processing demands are written and organised on three downstream command files of which the 1 st and the 2 nd are necessary while the 3 rd is optional:

-The first one generates the model configuration, meshes it if need, defines the limit and loading conditions, contact conditions, etc. The limit conditions of the model are declared by the definition of imposed values of the DOFs and the loading conditions are defined by two options: initial velocity and initial force. They can be assigned as a constant value, described by a function of time or by an evolutional data file. This command file works on the data from the Pre-Processor.

-The second file executes the simulation and analysis, and records the demanded results. In this file, the parameters of the iterative solver and of the analysis are declared and the analysis targets are defined with the relevant commands. This command file works on the results of the 1 st file.

-The third file performs some specific analysis at certain time intervals with a new, user defined, time scale (different from the one of the 2 nd file) or allows to continue the tasks of the 2 nd file for a new working period, without the need to rerun the 2 nd file. It works on the output of the 2 nd file.

Here, another feature of the FEM exploited on LMGC90 is the characterization of the 3D objects (i.e. element nodes, blocks) by the setting of its DOFs: a thermal object has 1 DOF, a deformable object has 3 DOFs, a porous object has 4 DOFs and a rigid object has 6 DOFs.

It should be noted that the time consumption of the analysis, the robustness of the calculation tool with its available memory is dependent with the complexity of the analysis, the object quantity of the model, the parameters of the iterative solver of contact and other calculation parameters. Once the simulation and analysis are realised, the mechanical responses of the objects in the model are recorded into two categories:

-Algebra data in multi column text files *.dat for data processing can be dealt with any spread sheets; -Graphical visualization files *.vtk for 3D displays by the PARAVIEW code. In our methodology, the LMGC90 model setting up began with the processing of the *.dat exported files from the RESOBLOK code into the Pre-Processor after the meshing by GMSH. The skin of each block that constitutes the medium was automatically meshed by this integrated script to obtain a meshed rigid polyhedron [START_REF] Geuzaine | Gmsh: a three-dimensional finite element mesh generator with built-in pre-and post-processing facilities[END_REF]. In the scoop of this research, the rock blocks were rigid and the rock mass was fractured in 3D space, without the presence of hydraulic, thermic or multi-physics coupling conditions. The most fundamental contact type to be applied was the dry friction contact following the law of Coulomb. The contact detection was PRPRx and was solved by the NLSG solver. The following results of the simulation and analysis were initially obtained:

-Displacement and velocity of the objects and their evolution; -Forces (external force, contact force, inertia force) of the objects and their evolution; -Redistribution of the contact forces and the contact stresses between the objects; -The failure of the model due to the sliding threshold of the friction contact; -Variation of contact conditions during the simulation.

The connection between RESOBLOK and LMGC90

The fractured rock model that had been created by RESOBLOK was exported to LMGC90 as the data file *.dat. The rock mass was an assembly of many rock blocks that were generated by the intersections of the discontinuities network inside the rock mass. Each block was formed as a polyhedron of n vertices. In the data file *.dat, the coordinates of vertices and the formation of edges as the vertex combinations, the formation of faces as the edge combinations, and the formation of blocks as the face combinations were listed respectively. The connection of RESOBLOK and LMGC90 was executed by the script GMSH that has been integrated in LMGC90. Some parameters needed to be declared before the connection:

-Objects to be taken into account: only physical objects or all objects.

-The size of mesh elements: L min  L c  L max ; -The 3D meshed algorithm: 1=Delaunay, 4=Frontal, 5=Frontal_Delaunay, 6=Frontal_Hex, 7=MMG3D; -The mesh optimization to improve the quality of the tetrahedral elements: 0=deactivate and 1=activate.

First, the vertices, edges and faces that had been created by RESOBLOK were detected. By the calculation of the barycentre of all faces and their normal vectors, the orientation of faces is checked. If one face is oriented badly, it is turned to the right position.

Next, an empty mesh object was created. The vertices were added to the mesh as "NO3xx" nodes and the faces were added to the mesh as "T3xxx" elements. A 3D rigid avatar for a surface meshed object in 3D was built by computing its mass and inertia. The elements of the mesh were triangles. If the inertia of an object is positive, it is added as a rigid block of the model. A 3D rigid block was defined by some features:

-The material of block: type "RIGID" with density (kg/m 3 ); -The rigid model of object: type "MECAx", element "Rxx3D", dimension = 3. 

Simulation setting

Once the model has been reconstructed on LMGC90 with all the required features, the simulation was started with the declaration of the simulation conditions:

-Boundary conditions;

-Loading conditions;

-Numerical computational parameters.

They are briefly introduced here while the specific conditions for the two application cases of the methodology are presented in the following parts of this section.

Boundary conditions of the model

The boundary setting of the model is the declaration of the imposed DOF of the constitutive blocks, especially those on the boundaries of the model. Since the bulk behaviour of object was rigid in the scope of this research, the 6 DOFs (3 translational and 3 rotational) of an object were assigned. However, due to the splitting of the initial rock mass into discrete blocks by the intersection of the discontinuities families, there were a large number of blocks on the boundaries that takes time to determine them. We proposed to use an intermediate rigid object placed on the boundary of the model and contacted with all the blocks on that boundary. The contact configuration between this object and the blocks of the model was the same with the contact configuration of the model. The DOFs of those intermediate objects (also called the boundary rigid plates, rigid plates or plates) were then defined according to the purposes of the simulation.

Loading conditions of the model

The gravity was defined as a three-component (G x , G y , G z ) and was applied to all the blocks of the model. The nature of this acceleration can be:

-Constant: defined by a real number with the sign of the application direction;

-Time-dependent: defined by a mathematical function of the simulation time;

The consideration of the real location of the rock mass is realised by:

-Application of an equivalent force representing the ground layers above the rock mass;

-Assignment of the initial value of the gravity force.

The external forces of the model were not recommended to be directly applied on the boundaries of the model. Since the surfaces of the bounding blocks were greatly different, the actual values of the external forces to be applied on those surfaces were diversified. The preparation of the details of the actual forces and their applied positions was complicated and error-risked. Hence, the external forces of the model were directly imposed on the boundary rigid plates attached on the boundaries of the model. The forces were declared to be constant or time-dependent by a mathematical function of time or by a data file of the evolution during the simulation time. Through the contact between those plates and their contacting blocks, the forces were transferred to the contact blocks of each plate and then to the other blocks in the medium. The mechanism of the transference of the applied forces was the redistribution of an external force of a block to its neighbours. This distribution of the external forces on the rock mass was strongly influenced by the contact map of the model. It is considered, at this moment, as a limitation of the numerical simulation of our proposed methodology. This limitation is further discussed in the next section.

Numerical simulation and calculation parameters

The contact detection of the model is characterized by the value of the frequency of the rough detection "n" for the research of the neighbouring objects in the neighbourhood contact space around an object. The research is executed every "n" time steps while the accurate detection is automatically operated in each time step.

Once the Non-Linear Gauss-Seidel solver has been used for solving the contact detection in the model, the following numerical parameters are needed to be assigned:

-The parameter  of the Crank-Nicholson method: This method is used to evaluate the integral of the forces applied on the objects and the integral of its velocity in an interval of time, the value of the parameter  is suggested to be 0.5 for the conservation of the integrals over the time step for smooth evolution problem.

Besides, if 0.5    1, the computation of the integral is implicit and stable unconditionally. If  = 0, the scheme is explicit. -The convergence norm: The convergence of the NLGS solver is considered to be achieved and the iteration is stopped when the following condition is satisfied:

‖ ‖ ‖ ‖
With:

x k+1 : Computed value from the current iteration

x k : Computed value from the previous iteration tol: Tolerance of the iteration

The value of the tolerance is suggested to be small enough to ensure the acceptable accuracy of the analysis. A tolerance of 10 -6 was generally used.

The parameters of the NSGS solver in the command file of the LMGC90 are:

-The maximal number of calculations in an iterative loop: gs_it1 is suggested to be not smaller than the number of the blocks inside the model;

-The convergence norm of the iteration: gs_it2 belongs to the interval of [START_REF] Afrouz | Practical handbook of rock mass classification systems and modes of ground failure[END_REF][START_REF] Mroueh | A simplified 3D model for tunnel construction using tunnel boring machines[END_REF].

The analysis is normally suggested to be executed with the minimized time step length in the maximised quantity of time step. However, the time consumption will rise up quickly as well as the virtual memory requirement for the process. The Gauss-Seidel iteration has been widely applied because of its fast convergence capacity and the auto-update of the solutions right when it is computed but not until the whole iteration is executed. The quality of the computation lies on:

-The respect of interaction laws; -The number of iteration performed;

-The free evolution of bodies;

-The time step.

However, in the scope of this research, no study of the influence of those parameters on the analysis results was done due to the time limitation. This is a research topic that we do hope to realise in the near future.

Limitation of the RESOBLOK -LMGC90 coupling

The connection between RESOBLOK and LMGC90 was achieved thanks to the contribution of the CALAMI team of CNRS at LMGC laboratory (University of Montpellier 2, France). The results from the initial applications showed the good potential interaction between the two codes. However, there were some limitations that need to be dealt with in the future for a more convenient connection.

The biggest obstacle of the connection, up to now, stayed in the transformation of the generated geometrical model from the RESOBLOK to the LMGC90 code. It was caused by the different conventions of the model construction used in the two codes. Firstly, the sign convention of the generation order of object (i.e. vertices, edges, faces and blocks) was not mentioned [START_REF] Heliot | Generating a blocky rock mass[END_REF]. Meanwhile, for the detection of a face of an object, the order and the direction of the declaration of the relevant edges and vertices must follow the right-handed rule on LMGC90 code so that the normal vector of the face was always pointing to the exterior. Hence, the faces created on RESOBLOK which were considered to be "nonconformed" by LMGC90 cannot be detected between the neighbouring contacts. Even when LMGC90 supplied a command for the auto-correction of those "non-conformed" faces, the contact detection was still difficult and time consuming, and some rare cases can be rejected by the detection algorithm of the LMGC90 code. Secondly, in the models generated on RESOBLOK, the vertices which were attached to the common edge of a block had not always the matching vertices on the common edge of the adjacent block with the first block. In another words, the composition of vertices on the common edge of the first block was not the same with the composition of vertices on the common edge of the second block. Contrarily, the matching of all adjacent objects (vertices, edges or blocks) was strictly required on LMGC90. Neither the surface nor the volume meshing was thus possible to be achieved on the relevant faces or blocks where the matching errors were found. The bulk behaviours of those objects cannot be determined. The simulation was thus not performed. This was considered to be the most important handicap of the current connection between the RESOBLOK and the LMGC90 codes. was the load distribution in the model. Given that any cross-section of the model can be constituted of many faces of the relevant blocks, a force which was applied directly to the cross-section contacted only with the rock block that was situated at the point of contact. As aforementioned, the forces that needed to be applied to the whole rock face were applied on the force-transferring-objects (the rigid plats). The applied forces were imposed on the centre of inertia of those special objects and transferred to all rock blocks that contacted with them. Depending on the contact surfaces of the bounding blocks with the forcetransferring-objects, the initial force was actually replaced by various forces that were linked to the contact surfaces. The initial force was distributed as the combination of "n" forces on "n" contact surfaces of n blocks under the special object. Those bounding blocks continued to transfer their forces to their neighbouring blocks and the "n" forces were distributed as "m" forces. With the same mechanism, the initial force that applied on the The values were in N.

The diversity of the colour and of the size of those vectors is the representation of the nonregular nature of the force distribution in the model. The amelioration of the force distribution network on the rock models is one of the coming tasks of our future research.

Simulation of a conformed triaxial compression test in rock engineering

With this simulation, we hoped to achieve:

-An equivalent ideal rock (with its recorded numerical mechanical behaviour) that can be replaced the real fractured marble of Saint Béat;

-The verification of the simulation system and the loading charge system by the use of the rigid plats for transferring the applied load on the boundary of the model to all rock blocks of the model;

-The numerical modelling capacity of the proposed methodology for the typical tests in rock mechanics. This test was simulated on LMGC90 on the conformed cylindrical specimen that had been created on RESOBLOK. After the DEM-based analysis, the mechanical responses of the numerical specimen were recorded and treated for understanding the behaviours of the created numerical rock.

Fundamental notion

A

Simulation setting

After the model generated on RESOBLOK has been reconstructed on LMGC90, the boundary conditions of the model were defined:

-All the blocks of the model were set to be free in all 6 DOFs;

- The loading scheme of the simulation was constructed following the loading path presented in the previous part. The pressures were converted as the external forces by:

F ext j =  i . A j
With:

F ext j : External force applied on the j th rigid plate (N)

 i : Pressure (N/m 2 )
A j : Area of the j th rigid plate (m 2 )

The increase rates of all external forces were the same. They were characterized by:

-Lateral force on the small rigid plates F lateral : They were assigned to the model as the time-dependent forces described by the relevant evolution files. The NLGS was chosen to solve the contact detection of the model. The numerical parameters of the solve were selected following the suggestion presented in the section 2.5.3.3. The different cases of the boundary conditions led to the equivalent models.

o When t = [0,
After the simulation was executed during t 2 (s), the obtained results of the mechanical responses of those models were compared for the final decision. The responses of the models during the loading time were recorded and the post-processing treatments on the obtained data were realised. Beside the stress-strain relation, some other behaviours of the model and the numerical rock were interesting:

-Evolution of the deformation; -Variation of the contact;

-Formation of the sliding planes and their tendency of development;

-Failure: type and time of appearance.

Simulation of a multi-phase-excavation in rock masses

With this simulation, we hoped to achieve:

-The modelling of the massif of the fractured marble of Saint Béat;

-The simulation of a supposed tunnel in the numerical massif and a complex tunnelling procedure that included different periods: before, during and after the excavation of the tunnel;

-The stability analyses of the tunnel and the massif during the tunnelling procedure;

-The numerical modelling capacity of the proposed methodology for the rock tunnel engineering.

Simulation of the excavation progress

The simulation of the multi-phase-excavation of a tunnel was created by the disappearance of the relevant blocks inside the zone of the tunnel according to a supposed excavation schedule. During the simulation progress, the disappearing length of the rock core inside the tunnel was developed to represent the actual construction phases. Assuming that the future tunnel will be excavated in K phases with the length of the i th segment is L i (m). K, i were positive real numbers, i varied from 1 to K.

The total length of the tunnel L(m) was given by: ∑

In the previous steps (see the section 2.3.4), three approaches for the geometrical modelling generation of the tunnel excavation process had been proposed. The three corresponding algorithms for the excavation are provided here: a) Excavation algorithm 1

This algorithm was applied on the geometrical modes that had been generated by RESOBLOK with the modelling approach 1 presented in the sub-section 2.3.4.1. The geometrical model was a fractured rock mass "without hole". After immersing it into the Pre-Processor of LMGC90 and meshing all surfaces of the blocks in the model, the declaration procedure for a rigid 3D in LMGC90 was carried out. Assuming that the tunnel was located at the middle of the rock model in the cross-section zone that defined on the Cartesian coordinates by:

x min  ≤ x ≤ x max z min  ≤ z ≤ z max
With the longitudinal axe of the future tunnel is Y, the K phases of excavation were mathematically represented by the y coordinate during the time of excavation:

-At the 1 st phase (1 st excavation segment): 0 ≤ y ≤ L 1 ;

-At the i th phase (i th excavation segment):

L i-1  ≤ y ≤ L i ;
-At the last phase (K th excavation segment): L K-1 ≤ y ≤ L;

When the inertia centre of a rock block was situated in the zone that was defined at a phase of time, it was excavated. 

X Y Z 1 st excavation segment x min  ≤ x ≤ x max 0 ≤ y ≤ L 1 z min  ≤ z ≤ z max i th excavation segment x min  ≤ x ≤ x max L i-1  ≤ y ≤ L i z min  ≤ z ≤ z max Last excavation segment x min  ≤ x ≤ x max L K-1 ≤ y ≤ L z min  ≤ z ≤ z max
By executing the command "RBDY3_GetBodyVevctor" for the calculation of the inertia centre of all rigid rock polyhedra in the model, the list of wanted rock blocks was obtained.

They were then "disappeared" by the command "RBDY3_SetInvisible" at the i th time phase corresponding to their position in the i th excavation segment. The excavation procedure started at the 1 st segment, developed along the longitudinal axis of the tunnel and finished at the K th segment.

b) Excavation algorithm 2

This 2 nd algorithm was applied on the geometrical models that had been generated by RESOBLOK with the modelling approach 2 presented in the sub-section 2.3.4.2. From the data files *.dat of RESOBLOK, they were immersed in LMGC90, meshed all the surfaces of the constitutive blocks and numbered as follows:

- The K-phase-excavation was carried out following the procedure given by:

-1 st phase: n 1 objects RBDY3 of the model 1 were excavated; -i st phase: n i objects RBDY3 of the model i were excavated; -Last phase: n k objects RBDY3 of the model K were excavated.

The excavation was done by the command ""RBDY3_SetInvisible".

c) Excavation algorithm 3

This 3 rd algorithm was applied on the geometrical models that had been generated by RESOBLOK with the modelling approach 3 presented in the sub-section 2. The DOFs of those rigid plates were assigned as follows:

-The plates that were situated on the bottom boundary of the model: 6 DOFs were totally fixed for the stability of the model;

-The plates that were situated on the other boundaries of the model: due to the conditions of the vicinity of the rock mass in its real location and due to the intention of the analysis, some cases were to be considered: all-DOF liberation, rotational-DOF fixation, translational-DOF fixation or all-DOF fixation.

Different cases of the boundary conditions were then applied and the obtained results of the mechanical responses of the equivalent models and their tunnels were compared. The details of the boundary condition of the first real tunnel application of the methodology are found on the third chapter.

The ITA [START_REF]Guidelines for the Design of Shield Tunnel Lining[END_REF] suggested five successive cases of the geological loads on a tunnel and its vicinity:

-Initial state of stress; -Initial stress relief;

-Excavation support by shield;

-Excavation support by grout segments;

-Long term deformation.

The loading conditions of the model were assigned by two approaches: a) Theoretical approach

The loading conditions were set up following the theories of loads on the tunnel that can be found in most manuals related to the tunnel engineering. The ITA [START_REF]ITA Working group on General approaches to the Design of tunnels. Guidelines for the Design of Tunnels[END_REF] proposed several plane-strain loading schemes for tunnels at different depths and ground stiffnesses:

-1 st case for shallow tunnels and tunnels in soft ground: the overburden layers on top of the tunnel are computed as the principal load of the tunnel without the allowance of the tension bedding at the crown of the tunnel. The stress released due to predeformations of the medium was neglected.

-2 nd case for moderately stiff medium: the ground stiffness is employed by assuming a continuum model and a complete bond between the lining and the medium.

-3 rd case for medium-hard rock or highly cohesive soil: some stress release is assumed to be caused by deformations that occur before the lining. The ground may be strong enough to allow a certain unsupported section at the tunnel face. Also, for high overburden tunnels, a reduction of the acting crown pressure (h < H) is taken into account. The 1 st case is not suitable for the mountain tunnels when the locations of the tunnels ae normally deep. The 2 nd case leads to the use of an equivalent medium of the rock mass where the total rock column on top of the tunnel is taken as the vertical pressure of the model. This case is suitable for the tunnel at medium depths. The 3 rd case can be applied for almost all tunnels in rock masses, the calculation of the reduced rock columns on top of the tunnels has been proposed by the many tunnel theories (the theory of Protodyakonov, for instance).

Among the loads that applied on the tunnel, the earth pressures are considered to be the most important permanent load. Based on the solutions for considering the real location of the tunnel in the rock medium, the tunnel theories of earth pressures can be classified into two groups [START_REF] Nielsen | Loads on tunnel. Course CE 439 -Railway and metro tunnels[END_REF]:

- Based on the direction of the earth pressures, they are classified as:

-Vertical pressures: the pressures that are caused by the rock strata above the tunnel.

They are calculated as the weight of the vertical column on top of the tunnel (the classical theory), the vertical column on top of the tunnel and the two adjacent triangular polyhedra (the theory of Terzaghi), the parabolic polyhedron above the tunnel and the inverse truncated cone around the tunnel (the theory of Bierbäumer, Protodyakonov), -Lateral pressures: are caused by the sliding of the vertical rock polyhedra above the tunnel and are normally defined as the multiplication of the vertical pressure by the coefficient of lateral earth pressure [START_REF]Guidelines for the Design of Shield Tunnel Lining[END_REF].

The determination of the load combination is an important task for the design of any tunnel.

The application of the load combination is normally considered as the superposition of the component loads. Each load is applied on the model with the specific characterization of its nature (constant or time-dependent), value, direction, position. Those operations can be fully executed on LMGC90 with the principal aforementioned in the section 2.5.3.2.

However, the tectonic application on the rock masses is the most difficult load to be quantitatively determined as a specific load. The earth pressures are fairly underestimated when being converted to the plain state as the combination of the vertical and lateral pressure. Moreover, the combination of different loads on the rock mass is not easy to define the "real" loading conditions. Except the loads included by the support structures or the influences of man-made operations (during the investigation, the construction phase and the service life of the tunnel), the total combination of the geological loads of the rock mass can be represented by the in situ stresses of the rock mass that are measured during the important "milestones" of the tunnel construction and/or collected from the empirical approach.

b) Empirical approach

It is noted that the two empirical approaches, one for the tunnel support design that have been introduced in the section 1.4.2.1 of the 1 st chapter, another for the tunnel loading conditions which is presented here were not the same. While the first involves the complex procedure that lies with the whole project of a tunnel construction, the second only relates to only the determination of the loading condition on the tunnel and its vicinity. The principal of this empirical approach was quite close to the observation approach of the tunnel structure design in the section 1.4.2.3 of the 1 st chapter.

In brief, the empirical approach for the determination of the loading combination for the tunnel modelling was the proposition of the use of the collected data of the natural state of rock mass. This approach was equivalent with the 4 th case of the plane-strain loading schemas for tunnels in different depths and ground stiffnesses proposed by ITA [START_REF]ITA Working group on General approaches to the Design of tunnels. Guidelines for the Design of Tunnels[END_REF] and presented in the Figure 2.5.12. The sources of those data were from the case histories of the equivalent media and tunnels, the laboratory and in situ measurements on the target rock mass. Followed them, the stresses acting on the tunnel were determined by the study of case histories of the rock media and tunnels with the similar geological conditions and structural design, on the natural stresses from the in situ measurements on the target rock mass, on the monitoring of the real excavation progress of the tunnel and from the continuous update of the model. This approach was in fact closer to the fundamental of the NATM.

In the tunnel application of our methodology, we proposed the use of the natural stresses of the rock mass for the definition of the geological loading condition of the model. The input data were obtained from the in situ measurements at the site of the target tunnel. The relevant measurement technics has been presented in the section 2.5.3. An in situ stress was characterized by three normal components and three tangential components presented on the geo-reference or the global reference. The six components of the natural stress were applied respectively on the rigid plates attached on the equivalent boundaries of the model.

Hence, the 3D natural state of the earth pressures including the tectonic influences was well expressed and assigned to the model.

Commentaries on the proposed solutions of the excavation simulation

On the same scenario file of a virtual rock mass with a tunnel inside, three proposed excavation algorithms and their corresponding geometrical models were simulated and analysed on LMGC90 with the same excavation procedure. From the obtained results, it was found that:

-Because the excavation simulation of the 1 st approach based on the position of the inertia centre of blocks, the boundary of the numerical tunnel was not smooth, especially when the rock blocks in the excavation zone were big. The achieved cross-sections of the tunnel were often smaller than the targeted one. If the rock medium is slightly fractured, this approach is not recommended. However, the initial rock mass before the excavation was in the closest stress state compared with the measured stress state.

-Pre-generating all the excavation segments of the tunnel on the geometrical model of the rock mass, the 2 nd approach proven to best simulate the configuration of the future tunnel. The excavation shape was created as in the design: the tunnel front faces were always perpendicular to the longitudinal axis. However, the preexistence of the tunnel boundaries in the rock mass even at the initial time before the construction may affect the natural state of the rock mass and the re-distribution of the stress field inside the rock mass. Further studies on this effect might be undertaken in another research project.

-The periphery of the future tunnel using the 3 rd approach was also pre-determined on the geometrical model of the rock mass. The final state of the numerical tunnel was the same with the results of the 2 nd approach. In fact, the 3 rd approach is the combination of the 1 st and the 2 nd one. Therefore, the resulting geometry tunnel has smooth periphery but rough front faces. This scenario helped to reduce the time simulation with a reasonable geometrical configuration state of the excavation work. In this research, the combination of the RESOBLOK code for the geometrical modelling and the use of the LMGC90 code for the simulation and analysis of the rock masses was published for the first time. The initial results showed the auspicious ability of the combination as the backbone of the proposed comprehensive methodology in rock engineering. However, some limitations of the RESOBLOK-LMGC90 couple were also listed: the difficulties in the generation order and directional convention, the vertex matching on the common edges of blocks, the meshing problem of the model and the load distribution on the rock mass. We aim at further studies on those problems and heading for the amelioration of the connection between the two codes.

Two first application cases of the methodology were realised:

-Simulation of a conformed monotonous classical triaxial compression test;

-Simulation of the multi-phase-excavation progress in a rock mass.

In each case, the suggestions of the simulation and analysis setting were given after the successful generation of its geometrical model on RESOBLOK. In the first case, following the loading path and the exact requirement of the real conformed test, we aimed at finding an equivalent rock as the representative for the fractured marble of Saint Béat and also at reproducing the test in the numerical environment as the alternative beside the real ones. In the second case, three simulation algorithms of the tunnel multi-phase excavation progress were proposed paying attention to the continuous change of the tunnel shape and its vicinity during the excavation under the application of the natural stresses in a 3D state, the simulation was hoped to generate a realistic modelling of the targeted objects including their real characteristics. The mechanical responses of the numerical models were obtained and initial comments were expressed.

Those two applications were executed on the real data of the white marble of Saint Béat rock mass (Haute Garonne, France) with the idea of use in the preparation phase of the construction project for a new tunnel to underpass in this town. The realisation is introduced in the next chapter. In 2006, M. Renard et al. [START_REF] Renard | Rapport final d'étude des différents faciès (dit "faciès marteau") des marbres de Saint Béat[END_REF] realised a research on the marble of Saint Béat and found that the colour of rock depended on the presence of the pyrite and the graphite in the mass.

The very bright marble was poor in graphite but relatively rich in pyrite. The bright types were rich in graphite but very poor in pyrite. The medium coloured and black ones were rich in both pyrite and graphite.

F. Hadj-Hassen [START_REF] Hadj-Hassen | Evaluation des conditions de stabilité de la nouvelle méthode d'exploitation par sous niveau abattus du gisement de marbre de Saint Béat[END_REF] had summarized in his report that the marble of Saint Beat had medium sized grains and their discontinuities were relatively smooth, not really rough with a medium extension from 3 to 10m. The filling inside discontinuities, if any, was composed of clay or calcite with the thickness smaller than 5mm. There was water inside the exploiting quarry of the factory OMG under the form of seepage at the level of the most important discontinuities. The marble in the Mafonne deposit was found to be less fractured than in the Lavigne one. He also noticed that the diversity of the orientation of the discontinuities, as well as the presence of iron oxidant (represented as the colour of yellow or orange on rock faces) and the filling of clay in the discontinuities were three main causes of the instability of the exploitation site.

The conditions of the regional geotechnical stresses of the region were analysed in a geotechnical report on the exploitation site of the OMG factory by A McCracken et al.

[171]: The nature of the tight folding of the Pyrenean chain had provoked the regional stress inside the rock mass. The major fault between the younger mineral metamorphic (Jurassic -Cretaceous) and the Trias acted as a damping in transferring stresses inside the rock mass. This regional geological stress strongly depends on the position in the folds: the maximal stresses in traction might be found in the crest of the folds. In contrary, the maximal stresses in compression were situated in the middle of the folds. On the site of the exploitation site of the OMG factory, regional stresses were smaller, in general.

A research on the earthquake risk in the region of Saint Béat was conducted by CETE Méditerranée (Mediterranean Research and Technical Centre for and Public Works, France)

in October 2006 [START_REF] Cete Méditerranée | Analyse de l'aléa sismique au tunnel de Saint Béat[END_REF]. The records of earthquake in the circle of 150km around the Saint Béat town have not passed the magnitude of 5.9 in the historical document of earthquake of the region. The maximal acceleration of the ground in Saint Béat was smaller than 1.3m/s2

and the return period of this phenomenon is estimated to be about 1000 years. The most recent quake was happened in 4/10/1999 with A cc max = 260 cm/s 2 , the magnitude of 4.8 and the epicentre was nearly 4km from Saint Béat, the hypocentre was superficial (inferior to 15km). However, this event did not have any clear effects on Saint Béat and the northern Pyrenean fault. In the segment action of the fault near the town, there were no historical earthquake records.

The construction project of the Saint Béat tunnel

General introduction

There are two important transportation lines that run through Saint Béat: the national road N125 and the departmental road D44. They connect the town with other regions of France but also bring inconveniences to the calm atmosphere of the town.

The national road N125 is an important French national road toward the Spanish frontier.

Opened from 1824, the road had passed under several modifications until the latest one in -The negative values represented the compression action and the positive values represented the tension action of the stresses. The tolerance of the measured values was 1.2 MPa.

-Oz' was closed to the longitudinal axe of the future tunnel of Saint Béat.

Based on the results obtained from the coring measurement, CETE Lyon [177] commented that: The presence of strong stresses "presumably of tectonic origin" in the castle gallery were found. The high values of the stresses, which were considered to be high in the approximation of the wall of the castle gallery and also in the whole rock massive, were probably caused by the big size and the local geometry of the gallery and by strong tectonic stresses. Besides, there was a decrease of the stress toward the interior of the rock mass.

The fact that the directions of the principal stresses were not aligned with the directions of the stresses on the reference of the borehole was considered to be caused by the local tectonic stress which is not in the horizontal plane and might have the strong tangential component.

In the flat jack measurements, CETE Lyon had pretended four measurements but only two were realised in the conventional conditions due to the strong fractured state of the rock face in the castle gallery. In the 1 st measurement, a vertical tension stress was found. In the 2 nd measurement, a displacement of 10m was recorded after the realisation of "la saignée". The necessary pressure for which the captures returned to the initial position was 7.5 MPa. The conclusion of the presence of strong stresses "presumably of tectonic origin" in the measurement site was also proposed by CETE Lyon as in the overcoring and flat jack measurements [177].

In the November of 2011, another overcoring measurement was executed by INERIS.

Three measurements were carried out but only one was approved. The two failed measurements were considered to be due to the natural fractured condition of the castle gallery and the thermic variation in the rock mass [START_REF] Ineris | Direction des Risques du Sol et du Sous-sol. Mesures de contraintes par surcarottage au droit du project du tunnel de deviation de la route RN 125[END_REF]. fracture near the point of measurement and the free surface of the slope. This value was also suggested not to be important to the future tunnel [START_REF] Ineris | Direction des Risques du Sol et du Sous-sol. Mesures de contraintes par surcarottage au droit du project du tunnel de deviation de la route RN 125[END_REF]. In addition, the presence of a lightly high litho-static stress estimated about -2.2 MPa in the zone of the future tunnel and -1.7 MPa at the measurement point were also predicted.

As a consequence of a great diversity of the mentioned values of the in situ measurement, the final conclusion about the state of in situ stresses of the rock mass under the Cap du Mont was not proposed. However, the influence of tectonic phenomena in the rock mass was confirmed [177], [START_REF] Ineris | Direction des Risques du Sol et du Sous-sol. Mesures de contraintes par surcarottage au droit du project du tunnel de deviation de la route RN 125[END_REF].

b) Earthquake research

The research of earthquake of CETE Méditerranée in October 2006 recommended that two heads of the future tunnel would be concerned by the earthquake but no evident risks as rock falls or the sliding of the ground caused by the earthquake would be found. The probability of the return of an earthquake on the fault of Saint Béat was forecasted to be null in the next 50 years [START_REF] Cete Méditerranée | Analyse de l'aléa sismique au tunnel de Saint Béat[END_REF].

In situ discontinuity measurements

As mentioned in the section 2.1, two conventional methods for an in situ collection of discontinuity data of rock masses are the scan-line method and the window sampling method. In addition, the aerial photography and the laser scanning methods are the latest technologies that have been adopted for measuring and describing the exposed rock faces.

Among these methods, the first one is the most simple, economic and explicit. Indeed, with the simple requirement of only a measuring tape, a waterproof visible marker (spray-paint as a suggestion), a geotechnical compass and at least two labourers, a working team can be ready for a scan-line investigation. The selection of the research rock face is based on its representation ability for the whole interested rock mass, its security and the convenient working conditions. In addition, a sufficient large rock face that contains at least 150 to 350 discontinuities is suggested by S. Priest [START_REF] Priest | Discontinuity analysis for rock engineering[END_REF].

Due to the simplicity of the scan-line methods, it was decided to use it as the investigation method for our geological survey. It should be recalled that in 2004, inside the castle gallery, LRPC Toulouse conducted 7 scan-lines of which the longest one was 10m and the shortest one was 3m [START_REF] Guittard | Field investigations campaign realized for St Beat tunnel (France -31)[END_REF]. With the great help of M. Gasc-Barbier (LRPC Toulouse), we had an opportunity to study the discontinuities data of these scan-lines and we tried to do the geological treatments for the clustering of discontinuities into main families. However, the maximal quantity of discontinuities on a line has not been satisfied our demand for a reasonable statistical treatment. For the demand of the reliable discontinuity data for the two real applications of our methodology in the scope of this research, the data collection by the scan-line sampling method was decided. Although the castle gallery was the first opportunity due to the good conditions for the investigation, the natural state of its rock faces was fairly destructed by many geological measurements that had been realised for the construction project.

Meanwhile, the underground exploitation site of the OMG factory under the Rié mountain, about 1 km from the centre of Saint Béat, 600m from the northern head of the future tunnel, is an ideal place that responds to our demand. The site was composed of one main tunnel and many branches of which the rock faces were in the similar stability condition as in the castle gallery. With the kindly acceptance of the OMG factory, an investigation was realised in November, 2011 by the research team of the "Ecole des Mines d'Alès", France.

During 2 working days, 3 scan-lines had been realised on three rock faces inside the exploitation tunnel. The longest one is 180.8m, runs along the main tunnel. As the main tunnel was cut by many branches; the scan-line 1 was in fact an assemblage of 9 segments of line that situated on the eastern rock face of the tunnel. The longitudinal direction of this line was nearly coinciding with the longitudinal axis of the future tunnel of Saint Béat. The A scan-line total length of this scan-line was measured between two ends of the line but not as the sum of segment lengths. Situated in two branch tunnels that were nearly perpendicular to the main tunnel, a 24.7m and a 26.9m-long scan-lines were also created. More details of these three scan-lines can be seen on the following figures and tables. With the success of the in situ investigation by the scan-line sampling method on the rock mass of Saint Béat, the demand of the real and reliable discontinuity data was responded.

However, only the data of the 1 st scan-line along the main tunnel of the investigation site was proposed to be used because of its great quantity of discontinuities. The obtained data were ready to be immersed in the next step of the geological and geo-statistical processing for the numerical reconstruction of the target rock mass.

Discontinuity data processing

On the discontinuities data of the longest scan-line realised in the investigation at the underground exploitation site of the OMG factory, a data processing procedure was performed with the following tasks:

-Cluster the discontinuities into main families and determine their centres;

-Study the spatial distribution of the densities of the discontinuities in each family by the geo-statistics;

-Find the fitted statistical laws of the distance and the orientation distribution of the discontinuities in each family by the statistical processing.

With the application of the spectral method of R. Jimenez-Rodriguez and N. Sita [START_REF] Jimenez-Rodriguez | A spectral method for clustering of rock discontinuity sets[END_REF],

four families of discontinuities were found and their centre were determined by the mean vector algorithm. The semi-variograms of the density distribution of the scan-line of the obtained families showed a common spatial characteristic in geology. A Fisher law of the angle distribution and an exponential law of the spacing distribution were assigned for each family. The details of the procedure are presented as following.

Clustering discontinuities into main families

As mentioned in the section 2.2, three typical clustering methods were paid attention to: the spectral method of R. Jimenez-Rodriguez and N. Sita [START_REF] Jimenez-Rodriguez | A spectral method for clustering of rock discontinuity sets[END_REF], the Fuzzy K-means method of R.E Hammah and J.H. Curran [START_REF] Hammah | On distance measures for the Fuzzy K-means algorithm for joint data[END_REF] and the method of S. Priest [START_REF] Priest | Discontinuity analysis for rock engineering[END_REF]. From the favourable view point of computer-based data processing, we decided to carry out the clustering on 402 discontinuities of the scan-line 1 by the first method. Excel was chosen to be our computer-aided tool with some reasons:

-This is one of a popular office software that can be found in almost all engineering offices;

-Calculations in Excel are clear and nearly identical to any theoretical formula (more precisely "written" ones) so that black-box phenomenon can be avoided.

Most calculations can be executed with the robust data treatment capacity of Excel.

Nonetheless, the multi-iterations execution is not a strong point of Excel. We proposed to discretise the iteration into loops, each of which was executed in a separated sheet of calculation. The calculation procedures in all sheets were identified and the obtained results in the end of the previous sheet were used as the input data at the beginning of the next sheet. Based on the convergence checking situated at the end of each sheet, a conditional function was used to auto-conclude whether a new sheet is needed. It is predicted to be a long procedure of calculations and only semi-automatic since the creation of a new loop must be done by hand. However, the calculations were not heavy because algorithm details in all iterations stayed the same.

Due to the interrupted nature of the scan-line 1, an orientation sampling bias correction was carried out following Terzaghi [START_REF] Terzaghi | Sources of error in joint surveys[END_REF] and S. Priest [START_REF] Jimenez-Rodriguez | A spectral method for clustering of rock discontinuity sets[END_REF] by calculating the acute angle  between the unit normal vector of each discontinuity and its sampling segment. The weighting ratio w of the discontinuity was then set as the invert value of cosine of . The maximum value of 10 was adopted for w as suggested by S. Priest [START_REF] Jimenez-Rodriguez | A spectral method for clustering of rock discontinuity sets[END_REF]. This ratio was then multiplied with all Cartesian coordinates of the unit normal vector of each discontinuity.

Identification of discontinuity families

Before starting the spectral method for discontinuity clustering into main families, it is needed to assign the number of the main families in the space. Basing on the great diversity of the nature of the discontinuities on the rock faces at the site of investigation, and also in the castle gallery, and referring the clustering results of J. Guittard et al. [START_REF] Guittard | Field investigations campaign realized for St Beat tunnel (France -31)[END_REF], we decided to choose 3 or 4 families. However, only after the total statistical analysis of the distribution of discontinuities, the final conclusion of the number of discontinuities families can be found. The same clustering procedure was executed for two proposed cases. Before starting the clustering algorithm proposed by R. Jimenez-Rodriguez and N. Sita [START_REF] Jimenez-Rodriguez | A spectral method for clustering of rock discontinuity sets[END_REF], acute angles between unit normal vectors of any couple of discontinuities and the sine-based similarity measure between them were calculated. Then, the mentioned algorithm was written on Excel to divide 402 discontinuities into 3 or 4 families. Due to the large size (402x402) of the normalized affinity matrix L [START_REF] Jimenez-Rodriguez | A spectral method for clustering of rock discontinuity sets[END_REF], an additional program was written on Scilab [START_REF] Baudin | Introduction to Scilab[END_REF] to compute the eigenvalues and the corresponding eigenvectors of L. The decay controlling value  was set to be 0.12 as suggested in [START_REF] Jimenez-Rodriguez | A spectral method for clustering of rock discontinuity sets[END_REF].

The clustering results of the two cases were presented on the equal-area lower hemisphere projection of unit normal vectors of discontinuities in the Figure 3. 

Determination of the centre of each discontinuity family

Each discontinuity was represented by its unit vector and expressed by its Cartesian coordinates (x 1 i , x 2 i , x 3 i ). The centre of a family was calculated as the mean of the vector elements created by all family members. From the Cartesian coordinates of the unit vector of the centre of a family (x 1 C , x 2 C , x 3 C ), the orientation of the unit vector of each centre was calculated. The application of the mathematical solution of this geological problem was found simple and effective. However, when a family distributed nearly symmetrically on the two poles of the hemisphere (the family 2 in both cases), the pure mathematical meanvector calculation for the family centre needed a supplement geological treatment on the obtained results. The same work was done for the case when there were 3 families of discontinuities and the results are presented as follow. 

Statistical processing

The distribution of discontinuities in space was verified in two categories: on a plane (2D space) and on a sphere (3D space). The most fitting statistical law that could fit the empirical distributions were searched.

Distance distribution

The distribution of distances between all discontinuities of a given family was checked and a statistical law that fitted was searched. After some trials, we found that the statistical exponential distribution fitted well with the empirical distributions of the researched discontinuities. This law is characterised by ( [START_REF] Wood | Simulation of the von Mises -Fisher distribution[END_REF]):

-Probability density function: .e -.x ; -Cumulative distribution function: 1 -e -.x .

The statistical treatment had been realised with the unit scale of distance of 0.1m and the following results were obtained. 

Orientation distribution

Building a cone on the centre of a family with the assumed cone angle of 20°, it was verified that the distribution on the spherical space of all members of the family followed the statistical law of Fisher. The achieved results are presented in table 3. 

Commentaries on the obtained results

The geological and geo-statistical processing were executed on the 402 discontinuities of the longest scan-line of the in situ investigation presented in the previous part. Two cases of the discontinuity distribution were proposed. Through the geological and geo-statistical treatment procedure of the distribution of the discontinuities on the scan-line, some commentaries on the obtained results were given.

Identification of the main families

-In the 1 st case when there were 4 main families: On the equal-area lower hemisphere projection of unit normal vectors, the distribution cloud of each family of this case was found to be clear and net. There were a non-equilibrate in the discontinuity quantity of the four families when the third family was quite miner in comparison with the rest.

-In the 2 nd case when there were 3 main families: Compared the hemisphere projection of this case with the previous case, no great difference was found. On a quick glance, the family 3 of this case was formed by the combination of the family 3 and the family 4 of the previous case. In details, the family 3 of the 1 st case was mobilised into the three other families together with several changes of member between the families. However, the distribution cloud of each family on the hemisphere of this case was found to be less net than the previous case with two regions between the clouds of the three families (see the next figure). 

Determination of the centre of the main families

The results of the centre of the main families of the two cases enforced the initial conclusion of the difference between the two cases of distribution when the position of the centre of the family 1, 2 and 4 of the 1 st case were nearly coincide with the centre of the family 1, 2 and 3 of the 2 nd case.

Spatial distribution of the discontinuity densities of each family

The average semi-variogram of the spatial distribution of the density of each family in each case was built. It indicated the variation of the family densities when the distance between its discontinuities changed. Three segment sizes h of 0.5m, 1.0m and 2m were used to build the target average semi-variograms. Based on the obtained results, we found that:

-The periodic-waved form with the clear hole-effect was the structural similarity of the average semi-variograms of all families except the family 3 of the 1st case. This hole-effect structure indicated the periodicity of the distribution of the discontinuities, which is a common and legitimate spatial characteristic in geology [START_REF] Rafiee | Technical note. Application of geostatistical characteristics of rock mass fracture systems in 3D model generation[END_REF]. Compared the equivalent curves of each family, the same structure was found which was considered as the stable feature of their density distribution on the scanline.

-For further understand the variation of the periodic-waved form of the obtained curved with different segment size, the comparison of the 0.5-metre-semi- In order to verify if the density distribution of each family on the scan-line was geostatistical conformed, some popular theoretical function of the geo-statistical distribution were built on the data of the family. As the matter of fact that the average semi-variograms of each family with three different segment sizes had the same structure, the processing on the 2-metre-segment semi-variograms were executed as the protocol. Regarded on the two most fitted theoretical functions, the Sinuous/Cosinuous periodic functions of the holeeffect were always presented. This result strongly proved the above judgement on the structure of the curves.

Statistical distribution of the discontinuities in their family

The discontinuity distribution in their family was studied: the distance distribution on the scan-lines and the angle distribution on a sphere. The fitted theoretical functions to the empirical curves were searched. The statistical exponential function was applied for the 1 st distribution and the statistical Fisher function was applied for the 2 nd one. The results showed the statistical conformed distributions of all families and validated the decision of the representative theoretical functions. The distribution of the family 3 of the case of 4 families was not very clear in the distance distribution but contrary in the angle distribution when the empirical curve was nearly coincide with the equivalent theoretical one. It emphasised the specific characteristic of the spatial distribution of this family in comparison with other families.

After the geological and geo-statistical processing, the decision of the family number in 402 discontinuities was proven by the well fitted distribution of the discontinuity densities, the distance and the angle of the discontinuities in each family. Although the results of the 4family-case was more diversified than the 3-family-case, the specific but reasonable distribution feature of the family 3 of the 1 st case did not allow us to decline it. Assured not to wrong conclude on the real distribution of the rock structure in the marble of Saint Béat at our investigation site, we decided to take the both cases in consideration for the generation of the geometrical models of the target rock mass.

Conclusion

On the results of the in situ investigation by the scan-line sampling method realised in the underground exploitation site of the OMG factory, the geological and geo-statistical processing were performed. By using the spectral clustering method proposed by R.

Jimenez-Rodriguez and N. Sita [START_REF] Jimenez-Rodriguez | A spectral method for clustering of rock discontinuity sets[END_REF], 402 discontinuities were divided into 4 families (Case 1) and 3 families (Case 2). The mathematical mean-vector algorithm was used to determine the centre of each family. Next, the spatial distribution structure of members of each discontinuity family, in two cases, was studied by the construction of the semivariograms. Then, the variation of discontinuities position on the space was studied for details on a plane (in 2D) and on a sphere (in 3D). The distribution of discontinuities on the space was researched and presented according to three statistical indicators: the semivariograms, the distance distribution and the angle distribution.

Geometrical modelling of the marble of Saint Béat

With the results of the discontinuity processing in the previous step, the complex network of discontinuities had been replaced by the main discontinuities families. Each family was represented by its centre and its spatial distribution laws. Those results were repeated in the two following tables. The obtained results from the data treatment of the discontinuity distribution on the investigated rock mass were used as the input data for this step for the creation of the 3D geometrical models of the rock mass of Saint Béat on the RESOBLOK code. Two specific models were the first applications:

-the conformed specimen for the triaxial compression test;

-the multi-phase excavation procedure of a tunnel in rock.

The procedure was composed of the generation of the 3D models and the selection of the critical creations was based on the preliminary stability analysis on RESOBLOK. The details are presented in the following parts.

Scenarios of the geometrical modelling

On the in situ observations in the castle gallery and in the underground exploitation site of the OMG factory in Saint Béat, the discontinuity intersection on the monitored rock faces was found to be one of the three following cases:

-The discontinuities did not cross each other;

-The discontinuities maintained their continuity after the intersection with other discontinuities;

-One discontinuity was interrupted after the intersection with another discontinuity.

Based on this observation and on the distribution features of the families of discontinuities that have been carefully studied in the sub-section 3.3, five possibilities of the fractured network of the rock mass were proposed and assigned in five scenarios:

-Group 1: when there were 4 families:

o Scenario 1: all families maintained their continuities after the intersections with each other;

o Scenario 2: all families maintained their continuities after the intersections with each other except the family 3;

o Scenario 4: all families were blocked after the intersections with each other;

The family 3 was selected to be blocked after the intersection with other families due to the least structured state of the family distribution shown on the average semi-variogram.

-Group 2: when there were 3 families:

o Scenario 3: all families maintained their continuities after the intersections with each other;

o Scenario 5: all families were blocked after the intersections with each other;

The details of those scenarios were presented in the Appendix B.

The upper threshold of the simulation number (i.e. N max ) of RESOBLOK was taken as the sufficient simulation quantity of each scenario in this research. By the execution of the BGL on the RESOBLOK code, 100 simulations x 5 scenarios of both cases were generated.

If an excavation exists in the model, the preliminary stability analysis on RESOBLOK was executed aiming at the determination of the critical cases among the created simulations.

This was the case of the approach 2 and 3 of the multi-phase-excavation simulation (see the section 2.3.4). If else, the stability analysis in the scope of this step was skipped and the obtained geometrical models were exported directly to the LMGC90 code. This was the case of the rock specimen for the conformed triaxial tests (see section 2.3.3) and the approach 1 of the multi-phase-excavation simulation (see the section 2.3.4).

Generation of a cylindrical model

For the purpose of a numerical simulation for a triaxial compression test on fractured rock, we prepared a typical model that conformed to some technical standards ( [START_REF] Nf P | Roches -Détermination de la résistance à la compression triaxiale[END_REF], [146],

[147], [148]) in the scope of our reference. Hence, a numerical cylindrical model with the height H = 10 m and the round cross-section with the radius R = 2.5 m was created.

A rock mass of 10x10x10 (m) with the following characteristics was declared:

-The "zone_of_interest":

{ { }
-The medium is homogenous with the density of 2600 kg/m 3 , the friction angle of the discontinuity  = 22° without cohesion(C = 0).

-The fracture conditions followed by five scenarios, respectively.

Choosing the big dimension for the model, we aimed at presenting the strongly fractured following the fracture conditions of the five mentioned scenarios. The simulation quantity for each scenario was assigned to be 100 aiming fully embracing the diverse cases of block generation from those scenarios. The tunnel will be regularly excavated in 4 phases, the excavation length in each phase L i = 2.5 m. Since the direction of the tunnel was almost coincide with the direction of the scan-line 1 in the underground exploitation site of the OMG factory at Saint Béat, the direction of the tunnel in the model was neglected.

Approach 1

The generation was carried out according to the approach 1 of the geometrical modelling generation presented in the section 2.3.3a. The same rock mass as the modelling of the cylindrical model was declared and then generated with 5 different scenarios. Since the excavation was not existed in the geometrical models created on RESOBLOK of this approach, the preliminary stability analysis cannot be executed. The created models were exported to LMGC90 as the data files *.dat and then immersed into the Pre-Processor of LMGC90. The generation was carried out with the principal of the approach 2 of the geometrical modelling generation that is presented in the section 2. respectively. The models of the three excavations were exported to LMGC90 in the file 2.dat, 3.dat and 4.dat, respectively.

Approach 3

The generation was carried out according to the approach 3 of the geometrical modelling generation that is presented in the sub-section 2. Studied on those results, the critical simulations following the four criteria in the 20simulation-case and in the 100-simulation-case were nearly identic. The other scenarios were showed the similar phenomenon. As a matter of fact, the extension of the generated simulations until 50 (followed [START_REF] Merrien-Soukatchoff | Use of an integrated discrete fracture network code for stochastic stability analyses of fractured rock masss[END_REF]), 70 (following our proposition in the section 2.3.2.2) or until 100 (the maximal threshold of the code) for each scenario was considered to be not necessary. Generating 20 simulations of each scenario, we did not totally record the same critical simulations as the 100-simulation-case but the difference was not really considerable. Hence, this value was advised to be sufficient for the quick but assured generation of the geometrical models in our methodology. However, the probability of the hazardous coincidence in the obtained results from those two parallel generation procedures was taken. Underlined that the above cross-checking was only realised on the specific rock mass of Saint Béat, the commentary on the sufficient quantity of simulation for a scenario was given only on the obtained results by this validity approach. More scenarios of the diversified rock masses are needed to be realised on the same approach presented in this section, before giving the final conclusion of the matter.

Further details of the comparison between the 20-simulation-case and the 100-simulationcase were presented on the Appendix B.

Conclusion

With the use of RESOBLOK on the data of the previous step, the geometrical models of the rock mass and the tunnel in many scenarios and rock blocks assembly were achieved. The statistical distribution in number and in volume of blocks associated with each individual simulation and summarised in each scenario were also obtained. They were used as a reference for the selection of the representative models that were exported afterward to LMGC90. In case of the numerical specimens for a conformed triaxial compression test, after the generation of the geometrical models, they were exported directly to LMGC90 for the next steps of the simulation and analysis. In the case of the multi-phase-excavation, aiming a comparison between three proposed excavation approaches, the same assembly condition of rock blocks inside the model was recommended. The preliminary stability analysis on the generated models was carried out and the criterion of the extreme quantity and the extreme volume of the unstable blocks were applied to select the representatives of the generated simulations. The study were realised on the model generated from the 2 nd and the 3 rd approach of the excavation simulation. On the obtained results of the block generation of both case of the discontinuity distribution in the rock mass (when there were 3 discontinuity families and when there were 4 discontinuity families), three simulations without the presence of the unstable rock blocks were interested:

-Scenario 1, N = 4;

-Scenario 3, N = 10;

-Scenario 4, N = 14.

This state of generation was close to the stable condition that we had observed in the castle gallery (see section 3.1.2.2) and in the underground exploitation site of the OMG factory under the Rié mountain (see section 3.2) at Saint Béat. For this reason, the three simulations were recommended to be more likely representative of the real fractured and geological conditions of the massif at Saint-Béat. However, due to the restriction of our computer machine, only the last case (Scenario 4, N = 14) which was composed of fewest blocks was chosen to be the representative for the next steps in our methodology.

Mechanical modelling of the marble of Saint Béat

The mechanical modelling of the marble of Saint Béat was realised as the introduction in the section 2.4 of the previous chapter. The real data sources of this work were taken from the technical documents in the preparation phase of the construction project of the future tunnel of Saint Béat and the related publications ([149], [START_REF] Nielsen | Loads on tunnel. Course CE 439 -Railway and metro tunnels[END_REF], [START_REF]Google satellite map[END_REF], [170], [START_REF] Virely | Caracterisation experimentale et in-situ de la matrice et des discontinuites rocheuses: Cas du tunnel de St-Beat[END_REF], [177], [START_REF] Ineris | Direction des Risques du Sol et du Sous-sol. Mesures de contraintes par surcarottage au droit du project du tunnel de deviation de la route RN 125[END_REF]). Besides, since the obtained mechanical models in this step combined with the geometrical models generated in the previous step for the simulation and analysis of the problems of interest by the use of the LMGC90 code, the selection of the mechanical characteristics and their required parameters was take into consideration of the relevant algorithms and the syntaxes stipulated by LMGC90 ( [START_REF] Dubois | Discrete Element Methods for the simulation of divided media[END_REF], [START_REF] Dubois | Overview of LMGC90. Formation of LMGC90[END_REF], [START_REF] Dubois | LMGC90 software: Toolbox for the simulation of multicontact systems[END_REF], [START_REF] Dubois | CSMA 2011. 10e Colloque National en Calcul des Structures[END_REF], [START_REF] Martin | LMGC90v2 Pré : le préprocesseur de LMGC90[END_REF]).

This work was concretized into three tasks:

-Choose the mechanical model of the rock mass;

-Select the contact law between the discontinuities and blocks;

-Select the relevant geotechnical parameters for the models. Notation:

-The negative values represented the compression action and the positive one represented the traction action;

-The coordinates of the stresses in this table followed the reference given in the following figure: In the scope of this research, some mechanical models of the target rock mass were proposed:

-The rock mass and its constituted blocks were rigid and the law of contact was the dry friction Coulomb;

-The rock mass and its constituted blocks were rigid and the law of contact was the non-frictional cohesion Mohr-Coulomb;

-The rock mass and its constituted blocks were deformable and the law of contact was the dry friction Coulomb;

-The rock mass and its constituted blocks were deformable and the law of contact was the non-frictional cohesion Mohr-Coulomb;

Referred from the technical documents in the preparation phase of the construction project of the future tunnel of Saint Béat and the related publications ([149], [START_REF] Nielsen | Loads on tunnel. Course CE 439 -Railway and metro tunnels[END_REF], [START_REF]Google satellite map[END_REF], [170],

[176], [177], [START_REF] Ineris | Direction des Risques du Sol et du Sous-sol. Mesures de contraintes par surcarottage au droit du project du tunnel de deviation de la route RN 125[END_REF]), the proposed geo-technical parameters of the rock mass of Saint Béat for the modelling of the rock mass of Saint Béat were presented in the Appendix 1.

Due to the limitation of this research, only the first proposed mechanical model was combined with the geometrical models generated in the previous step for the simulation and analysis on LMGC90 in the two first applications of our methodology. The other models were hoped to be soon taken into account.

Study of the mechanical behaviours of the marble of Saint Béat under a numerical triaxial compression test

With the 3D geometrical model created on RESOBLOK with the fracture conditions of the rock faces in the underground exploitation site of the OMG factory, a simulation of a triaxial compression test was realised. In rock and soil engineering, triaxial compression is an important test to determine some geotechnical characteristics of rock such as the Young modulus, Poisson ratio and the triaxial compression strength in laboratory. The uniaxial compression test can be considered as a special case of the triaxial one when the confining pressure is set to be null. Principle of this test can be found in related manuals and standards. [START_REF] Nf P | Roches -Détermination de la résistance à la compression triaxiale[END_REF], [146], [147], [148] were used as our knowledge basis for the simulation.

During the test, axial and lateral displacements of the specimen and corresponding pressures are recorded. In a conventional triaxial compression test, the point where the forcedeformation curve of the test reaches its peak is most wanted. Sometimes, when no peak can be observed, other equivalent moments can be replaced [START_REF] Nf P | Roches -Détermination de la résistance à la compression triaxiale[END_REF]. The contact responses of the model during the simulation were also our interest and we decided to pay attention also to the variation of the contact features. Based on the responses of rock core under the compression, some mechanical behaviours of tested rock were studied. Then, a failure criterion was looked for to further analyse the behaviour of the modelled rock mass.

The goals of this simulation, as mentioned in the section 2.5.5, were repeated here:

-Finding equivalent ideal rock (with its recorded numerical mechanical behaviour)

that can be replaced the real fractured marble of Saint Béat;

-Verifying the simulation system and the loading charge system by the use of the rigid plats for transferring the applied load on the boundary of the model to all rock blocks of the model;

-Demonstrating the numerical modelling capacity of the proposed methodology for the typical tests in rock mechanics.

The details of the simulation, the obtained results and the commentary were presented in this part.

Modelling and simulation

The numerical rock specimen was a cylinder with the height H = 10m and the diameter D = 5m (slenderness ratio of 2). Choosing such big size for our specimen, we aim at an acceptable representation of all the families of discontinuities in the rock mass, as monitored in situ. The geometrical model of the rock core was generated on the RESOBLOK code (refer the section 3.4.2) and its mechanical model was assigned (refer the section 3.5). As the result, the numerical rock core which had been built on the RESOBLOK code was used as immersed into the Pre-processor of the LMGC90 code as an assemblage of rigid blocks with the dry friction Coulomb's law of contact between them.

Reconstruction of the geometrical model in LMGC90

The script GMSH integrated in LMGC90 reconstructed the model from the data of the generation in the input file *.dat and then surface meshed each blocks in the model. The geological conditions of rock mass were defined by the mass density and the contact law between the blocks:

-Based on the almost homogeneous geological condition of the surveyed rock face, only one rock medium was considered with the density  = 2600 kg/m 3 ;

-There are 514 rigid blocks composing the numerical specimen; Ignoring the real position of the rock core in nature, the gravity was neglected in the calculation. They were numbered from RBDY3 number 183 to RBDY3 number 696 in our model.

The loading conditions of a monotonous classical triaxial compression test were simulated by a loading system composed of 182 rigid plates attached to the rock specimen:

-A big square plate with a 5-metre-long-edge was attached under the bottom of the specimen. Its 6 DOFs was all fixed.

-The same big plate was attached to the top of specimen. It was fixed for all its rotational DOFs and free for the 3 translational DOFs. Axial pressure was then applied on the inertia centre of this plate.

-There were 9 rings of 180 small plates of 0.6x0.2x0.4m regularly positioned on the height of the specimen with a centre-to-centre distance of 1.04m. On each ring, 20

plates were symmetrically placed on the periphery. In total, 180 small plates were fixed in rotation and free in 3 translational DOFs. Lateral pressure was then applied on the inertia centre of each small plate.

Since the rock core is complete dry, no membrane for fluid isolation under the compression is needed. The arrangement of small plates around the periphery of rock core was aimed at evenly distributing the lateral pressure on the specimen. In total, the modelling model was -First, the specimen was stabilized during t 0 seconds with no pressure application;

-Second, the axial pressure 1 and lateral pressures  2 =  3 were applied with the same loading velocity v  until t 1 seconds;

-Then, all pressures were kept constant  1 =  2 =  3 until t 2 seconds;

-Last, lateral pressures  2 =  3 were maintained while the axial pressure  1 was continuously raised with the loading velocity v  until the end of the simulation where the axial deformation of the specimen reached 50%. The corresponding loading schemas of the loading paths were constructed followed the approach given in the 2.5.5.2. The applied equivalent loads for axial and lateral pressures were determined as follow:

-Axial external force: -Maximal number of calculations in an iterative loop: gs_it1 = 7000;

-Numbers of loops in the iteration for each convergence check: gs_it2 = 20.

Once the simulation and analysis was started, the mechanical responses of the model was recorded each 10 time steps as the algebra data and as the graphical visualization displays by the PARAVIEW code.

Results and interpretation

The simulation of each case of the loading path was executed until the axial deformation of specimen approached 50%, i.e. the axial displacement reached 5m. In the following parts, the mechanical behaviours of the numerical specimen were studied. It was noted that the values of loads, pressures were presented as positive for the action of compression and negative for the tension. However, a positive displacement (as well as the deformation)

represents an elongation of the specimen and a negative one shows the inverse: a contraction. -Stable state: during this state, displacements of the specimen were nearly null represented by the first segments of curves which were nearly coincident with the vertical axis. The rock mass has not evidently deformed yet.

-Deformed state: after the stable state, displacements of the specimen became obvious corresponding with the second segment of the curves as hyperbola of which the starting points were identic for each loading path. The rock specimen began to deform in two directions. With the same velocity of pressure, lateral displacements rose more quickly than axial ones. With the same procedure of loading path (21_41 or 31_61 or 41_81), the curve of higher velocity (0.01 MPa/s) developed more quickly and gaped more with the horizontal axis, for a given time of simulation than the one of smaller velocity (0.001MPa/s).

Relation between pressures and deformations

The relation between pressures and equivalent deformations was researched for the six cases of the loading path and the representation of this variation was obtained. The influence of the proportion between the two pressures  3 /  1 to the axial deformation of the specimen was studied by tracing the correlation curves between the axial deformation and the ratio  3 /  1 on the figure 3.6.8. Nearly the same behaviour was found in all loading cases when all the curves were nearly coincident. In the first period when  3 /  1  ]0.25, 1], the axial deformation of the specimen were negligible. The specimen was said to be in the stable sequence. The specimen was in the stable condition. The deformation of the specimen began when the ratio was about 0.25. In the second period when  3 /  1  [0, 0.25], the axial deformation developed quickly with the slight augmentation of the pressures. The specimen was said to be in the deformation sequence. All the curves can be approximated as the two perpendicular-segment polylines of which the first segments were coincident with the vertical axis; the second segments were parallel with the horizontal axis. The change from the stable to the deformation sequence was found to be "brutal".

This fact showed a typical rigid plastic behaviour of the modelled specimen. Given that all deformation -pressure curves were of a regular-rising form, so that we could not found their peak, the triaxial compression strength could not be found. For an intact rock under the same experiment, the moment when the axial deformation  1 of the specimen reaches 5% is suggested to be replaced [START_REF] Nf P | Roches -Détermination de la résistance à la compression triaxiale[END_REF]. Once our rock mass is evidently fractured, we did not find a reason for applying this recommendation. This fact also confirmed that the behaviour of any fractured rock mass was completely different from the behaviour of the intact rock cores normally used in the conventional triaxial compression test. Studied on these variation graphs, some brief commentaries were given:

Variation of contacts inside the model

-The diffusion of the instability (characterized by the period A in the figure): in this period, the developments of the sliding contacts (n 1 ) and the sticking contacts (n 2 )

were contrary until the critical points were reached. The number of the total potential contacts in the model was constant.

-The contact instable equilibrium point (characterized by the point B in the figure):

This point was characterised by the coincidence of the number of the sliding contact n 1 and the sticking contact n 2 in the model. After the diffusion of the instability in the specimen, the development trends of the number of n 1 and n 2 were opposite with the trends in the previous parts. The number of non-active contacts n 3 stayed unchanged until contact instable equilibrium point. After that, n 3 raised quickly.

This moment was considered as the occurrence of the sliding in the specimen.

Meanwhile, the number of the total potential contacts in the model was constant.

-The restitution after the sliding rupture (characterized by the period between the point B and the point C in the figure): In this period, n 1 and n 2 were continued developed in two contrary trends until the maximal number of the sticking contacts was reached. This peak was quite close to the moment when n 1 and n 3 were coincident. After this moment, the two parameters decreased with the same gradient.

- With the same procedure of loading path, the degradation started sooner when the velocity of pressure is higher with larger relevant parameters. With the same velocity of pressure, the longer the confinement was kept, the more slowly the detachment occurred with larger relevant parameters. Furthermore, it was found that the variations of three parameters n 1 , n 2 and n 3 were nearly coincided in the same procedure of loading path (21_41 or 31_61 or 41_81) until the degradation of the model. The higher the velocity of pressure was, the sooner the degradation came. The correlation of these parameters in each loading path before the degradation of model was also studied and presented on the graphs of time versus number of contact of which one was presented as an illustration (refer the Appendix C for the total loading paths). The maximal value of normal stress:

As in the previous discussion, the strength of the triaxial compression of specimen could not be found when the deformation -pressure curve had no peak. We were interested in two other moments that took key roles during our simulation:

- Once the sliding face was not appeared, the verification of the correlation between the tangential and the normal stresses caused by the applied pressures was neglected. The calculation of tangential and normal stresses on the discovered plane were realised and the achieved results are presented in Table 3.6. The correlation between the tangential and normal stresses on the sliding plane was studied and the correlation curve was traced. An empirical envelope of the correlation curve  = 0.63 was found and the friction coefficient of the total rock mass at the moment of interest was considered to be  = tan( mas ) = 0.63 . The same data processing as in the previous part were realised on this case and the obtained results on the following table. The correlation between the tangential and normal stresses on the sliding plane was studied and the correlation curve was traced. An empirical envelope of the correlation curve  = 0.4 was found and the friction coefficient of the total rock mass at the moment of interest was considered to be  = tan( mas ) = 0.4 . 

Evolution of sliding planes occurring in the specimen during the simulation

As presented in the previous part, two sliding planes occurred in the specimen. They are about 55° and 30°, respectively, inclined with the horizontal line. For more understanding of the evolution between these sliding planes, visual results in *.vtu files, recorded in DISPLAY folder were treated. The scanned image of the rock core during the simulation time showed the position of the inertial centre of its 514 RBDY3 blocks. The absolute displacement of a rigid block at a requested time step was represented by a 3D vector placed at the inertial centre of the block: the direction of the vector is coincident with the direction of the movement of the block; and the colour and the shape of the vector presents the magnitude of the displacement. The assemblage of vectors of all the blocks on the specimen formed the sliding flow under the application of external pressures.

The scanned images of the rock core at four milestone times during the simulation were studied:

-at the initial time: t = 0s;

-when the number of the sticking contacts was maximal;

-at the start of the degradation of model;

-at the end of the simulation.

At the initial time, three faces created by the arrangement of the rock structure can be predicted. This application was aimed to proving the reality and the performance of the proposed methodology presented in the chapter 2. At the beginning, with this simulation we hoped to find an equivalent ideal rock that can be used to replace the marble of Saint Béat. Since the behaviour of the numerical rock was quite diversified, the aim was not successful.

However, the simulation helped to verify the load application by the use of the attached rigid plates. It also demonstrated the capacity of the methodology in the creation of the numerical rocks for the numerical simulations of the common tests in rock mechanics. With further adjustments, this application is hoped to be used as the verification of the real tests or to stand as the alternative choice for the determination of the geo-technical parameters of the real rocks. was chosen for the interaction contact of the rock polyhedra. Three cases of loading conditions were tested on the model:

-The gravity and the three normal component of the in situ stresses in the region of Saint Béat [START_REF] Ineris | Direction des Risques du Sol et du Sous-sol. Mesures de contraintes par surcarottage au droit du project du tunnel de deviation de la route RN 125[END_REF];

-The gravity and the six components of the in situ stresses in the region of Saint Béat [START_REF] Ineris | Direction des Risques du Sol et du Sous-sol. Mesures de contraintes par surcarottage au droit du project du tunnel de deviation de la route RN 125[END_REF];

-The gravity and a six-component-supposed litho-static pressure.

They were applied through the system of 486 rigid plates attached all around the model fractured rock medium. The tunnel excavation was simulated by phasing out all blocks in the core of the tunnel and all the related plates. The mechanical behaviour of the rock medium in each simulation step was saved for post-processing treatments. The variation of the mechanical behaviour of the rock medium and of the excavation faces of the tunnel before, during and after each construction phase were considered for a stability assessment of the tunnel and its surrounding rock medium. The variations of the contact force and the contact pressure in the rock mass were recorded during the simulation times.

As mentioned in the section 2.5.6, the goals of this simulation were:

-The modelling of the massif of the fractured marble of Saint Béat;

-The simulation of a supposed tunnel in the numerical massif and a complex tunnelling procedure that included different periods: before, during and after the excavation of the tunnel;

-The stability analyses of the tunnel and the massif during the tunnelling procedure;

-The numerical modelling capacity of the proposed methodology for the rock tunnel engineering.

In the limitation of this research, only some results of the mechanical behaviours of the rock mass of Saint Béat and its tunnel are presented. Other details and further results on the stability assessment of tunnel during the construction procedure will be soon analysed.

Numerical models

Numerical model of the rock mass

The geometrical model of the three simulation approaches for the multi-phase-excavated tunnel in rock was exported from RESOBLOK to LMGC90. The numerical rock mass was a cube of 10x10x10 (m) and was divided into many rigid blocks by 4 families of discontinuities of which one was blocked after the intersection with another. The rock blocks were declared as the polyhedra and were surface meshed using the GMSH script coupled to LMGC90, the geological conditions of rock mass were defined by the mass density and the contact law between the blocks:

-The rock medium was homogenous with the density  = 2600 kg/m3;

-The contact between the neighbours was defined by the IQS_CLB interaction law with the friction coefficient  = tan() =0. The gravity was taken into account in the tunnel simulation. Beside the gravity, the in situ stresses in the castle gallery that had been measured in the "Overcoring" test in October 2011 by INERIS [START_REF] Ineris | Direction des Risques du Sol et du Sous-sol. Mesures de contraintes par surcarottage au droit du project du tunnel de deviation de la route RN 125[END_REF] were used as the loading conditions for our simulations (see Table 3.5.1 and Figure 3.5.1). The normal stresses were applied vertically on the relevant plates while the tangential stresses were applied horizontally on them. The three loads were assigned as the dead loads in our simulations; it meant that their values and directions did not change during the simulation time.

The models of our simulation were tested under three loading cases:

-Case 1: Combination of the gravity and the normal component of the in situ stresses: -Maximal number of calculations in an iterative loop: gs_it1 = 5000;

-Numbers of loops in the iteration for each convergence check: gs_it2 = 20.

Once the simulation and analysis was stared, the mechanical responses of the model was recorded each 10 time steps as the algebra data and as the graphical visualization displays by the PARAVIEW code.

Numerical models and the excavation algorithms of the excavation process

The future tunnel had the shape of a cylinder with L = 10 m along the axis Y and a circle cross-section R = 2.5 m on the plane XZ. It was situated in the middle of the rock mass mentioned in the sub-section 3.7.2.1.

In the sub-section 2.3.4 and 2.5.6.1, three types of the geometrical models and their equivalent excavation approach for the tunnelling process were proposed. The models created from the first and the third combinations were chosen to be applied in our simulation. The tunnel modelling was simulated in 100 time steps. The generated tunnelling schedule was assigned as follow:

- Two stability criteria for the whole rock mass were applied for the simulation during the tunnelling procedure:

-All rock blocks must not displace outside a limited zone of 25x25x25 (m) which is 2.5 times larger than the initial rock mass;

-The velocity tolerance of all rock blocks must not excess the predicted limit of 1m/s.

If an object is not complying with both criteria at the same time, it will be eliminated from the model. The list of the eliminated objects was verified later to understand more the movement of the rock blocks and to predict, if needed, whether a particular strengthening method for fixing them on the rock faces were required. By controlling the extreme movements of the rock blocks inside the model, the numerical simulation was hoped to be closer to the behaviours of the rock mass and its tunnel in reality. It helped also to lighten the calculation procedure and reduce the computing time.

The simulation was executed in two following combinations: a) Combination 1: The simulation approach 1 and the excavation algorithm 1

The rock mass "without hole" that had been created by RESOBLOK from the Scenario 4 (see 3. When the inertia centre of a rock block inside the Model 1 was situated in the zone that is defined at an excavation phase, it was eliminated from the rock mass. Besides that, the boundaries plates that were attached on the zone in front of the first cross-section and behind the last cross-section of the excavation were also eliminated in the same time step of the 1 st and the 4 th excavation phase, respectively. -X is the absolute displacement of the rock blocks of the Model 4, m. The colour scales indicates the magnitude of the recorded displacements of the rock blocks.

According to the excavation of the Model 1 during the simulation time, it was found that the excavation was not following the targeted configuration. The tunnel boundary was rough and the 1 st head of the tunnel was almost "breaking" the rock mass. This is the consequence of the excavation mechanism of the model which eliminated the blocks in the objective zone of the tunnel by their centre of inertia. When a big block that was not totally situated in the target excavation zone but its centre of inertia satisfied the digging coordinates condition, it was excavated. As mentioned in the 2.5.6.1b, this simulation approach was recommended for the strongly fractured rock mass of which the constitutive rock blocks were small with regular dimensions. This approach was found not to be suitable for the rock mass of Saint Béat that has been used in our research. Hence, the third approach (see 2.5.6.1c) was recommended.

b) Combination 2: The simulation approach 3 and the excavation algorithm 3

The rock mass "with hole" (called "Model 3" here and afterward) and the excavation model (called "Model 2" here and afterward) that were created by RESOBLOK from the Scenario 4 (see 3. The RBDY3 objects of the Model 2 of which the coordinate y were fulfilling these requirements were eliminated from the rock mass by the command "RBDY3_SetInvisible".

Besides that, the boundaries plates that were attached to the zone in front the first crosssection and behind the last cross-section of the excavation were also eliminated in the same time step of the 1 st and the 4 th excavation phase, respectively. Studied on the flows of movement of the rock mass on the vicinity of the excavation, some initial conclusions were given:

-The light disturbed movement at the time step 1 was explained as the stabilization of the model under the loading application. The maximum of its absolute values were inferior of 10 -4 (m) so that this state was proposed to be neglected.

-The numerical flow movements of the rock model was considered to be light perturbed even before the start of the excavation. This phenomenon can be explained as the consequence of the non-equilibrate state of the in situ stresses applied on the model. It caused the high absolute displacement of some rock blocks in the model during the excavation procedure but the number of moving blocks was small. Those moving blocks can be fixed by the application of the isolation layers and the shotcrete layer (or the permanent tunnel structures) that will be quickly realised after the blasting of each excavation segment.

-Falling blocks at the tunnel crown after the last excavation phase was observed so that the application of a temporary protection or cover might be recommended on the real structure as a stabilization measure during the construction procedure.

The working states of the tunnel and its rock mass during the tunnelling procedure were concluded to be theoretically reasonable and to be in accordance with the observation of real tunnels in hard rock.

Contact forces between the rock blocks

The contact force R between two neighbouring rock blocks in the models is composed of According to the obtained variations of the normal contact R N in the monitored slice during the excavation procedure, it was concluded that:

-The number of contact faces of which 10 6  R N  6.10 7 (N) was minor in comparison with the rest. The maximal value of contact forces rose lightly during the simulation time.

-At the three first phases, the second interval of forces (10 3  R  10 6 (N) was the most dense but at the three last phases, the first interval (0  R  10 3 (N) and the second one (10 3  R  10 6 (N)) were nearly of the same importance.

-The augmentation of the maximal value of R N during the 6 excavation phases was recorded. The extreme values of the R N are presented in the following table.

The results are presented in the figure 3 Hence, the mobility of a rock block can be expressed by the stability parameter K that is given by the following ratio: -When K = 0, the blocks are completely fixed.

-When 0 < K < 1, the blocks are stable. The tangential components of contact forces are smaller than the sliding threshold, or the normal components of the contact forces were strong enough to prevent the blocks from moving.

-When K = 1, the rock blocks move by sliding on the contact faces between them.

The tangential components of contact forces surpasses the sliding threshold of rock.

The variations of the values of K of the rock blocks in the monitored slice in each phase of the excavation process were examined. The obtained results are presented on the histograms of the contact faces distribution versus K of which the figure 3.7.17 The value of the critical contact pressures in the monitored slice in some important moments of the excavation procedure was recorded and a reduction of the contact pressures was observed after the last excavation phase. Finishing phase (at time step 60) 0.0008 5.04e+8

Finishing phase (at time step 80) 0.0008 3.83e+8

Finishing phase (at time step 100) 0.0009 3.72e+8

Results and interpretation of the Combination 2 under the 2 nd loading case

The simulation of the rock mass and its tunnel under the 2 nd loading case was not in a stable state during the excavation procedure. An oblique failure plane appeared on the rock mass model very soon after the initial simulation step. There was a strong sliding on this plane that developed quickly that at the 6 th time step: the model had already lost its initial geometrical configuration. Studied on the flows of movement of the rock mass on the vicinity of the excavation, some initial conclusions were given:

-The light disturbed movement at the time step 1 was explained as the stabilization of the model under the loading application. After the 1 st excavation phase, a light sliding tendency was appeared on the right side above the tunnel crown but then quickly disappeared. The maximum of the absolute displacement of rock blocks in two mentioned cases were inferior of 10 -9 (m) so that this state was proposed to be neglected.

-The numerical flow movements of the rock mass which took place on the boundary of the excavation were reasonable with the actual responses of a real tunnel excavation in hard rock. The other regions inside the model were stable and there were no other sliding zone.

-During the excavation procedure, the absolute values of the displacement of rock blocks were not high in general. In each simulation phase, the number of maximal moving blocks was small. Those moving blocks can be fixed by the application of the tunnel structures that will be quickly realised after the blasting of each excavation segment.

-After the last excavation phase, the block falling was observed at the crown of the furthest tunnel head. The phenomenon created a local deformation at the crown but did not lead to the destruction of the other neighbouring regions in the model. The immediate application of a tunnel structure at the crown after the last excavation case was hence recommended for the stabilization of the whole model.

The working states of the tunnel and its rock mass during the tunnelling procedure were concluded to be more stable than the one of the 1 st loading case. This model was considered to be theoretically reasonable and to be able in accordance with the observation of real tunnels in hard rock.

Contact forces between the rock blocks

The study approach which has been introduced in the section 3. 

Contact pressures between the rock blocks

The contact pressures  of each rock block faces in the monitored slice were studied the same method with the section 3.7.3.3. The value of the critical contact pressures in the monitored slice in some important moments of the excavation procedure was recorded and a reduction of the contact pressures was observed after the last excavation phase. -R is the magnitude of normal contact force of the rock blocks in the monitored slice of the Model 4, N.

-R/area is the magnitude of contact pressure of the rock blocks in the monitored slice of the Model 4, N/m 2 .

-The colour scales indicates the magnitude of the recorded values of the rock blocks.

The red marks show the position of the maximal equivalent values in the slice.

Conclusions

The methodology that we proposed and presented in the Chapter 2 was applied on the data of the construction project of the future tunnel of Saint Béat. From the in situ investigation by the scan-line methods, the discontinuities families and their geo-statistical and statistical laws of distribution were found. The fracture scenarios of the rock mas were set up using the RESOBLOK code for the generation of the geometrical models, and for the discrete simulation and analysis on the LMGC90 code. In the scope of this research, we realised two simulation approaches for the excavation of the tunnel. The assumed tunnel was had the shape of a cylinder with the length L = 10m, and with the diameter D=5m. After -The sliding threshold due to the dry friction contact of the rock blocks and the stable evolution of the model.

According on the obtained results, the rock mass and the assumed tunnel showed the stability state during the proposed tunnelling procedure. The movement of rock blocks in the model under the 3 rd loading case was found to be smaller than those of the 1 st loading case while the contact forces and stresses caused by the 3 rd loading case were stronger than those caused by the 1 st loading case. In general, the excavation and its boundary rock mass under the 3 rd loading case was in a more stable condition than the excavation and its boundary rock mass under the 1 st loading case, although the applied pressures in the 3 rd loading case was much stronger than those of the 1 st loading case. The stronger confining pressures and the equilibrate state of the applied pressures in the 3 rd loading case ( 1 =  2 = 3 ) were considered to be the main reason for the better stabilization of the model. Some critical zones of the models during the excavation schedule were found. The high value of the contact pressures at these zones was concluded as the consequence of the extreme small contact faces between the constitutive blocks. This localization phenomenon was an inherent default caused by the non-regular loading distribution in the model as mentioned in the section 2.5.4.

In general, the mechanical responses of the numerical models were quite close to the normal states of a real tunnel construction in hard rock that had been found in many related technical documents. In order to take into account the necessary small dimension of the model, the behaviours of the monitored slice in the middle of the rock mass were used as representative of the whole model.

On the obtained results of the numerical behaviour of the modelled tunnel and its numerical rock massif, a normal condition with the general stability was found in both cases of simulation. Even the applied stresses in the 3 rd loading case was about 10 times bigger than those of the 1 st loading case, the equivalent rock mass was found to be more stable. This fact showed the stabilisation effect of the confining stresses on the rock mass. The massif of the marble of Saint Béat was concluded to be stable with normal rigid behaviour and the supposed tunnelling procedure was not found any grave hazards during the simulation. The results of this simulation can be used as a safe confirmation for the real construction project of the future tunnel of Saint Béat.

CONCLUSION AND RECOMMENDATION

All rock masses are more or less fractured. This statement, strongly acknowledged in rock mechanics, is used as the starting idea of this research. Through the bibliographical study presented in the first chapter, the mechanical framework and the numerical methods applied in rock mechanics have been approached. Simultaneously, three main tunnelling design methods have been recalled. This study has given us the fundamental basis of the research and has led to the choice of a methodology, introduced in the second chapter. To sum up, the methodology is a downstream procedure consisting in:

-The collection of the discontinuity data on the studied rock mass by the scan-line method;

-The geo-statistical and statistical data processing on collected data to define and fit the representative distribution laws of the discontinuities;

-The creation of geometrical models of rock mass and the preliminary selection of suitable models with the application of the Discrete Fracture Network (DFN) method and the block theory using RESOBLOK code;

-The characterization of the behaviour of rock mass through the mechanical responses obtained from in situ and laboratory measurements;

-The modelling of rock mass with the application of the Non Smooth Contact Dynamics (NSCD) method using the LMGC90 code.

The goal of the methodology is to study rock mass with the consideration of the presence of the rock structure (i.e. the discontinuity system). It has been applied to two problems in rock engineering:

-The simulation of the triaxial compression test for cylindrical specimens;

-The simulation of the multi-phase tunnel excavation.

The methodology is the combination of the structural geology, the in situ investigation and measurements, the discontinuity data processing by the use of the geo-statistics and statistics, the numerical methods in rock mechanics and the use of computer tools. It is aimed at proposing:

-A numerical rock model that can replace or simulate the mechanical behaviour of the natural model in laboratory tests;

-A numerical simulation of a tunnel in the rock medium with a multi-phase excavation schedule.

Direct achievements of the proposed methodology were looked for:

-The replacement of the natural distribution of rock structure by the statistical distribution of the main discontinuity families in the 3D space;

-The geometrical modelling of the rock mass in 3D in many scenarios of creation and a brief selection of interested cases following a given stability criterion;

-The use of natural stresses data in rock mass, obtained from the over-coring test measurements to represent, in the numerical model, the natural loading condition of the rock mass, as well as a means to assess the validity or the limits of theoretical loading cases;

-The simulation of the multi-phase excavation of a tunnel with the consideration of the state of the tunnel and its neighbouring rock medium before, during and after the excavation schedule, and at each excavation phase;

-The implicit discrete analysis of the rock mass, considered as the assemblage of rock blocks in non-smooth contact, controlled by different contact laws.

Some advantages of the methodology can be pointed out:

-The distribution of the rock structure is handled by using the simplest mapping technics and basic geo-statistical and statistical data processing;

-Diversified scenarios of the intersection of the discontinuities in rock mass can be simulated and the rock geometrical representation in 3D is graphically clear and rather friendly interacted with, using different computer codes for the analysis;

-The complex arrangement and precise loading path of classical tests in laboratory condition can be easily simulated;

-Depending on its location in the rock mass, the rock specimen or rock block behaviour is modelled, depending on the value and direction of the gravity, or following a given gravity function in the simulation, so that it is numerically included in or excluded from the model; -The multi-phase excavation procedure of a tunnel in the rock mass can be modelled by a numerical multi-step schedule in the analysis;

-The tunnelling analysis as a combination of the empirical and numerical approaches is capable of ensuring a safer design and, hopefully, the safe use of the future -When the rock mass is strongly fractured with a high number of constitutive blocks, the post-processing for data processing becomes time consuming with the need of an independent processing tool (spread sheet).

For the improvement of the proposed methodology in the future, we aim at:

-Modelling the blocks as deformable and using more relevant contact laws; -Comparing four cases: i) Rigid blocks and dry contacts; ii) Rigid blocks and cohesive contacts; iii) Deformable blocks and dry contacts; iv) Deformable blocks and cohesive contacts. The obtained results will demonstrate the advantages and defaults of each approach and suggest the scope of application;

-Finding a better solution for transferring the external force applied on the ------------------------------------ 
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 1111 Nature of fractured rock mass Structure of rock and its nature
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 111 Figure 1.1.1: Fractured marble on the Cap du Mount at Saint Béat (Haute Garonne, France)
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 1 Figure 1.1.2: Illustration of the rock mass (sourced and modified from [7])
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 113 Figure 1.1.3: Characteristics of discontinuities in rock masses (sourced from [11])
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 115 Figure 1.1.5: Located zones of the stress-displacement curves in a rock mass
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 118 Figure 1.1.8: Relation of Discontinuity Spacing and Size of the Problem (source from [23])
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 1110 Figure 1.1.10: Fractures of rock
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 1111 Figure 1.1.11: Brittleductile transition of the intact rock (sourced from [4])
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 1112 Figure 1.1.12: Different modes of failure observed on jointed specimens (sourced from [4])
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 13 Hence, they proposed to use the progressive failure mechanisms of rock bridges, leading to global failure, along with the modelling of the stability analysis that should encompass the nucleation or activation of cracks within the rock, the possible coalescence of which would then lead to the creation of critical failure surfaces. In rock engineering, several failure criteria of the rock mass have been proposed and applied in practice. Some common criteria in rock mechanics for the rock mass are Mohr -Coulomb criterion for rock mass, the Hoek -Brown criterion for rock mass, the Yudhbir criterion, the Sheorey et al. criterion and the T. Ramamurthy one. Some criterion related to some rock classification systems: RMR and GSI for the first criteria, Q and RMR for the second and the third. Those failure criteria are briefly presented here. a) Mohr -Coulomb criterion for rock mass The Mohr-Coulomb failure criterion expresses the relationship between the shear stress and the normal stress at failure along a hypothetical failure plane. The Mohr-Coulomb criterion is suitable at high confining pressures when rock generally fails through the development of shear planes [16]. The Mohr-Coulomb shear strength τ, for a given normal stress n  peak = c + tan. nThe relation between the major and minor principal stress is given by: Internal friction angle (rad/°), equivalent to the angle of inclination of a surface sufficient to cause sliding of a block of similar material c: Cohesion, represents the shear strength of the rock when no normal stress is applied  peak : Maximal shear strength (N/m 2 ) Major principal stress (N/m 2 ) Minor principal stress (N/m 2 )
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 13111313 Figure 1.1.13: Relationships between major and minor principal stresses for Hoek-Brown and equivalent Mohr-Coulomb criteria (sourced from [30])

3 :

 3 the rock mass classification systems RMR: Rock Mass Rating value 1 : Major principal stress (N/m 2 ) Minor principal stress (N/m 2 ) c : Uniaxial compressive strength of the equivalent intact rock (N/m 2 ) A: Parameter depended on the rock mass quality, 1 for intact rock and 0 for totally disintegrated rock masses B: Rock material constant depended on the rock type : Constant and independent to rock type and rock quality, 0.65 or 0.6

1 :

 1 Mass Rating value If RMR 76  18: use the 1976 version of Rock Mass Rating. If not: RMR = 9.lnQ' + 44 cm : Uniaxial compressive strength of the rock mass (N/m 2 ) c : Uniaxial compressive strength of the equivalent intact rock (N/m 2 ) tm : Uniaxial tensile strength of the rock mass (N/m 2 ) t : Uniaxial tensile strength of the equivalent intact rock (N/m 2 ) Q: Q system of the rock mass classification systems b: Constant e) T. Ramamurthy criterion There are two versions of the T. Ramamurthy criterion for the rock mass [4]: -The 1994 version: cj = c .exp(-0.008J f ) Major principal stress (N/m 2 ) 1 ': Major effective principal stress (N/m 2 ) 3 : Minor principal stress (N/m 2 ) 3 ': Minor effective principal stress (N/m 2 ) c : Uniaxial compressive strength of the equivalent intact rock (N/m 2 ) cj : Uniaxial compressive strength of the joints of the rock mass (N/m 2 ) J n : Joint frequency in the direction of the major principal stress n: Inclination parameter r: Coefficient of friction B j : Joint inclination 1.1.
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 111 Figure 1.2.1 shows two opposite natural states of the marble of Saint Béat in Haute Garonne (France): a) very fractured on the rock cliff on which the rock structure can be easily observed; b) nearly intact on a cylindrical specimen of the direct shearing test in laboratory.
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  Volume mass of the body : Volume forces applied on the body ̇: Acceleration of the body ̿ : Stress tensor t: Surface forces applied on the f with t = ̿ . n n: Normal vector of the f v: Velocity imposed on v : Closed boundary of the body : Material field of the body Considering the space V of virtual velocities defined by: Position of the inertial centre ̂ : Virtual velocity of the translational displacement ̂ : Virtual velocity of the rotational displacement ̂ : Virtual velocity of the deformation of the body
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 1 Figure 1.2.3: FD grid in 2D (sourced from [44])
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 1 Figure 1.2.4: FE discretization in 2D (sourced from [44])
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 16 Figure 1.2.6: Discrete element discretization in 2D (sourced and modified from [44])

Figure 1 .

 1 Figure 1.2.7: Main types of contacts between two adjacent blocks

F

  int : Internal force (for deformable bodies) or nonlinear inertia terms (for centrifugal and gyroscopic) (N) F ext : External force (N)

Figure 1 .2. 8 :

 18 Figure 1.2.8: Model of a rock mass created by the method of D. Heliot[START_REF] Heliot | Generating a blocky rock mass[END_REF] 

Chapter 1 :

 1 STATE-OF-THE-ART OF THE FRACTURED ROCK ENGINEERING 57Well-presented these features, the Signorini condition is adopted in the NSCDs. Studying the contact between two neighbouring objects O and O', O is called the candidate and O' is called the antagonist. Two objects are assumed to contact at the point P and P' on the boundary of O and O', respectively. P and P' are the nearest points between O and O' and the distance PP' is the gap between two bodies. The normal component R N of the contact vector is the unit vectors ⃗⃗⃗⃗⃗⃗ of the O' to O at P' and ⃗⃗⃗⃗⃗⃗ of the O to O' at P and is denoted as R N . The tangential component R T of the contact vector is perpendicular to N.
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 19 Figure 1.2.9: Local frame (sourced from [60])

  literal expression: Force of inertia = (Internal force + External force) + Contact force When shocks are included, the equation is rewriten as the form of differentials: Acceleration measure dv: Non-negative real measure to which d ̇ becomes a density function and r is the one of local density of impulses at contact moment.
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 110 Figure 1.2.10: Basic implicit resolution scheme of a time step in NSCD (sourced from [53])

R

  T [-R N , R N ] When U T > 0: R T = -R N When U T < 0: R T = R N With R = (R T , R N ): Contact force between one object to another U = (U T , U N ): Sliding velocity vector between one object to another : Friction coefficient,  = tan() : Friction angle

Figure 1 .2. 11 :

 111 Figure 1.2.11: The relation curve of the contact in NSCD method (sourced from [60])

U

  T and R T are conjugated by the function * C and  C Of which C = {R:  R  g} and g = R N

  U T  and R T  are conjugated by the function * C  and  C  of which C  = {R:  R  g} and g = R N  or by the equivalent form as: the variables -̇ and R are conjugated by the function GH T * and (GH T * ) * of which G = * C and G* =  C
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 131 Figure 1.3.1: Design process for tunnelling (sourced from [77])
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 133 Figure 1.3.3: Typical shotcrete final lining detail (sourced from [80])
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 134 Figure 1.3.4: Structure of drained double-layer tunnel linings of Murgenthal tunnel (Switzerland) in hard rock (sourced from [81])
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 135 Figure 1.3.5: Schemas of rock anchors

  In 1964, Rock Quality Designation (RQD) was proposed by D.U. Deere. In the same year, the earliest formula of Joint Index Methods (JIM) were published by Protodyakonov and Koifman; -In 1973, Rock Mass Rating (RMR) was suggested by Bieniawski; -In 1974, Q-system was published by Barton et al.; -In 1975, Mining Rock Mass Rating (MRMR) for mining applications was developed by Laubscher. In the same year, Unified Rock Classification System (URCS) started to be used by the US Forest Service; -In 1981, Basic Geotechnical Description of Rock Mass (BGD) was established by the International Society of Rock Mechanics (ISRM); -In 1982, Rock Mass Strength (RMS) was published by Stille et al. as the modification of RMR system. In the same year, Modified Basic RMR System was developed for block caving operation in western US.; -In 1985, Slope Mass Rating (SMR) was proposed by Romana; -In 1993, T. Ramamurth and Arora suggested their classification system; -In 1994, Geological Strength Index (GIS) was proposed by E. Hoek and E.T.Brown; -In 1995, the rock mass number N and Rock Condition Rating (RCR) were published by Goel et al. as the new version of the Q-system and RMR; -In 1996, Rock Mass index (RMi) was developed by Palmström.

3 . 1 :

 31 Parameters included in different numerical and function classification systems (sourced from[START_REF] Aydan | Assessment of rock mass strength for underground excavations[END_REF]) Researching the four most common rock mass classification systems: RMR, Q, GSI and RMi; S. Tzamos, A.I. Sofianos[START_REF] Tzamos | A correlation of four rock mass classification systems through their fabric indices[END_REF] proposed the common base for all rock mass fabric indices as the combination of four mentioned index. Each rock classification system has its own scope and restriction that need to follow. A. Palmstrom[START_REF] Palmstrom | Ground behaviour and rock engineering tools for underground excavations[END_REF] summarised the main application of their systems as in the following table.

  tunnel and support structures are measured automatically and/or manually. The data are read with the frequency based on by the importance of the structures and the location of the measurements. The content and procedure of the monitoring in a NATM-based tunnel are complicated and strongly influence the construction progress, the stability of the excavation and the success of the project. From the recorded responses of the tunnel and its structures, the resistance of the tunnel supports (temporal and permanent ones), the deformation of the tunnel on the tunnel faces and along the tunnel axis, the movement and settlement of the bottom surface, etc. are carefully checked in comparison with initial designed values and with the previous behaviours of the same measure objects. If the monitoring is considered
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 136137 Figure 1.3.6: Main principles in the process of ground characterization and rock engineering (sourced from [93])
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 108 used the BEM direct formulation based on the Somigliana identity on a 2D model in plane strain for several tunnels in different rock masses by a code written in Pascal language.-DEM-based researches: J. Guittard et al.[START_REF] Guittard | Field investigations campaign realized for St Beat tunnel (France -31)[END_REF] applied the geo-statistics on the in-situ-collected discontinuity data and RESOBLOKa DFN-based software to 3D model a cubic rock mass in which a circular opening was situated. Primary analyses were realised. A cross-check on the equivalent 2D model for UDECa DEM-based software was also executed. M.J.M. Maynar and L.E.M. Rodriguez[START_REF] Maynar | Discrete Numerical Model for Analysis of Earth Pressure Balance Tunnel Excavation[END_REF] published the determination of the thrust and torque needed by the Earth Pressure Balance (EPB) machine to excavate the tunnels; and the soil stability at the tunnel face by the use of the DEM on the PFC30 code. A 3D model constituted of circular bond particulars was employed to reproduce the combined movement of the cutting head in the EPM. The simulations of the tunnelling were carried out both by filling the whole space between the tunnel and the ground surface with clumps and by substituting the upper part of this depth with an equivalent vertical load.N. Hataf and M. Baharloo[START_REF] Hataf | An improved DEM for stability analysis of tunnel in rock mass[END_REF] constructed a DEM-based model that took into consideration of the large displacements and the behavior of highly fractured rock masses. On the edge-toedge and the vertex-to-edge contact, two springs were assumed at each contact point. Their relative displacements generated the normal and shear forces in the springs. The rock bolt was assumed to be anchored at both ends without the side friction. The model took into account the effect of ground water in reducing normal pressure on the surface of discontinuities.

Task 1 :oo

 1 Geometrical modelling in 3D -In situ measurements on exposed rock faces by the scan-line method: o The scan-lines are surveyed on exposed rock faces representative for the rock medium of interest; o The data obtained from each discontinuity: type, intersection with scan-line, orientation, persistence, extension, opening, filling, etc. -Discontinuity data processing: o The discontinuities are grouped into main families by the clustering methods; The variability of discontinuities in each family is analysed to find out the geo-statistical distribution laws of the family in the space and the centre of the family by the geo-statistical and statistical processing. -Model generation in 3D by RESOBLOK: o The configuration and direction of the model are decided; o The centre and the distribution laws are used to defined each family; o The different scenarios of the intersection between the discontinuity families in the rock mass are assumed; o The rock structure is defined by its discontinuity families and isolated fractures, the generation of the 3D model is created by the use of RESOBLOK based on the DFN method; o The preliminary selection of critical cases of generation is done by the stability analysis of RESOBLOK based on the Key block theory. Task 2: Mechanical modelling of the rock mass -Choice of the models of the mechanical behaviour of the rock blocks: rigid or deformable (elastic, plastic or viscous, etc.); -Choice of the contact laws between rock blocks; -Choice of the mechanical parameters of the intact rock and the rock mass: o Natural stresses in the rock mass are obtained from the in situ measurements; The geotechnical data of the intact rock are obtained from laboratory tests. Task 3: Numerical simulation analysis in 3D -Simulation setting: o Boundary conditions; o Loading conditions:  Theoretical combinations of earth pressures;  Application of in situ stresses in the rock mass. o Numerical simulation and calculation parameters: the length of time step, the parameters of the Non Linear Gauss-Siedel resolution algorithm, the convergence criteria. -Discrete analyses are realised based on the NSCD method with the implicit discretization of time and the integration of the meshing of the FEM by the use of LMGC90; -Post-processing processing on obtained numerical responses of the modelling: o Evolution of displacements; o Distribution of forces and stresses in the medium; o Numerical stabilisation analysis. The organisation of the methodology is illustrated in the flowchart presented in the following figure.

Figure 2

 2 Figure 2.0: Flowchart of the proposed methodology for the modelling of rock masses

o

  figure of A. Palmström [120], quoted in the next figure.
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 211 Figure 2.1.1: Limitation of the observation and the measurement of the properties of the rock mass inside a tunnel (sourced from [120])
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 2 Figure 2.1.2: Trace of a scan-line on an underground rock face
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 2 Figure 2.2.1: Orientation of the discontinuity in space (sourced from [131])

Figure 2

 2 Figure 2.2.3: Equal angle and equal area projection of the Americas and Antarctica (sourced from [131])

:

  Corrected Cartesian coordinate of the normal vector of a discontinuity w: Weighting of sampling bias It is suggested to use the coordinates (x 1 *, x 2 *, x 3 *) to replace the initial ones in all geological processing afterward[START_REF] Terzaghi | Sources of error in joint surveys[END_REF].

[ 130 ]

 130 have classified two groups of clustering methods: one only based on discontinuities orientation; another based on discontinuities orientation and other information such as planarity, weathering, spacing or roughness. R. E. Hammah and J. H. Curran[START_REF] Hammah | On distance measures for the Fuzzy K-means algorithm for joint data[END_REF] have used two other groups: the hierarchical one of which members in a group have a non-equal relationship (as a family tree) and the partitive one that clusters objects into mutually exclusive sets.

()

  and A ii = 0, is the decay parameter, = 0.1  0.15 recommended by the authors; -Build the diagonal matrix D with ∑ and the normalized affinity matrix L = D -1/2 .A. D -1/2 ; -Compute the K largest eigenvalues and their corresponding eigen vectors v i (i = 1, K) of the matrix L to form the matrix V = [v i ] then normalise each line of V to achieve the matrix U;

  Figure 2.2.4: Clustering results on the discontinuities data of the San Manuel cooper mine (data sourced from [130])

  Figure 2.2.5: Clustering results on the discontinuities data of the San Manuel cooper mine (data sourced from [130])

:

  x 3 C : Cartesian coordinates of the centre of the family x Cartesian coordinates of a discontinuity in the family n: Quantity of discontinuities in the family , : Orientation of the centre of the family (rad)Q: The quadrant parameter proposed by S. Priest[START_REF] Priest | Discontinuity analysis for rock engineering[END_REF] 

Withh:

  Unit length of the distance scale(m) n: Number of couples of data at a distance h p(x): Number of discontinuities that appear at the distance x i on the scan-line p(x+h): Number of discontinuities that appear at the distance x i +h on the scan-line

ooo-o

  Exponential law: Probability density function: f(x) = .e -.x Cumulative distribution function: P(x) = 1 -e -.x -Log-normal or Laplace -Gauss law: Probability density function: Fractal law, power-law: Probability density function: ( ) Based on the comparison results, the most fitting statistical law is chosen to be the representation of the distance distribution of discontinuities in each family. b) Orientation distribution of discontinuities

-

  two related blocks; -and the state of the face: on the boundary of the zone of interest or not, on the external boundary of the block or inside a non-convex block. Meanwhile, a plane is defined by the indices (a, b, c, d) that are expressed by the equation of ax + by + cz = d of which a² + b² + c² = 1 and d > 0. A plane separates the space into two half-spaces H i Q+ and H i Q-.

  relevant zone and configured by the convex polyhedral sub-zone of which the participant polyhedra are switched from the normal blocks to the "blocks of air". The excavation is determined by the list of boundary planes and a point inside the sub-zone.
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 31 Figure 2.3.1: 3D model of a rectangle excavation and its vicinal blocky rock mass generated on RESOBLOK
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 2 COMPREHENSIVE METHODOLOGY FOR THE MODELLING OF ROCK MASSES:FROM GEOLOGICAL SURVEYS TO DEM-BASED MODELLING AND ANALYSIS[START_REF] Manda | Comparison of three fracture sampling methods for layered rocks[END_REF] 

  Figure 2.3.2: Simulation a family discontinuity (sourced from [64])2.3.2. BGL written on RESOBLOKBGL is the numerical tool for writing the rock database and the generation algorithms in a scenario and then interpreting by the computer language C to generate the geometrical models of the rock mass. Written on BGL and belonging to LAEGO (Laboratory of Environmental Geo-mechanical Works) and INERIS (National Institute of Industrial Environment and Risks) at the "Ecole des Mines de Nancy", France, RESOBLOK is a code dedicated to fractured rock media and integrates the capacities of 2D and/or 3D geometrical model generation and stability analysis.
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 233 Figure 2.3.3: Display of the 3D model and three perpendicular cross-sections of a rock mass on RESOBLOK
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 234 Figure 2.3.4: Three models exported from a scenario file in RESOBLOK c) Geotechnical characteristics of the model Because RESOBLOK is applied in our methodology at the step of the geometrical modelling creation, the geotechnical characteristics of the model are not necessary.
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 2 COMPREHENSIVE METHODOLOGY FOR THE MODELLING OF ROCK MASSES:FROM GEOLOGICAL SURVEYS TO DEM-BASED MODELLING AND ANALYSIS 120 2.[START_REF] Robert | Dictionnaire de la langue française[END_REF].2.2. Various simulations of a model generationBy choosing the simulation number N > 0 before executing the model generation in the module BG, various cases of the structure of rock blocks inside the model are created.
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 2 COMPREHENSIVE METHODOLOGY FOR THE MODELLING OF ROCK MASSES:FROM GEOLOGICAL SURVEYS TO DEM-BASED MODELLING AND ANALYSIS 121

  Figure 2.3.5: Stability analysis of a rock mass with its opening on RESOBLOK The analysis is continued by the replacement of new adjacent blocks into the empty zones caused by the falling of the unstable blocks until no more unstable blocks are found and the analysis results are obtained. With the integrated statistics option of the code, the results can also be presented as statistical data in graphs (histogram, correlation curves) and data output.
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 2123 Figure 2.3.7: Variation in the average number and volume of unstable blocks versus the number of simulation of a modelling for the marble of Saint Beat on RESOBLOK

  of Bridges and Roads of Toulouse, France) can test rock cores up to H = 100 mm and D = 50 mm [149]; or the triaxial Hoek cell TS 708/NX for a rock core of D = 54.75 mm [150]. Hence, the generation of a cylindrical rock core with D = d (m) and H = 2d (m) was our goal.

  preliminary selection of the generated models is neglected. The zone inside the excavation of the model is exported to LMGC90 in a file *.dat and immersed into the Pre-Processor of this code to reconstruct the generated model on RESOBLOK before the realisation of detailed mechanical analyses.

Figure 2. 3 . 8 :

 38 Figure 2.3.8: Model of a conformed cylindrical specimen generated on RESOBLOK

Figure 2 . 3 . 9 :

 239 Figure 2.3.9: Model "without hole" of a fractured rock mass

a) Model 1 (

 1 Figure 2.3.11: Model 1 and model 2 of a fractured rock mass from a scenario file

  Figure 2.4.1: Stress-strain curves of the four deformable models of rock

  Figure 2.4.2: Overcoring measurement for in situ stress realised in the Cap du Mount (France) by INERIS on 04/10/2011
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 251 Figure 2.5.1: Analysis philosophy of LMGC90

Figure 2 . 5 . 3 :

 253 Figure 2.5.3: Failure mechanism of a numerical tunnel simulated on LMGC90 Notation of Figure 2.5.3: ‖ ‖ : Displacement (m) ‖ ‖ : Velocity (m/s)

Figure 2 . 5 . 4 :

 254 Figure 2.5.4: Numerical model of the rock mass on the vicinity of an opening

-

  The time step dt: It is depended on the mechanical parameters of the model (i.e. the mass and the stiffness) and can be computed by: √ With: N: Time step discretization m eff : Effective mass of the model K n : Normal component of the local stiffness dt must be small enough to ensure the numerical stability and to describe with accuracy the contact.

Figure 2 . 5 . 5 :

 255 Figure 2.5.5: Example of a matching error on the common edge between two adjacent blocks of the model generated on RESOBLOK

  intermediate object was transferred in the rock mass with the dependence of the contact map in the model. Hence, the "non-regular" distribution of the forces on the model was one of the main features of our model. This fact is well illustrated on the following figure where the external axial pressure which applied on top the model was distributed on all rock blocks of the model. The force value on each constitutive block is represented by a vector of which the magnitude is expressed by the colour on the colour scale and by the shape of the vector.

Figure 2. 5 . 6 :

 56 Figure 2.5.6: Non-regular distribution of a vertical pressure applied on a cubic rock model to the constituted blocks in the model

3 :

 3 Figure 2.5.7: Principals of the triaxial compression test for rock and soil specimen

  The 1 st big rigid plate of D x D x d (m) was attached under the bottom of the model. D is the diameter of the model. The thickness of those plates d was suggested to be small enough to not cause a considerable weight on the model. Its 6 DOFs were totally fixed for the stability of the model; -The 2 nd big rigid plate was attached on the top of the model; -There were "n" rings of "m" small rigid plates of A x B x d (m) regularly positioned on the height of the model. On each ring, "m" plates were symmetrically placed on the periphery. In total, there were p = n . m small plates regularly attached on the periphery of the model. The values of n, m, A, B are selected for aiming at the best distribution of the confining pressures on the model.-The DOFs of the 2 nd big plate and p small plates were assigned by some cases: all-DOF liberation, rotational-DOF fixation, translational-DOF fixation or all-DOF fixation.
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 258 Figure 2.5.8: Arrangement of the boundary rigid plates around the numerical specimen of the triaxial compression tests

  1 st segment of tunnel with the coordinate Y 1 = [0, L 1 ] (model 1): n 1 objects RBDY3; -i st segment of tunnel with the coordinate Y i = [L i-1 , L i ] (model i th ): n i objects RBDY3; -Last segment of tunnel with the coordinate Y K = [L K-1 , L] (model K): n k objects RBDY3; -Rock mass "with hole" (model 0): m RBDY3 objects.

3 . 4 . 3 .Figure 2 . 5 . 9 :

 343259 Figure 2.5.9: Model of the numerical rock mass of the 3 rd excavation algorithm at t = 0(s)

Figure 2. 5 . 11 :

 511 Figure 2.5.11: Arrangement of the boundary rigid plates around the cubic model of a tunnel

Figure 2 . 5 . 12 :

 2512 Figure 2.5.12: Alternative plane-strain design models for tunnels in different depths and ground stiffnesses (sourced from [77])

Figure 2 . 5 . 13 :

 2513 Figure 2.5.13: Two typical schemas of the theoretical earth pressures on the tunnels (sourced from [168])

  Figure 2.5.14: The final state of a tunnel simulated by three mentioned algorithms
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 1311 Marble of Saint Béat and the construction project of the Saint Béat tunnel Saint Béat town and the marble of Saint BéatSaint Béat is a small town in Haute Garonne department of the Midi-Pyrénées region of France. Along the French national road N125, Saint Béat is only 10.6 km from the frontier between France and Spain.

Figure 3 . 1 . 1 :

 311 Figure 3.1.1: Satellite view of Saint Béat town in its region (sourced from [169])

  2006 that brought the up-to-date journey from Montréjeau to Pont-du-Roi in 28km [175]. Being one of the few roads passing through the central Pyrenees at a medium altitude, the road is nearly the most heavily-travelled corridor between France and Spain [170]. The part of the N125 that runs through Saint Béat is tightened by the Cap du Mont and the Rié mountain which are steep reliefs with the threatening of rock falls. Furthermore, the Garonne river which is at one side of the road sometimes brings inundation to the valley of the Garonne. For improving the traffic of the N125 in this region and for the reduction of the traffic flows, in particularly heavy transports, passing through the town of Saint Béat, a new tunnel was planned. In 1989, the construction project of a new tunnel as a part of the N125 at Saint Béat started by DREAL Midi-Pyrénées (Midi-Pyrenean Regional office of Environment, Development and Accommodation, France), under the supervision of CETE du Sud-Ouest [170]. This construction is in the framework of the development project of the N125. The future tunnel will be dual-directional with a length of 1066m, including two security galleries, a transversal ventilation system and a station of smoke ejection on the northern head of the tunnel [170. It will be on the left side of the Garonne river, go under the Cap du Mont with the northern head on the exploitation site of the OMG factory and the southern head will meet the departmental road D44. The excavation of the future tunnel will be started from both heads [170].
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 3123133 Figure 3.1.2: Illustrational trace of the tunnel of Saint Béat in its region (sourced from [169])

Figure 3 . 1 . 4 :

 314 Figure 3.1.4: 3D geological simulation of the tunnel of Saint Béat in its rock mass (sourced from [177])

Figure 3 . 1 . 6 :

 316 Figure 3.1.6: Aerial plan of the castle gallery and the positions of the measurement realised by CETE Lyon (sourced from [177])
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 317318 Figure 3.1.7: Overcoring measurement realised by INERIS in the castle gallery in October 2011

Figure 3 .2. 1 :

 31 Figure 3.2.1: Plan view of the castle gallery and the position of the scan-lines realised by LRPC Toulouse (sourced from [109])

Figure 3 . 3 Figure 3 .2. 3 :

 3333 Figure 3.2.2: Sketch of the position of three scan-lines in the underground exploitation site of the OMG factory
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 331 Figure 3.3.1: Equal-area lower hemisphere projection of unit normal vectors of 402 discontinuities on the longest scan-line

  Figure 3.3.2: Equal-area lower hemisphere projection of unit normal vectors of the clustering results by the spectral method

Figure 3 . 3 . 3 :

 333 Figure 3.3.3: Equal-area lower hemisphere projection of unit normal vectors of 402 discontinuities in 4 families and their centres
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 334336337338 Figure 3.3.4: Equal-area lower hemisphere projection of unit normal vectors of 402 discontinuities in 3 families and their centre by the mean vector calculation

F3

  Figure 3.3.10: Experimental and theoretical cumulative density curves when there were 4 families

Table 3 . 3 . 6 :Figure 3 . 3 . 12 :Figure 3 . 3 . 13 :

 33633123313 Figure 3.3.12: Theoretical and empirical cumulative distribution curves of the distribution on a spherical space when there were 4 families

Figure 3 . 3 . 14 :

 3314 Figure 3.3.14: Distribution clouds on the equal-area lower hemisphere projection of unit normal vectors when there were 3 discontinuity families
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 33153316 Figure 3.3.15: Average semi-variograms of the discontinuity densities for the three segment sizes in the case of 4 main families -The forms of the average semi-varigrams of the family 3 of the 1 st case were different from the equivalent curves of the other families but did not change when the segment changed. Having the same feature of distribution, the separation of the discontinuities in this family with the others was proven.

  condition of the marble of Saint Béat. As an example, in the simulation number N = 14 of the scenario 4, the big dimension model (H = 10 m, D = 5 m) was generated from 514 rock blocks while the 10-time-smaller model (H = 1 m, D = 0.5 m) was constituted of only 3 rock blocks. The obtained models were directly exported to LMGC90 from RESOBLOK using the option "Export only the excavation" as the data files *.dat and then immersed into the Pre-Processor of LMGC90.
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 3411443 Figure 3.4.1: Cylindrical model generated from the scenario 4 with N = 14

Figure 3 .

 3 Figure 3.4.2: Models of the rock mass "without hole" of the scenario 4 with N = 14

Figure 3 . 4 . 3 :

 343 Figure 3.4.3: Excavation segments of the Scenario 4 when N = 14

  Figure 3.4.4: Two models of the Scenario 1 when the simulation N = 1

a)

  Mechanical models of the rock massTwo bulk mechanical behaviours of the rock mass for the simulation of the marble of Saint Béat were proposed:-Rigid behaviour: All rock blocks were assigned to be rigid. They had the rotational and/or translational displacement but their configurations did not change during or after the loading period. The most important parameter for this model was the density of the rock mass  = 2600 kg/m 3 .-Deformable behaviour: The rock mass and all its constituted blocks were assigned to be deformable under the application of external loads. Three most required parameters for this model were the density of the rock mass  = 2600 kg/m 3 , the modulus of Young E = 70 GPa, the Poisson coefficient  = 0.3. The rock was considered as anisotropic with the medium anisotropic index 3.6 %. b) Contact law between the discontinuities and blocks of the rock mass On the observations on the rock masses in the castle gallery (the main investigation site of the tunnel project) and on the underground exploitation site of the OMG factory (the in situ measurement site of this research) and the related technical documents of the marble of Saint Béat, the discontinuities of the marble of Saint Béat were considered to be very light rough, small or closed opening, very light in-filled or no filling, the presence of the water in the discontinuities was minor. The unilateral Coulomb's law of contact was proposed for the definition of the contact interaction between rock blocks of the model. Two types of contact were suggested for the modelling of the rock mas -When the discontinuities were closed without filling: The contact was dry and the cohesion was neglected. The dry friction Coulomb's law of contact was used. Two most required parameters were the internal friction angle of the rock  m = 22° and of the discontinuities 42.8° [149]. -When the discontinuities were opened and in-filled: The cohesive zone models were defined at the contacts between the contact objects. The non-frictional cohesion Mohr-Coulomb's law of contact was used. The required parameters were the aforementioned internal friction angles and the cohesion parameter of 35MPa [149]. c) In situ stresses of the rock mass of Saint Béat Because the two measurements of the in situ stresses of the rock mass of Saint Béat realised by CETE Lyon and INERIS for the tunnel construction project were different in the obtained values, it was difficult to find out the appropriate values. Hence, the in situ stresses from the latest campaign of measurement by INERIS [178] in November 2011 were selected and their values were presented in the next table.
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 351 Figure 3.5.1: Reference of the in situ stresses of the rock mass of Saint Béat
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 3361 Figure 3.6.1: Numerical specimen before and after the surface meshing

  Figure 3.6.2: Numerical model of the simulation

Figure 3 . 6 . 3 :

 363 Figure 3.6.3: Scheme of the six loading paths for the simulation

Figure 3 . 6 . 4 :

 364 Figure 3.6.4: Sketch of the loading paths of the simulation

F 1 : 1 :-F 3 : 3 :

 1133 Axial external force (N) Axial pressure (N/m2) R: Initial radius of the cross-section of the specimen (m), R = 2.5m S 1 : Loading area under the top big plate (m 2 ), S 1 = 19.64m 2 Lateral external force: And With: Lateral external force (N) Lateral pressure (N/m2) R: Initial radius of the cross-section of the specimen (m), R = 2.5m H 0 : Initial height of specimen (m), H = 10m n: Quantity of small plates, n = 180 S 2 : Loading area under a small plate (m 2 ), S 2 = 0.87m 2 c) Selection of the simulation parameters The NLGS solver (referred the section 2.5.1) was used for solving the contact detection in the model and the relevant numerical parameters were assigned as in the -Parameter  of the Crank-Nicholson method:  = 0.5; -Time step: dt = 0.1 s; -Convergence norm: tol = 10 -6 ;
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 631 Deformations of specimen during the time of simulation Relative axial displacement: With: dy: Relative axial displacement of the specimen (m) Y i+1 : Absolute height of the specimen at the time step i+1 (m) Y i : Absolute height of the specimen at the time step i (m) Relative lateral displacement: With: dR: Relative lateral displacement of the specimen (m) R i+1 : Absolute radius of the specimen at the time step i+1 (m) R i : Absolute radius of the specimen at the time step i (m) Axial deformation: With  1i : Axial deformation of the specimen at the time step i (%) d yi : Relative axial displacement of the specimen at the time step i (m) H 0 : Initial height of the specimen (m), H 0 = 10m Lateral deformation: With  2i and  3i : Lateral deformation of the specimen at the time step i (%) dR i : Relative lateral displacement of the specimen at the time step i (m) R: Initial radius of the cross-section of the specimen (m), R = 2.5m Absolute positions and relative displacements of the rigid plate on the top of the specimen in all time steps were assigned as the axial displacements of the specimen. In the same way, the average absolute positions and the average relative displacements of twenty small plates at the middle of the specimen (at ) in all time steps were obtained as lateral displacements of the specimen. Then, the variations of two types of displacement during the simulation in six cases of loading path were plotted together in the same figure. The results are presented in the figure 3.6.4 with the following notations: -The left side of the figure is dedicated to the variation of the axial displacement and corresponds to the left column of the legend.-The right side of the figure is dedicated to the variation of the lateral displacement and corresponds to the right column of the legend.
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 365 Figure 3.6.5: Variations of axial and lateral displacements during simulation time of six cases of loading path
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 366367 Figure 3.6.6: Relation between deformations and external loads of six cases of the loading path

Figure 3 . 6 . 8 :

 368 Figure 3.6.8: Relation between axial deformations and the

1 Figure 3 3 Figure 3 . 6 .

 13336 Figure 3.6.9a: Variation of the contact parameters versus the simulation time in six loading paths (Part 1)

Figure 3 . 6 . 10 :

 3610 Figure 3.6.10: Variation of the contact parameters versus the simulation time in the case of 0.001 (21_41)

  The degradation of the specimen (characterized by the point D in the figure): The number of N was suddenly decreased. Whereas, after the restitution, the number of non-active contacts n 3 rose quickly and surpass the two other parameters (n 1 and n 2 ) at the end. The three important moments in the variation of the contacts of the specimen were interesting: -The instable equilibrium of the contact number of the model; -When the number of the sticking contacts in the model were maximal; -At the start of the degradation of model. a) The instable equilibrium of the contact number of the model The model was considered to be in the instable equilibrium when the number of the sliding and the stick contacts were nearly coincident and the number of the non-active contact started to increase. The contact characteristics of the model at this important moment were searched. The results are presented in the next table.

n 1 : 3 :

 13 Number of sliding contacts n 2 : Number of sticking contacts n Number of non-active contactsBased on the obtained results of the contact variation of the model in the six loading paths, the contact instable equilibrium of the model was considered to be influenced by the procedure of the loading paths but not by the velocity of the applied pressures.b) Variation of the sticking contacts in the modelThe same research method which had been applied in the previous part was applied for the variation of the sticking contacts in the model. The moment when n 2 reaches its maximum value was searched and the relevant contact parameters are recorded in the next table.

n 3 :

 3 Number of non-active contactsOnce the coincidence of the variations of contact parameters in the same procedure of loading path (21_41 or 31_61 or 41_81) was proven, the same moment of maximum number of sticking contacts was obvious. The value of t 2 was close to the length of the interval for attainting the end of the constant confinement (4.1s, 6.1s and 8.1s, respectively).c) Degradation of modelIn practice, the phenomenon of degradation of the specimen under the triaxial compression test does not exist because the experiment finishes always at the first appearance of a macroscopic fracture in the specimen. As our model was constituted of rigid rock blocks that were interacting only by the dry friction Coulomb's law, the detachment had been anticipated so that the simulation was always executed until the axial deformation of the specimen reached 50%. The moment when the specimen started to be degraded and the relevant number of the contact parameters were searched. The results are presented in the next table.
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 3611 Figure 3.6.11: Correlation of parameters of contact before the degradation of the model in the case of 0.01 (41_81)

  Figure 3.6.12: Moving blocks of the specimen at t = 14.4s of the loading path 0.01 (41_81)

b)

  When the sticking contact quantity was maximalWhen the number of sticking contacts reached its maximal value, a sliding plane occurred in the specimen. On the visual results of the simulation procedure recorded in the *.vtu files, a sliding plane that made an angle of about 55° with the horizontal line was found in all cases of simulation. The occurrence of this plane was independent from the magnitude and the velocity of the applied pressure and depended only on the structure of the rock mass. The capture of the model at the moment of interest under the loading path 0.01 (41_81) was a good demonstration of the formation of the sliding plane. The similar captures of the other loading paths are presented in the Appendix C.

Figure 3 . 6 . 13 :

 3613 Figure 3.6.13: Sliding plan occurred in the specimen at t = 18s of the loading path 0.01 (41_81)

Figure 3 . 6 . 14 :

 3614 Figure 3.6.14: Relation curve between tangential and normal stress on the sliding plane when the sticking contact quantity was maximal

Figure 3 . 6 . 16 :

 3616 Figure 3.6.16: Relation curve between tangential and normal stress on the sliding plane at the start of the degradation of the model The obtained empirical envelope  = 0.4 was coincident with the theoretical envelope of Mohr written for the rock mass with the internal angle of friction  = tan() = 0.4 . Hence, the start of the degradation of the model was considered as the failure of the model.

Figure 3 .

 3 Figure 3.6.17: Pre-existing faces in the rock core

Figure 3 . 6 . 18 :

 3618 Figure 3.6.18: Flows of movement of rigid rock blocks inside the model under the loading path 0.01 (41_81)
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 7 Study of the simulation of a tunnel excavation in the rock mass of Saint Béat 3.7.1. Introduction Saint Béat is located on a metamorphic internal zone of the Pyrenees chain, constituted of limestone and dominant dolomite (marble), typical of this zone with steep reliefs with high altitude (Cap du Mont: 1207 metres high, Rié mountain: 1128 metres high) [1]. The future tunnel of Saint Béat will cross a marble mountain (metamorphic zone) of Cap du Mont, on the right bank of Garonne river. The southern head of the tunnel that runs parallel with the northern Pyrenees fault will cross the French departmental road D44 and the northern head will be located on the exploiting site of the marble factory OMG. A scan-line investigation in the underground exploitation site of the OMG factory under the Rié mountain was realised in November, 2011 and 402 discontinuities were found on the longest scan-line of 180.8m surveyed on a vertical rock face of which the average direction is N25E.The fracture conditions that were collected at the site of the future tunnel of Saint Béat were used for an actual application of the methodology for the tunnel modelling in the rock mass that is presented in this research. After the processing on the 402 discontinuities of the mentioned scan-line, two cases of family clustering of discontinuities were proposed. A Fisher law of the angle distribution and an exponential law of the spacing distribution were assigned for each family. Then, five scenarios for the 10x10x10(m) homogeneous rock mass generation were set up in RESOBLOK. The assumed tunnel has a shape of a 5-metrewide-diameter cylinder in the middle of the rock medium. The generation of the excavation process by three different approaches were carried out. The geometrical models were created from the five scenarios of the rock mass of Saint Béat and the quick stability analysis on RESOLBOK was executed to find out the critical generations. Finally, the geometrical model created from the simulation of Scenario 4 when N =14 was used as the representative model of the rock mass of Saint Béat and its future tunnel.The geometrical model generated by RESOBLOK was immersed into the Pre-Processor of the LMGC90 code. Rock mass is assigned with the density  = 2600 kg/m 3 . After reconstructing the model in LMGC90 and surface meshing all the blocks using the GMSH script, the dry friction Coulomb's law of contact with a friction coefficient  = tan() = 0.4
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 371 Figure 3.7.1: Numerical rock mass before and after the surface meshing

- 3 :

 3 represented the tension action of the stresses. Case Combination of the gravity and the supposed litho-static pressures: Density of the rock mass, 2600 kg/m 3 g: Gravity acceleration, 9.81m/s 2 H: Overburden height of the tunnel, ~82m (see the Figure 3.1.8) Choosing such an extreme value for the supposed litho-static pressures (10 times bigger than the theoretical litho-static pressures on top of the simulated tunnel), we aimed at studying the effect of the confining stresses on the stability of the numerical rock mass and tunnel. c) Selection of the simulation parameters The NLGS solver was used for solving the contact detection in the model and the relevant numerical parameters were assigned as in the -Parameter  of the Crank-Nicholson method:  = 0.5; -Time step: dt = 0.1 s; -Convergence norm: tol = 10 -6 ;

----

  The preparation phase: 20 time steps from step 1 to 19; The 1 st excavation phase: 10 time steps from step 20 to 29. The excavation work was carried out at the step 20, the observation time was from the step 21 to 29; The 2 nd excavation phase: 10 time steps from step 30 to 39. The excavation work was carried out at the step 30, the observation time was from the step 31 to 39; -The 3 rd excavation phase: 10 time steps from step 40 to 49. The excavation work was carried out at the step 40, the observation time was from the step 41 to 49; The 4 th excavation phase: 10 time steps from step 50 to 59. The excavation work was carried out at the step 50, the observation time was from the step 51 to 59; The finishing phase: 40 time steps from time step 60 to 100.

  4.1), N=14 was an assembly of 1046 rock blocks. Immerged in LMGC90 and meshed its surface using the GMSH script in LMGC90, this model (called "Model 1" here and afterward) was composed of 1046 RBDY3 objects, number 1 to number 1046 in our simulation (called "Simulation 1" here and afterward). The loading system was attached to the boundaries of the Model 1 by 486 RBDY3 plates, number 1047 to number 1532.
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 373 Figure 3.7.3: Model 1
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 374375 Figure 3.7.4: Phasing out the boundaries plates in front of and behind the tunnel
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 376377 Figure 3.7.6: Pierced rock mass caused by the elimination of several big blocks of Model 1
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 378 Figure 3.7.8: Three models of the Combination 2
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 379371037337123714 Figure 3.7.9: Eliminated boundaries plates and the excavation segments of the Model 4 during the excavation procedure

--

  the normal R N and the tangential R T components. The variations of the forces were recorded during the simulation time. In order to investigate their redistribution in the rock mass under the effect of the tunnelling procedure, a 2-metre-thick-slice of the models located on the axis Y with y =[START_REF] Ramamurthy | Engineering in rock for slopes, foundations and tunnels[END_REF][START_REF] Priest | Discontinuity analysis for rock engineering[END_REF] (m) was monitored during the 100 time steps of the simulation. a) Variation of the magnitude of the normal contact forces versus the quantity of contact faces The obtained results are presented on the histograms of the magnitude of R N versus the number of contacts and on the scanned image of the monitored slice. For a clear presentation, the values of R N are statistical treated versus three continuous thresholds:-When 0  R N  10 3 (N); When 10 3  R N  10 6 (N); When 10 6  R N  6.10 7 (N).On the scanned images, the contact forces are presented on their contact faces and the magnitudes of R N are showed by the variations of colour. The colour scales are different in each scanned image of the model and are only appropriate with the scanned image placed on its left. On the histograms, the vertical axis expresses the number of contacts; the horizontal expresses the value of forces.

. 7 .

 7 15 and in the Appendix D. Notation of the Figure 3.7.15: RN is the magnitude of normal contact force of the rock blocks in the monitored slice of the Model 4, N. The colour scales indicates the magnitude of the recorded forces of the rock blocks.
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 3715 Figure 3.7.15: Variations of the normal contact forces in the monitored slice at the 2 nd excavation phase (at time step 30)

Finishing

  phase (at time step 60) 5.50e+7 Finishing phase (at time step 80) 5.45e+7 Finishing phase (at time step 100) 5.38e+7 a) Before the excavation (at time step 39) b) After the excavation (at time step 40) Table 3.7.16: Redistribution of the contact force in the monitored slice in the 3 rd excavation phase Chapter 3: APPLICATIONS OF THE METHODOLOGY ON THE MARBLE OF SAINT BEAT (HAUTE GARONNE, FRANCE) 250 Notation of the Figure 3.7.16: R is the magnitude of normal contact force of the rock blocks in the monitored slice of the Model 4, N. The colour scales indicates the magnitude of the recorded forces of the rock blocks. c) Sliding threshold of the rock blocks The correlation between the two components of the contact force influences the stability state of the rock block. With the contact condition of the model being governed by the dry friction law of Coulomb, the sliding threshold of a rock block is the product of .R N .

  parameter of the blocks R T : Tangential component of the contact force of rock blocs (N) R N : Normal component of the contact force of rock blocks (N) : Friction coefficient,  = tan() =0.4 .R N : Sliding threshold of rock due to the friction contacts : Internal angle of friction (rad or degree)
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 3743717 Figure 3.7.17: Histograms of the stability parameter of rock blocks in the monitored slice
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 3718 Figure 3.7.18: Variations of the contact pressures in the monitored slice at the finishing phase (at time step 60)
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 4371953720375 Figure 3.7.19: Destruction procedure of the model under the 2 nd loading case during 10 first time steps
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 7513723 Figure 3.7.21: Flows of displacement of rock blocks of the Model 4 during the simulation time
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 3725 Figure 3.7.24: Redistribution of contact force in the monitored slice of the model 4 during the excavation procedure

Finishing

  Figure 3.7.26: Histograms of the stability parameter of rock blocks in the monitored slice
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 76372737293730 Figure 3.7.27: Falling blocks in the Model 4 in the 1 st and 3 rd loading cases at the end of the 3 rd excavation phase (at time step 39)

--

  importing the equivalent geometrical models of the rock mass and the excavation from RESOBLOK, the GMSH script, coupled in LMGC90, regenerated the rock blocks of the model and meshed their surfaces.The boundary conditions and the loading conditions of the models were governed by the loading system of 486 rigid plats attached on the six faces of the models. The values of the in situ stresses of the Cap du Mont that had been measured by the "Overcoring" test in November, 2011 by INERIS, were applied for our models, together with the gravity. A tunnelling schedule of 6 phases in 100 time steps was simulated and the mechanical responses of the rock mass were recorded during the simulation time. A 2-metre-thick-slice in the middle of the rock mass was taken as the monitoring base. In the limitation of this document, the following behaviours of the rock mass during the assumed construction procedure are presented:-The movements of rock blocks inside the model (analysis of their displacements and velocities); The contact forces and the contact pressures between the rock blocks, the distribution of their magnitude and their positions inside the model; The redistribution of the contact forces and the contact pressures fields of rock blocks under the effect of the excavation;

-

  The monitoring of the evolution of motion, contact forces and contact stresses of the constitutive rock blocks in the rock mass are straightforward. That helps to predict the failure phenomena in the medium, the creation of the sliding planes, the determination of the weakest plane of the specimen; -The redistribution of the contact and internal stresses during the simulation schedule is obtained with a clear presentation of the stress concentration zones, of the overloaded blocks and/or contacts; -The list of the critical blocks and/or contacts in the medium due to some pre-defined criteria (critical values of velocity, displacement, energy, force or stress) can be exported for further analysis, allowing a more efficient design of appropriate reinforcements for those critical zones if necessary. The stability of the opening and of the neighbouring rock mass is thus controlled.The proposed methodology had been applied on the fractured white marble of Saint Béat (Haute Garonne, France) and introduced in the third chapter for the modelling of a largescale triaxial compression test and the modelling of a cylindrical four-phase-excavated opening. However, some limitations in the scope of this research are found:-Only one in situ investigation was executed in the underground exploitation site of the OMG factory (the collected discontinuity data might not be fully representative of the general condition of the real 1.1 km long rock mass to be excavated); -The different scenarios of the block generation in the rock mass by the intersection of the main families of discontinuities are preliminarily selected by the criterion of the number or volume of instable blocks or by a specific failure phenomenon.However, how to choose a particular realisation of those numerical statistically constrained models that is representative of the observed condition of the rock mass is still a challenge; -The rock blocks are rigid and the contacts between them are governed by the dry fiction Coulomb law; -The morphology of the discontinuity walls is considered to be smooth and the eventual presence of fillings is neglected; -Only the simplest structure of a tunnel (without its provisional or definitive support structure) is modelled in the second application; -The published data of the in situ stresses in the rock mass of the Cap du Mount are diversified. Due to the proven existence of major tectonic events in the immediate vicinity of the tunnel (presence of the North Pyrenean Fault at the South head of the tunnel), the loading combinations used in the numerical simulation of the tunnel of Saint-Béat are only simplified cases; -Due to the limitation of the personal computer equipment used, the size of the rock mass in the second application was 10x10x10 (m) and the tunnel diameter was 5 m;

  Figure A.3: Variation in the average number and volume of unstable blocks versus the number of simulation in the scenario 1 with N = 100 simulations

  ! B.2. Variation of contacts inside the modelThe correlation of the contact parameters in the six loading of model were studied and presented on the graphs of time versus the number of the contacts.

Figure B. 1 :

 1 Figure B.1: Correlation of contact parameters under the loading path 0.001 (21_41)

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

. Forward a new methodology for the modelling of rock tunnels
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Table 1 .

 1 3.2: Application in tunnel engineering of some common rock classification systems

	(revised from [84])	
	System	Application
	RQD	Characterization of jointing from drill cores,
		input to some classification systems
	GSI	Indication of the strength of the rock mass,
		input to engineering applications
	RMi	General characterization, input to engineering
		applications
	Terzaghi classification, RQD, RSR	Design of steel support
	NATM	Excavation and design in incompetent ground
	RMR, Q	Design of tunnel, mine and foundation

Table 2 . 5

 25 

.1: Coordinates of excavation blocks during the excavation times Coordinate

Table 3 .

 3 1.1: In situ principal stresses measured by the overcoring in the castle gallery by

	CETE Lyon (sourced from [177])			
		Modulus			Principal stress (MPa)	
	Measure	of Young					
		(GPa)	 1	Orientation	 2	Orientation	 3	Orientation
	1	56.9	72.5	Sub-vertical	29.3	Horizontal -48.7	Oz'
	2	58.8	4.3		-1.8		-22.2
	3	61.6	36.1	Oz'	-11.2	Horizontal -15.6 Sub-vertical
	4	61.7	2.0		-1.4		-5.0	Sub-vertical
	Notation:						

Table 3 .

 3 1.2: Obtained in situ principal stresses (sourced from[START_REF] Ineris | Direction des Risques du Sol et du Sous-sol. Mesures de contraintes par surcarottage au droit du project du tunnel de deviation de la route RN 125[END_REF])

	Principal stress	Value (MPa)	Orientation (°) Trend  Plunge 	Position with the future tunnel
	 1	-4.1  0.5	112	22	parallel with the longitudinal axis
	 2	-1.7  0.5	355	49	close to the longitudinal axis

Table 3 .

 3 2.2: Direction of segments of the scan-line 1 in the underground exploitation site of

	OMG factory		
	Segment	Position on the scan-line (m)	Direction
	1	0  29.84	N25°E
	2	38.32  44.90	N20°E
	3	47.00  49.88	N50°E
	4	50.10  63.80	N5°E
	5	82.60  116.94	N0°E
	6	125.60  128.54	N20°E
	7	129.08  131.82	N170°E
	8	139.75  154.72	N165°E
	9	167.00  180.80	N174°E

Table 3 .

 3 3.1: Details of 4 families of 402 discontinuities

		Centre of family	Centre of family	
	Family	(directional vectors)	(normal vectors)	Quantity of discontinuities
		Trend  d (°)	Plunge  d (°) Trend  n (°) Plunge  n (°)	
	F1	321	71	141	19	155
	F2	194	81	14	09	138
	F3	323	21	143	69	11
	F4	86	60	266	30	98

Table 3 .

 3 

	3.5: Function of the spacing distribution around the centres of discontinuities
	families			
	When there were 3	Mean parameter	When there were 4	Mean parameter
	families		families	
	F1	0.63291	F1	0.66667
	F2	0.66667	F2	0.66667

Table 3 .

 3 

	4.1: Discontinuity data of the rock mass when there were 4 discontinuity families
		Centre (Directional vectors)	Spatial distribution law	
	Family	 d (°)	 d (°)	Exponential law	Fisher law	Quantity of discontinuities
					K	
	F1	321	71	1.5	7.0	155
	F2	194	81	1.5	7.0	138
	F3	323	21	0.5	40.0	11
	F4	86	60	1.26	6.0	98

Table 3 .

 3 

	4.2: Discontinuity data of the rock mass when there were 3 discontinuity families
		Centre (Directional vectors)	Spatial distribution law	
	Family	 d (°)	 d (°)	Exponential law	Fisher law	Quantity of discontinuities
					K	
	F1	320	70	1.58	14.5	163
	F2	193	81	1.50	22.0	140
	F3	82	54	1.38	4.5	99

Table 3 .

 3 5.1: In situ stresses of the rock mass of Saint Béat

	Normal stresses (MPa)	Tangential stresses (MPa)
	 x	-2.7	 xy	1.7
	 y	-0.7	 yz	-0.8
	 z	-1.2	 xz	-1.6

Table 3 .

 3 6.1: Parameters of the six loading paths

	Case	v  (MPa/s)	t 0 (s)	t 1 (s)	t 2 (s)
	0.001 (21-41)	0.001	0.1	2.1	4.1
	0.001 (31-61)	0.001	0.1	3.1	6.1
	0.001 (41-81)	0.001	0.1	4.1	8.1
	0.01 (21-41)	0.01	0.1	2.1	4.1
	0.01 (31-61)	0.01	0.1	3.1	6.1
	0.01 (41-81)	0.01	0.1	4.1	8.1
	a) Three first loading paths		b) Three last loading paths

Table 3 .

 3 6.2: Contact parameters of the model at the contact instable equilibrium of the

	model under the triaxial pressure				
	Case	t 1 (s)	t 2 (s)	n 1	n 2	n 3
	0.001 (21-41)	7.1	2.9	3459	3588	
	0.001 (31-61)	10.9	4.7	3566	3517	
	0.001 (41-81)	14.0	5.8	3566	3418	
	0.01 (21-41)	7.2	3.0	3449	3527	
	0.01 (31-61)	10.7	4.5	3590	3391	
	0.01 (41_81)	14.4	5.4	3552	3413	
	Notation in table:					
	t 1 : Moment of interest after the beginning of simulation (s)		
	t 2 : Moment of interest after the constant confining (s)			

Table 3 .

 3 

	6.3: Contact parameters of the model for a maximum number of sticking contacts
	in six simulation cases					
	Case	t 1 (s)	t 2 (s)	n 1	n 2	n 3
	0.001 (21-41)	9.1	4.9	1747	4501	1047
	0.001 (31-61)	13.1	6.9	2078	4453	

Table 3 .

 3 

	6.4: Contact parameters of the model at the start of the degradation under the
	triaxial pressure
	Notation in table:
	t 1 : Moment of interest after the beginning of simulation (s)
	t 2 : Moment of interest after the constant confining (s)

Table 3 .

 3 [START_REF] Priest | Discontinuity analysis for rock engineering[END_REF].5: Applied pressures on the model at the instable equilibrium of the contact

	number of the model			
	Case	t 1 (s)	 1 (N/m2)	 3 (N/m2)
	0.001 (21-41)	7.10	4.95	2.00
	0.001 (31-61)	10.90	7.75	3.00
	0.001 (41-81)	14.00	9.85	4.00
	0.01 (21-41)	7.20	50.50	20.00
	0.01 (31-61)	10.70	75.50	30.00
	0.01 (41_81)	14.40	102.50	40.00

Table 3 .

 3 

	6.6: Tangential and normal stresses on the sliding plane when the number of
	sticking contacts was maximal				
	Case	t 1 (s)	 1 (N/m2)	 3 (N/m2)	 (N/m2)	 (N/m2)
	0.001 (21-41)	9.10	6.95	2.00	3.63	2.33
	0.001 (31-61)	13.10	9.95	3.00	5.29	3.27
	0.001 (41-81)	17.90	13.75	4.00	7.21	4.58
	0.01 (21-41)	9.10	69.50	20.00	36.28	23.25
	0.01 (31-61)	13.10	99.50	30.00	52.86	32.65
	0.01 (41_81)	17.90	137.48	40.00	72.07	45.80

Table 3 .

 3 

	6.8: Tangential and normal stresses on the sliding plane at the start of the
	degradation of model					
	Case	t1 (s)	1 (N/m2)	3 (N/m2)	 (N/m2)	 (N/m2)
	0.001 (21-41)	12.10	9.79	2.00	7.84	3.37
	0.001 (31-61)	17.10	13.72	3.00	11.04	4.64
	0.001 (41-81)	22.10	17.65	4.00	14.24	5.91
	0.01 (21-41)	11.00	86.90	20.00	70.18	28.97
	0.01 (31-61)	15.90	125.48	30.00	101.61	41.34
	0.01 (41_81)	20.90	164.58	40.00	133.43	53.94
	Table 3.6.9: Maximal tangential and normal stresses on the sliding plane at the start of the
	degradation of model					
	Case		t 1 (s)	 max (N/m2)	 max (N/m2)
	0.001 (21-41)		9.10	5.89		3.97
	0.001 (31-61)		13.10	8.36		5.48
	0.001 (41-81)		17.90	10.82		6.98
	0.01 (21-41)		9.10	53.45		34.25
	0.01 (31-61)		13.10	77.74		48.75
	0.01 (41_81)		17.90	102.29		63.75

Table 3 .

 3 7.1: In situ stresses of the 1 st loading case

	 x (MPa)	 y (MPa)	 z (MPa)
	-2.7		-0.7		-1.2	
	Notation: The negative values represented the compression action of the stresses.
	-Case 2: Combination of the gravity and two components (normal and tangential) of
	the in situ stresses:				
	Table 3.7.2: In situ stresses of the 1 st loading case		
	 x (MPa)	 y (MPa)	 z (MPa)	 xy (MPa)	 yz (MPa)	 xz (MPa)
	-2.7	-0.7	-1.2	1.7	-0.8	-1.6
	Notation: The negative values represented the compression action and the positive values

Table 3 .

 3 7.3: Maximal values of the contact forces during the excavation procedure

	Simulation phase	R max (N)
	Preparation phase (at time step 1)	2.02e+7
	Before the 1 st excavation phase (at time step 19)	1.98e+7
	After the 1 st excavation phase (at time step 20)	2.85e+7
	Before the 2 nd excavation phase (at time step 29)	2.86e+7
	After the 2 nd excavation phase (at time step 30)	4.14e+7
	Before the 3 rd excavation phase (at time step 39)	4.24e+7
	After the 3 rd excavation phase (at time step 40)	4.85e+7
	Before the 4 th excavation phase (at time step 49)	5.06e+7
	After the 4 th excavation phase (at time step 50)	5.47e+7

Table 3 .

 3 7.5: Extreme values of the contact pressures  N during the excavation procedure

	Simulation phase	 min (N/m 2 )	 max (N/m 2 )
	Preparation phase (at time step 1)	4.47e-6	2.97e+8
	Before the 1 st excavation phase (at time step 19)	1.85e-5	5.93e+8
	After the 1 st excavation phase (at time step 20)	0.0225	7.52e+8
	Before the 2 nd excavation phase (at time step 29)	0.0511	3.77e+8
	After the 2 nd excavation phase (at time step 30)	0.0002	4.42e+8
	Before the 3 rd excavation phase (at time step 39)	0.2106	4.47e+8
	After the 3 rd excavation phase (at time step 40)	0.0913	4.91e+8
	Before the 4 th excavation phase (at time step 49)	0.0057	5.18e+8
	After the 4 th excavation phase (at time step 50)	0.0057	5.20e+8

Table 3 .

 3 7.6: Maximal values of the contact forces during the excavation procedure

	Simulation phase	R max (N)
	Preparation phase (at time step 1)	1.05e+8
	Before the 1 st excavation phase (at time step 19)	1.08e+8
	After the 1 st excavation phase (at time step 20)	1.11e+8
	Before the 2 nd excavation phase (at time step 29)	1.11e+8
	After the 2 nd excavation phase (at time step 30)	1.19e+8
	Before the 3 rd excavation phase (at time step 39)	1.19e+8
	After the 3 rd excavation phase (at time step 40)	1.32e+8
	Before the 4 th excavation phase (at time step 49)	1.35e+8
	After the 4 th excavation phase (at time step 50)	1.62e+8
	Finishing phase (at time step 60)	1.70e+8
	Finishing phase (at time step 80)	1.81e+8

Table 3 .

 3 7.7: Extreme values of the contact pressures  N during the excavation procedure

	Simulation phase	 min (N/m 2 )	 max (N/m 2 )
	Preparation phase (at time step 1)	2.99e-8	1.15e+9
	Before the 1 st excavation phase (at time step 19)	1.11e-5	1.04e+9
	After the 1 st excavation phase (at time step 20)	157.24	1.26e+9
	Before the 2 nd excavation phase (at time step 29)	164.78	1.27e+9
	After the 2 nd excavation phase (at time step 30)	0.0183	1.37e+9
	Before the 3 rd excavation phase (at time step 39)	23.266	1.37e+9
	After the 3 rd excavation phase (at time step 40)	17.763	1.44e+9
	Before the 4 th excavation phase (at time step 49)	1.392	1.45e+9
	After the 4 th excavation phase (at time step 50)	14.898	1.41e+9
	Finishing phase (at time step 60)	29.677	1.44e+9
	Finishing phase (at time step 80)	31.635	1.49e+9
	Finishing phase (at time step 100)	15.235	1.9e+9
	Further results are found in the Appendix D.		
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Choosing N = 100, we had generated 500 simulations in module BG for each approach.

The quick stability analyses by using the module BSA and BSAH of RESOBLOK were carried out and the extreme cases were figured out using the following criteria:

-Criterion 1: Maximal quantity of unstable blocks;

-Criterion 2: Minimal quantity of unstable blocks;

-Criterion 3: Maximal volume of unstable blocks;

-Criterion 4: Minimal volume of unstable blocks.

As mentioned above, this task was only executed on the models generated from the 2 nd and the 3 rd approach of the tunnel simulation.

Approach 3

On the 3D geometrical models of the rock mass and its full-length-excavation, the stability analysis were realised and leaded to the results in the Table 3. N: the corresponding simulation number n: the unstable blocks quantity V: the unstable blocks volume (m 3 )

We were interested in three simulations where no unstable blocks were found:

-Simulation 4 of the Scenario 1;

-Simulation 10 of the Scenario 3;

-Simulation 14 of the Scenario 4.

In those simulations, the presence of the excavation did not affect the rock mass and did not lead to any unstable blocks in the model. Based on the stable condition that we had observed in the castle gallery in the Cap du Mont and the underground exploitation tunnel of the OMG factory in the Rié mountain at Saint Béat, we found that the three above simulations had high probabilities to be the best numerical generations of for the future tunnel at Saint Béat. They were proposed to be the representations of 100 simulations that we had created on the fracture data of the investigation site.

Approach 2

The same works that had been done with the simulations of the approach 3 were carried out on the generation cases of the approach 2 and the results of the scenario 1 are shown in the next table as an example. It was noted that the generation procedure and its equivalent simulations of a segment did not forcedly coincided with those of the other segments. We did not carry out a research on the correspondence of the simulation number generated in 4 segments of the model. Hence, at the limit of this research, the preliminary stability analysis on RESOBLOK of this approach, if need, was suggested to carry out on the rock mass with the full-lengthexcavation. The representative simulations of the approach 1 were taken to be the representatives of this approach.

Initial determination of the sufficient quantity of simulations for each scenario of the model generation

For better understanding of the influence of the simulation quantity and the critical cases of the model generation, we decided to execute a parallel procedure from the model generation to the stability analysis on RESOBLOK on 5 given scenarios of which only 20 simulations for each scenario were created. The results of the stability analysis of the 20simulation-case were compared to the equivalent results of the 100-simulation-case. The results of the 1 st scenario were presented in the Table 3.4.6 as an example. N: the corresponding simulation number

Failure procedure of the model

Failure procedures of the model during the simulation were monitored. Under the application of the axial pressure with the constant confining pressure, the specimen was progressively divided into two parts and then slipped on a plane that created by the combination of existing fractures on the model. The Mohr -Coulomb failure criterion [START_REF] Handin | On the Coulomb -Mohr failure criterion[END_REF] was applied on the results of our modelling to know if the failure of the model followed this criterion. According to Mohr -Coulomb, the correlation between normal and tangential stresses on the failure plane of a rock or soil structure is expressed by the formula: The tangential stress reaches its maximum value when  = 45°:

The maximal values of tangential and normal stresses on the sliding plane were calculated and are given in Table 3.4.5. When the specimen began to degrade, the "old" sliding plane that had appeared on the specimen at the maximal sticking contact time was replaced by the "new" one that made an angle of about 30° with the horizontal line. The latter, similar to the former, was 

FURTHER RESULTS OF THE MODEL GENERATION ON RESOBLOK

A.1 Five scenarios for the model generation in the section 3.5

Basing on the fractured features of the discontinuity families of the rock mass of Saint Béat (see section 3.3 and 3.4), five possibilities of the fractured network of the rock mass were proposed and assigned as five scenarios that are presented in Table B.1 to B.5.