Chapter 3 Synthesis and Characterization of Quantum dots

Nowadays, the photodetectors are the key technology in many application fields as opto-communication, sensor touch panel, IR imaging and navigation. However, for the conventional photodetectors such as photoconductors and photodiodes, complicated peripheral circuits are needed for the signal output, signal synchronous and connection with the display pixel. Self-amplification by transistors can simplify the future design for photo-electric systems where transistors are used as phototransistors.

The present work uses the well known low-temperature-poly-silicon (LTPS) thin film transistor to fabricate phototransistors thanks to the integration of QDs in the gate insulator. This integration is possible thanks to the use of organic solution deposited insulator. The purpose of the work is to combine nanoscience and TFTs to fabricate phototransistors with excellent electrical performance, highly sensitive opticalelectrical conversion and quick response to pulsed photo-signals. The thesis is organized as follows:

(1) Firstly, the state-of-the-art of the photodetectors will be presented with special attention to broaden IR photodetectors. Afterward the photodetecting mechanism and important parameters are introduced in deep. Finally, the novel phototransistors with self-amplifying properties and signal self-output capabilities are illustrated and reviewed in detail.

(2) Afterwards, the technological process of common planar top-gate TFT that is chosen to fabricate the future FET-based phototransistor, is described. The deposition technologies for the LTPS TFTs' active layer are introduced. Except for the undoped poly-silicon active layer, the N doped and P-doped contact layer will also be detailed which can determine the type of the TFTs. Afterwards, the important gate insulator deposition technologies are described where the inorganic SiO2 and organic SU8 insulator are utilized to verify the performance of this LTPS TFT respectively.

Particularly, the SU8 insulator is mainly studied to explore the electrical properties of the future phototransistors.

(3) In order to broaden the detecting wavelengths of this phototransistor, PbS QDs were synthesized to blend SU8 organic solution insulator. The quality and characters of PbS QDs were characterized by the typical material properties measurements such as Tunneling Electron Microscope (TEM), Scanning Electron Microscope (SEM), Vis-NIR absorbance, X-ray Diffraction (XRD), and Energy Dispersive Spectrometer (EDS). PbS QDs show 1.4 µm centered absorption band, strong absorbance and uniform dispersion in SU8 solution. Effective charges transfer between QDs and SU8 insulator was proven also.

(4) Since incorporation of QDs influences the insulating quality of SU8 that will act as gate insulator, Metal-mixed QDs-SU8 insulator-Semiconductor (MIS) structure devices with different QDs' concentration were fabricated and characterized. The purpose was to find the maximum QDs concentration (leading to high sensitivity) compatible with acceptable gate insulator quality. Optimum concentration was found to be 2.5 mg/ml QDs that can combine excellent electrical performance and efficient optical-electrical conversion Finally, photo-Thin Film Transistors using SU8 embedded with PbS QDs as gate insulator ware fabricated and characterized from electrical properties, sensing sensitivity and answer time points of view.
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Phototransistor: application and fabrication

Introduction

Photodetectors become now the core of the optical communication technology, which is the important foundation industry of the future informatics society [1][2][3][4][5][6]. The rising of the Nano technology aroused the interest of the researchers: when the size of solid reduced to a certain dimension, which is the critical physic dimension of certain information carrier (or elementary excitation), emerging problems occur such as quantum confinement effect and coherence [7][8][9][10]. The Nano-optoelectronic is the science to research the generation, the conversion, the amplification and the capture of photonics and electronics in nanosized materials [11,12]. It is the interdisciplinary science combining Nano-technology and photonics, which create many new phenomena and materials [13,14], for example, photonic crystals [15,16], Quantum dots (QDs) [17,18], negative reflective index [19,20] and so on. Thus, this technology broadens the physics depth and application range.

One of particular interest is the devices working in Infrared (IR) wavelength band that are the main subject of present PhD thesis. These devices are used in a large range of applications: IR imaging [21,22], remote sensing [23,24], communication [25] and navigation [26].

Conventional IR photodetectors need higher lattice match up, higher material consumption, complex array connection of the different components. Envisaging all these disadvantages, the new colloidal quantum dots were involved due to a unique material property which attracted many focuses, for example bandgap's continually tunable, sensitive to vertical incident light and non-lattice match up [27][28][29][30]. Meanwhile, the fabrication's superiority for QD provide a possibility to use easy technology such as spin-coating, hot spray, printing, to deposit thin film and roll-to-roll process on the flexible substrate by large-scale processes.

Finally, the Field-Effect Transistor (FET) structure was brought in photodetector to overcome the drawbacks for instance, excitons' rapid annihilation and weak photo-Chapter 1 Quantum dots based NIR Phototransistor: application and fabrication current gain in device [31,32]. Besides, this FET structure can possess higher gain, responsivity and excellent signal-noise ratio with extra signal amplifying functions, which also can be easily integrated in the Nano-micro-level optical-electrical circuits [33,34]. Through importing QDs into FET structure photodetectors, the QDs based phototransistors will be obtained, which defy those difficulties and obstacles in traditional photodetectors' fabrication, such as complex connection process, rigor processing circumstance, unachievable large-scale process and incompatible to flexible substrate. The emerge of phototransistors has a substantial realistic significance for the acquisition of high performance photodetectors with integrated optical-electrical circuits.

State-of-the-arts of Infrared photodetector

Scientists have done many researches on the detection and application of the electromagnetic wave at IR regions. The development roadmap for IR photodetector is depicted in figure 1.1 [START_REF] Frigerio | Multispectral imaging sensors integrated on silicon[END_REF]. The second generation photodetectors are the Charge-coupled Device (CCD) detecting arrays with some high efficiency infrared materials such as InSb, HgCdTe and PtSi.

Nowadays, the emphasis of the research is put on the research on third generation focal plane (FPA) photodetectors' material and device from "bandgap engineering" to promote device's capability and lower down the cost.

Though there are plenty of photodetecting materials for IR waveband, the real appropriate material possessing flexible wavelength-tunable ability is not so many.

Presently, the main materials and the structures are conventional HgCdTe [START_REF] Frigerio | Multispectral imaging sensors integrated on silicon[END_REF][START_REF] Norton | HgCdTe Infrared Detectors[END_REF][START_REF] Lei | MBE Growth of Mid-Wave Infrared HgCdTe Layers on GaSb Alternative Substrates[END_REF][START_REF] Saxena | A New Circuit Model of HgCdTe Photodiode for Spice Simulation of Integrated IRFPA[END_REF], quantum well photodetectors (QWIP) [START_REF] Liu | Dark Current in Quantum Well Infrared Photodetectors[END_REF][START_REF] Oehme | GeSn/Ge Multi-quantum Well Photodetectors on Si Substrates[END_REF][START_REF] Arslan | Diffraction-Grating-Coupled High Quantum Efficiency Inp/Ingaas Quantum Well Infrared Photodetector Focal Plane Array[END_REF][START_REF] Streubel | Measurement of the Internal Quantum Efficiency of Ingan Quantum Wells[END_REF][START_REF] Gu | Inp-Based Type-I Quantum Well Lasers up to 2.9 Μm at 230 K in Pulsed Mode on a Metamorphic Buffer[END_REF][START_REF] Strojnik | Multicolor Focal Plane Array Detector Technology: A Review[END_REF], type II strained-layer superlattices (SLS) [START_REF] Temkin | Gexsi1-X Strained-Layer Superlattice Waveguide Photodetectors Operating near 1.3 Μm[END_REF][START_REF] Rodriguez | Nbn Structure Based on Inas∕Gasb Type-Ii Strained Layer Superlattices[END_REF][START_REF] Kim | Reduction of Surface Leakage Current in Inas/Gasb Strained Layer Long Wavelength Superlattice Detectors Using Su-8 Passivation[END_REF][START_REF] Brown | InAs/InGaSb Superlattices for Very Long Wavelength Infrared Detection[END_REF] and quantum dot photodetectors (QDIP) [START_REF] Naser | Theoretical Modeling of Dark Current in Quantum Dot Infrared Photodetectors Using Nonequilibrium Green's Functions[END_REF][START_REF] Vardi | Room Temperature Demonstration of GaN∕AlN Quantum Dot Intraband Infrared Photodetector at Fiber-Optics Communication Wavelength[END_REF][START_REF] Zhang | High-Detectivity InAs Quantum-Dot Infrared Photodetectors Grown on InP by Metal-Organic Chemical-Vapor Deposition[END_REF][START_REF] Kim | High-Performance Graphene-Quantum-Dot Photodetectors[END_REF][START_REF] Diedenhofen | Integrated Colloidal Quantum Dot Photodetectors with Color-Tunable Plasmonic Nanofocusing Lenses[END_REF]. Herein, the HgCdTe, QWIP, strained-layer superlattices and of course the novel type QDIP are introduced in this chapter. [START_REF] Norton | HgCdTe Infrared Detectors[END_REF].

HdCdTe Infrared photodetector

The anisotropic dry etching was used to grow the three-layer HgCdTe structure. This HgCdTe photodetector has three advantages [START_REF] Lei | MBE Growth of Mid-Wave Infrared HgCdTe Layers on GaSb Alternative Substrates[END_REF][START_REF] Saxena | A New Circuit Model of HgCdTe Photodiode for Spice Simulation of Integrated IRFPA[END_REF]: (1) The absorbance range shifts from 1-30 μ m by adjusting the content of Cd in this alloy; (2) Intrinsic absorbance provide high quantum efficiency for photodetectors. (3) It has high carrier lifetime. Vacuum epitaxy technology is often used to fabricate high quality HgCdTe IR photo-electrical thin film. Herein, the molecular beam epitaxy (MBE) and metal organic chemical vapor deposition (MOCVD) are the two frequently used vacuum deposition technology. Though HgCdTe material is of many virtues, the heavy and expensive vacuum systems, huge surface leakage current and other fatal problems determined that it is impossible to integrate it in the large-area photodetectors.

Quantum well Infrared photodetector

Quantum well photodetector is composed of two different semiconductor materials and in opposite arrangement. A quantum well is a potential well with only discrete energy values. The electron's transition theory in energy level of quantum well explains the IR radiation detection in a wavelength range that can cover 6-20μm [START_REF] Liu | Dark Current in Quantum Well Infrared Photodetectors[END_REF].

In 2014, M. Oehme and D. Widmann fabricate by epitaxy GeSn/Ge multi-quantum well photodetector on the Si substrate [START_REF] Oehme | GeSn/Ge Multi-quantum Well Photodetectors on Si Substrates[END_REF]. MBE semiconductor growth system was used on the Si substrate. Different annealing steps form the multi-layer MQW photodetectors with tensile strain in the Ge buried layer. By adopting this technology, this solution can break the limitation of the critical epitaxial layer thickness. photodetector and the IV curve of this MQW photodetectors [START_REF] Oehme | GeSn/Ge Multi-quantum Well Photodetectors on Si Substrates[END_REF].

Quantum well has excellent IR photodetecting performance, but the zeroabsorbance toward the vertical light create a complex fabrication process to produce photonic grating in view of augmenting the absorption of the device [START_REF] Arslan | Diffraction-Grating-Coupled High Quantum Efficiency Inp/Ingaas Quantum Well Infrared Photodetector Focal Plane Array[END_REF][START_REF] Streubel | Measurement of the Internal Quantum Efficiency of Ingan Quantum Wells[END_REF][START_REF] Gu | Inp-Based Type-I Quantum Well Lasers up to 2.9 Μm at 230 K in Pulsed Mode on a Metamorphic Buffer[END_REF][START_REF] Strojnik | Multicolor Focal Plane Array Detector Technology: A Review[END_REF], which increase the cost and difficulties.

Strained superlattices Infrared photodetector

Type-II SLS Infrared photodetectrors have some unique optical-electrical performances [START_REF] Temkin | Gexsi1-X Strained-Layer Superlattice Waveguide Photodetectors Operating near 1.3 Μm[END_REF], which is becoming the developing direction of the three generation FPA device. However, even if SLS photodetector has well IR sensitive properties, the high quality thin film's growth and the passivation of thin film are hard to realize [START_REF] Kim | Reduction of Surface Leakage Current in Inas/Gasb Strained Layer Long Wavelength Superlattice Detectors Using Su-8 Passivation[END_REF][START_REF] Brown | InAs/InGaSb Superlattices for Very Long Wavelength Infrared Detection[END_REF], which are the biggest challenge for the fabrication processes.

Quantum dots Infrared photodetector
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The above HgCdTe, QWIP and SLS materials based third generation photodetector has excellent IR sensitive characters. However, the drawbacks are obvious particularly with the use of expensive MBE and MOCVD techniques. QDIP has advantages, such as sensitivity to vertical incident light, high responsivity, high detectivity, tunable detecting wavelengths and low-temperature fabrication. Figure 1.5 shows the structure of the most popular QDIP 10 years ago [START_REF] Naser | Theoretical Modeling of Dark Current in Quantum Dot Infrared Photodetectors Using Nonequilibrium Green's Functions[END_REF][START_REF] Vardi | Room Temperature Demonstration of GaN∕AlN Quantum Dot Intraband Infrared Photodetector at Fiber-Optics Communication Wavelength[END_REF]. This QDIP is focused on the heterostructure with QW embedded with QDs (DWELL, Dot in a well). With DWELL heterostructure, photodetectors combined the features of QWIP and QDIP, which leads to high responsivity and other electrical performance, as shown in figure 1.4.

Nevertheless, the fabrication process is hard to reach obtain size-tunable, morphologycontrollable QDs' material, which also needs complex instruments and expensive experimental conditions. all the low-dimension materials, this photodetector benefits from the quantum confinement effect and unique optical-electrical properties. But this diode structure device doesn't have amplification mechanism, which cause the responsivity and photoelectrical conversion very low. Thus some other nano-technology process are adopted to promote the device's performance. Figure 1.8 shows the QDIP with bulleye's nano-stucture [START_REF] Diedenhofen | Integrated Colloidal Quantum Dot Photodetectors with Color-Tunable Plasmonic Nanofocusing Lenses[END_REF]. With this nano-structure in the photodetector, surface plasmon phenomenon around the nano-structure can increase absorption of the diode to promote the photocurrent and responsivity. However, the diode structure QDIP still limit the photosensitivity and responsivity without intrinsic amplifying function. In spite that nanotechnology can enhance the light absorption, the disadvantages such as complicated process, experimental cost and incompatible to large-scale process, will hinder the device's photodetecting application. 

Theory and mechanism of photodetection

The theory of photoconductivity

Photoconductivity is the phenomenon that the semiconductor's conductivity increases under illumination, which is the photodetection mechanism. Figure 1.9 shows the schematic of photoconductivity with the two terminals ohmic contacts device. This chapter will introduce the theory of the photoconductivity in semiconductors [START_REF] Bhattacharya | Semiconductor Optoelectronic Devies[END_REF][START_REF] Fukuda | Optical Semiconductor Device[END_REF][START_REF] Van Der Ziel | Fluctuation phenomena in Semiconductors[END_REF][START_REF] Chuang | Physics of Optoelectronic Devices[END_REF].

If we assume a photon flux (number of photons par area unit and per time unit) 0 arriving on the sample of Figure 1.8, each absorbed photon leads to  free electrons ( is the quantum efficiency), the number of carriers in excess at the surface nS is given by the equality between the flux of carriers in excess and the flux of arriving photons:

where  is the lifetime of the carriers in excess If we consider a uniform absorption of photons on the thickness t of the sample, the bulk carriers concentration in excess is given by Under the electrical field V/L due to applied bias V, the current density JL due to these carriers in excess is: μ

The excess current IL due to these excess electrons is then given by:

μ Φ (1.7)
where e is the electron charge, µ the mobility of the free carriers,  their lifetime of the free carriers and V the applied bias between the electrodes.

Figure 1.9 Schematic of photoconductivity

The main parameters of a photodetector

A photodetector has a series of performance parameters, such as responsivity, gain, noise and response time. These parameters determined the quality of the photodetector performance [START_REF] Chuang | Physics of Optoelectronic Devices[END_REF][START_REF] Jenkins | Optical Sensing Techniques and Signal Processing[END_REF]. In this chapter, the photodetector performance parameters are introduced as following:

(1) Responsivity

The responsivity RP of the detector is its ability to convert an incident light power Pinc into a current IL. It is given by the ratio between these two quantities:

Taking the example of the sample of Figure 1.8, the incident power is given by:

The responsivity is then given by:

Present expression shows that the answer of the photodetector depends a lot on the mobility-lifetime product (µ). It is the only parameter that depends on the intrinsic properties of the photoconducting material.

Responsivity can be written also as :

Where g is the gain of the photodetector. It is given by: Where tr is the transit time of carriers between the 2 electrodes. It is given by: . Usually the value of the gain g is on the order of 10 5 .

The expression of the responsivity as a function of the gain g depends on the photon energy h. It can be also written as a function of the wavelength  knowing that .

The new expression of the responsivity

.

shows a linear variation of the responsivity with the wavelength .

Actually, the efficiency is depending on the absorbance coefficient and incident light's wavelength. For the practical light photodetector, the long wavelength's cutoff edge is depending on the absorbance edge and energy bandgap of the photoconducting material. The short wave absorbance edge is depending on the material's absorption coefficient and device's structure.

(2) Detectivity .

The detectivity of a photodetector characterize its ability to detect very weak light power or its ability to extract the signal coming from the light absorption from the noise.

the noise is given by the square root of the product of the current without light I0 by the pass-band B ( 2), a Noise Equivalent Power (NEP) is defined as the light power inducing a photocurrent equal to the noise current.

NEP parameter depends on the photodetector (through I0 and RP) but also on its size (through I0) the measurement system (through B). It does not characterize the photodetector material only.

Another more specific parameter, the detectivity D is then defined by √ where A is the area of the detector. Then the final expression of the detectivity is written:

2 /
where J0 is the current density under dark.

(3) Response speed 

Main Photodetectors

Photoconductors

Photoconductors is the device using above introduced theory of the photoconductivity. The most common-used device is the photo-resistor, which is the light-modulated variable resistor. The resistance of a photoresistor decreases with increasing incident light intensity which exhibits photoconductivity. The merits of this device are: the intrinsic photo-electric effect has no relationship with electrode (photodiode usually works when is added reversed applied bias [START_REF] Zhang | High-Detectivity InAs Quantum-Dot Infrared Photodetectors Grown on InP by Metal-Organic Chemical-Vapor Deposition[END_REF]), which can be used in alternating current (AC) source; the photosensitivity is related with semiconductor material and incident light wavelength. However, the photoconductor's performance will be affected a lot by the external temperature and be of very slow response time (from ms to s level) [START_REF] Kasap | Amorphous and Polycrystalline Photoconductors for Direct Conversion Flat Panel X-Ray Image Sensors[END_REF].

Photodiode

In fact, the photodiode's structure is similar to the usual semiconductor diode. The only difference is that photodiode has the photosensing region exposed under the light source to detect light signal. The most popular photodiodes are Schottky diodes [START_REF] Zeng | Monolayer Graphene/Germanium Schottky Junction as High-Performance Self-Driven Infrared Light Photodetector[END_REF],

p-i-n diodes [START_REF] Nikoufard | Modelling and characterization of InP-based high-speed pinphotodiode[END_REF] and avalanche photodiodes [START_REF] Kang | Epitaxially-Grown Ge/Si Avalanche Photodiodes for 1.3μm Light Detection[END_REF]. The photodiodes have so many advantages which have gotten widespread research and use in the photodetecting applications. For example, photodiodes have well linearity, quick response time, wide response region (190 nm-850 nm, Si), low cost, long lifetime and don't need high voltage source. But the structure of photodiode has fatal drawbacks, such as without intrinsic amplifying mechanisms, very low responsivity and so on.

Phototransistor

Thanks to the field effect, phototransistors can convert absorbed light into a variation of the current with high efficiency even if the absorption coefficient is not so high. Figure 1.11 provides the device schematic of the phototransistor used as 

Reviews of phototransistors

Phototransistors are a family of photodetectors that have in common a selfamplification. Apart bipolar silicon phototransistor where the light is absorbed in the base region, increasing the base current and then using the amplification of this current to get high sensitivity, the other phototransistors are based on MOS technology and use the field effect imposed by the gate bias to increase the sensitivity. In this last family, the principle of the photo-detection itself changes from an absorption inside the active layer (channel) to an absorption inside photosensitive materials such as quantum dots.

Here a brief review of the main MOS phototransistors is given.

Silicon-based MOS phototransistor

Due to the weak absorption coefficient of single crystalline silicon in visible light, silicon based phototransistors have been developed in bipolar technology. In MOS technology, phototransistors are based on higher absorption coefficient silicon or Another possibility was the use of nanostructured silicon. With the confinement of the light in silicon nanowire, the absorption is increased largely. Figure 1.13 shows a suspended silicon nanobridge phototransistor which was fabricated and reported in 2014. Meanwhile, by using this phototransistor, a logic circuit was fabricated to extract the light pulsed signal. This research work provides an option to use the nanobridge structure and easy logic circuits to constitute future photo-modulated switching microelectronic chip. 

Oxide-base phototransistors

Due to their highest absorption and largest band-gap, oxide materials are alternative options when wide detecting wavelength range is needed. Figure 1.15

Chapter 1 Quantum dots based NIR Phototransistor: application and fabrication demonstrate the highly-sensitive phototransistor with IZO/IGZO hybrid active layer by the researchers [START_REF] Ahn | Metal Oxide Thin Film Phototransistor for Remote Touch Interactive Displays[END_REF]. In this hybrid IZO/IGZO materials' photosensing active layer system, IZO is the photo-sensitive component while IGZO is the electrical semiconductor to transfer current from drain to source. Compared with amorphous silicon material, IZO material has a high absorption coefficient and high mobility to generate large photocurrent for photodetection. 

Phototransistor with QDs' hybrid active layer

To avoid the disadvantage of bulk materials' weak light absorbance, QDs are selected as the alternative candidate for the photosensing component, sspecially after the emerging of the colloidal chemical synthesized QDs that can be easily transferred and embedded in the large-scale microelectronics. One solution is set the QDs into the active layer to increase the photoconductivity under illumination, and the first easy method is to use the QDs as the active layer directly with the TFT's process. Gerasimos Konstantatos and Lan Howard report this structure in Nature at 2006 [START_REF] Konstantatos | Ultrasensitive Solution-Cast Quantum Dot Photodetectors[END_REF]. Benefits from the high light absorbance efficiency and the long recombination lifetime, the responsivity of this device is super high, reaching 1000 A/W. But, limited by the poor mobility (<0.01 cm 2 V -1 S -1 ) and the on/off ratio of the QDs active layer, the electrical property of this device is really poor which even can not be qualified as a transistor.

Figure 1.17 The FET device with only-QDs in the channel and the responsivity and detectivity of this device [START_REF] Konstantatos | Ultrasensitive Solution-Cast Quantum Dot Photodetectors[END_REF].

Therefore, researchers began to mixed QDs with other components which have better electrical properties (for example, IGZO, graphene, Carbon nanotube and so on).

To combine the excellent light absorption and the electrical performance of the device 1.19 depicts the schematic of this device and its responsivity. The responsivity can reach up to 10 5 A/W due to the high 2000 cm 2 V -1 S -1 mobility. But, graphene is not a stable material now to be used as active layer of transistors. There are so many works to do for opening the bandgap and limiting the off-state current.

Figure 1.19 Phototransistor with graphene/QDs channel and its responsivity [START_REF] Wang | Wide Spectral Response Field Effect Phototransistor Based on Graphene-Quantum Dot Hybrid[END_REF].

In summary, although it still exists so many problems inside, this QDs hybrid active layer is a possible solution to integrate QDs into microelectronics. Some researchers and engineers used this device for practical remote sensors and obtained a well performance [START_REF] Hwang | Ultrasensitive PbS Quantum-Dot-Sensitized InGaZnO Hybrid Photoinverter for near-Infrared Detection and Imaging with High Photogain[END_REF]. Thus, I believe it is still one of the hottest research field.

Phototransistor with QDs' hybrid insulator

Compared with doping QDs into the channel, hybrid insulator embedded with QDs has a better uniformity and thick photo-sensing layers for the phototransistor.

However, the problem is the high potential to block the electron's injection from insulator which cause a low responsivity [START_REF] Zingway | A High-Performance SiGe-Si Multiple-Quantum-Well Heterojunction Phototransistor[END_REF][START_REF] Dvurechenskioe | Ge/Si Photodiodes and Phototransistors with Embedded Arrays of Germanium Quantum Dots for Fiber-Optic Communication Lines[END_REF]. So the importance of this structure is to shorten the potential barrier as possible and increase the density of QDs which will also curtail the distance between neighbor QDs.

At 2008, S. S. Tseng and P. W. Li embedded Germanium quantum dots into TEOS gate insulator of Poly-silicon phototransitors [START_REF] Chen | Photoresponses in Poly-Si Phototransistors Incorporating Germanium Quantum Dots in the Gate Dielectrics[END_REF]. This Poly-Si TFT showed a In our work, thanks to the new chemical producted colloid QDs, highly QDs concentrated insulator was developed as gate insulator of phototransistors at lowtemperature. The detailed fabrication process and the performance of this device are introduced in the following chapters.

Conclusion

Phototransistor combined with the IR absorption of PbS QDs can be very useful in optoelectronics, telecommunication, IR imaging and remote control, etc. To pursue a 

Introduction

In last 30 years, LCD and OLED (flat plane displays, FPD) devices have occupied the display market. The TFT technology as the addressing and driving core has been explored and promoted by all the researchers and manufactures [1][2][3]. From the α-Si TFT to Low-temperature-Poly-silicon (LTPS) and oxide TFT technology, many new technologies emerged during these decades [4][5][6][7][8].

In our IETR group, LTPS TFT has been studied for a long time. The technology led to great performance for the mobility, on/off ratio and stability [9][10][11]. Moreover, this poly-silicon TFT have also been utilized in many fields as display, biosensor, MEMS and in optoelectronics [12][13][14]. In this thesis, this technology is used in the developed phototransistor process. Since the goal of this thesis is to find out a possible method to integrate QDs into TFT device for achieving a highly-sensitive performance, combining LTPS process and organic SU8 gate insulator fabrication technology can be the key technique.

In this chapter, the fabrication process of Poly-silicon TFT is described. The steps of the process and the tools used during these steps are introduced and summarized.

After that, modification of the process by using SU8 as gate insulator in place of usual SiO2 insulator will be described. Then, doped polysilicon is deposited and etched to form the drain and source regions.

Fabrication Process of Thin Film Transistor

The doping type determines the TFT's type (N or P channel). Afterwards, the gate insulator is deposited. Finally, the drain/gate/source electrodes are sputtered on the top surface. by LPCVD leads to better uniformity, low oxygen content, non-fogging surface, highvolume products and is cost-effective. Thus LPCVD is the main stream method for depositing Poly-silicon. The reaction formula of Poly-silicon growth by LPCVD is:

Si ~ 2
The process parameters affecting deposition are temperature, silane flow and reaction pressure. In this thesis, the detailed deposition condition is presented in table 2.1. In these deposition conditions, silicon is amorphous.

To form polycrystalline silicon, the furnace temperature is increased to 600°C while the substrates are still inside. At this temperature, silicon films crystallize in a

Chapter 2 Fabrication technology and electrical characterization of Poly-silicon Thin Film Transistor time of 8 hours. Poly-silicon films are then obtained.

Doped poly-silicon deposition for drain/source region

After the undoped polysilicon active layer is deposited, the doped layer is essential for the formation of the source/drain region. Thus, 300nm doped polysilicon layer is deposited by similar LPCVD process as shown in figure 2.4; only doping gas is added during the deposition. For N-type TFT, we need N-type doped source and drain regions so that phosphine is added. For P-type TFT, diborane is added. As can be seen in the LPCVD operating schematic in figure 2.3, the impurity gas of this reaction for N-type polysilicon is the PH3, which can be used to combine with the SiH4 hot decomposition. As for the p-type polysilicon deposition, the Borane gas can be utilized for the impurity.

Definition of TFT's channel and geometry

As for definition of TFT's channel, the doped poly-silicon thin film must be etched to expose completely the undoped poly-silicon for achieving an excellent on/off ratio and lower off-state current. In this thesis, the plasma RIE (Reactive ion etching) process

Chapter 2 Fabrication technology and electrical characterization of Poly-silicon Thin Film Transistor was carried out and SF6 is employed to etch the N-doped poly-silicon. As shown in figure 2.5, the SF6 gas is ionized under the 13.56MHz radio frequency source and accelerated to the etched silicon thin film. Under plasma state, the reaction between SF6 gas and silicon film will be promoted.

Due to the highly anisotropic feature and vertical etching direction, the etching rate for the poly-silicon will be larger and controllable to stop when the full thickness of the doped layer is etched. Thus, the detailed process parameters are as following: Moreover, for screening the interference between different devices, the isolation of each TFT should be performed by the etching processes. The fabrication process of this mask 2 lithography and RIE process are similar to the above channel definition fabrication process. 

RCA cleaning of the as-prepared device

For removing the organic and metallic impurities on the surface of the previous

(a) (b) 
Chapter 2 Fabrication technology and electrical characterization of Poly-silicon Thin Film Transistor silicon, RCA cleaning is carried out by the three steps to improve the surface qualities in the TFT active layer area. The detailed contents of three steps, cleaning material and experimental times are as followed:

(1) The bath with (H2O+NH4OH+H2O2) is taken at 70℃ for 10 min: the raio of these three components is 200ml: 10ml: 40ml; after temperature of the NH4OH solution reach up to 70℃, the H2O2 should be added into this bath and kept reaction for 10 min.

(2) The bath with (H2O+HCl +H2O2) is taken at 80℃ for another 10min: the ratio for these three components is 200ml: 40ml: 40ml; after temperature of HCl solution reach up to 80℃, the H2O2 should be added into this bath and also kept reaction for 10 min.

(3) The deoxydation process of HF 2% diluted solution: the RCA cleaning process can be finished by adding samples into this HF 2% solution (400ml H2O and 16ml HF)

until realizing the hydrophobic characters of the silicon surface.

Gate insulator deposition

SiO 2 inorganic insulator deposition

For researching the properties of the polysilicon TFT, high quality SiO2 inorganic insulator thin film was deposited on the as-prepared polysilicon substrate. Herein, the deposition technology we used here is the Atmospheric Pressure Chemical Vapor Deposition (APCVD) as shown in figure 2.6. And SiO2 thin film was formed through thermal decomposition at 450℃ by mixed Silane and oxygen O2 following the 2 reactions:

SiH4 Si+2 H2 Si + O2 SiO2
The APCVD possesses many advantages, for example rapid film forming velocity, easy reaction and low temperature deposition condition [16]. For guaranteeing the quality of the film, the process parameters, such as temperature, pressure, gas components, and deposition rate, should be controlled rigidly. Here, the reactive mixed gas (O2, diluted Nitrogen N2, and silane (SiH4)) are vented into the chamber. The pressure during reaction is 10 5 Pa. The deposition rate is important, around 20 nm/min) and the dispersion on the thickness is lower than 5%. After formation, the deposition is followed by a thermal annealing at 600°C during 1 hour. 

SU8 organic insulator deposition

For the phototransistors in this thesis with photo-sensing hybrid insulator, the liquid organic insulator can be utilized by blending with the QDs solid nanoparticle. The common-used organic insulator material, polyving akohol (PVA), polystyrene (PS), poly-p-vinylphenol (PVPh) and polymethylmethacrylate (PMMA), are alternative options for the TFT [17][18][19][20]. However, SU8 2000.5 organic photo-resist is used for the insulator due to a thin spin-coated film, cheap and feasible thin film deposition process.

On account of providing the possibility to use the following QDs/SU8 insulator, the pristine SU8 insulator is used here for certificating the performance of SU8 insulator and the TFT with SU8 gate insulator. Spin-coating duration: 30 s SU8 was using soft-bake process through 95℃ annealing to evaporate all the solvents in SU8 solution. SU8 is composed by small molecules. The as-fabricated sample was exposed under UV light and SU8 organic layer was cross-linked due to the oxidation in the organic layer. After the develop process of SU8 in the develop solution, the SU8 layer was after-baked in the heating stage for 60s. Finally, SU8 organic insulator was heated at the stage by increasing temperature from 95℃ to 115℃, and kept in the 115℃for 30 min to solidify the SU8 organic insulator. Through profile measurement, the formed SU8 insulator's thickness was observed as 350nm.

To detect the performance of the SU8 organic insulator, the electrical properties such as capacitance and leakage current are carried out to characterize the SU8 insulator. The area of this capacitor is 1 mm 2 , where the leakage current is 4 nA at 50 V applied voltage. It means that for the 40/20μm channel, the leakage current is below than 1×10 -10 A, which prove that the leakage current of this SU8 organic insulator is appropriate for the Poly-silicon TFT.

Gate insulator etching for drain/source contact

To connect the drain/source contact with the electrode, the gate insulator must be etched at the drain/source region as shown in figure 2.11. For the inorganic and organic insulator material, the different etching methods will be selected which are introduced in this section respectively. 

Wet-etching on inorganic SiO 2 insulator

In this process, two different processes can usually be utilized again to etch the SiO2 insulator by SF6 gas (dry etching) and HF solution (wet etching). Here, the simple HF wet etching process was selected through checking the hydrophobic phenomena of the silicon surface. Meanwhile the over-etching phenomena of the SiO2 can be controlled under observation of the microscope.

Dry-etching on organic SU8 insulator

As regards of organic SU8 insulator, the only etching method is the RIE etching process. However, the etching plasma gas is O2 which will react with organic material rapidly under plasma state. Therefore, the experimental parameters are shown in the following tables. In this experiment, the target's size is 250mm × 100mm, the vacuum of this chamber is 10 -5 Pa, the distance to target is 75 mm and Ar flow volume is 15 sccm.

After charging Ar gas, the pressure of the chamber during sputtering is 0.1Pa with 300
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Operating principle and performance for the Poly-silicon TFT

The working principle of TFTs derives directly from the usual MOSFET transistor. where x is the distance between semiconductor silicon thin film and dielectric/active layer interface. The energy band formula at the surface is as following: Where Cins is the capacitance of the gate insulator layer's infinitesimal unite, is the accumulated charge on the every unite area's gate insulator layer/semiconductor active layer interface caused by gate voltage. The charge is calculated by the following expression:

Device physics for TFTs

dx (2.3)
Combining the active layer charge density distribution of Si-semiconductor active layer and energy band's bend can receive the following equation:

q dE (2.4)
where f(E)= is the distribution equation of the Fermi-Dirac:

Thus, the field effect mobility  FET , can be computed by the bandgap mobility :

(

(2) Field effect mobility Field effect mobility is the main parameter for TFT. In semiconductor physics, the definition of mobility is the mean speed of the carriers in unite electric field which expressed the moving rate of the carriers and named as mobility.

For the field effect mobility which can be obtained from the transconductance gm, the transfer characteristic is similar with MOSFET, so in the Poly-silicon TFT,

μ (2.6)
where is the unit area capacitance of gate insulator, W、L are width and length of channel, is the threshold voltage.

When << -, > , the drain current at linear regime is approximate to :

μ (2.7)
The transconductance is defined as:

| (2.8)
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(2.9)

(3) Threshold voltage Both inorganic TFT and organic TFT have threshold voltage, which is the gate voltage from which the transistor can be considered as conducting. Usually, threshold voltage of inorganic TFT is usually approximate 0 V-15 V and that of organic TFT is usually at 10 V- (5) Subthreshold swing (SS) Mobility, on/off ratio and threshold voltage are the three main indexes measuring performance of field effect transistors. However, actually the SS factor is another important indicator for TFT. Because this factor is determined by the interface situation between active layer and insulator layer, this interface is the most important interface affecting the performance of the device.

The definition of SS is: under certain drain-source voltage, the required gate voltage increment ( ) for adding one magnitude drain-source current.

SS= (2.14)

where is gate voltage, is drain-source current.

TFTs' electrical parameters characterization of typical SiO 2 gated TFTs

The transfer characteristics curve is the corresponding drain-source current versus the gate voltage VGS with constant drain-source voltage VDS. The working region of this transfer curve is divided into four zones. For example, in figure 2.22 the typical transfer curve is divided to cut-off region below -5V, linear region between -5V to 5V

where the current increase quickly equivalent to linear curve and the saturated region from 5V to 20V. 

TFTs' electrical parameters characterization of Organic SU8 gated TFTs

For the as-prepared SU8 organic insulator gated TFT with Compared with previous SiO2 insulator gated TFT, with SU8 insulator, this device has lower leakage current (0.1 nA), but worse mobility, S.S. threshold voltage and one order smaller on/off ratio. blend the QDs into this SU8, which will be functionalized as the future photo-sensing hybrid insulator. The detailed analysis of this hybrid insulator including leakage current, photo-generated current and capacitance will be introduced in the chapter 4.

Conclusion

In this chapter, these experiments manifest important scientific results, which demonstrates the possibility to constitute the photo-sensing hybrid QDs/SU8 insulator in the Poly-silicon TFT. The as-fabricated Poly-silicon TFT shows excellent electrical characters for supporting the phototransistor such as mobility, on/off ratio, Subthreshold voltage and low threshold voltage. Furthermore, the SU8 organic solution

Introduction

The quantum confinement effect is one of the quantum dots' (QDs) unique optoelectrical characters, and the vital property in nanosicence and its other applications [1][2][3][4]. Especially, the size-tunable and the bandgap-modulated ability can regulate the absorbance and PL emission for the materials and devices, which can also change the conventional semiconductor's fabrication processes from "impurity engineering" to "energy-band engineering", through optimizing the fabrication process, precisely controlling reactor conditions and applying electric/magnetic field [5][6][7]. As a consequence, semiconductor QDs show a great application potential in opto-electric devices such as photo-detectors, photo-field-effect-transistors, solar cells and lightemitting-diodes [8][9][10][11].

As for the QDs' synthesis, plenty of researching emphasizes have been put on the group Ⅱ -Ⅵ colloidal quantum dots such as CdS, CdSe and CdTe, previously.

However, due to large permittivity constant, Bohr radius (18nm), and size-tunable ability in IR waveband range (800nm-3500nm) [12][13][14], the group Ⅳ-Ⅵ compound PbS, PbSe and PbTe QDs were emerged as hottest investigated materials in opticalelectrical fields [15]. In the case of the QDs' application in opto-electric device, it should have the following characters:

(1) Be characteristic of excellent matchup bandgap or electronic affinity between QDs with other semiconductors in the active layer to guarantee the photogenerated electrons' effective injection to the contact band (CB) of semiconductor active layer.

(2) Be characteristic of extinction coefficient, which can provide wide absorption wavelengths' range and strong absorption intensity.

(3) The oxidation state and excited state of QDs should have well stability and activity to provide effective transfer of photo-carriers.

(4) QDs should have excellent lattice matching with other semiconductors in the heterostructure's interface.

(5) The redox potential of QDs should be lower which can minimize the free energy's loss during the primary and secondary electron's transfer processes.

In this thesis, PbS QDs with strong absorption in IR waveband were produced by metal oxidation and organic thermal decomposition method to provide multi-sizes and high quantum efficiency PbS QDs for the IR photodetectors' applications. Through changing the organic surface group and optimizing the defects at the surface's ligand, we offer sufficient information for the QDs' integrated phototransistors with IR detecting capability.

QDs' properties and synthesis mechanism

QDs as 0-dimension material have a quantum confinement in three dimensions (3-D) and electron's energy also has quantized characters in 3-D which cause all the polarized light can induce the transition for the QDs. Thus, excellent QDs' opticalelectrical properties attract many attentions from scientific researchers.

QDs' properties

When the size of the materials is reduced to small dimension, it will be characteristic of new properties, such as quantum size effect, specific surface effect, dielectric confinement effect, quantum tunneling effect and so on [16][17][18]. All kinds of these materials can be termed as nanocrystal. These quantum opto-electric properties have been studied by more and more scientists and researchers. In theoretic, the excitons' Bohr radius can be deduced according to the hydrogen-like atom's radius:

* (3-1)
is Bohr radius, is permittivity constant, m is the electron mass, is reduced mass.

Obviously, QDs belong to nanocrystal and is the material which has a smaller size Chapter 3 Synthesis and Characterization of Quantum dots within the Bohr radius of its bulk material, where electrons in QDs have a strong interaction with wave function of holes [19]. Thus QDs have unique optical-electric properties of this bulk material. QDs' confinement effect is one of the most notable characters in QDs' properties. When the QDs' size is less than bohr exciton radius, the bandgap of QDs can be increased in width. And the broadened bandgap can be expressed by the following equation:

E (3-2)
Where (QD) is the bandgap width of QD, is the bandgap of bulk material, is the reduced mass, r is the radius of QDs.

QDs' synthesis mechanism

Synthesis of Semiconductor QDs can be done using alternative methods that can be approximately cataloged into physical and chemistry methods. Physical synthesis mainly consists of Molecular beam epitaxy (MBE), ion beam injection, microfabrication, mechanic grind and so on [20]. Nevertheless, these fabrication methods need very expensive instruments and high cost experiments. Meanwhile, these QDs' distribution is massive and low density which also limit the future application of QDs.

Generally speaking, chemistry method is quite cost-effective and easy to operate which can also achieve high uniform QDs for the future large-scale micro-electronic application. Consequently, colloidal chemistry method is the vital candidate for synthesizing semiconductor QDs. Through precisely controlling of chemistry reaction condition, it can be realized to adjust of the QDs' size, morphology and properties. Usually, colloidal nanomaterial's synthesis comes from the molecular precursor's reaction where the formation of colloidal nanoparticle can be grown through the processes: nucleation, growth, Ostwald ripening and saturated four sections as shown in figure 3.1. These molecular precursors mainly are inorganic salt and organic metal compound. Synthesis methods are hydrothermal/solvent heating method, hot-injection method, sol-gel method, and co-precipitation method. To guarantee the high quality nanoparticles which are of narrow diameters' distribution, nucleation and growth processes can be separated temporarily. Hot-injection method can be used to obtain high quality nanoparticles through this way. It is used to inject metal-oxide precursor into reaction solvent under high temperature. With the decrease of the temperature, nucleation and growth methods can be separated temporary to synthesis uniform and narrow distributed colloidal QDs' nanoparticles.

The reactant should be reacted on the anhydrous and anaerobic circumstance when fabricated QDs by hot-injection. Typical reaction process is to insure reaction of precursor under removing water and oxygen. After, pouring the precursor solution into beaker rapidly, continuously reaction of these solvents will produce needed QDs products.

The QDs' synthesis mechanism is: when reactants are added into solutions without water and oxygen, precursor solution will create plenty of crystal core through saturated energy, growth of QDs will continually consume solution's precursor. The growth energy of core G is the sum of surface free energy Gs and volume free energy G  .

∆ 4π ∆ * (3-3)
where r is the radius of crystal core, γis surface force or unite area surface energy, ∆ * is unite crystal core's free energy. Positive Gs is proportional to ; negative Gs is proportional to . While these free energy are in competition, when the size of core reach up to critical size r0,formation energy G will reach to peak:

∆ 8 γ 4π ∆ * 0 (3-4)
therefore, the radius r0 can be calculated as expression:

2 /∆ * (3-5)
Figure 3.2 is the nucleation and growth process's schematic, when critical size is r0, G is the threshold energy of core's growth. When the core in the solution is bigger than critical size r0, bigger ∆ * is vital influence factor. When ∆G is negative, the particle will grow bigger continuously. Otherwise, the core will disappear when size is less than r0. The processes can be shown in figure 3.2. When many crystal nucleuses are formed instantaneously, the precursor in previous solution grows gradually. And the growth rate of small crystal nucleus is higher than big crystal core. Due to relatively higher specific surface ratio of small crystal nucleus, it can catch up with growth rate of big crystal core leading to "focus size growth". For this reason, hot-injection method has this advantage. After the optimization of crystal nucleus' growth, the QDs' powder should be collected from solution to obtain optimizing mono-dispersed QDs' nanoparticle. Otherwise the nanoparticle in the solution will enter Ostwald ripening stage. This is the reverse reaction of "focus size growth", which will result in the large distribution of the particles' sizes.

QDs' carrier's transport mechanism

The carrier transport in QDs can be divided to resonance energy transport, hopping transport and tunnel transport. The ideal mobility of QDs can reach 10 -2 cm 2 /Vs [24].

This section will introduce hopping transport and tunnel transport.

Hopping transport is divided into Mott hopping transport and Efros-Shklovshii hopping transport. In some conditions, these two transport mechanisms can be converted with each other. Mott hopping transport depicts the low temperature localized conductivity mechanism in disordered system. The localized charge with Ei energy can be transferred to neighbor energy-state Ej by hopping transport. There are some energy offsets between these energy-states. As a common sense, the space distance rij and (3-9)

Based on previous analysis, for the conductive ligand, hopping transport theory can be used to research the transport mechanism of pyridine and PANI encapsulated PbS QDs.

However when charge energy (36meV) is beyond hot-activation energy, coulomb bandgap plays dominant role, and the contact between QDs is insulator property. Different with hopping transport, tunneling transport has no relationship with temperature, the charge coupling energy between neighbor QDs can be expressed by:

β hΓ (3-10)
where, h is the plank constant, Γ is the tunneling possibility, tunneling possibility can be expressed by the following equation:

Γ exp 2π∆x * ∆
(3-11) * is the effective mass of the carrier, ∆ and ∆x are the height and distance of tunneling potential. From above equation, coupling energy is unrelated with temperature. Tunneling possibility and coupling energy will decline exponentially depended on ∆x. ∆ and * have weaker influence on tunneling possibility and coupling energy. As depicted in figure 3.3b, because the potential height between QDs and the distance are very high, the influence of charge coupling energy between nanoparticles is relatively small. It is a little similar with the hopping transport, when the coupling energy β 2 , the barrier for the charge transport from coulomb bandgap will decrease, the transport rate of charge will accelerate.

Nowadays, the common passivation of the QDs' surface organic group (ligand) is to use the short-chain molecular to replace the long-chain molecular. The exchange of ligands can minimize the distance between nanoparticles, meanwhile passivated surface can diminish the dangling bond and trap-state. Through this way, the conductivity of the QDs will increase obviously.

optoelectronics, where PL emission is essential instrument for the optical analysis of this material. Usually, incident light with a lower absorption wavelength is the choice for the excited light of QDs. If the photoluminescence property is excellent, it will achieve a light emission peak with symmetric Gauss distribution. Moreover, PL emission spectrum can characterize the optical property of defects inside QDs. The exist of defect peak can also be characterized. The cause of for defect is the rotten encapsulation by the surface group during synthesis, which will lead to more surface states. In optoelectronics, there are both advantages and disadvantages for the defects.

Therefore, PL spectrum is important to analyze the influence of the defects in optoelectronics' performance.

(4) Scanning Electron Microscope (SEM)

When forming thin optoelectronics films containing QDs, layer-by-layer deposition method is always used to create new QDs thin film, diminishing cracks and wholes. SEM is the essential instrument for characterizing the morphology and thickness of thin film. The surface property of sample will be obtained with high energy electron-beam scanning image.

(5) Tunneling Electron Microscope (TEM)

The size, distribution and morphology of QDs material are extremely significant.

QDs have the diameters' distribution problem, which is the the relative standard deviation of the diameters' distribution. TEM is the measured mean to analyze QDs' microscope characters. Meanwhile, electron beam diffraction is the diffraction image of QDs. So diffraction image can analyze QDs' crystalline and lattice structure.

The encapsulated organic has serious influence for the TEM testing result. This organic material will be evaporated under electron beam. So before characterizing the properties of QDs, it is necessary to remove QDs' surface group sufficiently and prevent the QDs from agglomeration.

During QDs' sample fabrication process, firstly QDs solution should be dropped on the copper net covered with carbon film. Then, organic surface group can be washed cleanly by solvent and evaporated for testing.

QDs' application in optoelectronics

On account of the QDs' confinement effect, semiconductor QDs' energy-band is no longer continuous and is depending on QDs' size intensely. Semiconductor QDs not only have organic material's advantages such as synthesis controllable, solutionprocess, and large-scale fabrication, but also have new intrinsic properties. For example, absorption and fluorescence spectrum tunable, high fluorescence quantum yield and multi-exciton effect. These characters can expand the application range of the QDs. The present application fields of semiconductor QDs are FET transistor, solar cell, LED and photodetector.

The following contents conclude the application of optoelectronics with the common-used semiconductors QDs.

(1) Semiconductor QDs' application in Field Effect Transistors.

Semiconductor QDs have many unique optical-electrical properties and compatible process with organic material and flexible substrate. Consequently, QDs have a great role in fabricating FET. It has stimulated many interests in developing QDs' FET [25][26][27]. for the QDs' channel FET [28].

Especially, with the development of chemical colloid QDs, the solution-process of this QDs layer broadens the device application. Jong-Soo Lee and Maksym V.

Kovalenko fabricated the FET device with the colloid QDs and reported it in nature nanotechnology [28]. As shown in figure 3.4, the as-prepared QDs' FET shows high ~10 4 on/off ratio and 15.3 cm 2 V -1 S -1 . Theses experiments shows the bright future for the QDs application in microelectronics.

(2) Semiconductor QDs' application in solar cells.

Semiconductor QDs are of wide absorption range to solar spectrum, excellent carrier transport and other advantages. At the same time, the cost-effective, easily modified and mass productive characters attract many attentions in solar cell's research [8,9]. It is the promising candidate to substitute traditional solar cell's materials.

At 2011, Prashant V. Kamat fabricated solar cells by hybrid QDs photosensing materials with a high efficiency 5~6% which can approach those of dye sensitized solar cells and organic photovoltaics. With these QDs hybrid, this solar cells also have a wide
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(3) Semiconductor QDs' application in light emitting diode.

This application is the most important field for the semiconductor QDs due to the super high quantum and fluorescence yields. Therefore, the application in LED, display and lamination have been researched for a long time [9][10][11]29].

T. Kim and K. Cho fabricated QDs LED (QLED) devices and reported in nature photonics at 2013 [29]. (4) QDs' application in photodetector (QDIP) has been introduced in chapter 1 in detail.

Synthesis details of PbS QDs

Materials and instruments for experiment

The detailed experiment medicines, materials and instruments are lead oxide (PbO, 99.9%), oleic acid (OA), 1-octadecane (ODE), and hexamethyl-Disilathiane (TMS, Bis where the experiment is operated under Nitride (N2) gas' protection.

Synthesis process for PbS QDs

For the growth of PbS QDs, 2mmol PbO, 5mmol OA and 12.7 ml ODE can be added into 50ml three-necks round-bottom flask. The mixture solution can be stirred under N2 gas and heated to 180℃. Firstly, pump the reaction instruments under vacuum 

Characterization of Infrared-PbS QDs

After collected PbS QDs is emptied into n-Hexane solvent, it can be dispersed by sonic and dropped on the copper net. This sample is observed through tunneling electron microscope (TEM) and high-resolution tunneling electron microscope 

Ligand exchange experiments of QDs

As description above, the ligand of QDs is the charge tunneling channel and bonding connection between QDs and other components (which can be insulator, semiconductor or metal). Many research proved that high temperature dealing can remove the organic surface group. While, obvious aggregation phenomenon of QDs will emerge due to the lack of ligand. That's also one reason that chemical colloid QDs are usually adapted to the room temperature solution process for fabricating opticalelectrical devices.

ligands of QDs

Usually, there are some common used organic surface groups for the inorganic ODs.

Firstly, the most common used organic ligand is the long-chain hydro-carbon (H-, C-) molecular. This ligand's encapsulating method is usually carried out at the same time during QDs' synthesis process. With this ligand, the QDs can form the uniform stable solution with hydrophobic and insulation (--10 -12 -10 -9 Scm -1 ) property and this ligand can be illustrated in figure 3.11. Other ones are the short-chain hydro-sulfur (H-, S-) and benzene ring's ligand which can be used for the passivation of the solid-state thin film and ligand exchange for liquid-state surface group. Through this ligand passivation process, the stability of nanoparticles' disperse in the solution and bonding with other semiconductors can be promoted. Meanwhile, the mobility of the material will be promoted and the conductivity of the metal nanocrystal will reach up to 10 -1 Scm -1 .

ligands's exchange experiment of QDs

In our thesis, to pursue effective charge transfer from QDs, the ligand exchange experiment was carried out to replace OA ligand (>2.5nm), due to the long-chain molecular OA ligand and the low conductivity. The previous mentioned short-chain molecular, well conductive pyridine ligand (0.4nm) was used here for the PbS QDs.

Firstly, PbS QDs with OA ligand was synthesized during the chemical growth of the QDs as precursor for the other different PbS QDs (as described in the prevous QDs' synthesis' section). And then the ligand exchange processes were used as follow to check the conductivity of QDs with different connected ligands The detailed ligand exchange procedure of QDs is:

(1) The OA capped PbS QDs were dispersed in toluene (150mg PbS; 2mL), which was poured into the 10mL of pyridine in the flask. This blended solution system was vigorously bubbled with N2 gas for around 15min. After 1 hour slowly stirring in the 70℃ oil bath solution was heated (70°C, 1 h), the mixture was centrifuged down with 6000 rpm during 30s.

(2) After centrifuging the mixture again, the collected precipitate was pyridine capped PbS QDs, which was re-dispersed in toluene by means of sonication for 2 hours at room temperature as shown in figure 3.12.

(3) Two steps of synthesizing PbS (QDs@PANI): the first step is to prepare tailored QDs: the TOPO ligands capping on the PbS QDs are added in the chloroform solution for stirring during 2h at room temperature. The QDs were exchanged with potassium 4-formyldithiobenzoic acid ligands, which form a dithionate bridge between the QDs and the ligand. As illustrated in the figure 3.14(c), the calculated distribution of the terminal current shows the higher conductive, permittivity and low bandgap material play vital roles in generating a better mobility and current for the planar diode. Nevertheless, this semiconductor module can not take into consideration of the practical electron tunneling in the insulating ligands such as TOPO and OA organic surface group.

Consequently, spin-coating process was used to form the QDs layer on the substrate.

The gold metal was sputtered on the substrate to form the 50μm×50μm area diode As indicated in the J-V curves of PbS diode, pyridine QDs have a best conductivity short-chain molecular and mobility for the QDs layer and achieve a better current density for the diode. The short-chain TOPO insulating ligand shows a similar current density with PANI capped device maybe due to the electron's tunneling from the enhanced electric field. However, because in our synthesis process, TOPO has many defects and trap-states, they will trap the carriers and deteriorate charge transfer efficiency. Thus, pyridine ligand was selected for encapsulating PbS QDs to pursue a more effective charge transfer.

Characterization of PbS QDs and QDs/SU8 hybrid material

For our thesis, epoxy based ink SU8 was employed for the gate insulator of TFT and the QDs were input inside SU8 for the formation of the photo-sensing hybrid insulator. Uncrosslinked SU8 2000 series photoresist (Bisphenol A Novolak epoxy) was used in this work. It is an oligomer formed of eight benzene rings and eight epoxy groups with low molecular weight (around 7KDa) diluted in cyclopentanone. By using photoacid generators, Su-8 can be polymerized and crosslinked into an infinite network.

Cationic ring opening reaction is achieved under UV light exposure.

In this chapter, the IR absorbance of QDs alone, SU8 alone and the mixture of QDs and SU8 was measured. The final purpose was to detect the absorption of the hybrid material and confirm the charge transfer experiment phenomenon.

The detailed experiment is:

For the QDs film, the QDs solution was spin-coated at 1000rpm during 30s with 1000rpm accelerate. Then the film was baked at 180℃for 10min. The final thickness of the QDs film can be illustrated in figure 3.8 is about 25nm. As expected this film presents an absorbance peak at less than 1.4 µm. For the QDs/SU8 film, the absorbance spectrum is similar to the QDs alone film one. However, the absorbance of this hybrid organic insulator-QDs material is weaker. The presence of absorbance with weaker amplitude indicates that there are charges' transfer process between QDs and SU8 interface. As mentioned before, the carrier can move out of QDs' core through tunneling mechanism and captured in the SU8 insulator. Thus one hypothesis is that maybe the PL quenching effect is happened here which cause a weaker absorbance here. The fitting parameters (τ) are 1.65ns, 1.35ns and 0.21ns for QDs, QDs-doped Su8 and Su8 layer. Combined the absorption curves with the time-resolved PL spectrum, it can be observed that the quenching effect was happened between Su8 and PbS QDs, which cause faster decay and weaker absorption (as shown in figure 3.17 for the incident light).

Conclusion

This chapter introduces the fabrication process and characterization of the PbS QDs, providing the detailed characterization for the PbS QDs. Meanwhile, the significance evidences and physics mechanism of the ligands' exchange, experiment method and optical-electrical performance were described. Through optimization of the PbS QDs combined with the researching progresses of optoelectronics, appropriate PbS QDs with effective surface organic group were fabricated and designed for the photodetector' material system and device structure.

Chapter 4 QDs-embedded SU8 hybrid for highly sensitive IR phototransistors Moreover, the phototransistor structure can provide quick answer to incident pulsed IR light.

The mechanism of the optical-electric conversion is researched and summarized in this chapter. This novel TFT's integrated process can be transferred to all kinds of CMOS and MOSFET technology and be compatible with the large-scale microelectronic processes.

MIS structure device for Optimization of the QDs/Su8 hybrid insulator

In this thesis, QDs/SU8 hybrid composite has to act simultaneously as photosensing and insulating layer in this phototransistor. It is the key technology to make sure the enough photo-sensitivity and guarantee the insulating properties. To verify the performance of the QDs/SU8 hybrid, the MIS (metal-oxide-semiconductor) device as shown in figure 4.1 with ZnO: Al/ QDs-SU8/highly N-doped silicon wafer structure was fabricated. With this MIS structure, the performance of QDs/SU8 hybrid insulator can be optimized which provides enough information for the phototransistors' fabrication.

Review of previous QDs-embedded insulator for MIS structure

In 2011, S. Cosentino, Pei Liu and Son T. Le reported on a QDs-integrated MIS structure device [1]. With a 900℃ high temperature process, the QDs embedded SiO2

Chapter 4 QDs-embedded SU8 hybrid for highly sensitive IR phototransistors layer can tunnel photo-generated QDs to the semiconductor Si. The disadvantage is of course the too higher 900℃ fabrication temperature which is so difficult to integrate with other optoelectronic devices.

In 2014, C. Y. Chien, W. T. Lai and P. W. Li develop a unique approach for integrate size tunable Ge quantum dots and Silicon Nitride Si3N4 insulator for the metaloxide-semiconductor (MOS) diodes [2]. Interestingly, no similar letters or papers reported the solution-process photosensitive insulator for MIS device or phototransistors, which shows the significant meaning of our research on this technology compatible with all-kinds of other microelectronics, such as organic, silicon, oxide and novel low-dimension FET structure phototransistors.

Fabrication and Characterization of the MIS device

fabrication processes for the MIS device

Our QDs-embedded MIS structure followed a very simple fabrication process, it belongs to an organic solution-process. The device is fabricated on the highly N-doped silicon wafers with QDs/SU8 hybrid photo-sensing insulator and transparent AZO The detailed processes:

1) The wafer is cleaned by acetone and ethanol for around 10 min respectively before any manipulation is carried out on the wafer for the sake of diminishing the impurities on the surface. The wafer is blown out by N2.

2) The dried wafers go through the RCA cleaning of the N-type silicon. The detailed RCA cleaning process is following the above introduced standard steps to remove metallic and organic impurities by strong base, acid and Chapter 4 QDs-embedded SU8 hybrid for highly sensitive IR phototransistors oxidant.

3) The dried QDs powder will be rationed by analytical balance and dissolved into as-prepared SU8 insulator solution to produce QDs/SU8 blended solution with different QDs' concentration.

4) The QDs/SU8 blended solution was spin-coated on the prepared wafers. The detailed deposition parameters are 2500rpm for speed; 3000rpm for accelerate; prebake temperature is 95℃ with 90s; UV-exposure time 70s; after-bake temperature is 95℃ with 90s; develop in the base solution for 55s; crosslinked baking stepped temperature is from 95 to 110℃ for 25min.

5) Finally, transparent AZO (ZnO: Al) electrode is deposited on the top by RF sputtering. The target is AZO (99.99%) with 4:1 ratio Ar/O2 hybrid reactive gas and 1 Pa pressure in the chamber. Moreover, the power of the RF source is 150 W and the sputtering time is about 30 min for forming 150nm transparent AZO electrode. (ii), 3mg/mL (iii) and pure PbS QDs (iv).

Characterization for the MIS device

The top-view morphology of the QDs-based films (pristine SU8 insulator, 0.3mg/ml and 3mg/ml QDs/SU8, pure PbS QDs) can be illustrated in figure 4.3. As can be seen in this figure, higher concentration of QDs in SU8 induces higher surface roughness, but with a better QDs' uniform distribution.

One conclusion is that with increasing of the QD's concentration, the density and uniformity of the QDs will be promoted accompanied with the side effect of surface roughness. It will be boosted tremendously to deteriorate the insulation of the hybrid film. To explore and explain the conductivity and the mechanism of the QDs inside the insulator, the further experiment was carried out to investigate this photo-sensing composite insulator.

Optical-electrical properties and analysis for the MIS structure device

Optical-electrical properties of the MIS device

The MIS devices with different concentrations of QDs inside the SU8 insulator were characterized by plotting the flowing current I as a function of the applied voltage V. The measurements were done in darkness and under a 0.2 mw/cm 2 near infrared light at a wavelength of 0.85 µm. Figure 4.4 gives the net photocurrent (current under light -current in darkness) as a function of the applied voltage. At low QDs concentration, the photo-generated current is negligible, while it increases at higher QDs concentration.

With the closer distance between QDs due to higher concentration, the photo-generated carriers in QDs can tunnel through SU8 so that a flowing current in the MIS device will be measurable. When increasing the QD's dilution, the dark current stays nearly constant and low still a concentration of 1.5 mg/ml. At higher concentration, it increases highly but stays not so high, reaching 16 nA about at 3 mg/ml as shown in figure 4.5. Under light, the current increases only if the concentration is higher than 1.5 mg/ml. Before this concentration, it stays more or less at the under dark value. The photosensitivity, defined as the ratio of the increase (ILight-IDark) under IDark, is nearly 0 before the concentration of 1.5 mg/ml. It increases with the concentration after this limit figure 4.6. To explain the increase of the dark current at higher than 1.5 mg/ml QDs concentration, we can argue on the possibility of tunneling of charge carriers between QDs that are separated by the SU8 insulator. At higher than 1.5 mg/ml QDs concentration, the distance between neighbor QDs becomes enough low leading to an

( ) (b) 
Chapter 4 QDs-embedded SU8 hybrid for highly sensitive IR phototransistors increase of the tunneling probability [3]. Due to the lower QDs' distance, lower potential barrier and the similar electric distribution, the tunneling possibility will be higher also for high concentration solution.

For the following results, the concentration of QDs was fixed to 2.5 mg/ml to take advantage of the photosensitivity without increasing too much the leakage current inside the insulator. At this concentration, the dark current is 10 nA with 0.1 mm 2 area of the MIS structure. Considering the channel area of the fabricated TFTs which is in the order of 10-50×10 -4 mm 2 , the leakage current of the TFTs can be in the order of 100-500 pA.

In conclusion, SU8 insulator with enough concentration of QDs can act as efficient gate insulator of field effect transistors. Present experiment on MIS structure showed that a leakage current can flow in the insulator if the concentration of QDs is not low. However high concentration leads to high leakage current that is not compatible with the use of the mixed film as gate insulator. An optimum of 2.5 mg/ml QDs inside SU8 leading to a leakage current of 10-50 μA/cm 2 was determined as the best way to reach gate insulator quality.

The other conclusion is the possibility for photocarriers, generated by the light inside QDs, which can flow from QD to its neighbor and reach the electrode of the MIS structure. This possibility was shown to occur if the concentration of QDs is enough high to decrease the distance between QDs occurring in tunneling. The flow of the photocarriers can induce a carrier injection inside the channel of a field effect transistor and then a sensitivity to the light of the transistor.

Phototransistor using QDs/SU8 hybrid insulator

Previous conclusion leads us to fabricate field effect transistor using the mixed QDs-SU8 film as gate insulator in view to check their photosensitivity. Starting from Chapter 4 QDs-embedded SU8 hybrid for highly sensitive IR phototransistors the large experience of IETR in silicon and organic Thin Film Transistors on any substrate, we use the well-known and well-established polysilicon TFT technology on glass to demonstrate the feasibility of making phototransistors. However, any other TFT technology will lead to similar results.

Fabrication processes for the QDs-embedded phototransistor

QDs-SU8 mixed solution was spin-coated at 2500rpm during 30s, then soft-baked at 95°C during 90s, exposed during 70s to UV light and finally baked at 95°C during 90s. This QDs-SU8 film is used as gate insulator of conventional LTPS top-gate TFT's structure. The fabrication follows the well-known and well-established TFT's process in the Lab, in the purpose to check precisely the change occurring when replacing the usual silicon dioxide gate insulator by present QDs-SU8 film.

The 4-masks process starts with the deposition of a stack of undoped and heavily phosphorous or boron doped amorphous silicon layers by LPCVD at 550°C. Then both layers are annealed at 600°C under vacuum during 8 hours in the same deposition reactor. Well-crystallized polycrystalline silicon material is obtained after this step [4].

The first photolithography step consists in SF6 plasma etching the top doped-layer to define the drain and source regions. The type of TFT is defined by the doping of these regions, N-type TFT with phosphorus doped layer and P-type TFT for boron doped layer. 

Etched contact holes
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In the second lithography step, TFTs are insulated from their neighbor by SF6 plasma etching the undoped layer.

Then, a radio corporation of America (RCA) cleaning is performed to remove ionic, organic impurities and reduce the roughness of the silicon surface. This important step is followed immediately by the deposition of photo-sensing insulator by the abovementioned spin-coating process. This film will act simultaneously as photo-sensor and As shown in the figure 4.8, we present the electrical parameters for these two device here. Transfer characteristic of N-type TFT has a well on/off ratio (10 4 ), the mobility of this N-type TFT is 1.3 cm 2 /Vs, sub-threshold slop is 1.4V/Dec with a low 1 nA reverse current and 0.1 nA leakage current. Compared with the N-type TFT, Ptype TFT's electrical properties deteriorate for the mobility (0.37 cm 2 /Vs) and the on/off ratio (10 2 ). Perhaps the better electrical characters of N-type TFT can lead to a better performance for the response toward the incident IR light.

As a consequence of these TFT's characteristics, further experiments were carried out to exhibit the optical-electrical performance, the conversion mechanism for the photo-generated current output and intrinsic amplifying mode for the FET structure photodetector.

optical-electrical performance and mechanism for the phototransistor

The optical-electrical performance of the phototransistors should be measured and calculated to characterize the phototransistor. Especially, the stead-state opticalelectrical responsivity, photo-sensitivity and power-dependent function were tested in this section for the photo-detector application.

optical-electrical performance of the phototransistor

Responsivity measurements and analysis for phototransistor

The responsivity of both types of TFTs is shown in figure 4.9 as a function of the gate voltage. For the N-type TFT, the responsivity increases sharply with the increase of the gate voltage and reaches saturated station after 35V. But in the responsivity curve of P-type TFT, the responsivity increases markedly with the decrease of the gate voltage and reach saturation below -25V. Thus, we can conclude that both N-type and P-type TFTs have a decade higher current in on-state regime of the TFT. Meanwhile, the responsivity is higher for N-type TFT than for P-type one because of a better mobility and on-state current proved above.

Remarkably, higher current was also obtained for N-type TFT reaching 1800

A/W at 760 nm. More important is the not negligible responsivity at 1.3 μm that reaches telecommunication. Moreover, the responsivity also shows the decrease of N-type TFT responsivity when increasing the wavelength in correspondence with the QD's absorption. 

Photosensitivity measurements and analysis of phototransistor

The information on the responsivity is indicative on the usefulness of the device as sensor. However, it depends highly on the dark direct current and then on the field effect mobility of the transistor. Here, the process can be highly improved to increase this mobility. While the most important is the photosensitivity of the device that gives a direct information on the usefulness of the detection principle of the present device.

The photosensitivity is the photocurrent gain which is the current increasing value Remarkably the photosensitivity ranges in the same order for both types of TFTs even if it is slightly higher for N-type TFT. It is important here to remember the more . In this range of gate voltage, the photocurrent starts to increase when the dark current stays very low. After higher gate voltage than VONDark, both photo-and dark-currents increase and the photosensitivity decreases.

Power-dependent responsivity and analysis for phototransistor
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After trying to exhibit the responsivity and photosensitivity, it is the time to check the behavior of the responsivity as a function of the light power, or the sensitivity of the sensor. where the responsivity is given in A/W and the light power P in μA/cm 2 . As the responsivity is the ratio between the increase of the current under light and the light power, the relation between the variation of the current that is the photocurrent IPH and the light power P is given by : IPH=  P 1-0.58 =  P 0.4

Such power law was previously found [5,6], particularly for graphene-PbS QDs systems. However, the power values they found were so different for the same system and from the present value. The exact significance of this power is really unknown still now. So that we can only assume the present power value, 0.42, is representative of the total probability to convert a photon into electron-hole pair, to separate it under the effect of the gate voltage and finally to inject it into the channel through tunneling effect.

optical-electrical mechanism inside the phototransistor

For further researching, we proposed two hypotheses for explaining the photogenerated current in the QDs-embedded phototransistors. One is the electron-injection from the QDs/SU8 hybrid insulator, another is the electron carrier's trap within the insulator/active layer's interface leading to a change in capacitance. Consequently, some experiments were performed to explore the intrinsic photocurrent's generation mechanisms inside this phototransistor.

Device energy band and carrier's injection theory for the phototransistor

The energy band diagram of the device shows such possibility of tunneling between QDs and silicon channel (Figure 4.17). In corresponding with this tunneling transfer theory, previous experiment on the MIS structure has also demonstrated the similar device mechanism where the low distance between QDs at high concentration QDs/SU8 hybrid insulator will facilitate the charge tunneling from one QD to the neighbor.

For 5nm diameter PbS QDs, the minimum of their conduction band (CB) was found to be at -4.30 eV and the maximum of the valence band (VB) to be at -5.20 eV [9,10]. As usual, the minimum of the CB is taken at -4.05eV and the maximum of the VB at -5.17 eV for crystalline silicon. Similarly, the maximum of the CB was taken at -4.35 eV and the maximum of VB at -7.72 eV for ZnO [11]. The values for ZnO are subjected to caution as they depend on the oxygen content and the preparation method.

They can change by some 0.1 eV. It seems that there is a disobedient between energy level's theory analysis and practical experiment. So essentially, the carrier's trapping theory was proposed to better describe the photocurrent generation mechanism.

The device physics for the carrier's trapping mechanism within the insulator/active layer's interface

The possibility for electrons and holes to move inside the insulator under the gate field means the possibility of carrier transport inside the insulator. This transport can be insured by tunneling of carriers from one QD to its neighbor as deduced from last section and also prior to the MIS structure's experiment. Since the direct carriers' injection has considered as minutiae for drain-source current's increase under light's exposure, the following carrier's trapping case was used to explain this photosensitivity phenomenon. In consequence, the carrier's distance to the channel will seriously influence this trapping mechanism. To check the effect of the distance fixed charge inside the insulator and the variation of the current, N-type TFTs with very thin SU8 film between the channel and the mixed QDs-SU8 insulator were fabricated for separating photosensing insulator and active layer. Absorption coefficient of crystalline silicon is known to be 7x10 3 cm -1 at 580nm. With this value, less than 20% of the light is absorbed in 300 nm thick silicon active layer [7,8]. In off-regime of N-type TFTs (negative gate voltage), the off-current is limited by the conduction of the total active layer. Under light, the off-current is highlighted by the absorption of the active layer. However due to the weak absorption, the photosensitivity stays very low. To explore the phototransistor's behavior in IR wavelength range, the device is also measured under the 850nm and 950nm. Then any insulating layer between the channel and the mixed QDs-SU8 film, even wavelength. This means that the photosensitivity is not due to a direct carrier's injection from the photosensing gate insulator but really a charge accumulation from the photocarrier's trapping (close to the interface). Furthermore, the bad interface between SU8

and Si active layer can facilitate this trapping process and lead to a shift of the threshold voltage and then to the increase of the current under light. The deposition of the sensing layer is made after all the steps of the fabrication of a device (MOSFET or TFT based device).

Dynamic optical-electrical performance of phototransistor

Answer of phototransistor under pulsed incident light signal

The other important parameter, which is useful to check, is the response time of the present photosensor under pulsed light. The photo-detector especially in the infrared waveband is widely used in the fiber telecommunication system, real-time scanning signal process and some other high speed signal diagnosis applications [12][13][14]. As a consequence, the rapid-speed response to the incident photo-modulating signal is an essential capability for photodetector to diminish the signal distortion and symbol error rate (SER). With comparison of the on/off incident modulated light signal and the significant current increase/decrease in the drain-source channel, the photocurrent shows a more serious signal noise interference though has a better photo-responsivity.

The answer of N-type and P-type photo-TFTs to pulsed light is presented in figure 4.27 devices [8] where the same 80% to reach the maximum defined rise time was 260 ms and the fall time much higher.

The answer time of average 50 ms will lead to conclude that present photo-TFTs Chapter 4 QDs-embedded SU8 hybrid for highly sensitive IR phototransistors can answer to less than 1 s pulse and then to a frequency higher than 1 Hz.

Phototransistor's detectivity performance

The other important figure of merit of a photodetector is the detectivity. It is useful to calculate the detectivity of the present devices for comparison with the literature. The detectivity D* is the ability of the sensor to detect a weak signal. It characterizes the sensor in comparison of its noise. The detectivity is given before by:
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where e is the elementary charge, A is the active area, IDark is the dark current and R is the responsivity. The calculated detectivity values at 850 nm are summarized in Table I for both N-type and P-type TFTs in off-regime and in on-regime. Jones. This high specific detectivity can resolve the low light intensity. The detectivity of N-type TFTs is at the level of highest detectivity values already published [15][16][17][18].

However, the response time is much lower for the present devices.

Conclusion

In summary, we had developed an easy method to fabricate broadband, in the range 

Reference

This thesis fully uses quantum dots' (QDs) unique optical-electrical properties, for example, quantum confinement, size-tunable and photoconductivity effects. It can be combined with the self-amplifying and integration intrinsic characters of the transistors to fabricate phototransistors. In particular, with the development of QDs' chemical synthesis, easy solution processes can be utilized, which is feasibly compatible with all the present microelectronic technologies and with new flexible electronics technologies.

In this thesis, we researched the factors affecting device performances, for instance, materials' optical spectrum, electrical parameters, and optical-electrical converting properties. These experiments can be used to evaluate device's overall performances, explore device's physics and optimize the fabrication. The research achievements can be concluded as follows:

Firstly, for evaluating the performance of Low-Temperature-Poly-silicon (LTPS)

TFT, we fabricated N-type LTPS TFT gated with inorganic SiO2 insulator. The SiO2 gated LTPS TFT has excellent electrical performances such as high on/off ratio (~10 6 ), small subthreshold slope (0.65 V/Dec) and high mobility (13 cm 2 v -1 s -1 ). Afterward, this LTPS TFT is also explored in deep with organic SU8 insulator which can be functioned as the future photo-sensing hybrid insulator. The SU8 insulator already provides an excellent insulating property (1 nA leakage current). Moreover, using SU8 as gate insulator, TFTs present enough mobility (3.1 cm 2 /Vs), stable electrical characteristics, reasonable on/off current ratio (~10 -5 ) and low subthreshold slope (3.2 V/Dec). Then SU8 will be an alternative gate insulator for LTPS TFT's.

Secondly, the hot injection synthesis method was employed in this thesis to fabricate PbS QDs with 5.5 nm diameter which have uniform size, are well dispersed in the solution. Moreover, obvious absorption peak in the IR waveband was detected.

We point out that the surface passivation of the PbS QDs will influence the carrier transfer in the nano-composite. The characters of PbS QDs with different ligands (pyridine, OA, TOPO and PANI) were also researched. The short chain pyridine ligand with better conductivity was chosen for providing efficient charge transfer between PbS

Conclusion

QDs and SU8 insulators. In addition, the IR absorbance of QDs alone, SU8 alone and the mixture of QDs and SU8 was measured. The presence of hybrid material's absorbance with weaker amplitude indicates that there are charges' transfer process between QDs and SU8 interface.

Afterward, MIS devices with different concentrations of QDs inside the SU8 insulator were characterized. 2.5 mg/ml concentration of QDs was chosen an optimum mean between high photosensitivity and low leakage current inside the insulator. At this concentration, the leakage dark current is 10 nA with 0.1 mm 2 area of the MIS structure. Considering the channel area of the fabricated TFTs, the leakage current of the TFTs can be in the order of 100-500 pA.

Finally, TFTs were fabricated and characterized by using 2.5 mg/ml QDs diluted in SU8 as gate insulator. Remarkably, high responsivity can be obtained for N-type TFT reaching 1800 A/W at 760 nm. More important is the not negligible responsivity at 1.3 μm that reaches 13 A/W, implying a broad detecting ability in IR waveband. For better exploring the device physics, two very thin carrier-injection block layers (150 nm thick SU8 or 15 nm thick SiO2) between channel and hybrid insulator were deposited forming two sandwich structures' devices. These insulating block layers diminished the photosensitivity at near infrared wavelength. This means that the photosensitivity is not due to a charge accumulation inside the gate insulator but really a charge injection from the insulator to the channel.

Moreover, when exposed to the incident pulsed IR photo signal, the answer time of this phototransistor can reach 46 ms for rise time and only 10 ms for recovery time.

The answer time of average 50 ms will lead to conclude that present photo-TFTs can answer to less than 1 s pulse and then to a frequency higher than 1 Hz. As for another important parameters, the detectivity of the N-type TFT device is as high as 1×10 13 Jones. This high specific detectivity is useful when detecting low light intensity. The detectivity of N-type TFTs is at the level of highest detectivity values already published.

Dans le développement actuel de la technologie de linformation, les photo-détecteurs dans le domaine de linfrarouge ont un rôle vital dans de nombreuses applications telles que lopto-communication, le contrôle, limagerie infra-rouge et la navigation.

Les photo-détecteurs IR conventionnels utilisent des matériaux de grande consommation énergétique et une connexion très complexe de différents composants.

Les nouveaux matériaux constitués de nano-particules (Quantum Dots ou QDs) avec leur propriétés particulières, dues à leffet de taille, attirent un grand nombre de convoitises.

Dun autre côté, la structure de transistor à effet de champ (Field Effect Transistor ou 
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Figure 1 . 1

 11 Figure 1.1 The IR photodetectors and the systems' development roadmap [35] From 1940s to present, the IR photodetectors have experienced three generations' developments. The first generation photodetectors are the traditional simple photodiodes utilized III-V, IV-VI and II-VI compound semiconductor alloy material.

Figure 1 .

 1 Figure 1.2 illustrate the schematic and SEM image of the two-color HgCdTe detector pixel [35]. Because of the realization of the dual and multi-colors photodetectors are difficult, it must create dual or multi vacuum chambers and cool down systems. Thus to settle this problem, the introduced two-color HdCdTe infrared photodetectors are fabricated with one stack structure separated by the shared electrode.

Figure 1 . 2

 12 Figure 1.2 HgCdTe two-colour detector pixel's structure schematic and the SEM image of the pixels [36].

Figure 1 . 3

 13 Figure 1.3 Schematic cross section of a GeSn Multi-layer Quantum Well

Figure 1 .

 1 Figure 1.4 shows the schematic of the strained superlattices IR phtotodetector as reported in 2010 by J. B. Rodriguez and E. Plis [46]. As illustrated in the bandgap alignment, the InAs/GaSb has a straddle structure bandgap, and with the type-II SLS material, it demonstrated promising results with excellent optical-electrical properties.

Figure 1 . 4

 14 Figure 1.4 Heterostructure schematic of the nBn structure along with the calculated offsets and the optical-electrical parameters verse applied bias.

Figure 1 . 5

 15 Figure 1.5 Model (a) and device structure (b) of QDIP device. (c) Bandgap diagram showing the carrier transport. (d) Electrical performance of this QDIP.[START_REF] Naser | Theoretical Modeling of Dark Current in Quantum Dot Infrared Photodetectors Using Nonequilibrium Green's Functions[END_REF][START_REF] Vardi | Room Temperature Demonstration of GaN∕AlN Quantum Dot Intraband Infrared Photodetector at Fiber-Optics Communication Wavelength[END_REF] 
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 16 Figure 1.6 Atomic force microscopy image of a single layer of InAs quantum dots on the GaAs/InP matrix and the responsivity as a function of bias for the QDIP at 77 and 100k. The inset image is the spectrum of the surface at 1V bias [51].

Figure 1 .

 1 Figure 1.7 (a) Device schematic of the GQDs' graphene sandwiched photodetector's structure. (b) The photocurrent and responsivity of this photodetectror. (c) The detectivity of the photodetectors under different wavelengths [52].

Figure 1 .

 1 Figure 1.8 (a) Simulated absorption enhancement in a nanovolume of PbS QDs in the center. (b) 3D atomic force micrograph of the nanostructure. (c) Responsivity of this GQDs' photodetector with different wavelengths. (d) Detectivity enhancement variation verse the IR wavelengths [53].
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 1 Figure 1.10 The rising time and decay curve of photocurrent The rising and decreasing time determined the response speed, as shown in figure 1.10. From the semiconductor's theory, the generation and recombination of carriers in photoconductors follow the index variation. When the illumination stops, the time of photocurrent's recovery to the stable photocurrent I/e is called time constant.
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 1 photodetectors, which has similar structure to the usual MOSFET but with the different photosensing materials for gate insulator or active layer. Indeed, under light absorption, the potential at the channel-gate insulator interface changes leading to a modulation of the drain-source current. The effect is equivalent to the important effect on the drainsource current induced by a small variation of the gate voltage. A review of this type of device used as photodetectors is given in the next paragraph.
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 1 Figure 1.11 The schematic diagram for the typical FET structure phototransistor.
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 1 phototransistor in Near-Infrared regime. As shown in figure1.12, this phototransistor has a high response in the visible-NIR wavelength range with a quick response time at 0.1ps. This device can be integrated easily in future sensing/display application.

Figure 1 .

 1 Figure 1.12 Phototransistor with α-Si:H active layer channel, transfer characteristics IV curves under different wavelength and the current response toward the incident IR light [63].

Figure 1 .

 1 Figure 1.13 (a) The silicon nanobridge TFT's device structure. (b) The transfer IV characteristic of this TFT under illumination. The output signal without (c) and with (d) light [64]. Different other structures of FET were proposed in the purpose to increase the photo-sensitivity. For example, lastly on 2016 Chi Zhang and Zhao Hua Zhang proposed a triboelectric field-effect phototransistor, which is illustrated in the figure 1.14.
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 1 Figure 1.14 The structure of the Nano-structure NPN TFT and the photocurrent under red light [65].

Figure 1 .

 1 Figure 1.15 Metal-oxide thin film phototransistor' structure and transfer curves under visible incident light [66].

Figure 1 .

 1 Figure 1.16 are the images of the IGZO/IZO phototransistor which is integrated in to the remote sensor for the touch panel. Due to the photoconductivity effect (PPC) of Zinc-related materials, the rising time and decay time of the device is very high which will influence the application in the future high frequency devices and quick detecting/imaging systems. In figure 1.16, S. Jeon and S. -E. Ahn use the gate pulse signal as resting Synchronization signal to diminish the recovery time of the device. But the slow response of the oxide-based phototransistor is still the biggest drawback for this oxide-based TFT, since we need complicated synchronization signal control circuit as peripheral circuit. Meanwhile, due to the wide-bandgap semiconductor nature of ZnO, the detecting wavelength range is limited in the visible and UV wavelength. These intrinsic drawbacks of Oxide materials presented here indicate that Oxide-based materials maybe are not the ideal choice for phototransistor.

Figure 1 .

 1 Figure 1.16 Semiconductor photosensing array by IGZO/IZO phototransistors [67].

[ 69 -

 69 71]. S. W. Shin and K. H. Lee blended the QDs/IGZO hybrid as the active layer to achieve one of the device, reported on 2015. Through this technology, the device exhibited an excellent transfer characteristics IV curve and showed highly photosensitivity as can be seen in the figure 1.18. Meanwhile the response time of the Oxidebased material's PPC effect is constrained by the QDs to obtain a quick answer toward the pulse incident light. But this method still has some problems such as the bad uniform QDs film and bad quality of the hybrid active layer.

Figure 1 .

 1 Figure 1.18 The IGZO/QDs hybrid materials in the TFT's channel [69].
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 1 photocurrent under 1310nm and 1550nm wavelengths[79]. At these wavelengths, this phototransistor showed ~3 A/W responsivity with amplifying function in the channel.

Figure 1 .

 1 Figure 1.20 (a) Schematic diagram of germanium quantum dots embedded in the TEOS insulator for the Poly-silicon phototransitors. (b) Responsivity of this phototransistor [78]. (c) The silicon quantum dots embedded in the epi-like Si phototransistor's structure's image. (d) The output characteristics of the phototransistor and the responsivity under IR light [79]. M. H. Kuo and W. T. Lai demonstrated a CMOS approach for integrating Ge QDs in the composite insulator to inject the electrons into the channel [80]. Through this fabrication approach, the distance between QDs is curtailed to transfer the carriers feasibly. The photocurrent ratio and the responsivity were 4.1×10 6 and 1.7 A/W, respectively. A superior external quantum efficiency of 240% and a very fast temporal response time of 1.4 ns have been obtained. These research results manifest the great promise for these Si-based phototransistor in the optical interconnects and

Figure 1 .

 1 Figure 1.20 Ge QDs embedded in the silicon nitride insulator of silicon phototransistor. (b) Transfer characteristics of the phototransistor under 850 nm with different incident power. (c) Responsivity, EQE and photocurrent versus different powers of the phototransistor [80].

Figure 2 .

 2 Figure 2.1 illustrates the top-gated TFT structure and the forming sequence for the fabrication through the cross-sectional schematic image. The fabrication of the TFT starts with the glass substrate. Undoped polysilicon is deposited on it as the active layer.

Figure 2 . 1

 21 Figure 2.1 The cross-sectional schematic of the LTPS TFT we used to illustrate the structure and the depositing sequence for fabrication.
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 22 Figure 2.2 schematic for substrate preparation (a) and undoped Polysilicon deposition by LPCVD (b).

Figure 2 . 3

 23 Figure 2.3 LPCVD reactor graphic schematic for the Poly-silicon deposition [15].

Figure 2 . 4

 24 Figure 2.4 Schematic for doped poly-silicon layers by LPCVD To better research the transfer mechanism in the phototransistors, both N-type and P-type TFTs are employed to explore the photocurrent generating phenomenon in these two types of TFTs. As can be seen in the LPCVD operating schematic in figure 2.3, the
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 25 Figure 2.5 Schematic of the RIE plasma etching for the channel's definition (a) and device's isolation (b).

Figure 2 . 6

 26 Figure 2.6 Schematic for depositing SiO2 gate insulator by APCVD process
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 212 Figure 2.7: C(V) characteristic of a MIS structure using 59 nm thick SiO2 deposited by APCVD as insulator.

Figure 2 . 8

 28 Figure 2.8 Schematic for SU8 insulator spin-coating Herein, the process of deposition is the spin-coating process which has the following parameters: Spin-coating speed: 2500 rpm
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 221 Figure 2.9 shows the C-V characteristic of Al/SU8/Si MIS structure device with 1 mm 2 at 1 MHz high frequency.

Figure 2 . 9

 29 Figure 2.9 The C-V characteristic of the Al/SU8/Si MIS structure device at high frequency 1 MHz.
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 2 Figure 2.10 The leakage current of the Al/SU8/ITO MIM structure device.

Figure 2 .

 2 Figure 2.11 Schematic for the etched contact at the drain/source region
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 227 Fabrication technology and electrical characterization of Poly-silicon Thin Film Transistor Table 2.4 Plasma RIE etching parameters for SU8 organic insulator Transparent AZO (ZnO:AL) electrode depostition by RF sputtering and the etching process for Source/Gate/Drain formation For the phototransistor, the transparent electrode is the essential part for transmitting infrared light into the photo-sensing component. So the Radio frequency (RF) sputtering method as can be seen in figure 2.12 is employed to deposit AZO transparent electrode due to low-temperature process, stable thin film growth rate, high reproducibility and low cost.

Figure 2 .

 2 Figure 2.12 RF plasmionique sputtering instrument, the targets' base and plasma glow chamber in this instrument.

Figure 2 .

 2 Figure 2.13 Device Schematic for the formed Source/Gate/Drain electrodes.

Chapter 2

 2 Fabrication technology and electrical characterization of Poly-silicon Thin Film Transistor Indeed, TFT is only a Metal-Insulator-Semiconducteur field effect transistor. The only difference is that the active layer is not single crystalline and not doped and the transistor works in accumulation. The off-current is limited by the resistivity of the undoped layer and not by PN junction as for MOSFET. The not single crystalline active layer introduces electrically active defects in the channel lowering the carrier mobility and limiting the swing. Finally, the very low thickness of the active layer leads to closer functioning of TFT to SOIFET than to bulk MOSFET. In particular, the influence of the rear interface can be important. Great care to the cleaning of the substrate before the deposition of the active layer is mandatory.

Figure 2 .

 2 Figure 2.14 The two typical thin film transistors with (a) top-gated and (b) bottom gated structures. As shown in figure 2.14, based on gate and insulator dielectric, the deposition orders of the TFTs' semiconductors can be distinguished by the top-gate and bottom gate structures. After forming the semiconductors and electric insulator, the deposition of drain/source/gate (D/S/G) electrode are performed simultaneously by metal evaporation processes to realize the definition of the three electrodes terminals, which is the top-gate structure device. Conversely, fabricating gate electrode and then forming the insulator dielectric and semiconductors on substrate by semiconductors deposition processes are termed as bottom-gate structure. In this work, only Top-Gate structure is used.
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 2 Fabrication technology and electrical characterization of Poly-silicon Thin Film Transistor

Figure 2 .

 2 Figure 2.15 (a) The structure parameters for the basic Si thin film transistors. (b) The energy bandgap alignment for TFT. (c) Distribution of Density state.

Figure 2 .

 2 Figure 2.15 (a) shows the TFT with classical silicon material as channel and the parameters for devices' working principles. W is the width of TFTs' channel, L is the length of channel. The drain-source voltage is applied on the drain electrode, gate voltage is added on the gate electrode and source electrode is connected to ground. (1) Bandgap bending by gate voltage Under positive gate voltage's condition, the Fermi energy level close to the interface between insulator dielectric and silicon will bend to the bottom of conduction band. This bending interface can be solved by the Poisson equation:
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 2 Fabrication technology and electrical characterization of Poly-silicon Thin Film Transistor

Figure 2 .

 2 Figure 2.16 also shows the transfer characteristics of Poly-silicon TFT gated by previous 100 nm SiO2 insulator with W/L ratio of 40/20μm channel. With this thin 100 nm SiO2 film gate insulator, the gate leakage current is around 1nA.

Figure 2 .

 2 Figure 2.16 Transfer characteristics curve of the w/l=40/20μm Poly-silicon TFT and hysteretic curve of this TFT at Vd=1V Except for this parameter, the other electrical properties of this TFT, such as mobility (μ), Subthreshold slope (S.S.) and threshold voltage (VTH) can be summarized as the followed table:

Figure 2 .

 2 Figure 2.17 shows the output characteristic curves of Poly-silicon TFT. Through

Figure 2 .

 2 Figure 2.17 Output characteristic curves of SiO2 insulator gated Poly-silicon TFT These electrical characterizations of SiO2 insulator gated TFT exhibit the excellent quality for this Poly-silicon TFT, which is suitable to utilize as the phototransistor due to its high mobility, S.S and threshold voltage. However, because it's impossible to mix the chemical synthesized QDs into SiO2 insulator directly, it is essential to find some liquid insulator for the future application with mixing QDs.

Figure 2 .

 2 Figure 2.18 Transfer characteristic curve of SU8 insulator gated TFT and hysteretic curve of this TFT at Vd=6VMeanwhile, through the hysteretic transfer characteristic curve in figure2.18, the threshold voltage VTH shift is around 2.4V, which is also much higher than the threshold voltage shifts in SiO2 insulator. All these parameters' comparison provides the proofs that the SU8 as organic insulator has a bad contact between inorganic SiO2 insulator's interface. Moreover, the SU8 has also more defects and trap-states because the SU8's low temperature spin-coating solution process.

Figure 2 .

 2 Figure 2.19 depicts the output characteristic curve of this SU8 gated insulator, this

Figure 2 .

 2 Figure 2.19 Output characteristic curves of SU8 insulator gated TFT Nevertheless, the SU8 insulator already provides an excellent insulating property, enough mobility, stable TFT's characters, reasonable on/off ratio and subthreshold voltage. Through this verification experiments, the SU8 insulator will be an alternative selection as the TFT's effective insulator. The successive experimental steps are to

Figure 3 .

 3 Figure 3.1 dispersed colloidal nanocrystal's nucleation and growth model [21]

Figure 3 .

 3 Figure 3.2 (a) Nucleation and growth schematic; (b) relationship of free energy and size's image [23].

Figure 3 . 4

 34 Figure 3.4 The FET schematic, TEM image of cross-section, and characterization

Figure 3 .

 3 photonics at 2013[29]. Figure3.5 illustrates the fabrication processes and display screens photography. It demonstrates that QLED is the most promising candidate for the future display to substitute the traditional LCD and OLED displays, if the last engineering weakness of QLED can be solved, such as large power consumption and high driving voltage.

Figure 3 . 5

 35 Figure 3.5 The fabrication processes for the QLED and the demonstrate photography of QLED screens and flexible illumination [29].

(

  trimethylsilyl) sulfide), which are all purchased from Sigma-Aldrich company. All the solvents, Butyl acetate, methanol, isopropanol, acetone, n-Hexane, and ethanol were purchased from Sinopharm company. The experimental instruments are involved of three-necked flask,condenser reflux tube, centrifugal tube, sample bottle, syringe, dropper and magnetic stirrer machine.

Figure 3 . 6

 36 Figure 3.6 The experimental instruments of the PbS QDs' synthesis During this experiment, PbO and TMS are the resources of lead and sulfur elements, OA organic is the surfactant for the reaction. The PbS colloidal QDs can be synthesized by the hot-injection method. The experiment schematic can be illustrated in figure 3.6,

(

  HRTEM), after dry the PbS QDs coated copper net. As shown in figure 3.7a, the size of PbS QDs are approximately the spherical nanoparticles with uniform 5nm diameter and well dispersed in the solution.

Figure 3 .

 3 Figure 3.7 (a) HRTEM imgae of the PbS QDs scale bar: 5nm and overall image

Figure 3 .

 3 Figure 3.8 (a) The cross-sectional SEM image of spin-coated QDs layer in the oxidized silicon wafer. (b) Compound measurements of the PbS QDs through attached EDS spectrum in the SEM. X-ray diffraction (XRD) could be utilized to characterize the crystal orientation signal of PbS QDs and the result can be depicted in figure 3.9. And the diffraction peaks of XRD spectrum are 111, 200, 220, 311, 222, 400, 331, 420, 422, 511 which is in correspondence with the typical 2 degrees standard cards of PbS (JCPDS Card No 65-9496). The XRD results shows this material is typical PbS QDs. The previously introduced Scherrer equation can also be used to get the diameter of the QDs, which is calculated about 5.6nm, through the degree's distribution in the XRD image.

Figure 3 . 9 Figure 3 .

 393 Figure 3.9 XRD spectra measurements' image of PbS QDs Figure 3.10 shows the infrared absorbance and PL emission spectrum for the asprepared PbS QDs. From the absorbance spectrum, the peak wavelength of the absorbance is in 1380nm, while the emission peak is 1400nm due to a red shift for the PL spectrum. This characterization shows a narrow bandgap (0.8eV) which has a wide potential in the application of the IR detection.

Figure 3 .

 3 Figure 3.10 IR absorbance and PL emission intensity of the PbS QDs

Figure 3 .

 3 Figure 3.11 The typical four kinds of ligands for QDs with the chemical formulas and the lengths.

Figure 3 .

 3 Figure 3.12 SEM image of the OA-encapsulated and pyridine-capped QDs after ligand exchange process

( 4 ) 5 . 1

 451 figure 3.13, the distance of the QDs and semiconductor is 1.2nm. The property of the ligand can be set by two types, where one is the insulating-ligand, another one is the conductive-ligand. Meanwhile, the light-on upon the QDs layer can also create the built-in electric field inside this model, which can also be simulated here.

Figure 3 .

 3 Figure 3.13 Simulated enhanced built-in electric field in QDs/conductiveligands/semiconductor and QDs/insulating-ligands/semiconductor in light and in darkness(20V). During the simulation, the voltage can be applied as different values where the distribution of electric field can be calculated and shown in figure 3.13. Based on this

Figure 3 .

 3 Figure 3.14 (a) The QDs' conductivity testing model schematic. (b) The set up of the N-doped semiconductor layer between the two contact. (c) The simulated current verse applied voltage of the semiconductor layer.As shown in figure3.14, the ODs' film on the substrate can be treated as continuous layer for the experiment. The semiconductor planar diode model is built as shown in figure3.14 (a), where two electrodes is set on the N-doped CdSe substrate. And this border is set up by the continuous contact and the typical material parameters can be arranged as concluded here for the simulation.

  and the current density (J-V curve) of the QDs with different ligands are drawn as the following figure 3.15.

Figure 3 .

 3 Figure 3.15 J-V characteristics of the PbS diode dependent on applied voltage with different ligand under dark and white light illumination.

Figure 3 .

 3 Figure 3.16 HRTEM and TEM images of mixed QDs/SU8 hybrid insulator to show the well QDs distribution inside. SU8 organic insulator alone and QDs-SU8 mixed solution were spin-coated at

Figure 3 .

 3 Figure 3.17 IR absorbance for the QDs film, QDs/SU8 hybrid and SU8 materials As illustrated in figure 3.17, IR absorbance of QDs, QDs/SU8 hybrid and SU8 materials was measured for the stead-state absorption. For SU8 insulator, it doesn't have any absorption in the IR waveband, which is nearly transparent in this detection range. High absorbance is detected in the same wavelength range for QDs alone film.

Figure 3 .Figure 3 .

 33 Figure 3.18 Time-resolved PL emission decay of QDs, SU8, and QDs/SU8 three different materials Figure 3.18 presents the time-resolved PL spectrum of the 3 films, QDs alone, SU8 alone and the mixture of QDs and SU8. The declined PL emission decay can be expressed by the 1 exponential function: I Aexp B

Figure 4 . 1

 41 Figure 4.1 TEM image of the QDs-embedded SiN and SiO blended insulator for the MOS device and the J-V and C-V characteristics of the 14 nm Ge-QD MOS diode and the diode containing no Ge QDs in the dark and under 950nm

(

  ZnO: Al) electrode on the top for guiding the incident infrared light, as shown in figure 4.2.

Figure 4 .

 4 Figure 4.2 the schematic for the MIS structure device

Figure 4 . 3

 43 Figure 4.3 Topographic AFM data of pure SU-8 insulator film (i), 0.3mg/mL

Figure 4 . 4 2 . 3 . 2

 44232 Figure 4.4 Photocurrent verse applied bias dependent on different concentration

Figure 4 . 5

 45 Figure 4.5 The dark current as a function different QDs' concentrations of the MIS structure devices (a), and the photosensitivity curve verse the QDs' concentrations (b).

Figure 4 . 6

 46 Figure 4.6 The 3D-profile picture of the Su8/QDs' blended insulator and the device schematic,.

  photolithography was used to form the drain, source and gate electrodes which can be shown in figure4.7.

Figure 4 . 7 3 . 2

 4732 Figure 4.7 The microscope photograph of the device

Figure 4 . 8

 48 Figure 4.8 Transfer characteristics of N-type (a) and P-type (b) TFTs with the same channel length L=20µm and same channel width W=40µm under dark and under same power 0.2 mW/cm 2 and different IR wavelength light.

Figure 4 . 9

 49 Figure 4.9 Responsitivity at near-IR 760nm, 850nm, and 950nm wavelengths of N-type TFT (c), and of P-type TFT (d)

Figure 4 .

 4 Figure 4.10 Their responsivity at long-wavelength IR waveband.

  photosensitivity of previous N-type and P-type TFTs as a function of the gate voltage is shown in the following figures.

Figure 4 .

 4 Figure 4.11 Photosensitivity (ILight-IDark)/IDark) of N-type to 0.2 mW/cm 2 power light at different IR wavelength.

Figure 4 .

 4 Figure 4.11 shows the photosensitivity of N-type under the different IR wavelength with the same 0.2 mW/cm 2 incident light power verse the gate voltage.

Figure 4 .Figure 4 .

 44 Figure 4.12 Photosensitivity (ILight-IDark)/IDark) of P-type to 0.2 mW/cm 2 power light at different wavelengths

Chapter 4

 4 Photosensitivity

Figure 4 .

 4 Figure 4.13 (a) Photosensitivity of N-type TFT at 850 nm showing the decrease of the threshold voltage under light and the peak of photosensitivity.

Figure 4 .

 4 Figure 4.14 (a) Photosensitivity of P-type TFT at 850 nm showing the decrease of the threshold voltage under light and the peak of photosensitivity.

Figure 4 .

 4 15 plots the the transfer characteristic curves under 0.95μm IR light dependent under different incident light powers under drain-source voltage VDS=5V.

Figure 4 .

 4 Figure 4.15 Transfer characteristic curves under 0.95μm IR light at different incident light powers. As shown in this figure 4.15, the drain current increases gradually with the increase of the incident IR light's power. To better analyze and explain the power-dependent behavior, the typical drain current was extracted to calculate the responsivity and plotted log-log curves versus the power intensity.

Figure 4 .

 4 Figure 4.16 Log-Log plot of the behavior of the responsivity as a function of the light power at the wavelength of 950 nm.

Figure 4 .

 4 Figure 4.16 presents the variation of the responsivity as a function of the light power for 950 nm IR wavelength in a logarithm/logarithm plot. As usual, the curve can be fitted by a power law: Responsivity = 1.8x10 3 P -0.58(2)

Figure 4 .

 4 Figure 4.17 Energy band alignment for the phototransistor Considering the minute minimum CB value's difference between QDs and poly silicon, electrons (resp. holes) can easily tunnel from conduction band (resp. valence band) of QD to conduction band (resp. valence band) of silicon under the application of gate voltage.If Injection of charge carriers from QDs to the channel is the physical phenomenon leading to the long wavelength sensitivity of the TFTs with QDs-SU8 mixed layer, the leakage gate current has to be similar to the photocurrent or the increase of drain current.

Figure 4 .

 4 Figure 4.18 Gate leakage current of N-type with L=20µm channel length and W=40µm channel width under dark and under 760 nm wavelength and 0.2 mW/cm 2 power light. However, figure 4.18 presents the leakage gate current of the N-type TFTs under dark and under 760 nm light in the purpose to highlight its very weak value even if it increases slightly under light. The gate leakage current is 4 orders lower compared with the photocurrent. From this experiment, the contribution of the leakage current or direct current injection can be excluded from the main reason to arise drain current's increase.

Figure 4 .

 4 Figure 4.19 Schematic explaining the photosensitivity of present N-type phototransistor. The appearance of fixed charge inside the insulator under light is evidenced from the decrease of the threshold voltage for both N-type and P-type TFTs under light. For N-type TFTs, photogenerated holes move towards the channel under the positive gate voltage as shown in figure 4.19, where TFT works. This fixed positive charge allows electron accumulation in the channel under lower gate voltage and then leads to a decrease of the threshold voltage of N-type TFTs.

Figure 4 .

 4 Figure 4.20 Schematic explaining the photosensitivity of present P-type phototransistor.

4. 2 . 3 Optical-electrical properties of phototransistor with electron-injection block layer 4 . 2 . 3 . 1

 234231 Optical-electrical properties of phototransistor with 150nm SU8To further research this problem, we deposit a sandwich of two insulator layers as gate insulator (figure 4.21). The first one, directly deposited on the channel surface, is an SU8 layer without QDs. The detailed process of this deposition is 5000rpm spinspeed, 5000rpm accelerate and 30s duration for the formation of this 150nm SU8 pristine insulator The second, deposited on this first layer, is the normal QDs/SU8 insulator for photo-sensing function.

Figure 4 .

 4 Figure 4.21 The device schematic of the QDs-embedded transistor with SU8 electroninjection block layerFigure 4.22 shows the transfer characteristics of the described phototransistor with 150nm SU8 insulator between QDs/SU8 hybrid and active Si layer which is illuminated under 580nm incident light's illumination. Through this experiment, this phototransistor with a photo-sensitive behavior was investigated under the visible 580nm yellow light. The photosensitivity is about 0.6.

Figure 4 .

 4 Figure 4.22 Transfer characteristics under dark and under lighting at 580 nm of TFTs with double (SU8 only (a) + mixed QDs-SU8 (b)) gate insulator layer, and their photosensitivity. Contrary to previous normal QDs-embedded phototranistor, no noticeable change in the threshold voltage between these characteristics can be detected. Low

Figure 4 . 4 . 2 . 3 . 2 Optical-electrical properties of phototransistor with 15nm SiO 2

 442322 Figure 4.23 Transfer characteristics under dark and under lighting at 850 nm and 950 nm of TFTs with double (SU8 only + mixed QDs-SU8) gate insulator layer, and their photosensitivity. At longer wavelength (850nm and 950 nm), the absorption by silicon is much lower without inducing photosensitivity, as illustrated in figure 4.23. The more important discovery is the loss of the photosensitivity at these long-wavelengths IR regimes of the present TFTs in comparison of previous ones. Then even if the QDs-SU8 mixed layer still absorb light, TFTs are not sensitive to the light. This result clearly demonstrates that any fixed charge that can be created inside the gate insulator but far

Figure 4 .Chapter 4 Figure 4 .

 444 Figure 4.24 The device schematic of the QDs-embedded transistor with SiO2 electroninjection block layerThis very thin SiO2 layer was deposited by RIE plasma process. Oxygen O2 gas is used as the plasma gas. The gas flow is 30 sccm, pressure is 10 mTorr, power is 60W and plasma reaction time is 10min.

Figure 4 .

 4 Figure 4.26 Transfer characteristics under dark and under lighting at 850 nm and 950 nm of TFTs with double (SiO2 + mixed QDs-SU8) gate insulator layer, and their photosensitivity. At longer wavelength (850nm and 950 nm), the absorption by silicon is much lower inducing no photosensitivity (figure 4.26). The more important observation is the loss of the photosensitivity at long wavelength of the present TFTs in comparison of TFTs without barrier film. This result clearly supports previous result obtained by using 150nm thick SU8 barrier.

  (a) and (b). The power of the light was 0.2 mW/cm 2 and its wavelength fixed to 850 nm.

Figure 4 .

 4 Figure 4.27 Answer of N-type (a) and P-type (b) TFTs to 1.5 s period light pulse. The answer to one pulse is given in (c) for N-type TFT and in (d) for P-type TFT. The rise time is 46 ms for N-type and 36 ms for P-type. The fall time 10 ms for N-type and 70 ms for P-type. These times are calculated as usual from 10% to 90% of the maximum value. The answer time of these TFTs can be checked trough figure 4.26 c and d where the response to one pulse only is presented. The rise time, as usually defined by the time between 10% and 90% of the maximum value, is 46 ms only (it is 33 ms if defined by the time to reach 80% from 0%) for N-type TFTs and 36 ms for P-type ones. The fall time is much lower, 10 ms, for N-type TFTs and 70 ms for P-type ones. The very quick response can be compared to the values given for PbS QDs based graphene

  of visible-NIR, photo-transistor. The fabrication is compatible with all the present microelectronics technologies and with new flexible electronics technology. It can be directly implemented in any process without too much change. High photoresponsivity with fast response time were demonstrated.

  FET), par son avantage damplification propre, peut offrir lintérêt de regrouper dans un même composant la détection de la lumière et lamplification du signal de détection. Ce regroupement constitue lobjectif premier de ce travail de thèse. Un phototransistor utilisant des nanoparticules pour la détection, intégrées dans une structure transistor, est conçu, fabriqué et caractérisé. Un modèle de fonctionnement est établi en conséquence. Une description schématique est donnée en figure 1.

Figure 1 .

 1 Figure 1. Description schématique dun phototransistor à structure FET utilisant des nanoparticules (QDs) pour la détection de lumière.

Figure 2 .

 2 Figure 2. Caractéristiques de Transfert dun TFT avec SiO2 comme isolant de grille (a) et dun TFT utilisant un isolant organique SU8 (b).

Figure 3 .

 3 Figure 3. Caractérisation de couches contenant des nanoparticules. (a) Image par Microscope Electronique à Transmission de Haute resolution (HRTEM) barre déchelle: 5nm (et 20nm pour linsert). (b) Image de la tranche dune couche de nanoparticules déposée sur silicium oxydé. (c) Composants de la structure determinés par EDS. (d) Absorbance de couches de nanoparticules, nanoparticules seules, mélange nanoparticules/SU8, et SU8 seule.

Figure 4 .

 4 Figure 4. Courbes de décroissance de la photoluminescence (PL) des couches de

Figure 5 .

 5 Figure 5. Variation du courant circulant dans la structure MIS en fonction de la concentration de nanoparticules en labsence de lumière (a) Photosensitivité de cette structure pour une lumière de longueur donde 0.85µm et dintensité 0.2 mW/cm 2 (b).

Figure 6 :

 6 Figure 6: Caractéristiques de transfert de transistors de type N et de type P sous obscurité et sous lumière à différentes longueurs donde.

Figure 7 :Figure 8 :

 78 Figure 7: Responsivités des transistors de type N et de type P à la lumière à différentes longueurs donde.

Figure. 9

 9 Figure.9 Réponse des TFTs de type N (a) et de type P (b) TFTs à une lumière pulsée de période 1.5 s. La réponse à une impulsion est donnée en (c) et en (d) pour le type P. En résumé un procédé simple de fabrication dun photodétecteur de lumière proche infrarouge a été mis au point. Le photodétecteur a montré des propriétés de détection très intéressantes avec une grande photo-responsivité et ue réponse rapide . De plus, le procédé est compatible avec toutes les technologies microélectroniques actuelles. Il peut être introduit directement dans les procédés de fabrication actuels.

Table 2 .

 2 

	Growth index	Substrate temp. Reaction press.	Gas flow ratio SiH4 flow
	parameters	600℃	0.9 mbar	SiH4:Ar=1:9	25 div

1 

The deposition conditions of silicon by LPCVD

Table 2 .

 2 2 The process parameters of the RIE process

	Etched	Reactive	Gas flow	Pressure	Power	Etching rate
	material	gas	(sccm)	(mTorr)	(W)	(nm/min)
	Poly-Si	SF6	10	10	40	≈160

Table 2 . 3 .

 23 Chapter 2 Fabrication technology and electrical characterization of Poly-silicon Thin Film TransistorTable 2.3 Characterisitcs of 59nm thick silicon dioxide extracted from the CV curves of figure 2.3.

	Tickness of SiO2	VFB (V)	Density of charges	Breakdown
			at the interface	field (MV/cm)
			QSS/q (cm -2 )	
	59nm	-0.7	1.6×10 11	10.7

Table 2 .

 2 5 RF sputtering parameters for AZO transparent electrode

	Deposited	Reactive	Gas ratio Pressure Power	deposition rate
	material	gas			(W)	(nm/min)
	AZO	Ar/O2	4:1	1 pa	150W	≈5
	And the etching solution was used by the same etching buffer solution with same
	volume formula: 701 H3PO4 (85%)+28 HNO3(70%)+139 CH3COOH+132 H2O DI. For
	the 100nm Al etching, the etching temperature is 50℃ with about 1 min40 s etching
	time.					

But for the AZO transparent electrode etching, the etching temperature is 40℃ with quickly 4.5s etching where the over-etching can be confirmed by the microscope's observation. The final structure of the phototransistor with transparent electrode is depicted in figure

2

.13.

  20 V range. Different insulator materials lead to different device's

	Chapter 2 Fabrication technology and electrical characterization of Poly-silicon Thin Film Transistor
	When device works at saturation region, on-state current is:
				(2.12)
	When device works at off-state, off-state current Ioff is:
				(2.13)
	where q, n, p, ,	, W, L, d are standing for charge quantity, electron density, hole
	density, electron mobility, hole mobility, channel width, channel length and active layer
	threshold voltag channel's thickness. From the on-state and off-state current expressions, we can observe , the larger dielectric constant of insulator material can cause a small . The thickness of insulator has also a big influence on . Generally speaking, that increasing gate insulator's capacitance density and decreasing active layer's
	the device with thin insulator thickness has a small	. The threshold voltage	is as
	following:		
				(2.10)
	is the unite area capacitance of gate insulator,	is the surface potential
	characterizing the bandgap bending of active layer thin film,	is the contact
	potential offset between gate and active layer,	is the induced charge density arouse
	by fixed charge, mobile ion carrier and interface state (can be equivalent to the surface
	state charge) in the insulator layer.	is the surface charge density in the channel. The
	insulator has the biggest influence on	through the insulator thickness, the dielectric
	constant and the surface morphology.	
	(4) On/off ratio		
	In LCD display area, TFTs operate as switch device, which is only working at (on)
	and (off) states, the two extreme stations. On/off ratio is just one important parameter
	for device, which stands for the sensitivity of switch speed. Higher on/off ratio stands
	quicker switching speed. For N-type field effect transistor, when VGS is negative, it is
	in off-state and IDS is the Ioff at this time. When VGS is positive, it is in on-state, IDS is
	called Ion at this time. When TFT works at linear region, on-state current is:
				(2.11)

thickness are the effective methods to enhance on-current and constraint off-current.

Table 2 .

 2 8 Electrical parameters of the SiO2 insulator gated TFT.

	insulator	Mobility (cm2/Vs)	S.S. (V)	VTH (V)	On/off ratio
	SiO2	13	0.67	5.5	~10 6
	Meanwhile hysteresis phenomenon is also observed in this transfer characteristic
	curves. The threshold voltage VTH's shift is below 0.3V between the 2 curves. From
	this parameter, it demonstrates the low trap charge density in the active layer, insulator

layer and interface for the SiO2 insulator to provide device's stability.

Table 2 .

 2 5 Electrical parameters of the SU8 insulator gated TFT.

	40/20μm channel,

Table 1 .

 1 The typical material parameters summarized in this table[30][31][32][33][34] 

		PbS	Pyridine PANI	TOPO OA
	Conductivity (ε, S/cm)	0.25	~10 -8	~10 -9	~10 -10 ~2×10 -10
	permittivity	190	12.5	~30	2.6	2.5

  At this step of thesis, we can claim that we developed here new phototransistor able to detect and to quantify a light from the visible wavelength to near-IR still 1.3 µm with high responsivity from 1800 A/W at 760 nm to 13 A/W at 1.3 µm. Its fabrication is very easy using only any technique in solution (spin-coating, printing,…) to deposit the sensing layer. It is fully compatible with any usual microelectronic technology, MOSFET technology, large area electronics technology and new flexible electronics.

Table 1 :

 1 Responsivity and Detectivity of N-type and P-type TFTs in off and on regimes to 850 nm wavelength and 0.2 mW/cm 2 power light. The active area for both TFTs is 800 µm 2 .

	Regime	Dark Current Responsivity	Detectivity
	N-type TFT Off (-15V)	500 pA	5.3 A/W	1.2×10 12 Jones
	On (+33V)	400 nA	1250 A/W	1.0×10 13 Jones
	P-type TFT Off (+15V)	200 pA	1.5 A/W	5.3×10 11 Jones
	On (-25V)	3 nA	7.5 A/W	6.8×10 11 Jones
	As shown in table 1, the detectivity of the N-type TFT device is as high as 1×10 13

energy offset ∆ can determine the transportation possibility jointly. When the main reason for the hopping transport is between neighbor QDs (as shown in figure 3.3a), the relationship of conductivity and temperature is the following expression:

When the main reason for the hopping transport is between non-neighbor QDs (as shown in figure 3.3a), the expression for the conductivity and temperature:

where, / , is the length of localized-state, is the permittivity of the material.

Efros-shklovshii hopping transport theory is based on the assuming that quantum localized length is << transport length, ignoring the wave function overlapping area, the expression of conductivity and temperature is as following:

When the energy band offset ∆ of hopping transport is equal to Coulomb bandgap ∆, Efros-shklovshii hopping transport will convert to Mott hopping transfer.

In the weaker charge-coupling QDs matrix, the coulomb energy band is ∆ 2 , the energy is needed energy of transporting one charge.

For the Spherical QDs, charge energy can be computed by:

Characterization method and instrument of QDs

QDs' material and embedded device performance has so many characterization tools and instruments. This thesis uses X-ray diffraction (XRD), visible-IR spectrum (Vis-IR) absorbance, photoluminence (PL) emission, Scanning Electron Microscope (SEM) and Tunneling Electron Microscope (TEM) and Time-resolved PL emission decay.

(1) X-ray diffraction (XRD)

XRD can be used to research QDs material phase, crystal structure and crystallization. Meanwhile the Scherrer equation can calculate the QDs' size:

Where, D is the particle's size, is the wavelength of X-ray, B is the FMWH, and is the diffraction angle.

When produce QDs' measuring sample, QDs solution is dropped on the substrate, and it can be used to test after evaporation. Usually, for obtaining high-quality diffraction image, we can repeat the above sampling steps until a thick, uniform QDs layer.

(2) Vis-IR absorbance spectrum Different materials always have different ligh-absorption characters; Vis-IR spectrum is always utilized to characterize the QDs' absorption properties. When incident photon energy is less than QDs' bandgap, light can be absorbed by QDs.

Incident light energy near QDs' bandgap will lead to strong resonance absorbance. And when the incident light's phonon energy is higher than the QDs' bandgap, the absorbance of QDs will increase exponentially. Therefore, the Vis-IR absorption spectrum can also be a method to estimate QDs' size and bandgap.

(3) Photoluminescence (PL) emission spectrum Optical properties are the most important parameter for the QDs material in

Perspective

Perspective

In this thesis, we fabricated NIR phototransistors with QDs embedded in the SU8 gate insulator and analyze deeply their electrical and detecting properties. The understanding of their functioning together with the encouraging experimental results conduct to propose some ways to improve the properties:

(1) Due to the bad contact between organic SU8 insulator and inorganic Si active layer, the surface of silicon can be functionalized before depositing the organic gate insulator. Other organic or inorganic semiconductors, more compatible with SU8, can replace silicon. Other than SU8 deposited in solution organic insulators can be checked also. Interestingly is the use of solution deposited insulator will provide large number of possibilities to improve the results.

(2) Present phot-TFTs have to be integrated with other devices leading to functional circuit.

(3) Finally, present NIR range of detection can be enlarged by using other QDs using the main idea developed in this work: embedding QDs in solution deposited gate insulator.