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PARTIE I STATE OF THE ART

1 Compendium on single-phase flows in mini-channels 

Preface

The discovery of the « fuel cell effect » was associated with the works of Sir Humphry Davy on electrolysis of distilled water in 1806. By imposing an electrical current to a volume of distilled water, Sir Humphry Davy succeed in having hydrogen and oxygen. About thirty years later, it was Christian Friedrich Schoenbein who observe the first, in 1838, that when shutting down the electrical field, the resulting gases produced an electrical current in an opposite direction regarding the former one. The principle of fuel cell working was born in 1839. After an interview with Schoenbein in a congress in Birmingham, William Robert Grove worked on these experimental data and presented, the same year, his famous experience with a fuel cell working with a liquid electrolyte.

Current context of fuel cell application

Nowadays, development of fuel cell is motivated by three main goals :

Environmental motivation : greenhouse gases (GHG) reduction Since about thirty years, the environmental motivation became one of the first worldwide interest. The inherent pollution due to human activities (industry, transports, etc...) are responsible of the emission of pollutants of short lifetime (carbon monoxide, nitrogen monoxide and nitrogen dioxide -N o x -not burned hydrocarbons and also particles) but also pollutants of longer lifetime (greenhouse gases (GHG) and gases responsible of ozone depletion) whose regulation became necessary. In particular, the emission in atmosphere of GHG (carbon dioxide, CO 2 , represent 53% of the GHG 1 ) related to our activities contribute to global warming 2 and have to be limited. Generation of electricity when using an electrochemical converter will have a lower environmental impact. Indeed, the electrochemical reaction, generated at the fuel cell core, which results from the combination of hydrogen and oxygen, lead only to electricity generation and to the release of heat and pure water.

Use of an unique and spread energy carrier

The best candidate for this spread is electricity. Indeed, this energy is easily convertible into other energies. Moreover its use is simple and this energy is easily transportable using existing infrastructures. The main constraint to its use comes from the issue related to its storage.

Thermal issues related to proton exchange membrane fuel cell

Rapid reduction of primary energies

The experts admit that the fossil energy resources are reducing and that these resources should have disappeared at the end of this century. Moreover, the projections showed that the numerous fluctuation, in terms of cost, of these energies will become more significant as they will become rare. At the moment, it should have in reserve forty years (or so) of conventional fossil energy at current cost 3 . However, other large primary fossil energy, having a lower cost in production (coal, schist, oil sands, lignite, natural gas) are still available in larger quantity. Nonetheless, these last primary energies have the drawback of generating large amount of CO 2 . Taking into account this drawback our economy must be redirected toward other sources of energy as the renewable energies 4 .

Thermal issues related to proton exchange membrane fuel cell

Electric energy generation through electrochemical generator, as proton exchange membrane fuel cell, always produce heat as the global oxido-reduction reaction between hydrogen and oxygen is exothermic.

At the anode, hydrogen is oxidized and the reaction could be written as :

H 2 → 2H + + 2e - (1) 
To start the reaction, a specific energy must be given for the dissociation of the hydrogen molecule in ions H + . When the temperature is of 25 o C, this activation energy is about 432kJ.mol -1 .

From cathode side, the reduction reaction of oxygen follows :

1 2 O 2 + 2H + + 2e -→ H 2 O (2)
The activation of this reaction needs 247 kJ.mol -1 at 25 o C, but the generation of a water molecule leads to the release of 916 kJ.mol -1 (the reaction is globally exothermic).

It is admitted that when a proton exchange membrane fuel cell product 1 kW of electric energy, it releases at the same time about 1 kW of thermal energy. This very strong thermal dissipation is a significant drawback when looking at the thermal requirements inside the proton exchange membrane fuel cell 5 . Moreover, the constraint related to compactness leads to the Issues related to the cooling at small scale analysis of the thermal cooling issues. For increasing the lifetime of the different components the thermal gradients through the fuel cell should be lowered as much as possible.

Issues related to the cooling at small scale Since about forty years, a new scientific field had emerged with the development of the miniaturization processes (related to the improvement of the microelectronics techniques applied to silicon semi-conductors substrates). Miniaturization find a number of applications, from electronics, through biology, chemistry, and fundamental physics. The benefit of these processes lead to : volume reduction, improvement of the electrical performances, reduction of the response times, and reduction of the fluid volume (for the specific cases of systems using fluids).

The advantages of using such miniaturization principles in proton exchange fuel cell are clear as the confinement inside this device may be important. Moreover the need for a homogeneous wall temperature is a strong constraint for these electrochemical generators (PEMFC work at low temperature). It is in this context that the convective boiling flows inside channels of smaller dimensions may be interesting. The phase change leads at the same time to an increase of the heat transfer, for same vapor flow rate, and to a better wall temperature homogenization (when comparing to the single phase flow case) as the phase change from liquid state to vapor state occurred at constant temperature (fpr a constant pressure) Thus, the question that needs to be answered is :

Are the defined two-phase flows' laws and correlations still valid for cooling channels having hydraulic diameters lower than 1.5 mm ?

Part II

After this literature survey, the second part of this manuscript was dedicated to the description of the experimental approach. We discussed the sizing of the test section and helped in the selection of the geometrical parameter also. The working fluid has been selected consistently regarding the cooling of a fuel cell application (Chapter 3). Then, the full experimental test bench has been presented in Chapter 4. An original method for the degassing process has been detailed in this chapter.

Part III

In a first step, the data were collected from single phase flows experiments. The obtained results were compared to the correlations from literature. For studying more specifically these experimental data, a numerical model was built. The results coming from this model have been reported in Chapter 5. After this work, the impact of the geometrical parameters on convective boiling inside the mini-channel are given in Chapter 6. Comparisons of the experiments with literature correlations were done and more suitable ones are proposed.

Part IV

Finally, a transposition of the results for the cooling of a proton exchange membrane fuel cell has been done considering simplifying assumptions (Chapter 7).

Following this last section, the conclusions and prospects issued from this thesis work have been given. W hen studying an experimental boiling flow, the first questions are related to the validity of the pressure drop and heat transfer values for single-phase flow, for which well known correlations exist. The aim of this chapter, far to be exhaustive, was to give a summary of the main theoretical analysis for laminar and turbulent flows for tubes having smooth surfaces. Then, we report some of the up to date results for the single-phase flow.

Première partie

STATE OF THE ART

Section 1.1. Flows in laminar regime

The recent results from the literature agreed between them and showed that for channels of small hydraulic diameters 1 [START_REF] Judy | Characterization of frictional pressure drop for liquid flows through microchannels[END_REF], [START_REF] Bavière | Etude de l'hydrodynamique et des transferts de chaleur dans des microcanaux[END_REF], Lee et Mudawar (2005b), [START_REF] Steinke | Single-phase liquid friction factors in microchannels[END_REF][START_REF] Mcphail | Single-Phase Fluid Flow and Heat Transfer[END_REF]), the experimental data for single phase flow did not present any deviations with respect to the Navier-Stokes' theoretical analysis. For these flow conditions, numerous correlative laws have been established and allow for the prediction of pressure drops and heat exchange coefficients in rectangular channels. These laws are dependent of various parameters such as : flow regime (laminar or turbulent), geometry of the cross section, surface roughness and the fluid type.

Flows in laminar regime

Pressure drops in rectangular channels

For the laminar regime, two sub-regimes that depend on the development of the flow boundary layers can be observed. These layers have been represented on Figure 1.1 for a flow in a tube having an uniform velocity profile at the inlet. [START_REF] Shah | Fundamentals of heat exchanger design[END_REF] It can be distinguished :

-the entrance length region, -the fully developed flow region.

When considering the entrance effects, the velocity profile depends on position but not on time, whereas for fully developed flow it does not depend neither on time nor position. The fully developed regime took place generally far from the entrance. Regarding these two sub-regimes, the correlations for determining the pressure drops are different and are influenced by entrance effects 2 . It should be point out that the evolution of the predictives correlations which are valid for entry region needs the knowledge of the fully developed conditions. Therefore, it is necessary to discuss the results for these fully developed conditions before the conditions for the entry region.

a) Fully developed region

In this configuration, [START_REF] Shah | Laminar flow in forces convection ducts[END_REF] with µ l which is the dynamic viscosity and dP dz the pressure drop.

The mean velocity on a flow cross section is given by :

u m = - a 2 12µ l - dP dz   1 - 192 γπ 5 ∞ n=1,3,... 1 n 5 tanh nπγ 2   (1.3)
The channel wall imposes a tangential stress on the fluid which hinder its motion 4 . The mean wall friction coefficient (f ) can be determined using :

f = d h 2ρ l u 2 m - dP dz with d h = 4A p = 4ab 2(a + b)
(1.4)

3. No clear consensus exist for the definition of the aspect ratio which is defined as γ = a /b also.

4. Viscosity effect led to a velocity equalled to zero at the wall.

where ρ l is the fluid density, u m the mean velocity, d h the hydraulic diameter, S the cross section and P the wetted perimeter.

Using the Poiseuille number (f × Re) which relate the pressure drop evolution, we obtain :

f Re = -- dP dz 2a 2 b 2 u m (a + b) 2 µ l (1.5)
with Re which is the Reynolds number.

This expression can be rewritten using equation (1.3) and by expressing u m , leading to :

f Re = 24 1 + 1 γ 2   1 - 192 γπ 5 ∞ n=1,3,... 1 n 5 tanh nπγ 2   (1.6)
As showed by [START_REF] Shah | Laminar flow in forces convection ducts[END_REF], equation (1.6) can be approximated by the following 5th order polynomial expression :

f Re = 24(1 -1.3553γ + 1.9467γ 2 -1.7012γ 3 + 0.9564γ 4 -0.2537γ 5 ) (1.7)

b) Flow regimes for the entry region

Literature results [START_REF] Hrnjak | Single phase pressure drop in microchannels[END_REF], [START_REF] Lee | Thermally developing flow and heat transfer in rectangular microchannels of different aspect ratios[END_REF], [START_REF] Steinke | Single-phase liquid friction factors in microchannels[END_REF], among others) have showed that the friction coefficients for the flows in the entry region are higher compared to the fully developed conditions. For expressing their evolution, it was interesting to introduce L + , which is a non-dimensional channel length, that characterizes (regarding the entrance conditions) the evolution of the length from which the flow became fully developed.

L + = L Red h (1.8)
where L is the duct length. [START_REF] Shah | Laminar flow in forces convection ducts[END_REF] have defined a correlation based on the results of the boundray layers development for infinite plates for fully developed flows in circular and non-circular ducts :

f app Re = 3.44(L + ) -0.5 + K(∞)/(4L + ) + f Re -3.44(L + ) -0.5 1 + C (L + ) -0.2 (1.9) K(∞) is the Hagenbach factor 5 and C are tabulated numbers deducted from numerical studies. Here, f app is named apparent friction coefficient. Values of these constants are given for some aspect ratios in More recently, [START_REF] Steinke | Single-phase liquid friction factors in microchannels[END_REF] have determined an evolution of the K(∞) factor with respect to the aspect ratio 6 using a numerical model : K(∞) = 0.6796 + 1.2197γ + 3.3089γ 2 -9.5921γ 3 + 8.9089γ 4 -2.9959γ 5 (1.10)

These last authors did not determined the dependence of C with respect to the aspect ratio γ.

Heat transfer coefficients in channels a) Fully developed regime

When heat transfer between the fluid and a solid surface occurred, the thermal gradient is more pronounced in a region very close to the wall when considering a region near the channel entrance. The evolution of the thermal boundary layers has been reported on Figure 1.3 for laminar internal flows. When considering the entry region, the heat transfer between the wall and the fluid is controlled by the development of these thermal boundary layers. Rohsenow et al. (1998) showed that the main important parameters that allow the characterization of the heat transfer for a flow in a duct are : liquid temperature T l , and heat transfer coefficient h.

6. We pointed out that their results are slightly different compared to the ones calculated by [START_REF] Shah | Laminar flow in forces convection ducts[END_REF].

Section 1.1. Flows in laminar regime

For a fully developed flow, the mean fluid temperature (T l,m ), can be defined as :

T l,m = 1 Su m S uT l dS (1.11)
with S which is the flow cross section.

For a homogeneous heat flux (q ), the heat exchange coefficient is defined as :

h(z) = q T p,m (z) -T l,m (z)
(1.12)

where T p,m is the mean wall temperature on the perimeter of the channel.

In this configuration, the heat transfer coefficient h(z) is constant throughout the duct and it is possible to determine the mean Nusselt number that characterizes the heat transfer rate between the wall and the fluid by :

N u m = h m d h λ l
(1.13) [START_REF] Shah | Laminar flow in forces convection ducts[END_REF] have determined a 5th order polynomial function that allow for the calculation of a rough Nusselt number for a uniform channel wall heat flux :

N u = 8.235(1 -2.042γ + 3.085γ 2 -2.476γ 3 + 1.058γ 4 -0.186γ 5 ) (1.14)

b) Flow regime in the entry region

Similarly to the hydrodynamic conditions, it was necessary to introduce a non-dimensional number z * that characterized the evolution of the length where the flow reach the fully developed conditions in a thermal point of view.

z * = 1 ReP r z d h (1.15)
where P r is the Prandtl number.

Chapitre 1. Compendium on single-phase flows in mini-channels [START_REF] Shen | Flow and heat transfer in microchannels with rough wall surface[END_REF] showed that the results of [START_REF] Shah | Laminar flow in forces convection ducts[END_REF], which allow for the calculation of Nusselt number, can be correlated on three different domains regarding z * , the aspect ratio and the Prandtl number values.

              
N u = (value given by 1.14) , if z * ≥ 0.1 N u = 3.35z * -0.13 γ -0.12 P r -0.38 , if 0.013 ≤ z * < 0.1 N u = 1.87z * -0.3 γ -0.056 P r -0.036 , if 0.005 ≤ z * < 0.013

(1.16)

More recently, [START_REF] Lee | Thermally developing flow and heat transfer in rectangular microchannels of different aspect ratios[END_REF] have numerically demonstrated that the Nusselt number evolution could be written in a more straightforward way following :

N u = 1 C 1 (z * ) C 2 + C 3 + C 4 , for 0.1 ≤ γ ≤ 1, z * ≤ z * num (1.17)
C 1 , C 2 , C 3 , C 4 and z * num , are parameters that were numerically defined by these authors. z * num was the length, from which the flow is thermally fully developed.

Following their model this length can be expressed as :

z * num = -1.275 × 10 -6 γ -6 + 4.709 × 10 -5 γ -5 -6.902 × 10 -4 γ -4

+5.014 × 10 -3 γ -3 -1.769 × 10 -2 γ -2 + 1.845 × 10 -2 γ -1 + 5.691 × 10 -2 (1.18)

One can notice that by reducing the aspect ration the length for reaching the fully developed conditions is reduced also (Figure 1.4). The constants which are given in the equation (1.17) can be expressed using :

                      
C 1 = -3.122 × 10 -3 γ -3 + 2.435 × 10 -2 γ -2 + 2.143 × 10 -1 γ -1 + 7.325 C 2 = 6.412 × 10 -1 C 3 = 1.589 × 10 -4 γ -2 + 2.603 × 10 -3 γ -1 + 2.444 × 10 -2

C 4 = 7.148 -1.328 × 10 1 γ + 1.515 × 10 1 γ 2 -5.936γ 3

(1.19) § ¦ ¤ ¥

Summary on the theoretical data for laminar conditions

The evolution of the friction coefficients and of the heat exchange coefficients are dependent on the flow conditions that took place into the duct for the laminar regime. When considering the entry length, these coefficients are dependent of the aspect ratio and of Reynolds and Prandtl numbers (for the thermal cases). For fully developed conditions, it is interesting to observe that the values of these coefficients are only aspect ratio dependent as demonstrated by [START_REF] Shah | Laminar flow in forces convection ducts[END_REF].

Flows for turbulent regime

Pressure drop in rectangular channels

In turbulent regime, the friction coefficients are Reynolds and wall roughness dependent. There are several correlations that took into account the evolution of these friction coefficients. Nonetheless, the analysis of all these correlations go beyond the context of this study. Therefore, the analysis will be restricted to two representative correlations 7 :

- [START_REF] Blasius | Das Ahnlichkeitsgesetz bei Reibungsvorgangen in Flussigkeiten[END_REF] f = 0.079Re -1/4 4000 < Re < 10 5

- [START_REF] Colebrook | Turbulent flow in pipes with particular reference to the transition region beetween the smooth and rough pipes laws[END_REF] where e is the mean roughness height.

The [START_REF] Colebrook | Turbulent flow in pipes with particular reference to the transition region beetween the smooth and rough pipes laws[END_REF] correlation is related to the Prandtl (1944) and Von Karmàn (1934) equations. This correlation is implicit and show the impact of the relative roughness (e/d h ).

From this correlation, it is possible to draw the [START_REF] Moody | Friction factors for pipe flow[END_REF] diagram which is often used for the friction factors determination in ducts used for industrial applications. The method of

7. An important number of predictive correlation for the determination of the pressure drops can be found in [START_REF] Rohsenow | Handbook of heat transfer[END_REF] (Table 5.8). [START_REF] Blasius | Das Ahnlichkeitsgesetz bei Reibungsvorgangen in Flussigkeiten[END_REF] is more direct and took into account the turbulent regime in a smooth tube. However this law allow for the calculation of friction coefficients on a smaller range of Reynolds numbers.

Heat transfer coefficients in channels

In turbulent regime, the evolution of the Nusselt number is influenced by the flow velocity, the fluid thermal properties, the duct hydraulic diameter and, regarding some of the correlations by the friction coefficients. In the context of this study, the analysis was restricted to the correlations that are most often used for the prediction of Nusselt number evolution :

- [START_REF] Dittus | Heat transfer in automobile radiators of the tubular type[END_REF] N u = 0.023 λ l d h Re 0.8 P r 0.4

- [START_REF] Petukhov | Theoretical calculation of heat exchange in turbulent flow in tubes of an incompressible fluid with variable physical properties[END_REF] N u = (c f /2)ReP r C + 12.7(c f /2) 1/2 (P r 2/3 -1) with C = 1.07 + 900 Re -0.63 1 + 10P r - [START_REF] Gnielinski | New equations for heat and mass transfer in turbulent pipe and channel flow[END_REF] N u = (c f /2)ReP r 1 + 12.7(c f /2) 1/2 (P r 2/3 -1) (1.21) where λ l (W.m -1 .K -1 ) is the fluid thermal conductivity, d h (m) the duct hydraulic diameter and c f the friction coefficient given by : c f = (1.82 × log(Re) -1.64) -2 with c f ≈ 4f

(1.22)

f is given in equation (1.20). c f is similar to 4f at ±4% on the range of Reynolds number between 4000 and 10000. Note that the [START_REF] Petukhov | Theoretical calculation of heat exchange in turbulent flow in tubes of an incompressible fluid with variable physical properties[END_REF] correlation took better into account the heat transfer dependence regarding the Prandtl number for the determination of the heat transfer coefficient [START_REF] Carey | Liquid-Vapor Phase Change Phenomena[END_REF]). § ¦ ¤ ¥

Summary on the theoretical data for turbulent regime

In turbulent regime, several correlations exist, but have not been presented in this part.

In the context of this Phd study, the use of the [START_REF] Blasius | Das Ahnlichkeitsgesetz bei Reibungsvorgangen in Flussigkeiten[END_REF] correlation will be the most relevant for the comparison with our experiments. The comparison with [START_REF] Gnielinski | New equations for heat and mass transfer in turbulent pipe and channel flow[END_REF] correlation will be done also. This last correlation is often used in the literature as a predictive tool for the heat transfer coefficients determination for channels of small dimensions. Note that a large part of the realized studies related to flows at small scale has been made for laminar conditions.

Section 1.3. Effect of the axial conduction in the mini-channels

Effect of the axial conduction in the mini-channels

The results from the literature showed that the importance of the coupling between the conduction and the convection effects, increased when the cross section dimensions decreased. In a mini-channel, the thickness of the wall is generally of the same order of magnitude (often larger) than the hydraulic diameter. Unkike the studies that were made in tube of large hydraulic diameter, the conductive heat flux through the duct walls, particularly the longitudinal ones, may become very significant compared to the heat flux convected by the flow in mini-channels. Indeed, the heat flux streamlines, tended to be driven toward the cooler parts of the flow (Clausius principle ( 1850)). This phenomenon intensified with the increase of the distance between the fluid and the heat source (increase of the wall thickness) or with the reduction of the mass flow. This heat flux streamlines distortion may lead to a non-linear repartition of the temperature along the channel wall in the most unfavourable conditions. Using a numerical study, [START_REF] Maranzana | Mini-and micro-channels : influence of axial conduction in the walls[END_REF] have introduced a non-dimensional number (M ) which allow for the consideration of the relative importance of the conductive heat flux, Φ cond , compared to the convective heat flux, Φ conv . Therefore, for a 2D channel having a height of b, a length of L, with wall thickness of e p and a thermal conductivity λ p , M can be written as :

M = Φ cond Φ conv = λ p ρ l c pl uL e p b (1.23)
where ρ l is the liquid density, c pl the liquid specific heat and u the flow velocity in the duct. More recently, [START_REF] Bigot | Etude du refroidissement diphasique d'une pile à combustible de traction automobile[END_REF] showed that the results of [START_REF] Maranzana | Mini-and micro-channels : influence of axial conduction in the walls[END_REF] were not applicable to the mini-channels of small width. Indeed, these last authors considered in their model that the channel width (b) and the heated plate width (l p ) were infinite compared to the channel thickness, what can be reduced to a 2D modelling. The occurrence of a transverse confinement for the case of the mini-channels having a relatively small width (a) led to a 3D study of the heat transfer study (Figure 1.5).
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Figure 1.5 -Representation of the geometrical parameters Therefore, [START_REF] Bigot | Etude du refroidissement diphasique d'une pile à combustible de traction automobile[END_REF] proposed another definition of the [START_REF] Maranzana | Mini-and micro-channels : influence of axial conduction in the walls[END_REF] parameter for these cases :

M = λ p ρ l c pl uL e p × l p a × b (1.24)
with l p which is the heated plate width.

For our experimental study the repartition of the heat flux has been evaluated using this number. Following that, we have realized a numerical study to better understand the results that were obtained experimentally ( § 5.3).

Some experimental results

For the last decade, a large part of the studies has be directed toward the researches aiming at identifying if new physical phenomenon occurred when the flow characteristic dimensions were reduced 8 . The numerous literature results, which have been obtained recently in the context of single-phase flows in mini-channels, have demonstrated the validity of the classical Navier-Stokes approach for the mini-channels 1 (even for the micro-channels). This result has been confirmed in the team into which my work took place for this PhD study. The heat transfer in fluids flowing at small scale has been studied for more than a decade in the LEGI team. Therefore, we will present in a first part, a short summary of the results that have been obtained at LEGI 9 . We will then give some literature results regarding the evolution of the pressure drop and heat transfer coefficients in the related mini-channels.

Summary of the main experiments that were made at LEGI 9

The experimental bench of [START_REF] Gao | Scale effects on hydrodynamics and heat transfer in two-dimensional mini and microchannels[END_REF] that was built at the Laboratoire des Écoulements Géophysiques et Industriels (LEGI) allowed for the study of heat transfer and pressure drop in mini-channels of small aspect ratio (large width compared to channel height). The test section was fabricated with two brass blocks where a hollowed-out aluminum plate (of variable thicknesses (100 µm < b < 1 mm)) was put in between. Four heating cartridges were inserted inside the upper and the lower blocks, parallelly to the flow, allow for the heating of the fluid.

8. This analysis is related to the classification given by ? for gases, where, from a specific dimension (evaluated using the Knudsen number) there is a break of the hypothesis of continuum mechanics. 9. We will focus our attention strictly on the experimental test sections that have been used by [START_REF] Gao | Scale effects on hydrodynamics and heat transfer in two-dimensional mini and microchannels[END_REF], [START_REF] Bavière | Etude de l'hydrodynamique et des transferts de chaleur dans des microcanaux[END_REF] and [START_REF] Gamrat | Modélisation de l'hydrodynamique et des transferts de chaleur dans des microcanaux à parois rugueuses[END_REF]. We can note that other test sections exist and have been made in collaboration with the « Groupement pour la Recherche sur les Échangeurs Thermiques (GRETh) » , which was localized on the scientific polygon of Grenoble.

Section 1.4. Some experimental results

The heating was supposed to be uniform. A representation of the test section is given in Figure 1.6. [START_REF] Gao | Scale effects on hydrodynamics and heat transfer in two-dimensional mini and microchannels[END_REF] found a very good agreement between their experimental data and the theoretical data for the evolution of the friction coefficients. Nonetheless, for the evolution of the heat transfer coefficients, they noted that the heat transfer coefficients decreased as soon as the channel thickness became lower than 0.5 mm. The reduction of the hydraulic diameter could even lead to a drastic drop of almost 60% of the heat exchange coefficients for the plate having a thickness of 0.1mm. [START_REF] Gao | Scale effects on hydrodynamics and heat transfer in two-dimensional mini and microchannels[END_REF] did not arrived to explain what were the reasons of such a discrepancy with the theoretical data and for a moment they had suspected the appearance of scale effect. Some time later, [START_REF] Bavière | Etude de l'hydrodynamique et des transferts de chaleur dans des microcanaux[END_REF] pursued the work initiated by [START_REF] Gao | Scale effects on hydrodynamics and heat transfer in two-dimensional mini and microchannels[END_REF] and has improved the test section by modifying the heating system, assuming that the appearance of some thermal effect which was not considered by [START_REF] Gao | Scale effects on hydrodynamics and heat transfer in two-dimensional mini and microchannels[END_REF]. As presented in § 1.3, the effects of axial conduction were not negligible when compared to the transverse conduction as soon as the geometrical dimensions were reduced. Therefore, for limiting this effect, [START_REF] Bavière | Etude de l'hydrodynamique et des transferts de chaleur dans des microcanaux[END_REF] inserted the heating cartridges perpendicularly to the flow and added insulated compartments. A more detailed description of this test section will be given in § 4.1.1.

The author demonstrated that the difference observed by [START_REF] Gao | Scale effects on hydrodynamics and heat transfer in two-dimensional mini and microchannels[END_REF] was certainly due to a wall temperature measurement bias. By considering the influence of this bias, [START_REF] Bavière | Etude de l'hydrodynamique et des transferts de chaleur dans des microcanaux[END_REF] showed that its results and those of [START_REF] Gao | Scale effects on hydrodynamics and heat transfer in two-dimensional mini and microchannels[END_REF] were in agreement with the classical theoretical data regarding heat transfer variations (Figure 1.7).

Figure 1.7 -Comparison of the experimental data of [START_REF] Bavière | Etude de l'hydrodynamique et des transferts de chaleur dans des microcanaux[END_REF] with theoretical data [START_REF] Bavière | Bias effects on heat transfer measurements in microchannel flows[END_REF] have then characterized the influence of the surface roughness on the friction and heat transfer coefficients. They showed that the roughness slightly increased the amplitude of the heat transfer. The obtained results showed that the usual hydrodynamic and thermal correlations were still valid for the entire set of studied channels. [START_REF] Gamrat | Modélisation de l'hydrodynamique et des transferts de chaleur dans des microcanaux à parois rugueuses[END_REF] continued the work made by [START_REF] Bavière | Etude de l'hydrodynamique et des transferts de chaleur dans des microcanaux[END_REF] by realizing numerical and experimental analysis. During this work, [START_REF] Gamrat | Modélisation de l'hydrodynamique et des transferts de chaleur dans des microcanaux à parois rugueuses[END_REF] has developed a 2D model for determining the influence of the wall roughness on the friction and heat transfer coefficients (this roughness has been distributed in a controlled manner on the surface). The obtained results have showed, that no new phenomena were expected to occur at the studied scales (channel of 100 µm height), but roughness, could become an important parameter in the micro-channel and played a significant role in the flow pressure drops and heat transfer rate.

Experiments regarding pressure drops evolutions

Three papers (among various other) will be presented in the following paragraph. These three publications have been selected because they represent a recent summary of the literature results on the pressure drop evolution. The first paper gave a review on the pressure drop evolution in mini-channel for independent works. A interesting technique for measuring the local pressure drop is given in the second one. The third one was selected because it analyzes the evolution of the pressure drop for three different working fluids in the same test section. [START_REF] Steinke | Single-phase liquid friction factors in microchannels[END_REF] have analysed more than 150 publications and 40 in a more detailed way. They wrote that the results that present deviations regarding usual correlations for the pressure drops did not considered, for most of them :

-the existence of singularities at the entrance or the outlet of the test section, Section 1.4. Some experimental results -the entry region for the development of the hydrodynamic boundary layers.

Thus the authors showed that no deviations occurred regarding the classical correlations used for determining the pressure drops (for hydraulic diameters ranged from 8 µm to 990 µm and for Reynolds numbers lower than 5000).

Within the most complete researches, the experimental study made by [START_REF] Kohl | An experimental investigation of microchannel flow with internal pressure measurements[END_REF] allow for the determination of the local pressure drop variation for water (formerly degassed). The authors have realized five different test sections that were made with channels of different hydraulic diameters (25, 41, 61, 93 et 100 µm). The pressure drop was determined locally using 10 pressure sensor along the micro-channel (Figure 1.8). According to their results, the friction coefficient could be precisely determined from the defined correlation for channel having large hydraulic diameters. 

Experiments regarding heat transfer coefficients evolution

Similarly to the pressure drop analysis, many results have been obtained for the evolution of the transfer coefficients in the literature. Therefore, we introduced in the next paragraphs, two papers (among many) which summarized the recent convergence of the experimental results related to the heat transfer in mini-channels. [START_REF] Qu | Experimental and numerical study of pressure drop and heat transfer in a single-phase micro-channel heat sink[END_REF] have experimentally studied the flow of deionized water in a network of 21 parallel channels of hydraulic diameter of 349 µm. The test section was fabricated in a copper block and was closed using a polycarbonate cover. In order to limit the effects of longitudinal conduction, the heating elements were inserted in thermally insulated compartments. The range of studied Reynolds numbers was varied between 139 and 1672 for two different wall heat fluxes of 100 W cm -2 and 200 W cm -2 . In parallel, the authors realized a 3D numerical model (which took into account hydrodynamics and thermal behaviors) that was in good agreement with their experimental results. Lee et Mudawar (2005b) studied the heat transfer for 5 different test sections whose hydraulic diameter was varied between 318 µm and 903 µm. Each test section consisted of 10 parallel micro-channels. The Reynolds number was comprised in between 300 and 3500. The working fluid was deionized water. The test section was fabricated in a copper block with a PMMA (Poly(methyl methacrylate)) cover sit on its top, which was thermally insulated using an epoxy resin in the lower part, and surrounded by glass fibers. Drilled holes that were realized in the lower part of the test section, allowed for the insertion of four heating cartridges which can give a combined and maximal power of 800 W . Four thermocouples were axially distributed under the channel and were spaced by 6.15 mm. The first thermocouple was placed at 3.18 mm from the solid/liquid interface.

The authors were interested in the fully developed laminar regime and in the transition regimes. Their results showed that the heat transfer coefficients increased with the decrease of the hydraulic diameter. A 3D numerical simulation, which took into account the conjugated effects due to hydrodynamics and thermal conditions, has been realized and showed a good agreement between experimental and numerical data. The authors explained that if the entrance conditions and the boundary conditions were well defined, it was then possible to describe correctly the flow evolution using the conventional analysis made by Navier-Stokes.

Chapter 1 Conclusions

The whole set of recent results showed that the evolution of the friction and heat transfer coefficients remained consistent with the theory for the ducts of very small dimensions. The differences that have been observed in the literature were certainly due to, incorrect considerations of the geometry (entrance effects for example), not well defined experimental conditions, and/or to unadapted sensors regarding the test sections.

In single-phase flow and for high heat flux (or high confinement), the wall temperature variations can be very large between the inlet and the outlet of the test section. These conditions can bring penalties for the cooling efficiency. Moreover, when the dimensions become smaller, the pressure drops increase very rapidly with the flow rate. As a consequence, for the cooling of systems of small dimensions, it could be mandatory to increase the pumping power as soon as the cross section is decreased. The study of internal boiling flow should take into account some of these issues as for an equivalent pressure drop, the heat transfer has usually a higher amplitude. The analysis of hydrodynamics and heat transfer at smaller scales is the focus of the present study. Therefore, we have to highlight the most important points which impact the hydrodynamics and heat transfer rate evolutions for an internal convective boiling flow in channels of small dimensions. We will analyze these points in Chapter 2.

Chapitre 2

Literature review on the boiling in mini-channels parameters which will be used throughout this manuscript. Then from the current literature, the parameters which impacted the hydrodynamics and heat transfer rate of a boiling flow will be detailed. This paragraph will specify the influence of the geometry on the evolution of the heat transfer coefficients. In a last paragraph, we will give the main predictive correlation that allow for the calculation of the pressure drops and heat transfer rate.

Fundamental definitions in two-phase flows 1

We introduce in this paragraph the fundamental definitions that will be used in the manuscripts, as well as the simple relations that can relate them.

Parameters of reference

§ ¦ ¤ ¥

Vapor quality

Vapor quality (x) is an important variable which expresses the vapor proportion into an internal two-phase flow. It is defined as the ratio between the vapor mass flow and the total mass flow. For an adiabatic flow it is given as :

x = ṁv ṁl + ṁv (2.1)
with ṁv and ṁl which are the vapor and liquid mass flow rates respectively. The calculation of the vapor quality needs the measurement of the mass flow of the two different phase (liquid and vapor) as showed by equation ( 2.1). it value can be defined on the whole duct length as soon as the entrance conditions are known for an adiabatic flow. When phase change occur, this value cannot be determined using equation ( 2.1) and it become particularly difficult to determine its value with accuracy. This is due to the existence of a thermal non equilibrium between the liquid and the vapor phase. Therefore, a fictive vapor quality, that is called thermodynamic vapor quality can be calculated using :

x = h m (z) -h l h lv (2.2)
where h l is the liquid enthalpy for saturated conditions, h lv the latent heat of vaporization. h m (z) is the mean enthalpy value on the cross section which is located at the positionz of the duct, which is calculated following :

h m (z) = h amont + 1 ṁ z amont q (z)dz (2.3)
with h amont that is the enthalpy at the duct entrance, ṁ, the total mass flow rate and q (z), the heat flux density. § ¦ ¤ ¥

Void fraction

The void fraction (α) is a fundamental parameter in two-phase flow, that is often difficult to characterize experimentally. It defines (in the case where the void fraction is measured on the cross section) the ratio between the area occupied by vapor (A v ) and the total area(A tot = A v + A l , where A l is the area occupied by the liquid) :

α = A v A l + A v (2.4) § ¦ ¤ ¥

Mass flux

The mass flux (G) is a parameter which is often used for internal two-phase flow that occurred in duct of different cross section (A). Indeed, it allows for the consideration of the impact of this cross section on the total mass flow rate ( ṁ) and is given using :

G = ṁ A (2.5) § ¦ ¤ ¥

Liquid and vapor velocities

The true velocities are very important values, but often very difficult to obtain. Indeed, the calculation of these velocities needs the knowledge of the thermodynamic vapor quality and at the same time of void fraction. The calculation of the liquid (u l ) and vapor (u v ) velocities is made following the relations :

u l = G(1 -x) ρ l (1 -α) (2.6a) u v = Gx ρ v α (2.6b)
where ρ l is the liquid density and ρ v the vapor one. § ¦ ¤ ¥

Liquid and vapor superficial velocities

In a experimental way, it is more easy to obtain the thermodynamic vapor quality instead of the void fraction. Therefore, in order to draw flow maps that give the transition between the different flow regimes, the liquid (j l ) and vapor (j v ) superficial velocities are generally used. There are defined as :

j l = G(1 -x) ρ l (2.7a)
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j v = Gx ρ v (2.7b)

Reynolds number

The Reynolds number (Re) is a key parameter in fluids mechanics. It represents the ratio between the inertia forces to the viscous ones and it is often used to characterize the transition from a laminar flow to a turbulent one. In the case of a single-phase flow, it is expressed following :

Re = ρ l u l d h µ l (2.8)
with µ l which is the dynamic liquid viscosity and d h the hydraulic diameter. This parameter (d h ) represent the ratio between the channel cross section (A) and the wetted perimeter (p l ) :

d h = 4A p l (2.9)
By considering the two-phase flow as a juxtaposition of two 1D flow and by using the true velocities [equations (2.6a) and (2.6b)], it is possible to express the Reynolds numbers for the liquid and vapor phases as :

Re l = G(1 -x)d h (1 -α)µ l (2.10a) Re v = Gxd h αµ v (2.10b) § ¦ ¤ ¥

Nusselt number

The Nusselt number (N u) gives the ratio between the convective and conductive heat effect. For an internal flow, the reference length is the duct hydraulic diameter. This non-dimensional number is expressed following :

N u = hd h λ l (2.11)
where h is the heat transfer coefficient and λ l , the liquid thermal conductivity. § ¦ ¤ ¥

Prandtl number

The Prandtl number (P r) is the ratio between the viscous diffusivity and the thermal diffusivity effects. It can be expressed regarding the liquid or vapor phase as :

P r l = c p,l µ l λ l (2.12a) P r v = c p,v µ v λ v (2.12b)
where c p,l and c p,v are the liquid and vapor specific heat at constant pressure. µ v and λ v are the dynamic viscosity and the thermal conductivity of the vapor phase.

§ ¦ ¤ ¥

Weber number

The Weber number (W e) gives the ratio between inertia and surface tension forces. Similarly to the Nusselt number, the reference length is the duct hydraulic diameter. This number is expressed as :

W e = ρ l u 2 l d h σ (2.13)
where σ is the liquid surface tension. § ¦ ¤

¥

Boiling number

The boiling number (Bo) defines the ratio between the vapor velocity for a domain place far from the surface to the velocity located alongside to the heated surface. It allows for the characterization of the impact of the nucleate boiling regime on the heat exchange during the convective boiling and is expressed following :

Bo = q Gh lv (2.14) § ¦ ¤ ¥

Convection number

The convection number (Co) is a number that was considered for replacing the [START_REF] Lockhart | Proposed correlation of data for isothermal two-phase, two-component flow in pipes[END_REF] parameter. It is wise to use it when the viscosity ratio between the vapor and the liquid is close to unity. This number represents the ratio between the liquid and vapor pressure drops. Generally it allows for the characterization of the convective contribution and is expressed following :

Co = x 1 -x 0.8 ρ v ρ l 0.5
(2.15)

Other numbers and definition of some important notions

§ ¦ ¤ ¥

Capillary length

This characteristic number gives the length from which the capillary forces are equivalent to the gravity forces. This length can become relevant when one looks to a way to define a transition for the flow in conventional channels compared to the ones for the channels of small dimensions. It is given using :

l c = σ g(ρ l -ρ v ) (2.16)
where g is the gravity acceleration. § ¦ ¤ ¥

Critical and reduced thermophysical properties

The critical point is a singular point from which the transition between the liquid and vapor phases do not exist any more. The phase diagram (Figure 2.1) gives the frontiers from which a phase change occurs. At the critical point, the liquid boiling mechanism and the vapor condensation occurred at same time and can not be observed experimentally. Moreover above this value, the fluid thermophysical properties are generally not well known 2 . 2. We can take as an example the surface tension of the liquid which become close to zero. In this configuration the mass transfer at the interfaces is very strong.

Liquide

It is important, when doing a study related to phase-change, to know the temperature, pressure and density values that allow for the obtaining of the critical conditions. On Table 2.1 some temperatures, pressures and densities values have been reported for several fluids that have been used in literature (in the context of boiling flows).

Fluides

T The reduced temperature, pressure and density are values which allow for the determination of the working condition more of less close to the critical point. Indeed, specific process that take place in a boiling flow (as the for the conditions leading to the critical heat flux) may depend on the reduced properties. These properties can be expressed as :

T r = T T crit (2.17a) P r = P P crit (2.17b) ρ r = ρ ρ crit (2.17c)
2.2 From the conventional scales to the smaller ones

Introduction

Since the first analysis of [START_REF] Tuckermann | High performance heat sinking for vlsi[END_REF], a very important work has been done in the context of heat and mass transfer at small scale. The miniaturization of the heat exchangers led to a significant reduction of the volume to surface ratio, what allow for the increase of the heat and mass transfer. Nowadays there is many different technologies that have been considered for the cooling of small scale systems. [START_REF] Agostini | State of the art of high heat flux cooling technologies[END_REF] have identified 4 different technologies for the cooling of duct subjected to very high heat fluxes :

x single-phase flows with channels of small dimensions, y flows in porous media, z cooling using impacting jets, { two-phase flow in channels of small dimensions.

The authors have showed that boiling in channels of small dimensions allow for the obtaining of the best performances (i.e. small pumping power and high heat transfer coefficients). Nonetheless, when the channels dimensions are reduced, deviations from the usual correlation may exist. Then, it become necessary to establish, the domain of validity of these laws, in order to draw laws that could be more adapted to these scales.

Flow classification a) Regarding the geometry

Up to date, the most part of the internal two-phase flows takes place in circular tubes of relatively large hydraulic diameter. At these scales, numerous laws and correlations have been made for describing the observed flow in the Petroleum and Nuclear Engineering fields. A smaller scale, the flow cross section may be reduced in a important fashion and have very different shapes compared to the one of a circular tubes. Indeed, the photo-lithographic techniques that have been used for the fabrication of reduced geometry allow for the realization of non-circular cross sections (namely, rectangular, triangular or trapezoidal among other). In this context, the use of the hydraulic diameter as a parameter of reference became more and more relevant in the literature. This parameter allow for the direct comparisons between the various results that have been obtained for a flow in a circular tube and a flow inside these different cross sections.

The literature results [START_REF] Bergles | Boiling and evaporation in small diameter channels[END_REF], [START_REF] Dupont | Evaporation in microchannels : influence of the channel diameter on heat transfer[END_REF], [START_REF] Saitoh | Effect of tube diameter on boiling heat transfer of R-134a in horizontal small-diameter tubes[END_REF], [START_REF] Harirchian | The critical role of channel cross-sectional area in microchannel flow boiling heat transfer[END_REF] among other) showed that some deviations regarding the existing law for bigger scale for the two-phase flows, may occur when the flow cross section is reduced. These deviations are related to friction coefficient, flow regime repartition (vapor and liquid phases) and heat transfer rate evolutions. In order to define a threshold for the use of the laws used at larger scale, several authors [START_REF] Mehendale | Fluid flow and heat tranfer at micro-and meso-scales with application to exchanger design[END_REF], [START_REF] Kandlikar | Fundamental issues related to flow boiling in minichannels and microchannels[END_REF] among others) have drawn classifications that depend on hydraulic diameter (d h ). These classification allow for the establishment of a confidence level for the use of the correlation that have been constructed for tube of larger dimensions. The [START_REF] Kandlikar | Fundamental issues related to flow boiling in minichannels and microchannels[END_REF] classification, which is largely used refers to the different categories of dimensions that can be encountered in industry :

               d h > 3mm (conventional channels) (a) 200µm < d h ≤ 3mm (mini-channels) (b) 10µm < d h ≤ 200µm (micro-channels) (c) (2.18)
One can note that [START_REF] Agostini | Etude expérimentale de l'ébullition de fluide réfrigérant en convection forcée dans des mini-canaux[END_REF] assesses that the expression of the hydraulic diameter is not a strong marker of the confinement effect in a rectangular channel and the transition from macroscale to microscale flow should be defined regarding the smaller dimension of the cross section which play the most important role compare to the other one. He suggests in his work to define a confinement parameter following this smallest dimension. [START_REF] Thome | Boiling in microchannels : a review of experiment and theory[END_REF] underlined that these classifications did not take into account any physical phenomena occurrence inside the two-phase flow and suggest that these classifications should be used with caution. [START_REF] Thome | Boiling in microchannels : a review of experiment and theory[END_REF] explained that it should be more relevant to refer to the bubble diameter detachment from the wall for defining a confinement parameter. Thus, when the bubble detachment is larger than the hydraulic diameter, the flow may be defined as a microfluidic one. Numerous correlations for estimating this detachment diameter have been obtained in pool boiling studies. The author suggest to refer in a first step to the [START_REF] Fritz | Berechnung des maximal Volume von Dampfblasen[END_REF] correlation for determining this diameter 3 :

b) Classification regarding physical phenomena

d det = 0.0208θ σ g(ρ l -ρ v ) 1/2 (2.19)
θ is the contact angle between the fluid and the surface wall, σ the liquid surface tension, g the acceleration due to gravity, ρ l et ρ v , the liquid and vapor densities.

The [START_REF] Kew | Correlations for the prediction of boiling heat transfer in smalldiameter channels[END_REF] parameter (C 0 ), compared the buoyancy to the gravity forces.

3. Other correlation may be found in [START_REF] Kutateladze | Boiling heat transfer[END_REF] or more recently inPhan et al. (2009).

It has been established to take into account the physical effects that may take place for a two-phase flow :

C 0 = σ g(ρ l -ρ v ) 1 d h (2.20)
The results that have been obtained by these authors have demonstrated that the laws that have been defined for larger scales are respected as soon as C 0 < 0.5. Other authors [START_REF] Cheng | Phase-change heat transfer in microsystems[END_REF], Ullman et Brauner (2006) 4 ) have nonetheless proposed different values for the confinement number to establish this transition toward the microfluidic flows. This discrepancy in the confinement number analysis proved that this parameter did not bring to an agreement for determining the transition from macro-scale flows to the micro-scale ones. Recently, [START_REF] Chen | Predicting thermal instability in a closed loop pulsating heat pipe system[END_REF] have suggested that the transition from the large scale flow and the micro-scale flows may be controlled by the competition between the inertial and surface tension forces. Contrary to [START_REF] Kew | Correlations for the prediction of boiling heat transfer in smalldiameter channels[END_REF], the authors assumed that the buoyancy forces are negligible compared to the inertia forces when the flow cross section is reduced. From this assumption they obtained an analytical expression of the transition hydraulic diameter (d tran ) from which the two-phase flow should be confined :

d tran = 160 9 (σρ l -3µ l G) G 2 (2.21)
where µ l is the liquid dynamic viscosity and G the flow mass flux. One can note that this parameter has not been tested at large scale in the literature to be confirmed yet, but it seems to be promising.

It is interesting to note that the value of this transition diameter depend on the flow rate. Notwithstanding all tentatives, a relevant physical parameter has not been determined yet for characterizing a transition from macro-scale flows to micro-scale one. In the framework of the results given in this manuscript, the studied dimension will refer to the mini-channel flows regarding the classification given by [START_REF] Kandlikar | Fundamental issues related to flow boiling in minichannels and microchannels[END_REF].

Flow regime for convective boiling

During the study of boiling, it is essential to identify the different flow regimes that will be established in the duct. These regimes are strongly dependent of the working conditions such as the pressure, flow rate and wall heat flux, thermophysical characteristics of the working fluid as well as surface roughness also. The identification step of the flow regime is important for the understanding the physical phenomena that characterize the evolution of the friction and heat transfer coefficients. On Figure 2.2 the flow regime that have been encountered in the study of [START_REF] Fu | Visualization of flow boiling of liquid nitrogen in a vertical mini-tube[END_REF] have been given for a tube of 1.931 mm and an upward flow of liquid nitrogen. For horizontal flows, the flow configurations are more numerous than for the vertical flows for duct of large hydraulic diameters. Indeed, the gravity force brake the flow symmetry and a stratified flow may take place. When the dimensions are reduced, the surface tension effect play a most important role and the stratified flow, which could be visible for large tubes, may completely vanished. In this case the flow direction and orientation may have a smaller importance.

At small scales, there is nowadays numerous results. Nonetheless, there is no universal definition for the flow regime description that occur inside mini-channels. It can be noticed that numerous analysis have been made for adiabatic conditions. Nevertheless, [START_REF] Carey | Liquid-Vapor Phase Change Phenomena[END_REF] specified that the flows subjected to heat flux had similar flow regimes transitions compared to adiabatic flow as soon as the unstable phenomena related to flow reversal did not take place. [START_REF] Kew | Correlations for the prediction of boiling heat transfer in smalldiameter channels[END_REF] have studied R141b flows in tubes of hydraulic diameters ranged between 1.39 -3.69 mm and three flow configurations have been observed : isolated bubble regimes, confined bubble regime, alternating of annular and vapor slugs regime. A flow that consisted of a mixing of water / air in the duct of circular and triangular cross section ranged between 1.1 -1.5 mm have been studied by [START_REF] Triplett | Gas-liquid two-phase flow in micro-channels part i : two-phase flow patterns[END_REF]. The authors have counted up to five regimes for the analysed configurations. [START_REF] Fu | Visualization of flow boiling of liquid nitrogen in a vertical mini-tube[END_REF] have analysed a liquid nitrogen flow in a tube of 1.931 mm, and observed four regimes in their configuration. [START_REF] Saisorn | The effects of channel diameter on flow pattern, void fraction and pressure drop of two-phase airwater flow in circular micro-channels[END_REF] counted the same number of flow regime for a mix between water / air in three tubes of hydraulic diameter of 0.53 mm, 0.22 mm and 0.15 mm, but they were different to those observed by [START_REF] Fu | Visualization of flow boiling of liquid nitrogen in a vertical mini-tube[END_REF]. The numerous discrepancies between these data were due to the still subjective character of the observations that have been realized in the literature. These discrepancies were mainly due to different considerations between the transitions between the flow regime.

When the identification of the flow regimes has been made, maps that are velocity-dependent (real or superficial) regarding the liquid or the vapor can be built. These maps allow for the realization of experiments where the appearance of a specific regime can be favoured regarding the targeted application. Some of the well-known maps can be found in [START_REF] Baker | Simultaneous flow of oil and gas[END_REF], [START_REF] Mandhane | Flow pattern map for gas-liquid flow in horizontal pipes[END_REF], [START_REF] Taitel | A model for predicting flow regime transitions in horizontal and near horizontal gas-liquid flow[END_REF].

Heat transfer mechanisms during boiling a) Without inertial effect : pool boiling

For addressing the description of the heat transfer mechanisms that appear during convective boiling, it is necessary to consider, in a first step, a simple configuration without taking into account the inertial effects : pool boiling. Physical phenomena related to heat transfer between a wall and a boiling fluid have been studied for this configuration (see [START_REF] Nukiyama | Maximum and minimum values of heat transmitted from metal to boiling water under atmospheric pressure[END_REF]).

The influence of the heat flux on the evolution of wall superheat is given on the Figure 2.3. This figure is often called boiling curve. The evolution of the boiling curve can be described as followed :

(1) From point A to point C (or C' if the heat flux is the parameter of control), the surface is surrounded by the liquid and the heat transfer is made by natural convection. The heat transfer coefficient, which is associated with the natural convection, is relatively small and the heat flux q increases slightly with the temperature difference between wall temperature and saturation temperature (T p -T sat ).

(2) When wall superheated become sufficiently important (point C/C'), small vapor bubbles incipience occur on specific locations of the surface, which are called nucleation sites. This step is currently called onset of nucleate boiling (ONB) 5 . This is the nucleate boiling regime with isolated bubbles (C/C'-E). Two different situations may occur if :

5. In the remaining part of the manuscript, we will employ this term for defining this conditions. (3) When boiling has started, an increase of the wall superheat (or heat flux) activates more sites and the bubbles are produced with higher frequency. The vapor quantity increases with the increase of the parameter of control (q or T p -T sat ). The bubbles coalesce, forming gas slugs and gas columns that rise up into the liquid (which is static) (E-F). At point F, the vapor volume production is so high that the liquid cannot reach the heated surface to cool it down. This surface is partially covered with vapor slugs that trap liquid. This liquid evaporates what lead to a surface local dry out. Two different situations can take place. If :

a -the temperature is kept constant : the dry surface spots, which are covered with vapor, will transfer less heat than the spots that are wetted by the liquid. This lead to a decrease of the heat transfer convected by the liquid (from point F to G), b -the heat flux is kept constant : above a threshold value (at point F), a very strong increase of the heated surface temperature can take place and in specific cases can « damaged » strongly the cooling device. The system goes from point F to point H on a horizontal branch.

The maximal heat flux value (F) which is called Critical Heat Flux (CHF) correspond to boiling crisis.

(4) Above the point G, the vapor thin film is stable. This is the thin film boiling regime, for which the heat flux increase in a monotonically way with the temperature. The conductive and convective heat transport is increased with the wall superheat. The radiative transport through the vapor layer may become important when considering very high temperature.

Convection intersites

Convection induite par lʹascension des bulles

Convection induite par lʹascension des bulles

Vaporisation de la micro-couche au pied de la bulle Conduction instationnaire lors du remouillage It should be noticed that for saturated nucleate boiling regime (between the points D and F), three main contributions related to heat exchange between the wall and the fluid may be identified (Figure 2.4) : the heat exchange by convection in between the nucleation sites and the heat exchange due to the convection which is induced by the rising of the bubbles that detached from the surface (liquid agitation that makes easier the convection transport near the surface), the liquid micro-layer vaporization at the bubble foot, the thermal exchange by non-stationary conduction during the wall re-wetting by a cooler liquid after the bubble departure.

When the mechanism is driven by the heat flux, the boiling curve present a hysteresis with depend on the heating or cooling (of the plate or the wires). During the heating, the boiling curve evolution goes through the succession of points given in the series x, that is describe below. During the cooling (when the flow is in the film boiling regime), the boiling curve evolution goes through the series y. In these two following cases, it is possible to observed that the transition boiling regime does not exist if the mechanism is driven by the heat flux.

x A → C → C' → D → E → F → H. y H → G → E → D → B → A.
Numerous parameters may modified the evolution of the boiling curve (undercooling, pressure, surface roughness, fluid wettability, thermophysical properties of the fluid) but this aspect is beyond the analysis that has been made in this manuscript. More detailed analysis may be found in [START_REF] Collier | Convective boiling and condensation[END_REF] or [START_REF] Carey | Liquid-Vapor Phase Change Phenomena[END_REF].

b) With inertial effects : internal convective boiling

The consideration of the heat transfer mechanism during convective boiling is more complex when compared to pool boiling. The addition of an inertial component can make appear new forces, that act on the flow and can in some cases drive the heat transfer from the wall to the liquid. From a thermodynamic point of view, phase change implies two mechanism during convective boiling :

Nucleate boiling

This mechanism is driven by bubbles development on a heated wall. In this specific case, the pool boiling experiments showed that heat exchange coefficient is not affected by the flow rate or the thermodynamic vapor quality. In other hand, this heat exchange coefficient is fully driven by the wall heat flux (or the wall superheating). Numerous correlative laws exist for determining this heat transfer coefficient during this bubbles development mechanism. These correlations can be written in a general form as followed :

q = η [T p -T sat (P )] m (2.22)
η is a parameter that is dependent on surface and fluid thermophysical properties. T sat is the saturation temperature that is determined in function of the system pressure P . The parameter m is a exponent that is comprised between 2 and 4.

Convective evaporation

This mechanism correspond to the liquid vaporization at the liquid/vapor interfaces when there is a liquid flow. In this configuration, the correlations that have been established are often dependent of the flow rate or thermodynamic vapor quality variations. For this case, the heat flux does not have a significant impact on the heat transfer rate and it can be assumed that surface roughness impact is negligible. § ¦ ¤ ¥

Onset of nucleate boiling

An important parameter that should be considered for the study of the convective boiling is the determination of the position where the onset of nucleate boiling (which is related to the transition from a single-phase flow to a two-phase flow) occur. This parameter cover the phenomena of bubble incipience on the wall, its possible sliding on the wall, up to its detachment from this wall. From this point, the results that have been obtained in a experimental way start to deviate from the correlations that have been drawn for the single-phase flows. Therefore, the determination of the heat flux (or wall superheat) conditions leading the ONB incipience is key for the sizing of the heat exchangers. [START_REF] Hsu | On the size range range of active nucleation cavities on a heating surface[END_REF] seems to be the first author that has built a semi-empirical model for determining the criteria that lead to ONB. He has supposed that a vapor embryo was located on a nucleated site placed on the wall. The heating of the wall led to the development of the boundary layer near this site. [START_REF] Hsu | On the size range range of active nucleation cavities on a heating surface[END_REF] showed that ONB may occur in function of a minimal wall superheat (T p -T sat ). Its model allow for the determination of a range of nucleation site diameter that can be activated for pool boiling conditions. [START_REF] Hsu | On the size range range of active nucleation cavities on a heating surface[END_REF] for Forane 365 HX The Figure 2.5 gives the range of nucleation sites for Forane 365 HX by considering a heat transfer coefficient of 4000 W.m -2 .K -1 . The thermal boundary layer has a thickness of 32 µm where the first nucleation sites should have a radius of 3 µm for a minimal wall superheat of 6.4 o C regarding the data given by [START_REF] Hsu | On the size range range of active nucleation cavities on a heating surface[END_REF].

Using the large current database for convective boiling flows for water under saturated conditions, other authors [START_REF] Bergles | The determination of forced-convection surface-boiling heat transfer[END_REF], [START_REF] Sato | On the conditions of incipient subcooled boiling and forced convection[END_REF], [START_REF] Davis | The incipience of nucleate boiling in forced convection flow[END_REF]), have determined the minimal heat flux for reaching the ONB conditions. [START_REF] Frost | An extension of the methods of predicting incipient boiling on commercially finished surfaces[END_REF] have determined the heat flux necessary for the ONB for a very large set of fluid (including refrigerants) for saturated conditions 6 :

q ON B = λ l h lv ρ v 8σT sat (T p -T sat ) 2 P r -2 l (2.23)
where λ l is the liquid thermal conductivity, h lv the latent heat of vaporization, ρ v the vapor density and P r l the liquid Prandtl number.

The knowledge of the heat flux or of the wall superheat, allow for the estimation of the position of the ONB, using a heat balance made on the mini-channel. For a single-phase flow that is fully developed and using an assumption of uniform heat flux, a constant cross section and with a inlet temperature equals to T l,amont , this balance can be written (Figure 1.3) as :

a 0 b 0 ρ l c p,l (T l (z) -T l,amont ) u l . n dS = - z ON B 0 q p dz (2.24)
where ρ l is the liquid density, c p,l the liquid specific heat at constant pressure. By expressing u l (fluid velocity) in function of G and the perimeter value (p) and the channel cross section (S) in function of the channel width (a) and height (b) we obtain :

q ON B = Gc p,l (T l (z ON B ) -T l,amont ) z ON B ab 2(a + b) (2.25)
If the convective heat transfer coefficient (h l ) is constant along the channel wall with a homogeneous heat flux, then :

q = h l [T p (z) -T l (z)] (2.26)
By replacing T l (z ON B ) expression from equations (2.25) and (2.26), the position where the ONB occur is given by :

z ON B = Gc p,l ab 2(a + b) (T p (z ON B ) -T l,amont ) q ON B - 1 h l (2.27)
Practically, only the correlation can allow for the determination of the right position for the ONB occurrence, which is due to the combination of numerous mechanisms, what make its prediction complex. Several teams work currently on semi-analytical theories that take into account the physical phenomena which act on ONB of bubble detachment. This study is above the analysis given in this manuscript but the reader who get interest in this topic may rely on the work of [START_REF] Colin | Hydrodynamics of bubble detachment in convective boiling[END_REF].

6. Numerous correlations can be found in [START_REF] Liu | Prediction of the onset of nucleate boiling in microchannel flow[END_REF] 

Instabilities in confined spaces

Instabilities can occur when the duct hydraulic diameter is reduced. Indeed, for the flows in mini-channels, the bubbles detachment from the wall can induced coalescence and from vapor slugs, that tackle the liquid which is trapped very near the wall. This condition leads to an increase of the interfacial and wall frictions. A reduction of the mass flow rate that lead to a wall temperature increase can occurred in this case. From a specific duct threshold, the bubble growth can become so quick (and violent) that their axial growth can make appear cyclic instabilities conditions (Figure 2.6). Some situation where backflow (bubble growth toward the channel entrance) 7 may be seen. This backflow is followed by a flow rate reduction which lead to an increase of the inlet pressure and lead to the draining of the bubble from the duct. After the bubble draining the phenomenon can be repeated with a new elongated bubble growth in the duct. [START_REF] Consolini | Convective Boiling Heat Transfer in a Single Micro-Channel[END_REF] 7. The interested reader may find more information on mini-channels instabilities in [START_REF] Wu | Visualization and measurements of periodic boiling in silicon microchannels[END_REF], [START_REF] Kandlikar | Nucleation characteristics and stability considerations during flow boiling in microchannels[END_REF], [START_REF] Huh | Flow pattern transition instability during flow boiling in a single microchannel[END_REF], [START_REF] Wang | Unstable and stable flow boiling in parallel microchannels and in a single microchannel[END_REF], [START_REF] Consolini | Convective Boiling Heat Transfer in a Single Micro-Channel[END_REF]

. § ¦ ¤ ¥ Critical heat flux (CHF)
The conditions for CHF occurrence during convective boiling are of high importance. For heat fluxes values (see x), or for heat exchanger that are not well sized8 (see y), some mechanisms of wall dryout that can deteriorate the working of the heat exchanger may occur.

x The bubble generation frequency is very high. The bubble very close to each other tend to coalesce between them and formed vapor slug that insulated completely the mini-channel wall from the liquid that is in the center line. The increase of the wall temperature in these cases is very high and can damaged quickly the experimental device. the incipience of the phenomenon is called the dryout of first type or Departure from Nucleate Boiling (DNB).

y The convective boiling goes from a succession of flow regimes. During the annular regime, the vapor velocity at the duct center can become very high compared to the liquid velocity. For the conditions where the velocity difference or the difference between the liquid and vapor densities, the evaporation of the liquid thin film may lead to this dryout if the duct length is too long. For the conditions for which this velocity difference is large, significant interfacial shear stress may lead to interfacial instabilities of Kelvin-Helmholtz type (Figure 2.7). In function of the amplitude of these instabilities, dry spot region can appear. In this last case, the partial dryout conditions are fulfilled. The wall temperature increase for this case in less harsh compared to the previous one. This phenomena is called dryout of second type. § ¦ ¤ ¥

Summary on the mechanism that occur during convective boiling

Generally the addition of an inertial component, lead to the improvement of the heat exchange. Moreover, one can notice that for the ducts of small dimensions pool boiling does not seem to be adapted because the confinement should lead to a more rapid dryout of the wall a .

During the convective boiling study, it become necessary to determine for each mass flow condition, the values of heat transfer allowing for the boiling incipience and the conditions for the occurrence of dryout phenomenon. These two mechanisms are fundamental for the sizing of mini-channels, because their restrict their working range for boiling conditions. One can point out that instabilities related to mini-channels geometrical scale reduction may take place when the bubble dimension tend to become larger than the duct cross section. As a consequence, the bubble can grow only in the longitudinal direction. These data must be taken intro account when the cross section of a boiling flow is reduced.

a. [START_REF] Geisler | Confinement effects on nucleate boiling and critical heat flux in buoyancy-driven microchannels[END_REF].

Parameters that have an influence on the boiling nature

In this paragraph, the impact of specific parameters : working fluid type, fluid wettability with channel wall, working conditions, mini-channel geometry, that have an impact on the heat exchange coefficient, the pressure drops or the transition between the flow regimes will be analyzed. It should be point out that the influence of all these parameters can affect significantly the ONB, the instabilities that can take place in the channel, the phenomena that suppress the nucleate boiling but also the CHF occurrence, nonetheless these analysis will not be detailed in this state of the art review.

Working fluid selection

It is useful to estimate the influence of the selected working fluid on the evolution of the pressure drops as well as the heat transfer rate for a boiling flow. This important task allow for the realization of preliminary choices for the working fluid selection. Nevertheless, the comparison between the data of the state of the art review are particularly difficult to do, because of different experimental conditions. The reasons of this difficulty are related to the different operating conditions (working pressure, inlet temperature, flow cross section, wall surface roughness) that can be encountered experimentally. Nevertheless, when studies are done for different working fluid on a same experimental bench, it is possible to do an objective comparison of the impact of the fluid thermophysical properties. We will give some results that proposed to compare the evolution of the pressure drops and heat transfer coefficients for different fluids on a same experimental device.

a) Pressure drop evolution

We have point out that the influence of the working fluid on the pressure drop is not much studied in the literature. In this paragraph, a summary of three interesting papers that allow for an evaluation of the impact of fluid type on the evolution of the pressure for duct of small dimensions is given. The determination of the thermophysical properties that have a very important impact on the pressure drops during convective boiling in mini-channels will be realized. § ¦ ¤ ¥ Revellin et Thome (2006) experimental results [START_REF] Thome | Engineering data book III[END_REF] used R134a and R245fa as working fluids. Their experimental test sections consisted of a stainless steel of hydraulic diameter of 0.509 mm. An evaporator that is located before the observation zone allow for the obtaining of the phase change. This evaporator had a length of 70.7 mm. The pressure drops study is made for adiabatic conditions 9 . The mass 9. An external system allow for the regulation of the temperature all around the visualization section velocity is of 700 kg.m -2 .s -1 and the undercooling at the tube inlet is comprised between 5 and 6 o C. The thermophysical properties of the two fluids are reported in Table 2.210 respecting the related operating conditions.

Revellin et

Fluid T sat ρ l ρ v h lv c pl c pv µ l µ v λ l λ v P r l P r v σ Units o C kg /
m 3 kg /m 3 kJ /kg kJ /kg.K kJ /kg.K µkg /m.s µkg /m.s mW /m.K mW /m.K S.U S.U mN /m The data given in the Figure 2.8 showed that for all of their results, the pressure drops expression is higher for the R245fa. The authors specified that 3ρ v (R245fa) ∼ = ρ v (R134a), what lead to a higher vapor superficial velocity than for the R245fa for a same thermodynamic vapor quality. Figure 2.8 -Pressure drop evolution for R134a and R245fa for a mass velocity of 700kg.m -2 .s - according to Revellin et Thome (2006) This mean that the interfacial shear stress is more important for this fluid. In addition, the liquid Reynolds number (based on the superficial velocity) is higher for R245fa what lead to parietal constraint that were more important. The collective influence of these two evolutions lead to a higher pressure drop for this fluid than for the R134a. § ¦ ¤ ¥ [START_REF] Jassim | Prediction of two-phase pressure drop and void fraction in microchannels using probabilistic flow regime mapping[END_REF] experimental results [START_REF] Jassim | Prediction of two-phase pressure drop and void fraction in microchannels using probabilistic flow regime mapping[END_REF] based their analysis on the results given by [START_REF] Niño | Characterization of two-phase flow in microchannels[END_REF] for the realization of flow map of probabilist type. The working fluid that have been used are R410a11 , R134a and a mixing between water/air that we will not be considered here. Some values of the thermophysical properties of the used fluids in their working conditions are given in Table 2.3. [START_REF] Jassim | Prediction of two-phase pressure drop and void fraction in microchannels using probabilistic flow regime mapping[END_REF] Not much data are given regarding the test section dimensions. On can note that it consisted of 6 parallel channels (the four located in the center are rectangular and the two remaining ones that are located on the outer part are circular and all the channels have a hydraulic diameter which has been estimated at 1.54 mm). The test section has been made in extruded aluminum. The experiments have been done for diabatic conditions for mass velocities ranged between 50 and 300 kg.m -2 .s -1 and a saturated fluid. In figure 2.9 it can be observed that the pressure drops are more significant for R134a for the whole range of thermodynamic vapor quality for all tested flow rate. One can note that ρ v (R134a) ∼ = 2ρ v (R410a). Moreover, this observation allow for the affirmation, that, for a same thermodynamic vapor quality, the superficial vapor velocity is approximately two time higher for the R134a than for the R410a. As a consequence, the two-phase flow pressure drop is, for this situation, mainly driven by the vapor velocity (at equivalent liquid superficial velocities), this pressure drop is then higher for R134a than for R410a. § ¦ ¤ ¥ [START_REF] Tran | Two-phase pressure drop of refrigerants during flow boiling in small channels : an experimental investigation and correlation development[END_REF] experimental results [START_REF] Tran | Two-phase pressure drop of refrigerants during flow boiling in small channels : an experimental investigation and correlation development[END_REF] studied the presure drop evolution for R12 and R134a. Their test section was fabricated in brass12 using a tube of circular cross section of hydraulic diameter of 2.46mm, for a length of 914 mm. The experiments have been realized for diabatic conditions and for a saturated fluid. Some thermophysical properties of the fluids that have been used are given in Table 2.4 for their operating conditions. 

Jassim

Fluid T sat ρ l ρ v h lv c pl c pv µ l µ v λ l λ v P r l P r v σ Units o C kg /m 3 kg /m 3 kJ /kg kJ /kg.K kJ /kg.K µkg /m.
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) 2000 
On the whole range of heat fluxes (Figure 2.10), we can remark that the pressure drop is always smaller for R134a. The authors specified that for reaching the same value of transferred heat flux to the fluid, the mass flow rate must be higher for R12, which has a smaller latent heat than for R134a. This lead to a higher pressure drop for R12. The comparison of the thermophysical properties of the two fluids showed that neither the viscosity effect (which is close for the two fluids), nor the mass density (which are close for the liquid and vapor phases) can be suspected to play a role in this difference. The fluid selection and particularly the selection of the couple ρ l / ρv are of paramount importance for the evaluation of the pressure drop for internal convective boiling. Indeed, the data from the state of the art showed that if the difference between the liquid and vapor mass density is significant, the two-phase flow pressure drops will be important. Indeed, the increase of the difference between these two densities has a contribution to the intensification of interfacial shear stress which are generated by more intense slippage between the two phases. Consequently, when choosing a fluid, a specific attention must be paid to this couple of thermophysical properties. Diaz et Schmidt (2007) had compared the evolution of the heat transfer coefficients for water and ethanol at atmospheric pressure. Their test section, was fabricated using a Nickel alloy (Inconel 600), and consisted of a single rectangular channel. The channel height was of 0.3 mm, the width of 12.7 mm for a length of 200 mm (d h = 586 µm). The thermophysical properties of their two fluids has been given in Table 2.5.

Fluide T sat ρ l ρ v h lv c pl c pv µ l µ v λ l λ v P r l P r v σ Unités o C kg /
m 3 kg /m 3 kJ /kg kJ /kg.K kJ /kg.K µkg /m.s µkg /m.s mW /m.K mW /m.K S.U S.U mN /m Eth. 78.3 The given data showed that the heat transfer coefficients present a very huge dependence to the working fluid that had been used. Indeed, for a same thermodynamic vapor quality, the heat transfer coefficients that have been obtained for water are generally higher. This is due to the higher latent heat of the water, which for an equivalent vapor flow rate, led to the intensification of the heat transfer rates.

In addition, the appearance of a sharp peak during the transition from the subcooled conditions (x < 0) to the saturated conditions (x ≥ 0) for water as a working fluid has not been observed for ethanol. According to our understanding, this behavior was due to the bubble growth mechanism 13 , and to the flow confinement also, which varied regarding the used working fluid 14 . § ¦ ¤ ¥ [START_REF] Bertsch | Effects of heat flux, mass flux, vapor quality, and saturation temperature on flow boiling heat transfer in microchannels[END_REF] experimental results [START_REF] Bertsch | Effects of heat flux, mass flux, vapor quality, and saturation temperature on flow boiling heat transfer in microchannels[END_REF] worked with R134a and R245fa as working fluids for the study of the heat transfer coefficient evolution. Their test section consisted of 33 rectangular copper channel (purified in oxygen content). The channels height was of 953 µm, the width of 381 µm, for a length of 9.53 mm. Some of the thermophysical fluids properties are reported in Table 2.6. The comparison of these data is particularly interesting because the numerous thermophysical properties of these two fluids are relatively similar ; what allow for the estimation of the specific influence of some of them (ρ v , µ l , σ). The author explain that for the pool boiling conditions the heat transfer is inversely proportional to the surface tension (according to the equation of Bennet et Chen (1980)). The authors concluded by saying that their results were in agreement with the predicted evolution related to this equation, what lead to better heat transfer coefficient for the R134a (Figure 2.12). This is a conclusion that can seemed surprising compared to the results given by [START_REF] Diaz | Experimental investigation of transient boiling heat transfer in microchannels[END_REF], where water had surface tension higher than ethanol but allowed for the reaching of better heat transfer coefficients. This result may be explained by the difference of the liquid viscosity (µ l ) which can have an impact of the heat transfer coefficient evolution as we may understand it 15 .

Fluid T sat ρ l ρ v h lv c pl c pv µ l µ v λ l λ v P r l P r v σ Units o C kg /m 3 kg /m 3 kJ /kg kJ /kg.K kJ /kg.K µkg /m.
13. The water contact angle with Nickel is ranged between 60 o and 70 o according to [START_REF] Wang | Evaluation of the wettability of metal surfaces by micropure water by means of atomic force microscopy[END_REF] and is, generally, much more smaller that the couple alcohols/metals. By doing an assumption and saying that this contact angle is about 10 o for ethanol, the [START_REF] Phan | Surface wettability control by nanocoating : The effects on pool boiling heat transfer and nucleation mechanism[END_REF] correlation predict, for a pool boiling condition, a bubble detachment diameter of 1.453 mm for water and of 0.728 mm for ethanol.

14. According to the [START_REF] Kew | Correlations for the prediction of boiling heat transfer in smalldiameter channels[END_REF] analysis, the flow confinement with water, should be more important(Co = 4.27) than for ethanol (Co = 2.63) according to the [START_REF] Diaz | Experimental investigation of transient boiling heat transfer in microchannels[END_REF] study 15. One can note that the value of the couple ρ l/ ρv had mainly an influence on the pressure drops variation. The impact of the surface tension (σ) is generally significant on the flow regime transitions. Nonetheless, these transitions did not implied systematically (when the conditions are far from the dryout point), an improvement or a decrease of the heat transfer coefficient as it will be shown in the study of [START_REF] Ong | Flow boiling heat transfer of R-134a, R-236fa and R-245fa in a horizontal 1.030 mm circular channel[END_REF]. G = 42 kg/m²/s -q'' = 2,6 W/cm² G = 84 kg/m²/s -q'' = 5,2 W/cm² G = 125 kg/m²/s -q'' = 7,8 W/cm² G = 167 kg/m²/s -q'' = 10,4 W/cm² G = 250 kg/m²/s -q'' = 15 W/cm² G = 334 kg/m²/s -q'' = 19,6 W/cm² R-245fa -dh = 0,54 mm Psat = 125 kPa (a) (b)

Figure 2.12 -Heat transfer coefficient evolution according to [START_REF] Bertsch | Effects of heat flux, mass flux, vapor quality, and saturation temperature on flow boiling heat transfer in microchannels[END_REF] for the : (a) R134a (b) R245fa

The study of the liquids Prandtl numbers, allow the formulation of an assumption that explain the reasons for this evolution for the low to moderate thermodynamic vapor qualities. The evolution of this number specified that for the use of R134a, the phenomena of thermal diffusion will be quicker that the momentum diffusivity. As an improvement of the heat transfer rate can be observed for the R134a whereas the flow rates were the same (by comparing the results that have been obtained for R245fa), it can be concluded that the heat transfer rate is controlled by the wall heat flux16 for these thermodynamic vapor qualities. The analysis of this number should allow for the justification of the [START_REF] Diaz | Experimental investigation of transient boiling heat transfer in microchannels[END_REF] Ong et [START_REF] Ong | Flow boiling heat transfer of R-134a, R-236fa and R-245fa in a horizontal 1.030 mm circular channel[END_REF] used three working fluids for studying the evolution of the heat transfer coefficients for a mini-tube. Some of the thermophysical properties of these three fluids can be found in Table 2.7. The mini-tubie which was in stainless steel (AISI304), had a hydraulic diameter of 1.03 mm for a length of 180 mm. The results of this study were given in a very impacting way by the authors, because their allow for the understanding of the impact of thermophysical properties on the evolution of the heat transfer coefficients. The evolution of the flow transition regimes that were analysed with the variation of the heat transfer coefficients have been given in Figure 2.13. R-134a -q'' = 21,5 kW/m² R-134a -q'' = 33,1 kW/m² R-134a -q'' = 39,9 kW/m² R-236fa -q'' = 21,3 kW/m² R-236fa -q'' = 32,9 kW/m² R-236fa -q'' = 39,8 kW/m² R-245fa -q'' = 21,3 kW/m² R-245fa -q'' = 33,0 kW/m² R-245fa -q'' = 39,8 kW/m²

Fluid T sat ρ l ρ v h lv c pl c pv µ l µ v λ l λ v P r l P r v σ Units o C kg /m 3 kg /m 3 kJ
R-134a R-236fa R-245fa ANNULAIRE BULLES ISOLEES COALESCENCE DE BULLES Figure 2
.13 -Evolution of the heat transfer coefficient for R134a, R236fa and R245fa according to [START_REF] Ong | Flow boiling heat transfer of R-134a, R-236fa and R-245fa in a horizontal 1.030 mm circular channel[END_REF] The results were obtained for a mass velocity of 200 kg.m -2 .s -1 and a subcooling of 4 o C at tube inlet. The authors based their analysis on the confinement parameter defined by Kew et Cornwell (1997) [equation (2.20)] for confirm the flow regime transition chronology for the different working fluids17 . On can notice that when the surface tension was high the flow regime transitions were quicker. Indeed, when the surface tension is small, the required energy to keep the interface stable is reduced, what explain the longer times for the flow regimes transitions for this situations. However, it is possible to note that the transitions between the flow regimes did not seemed to have a similar effect on the evolution of the heat transfer coefficients for these three fluids.

It can be pointed out that for this study, the heat transfer coefficients were higher for R134a when the thermodynamic vapor qualities were low to moderate. When its value was large, the heat transfer coefficients became higher for R236fa and R245fa. The decrease of the heat transfer coefficients for the R134a can be explained by the intensification of the partial dryout with the vapor quality. The authors said that this increase was due to the liquid film thickness reduction with the vapor quality, what lead to the intensification of the heat transfer rate (reduction of the thermal resistance of the thin liquid film for R236fa and R245fa). § ¦ ¤ ¥

Summary : Impact of the fluid selection on the heat exchange coefficient

There is no clear agreement on the fluid thermophysical properties impact on the evolution of heat transfer rate in a mini-channel. Indeed, numerous properties seemed to play a role in the variation of the heat transfer rate. Therefore, we can cite : the latent heat, the specific heat, the thermal conductivities, the mass densities, the liquid and vapor viscosities as well as the surface tension. Nonetheless, we think that the evolution of the liquid Prandtl number may give a relevant indication related to the thermal behaviors that have been observed in convective boiling for low to moderate thermodynamic vapor qualities.

Wettability properties of the fluid with the wall

The influence of contact angle (θ) between the wall and the fluid on hydrodynamic or thermal behavior has been analysed in this paragraph. We remind that the contact angle is the angle between the liquid interface and the solid surface, and by convention, this angle is measured in the liquid phase. This angle depends on the fluid/material couple. With the help of our state of art review it can be noted that the impact of the contact angle has been little studied in the literature for convective boiling conditions, although this parameter plays an important role. In particular, it can significantly influence the boiling behavior and the mechanisms leading to dryout. § ¦ ¤ ¥ [START_REF] Li | Bubble dynamics in microchannels. part ii : two parallel microchannels[END_REF] 

experimental results

The numerical study that has been made by [START_REF] Li | Bubble dynamics in microchannels. part ii : two parallel microchannels[END_REF], took into account the influence of the contact angle regarding two different points of view. The authors showed that the needed energy for the occurrence of the boiling is reduced when this contact angle is increased (Figure 2.14). igure 2.14 -Impact of the contact angle on the bubble incipience according to [START_REF] Li | Bubble dynamics in microchannels. part ii : two parallel microchannels[END_REF] This results can be demonstrated using the simplified example of the behavior of two liquid droplets that flowed in a conical cavity with a constant open angle (Figure 2.15).

Using this drawing, the case of a advancing contact angle is considered. It can be specified that the value of this angle is higher than the static contact angle. Here the droplet x has an advancing contact angle larger than the droplet y. If it is assumed that the vapor that is x should be able to entrap more vapor than the droplet y. However, this is the contact angle difference that will allow for the appearance of a more or less quick boiling and of a modification of the bubble diameter during the detachment [START_REF] Stutz | La nucléation[END_REF].

With this example, it can be highlighted the potential impact of the mini-channel corners. These corners may allow for the retention of different vapor volume with respect to the heated surface, regarding the opening angle. Thus for a same contact angle of 90 o , [START_REF] Li | Bubble dynamics in microchannels. part ii : two parallel microchannels[END_REF] showed that the needed energy for the ONB is smaller when the opening angle of the corner is reduced (Figure 2.15). § ¦ ¤ ¥ [START_REF] Barajas | Effet of contact angle on two phase flow in capillary tubes[END_REF] and Lee et Lee (2008) 

experimental results

On former paragraph, it has been shown that the contact angle may influenced significantly the ONB due the gas volume that can be trapped inside a cavity. This contact angle may have an impact on the convective boiling regime as showed by [START_REF] Barajas | Effet of contact angle on two phase flow in capillary tubes[END_REF]. The working principle of the experimental tests can be explain as followed. The authors sent gases via a compressed air system in a set-up that contain water. The contact angle is modified using tubes that have been realized with different materials in which there was the fluid flow. These tubes have a same hydraulic diameter of 1.6 mm and a length of 300 mm. The authors showed that the contact angle can even allow for the modification of the flow regimes when its value is larger that 90 o (non wettable liquid). According to the Figure 2.16, the flow regimes transitions which were more affected by this contact angle were the bubbles/plugs, annular/dispersed, plugs/multiple water rivulets 18 and plugs/annular. The transition took place for lower liquid and vapor velocities.

More recently, Lee et Lee (2008) have confirmed the results that have been obtained by 18. [START_REF] Barajas | Effet of contact angle on two phase flow in capillary tubes[END_REF] observed that for this regime, water liquid jets flowed on the tube surface. These jets did not flowed respecting a straight line but flapped in the longitudinal tube direction. [START_REF] Barajas | Effet of contact angle on two phase flow in capillary tubes[END_REF]. The author used water as working fluid. Four tubes were studied in this work in order to varied the contact angle. The hydraulic duct diameters were comprised between 1.46 to 2mm and had a length of 650mm. The authors showed that when the wettability between the fluid and the wall is modified, the flow regimes transitions were different and were obtained for lower liquid and vapor velocities. § ¦ ¤ ¥

Summary : Impact of the fluid wettability properties

The impact of the fluid wettability with the wall (selection of the couple fluid/material) can be important for the two-phase flow behavior. It can be said that this parameter has not been studied much in the state of the art. However, the contact angle should have a significant influence of the ONB and the dryout phenomena. These two parameter are key for the sizing of a heat exchanger. For the study that have been made in this paragraph, it as been demonstrated that this parameter can allow for the modification of specific flow regime transition also. This situation usually took place when the fluid have a low wettability with the surface (θ > 90 o ).

Working conditions

A large number of studies that have been realized in the context of the convective boiling considered mainly the impact of one or several working conditions on the heat exchange or on the flow hydrodynamic aspect. The working conditions 19 on which a particular analysis is nowadays focused in the literature are the : saturated pressure (or temperature) the liquid sub-cooling at the duct inlet mass flow rate heat flux § ¦ ¤ ¥

The saturated pressure (or temperature)

The influence of the working pressure on the evolution of the pressure drops in boiling conditions has been not much studied in the state of the art review that has been analysed in this study. [START_REF] Park | Flow boiling heat transfer, pressure drop, and flow pattern for CO 2 in a 3.5 mm horizontal smooth tube[END_REF] have studied the heat transfer rate and the pressure drops in a tube having a hydraulic diameter of 3.5 mm, a length of 150 mm made in copper. .17 -Pressure drop variation with the system working pressure according to [START_REF] Park | Flow boiling heat transfer, pressure drop, and flow pattern for CO 2 in a 3.5 mm horizontal smooth tube[END_REF] The results that have been obtained by these authors showed that the working pressure acted on the evolution of the pressure drop between the tube inlet and the tube outlet (Figure 2.17).

19. The orientation of the mini-channel, as showed by [START_REF] Kandlikar | An experimental study on the effect of gravitational orientation on flow boiling of water in 1054x197 µm parallel minichannels[END_REF], may have an influence on the heat transfer coefficients or on the pressure drops in mini-channels, but we will not be analysed this case in this manuscript.

This pressure drop is significantly reduced with the increase of the working pressure 20 . The authors explained that the pressure increase led to a decrease of the liquid viscosity which lead to a reduction of the intensity of the wall shear stress. On same time, the vapor density increase with the working pressure and allow for the reduction of the superficial vapor velocity. The reduction of this velocity lead to a weakness of the interfacial shear stress and to a global reduction of the two-phase pressure drop for boiling conditions.

The influence of the working pressure on the evolution of the heat transfer coefficient is relatively well understood since several years for boiling conditions. [START_REF] Bertsch | Effects of heat flux, mass flux, vapor quality, and saturation temperature on flow boiling heat transfer in microchannels[END_REF] have studied the evolution of the heat exchange coefficient for R134a in a tube of hydraulic diameter of 0.54 mm. The authors showed that the heat exchange coefficient increases with the working pressure for low thermodynamic vapor qualities (Figure 2.18(a)). [START_REF] Choi | Pressure drop and heat transfer during two-phase flow vaporization of propane in horizontal smooth minichannels[END_REF] underlined an increase of the heat transfer coefficient with the pressure on a larger range of vapor thermodynamic qualities (Figure 2.18 (b)). These last authors used propane for two tubes of different hydraulic diameters (1.5 mm et 3 mm for a length of 1 and 2 m respectively), that was fabricated in stainless steel. According to our analysis, this result may be explained by the influence of the surface tension that can have an important impact on the heat transfer rate intensity 21 . As showed in Table 2.8, the fluid latent heat is reduced when the working pressure is increased ; this means that for a same vapor flow rate, the thermal power due to the phase change should be reduced, what is not the case for the made experiments. This result can be explained by the 20. One can note that the saturation temperature increases with the working pressure 21. Similarly to the data that have been given on § 2.3.1-b), the heat exchange rates are generally improved for the low to moderate thermodynamic vapor qualities whe the liquid Prandtl number is decreased.

P T sat ρ l ρ v h lv c pl c pv µ l µ v λ l λ v P r l P r v σ kP a o C kg /
m 3 kg /m 3 kJ /kg kJ /kg.K kJ /kg.K µkg /m.s µkg /m.s mW /m.K mW /m.K S.U S.U mN /m 450 8.9 1265 19.5 191.6 1.36 et al. (2009) influence of the surface tension which is reduced with the pressure as shown by the data given in this last table. This behavior allow for the promotion of the nucleate boiling regime 22 insofar the required energy that is necessary for the interface resistance become lower. Furthermore, the saturation temperature increase with the working pressure. Thus for reaching the same vapor thermodynamic quality, it is necessary to increase the heat flux density between the wall the boiling flow (by assuming a same inlet temperature). This increase led to a improvement of the heat transfer coefficients. In addition [START_REF] Saitoh | Effect of tube diameter on boiling heat transfer of R-134a in horizontal small-diameter tubes[END_REF] showed that the impact of this working pressure seemed to increase when the duct hydraulic diameter is decreased.. § ¦ ¤ ¥

Summary : Influence of the saturation pressure

The increase of the saturation pressure allow generally for the intensification of the heat transfer rate in mini-channel by promoting the nucleate boiling regime. On same time, this increase lead to an augmentation of vapor density and a reduction of the liquid one what conduct to the pressure drops reduction. These two behaviours, allow for the deduction that the increase of this pressure allow for the improvement of performance of heat exchangers during boiling. Moreover, we noted that the influence of this pressure seemed to increase when the mini-channels hydraulic diameter is reduced [START_REF] Saitoh | Effect of tube diameter on boiling heat transfer of R-134a in horizontal small-diameter tubes[END_REF])

22. The bubbles diameter is reduced for a same exchanged heat flux and the interaction between these bubbles are more numerous and improve the mixing § ¦ ¤ ¥ Liquid subcooling at the duct entrance Among the read papers, only the data of Revellin et Thome (2006) took in consideration the impact of the subcooling on the pressure drops evolution. The results that have been obtained by these authors suggested that the subcooling at the mini-tube entrance has very low impact on the pressure drop regarding the thermodynamic vapor quality for the studied temperature range. We noted that the studied subcooling were very close and equalled 2 o C, 3 o C and 5 o C.

The interest for the study of the boiling condition for subcooled condition has grown with research related to the cooling of power electronics (electronic components that generated very high heat fluxes). [START_REF] Martin-Callizo | Subcooled flow boiling of R-134a in vertical channels of small diameter[END_REF] have studied the evolution of the heat transfer coefficients for three tubes of following hydraulic diameters 0.83 mm -1.22 mm -1.7 mm that were fabricated in stainless steel (AISI 316) and having a length of 310 mm. The working fluid that has been used in this study was R134a. The data that have been given on Figure 2.19 showed that for a same thermodynamic vapor quality, the heat transfer coefficients were improved when the subcooling increased. Indeed, for subcooled conditions, the fluid which is close to the wall is at saturation temperature [or sligthly superheated (T l > T sat )], whereas the fluid in the flow core is subcooled (T l < T sat ). [START_REF] Martin-Callizo | Subcooled flow boiling of R-134a in vertical channels of small diameter[END_REF] showed that for reaching the same thermodynamic vapor quality when the inlet temperature is decreased (or when the subcooling is increased), it was necessary to impose a higher heat flux. In this case, the nucleation sites activity increased, what allow for the intensification of the heat exchange rate. § ¦ ¤ ¥

Summary : Liquid inlet subcooling impact

The increase of the liquid inlet subcooling impact allow for the intensification of the heat transfer rate for a same thermodynamic vapor quality. Indeed, it is necessary to increase the heat flux value between the wall and the flow when the inlet temperature decrease for obtaining a same thermodynamic vapor quality. This increase lead to the enhancement of the bubbles interactions for the mini-tubes what contribute to the improvement of the heat transfer. However, the subcooling impact on the pressure drop is not clear yet, but it seems that the evolution of these pressure drops regarding the thermodynamic vapor quality is not much sensitive regarding this parameter.

§ ¦ ¤ ¥
The mass flow rate

The results that have been studied in the literature, come to an agreement for saying that the pressure drop increase with the flow rate as showed in Figure 2.17.

Nowadays, the impact of the flow rate on the heat transfer is not fully understood yet when the dimensions are reduced. Some authors argued that the contribution of the nucleate boiling diminished for convective evaporation. The intensification of the heat transfer would be mainly due to the vaporization of a liquid film that is localized in between the mini-tube wall and the vapor flow. Contrarily other authors supported that the nucleate boiling that it is generated in the liquid film remained and this mechanism drove the heat transfer rate. Dryout phenomena take place for lower thermodynamic vapor quality when the flow rate was increased according to [START_REF] Choi | Pressure drop and heat transfer during two-phase flow vaporization of propane in horizontal smooth minichannels[END_REF]. For the study of boiling in smaller tubes, the mass flow impact become more difficult to characterize as the results of [START_REF] Kuo | Local measurement of flow boiling in structured surface microchannels[END_REF] showed it (Figure 2.21). When the thermodynamic vapor quality is higher to 0.05, the authors showed that the heat transfer coefficient evolved not much with the flow rate (when G ≤ 231kg.m -2 .s -1 ). They made the assumption that the convective evaporation is not the main mechanism of heat transfer for this configuration. For a mass velocity of 303 kg.m -2 .s -1 , the heat transfer coefficient increased significantly and for this case, the impact of the flow rate cannot be neglected. This results showed that the evolution of the heat transfer process on devices of small dimensions is much more complex than for the cases of conventional ones. § ¦ ¤ ¥

Wall heat flux

Similarly to the impact of the mass velocity, the heat flux impact is not well understood when the system dimensions are reduced. Moreover, the use of different working fluids can modify the impact of the heat flux on heat transfer rate. The experimental results of [START_REF] Ong | Flow boiling heat transfer of R-134a, R-236fa and R-245fa in a horizontal 1.030 mm circular channel[END_REF] showed how much this phenomenon is complex (Figure 2.13). For these results, the heat transfer coefficient increased with the heat flux on the full range of thermodynamic vapor quality, when using the R134a as working fluid. When R236fa was used, the heat transfer coefficient increased with the heat flux for x < 0.4. Above this value, the heat transfer coefficients was not much influenced by the heat flux. Besides, the heat transfer coefficient is not sensitive to the heat flux when R245fa has been used. If an attention is paid on the [START_REF] Choi | Pressure drop and heat transfer during two-phase flow vaporization of propane in horizontal smooth minichannels[END_REF] results, it can be point out a very close behavior compared to what [START_REF] Ong | Flow boiling heat transfer of R-134a, R-236fa and R-245fa in a horizontal 1.030 mm circular channel[END_REF] observed when R236fa is used as working fluid. 2.22(a) showed that the heat transfer coefficient was not dependent on heat flux when x < 0.45. Beyond this value, the heat transfer coefficient seemed to be independent of the wall heat flux. [START_REF] Yun | Evaporative heat transfer and pressure drop of R-410a in microchannels[END_REF] studied the evolution of the heat transfer coefficient for R410a in two test sections that consisted in multi-channels of 1.36 mm and 1.44 mm of hydraulic diameter. The authors did not give the name of the material in which the test section was fabricated, but regarding the related application we can assumed that it was aluminum. [START_REF] Yun | Evaporative heat transfer and pressure drop of R-410a in microchannels[END_REF] noted that the heat transfer coefficient is not much sensitive to heat flux variation for small values of thermodynamic vapor qualities. Then for a thermodynamic vapor quality higher than 0.5, the heat exchange increased with heat flux. [START_REF] Yun | Evaporative heat transfer and pressure drop of R-410a in microchannels[END_REF] explained this surprising phenomenon 23 by instabilities occurrences what create interaction between the channels for thermodynamic vapor qualities higher than 0.5. These interactions intensified when the heat flux is increased and led to the improvement of the heat transfer rate24 . § ¦ ¤ ¥

Summary of the flow rate and heat flux impact

We can classify, the impact of these parameters regarding two categories of duct :

x For ducts of large hydraulic diameters, the influence of the flow rate and of the heat flux on the evolution of the heat transfer rate are clear enough. For the small thermodynamic vapor qualities, the heat transfer coefficient is generally not dependent on the flow rate but is heat flux dependent. This behavior is characteristic of the mechanism of nucleate boiling for pool boiling conditions. Moreover, the visualizations that have been made in this situation often showed that this is the bubbles regime which prevail when the thermodynamic vapor quality is small. For the moderate to important thermodynamic vapor qualities, this coefficient can be increased with flow rate a but stay generally not dependent on the flow rate. As a general rule, the maximal heat flux increased with the flow rate, but also with the wall heat flux. Moreover, the flow rate increase modified the thermodynamic vapor quality value (namely the critical one) for which the maximal heat flux is transmitted (thermodynamic vapor qualities are usually smaller for larger mass flows).

y For the smaller duct hydraulic diameters, the flow rate and heat flux influence are not fully understood. However, we can point out the the dryout take place generally for small thermodynamic vapor qualities and around this point the heat transfer coefficients are usually important. This maximal intensity increase with the flow rate or with the heat flux. Nowadays, there is no clear physical understanding which allow for the explanation of the very large diversity (and discrepancy) of the experimental results. Moreover, the experimental conditions may be largely influenced by the fluid selection which can make appear very different evolution for a same test section.

a. One can notice that there are results which showed a continuous decrease of the heat transfer coefficients for an increase of the thermodynamic vapor quality [START_REF] Agostini | Etude expérimentale de l'ébullition de fluide réfrigérant en convection forcée dans des mini-canaux[END_REF], [START_REF] Huo | Flow boiling and flow regimes in small diameter tubes[END_REF], among other).

23. The heat transfer coefficient dependence with the wall heat flux is related to the nucleate boiling mechanism that usually took place for small thermodynamic vapor quality for these dimensions.

Flow cross section

As written previously, numerous parameters act on the heat transfer rate and on pressure drops evolutions for boiling flows. The impacts of some factors are currently very often studied (saturation pressure, subcooling and heat flux) and there are numerous data in the literature that are related to these results 25 . The influence of other parameters, as the dimensions and especially the cross section geometries, is particularly difficult to characterize at the minichannels scale.

The numerical study of [START_REF] Hasan | Influence of channel geometry on the performance of a counter flow microchannel heat exchanger[END_REF] that has been realized for single-flow conditions, compare the hydraulic and thermal performances for counter flows in duct of same length (10 mm) but for which the cross section change for identical fluid volume (Table 2.9)

Geometry

Ducts dimensions

circular d h = 100µm square a × b = 100µm × 100µm rectangular a × b = 135µm × 67.5µm isocel
small side = 122.7µm, large side = 173.5µm trapezoidal small side = 71.75µm, large side = 143.5µm, b = 62.1µm Table 2.9 -Geometrical ducts dimensions. Numerical study of [START_REF] Hasan | Influence of channel geometry on the performance of a counter flow microchannel heat exchanger[END_REF] It is particularly interesting to note that this single geometrical modification can impact, in a significant way, the pressure drops and heat transfer evolutions. The authors showed that the thermal conductivities ratio (substrate on fluid ones) is a parameter that has an impact on the heat transfer rate evolutions and on the pressure drops 26 as showed in Figure 2.23.

25. These results are not all convergent, but the regular and new experimental and numerical results allow for the refinement of the global understanding of the thermal and hydrodynamic behaviours.

26. This observation showed clearly that the fluid and substrate selection is important. The results that have been given in Figure 2.23 were obtained for a Reynolds number of 50. Φ conv is the convected thermal power and P.P is the pumping power. Thus, the y-axis is a expression representing the energy efficiency. According to our analysis, since the geometrical modification has an impact for single-phase flow, it may be possible that it has an impact for boiling flow conditions also.

Still nowadays, very few studies took into account this influence in the literature. Moreover, for the tubes of sufficiently large hydraulic diameter, the geometry did no seemed to have an effect on heat transfer, pressure drop or flow regime transitions27 .

The results given by [START_REF] Tran | Small circular and rectangular channel boiling with two refrigerants[END_REF] showed that there is no influence of the geometry on the heat transfer coefficient when comparing a tube of hydraulic diameter of 2.46 mm, with a channel having a height of 1.7 mm and a width of 4.06 mm (d h = 2.4 mm). The two test sections have the same heated length which is of 0.9 m and have been fabricated in brass. By considering the [START_REF] Kew | Correlations for the prediction of boiling heat transfer in smalldiameter channels[END_REF] parameter, C o ∼ = 0.32 for the [START_REF] Tran | Small circular and rectangular channel boiling with two refrigerants[END_REF] study, the flow should not be considered as confined for the data that have been obtained by these authors what confirmed their analysis. [START_REF] Hetsroni | Periodic boiling in parallel micro-channels at low vapor quality[END_REF] specified that the boiling and its evolution is mainly controlled by the bubbles deformation and in particular of those located close to the channel walls which allow for intensification of the heat transfer of ducts of very small dimensions. [START_REF] Harirchian | The critical role of channel cross-sectional area in microchannel flow boiling heat transfer[END_REF] have studied the FC-77 flow in twelve single ducts of hydraulic diameters ranged between 100 µm and 748.8 µm and the authors showed that it exist a cross section from which (S = 0.089 mm 2 ) the thermal transfer became stronger. [START_REF] Choi | Pressure drop and heat transfer during two-phase flow vaporization of propane in horizontal smooth minichannels[END_REF] showed that the cross section reduction allow for the intensification of the heat exchange for small to moderate thermodynamic vapor qualities (Figure 2.24). It can be highlighted that the dryout occur for smaller thermodynamic vapor quality when this hydraulic diameter was reduced. The heat transfer coefficients become better for the larger hydraulic diameter for larger thermodynamic vapor quality. Contrary to these results, the analysis of [START_REF] Dupont | Evaporation in microchannels : influence of the channel diameter on heat transfer[END_REF], that have been made with R-123 as working fluid, showed that the mean heat transfer coefficient decreased when the duct hydraulic diameter (ranged between 0.5 mm and 2 mm) is reduced. In addition, the authors found that the maximum heat flux was not sensitive to this hydraulic diameter. The results of [START_REF] Saitoh | Effect of tube diameter on boiling heat transfer of R-134a in horizontal small-diameter tubes[END_REF] suggest however that the maximum heat flux that can be transferred increased with the reduction of this hydraulic diameter. They found similarly to the study of [START_REF] Dupont | Evaporation in microchannels : influence of the channel diameter on heat transfer[END_REF] that when this hydraulic diameter was reduced the dryout took place for lower thermodynamic vapor qualities, what is in accordance with the [START_REF] Choi | Pressure drop and heat transfer during two-phase flow vaporization of propane in horizontal smooth minichannels[END_REF] study.

Otherwise [START_REF] Harirchian | The critical role of channel cross-sectional area in microchannel flow boiling heat transfer[END_REF] analyzed the influence of their rectangular minichannels cross sections on pressure drop evolutions. Their showed that the flow cross section reduction generally leads to an increase of the pressure drop for convective boiling conditions. The results that have been obtained by Revellin et Thome (2006) and [START_REF] Choi | Pressure drop and heat transfer during two-phase flow vaporization of propane in horizontal smooth minichannels[END_REF] are in agreement with this former result as showed on Figure 2.25. The original study of [START_REF] Yen | Visualization of convective boiling heat transfer in single microchannels with different shaped cross-sections[END_REF] dealt with the cross section impact on the evolution of the heat transfer coefficients evolution. This study is interesting because the authors have made visualization of their boiling flow. These visualizations allow for the understanding of the physical mechanisms that played a role when modifying the cross section. The working fluid was HCFC123 for the two ducts : a tube having a hydraulic diameter of 210µm and a squared channel with a hydraulic diameter of 214µm. These two ducts were fabricated in pyrex and had been covered with a thin film made of ITO/Ag (Indium-Tin oxide/silver) to guarantee their heating using the Joule effect and the simultaneous flow visualization. tube -dh = 0,210 mm -q'' = 37,53 kW/m² canal -dh = 0,214 mm -q'' = 39,25 kW/m² Prédominance de l'ébullition nucléée Prédominance de l'évaporation convective Figure 2.26 -Heat transfer coefficient for two ducts of different cross sections according to [START_REF] Yen | Visualization of convective boiling heat transfer in single microchannels with different shaped cross-sections[END_REF] The results that have been given in Figure 2.26 showed that when the flow is in the nucleated boiling regimes, the heat transfer coefficient is more important for the duct having a squared cross section compare to the circular one. This result showed that during boiling 28 the thermal performance increase more rapidly than for these mini-channels. The authors explained that this is due to the channel corners that act as nucleation sites (Figure 2.27). These corner favour the heat transfer in the nucleate boiling conditions. It is then followed by a shrinking of the thin liquid film (without it disappearance which would lead to dryout) in the corners for these conditions. This liquid film may continue to subsist even when the plug/slug or annular regimes took place. The appearance of these flow regimes for convective boiling regime for a tube lead generally to the suppression of nucleation on the wall 29 and does not favour the heat transfer in these conditions.
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Figure 2.27 -Corners that act as nucleation sites according to [START_REF] Yen | Visualization of convective boiling heat transfer in single microchannels with different shaped cross-sections[END_REF] In addition, the authors suggested that the use of a duct of squared cross section delay the dryout effect compared to the case of test section of circular cross section. Similarly to the work done by [START_REF] Diaz | Experimental investigation of transient boiling heat transfer in microchannels[END_REF] or [START_REF] Kuo | Local measurement of flow boiling in structured surface microchannels[END_REF], it is particularly interesting to note that the heat transfer coefficients depend on the evolution of the thermodynamic vapor quality for nucleate boiling conditions. This phenomena seems to be surprising compared to the studies that have been made for conventional ducts (d h > 3 mm) for which this coefficient is not dependent on the thermodynamic vapor quality during nucleate boiling regime. [START_REF] Qu | Prediction and measurement of incipient boiling heat flux in microchannel heat sinks[END_REF] have studied the convective boiling of water in 21 parallel and rectangular channels of 231 µm of width and having a height of 713 µm. They noted the appearance of bubbles in the channels corners for ONB. Moreover, [START_REF] Li | Bubble dynamics in microchannels. part ii : two parallel microchannels[END_REF] made a numerical study on the impact of the corner angle on the boiling that allow for the demonstration that the minimal energy needed for the generation of the bubbles in a corner decreased with the opening angle of these corner (Figure 2.14).

28. [START_REF] Hasan | Influence of channel geometry on the performance of a counter flow microchannel heat exchanger[END_REF] have showed that in single-phase flow the performances where better for mini-tubes.

29. The temperature difference between te fluid and the the wall become so low that the needed superheat for activation of the nucleation sites is not high enough. § ¦ ¤ ¥

Summary : Impact of the duct cross section

During the study of convective boiling, the influence of the cross section or of the mini-tube dimensions can play an important role on the intensity of the heat transfer, the evolution of the pressure drops and also on the flow regimes transitions. The reduction of the miniduct hydraulic diameter seem to lead to the intensification of the heat transfer. However, in a same time, the reduction of the flow cross section lead to the increase of the pressure drop. Thus, for considering the energetic efficiency of a thermal exchanger it should be necessary to consider the ratio between the wall heat transfer and the pumping power.

Still nowadays, relatively few studies were focused on the analysis of these parameters on these two power values. According to the results of our literature survey, the use of the minichannels seemed to enhance the heat transfer coefficients compared to the mini-tubes for low thermodynamic vapor qualities. Moreover, the dryout phenomena would be reached for higher heat fluxes values for the mini-channels compared to the mini-tubes of same hydraulic diameters. Besides, for the mini-channels case, the influence of the aspect ratio on the hydrodynamic and thermal behaviours is far to be understood. We can assumed that for the mini-channels for which one dimension of the cross section is lower to the bubble detachment diameter, this geometrical parameter (aspect ratio) should certainly play a significant role on the hydrodynamic or thermal behaviours.

Prediction of the pressure drops evolution

Presentation of theoretical data

The pressure drop prediction for a boiling flow is a data that is very important for the heat exchanger sizing and particularly for the determination of the pumping power. In this paragraph, we will make a theoretical recall regarding the construction of the laws and correlations that have been established for the pressure drops prediction for an internal two-phase flow.

From a general point of view, the expression of the total pressure drop for two-phase flow can be written as followed :

- dP dz diph(tot) = - dP dz diph(f r) + [(1 -α)ρ l + αρ v ] gsinβ + d dz G 2 x 2 ρ v α + G 2 (1 -x) 2 ρ l (1 -α) (2.28)
This total pressure drop is the contribution of three elements :

x the pressure drop due to the friction between the fluid and the channel wall

dP dz diph(f r) ,
y the presure drop generated by the gravity forces that act on the fluid (which are dependent on the channel/tube orientation (β) for a sufficiently large diameter), z the pressure drop due to the flow acceleration (or flow deceleration) during phase change.

One of the most problematic term that has to be determined in the equation (2.28) is the one related to the pressure drops due to the parietal frictions. Indeed, in numerous two-phase flow configurations, it can be obtained only using an empirical method. The two other terms can be calculated using the void fraction α and thermodynamic vapor quality x evolutions. It is possible to relate these two parameters using the equation :

α = A v A = 1 1 + 1 -x x ρ v ρ l u v u l (2.29)
The knowledge of the void fraction and the thermodynamic vapor quality allow for the determination of the liquid and vapor velocities as showed by the equations (2.6a) et (2.6b). It can be highlighted that for horizontal flows, the term due to the hydrostatic pressure [second term on right side of the equation (2.28)] equalled zero.

Pressure drops for two-phase flow

In this section, the expression of different correlations or laws that characterize the pressure drops due to wall friction are reported.

a) Homogeneous model

The homogeneous model is a concept that allow for the simple representation of the evolution of the pressure drops for specific flow configurations. For these cases, the fluid mixture obeys to the same laws compared to the ones of a single phase flow by considering that the evolution of the thermophysical properties of the mixture are similar to a single specific fluid. For this configuration, the two phases are considered to flow a same velocity inside the duct (u v /u l = 1), what lead to the simplification of specific equations. The mixture mass density can be defined as followed :

ρ hom = ρ v α + ρ l (1 -α) (2.30)
ρ hom can be written regarding the thermodynamic vapor quality and using equation ( 2.29) :

ρ hom = x ρ v + 1 -x ρ l -1 (2.31)
Therefore, the pressure drop term that is due to the two-phase flow acceleration (or deceleration) is given by :

dP dz diph(acc) = d dz G 2 ρ hom (2.32)
For an horizontal flow, the hydrostatic term equals zero. Using the thermophysical properties of the mixture, it is possible to obtain the pressure drop expression for a homogeneous flow :

dP dz diph(f r) = 2f hom G 2 d h ρ hom (2.33)
The friction coefficient, f hom depends on the flow regime that is developed in the duct. Its expression followed the equation :

f x = aRe -b x (2.34)
with x, which is expressing either the vapor phase or the liquid one or the two-phase mixture.

The constants, a and b, are dependent of the flow regime that is developed in the duct. In the case of a laminar flow (Re l , Re v ou Re hom < 2000), the value of a is given by the equation (1.7) for the rectangular channel case and b = 1. For a turbulent flow(Re l , Re v ou Re hom > 2000), a = 0.079 et b = 0.25. The Reynolds number expression for a homogeneous flow is given following :

Re hom = Gd h µ hom (2.35)
µ hom is the mixture dynamic viscosity which is defined by [START_REF] Cicchitti | Two-phase cooling experimentals -pressure drop, heat transfer and burnout measurements[END_REF] following 30 :

µ hom = xµ v + (1 -x)µ l (2.36)
30. Other definition of µ hom can be found in Lee et Mudawar (2005a) This is a model that is often used when bubble flow regime occurred with the phases that are close to saturation conditions, high mass velocities or a low density ratio between the liquid and vapor phases. The results from the literature have showed that it was possible to correlate the experimental data by characterizing the friction pressure drops evolution for a two-phase flow in tube of large hydraulic diameters. [START_REF] Lockhart | Proposed correlation of data for isothermal two-phase, two-component flow in pipes[END_REF] have used the concept of two-phase multipliers for correlating their experimental data using the wall friction that were obtained during a liquid or vapor single-phase flow. Thus the pressure drops due to the wall friction for a two-phase flow can be written as :

dP dz diph(f r) = Φ 2 l dP dz l(f r) = Φ 2 v dP dz v(f r) = Φ 2 lo dP dz lo(f r) (2.37)
Where Φ l , Φ v and Φ lo are the two-phase multipliers of the liquid, vapor and liquid (if it was flowing alone along the duct). By considering the liquid flow, the force balance on the domain when the flow is fully developed (for horizontal case, the hydrostatic pressure equals zero) may be given by 32 :

π d 2 h 4 P (z) -P (z) + dP dz dz = πd h τ p dz (2.38)
The expression of the pressure drop due to the friction is as a consequence equaled to :

dP dz l(f r) = - 4τ p d h (2.39)
But, if the liquid phase flow is take into account, τ p can be given as :

τ p = 1 2 f l ρ l [(1 -α)u l ] 2 (2.40)
f l is the friction coefficient and u l the liquid velocity. The expression of the liquid and vapor velocities are given using :

u l = G(1 -x) ρ l (1 -α) (2.41a) u v = Gx ρ v α (2.41b)
31. Some of the analysis presented there have been presented in [START_REF] Thome | Engineering data book III[END_REF], chapitre 13 32. This demonstration can be done for a rectangular channel also

By substituting the equation ( 2.40) and (2.41a) into equation (2.39) it is possible to obtain :

dP dz l(f r) = - 2f l G 2 (1 -x) 2 ρ l d h (2.42a)
By using the same approach for the vapor we obtained :

dP dz v(f r) = - 2f v G 2 x 2 ρ v d h (2.42b)
The equation ( 2.42a) represent the liquid wall friction with the duct. Finally, the equation ( 2.37) can be rewritten for the liquid as : [START_REF] Chisholm | Two-phase flow in rough tubes[END_REF] have formalized the [START_REF] Lockhart | Proposed correlation of data for isothermal two-phase, two-component flow in pipes[END_REF] approach and proposed to represent Φ l by the expression :

dP dz diph(f r) = -Φ 2 l 2f l G 2 (1 -x) 2 ρ l d h (2.43)
Φ l = 1 + C χ + 1 χ 2 1/2 (2.44)
C is a variable that depends on the flow regimes that are developed (viscous33 or turbulent) for the liquid and vapor phases of the two-phase flow. The values that are taken by this constant are given in 

χ = (dP/dz) l (dP/dz) v 1/2
(2.45)

Using equations (2.42a) and (2.42b) we obtained :

χ = ρ v ρ l 1/2 f l f v 1/2 1 -x x (2.46)
The values of the coefficients f l and f v can be found using equation (2.34). Using the whole set of data, it is possible to determine the pressure variations that are due to the two-phase flow regarding the flow regime that is developed in the duct. Numerous studies [START_REF] Mishima | Some characteristics of air-water two-phase flow in small diameter vertical tubes[END_REF][1], Lee et Lee (2001a) [2], [START_REF] Qu | Measurement and prediction of pressure drop in two-phase microchannel heat sinks[END_REF][3], Lee et Mudawar (2005b)[4], [START_REF] Lee | Fluid flow and heat transfer characteristics of low temperature twophase micro-channel heat sinks part 2. subcooled boiling pressure drop and heat transfer[END_REF][5], Megahed et Hassan (2009)[6]) based their analysis on this demonstration for correlating their experimental results by modifying the value of C (Table 2 

C vt = 1.45Re 0.25 lo W e 0.23 lo [6] F C72 rect. 0.25 Horiz. C vv = 0.0053Re 0.934 lo C 0.73 0 (X 2 ) 0.175 C vt = 0.0002Re 1.7 lo C 0.7 0 (X 2 ) 1.24
Table 2.11 -C value for different studies taken from literature

For [START_REF] Mishima | Some characteristics of air-water two-phase flow in small diameter vertical tubes[END_REF], the C parameter is a function that depends on the hydraulic diameter, whereas for Lee et Lee (2001a), [START_REF] Qu | Measurement and prediction of pressure drop in two-phase microchannel heat sinks[END_REF] and [START_REF] Lee | Fluid flow and heat transfer characteristics of low temperature twophase micro-channel heat sinks part 2. subcooled boiling pressure drop and heat transfer[END_REF], it is dependent of the mass velocity also. We can point out that for Lee et Mudawar (2005b) and [START_REF] Megahed | Two-phase pressure drop and flow visualization of FC-72 in a silicon microchannel heat sink[END_REF], C is a more complex function which depends on hydraulic diameter, mass velocity, surface tension and gravity acceleration.

For finding the expression of the pressure variation for a two-phase flow, it is then necessary to integrate the following expression :

∆P diph(f r) = L diph x x 0 Φ 2 l 2f l G 2 (1 -x) 2 ρ l d h (2.47) It is considered that the Lockhart et Martinelli (1949) correlation is useful when µ l /µ v > 1000 et G < 100 kg.m -2 .s -1 . § ¦ ¤ ¥

Chisholm (1973) correlation

The correlation that have been given by [START_REF] Chisholm | Pressure gradients due to friction during the flow of evaporating two-phase mixtures in smooth tubes and channels[END_REF] came from an empirical and extensive method (graphical method of [START_REF] Baroczy | A systematic correlation for two-phase pressure drop[END_REF]) which is applicable for experimental conditions that are very often encountered. The pressure gradient related to friction is given by :

dP dz diph(f r) = Φ 2 ch dP dz l(f r) (2.48)
Chisholm ( 1973) defined a parameter, Y, that was obtained from the ratio due to the friction pressure gradients that allow for the obtaining of the two-phase multiplier Φ ch :

Y 2 = dP dz vo dP dz lo (2.49)
where the subscripts ( vo and lo ) represent vapor and liquid phase as flowing along in the duct.

The two-phase multiplier is correlated using the parameter according to :

Φ 2 ch = 1 + (Y 2 -1) (Bx(1 -x)) (2-b)/2 + x 2-b (2.50)
where b is the exponent that can be found in equation (2.34). The value of the constant B is given for different values of Y , which are reported in Table 2.12.

0 < Y < 9, 5 G ≥ 1900 → B = 55/G 1/2 500 < G < 1900 → B = 2400/G G < 500 → B = 4.8 9, 5 < Y < 28 G ≥ 600 → B = 520/(Y G 1/2 ) G < 600 → B = 21/Y Y > 28 ∀ G → B = 15000/(Y 2 G 1/2 )
Table 2.12 -B values according to [START_REF] Chisholm | Pressure gradients due to friction during the flow of evaporating two-phase mixtures in smooth tubes and channels[END_REF] The [START_REF] Chisholm | Pressure gradients due to friction during the flow of evaporating two-phase mixtures in smooth tubes and channels[END_REF] is used when

µ l /µ v > 1000 and G > 100 kg.m -2 .s -1 . § ¦ ¤ ¥

Tran et al. (2000) correlation

More recently, [START_REF] Tran | Two-phase pressure drop of refrigerants during flow boiling in small channels : an experimental investigation and correlation development[END_REF] started from the [START_REF] Chisholm | Pressure gradients due to friction during the flow of evaporating two-phase mixtures in smooth tubes and channels[END_REF] analysis for characterizing the friction pressure drop, by considering the confinement and surface tension effect on the evolution of the two-phase flow and they obtained :

dP dz diph(f r) = Φ 2 tran dP dz l(f r) (2.51)
The authors defined the expression of their two-phase multiplier according to :

Φ 2 tran = 1 + (4.3Y 2 -1)(C o (x(1 -x)) 0.875 + x 1.75 ) (2.52)
with the confinement number C o which can be expressed according to equation (2.20). § ¦ ¤ ¥ [START_REF] Friedel | Improved friction pressure drop correlations for horizontal and vertical two-phase pipe flow[END_REF] correlation [START_REF] Friedel | Improved friction pressure drop correlations for horizontal and vertical two-phase pipe flow[END_REF] used the same to-phase multipliers concept than [START_REF] Lockhart | Proposed correlation of data for isothermal two-phase, two-component flow in pipes[END_REF] for determining the evolution of the pressure drop in the two-phase flow :

dP dz diph(f r) = Φ 2 f ried dP dz l(f r) (2.53)
His analysis was based on the study of more than 25000 experimental data points for tubes having a horizontal or a vertical orientation and for upward or downward flows. These flows took place in tubes having a circular cross section or rectangular channels. The evolution of the two-phase multiplier of [START_REF] Friedel | Improved friction pressure drop correlations for horizontal and vertical two-phase pipe flow[END_REF] is not dependent of the same parameters compared to the one defined by [START_REF] Lockhart | Proposed correlation of data for isothermal two-phase, two-component flow in pipes[END_REF] :

Φ 2 f ried = E + 3.24F H F r 0.045 l W e 0.035 l (2.54)
The author defined the Froude (F r) and Weber (W e) numbers 34 :

F r l = G 2 gd h ρ 2 hom ; W e l = G 2 d h σρ hom (2.55)
The expression of ρ hom can be found using the equation ( 2.31) and the expression of the constants E, F , H is given according to :

E = (1 -x) 2 + x 2 ρ l f v ρ v f l ; F = x 0.78 (1 -x) 0.224 ; H = ρ l ρ v 0.91 µ v µ l 0.19 1 - µ v µ l 0.7 (2.56)
The use of the [START_REF] Friedel | Improved friction pressure drop correlations for horizontal and vertical two-phase pipe flow[END_REF] correlation is recommended when the ratio (µ l /µ v ) < 1000 and [START_REF] Grönnerud | Investigation in liquid holdup, flow resistance and heat transfer in circular type evaporators, part IV : Two-phase resistance in boiling refrigerant[END_REF] had developed this correlation specifically for the use of refrigerants. The originality of this correlation came from the construction of a two-phase multiplier that 34. We can note that these numbers are dependent of the medium mass density which was considered as uniformed.

G < 2000 kg m -2 s -1 . § ¦ ¤ ¥ Grönnerud (1972) correlation
depends on a pressure drop correlated with the Froude number and on the thermodynamic vapor quality :

dP dz diph(f r) = Φ 2 gd dP dz l(f r) (2.57)
The two-phase multiplier that have been defined by the author follow the law :

Φ gd = 1 + dP dz gd        ρ l ρ v µ l µ v 0.25 -1        (2.58)
Surprisingly, the pressure gradient that have been defined by [START_REF] Grönnerud | Investigation in liquid holdup, flow resistance and heat transfer in circular type evaporators, part IV : Two-phase resistance in boiling refrigerant[END_REF] is nondimensional and depends on a friction coefficient, f gd :

dP dz gd = f gd x + 4(x 1.8 -x 10 f 0.5 gd ) (2.59)
The friction coefficient value can depends on the Froude number variation :

     Si F r l ≥ 1 → f gd = 1 Si F r l < 1 → f gd = F r 0.3 l + 0.0055 ln 1 F r l 2 (2.60)
where the Froude number is equaled to :

F r l = G 2 gd h ρ 2 l (2.61) § ¦ ¤ ¥

Müller-Steinhagen et Heck (1986) correlation

Müller-Steinhagen et [START_REF] Müller-Steinhagen | A simple friction pressure drop correlation for twophase flow in pipes[END_REF] proposed a correlation that represent the interpolation between the whole flow that was considered as fully liquid and the one fully vapor. The authors have determined this correlation using a set of a large database that cover the : water vapor/water, air/water, air/heavy oils and several refrigerants flow for a total of 9300 experimental data points and hydraulic diameters from 4 to 392 mm. It is very interesting to note that this correlation did not took into account the two-phase multiplier notion as defined in preceding paragraphs.

dP dz diph(f r) = G msh (1 -x) 1/3 + A 2 x 3 (2.62)
G msh equalled : Representation of the correlations that predict the two-phase pressure drop evolution

G msh = A 1 + 2(A 2 -A 1 )x (2.
The whole set of the correlations that were described in this paragraph have been represented on Figure 2.28 for a duct having a hydraulic diameter of 1.4mm, a mass velocity of 100kgm -2 s -1 with Forane 365 HX ( µ l / µv ≈ 42) as working fluid for a relative working pressure of 70 kP a. This figure will be considered as the one of reference during the study of the impact of the working conditions on the evolution of the pressure drops given in Figure 2.29. The results given in Figure 2.28 showed that some important differences exist between the correlations that have been given for describing the pressure drop evolution. Thus, it is possible to deduce that a clear understanding of the physical phenomenon that take place during the two-phase flow internal pressure is not conclusive for the moment. The difference can reached a ratio ranged between 1 and 10 (for the most unfavourable cases). The whole set of correlations showed that the pressure drop caused by the friction during the two-phase flow is higher than the equivalent pressure drop for single phase flow. This was due to the mean velocity, which was raised to the power two in the pressure drop expression, which became higher for a twophase flow and led to an increase of this term. It is possible to remark that the pressure drop increase than generally decrease for higher thermodynamic vapor qualities. This behavior can be explained because for large thermodynamic vapor qualities, the liquid wall thin film can completely disappear and lead to a suppression of the interfacial stresses what lead to a reduction of the wall friction.

Figure 2.29 showed that although all the important differences between these correlations, they all keep a relevant physical evolution regarding the experimental pressure drop (according to the data of the literature survey) with the operating conditions. Thus, when the saturation pressure is increased, these correlations predict a diminution of the pressure drop and they predicted an increase of this term when the mass flow rate is increased or when the hydraulic diameter is reduced. 

Void fraction evolution

It is often very difficult to obtain the evolution of the void fraction using direct physical measurements 35 at small scale. However this value is very important for characterizing the acceleration (or deceleration) due to pressure drop evolution of the two-phase flow 36 . A solution, for avoiding this difficulty consisted to used the established correlations for the determination of the void fraction evolution with respect to the thermodynamic vapor quality (which is a value that is easier to determine). In this section, some of the models of reference that allow for the determination of the void fraction value have been presented.

a) Homogeneous model

By considering that liquid and vapor phases flowed at same velocity, we obtain u l /u v = 1. Thus, equation (2.29) is simplified and can be written as :

α = 1 1 + 1 -x x ρ v ρ l (2.64) b) Separated flow models § ¦ ¤ ¥
Zuber et Findlay (1965) correlation [START_REF] Zuber | Average volumetric concentration in two-phase flow systems[END_REF] model (drift flux model) has been developed from the study of numerous flows in vertical tubes. For solving the momentum equation of the mixture, the authors defined a drift flux law that relate the vapor velocity, the liquid velocity and the void fraction (f (u v , u l , α) = 0). According to them, a drift velocity between the vapor phase (that move faster near the centerline) and the liquid phase exist and its importance is controlled by the liquid and vapor density ratio (or the buoyancy forces). The authors thus defined a drift law that follow the equation :

u lv = u l -u v = U ∞ (1 -α) n-1 (2.65)
with U ∞ the velocity that is called the terminal one (or drift one) of the flow and n is a parameter that can be adjusted regarding the flow regimes. In order to determine the void fraction expression, the authors expressed the gas velocity, only, and result in another form an the equation (2.65) :

U v = D 0 J + U ∞ (2.

66)

35. A literature survey on the measurement techniques of the void fraction can be found in Desrats (2006) (Annexe 2) 36. This term may become very important in the case of phase change J represent the superficial velocities sum and can be written as :

J = Gx ρ v + G(1 -x) ρ l (2.67)
D o is a bubbles distribution parameter in the flow (→ D o ≥ 1). D o and U ∞ are variables that are necessary to adjust regarding flow configuration (Table 2.13). Using the equation (2.41b), the void fraction can be expressed as : (1971) have defined a correlation which is based on the study of refrigerants flows. They defined a parameter (S) that represent the ratio between the liquid and vapor velocities.

α = 1 D o 1 + (1 -x) x ρ v ρ l + ρ v U ∞ Gx (2.68) Flow D o U ∞ Bubbles 1.4 -0.4P r 1.53 σ g(ρ l -ρ v ) ρ 2 l 1/4 Slug 1.2 0.35 gd h (ρ l -ρ v ) ρ l Annular 1 23µ l G(1 -x) ρ v d h ρ l -ρ v ρ 2 l Table 2.
α = ρ l x Sρ v (1 -x) + ρ l x (2.69)
S can be calculated using :

S = 1 + E 1 y 1 + yE 2 -yE 2 1/2
(2.70) with : 2006) recommended the use of the Steiner (1993) correlation who used the drift flux flow concept. The expression of the void fraction is, for the case of horizontal flow, equalled to :

           y = β 1 -β ; β = ṁv ṁv + ṁl E 1 = 1.578Re -0.19 lo ρ l ρ v 0.22 ; E 2 = 0.0273W e lo Re -0.51 lo ρ l ρ v -0.08 (2.71) § ¦ ¤ ¥ Steiner (1993) correlation Thome (
α = x ρ v (1 + 0.12(1 -x)) x ρ v + 1 -x ρ l + 1.18(1 -x) [gσ(ρ l -ρ v )] 0.25 G 2 ρ 0.5 l -1 (2.72) § ¦ ¤ ¥
General form for the writting of the void fraction evolution according to [START_REF] Butterworth | A comparison of some void-fraction relationships for co-current gas-liquid flow[END_REF] Butterworth ( 1975) have demonstrated that it was possible to established a general formula for several correlation/models that allow for the calculation of the void fraction :

α = 1 + B B 1 -x x n 1 ρ v ρ l n 2 µ l µ v n 3 -1 (2.73)
The values of the constants are reported in worth (1975) This very original formulation allow for the simple representation of the void fraction variation regarding the thermodynamic vapor quality. § ¦ ¤ ¥

Representation of the correlation that predict the void fraction evolution

The evolution of all these laws with respect to the thermodynamic vapor quality is given in Figure 2.30. It is possible to point out that all these models predict a very fast increase of the void fraction with the thermodynamic vapor quality. Thus for a thermodynamic vapor quality of 0.2, the whole set of correlations predict a void fraction higher than 60% for a duct having a hydraulic diameter of 1.4 mm, a mass velocity of 100 kg.m -2 .s -1 for Forane 365 HX at 70 kP a (relative pressure). Figure 2.30 -Representation of the void fraction evolution regarding the thermodynamic vapor quality for the preceding correlations for a duct having a hydraulic diameter of 1.4 mm, a mass velocity of 100 kg.m -2 .s -1 for Forane 365 HX at 70 kP a (relative pressure)

Prediction of the heat transfer coefficients evolution

Presentation of the theoretical data

The evolution of the heat transfer for convective boiling is related to a chronology of the vapor and liquid phase repartition. Following to ONB, the bubble flow regime is dominant. It is then followed by the plug/slug flow toward the annular flow and from annular flow up to dispersed flow (fog) (Figure 2.31). It is often necessary to consider different mechanisms of heat transfer that evolved with the thermodynamic vapor quality (or with the considered location along the flow) during the convective boiling. Figure 2.31 showed that the nucleated boiling regime drove the heat transfer for low thermodynamic vapor qualities and led to a very moderated increase of the heat transfer rate. For larger thermodynamic vapor qualities, the flow goes rapidly in the annular configuration, and the heat transfer mechanism are controlled by the interface vaporization that allow for the enhancement of the heat transfer coefficient. This is due to the decrease of the liquid thin film that lead to a decrease of the thermal resistance. For the moderated thermodynamic vapor qualities, the two mechanism may control simultaneously the heat transfer rate. From a specific thermodynamic vapor quality (or a specific location), the liquid vaporization at the interfaces may become so important that the nucleate boiling regime can be fully suppressed. From this moment, the vaporization mechanism become the single process that drive the heat transfer rate. During the last stages of the annular flow, the core vapor acceleration produced very often droplets entrainment that have been taken from the liquid film and caused by the appearance of Kelvin-Helmholtz instability (Revellin et Thome (2008)). For higher thermodynamic vapor quality, these breaks may lead to a localized disappearance that is called partial dryout. It is possible to fully dry this thin film for the most unfavorable conditions 37 .

From their literature review Webb et Gupte (1992) listed three modelling for defining the importance of the heat transfer mechanism that can be encountered in convective boiling : a) Superposition model :

h diph = h nb + h cv (2.74)
where h nb is the heat transfer coefficient due to the nucleate boiling and h cv , the one due to the convective flow contribution.

b) Asymptotic model :

h n diph = h n nb + h n cv (2.75)
c) Intensification model :

h diph = Ψh L (2.76)
In the following paragraphs some of the most known model will be presented. Chen ( 1966) defined the superposition model by considering that the heat transfer coefficient for saturated convective boiling was the sum of a microscopic (nucleate boiling) and macroscopic (heat transfer by convection) contribution. Regarding the flow conditions, one of the contribution may be increased or decreased. Using the Figure 2.31, it is more simple to understand the analysis made by [START_REF] Chen | Correlation for boiling heat transfer to satured fluids in convective flow[END_REF] which has weighted the heat exchange coefficient due to nucleate boiling (h nb ) by a suppression factor S and the heat transfer coefficient due to convective vaporization (h cv ) by a intensification factor F :

h diph = Sh nb + F h cv (2.77)
The heat transfer coefficients for the nucleate boiling and convection vaporization were given by Forster et Zuber (1955) (the coefficients have been determined for pool boiling for nucleate boiling regime) and [START_REF] Dittus | Heat transfer in automobile radiators of the tubular type[END_REF] respectively.

             h nb = 0.00122 λ 0.79 l c 0.45 pl ρ 0.49 l σ 0.5 µ 0.29 l h 0.24 lv ρ 0.24 v [T p -T sat (P l )] 0.24 [P sat (T p ) -P l ] 0.75 h cv = 0.023Re 0.8 l P r 0.4 l λ l d h (2.78)
with λ l , c pl , ρ l , ρ v , σ, µ l , h lv , T and P that are given in SI unit.

The suppression and intensification factors are defined following :

               S = (1 + 2.53 × 10 -6 Re 1.17 hom ) -1 F (X tt ) = 2.35 1 X tt + 0.213 0.736 if X -1 tt > 0.1 F (X tt ) = 1 if X -1 tt ≤ 0.1 (2.79)
X tt is the [START_REF] Lockhart | Proposed correlation of data for isothermal two-phase, two-component flow in pipes[END_REF] parameter, obtained when the liquid and vapor phases are considered in turbulent regime. Thus using the equations (2.46) and (2.34), it is possible to obtain :

X tt = 1 -x x 0.9 ρ v ρ l 0.5 µ l µ v 0.1 (2.80)
The [START_REF] Chen | Correlation for boiling heat transfer to satured fluids in convective flow[END_REF] analysis was based on 395 experimental data points for vertical flows for various fluids (water, methanol, pentane, benzene, heptane, cyclo-hexane). This correlation take more into account the physical mechanism that occurred during the convective boiling than the other superposition correlations. It is possible to point out that this correlation did not give good results for refrigerants. [START_REF] Zhang | Correlation for ?ow boiling heat transfer in minichannels[END_REF] have studied 13 different databases and compared the most often used correlations for the prediction of the transfer coefficient for the conventional systems. According to the authors, this is the Chen (1966) correlation that allow for the obtaining of the best results. However for the micro-systems, the authors point out that the Reynolds number are generally lower than 3000, what match with transition or laminar flow. They specified that this value is no consistent with the original development of [START_REF] Chen | Correlation for boiling heat transfer to satured fluids in convective flow[END_REF], particularly for the determination of the intensification factor of convective component. Thus the authors defined F as :

F = 0.64 1 + 20 X tt + 1 X 2 tt 0.5
(2.81) [START_REF] Zhang | Correlation for ?ow boiling heat transfer in minichannels[END_REF] made the assumption that nucleate boiling took place in channel of small dimensions and they said that the suppression factor follow the same expression compared to the one given in (2.79). They kept the heat transfer coefficient expression [equation (2.78)] that have been defined for nucleate contribution. § ¦ ¤ ¥ [START_REF] Gungor | A general correlation for flow boiling in tubes and annuli[END_REF] correlation [START_REF] Gungor | A general correlation for flow boiling in tubes and annuli[END_REF] used the same approach compared to [START_REF] Chen | Correlation for boiling heat transfer to satured fluids in convective flow[END_REF] for defining their correlation. The authors used 4202 experimental data points for saturated boiling condition and 946 for subcooled boiling for numerous fluids (HCFC22, CFC11, CFC12, CFC113, CFC114, water, ethylene glycol, n-butanol and ethanol), for upward or downward flow inside horizontal or vertical tubes. Their correlation can be written as :

h diph =   1 + 3000Bo 0.86 + 1.12 x 1 -x 0.75 ρ l ρ v 0.41   h cv (2.82)
with Bo that is the boiling number. 1990) used an asymptotic model of second order for correlating the heat transfer coefficient evolution. Their correlation was based on 5193 experimental data points (whose 991 for subcooled conditions), that came from 30 different databases for numerous fluids (water, alcohols, CFC11, CFC12, HCFC22, CFC113, CFC114). This correlation can be written as :

h diph = (Sh nb ) 2 + (F h cv ) 2 1 2 (2.83)
The heat transfer coefficient were defined following :

         h nb = 55P 0.12-0.2log(Rp) r (-log(P r )) -0.55 M -0.5 × q 2/3 h cv = 0.023Re 0.8 l P r 0.4 l λ l d h (2.

84)

P r is the reduced pressure, R p (µm) is the mean height of the wall roughness, M (g.mol -1 ) the fluid molar mass and q (W.m -2 ) the heat flux. The suppression and intensification factors were defined as :

           S = (1 + 0.055F 0.1 Re 0.16 l ) -1 F = 1 + xP r l ( ρ l ρ v -1) 0.35 (2.85) c) Intensification model § ¦ ¤ ¥

Shah (1976) correlation

For vertical or horizontal saturated flows, [START_REF] Shah | A new correlation for heat transfer during boiling flow through pipes[END_REF] proposed a correlation for the determination of the heat transfer coefficients that were determined from the analysis of 780 experimental data points that come from 19 different experimental databases. The fluids that have been used for the development of this analysis took in account : CFC11, CFC12, HCFC22, CFC113, water and cyclohexane. The author proposed the following relation :

h diph = h l × max(ψ cv , ψ nb ) or h diph = h l × max(ψ cv , ψ bs ) (2.86)
ψ nb , ψ cv , ψ bs , are, the intensification factors for the purely nucleate boiling regimes, convective evaporation and boiling with nucleation suppression. These three factors were dependent on the convection (Co), boiling (Bo) and Froude of liquid phase (F r l ) numbers, defined as :

                     Co = 1 -x x 0.8 ρ v ρ l 0.5 Bo = q Gh lv F r l = G 2 ρ 2 l gd h (2.87)
The values of the intensification factors are given following :

ψ cv = 1.8N -0.8 s (2.88)
N s is a parameter that has been defined by [START_REF] Shah | A new correlation for heat transfer during boiling flow through pipes[END_REF] which depends on the Froude number and is calculated for horizontal or vertical flows as :

N s = Co for F r l ≥ 0.04 (2.89a) N s = 0.38F r -0.3 l Co for F r l < 0.04 (2.89b)
Pour N s > 1 :

ψ nb = 1 + 46Bo 0.5 for Bo < 0.0003 (2.90a
)

ψ nb = 230Bo 0.5 for Bo > 0.0003 (2.90b)
Pour N s ≤ 1 :

ψ bs = F s Bo 0.5 exp(2.74Co -0.1 ) for 0.1 < N s ≤ 1 (2.91a
)

ψ bs = F s Bo 0.5 exp(2.47Co -0.15 ) for N s ≤ 0.1 (2.91b)
F s is a parameter that is boiling number dependent :

F s = 14.7 for Bo ≥ 11 × 10 -4 (2.92a) [START_REF] Kandlikar | An extension of the flow boiling correlation to transition, laminar, and deep laminar flows in minichannels and microchannels[END_REF] correlation (adaptation to the mini-channels cases) [START_REF] Kandlikar | An extension of the flow boiling correlation to transition, laminar, and deep laminar flows in minichannels and microchannels[END_REF] have extended the [START_REF] Kandlikar | A general correlation for saturated two-phase flow boiling heat transfer inside horizontal and vertical tubes[END_REF] correlation to the case of mini-channels, where the heat transfer coefficients for boiling flow were determined regarding the dominant mechanism between the nucleate boiling and the convective evaporation. [START_REF] Kandlikar | A general correlation for saturated two-phase flow boiling heat transfer inside horizontal and vertical tubes[END_REF] based its analysis on 5246 experimental data points that are coming from 24 independent databases. A general form of this correlation can be written as :

F s = 15.4 for Bo < 11 × 10 -4 (2.92b) § ¦ ¤ ¥
h diph = max(h nb , h cv ) (2.

93)

The parameters h nb and h cv were obtained following :

h nb = 0.6683 ρ l ρ v 0.1 x 0.16 (1 -x) 0.64 f (F r l )h l + 1058Bo 0.7 F k (1 -x) 0.8 h l (2.94a) h cv = 1.1360 ρ l ρ v 0.45 x 0.72 (1 -x) 0.08 f (F r l )h l + 667.2Bo 0.7 F k (1 -x) 0.8 h l (2.94b) f (F r l )
and Bo are, a function that depends on the Froude and the boiling numbers respectively. These parameters have been defined in equation (2.87). F k is a parameter that is dependent on the couple fluid/wall that give an estimation of the surface effects on the heat transfer rate38 . h l is the heat exchange coefficient calculated using single-phase flow condition for all the duct. [START_REF] Kandlikar | An extension of the flow boiling correlation to transition, laminar, and deep laminar flows in minichannels and microchannels[END_REF] modified the estimation of the h l value by specifying that for channels of small dimensions, the turbulent flow regime is not often reached (Re < 3000). This situation make the use of the [START_REF] Gnielinski | New equations for heat and mass transfer in turbulent pipe and channel flow[END_REF] or the [START_REF] Petukhov | Theoretical calculation of heat exchange in turbulent flow in tubes of an incompressible fluid with variable physical properties[END_REF] correlations not adapted. They proposed to replace them by the laminar correlation for the thermal aspect. In addition, the use of the Froude number for channels of small dimension is not relevant and the authors proposed to set f (F r l ) = 1. For the flows for which the Reynolds numbers are lower to 1600, h l is calculated thanks to equations (1.14) and ( 2.95) :

h l = N uλ l d h (2.95)
For transition flows (1600 < Re < 3000), it is necessary to realize an interpolation between the correlations used for fully developed regime (thermal point of view) and the transition regime correlations. Finally, when Re < 100, the authors have recommended to use the equation (2.94a) only. [START_REF] Kandlikar | An extension of the flow boiling correlation to transition, laminar, and deep laminar flows in minichannels and microchannels[END_REF] gave some values of the F k parameter for specific fluids.

They are reported in Table 2.15 :

Fluide Water R11 R12 R22 R134a Nitrogen F k 1 1.3 1.5 2.2 1.63 4.7
Table 2.15 -F k values according to [START_REF] Kandlikar | An extension of the flow boiling correlation to transition, laminar, and deep laminar flows in minichannels and microchannels[END_REF] When F k is unknown the authors advised to use the pre-factor defined in the Forster et [START_REF] Forster | Dynamics of vapor bubbles and boiling heat transfer[END_REF] correlation defined for pool boiling conditions. § ¦ ¤ ¥

Representation of the correlation that predict the heat transfer evolution

The evolution of the whole set of correlation have been given on Figure 2.32. In a general point of view, the correlations predicted a global increase of the heat transfer coefficient when compared to the [START_REF] Dittus | Heat transfer in automobile radiators of the tubular type[END_REF] correlation, that has been obtained for a single-phase liquid flow. The correlations of [START_REF] Chen | Correlation for boiling heat transfer to satured fluids in convective flow[END_REF] and [START_REF] Gungor | A general correlation for flow boiling in tubes and annuli[END_REF] have variations that are qualitatively similar with a progressive increase of the heat transfer coefficients followed by a decrease of its values for thermodynamic vapor qualities close to 1. When referring to the analysis that have been made for macro-scale flows, this behavior is characteristic of the convective evaporation mechanism. The decrease of the heat transfer coefficients for high thermodynamic vapor quality is related to the dryout that may occurred inside the flow. Contrary to these evolutions the correlation of [START_REF] Liu | A general correlation for satured and subcooled flow boiling in tubes and annuli, based on nucleation pool boiling equation[END_REF] predicted an increase of the heat transfer coefficients for the whole range of thermodynamic vapor quality. This behavior is in agreement with the [START_REF] Zhang | Correlation for ?ow boiling heat transfer in minichannels[END_REF] correlation that predict an increase of this coefficient. These results may seemed surprising regarding the flow physics and are related to the mathematical construction of these correlations (amplification (F ) parameter of the [START_REF] Zhang | Correlation for ?ow boiling heat transfer in minichannels[END_REF] and [START_REF] Liu | A general correlation for satured and subcooled flow boiling in tubes and annuli, based on nucleation pool boiling equation[END_REF] correlations). The correlations of [START_REF] Shah | Laminar flow in forces convection ducts[END_REF] and [START_REF] Kandlikar | An extension of the flow boiling correlation to transition, laminar, and deep laminar flows in minichannels and microchannels[END_REF] highlighted, the influence of the nucleate boiling and of the convective boiling on the heat transfer rate 39 . For low thermodynamic vapor qualities, the heat transfer coefficients evolved slowly with vapor quality, then increased for the moderate to high vapor quality and finally decrease for vapor qualities close to 1. These two last correlations seemed to better take into account the physical phenomena that occurred during the convective boiling.

¢ Impact of the duct hydraulic diameter As showed in Figure 2.33, the whole set of correlation predict an increase of the heat transfer coefficients when the hydraulic diameter of the duct is reduced. It could be relevant to study the impact of other parameters. Thus, using the data from Figure 2.34, the impact of the saturation pressure, mass flow and heat flux on the heat transfer coefficients will be analyzed. ¢ Impact of the saturation pressure

D h = 1 mm (a) (b) 
q '' = 9600 W.m -2 III -(a) III -(b)
The results that have been given in Figure 2.34 showed surprisingly the only two correlations [START_REF] Gungor | A general correlation for flow boiling in tubes and annuli[END_REF] and [START_REF] Chen | Correlation for boiling heat transfer to satured fluids in convective flow[END_REF]) predicted an increase of the heat transfer rate with the increase of the saturation pressure. This intensification behavior is in agreement with the experimental data that have been reported in § 2.3.3 where the heat transfer coefficient increase with the working pressure. It is consequently surprising that numerous correlations predicted a decrease of the heat transfer with the pressure.

¢ Impact of the mass flow

The whole set of correlations predict an increase of the heat transfer coefficient when the mass flow is increased, except for the [START_REF] Kandlikar | An extension of the flow boiling correlation to transition, laminar, and deep laminar flows in minichannels and microchannels[END_REF] correlation which predict a decrease for small thermodynamic vapor quality.

¢ Heat flux impact

The increase of the heat transfer rate from the wall lead generally to an increase of the heat transfer coefficient. It is possible to note that the impact of this operating condition is strong for low to moderate thermodynamic vapor qualities and weaker for higher vapor quality for the [START_REF] Kandlikar | An extension of the flow boiling correlation to transition, laminar, and deep laminar flows in minichannels and microchannels[END_REF] and [START_REF] Shah | Laminar flow in forces convection ducts[END_REF] prediction. This behavior supposed that the model considered that the heat flux did not play a role on the flow that take place at low thermodynamic vapor qualities (→ nucleate boiling regime). It should be highlighted that the Chen (1966) correlation, did not evolved much when the heat flux is modified.

Chapter 2 conclusions

The data that have been presented in this chapter showed that the evolution of the internal convective boiling phenomena depends on a large number of parameters. It was noticed that the operating conditions were the most often studied parameters for the analysis of the variations of the pressure drops and heat transfer coefficients. Indeed, every modification of these operating conditions can allow for the intensification (or degradation) of these associated pressure drops or heat transfer coefficients. The example of the saturation pressure showed that when its value is increased, this lead generally to the intensification of the heat transfer rate and to the reduction of the pressure drop for experiments. These operating conditions may influenced the convective boiling, from its onset up to the dryout occurrence. The knowledge of the wall heat transfer rate allowing for the onset of nucleate boiling (ONB) is very important for sizing the cooling system. It is also very key to determine the conditions for reaching the critical heat flux (CHF) condition in order to avoid the deterioration of the heat exchanger.

It can be point out that apart from the operating conditions, the fluid wetting properties with the wall may impact the evolution of the conditions that lead to ONB or CHF also.

Nowadays, very few studies have been focused on the specific influence of the duct geometry (particularly when the cross section are different to the circular ones), on the evolution of the pressure drops or the heat transfer coefficients. [START_REF] Yen | Visualization of convective boiling heat transfer in single microchannels with different shaped cross-sections[END_REF] showed that changing the cross section of a mini-channel from a circular one to a rectangular one for similar hydraulic diameter (≈ 210µm) can modify significantly the evolution of the heat transfer rate for a convective boiling flow. For the mini-channels, the pair of geometrical parameters that seemed to be key is the aspect ratio and the hydraulic diameter. Indeed, if the bubble detachment diameter is larger than the mini-channel width or its height, this bubble will be confined only in one direction, but would be able to move more or less freely in the other one what should alleviate the confinement. One can note that [START_REF] Agostini | Etude expérimentale de l'ébullition de fluide réfrigérant en convection forcée dans des mini-canaux[END_REF] affirmed that the hydraulic diameter would not allow for the characterization of the confinement for mini-channels by itself. The author proposed in his study to use the smaller dimension of the mini-channel for characterizing the possible confinement during boiling. This literature survey allow for the affirmation that many efforts were made to better understand the convective boiling phenomena in mini-channel. However, the impact of the geometrical parameters, and in particular for the case of rectangular mini-channels, have not been studied much. Thus, in the context of this experimental study, it has been decided to pay attention particularly to the impacts of the aspect ratio and of the hydraulic diameter on the evolution of the pressure drops and heat transfer rates for convective boiling situations. A visualization system, that have been defined during this thesis work allowed for the study of the flow regime transition regarding the mass flow and heat flux conditions. All of the elements that help us to define the experimental setup and the fluid selection will be presented in Chapter 3.

Deuxième partie

EXPERIMENTAL TECHNIQUES

Chapitre 3

Description of the experimental approach

3.1 Goal of the study and experimental approach . . . . . . . . . . . . . . . . . 

Summary :

T he data that have been given during the state of the art study have demonstra- ted that the physical phenomena that took place for internal flows in boiling conditions are not well understood when the geometrical dimensions are reduced. The impact of the geometrical parameter on the evolution of the heat transfer and friction coefficients have been studied in Part III of this manuscript. The aim of this chapter is to present the steps that lead our work during the experimental setup montage. The different modifications of the test sections, that are related to the working fluid selection, the geometrical mini-channels dimensions selection, up to the test section instrumentation are presented in this chapter.

Section 3.1. Goal of the study and experimental approach

Goal of the study and experimental approach

The state of the art review (Chapter 2) showed that during the forced convective boiling, numerous parameters can allow for the improvement of the thermal system performances. Generally, the scale reduction should lead to the increase of the amplitude of the heat transfer rate and to a higher thermal efficiency (better mixing due to the smaller diffusion distances, the increase of the heating due to the reduction of the volume/surface ratio regarding the single phase condition) according to the state of the art review. However, for internal forced boiling conditions, numerous characteristics have to be specified, whose the conditions leading to ONB and to CHF. These to last conditions allow for the definition of all the range of effective working of a heat exchanger in boiling condition. Still nowadays, and after our review, it is particularly difficult to evaluate the impact of the geometrical parameters only1 on the hydrodynamic or thermal behaviors, for an internal boiling flow.

The goals of this experimental study are to answer the following questions :

Is the needed heat flux that lead to ONB has the same value for different mini-channel geometry ?

Are the conditions that led to CHF are impacted by the geometrical parameters ? Are the pressure drops variations have same profile for channel of same hydraulic diameter but of different cross section (or aspect ratio) ?

Are the related heat transfer coefficients the same for channel of same hydraulic diameter but different cross section (or aspect ratio) ?

Is a geometrical reference parameter can be defined for boiling conditions in mini-channels ?

For fully describe the heat transfer rate and the pressure drops variations for a boiling flow conditions, it is necessary to determine the evolution of specific physical measurements that are : flow rate, pressure, wall and fluid temperatures, void fraction and local heat flux distribution inside the mini-channel. The measurements of all these parameters are difficult in an experimental point of view. Taking into account this fact, it has been decided to do choices (that will be detailed in Chapter 4) in order to realize this experimental study.

Our approach has consisted in the measurement of some of these experimental values and to the assessment of the others 2 in order to determine the pressure drops and the heat transfer coefficients. An interesting point of this study is related to the simultaneous measurements coupled with flow regime visualizations. This allow for the better understanding of the evolution of the pressure drop values and of the heat transfer mechanisms related to internal convective boiling.

Working fluid selection

The methodology for working fluid selection has been based on the possibility to use it for boiling conditions respecting some specifications for the targeted application. Indeed, the constraints related to the use of a refrigerant for the fuel cell cooling have been detailed in the following paragraphs :

x Respect of the environmental regulations Today, for the selection of a fluid in the context of an industrial application, some indicators have been defined for evaluating the fluid impact in the case where it will be released to atmosphere. Thus, regarding the current and future regulations, it is necessary to check that the fluid does not contribute to ozone depletion [Ozone Depletion Potential (ODP)] and that it does contribute very weakly (or not at all) to global warming [Global Warming Potential (GWP)]. These two last indicator were considered as very important since the Montreal (1987) (goal : stop ozone depletion) and Kyoto (1997) (goal : reduction of the emission of global warming gases) protocols. Moreover, the lifetime of a chemical component in atmosphere is an important parameter to consider to quantify more truly its impact. Some ODP, GWP and refrigerants lifetimes are give in Figure 3.1 3 .

y Safety and easiness of use For the targeted application, it is necessary that the fluid fulfill conditions of use. Thus the fluid must be non flammable, non explosive4 , with low (or no) toxicity for human being and environment and finally compatible with a large range of materials.

z Dielectric fluid One can note that the whole set of fluid has the capacity to be more or less polarized when subjected to an electrical field around them. This polarization can produce current leakage in the refrigerant when this fluid is used in a fuel cell for example. The aptitude of the fluid to be polarized can be expressed using the dielectric constant value 3. One can note that for natural fluids (Hydrocarbons, Water, Ammonia, CO 2 ) ODP and GWP values are generally very low. These characteristics show the interest of using them, instead of the difficulties that can be generated by the use of some of them.

(κ). This constant represent the ratio between the fluid capacity to transport an AC current compare to the vacuum capacity to drive the same current. This constant can be expressed as :

κ = 0 (3.1)
It should be underline that the electrical conduction generally increase with the dielectric constant. As a consequence it is necessary to find a fluid whose dielectric properties are low for avoiding the fuel cell current leakage. Some values of dielectric constants for sereval fluid are given in Figure 3.2.

{ Antifreezeproperties

The fluid antifreeze properties are particularly important when considering fuel cell usage. This properties make water not so well adapted as a coolant 5 , despite its very good thermophysical properties. Indeed, for the working of the fuel cell in « extreme » conditions (temperature lower to 0 o C) a fluid whose crystallization point is much lower is usually looked for.

| Boiling point ranged between 60 -90˚C

During its assembly, the fuel cell is generally tightly attached at high pressures (usually the maximal pressure is around 4 bar) in order to ensure the correct working conditions of the membrane/electrode assembly (M EA). Moreover, in order to increase the electro-chemical Nerst potential reaction, the gases entrance (air, hydrogen) may occur under pressure. The use of the refrigerant (subjected to a pressure higher than atmospheric pressure) could be imagined as soon as these pressures are not above the assembly constraints 6 . In this context, the fluid may be used for thermodynamic compression vapor cycles for increasing the efficiency of the heat transfer rate. As a consequence, it is essential to know the working temperature variation regarding the related pressure.

5. Generally, the adding of additives which are mixed with water as for example ethylene glycol, glycerol etc... allow for the decrease of the crystallization temperature. However these products are very often criticized for their toxicity regarding environment. In addition, the additives are usually composed of one or several hydroxylic groups that lead to the increase of the dielectric constant (for ethylene glycol and glycol this constant reach a value above to 35) 6. A schematic that showed the location of the cooling system is given in Chapter 7 For illustrating this aspect, the saturated temperatures variations with respect to the saturated pressures for several fluids which have been very often cited in the literature have been given on Figure 3.3. It can be noted that during the fuel cell working water is produced and its management is still complex. Indeed, for ensuring the correct working of these fuel cells, it is necessary to make them work for temperatures ranged between 60 o C and 90 o C for ensuring at the same time sufficient membrane humidity, that allow for their working, and avoid the membrane dryout (which would lead to the rapid reduction of the reaction performances). This last point impede the working conditions above 100 o C (if Nafion R is used as proton membrane exchange). This is a very important point when choosing a working fluid. This thermophysical property expresses the energy quantity that should be brought for changing one kilogram of fluid into vapor. Therefore, for high latent heat, the heat transfer rate will be better during the phase change for a similar evaporation rate.

~High specific heat and high thermal conductivity

The specific heat expresses the fluid capacity to store thermal energy and its thermal conductivity its capacity to conduct it. It is important that the values of this couple be the highest possible for allowing an efficient heat transfer rate, particularly in the subcooled zones 7 .

Balance between the viscosities and the mass densities

This set of thermophysical properties is important for the characterization of the pressure drops of a two-phase flow. For a single-phase flow the reduction of the liquid viscosity generally allow for the reduction of the pressure drops for an internal flow. In the two-phase flow case, it may be useful to study the couple vapor viscosity / vapor mass density and liquid viscosity / liquid mass density. Indeed, the knowledge of the these terms is needed for the evaluation of the flow regimes which are developed through the duct and that lead the pressure drops. The results given by Revellin et Thome (2006) and [START_REF] Jassim | Prediction of two-phase pressure drop and void fraction in microchannels using probabilistic flow regime mapping[END_REF] showed that when the superficial vapor velocity is lower, the two-phase pressure drop is smaller also.

In Table 3.1 some values of thermophysical properties for several fluids at a saturation temperature of 85 o C have been reported. Table 3.1 -Thermophysical properties of some fluid for a saturation temperature of 85 o C 7. One can note that for saturated boiling conditions, the contribution of the latent heat is more significant than the contribution related to the specific heat during the heat transfer
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Preliminary cautions for studying a boiling flow

The analysis that has been done during the state of the art review showed that the conditions for the usage of a working fluid, must be considered with caution. Indeed, according to the literature, the repeatability of a result in boiling conditions seemed to be related to the ability of the fluid to stay stable in a chemical point of view. This is for this reason that pure fluid are generally used in industrial applications in comparison to mixed fluid, which can be zeotropic. Indeed, for the zeotropic mixing, the component that constitute the mixing have different evaporative properties. Thus the most volatile component evaporates more easily and in case of lost, the mixed thermophysical properties evolved toward the less volatile fluid characteristics.

Besides, one can note that a large part of fluids is more or less sensitive to dissolved gases. In this context, [START_REF] Steinke | Control and effect of dissolved air in water during flow boiling in microchannels[END_REF] have experimentally demonstrated, that dissolved oxygen in water can impact significantly the conditions leading to onset of nucleate boiling. The results of these authors allow for the demonstration that above a threshold dissolved gases concentration (> 5.4 ppm 8 ), the onset of nucleate boiling may took place for temperature that can be 10 o C lower compare to normal saturated conditions 9 . In addition, [START_REF] Li | Bubble dynamics in microchannels. part ii : two parallel microchannels[END_REF] have showed in a numerical study that the impact of dissolved gases may lead to the reduction of onset of nucleate boiling by almost 35 o C. However, it can be underlined that [START_REF] You | Effects of dissolved gas content on pool boiling of a highly wetting fluid[END_REF] which used F C-72 as working fluid, for pool boiling conditions, have obtained less alarmist results. Indeed, these authors have demonstrated that the dissolved gases concentration influenced the boiling phenomena, only when it was relatively high (> 427 ppm). As a consequence, it seemed that the working fluid selection and corollary its capacity to capture dissolved gases may be significant on boiling characteristics. Thus, in the absence of data regarding the dissolved gases concentration for the selected fluid, an experimental technique has been built ( § 4.1.2) for allowing the limitation of the dissolved gases concentration influence in boiling conditions during our study.

Working fluid selection

In a first step, water has been chosen (because its thermophysical properties are well known) in order to validate the experimental set-up for single phase flow conditions. Then for the convective boiling conditions, it was necessary to select another fluid according to the specifications which have been given in § 3.2. In the following paragraphs, some of the points that have led to the working fluid selection will be detailed . 

General description of the fluid

Forane 365 HX (fabricated by Arkema) has been selected for this study. This fluid is recommended for the replacement of R141b. According to the supplier, its main applications are related to the particle removal, to drying, to rinsing and to the heat transfer. Forane 365 HX is the result of the mixing of HFC 365mfc 10 (C 4 H 5 F 5 ≥ 75%) and HFC 4310mee (C 5 H 2 F 10 < 25%) that make an azeotropic mixture (→ that stay stable along the time). One of the main objective of this combination is to make the fluid non-flammable. In addition, Forane 365 HX does not have flash point, is non-explosive and has low toxicity for human being. The vapor gases that are released by this fluid are non-irritant for skin or eyes. Arkema recommend a mean exposure value of 500 ppm. Elements related to the resistance of metals, elastomers and plastics can be found in Appendices A.

Thermophysical properties of Forane 365 HX

The work that has been done during the state of the art review allow for the selection of about thirty fluids that have been used in boiling conditions for ducts of small dimensions. The variation of these fluids' thermpophyisical properties with working pressure have been analyzed with caution for making our selection. For the considered applications, the system working pressure must be comprised between the atmospheric pressure and a pressure of 4 bar (relative pressure) as it has been discussed in § 3.2. On Table A.1, the thermophysical properties of Forane 365 HX for a relative pressure 0.7 bar has been reported. The whole set of measurements that is given here have been made in the « Centre Scientifique et Technique du Bâtiment (CSTB) » that is localized on the campus of the Grenoble University. During the experimental campaigns, Hébert Sallée and Colas Hasse (employees of CSTB) helped a lot for making these measurements possible. For obtaining the specific heat values, a calorimeter that is commercialized by SETARAM was used.
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A picture of this equipment is reported on Figure 3.4a. The calorimetric sensor internal walls are made in aluminum (1,2,3) and the montage allowed for the insulation of the measuring cells regarding environment (indeed each walls are separated by air). The specific heat measurement is made according to a differential analysis. Indeed, two cells (made in Hastelloy C276 11 ) were inserted into the µDSC7. Each cells is surrounded by a plain fluxmeter (5), whose signal is regularly evaluated by the device. The electrical signal which is emitted by these fluxmeters is proportional to the heat transfer between the cell that contain the sample and the calorimetric block. In a first stage, a blank measurement is made between two empty cells for evaluation of the impact of the cells only on the measurement of the specific heat. Once this measure is made, the fluid was added to the measuring cell whereas the reference cell was kept empty. The calorimeter is thermally linked to the regulation enclosure that set the intermediate temperature of the calorimeter. Parts (6,7) that used Seebeck effect for heat dissipation are placed between the block and the enclosure. The whole system is regulated by a water flow (8) whose temperature is controlled and this flow is located on the external walls of the equipment. The liquid specific heat can be then evaluated using the following equation :

C p = Q µDSC β c m (3.2)
where Q µDSC is the thermal power that enters or flows out from the sample (corrected by the curve of reference), β c the heating ramp into the sample and m the sample mass.

All the measurements were made for heating and cooling situation, in a range of temperature comprised between 5 and 40 o C, and have showed excellent repeatability. § ¦ ¤ ¥

Liquid viscosity measurement using a capillary viscometer

The viscosity measurements were made using a viscometer for dilution series by SCHOTT. These measurements were made with Yannick Molmeret (From the « Laboratoire de Rhéologie » ) and Denise Foscallo (From the « Laboratoire d'Électrochimie et de Physico-chimie des Matériaux et des Interfaces (LEPMI) » ). On Figure 3.5, the schematic of the experimental device that was used is given. The measuring sample is placed in a glass reservoir that has two opening whose one can be put at atmospheric pressure and the other one linked to a suction system that allow the Forane to enter. This reservoir was placed inside a thermal bath in order to control the sample temperature. This temperature was varied between 20 o C and 40 o C during the realized experiments. One can note that the capillary diameter selection is important because its allow for the guarantee of the measurement accuracy that is based on the fact to have a laminar flow. Indeed, for all the dynamic viscosities calculation, the assumption related to a Poiseuille flow were made. It can be highlighted that for the whole set of made experiments, the working fluid was considered as having a Newtonian behavior. Formerly to the experiments, the liquid sample was filtered through a mesh having a pore size of 0.4 mm.

As showed in Figure 3.5, the capillary consisted of a reservoir having a volume V . Once the Forane 365 HX filled this reservoir and reached a level slightly higher than the marker a, the liquid suction system was stopped. Then the system released the working fluid and as soon as the free surface of the Forane went below the marker a, a stopwatch was started. Indeed the fluid viscosity was related to the time during which its flow up to the marker b. Photoelectric diodes were placed on these markers for determining the passage of the liquid free surface. Thus, once this surface reached the marker b, the stopwatch was stopped in a automatic way. The law relating the dynamic viscosity and the time during which the liquid flow from marker a to marker b can be written as follow :

µ = πR 4 g 8V ρ l t = kρ l t (3.3)
where R is the capillary radius, g the gravity acceleration, V the capillary reservoir volume, ρ l the fluid mass density, t the characteristic time for the draining of the capillary and k a standardization constant that is related to the capillary that has been used (this value is given by the supplier). The whole set of tests that has been made showed a very good repeatability and allow for the validation of the realized experiments.

Chapter 3 conclusions

In this chapter, it was possible to state more precisely, the goal of this PhD thesis work. Thus, after the selection of the working fluid, it was possible to give the description of the experimental test section in which the experiments related to convective boiling measurements were made. This description will be given in Chapter 4 

Summary :

A test section has been built for studying the internal convection boiling pheno- mena in mini-channels of different dimensions. The originality of this work was mainly related to the possibility of analyzing several geometrical parameters on a same experimental device. The studied dimensions (0.727mm < D h < 1.4mm) allow for the analysis of the confinement effect on convective boiling flows. A detailed description of the test section is then given as well as the geometrical characteristics of the studied mini-channels. The data acquisition system has been presented also in this chapter. The visualization techniques will be describe in a dedicated section.

Hydraulic test loop presentation

General description

For realizing convective boiling experiments, it was decided to improve the laboratory existing experimental set-up used for single phase flows. This experimental set-up was built during the work done by [START_REF] Gao | Scale effects on hydrodynamics and heat transfer in two-dimensional mini and microchannels[END_REF]. [START_REF] Bavière | Etude de l'hydrodynamique et des transferts de chaleur dans des microcanaux[END_REF] has then improved it during his PhD work and has studied liquid single phase flow in « micro-channels 1 » of different hydraulic diameters. Finally [START_REF] Gamrat | Modélisation de l'hydrodynamique et des transferts de chaleur dans des microcanaux à parois rugueuses[END_REF] has conducted complementary experiments and made a numerical study related to the impact of the wall roughness on the flow hydrodynamic and thermal behaviors.

« The reader may note that all these studies prior to this study were done for single-phase flow conditions. »

A general schematic of the hydraulic test loop allowing for the study of the convective boiling is given on Figure 4.1. This test loop consisted of two hydraulic loops that can work separately as closed loop. The EMC ( « Ébullition en Mini/Micro Conduites » ) loop allow for the study of the boiling in channels of small dimensions. The other hydraulic loop allow for the degassing of Forane 365 HX prior to the tests made in the EMC loop 2 . It is possible to highlight that the visualization system was not represented on this schematic for clarity. The description of this system will be made in paragraph ( § 4.3).

1. At the moment of his study, the author has identified the channels whose hydraulic diameters were below 1 mm as micro-channels. However, it should be highlighted that for the realized experiments, [START_REF] Bavière | Etude de l'hydrodynamique et des transferts de chaleur dans des microcanaux[END_REF] showed that no flow modifications due to micro-effects were noticeable even at these scales 2. One can notice that the lengths of the lines that had been presented in Figure 4.1 did not correspond to a real distance between the different elements of the general loop « six type T thermocouples whose two were used for the fluid inlet or outlet temperature measurements (regarding the test sections) and four for the measurement of the wall temperature at 1 mm of the solid-liquid interface, « ten two-way valves in PVC-U (Georges Fisher, 16 bars) for controlling the hydrodynamic conditions and the fluid flow in the EMC loop.

A degassing system was then fabricated for reducing the uncertainties related to the impact of the dissolved gases. This system is included in a new loop that will be presented in the following paragraph.

Degassing system

The state of the art review showed that the effect of the dissolved gases may be significant on the convective boiling phenomena. Thus, in order to better controlled this phenomenon, a degassing system that allow for the extraction of the confined in Forane 365 HX. It should be noted that for the single phase flow, the dissolved gases did not seemed to have any impact [START_REF] Steinke | Control and effect of dissolved air in water during flow boiling in microchannels[END_REF]). In order to realize this degassing process, a specific test loop was made. It comprised the following elements : Once the reservoir was filled with Forane 365 HX, hot water at 50 o C was sent through the serpentine which was inside the reservoir. When this water flow was initiated, the top of the condenser was closed using a cover that was sized for this purpose. This water flow allows, the Forane 365 HX that was inside the glass reservoir, to gradually enter in boiling (at atmospheric pressure, Forane 365 HX boiled at about forty degrees). The phase change generated by the water flow at 50 o C led to pressure increase inside the reservoir due to the closing of the condenser.

(c) When this pressure reached 0.4bar, the cover which was placed on top part of the condenser was removed and the gas under pressure that was at the free surface of Forane 365 HX in the glass reservoir released to the atmosphere. This action led to the appearance of a strong boiling in the reservoir that was suddenly submitted to atmospheric pressure. The cover was then placed again on the top part of the condenser and the procedure was then repeated a second time3 . The full time of the procedure was about 30 minutes.

(d) After step (c), the centrifugal pump (n o 2, the pump n o 1 was then stopped) was started and made the degassed fluid flowed in the EMC loop. This flow was maintained for 20 minutes for continuous degassing purposes as the fluid may be in contact with air that was entrapped in the loop. Once this process was made, it was assumed that the impact of the dissolved gases was small on the studied boiling phenomena in the mini-channel.

On Figure 4.3a a picture of the degassing reservoir has been given. The evolution of the pressure during the degassing procedure followed the trend of the experimental data given on Figure 4.3b. The increase that can be noticed for a time of about 3000 seconds was related to the pressurization of the hydraulic loop due to the closing of the diaphragm valve. 

Preheating method

In order to control the test section fluid inlet temperature, a heating technique that allow for the increase of the fluid temperature was developed. A PID system was used for the regulation. This pre-heater (Figure 4.4) is made using copper tubes having 20 mm of diameter, having straight lengths of 250 mm and having two U-shape turns with a radius of curvature of 50 mm. Heating tapes were stuck on the tube walls and allow for their heating. These tapes were controlled by the PID regulator (SA 200) that allow for the regulation of the heat flux needed for reaching the setpoint temperature (T pre,out ). The PID parameters were tuned using the Ziegler-Nichols method.

Test section description

The test section that was used derived from the different adaptations made by [START_REF] Gao | Scale effects on hydrodynamics and heat transfer in two-dimensional mini and microchannels[END_REF], [START_REF] Bavière | Etude de l'hydrodynamique et des transferts de chaleur dans des microcanaux[END_REF] and Gamrat (2007) ( §1.4.1). It was composed of three different parts : two brass blocks, separated by a stainless hollowed steel plate 301. The machined blocks constituted the main channel walls and the plate has a specific thickness b, which set the distance in between the two blocks. The fluid heating was ensured by four heating cartridges that were inserted in the lower block. These cartridges were placed in housing that were thermally insulated. Each of these housing was equipped with a type T thermocouple of 0.5 mm of diameter. These thermocouples were placed into drill holes of 4 mm of diameter that were formely filling with a thermal grease and whose ends was located at 1 mm from the solid/liquid interface. The four thermocouples were placed at a regular interval of 20.5 mm in the lower block. One can note that the first thermocouple was located at 5.5 mm from the channel entrance. Probes of same type were used for measuring the mixed temperatures at the test section inlet and outlet. The whole set of thermocouples was calibrated several times during this experimental work. The pressure sensors were placed upside down below the test section in order to allow for the rapid release of the vapor bubbles that were created during the convective boiling in the test section. Indeed, for boiling conditions the vapor bubbles that were created in the mini-channel were driven by the flow to the outlet reservoir. The buoyancy forces led the bubbles to rise toward the top part of this reservoir and these bubbles can be extracted more easily from the test section. These sensors were calibrated on a regular basis during this work.

Bloc Supérieur

Fenêtre de visualisation

Mini-canal

Cale en

A visualization window4 (Figure 4.5) has been inserted in the top block of this test section. This window has showed a very good chemical compatibility with Forane 365 HX all along the test campaigns. It was made in zinc sulfide (ZnS) that is a semi-transparent material (> 65%) for wavelengths related to visible light (wavelengths ranged between 380 and 780 nm) and semitransparent (> 70%) to infrared radiation (IR) (wavelengths ranged between 0.78 and 10µm). The usage of this window led to wall heat fluxes that were asymmetric between the two main walls of the mini-channel.

The lower block wall was textured by means of a electrochemical technique (deposition of a nickel thin film of 2 µm of thickness, with embedded silicon carbides particles having diameter that was between 5µm to 7µm), on a specific active area. The fabrication of this micro-structure during the work of [START_REF] Bavière | Etude de l'hydrodynamique et des transferts de chaleur dans des microcanaux[END_REF] allow for the study of the impact of the roughness on the pressure drop and on heat transfer coefficients. The assembly of the test section was possible using 14 screws spaced regularly at the blocks' rims. The tightening was ensured using a torque wrench that allow for the repeatability of the mounting or disassembly operations. A torque of about 20 N.m was applied on all the screws during these operations.

Mini-channels sizing

For analysis the impact of the geometrical parameter on the internal convective boiling, it was necessary to wisely select the mini-channels dimensions. Indeed, the influence of the geometry on the convective boiling phenomena has been barely studied in the state of the art review that was analysed. Thus, during this study different mini-channel dimensions were defined for evaluating the impacts of the aspect ratio and of the hydraulic diameter on the variations of the pressure drops and of the heat transfer coefficients. In addition, these dimensions were selected in order to make the comparisons between the channels possible. According to the state of the art review, the evolution of the flow regimes is related to the experimental conditions, but also to the geometry of the mini-channels. Thus, from the existing experimental set-up, it was decided to use for all the made experiments, the available test section whose length was 94 mm. The different mini-channels widths (a) and heights (b) were selecting for allowing the bubbles confinement to be significant enough. This was made in order to permit the visualization of the whole set of flow regime, from onset of nucleate boiling to wall dryout.

The state of the art review suggested that the hydraulic diameter was a necessary but not suffisant parameter 5 for characterizing the hydrodynamic behavior for internal boiling conditions in mini-channels. In this sense, the simultaneous impacts of the hydraulic diameter and of the aspect ratio 6 should, according to our analysis, play an important role on these flows. Thus, the geometrical dimensions of the mini-channels used during this study have been defined to allow for the evaluation of the impact of the hydraulic diameter and of the aspect ratio on the behavior of the boiling flow. The dimensions of the four selected mini-channels are given in Table 4 This table gives a nomenclature that will be used several time in this manuscript. The thickness 5. This is particularly true when the shape of the duct get away from circular cross section 6. For the range of mini-channels whose either the width or the height is larger to bubble detachment diameter, the aspect ratio has an impact on the behavior of the flow Section 4.2. Data acquisition of the experimental measurements measurement were done using micrometric touch probe (Heidenhain, ±1 µm), on a flat marble. The results that are given in this table were obtained for 10 experimental data point all along the plates' hollow. One can note that these channels thickness is not fully constant along the hollow what explained the different uncertainties. The mean width values have been obtained using the image analysis made with a binocular microscope.

Data acquisition of the experimental measurements

During this work, the whole data acquisition has been transfered from TestPoint software toward Labview 7.1 sotfware. Indeed, all modification of the code source under TestPoint was very few intuitive and generated cumbersome procedures. Moreover, the implementation of the data related to initialisation measurements (pressure sensors), the addition of acquisition channels for the temperature measurements, or the development of images acquisition technique using the camera were not possible easily on this same software. Thus it was decided to transfer the whole code (an to adapt it) on Labview 7.1. The basis on this work can be found in [START_REF] Valdenaire | Création d'un programme d'acquisition de données dans le cadre de l'étude des écoulements diphasiques aux petites échelles[END_REF].

The whole data measurement acquisition was made using a Keithley 2700, which has 40 channels distributed on two different electronic boards. The connection between the PC and system acquisition was realized through a RS232 protocol. The software function can be summarized according to the seven following points :

x Flow steady state detection after selection of the operating conditions, y Saving of all the instantaneous data of the whole set of realized experiments, z Mean value determination of the whole set of measured parameters on the x last experimental data point from a selected time and saving of these data in a indexed table ,   { Automatic evaluation of all the thermophysical properties of water or Forane 365 HX regarding the fluid mean temperature (single-phase) or regarding the saturated pressure (boiling), | Estimation of the heat transfer rate from wall to fluid (single-phase) in real time, } Instantaneous display of the pressure drops or heat transfer coefficients (single-phase) and automatic representation of these points on a chart for the steady state conditions, ~Instantaneous calculation of the flow velocity in the channel, of the system pressure and vapor quality estimation (boiling).

Cameras acquisition system description

During the montage of the hydraulic test loop and for the boiling conditions, an video acquisition system was designed. This system was composed of : « a binocular microscope (Nikon SMZ 1500), equipped with a lens (Nikon APO HR × 0.5),

The selection of a binocular was made in order to obtain a very precise visualization. The field of view was squared and can be varied from 3.9mm to 58.7mm of sidelength. Regarding the used lens it was possible to enlarge or reduce this field of view. One of the most significant point related to the use of this binocular was to make local analysis and more global observations of the two-phase flow possible.

« two sources of cold lights (Schott KL2500) with two flexible optical fibers having a length of 100 cm that were used to guide the light, During the development of the boiling flow in mini-channel, the liquid or vapor velocities may become important. Thus in order to visualize these phenomena, it was necessary to lighten them intensively. In addition, for avoiding to add a supplementary heat flux, two optical fibers linked to two cold sources of 250 W, allow for the driving of this light flux without bringing heat to the test section.

« a CCD camera (Jai Pulnix 1327 TM, 1392 × 1040, 30 im/s) and a CMOS camera (AOS MOTIONeer, 640 × 512, 1000 im/s), Two camera were used for this analysis. The selection was mainly due to the sensor sensitivity regarding the light. Thus, when the mass velocities were about 400kg.m -2 .s -1 or at very important vapor qualities it was particularly complex to observe the liquid/vapor phases arrangement. For the first camera (Pulnix 1327 TM) the shutter was set to a value ranged between 100 µs and 160 µs whereas for the second one (AOS MOTIONeer) it was set to a value between 400 µs and 1000 µs.

« a guide rail allowing for millimeter displacements that support the test section.

A picture that showed the location of the binocular, of the optical fibers and of the camera is given on 

Presentation of the list of made experimental tests

During this study several tests were made in order to characterize the test section for boiling conditions. It should be highlighted that this study was exploratory and numerous operational conditions were tested. An attention was paid particularly on the onset of nucleate boiling and on critical heat flux determination (using the data given by the boiling curves) regarding the working conditions. The study of the impact of the vapor thermodynamic quality on heat transfer coefficients for « constant » heat fluxes conditions was done to a lesser extent also. Next to this paragraph, tables that summarized all the made experiments for the convective boiling conditions have been given. 

EXPERIMENTAL RESULTS

experimental heat transfer coefficients has been noticed when the laminar regime was reached. In order to better understand this behavior, a numerical model was built with the aim to use few simplifying assumptions. The results from this model suggested that these deviations were due to non-homogeneous heat flux along the mini-channel walls for the small flow rate. The intensity of this heat flux was generally higher close to the channels entrance, depending on their geometries and on the selected fluid. After this numerical study and using an equation that was Reynolds-dependent, the mean heat flux evolution at the solid/liquid interface was formalized. Finally a method for correcting the experimental data has been proposed.

Study of the friction coefficients in mini-channel

Methodology and study description

The mini-channel was made by the assembly of three elements : lower block, hollowed plate and top block. The fluid flow was in contact with three surface of reference which are : a nickel thin film that was deposited on the lower block, the surfaces of the hollowed plate and the window visualization made in zinc sulfide (ZnS) for the top wall. In function of each of these surfaces, the roughness height (ε) may evolved. This data may be important for the experimenter as it can impact the flow nature, and particularly the transition to turbulence when the scale become smaller. Indeed, when the characteristic dimensions of the cross section were reduced, the value of the relative roughness become important and it was necessary to estimate correctly its value. For the considered test section, the experimental conditions were semi-rough because the window surface was considered as smooth. Similarly to this window surface, the lateral side of the mini-channels were considered as smooth. For the study of the friction coefficients, the analysis has been restricted to adiabatic flow conditions.

Experimental determination of the friction coefficients

The evolution of the friction coefficients (for an internal flow) depends on : channel geometrical parameters (hydraulic diameter (d h ), length (L) and wall roughness) flow velocity (u) in the channel fluid mass density (ρ l ) and viscosity (ν l ).

The thermophysical properties of a liquid are, for single-phase flow, more sensitive to the temperatures than to the pressure variations. Thus, these properties has been estimated using the mean fluid temperature measured at the entrance and at the outlet of the test section, for water and forane 365 HX.

Finally, the friction coefficient can be calculated using :

f = ∆P d h 2ρu 2 L (5.1)
The reader could noticed that the test section entrance is made with a convergent that allow for the limitation of fluid detachment at channel entrance. The expression related to the fluid acceleration, due to this convergent led to a decrease of the pressure term that is used for the calculation of the friction coefficient which was defined in equation (5.1).

The Poiseuille number can be determined by making the product between the friction coefficient and the Reynolds number :

P o = f Re (5.2a) Re = ud h ν (5.2b)
This Poiseuille number will be compared to the theoretical laws given by literature (equations (1.7)) and (1.9).

Experimental uncertainties

In this paragraph, the method for determining the experimental uncertainties is presented for one specific parameter. The calculation of the uncertainties related to the other parameter has been detailed in the appendices. The knowledge of the uncertainty on a defined function f (X 1 , X 2 , X 3 , ..., X i ) is related to uncertainties of the variables that define the function. [START_REF] Kline | Describing uncertainties in single-sample experiments[END_REF] have defined a general rule named : « error propagation » , that allow for the rigorous determination of the global error that is made on each variable of this function. If the different variables of f are non-dependent, the measurement uncertainty i (f ) , can be calculated using :

i (f ) = ± n=i n=1 ∂f ∂X n i (Xn) 2 
(5.3)

where i (Xn) is the measurement uncertainty on X n .

The calculation of the experimental uncertainty was given as an example for the Poiseuille number. By combining equations (5.1) and (5.2b), equation (5.2a) become :

P o = ∆P d 2 h 2ρuνL (5.4)
By expressing the mass flow rate ṁ and the hydraulic diameter regarding the hollowed plate width (a) and thickness (b), the equation (5.4) become :

P o = 2∆P ṁνL (a × b) 3 (a + b) 2 (5.5)
The uncertainties related to the Poiseuille number can be determined by calculating the whole set of partial derivatives of this function according to :

             i (P o) = ± ∂P o ∂∆P 2 i 2 (∆P ) + ∂P o ∂a 2 i 2 (a) + ∂P o ∂b 2 i 2 (b) + ... ... ∂P o ∂ ṁ 2 i 2 ( ṁ) + ∂P o ∂L 2 i 2 (L) + ∂P o ∂ν 2 i 2 (ν)
(5.6)

The uncertainties i (Xn) , on each of these parameters are determined either using a data given by the supplier (technical specifications on : flow-meters, pressure sensors, geometrical dimension of the hollowed plates), or thanks to calibrations that were made on the constitutive elements of the test section (thermocouples, hollow plates dimensions, pressure sensors). Thus, we determined the measurement uncertainty on the Poiseuille number for the whole set of hollowed plates and the results were given for C 1 (a = 2.3 mm -b = 1 mm) and C 2 (a = 5.6 mm -b = 0.816 mm), on the whole range of Reynolds numbers that were comprised between 200 and 8000 3 .

Using the Tables (5.1) and (5.2) the reader may notice that the experimental uncertainties reached their maximum values when the Forane 365 HX was used. For understanding the reasons for the increase of this uncertainty, the main contribution for this global uncertainty was represented for the determination of the Poiseuille number. One can noticed that the range of Reynolds numbers has been given regarding this main contribution.

Reynolds number range

Mean dPo/Po on the range of Reynolds (%)

Main contribution

Contribution to global uncertainty (%) After analyzing the data given on Tables (5.1) and (5.2), it has been noted that the contributions that have impacted particularly the Poiseuille number calculation were ∆P and ṁ. These two measured values were dependent of the working fluid thermophysical properties. The main difference between these two fluid, when determining the frictions coefficient, came from viscosity. Indeed, forane 365 HX has dynamic viscosity that is about 1.75 time smaller than the one of water. Thus for a given Reynolds number, its used has led to smaller pressure drops and flow rate. Consequently, at smaller flow rate, the uncertainties on the measurements of the differential pressure and flow rate had been larger for forane 365 HX than for water.

C 1 -a = 2.3 mm -b =
3. The data related to the uncertainty on the Reynolds number were not represented as these uncertainties were very low for this range of studied Reynolds numbers For these two working fluids, the experimental uncertainty on the calculation of the Poiseuille number increased significantly when the flow rate was reduced due to the low measured differential pressures. For avoiding the too large uncertainties, the tests had been limited, to the calculation of Poiseuille numbers for Reynolds numbers larger than 150, for water and 350 for forane 365 HX.

Measurements and results

The first made experiments were done using demineralized water in order to obtain data points of reference before making the experiments with forane 365 HX. The experimental data that had been obtained were then compared to the theoretical laws of [START_REF] Shah | Laminar flow in forces convection ducts[END_REF] and of [START_REF] Blasius | Das Ahnlichkeitsgesetz bei Reibungsvorgangen in Flussigkeiten[END_REF] that have been presented in Chapter 1. It was possible to notice that for our experimental set-up, the studied flow was mainly in developing conditions for the hydrodynamic boundary layers, during the laminar regime. Indeed, these results were due to the small length of the channels. Considering this, the experimental data were then compared to the correlations that have been established for conditions related to the development of the hydrodynamic boundary layer during this flow regime. § ¦ ¤ ¥ Working fluid : water Figure 5.1 showed the friction coefficient that have been obtained for C 1 mini-channel (a = 2.3 mm -b = 1 mm) for three different tests made with water. It can be highlighted that for the whole set of studied Reynolds numbers, the experimental data points showed a very good repeatability behavior (except for the lower Reynolds numbers values (< 600)). Indeed, the discrepancies that were observed for the small values of flow rate were related to the small variation of pressures between the test section inlet and outlet (about 200 P a for the lower values of Reynolds numbers whereas the sensor sensitivity was about 100 P a according to the manufacturer), as specified in former paragraph. Otherwise, the made measurements were repeatable for the main part of Reynolds numbers range what showed that the measurement technique was reliable. The obtained experimental results showed two different trends depending on the flow regime that was developed inside the channel. For the laminar regime, the Poiseuille number variation was small regarding the Reynolds number. When the turbulent regime was reached, the Poiseuille number increase rapidly with this Reynolds number. After these repeatability tests, the results were then compared to the data from the literature. These results have been presented in the following paragraphs.

On Figure 5.2, the obtained results that have been obtained for C 1 mini-channel (a = 2.3 mm -b = 1 mm) have been reported. In order to evaluate the differences with the data from the literature, the correlations of [START_REF] Shah | Laminar flow in forces convection ducts[END_REF] and [START_REF] Blasius | Das Ahnlichkeitsgesetz bei Reibungsvorgangen in Flussigkeiten[END_REF] were given on this same chart. For the laminar flow (Re < 2400), the experimental data points were in very good agreement with the evolution predicted by [START_REF] Shah | Laminar flow in forces convection ducts[END_REF] with an absolute mean error 4 of less than 3%. A more significant difference (AME equaled 10.5%) was noticed with [START_REF] Blasius | Das Ahnlichkeitsgesetz bei Reibungsvorgangen in Flussigkeiten[END_REF] prediction. This difference that was observed with this correlation was supposed to be due to an uncertainty on the measured pressure difference for larger Reynolds numbers. Indeed, when the flow rate was increased, the differential pressure was calculated, without using the inductive sensor (full scale equaled 0.1 bar with a measure precision of 1% of this full scale), but using other pressure sensors (whose full scale equalled 0.7 bar or 2 bar regarding the used sensor). As a consequence, the use of these sensors induced larger uncertainty for large Reynolds numbers. However the reader may notice that the error bars intercepted the correlation that has been established by [START_REF] Blasius | Das Ahnlichkeitsgesetz bei Reibungsvorgangen in Flussigkeiten[END_REF].

4. the acronym AME will be used in the remaining sections of this manuscript to notify this error

The whole set of experimental data points that were obtained for this experimental campaign has been reported on Figure 5.3. The data that have been obtained for this configuration showed that 100 % of the experimental data points were predicted at ±17% by using these two correlations. When referring to the [START_REF] Shah | Laminar flow in forces convection ducts[END_REF] correlation only, 90 % of the experimental data points were predicted at ±5% showing the very good agreement with this correlation.

The results from the tests made for the C 2 mini-channel (a = 5.6 mm -b = 0.816 mm) have been reported on Figure 5.4. The data were in very good agreement with the two predictives tools. Mean differences of 4.5 % regarding the [START_REF] Shah | Laminar flow in forces convection ducts[END_REF] correlation and of 5.2% compared to the [START_REF] Blasius | Das Ahnlichkeitsgesetz bei Reibungsvorgangen in Flussigkeiten[END_REF] correlation have been noticed. The reader may observed that almost 92% of the experimental data points were predicted at ±12% using these two correlations (Figure 5.5). After this study, it was possible to conclude using the whole set of results obtained for plates C 1 (a = 2.3 mm -b = 1 mm) and C 2 (a = 5.6 mm -b = 0.816 mm) that the correlations from the literature were also applicable for our experimental set-up when water was used as working fluid. uncertainties (variations of the pressures between the inlet and the outlet of the test section were smaller). Thus, the flow rate reduction was limited to Reynolds numbers that were higher than for water case as specified in § 5.1.3. The results that are reported on Figure 5.6 showed that the AME was about 10.7% regarding the [START_REF] Shah | Laminar flow in forces convection ducts[END_REF] law and equaled 6.6% in comparison to the [START_REF] Blasius | Das Ahnlichkeitsgesetz bei Reibungsvorgangen in Flussigkeiten[END_REF] correlation for the C 1 mini-channel (a = 2.3 mm -b = 1 mm). The experimental data points given on Figure 5.7 showed that 100% of the data point were predicted at ±16% using the two correlations. .9 showed that 95.5% of the experimental data points were predicted at ±10% using these two correlations. 

Summary on the pressure drop evolution for a single-phase flow

During this experimental study, it was confirmed that the established correlations for the friction coefficients determination for the macro-scale flow were valid for the mini-channels that have been studied also. This results was validated for water and forane 365 HX used as working fluids. The study of the critical Reynolds numbers allow for the demonstration that the transition from laminar to turbulent flow was not modified for the tested conditions regarding the usual data from the literature.

On Table 5.3 the results that have been obtained during the experimental friction coefficients calculation have been summarized. The results that have been obtained showed a very good agreement with the correlations presented in the literature review as showed by the data given in the previous table . For this part of this work, no impact of the wall roughness, regarding the comparison made between experiments and theory were noticed. In addition, these predictive tools were relevant for the data that have been obtained for the experiments realized with C 4 plate (a = 4 mm -b = 0.421 mm) a . Therefore it was concluded that the impact of the wall roughness relatively to the height of the studied channels did not had a huge impact on the friction coefficients determinations in our configuration.

a. Appendice D

Study of the heat transfer coefficients in mini-channel

Methodology and study description

In this paragraph, the experimental study that has been made to characterize the heat transfer rate by forced convection in the mini-channels is presented. It is important to notice that this analysis is a continuation of the analysis made by [START_REF] Bavière | Etude de l'hydrodynamique et des transferts de chaleur dans des microcanaux[END_REF]. [START_REF] Bavière | Bias effects on heat transfer measurements in microchannel flows[END_REF] have showed previously that it can exist an experimental bias due to the measurement of the mini-channel wall temperature. This temperature allow for the estimation of the heat transfer coefficients, as it will be presented in § 5.2.2. The main difficulty related to this temperature measurement was related to the important dimension of the temperature sensors regarding the characteristic scale of the studied flows. The size of these sensors may lead to an experimental bias related to their direction regarding the heat flux streamlines, that is dependent on the amplitude of the heat transfer rate between the mini-channel walls and the fluid flow also. [START_REF] Bavière | Bias effects on heat transfer measurements in microchannel flows[END_REF] have thus proposed a correlation that allow for the correction of the measured wall temperature :

T p,real = T p,measured -0.24 × 10 -4 q (5.7)

with q (W.m -2 ), the heat flux on the lateral surfaces of the mini-channel and the temperatures are given in K.

The results of current study have been obtained for mini-channels having smaller widths (a = 2.3 -4 -5.6 and 8mm) than the ones used previously (a = 25mm) by [START_REF] Bavière | Bias effects on heat transfer measurements in microchannel flows[END_REF]. The 3D effect impacted significantly the flow in our configuration. In addition, as showed by the analysis made by Maranzana that has been reported by [START_REF] Bigot | Etude du refroidissement diphasique d'une pile à combustible de traction automobile[END_REF] (equation (1.24)), the difference between the thermophysical properties of water and forane 365 HX may lead to a modification of the heat flux distribution along the mini-channels walls.

Determination of the heat transfer coefficients

The evolution of the heat transfer coefficient (for an internal flow) depends on several parameters namely : the mini-channel wall heat flux (q ), the test section inlet liquid temperature (T amont ), the mass flow rate ( ṁ), the constitutive laws that characterize the variation of the fluid thermophysical properties (specific heat (c p ) and thermal conductivity (λ l ) 5 ), the longitudinal position where the wall temperature was measured (z i ).

For determining the evolution of the heat transfer coefficients, the outlet temperature (T aval ) was measured whereas the difference between the wall and the fluid mixture temperature on the channel cross section (T p (z) -T l (z)) has been calculated. Similarly to the study made for analyzing the friction coefficient, the fluid specific heat and thermal conductivity have been estimated using the mean fluid temperature upstream and downstream the test section. By neglecting the thermal power due to the viscous dissipations, the wall convective heat flux can be approximated following :

Φ conv ≈ ṁc p (T aval -T amont ) (5.8)
By assuming a uniform heat flux distribution at the solid/liquid interface on a length that corresponded to the heated length (L) of the channel it can be written that :

q = Φ conv 2(a + b) × L (5.9)
The increase of the fluid enthalpy on a cross section can then be expressed as :

T l (z) = T amont + Φ conv ṁc p z L (5.10)
Using this value, the heat transfer coefficient can be calculated according to :

h = q T p,real (z) -T l (z) (5.11)
where T p,real was obtained using equation (5.7).

Finally, the Nusselt number expression, which characterize the ratio between the convective heat transfer to the conductive one, is given as :

N u = hd h λ f ilm
(5.12)

5. The water thermal conductivity (or the one of forane 365 HX) which has been used for the determination of the Nusselt number, was estimated regarding the local fluid temperature (T f ilm ) close to the wall. This temperature has been defined by using the mean values of the local wall and fluid mixture temperatures on a channel cross section.

where d h is the hydraulic diameter and λ f ilm , the thin liquid film thermal conductivity close to the wall 6 . It can be observed that the variation of the Nusselt number may changed regarding the position z i and regarding the thermal boundary layers development. Thus for comparing the Nusselt numbers that were obtained for the four wall thermocouples, it was relevant to represent these Nusselt numbers regarding a non-dimensional length (z * -defined on § 1.1.2). This length is a representation of the development status of the thermal boundary layers. Therefore, when the thermal boundary layers were fully developed, the Nusselt number should be of same amplitude on each of the cross sections of the flow (except for the entrance conditions). This length can be calculated using :

z * i = 1 ReP r z i d h
(5.13)

where P r is the Prandtl number.

It was possible to remark that for similar heat flux conditions, the liquid temperature increase was more pronounced for forane 365 HX than for water due to the difference in the specific heat values.

Experimental uncertainties

The measurement uncertainty on Nusselt number calculation was done using the methodology given by [START_REF] Kline | Describing uncertainties in single-sample experiments[END_REF] (error propagation) :

i (N u) = ± ∂N u ∂d h i (d h ) 2 + ∂N u ∂λ l i (λ l ) 2 + ∂N u ∂h i (h) 2
(5.14)

In this paragraph the expression of each of these terms will not be detailed. In addition, for increasing the readability, it has been decided to show the variation of the experimental uncertainties for the whole set of cases that have been analyzed in this chapter.

6. It was assumed that the value of this thermal conductivity depended on the mean value of the wall and fluid mixture temperature on a cross section The data from Figure 5.10 showed that the measurement uncertainty increased with the Reynolds number (significant increase for Reynolds number larger than 1000). Indeed, for the more important flow rates, the difference between the channel inlet and outlet temperatures become small. The uncertainty associated with the determination of the convected thermal power became more important and led to a higher uncertainty for the determination of the Nusselt number 7 . Furthermore, whatever the fluid used, this uncertainty was more pronounced for C 2 mini-channel (a = 5.6 mm -b = 0.816 mm).

On Tables 5.4 and 5.5 are given the main contributions to total uncertainty for each of the Reynolds number window.

7. It can be highlighted that for making these direct comparisons between the two fluids Figure 5.10 cannot be used. This is related to the fact that electrical power that was imposed to the test section was different regarding the fluid that had been used. For this representation, the electrical power imposed for water was of 55 W , whereas it was of 20 W when forane 365 HX has been used For the study of the two fluids and for these two tested hollowed plates, the most important parameters for determining the Nusselt number were related to the flow rate estimation (for low value of flow rates) and mainly to the difference between the test section inlet and outlet temperatures. Indeed, these two values were important because they played an important role for the calculation of numerous parameters that have been defined in the preceding sections.

Window of Reynolds number

Mean dNu/Nu on the Reynolds window (%)

Main contribution

Contribution to total uncertainty (%)

C 1height = 1 mmwidth = 2.3 mm 409 -6717 ±12.9 % T aval -T amont 73.8 % C 2height = 0.816 mmwidth = 5.6 mm 286 -5896 ±15.9 % T aval -T amont 82.9 % Table 5.5 -Main contributions to global uncertainty (forane 365 HX)

Measurements and results

Similarly to the friction coefficients calculation, the results were obtained firstly for demineralized water and then for forane 365 HX as working fluid. As specified previously the difference between the thermophysical properties of these two fluids led to set different heating powers. In order to avoid the onset of nucleate boiling for single-phase conditions, the heating power was limited 20 W for the experiments that were made with forane 365 HX. The experiments that were done with water have been made for an heating power of 55 W 8 . § ¦ ¤ ¥

Working fluid : water

In laminar flow regime, the [START_REF] Lee | Thermally developing flow and heat transfer in rectangular microchannels of different aspect ratios[END_REF] ( § 1.1.2) correlation that predicts the evolution of the Nusselt number regarding z * , may be re-adapted for being Reynolds number dependent. However, the reader may notice that for this case, a same Reynolds number can correspond to different state of boundary layers development and therefore to different Nusselt number regarding the position where the flow is considered in the mini-channel. Thus for drawing this law regarding the Reynolds number, it was necessary to define first a position of reference z i . It was chosen, in a arbitrarily way, to represented the evolution of the correlation of [START_REF] Lee | Thermally developing flow and heat transfer in rectangular microchannels of different aspect ratios[END_REF] for the n o 3 wall thermocouple. An MAE of 41.8% was obtained by comparing the experimental data to the predictive method of [START_REF] Lee | Thermally developing flow and heat transfer in rectangular microchannels of different aspect ratios[END_REF]. As showed, the theoretical 8. The electrical power was not kept to 20W for water because of the too low temperature difference between the test section inlet and outlet temperatures. For a test case realized with water with an electrical power of 36 W , a maximal uncertainty of 56% for the C 2 plate (a = 5.6 mm -b = 0.816 mm), for a Reynolds number of about 7000.

values tend to under-estimate the experimental data points. During these tests campaigns, the only parameter that was not controlled precisely was the heat flux distribution at the solid / liquid interface. Thus, it was though that an interesting clue that would allow for the explanation of this difference was related to the estimation of this wall heat flux ( § 5.3).

The difference compared to [START_REF] Gnielinski | New equations for heat and mass transfer in turbulent pipe and channel flow[END_REF] correlation ( § 1.2.2) was of 14.7%. As this difference was comprised in the error bars (Figure 5.10) no disagreement were considered between this correlation and the experimental data points. It was observed that for all the hollowed plates, the Nusselt numbers that have been obtained at the location of the thermocouple n o 1 was always higher than for the three other thermocouples in turbulent regime. These results were due to the location of this thermocouple (≈ 8 mm from the channel entrance), where entrance effect were more pronounced and tend to improve the heat transfer rate. In summary, it was noticed that these correlations were able to predict almost 71% of the experimental data points at ±21% as showed in Figure 5.12. By comparing the experimental data to the [START_REF] Lee | Thermally developing flow and heat transfer in rectangular microchannels of different aspect ratios[END_REF] correlation, an AME of 19.2% was obtained. This result suggested that by increasing the mini-channel width, the difference between the predictive method of [START_REF] Lee | Thermally developing flow and heat transfer in rectangular microchannels of different aspect ratios[END_REF] and the experiments tend to be reduced. This behavior remain compliant with the number that has been defined in [START_REF] Bigot | Etude du refroidissement diphasique d'une pile à combustible de traction automobile[END_REF]. The difference between the data and the [START_REF] Lee | Thermally developing flow and heat transfer in rectangular microchannels of different aspect ratios[END_REF] approach was supposed to be due to the wall heat flux distribution at the solid / liquid interface that was not measurable during the experiments. However, a numerical analysis that allow for the estimation of this distribution has been discussed in § 5.3.

The deviations between the experimental data points and the Gnielinski (1976) correlation were acceptable (regarding the measurement uncertainties that have been given in Figure 5.10) and reached 7.9%. These correlations predicted 68.8% of the experimental data points at ±15% as showed in Figure 5.14. During this study, made with these two hollowed tests plates, it was observed that when the turbulent regime took place (Re > 3000), the [START_REF] Gnielinski | New equations for heat and mass transfer in turbulent pipe and channel flow[END_REF] correlation predict relatively well the data points that were obtained experimentally (regarding the experimental uncertainties -Figure 5.10). However, when the flow regime became laminar, a difference may be noticed between the experimental data points and the [START_REF] Lee | Thermally developing flow and heat transfer in rectangular microchannels of different aspect ratios[END_REF] correlation. For studying more deeply the evolution of the Nusselt number in laminar regime, or for analyzing the occurrence of the critical Reynolds number (transition to turbulence), it was more straight to represent the evolution of the Nusselt number in function of z * (equation 5.13), which expressed, the status of the thermal boundary layers development. Figure 5.15 shows the Nusselt number variation for all the thermocouples. The laminar regime (z * is high and the Nusselt number variation is small) and the turbulent regime (z * is small and the Nusselt number variation is large) can be easily determined on this figure. The transition to turbulence can be located by analysing the change of slope that took place during the evolution of the experimental Nusselt number on Figure 5.15. Thus, it was calculated that the critical Reynolds number was comprised between 2115 and 3063 for C 1 and between 1954 and 2893 for C 2 . It was noticed, that the experimental Nusselt numbers were generally over-estimated, then under-estimated in the direction T p1 to T p4 .

The reader may noticed that the [START_REF] Lee | Thermally developing flow and heat transfer in rectangular microchannels of different aspect ratios[END_REF] correlation predict a complete thermal boundary layer development for a z * equaled to 0.05 for C 1 mini-channel (a = 2.3 mm -b = 1 mm) and equivalent to 0.023 for C 2 mini-channel (a = 5.6 mm -b = 0.816 mm). This means that above these values, a same z * should correspond to a common Nusselt number, what was not observed experimentally. It was though that this phenomena may be due to the heat flux repartition at the solid / liquid interface. This idea was the most promising for explaining these evolutions. Therefore, this heat flux distribution was analysed using a numerical approach that is presented in § 5.3.

In addition, by observing more closely the number defined by [START_REF] Maranzana | Mini-and micro-channels : influence of axial conduction in the walls[END_REF] that was later modified by [START_REF] Bigot | Etude du refroidissement diphasique d'une pile à combustible de traction automobile[END_REF], it was concluded that the conduction effect of the heat flux through the walls may become significant for low value of flow rates, what may be the cause of the deviations that were observed for our experimental data points in these situations. It can be recalled that his number was written as :

M = λ p ρ l c pl uL e p × l p a × b (5.15)
where ρ l is the liquid mass density, c pl the liquid specific heat, u the flow rate in the duct and l p , the heated length of the plate. The whole set of geometrical dimensions has been given on Figure 1.5. The variation of this number M , during the current analysis has been reported on Figure 5.16. The numerical study made by these authors was initially realized for a plain 2D channel (channel width was considered as large). The results that have been obtained suggested that when M (equation (1.23)) was larger than 0.05, the conduction heat flux was no more negligible compared to the longitudinal heat flux. For these case, the temperature profile can become distorted compared to a linear evolution. Therefore, according to this approach, specific analysis is required for Reynolds number lower to 1500. This analysis regarding the heat flux distribution was done using an numerical approach that ha been discussed in § 5. In order to compare the working fluid impact on the heat transfer rates in the mini-channels, forane 365 HX was used inside the same experimental device. Figure 5.17 showed the evolution of the Nusselt number in function of the Reynolds number for C 1 mini-channel (a = 2.3mm-b = 1 mm). Similarly to the results that were obtained for water, a high AME was obtained for forane 365 HX during the laminar regime (46.6% in comparison with the [START_REF] Lee | Thermally developing flow and heat transfer in rectangular microchannels of different aspect ratios[END_REF] prediction). For the turbulent regime, an AME of 13.1% was obtained compared to the [START_REF] Gnielinski | New equations for heat and mass transfer in turbulent pipe and channel flow[END_REF] correlation. These two correlations were able to predict 68.2% of the experimental data points at ±18.5% as showed in Figure 5.18.

After studying the results that have been obtained for C 1 mini-channel (a = 2.3 mm -b = 1 mm), the impact of the channel geometry was analyzed on the heat transfer rate by using C 2 mini-channel (a = 5.6 mm -b = 0.816 mm). The experimental data that have been reported on Figure 5.19 give the evolution of the Nusselt number in function of the Reynolds number for C 2 . Still here, and similarly for water used as working fluid, it was observed that the increase of the mini-channel width allow for the reduction of the difference between the experimental data points and the [START_REF] Lee | Thermally developing flow and heat transfer in rectangular microchannels of different aspect ratios[END_REF] correlation. Thus, an AME of 21.4% was calculated for this flow regime. When the flow become turbulent, the AME dropped to 8.3% compared to the [START_REF] Gnielinski | New equations for heat and mass transfer in turbulent pipe and channel flow[END_REF] prediction.

These correlations can predict 69.4% of the experimental data points at ±15% as showed in Figure 5.20. The theoretical conditions that led to the full development of the thermal boundary layers did not depended on the aspect ratio variation according to the [START_REF] Lee | Thermally developing flow and heat transfer in rectangular microchannels of different aspect ratios[END_REF] approach. Therefore, the non-dimensional thermal lengths that correspond to this full development will be kept the same compared to the case with water as working fluid. For these tests, the critical Reynolds number was comprised between 1651 and 2097 for C 1 and between 2023 and 2542 for C 2 . It can be noticed that according to the evolution of the number M (equation 5.15), the heat flux conduction effect in the wall of the test section seemed to become more significant for the study made with forane 365 HX as working fluid. On Figure 5.22, the evolution of this number regarding the Reynolds number was reported. The data given in Figures 5.16 and 5.22, showed that the impact of the conduction heat flux should be more pronounced for forane 365 HX than for water as working fluid. Therefore, for the use of forane 365 HX, the evolution of the heat flux distribution at the mini-channel solid/liquid interface should be different compared to an homogeneous distribution.

Regarding these experimental results, it was estimated as more relevant to build a numerical model ( § 5.3) that was able to determine what was the distribution of the heat flux along the mini-channel walls in the case of laminar flow regime. This study was preceded by the preliminary numerical analysis that was made by [START_REF] Lancereau | Étude numérique d'une convection forcée en régime laminaire monophasique dans un micro-canal. Rapport technique[END_REF]. These first numerical results were obtained using Fluent 6 (2001) on a simplified model 9 of the test section, in order to give the information regarding the repartition of the wall temperatures profiles. During this work, [START_REF] Lancereau | Étude numérique d'une convection forcée en régime laminaire monophasique dans un micro-canal. Rapport technique[END_REF] evaluated the variation of the heat flux profiles at the solid/liquid interface. The numerical results have allow for the consolidation of the idea that the experimental heat flux may differ from a homogeneous distribution due to the axial conduction of the heat flux through 9. The mini-channel only was represented the test section wall. However, due to the partial representation of the test section, several assumptions were made, particularly on the entrance boundary conditions. As a consequence, a singular effect that led to a very important heat flux at the mini-channel entrance appeared for these numerical data and it was not possible to obtain qualitative values related to this heat flux distortion compared to the experimental set-up. Therefore, it was decided, taking advantage of this model, to represent in a more detailed way the test section that was used and to limit as much as possible the simplifying assumptions. § ¦ ¤ ¥

Summary on the heat transfer coefficients determination for single-phase flow

The experimental heat transfer coefficients that were obtained for single-phase flow conditions have been in good agreement with the Gnielinski (1976) correlation, that has been defined for turbulent conditions. However these coefficients were less well predicted for laminar flows. At the end of the analysis, it was guessed that this behavior was due to the impact of the heat flux distribution that may differ compared to a homogeneous repartition that took place more specifically at low flow rates. In addition, it was noticed that the theoretical heat transfer coefficients predicted relatively better the data that were obtained for C 2 mini-channel (a = 5.6 mm, b = 0.816 mm) compared to those obtained for C 1 mini-channel (a = 2.3 mm, b = 1 mm) for laminar flow regime. Therefore, it was though that the mini-channel geometry impact could allow for the modification of this heat flux repartition.

The whole set of results that was obtained in this paragraph may be summarized according to the data reported in The results that have been given in this table showed that the difference between the correlations of reference remained approximately the same (considering the mean values) whatever the fluid used or the flow regime that was developed through each of these minichannels. It was reported that the difference that were noticed as most significant were obtained for laminar flow regime.

Finally, it was demonstrated that the Nusselt numbers may evolved, in function of the non-dimensional length (z * ), when the thermal boundary layer development was complete in a theoretical point of view. Therefore, in order to better understand these experimental results and to corroborate (or not) this assumption related to the heat flux distribution, a numerical model that allow for the representation of the heat transfer rate on the minichannel wall was built ( § 5.3).

Conjugated (heat/flow) numerical analysis

In this paragraph, the results from the numerical analysis regarding the flow that took place inside the tests section 10 for imposed heat flux conditions have been reported. The aim of this study was to estimate numerically the mean heat flux distribution on the heat exchange surface of the different mini-channels. This work resulted in the definition of an estimation factor that allow for the correction of the fluid enthalpy increase and of the wall temperatures inside the mini-channels. The numerical model description as well as the mesh sensitivity calculation have been given in Appendix E.

Numerical results

After modeling the test section and the flow that took place inside the different minichannels, the heat flux distribution at the solid/liquid interface was studied for similar conditions compared to experiments. The main difficulty regarding this study was related to the fact that three different heat transfer surfaces were in contact with the working fluid. This induced a modification of the heat transfer rate that was exchanged on each of these surfaces. The heat flux rate was always more important for the lower surface that was in brass (which contained the heating cartridges). In this paragraph, the data that have been obtained for C 2 mini-channel (a = 5.6 mm -b = 0.816 mm) have been given. Indeed, for this plate, the impacts of numerous operating conditions were evaluated whereas for the other plates, only the impacts of the flow rate and of the working fluids have been analyzed. § ¦ ¤ ¥

Impact of the flow rate on the heat flux distribution

The impact of the flow rate on the evolution of the heat flux distribution was reported on Figure 5.23 11 , with water as working fluid and with a dissipated power of 55 W . On this figure, q was the ratio between the heat flux at the location z and the mean heat flux and z was the ratio between a location z (located in the mini-channel) to the total heated length :

       q = q / q moy z = z / L
(5.16)

10. This modeling, realized under specific assumptions has been presented in Appendix E 11. This distribution resulted from the heat flux integrated on all the lateral surfaces of the mini-channel The data taken from Figure 5.23, showed that the mean heat flux distribution evolved with the imposed Reynolds number. The noticeable waves on this distribution were due to the heat flux attenuation related to the insulated compartment where the heating cartridges were inserted. The location and the width of these compartments were represented at scale on this figure. The cartridges and thermocouples locations have been given on this figure also. The numerical results suggested that the heat flux increased slightly at the channel entrance (and consequently decrease near the outlet) when the flow rate was reduced. Indeed, it was deduced, similarly to other studies [START_REF] Maranzana | Mini-and micro-channels : influence of axial conduction in the walls[END_REF], [START_REF] Bigot | Etude du refroidissement diphasique d'une pile à combustible de traction automobile[END_REF] among others) that this behavior was due to the axial heat flux conduction that became more significant at the channel entrance when the flow rate diminished. However, when the flow rate was increased (Reynolds number higher than 406 for this hollowed plate), the impact of the flow rate become smaller regarding this heat flux distribution.

During the study, it was noticed that the liquid convected power in the mini-channel was generally under-estimated regarding the experimental data points (15% average). It was though that this result was caused by the absence of an additional thermal insulation that overlain the lower block. Therefore, it was assumed regarding the experimental point of view that this insulation allow for the limitation of the thermal losses with the environment. However for making sure that the modeling was realistic and particularly regarding the estimation of the heat flux, a comparison between the wall temperatures that were obtained numerically and in experiments was made. Indeed, these wall temperatures variations were inherently related to the heat flux at the solid/liquid interface. Therefore, on Figure 5.24, the representation of the difference between the wall temperature T p i and the temperature located at z = 0.008 (T p 1 ) for C 2 mini-channel with water as working was given. As it can be noticed, the difference between the evolutions that were obtained with the numerical model and the one obtained through the experiments were relatively small on all the range of studied flow rates. Therefore, these results may lead to suppose that the heat flux was very similar between experiments and modeling. Also, for representing this heat flux, an evolution law that allow for its estimation was defined. This law was Reynolds-dependent, exponential type and can be written according to :

q = exp (f 1 (Re)z + f 2 (Re))
(5.17)

For example, this approximating law has been drawn on Figure 5.25 for C 2 mini-channel (a = 5.6 mm -b = 0.816 mm), for water as working fluid and for a Reynolds number equaled to 1060. It should be highlighted that the difference between this law and the numerical profile was lower to 5% (in average) for the whole set of tested cases on the range of z that corresponded to the distance included between the wall thermocouples n o 1 and n o 4 for this tests plate. For the example of the results that were given for this tests plate, the function f 1 (Re) and f 2 (Re) that expressed the heat flux evolution in function of the flow rate can be written as 12 : f 1 (Re) = -1.82 × 10 7 × Re -16/5 -0.2842

(5.18a) f 2 (Re) = 8.64 × 10 6 × Re -16/5 + 0.1518 (5.18b)

Once this correlation was determined, the fluid enthalpy increase from the mini-channel entrance up to the defined location could be determined. This increase can be calculated with an energy balance that was made on the mini-channel (slight modification of equation ( 2.24)) according to :

T l (z) = T l,in + q moy S c p ṁ × z 0 exp f 1 (Re) z L + f 2 (Re) dz (5.19)
The same idea was used when other geometries or other fluid (forane 365 HX) were used. Therefore, these studies were not detailed through this paragraph. However, after the calculation 12. These equations were valid only for the range of z comprised between the wall thermocouple location (T p 1 ) and (T p 4 ).

of this new evolution law regarding the fluid enthalpy increase, its impact on the heat transfer coefficients was analyzed. This study that allow for the correction of the experimental data will be detailed in § 5.3. After the analyze regarding the impact of the flow rate on the distribution of the heat flux density at the solid/liquid interface, the working fluid impact on this distribution was studied. For making this comparison, the electrical power13 was set to 22 W and the flow velocity to a value in the range 0.42 -0.45 m.s -1 for the two selected fluids.

These data have been drawn on Figure 5.26. The data that have been given on this figure showed all the importance of the working fluid selection for studying the heat transfer for a forced convected flow in mini-channels. Indeed, the evolution of the heat flux distribution at the solid/liquid interface was modified when the working fluid was modified. The difference that was reported for this plate may reached a maximal value of 25% between water and forane 365 HX at the mini-channel entrance. It was noticed that the main difference between the heat convection terms came from the specific heat. Therefore, similarly to [START_REF] Maranzana | Mini-and micro-channels : influence of axial conduction in the walls[END_REF], this result showed that the increase of the specific heat should led to the homogenization of this heat flux distribution. The functions f 1 (Re) and f 2 (Re) for forane 365 HX and inside the mini-channel C 2 were expressed as : f 1 (Re) = 0.955 × Re 1/10 -2.31 (5.21a)

f 1 (Re) = -0.154 × Re 1/5 -1.33 (5.
f 2 (Re) = 1.6 × Re -1/10 -0.6 (5.21b)
Similarly than for water used as working fluid, it was proposed using this numerical model an expression for the functions f 1 (Re) and f 2 (Re) for evaluating the heat flux distribution for forane 365 HX which flowed in the C 1 mini-channel (a = 2.3 mm -b = 1 mm). These functions could be expressed as :

f 1 (Re) = -3.96 × 10 -7 × Re 3/2 -0.738 (5.22a) f 2 (Re) = 4.41 × 10 -4 × Re 3/5 -0.298 (5.22b)

Correction of the experimental data

After the determination of the heat flux distribution for the mini-channels, it was assumed that these laws were representative of the evolution of the heat flux distributions that were obtained experimentally. In this context, the mean thermal power transferred between the four walls of the mini-channels and the working fluid was modified and can be calculated along the exchange surfaces. Using this heat flux, the measured wall temperatures were corrected also (using the Fourier relation ( 1822)) for the estimation of the temperatures at solid/liquid interface. In addition, the determination of the heat flux distribution allow for the calculation of the fluid enthalpy increase from the mini-channel entrance, as presented through equation 5.19. Consequently, and using these three parameters, it was possible to determine the corrected heat transfer coefficients values. The evolution of the experimental Nusselt numbers has been given on Figure 5.28. Using this approach, the reader may noticed that the differences between [START_REF] Lee | Thermally developing flow and heat transfer in rectangular microchannels of different aspect ratios[END_REF] correlation and the experimental data were sligthly reducted compared to the initial analysis (Table 5.6). A summary of these results may be found in Table 5 The data that have been reported on Table 5.7, showed that the differences that were observed between the experimental data and the [START_REF] Lee | Thermally developing flow and heat transfer in rectangular microchannels of different aspect ratios[END_REF] prediction still remained significant. Therefore, it was concluded that this correction was not sufficient for explaining the differences that were noticed between this predictive method and our experimental values using the single heat flux distribution aspect. As a consequence it was though the this difference should be mainly due to the operating conditions. Indeed, for our experimental tests, the heat flux condition that was imposed on the channel wall remain quite far from the ideal condition defined by [START_REF] Lee | Thermally developing flow and heat transfer in rectangular microchannels of different aspect ratios[END_REF]. Indeed, the authors have represented in their modeling an uniform heat flux distributed on the whole exchange surface of the mini-channels. However, according to the data [START_REF] Shah | Laminar flow in forces convection ducts[END_REF] (Chapter VII, Table 44 of this book), the impact of the heated wall number may have a very noticeable influence on the evolution of the Nusselt number. As a consequence, it may be though that the impact of the heat transfer rate that evolved between the walls may impact the heat transfer rate and led to difference, by comparison with the [START_REF] Lee | Thermally developing flow and heat transfer in rectangular microchannels of different aspect ratios[END_REF] data.

Beside the comparisons made with the literature data, the results of Figure 5.28 showed a very interesting evolution when the heat flux repartition was not considered as uniform. Indeed, for the whole set of corrected data, it seemed to have a non-dimensional length z *14 from which it can be noticed very small variations of the Nusselt number regarding z * . Therefore, this result suggested that the mechanism that took place usually after full development of the thermal boundary layers should be better taken into account when a non-uniform heat flux distribution is considered.

Moreover, we have obtained using this numerical work a very essential results for further study. Indeed, it was observed that for all the made tests, the heat flux integration from the minichannel entrance up to the location of the wall thermocouple n o 3 gave a very close value of the mean heat flux density, q moy , between the wall and the working fluid between the mini-channel inlet and outlet. This mean heat flux may be written as :

q moy = Φ conv S lat (5.23)
where Φ conv is the mean flow convected power and S lat the mini-channel lateral surface. The differences that were noticed were approximately comprised between ±10% regarding the mean heat flux. Thus, when the fluid flow reach this point, it was assumed in the remaining part of this work that the heat flux transferred in the cross section of the thermocouple n o 3 equaled its mean integrated values along the mini-channel.

Chapitre 5 conclusions

The results that have been given in this chapter relied on the data that were obtained for C 1 (a = 2.3 mm -b = 1 mm) and C 2 (a = 5.6 mm -b = 0.816 mm) mini-channels. Two tests fluids were studied in this work : water and forane 365 HX. The collected data allow for the characterization of the tests section. This preliminary analysis was important before the study that was made in a boiling configuration where numerous parameters whose the transfer rate to the fluid were determined indirectly. During this work, the evolution of the friction coefficients as well as the heat transfer coefficients were analyzed for single-phase flow conditions. Regarding these two tests configuration, a detailed description will be given below.

The determination of the friction coefficients was made for adiabatic conditions for all the studied cases of this work. It was noticed that the results that were obtained during these experiments were in good agreement with the [START_REF] Shah | Laminar flow in forces convection ducts[END_REF] correlation for the laminar regime and with the one of [START_REF] Blasius | Das Ahnlichkeitsgesetz bei Reibungsvorgangen in Flussigkeiten[END_REF] for the turbulent regime. In addition, the modification of the cross section did not impacted the performance of these predictives tools for these flows configurations. Consequently, as other studies of the literature showed it, this one confirmed that the law which were defined for conventional flows (d h > 3 mm) allow for the prediction of the experimental friction coefficients for these mini-channels.

The heat transfer coefficients calculation were made for the whole set of tests plates. For this work we observed a significant difference between the correlations that predicted the heat transfer coefficients evolution and the experimental data for the flows in laminar regimes. During the analysis, it was shown using a numerical study that this behavior was not caused only by a non-homogeneous heat flux distribution at solid/liquid interface. Indeed, after estimating the evolution of the mean heat flux distribution at the interface for the whole set of test plates, it was proposed to approximate them using exponential-type laws. Once these laws were determined, a correction method for determining the experimental data was defined. The obtained results have allowed for the propositions of three conclusions that are given below :

x The differences that were noticed between the Lee et Garimella ( 2006) correlation and the experimental data are mainly due to the fact that the conditions that were imposed to the channel walls were not homogeneous compared to the ones defined by these authors.

y The consideration of the heat flux repartition that was obtained numerically, allow for the better consideration of the thermal boundary layers development. Indeed, above a treshold non-dimensional length, z * , the Nusselt number value variation is small after correction of the experimental data.

z There is a region in the mini-channel where the heat transfer is very close to the mean heat flux density. This region is located near the wall thermocouple n o 3. This last observation, important for the rest of this study, allow for the specification of a reference region where it was decided to study all the phenomena related to boiling conditions. Therefore, we made the assumption that in this region (near the wall thermocouple n o 3), the heat transfer rate equaled to its mean value (equation 5.23).

Fundamental estimations in convective boiling conditions

Experimental determination of the transferred heat flux

In this work, one of the main constraints that was encountered during the convective boiling was related to the determination of the thermal power that was transferred to the fluid. Indeed the direct physical measurements often did not exist for obtaining these thermal powers. This difficulty increases all the more when thermal losses with environment exist. Therefore, for determining the thermal power that was transferred to the fluid, the different heat exchange surfaces that were used in our calculation were given on Figure 6.1. In a first stage, the electrical power that was imposed to the test section was determined thank to the knowledge of the effective current (I) and voltage (V ) values that passed through the heating cartridges. This power can be calculated according to :

Φ elec = V.I (6.1)
The losses with the environment can be deduced using the relation :

Φ pertes = h nat S ts (T ts -T amb ) (6.2)
where h nat is the heat transfer coefficient by natural convection with the ambient, S ts , the test section external surfaces, T ts , a mean temperature of this external surface 1 and T amb was the ambient temperature. The heat transfer coefficient by natural convection h nat was comprised between 11 and 18, 5W.m -2 .K -1 for the whole set of experiments. For obtaining the value of this coefficient, it was realized formerly to the two-phase flows tests, single-phase flow experiments where the convected thermal power was determined (Φ conv ) from the entrance to the outlet of the test section. This thermal power could be expressed using :

Φ conv ≈ ṁc p (T aval -T pre ) (6.3)
In addition, it was noticed that the external test section temperature may varied slightly, even when, the stability criteria was reached. This temperature variation was synonymous to different energy storage (or release) in the test section on the time range where the average measurement was done. During this analysis, the convected power could be determined directly using the temperature difference between the inlet and the outlet of the mini-channel. However, for a boiling configuration the transmitted power could not be determined using this temperature difference. Consequently it was chosen to consider with attention the test section thermal storage (Φ ts ) whose formula is given as :

Φ ts = m ts t × c p,ts × (T f in,ts -T init,ts ) (6.4)
where m ts is the mass of the test section, t is the elapsed time for making the temperature goes from T init,ts to T f in,ts (on the range of 24 experiment data points used for calculating the mean temperature value : see experimental protocol in Appendix C) and c p,ts is the specific heat of the test section at constant pressure. Once these two power were determined, it was possible to calculate the thermal losses with the environment according to :

Φ pertes = Φ elec -Φ conv -Φ ts (6.5)
Therefore, the value of the coefficient h nat was deduced using the combination of equations (6.2) through (6.5). This value was determined formerly to each experiments made for boiling conditions thanks to one or several single-phase flow condition(s). When several experimental points were obtained in single-phase flow conditions, it was possible to notice that h nat showed a maximal variation of ±1.3W.m -2 .K -1 around the mean value. Once the value of this coefficient was calculated, it was assumed to be constant for all the boiling conditions of this series.

During the experimental study, it was noticed that for specific configuration, the minichannel inlet temperature (T amont ) may rose, whereas the pre-heating temperature was kept constant. For explaining this phenomenon, we examined the results given by the numerical analysis. Indeed, during this study that was made for single-phase condition ( § 5.3), it was highlighted that the heat flux distribution on the lateral surface of the mini-channels can be different from a homogeneous repartition. In addition, the amplitude of this heat flux tend to be more important toward the mini-channels entrance. Therefore, the assumption of an axial heat conduction was made and this may induced a temperature increase in the inlet reservoir regarding the heat flux or flow rates values. This lead us to regularly adjust the pre-heater temperature when a variation of the setpoint temperature was noticed. After several tests, it was chosen to limit the subcooling to a maximal value of 20 o C. By supposing that we have a single-phase flow from the outlet of the pre-heater up to the test section inlet, the thermal power supplied to the fluid in the inlet reservoir by conduction may be obtained simply using :

Φ res = ṁc p (T amont -T pre ) (6.6)
Using all these elements, the thermal power that was transferred to the fluid can be determined following :

Φ mini-canal = Φ elec -Φ res -Φ ts -Φ pertes (6.7)
The electrical power repartition that was supplied to the test section for C 4 mini-channel (a = 4 mm -b = 0.421 mm), for a mass velocity of 800 kg.m -2 .s -1 and a electrical power ranged from 70 to 220 W was reported on Figure 6. 

Reference fluid temperature determination

During the boiling study, the knowledge of the fluid temperature on the selected minichannel cross section was very important. Indeed, for saturated boiling, the liquid and the vapor phases were considered at saturation on a mini-channel cross section. In this configuration, the mixing temperature may be calculated using the saturation pressure determination along the mini-channel. Besides, if the liquid cooling or if the flow rate were important, a single phase length may occur in the mini-channel and the reference temperature was not the saturation temperature in this initial region. Two situations may occur in function of the appearance of a flow length which is not saturated before the location z sat :

For z ≤ z sat

The liquid temperature evolution can be obtained by taking into account the enthalpy increase from the mini-channel entrance, which is driven by the wall heat flux according to :

T l (z) = T l,in + q moy S ṁc p × z 0 exp f 1 (Re) z L + f 2 (Re) dz (6.8) For z ≥ z sat
For estimating the pressure in the saturated region, it was necessary to determine the pressure drop from the mini-channel entrance up to the saturation point (single-phase flow length). During the single-phase flow experiments, the results were in excellent agreement with the correlation of [START_REF] Shah | Laminar flow in forces convection ducts[END_REF] that allow for the prediction of these pressure drops ( § 5.1.4). Therefore, it was assumed that as soon as the flow was not saturated, this pressure drop followed the same evolution that was predicted by [START_REF] Shah | Laminar flow in forces convection ducts[END_REF]. Thus the pressure drop from the mini-channel entrance up to the saturation point may be expressed following :

P sat = P in - 1 2 ρU 2 1 + 4f z sat d h (6.9)
where 1 2 ρU 2 was the pressure drop caused by the fluid acceleration due to the convergent and f the friction coefficient defined by [START_REF] Shah | Laminar flow in forces convection ducts[END_REF] according to equation (1.9). Once the evolution of the pressure drop was known along the mini-channels, the saturation temperature can be defined for z ≥ z sat , using a curve that relate these two values as showed in the example reported on Figure 3.3. It was then assumed that the pressure drop followed a linear behavior from the saturation point up to the mini-channel outlet.

Measurement uncertainties

It will be not detailed in this paragraph the procedure for the determination of the measurement uncertainties for the experiments related to boiling. It can be noticed that this procedure followed the [START_REF] Kline | Describing uncertainties in single-sample experiments[END_REF] method. On Figure 6.3 the measurement uncertainties have been given regarding the heat transfer rate to the fluid. The reader would be able to observed that this term is significantly impacted by the measurement uncertainty related to the heat transfer coefficient by natural convection which has been set to a value of ±2 W.m -2 .K -1 for all our experiments. The data from these charts showed that the measurements uncertainties was relatively small (< 10%) for single-phase flow conditions where the power transferred to the fluid can be obtained directly. This uncertainty become then significant after the occurrence of the onset of nucleate boiling for which the power have to be determined indirectly. This uncertainty then decrease rapidly when the convected heat flux increased and became lower to 10% when the heat fluxes were larger.

Study of the ONB in the mini-channels

Study description and methodology

The onset of nucleate boiling (ONB) is an important data in the study of convective boiling. Indeed, from this point, the predictive tools that were defined for characterizing the single-phase flow may start to deviate.

In this paragraph, the impacts of the operating conditions on the evolution of the ONB using the image acquisition system have been analyzed. One can notice that for all the data that were obtained for boiling conditions, only forane 365 HX was used as working fluid.

Measurements and results

During the determination of the conditions that allow for ONB, image analysis were made simultaneously to confirm the incipience of bubbles in the mini-channels. For our experimental set-up, we noticed that the ONB was generally followed by an abrupt fluid temperature increase at the outlet of the test section (T aval ). It should be reminded that the flow visualization was defined in the region defined on Figure 4.8 only. Therefore, all our convected heat fluxes values were calculated at the location of wall thermocouple n o 3. It was then assumed that the heat flux value integrated from the channel entrance up to the location of wall thermocouple n o 3 was close to the heat flux conditions that were considered as homogeneous according to the discussion presented in § 5.3. As a consequence this heat flux was determined following :

q onb(T p 3 ) = Φ conv,int S lat(T p 3 ) × z 3 L = Φ conv S tot (6.10)
where Φ conv,int is the convected power which was integrated on the reference length, S lat(T p 3 ) is the lateral surface from the mini-channel entrance up to the point z 3 which is the location of wall thermocouple n o 3 data. L is the heated length and S tot , the lateral mini-channel surface on all the heated length.

The experimental data point that have been presented in this study were the ones that precede immediately the ONB. Therefore the experimental uncertainties for the heat flux that lead to ONB were calculated for a single phase flow. This protocol has already been described in § 5.2.3. The experimental uncertainties for the calculation of wall heat flux transferred to the fluid were lower to 10%.

During the visualizations, it was noticed that the ONB took place mostly in the minichannel corner for all the cases that were reported in this manuscript. Images of the ONB that showed this phenomenon are given in Figures 6.4 Three main assumptions allow for the explanation of these observations :

x Corner effect : As highlighted in the study made by [START_REF] Li | Bubble dynamics in microchannels. part ii : two parallel microchannels[END_REF], it may be due to a corner effect which, in function of the contact angle between the fluid and the wall, may allowed for the entrapment of a gas volume. Therefore, when a heat flux was imposed to the cross section, the superheated vapor should formed bubbles in the mini-channels corners more rapidly than the vapor entrapped in the other cavities that should contain less gas.

y Viscosity effect : It may be due to a viscosity effect that slow down the fluid near the wall and lead to an increase of the temperature near the corner where the viscous effect were more significant.

z Streamline concentration : The impact of the heat flux streamline concentration in the corner that present a geometrical singularity may generate the incipience of one or several hot spots that should be at the origin of this phenomenon.

During these experiments, the minimal heat flux that led to ONB, the influences of the inlet liquid temperature, of the saturation pressure and of the geometry were determined. For all these parameters, the main variable was the mass velocity. These analyzes will be presented in the next paragraphs. § ¦ ¤ ¥

Impact of the inlet temperature

The impact of the inlet temperature was studied at atmospheric pressure. After making the fluid degassing process, the thermal bath temperature was reduced to a value that was comprised between 35 o C and 40 o C. The top cover of the condenser of the degassing reservoir was then removed. The hollowed plate that was selected for these experiments was C 3 plate (a = 8 mm -b = 0.814 mm). For each mass velocity, the heat flux was progressively increased up to the ONB2 .

Firstly, repeatability tests were made for this plate and for a subcooling of 15 o C. The results of these two tests showed good repeatability. These data are given on Figure 6.6. During these experimental campaigns, it was observed that forane 365 HX may reach boiling conditions, whereas the outlet fluid temperature (T aval ) where still slightly lower than the saturation temperature (T sat ). The results that are given on Figure 6.7 showed that the heat flux exchange at the mini-channels walls increased when the inlet temperature was diminished (or when the inlet liquid subcooling was increased (equation 6.11)) for a same mass velocity. It may be reminded that the relation that relate the inlet temperature to the subcooling is :

∆T SR = T sat -T amont (6.11)
According to our understanding, the reduction of the inlet temperature generated a reduction of the mean temperature on the flow cross section. Therefore for reaching the conditions that lead to ONB, the required energy that should be supplied to the fluid became more important. In addition, the minimal heat flux for the ONB become more important when the flow rate was increased3 , what may looks trivial. Using the numerical modeling, realized for a singlephase condition § 5.3, the impact of the flow rate was evaluated on the temperature field on a mini-channel cross section located at 76 mm from the entrance. The results that were obtained (Figure 6.8) showed the flow rate impact for a convected heat flux of 1.5 kW.m -2 and two different Reynolds numbers.

The data given in Figure 6.84 showed that the conditions for ONB became more unfavorable when the flow rate was increased. Indeed, the mean temperature on channel cross-section was smaller for a same convected power. Therefore at higher Reynolds number, for reaching a temperature field that was closer to the one that corresponds to the results that were obtained for a lower Reynolds number, it was necessary to increase the heat flux that was imposed to the flow.

It can be highlighted that the liquid temperature is more important in the corners than compared to the other locations of the mini-channel. Thus, the assumptions that were given related to the thermal effect that allow for the occurrence of the bubbles in the corner seemed to be corroborated by this numerical study. Indeed, in order that a bubble may survive without collapsing when being in contact with a cooler liquid, the temperature field around this bubble had to be larger than the saturation temperature. According to the results of this model this situation may has the tendency to take place firstly in the corners of the mini-channels 5 .

In summary, it can be concluded that the impact of the fluid inlet temperature modification plays a significantly role on the evolution of the minimal heat flux needed for ONB. The influence of this parameter was more important than the one of the mass velocity for more than 67% of the experimental data point for this mini-channel. § ¦ ¤ ¥

Impact of the working pressure

For proceeding to the increase of the working pressure of the experimental set-up, after having realizing the degassing process, the diaphragm valve was used in order to increase the pressure drop in the loop. The working pressure was then set to a value close to 0.7 bar relatively to the atmospheric pressure. For the experiments made at atmospheric pressure, the test protocol was the same than the one presented in the preceding paragraph. It is useful to specify that the subcooling value (equation 6.11) increased with the working pressure if the inlet temperature was kept a constant value. Therefore, in order to correctly evaluate the impat of the working pressure, it was necessary to maintain the subcooling to a constant value. These tests were made on the C 3 mini-channel (a = 8 mm -b = 0.814 mm), for a subcooling on the order of 15 o C for two different working pressures. The results that were obtained showed clearly that for this plate, the impact of the saturation pressure was relatively small on the minimal heat flux that allowed for the ONB (Figure 6.9).

5. [START_REF] Ghiaasiaan | Boiling incipience in microchannels[END_REF] named the conditions that lead to the bubbles motion from the minichannel walls to the flow center the offset of Significant Void Fraction.

The reader may noticed that no other tests with different cross section were made during this experimental campaign. Therefore this result cannot be considered as valid for the other mini-channels.

Moreover, it can be noticed that [START_REF] Saitoh | Effect of tube diameter on boiling heat transfer of R-134a in horizontal small-diameter tubes[END_REF] have demonstrated that the working pressure impact seemed to increase when the mini-channel hydraulic diameter was reduced. Therefore, it seemed relevant to check in the future the influence of this working pressure on the ONB for mini-channel of hydraulic or/and aspect ratio that are different. § ¦ ¤ ¥

Impact of the mini-channel geometry

One of the most important point related to this thesis work concerned the impact of the geometry on the ONB. For this study, four different mini-channels that were defined in § 4.1.5 have been used. The error bars related the made measurement have been reported on Figure 6.10. These data showed that the required power to ONB can be modified only by modulating the geometrical dimensions of the mini-channel also. It was observed that this phenomenon may still occur when the aspect ratio is kept the same but the hydraulic diameter was modified. What may look surprising, it that for a same hydraulic diameter but different aspect ratio, the heat flux that led to ONB change, what has not been reported in the state of the art review that has been made. The analysis related to these results has been detailed in next paragraphs. However, it is important to highlight that [START_REF] Liu | Prediction of the onset of nucleate boiling in microchannel flow[END_REF] studied a range of width that was comprised between 0.05 mm and 0.6 mm only.

¢ Impact of the aspect ratio

This comparison was made between C 1 (γ 1 = 0.435) and C 2 (γ 2 = 0.146) or C 3 (γ 3 = 0.102) mini-channels which has a very close hydraulic diameter compared to C 1 . For mass velocities lower than the range 200 kg.m -2 .s -1 -300 kg.m -2 .s -1 , the increase of the aspect ratio ( b / a ) seemed to lead to the ONB for smaller heat flux values. As soon as the range of mass velocities was higher, the obtained experimental results showed that the minimum heat flux that allow for the occurence of ONB increase with aspect ratio.

In order to explain this result, the data that were obtained with the numerical model were analyzed (using single-phase flow conditions). This model showed that the flow rate impact on the evolution of the temperature field would be more pronounced for mini-channels whose aspect ratio was more significant, for the range of studied geometry. This results is reported on Figure 6.11 for Reynolds numbers and convected heat fluxes equaled to those reported in Figure 6.8. It was observed that the mean absolute difference on the whole set of numerical data that were obtained between the data from the C 1 mini-channel and the data from the C 3 (γ 1 = 0.102) minichannel was reduced from 104% to 79%, when the Reynolds number increased. This reduction seemed to be too poorly significant to justify the ONB characteristics for higher heat flux for C 1 (γ 1 = 0.435) mini-channel, when the flow rate increased. Indeed, the common action of the heat flux streamlines toward the corners, due to the singularity caused by the right angle of the mini-channels, coupled with a hydrodynamic effect, seemed to be needed by are not sufficient to explain what is happening in this current situation. In order to better see the flow rate impact, the evolution of the Reynolds number and of z * (equation (1.15)) in function of the mass velocity for the four tested mini-channels was reported on Figure 6.12. The evolutions of the Poiseuille and of the Nusselt numbers were plotted on Figure 6.13 for illustrating the flow rate impact on the hydrodynamic boundary layers development [START_REF] Shah | A new correlation for heat transfer during boiling flow through pipes[END_REF] approach ; equation (1.9)) and of the thermal boundary layer [START_REF] Lee | Thermally developing flow and heat transfer in rectangular microchannels of different aspect ratios[END_REF] approach ; equation (1.17)) in the four mini-channels. 

x*

C1 -Re = 1000 -q'' = 1,5 kW/m² C3 -Re = 1000 -q'' = 1,5 kW/m² The data taken from Figure 6.13 showed that the impact of the hydrodynamic boundary layer development was more pronounced for C 1 (γ 1 = 0.435) mini-channel than for the C 2 (γ 1 = 0.146) or C 3 (γ 1 = 0.102) mini-channels where the flow rate increase. In contrast, the rapidity of the thermal boundary layer development was similar for these mini-channels. Therefore, it was though that the impact of the flow rate, more pronounced for C 1 lead to a more rapid increase of the dynamic pressure that acted through all the channel. In this context, the potential vapor embryos that were located in the mini-channel corner should be subjected to a higher pressure when the flow rate increase what allow for the explanation of the observed experimental results. This was the reason why an higher heat flux for reaching ONB was required in this situation (higher flow rate). From another point of view, Figure 6.13 showed the evolutions of the hydraudynamic and thermal boundary layer for C 4 (d h = 0.762 mm) mini-channel, which were very moderated compared to the other mini-channels regarded the range of the mass velocities that were studied. Indeed, for equivalent mass velocities, the Reynolds number was smaller for this mini-channel. This was due to the common impacts of the cross section and of the hydraulic diameter which were smaller than those of the other mini-channels. Therefore, the evolution of the Reynolds number was more moderated and the development of the boundary layers were more rapid than for C 4 . As a consequence, it was possible to demonstrate that the impact of the mass velocity on the ONB was more moderated for C 4 than for other mini-channels as showed on Figure 6.10. It was possible to notice that when the mass velocity was lower to 200 kg.m -2 .s -1 , the minimum heat flux required for ONB was reduced for higher hydraulic diameter according to the experiments. Above this mass velocity, the opposite came true. § ¦ ¤ ¥

Summary related to the parametric study on ONB

After the study of these results, it was observed that the impact of the operating conditions may be very significant on the minimal heat flux that led to ONB. The impacts of the liquid inlet temperature and of the mass velocity were noticed as important (Figure 6.7). The obtained results suggested that the saturation pressure influence on the ONB was small for the range of studied pressures for C 3 mini-channel (Figure 6.9). In contrast, the impact of the geometry was particularly important on ONB as demonstrated in the data that were reported on Figure 6.10. These data confirmed the idea that as soon as the geometry differed from the circular cross section, the impact of the corners and of the aspect ration for the rectangular channels may play a key role on ONB for mini-channels. Therefore it become necessary to consider with caution the impact of the whole geometry (cross section and aspect ratio) for studying the conditions that led to ONB in mini-channels.

Flow regime visualization in mini-channels

In this paragraph, the flow regimes evolution that were observed in the different studied mini-channels was analyzed. The images that have been presented where in direct relation with the boiling curves that will be introduced in § 6.4. The flow regimes that were observed have been obtained for a subcooling of 7 o C or 15 o C, a relative working pressure of 0.7 bar for the whole set of studied cases. The mass velocities were comprised between 100 kg.m -2 .s -1 and 800 kg.m -2 .s -1 . Most of the explanations that were given in this paragraph were based on the analysis made using high speed camera.

The flow regimes succession that was observed in the mini-channels were the following ones :

x Bubbles regime :

This flow was characterized by the presence of numerous isolated (or coalescing) spherical bubbles of small diameter regarding mini-channel hydraulic diameter. These bubbles were mostly convected to a close velocity compared to the one of the liquid flow.

y Vapor plugs regime :

The apparent diameter of the vapor bubbles became larger than the mini-channels thickness, but was kept lower than their width. For these configurations, the bubbles were flatten by the mini-channels wall in the height direction (b) and had a pancake shape.

z Liquid slugs regime :

In this flow regime, the bubbles size reached the mini-channel width. As a consequence these bubbles were not able to continue to grow on the mini-channel cross section and have the tendency to grow in the longitudinal flow direction. In this last case, their can have the shape of a truncated cylinder. These different vapor bubbles may be separated by liquid slugs which were often composed of bubbles of smaller dimensions.

{ Churn flow regime :

When the vapor velocity increased, the vapor plugs started to break up under the strong interfacial shear stress effect. The flow went through an agitated form and reached a very unstable configuration. The boundaries of the interface of the vapor structures were more difficult to determine during this regime.

| Annular flow regime :

When the heat flux transferred to the flow increased, the vaporization increases' led to the occurrence of a continuous vapor configuration at the mini-channels center. The liquid flow was now confined between the mini-channels walls and the vapor core. For high superficial vapor velocities, a particular morphology may appear where ripples appeared at the liquid/vapor interface.

It can be specified that most of the times, some of the flow regime may took place in a very intermittent fashion. Therefore for the observations where it was noticed that one flow regime was dominant compared to the other, this is its name that was given. For the flow regime where an intermittent phenomenon was observed, it was called transition phenomenon between the flow regimes that were considered.

For all the images related to the boiling flow, the flow was going from left to right. The minimun heat flux increment that was imposed to the flow was about 3 kW.m -2 . Therefore, some flow regimes were not always visible during this study, this was due to the fact that the transition between them may varied very quickly regarding the heat flux.

§ ¦ ¤ ¥ C 1 mini-channel (2.3 mm × 1 mm)
The comments that were given in this paragraph were based on the observations that were made for the mass velocity of 300 kg.m -2 .s. -1 . Images showed that boiling was initiated from the mini-channel corners as already discussed in § 6.2. Immediately after ONB, these bubble tended to grow and to fill the whole cross section (Figure 6.14a). This observation was valid for all the studied mass velocities. It was though the the geometrical effect may allow to get closer to the conditions needed to move from ONB to OSV 6 for this mini-channel. For the low heat fluxes (12 kW.m -2 ≤ q ≤ 20 kW.m -2 ), the bubbles growth was higher and their diameter became rapidly larger than the mini-channel height (b) (Figure 6.14b et Figure 6.14c). Thereafter, the flow alternated between churn and annular regimes for moderated heat fluxes (40kW.m -2 ≤ q ≤ 70kW.m -2 -Figure 6.14d). For the higher heat fluxes (q ≥ 70kW.m -2 ), the annular regime became dominant. In addition it was observed that ripples on the liquid/vapor interface appeared (Figure 6.14e). Indeed, the increase of the convected heat flux lead to the increase of the difference between the liquid and the vapor core velocities. In this context, the interfacial shear stress became more important and can make appear front instabilities as demonstrated by Revellin et al. (2008).

6. Onset of significant void fraction is the condition that led the bubbles to wall detachment and they flowing toward mini-channel center-line without collapsing. It can be noticed that the flow regime transition varied strongly with the mass velocity that was imposed to the flow as showed in Figure 6.15. For all the other data that were given on histograms, the reader may observed that the maximum values that correspond to the heat flux related to the dryout were given. Therefore, it was clear that the minimum heat flux that led to dryout increase when the mass velocity was larger.

It was chosen to represent on these histograms, seven flow categories. In addition to the five presented flow regimes, it was added flow regime that had very strong interaction between them during the made observations. It was then added, the transition between the vapor plug and liquid slug regimes, and the transition between the churned and annular regimes. This classification will be kept for all the other histograms that will be presented in the following sections.

The data of the Figure 6.15 showed that the required heat flux for reaching the same transition between the flow regime was generally more significant when the mass velocity was increased. Moreover, the range of heat fluxes for which the flow had two distinct phase with vapor structures that had closed interface (bubbles, plugs, slugs) became larger, when the flow rate was increased. Indeed, when the imposed wall heat fluxes were small, the flow rate increase allow the inlet temperature to have a stronger impact on the boiling flow. In addition, it was observed that the bubbles sizes at the ONB seemed to be reduced with the flow rate increase. The comments that were given in this paragraphs were based on the observation made for the mass velocity of 300 kg.m -2 .s. -1 , for C 2 mini-channel (a = 5.6 mm -b = 0.816 mm). During these tests, it was noticed that the ONB was seen firstly in the mini-channel corner, whereas the flow centerline was still in single-phase flow conditions. The reader would be able to notice that this behavior was different compare to the one observed for C 1 mini-channel (a = 2.3 mm -b = 1 mm), that has same hydraulic diameter but a different aspect ratio. Indeed, for a same mass velocity, the bubbles remained confined near the walls. These bubbles had a smaller diameter compared to the mini-channel thickness (b) (Figure 6.16a).

In the most cases, ONB took place on the two sides of the C 2 mini-channel (a = 5.6mm-b = 0.816mm). Regarding the mini-channel width, it was possible to observe the progressive bubbles growth in the width direction when they moved downstream (Figures 6.16a and 6.16b). When the imposed heat flux was increased (q ≥ 19 kW.m -2 ), it was observed that bubbles appeared on the mini-channel bottom plain wall which became active (Figure 6.16b). It can be noticed that the heat flux required to ONB was more important than the one needed for bubbles incipience in the mini-channel corners. For the intermediates heat fluxes (22 kW.m -2 ≤ q ≤ 40 kW.m -2 ), the corner bubbles started to coalesce between them (Figure 6.16c). The growth of these bubble was stronger when the heat flux was increased. An asymmetric motion was noticed between the successive plugs growth that were localized on the two sides of this mini-channel. Elongated vapor structures that were located at the mini-channel centerline may occurred and were fed by the bubbles coalescence. For higher heat fluxes (72kW.m -2 ≤ q ≤ 90kW.m -2 ), the flow alternated between churn and annular regimes (Figure 6.16d). Ripples structures (much more visible compared to the visualizations made with C 1 mini-channel (a = 2.3 mm -b = 1 mm)) were noticed before the wall dryout (Figure 6.16e). On Figure 6.17 it can be noticed that for mass velocities comprised between 200 kg.m -2 .s -1 and 300 kg.m -2 .s -1 , the annular regime took place before the liquid dryout close to the wall. The reader may observed that this flow regime was no more observed when the mass velocity was larger than 300 kg.m -2 .s -1 . The flow regime that became dominant in this case was the churn flow regime for this mini-channel. It can be highlighted that the weight of the flow regimes that presented closed interfaces increased significantly with this mass velocity. This was due to the influence of the inlet temperature that became more pronounced and favour the duration of these regimes when the flow rate increased, similarly to the results that were obtained for

C 1 mini-channel. § ¦ ¤ ¥ C 3 mini-channel (8 mm × 0.814 mm)
For the C 3 mini-channel, the impact of mass velocities comprised 100 kg.m -2 .s -1 and 200kg.m -2 .s -1 were studied only. It should be noticed that on these visualizations, the presence of an internal crack of the visualization window that was generated during the montage of the brass block during an assembly. No liquid leakage due to this crack was noticed for all the experiments that followed this observation.

In a first step, the bubbles were generated in the corners, the flow located at the channel center was subcooled and was still in single-phase conditions (Figure 6.18a). For lower heat fluxes (5 kW.m -2 ≤ q ≤ 10 kW.m -2 ), the subcooling still acted at the mini-channel center and the bubbles that were located in the corner continued to grow to form vapor plugs that remained stuck on these corners (Figure 6.18b). When the heat fluxes were moderated (10kW.m -2 ≤ q ≤ 14 kW.m -2 ), the bottom wall became active and bubbles of smaller diameters were generated on this wall (Figure 6.18c). At higher heat fluxes (14 kW.m -2 ≤ q ≤ 48 kW.m -2 ), the flow The results that were given on the histograms of Figure 6.19 showed that when the flow rate was increased, the contribution of the churned flow regime was dominant on a larger range of wall heat flux. It can be noticed that the annular flow regime represent a very small heat flux range compared to the results that have been reported for

C 1 mini-channel (a = 2.3 mm -b = 1 mm) and C 2 (a = 5.6 mm -b = 0.816 mm). § ¦ ¤ ¥ C 4 mini-channel (4 mm × 0.421 mm)
During the visualizations of the boiling flow in C 4 mini-channel (G = 600 kg.m -2 .s -1 ), it was observed similarly to the other mini-channels, that the corners were first activated and generated bubbles (Figure 6.20a). The flow at the mini-channel center was still subcooled and the bubbles that were generated stayed close the mini-channel corner and may coalesced between them. When the heat flux was increased (11 kW.m -2 ≤ q ≤ 30 kW.m -2 ), larger structures were rapidly formed and filled the flow center (Figure 6.20b). For moderated heat fluxes (30 kW.m -2 ≤ q ≤ 41 kW.m -2 ), the bottom wall of the mini-channel was activated and smaller bubbles may coalesced with the vapor plugs that were located at the center (Figure 6.20c). For the higher heat fluxes (41 kW.m -2 ≤ q ≤ 80 kW.m -2 ), the flow went to churned regime and an asymetric motion between the bubble that were generated near the corner took place (Figure 6.20d). For the more important heat fluxes (q ≥ 80 kW.m -2 ), an intermittent behavior between churned and annular regimes (with ripples appearance) has been observed (Figure 6.20e). The data that have been reported on Figure 6.21 showed that the impact of the mass velocity was particularly important for C 4 mini-channel (a = 4mm-b = 0.421mm). For a mass velocity of 200 kg.m -2 .s -1 , it was observed that the bubbly or plug flow regimes represented a negligible part of the observations because the flow transition were rapid toward the churned regime. This behavior was due to the confinement importance inside this mini-channel compared to the other mini-channels that have been presented. Therefore, as soon as bubbles occurred after ONB, and if the mass velocity was small enough, the bubbles growth may be so rapid that their were quickly confined by the mini-channel thickness, then by the mini-channel width. It was noticed that when the mass velocity was increased, the annular flow regime seemed to vanish similarly than for all other data that were presented formerly. For this mini-channel, it was the transition regime between the churned and the annular regime which became dominant when the mass velocity was increased. In order to complete the preceding information for which the subcooling was of 15 o C, additional tests were conducted with a subcooling of 7 o C for C 4 mini-channel. The objective for these tests was to establish if the transition between the flow regimes may be affected by this subcooling. It was chosen to not show the flow visualizations for this case in this manuscript, but a summary of these results was reported on Figure 6.22. The results that were obtained showed that the subcooling has a major impact on the flow regime transition that were observed experimentally. Indeed, when its value was reduced (or when the inlet temperature increased), the heat flux that led to ONB was smaller. Moreover, the range of heat flux where closed vapor structure existed was very reduced for the tested mass velocities. In this context, the reduction of the subcooling lead, for the made tests, to favor the occurrence of the annular regime for smaller heat fluxes and for the larger range of heat flux values. The comparison of the mini-channel width impact (a) was made for the mini-channels C 2 (a = 5.6 mm -b = 0.816 mm) and C 3 (a = 8 mm -b = 0.814 mm). Here, the importance of having made specific experiments related to ONB may be quantified. Indeed, it can be specified that for the whole set of visualizations, the heat flux step was comprised between 3kW.m -2 and 15kW.m -2 . Therefore, it was decided for the realized comparisons between our mini-channels to justify a difference only when a difference of more than 8kW.m -2 was noticed. As a consequence, this difference corresponded to two stroke lines on the x-axis of Figure 6.23. Starting from this points, the comparison were only made on the flow regimes that followed the vapor plug regime.

Sens de l'écoulement

Therefore, according to our results, the mini-channel width increase allow for the flow regimes located after the vapor plug regimes to occur at smaller heat fluxes. Indeed, for the C 3 mini-channel, the value of the velocity was slightly smaller on the mini-channel center. In addition, as showed using the data of Figure 6.10, boiling seemed to occur for smaller heat fluxes than those that were applied to C 2 mini-channel. Therefore, bubbles that occurred more rapidly should be less subjected to the mass velocity for this mini-channel at its center and may growth more easily inside this mini-channel, what lead to more rapid transition between the flow regimes.

¢ Impact of the hydraulic diameter

This analysis was made for C 4 (d h = 0.761 mm) in comparison with the other mini-channels. It was evident that the hydraulic diameter reduction led to the occurrence of the churned flow regime for heat fluxes that were smaller compared to those observed for the other mini-channels. This difference was more pronounced for churned and annular flow regimes. According to our understanding, this phenomena was due to the impact of the higher confinement in this minichannel. The reader may noticed that the reduction of the diameter allow for the increase of the duration of annular flow regime on a larger heat flux range according to the experiments. Finally, it was noticed that for a same mass velocity, the heat fluxes that led to wall dryout were smaller for this mini-channel C 4 (a = 4 mm -b = 0.421 mm).

¢ Impact of the aspect ratio

This comparison was made between C 1 (γ 1 = 0.435) and C 2 (γ = 0.146) mini-channels. The impact of the aspect ratio on the flow regime transitions seemed to be obvious according to the data that have been reported on Figure 6.23. Indeed, the transition related to the plug/slug flow regimes took place for smaller heat fluxes for the mini-channel having the higher aspect ratio ( b / a ). Indeed, the aspect ratio increase led to the flow cross section reduction for a same hydraulic diameter. As a consequence a bubble that grow in C 1 mini-channel would be more rapidly confined than another one that would grow in C 2 mini-channel (for same growing rate). This analysis allow for the justification of the flow regime transition between the plug/slug flow regimes for smaller heat fluxes for this mini-channel. § ¦ ¤ ¥ Summary of the analysis that were made using the images acquisition system

The pictures that were commented and analyzed in this paragraph were essentially made using the images acquisition that came from high speed camera. The obtained results showed that the flow rate impact on the flow regime transitions was significant. Indeed, when it was increased, the required heat flux that allow for the reaching of the same flow regime transition increased. In addition, the flow regime that had closed vapor interfaces (bubbly or slug flow regimes) remained on heat fluxes range that were more extended for larger flow rate. This last result may be explained by the impact of the subcooling that became more pronounced during the flow rate increase in boiling in mini-channel.

During these analysis, the impact of the subcooling on the flow regime transitions was studied also. The observations showed that when the subcooling was reduced, the bubbly or plug flow regimes tend to be reduced in comparison with the whole set of analyzed flow regimes. It was obvious that as the inlet temperature was higher, the bubble growth was more rapid for this case and decreased the time duration toward the churned and annular regimes.

The impact of the mini-channel geometry was analyzed on the flow regimes. The minichannel width increase seemed to lead to more rapid flow regime transitions. The reduction of the aspect ratio for a same hydraulic diameter led to the increase of the heat flux needed for the flow regime transition. As highlighted in this paragraph, this observation would be due to the mini-channel cross section influence. Finally, according the reported results, the hydraulic diameter was the most important parameter which has an impact on the flow regime transitions in the mini-channels. Indeed, its reduction led to a very rapid transition compared to the other mini-channels toward the flow regimes that did not present clear closed vapor interfaces.

Evolution of boiling curves with wall heat flux

An important parameter for the convective boiling study was the occurrence of wall dryout (CHF) which led to a rapid reduction of the heat transfer coefficients. Indeed, for correctly sizing a heat exchanger, it was necessary to know the condition that led to this point. It can be highlighted that the pressure drop as well as the heat transfer rate may evolved on the whole range of heat fluxes that were comprised between ONB and CHF. During the state of art review, it was established that one of the relevant tool that allow for the knowledge of the heat fluxes that led to CHF was related to the boiling curves study. Thus, for each of the tested plates, the evolution of the boiling curves up to heat fluxes values that were obtained for reaching CHF were obtained experimentally. Moreover, in order to better understand the evolution of the pressure drops, of the heat transfer rate, of the conditions that conducted to wall dryout, simultaneous visualizations of the flow in the mini-channels were made. Some of these visualizations have been already presented in § 6.3.

Boiling curves presentation

The boiling curves were studied for three mini-channels (C 1 (a = 2.3 mm -b = 1 mm), C 2 (a = 5.6 mm -b = 0.816 mm) and C 4 (a = 4 -b = 0.421 mm)). It was then made additional tests on C 3 mini-channel (a = 8 mm -b = 0.814 mm), for mass velocities of 100 kg.m -2 .s -1 and 200 kg.m -2 .s -1 , for studying the mini-channel geometry impact on the pressure drops and heat transfer coefficients evolutions . Similarly to the former experiments, it was first made repeatability tests. These tests have been reported for C 4 mini-channel, for a mass velocity of 300 kg.m -2 .s -1 and a liquid subcooling at the mini-channel entrance of 15 o C (Figure 6.24a). Then in a second step and for the evaluation of the subcooling impact, for a mass velocity of 600 kg.m -2 .s -1 and a subcooling of 7 o C (Figure 6.24b).

These tests showed good repeatability for the ONB as well as for the heat flux and wall temperatures values that led to dryout. It should be reminded that the wall heat fluxes was controlled according to minimum heat flux steps of about 3 kW.m -2 . Therefore, it have to be noticed that the measurements accuracy should have been better if this step was smaller. However for the considered experimental configuration, it was chosen to limit the increment to this value that was estimated as sufficient.

In the following paragraphs, the boiling curves that were obtained for the four selected mini-channels have been given for a subcooling of 15 o C and a working pressure of 0.7 bar. For all of these curves, the two parameters of control were the heat flux and the flow rate.

§ ¦ ¤ ¥ C 1 mini-channel (2.3 mm × 1 mm)
The results that have been obtained for C 1 mini-channel are reported in Figure 6. The text that has been inserted in the below framework summarized a general analysis that applied for all the boiling curves that were given in this manuscript. Therefore, some of the explanations that were discussed here will not be reported later in the manuscript.

Two different evolutions, which depended on the occurrence of saturated boiling, appeared during the boiling curves study. When the flow was in single-phase flow configuration, it was observed that the heat transfer rate increased linearly with the wall superheat. This behavior showed that the heat transfer coefficient (which is equivalent to the ratio between heat transfer and wall superheat) remained constant if the flow rate remain constant also. When the flow rate was increased, it was possible to notice a slight rise of the boiling curve slope which correspond to an improvement of the heat transfer rate for single-phase flow conditions.

When saturation occurred, a wall superheat jump was noticed. Indeed, when boiling developed, the wall temperature was reduced and led to a reduction of the wall superheat that was clearly visible on Figure 6.25. This phenomenon was observed for all the tested minichannels analyzed in this study, when the subcooling was set to 15 o C. It was noticed that this jump became smaller when the subcooling was reduced. After ONB, a slope increase of the boiling curve may occurred for higher heat fluxes. This characteristic slope change was synonym of a improvement of the heat transfer rate.

The results that have been given in Figure 6.25 suggested that ONB was not dependent of the wall superheat for mass velocities that were comprised between 200 and 600 kg.m -2 .s -1 . This result did not seem in agreement with the evolutions reported in literature [START_REF] Liu | Prediction of the onset of nucleate boiling in microchannel flow[END_REF], [START_REF] Harirchian | Microchannel size effects on local flow boiling heat transfer to a dielectric fluid[END_REF]) that showed that this superheat should increased with the mass velocities. This unusual evolution may be due to the heat flux increment that was too high for the experiments. This result suggest that the wall superheat evolution for reaching ONB was the same when the flow rate increase in this range of mass velocities (between 200 and 600 kg.m -2 .s -1 ). In the other hand, it was observed that the required heat flux for reaching the saturated conditions increased with the flow rate. After ONB, the whole set of boiling curves seemed to follow the same evolution in the fully developed boiling region. Therefore, in this region the heat transfer rate did not seemed to be dependent on mass velocity.

As showed during the flow boiling regime visualization, the wall heat flux that led to dryout increased with the flow rate (Figure 6.25). The dryout was easily noticeable on this curve because it was characterized by a significant increase of the wall temperature that led to the increase of the wall superheat. § ¦ ¤ ¥ C 2 mini-channel (5.6 mm × 0.816 mm) Figure 6.26 showed the boiling curve evolution for C 2 mini-channel (a = 5.6 mm -b = 0.816 mm). Similarly to C 1 mini-channel (a = 2.3 mm -b = 1 mm), it was noticed that the heat flux that led to ONB increased with the flow rate. However, the wall superheat evolution for saturated conditions was very different compared to the one observed with C 1 mini-channel. Indeed, the wall superheat increased significantly with flow rate. It was assumed that this phenomenon was due to the higher difference between the heat flux that led to ONB and the heat flux related to OSV (that characterized the saturated conditions). The results that have been obtained for C 4 mini-channel are reported in Figure 6.27. Similarly to preceding cases, the heat flux value that led to occurrence of saturated conditions increased with mass velocity. It was observed that for the most part of the made experiments, the wall superheat increase with mass velocity at ONB. 

Summary on the boiling curves

The boiling curves study allow for the determination of the conditions that led to wall dryout for the tested mini-channels. It was possible to observe that the minimum heat flux that led to this dryout increased with the mass velocity. Indeed, the flow rate increase led to strengthen the convective transport and increase the cooler liquid amount (that came from entrance) that contributed to the more rapid replacement of the generated vapor on the mini-channel walls [START_REF] Carey | Liquid-Vapor Phase Change Phenomena[END_REF]). The deeper study related to the conditions that led to wall dryout as well as the impact of the geometry on this dryout will be discussed in § 6.4.4. It can be noticed that in parallel to the study related to the determination of these curves, the pressure variations were measured between the mini-channels inlet and outlet also ( § 6.4.2). Finally, the heat transfer coefficients were calculated using these curves in § 6.4.3. The whole set of data, allowed for the definition of the impact of the mini-channel geometry on these conditions.

Pressure drop evolution

Using the data that were obtained during the work on boiling curves, a study related to the impact of the operating conditions on pressure drops and heat transfer coefficients evolutions was made on the selected mini-channels. The experimental results were then compared to the correlations that have been presented in the state of the art review (Chapter 2). To conclude this part, an adapted correlation regarding the selected mini-channels was proposed.

It can be underlined that the pressure drops and heat transfer coefficients evolution may be plotted as the function of vapor thermodynamic quality even if the control parameter was the heat transfer rate between the wall and the fluid. Indeed, for the realized study, it was noticed that the heat transfer coefficient ( § 6.4.3) and the two-phase flow pressure drops evolved very few with the flow rate for a same convected heat flux (when the flow conditions were far from dryout conditions). Therefore, the vapor quality, which represent the vapor concentration and which depended on the convected heat flux, may be chosen in order to represent the evolution of these two parameters in function of the mass velocity for a same mini-channel. It can be expressed according to the following relationship :

x = Φ conv ṁ + c p,l (T amont -T sat ) h lv (6.12)
where Φ conv is the convected heat flux ; ṁ, the mass flow rate ; c p,l , the liquid specific heat at constant pressure ; T sat , the saturation temperature and h lv , the liquid latent heat. § ¦ ¤ ¥ Determination of the total two-phase flow pressure drops When a subcooling is imposed at the channel entrance, a single-phase flow length may exist before boiling. In this configuration, the determination of the pressure drops evolution due to the two-phase flow in the mini-channel was dependent of this single-phase flow length. Indeed, the pressure drops that appeared for the single-phase flow were different to those observed during the saturated boiling. Therefore, it became necessary to estimate the location where the saturated boiling occurred in order to calculate the pressure drops that were only due to two-phase flow.

During the realized experiments, it was observed that as soon as the vapor bubbles started to detach from the channel corner to flow toward the center of the different mini-channels, nucleation sites that were located on the bottom wall were already active and generated several smaller bubbles. Then, when the heat flux became stronger, the single-phase flow length seemed to vanished very quickly. Theoretically and using an energy balance, this single-phase flow length may be defined using :

L mono = ṁc p,l (T sat -T in ) q moy z 0 exp f 1 (Re) z L + f 2 (Re) dz[2(a + b)] (6.13)
When this location z was smaller to the location where the flow was fully saturated z sat , it was admitted that the pressure drop followed the evolution of the model given by Shah et London (1978) [equation (1.9)]. When z > z sat , it was supposed a linear pressure drop from z sat up to the mini-channels outlet.

At the moment where boiling developed in the mini-channel, it was observed that the progression front of this boiling was located very rapidly toward the mini-channel entrance for small heat flux increments above the one leading to ONB. The observed evolution was much more rapid that those predicted using equation (6.13). It was observed that the bubble amount increase due to the heat flux increase, may generate unstable phenomenon that tend to favor the occurrence of boiling toward the mini-channels entrance. Therefore, once the vapor plug regime was reached, this single-phase flow length seemed to vanish. Consequently, it was considered that the length that allow for the calculation of the pressure gradient after this flow regime was the total length of the mini-channels. For these cases, the pressure gradient due to two-phase flow may be calculated using :

dP dz diph(tot) = P aval -P amont -1/2ρ l u 2 L tot (6.14)
where 1/2ρ l u 2 is a term that took into account the fluid acceleration due to the convergent, that generated a reduction of the mini-channels inlet pressure. It was observed that during the fully developed boiling regime, the pressure gradient slightly varied for a same convected heat flux. This result showed that the impact of the mass velocity was relatively small when considering the heat transfer rate to the fluid. This observation was made for the other studied mini-channels where a very small variation of the pressure drops were noticed for a same convected heat flux. It was though that this result may be explained as followed : the mass flow rate impact led to a different evolution of the two terms of pressure drops, that were caused by, on one hand the friction and on the other han by the acceleration between the liquid and vapor phases. These two terms contributed to the total pressure drops (equation 6.15).

- dP dz diph(tot) = - dP dz diph(f r) + d dz G 2 x 2 ρ v α + G 2 (1 -x) 2 ρ l (1 -α) (6.15)
Indeed, when the mass velocity increased, the thermodynamic vapor quality became smaller for a same heat flux exchanged between the fluid and the wall. Therefore, the contribution of the pressure drops due to the acceleration between the phase was reduced, whereas the pressure drops that were generated by the frictions increased with the mass velocity. Consequently, this reduction would lead to a smaller sensitivity of the pressure drops to the heat flux when the mass velocity varied. The study of these total pressure drops showed that when reasoning at given vapor concentrations, the influence of the mass velocity on the pressure drops was strong (Figure 6.28b) and the increase of the mass velocity led to an increase of the pressure drops. However, in the following sections, the impact of the convected heat flux was considered as the single control parameter. § ¦ ¤ ¥ Impact of the geometry on the pressure drops variations

The charts that have been drawn on Figure 6.29 showed the impact of the mini-channel geometry on the total pressure drops variation in function of the convected heat flux for different mass velocities. During the single-phase flow, the pressure drops evolved slightly for the four tested minichannels when the convected heat flux increased. It can be noticed that some of the state of the art results [START_REF] Harirchian | The critical role of channel cross-sectional area in microchannel flow boiling heat transfer[END_REF], [START_REF] Bhide | Pressure drop and heat transfer characteristics of boiling water in sub-hundred micron channel[END_REF]) showed that these pressure drops were reduced due to the liquid viscosity decrease which was due to the temperature increase (case that were observed for 73% of our experiments). For the mini-channels whose hydraulic diameter looked similar [C 1 (d h = 1.39 mm), C 2 (d h = 1.42 mm), C 3 (d h = 1.48 mm)], the pressure drops were very close for the single-phase flow. Once boiling occurred, the pressure drops increased almost linearly with the heat flux. This increased was due to the intensification of the pressure drops due to the friction as well as those due to the acceleration between the liquid and vapor phases.

The impact of the geometrical parameters on the pressure drops was studied also and the results of this analysis has been given in the following paragraphs.

¢ Hydraulic diameter impact

The data that have been reported in Figure 6.29 showed that the geometrical parameters impacted that total pressure drops. Therefore, when the mini-channel hydraulic diameter was reduced (comparison between C 4 (d h = 0, 762 mm) mini-channels with the other ones), it was observed that for a same convected heat flux, the pressure drop increase significantly. Indeed, this increase was caused by the reduction of the cross section that confined the vapor bubbles that were produced during the boiling. It was observed that the difference between these pressure drops tends to become more important when the mass velocity increased also.

¢ Aspect ratio impact

The aspect ratio ( b / a ) has a significant impact on the experiments also. This comparison was made for C 1 (γ 1 = 0.435) and C 2 (γ 2 = 0.146) mini-channel that have a close hydraulic diameter (1.4 mm). It was noticed that the pressure drops were higher 7 for the mini-channel having the larger aspect ratio (C 1 ), once boiling occurred (Figure 6.29). Indeed, if the hydraulic diameter remained constant, the increase of the aspect ratio induced a reduction of the flow cross section.

In this case, when boiling occurred, the bubbles would be more confined in the C 1 mini-channel, what generated a higher pressure drop.

¢ Mini-channel width impact

The mini-channel width seemed to play a role on the pressure drop evolution also. Indeed, when this width was increased, the flow cross section increase and thus the vapor phase confinement was reduced and led to a slight reduction of the pressure drops that were experimentally measured (comparison of C 2 (a = 5.6 mm -b = 0.816 mm) and C 3 (a = 8 mm -b = 0.814 mm)) mini-channels for the mass velocity of 200 kg.m -2 .s -1 .

7. Here, the flow rate tend to increase this difference also. § ¦ ¤ ¥

Construction of a confinement number adapted to our study

During the state of the art review, no number was found relevant to allow for the consideration of the boiling flow confinement in the mini-channels. Indeed, the parameter defined by Kew et Cornwell (1997) (equation (2.20)) considered the impact of the hydraulic diameter only. However according to the data that have been obtained, different pressure drops were obtained for boiling conditions as soon as the aspect ratio was modified for a same hydraulic diameter. In an attempt to solve this problem, [START_REF] Agostini | Etude expérimentale de l'ébullition de fluide réfrigérant en convection forcée dans des mini-canaux[END_REF] has proposed to consider the smaller dimension of the channel in order to take into account the confinement. However according to these experiments, the pressure drop evolution seemed to be related to the common values regarding the mini-channel width (a) and height (b). Therefore for characterizing the importance of the confinement on the pressure drop evolution in the mini-channel, it may be proposed (according to our experiments this parameter seemed to depend on the flow rate only) to consider the impact of the cross section and of the aspect ratio. This confinement number (Co ad-hoc ) was built as followed :

Co ad-hoc = σ g(ρ l -ρ v ) 1 a × b × γ 0.22 0.5 (6.16)
The construction of this number a was based on the mean differences that have been observed experimentally between C 1 (a = 2.3 mm -b = 1 mm), C 2 (a = 5.6 mm -b = 0.816 mm) and C 4 (a = 4 mm -b = 0.421 mm) mini-channels. This number allow for the establishment, using the geometrical data only, of the importance of the pressure drops inside these mini-channels. The value of this new number for each mini-channels is :

Co ad-hoc (C 1 ) = 0.729, for C 1 mini-channel Co ad-hoc (C 2 ) = 0.584, for C 2 mini-channel Co ad-hoc (C 3 ) = 0.509, for C 3 mini-channel
Co ad-hoc (C 4 ) = 0.996, for C 4 mini-channel These evolutions were in very good agreement with the mean differences that have been observed between C 1 , C 2 and C 4 mini-channels. It can be noticed that for the correlation construction, C 1 mini-channel was taken as the reference. The reader may notice that when the aspect ratio equaled 1, the confinement number was strictly equaled to the one defined by Kew et Cornwell (1997) (6.30).

a. It should be specified that the value of γ cannot have a value higher than 1. The evolution of the confinement number (Co ad-hoc ) has been represented on Figure 6.30, for the mini-channels having similar hydraulic diameter (1.4 mm) but with different aspect ratios or cross sections. As a reference, the evolution of the confinement number that have been defined by Kew et Cornwell (1997) (equation (2.20)) has been reported on these two charts. The evolution of this number suggest that the flow confinement tend to increase with the aspect ratio when the hydraulic diameter was kept the same. Figure 6.30b showed that this confinement number was reduced when the flow cross section increase. § ¦ ¤

¥

Comparison of the experiments with the correlations of the state of the art review

In order to evaluate the pressure drops that were obtained, the experiments have been compared to the literature data. The expression of the total pressure drops in two-phase flow for a horizontal flow has been already given (equation (6.15)). Therefore, in order to compare the total pressure drops that have been obtained experimentally to the correlations from the literature, it was necessary to estimate the pressure drop term due to the acceleration between the vapor and liquid phases (second term at the right of equation (6.15)) in order to calculate the total pressure drops. As it was not possible to determine the void fractions during the expriments, it was necessary to make a choice among the correlations that allow for the prediction of this parameter in function of the thermodynamic vapor quality (correlations that were defined in § 2.4). To do so, it was chosen to follow the recommendation made by [START_REF] Thome | Engineering data book III[END_REF] by using the Steiner correlation (1993) (equation (2.72)).

¢ Analysis of the data related to C 1 (a = 2.3 mm -b = 1 mm) mini-channel

The comparisons that were made with the correlation that allow for the determination of the total pressure drop related to C 1 (a = 2, 3 mm -b = 1 mm) mini-channel have been reported in Figure 6.31. The whole set of predictive models (homogeneous ; [START_REF] Lockhart | Proposed correlation of data for isothermal two-phase, two-component flow in pipes[END_REF] (noted L-M), [START_REF] Grönnerud | Investigation in liquid holdup, flow resistance and heat transfer in circular type evaporators, part IV : Two-phase resistance in boiling refrigerant[END_REF], [START_REF] Chisholm | Pressure gradients due to friction during the flow of evaporating two-phase mixtures in smooth tubes and channels[END_REF], [START_REF] Friedel | Improved friction pressure drop correlations for horizontal and vertical two-phase pipe flow[END_REF][START_REF] Müller-Steinhagen | A simple friction pressure drop correlation for twophase flow in pipes[END_REF] (noted M-S-H)) has been represented at ±25% for evaluating their prediction performances regarding our experiments. It can be noticed that for the [START_REF] Lockhart | Proposed correlation of data for isothermal two-phase, two-component flow in pipes[END_REF] correlation, it was considered that the liquid phase was laminar (or viscous according to [START_REF] Chisholm | Two-phase flow in rough tubes[END_REF]) and that the vapor phase was turbulent. It was observed that the models that took better into account the experimental pressure drops evolutions were those of Müller-Steinhagen et Heck (1986) with 69.6 % of the data point that were predicted at ±25% and [START_REF] Friedel | Improved friction pressure drop correlations for horizontal and vertical two-phase pipe flow[END_REF] with 45.6% at ±25%. The [START_REF] Grönnerud | Investigation in liquid holdup, flow resistance and heat transfer in circular type evaporators, part IV : Two-phase resistance in boiling refrigerant[END_REF] model allow for the prediction of almost 50% of the experimental data point but present a very important scattering. It lead us to conclude that the physical phenomena that have been taken into account for the construction of this model were not analogous to the behaviors that have been observed during our experiments. According to these comparisons, the predicted results due to homogeneous model remained very far to those that have been measured experimentally for this mini-channel C 1 (a = 2.3 mm -b = 1 mm).

On Figure 6.32, the predictive correlations for the pressure drops were compared to the experiments for C 2 (a = 5.6 -b = 0.816 mm) mini-channel. Differently to the results that have been obtained with C 1 (a = 2.3mm-b = 1mm) mini-channel, the model that allow for best prediction of the pressure drop for C 2 (a = 5.6mm-b = 0.816mm) was the one of [START_REF] Lockhart | Proposed correlation of data for isothermal two-phase, two-component flow in pipes[END_REF] with 93.6% of the data predicted at ±25% what is a very good agreement. This model is followed by the one of [START_REF] Müller-Steinhagen | A simple friction pressure drop correlation for twophase flow in pipes[END_REF] that have predicted 82.9% of the data points at ±25%. This last model showed again is very good ability for predicting the data, even when the mini-channel aspect ratio changed for a same hydraulic diameter (comparison made for C 1 and C 2 mini-channels).

It can be observed that the homogeneous model for C 2 mini-channel, was not able to predict the total two-phase flow pressure drops. It should be reminded that these results have been obtained for mass velocities of 100kg.m -2 .s -1 and 200 kg.m -2 .s -1 what explained the difference in term of data points number compared to those related to the preceding mini-channels. Still here, the model that was able to predict the more important number of experimental data points was the one of Müller-Steinhagen et Heck (1986) with 71.4% of data points that were predicted at ±25%. However, regarding the small number of data point for this mini-channel, it was not possible to confirm this trend for the higher pressure drops values.

The reader may notice that the data predicted using the homogeneous model remained far from the experiments for this mini-channel also.

Finally, the comparisons between our experiments and the correlations given by the literature for C 4 (a = 4 mm -b = 0.421 mm) mini-channel have been reported in Figure 6.34. The data that have been given on Figure 6.34 showed all the importance of the hydraulic diameter impact on the two-phase flow pressure impact. Indeed, for this mini-channel, none of the models reported here were able to correctly predict the experimental data points. However it can observed that the model that was able to predict better the results was the one of Müller-Steinhagen et Heck (1986) which predicted 24.4% of the experimental data points at ±25%, what is poor.

Still here the homogeneous model was unable to be used as predictive tool for the pressure drops determination what tended to confirm that as soon as the cross section of the duct differed from circular cross sections, a difference exist regarding the evolutions usually reported in mini-tubes. Indeed, some authors [START_REF] Saitoh | Effect of tube diameter on boiling heat transfer of R-134a in horizontal small-diameter tubes[END_REF], [START_REF] Ribatski | An analysis of experimental data and prediction methods for two-phase frictional pressure drop and flow boiling heat transfer in micro-scale channels[END_REF], among others) supported that the flow cross section reduction of a mini-tube tend to force the two phases (liquid and vapor) to flow to close velocities and thus the pressure drops should get closer to the homogeneous model. According to these experiments, this evolutions would be different for these mini-channels.

In the following paragraphs, it was proposed to establish a correlation that would be able to take into account the pressure drops evolutions that were observed in our experiments. § ¦ ¤ ¥ Proposal of a correlative law adapted to the presented experiments After the study of all these data, it was possible to notice that the homogeneous model was far to be able to predict the pressure drops that have been obtained experimentally. Therefore, in order to define a correlative law that allow for the prediction of the experimental data points, the analysis was based on a approach that considered the separated flow model. This very intuitive approach allow for the use of the concept of two-phase multipliers that have been defined by [START_REF] Lockhart | Proposed correlation of data for isothermal two-phase, two-component flow in pipes[END_REF]. These multipliers may be obtained using :

dP dz diph(f r) = Φ 2 l dP dz l(f r) = Φ 2 v dP dz v(f r) = Φ 2 lo dP dz lo(f r) (6.17)
The theoretical pressure drop for the liquid phase could be obtained using :

dP dz l(f r) = - 2f l G 2 (1 -x) 2 ρ l d h (6.18)
By considering the two-phase multiplier of the liquid phase we obtained :

Φ l = 1 + C χ + 1 χ 2 1/2 (6.19)
where χ is the [START_REF] Lockhart | Proposed correlation of data for isothermal two-phase, two-component flow in pipes[END_REF] parameter that can be calculated according to :

χ = (dP/dz) l (dP/dz) v 1/2 = ρ v ρ l 1/2 f l f v 1/2 1 -x x (6.20)
Therefore, in order to correlate the experiments to a predictive law, it was necessary to tune the value of the parameter C according to an approach similar to the separated flow model. It can be noticed that the determination of the two-phase multipliers (equation (6.17)) took into account the term due to the two-phase pressure drops due to the friction and not the term due to the total pressure drops.

¢ How to determine C for the experiments ?

On Figure 6.35 the data related to the evolution of the experimental two-phase multipliers in function of the [START_REF] Lockhart | Proposed correlation of data for isothermal two-phase, two-component flow in pipes[END_REF] parameter for the whole set of four minichannels have been reported. It was also given the evolution of the two-phase multipliers given by [START_REF] Lockhart | Proposed correlation of data for isothermal two-phase, two-component flow in pipes[END_REF] by considering the liquid and vapor phases as being : laminar/ laminar ; laminar/turbulent ; turbulent/turbulent. Once this chart has been given, it was easy to find the equation related to C evolution that allow for the calculation of the experimental two-phase multipliers. Similarly to Lee et Lee (2001b), it was observed that this variable depended on the flow rate and may be written as :

C = c 1 Re c 2 lo (6.21)
Therefore, by adjusting the value of c 1 and c 2 parameters for the whole set of mass velocity range, the constant C that allow for the best approximation of the experimentals pressure drops can be obtained. These pressure drops may be expressed as :

dP dz diph(f r) = 1 + c 1 Re c 2 lo χ + 1 χ 2 dP dz l(f r) (6.22)
The data reported in Figure 6.35 showed that the values of this variable C depended on the tested mini-channel. Therefore, the values of the parameter C in function of the tested mini-channels were reported on Table 6.1. These data showed that it was possible to find a law that predict better the experiments than those defined in the literature for each of the tested mini-channels. Therefore, a summary of the comparisons between the whole set of correlations with our experiments have been given in Figure 6.36. It was shown, in this paragraph, that it was possible to find a specific correlation to each mini-channels that was able to give better results compared to the correlations that have been found in the literature. This new correlation was able to predict at least 75% of the experiments within ±25%. Regarding the correlations that were made, it was decided to look for a generalized law that was able to take into account the mini-channel geometry impact on the evolution of the two-phase flow pressure drops due to friction. Therefore, a generalized writing of the [START_REF] Chisholm | Two-phase flow in rough tubes[END_REF] number for the mini-channel may be proposed according to :

C ad-hoc = c3 × γ c4 (Co ad-hoc ) c5 Re (c6×γ c7 (Co ad-hoc ) c8 ) lo (6.23)
It should be recalled that the expression, as well as the construction, of the confinement number Co ad-hoc has been defined in equation (6.16). By adjusting the parameters c3, c4, c5, c6 and c7 using an iterative method, the following generalized law was obtained :

C ad-hoc = 3.3 × γ 1.43 (Co ad-hoc ) -2.
52 Re (0.318×γ -0.22 (Co ad-hoc ) 0.66 ) lo (6.24)

The originality of this correlation came from the fact that all the terms that have been expressed here are non-dimensional and took into account the mini-channel flow confinement. This generalized correlation was based on more than 150 experimental data points and allow for the prediction of 90.1% of the experimental data points within ±25% as showed in Figure 6.37a. In order to make sure that the relevance of this correlation was good, the predictive behavior was tested on the [START_REF] Megahed | Two-phase pressure drop and flow visualization of FC-72 in a silicon microchannel heat sink[END_REF] results who proposed to study the pressure drops for a FC-72 flow in boiling conditions for a rectangular channel having 225 µm width and 276 µm height. It was possible to notice that the aspect ratio (γ = 0.81) that was defined was larger than 0.43 which was the maximal value that allow for the construction of this correlation. However, the comparison of this predictive tool to this experimental work have showed a very good agreement with 95.7% of the experimental data points that were predicted within ±25% as showed in Figure 6.37b. Other comparison with the results the literature should be made to check this correlation validity.

Evolution of the heat transfer coefficients

Similarly than the pressure drops, it was decided to compare the experimental results to the data from the literature for the heat transfer rate in order to formulate an adapted correlation regarding the results that have been obtained. It should be reminded, that the calculation of the thermodynamic vapor quality as well as the heat transfer coefficients were made at the location of the thermocouple n o 3 according to the assumptions that were made in the conclusions of Chapter 5. The thermodynamic vapor quality at the location of this thermocouple could be expressed as :

x (T p3) = Φ conv,3 ṁ + c p,l (T amont -T sat,3 ) h lv (6.25)
where Φ conv,3 was the convected heat flux up to the location of the wall thermocouple n o 3. T sat,3 was the saturation temperature on a cross section located at the location where this thermocouple was placed. It should be reminded that this temperature may be obtained using the saturation pressure that has to be determined at the location z of this thermocouple. The determination procedure of the pressure drops during the saturated boiling flow has been already detailed in § 6.4.2. The calculation of the heat transfer coefficients at the location of this thermocouple may be calculated according to :

h T p3 = q T p3 -T sat,3 (6.26)
After defining these two essential parameters, the impact of the mass velocity as well as the geometry on the heat transfer coefficients have been studied in the next paragraphs. § ¦ ¤ ¥ Impact of the mass velocity on the heat transfer coefficients Using the data from Figure 6.38, the impact of the convected heat flux and of the thermodynamic vapor quality on the heat transfer coefficient were analyzed. This study was made for different mass velocities for C 1 (a = 2.3 mm -b = 1 mm) mini-channel. The data related to this figure showed that when the heat was considered, the evolution of the heat transfer coefficient did not depended on the mass velocity (for fully saturated boiling condition and for conditions that were far from dryout). During the convective boiling, two mechanisms can drive (sometimes simultaneously) the heat transfer rates : nucleated boiling or convective evaporation. For determining which one of these mechanism was dominant ( § 2.2.4), it is relevant to represent the heat transfer rate evolution in function of the thermodynamic vapor quality. In this case, for evaluating the importance of one of these two mechanisms, it was necessary to keep either the mass velocity or the wall heat flux at a constant value. Indeed, if the heat transfer coefficients evolved with the mass velocity but not with the heat flux, then it is the mechanism of evaporative convection that drive the heat transfer and the correlation that allow for the prediction of these evolution depended on the thermodynamic vapor quality. Otherwise, if these heat transfer coefficients evolved with heat flux, but not with flow rate then it is the nucleated boiling regime that is dominant.

Therefore, according to the experiments, it was observed that the increase of the heat flux (which led to the increase of the thermodynamic vapor quality), for a same mass velocity, lead to an increase of the heat transfer coefficients. This result showed that the mechanism that drove the heat transfer rate should be the nucleate boiling. In order to corroborate this result, the thermodynamic vapor quality values were drawn for different mass velocities but a same wall heat flux. It was noticeable to observed that the heat transfer coefficients were not dependent of the thermodynamic vapor quality for this configuration. Therefore, these two analyzes may demonstrate that the main mechanism that allow for the characterization of the heat transfer rates was nucleate boiling. However, it was observed using the image acquisition system that the flow regimes that were more numerous were those that did not presented close interfaces, once the thermodynamic vapor qualities were higher than 0. Generally, this is the evaporative convection that should drive the heat transfer rate for these conditions. How this result could then be explained ? According to our understanding, this behavior may be related to the occurrence of instabilities that may lead to a non-dependence of this heat transfer coefficient with the flow rate (or thermodynamic vapor quality) for a same heat flux. § ¦ ¤ ¥

Impact of the geometry on the heat transfer coefficients

The evolution of the heat transfer coefficients with the heat flux for different studied minichannels and for the different mass velocities has been reported on Figure 6.39. The data given in this figure showed that the geometry of the different channels may impact the evolution of the heat transfer coefficients for a same thermodynamic vapor quality. Indeed, if the mass velocity was kept constant, the increase of the mini-channel cross section for a same hydraulic diameter led to an increase of the heat transfer coefficients, whereas the reduction of the hydraulic diameter would lead to a decrease of the heat transfer transfer coefficients. This was a result that has been reported by [START_REF] Harirchian | The critical role of channel cross-sectional area in microchannel flow boiling heat transfer[END_REF] also. No clear explanation was found regarding this observation and it was though that unstables phenomenon may lead to the reduction of the heat transfer rate when the cross section was reduced for a same mass velocity.

However, regarding the application, it seemed relevant to compare the geometry impact for a same flow rate. Therefore, the evolution of these heat transfer coefficients in function of the thermodynamic vapor quality for close flow rate for the 4 mini-channels has been given in Figure 6.41. According to this representation, the geometry impact seemed to be in a better agreement with the confinement evolution in the mini-channels. The influence of the each of these geometrical parameters have been detailed below :

¢ Impact of the mini-channel width and aspect ratio

The impact of the mini-channel width was analyzed for C 2 (a = 5.6mm-b = 0.816mm-γ 2 = 0.146) and C 3 (a = 8 mm -b = 0.814 mm -γ 3 = 0.101) mini-channels. It was particularly interesting to notice that the results that were obtained showed that for these cases, the increase of this width led to a reduction of the heat transfer rate for a same vapor concentration. Indeed, the confinement tended to increase with the reduction of the mini-channel width. It was though that the fact to get the lateral wall closer led to an increase of the heat transfers. It is exactly the same phenomenon that would expressed the increase of the heat transfer for C 1 (a = 2.3 mm -b = 1 mm -γ 1 = 0.435) mini-channel that has an aspect ratio almost three time larger than the one of C 2 mini-channel for a same hydraulic diameter.

¢ Impact of the hydraulic diameter Therefore, by considering the mini-channels C 2 (γ 3 = 0.146), C 3 (γ 3 = 0.101) and C 4 (γ 4 = 0.105) (which have a close aspect ratio), it was noticed that the cross section increase lead to the reduction of the heat transfer for a same thermodynamic vapor quality. Indeed, the confinement was reduced with the increase of the cross section and led to heat transfer that was smaller. When comparing the results that were obtained for C 1 mini-channel to those obtained with C 4 mini-channel, it was observed that a competition between hydraulic diameter and aspect ratio reductions existed. Therefore, according to these data, the aspect ratio would have a significant importance and would led to the more important increase of the heat transfer coefficient for a same mass flow 8 .

In the next paragraphs, the comparisons that were made between the experiments and the predictive methods of the literature for each of the mini-channels have been reported. § ¦ ¤ ¥ Comparison of the experimental data with the correlation reported in the state of the art

¢ Analysis of the data related to C 1 (a = 2.3 mm -b = 1 mm) mini-channel
For evaluating the performance of the predictive correlations [START_REF] Chen | Correlation for boiling heat transfer to satured fluids in convective flow[END_REF], [START_REF] Shah | A new correlation for heat transfer during boiling flow through pipes[END_REF], [START_REF] Gungor | A general correlation for flow boiling in tubes and annuli[END_REF], [START_REF] Liu | A general correlation for satured and subcooled flow boiling in tubes and annuli, based on nucleation pool boiling equation[END_REF], [START_REF] Kandlikar | An extension of the flow boiling correlation to transition, laminar, and deep laminar flows in minichannels and microchannels[END_REF], [START_REF] Zhang | Correlation for ?ow boiling heat transfer in minichannels[END_REF]) that have been presented in the state of the art review section ( § 2.5.2), the experiments were compared to these correlations. 8. It can be highlighted that for this study, the confinement number that was defined in equation (6.16) was not adapted for justifying the relative importance of the heat transfer rate

The parameter F l (which has been defined in § 2.5.2) from the [START_REF] Kandlikar | An extension of the flow boiling correlation to transition, laminar, and deep laminar flows in minichannels and microchannels[END_REF] correlation is a parameter that depends on the thermophysical properties of the fluid as well as the wettability characteristics. It should be determined experimentally although it has no clear physical signification. Therefore by tuning the value of this parameter with the experiments, it was determined that it value should equaled 0.8 for forane 365 HX and the whole set of tested mini-channels. The jump that can be seen for the data point that have been predicted using this correlation came from the flow regime change which goes from a transition regime to a turbulent regime. Therefore, in this configuration, the heat transfer coefficients that were predicted using the [START_REF] Kandlikar | An extension of the flow boiling correlation to transition, laminar, and deep laminar flows in minichannels and microchannels[END_REF] correlation, which depended on the heat transfer coefficient determination, increased sharply.

The results that were obtained showed that the single correlation that was able to estimate the experiments was the one of [START_REF] Kandlikar | An extension of the flow boiling correlation to transition, laminar, and deep laminar flows in minichannels and microchannels[END_REF] with 77.1% of the experiments predicted within ±25%.

¢ Analysis of the data reported for C 2 (a = 5.6 mm -b = 0.816 mm) On Figure 6.43, the comparison between the experiments and the correlations reported in the state of the art review have been given. Similarly to the C 1 mini-channel it was noticed that the correlation that better predict the experiments within ±25% was the one of [START_REF] Kandlikar | An extension of the flow boiling correlation to transition, laminar, and deep laminar flows in minichannels and microchannels[END_REF] with 55% of the experimental data points predicted.

¢ Analysis for the data reported for C 3 (a = 8 mm -b = 0.814 mm) mini-channel

The comparison with the correlations given by the state of the art for determining the heat transfer rate have been reported on Figure 6.44 for C 3 (a = 8 mm -b = 0.814 mm) minichannel. It should be reminded that for this tested mini-channel, the number of experimental data points was smaller due to the fact that the boiling curves were obtained for mass velocities of 100 kg.m -2 .s -1 and 200 kg.m -2 .s -1 only. It was again observed that it was the correlation proposed by [START_REF] Kandlikar | An extension of the flow boiling correlation to transition, laminar, and deep laminar flows in minichannels and microchannels[END_REF] which allow for the best predictions with 66.7% of the experimental data points within ±25%.

¢ Analysis of the data reported for C 4 (a = 4 mm -b = 0.421 mm) mini-channel Finally, the comparisons that were made for the results obtained for C 4 (a = 4 mm -b = 0.421 mm) mini-channel have been reported in Figure 6.44. The reduction of the hydraulic diameter seemed to impact the evolution of the prediction performance of the correlations taken from the literature. Therefore the model that allow for the best prediction was this time the one proposed by [START_REF] Chen | Correlation for boiling heat transfer to satured fluids in convective flow[END_REF] with 50 % of the experimental data points that were predicted at ±25%. The [START_REF] Kandlikar | An extension of the flow boiling correlation to transition, laminar, and deep laminar flows in minichannels and microchannels[END_REF] model had a confidence level that was estimated closed to 44%. § ¦ ¤ ¥

Construction of a generalized correlation for estimating heat transfer coefficients

According to the experimental study, the heat transfer coefficients depended on only the heat flux rate that was exchanged between the mini-channel walls and the working fluid. Moreover, it was showed in this paragraph that the heat transfer coefficients did no depended of the geometry for a same heat flux. Therefore, it has been proposed to represent the evolution of the heat transfer coefficient according to the following equation, often encountered for pool boiling conditions :

h = c 1 q c 2 (6.27)
Therefore by adjusting the constants c 1 and c 2 : h ad-hoc = 2.91 q 0.6684 (6.28) where h ad-hoc is expressed in W.m -2 .K -1 and q in W.m -2 . As a consequence, by applying this correlative law to predict the evolution of the heat transfer coefficients that were obtained experimentally, a very good agreement as been found. The performance of this new correlation was compared to the performance of other predictives correlations on Figure 6.46. The comparisons with the other correlations showed that the proposed correlation gave better results than those of the literature. The performance of this new correlation was very good with 98.3% of the experimental points predicted within ±25% (6.47). 

Conditions that lead to wall dryout

After analysis the whole set of data, the evolution of the heat that led to wall dryout was studied. This evolution was a important parameter that allow for the characterization of the heat exchanger working in two-phase flow conditions. According to the analysis that has been made using the visualizations, the wall dryout should be partial, for the conditions that were obtained. The images analysis showed that these repetitive dryout phenomena were regularly followed by rewetting of the wall. In addition, for small mass velocities, it was observed that this dryout started on the mini-channel corners then increase up to the center of these channels and may led to an unstability similar to the one that has been observed by [START_REF] Barajas | Effet of contact angle on two phase flow in capillary tubes[END_REF] (called rivulet -( § 2.3.2)). Figure 6.48 showed the impact of the C 4 (a = 4 mm -b = 0.421 mm) mini-channel corner in the occurrence of dryout for a mass velocity of 200 kg.m -2 .s -1 and a heat flux of 81.7kW.m -2 .

As specified in preceding paragraphs, the heat flux that led to dryout increased with mass velocity for all the mini-channels. In addition the study of the data reported on the boiling curves suggested that the geometrical parameters seems to modulate the dryout evolution also as showed in Figure 6.50a.

The results that have been given in Figure 6.50b showed that the increase of the mass velocity led to a decrease of the critical thermodynamic vapor quality. Indeed, the vapor velocity became more significant with the increase of the mass velocity. This increase made the interfacial shear stress to be stronger between the vapor core and the liquid film. Therefore the ripples (or waves) generated due to the instabilities of the liquid/vapor interface were broken up in small droplets when the shear stress became very large (generally for high exchanged heat fluxes). In this context, the liquid film that was near the wall shrunk more rapidly with the flow rate increase what may accelerate its vanishing near the wall. In the following paragraph it has been proposed some explanations regarding the geometrical impact on the occurrence of the dryout.

¢ Impact of the hydraulic diameter

The comparison of these results were made for C 4 (d h = 0.761 mm) mini-channel with other mini-channels. The experiments showed that the hydraulic diameter reduction led to a reduction of the heat flux related to wall dryout for a same mass flux. These data were in good agreement with the experiments of [START_REF] Wojtan | Investigation of saturated critical heat flux in a single, uniformly heated microchannel[END_REF]. This results can be explained by the fact the confinement increase led generally to an intensification of the interfacial and parietal shear stresses that may led to a more rapid breaking up of the liquid film that was located near the mini-channel wall for a same exchanged heat flux.

¢ Aspect ratio impact

The results that were obtained during this study suggested that the aspect ratio increase tended to lead to the augmentation of the needed heat flux related to wall dryout as showed on the data reported in Figure 6.50 (comparison of C 1 (γ = 0.435) and C 2 (γ 2 = 0.146) minichannels). During the images analysis, it was noticed that the dryout may started from the mini-channel corners toward their centerlines. As a consequence, these corners may play a major role in the evolution of the dryout occurrence. Therefore, it was though that the produced vapor of the C 1 (a = 2.3 mm -b = 1 mm) mini-channel corners would be more easily renewed for this channel compared to C 2 mini-channel and that this phenomenon allowed the conditions that led to dryout to be delayed. § ¦ ¤ ¥

Comparison with correlations defined in literature

In order to evaluate the experiments on the dryout heat flux variations, the data were compared to the reference predictive method of [START_REF] Katto | An improved version of the generalized correlation of critical heat flux for forced convective boiling in uniformly heated vertical tube[END_REF] and to the [START_REF] Wojtan | Investigation of saturated critical heat flux in a single, uniformly heated microchannel[END_REF] correlation, which has been defined for refrigerant. The comparisons that were made between the experiments and these correlation have been reported in Figure 6.51 within ±15%. The results of Figure 6.51a showed that none of the experiments were predicted using the [START_REF] Katto | An improved version of the generalized correlation of critical heat flux for forced convective boiling in uniformly heated vertical tube[END_REF] correlation. Indeed, this correlation is generally adapted for water as working fluid and it has been defined for vertical flows. In addition, when analyzing the data from the state of the art review, it was observed that the correlations were working-fluid dependent (or to a category of working fluids). The [START_REF] Wojtan | Investigation of saturated critical heat flux in a single, uniformly heated microchannel[END_REF] correlation, which is an adaptation of the [START_REF] Katto | An improved version of the generalized correlation of critical heat flux for forced convective boiling in uniformly heated vertical tube[END_REF] correlation was defined for R134a and R245fa. The data reported in Figure 6.51b showed that this correlation was able to predict only 25% of the experimental data points. It can be concluded that as none of these two correlations was able to predict a sufficient number of the experimental data points, therefore it may be useful to define an adapted correlation related to these current experiments. The methodology that has been employed is given in next paragraphs. § ¦ ¤ ¥

Construction of a predictive correlation for CHF determination

By studying the correlations reported in literature, it was deduced that a generalized formulation that would allow for the prediction of dryout phenomenon for a convective boiling flow should be written as followed :

q CHF ad-hoc = c 1 ρ v ρ l c 2 W e c 3 L d h c 4 Gh lv (6.29)
The values of the constants c 1 , c 2 , c 3 et c 4 must be tuned using an iterative method in order to correlate as best as possible the experimental data points.

After, adjusting them to the experiments, the critical heat flux that led to dryout may be correctly represented using :

q CHF ad-hoc = 0.6 ρ v ρ l 0.54 W e -0.15 L d h -0.51
Gh lv (6.30) Using this correlation, it was possible to predict 81.2% of the experimental data points within ±15% as showed in Figure 6.52. Once the conditions that allow for the occurrence of dryout were known, it was possible to define, the heat flux working range of the heat exchanger.

Chapter 6 conclusions

Through this chapter, the boiling phenomenon evolution was studied (from ONB to CHF) for a forane 365 HX flow inside different mini-channels.

In a first step, a parametric study has been made for determining the operating conditions that impacted particularly the onset of nucleated boiling. The obtained results suggested that this is the liquid temperature at mini-channel inlet that would have more impact on the incipience of boiling. In addition, it was showed that at high masses velocities, the needed energy for ONB increased with aspect ratio 9 (for mini-channels of about same hydraulic diameters) but this energy decreases when hydraulic diameter was reduced.

Then, the pressure drops evolutions were analyzed for boiling conditions. A specific confinement number has been defined that allow for the prediction of the relative importance of the confinement inside the different mini-channels of this study. After comparing the experiments to the literature data, it was deduced that the more adapted correlation was the one of [START_REF] Müller-Steinhagen | A simple friction pressure drop correlation for twophase flow in pipes[END_REF]. However this correlation may become not relevant when the hydraulic diameter was reduced. Therefore, in order to predict more correctly the whole set of experiments that was done in this study, an original general correlation related to the studied mini-channel, was proposed.

The heat transfer coefficients were analysed for the different mini-channels. Similarly to [START_REF] Harirchian | The critical role of channel cross-sectional area in microchannel flow boiling heat transfer[END_REF], it was observed that for a same heat flux and a same mass flow velocity, the impact of the geometry was small on heat transfer rates variations. After studying the impact of the thermodynamic vapor quality on the heat transfer coefficients, it was concluded that the heat transfer mechanism that was dominant was nucleate boiling. Regarding this observation, an adapted correlation that was able to better predict the experimental results was proposed also.

Finally, in order to characterize the whole set of working range (in term of exchanged heat fluxes) of the heat exchanger, the wall dryout was studied. The experimental results have showed that the mini-channel geometry has a very important impact on this parameter. The larger CHF values were obtained for the mini-channel having the larger aspect ratio (when considering minichannels of about same hydraulic diameters). After studying the data, a correlation that allow for the prediction of the experimental points was proposed.

At the end of this work, it was possible to evaluate and fully predict the heat transfer performances in function of the dimensions of the mini-channels. Therefore we propose to transpose the results that has been given in this chapter, to an idealized case related to the cooling of a proton exchange membrane fuel cell. This part has been discussed in Chapter 7. 9. When the aspect ratio is high the mini-channel cross section is smaller for having same hydraulic diameters The use of hydrogen, as a combustible of the electrochemical reaction, make appear the problem of compactness. Indeed, the energy power of hydrogen, when used at atmospheric pressure, is relatively small compared to the other sources of available energy 2 . Therefore, in order to increase the hydrogen energy efficiency, it is necessary to pressurize it 3 . Once stored, the pressurized fluid is driven through a specific loop that feed the fuel cell. This flow is realized using a pressure regulation associated with a valve. A pump that is placed in a parallel branch of this loop allow for the recirculation of hydrogen in order to optimize it working inside the fuel cell.

Short presentation of the working principle

General system presentation

When hydrogen is produced using a reforming process, the limitation (or supression) of carbon monoxide (CO) production in the fuel cell core must be considered. Indeed, the low working temperature of the PEMFC, make it very sensitive to this gas which degrades rapidly the electrodes performances by poisoning the nucleation sites. These sites are the locations were the electro-chemical reaction is catalyzed ( § 7.1.2).

¢ Air (or oxygen) flow

The air is taken from the atmosphere and is filtered in order to limit the pollutants impact. This air goes through a compressor which allow for the increase of the loop working pressure. The rise of this pressure generally improves the performance of the fuel cell. In order to bring humidity, which is necessary for the working of the electrochemical reaction near the membrane, air is humidified thanks to water that has been stored in a reservoir then it is sent to the core of the fuel cell. Inside this fuel cell, the electrochemical reaction produced water, heat, as well as electrical energy. The mixing between water / air is afterward, released from the fuel cell, on cathode side. A first separation took place at the outlet of the fuel cell and the water is stored inside a reservoir whereas remaining air is sent to a condenser. The additional air is then released outside of the system.

¢ Refrigerant flow circulation

This loop is closed and allow for the thermal regulation of the fuel cell. Indeed, the refrigerant (which has anti gel properties) flowed thank to a pump up to the fuel cell core. The selected fluid must maintain the fuel cell temperature below the condition that would lead to membrane dryout but allowing it for the reaching of its working temperature. This fluid must fulfill the specifications that were defined in Chapter 3. The valve, which is present inside this loop, drove the working pressure and the flow rate regulation. The non return valve that is positioned near the pump, controlled adequately the working pressure by limiting the overpressure in the closed circuit that may damaged the fuel cell.

Thermal regulation of a fuel cell

A fuel cell is made of several elements which are submitted to several thermal solicitations. The most sensitive part regarding these thermal solicitation is the proton exchanging membrane. This membrane should work according to specific thermal conditions for extending its lifetime 4 . The constitutive elements of the fuel cell will be detailed in next paragraphs. § ¦ ¤ ¥ Elements related to a PEM fuel cell

Electrodes

Electrodes are the location where electrochemical reaction took place. There are generally porous for ensuring the efficient contact between the ionic conductor (electrolyte) and the electronic one (electrical circuit). These electrodes are composed of two regions :

x Active region Electrodes are the activator of the oxidation reaction, on anode side and of reduction reaction on cathode side. The reaction, that took place on these electrode have a kinetic which is generally slow at low temperature. Therefore for accelerating the oxidation and reduction reactions, catalysts are used for PEMFC. The most often used catalyst for these last years was platinum, which is deposited on active coals which have a very important specific area. The main drawback related to the use of this catalyst is currently its very prohibitive cost 5 regarding the mass production analysis. Moreover, the active nucleation sites located on these electrodes are very sensitive to carbon monoxide. Generally, the whole filtering system is fabricated to limit or suppress the presence of carbon monoxide. For increasing the kinetic of the reaction, other complementary methods exist. Indeed, these electrochemical reactions can be accelerated when the working pressure of the system is increased. The electrical fuel cell production also served to power auxiliaries (compressor, pumps, fans). These auxiliaries units used approximately 20% of the total produced electric energy [START_REF] Wahdame | Analyse et optimisation du fonctionnement de piles à combustible par la méthode des plans d'expériences[END_REF]). Therefore, for efficiency purposes, the needed power of these auxiliaries, and in particular of the compressor for increasing this working pressure must be limited to acceptable values. y Diffusion region This region must ensure three key points : authorize and diffuse the gases on the whole surface of the active region ; ensure the management of the water by humidifying the membrane and at same time remove the additional water generated by the reaction, in order to not hinder 4. Nowadays, the mean lifetime of a membrane is about 4000 hours [START_REF] Bigot | Etude du refroidissement diphasique d'une pile à combustible de traction automobile[END_REF]).

5. The cost of fabrication of the electrode represent the second most important part in the total cost of the fuel cell [START_REF] Antoni | Les piles à combustible[END_REF] the arrival of fresh gases 6 ; ensure the electrons transport from the active region to the bipolar plates.

The membrane (the electrolyte)

This electrolyte is used to ensure at same time the flow of proton species H + and the blockage of electrons and gases. For PEM fuel cells, the electrolyte is in solid state (the most often used electrolyte is Nafion R , that is produced by DuPont de Nemours company). However, important efforts are made in laboratories for finding a membrane that may replace it and would allow for the increase the performances in terms of ionic conduction. These efforts are made on the increase of the working temperature also. Indeed, the increase of this temperature would allow for the acceleration of the electrochemical reaction but would mostly allow for the limitation of the poisoning effect due to carbon monoxide on the nucleation sites.

Bipolar plates

The bipolar plates are reported on the anode and the cathode. They have several functions :

x Direct the gases that come from outside y Collect the electrical current z Manage the water These plates must have a very good electrical conductivity, and at same time allow for the homogeneous distribution of the gases up to the electrodes. These plates play an important role in the water management that need to be bring or release to the membrane for humidifying purposes. A large part of the weight related to the fuel cell come from these bipolar plates. During the 90, these plates were made in graphite, which was chosen for its very good electrical properties. However, due to the difficulty related to the fabrication of the feeding channels (gases or coolant) 7 , it cost was then a key problem for mass production. Moreover for insuring the leakage proof of the system, the thickness of the plates must be important, what explained the large weight of this fuel cell. Therefore new techniques and new materials have been defined for fabricating these plates. One of the most promising techniques is embossing of aluminum plates for realizing the pattern of channels that can be easily produced. The main advantage of this technique is related to the already known « know-how » in industry. In addition, the bipolar plates thickness can be in this case very reduced and then lead to the reduction of the fuel cell weight. Consequently, its compactness as well as its performances could be increased.

6. At cathode, this diffusion region was generally made with PTFE particles, which are very hydrophobic and allow for the insurance of the water management. Beside, on anode side, these particles were not present ; what ensure a good humidifying of the membrane 7. The graphite plate was machined using a tool which was controlled numerically. This technique ensured the leakage proof but made the fabrication cost very high (price ranged between 300-400 e for a single plate of 200 cm 2 ). However the price target should be around 1 to 2 e for each plate (http ://www.afh2.org) § ¦ ¤ ¥

Montage AM E

The montage of an assembly electrode membrane (AM E) was reported in Figure 7.2. On this schematic, the channels related to air, hydrogen and cooling liquid flows having rectangular cross sections have been represented. It is generally the sizing of the channels related to the combustible flows that set the cooling channel cross section. The reader may notice that the rectangular cross section for the cooling channels may be relevant for PEM fuel cells. 

Thermal management

The balance of the global oxido-reduction reaction is exothermic and release an averaged energy value of 237 kJ.mole -1 . This heat generation is produced on cathode side, but regarding the small dimensions of the AME, the temperature increase due to this energy release is global. In addition, beside the system using internal combustion, the thermal power which is generated in the fuel cell core may not be evacuated using a system that released the reactive products. Therefore, 1 kW of produced electricity, generally leads to evacuate 1 kW of thermal energy from the fuel cell core. This heat must be extracted from the fuel cell to protect the membrane. Indeed, when dryout occurred at the membrane level, the ionic conduction drop sharply. But worst situations may occur and this membrane may be destroyed if relative humidity become too low.

When the thermal energy is extracted for the fuel cell core, this heat may be used in a secondary loop (co-generation), or simply rejected from fuel cell core in a loop which has a condenser (Figure 7.1).

Therefore, the sizing of the fuel cell cooling system is of first importance. Indeed, it should take into account the impact of the pressure drops in the cooling channels as well as the thermal homogeneity in order to obtain targeted performances in term of energy. Moreover, the homogenization of the bipolar plate temperature allow for the increase of the lifetime of the system by limiting the thermal gradients. It is in this context that boiling in mini-channel appeared to be an interesting candidate. Indeed, the liquid vapor phase change is made at constant temperature if the working pressure is set. In addition, when the bipolar plate thickness is small, the plate temperature is at same time controlled by fluid temperature at saturation. It may be noticed that the thermal hotspot management is of significant importance and should be considered in parallel with the sizing of the cooling channels.

In the remaining part of this chapter, a fuel cell cooling will be evaluated according to criteria closed to the working conditions. This approach was made for proposing different ways of reflexion related to the sizing of the heat exchanger. Therefore, by considering the experimental results (Chapter 5 and Chapter 6), it was possible to make simple transpositions in function of the working conditions of the mini-channels (in terms of flow rate, wall heat fluxes). This analysis, would allow for the determination of the « relevant » elements for the geometry selection that look more adapted for the cooling of the considered fuel cell. This analysis was made considering realistic order of magnitudes in terms of dissipated heat fluxes. The studied region would be limited to the cooling channels located in the fuel cell core. Therefore the refrigerant feeder and collector will not be considered in this approach. Several assumptions must be defined in the context of this transposition. § ¦ ¤ ¥

Simplifying assumptions for transposing the results

The targeted fuel cell have a working temperature that is comprised between 60 o C and 70 o C. This temperature was based on the boiling curves that were obtained during this work.

The flow rate was set in order that the heat flux was about 7000 W.m -2 . This heat flux will be considered as homogeneous along the mini-channel walls.

The fuel cell consisted of 24 cells (whose cooling area dimensions were of : width× length× height= 10 cm × 10 cm × 10 cm) and the thermal power to be extracted was of 1.5 kW .

The cooling channels allow for the evacuation of one part of this heat flux (thermal losses to environment relate to convection or radiation exist). The efficiency of the thermal exchanger is set at 65%.

The flow was considered to be horizontal, therefore the pressure drops due to gravity were negligible.

The impact of hot spots on the heat transfer was not considered.

The flow cross section of the cooling was rectangular and the technology considered straight rectangular mini-channels instead of serpentine technology.

The flow velocities were considered as uniformed and the interaction between the channels was neglected.

Each channel has the same hydraulic behavior than its neighbored channel at same time.

Comparison of the energy efficiency

§ ¦ ¤ ¥

Questions about the performance comparison between a single-phase and a boiling flow

In a first step it was chosen to compare the thermal exchanger performance for single-phase condition and then for boiling conditions for forane 365 HX. This very interesting comparison allow for the tradeoff analysis between single-phase and a boiling flow. The evaluation of these performances were made at equivalent heat flux. In this context, the parameter that was compared was the hydraulic power. The theoretical hydraulic powers were obtained using :

P pompe = v × ∆P (7.1)
where v represent the flow rate and ∆P the pressure drop in the mini-channel. The powers that were compared were closed (when possible) to those regarding the cooling conditions of a PEMFC according to the assumptions made in § 7.1.2. The comparisons have been showed for the four mini-channels in Figure 7.3. The visible circles (and mainly their sizes) on the whole set of series represent the heat flux exchanged between the wall and the fluid. This heat flux was expressed in W.m -2 .

It was possible to notice that for a selected flow rate, boiling led to a pressure drop sligtly higher than the single-phase flow configuration for C 1 (a = 2.3 mm -b = 1 mm), C 2 (a = 5.6 mm -b = 0.816 mm) and C 3 (a = 8 mm -b = 0.814 mm) mini-channels. This increase was more pronounced for C 4 (a = 4 mm -b = 0.421 mm) mini-channel, where the confinement phenomena were more important, as already explained in Chapter 6. Generally, it was possible to observe that if the « iso-pressure drop » or « iso-volumetric flow rates » are drawn, the heat flux exchanged was always higher for the boiling conditions.

A more relevant study, should led to think on the thermal power exchanged between the fluid and the wall. Indeed, for the example of C 1 (a = 2.3 mm -b = 1 mm) mini-channel, the heat flux that was compared was about 10000 W.m -2 , what is close to the one of a fuel cell in terms of heat fluxes exchanged. Therefore, it was observed that for reaching the same heat flux, the required hydraulic powers were very different in function of the flow regime. Therefore, it was summarized that the ratio between the pumping power in single-phase flow and the pumping power in boiling condition for equivalent heat flux in Table 7.1. Tested mini-channels q P pump,single-phase / P pump,boiling

C 1 (a = 2.3 mm -b = 1 mm) ≈ 10000 W.m -2 38 C 2 (a = 5.6 mm -b = 0.816 mm) ≈ 19000 W.m -2 91 C 3 (a = 8.0 mm -b = 0.814 mm) ≈ 20000 W.m -2 350 C 4 (a = 4.0 mm -b = 0.421 mm) ≈ 8500 W.m -2 10 
Table 7.1 -Comparison of the theoretical hydraulic power to supply for an equivalent heat flux exchanged between a single-phase and the boiling flows

In the next paragraphs, an analysis allowing for the determination of the impact of the channel geometry on the efficiency of the heat transfer efficiency during convective boiling.

¢ Impact of the mini-channel width

This comparison was made for C 2 (a = 5.6 mm -b = 0.816 mm) and C 3 (a = 8.0 mm -b = 0.814 mm) mini-channels. The data reported on Table 7.1 showed clearly that this parameter was very (the most) important regarding the evolution of the heat exchanger performance. Indeed, the mini-channel width increase allow for the reduction of the pressure drop reduction. Therefore when boiling occurred in the mini-channel, there was a small increase of the pressure drop, but a very important increase of the heat transfer rate. This situation occurred for C 2 mini-channel also, but less sharply.

¢ Aspect ratio impact

This comparison was made for C 1 (γ 1 = 0.435) and C 2 (γ 2 = 0.146) mini-channels, that have a different aspect ratio, but a hydraulic diameter very closed to 1.4 mm. Here, it was noticed that the increase of the aspect ratio did not improved the thermal performances of the system. Indeed, as showed in § 6.4.2, the increase of the aspect ratio lead to the increase of the pressure drop for a same heat transfer rate due to the increase of the confinement which was caused by the reduction of the mini-channel cross section. This reduction led to an important increase of the interfacial shear stress which contributed to the increase of the total pressure drops.

¢ Impact of the hydraulic diameter

The reduction of the hydraulic diameter (comparison of C 4 (d h = 0.762 mm) mini-channel to the other ones) led to a more limited increased of the system thermal efficiency. Indeed, the confinement for this mini-channel was important and led as specified previously to an increase of the pressure drops which limit of the improvement of the performances related to incipience of boiling.

Using this analysis, it was possible to confirm that whatever the tested mini-channels, the thermal performances were better for a boiling flow. In the next paragraph, a comparative study related to the thermal performance of these mini-channel during boiling has been made. § ¦ ¤ ¥ Comparison of the thermal performances between the tested mini-channels (for boiling) On Figure 7.4, the data allowing for the comparison of the thermal performances of the mini-channels have been reported. The data given in this figure showed that the best performances were reached (for this experimental configuration) for C 3 (a = 8 mm -b = 0.814 mm) mini-channel. In order to realize a comparative analysis with the other mini-channels on a fixed thermal parameter, the ratio of the hydraulic power to a heat flux of the order of 20000 W.m -2 regarding C 3 mini-channel has been evaluated. These comparisons have been presented in Table 7.2. The data reported on this table confirmed that when the hydraulic diameter and/or the minichannel cross section were large, the energy efficiency related to the heat transfer rates increased for a boiling flow in single mini-channel. However, for an in-situ cooling application, the heat flux amplitude that have to be transferred required more complex configurations (serpentine or parallel channels). Here, it was chosen to limit the analysis to the parallel mini-channels.

Mini-channel q

Sizing of the cooling channels

In § 7.2, it was demonstrated that the mini-channel that would allow for the best energy efficiency during convective boiling was C 3 mini-channel. This interesting information, should not be considered as definitive when analysis the sizing issues. Indeed, the cooling area of the fuel cell that had been defined (see assumptions section) had the following dimensions : width× length× height= 10 cm × 10 cm × 10 cm. In addition, the thermal power that has to be removed is of 1.5 kW for a heat flux of 7000 W.m -2 .

It was assumed that the fuel cell was made with 24 cells. Therefore, starting for this point, it was possible to simplify the system by specifying that the heat flux on each pair of cells was of 65.2 W (by considering 23 spacings where the cooling channels could be located). The question to answer is related to the number of channels required for the extraction of the heat knowing that the heat flux is of 7000W.m -2 . This heat flux condition set the flow rate. Without considering the fuel cell feeding channels architecture, it was possible to notice that the cross section of some of the cooling mini-channels cannot allow for the extraction of the total heat (according to the assumptions that have been made). On Table 7.3, the thermal powers that can been extracted have been summarized by considering a heat transfer efficiency of 100% (for comparison) and of 65%. The number of channels that was reported in this table was fixed due to each cross section of the thermal exchange area of the fuel cell. The data reported on this table clearly showed that the energy efficiency parameter for a single mini-channel (defined in § 7.2), would not allow for the justification of the selection of a specific geometry for the global cooling of the fuel cell. Indeed, in this configuration only the C 1 mini-channel would allow for the extraction of a sufficient heat. Evidently, this whole analysis, which has been simplified gave some insights related to the confinement inside the fuel cell and on the sizing of the cooling system. Moreover, the sizing of the gases feeding channels of the fuel cell is very often more important than the one of the cooling mini-channels. Therefore, if this channel C 1 was chosen for the cooling of a fuel cell subjected to a heat flux of 7000 W.m -2 , with a subcooling of 15 o C (in order to be similar to the experimental data), it would be possible to obtain boiling inside the mini-channels, by setting the flow rate to a value lower than v ≤ 0.027 l/min. Therefore, by supposing that this flow rate was set to 0.022 l/min the heat flux value that led to the dryout according to our experiments was about 80 kW.m -2 , what is much larger to the heat flux density of 7 kW.m -2 . Therefore the selection of this C 1 mini-channel for convective boiling would prevent from the dryout conditions for a constant flow rate in the context of this approach.

It should be specified that the whole sizing approach was based only on the impact of the mini-channel geometry on the energy efficiency. However, regarding the results that have been reported in Chapter 6, the evolution of the inlet temperature has a very important impact on the cooling system efficiency. Therefore, it would be interesting to add to the regulation system a component that would allow for the control of this inlet temperature.

Chapter 7 conclusions

In this chapter, the working principle of the PEM fuel cell has been given briefly. Energy balances were made and they showed that a boiling flow gave better results in term of energy efficiency than a single-phase flow. The study of the geometry, showed that the use of a single C 3 (a = 8 mm -b = 0.814 mm) mini-channel resulted in the better thermal performances. However, in the context of the fuel cell cooling analysis, it was demonstrated that the selection of a mini-channel having a different cross section would allow for the obtaining of a better global thermal management (in a multi-channels cooling approach). To conclude, the geometry is of first importance for the heat exchanger cooling channels sizing and its dimensions must be considered with care.

General Conclusions and Prospects

This work was dedicated to the study of pressure drops and heat transfer for single-phase and convective boiling flows. Four mini-channels of rectangular cross section have been tested. The selected dimensions allow for the characterization of the impact of the aspect ratios, hydraulic diameters as well as the mini-channel widths on the convective boiling.

A working fluid, forane 365 HX, has been selection according to the specifications that were defined for following the constraints related to the fuel cell regarding its cooling. It should be specified that this fluid was never analyzed in convective boiling in mini-channels according to the analyzed literature survey.

Formerly to the boiling tests, the hydrodynamic and thermal behaviors were studied for single-phase flow conditions. A numerical model, made for single-phase flow, allowed for the estimation of the heat flux repartition along the mini-channels walls. It was demonstrated that the heat flux was not homogenous and it was larger at the channel inlet. The working fluid as well as the mini-channel geometry also act on this characteristic. As an example the reduction of the channel width increase the non-homogeneous characteristic of the heat flux. It was demonstrated during the study that the estimation of this repartition was very important before realizing the tests related to boiling in order to calculate correctly the heat flux that was transferred to the fluid in order to make good estimation of the heat transfer coefficients.

The results obtained in boiling conditions showed that the geometry impact on the onset of nucleate boiling (ONB) may be significant. For mini-channels having larger aspect ratio, the needed heat flux for ONB was larger due to a higher distortion of the temperature field (cooler on the corners compared to mini-channel center) for large mass velocity. In addition, the hydraulic diameter reduction led to the more rapid occurrence of the ONB when the mass velocities were larger than 200 kg.m -2 .s -1 . For smaller mass velocities, there were no specific parameter that seemed to characterize the influence of the geometry. The range of working conditions for the thermal exchanger, used in boiling conditions is considered as fully characterized when the conditions that led to dryout are known. Therefore, the impact of the evolution of the critical heat flux was studied for the four mini-channels. The reported data showed that the aspect ratio as well as the hydraulic diameter seemed to modify the occurrence of this critical heat flux (CHF) when considering same mass velocities. The CHF increase with mini-channel aspect ratio and decrease with mini-channel hydraulic diameter.

It was showed that the mini-channel geometry has a very important impact on the total two-phase pressure drops for same hydraulic diameter :

The data of the literature showed that the hydraulic diameter reduction led to the increase of the total pressure drops for boiling flows, what was observed in the experiments presented in this manuscript also. However, it was noticed that these pressure drops increased with the aspect ratio. According to our understanding, this increase was related to the reduction of the two-phase flow cross section. This reduction led to the increase of the interfacial shear stress between the liquid and vapor phases as well as to the increase of wall frictions. Thanks to the study of the pressure drops evolutions, a confinement number (Co ad-hoc ) that took into account the aspect ratio influence and allow for the prediction of the relative importance of the pressure drops between the different mini-channels has been proposed. After comparing the experiments with the existing predictive correlations, a generalized correlation which was based on the new confinement number was suggested. For these experimental campaigns, the geometry did not impacted much the evolution of the heat transfer coefficients for a same transferred heat flux. For these thermal exchanges, a correlation that allowed for the prediction of our experiments was defined also. This correlation was based on the assumption of the preponderance of nucleate boiling.

Thanks to this study, it was shown that the selection of the geometrical parameters impacted the evolution of thermal performances of a heat exchanger made using a single mini-channel. The transposition of these results to the cooling of a fuel cell (comprising several mini-channels) should be made with caution. Indeed, the area dimension where the heat fluxes have to be dissipated played an important role because their set the mini-channels number that will be placed on this surface. Therefore a sizing work must be realized in order to optimize the extraction of heat generated by the electrochemical reaction.

There was some element that may led to a better evaluation of the heat transfer. Therefore it was though that an original system that would allow for the measurement of the fluid temperature may help for a better determination of the local heat transfer coefficients. Indeed the knowledge of the fluid temperature variation in boiling conditions may improve to whole analysis. In this context, a measurement methodology without contact may be though using an infrared (IR) measuring system. Therefore, the use of an IR camera would allow for the obtaining a spacial resolution that would allow for the better understanding of the boiling flow nature.

Moreover, the void fraction fraction would be a relevant data for characterizing the total two-phase flow pressure drops. Therefore, a measuring system or the treatment of the acquired images 8 that allow for the obtaining of this value with precision for various mass velocities would be very appreciated.

Finally, the acquired images, allowed for the demonstration the mini-channel geometry has an impact on the flow regime transitions. However, these flow regimes differences (observed between the mini-channels) did not impacted the heat transfer evolution for a same heat flux. Therefore, it was though that it would be very interesting to analyze the instabilities occurrence inside the mini-channels that led, according to our understanding, to a non-dependence of the heat fluxes variation with heat flux when the conditions were far from wall dryout conditions.

On short term basis, we though that it would be particularly fruitful to realize new experiments that allow for the characterization of the ONB for mass velocities smaller than those analyzed during this study. Indeed, this study would allow for the better understanding of these evolutions that seemed to be not linear for small mass velocities. Moreover, these tests would supplement the ones given here and should allowed for the formalization of a correlation giving the threshold heat flux in function of the mass velocity. On a longer-term basis, the data that have been obtained in this study should be compared to the results made in multi-channels configurations. The aim of this followed up study would be obviously to made in-situ cooling inside a PEM fuel cell.

8. A very interesting approach has been initiated by [START_REF] Longa | L'étude des effets d'échelle lors d'une ébullition en micro-canal[END_REF] during this work and the methodology for the obtaining of the void fraction has been reported in Appendix F In addition, the discrepancy that was noticed between the experimental points (for forane 365 HX as working fluid) when the thermal boundary layers were fully developped (for large z * ), lead us to suppose that the heat flux was not homogenous for these two mini-channels. xxiv Consequently, the results would be similar to the ones that have been presented for minichannels C 1 (a = 2.3 mm -b = 1 mm) and C 2 (a = 5.6 mm -b = 0.816 mm) in the § 5.2.4. We studied the impact of the working pressure (0.35 -0.5 et 0.7 bar) for mini-channel C 4 (d h = 0.727 mm) on ONB occurrence. However, for this specific case, the inlet temperature was kept constant. We observed that the transferred heat flux before ONB increase with this working pressure (Figure D.5). As demonstrated in § 6.2.2, this would be due to the subcooling more than the working pressure effect. 

Presentation of the modeling

The test section geometry has been drawn on Gambit 2.2.30 from the technical drawings. The model comprises the top block with its visualization window. We represent only a longitudinal plan of symmetry. On the calculations have been made for a three-dimensional configuration for the whole set of experiments occurring in the four selected mini-channels. The aim of this study was to obtain qualitative results by formulating the minimum hypotheses. In order to « easily » built the geometry, we split the initial test section volume in multiple sub-parts of lower dimensions that had symmetrical faces. This technique allows for the realization of a very fine controled mesh on the whole volume of the test section. The working fluid volume has been split in a specific way in order to control the mesh density when the flow became in close proximity to the mini-channel inlet (that will be finer). This technique allows the reduction of singular numerical behavior at the mini-channel inlet. The whole test section has been modeled excepted the drill holes used for the assembly of the top block, the mini-channel and the lower block, the holes for the housing of the thermocouples xxvii Appendices (in the lower block) and the thermocouples 1 . Table E.1 gives the thermophysical properties of the materials that have been used to fabricate the test section.

Materials

ρ (kg.m -3 ) c p (J.kg -1 .K -1 ) λ (W.m -1 .K The thermophysical properties were considered to be dependent of the average fluid temperature that flowed inside the test section. A « pressure-inlet » condition (boundary condition defined on Fluent 6 ( 2001)) was set at the test section inlet. On the oulet, a « pressure-oulet » conditions was set by supposing that the flow was at atmospheric pressure. The heating cartridges were modeled using a homogeneous surface heating source condition. For the whole set of experiments, the external surfaces of the test section were at ambient (room temperature). Consequently, the external surfaces were subjected to natural convection (between 10 and 20 W.m -2 .K -1 for an external temperature of about 300 o K in the model. The scheme numerical resolution has been made by using the classical conservation relations (mass, momentum, heat balance) that were simplified regarding following hypotheses :

x Laminar flow and steady state regime, 1. It should be noticed that the estimation of the wall temperatures was determined at the exact location where the thermocouples were located. The deviations from the friction coefficients given by [START_REF] Shah | Laminar flow in forces convection ducts[END_REF] for the fully developed single phase flow regime have been reported in Table E.2 for mini-channels C 1 (a = 2.3 mm -b = 1 mm) and C 2 (a = 5.6 mm -b = 0.816 mm) for water and forane 365 HX as working fluids. These results lead us to conclude that the mesh refinement had a strong impact. When the refinement reach a level of 52992 cells, the maximum difference with the approach of [START_REF] Shah | Laminar flow in forces convection ducts[END_REF] was about of 1.7% for water as working fluid. The numerical tests that have been made with forane 365 HX showed a very good agreement with the data of [START_REF] Shah | Laminar flow in forces convection ducts[END_REF] We used another checking procedure (regarding our numerical analysis) and compare the velocity profiles that were obtained for the numerical modeling to the ones defined in equations (1.2). We chose to calculate the velocity profiles on two perpendicular lines that were intersecting at the mini-channel center on a xy plane located at z = 76 mm from the mini-channel entrance. A summary of these comparison is reported for the two working fluid in Table E.3. Type Cells numb. U water (x, y = 0) U water (x = 0, y) U F365 (x, y = 0) U F365 (x = 0, y) The profiles that were obtained for our numerical model and the ones defined by [START_REF] Shah | Laminar flow in forces convection ducts[END_REF] The whole set of results that has been presented in § 5.3.1 was obtained with a higher level of refinement.

C
xxxii Annexe F

Void fraction determination via image processing

F.1 Why to go through image processing to analyze the results ?

In order to build the flow map that will allow the determination of the conditions for which the heat transfer coefficients are the best one, it could be relevant to know the repartition of the liquid and vapor phases.

For determining these repartition, the void fraction, α (equation 2.1.1), seems to be a relevant parameter. For our experimental tests, we can obtain under specific conditions, this coefficient using an image processing method. Consequently, we can calculate using the visualizations surface void fraction. For succeeding in the determination of the global void fraction, it is necessary to estimate the global volume of the bubbles that are inside the mini-channel. [START_REF] Sobierska | Heat transfer mechanism and flow pattern during flow boiling of water in a vertical narrow channel experimental results[END_REF] 

F.1.1 Bubbly flow regime

In this flow regime, the bubbles are of small dimensions and are not constricted neither by the width nor by the height of the flow zone. The can be considered as spherical and their volume can be calculated as follow :

V 1 = 4 3 πR 3 (F.1)

F.1.2 Plug flow regime

The increase in the heat flux density lead to the growth of the bubble size, as a consequence they became constrained regarding the mini-channel height in a first step. Indeed, for all the experimental cases that we observed, the mini-channel width was always larger than the height. Thus, the first geometrical constraint coming from the mini-channel came from this height. We considered for this regime only the bubbles that are a circular shape when looking at them from the top surface of the visualization window. The volume of these bubbles was given by the volume of a bubble of same radius than the visualizing disk (from top surface) whose spherical caps have been substracted. The calculation formula is given as :

V 2 = 4 3 πR 3 -2 × πH 2 × (R -H/3) (F.2)
where R is the bubble radius and where H is the difference between the cap height (e) and the bubble apex (R) : 

H = R -e

F.1.3 Slug flow regime

The bubbles continue to growth up to be constrained by the mini-channel width. When this situation occurred we enter in the third flow regime configuration. For this specific case, we considered that the bubbles are similar to projected surfaces regarding mini-channel height and their volume can be calculated using :

V 3 = πR 2 × e (F.3)
with e that is the mini-channel height.

The total void fraction is the sum of these three different volume divided by total fluid volume that is visualized in the mini-channel :

α = V 1 + V 2 + V 3 V total (F.4)

F.2 Image processing using Matlab

From an image, it is possible to calculate the surface void fraction, then by using the formal procedure to determine the global void fraction on this specific image.

The quality of the image is dependent of various parameters that are not easy to adjust in an optimal and constant way. The impacting parameters are the following ones :

1. The most important parameter is the lighting. This lighting was made using two optical fibers that were connected to a stereo-microscope. When their position was not « perfectly » normal to the mini-channel, some shadow area exist at the front or a the rear of the bubbles. The point was to determine « how to numerically considered these shadow areas ? » Our image was obtained in gray-scale. These shadow areas were not neither in the same color of the liquid nor of the bubbles.

2.

The second parameter was linked to the quality of the window visualization. Indeed, even small scratches on it can cause the bubbles cut off during the numerical data image processing.

3.

The third parameter came from the optical fibers. We observe (during image processing) that the light provided by the system was not perfectly constant (it was pulsating). On the image, the gray scale of the liquid or of the gas that is located in the pulsating zone varied. However, the intensity variation of the gray scale level for each fluid state (liquid, gas) still allowed the difference to be observed.

During this study we look for solution to minimize these issues. During the numerical image data processing, the image is converted in data, this means that from an image we obtained a xxxv matrix. If the image has a size of n × m pixels then the matrix will have n row and m column. As our image was in gray scale, each pixel was associated to a color code that had a value between 0 and 255. This is this gray scale that will be saved in the matrix.

At the end of each series of images acquisition, we captured a last one that will be called « background image » . This image was taken in the same lighting and flow rate conditions that was considered in the experimental but with a single-phase flow condition (liquid). Once the images have been converted in matrix, we subtracted the matrix from the captured images to the matrix of the background one. This procedure allow the removal of all the elements (impurities, scratches of the visualization window, etc...) that were located exactly on same location compared to background image. The resulting matrix contained only the new elements (compared to background image) only bubbles appear. This procedure allow the resolution of the issue related to the visualization window quality. We did not find a satisfactory solution for the first issue relating the lighting, thus during all the experiments we tried to position the optical fiber in order to limit as much as possible the creation of shadows (the more normal to the window visualization). The light pulsation (due to the optical fiber) were treated using the numerical data image processing. These pulses were treated as background noise that was easily corrected inside the code.

After these treatments we obtained images on which we can continue to work. We then go through binarization process by using a threshold analysis. From a threshold value we colored all the pixels that were below this value in white and all the other ones in black. The definition of threshold value was very important because its allow for the identification of the liquid and vapor phases. It cannot be set arbitrarily. This is for this reason that we go through the writing of MATLAB script in order to define the « optimal » threshold value that corresponds to our images analyzes.

In order to better understand the impact of the threshold value on the data image processing, we compared an acquired image to the ones obtained after processing following the situations : too low, too high and optimal threshold. The example that has been given in Figure F.3 was obtained for a flow rate of 0.015 l/min, a mini-channel having a height of 914 microns, a width of 3 mm, and for a heat flux lower to 1 W/cm 2 . 14 bulles were identified on this image and the void fraction was of 0.065. this parameter. The time to experimentally determine the void fraction is long as the time to count the bubbles (in function of their category) and finally to determine their radius may be prohibitive when large number of image are considered. Thus, several comparisons at different moment of the series of images were realized in order to evaluate the impact of the selected threshold parameter on void fraction for the whole set of images.

For a typical series of 500 images, we made three comparisons on a series of 20 images. The time for determining experimentally is long and last about three hours for 60 images. However this calculation showed that the comparison with 3 series of 5 images seemed sufficient for the analysis. In this condition optimal threshold were always determined. Cette thèse est consacrée à l'étude des écoulements internes en ébullition dans des canaux de petites dimensions. L'application visée est le refroidissement des piles à combustible de type PEMFC. Le confinement de plus en plus marqué des PEMFC et l'accroissement des densités de flux de chaleur produites au coeur de pile nécessitent une étude approfondie des transferts de chaleur dans les mini-canaux. Pour cette étude, le fluide utilisé a été le forane 365 HX, qui présente des propriétés intéressantes pour l'objectif visé. Comparativement aux écoulements monophasiques, une quantité élevée d'énergie peut être extraite des parois en limitant le gradient thermique pariétal en condition d'ébullition, lorsque le fluide se trouve à saturation. De manière à effectuer un dimensionnement adéquat d'un échangeur thermique, nous avons étudié l'influence de la dimension de la section droite de la mini-conduite sur les performances de l'appareil. Nous avons ainsi étudié quatre mini-canaux de section rectangulaire et de diamètre hydraulique compris entre 0, 727 mm et 1, 45 mm. Nous avons centré notre étude sur l'influence du rapport d'aspect en définissant deux mini-canaux de même diamètre hydraulique et de rapports d'aspect différents. Nous avons constaté que les valeurs de flux thermiques conduisant à l'apparition de l'ébullition (ONB) ou à l'assèchement du liquide en paroi (CHF) dépendent de la géométrie du mini-canal. Les évolutions des pertes de pression en régime diphasique sont aussi influencées par ces données géométriques tandis que les coefficients d'échange évoluent peu avec celles-ci. De plus, des visualisations de l'écoulement ont été effectuées simultanément aux mesures et nous avons montré que les paramètres géométriques avaient un impact direct sur les transitions entre les régimes d'écoulement. Pour la majeure partie des expériences réalisées, la pression de fonctionnement était de 70 kP a (relativement à la pression atmosphérique), les vitesses massiques étaient comprises entre 100kg.m -2 .s -1 et 800kg.m -2 .s -1 et les flux thermiques testés ont pu atteindre la valeur maximale de 250 kW.m -2 , lors de la détermination du flux de chaleur critique (CHF).

Mots clefs : ébullition, mini-canaux, rapport d'aspect, ONB, CHF, perte de pression, coefficient d'échange de chaleur, configuration d'écoulement, forane

ABSTRACT :

This study is devoted to boiling flows in mini-channels of small dimensions. The objective was the enhancement of the thermal performance of PEM fuel cells. Confinement is nowadays one of the key parameters when considering a fuel cell. Indeed, the amount of heat flux to be removed from the fuel cell increases when its dimensions are decreased. As a consequence, thorough investigations of heat transfer in fuel cells are required. In our study, Forane 365 HX was selected to be used as the working fluid for the purpose of cooling. In comparison with single-phase flows, an important amount of energy can be extracted in forced boiling conditions while keeping a moderate wall temperature gradient. Thus, in order to properly design a heat exchanger in forced boiling conditions, it is important to understand the influence of the dimensions of one single mini-channel on the pressure drop across the channel and the heat transfer coefficients. Consequently, we investigated the flow and associated heat transfer in four rectangular mini-channels of hydraulic diameter ranging from 0.727 mm to 1.45 mm. We especially studied the influence of the aspect ratio by considering two mini-channels of same hydraulic diameter and different aspect ratios. We found that the heat flux necessary to the onset of nucleate boiling or the critical heat flux are dependent on the geometric dimensions of the mini-channel in our experiments. For the saturated boiling flow conditions, the pressure drop is also related to the channel cross-section area whereas the heat transfer coefficients seem to be nearly independent of the mini-channel under study. Simultaneously to these measurements, a high-speed video camera was used for visualizing the boiling flow. We observed that the mini-channel cross-section has a significant influence on the flow pattern transitions. Most of our experiments were performed for a working pressure of 70 kP a (relatively to atmospheric pressure) whereas the mass flow rate was in the range [100-800 kg.m -2 .s -1 ]. The heat flux removed by the boiling flow reached values as large as 250 kW.m -2 for the critical heat flux conditions. Keywords : boiling, mini-channels, aspect ratio, ONB, CHF, pressure drop, heat transfer coefficient, flow pattern, forane
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 1 Figure1.1 -Development of the hydraulic boundary layers according to[START_REF] Shah | Fundamentals of heat exchanger design[END_REF] 

  have determined the flow velocity profile regarding the width (a) and the height (b) of a channel (Figure 1.2).
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 12 Figure 1.2 -Duct rectangular cross section
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 13 Figure 1.3 -Thermal boundary layers as represented by[START_REF] Shah | Fundamentals of heat exchanger design[END_REF] 
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 14 Figure1.4 -Length to reach fully developed conditions in function of the aspect ratio following[START_REF] Lee | Thermally developing flow and heat transfer in rectangular microchannels of different aspect ratios[END_REF] 
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 1 Figure 1.6 -Test section designed by[START_REF] Gao | Scale effects on hydrodynamics and heat transfer in two-dimensional mini and microchannels[END_REF] 
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 1 Figure1.8 -Measurement of the static pressure in a micro-channel,[START_REF] Kohl | An experimental investigation of microchannel flow with internal pressure measurements[END_REF] 
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 1 Figure 1.9 -Test section developed by : (a) Qu et Mudawar (2001) (b) byLee et Mudawar (2005b) 
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 21 Figure 2.1 -Phase diagram (triple point and critical point are given)
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 22 Figure 2.2 -Flow regime and transition that occurred in a upward vertical flow of liquid nitrogen in a tube of 1.931 mm regarding Fu et al. (2007)
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 223 Figure 2.3 -Evolution of the boiling curve in function of the heating or the cooling
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 24 Figure 2.4 -Heat transfer mechanism in nucleate boiling regime
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 25 Figure2.5 -Activable nucleation site regarding[START_REF] Hsu | On the size range range of active nucleation cavities on a heating surface[END_REF] for Forane 365 HX
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 2 Figure2.6 -Instabilities in small dimensions ducts[START_REF] Consolini | Convective Boiling Heat Transfer in a Single Micro-Channel[END_REF] 
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 27 Figure 2.7 -Mechanism that lead to dryout respecting case y according to Revellin et al.(2008) 
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 29 Figure2.9 -Pressure drops evolution for the : (a) R410a (b) R134a according to[START_REF] Jassim | Prediction of two-phase pressure drop and void fraction in microchannels using probabilistic flow regime mapping[END_REF] 
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 2 Figure 2.10 -Pressure drops evolutions for the R134a and the R12 according to Tran et al. (2000) § ¦
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 2 Figure2.11 -Heat transfer coefficients comparison between water and ethanol according to[START_REF] Diaz | Experimental investigation of transient boiling heat transfer in microchannels[END_REF] 
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 2 Figure 2.15 -Filling of a cavity by two droplets having different advancing contact angles
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 2 Figure2.16 -Contact angle impact on the flow regimes transitions according to[START_REF] Barajas | Effet of contact angle on two phase flow in capillary tubes[END_REF] 
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 2 Figure2.17 -Pressure drop variation with the system working pressure according to[START_REF] Park | Flow boiling heat transfer, pressure drop, and flow pattern for CO 2 in a 3.5 mm horizontal smooth tube[END_REF] 
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 2 Figure 2.18 -Saturated pressure (or temperature) influence on the evolution of the heat transfer coefficient according to : (a) Bertsch et al. (2009). (b) Choi et al. (2009)
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 2 Figure2.19 -Liquid subcooling influence on the heat exchange coefficient for R134a in a tube of 1.22 mm according to[START_REF] Martin-Callizo | Subcooled flow boiling of R-134a in vertical channels of small diameter[END_REF] 
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 2 Figure 2.20 -Impact of the mass flow rate on the heat exchange coefficient according to : (a) Choi et al. (2009) (b)[START_REF] Saitoh | Effect of tube diameter on boiling heat transfer of R-134a in horizontal small-diameter tubes[END_REF] 
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 2 Figure2.21 -Heat transfer coefficient evolution regarding the flow rate according to[START_REF] Kuo | Local measurement of flow boiling in structured surface microchannels[END_REF] 
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 2 Figure 2.22 -Heat transfer coefficient evolution regarding the wall heat transfer according to : (a) Choi et al. (2009) (b)[START_REF] Yun | Evaporative heat transfer and pressure drop of R-410a in microchannels[END_REF] 

Figure

  Figure 2.22(a) showed that the heat transfer coefficient was not dependent on heat flux when x < 0.45. Beyond this value, the heat transfer coefficient seemed to be independent of the wall heat flux.[START_REF] Yun | Evaporative heat transfer and pressure drop of R-410a in microchannels[END_REF] studied the evolution of the heat transfer coefficient for R410a in two test sections that consisted in multi-channels of 1.36 mm and 1.44 mm of hydraulic diameter. The authors did not give the name of the material in which the test section was fabricated, but regarding the related application we can assumed that it was aluminum.[START_REF] Yun | Evaporative heat transfer and pressure drop of R-410a in microchannels[END_REF] noted that the heat transfer coefficient is not much sensitive to heat flux variation for small values of thermodynamic vapor qualities. Then for a thermodynamic vapor quality higher than 0.5, the heat exchange increased with heat flux.[START_REF] Yun | Evaporative heat transfer and pressure drop of R-410a in microchannels[END_REF] explained this surprising
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 2 Figure 2.23 -Energy efficiency evolution regarding the used geometry and regarding the thermal conductivity ratio between the substrate and the fluid -Numerical study of Hasanet al. (2009) 
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 2 Figure2.24 -Hydraulic diameter influence on the heat transfer coefficient according to[START_REF] Choi | Pressure drop and heat transfer during two-phase flow vaporization of propane in horizontal smooth minichannels[END_REF] 
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 2 Figure 2.25 -Duct diameter influence of the two-phase flow pressure drop evolution according to : (a) Choi et al. (2009). (b)Revellin et Thome (2006) 
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 2 Figure 2.28 -Representation of the correlation for the evolution of the pressure drop for a duct having a hydraulic diameter of 1.4 mm, a mass velocity of 100 kg m -2 s -1 for forane 365 HX at 70 kP a (relative pressure)

Figure 2 .

 2 Figure 2.29 -Representation of the correlations for the pressure drops evolution for Forane 365 HX : I -that flow in a duct having a hydraulic diameter of 1.4 mm, a mass velocity of 100 kg m -2 s -1 and a saturation pressure at : (a) 70 kP a (b) 370 kP a, II -that flow in a duct of 1.4 mm, at a saturation pressure of 70 kP a and a mass velocity of : (a) 100 kg m -2 s -1 (b) kg m -2 s -1 , III -that flow at a saturation pressure of 70 kP a, a mass velocity of 100 kg m -2 s -1 in a duct having a hydraulic diameter of : (a) 1.4 mm (b) 1 mm
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  13 -D o and U ∞ values for a rectangular channel according to Zuber et Findlay (1965) regarding the flow configuration with P r representing the reduced pressure (see definition in §2.1.3). § ¦ ¤ Premoli et al. (1971) correlation Premoli et al.
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 2 Figure 2.31 -Variation of the heat transfer coefficients and of the flow regime along a horizontal tube (Carey (2008))
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  37.A complementary definition of these two mechanisms is given in §2.2.4 correlation and adaptation to the mini-channels cases by[START_REF] Zhang | Correlation for ?ow boiling heat transfer in minichannels[END_REF] 
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 2 Figure 2.32 -Heat transfer variation regarding the thermodynamic vapor quality for a duct having a hydraulic diameter of 1.4 mm, a mass velocity of 100 kg.m -2 .s -1 and a heat flux of 4800 W.m -2 . The working fluid is Forane 365 HX at a saturation pressure of 70 kP a
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 2 Figure 2.33 -Representation of the correlation for the evolution of the heat transfer coefficients for Forane 365 HX that flowed at a mass velocity of 100 kg m -2 s -1 , a heat flux of 4800 W.m -2 , a saturation pressure of 70 kP a in a duct of : (a) 1.4 mm (b) 1 mm
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 2 Figure 2.34 -Correlation predictions for the determination of the heat transfer coefficients for Forane 365 HX : I -that flow in a duct of 1.4 mm, a mass velocity of 100 kg m -2 s -1 , a heat flux of 4800 W.m -2 and a saturation pressure of : (a) 70 kP a (b) 370 kP a, II -that flow in a duct of 1.4 mm, at a saturation pressure of 70 kP a, a heat flux of 4800 W.m -2 and a mass velocity of : (a) 100 kg m -2 s -1 (b) 200 kg m -2 s -1 , III -that flow in a duct of 1.4 mm, a mass velocity of 100 kg m -2 s -1 , a saturation pressure of 70 kP a and a heat flux of : (a) 4800 W.m -2 (b) W.m -2
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 3 Figure 3.1 -ODP, GWP and lifetime of selected refrigerant in atmosphere
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 32 Figure 3.2 -Dielectric constant values for a selection of fluids
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 3 Figure 3.3 -Evolution of the saturated temperature with the working pressure

  8. part per million 9. For water T sat ≈ 100 o C at P atm
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 3 Figure 3.4 -(a) Micro-calorimeter localized at CSTB for the measurement of the liquid specific heat (b) Cross section view of the device
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 3 Figure 3.5 -Device that allow for the measurement of the viscosity of Forane 365 HX

  test loop presentation . . . . . . . . . . . . . . . . . . . . . . . . . 4.1.1 General description . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.1.2 Degassing system . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.1.3 Preheating method . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.1.4 Test section description . . . . . . . . . . . . . . . . . . . . . . . . . . 4.1.5 Mini-channels sizing . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.2 Data acquisition of the experimental measurements . . . . . . . . . . . . . . 4.3 Cameras acquisition system description . . . . . . . . . . . . . . . . . . . . . 4.4 Presentation of the list of made experimental tests . . . . . . . . . . . . . . .

Figure 4

 4 Figure 4.1 -Hydraulic test loop fabricated for studying Forane 365 HX convective boiling
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 42 Figure 4.2 -Forane 365 HX degassing procedure (a) Cylindrical reservoir filling. (b) Fluid in boiling condition and pressurization. (c) Pressure release and removal of the dissolved gases. (d) Fluid flow inside the EMC loop
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 4 Figure 4.3 -(a) Picture of the degassing reservoir (b) Evolution of the pressure during Forane 365 HX degassing process

  Figure 4.4 -Preheater representation
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 4 Figure 4.5 -Simplified representation of the test section
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 447 Figure 4.6 -Location of the visualization system above the test section
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 5 Figure 5.1 -Poiseuille number regarding the Reynolds number -Repeatability tests for C 1 plate (a = 2.3 mm, b = 1 mm) ; working fluid : water
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 52 Figure 5.2 -Poiseuille number regarding the Reynolds numbers for C 1 mini-channel (a = 2.3 mm, b = 1 mm) ; working fluid : water
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 53 Figure 5.3 -Comparison between the experimental / theoretical Poiseuille numbers for C 1 mini-channel (a = 2.3 mm, b = 1 mm) ; working fluid : water
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 555 Figure 5.4 -Poiseuille number regarding the Reynolds number for C 2 mini-channel (a = 5.6 mm, b = 0.816 mm) ; working fluid : water
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 5 Figure 5.6 -Poiseuille number regarding the Reynolds numbers for C 1 plate (a = 2.3 mm, b = 1 mm) ; working fluid : forane 365HX
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 5758 Figure 5.7 -Comparison between the experimental / theoretical Poiseuille numbers for C 1 plate (a = 2.3 mm, b = 1 mm) ; working fluid : forane 365 HX
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 5 Figure 5.9 -Comparison between experimental / theoretical Poiseuille number for C 2 plate (a = 5.6 mm, b = 0.816 mm) ; working fluid : forane 365 HX
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 5 Figure 5.10 -Experimental uncertainties related to the Nusselt number determination
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 5 Figure 5.11 -Evolution of the Nusselt number regarding the Reynolds number for C 1 minichannel (a = 2.3 mm, b = 1 mm) ; working fluid : water
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 5 Figure 5.12 -Comparison between experimental / theoretical Nusselt number for C 1 minichannel (a = 2.3 mm, b = 1 mm) ; working fluid : water
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 5 Figure 5.13 -Evolution of the Nusselt number in function of Reynolds number for C 2 minichannel (a = 5.6 mm, b = 0.816 mm) ; working fluid : water
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 5 Figure 5.14 -Comparison between the experimental / theoretical Nusselt numbers for C 2 mini-channel (a = 5.6 mm, b = 0.816 mm) ; working fluid : water
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 5 Figure 5.15 -Evolution of the Nusselt number in function of z * with water for : (a) C 1 mini-channel (a = 2.3 mm -b = 1 mm) and, (b) C 2 plate (a = 5.6 mm -b = 0.816 mm)
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 5 Figure 5.16 -Evolution of the Maranzana et al. (2004) number modified by Bigot (2005) for C 1 and C 2 mini-channels with water as working fluid
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 5 Figure 5.17 -Evolution of the Nusselt number in function of the Reynolds number for C 1 mini-channel (a = 2.3 mm, b = 1 mm) ; working fluid : forane 365 HX
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 5 Figure 5.18 -Comparison between experimental / theoretical Nusselt number for C 1 minichannel (a = 2.3 mm, b = 1 mm) ; working fluid : forane 365 HX

Figure 5

 5 Figure 5.19 -Evolution of the Nusselt number regarding the Reynolds number for C 2 minichannel (a = 5.6 mm, b = 0.816 mm) ; working fluid : forane 365 HX
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 5 Figure 5.20 -Comparison between the experimental / theoretical Nusselt number for C 2 mini-channel (a = 5.6 mm, b = 0.816 mm) ; working fluid : forane 365 HX
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 5 Figure 5.21 -Evolution of the Nusselt number in fonction of the number z * with forane 365 HX for : (a) C 1 (a = 2.3 mm -b = 1 mm) (b) C 2 (a = 5.6 mm -b = 0.816 mm)
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 5 Figure5.22 -Evolution of the number defined by[START_REF] Maranzana | Mini-and micro-channels : influence of axial conduction in the walls[END_REF] and modified by[START_REF] Bigot | Etude du refroidissement diphasique d'une pile à combustible de traction automobile[END_REF] for C 1 and C 2 mini-channels for forane 365 HX as working fluid
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 5 Figure 5.23 -Heat flux distribution at the solid/liquid interface in function of the Reynolds number for C 2 mini-channel (a = 5.6 mm -b = 0.816 mm) with water as working fluid for a dissipated power of 55 W
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 5 Figure 5.24 -Evolution of the differences between the wall temperature and the temperature measured with thermocouple n o 1 along the mini-channel wall for C 2 mini-channel (a = 5.6mmb = 0.816 mm) for water as working fluid
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 5 Figure 5.25 -Approximation of the heat profile distribution at the solid/liquid interface using an exponential-type law for C 2 mini-channel (a = 5.6mm-b = 0.816mm), for water as working fluid and for a Reynolds number of 1060

  working fluid on the heat flux distribution
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 5 Figure 5.26 -Impact of the fluid on the heat flux distribution at the solid/liquid interface of the mini-channel C 2
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 5 Figure5.27 reports the impact of the channel geometry on the heat flux distribution at the solid/liquid interface for water as working liquid.
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 5 Figure 5.28 -Evolution of the Nusselt number in function of the non-dimensional length, z * , considering a non-uniform heat flux distribution for water with : (a) C 1 (b) C 2 mini-channels, and for forane 365 HX with : (c) C 1 (d) C 2 mini-channels
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 6 Figure 6.1 -Markers for the determination of the thermal power transmitted to the fluid
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 62 Figure 6.2 -Repartition of the electrical power for a boiling flow for C 4 mini-channel (a = 4 mm -b = 0 . 421 mm) according to the determination protocol to the power that was supplied to the fluid
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 6 Figure 6.3 -Measurement uncertainties for the heat transferred to the fluid for the : (a) C 1 mini-channel (a = 2.3 mm -b = 1 mm) (b) C 2 mini-channel (a = 5.6 mm -b = 0.816 mm) (c) C 3 mini-channel (a = 8 mm -b = 0.814 mm) (d) C 4 mini-channel (a = 4 mm -b = 0.421 mm) and a sub-cooling of 15 o C
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 66 Figure 6.4 -ONB for C 1 (a = 2, 3 mm -b = 1 mm) mini-channel, for a mass velocity of 150 kg.m -2 .s -1 , a heat flux of 4.5 kW.m -2 and a subcooling of 14 o C at atmospheric pressure.
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 66 Figure 6.6 -Repeatability tests on the impact of the subcooling for C 3 plate (a = 8 mm -b = 0.814 mm)
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 67 Figure 6.7 -Influence of the inlet temperature on the heat flux exchanged at the wall of the C 3 mini-channel (a = 8 mm -b = 0.814 mm) at atmospheric pressure
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 6 Figure 6.8 -Numerical results in single-phase flow. Impact of the flow rate on the temperature streamlines on a cross section located at 76 mm from the mini-channel entrance C 3 for a convected heat flux of 1.5kW.m -2 and a Reynolds number of : (a) 200 (b) 1000 -Representation of the temperature difference between the reference point and the mini-channel center on a diagonal that start from the bottom left corner up to the channel center for a Reynolds number of : (c) 200 (d) 1000
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 69 Figure 6.9 -Impact of the saturation pressure on the heat flux exchanged at the C 3 minichannel (a = 8 mm -b = 0.814 mm) wall for a subcooling of about 15 o C
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 6 Figure 6.10 -Impact of the mini-channel geometry on the ONB evolution for a relative saturation pressure of 0.7 bar
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 6 Figure 6.11 -Numerical results in single-phase flow. Impact of the flow rate on the temperature streamlines on a cross section located at 76 mm from the mini-channel entrance C 1 for a convected heat flux of 1.5 kW.m -2 and a Reynolds number of : (a) 200 (b) 1000 -Comparison between the results obtained with C 1 (γ 1 = 0.435) and C 3 (γ 1 = 0.102) mini-channels. Representation of the temperature difference between the point located a the position x and the mini-channel center on a diagonal that start from the bottom left corner up to the mini-channel center for a Reynolds number of : (c) 200 (d) 1000
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 66 Figure 6.12 -Evolution of the : (a) Reynolds number and of (b) z * in function of the mass velocity
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 6 Figure 6.14 -Evolution of the flow regime for a mass velocity of 300 kg.m -2 .s -1 , a working pressure of 0.7 bar and a subcooling of 15 o C for C 1 mini-channel (a = 2.3 mm -b = 1 mm)
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 62 Figure 6.15 -Histograms representing the evolution of the transition between the flow regimes in function of the mass velocities for C 1 mini-channel (a = 2.3 mm -b = 1 mm)
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 6 Figure 6.16 -Evolution of the flow regimes for a mass velocity of 300 kg.m -2 .s -1 , a working pressure of 0.7bar and a subcooling of 15 o C for the C 2 mini-channel (a = 5.6mm-b = 0.816mm)
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 6 Figure 6.17 -Histograms representing the evolution between the transition regimes in function of the mass velocities for C 2 mini-channel (a = 5.6 mm -b = 0.816 mm)
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 6 Figure 6.19 -Histograms representing the evolution between the regime transitions in function of the mass velocities for C 3 mini-channel (a = 8 mm -b = 0.814 mm)
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 6 Figure 6.20 -Evolution of flow regimes for a mass velocity of 600 kg.m -2 .s -1 , a working pressure of 0.7 bar and a subcooling of 15 o C for C 4 mini-channel
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 6 Figure 6.21 -Histograms representing the evolution of the transition regimes in function of the mass velocities for C 4 mini-channel (a = 4 mm -b = 0.421 mm) § ¦
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 6 Figure 6.22 -Comparison between the flow regimes transition for C 4 mini-channel (a = 4 mm -b = 0.421 mm) for two different subcooling values of 7 o C and 15 o C. § ¦

Figure 6

 6 Figure 6.23 -Impact of the geometry on the flow regimes transitions
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 6 Figure 6.24 -Repeatability experiments for C 4 (a = 4 mm -b = 0.421 mm) : (a) a mass velocity of 300 kg.m -2 .s -1 and a subcooling of 15 o C (b) a mass velocity of 600 kg.m -2 .s -1 and a subcooling of 7 o C
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 6 Figure 6.25 -Boiling curves for C 1 mini-channel

  Figure 6.26 -Boiling curves for C 2 mini-channel

  Figure 6.27 -Boiling curves for C 4 mini-channel

  mass velocity on the pressure drops The evolution of the pressure drops have been represented in function of the convected heat flux (Figure 6.28a) and in function of the thermodynamic vapor quality (Figure 6.28b) for several mass velocities for C 1 mini-channel (a = 2.3 mm -b = 1 mm).

Figure 6

 6 Figure 6.28 -(a) Influence of the convected heat flux (b) Impact of the thermodynamic vapor quality on the total pressure drops for C 1 mini-channel (a = 2.3 mm -b = 1 mm) and a subcooling of 15 o C
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 6 Figure 6.29 -Influence of the geometry on the pressure drops variations for the different mini-channels for a mass velocity of : (a) 200 kg.m -2 .s -1 (b) 300 kg.m -2 .s -1 (c) 400 kg.m -2 .s -1 and (d) 600 kg.m -2 .s -1
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 6 Figure 6.30 -Influence of the geometry on the confinement number evolution (equation 6.16) for different mini-channel having the same hydraulic diameter (1.4 mm) in function of the mini-channel : (a) aspect ratio (b) cross section
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 6 Figure6.31 -Comparison between the total pressure drops that have been obtained experimentally to those predicted by the correlations taken from the literature for C 1 (a = 2.3mm-b = 1 mm) mini-channel
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 6 Figure6.32 -Comparison between the total pressure drops that were obtained experimentally to those given by the literature for C 2 (a = 5.6 mm -b = 0.816 mm) mini-channel
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 46 Figure 6.33 -Comparison between the total pressure drops that have been obtained experimentally and those given by the literature correlations for C 3 (a = 8 mm -b = 0.814 mm) mini-channel
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 6 Figure 6.34 -Comparison between the total pressure drops that have been obtained experimentally compared to the correlations given by literature for C 4 (a = 4 mm -b = 0.421 mm) mini-channel
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 6 Figure 6.35 -Evolution of the experimental two-phase multipliers for the whole set of minichannels
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 6 Figure 6.36 -Percentage of the predicted experimental data points regarding the relative difference for : (a) C 1 (a = 2.3 mm -b = 1 mm) (b) C 2 (a = 5.6 mm -b = 0.816 mm) (c) C 3 (a = 8 mm -b = 0.814 mm) (d) C 4 (a = 4 mm -b = 0.421 mm) mini-channel
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 6 Figure 6.37 -Comparison between the predictive correlation and : (a) the current experiments (b) the Megahed et Hassan (2009) experimental results
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 6 Figure 6.38 -(a) Influence of convected heat flux (b) Impact of the thermodynamic vapor quality on the heat transfer coefficients for C 1 (a = 2.3 mm -b = 1 mm) mini-channel and a subcooling of 15 o C
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 6 Figure 6.40 -Influence of the geometry on the heat transfer coefficient in function of the thermodynamic vapor quality for a mass velocity of : (a) 200 kg.m -2 .s -1 (b) 300 kg.m -2 .s -1 (c) 400 kg.m -2 .s -1 and (d) 600 kg.m -2 .s -1
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 6 Figure 6.41 -Influence of the geometry on the heat transfer coefficient for a same mass flow rate
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 6 Figure 6.42 -heat transfer coefficients and those given by literature for C 1 (a = 2.3 mm -b = 1 mm) mini-channel
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 6 Figure 6.43 -Comparison between the experiments and the correlations from the state of the art correlation for C 2 (a = 5.6 mm -b = 0.816 mm) mini-channel
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 6 Figure 6.44 -Comparison between the experimental heat transfer coefficients and those predicted by the correlations taken from literature for C 3 (a = 8 mm -b = 0.814 mm) mini-channel
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 6 Figure 6.45 -Comparison between the experimental heat transfer coefficients and those predicted by the correlation taken from literature for C 4 (a = 4 mm -b = 0.421 mm) mini-channel
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 6 Figure 6.46 -Percentage of predicted experimental data point using the correlation defined for heat transfer coefficients determination in function of the relative difference between this new correlation and existing ones for : (a) C 1 (a = 2.3 mm -b = 1 mm) (b) C 2 (a = 5.6 mm -b = 0.816 mm) (c) C 3 (a = 8 mm -b = 0.814 mm) (d) C 4 (a = 4 mm -b = 0.421 mm) mini-channels
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 6 Figure 6.47 -Comparison between the experimental data and the correlation h ad-hoc defined in equation (6.28)
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 6 Figure 6.50 -Experimental evolution of : (a) critical heat flux (b) critical thermodynamic vapor quality in function of the mass velocity
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 6 Figure 6.51 -(a) Comparison between experiments and predictive methods of : (a) Katto et Ohno (1984) (b) Wojtan et al. (2006) in function of the mass velocity evolution
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 6 Figure 6.52 -Comparison between the experiments and the adapted predicting correlation
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 77 Figure 7.1 showed the working principle of a fuel cell. The montage is composed of three hydraulic loops. Indeed, as introduced in the Preface, the working of PEMFC needs oxygen (O 2 ) and hydrogen (H 2 ) for the two half reaction of oxydo-reduction (equations (1) and (2) -Preface). In this current work, the considered fuel cell was a PEMFC (Proton Exchange Membrane Fuel Cell) 1 .
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 72 Figure 7.2 -Representation of the location of the cooling channels (with hatching)
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 73 Figure 7.3 -Comparison of the energy efficiency between a single-phase and boiling flows for : (a) C 1 (a = 2.3 mm -b = 1 mm) (b) C 2 (a = 5.6 mm -b = 0.816 mm) (c) C 3 (a = 8 mm -b = 0.814 mm) (d) C 4 (a = 4 mm -b = 0.421 mm) mini-channels. beside each circles, the heat flux was given in W.m -2
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 74 Figure 7.4 -Thermal performances in boiling for the whole set of mini-channels
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 72 pump,C i/ P pump,C 3 C 1 (a = 2.3 mm -b = 1 mm) ≈ 20373 W.m -2 23 C 2 (a = 5.6 mm -b = 0.816 mm) ≈ 19360 W.m -2 3 C 3 (a = 8.0 mm -b = 0.814 mm) ≈ 20706 W.m -2 1 C 4 (a = 4.0 mm -b = 0.421 mm) ≈ 24196 W.m -224 Comparison of the theoretical hydraulic power to supply for an equivalent heat flux exchanged between the different mini-channels

  Mini-channel max channels number P extr (η = 100%) P extr (η =65%)C 1 (a = 2.3 mm -b = 1 mm) 22 101.6 W 66 W C 2 (a = 5.6 mm -b = 0.816 mm) 9 79.5 W 51.6 W C 3 (a = 8.0 mm -b = 0.814 mm) 6 77.1 W 50.1 W C 4 (a = 4.0 mm -b = 0.421 mm) 12 77.3 W 50.3 W Table 7.3 -Estimation of the extracted thermal power in function of the heat transfer rate efficiency regarding the different tested mini-channels
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 12 Figure D.1 -Comparison between experimental data and correlations for friction coefficient for mini-channel C 3 (a = 8 mm -b = 0.816 mm) with : (a) water (b) forane 365 HX

Figure¥

  Figure D.4 -Evolution of the Nusselt number (without the correction due to wall heat flux non-uniformity) in function of the non-dimensional thermal length, z * . Comparison with the theoretical data from Lee et Garimella (2006) for the mini-channel C 4 (a = 4mm-b = 0, 421mm) with : (a) water (b) forane 365 HX

Figure

  Figure D.5 -Impact of the saturation pressure and of the subcooling (T amont ≈ 40 o C for all the tests) on the heat flux that was transferred from the block walls to the mini-channel C 4 for 0.35 -0.5 and 0.7 bar

Figure

  Figure E.1 -Representation of the test section using Gambit 2.2.30

  Figure E.1 shows the built geometry with a color code associated regarding the different sub-groups of the test sections. The total number of sub-volume was of 471. The mesh zone (represented in yellow) represent the top and lower blocks of the test section, the insulating resin is represented in black, whereas the heating cartridges are in red. The blue volumes are corresponding to the working fluid.

y

  Non-compressible flow, z Heat transfer between solid element considered as purely conductive, { Constant thermophysical properties for the solids, | Thermophysical properties of the fluid are temperature-dependent.These equations for the fluid can be reduced as :∇. U = 0 (E.1a) ρ( U ∇. U ) = -∇P + ∇.τ with τ = µ((∇ U + ∇ U T ) -3 2 ∇. U I) (E.1b)

  Figure E.2 -Evolution of the friction coefficients for Re = 300 in function of the nondimensional length (z) for the mini-channel C 2 with water as the working fluid for : (a) 828 cells (b) 6624 cells (c) 52992 cells

Figure

  Figure E.3 -Evolution of the velocity profiles for a Reynolds number of 300 in function of the non-dimensional half width (x) or of non-dimensional height (ȳ) for the mini-channel C 2 with water as working fluid for : (a) 828 cells (b) 6624 cells (c) 52992 cells

  gave a methodology for the determinations of the successive flow regime. Three flow regimes that are similar to the ones presented in this manuscript are given on Figure F.1 : a -Bubbly flow regime b -Plug flow regime c -Slug flow regime

Figure

  Figure F.1 -Flow regime classification according to[START_REF] Sobierska | Heat transfer mechanism and flow pattern during flow boiling of water in a vertical narrow channel experimental results[END_REF] 

Figure F. 2

 2 Figure F.2 gives an illustration of these different distances.

Figure F. 2 -

 2 Figure F.2 -Removal of the spherical caps

Figure

  Figure F.4 -Block diagram for determining the threshold
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Table 1 .1. Chapitre 1. Compendium on single-phase flows in mini-channels

 1 

	γ	K(∞)	C
	1	1.43	0.00029
	0.5	1.28	0.00021
	0.2	0.931	0.000079
	0.0	0.674	0.000029
	Table 1.1 -K(∞) and C values for different aspect ratio (for a rectangular channel)

  crit ( o C) P crit (bar) ρ crit ( kg /m 3 )

	Eau	374.1	220	322
	CO 2	30.1	73.7	467.6
	Ammoniaque	132.2	113	225
	Propane	96.6	42.4	218.5
	Propanol	235.1	47.6	270
	HCFC 141b	206.8	44.6	460
	HFC 134a	101.1	40.5	511.9
	Forane 365 HX	189	29.8	N/A
	HFE 7100	195.3	22.3	555
	FC 72	175.8	18.3	N/A

Table 2

 2 

.1 -Critical properties for several fluids that have been used for cooling in boiling flow conditions -N/A is related to a non available data

Table 2 .

 2 10.

	Liquid	Vapor	Designation subscript C
	Turbulent Turbulent	tt	20
	Viscous	Turbulent	vt	12
	Turbulent	Viscous	tv	10
	Viscous	Viscous	vv	5

Table 2

 2 

.10 -Separated flows χ is the Martinelli parameter that is defined by :

  .11).

	Aut. Fluide(s) sect. d h (mm) Orient.	C
	[1] water/air circ.	1 -4	Vert. C xx = 21(1 -e -319d h )
	[2] water/air rect. 0.8 -6.7 Horiz. C vt = 0.062Re 0.73 lo
	[3] Horiz. C [4] water rect. 0.349 R134a rect. 0.349 Horiz. C vv = 2.16Re 0.047 lo	W e 0.6 lo

vv = 21(1 -e -319d h )(0.00418G + 0.0613) [5] water rect. 0.16 -0.54 Horiz. C vv = 2566G 0.5466 d 0.8819 h (1 -e -319d h )

  63)A 1 and A 2 express the pressure drops in the case of a flow considered as fully liquid [equation(2.42a)] or fully vapor [equation(2.42b)] respectively.

§ ¦ ¤ ¥

Section 2.4. Prediction of the pressure drops evolution

  

		x 10	4											12	x 10	4					
				HOMOGENE											HOMOGENE				
				LOCKHART-MARTINELLI (1949)									LOCKHART-MARTINELLI (1949)		
				CHISHOLM (1973)											CHISHOLM (1973)				
				TRAN (2000) FRIEDEL (1979)									10		TRAN (2000) FRIEDEL (1979)				
	(dP/dz) diph [Pa/m]	P sat	GRONNERUD (1972) MULLER-STEINHAGEN-HECK (1986) = 0,7 bar						(dP/dz) diph [Pa/m]	4 6 8		GRONNERUD (1972) MULLER-STEINHAGEN-HECK (1986)		
														2							
			0.1	0.2	0.3	0.4	0.5	0.6	0.7	0.8	0.9	1	0 0	0.1	0.2	0.3	0.4	0.5	0.6	0.7	0.8	0.9	1
							titre vapeur										titre vapeur

Table 2 .

 2 14.

	Correlation or model	B B	n 1	n 2	n 3
	Model of Zivi (1964)	1	1	0.67	0
	Model of Wallis (1965)	1	0.72 0.40 0.08
	Correlation ofLockhart et Martinelli (1949) 0.28 0.64 0.36 0.07
	Correlation ofThom (1964)	1	1	0.89 0.18
	Correlation ofBaroczy (1965)	1	0.74 0.65 0.13

Table 2 .

 2 14 -Values of the constants B B , n 1 , n 2 et n 3 taken from (2.73) according to Butter-

  Table3.2 -Thermophysical properties of Forane 365 HX at 170 kPa One can notice that the values of specific heat at constant pressure and of viscosity have been obtained experimentally regarding the fluid temperature for single phase conditions. The technics and the measurements that have been used for obtaining these thermal properties will be reviewed in next sections. It can be highlighted that the supplier did not gave the melting temperature of this fluid. However, the melting temperature of HFC 4310mee is of -35 o C and the one of HFC 365mfc is of -80 o C. Thus, during this work it has been assumed that the melting temperaute of the mixture was below -35 o C.

	/kg kJ /kg.K kJ /kg.K µkg /m.s µkg /m.s mW /m.K mW /m.K S.U S.U mN /m
	F365 HX 55 1160 10.2 160.8 1.42 1.01 416.5 10.1	94	13.1 6.3 0.78 11.5

§ ¦ ¤ ¥ Specific heat measurement : µDSC7 description 10. United State Environmental Protection Agengy (USEPA) consider that this coumpound may be used as a refrigerant in the future -http ://www.epa.gov

  .1.

	Mini-channel Height (µm)	Width (µm)	D h (µm)	γ
	C 1	1006 (±4 µm) 2274 (±10 µm)	1394	0.442
	C 2	816 (±6 µm) 5613 (±10 µm)	1424	0.145
	C 3	814 (±6 µm) 7983 (±10 µm)	1476	0.103
	C 4	421 (±2 µm) 4101 (±10 µm)	764	0.101
	Table 4.1 -Dimensions of the different selected plates

Table 5

 5 

	1 mm

.1 -Main contributions to the global uncertainty (water)

  Table 5.2 -Main contributions to the global uncertainty (forane 365 HX)

	Reynolds	Mean dPo/Po on the	Main	Contribution to global
	number range	range of Reynolds (%)	contribution	uncertainty (%)
		C 1 -a = 2.3 mm -b = 1 mm	
	495 -3452	±27.8 %	∆P	86.3 %
	3452 -5701	±11.9 %	b	62.7 %
	5701 -6867	±19.2 %	ṁ	84.2 %
		C 2 -a = 5.6 mm -b = 0.816 mm	
	363 -2974	±30.7 %	∆P	88.7 %
	2974 -6999	±11.8 %	ṁ	61.1 %
	6999 -8270	±14.3 %	∆P	82.5 %

Table 5

 5 

	Tested plate	Fluid	Shah et London (1978) Blasius (1913) Crit. Reynolds
	C 1	water (demin.) forane 365 HX	MAE = 3 % MAE = 10.7 %	MAE = 10.5 % MAE = 6.6 %	2134 -2510 2081 -2521
	C 2	water (demin.) forane 365 HX	MAE = 4.5 % MAE = 3.7 %	MAE = 5.2 % MAE = 5.8 %	2387 -2780 2072 -2679

.3 -Summary of the data given in the § 5.1.4 and critical Reynolds numbers

Table 5

 5 

			.6.		
	Plate	Fluid	Lee et Garimella (2006) Gnielinski (1976) Crit. Reynolds
	C 1	water (demin.) forane 365 HX	AME = 41.8 % AME = 46.6 %	AME = 14.7 % AME = 13.1 %	2115 -3063 2023 -2542
	C 2	water (demin.) forane 365 HX	AME = 19.2 % AME = 21.4 %	AME = 7.9 % MAE = 8.3 %	1954 -2893 1651 -2097
	Table 5.6 -AME regarding heat transfer coefficient correlations and critical Reynolds number

Table 5 .

 5 .7.

	Plate	Fluid	Lee et Garimella (2006)
	C 1	water (demin.) forane 365 HX	AME = 38.8 % AME = 38.1 %
	C 2	water (demin.) forane 365 HX	AME = 15.1 % AME = 16.1 %

7 -AME for the comparison between experiments and

[START_REF] Lee | Thermally developing flow and heat transfer in rectangular microchannels of different aspect ratios[END_REF] 

correlation

  (kg.m -3 ) c p (J.kg -1 .K -1 ) λ (W.m -1 .K -1 ) µ (P a.s)Table E.1 -Thermophysical properties of the used materials and fluid in the test section

				-1 )	Location
	Brass	8400	376	121	Top and lower blocks
	Epoxy resin	600	795	0.071	Lower block
	Stainless steel (301)	7900	460	14.7	Mini-channel
	Zinc Sulfide	4080	530	27.2	Top block
	Fluids (20 o C) ρ water	998.2	4182	0.6	0.00103
	forane 365 HX	1247	1344	0.102	0.000606

Table E .

 E with a maximal difference of 2.3%.xxx Appendices Type Refin. Cells numb. Smaller element (C f,water ) (C f,F365 ) 2 -Mean Average Error (MAE) between the numerical friction coefficients and the ones defined by[START_REF] Shah | Laminar flow in forces convection ducts[END_REF] for a Reynolds number of ≈ 300

	C 1	0	736 cells	250µm	49.7 %	45.7%
	C 1	1	5888 cells	125µm	12.1 %	10.9%
	C 1	2	47104 cells	62.5µm	0.9 %	2.3%
	C 2	0	828 cells	266µm	51.8 %	44.1%
	C 2	1	6624 cells	133µm	6.3 %	6.2%
	C 2	2	52992 cells	66µm	1.7 %	1%

  TableE.3 -Mean Average Error (MAE) between the numerical velocity profiles and the ones defined by[START_REF] Shah | Laminar flow in forces convection ducts[END_REF] for a Reynolds number of ≈ 300

	1	736 cells	27.5%	20%	29.6%	20%
	C 1	5888 cells	6.1%	5.4%	6.2%	5.6%
	C 1	47104 cells	0.6%	0.15%	0.64%	0.14%
	C 2	828 cells	35.4%	21.1%	35.8%	21.2%
	C 2	6624 cells	7.1%	6.6%	8.3%	6.7%
	C 2	52992 cells	1.7%	1.2%	1.1%	0.7%

These references have been extracted from[START_REF] Agostini | Elongated bubbles in microchannels. part i : Experimental study and modeling of elongated bubble velocity[END_REF].

The working conditions are defined at §2.3.3, but also the working fluid nature can modify significantly the critical heat flux value

Some of the data reported in this Table comes from the paper ofRevellin et Thome (2006), the other have been calculated using theRefprop 7 (2002) software or the data from the literature. We have calculated in a similar way the thermophysical properties that have been given in the next Tables, when those are not given in the cited publication also.

The thermophysical data for this fluid have been obtained through the website http ://www.ineosfluor.com/

This material is particularly interesting regarding the small surface roughness.

This results is confirmed for the related range of thermodynamic vapor qualities -0.1 ≤ x ≤ 0.8. For higher thermodynamic vapor qualities, the heat exchange coefficient can become better for R245fa.

The transitions between the regimes are more rapid when the following direction is considered : R245fa (C o = 0.98) → R236fa (C o = 0.82) → R134a (C o = 0.78).

This results showed the difficulty of the studies in mini-channels for boiling conditions. For this PhD study, we have chosen to limit our study to single mini-channels.

[START_REF] Carey | Liquid-Vapor Phase Change Phenomena[END_REF] (Chapter 10) 

The terminology of[START_REF] Chisholm | Pressure gradients due to friction during the flow of evaporating two-phase mixtures in smooth tubes and channels[END_REF] will be kept, by recalling that for the cases of the laminar flows, the inertial forces are not necessarily negligible

This number can be estimated using the[START_REF] Forster | Dynamics of vapor bubbles and boiling heat transfer[END_REF] correlation that has been defined in equation(2.78) for pool boiling experiments

[START_REF] Shah | Laminar flow in forces convection ducts[END_REF] correlation take into account an intermittent mechanism which considered the simultaneous impact of the nucleate boiling and the convective boiling

In particular when the geometry gets further compared to circular cross section, where less data point exist

As for example the void fraction variation with the thermodynamic vapor quality.

This characteristic applied particularly to fluids that must work under pressure for being used in liquid phase

Material whose main properties are to withstand the high temperature and to be resistant to corrosion

One can note that the increase of pressure is slower and did not reached 0.4 bar always during this second stage

The layouts of the top block which comprised this window can be found in Annexe B.

The raw experimental results for plate C 3 (a = 8 mm -b = 0.814 mm) and C 4 (a = 4 mm -b = 0.421 mm) have been reported in Annexe D

This electrical power has been reduced to make realistic comparison with forane 365 HX.

It could be recalled that a same thermal non-dimensional length, z * , correspond to a same state of thermal boundary layer development, when the flow is fully developed.

The location of the thermocouple placed on the test section external surface was chosen after testing different location of temperature measurement. This was done in order to represent at the best as possible the mean temperature surface.

The whole protocol has been described in Appendix C.

It can be highlighted that, for these cases, the considered range of Reynolds number is comprised between 1000 and 2000 and the flow is either in a laminar or transition regime.

The aspect ratio value was not kept at scale for readability reasons. The reader may noticed that the dimensions values that correspond to the positioning of the mini-channel have been reported on Figure6.8

The storage took place in reservoir having a pressure of 700 bars. In this context, 3 liters of hydrogen have approximately the same energy than 1 liter of fuel.
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Summary :

T his chapter gives the whole experimental methodology and the results that were obtained for the pressure drops 1 and the heat transfer coefficients variation in mini-channels. The presented data have been limited to the results related to the hollowed test plates 2 C 1 (a = 2.3 mm -b = 1 mm) and C 2 (a = 5.6 mmb = 0.816 mm). Two working fluids (demineralised water and forane 365 HX) have been used for all the single-phase flow analysis. The results were compared to the correlations that have been defined in the state of the art review. The obtained results allow for the demonstration that the pressure drops coefficients were in very good agreement with the predictive methods for the two working fluids. A deviation for the Chapitre 6

Boiling flows in mini-channels 6.1 Fundamental estimations in convective boiling conditions . . . . . . . . . . 

Summary :

T his chapter gives the results that were obtained during the analysis made for internal convective boiling conditions. In this first paragraph, the methodology that allow for the determination of the thermal energy that was transferred to the fluid during boiling has been presented. In order to determine the heat exchange amplitude, a procedure for estimating the fluid temperature close to wall location. This calculation was possible thanks to the determination of the saturation pressure. Once these fundamental parameters were obtained, the impact of the operating conditions as well as the one of the geometrical parameters on the onset of nucleate boiling (ONB) or on critical heat flux (CHF) were determined. Pictures of the boiling flow were deeply analyzed and their allow for the better understanding of some of the mechanisms that took place during the convective boiling in the mini-channels. Finally, correlations for predicting the dryout evolution, pressure drops and the heat transfer coefficients for the mini-channels were proposed. The data that have been reported on this figure showed that for a same heat flux between the wall and the fluid, the heat transfer rate was approximately the same, whatever the mini-channel (as a consequence of the geometry) chosen during fully developed boiling.

In order to better show the impact of the confinement on the heat transfer, the variations of the heat transfer coefficient in function of the thermodynamic vapor quality were given on Figure 6.40. For larger mass velocities (G > 300 kg.m -2 .s -1 ), the corners impact was not so clear as previously.

Apparition de lʹassèchement provenant du coin du mini

Quatrième partie

TRANSPOSITIONS TO THE APPLICATION

Chapitre 7

Application to proton exchange membrane fuel cell cooling 

Summary :

T his chapter aimed at presenting in a synthetic way the working principle of a proton exchange membrane fuel cell as well as its cooling system. In a first step, the different hydraulic loops that served to feed the electrochemical reaction that took place inside the PEMFC have been introduced. Then in a second part the different constitutive elements of this fuel cell have been described and the cooling regulation system also. The results related to the energy balance that have been given for establishing the best conditions during the single-phase flow where compared to boiling flow. The mini-channel geometry effect has been studied on the evolution of these hydraulic and thermal powers. Starting from these results, it was proposed to model a very simplified case of PEMFC cooling.

Appendices xiii

Annexe A

Forane 365 HX properties

A.1 Forane 365 HX thermophysical properties

On Table A.1, the needed coefficients for the determination of the evolution of the fluid thermophysical properties are given in function of temperature (in degrees Celsius ( o C)). The measurement techniques that have been presented in Chapter 3, allow the determination of the evolutions reported in the table for the liquid specific heat value at constant pressure and of the dynamic liquid viscosity. The other thermophysical properties have been given by the supplier using a model developed under the software ASPEN.

Units

Formula Coefficients

aT 3 + bT 2 + cT + d 1.66 × 10 -5 8.57 × 10 -4 0.057 1.1 h lv J.kg -1 aT 2 + bT + c -8.3 × 10 -4 -0.343 182 c p,l J.kg -1 .K -1 aT + b 0.00197 1309 c p,v J.kg -1 .K -1 aT 3 + bT 2 + cT + d 3 × 10 -7 -3 × 10 -5 0.0033 0.874 µ l P a.s aT 3 + bT 2 + cT + d -1.49 × 10 -10 3.81 × 10 -8 -5.5 × 10 -6 0.000664 µ v P a.s aT 2 + bT + c 4.17 × 10 -11 3.41 × 10 -8 8 × 10 -6 λ l W.m -1 .K -1 aT 2 + bT + c 6.62 × 10 -7 -3.44 × 10 -4 0.111 

Visualization window

The drawing of the top block (that comprises the visualization window) and its machining have been made by Joseph Virone and Milé Kusulja, people belonging to the LEGI « pool technique » (Figure B.1). All the test section dimensions can be found in [START_REF] Bavière | Etude de l'hydrodynamique et des transferts de chaleur dans des microcanaux[END_REF]. 

Appendices

In addition, we give on Table B.1 some characteristic regarding mechanical and thermophysical properties of this window. 

Mechanical properties

Thermal properties

Thermal expansion coefficient (at 20 o C) 6.5 × 10 -6.K -1 Thermal conductivity (at 20 o C) 27.2W.m -1 .K -1 Specific heat 0.53 J.g -1 .K -1 How the experiments were made...

The experiments that have been realized during all the analyze were acquired using a Keithley 2700 multimeter that was driven using Labview 7.1 R 1 . Using this software we defined the conditions for reaching steady state conditions for each thermal and hydrodynamic regimes during the tests. All the data, that were saved, came from an average measurement of at least 10 acquisition points (most of the time of 24 acquisition points), regarding the tests, what correspond to a time scale comprised between 1 and 4 minutes. It should be noticed that between each averaging, when a modification of the flow rate was made, it was necessary to wait for a time period comprised between 15 to 30 minutes in order to reach a new steaty state regime before making a new averaging measurement (plateau with stable temperature). The whole set of experiments followed an initial procedure (common to all experiments) that will be not repeated for all cases. This common procedure is given for the determination of the friction coefficients ( § C.1).

C.1 How to determine friction coefficients ?

During our measurement we proceed as followed to determine the friction coefficients :

x Selection and assembly of the mini-channel, y Opening of the valves and starting of the pump in order to have a flow rate in the range between 0.4 and 0.8 l min -1 (during at least 1 min), 

C.2 How to determine heat exchange coefficients ?

The way we determined the heat exchanged coefficient can be summarized as follow : 

C.3 How to identify the onset of nucleate boiling ?

The experimental protocol to determine the minimal heat flux allowing the occurrence of boiling in mini-channel is the following one :

{ Stopping of the pump and starting of the data acquisition system using Labview 7.1, | Starting of the degassing procedure, } Setting of the diaphragm valve in order to set the test loop working pressure, ~Adjustment of the rotation frequency of the pump engine to reach the targeting flow rate, Starting of the pre-heating system in order to control the fluid inlet temperature,

Triggering of the heating system and progressive increase of the heat flux (following step of small increment) up to the occurrence of the onset of nucleate boiling, Stopping of the pump, closing of the valves, stopping of the data acquisition system and copy of the data. Triggering of the heating system and progressive heating of the heat flux (small increments), then saving of the average value of 24 experimental data point when the wall temperatures of the lower block are stable 5 , Stopping of the pump, closing of the valves, stopping of the data acquisition system and copy of the data.

5. The heat flux is increased by small increments and this increase is followed up to the occurrence of dryout. When the fluid inlet temperature is increased then the pre-heating system temperature is lowered in order to obtain the required fluid inlet temperature in the test section.

ρ∇.( U

and for the solid as :

Ḿesh sensitivity

For all the geometries, the mesh has been built on Gambit 2.2.30, then the mesh was refine in Fluent 6 (2001) in the different part of the fluid volume. The validation of this mesh was realized by comparing the friction coefficients evolutions and the velocity profiles (for fully developed boundary layers) (see [equations (1.2) and (1.6)]) to the theoretical data for the different mini-channels. For the thermal conditions, the refining of the mesh was stopped when the numerical data showed small variations with the increase of number of meshed elements.

In this paragraph, we discuss the mesh refining impact on the evolution of behavior of the hydrodynamic laws. All the charts that are given in this paragraph were obtained for the mini-channel C 2 (a = 5.6 mm -b = 0.816 mm) with water as the working liquid. A structural meshing was imposed to the whole drawn geometry and also for the working liquid volume, except for the volumes that were near the convergent that need a non-structural mesh. The friction coefficients have been given in The second part of this code allow for the identification of the thresholds that fit better the values of calculated void fraction (void fraction is first calculated on reference images in the series and these value are compared to the numerical procedure).

Our method is describe in the following :

For our numerical protocol, the increase of the threshold parmeter allow for the reduction of the vapor proportion compared to the liquid one. The small, averaged and large bubbles are then forced to be reduced when this threshold parameter increase if we can to keep a physical meaning. Our first driving parameter for the determination of a relevant range of threshold values concerned the small bubbles. Indeed, the number of small bubbles were decreasing up to the moment for which their number increase due to the splitting or the vapor areas. As a consequence, the minimal values of the small bubble number will constitute a first border for the threshold value range. Then the knowledge of experimental void fraction will allow for the determination of threshold that correspond to the minimal error that can be made of