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Glossary 

 

 

Acronyms Name 

  

A-annealed Biaxial test stretched and annealed (slower strain rate) 

A-quenched Biaxial test stretched and quenched (slower strain rate) 

A-PEF Amorphous PEF 

A-PET Amorphous PET 

B-annealed Biaxial test stretched and quenched (faster strain rate) 

B-quenched Biaxial test stretched and quenched (faster strain rate) 

DD D-lactide enantiomer 

DIC2D 2D Digital Image Correlation 

DIC3D 3D Digital Image Correlation 

DMTA Dynamical Mechanical and Thermal Analysis 

D-PEF Drawn PEF 

D-PET Drawn PET 

EG Ethylene glycol 

FDCA  2,5-furandicarboxylic acid 

FT-IR Fourier Transformed Infrared Analysis 

GHG Greenhouse gas emissions 
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HMF 5-hydroxymethylfurfural 

I-PEF Drawn and interrupted PEF 

I-PET Drawn and interrupted PET 

IR Infrared 

ISBM Injection Stretch Blow Moulding 

LD Meso enantiomer 

LL L-lactide enantiomer 

MAF Mobil amorphous domain 

MD Stretching or machine direction associated to the meridional 

direction 

NDR Natural Draw Ratio 

NREU Non-renewable energy use 

PEF Poly(ethylene 2,5-furandicarboxylate) 

PEN Poly(ethylene 2,6-naphtalate) 

PET Poly(ethylene terephtalate) 

PLA Poly(lactid acid) 

PVC Polyvinyl chloride 

RAF Rigid amorphous domain 

SDG Sustainable development goal 

SIC Strain Induced Crystallization 

SSP Solid State Process 

TA Terephthalic acid 

TC-PEF Thermally crystallized PEF 

TC-PET Thermally crystallized PET 
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TD Transverse direction associated to the equatorial direction 

WAXS Wide Angles X-ray Scattering 

WLF William Landel and Ferry 

ZnSe Zinc selenide 
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Symbols  Name Unit 

   

aT Shift factor  

c Celerity of the light m.s-1 

C1
0 Viscoelastic coefficient  

C2
0 Viscoelastic coefficient °C 

dhkl Interreticular spacing Å 

e0 Initial thickness mm 

E Absorbed energy J 

E’ Elastic modulus MPa 

E’’ Loss modulus MPa 

F(t) or F Strength N 

h Planck’s constant J.s 

(hkl) Miller’s indices  

I or I(2θ) Intensity of the 1D scan Counts 

I(φ) Intensity of the azimuthal scan Counts 

Imax Maximal intensity  Counts 

Imin Minimal intensity  Counts 

Iratio Intensity ratio  

IV Intrinsic viscosity dL.g-1 

l Hyperbolic layers  

L0 Initial length mm 

Ldiagonal Length on the diagonal mm 
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L(t) Current length mm 

Mn Number average molecular weight g.mol-1 

Mw Weight average molecular weight g.mol-1 

Nhkl Normal to the diffracting plane  

OE or D Distance between the sample and the 

screen 

mm 

OR Distance between the diffracted spot 

and centre of the film 

mm 

S(t) or S Section mm² 

t Time s 

T Temperature °C 

Tc Cold crystallization temperature °C 

Toven Temperature of the oven °C 

Tpinch Temperature of the pinch °C 

Tref Reference temperature (chosen) °C 

v(t) Velocity of the arms mm.s-1 

w0 Initial width mm 

   

α Crystal form obtained for static 

crystallization performed above 170 

°C (PEF) 

 

α’ Crystal form obtained for static 

crystallization performed below 170 

°C (PEF) and for SIC 

 

β Crystal form obtained from solvent 

crystallization (PEF) 

 



viii 
 

ΔCp
0 Heat capacity variation of a fully 

amorphous sample 

J.g-1.K-1 

ΔCp Heat capacity variation J.g-1.K-1 

ΔHc Cold crystallization enthalpy J.g-1 

ΔHm
0
 Equilibrium melting enthalpy J.g-1 

ΔHm Melting enthalpy J.g-1 

ΔL Evolution in length mm 

ΔV/V0 Relative volume variation  

ε1 Major true strain  

ε2 Minor true strain  

εdiagonal True strain on the diagonal  

εxx
final Final true strain  

εxx or εxx(t) True strain (Hencky’s strain) in the 

longitudinal direction 

 

εyy or εyy(t) True strain (Hencky’s strain) in the 

third direction (thickness) 

 

εzz or εzz(t) True strain (Hencky’s strain) in the 

transversal direction  

 

έ0 Strain rate s-1 

έ*aT
obtained Equivalent strain rate obtained 

during the stretching 

s-1 

θ or 2θ Angular positions of the diffraction 

peak with 1D scans 

° 

λ1 and λ 2 Draw ratio on each direction (biaxial 

stretching) 

 

λ or  λ(t) Draw ratio  
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λbiaxial Biaxial draw ratio  

λCuKα CuKα radiation Å 

ῡ Wave number cm-1 

σ(t) or σ True stress MPa 

Tan δ Damping factor  

Tα Temperature of the α-relaxation °C 

Tβ Temperature of the β-relaxation °C 

φ Angular position with azimuthal 

scans 

° 

χc Crystal ratio % 

χMAF MAF ratio % 

χRAF RAF ratio % 
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1. Definitions 

 

Polymers are everywhere around us in our daily life. A polymer is obtained by the replication 

of molecules, named monomers. These monomers are linked by strong covalent bonds and 

stabilized by physical interactions [1,2]. For example DNA, plastic bottles, gelatine, suture 

thread, bumper, cellulose and so many others are, or are made with, polymers. The list is almost 

endless and illustrates that polymers can be natural or synthetic [3,4].  

The structure of a polymer is responsible of all the properties of the polymeric material, and 

closely related to the temperature. Polymers can be classed into three categories: thermoplastics, 

thermosets or elastomers. This work focuses only on thermoplastics, or “plastic”, polymers. 

Thermoplastic polymers soften when the temperature is increased or when a pressure is applied.  

Then, they can be formed and also recycled.  

Several physical transitions can be observed in the thermoplastic polymers. One of these 

transitions is the glass transition which corresponds to the occurrence of global and cooperative 

motions of the amorphous chains along the chain skeleton. Below the glass transition the 

material is rigid and becomes viscoelastic above the glass transition. From a mechanical 

viewpoint, the glass transition is named α-relaxation and involves the same motions of the 

chains. Others transitions exist and occur at lower temperatures, in comparison with the glass 

transition. They are related to more local motions of the chains (no cooperativity is involved). 

Finally, at high temperatures semi-crystalline polymers may flow and a melting can be 

observed. 

Plastics are now used (and vital) in many fields such as medicine, food packaging, electronic 

devices, insulating, automobile, clothes and others… But this position has an historical 

explanation. 

 

2. Background 

 

During the Second World War, some metals become rare (copper, aluminium, steel, zinc) and 

they were reserved to military needs [5]. Thus, it was necessary to develop other manufacturing 
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materials: synthetic plastic materials start to be employed. As an example, nylon has replaced 

the Japanese silk for the parachute. 

From this point, and even if plastics exist before, the plastic area begins: synthetic plastics were 

increasingly produced. It was a real revolution in the households, where plastic starts to be 

implanted everywhere. For example, from 1957 to 1967 the “house of the future”, which is 

supposed to exist in 1986, was presented in Disneyland (in California) [6]. This house was 

sponsored by Monsanto, major productor of plastic in the 40’s, and is fully made of plastic. 

Inside, it can be found the future objects, in plastic, that will exist in the households (TV screens, 

microwaves oven, dishwashers). Plastics are not only used on earth but also in the space: in 

1969, the American flag planted on the moon is made with nylon [7]. 

 

Food packaging has been widely impacted by the plastic revolution! In order to diffuse their 

products and their brand name, food packaging is of prime interest for companies. As an 

example, plastic boxes (made with polyethylene and with other plastics) were developed and 

spread with the housewife network under the brand Tupperware®, in 1946. It is a major 

implantation of the plastic in the house. The garbage plastic bag (still made with polyethylene) 

was put on the market on 1950.  

The aim of plastic food packaging is not only to have an easily transportable and light weight 

container, but also a material that can protect the consumable from microbes, light, humidity, 

gas lost and that will keep the flavour and the aromas [8]. A desired and specific atmosphere 

around the product can also be kept with packaging. For example, with plastic bottles the re-

closable cap is ensured and protects the liquids. Before the essential plastic cap, the crown cork 

(metal cap with a layer of cork inside) was used on the glass bottles to protect the beverage. But 

plastic offers a more uniform and tighter seal [9]. Concerning the bottles, polyvinyl chloride 

(PVC) has been first used, instead of brittle and heavy glass bottles, and then, it has been 

replaced by the most and still used material in food packaging: polyethylene terephthalate 

(PET). 

 

3. PET and bottles forming 

 

The success story of PET starts in the 70’s with the need of Pepsi® to pack carbonated drinks  

[10]. Indeed, the cost of PET is relatively low. PET is obtained from the polycondensation by 
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an esterification reaction of terephthalic acid (TA) and of ethylene glycol (EG). Most of the 

time, these reagents come from petroleum resources. Even if ethylene glycol can be biosourced, 

PET will be only biobased at 30%. As it will be explained further, it is difficult to obtain TA 

from biobased resources. Figure 1 represents the repeating unit of the molecule of PET. 

 

 

Figure 1. PET repeating unit. 

 

PET is a quenchable polymer. Its crystallization kinetics is slow enough to allow the obtention 

of an amorphous material, when a rapid quench is applied. But, thanks to the regularity and the 

symmetry of the chain, PET can form a crystal that will coexist with the amorphous domain. It 

means that it has the ability to arrange its chains in an ordered and periodic structure. The 

crystallization takes place in three steps: firstly the nucleation, secondly the crystal growth, and 

finally the secondary crystallization. The secondary crystallization forms secondary lamellae 

that will exist between the lamellae induced by the primary crystallization. It forms the radial 

structure of the spherulites [11,12]. The creation of a crystal improves the mechanical 

properties, the thermal stability and also the barrier properties of a material, in comparison to 

its amorphous state. 

With a thermal treatment, the static crystallization can occur from the melt (by cooling the 

material) or from the glassy state (by heating the material). The static crystallization creates 

some large entities, named spherulites, at the micrometric scale. At a lower scale, around 10 

nm, the crystalline lamella exists [2]. Spherulites are responsible for scattering the light and 

block the light transmission and the resulting material is opaque. The apparition of a crystal 

upon static crystallization depends on the temperature, and on the heating/cooling rate.  

When submitted to a mechanical stress (stretching), the semi-crystalline polymers, such as PET, 

can crystallize from the rubbery state. The crystallization during the stretching can take place 

under several mechanical stresses, such as uniaxial and biaxial stretching for example. This 
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phenomenon is named Strain Induced Crystallization (SIC), and depends on the temperature 

and on the strain rate. Compared to the static crystallization, SIC is a faster way to crystallize 

and small crystalline entities are formed. These entities do not scatter the visible light, leading 

to a transparent material. SIC is then preferred and required in some applications such as bottles 

forming.  

 

In the industry, bottles are formed using the ISBM process (Injection Stretch Blow Moulding). 

PET owns an important place in the bottles market. In 2016, around the world, 480 billions of 

plastic bottles were sold [13]. Sidel company, with the largest installed base of blowing devices 

in production, is one of the major company involved in PET bottles blowing. During the ISBM 

process, the microstructure of PET changes, as a result of the SIC occurrence. This process is 

composed of several steps that are represented in Figure 2 [14]. In the lab, ISBM can be 

reproduced through uniaxial and biaxial stretching performed at temperatures close and above 

the glass transition. Years after years, this process has been developed and improved by studies 

performed on PET. Thus, ISBM process has been mainly optimized for PET. 

 

 

Figure 2. ISBM process [14]. 

 

The preform is formed by injection moulding. This step creates the bottle neck. During all the 

rest of the process, the bottle neck is protected from the heat and from the deformation. The 

preforms are stored, and then transported towards the blowing devices.  

Firstly, the body of the preform is heated, typically using infrared radiations (IR), above the 

glass transition of the material. By this way, with the increase of the temperature the chains 

gain mobility, the preform is less rigid and can be deformed. The heart of the process can begin. 
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A rod stretches longitudinally the hot preform. In the lab, this step is reproduced with uniaxial 

stretching. Simultaneously, gas is injected in the cavity: a bubble is initiated and aims at 

increasing the preform volume. In the lab, it is associated to biaxial stretching. Finally, the 

preform edges reach the mould walls that are thermically regulated. The target of the mould is 

to freeze the shape of the bottle, and to affix the design of the brand. 

Before being commercialized, bottles have to respond to a detailed technical specification.  

A “good” bottle must respond to mechanical criteria. To resist at the pallet stacking (in the 

storehouse or shops), at the users prehensions, in their daily life, and at the internal pressure 

(due to gas presence), a sufficient stiffness is needed. Thermic criteria are also required. The 

bottle must be able to be used, while keeping its shape and properties, at several temperatures 

and pressures. For example, it most can be used at the top of a mountain, at the sea-level and 

also in hot and humid places. Finally, in order to keep the gas in the bottles good barrier 

properties are desired. The transparency of the materials has also been, and still is, an important 

criteria for the consumers. However, with the apparition of recycled bottles the transparency 

criterion can be difficult to ensure as the recycle cycles are applied, causing the transparency to 

decrease [15]. 

 

Despite all PET advantages for bottles blowing, some alternative materials have been scoped 

these last years. In order to get a material with higher mechanical and barrier properties 

poly(ethylene 2,6-naphtalate), named PEN, has been widely investigated during the nineties. 

PEN is the result of the polycondensation reaction between 2,6-dimethylenaphtalene 

dicarboxylate acid and ethylene glycol, and is commonly compared to PET. Its repeating unit 

is composed of two naphthalene rings, as it is visible in Figure 3.  

 

 

Figure 3. PEN repeating unit. 

 

Because of this peculiar aromatic structure, PEN is known to exhibit higher barrier properties 

and rigidity compared to PET [16]. As an example, PEN permeability is reduced by 4 for the 
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dioxygen, by 5 for the carbon dioxide and by 3.5 for the humidity compared to PET [17]. The 

melting and glass transition temperatures of PEN are also increased in comparison with PET: 

the glass transition temperature of PEN occurs at 120 °C, while it is around 75 °C for PET. 

Unfortunately, PEN cost is very high, too high for food packaging [8,16]. Moreover, the 

stretching temperatures applied to induce SIC are increased by at least 40 °C with PEN [18–

21]. Finally, it is more suitable, for economic reasons, to use PET for bottles forming, while 

PEN is widely used in electronic for circuit boards.  

Despite the reduction of the packaging weight and even if food packaging represents a small 

part of the use of the petroleum resources, the higher part belongs to the transport sector, the 

actual model reveals the existence of real issues. With the environmental alarming situation, 

the near future disappearance of petroleum resources, the impact of petroleum resources on the 

environment, as well as the dependence and conflicts linked to the petroleum business, one of 

the major challenge of the 21st century is to find other alternatives to petroleum resources to 

limit, perhaps to stop, the petroleum dependence. The light is now on the biobased materials. 

 

4. Biobased plastics 

 

It is essential to be precise on the vocabulary. Biobased material does not necessary mean 

biodegradable, compostable or recyclable materials. It only refers to the origin of the resources. 

Some biobased materials can also be biodegradable, but it is necessary to know the temperature, 

the time needed and the conditions (natural or in the industry). Up to now, there are no materials 

that are biodegradable in the sea at 0 °C, for example. It confirms that even if the biobased 

materials are used instead of the petroleum based materials, the end-life of them must be 

ensured and still improved (recycling, composting…). The population must be educated and be 

responsible of its wastes, to reduce the anthropogenic pollution and to protect the biodiversity 

[22]. Moreover, beside all the polemics, it is evident that plastics must be reduced, specially the 

one use plastics, but they remain necessary and not replaceable for many applications (such as 

in the medical, packaging, automobile, sports, aeronautic or building fields). Thus, the interest 

in biobased plastics is legitimate to offer a green alternative [22]. 

 

The world production of plastic has been multiplied by around 20 during the last 50 years: from 

15 million of tones in 1964 to 311 million of tones in 2014 [22]. According to the Ellen 
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MacArthur foundation, this production is going to continue to double in the next 20 years, and 

to quadruple up to 2050 [22,23]. A global dynamic has been established by the United Nations 

in order to define sustainable development goals (SDG), up to 2030 [24]. This dynamic aims at 

increasing the use of technologies and industrial proceeds that are more ecological. It means 

that they fit with the concept of circular economy, preserve the ecosystems as well as the fossil 

resources, and reduce the greenhouse gas emissions (GHG) [22,25,26]. 

The aim of synthetizing biobased plastics is to design materials from the biomass, such as 

vegetal waste or micro-organisms, similar to the petrosourced ones [22]. It means with 

equivalent or superior properties compared to the actual petroleum based materials. Another 

crucial point is to keep the available surface used to produce food: it means that biobased 

materials must be non-competitive with food production [22]. According to this last point, the 

biobased materials are classed under several generations [26]. The first generation of feedstock 

implies the biomass that can be edible (sugarcane, whey, starch, maize); while the second 

generation of feedstock resources is related to non-edible resources, and are generally issued 

from the lignocellulosic biomass (residues or side stream products from the agriculture, forest, 

animal industry and municipal wastes). The last generation, the third one, is focused on 

feedstocks issued from algae [26,27]. 

 

At the beginning of the 21st century, the first biobased material proposed to replace PET in food 

packaging was PLA, for poly(lactic acid), its repeating unit is represented in Figure 4. 

 

 

Figure 4. PLA repeating unit. 

 

PLA is obtained from starch and exists under two optically active enantiomers.  Depending on 

the proportion of the two-stereo chemical forms, PLA can be synthetized under three 

combinations (LL (L-lactide), DD (D-lactide) or LD (meso)) [28]. The most commonly 

chemical form used for the stretching processes, leading to a semi-crystalline polymer, is a 
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blend containing a majority of L-lactide (around 93%) and a minority of D-lactide. The ratio 

between the two determines the molecular architecture and has an influence on the stability, the 

crystallinity and the mechanical properties of the final material [29]. Even if the intrinsic 

properties depend on the proportion of each stereoisomer, PLA is known to have lower glass 

transition temperature (around 10 °C lower) and elastic modulus than PET. Indeed, its chemical 

formula does not exhibit an aromatic cycle that provides rigidity to the molecule. PLA is also 

known to have longer chains and a denser entanglement network [30]. The O2 and CO2 barrier 

properties of PLA and PET are similar [29]. Under uniaxial and biaxial stretching, depending 

on the temperature and the strain rate applied as well as on its initial structure, PLA is able to 

develop SIC [30–34]. 

PLA has been found to be insufficient for bottles because of a lack of rigidity. However, this 

polymer is widely used in other fields such as biomedical, textile, agricultural films and drug 

delivery system [26]… 

 

So, a new biobased material with properties at least equivalent to those existing in PET is 

wanted. With this constraint, a biobased polymer, poly(ethylene 2,5-furandicarboxylate) named 

PEF, is seriously evocated nowadays. 

 

5. Comparison of PEF and PET properties 

 

Indeed, PEF is considered as the PET furan-derived chemical analogue. PEF repeating unit is 

presented in Figure 5. Amorphous PEF is also a transparent polymer [35]. PEF results from the 

chemical esterification process of 2,5-furandicarboxylic acid (FDCA) and bio-ethylene glycol 

[35–39]. Both reagents can be synthesized from biobased resources and lignocellulosic 

biomass. FDCA is obtained from controlled oxidation of 5-hydroxymethylfurfural (HMF), and 

HMF is synthetized from the triple oxidation of C6 sugars, such as fructose or glucose [36,40]. 

PEF synthesis is relatively direct, and is well advanced as well as mastered by the Dutch 

company, Avantium Renewable Polymers [37,41]. To synthetize a molecule of PET that is 

100% biobased, the terephthalic acid must be synthetized from the biomass too. But, on the 

contrary to FDCA synthesis, the obtention of TA from carbohydrates is complicated. Indeed, 

carbohydrates contain at most 6 carbons, while 8 carbons are needed to synthesize terephthalic 

acid. Thus, an additional step is needed [35,42]. 
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Finally, the furan based molecules are very promising biobased platform molecules that can be 

obtained from non-food competitive carbohydrates, and thus that belong to the second 

generation of biobased materials. They are known since several years but, it is only recently 

that their synthesis has been optimized paving the way for possible industrialization. The 

development of a new catalytic process allows, by now, a large scale production [43]. The furan 

molecules are referred to as “sleeping giants” because of their enormous market potential, as it 

is attested by their presence in the list of the US Department of Energy that gathers the top 10 

biobased products with high potential [43,44]. 

 

 

Figure 5. PEF repeating unit. 

 

If Figure 1 and Figure 5 are compared, the existing difference between the PEF and PET 

repeating units is the presence of a furan ring with an oxygen atom, and its two non-binding 

electrons, instead of the benzene one. The furan ring is also composed of a smaller cycle with 

4 carbons and one oxygen contrary to the 6 carbons found in the benzene ring. The PEF 

molecule is less linear compared to the PET one: an angle of 130° exists between the carbonyl 

and the furan ring, while it is of 180° between the phenyl group and the carbonyl. The head to 

tail distance between the carboxylic groups is also shorter in PEF compared to PET (4.83 Å vs 

5.73 Å) [45]. The oxygen atom of the furan ring leads to a decrease in the aromaticity and of 

the orientation along the chain axis. As a result, the covalent strength along the chain is weaker 

but the polarizability of the polymer is higher. Thus, the dipolar interactions are favoured 

[36,37]. 

These structural disparities lead to specific chains motions for PEF in comparison with PET. 

Firstly, amorphous PEF has a higher rigidity compared to amorphous PET [46,47]. PEF is also 

known to have excellent barrier properties to gas or liquid, even superior to the PET ones. For 

amorphous PEF in comparison with amorphous PET, there is a reduction of the permeability 

by 11 for the dioxygen, by 19 for the carbon dioxide and by 2.8 for the water [48–52]. These 
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higher barrier properties are attributed to the restricted molecular motions of the furan ring, but 

also to the non-symmetric PEF chain [16,35,46,53–55]. Secondly, the glass transition 

temperature occurs at slightly higher temperature for PEF compared to PET (around 10 °C 

higher) [16,46]. Because of the geometry of the furan ring, the crystallization kinetic is also 

slower for PEF. The melting behaviour of PEF and PET has been reported to be different. PEF 

exhibits several melting endotherms, and melts at lower temperature compares to PET 

[53,55,56]. PET forms larger spherulites in relation to PEF, and the crystal growth rate of PEF 

is about one order of a magnitude slower than PET, and passes through a maximum at 165 °C 

[16,37,53,57].  

All the previously mentioned works are mainly focused on the study of the amorphous and the 

static crystallized PEF, but they let supposed that PEF could be a good substitute to PET for 

packaging products. But to start an industrial campaign of bottles forming, the stretching 

behaviour of PEF must be deeper explored and put in relation with the stretching behaviour of 

PET. 

 

6. Project and scientific strategy 

 

This is with the need of a more mechanical approach that this thesis project has arisen. The 

major aim is to study the behaviour of PEF, during uniaxial and biaxial stretching tests that are 

close to what can happen in the industry during bottles forming. When this project has been 

built, in 2017, there was no real existence of works concerning the mechanical behaviour of 

PEF. Then, few papers have been published, but the stretching conditions were not optimal to 

induce SIC in PEF and most of the time, the direct comparison with PET was missing [58–62]. 

In this vein, the will of make a deep complementary mechanical and microstructural work on 

both polymer is legitim. 

Thus, this project is an European wide collaboration between the academic world and the one 

of the industry, as visible in Figure 6. PEF and PET are studied in the same time and in parallel. 

By this way the experimental scattering induced by different executor is widely limited. 
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Figure 6. Partners of the scientific project. 

 

Moreover, it is a real meet between the knowledge acquired on PET (CEMEF and Sidel) and 

on PEF (ICN and Avantium). According to the environmental scope of this research, the French 

agency of the environment (ADEME) has chosen to fund and to follow this work.  

With the previously established level of knowledge, many questions are still looking for answer: 

is it possible to stretch PEF and to induce a similar microstructure as the one existing in PET 

when SIC occurs? Can PEF be blown in bottles? Is the induced microstructure stable and does 

it respond to the requirement specification of bottles? Under stretching, how is modified the 

PEF microstructure ? And so many others… 

 

To try to respond to that,  

Chapter 1 introduces briefly the materials as well as the several techniques and protocol used. 

Chapter 2 presents the uniaxial stretching behaviour of PEF and PET. The stretching protocol, 

as well as the thermo-mechanical behaviour is explained for both materials. Several stretching 

conditions are used and the mechanical comparison between PEF and PET is established. 

Chapter 3 is focused on the PEF crystal characterization, as well as on the study of the 

conformational changes that occurred during stretching. The comparison with PET and with 

samples that have been crystallized under static conditions is made. On the other side, Chapter 

4, aims at understanding the formation of SIC, step by step, for PEF and PET. 
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Chapter 5 aims at analysing the PEF and PET uniaxially stretched samples that are presented 

in Chapter 2, in order to understand the influence, or not, of the stretching settings on the 

microstructural development. 

Finally, Chapter 6 describes the biaxial stretching behaviour of PEF. The microstructure, as 

well as the thermal and mechanical properties of the stretched samples are analysed. 

  



14 
 

  



15 
 

 

Chapter 1 

 

Description of the materials, techniques 

and protocols used 

 

Table of contents 
 

1. Introduction ............................................................................................................................... 17 

2. Materials .................................................................................................................................... 17 

3. Differential Scanning Calorimetry (DSC) ................................................................................... 18 

4. Dynamic Mechanical and Thermal Analysis (DMTA) ................................................................. 19 

5. Thermal deformation ................................................................................................................ 19 

6. X-ray scattering.......................................................................................................................... 20 

7. Determination of the Miller’s indices ........................................................................................ 21 

8. FT-IR measurements .................................................................................................................. 21 

9. Stretching .................................................................................................................................. 22 

9.1 Arm displacement ............................................................................................................. 22 

9.2 Thermal measurement ...................................................................................................... 23 

9.3 Optical measurement and relevance of the 2D analysis ................................................... 25 

 

  



16 
 

Chapitre 1 

Matériels et Méthodes 

 

Ce chapitre décrit, dans un premier temps, les caractéristiques physico-chimiques des deux 

matériaux utilisés dans cette étude : le PEF et le PET. Les masses molaires ainsi que les 

viscosités intrinsèques sont données. Les valeurs de polydispersité apparaissent relativement 

similaires. Le protocole de sélection et de stockage des matériaux est expliqué. 

Dans un second temps, les techniques d’analyse sont présentées. Pour caractériser les transitions 

physico-chimiques des matériaux, des cycles de chauffe, de refroidissement ou des isothermes 

sont réalisés grâce à une mesure DSC. De ce fait, les phénomènes endothermiques (transition 

vitreuse, fusion) ou exothermiques (cristallisation, réaction chimique) sont observables. 

Différentes vitesses de chauffe ou de refroidissement sont appliquées. Le calcul du taux de 

cristallinité, induit par l’étirage ou par cristallisation statique, ainsi que le modèle à trois phases 

proposé par Androsh et al. sont détaillés [63]. Ainsi, les quantités de RAF et de MAF de chaque 

échantillon pourront être connues. Le comportement viscoélastique des matériaux est 

caractérisé à l’aide d’une mesure DMTA. De ce fait, la dépendance à la fréquence et à la 

température des différentes transitions est étudiée. La relaxation principale, nommée relaxation 

α, ainsi que la relaxation secondaire, nommée relaxation β, sont analysées. 

Par la suite les méthodes de caractérisation microstructurale telles que la diffraction des rayons 

X et la spectroscopie infrarouge sont détaillées, et ont pour but de respectivement caractériser 

la phase cristalline induite par l’étirage, ainsi que de relier les changements conformationnels 

observés à une phase cristalline ou amorphe, voire à une phase amorphe orientée. L’influence 

de l’étirage sur le niveau de contrainte des groupes chimiques est également déduite des 

mesures infrarouges. Le protocole mis en place pour associer les indices de Miller, (hkl), aux 

familles de plans observées en diffraction des rayons X est expliqué.  

Pour finir, la machine d’étirage est présentée et le protocole de mesure thermique mis en place 

est détaillé. Le temps de préchauffe, de 300 s, des éprouvettes avant étirage est démontré grâce 

à des mesures isothermes, à l’aide d’un thermocouple, sur un échantillon non étiré et peint. La 

comparaison entre une analyse par corrélation d’images du champ de déformation en 2D (une 

caméra) ou en 3D (2 caméras) est menée pour justifier le choix, dans la suite du manuscrit, 

d’avoir utilisé la corrélation 2D.  
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1. Introduction 

 

This chapter aims at firstly introducing the materials used in terms of molecular characteristics 

and then, at explaining the techniques of characterization applied (DSC, DMTA). The methods 

to analyse the crystal (X-ray scattering) and the conformations (FT-IR) are explained too. 

Finally, the stretching device is presented. 

 

2. Materials 

 

PEF is synthetized from the direct esterification and melt- solid state polycondensation (SSP) 

of EG and FDCA, both produced by Avantium Renewable Polymers. PET is an industrial grade 

(RamaPET N180® from Indorama) classically used for bottle application. Following the state 

of the art, the intrinsic viscosity of PET was chosen a little lower than the one of PEF [64]. 

Extruded sheets with a thickness close to 700 μm are provided. Typical molecular weights (Mn, 

Mw), polydispersities (Mw/Mn) and intrinsic viscosities (IV) after the extrusion are reported in 

Table 1. The measurements are made by GPC, using PMMA standards. 

 

 Mn (g.mol1) Mw (g.mol-1) Polydispersity IV (dL.g-1) 

PEF 49 000 123 000 2.5 0.94 

PET 28 000 64 000 2.3 0.80 

Table 1. Materials characteristics after the extrusion. 

 

In order to minimize the thickness variation in the specimens, the samples are tooled in the 

extrusion direction. The extrusions are performed according to state of the art, after drying to 

avoid hydrolysis and degradation. 

Only one unique extrusion campaign was performed. Then, the materials have been cut into 

several rectangular sheets and stored under vacuum in aluminium coated bags, in the freezer (-

18 °C), to limit water absorption and physical aging. Consequently, the materials are tested dry 

as processed, without any pre-conditioning. The water content in PEF was estimated on a C30 

– Coulometric Karl Fisher Titrator from Mettler Toledo, and is about 1400 ppm. 
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For the samples crystallized in static conditions, PEF and PET have been crystallized during 

2h, in an oven, at respectively 160 °C and 120 °C. 

 

3. Differential Scanning Calorimetry (DSC) 

 

DSC is a thermal analysis technique that allows the characterization of the chemical and 

physical transitions. DSC method measures the difference of heat flow between two pans during 

a thermal program. One pan, named “reference”, is empty while the second one contains the 

sample. Thus, endothermic (glass transition, melting, aging) and exothermic (crystallization, 

chemical reaction) phenomena are observable. 

DSC measurements are performed on a Mettler Toledo DSC 1 equipped with the STAR® 

software. Aluminium pans of 40 µL are used. The samples weight is of approximatively 3 mg 

in any case, except for some stretched samples for which this weight was difficult to be obtained 

while ensuring a correct thermal conduction between the pan and the sample. In fact, after 

biaxial stretching, the samples are really thin and their weight is lower than 1 mg. 

From their glassy state the samples have been submitted to isothermal programs of various 

temperatures (between 90 °C and 180 °C) and durations (between 1800 s and 12000 s), or to a 

heating scan from 25 °C to 300 °C performed at 1 °C/min, 10 °C/min or 20 °C/min. 

 

A three phases model has been proposed for the semi-crystalline samples [63]. This model is 

composed of the crystal, close to it there is the presence of a constrained amorphous domain, 

named RAF (rigid amorphous fraction), and further from the crystal a free amorphous domain, 

named MAF (mobile amorphous fraction).  For an amorphous sample, as no crystallization has 

occurred, it is supposed that there is the presence of MAF only (100% MAF).  

The crystal ratio (χc), the rigid (RAF) and the mobile (MAF) amorphous fractions (χRAF and 

χMAF) are calculated according to the following equations (Equations 1 to 3), thanks to DSC 

measurements. 

 

𝜒𝑐 =  
𝛥𝐻𝑚 − |𝛥𝐻𝑐|

𝛥𝐻𝑚
0  

(1) 

with ΔHm the melting enthalpy (J.g-1), ΔHc the cold crystallization enthalpy (J.g-1), and ΔHm
0  

the equilibrium melting enthalpy, taken at 140 J.g-1 for PEF and PET [16,55,60]. 
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𝜒𝑀𝐴𝐹 =  
∆𝐶𝑝

∆𝐶𝑝
0 

 
(2) 

with ∆𝐶𝑝 (J.g-1.K-1) the heat capacity variation at the glass transition, and ∆𝐶𝑝
0 (J.g-1.K-1) the 

heat capacity variation of a fully amorphous sample. 

 

𝜒𝑅𝐴𝐹 = 1 − 𝜒𝑐 − 𝜒𝑀𝐴𝐹  (3) 

 

4. Dynamic Mechanical and Thermal Analysis (DMTA) 

 

All the DMTA experiments are conducted in tension mode using a Mettler-Toledo® DMA 1. 

Thanks to DMTA analysis, the viscoelastic behaviour of a material as a function of the time,  

the frequency, or the temperature can be studied. Thus, the elastic modulus (E’) and the loss 

modulus (E”) values can be extracted, as well as the ratio between them, the damping factor 

(Tan δ). Two transitions have been studied: the main viscoelastic relaxation, Tα, and the sub-

glassy transition, Tβ. These two temperatures are identified as the maximum of the Tan δ peak, 

for a given frequency (generally 1 Hz). The stretched samples are taken off in the middle of the 

process zone. The dimensions of the samples are 5 x 4 x 0.7 mm3 for amorphous samples, 

around 5 x 3 x 0.3 mm3 for the uniaxially stretched samples (depending on the total strain 

imposed) and of 5 x 10 x 0.04 mm3 for the biaxially stretched samples. At the beginning of each 

test, the samples undergo a preload of 1 N. The temperature scans are performed from -125 °C 

to + 200 °C, at a heating rate of 1 °C/min, with a displacement amplitude of 5 μm (i.e. strain of 

0.1 %), in the auto-tension mode. The linearity of the behaviour was checked prior to all tests. 

The temperature scans are carried out with a frequency of 1 Hz.  

 

5. Thermal deformation 

 

The auto tension mode in DMTA is designed to accommodate evolution of the sample length 

that can result of thermal dilatation or contraction. By measuring this evolution in length (ΔL), 

it is possible to calculate the thermal deformation, over a temperature scan (Equation 4). 
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𝐷𝑒𝑓𝑜𝑟𝑚𝑎𝑡𝑖𝑜𝑛  (%) =  
𝛥𝐿

𝐿0
∗ 100 

(4) 

with L0 the initial sample length. 

 

6. X-ray scattering  

 

To analyse the organized phase, wide-angle X-ray scattering (WAXS) experiments are 

conducted. WAXS measurement allows to get data concerning the periodicity of the crystal 

(nature and orientation of the crystalline phase). The process zone of the tensile samples, where 

the mechanical behaviour is also analysed, is the zone where the microstructural 

characterizations are performed. 

Firstly, in order to address the possible crystalline orientation, 2D Debye-Scherrer patterns 

using the flat-film camera technique under vacuum at ambient temperature are recorded. To 

detect a wider range of crystal lattice planes, two sample-screen distances, OE in Figure 7, are 

chosen (75 mm and 30 mm). The exposure time is kept constant at 45 minutes. 

1D scans, I(2θ), are also carried out at room temperature, in transmission mode (from 5 ° or 10 

° to 50 °), using a diffractometer Philips X'Pert PRO supplied by Panalytical. Azimuthal scans, 

I(φ), for a constant diffraction angle, θ, are conducted on the same device. 

In the two cases, the CuKα radiation (λCuKα = 1.54 Å) is used. As experiments are performed in 

transmission, the scan intensities are normalised by the sample thickness.  

In the Chapter 5 (and for some samples in the Chapter 6), as many stretching conditions are 

compared, an intensity ratio is defined (Equation 5) to account for the baseline difference: 

 

𝐼𝑟𝑎𝑡𝑖𝑜 =  
𝐼 − 𝐼𝑚𝑖𝑛

𝐼𝑚𝑎𝑥 − 𝐼𝑚𝑖𝑛
 

(5) 

with Iratio the intensity ratio, Imin and Imax the minimum and maximum intensities on the given 

scan. 

Some scans (specially for biaxial stretching Chapter 6) are also conducted in reflexion mode 

from 10 ° to 55 °. 
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7. Determination of the Miller’s indices 

 

As all the angular positions, 2θ, of the diffraction peaks are not yet indexed for PEF, a specific 

protocol is developed to extract the Miller indices, (hkl), of the diffracting planes from 

scattering patterns.  

Firstly, the distance between the diffracted spot and the centre of the film, OR, is measured. 

Then, the angular position of the spot, θ, can be determined. Figure 7 represents the situation. 

Nhkl is the normal to the diffracting plane. 

 

 

Figure 7. X ray diffracted beam and geometry associated with Bragg’s law, in 

transmission mode [65]. 

 

In a second time, an azimuthal scan from 0 to 360 ° is performed for each angular position (2θ) 

found, to estimate the angular position φ associated to the maximal intensity of this angular 

position. By this way, all the diffracted spots are referred in terms of (2θ) and (φ) angles. 

Once the positions of all the dots are identified, and assuming the monoclinic crystalline 

structure proposed by Mao et al. [58], the diffraction spots can be associated to the 

crystallographic planes, using the commercial software CaRIne® [65]. 

 

8. FT-IR measurements 

 

The microstructure is analysed by Fourier Transform-Infrared Spectroscopy (FT-IR), between 

4000 cm-1 and 600 cm-1 with a Bruker TENSOR 27® spectrophotometer in ATR (absorbance 

mode), using a diamond crystal. The number of cumulated scans is of 64 and the resolution is 

of 4 cm-1. In this work, the use of the infrared spectroscopy aims at determining the influence 
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of the stretching on the conformations of the several constitutive groups, and also at examining 

if the stretching makes these groups more or less constrained compared to an amorphous 

sample. 

For convenience, the scans are normalized by the maximum of the spectra. In PEF, the band at 

1216 cm-1, associated to the ester groups of amorphous sample is used; while in PET the band 

at 723 cm-1 (bending of the benzene ring measured after static crystallisation [66]) is preferred 

[67]. 

IR absorption is due to the differences of vibrational energies (E), between the fundamental 

state and the first excited state, that correspond to the stretching or to the deformation vibrations 

of the functional groups in the repeating unit. They are associated to specific wave numbers 

(that are the reciprocal of the wave length), ῡ. Equation 6 shows the link between E and ῡ. 

 

𝐸 = ℎ 𝑐 ῡ     (6) 

where h is the Planck constant and c the light celerity. 

 

9. Stretching 

 

9.1 Arm displacement 

 

The stretching device is composed of four independent motor-driven arms, each of them 

coupled to a displacement sensor and a 500 N force transducer. For uniaxial stretching, only 

two arms are involved; while all the arms are used for the biaxial stretching. The arm 

displacement can be controlled thanks to velocity, position or force regulations.  

It has been chosen to control the arms displacement with an exponential velocity. An example 

of the arms displacement is presented in Figure 8.a. The associated force increase is in Figure 

8.b. 
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Figure 8. (a) Displacement and (b) force evolution with the time of each arm during an 

uniaxial stretching test performed with a strain rate of 0.035 s-1 and a temperature of 101 °C, 

for PEF. 

 

These two graphs testify that the strength and the displacement applied by the two arms used 

for the uniaxial stretching are the same. It is supposed to lead to a relatively uniform stretching 

of the samples. The displacement of the arms represents perfectly an exponential variation.  

 

9.2 Thermal measurement 

 

The sample can be heated and after the stretching annealed or quenched with several mobile 

ovens. As presented in Figure 9, a window of zinc selenide (ZnSe), which is partially 

transparent to infrared radiations, allows to measure the temperature at the surface of the 

specimen during the tests, with an IR pyrometer. The local optical measurement is performed 

in the centre of the specimen process zone.  
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Figure 9. Schematic representation of the oven. 

 

Different isothermal calibration protocols have been imposed, in static conditions, within the 

forming ranges. They are drawn in Figure 10.a and Figure 10.b, for respectively PEF and PET.  

 

 

Figure 10. Isotherm curves obtained for (a) PEF and (b) PET painted samples heated during 

around 360 s.  
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During these protocols, the temperature is obtained by using a thermocouple welded in the 

specimen core. To be as close as possible of the stretching tests, the temperature has been 

recorded on non-stretched samples that have been painted with a speckle. One has to keep in 

mind that upon stretching, the emissivity of the painting can evolve in an uncontrolled way 

because of its own stretching. Thus, a slight uncertainty of measurement can exist on the 

temperature registration, during the stretching. However, on the previous curves, the 

temperature seems to remain moderately stable from 120 s. To be sure to have a relative 

homogeneity on the entire material (not only on the surface, but in the core also), it has been 

chosen to heat the sample during 300 s before the beginning of the test. It is visible, that after 

300 s, only an increase of 1 °C is visible on the samples temperatures. 

 

9.3 Optical measurement and relevance of the 2D analysis 

 

The oven is composed of another window of borosilicate glass (Pyrex glass in Figure 9) that 

allows to perform local measurements of strain fields using DIC2D (2D Digital Image 

Correlation) on painted speckle. It was shown that adding a painted speckle, of a thickness of 

around 40 µm, did not impact the force measurement nor the heating, or the cooling rates. The 

painting is removed before the post-stretching microstructural analysis. 

 

Let’s discuss of the relevance of the 2D analysis compared to the 3D analysis.  

To address full 3D strain field in tension, one would have to perform measurements on the front 

and, on the side faces of the sample, for example using two stereo correlation devices [68]. In 

this study, the thickness is much too low to ensure an accurate measurement on the side face. 

So, the transverse isotropy is assumed and the analysis of strain field is restrained to the front 

side. Nevertheless, a comparison between the use of a stereo correlation device (with two 

cameras and DIC3D) and a single camera device (using DIC2D) has been conducted. In the 

former case, the out of plane displacements that result from necking, film movements or 

curvature due to induced anisotropy could be accounted for.  

Figure 11 represents the out of plane displacements, measured with DIC3D. Seemingly, these 

displacements result first from thickening of the film.  
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Figure 11. Evolution of the out of plane motions measured with DIC3D. 

 

However, DIC3D is difficult to set up because of ergonomic constrains on the tensile machine. 

Figures 12.a and 12.b depict the error induced by the simplification of the analysis (DIC2D) 

compared to stereo correlation (DIC3D). 

 

 

Figure 12. True stress/strain curves of PEF stretched with a strain rate of 0.037 s-1 at a 

temperature of 105 °C (a) analyzed with DIC2D and DIC3D; (b) a zoom on the first stages of 

the deformation is added. 

 

The curves drawn with DIC2D and DIC3D are relatively close. With DIC2D, the stress can be 

slightly overestimated, specially at the initiation of the strain hardening (Figure 12). At that 
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moment, the out of plane displacement (Figure 11) decreases more rapidly. Additionally, the 

main concern of this work is the behaviour prior to crystallization, for which both the two 

technics are equivalent.  

The relative volume variation of the sample can be calculated during the stretching, according 

to the Equation 7. This calculation informs on the gap from the incompressibility.  

 

𝛥𝑉

𝑉0
= exp (𝜀𝑥𝑥(𝑡) + 𝜀𝑦𝑦(𝑡) + 𝜀𝑧𝑧(𝑡)) − 1 

(7) 

with ΔV/V0 the relative volume variation, εxx, εyy, and εzz the true strains in the three directions.  

The comparison of this measurement between DIC2D and DIC3D is represented in Figure 13. 

 

 

Figure 13. Evolution of the relative volume variation during the stretching. 

 

As the out of planes displacement are not taken into account with DIC2D, the volume change 

is slightly underestimated (Figure 13).  

Nevertheless, as the mechanical curves obtained with DIC2D and DIC3D are relatively close, 

the use of stereo correlation will be avoided. 
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Chapitre 2 

Etirage uniaxial du PEF et du PET 

 

Ce chapitre expose et compare le comportement mécanique du PEF et du PET lors d’étirages 

uniaxiaux réalisés avec plusieurs couples vitesse/température. Le protocole mis en place avant 

l’étirage est détaillé. La gamme de formage propre à chacun des matériaux est trouvée et située 

entre la relaxation α et la cristallisation statique : elle correspond au plateau caoutchoutique. 

Cette gamme de formage apparaît à plus basse température et est plus étroite pour le PET que 

pour le PEF. Les mêmes paramètres d’étirage ne peuvent donc pas être appliqués à ces deux 

matériaux. En DSC, des mesures isothermes, à différentes températures dans cette gamme, sont 

réalisées pour vérifier l’état amorphe, donc l’absence de cristallisation froide, du matériau avant 

et pendant l’étirage. On obtient ainsi une estimation du temps nécessaire pour cristalliser 

statiquement selon la température. Les conditions d’étirage sont choisies en fonction de ces 

paramètres. 

La dépendance à la vitesse et à la température est représentée, pour chaque matériau, grâce à la 

construction de courbes maîtresses à une température de référence proche de celle de la 

transition α. La différence de température de transition α entre le PEF et le PET est ainsi prise 

en compte. Cette courbe permet d’avoir une estimation de l’état physique du matériau avant 

étirage et donc, de l’étirer avec des couples vitesse/température adéquats. Les matériaux 

peuvent donc être comparés pour des états physiques similaires. La courbe maîtresse sert de 

point de départ pour définir la campagne d’étirage. 

Sur la courbe maîtresse, différentes localisations le long du plateau caoutchoutique (appelées 

vitesses de déformations équivalentes) ont été sélectionnées, ainsi que plusieurs couples 

temps/température. Pour une position donnée sur le plateau caoutchoutique, deux couples 

temps/température sont choisis : un couple appelé « lent » et un autre appelé « rapide » (vitesse 

de déformation supérieure d’environ une décade et température plus élevée que pour le test 

« lent »). Ceci a pour but de tester la validité de l’équivalence temps/température et donc, de 

pouvoir ensuite transposer les résultats vers l’industrie, qui utilise des vitesses plus rapides et 

des températures plus élevées. Pour une même position sur le plateau caoutchoutique, peu 

importe les couples temps/température appliqués, la réponse mécanique est supposée être 
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identique. Grâce au protocole expérimental mis en place, la vitesse de déformation, la 

température et la vitesse de déformation équivalente sont suivies durant la totalité de l’essai. Il 

est donc possible de connaitre à tout moment de l’étirage l’état physique du matériau. Il a été 

observé que l’évolution de la température et de la vitesse de déformation pendant l’essai de 

traction restait assez faible. Les tests mécaniques peuvent donc être considérés comme 

relativement bien contrôlés. 

La gamme de formage des deux matériaux a été largement explorée. Pour une vitesse de 

déformation donnée, les deux couples vitesse/température (« lent » et « rapide ») conduisent à 

la même réponse mécanique. L’équivalence temps/température est donc validée. Les résultats 

obtenus sont alors transposables à l’industrie. Pour toutes les conditions d’étirage, un important 

durcissement structural est observé. Ce durcissement semble plus abrupt pour le PEF que pour 

le PET. L’apparition du NDR est dépendante de la localisation du test sur la courbe maîtresse 

et augmente avec l’état caoutchoutique du matériau. Les NDRs apparaissent toujours plus 

tardivement pour le PEF que pour le PET, et ce, également pour des états physiques initiaux 

proches. Les tests réalisés conduisent également au développement d’une phase cristalline. 

Le comportement mécanique du PEF et du PET semble très proche, surtout dans les premières 

étapes de la déformation. Cela confirme la grande ressemblance entre ces deux matériaux, et 

surtout la pertinence d’un étirage qui prend en compte leur état physique plutôt qu’un étirage 

réalisé avec les mêmes paramètres : l’étirage est contrôlé par l’écart à la transition α. La 

nécessité d’utiliser une courbe maîtresse est indéniablement confirmée. Pour obtenir le même 

comportement mécanique, jusqu’au NDR, une décade de différence doit exister entre la vitesse 

de déformation équivalente du PET et celle du PEF. 
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1.  Introduction 

 

The aim of this chapter is to assess of the stretch ability of PEF, in comparison to the PET one. 

The stretching is ruled to observe the strain hardening apparition, and to develop strain induced 

crystallization (SIC), in both materials. The strain hardening onset is defined by the natural 

draw ratio, NDR. PET stretching and SIC have been widely described in the literature [69–82], 

while works concerning PEF are rarer [58–61]. In these previous works dealing with the SIC 

of PEF, the mechanical tests were not well-controlled, in terms of mechanical paths, and the 

induced microstructure had a low definition and perfection.  

In PET, SIC is progressively developed [75,77,78,81,83]. It is supposed that, before the crystal 

apparition, there is the existence of an intermediate phase, named mesophase. This oriented and 

organized phase acts as a crystal precursor [75,77,84–90]. The stable crystal, with all its 

symmetries and periodicities, needs a relaxation step to appear, and is formed after the 

stretching end [91]. The mesophase is formed from the stretching beginning [84,86,87,92]. 

Thus, the microstructure obtained is directly dependent on the stretching settings, and specially 

on the post-stretching treatment. In PEF, at this stage, the presence of a mesophase prior to 

crystallization is evocated [61]. 

In this work, a more accurate analysis of the mechanical behaviour, based on local 

measurements (strain, strain rate and temperature) and a better control of actual strain rates, is 

claimed. To find the relevant stretching conditions, a specific protocol has been developed and 

applied on PEF and PET. This protocol is firstly detailed. Then, the selection of several 

mechanical settings is presented, and finally, the mechanical behaviour of both materials is 

analysed.  

 

2.  Experimental protocol 

 

2.1 Determination of the forming range 

 

To perform efficient stretching on PEF and on PET, an original protocol has been established. 

First of all, the stretching range must be found for each material. 
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To fit with the industrial protocol, the stretching has to be performed at intermediate 

temperatures. It means above the α-relaxation temperature, to allow chains mobility, but below 

the static crystallization occurrence, to only enforce strain induced crystallization. As for PET, 

PEF static crystallization induces a loss of formability and of transparency of the material, 

which is not in assessment with the industrial requirements. The forming range corresponds to 

the rubbery plateau of the materials. 

To illustrate the available forming range, a temperature scan in DMTA, from 25 °C to 210 °C 

at 1 Hz and 1 °C/min, is performed for PEF and PET. It has been completed by a DSC 

measurement in almost the same conditions (from 30 °C to 250 °C at 1 °C/min). These two 

scans are presented in Figures 14.a and 14.b.  

 

 

Figure 14. (a) Viscoelastic properties of amorphous PEF and PET, identified by DMTA, from 

25 °C to 210 °C at 1 °C/min and with a frequency of 1 Hz; (b) Thermal behaviour of 

amorphous PEF and PET, measured by DSC, at 1 °C/min from 30 °C to 270 °C. 

 

The low mobility of the chains and the complex interactions induced by the presence of the 

furan ring, in PEF, lead to a higher α-relaxation temperature (Tα), compared to PET [46,47]. 

The α-relaxation temperatures (Figure 14.a), taken at the maximum of the Tan  peak, are 

respectively of 80 °C for PET and of 92 °C for PEF. In parallel, the peak of the cold 

crystallization (Figure 14.b) is detected for a temperature close to 110 °C for PET, and 160 °C 

for PEF.  

The cold crystallization in PEF appears more difficult than in PET. It has to be related with the 

less stability of the former, as demonstrated by the occurrence of the melting right after the 
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static crystallization, at a significant lower melting temperature compared to PET. It proves two 

important differences between PEF and PET that must be considered for the stretching: 

- PET forming range appears at lower temperature than PEF one; 

- PEF exhibits a wider rubbery plateau compared to PET, and consequently a wider 

forming range. 

It means that to perform efficient stretching in PEF, the same settings as those used in PET 

cannot be relevant. As it is visible in Figure 14.a, moduli in the rubbery plateaux are close for 

the two polymers.  

 

2.2 Static crystallization 

 

Before the stretching, the samples are heated during 5 min. Then, the stretching can be 

performed at slow or rapid strain rates. It is necessary to be sure that the materials will remain 

amorphous during the entire test. The crystallization temperature at 1 °C/min is not enough to 

define a forming range. Indeed, an estimate of the time to crystallize as a function of the 

temperature is needed. It allows to differentiate the sets temperature/maximum duration of test 

that are relevant or not. 

The purpose here is not to design industrial blowing, but to help sorting lab tests. Firstly, the 

ovens used are not providing an IR heating, but a convection heating for which the efficiency 

is much lower. Secondly, in the lab, an uniform heating is required, whereas industrial blowing 

relies on thermal gradients. Thirdly, a stretching test performed with too rapid strain rate could 

induce a self-heating, which would disturb measurements. Hence, it is chosen to focus on tests 

performed at slower strain rate. Moreover, in this work, the reach of strains higher than the 

typical Hencky’s strain, of 2.5 in PET, is needed [69,70,91,93]. All those observations 

contribute to a significant long time at the test temperature that increases the risk of static 

crystallization occurrence. Then, the key issue is to privilege slow strain rate at lower 

temperature, in a combination physically equivalent to the industrial conditions. 

To assess heating times, the time needed to induce isothermal crystallization at temperatures 

included in the forming range has been measured by DSC, and is reported in Figures 15.a and 

15.b, for respectively PEF and PET. After the isothermal crystallization, samples are quenched 

(50 °C/min) and then heated (20 °C/min) from 25 °C to 250 °C for PEF and from 25 °C to 270 

°C for PET.  
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For PEF, it can be emphasized that a rapid heating ramp (20 °C/min) seems to not induce any 

cold crystallisation. On the other hand, PET can cold crystallize in that conditions. 

Nevertheless, the heating of the samples that have been submitted to isotherms (Figures 16.a 

and 16.b) allows to estimate whether crystallization has been developed (through the reduction 

of the cold crystallization enthalpy) or initiated (through the decreasing of the cold 

crystallization temperature) . 

 

 

Figure 15. Isothermal scans of (a) PEF and (b) PET for several temperatures included in the 

stretching range, measured by DSC. 

 

 

Figure 16. Heating scans, performed at 20 °C/min, of the previous isothermally crystallized 

samples for (a) PEF, from 25 °C to 250 °C, and (b) PET,  from 25 °C from 275 °C, measured 

by DSC. 

 



36 
 

Concerning PEF, with this experimental protocol, there is no evidence of the occurrence of 

crystallisation below 130 °C during  the isothermal steps over 12000 s (3 hours). At 130 °C, the 

crystallization peak is spread but visible. For higher temperatures, the static crystallization onset 

appears to be higher than 1500 s. It is significantly higher than the time needed for the stretching 

experiments. Looking at the heating traces afterward gives additionnal information. Up to the 

isotherm at 120 °C, the heating does not reveal neither cold crystallisation nor fusion. On the 

contrary, from 130 °C, the melting occurs which means that seemingly some nucleation can 

develop during the isotherms. In conclusion, the static crystallisation is negligeable in PEF up 

to 120 °C, whatever the test durations are. From that limit, the crystallization could be firstly 

initiated during the heating step, and then developped during the tensile test.  

PET behaves in a different way.  

For the measurement realised at 105 °C, it is visible that the isothermal crystallisation is 

significant from 800 s. For the higher temperatures, the isothermal crystallisation occurs faster. 

PET is still amorphous after 1800 s at 90 °C, but semi crystalline after 1800 s at 95 °C (Figure 

16.b). This was already pointed out in previous study [94], the static crystallisation of 

amorphous PET can be neglected up to 90 °C. From 90 °C to 105 °C, one has to be very rigorous 

in terms of duration of tests, as crystallisation can develop during the tests. 

To be complete, the crystal ratios developped during the isotherms are of around 27 % for PEF, 

and 28 % for PET. It enlightens the fact that the two materials are only different in terms of 

kinetic. Because of the use of different heating ramps, it is not relevant to compare the glass 

transition temperature of the fully amorphous sample (heating performed at 1 °C/min, Figure 

14.b) and the one of samples that have been crystallized in static conditions (heating perfomed 

at 20 °C/min, Figure 16).  

Lastly, the melting behaviours are different between PEF and PET. After the isothermal 

crystallization, PET exhibits one unique melting temperature, while PEF melting appears to be 

multiple and sensitive to the crystallisation conditions. This trend has already been reported 

[16,47,53–55]. 

The stretching ranges, in terms of temperatures, are known for both materials. The strain rates 

must, by now, be adjusted and must be in adequation with these temperatures. The next part is 

going to explain how, depending on the material physical state, strain rate/temperature couples 

can be determined. 
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2.3 Master curve building 

 

To define the stretching settings composed of couple strain rate/temperature, differences in -

relaxation temperature have to be accounted for. As the aim of this work is to compare the two 

polymers in an identical physical state, it is decided to not stretch the polymers at the same 

temperature and strain rate, but at a similar equivalent strain rate at a reference temperature 

chosen close to the respective glass transition temperature of the materials. As a result, master 

curves at a reference temperature are built up for PEF and PET. This approach has already been 

reported relevant for PEF [60], PET [91,95] or other materials [96–99]. 

The master curves are deduced from isothermal frequency scans, from 1 Hz to 100 Hz. The 

temperature step is of 5 °C, from 85 °C to 135 °C. Only an horizontal shift is applied. The 

typical PEF and PET master curves are given in Figure 17. 

It has been chosen to realise a master curve, and to identify the associated parameters, at each 

time one sheet has been extracted from the storage to be used. It enables to account for both the 

initial variability and the potential aging. Therefore, the master curves correspond always to the 

given piece of material used. 

 

 

Figure 17. Visualization of the master curves dispersion existing between the several extruded 

sheets for (a) PEF and (b) PET. 

 

The previous graphs confirm that some disparities can exist between the sheets, with the 

extrusion and with the time. Despite the storage protocol established, the sheets can change 
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slightly between the beginning of this thesis and its end (3 years). It is visible, for example, in 

PEF on the green (sheet 9) and orange (sheet 8) curves. They are related to the sheets opened 

during the last Ph.D year, contrary to the others that have been used during the first two years. 

However, thanks to the master curve building these small disparities can be taken into account 

in the several tests performed. 

 

WLF equation is used to calculate the shift factor values (Equation 8) [100]. 

 

log(𝑎𝑇) =  
−𝐶1

0(T − 𝑇𝑟𝑒𝑓)

𝐶2
0 + (𝑇 − 𝑇𝑟𝑒𝑓)

   
(8) 

with aT the shift factor, C1
0 and C2

0 (°C) the viscoelastic coefficients, T the temperature and Tref 

the reference temperature (in this work 100 °C and 90 °C for respectively PEF and PET). 

 

Figure 18.a shows the master curves used for the uniaxial stretching of PEF and PET (Chapter 

2 to 5), and Figure 18.b depicts the evolution of the shift factor for both material depending on 

the gap from the reference temperature. Figures 18.c and 18.d depict the linear regression that 

validates the WLF formalism of the PEF and PET master curves used for uniaxial stretching. 

Table 2 summarizes the scattering of the various sheets used throughout this work. 
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Figure 18. (a) Master curves of PEF and PET at respectively reference temperatures of 100 °C 

and 90 °C (uniaxial stretching sheets, Chapter 2 to 5), (b) evolution of the shift factor as a 

function of the gap from the reference temperature, linear regressions of (c) PEF and (d) PET 

master curves used for uniaxial stretching.  

 

One can observe the closeness of the aT values, between PEF and PET, once they are expressed 

as a function of T-Tref  (Figure 18.b). The closeness of WLF’s parameters is also visible in Table 

2. It encourages to think that the materials could be tested in the same physical state. 
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 Sheets Tref (°C) Study C1
0 C2

0 

(°C) 

 

 

 

 

PEF 

3  

 

 

 

100 

 

Calibration of the mechanical and 

thermal tests 

7.27 43.19 

4 6.34 36.13 

7 7.15 40.80 

 

15 

Uniaxial stretching campaign 

Load/unload tests (Chapters 2 to 5) 

6.39 36.18 

9 Comparison between DIC2D and DIC3D 

(Chapter 1) 

6.04 44.20 

8 Biaxial stretching (Chapter 6) 5.76 47.16 

      

 

 

 

PET 

5  

 

 

90 

Calibration of the mechanical and 

thermal tests 

6.55 27.56 

10 Uniaxial stretching campaign 

Load/unload tests (Chapters 2 to 5) 

5.99 31.52 

7 Uniaxial calibration test 4.99 27.16 

12 Biaxial calibration test 5.62 30.32 

Table 2. Summary of the sheets used, their affected study, the master curve reference 

temperatures and the viscoelastic coefficients. 

 

2.4 Samples geometry and calculation of the stress 

 

Uni-axial tensile tests have been performed on a lab device designed for film stretching, in 

controlled temperature conditions (Chapter 1, 9. Stretching). The geometry of the uniaxial 

samples is represented in Figure 19. 



41 
 

 

 

Figure 19. Geometry of the uniaxial tensile specimen (mm). Thickness is 0.70 mm. 

 

To keep the strain rate, ἐ0, as constant as possible in the process zone of the samples, and 

considering that the specimen length increases, the arms have been controlled in velocity (v(t)), 

with an exponential evolution with time (Equations 9.a and 9.b). Equation 9.c shows the 

calculation of the draw ratio (λ(t)). 

 

𝑣(𝑡) =  ἐ0𝐿0𝑒𝑥𝑝(ἐ0𝑡) (9.a) 

𝑡 =
ln (𝜆(𝑡))

ἐ0
=

1

ἐ0
 ln (

𝐿(𝑡)

𝐿0
) 

(9.b) 

𝜆(𝑡) = (
𝐿(𝑡)

𝐿0
) 

(9.c) 

where L0 and L(t) are the initial and current length of the specimen. 

 

After the stretching, the samples are quenched with cold air. The cooling rate is of around -

1000 °C/min. DIC2D was used to address local Hencky’s strain, on the specimen surface, and 

in the two directions (transversal, εyy, and longitudinal, εxx). The mechanical tests are analysed 

in terms of true stress, σ(t), calculated using the actual instantaneous section, and true strain as 

depicted by Equation 11. The transverse isotropy hypothesis is assumed (Equation 10). The true 

strains are measured in the centre of the process zone, as it is visible in Figure 20. The strain is 

averaged in the rectangular zone of analysis depicted in Figure 20. As high strains are targeted 
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in this work, the strain measurement is ensured up to the speckle limit, which can occur slightly 

before the rupture of the material. 

 

𝜀𝑦𝑦(𝑡) = 𝜀𝑧𝑧(𝑡) (10) 

𝜎(𝑡) =  
𝐹(𝑡)

𝑆(𝑡)
=

𝐹(𝑡)

𝑒0 ∗ 𝑤0 ∗ exp (2𝜀𝑦𝑦(𝑡))
 

(11) 

with respectively w0 and e0 the initial width and thickness, S(t) and F(t) the section and the force 

at time t. 

 

 

Figure 20. Deformation field during uniaxial tensile test. The rectangular zone represents 

the zone of analysis. 

 

Considering that the stretching range is perfectly known for PEF and PET, and the equivalent 

strain rates at the reference temperatures have been defined, the relevant strain rate/temperature 

couples can be selected. 

 

3. Definition of the uniaxial stretching conditions 
 

3.1 Selection of the couples strain rate / temperature 
 

Based on an analysis within the frame of the time/temperature superposition principle, the 

stretching is settled in the forming range. Several localizations on the master curves have been 

selected for PEF and PET. 

- Beginning of the rubbery plateau (close to the α-relaxation), 

- Middle of the rubbery plateau, 

- End of the rubbery plateau. 
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The stretching conditions chosen for PEF and PET are summarized in Table 3.The duration of 

the tests is also added. 

 

PEF  PET 

Stretching settings 

(s-1 / °C) 

Test duration 

(s) 

 Stretching settings 

(s-1 / °C) 

Test duration 

(s) 

Beginning of the rubbery plateau (around 10-1 s-1) 

Slow 

(0.04 / 98) 

81  Slow 

(0.02 / 87) 

144 

Rapid 

(0.40 / 104) 

7  Rapid 

(0.15 / 91) 

23 

Middle of the rubbery plateau (around 10-2 s-1) 

Slow 

(0.07 / 105) 

54  Slow 

(0.05 / 94) 

74 

Rapid 

(0.30 / 111) 

11  Rapid 

(0.21 / 99) 

16 

End of the rubbery plateau (around 10-3 s-1) 

Slow 

(0.03 / 111) 

127  Slow 

(0.02 / 99) 

184 

Rapid 

(0.13 / 118) 

30  Rapid 

(0.10 / 105) 

35 

Table 3. Stretching settings applied on PEF and PET. Associated test duration is reported.  
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These localizations are represented by the equivalent strain rates at the reference temperature 

close to Tα (100 °C and 90 °C for respectively PEF and PET). The targeted values are close to 

10-1 s-1 / 10-2 s-1 / 10-3 s-1, for PEF and PET. Two sets of conditions strain rate/temperature are 

tested per equivalent strain rate. One set is named “slow” (slower strain rate and lower 

temperature), while the other condition is named “rapid” (faster strain rate and higher 

temperature). The two strain rates have generally one decade of difference.  

 

3.2 Evolution of the strain during the tests 
 

Figure 21 depicts the evolution, during the stretching, of the longitudinal strain with the time 

for PEF and PET. The tests performed with a “slow” strain rate are represented in Figures 21.a 

and 21.c for respectively PEF and PET; while the tests realised at “rapid” strain rates are 

depicted in Figures 21.b and 21.d. The duration of each test is visible on the following graphs, 

in general the tests are longer for PET than for PEF. The derivative of the strain with respect to 

the time (the slope of the following curves) allows to calculate the strain rate at each moment 

of the test. 
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Figure 21. Evolution of the longitudinal strain for stretching performed in PEF with (a) 

“slow” and (b) “rapid” strain rates, in PET with (c) “slow” and (d) “rapid” strain rates.  

 

An almost linear increase of the strain with the time is visible during the first steps of the test 

(Figure 21). Thus, the strain rate can be considered as relatively constant. It fits with our 

expectations, as it testifies that the deformation is well-localized and uniform in all the analysed 

process zone. When the equivalent strain rate decreases, the linear evolution is slightly lost. It 

is particularly true for the experiments settled at the end of the rubbery plateau. It means that 

the deformation is less uniform, and there is more localization within the process zone analysed.  

After the first increase observed, the strain evolution in the process zone is almost constant: it 

corresponds to the NDR zone. The deformation moves in other areas closer to the clamps, as 

soon as the process zone is sufficiently deformed. A slight annealing of the process zone can 

then occur during the stretching of the areas closer to the clamps. This almost “plateau” lasts a 

longer time for the experiments settled at the end of the rubbery plateau (blue and grey curves), 
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compared to the other cases. Finally, the strain increases again up to the end of the stretching, 

and the process zone is deformed a last time. 

Thus, with these first observations, it seems that only the experiments settled at the end of the 

rubbery plateau (blue and grey curves) have a less uniform deformation, compared to the other 

settings. Next part will highlight this trend. 

 

3.3 Determination of the experimental parameters 

 

In the following part is examined, for PEF and PET, the progress of the strain rate and of the 

temperature during “slow” and “rapid” tests. The tests have been performed close to the three 

expected localization on the master curve: beginning, middle and end of the rubbery plateau. 

On the following graphs, the key values that allow to follow the strain rate and the temperature 

evolution are reported. The dashed line represents the NDR. Firstly, one typical figure is 

reported to explain one of the typical evolution of strain rate and temperature observed for some 

tests (Figure 22, test expected at the beginning of the rubbery plateau for PEF). The other 

graphs, exhibiting the same trend, are represented in annexes: 

- Annex 1 (beginning of the rubbery plateau PET); 

- Annexes 2 and 3 (middle of the rubbery plateau for respectively PEF and PET) 

Then, Figure 23 shows another typical evolution of the strain rate and the temperature (test 

expected at the end of the rubbery plateau for PEF). The evolution of PET, with the same trend, 

is in Annex 4. 
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Figure 22. Evolution of the temperature and of the strain rate for (a) “slow” and (b) ”rapid” 

tests; as well as (c) the equivalent strain rate of both experiments realised at the beginning of 

the rubbery plateau, for PEF. 

 

The local evolution of the strain rate depends on geometrical effects, and on the loading path 

applied [65]. Firstly, the strain rate is relatively constant. There is the localization of the 

deformation in the analysed process zone. It corresponds to the almost linear evolution of the 

strain with the time visible in Figure 21. Then, the “sudden” increase of the strain rate (its 

beginning is marked by the second black arrow) can be related to the decrease of the section in 

the process zone. When this zone is sufficiently oriented, the deformation moves towards the 

other areas closer to the clamps, and the strain rate is equal to almost zero in the process zone. 

At this moment, the strain hardening occurs. Finally, as the sample still undergoes the 
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stretching, the process zone is deformed a last time (new increase of the strain rate) just before 

the end of the test. It corresponds to the last increase of the strain with the time, in Figure 21.  

During the stretching, the temperature evolves in the same way as the strain rate, but the 

“sudden” temperature increase occurs, generally, after the “sudden” strain rate increase. For the 

tests depicted in Figure 22 and in Annexes 1 to 3, the temperature increases slightly and 

continuously up to the temperature maximum that occurs close to the NDR. For PET “slow” 

and “rapid” tests an increase of temperature between 4 °C and 7 °C is observed. Concerning 

PEF, the observed temperature increase is between 7 °C and 11 °C. The higher temperature 

increase is related to the “rapid” tests, for both materials. As the temperature increases during 

these tests, it can be supposed that the samples exhibit a viscoelastic behaviour. These increases 

of temperature might be related to dissipative phenomenon (such as self-heating), to 

crystallization or maybe to a combination of both.  

A difference concerning the temperature evolution after the NDR exists between the “slow” 

and the “rapid” tests. Indeed, the temperature increases continuously for the “rapid” tests after 

the NDR, while it remains almost constant for the “slow” tests. The trend is similar for PEF and 

PET. It can be supposed that this temperature increase during the last steps of the stretching can 

be due to the occurrence of self-heating. 

 

On the other side, the tests performed and expected at the end of the rubbery plateau exhibit a 

different temperature evolution, as drawn in Figure 23 and Annex 4. 
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Figure 23. Evolution of the temperature and of the strain rate for (a) “slow” and (b) ”rapid” 

tests; as well as (c) the equivalent strain rate of both experiments realised at the end of the 

rubbery plateau, for PEF. 

 

The strain rate evolution is relatively similar to the one of the tests presented previously. But, 

for these tests, the temperature remains more or less stable, or decreases. The “sudden” peak 

temperature occurs only for the test depicted in Figure 23, but before that the temperature is not 

really constant (increasing and decreasing or only decreasing). Moreover, for the test in Figure 

23.b, the temperature reached at the peak (at the NDR) is lower compared to the initial 

temperature. These trends can be the proof of an hyper-elastic behaviour of these samples, 

rather than a viscoelastic one. The hyper-elastic behaviour seems to be more marked for PET 
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(Annex 4) than for PEF. After the NDR, the temperature increases that have been previously 

reported for the “rapid” tests are not observed, or are really low. 

 

Globally, in all the tests (Figures 22 and 23, as well as Annexes 1 to 4), the strain rates and the 

temperatures evolve slightly. Between the beginning of the test and the NDR, the strain rate is 

multiplied by around 2 or 3; while the temperature gains around 2 °C or 3 °C for the “slow” 

and the “rapid” tests. These fluctuations have a low impact on the equivalent strain rates 

evolution: they remain in the same selected decade. These evolutions are acceptable, as the tests 

are defined on the rubbery plateau of the materials where the elastic modulus does not 

significantly change within a decade. 

Table 4 and 5 gather the stretching settings obtained experimentally for PEF and PET. In the 

Figures 24.a and 24.b, the equivalent strain rates are represented by rectangular areas on the 

PEF and PET master curves. Consequently, the physical state of the materials is estimated for 

each equivalent strain rates obtained. The range of evolution of the equivalent strain rates is 

taken between the beginning of the test and before the strain rate “sudden” increase. To simplify 

afterwards the comparison between the samples, it has been chosen to associate to each test the 

equivalent strain rate which is the closest of a decade value. 

 

 

Figure 24. Master curves of (a) PEF and (b) PET with the areas associated to each equivalent 

strain rate. 
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 Localization on the 

master curve 

Mechanical 

settings obtained at 

the test beginning 

(s-1 / °C) 

Range of έ*aT
obtained  

(up to the “sudden” 

strain rate increase) 

(s-1) 

 

 

 

 

 

PEF 

Beginning of the 

rubbery plateau: 

Around 10-1 s-1 

Slow 

(0.02 / 96) 

0.1 → 0.06  

Rapid  

(0.20 / 101) 

0.1 → 0.43  

Middle of the 

rubbery plateau 

Around 10-2 s-1 

 

Slow 

(0.035 / 101) 

0.018 → 0.021  

Rapid 

(0.130 / 109) 

0.005 → 0.01  

End of the rubbery 

plateau 

 Around 5*10-4 s-1 

Slow 

(0.015 / 109) 

0.0005 → 0.0019  

Rapid 

(0.040 / 117) 

0.0005 → 0.0028 

Table 4. Stretching settings obtained for PEF during uniaxial tensile tests for various 

localization on the master curves. 
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 Localization on the 

master curve 

Mechanical 

settings obtained at 

the test beginning 

(s-1 / °C) 

Range of έ*aT
obtained  

(up to the “sudden” 

strain rate increase) 

(s-1) 

 

 

 

 

 

PET 

 

 

 

Middle of the 

rubbery plateau 

Around 2*10-2 s-1 

Slow 

(0.01 / 87) 

0.02  → 0.04  

Rapid 

(0.06 / 92) 

0.02 → 0.03  

End of the rubbery 

plateau  

Around 2*10-3 s-1 

Slow 

(0.02 / 95) 

0.002 → 0.005  

Rapid 

(0.07 / 101) 

0.002 → 0.005 

Right before the 

cold crystallization  

Around 2.5*10-4 s-1 

Slow 

(0.009 / 101) 

0.0005 → 0.0019 

Rapid 

(0.030 / 106) 

0.0005 → 0.0028 

Table 5. Stretching settings obtained for PET during uniaxial tensile tests for various 

localization on the master curves. 

 

To conclude on this part, the local measurements allow to precisely know the variation existing 

between the settings and the real values obtained. It has been concluded that the strain rates and 

the temperatures changes are relatively low and remain acceptable. Moreover, in most of the 

case, “slow” and “rapid” tests evolve similarly in PEF and PET. 

Regarding the results, PEF has been stretched at the three expected localization on the master 

curve (beginning, middle and end of the rubbery plateau). Concerning PET, no conditions fit 

with a stretching at the beginning of the rubbery plateau (equivalent strain rate of 10 s-1 defined 

at the reference temperature of 90 °C). The final localizations are the middle of the rubbery 
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plateau, the end of it, and right before the cold crystallization. The analysis of this last condition 

has to be done carefully, as the temperature of the “rapid” test belongs to a really sensitive 

range. The next part is focused on the stress/strain curves obtained, and on the comparison 

between PEF and PET mechanical behaviour.  

 

4. Mechanical behaviour 
 

Figure 25.a represents together the mechanical responses obtained for PEF and PET. For a 

better reading of the initial steps of the stretching, a zoom is shown in Figure 25.b. For the same 

reason, curves are redrawn in Figure 26, material by material. Table 6 gathers the NDRs of each 

experiment, as well as the Hencky’s strain at the NDR, for PEF and PET. As the NDR apparition 

is relatively abrupted, the value has been determined directly on the curve at the break in slope. 

Figure 27 depicts an example of the strain field evolution during a stretching test for PEF (0.035 

s-1 / 101 °C), which corresponds to a stretching localized in the middle of the rubbery plateau. 

Table 7 reveals the microstructural changes induced by the stretching in PEF and PET, for one 

representative condition (the same patterns have been found for the others conditions and are 

detailed in the Chapter 5).  
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Figure 25. (a) True stress/strain curves of uniaxially stretched PEF and PET. Each colour is 

associated to an equivalent strain rates, within an equivalent strain rates lines are for “slow” 

tests while dots belong to “rapid” tests; (b) a zoom is made on the first deformation stages. 
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Figure 26. True stress/strain curves for (a) and (b) PEF, (c) and (d) PET. 
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PEF 

έ*aT 10-1 s-1 10-2 s-1 5*10-4 s-1 

Settings 

(s-1 / °C) 

0.02 / 96 0.20 / 101 0.035 / 101 0.13 / 109 0.015 / 109 0.04 / 117 

Hencky’s 

strain at 

NDR 

1.69 1.68 1.83 1.87 2.39 2.40 

NDR (λ) 5.41 5.36 6.29 6.48 11.02 11.13 

PET 

έ*aT 2*10-2 s-1 2*10-3 s-1 2.5*10-4 s-1 

Settings 

(s-1 / °C) 

0.01 / 87 0.06 / 92 0.02 / 95 0.07 / 101 0.009 / 101 0.030 / 106 

Hencky 

strain at 

NDR 

1.27 1.25 1.53 1.47 2.19 2.05 

NDR (λ) 3.56 3.49 4.61 4.34 8.93 7.76 

Table 6. NDR evolution with the equivalent strain rates for PEF and PET. 
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Figure 27.True stress/strain curve of PEF stretched at 105 °C, with a strain rate of 0.035 s-1 

and associated deformation fields obtained for different strain stages [65]. 

 

The stretching protocol established leads to six mechanical tests, for each material, which 

exhibit an impressive strain hardening up to the rupture (Figure 25). The progressive increase 

of the stress is due to the extension of the chains. The reaching of high draw ratios is definitely 

visible. The NDR apparition is dependent on the equivalent strain rate: its occurrence takes 

place at higher strains when the rubbery state of the material is more “pronounced”. Moreover, 

the NDR appears always at higher strains for PEF compared to PET, even for close localizations 

on their rubbery plateaux. Furthermore, the strain hardening development seems sharper in PEF 

compared to PET. The results obtained are in good agreement with the previous works in PET 

[77,91,95]. It confirms the interest of using a master curve to estimate the physical state of the 

material before its stretching, and then to apply the adequate couple strain rate/temperature. The 

definition of the PEF stretching settings from the reading of the master curve is more efficient 

than the choices existing in the literature [58,59,61]. In these previous works, PEF was not able 

to reach high level of deformations, nor to develop high level of strain hardening (the levels 

were lower than 10 MPa in these works), and then the induced microstructure was not a well-

defined one. It is probably due to the use of a too low temperature and strain rate. 
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 Initial material Stretched (10-2 s-1) “slow” 

PEF 

 
 

 Initial material Stretched (2*10-3 s-1) “slow” 

PET 

 
 

Table 7. Debye-Scherrer patterns (for only one test) of amorphous and stretched PEF and 

PET. 

 

In this work, the creation of SIC is observable on the Debye-Scherrer pictures for PEF and PET 

(Table 7). Initially, the materials are amorphous and after the stretching, the observation of 

intense spots is possible on the pattern. The spots represent the diffraction of the families of 

planes. It reveals the periodicity of the structure, and thus the presence of SIC. 

 

The local measurement is also responsible of the differences in the NDR values reported in this 

study, compared to the previous ones concerning PEF [58–61] or concerning PET, for which 

usual NDRs are around 2-3 [69,70,91,93]. Regarding Figure 27, it is confirmed that the 

localization of the deformation is well concentrated in the process zone during the stretching. 

The stretching protocol has been established in this way, and this result is of prime interest as 

the process zone is the area in which strain rate and temperature are measured, and also where 

the microstructure is examined thereafter. 

For each equivalent strain rate tested, the stress-strain curves associated to two different couples 

(strain rate, temperature) are superimposed. It confirms that the slight disparities concerning 

the evolution of the strain rates, temperatures and equivalent strain rates observed in the 
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previous section are negligible. The time/temperature principle is validated for all the 

conditions. It is of real interest as it allows the transposition of the results to the industry, that 

uses faster strain rates and higher temperatures. For the PET samples stretched with an 

equivalent strain rate equal to 2.5*10-4 s-1 (grey curves), some differences exist concerning the 

strain hardening onset between the two tests. For the stretching performed at 106 °C (higher 

temperature), it is possible that some nucleation has occurred during the pre-heating step and 

the test itself. In total, this sample has been heated above its α-relaxation during around 335 s. 

Nevertheless, the isothermal tests performed in DSC close to this temperature (2.2 Static 

crystallization) have reported no crystallization. However, according to the mechanical 

behaviour of this sample (early apparition of the NDR), this option has to be kept in mind.  

 

In the scale visible in Figure 25.b, the behaviour of PEF and PET appears really close during 

the first steps of the tests (except for PET stretched with an equivalent strain rate of 2.5*10-4 s-

1). Up to around a strain of 1.3, PEF test performed at the beginning of the rubbery plateau (10-

1 s-1, orange curves) exhibits the stiffer behaviour. The less rigid tests are those of PET which 

are localized right before the static crystallization (2.5*10-4 s-1, grey curves). Between them, the 

other tests are close. A superimposition is even noticeable between PEF stretched at an 

equivalent strain rate of 5*10-4 s-1 (blue curves), and PET stretched at an equivalent strain rate 

of 2*10-3 s-1 (pink curves).  

These observations confirm that it is the gap from the α-relaxation that determines the 

mechanical behaviour. Indeed to have the same localization on the PEF and PET rubbery 

plateaux, and to obtain a similar response during the first stages of the stretching, around one 

decade of difference has to be applied on the equivalent strain rates defined at the reference 

temperature close to Tα. It explains the superimposition of the tests performed at equivalent 

strain rates of respectively 5*10-4 s-1 and 2*10-3 s-1 for PEF and PET. 

To conclude this part, the use of the described protocol leads to control tests. It is observed that 

PEF and PET stretched with the relevant settings are similar in terms of mechanical behaviours. 
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5. Conclusions 
 

PEF and PET are able to be stretched efficiently along their forming range: an impressive strain 

hardening has been noticed and SIC has been developed for all the samples. 

As the stretching settings have been defined according to the master curve reading, an efficient 

screening of the mechanical behaviours of the materials on their rubbery plateau has been 

possible. For each equivalent strain rates, the physical state of the material is known and  

relevant couples strain rate/temperature have been selected. The time/temperature principle has 

been validated for all the stretching conditions. It is of prime interest to allow the transposition 

of these results towards the industry. It has been observed that the NDR apparition is directly 

dependent on the equivalent strain rate applied. Moreover, during the first steps of the test, all 

the curves are really close, and almost superimposed. It testifies of the high similarity existing 

between PEF and PET. Then, the same industrial machines can be used. 

Henceforth, more details concerning SIC in comparison with the crystal obtained in static 

crystallization are needed. The next chapter is going to analyse the microstructure induced by 

the stretching for one mechanical conditions in PEF and PET, respectively 10-2 s-1 and 2*10-3 

s-1. 
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6. Annexes 
 

 

 

 Annex 1. Evolution of the temperature and the strain rate for (a) "slow" and (b) "rapid” tests; 

as well as (c) the equivalent strain rate of both experiments realised at the beginning of the 

rubbery plateau (PET). 
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Annex 2. Evolution of the temperature and the strain rate for (a) "slow" and (b) "rapid” tests; 

as well as (c) the equivalent strain rate of both experiments realised at the middle of the 

rubbery plateau (PEF). 
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Annex 3. Evolution of the temperature and the strain rate for (a) "slow" and (b) "rapid” tests; 

as well as (c) the equivalent strain rate of both experiments realised at the middle of the 

rubbery plateau (PET). 

 



64 
 

 

 

Annex 4. Evolution of the temperature and the strain rate for (a) "slow" and (b) "rapid” tests; 

as well as (c) the equivalent strain rate of both experiments realised at the end of the rubbery 

plateau (PET). 
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Chapitre 3 

Comparaison entre le cristal induit sous étirage 

et celui formé lors de la cristallisation statique 

 

La structure cristalline du PET est bien définie et connue à partir de l’étude de Daubeny et al. 

datant de 1954 [11]. Ce n’est pas le cas de celle du PEF. Pour définir la structure cristalline du 

PEF, tout d’abord un système triclinique a été proposé par Kazaryan et al. en 1968 [101]. 

Récemment cette structure a été revisitée par Mao et al. [58], et un système monoclinique 

composé de deux unités constitutives (à la place d’une seule dans le système triclinique) serait 

plus approprié pour permettre l’empilement des chaînes.  

Le PEF a également été proposé plusieurs fois comme étant un matériau polymorphe. Ce 

chapitre a ainsi pour but de fournir plus de détails concernant la structure cristalline du PEF 

étiré, et de comparer cette structure avec celle d’un PEF cristallisé statiquement à partir de l’état 

solide à 160 °C pendant 2 heures. Une des conditions d’étirage présentées précédemment a été 

utilisée dans ce chapitre. A partir d’une analyse Debye-Scherrer et d’un protocole mis en place, 

les familles de plans du PEF ont pu être indexées et comparées avec celles du PEF cristallisé 

statiquement. La même structure cristalline a été trouvée. De plus, l’indexation réalisée dans le 

cadre de ce travail est en accord avec la proposition de Mao et al. [58,59]. Le protocole d’étirage 

expliqué au précédent chapitre permet ainsi d’obtenir une microstructure qui semble mieux 

définie que celles exposées dans les travaux antérieurs portant sur le PEF étiré uniaxialement 

[31,58,59]. Cette observation confirme l’efficacité du protocole d’étirage mis en place et la 

possibilité du PEF de former une structure cristalline bien définie si le couple 

vitesse/température utilisé est en accord avec l’état physique du matériau. 

Pour parfaire la comparaison entre la microstructure obtenue sous étirage et celle obtenue 

statiquement, une analyse portant sur les changements conformationnels a été conduite sur le 

PEF et le PET à partir du travail de Araujo et al. [102]. Il en ressort que les mêmes changements 

conformationnels prennent place pour une cristallisation statique et une cristallisation sous 

étirage. Dans le cas du PET, la phase amorphe est composée d’une majorité de groupements 

éthylènes glycols en conformation gauche, tandis que dans la phase cristalline les éthylènes 

glycols sont en conformation trans. Pour le PEF, il est confirmé qu’il existe dans la phase 
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amorphe une majorité d’éthylènes glycols en conformation gauche et de cycles furaniques en 

conformation anti ; dans le cristal, des éthylènes glycols en conformation trans et des cycles 

furaniques en conformation syn sont observés. Les différents groupes caractéristiques sont 

cependant plus contraints lors d’une cristallisation sous étirage, que lors d’une cristallisation 

statique. Ceci est probablement dû à une cristallisation sous une forme étirée. Le même constat 

se révèle pour le PET. Il semble également que l’étirage conduit à un environnement chimique 

plus homogène que celui existant lors d’une cristallisation statique pour le PEF. Grâce à 

l’analyse d’essais interrompus, il apparaît clairement que la partie aliphatique de la chaine est 

la première à être influencée par l’étirage pour le PEF. 

L’analyse de la transition β par DMTA fournit des informations complémentaires concernant 

la mobilité des groupements carbonyles. Il semble que pour le PET, la cristallisation ne modifie 

pas réellement le mouvement des carbonyles dans la phase amorphe. En revanche, le PEF a une 

température de transition β qui apparaît diminuée d’environ 10 °C entre un échantillon semi-

cristallin et un échantillon amorphe. Le pic de cette transition peut être décomposé en deux 

parties : le côté gauche (basse température) est à relier avec les carbonyles en conformation anti 

(moins énergétiques), tandis que le côté droit (plus haute température) est lié aux carbonyles en 

conformation syn (plus énergétiques). Lors de la cristallisation, une partie des carbonyles prend 

la conformation syn. De ce fait, la partie amorphe des échantillons semi-cristallins est constituée 

principalement de carbonyles en conformation anti. Il ne reste donc observable, en DMTA, que 

le côté gauche du pic de cette transition. Ceci explique l’apparente diminution de température 

pour les échantillons semi-cristallins. 
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1. Introduction 

 

This chapter is based on two papers published in respectively Polymer and Macromolecules 

journals, and aims at comparing the SIC with the crystal obtained from the static crystallization, 

for PEF and PET [65,67].  

The crystal structure of PEF was first proposed by Kazaryan et al., in 1968 [101]. A triclinic 

system was suggested. This structure has been recently revisited by Mao et al., in a monoclinic 

system composed of two repeat units, instead of one, along the c-axis [58]. This could be more 

appropriate to optimize the chain packing. Concerning PET, the crystal structure proposed by 

Daubeny et al. is unique, and is a triclinic one [11]. Only one repeat unit is necessary [11]. The 

unit cell parameters of PEF, triclinic and monoclinic, and of PET, triclinic, are reported on 

Table 8. 

 

Material System a (Å) b (Å) c (Å) α (°) β (°) γ (°) 

PEF triclinic [101] 5.75 5.35 20.10 133.3 90 112 

monoclinic [58] 5.78 6.78 20.296 90 90 103.3 

PET triclinic [11] 4.56 5.94 10.75 98.5 118 112 

Table 8. PEF and PET crystal structure and unit cell parameters. 

 

In PET, based on a conformational analysis, it is reported that the amorphous phase is composed 

of a majority of ethylene glycols (EG) in gauche conformation; while in the crystal there is the 

existence of EG in trans conformation [72,76,103–110]. Recently, Araujo et al. [102] have 

suggested that, for PEF, the crystal needs EG in trans conformations, as in PET. Additionally, 

in the crystal, the furan cycles must be in syn conformations. The trans conformation is related 

to the extended chain. In conclusion, in PEF, there is a majority of antiFDCAgaucheEG 

conformations in the amorphous phase, while in the crystal only synFDCAtransEG can exist [102]. 

This additional conformational change results from the furan ring presence in PEF, which has 

a lower symmetry compared to the benzene ring of PET [46]. The need of two repeating units 

in the crystal, and the complexity of combining two changes in conformations could be a clue 

to explain the slow crystallization kinetic of PEF [53,55,57]. Figure 28 represents the 

conformations mentioned previously. 
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Figure 28. Ethylene glycol in (a) gauche (b) trans conformations, furan in (c) anti (d) syn 

conformations, (e) antiFDCAgaucheEG (f) synFDCAtransEG [67]. 

 

To build a crystal, either in static or dynamic conditions, the chains must change their initial 

conformations and be in the conformations that can exist in the crystal. But, the crystal is formed 

only if these conformations are stabilized by the interactions, such as hydrogen bonding, of the 

neighbouring chains. During the static crystallization, these conformational changes occur with 

the thermal energy given to the system; while for SIC, their occurrence is due to the mechanical 

energy brought by the stretching. During the stretching, the chains are extended, and oriented 

in the stretching direction. Thus, the conformational changes can occur rapidly, and without 

being at such high temperature than in static crystallization. Finally, the chains can organize 

themselves in the space and, if they are stabilized by the interactions, the crystal is formed. 

The crystal structure of PET is well accepted, and the diffraction pattern well indexed 

[111,112]. The same crystal structure is reported for SIC or upon static crystallization. As PEF 

is a relative new material, the degree of certainness concerning its crystalline system and its 

unicity is not equivalent. Some existing results suggest a possible crystalline polymorphism for 
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PEF [55,56,113]. It means that the crystal structure can depend on the crystallization conditions, 

such as temperature, pressure, way of crystallization (solvent or strain induced crystallization). 

Up to now, the reported crystalline forms could be α, α’ and β (Table 9). These forms have been 

indexed from powder X-ray scattering by Maini et al [113]. Accounting for the fact that PEF 

crystallization is quite difficult and slow, one has to be cautious that a potential difference in 

lamellae structure could also be argued. The work of Araujo et al. reveals that the same 

conformations exist in the crystal, for both α and β crystalline structure [102].  

 

Form Crystallization conditions 

α [55] Thermodynamically stable form, obtained 

from static crystallization and Tc ≥ 170°C 

α’ [55] Defective form obtained from static 

crystallization and Tc ≤ 170°C 

α’ [65] Crystalline form obtained after strain induced 

crystallization 

β [56] Crystalline form obtained after solvent 

crystallization 

Table 9.  Crystalline forms reported in PEF. 

 

In this work, the analysis is based on the Mao’s crystal structure, which is closer to our 

experimental protocol [58,59]. Firstly, SIC is analysed and compared to the crystal induced 

upon static crystallization, under the α’-form, for PEF. The WAXS indexation is reported [65]. 

Then, both crystals are characterized in terms of crystal definition and conformational changes 

[67]. The results are compared with PET. 
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2. Analysis of the crystalline structure of PEF 

 

2.1 Crystalline structure induced by the stretching 

 

For clarity, the exhaustive analysis is described using only one of the stretching conditions 

presented in the previous chapter for PEF and PET. The experimental settings are mentioned in 

Table 10. According to the stretching settings reported, for PEF and PET, one sample has been 

stretched up to the rupture and then air-quenched, while another one has been stretched up to a 

defined strain and then air-quenched before the unloading. This last sample is named 

“interrupted”. It has been chosen to stop the stretching below and far from the NDR, at εxx = 

0.90 and εxx = 1.20 for respectively PET and PEF. The stress-strain curves and the associated 

Debye-Scherrer of each samples are represented in Figure 29. The distance between the sample 

and the screen is of 75 mm (D). The Miller’s indices of each family of planes are reported for 

both materials. On the true stress/strain curves the crosses designate the strains at which the 

stretching has been stopped for the “interrupted” tests.  

 

Materials Stretching 

settings 

 (s-1 / °C) 

Localization on the 

master curve and 

equivalent strain 

rate (s-1) 

Stretching specificity Debye-

Scherrer 

pictures 

 

PEF 

 

0.035 / 101 

 

Middle of the 

rubbery plateau 

(10-2) 

Rupture (D-PEF) Figure 29.c 

Stretched and interrupted,  

εxx = 1.20  (I-PEF) 

Figure 29.e 

 

PET 

 

0.020 / 95 

 

End of the rubbery 

plateau (2*10-3) 

Rupture  (D-PET) Figure 29.d 

Stretched and interrupted, 

εxx = 0.90 (I-PET) 

Figure 29.f 

Table 10. Stretching settings of PEF and PET. 

 



74 
 

 

Figure 29. True stress/strain curves of uniaxially stretched PEF and PET with associated 

Debye-Scherrer of non-stretched (a) PEF and (b) PET; stretched up to rupture (c) PEF and (d) 

PET; stretched and interrupted (e) PEF and (f) PET. MD is the stretching (or machine) 

direction whereas TD is the transverse direction [65,67]. 

 

On the Debye-Scherrer patterns, a clear fiber-like texture can be observed after the stretching 

until rupture, (Figures 29.c and 29.d) whereas initial PEF and PET only exhibit an amorphous 

halo (Figure 29.a and Figure 29.b). In Figures 29.c and 29.d, because of the presence of spots, 

both the crystalline character of the material and the crystal orientation are manifest. The 

protocol to identify the Miller’s indices (hkl) has been described in the Chapter 1 (7. 

Determination of the Miller’s indices).  

According to the fact that the material should develop a fiber texture, with the chain axis c 

parallel to the stretching direction, the spots in the transverse direction, TD (equatorial 



75 
 

direction), are supposed to be associated with (hk0) planes. These planes contain the chain axis. 

Moreover, in the meridional direction two spots, which appear with a weaker intensity in this 

direction, are observed. They are the trace of reflections of the (00l) types that correspond to 

the crystalline planes oriented perpendicularly to the chain axis and, consequently, to the 

stretching direction. Other even weaker spots are visible in some positions that are neither 

equatorial nor meridional. They are associated to (hkl) planes. To summarize eight spots are 

visible on this first pattern (Figure 29.c): three in the equatorial direction, two in the meridional 

direction and three others in locations that are neither equatorial nor meridional [65]. PET 

indexation is coherent with previous works [111]. 

When the distance between the sample and the imaging plate decreases (D = 30 mm), some 

other spots become observable (Figure 30). The meridional spots, which are difficult to 

discriminate in this picture, are better evidenced on the radial scan (Figure 31). 

 

 

Figure 30. Debye-Scherrer pattern for stretched PEF. MD is the stretching direction whereas 

TD is the transverse direction [65]. 
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Figure 31. Radial scan diffractogram obtained in transmission mode, in the meridional 

direction [65]. 

 

Then, in Figure 31, four diffraction peaks, hardly noticeable in Figure 30, become visible. The  

(hkl) indexes are reported in Figure 30. The low intensity spots are designated with arrows to 

make the reading easier. As classically for a fiber texture, the (hkl) reflections are organized 

into hyperbolic layers, each layer being labelled by the value of l. For the positive values of l, 

nine layers can be observed in Figure 30. It is possible to index all the reflexions in agreement 

with the fact that PEF crystallizes in a monoclinic system [58]. Table 11 reports the values of  

2θ (°), the (hkl) indexes and the interreticular spacing dhkl (Ȧ). 
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Localization 2θ (°) (hkl) dhkl (Ȧ) 

Meridian 8.70 002 10.148 

 16.34 101 5.421 

Meridian 17.46 004 5.074 

Equator 18.20 11̅0 4.869 

 20.52 103 4.325 

Equator 23.00 110 3.864 

 23.60 104 3.768 

Equator 27.00 020 3.299 

 29.66 016 3.010 

 30.82 106 2.900 

Meridian 35.34 008 2.537 

 36.02 11̅7 2.491 

 38.92 108 2.313 

 43.18 109 2.093 

Meridian 44.60 0010 2.030 

Table 11. Identification of the crystalline families of planes for stretched PEF [65]. 

 

For each (hkl) proposal, the indexation considers the eventual multiple orders of l, and it has 

been checked that the position of the diffraction on the fiber diagram is correct. 

Many spots are revealed by the analysis conducted in this work, it testifies of a strong crystalline 

organization, and of the presence of a fiber texture with a high scale periodic order. Most of the 

spots are in agreement with the results of Mao et al. [58,59]. The efficiency of the stretching 

protocol established has to be pointed out, as it allows the observation of the same families of 

planes as those reported by Mao et al., but without the need of using the synchrotron. Moreover, 

with this protocol, the samples of this work have a crystal ratio higher than what is reported by 

Mao et al [58,59] (more than 30% in this work). These results prove that PEF can develop a 

well-defined SIC, if the relevant stretching parameters are applied. Thus, it can be imagined 
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that, on the sample of this work, other families of planes can become detectable with the use of 

a more powerful device, such as the synchrotron. 

However, some slight differences exist between the work of Mao et al. and this one. 

Firstly, the (002) family of planes, which is the first meridional spot in Figure 29 and the first 

diffraction peak in Figure 31 is not reported on the indexation of 2018. It is due to the too close 

position of the peak in relation to the central cone of the wide-angle detector [59]. Secondly, 

the (110) family of planes is also absent of the indexation made by Mao et al. in 2018 [59]. 

When the crystal structure is not well-defined and perfectioned, this family of planes can be 

superimposed to the (11̅0) family of planes. As the stretching of Mao et al. leads to less than 

5% of crystal, it can explain a possible merging of the (11̅0) and (110) families of planes, in 

their work. Nevertheless, these two reflections are present in another publication of Mao et al. 

[58]. Finally, the last difference concerns the (019) and (0110) families of planes which cannot 

be observed in the Debye-Scherrer patterns of this study. It is due to a high wavelength used in 

the lab, 1.54 Ȧ, instead of the lower wavelength of the synchrotron, 0.7293 Ȧ [59]. The (0010) 

family of planes is hardly detected on some Debye-Scherrer patterns, but clearly identified on 

the radial scan (Figure 31). 

 

In the previous Debye-Scherrer pattern (Figure 30), it was noticeable that many families of 

planes appear rather as arcs than as spots, especially when the angular position increases. Stoclet 

et al. [61] have also reported the presence of arcs with low intensity close to the meridional 

direction. They have mentioned the presence of spots with higher intensity in the equatorial 

direction. The authors have related the meridional arcs to a mesophase, and the spots to a 

crystalline structure. They have concluded that, contrary to PET which forms a mesophase 

before its crystal, it seems that PEF mesophase is still there, even after an annealing step, and 

thus, is able to coexist with a crystalline form. As a consequence, PEF mesophase would not be 

a crystal precursor as it is in PET [61]. The results of our work are more consistent with the 

existence of an unique highly defined crystalline phase, with more or less intensity in the 

diffraction by the families of planes. This will be discussed in the following part. 
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2.2 Comparison with the crystal formed by static crystallization 

 

A comparison between the crystal induced upon an isothermal cold crystallization (160 °C 

during 2h from the solid state, crystallization in the α’ form) and the one induced by the 

stretching has been performed. Figure 32 shows the pattern obtained for the isothermal cold 

crystallization (Figure 32.a), with a distance sample-screen of 75 mm, as well as the associated 

radial scan performed in transmission mode (Figure 32.b).  

 

 

Figure 32. (a) Debye-Scherrer pattern and (b) radial scan, in transmission mode, of a PEF 

sample crystallized in static conditions, at 160 °C during 2h [65]. 

 

The cold crystallization leads to an isotropic well-defined crystalline phase, whose signature is 

continuous diffraction rings. It is worth noticing that the thermal crystallization required 2h at 

160 °C, whereas SIC only took few seconds at 101 °C. It underlines the efficiency of the 

mechanical loading to promote crystallization, as it orients the chains prior to crystallization. 

Table 12 gathers the indexation of the families of planes found in SIC and in static 

crystallization.  
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SIC Static Crystallization 

(hkl) 2θ (°) (hkl) 2θ (°) 

002 8.70 Too low intensity 

101 16.34 101 16.00 

004 17.46 004 17.87 

11̅0 18.20 11̅0 19.20 

103 20.52 103 20.55 

110 23.00 110 22.40 

104 23.60 104 23.37 

020 27.00 020 26.77 

016 29.66 016 29.33 

106 30.82   

  017 32.89 

008 35.34 008 35.20 

11̅7 36.02   

108 38.92 108 39.67 

109 43.18 109 43.20 

0010 44.60   

  1010 47.60 

Table 12. Comparison of the families of planes existing after SIC and after static 

crystallization [65]. 

 

One unique crystalline phase seems to exist. Additionally, this phase is equivalent to that 

suggested by Stoclet et al. for the crystallization in the defective α’ form (crystallization 

temperature below 170 °C) [55]. But some angular positions can be slightly different between 

SIC and static crystallization.  

These differences can be associated to the crystallization in an extended conformation in SIC, 

compared to the static crystallization where more packing can occur. These slight differences 
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observed can also be due to a lack of precision of the measurement, and to the definition of the 

families of planes that can change between static crystallization and SIC. Indeed, in the radial 

scans (Figures 31 and 32.b), the peak associated to the presence of the same family of planes 

can be more or less wide between SIC and static crystallization. 

The (002) family of planes is not discernible on the static crystallization scan, because of its 

too low intensity it cannot be dissociated from the signal noise. The indexation of (11̅0) and 

(110) families of planes, which are among the most intense reflections in stretched specimens, 

raises some problems: 

- in the indexation of Figure 32, (11̅0) is the third peak at a 2θ angle close to 19.2 °, far from 

the theoretical one of 18.2 °. (110) appears as a shoulder on (104) peak; 

- one can also consider that the second peak results from the overlapping of (004) at 17.5 ° and 

(11̅0) at 18.2 °. In such a case, the third peak remains unexplained. 

The bumps detectable for 2θ above 28 °, in Figure 32, for the static crystallized sample, could 

be the diffuse arcs observed on the Debye-Scherrer patterns of the stretched sample. The same 

indexation protocol is possible for many bumps. The two bumps with italic indexes in Figure 

32.b, (017) and (1010), might not be detectable on the stretched sample because of a too low 

intensity for the (017) family, and a too high wave length for (1010). The presence of these 

bumps for the static crystallized sample, above 28 °, confirms the existence of the same 

microstructural organization between the stretched samples and the thermally crystallized one. 

Finally, X-ray analysis corroborates that SIC and the static crystallization under the defective 

form, α’, are equivalent. Some slight differences subsist, especially in the angular positions, but 

the indexed crystalline families remain the same. In the frame of this work, PEF seems not to 

be a polymorphic material, and there is not a coexistence of a mesophase and a crystal, but the 

existence of only a strong and well-defined crystalline organization. 

By analysing the conformational changes found in amorphous, stretched and thermally 

crystallized PEF samples, the comparison between the two crystallization way and their 

similarities will add data on the crystal structure of PEF. A comparison with PET (amorphous, 

stretched and thermally crystallized) can give details on the stretching mechanism in both 

materials. 

  



82 
 

3. Conformations involved in PEF and PET 

 

The objectives in this part are firstly to better understand the induced microstructure in PEF. In 

parallel, comparisons with PET, on one hand, and with PEF crystallized in static conditions are 

hoped to reveal the effects of respectively the chain architecture and the mechanical loading. 

The samples crystallized in static conditions are named TC-PEF and TC-PET, while the 

amorphous ones are referred as A-PEF and A-PET, for respectively PEF and PET. The name 

of the other samples is visible in Table 10. The two “interrupted” conditions aims at highlighting 

the first part of the chain that is impacted by the stretching. Moreover, these two “interrupted” 

samples are still amorphous after the low stretching undergone (as visible in Figure 29.e and 

29.f ). A special interest is on the carbonyls motions, as they are directly related to the secondary 

β-relaxation [67]. Table 13 gathers the vibrational bands studied, the chemical group associated 

as well as the related figures for PEF and PET. Depending on the samples some shift of the 

vibrational bands can exist, the values reported in Table 13 are then indicative values associated 

to the amorphous sample or to the static crystallized one. 

 

PET  PEF 

Band (cm-1) Chemical 

group 

Figure  Band (cm-1) Chemical 

group 

Figure 

    609 (bending) / 

1576 

(stretching) 

 

 

synFDCA 

 

Figure 34.a 

Figure 34.b 

    617 (bending) / 

1580 

(stretching) 

 

 

antiFDCA 

 

Figure 34.a 

Figure 34.b 

975 

 

transEG 

 

Figure 

36.a 

 990 / 1040 

 

transEG ? 

 

Figure 36.b 

 

1015 

 

C=C-C 

(bending) 

 

Figure 

36.a 

  

1015 

 

C=C-C 

(bending) 

 

Figure 36.b 
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1045 

 

cisEG 

 

Figure 

36.a 

    

1090 

 

C-O-C 

(stretching) 

 

Figure 

37.a 

 1115 C-O-C 

(stretching) 

Figure 37.b 

 

1236 

 

O=C-O-C 

(stretching) 

 

 

Figure 

37.a 

  

1225-1275 

O=C-O-C 

(stretching) 

 

Figure 37.b 

 

1340 

 

transEG 

(wagging) 

 

 

Figure 

33.a 

  

1340 

trans
EG 

(wagging) 

 

Figure 33.b 

 

1380 

 

gaucheEG 

(wagging) 

 

 

Figure 33 

  

1380 

gauche
EG

 

(wagging) 

 

Figure 33.b 

 

1460 

 

gaucheEG 

(bending) 

 

Figure 

33.a 

  

1460 

gauche
EG

 

(bending) 

 

Figure 33.b 

 

1480 

transEG 

(bending) 

 

 

Figure 

33.a 

  

1480 

trans
EG

 

(bending) 

 

Figure 33.b 

 

1710 

C=O 

(stretching) 

 

Figure 

38.a 

 1718 C=O 

(stretching) 

Figure 38.b 

     

1732 

C=O 

(syn-

shoulder) 

 

Figure 38.b 

    3120 / 3160 =C-H 

(furan) 

Figure 35 

Table 13. Values of the vibrational bands with the chemical groups associated and the related 

figures. 
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3.1 Conformational changes due to crystallization occurrence 

 

As for PET [66,74,77,107,108], it is proposed that the crystallization increases the proportion 

of EG in trans conformation, in the PEF samples [67,102]. Figure 33 (a and b) deals with these 

changes for respectively amorphous, thermally crystallized and stretched PET and PEF. 

 

 

Figure 33. FT–IR spectra from 1320 to 1500 cm-1 of amorphous (black, A-PET/A-PEF), 

stretched until rupture (green, D-PET/D-PEF) and thermally crystallized (red, TC-PET/TC-

PEF) [67]. 

 

The stretched (D-PET/D-PEF) and the thermally crystallized (TC-PET/TC-PEF) samples 

exhibit almost the same trend, with a coexistence of gaucheEG and transEG conformations.  

On the all, the signature of the gauche conformation decreases in “D” and “TC” samples, 

whereas the signature of the trans conformation increases, compared to the amorphous 

materials (“A”). The bending phenomena indicate that, whatever the source of crystallization 

is, the trans conformation occurrence increases and the gauche one decreases, which could be 

the signature of the crystallization. The wagging of the EG is different in D-PEF samples 

compared to TC-PEF, for gauche and trans conformations. However, the crystalline fraction 

are equivalent for D-PEF and for TC-PEF (around 35%, more details in Chapter 5). This 

suggests, in agreement to what is known for PET, that probably the amorphous phase could be 

constrained by the stretching. Then, the shape of the band associated to the gauche 

conformation appears different for the stretched samples. Thus, the stretching can impact the 

occurrence of conformational changes, and/or can change the mobility of the EG in gauche and 
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trans conformations. The band at 1340 cm-1 seems wider for TC-PEF compared to D-PEF, it 

could be the result of a different chemical environment. 

 

Figure 34 (a and b) compares the absorbance between the amorphous (A-PEF) and the 

crystallized samples (TC-PEF and D-PEF), in the furan ring deformation regions. 

 

 

Figure 34. FT–IR spectra from (a) 600 to 640 cm-1 and (b) from 1560 to 1600 cm-1 of 

amorphous (black, A-PEF), stretched (green, D-PEF) and thermally crystallized (red, TC-

PEF) [67]. 

 

The syn conformation is characterized by a peak at 609 cm-1, while the anti conformation 

exhibits a peak around 617 cm-1 (Figure 34.a) [102]. This corresponds to what is observed for 

amorphous (A-PEF) and static crystallized samples (TC-PEF). Nevertheless, the stretched 

sample (D-PEF) exhibits a peak maximum at 610 cm-1. Thus, it can be concluded that SIC 

results in an increase of the absorption energy of the existing syn groups or, leads to the 

formation of groups in anti conformation with a much lower absorption energy. If it is stated 

that the crystal is only constituted of syn conformation. Then, the first hypothesis may be 

retained, and it can be concluded that SIC induces a slight shift to the higher energy for the 

bending of the furan cycle in syn conformation.  

A shoulder is detectable at 618 cm-1 for the thermally crystallized sample which can be the 

signature of the presence of furans in anti conformation in the amorphous phase. But, the signal 

corresponding to the furan cycles in syn conformation dominates, in the semi-crystalline 

samples. The thermally crystallized sample (TC-PEF) exhibits a broader peak with a shoulder 
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for the antiFDCA conformation, while D-PEF shows predominantly the syn conformation. It is 

likely that the stretching has led to more homogeneous chemical environment. 

 

Figure 34.b shows the C=C stretching of the furan ring, in the 1550–1660 cm-1 region. The 

amorphous PEF presents a band at 1580 cm-1, while TC-PEF, as the consequence of the 

predominance of the synFDCA conformation, shows a broadening of the band to lower wave 

numbers, with a maximum at 1576 cm-1. In agreement with Figure 34.a, the band of D-PEF in 

the 1550–1660 cm-1 region is thinner compared to those of A-PEF and TC-PEF (Figure 34.b). 

It would mean that the statistical distribution of the conformations is more limited in D-PEF, 

due to the mechanical stretching that imposes the alignment of the chains. Thus, it limits the 

discrepancies of conformations compared to un-oriented chains. In Figure 34.b, a real 

difference is noticeable between D-PEF and TC-PEF. Indeed, the band of D-PEF appears 

shifted to higher energy, compared to the one of TC-PEF. Nevertheless, the presence of furans 

in syn conformation has been demonstrated in Figure 34.a. Thus, this shift can be due to a higher 

constrain of the furan ring in the stretched sample. Furans are fixed in syn conformation and 

they need more energy to allow the vibration. 

 

3.2 Aromatic =C-H and cycle breathing 

 

 
Figure 35. FT–IR spectra from 3000 to 3200 cm-1 of amorphous (black, A-PEF), stretched 

until rupture (green, D-PEF) and thermally crystallized (red, TC-PEF) PEF [67]. 
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Figure 35 focuses on the region of absorption of the methylene group =C-H of the furan cycles. 

Two populations of ring stretching can be identified with different neighbourhoods: one 

absorption band around 3120 cm-1 (i.e. symmetric stretching of C-H from furan), and the other 

around 3160 cm-1 (overtone of the asymmetric C=C stretching). Both crystallization paths result 

in an intensification of these two bands together with a red-shift. It is consistent with Araujo et 

al. [102], and with the intensification of C-H stretching band due to the hydrogen bonding 

between the furan and the carbonyl (=C-H--O=C). The red shift and the peak intensification are 

similar between TC-PEF and D-PEF, suggesting similar inter-locking between the chains for 

the two crystallization paths.  

 

Figure 36 compares the IR spectra obtained in the region of the cycle breathing (C=C-C) for 

PET (Figure 36.a) and PEF (Figure 36.b).   

 

 

Figure 36. FT–IR spectra from (a) 950 to 1060 cm-1 and (b) 980 to 1060 cm-1 of respectively 

amorphous (black, A-PET/A-PEF), stretched (green D-PET/D-PEF) and thermally 

crystallized (red, TC-PET/TC-PEF) [67]. 

 

For PET (Figure 36.a), the shoulder at 973 cm-1 is associated to the EG in trans conformation 

[66], and increases for TC-PET and D-PET. For them, a peak is observed. As A-PET has more 

gauche conformation, it can explain the lower intensity of this peak. Whereas, the bump at 1042 

cm-1 is associated to the EG in cis conformation. The band intensity associated to this 

conformation decreases after the stretching process, which is in agreement with a crystallization 
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process [66]. For PET, both crystallization paths seem to shift slightly the peak at 1015 cm-1 to 

1018 cm-1, i.e. to higher energy. This peak is ascribed to the in plane stretching of the C-H 

bending of the benzene cycle [46], and its shift witnesses of a higher constrained of the benzene 

ring for TC-PET and D-PET.  

Regarding PEF (Figure 36.b), there is the apparition of two peaks at 986 cm-1 and 1045 cm-1 on 

the crystallized samples, that can be ascribed to the signature of the crystal apparition. In a 

similar manner than in PET, the peak around 974 cm-1 can be related to an increase of the EG 

in trans conformation. The main peak is observed at 1016 cm-1, for A-PEF, and is shifted 

towards higher values for D-PEF. This is explained by a more constrained ring in stretched 

sample, in comparison with A-PEF and TC-PEF. 

The following section aims at exploring, more deeply, the differences existing on the aliphatic 

part of PEF and PET. 

 

3.3 Transformations in the aliphatic part in PEF and PET 

 

Figures 37 focus on the absorption band linked to the ether group, especially the O=C-O-CH2 

(named C-O-C) stretching (1050-1150 cm-1), and to the ester, the O=C-O-C stretching (1200-

1300 cm-1) both for PET (Figure 37.a) and PEF (Figure 37.b).  Moreover, the comparison with 

the interrupted PET and PEF samples, stretched to respectively a strain of εxx = 0.90 (I-PET) 

and εxx = 1.20 (I-PEF), has been added to get information on the influence of the first stretching 

steps on the vibrational modes of the aliphatic part of the chain. As a remind, these two samples 

are still amorphous despite the stretching (Figures 29.e and 29.f). 
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Figure 37. FT–IR spectra from (a) 1050 to 1300 cm-1 and (b) 1050 to 1325  cm-1 of 

amorphous (black, A-PET/A-PEF), stretched (green lines, D-PET/D-PEF), stretched and 

interrupted (green dots, I-PET/I-PEF) and thermally crystallized (red, TC-PET/TC-PEF) [67]. 

 

A limited shift towards higher energy (around +3 cm-1) appears for TC-PET compared to A-

PET (Figure 37.a). It suggests that the crystal formed upon static crystallization impacts slightly 

the C-O-C (1086 cm-1), or the O=C-O-C stretching (1236 cm-1). On the other hand, a clear cut 

shift of about 7-8 cm-1 is highlighted for D-PET, compared to A-PET. It could indicate that the 

ester and ether groups are more constrained after SIC than after the static crystallization [67].  

About PEF the same trend, as in PET, is highlighted (Figure 37.b): TC-PEF shows ester 

stretching bands at the same chemical position than A-PEF. The blue-shift due to PEF stretching 

is highlighted for the O=C-O-C band (+ 5-6 cm-1), in the same line as PET. However the shift 

of the C-O-C peak, around 1128 cm-1 (i.e. + 22 cm-1), is much more pronounced for D-PEF 

compared to D-PET. It would indicate that the C-O-C linkage in PEF becomes more constrained 

upon stretching. In PEF, the shoulder at 1150 cm-1 can be considered as the signature of the 

crystal apparition, as it is detectable only on D-PEF and TC-PEF [67].  

Interestingly, the spectra of interrupted PEF and PET samples (I-PEF and I-PET) in Figures 37 

shed new light on the development of the microstructure upon stretching. Indeed, when the 

stretching of PET is interrupted before its NDR, the spectral signature is almost comparable to 

the amorphous sample with only a limited shift on the peak maxima for the ester region (Figure 

37.a). For I-PEF, the contribution of the peak at 1107 cm-1 decreases and broadens to higher 

wavenumbers, with a higher contribution of the band at 1125 cm-1. This represents an 

intermediary situation between the amorphous and the stretched PEF. A slight shift towards 
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higher energy is detectable on the ether and ester groups. The initial steps of PEF stretching 

have a particular influence on the C-O-C stretching, while the O=C-O-C band is less affected. 

Indeed the C-O-C is directly in the alignment of the chain, and thus is more sensitive to the 

strain. Thus, the band representative of the C-O-C appears at higher energy, in D-PEF, and can 

be considered as a signature of the mechanical stretching [67]. 

 

Figure 38 shows the carbonyl band of PET and PEF for the amorphous, the thermally 

crystallized, the mechanically crystallized, and the stretched and interrupted samples [67]. 

 

Figure 38. FT–IR spectra from 1640 to 1800 cm-1 of amorphous (black line), stretched up to 

rupture (green line), stretched and interrupted (green dots) and thermally crystallized (red) of 

(a) PET and (b) PEF samples [67]. 

 

Concerning PET, a main peak is observed at 1710 cm-1 and is attributed to C=O stretching. A 

weak shoulder can be noticed at 1735 cm-1, for all the samples. Another shoulder which can be 

attributed to the signature of the carbonyl stretching in the crystalline region appears at 1690 

cm-1. Upon thermal crystallization, more hydrogen bonds are created, thus shifting the carbonyl 

band to slightly lower wavenumbers. However, D-PET and I-PET spectra are very close to the 

one of A-PET, indicating a limited influence of the mechanical stretching on the carbonyl 

response [67].    

For PEF, the situation is a bit more controversial since, on one hand the C=O undergoes a 

change from anti to syn upon crystallization [102]. It leads to a shift to higher energy (i.e. 

shoulder at 1732 cm-1 visible on TC-PEF and D-PEF). While in the meantime a red-shift is also 
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expected from the creation of H-bond during the crystallization. However, this red-shift is not 

visible in Figure 38.b. It can be supposed that the stretching has not allowed the formation of 

additional hydrogen bonds. Indeed, the aliphatic part has been stretched, the furan cycle also 

has restricted motions and, by this way, it can be more difficult for the carbonyl groups to 

promote the formation of many hydrogen bonds.  

Interestingly, the spectra of I-PEF is quite similar to the one of A-PEF, and it does not present 

the syn-shoulder at 1732 cm-1. It indicates that this conformational change is reached after a 

sufficient draw ratio, i.e. when SIC is created [67].  

The FT-IR analysis has shown that the first part of the chain influenced by the stretching is the 

aliphatic part. An increase of the number of trans conformation is visible for the EG. Moreover, 

the furan cycle seems to be more constrained due to the stretching. The carbonyl groups are not 

very different before and after stretching in PET, whereas in PEF carbonyls seem to have a 

restricted mobility, according to FT-IR analysis.  

Finally, when the crystallization occurs there is a change of EG from gauche to trans and of the 

furan from anti to syn conformations. There is also the apparition of several bands: two bands 

at 3110 and 3145 cm-1 with a red shift due to the presence of H bonding (aromatic =C-H); two 

bands at 1000 cm-1 and 1045 cm-1 probably due to the increase of EG in trans conformation 

(cycle breathing); and the syn shoulder at 1732 cm-1. The main changes observed between the 

static crystallization and SIC are the shift to higher wave number of the syn band (1575 to 1580 

cm-1), for the C=C-C bending band (1015 to 1020 cm-1), for the ether and ester bands (1103 to 1125 cm-

1 and 1220/1270 to 1225/1275 cm-1) 

Globally, the same conformations have been found between SIC and the thermally crystallized 

PEF. The major differences result in the existence of more constrained conformations, for 

stretched PEF. DMTA measurements were performed in the next part to get additional 

information about the carbonyl motions, and their influence on the β-transition [67]. 

 

3.4 Impact on the β-transition 

 

According to Araujo et al. [102], the carbonyl groups are really sensitive to the intramolecular 

and the intermolecular changes. As the β-transition is associated to low energetical and local 

motions around the principal chain axis, it has been proposed that the carbonyls are the 

functional groups involved in this transition for PEF and PET [46,114].  
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Figure 39 shows the DMTA scans associated to the β-transition of the amorphous, the thermally 

crystallized, the stretched until rupture, and stretched and interrupted samples. The interest of 

the DMTA is that only the motional processes of the amorphous phases, influenced or not by 

the crystal, are highlighted [67].  

 

 

Figure 39. DMTA measurements in the low temperature region of amorphous (black, A-

PET/A-PEF), stretched (green, D-PET/D-PEF), stretched and interrupted (green dots, I-

PET/I-PEF) and thermally crystallized (red, TC-PET/TC-PEF) [67]. 

 

In the case of PET, the β-transition seems to appear at slightly higher temperatures for the semi-

crystalline samples, as it was found in biaxial stretching by Zekriardehani et al. [115]. For I-

PET, the temperature at the peak maximum and the peak magnitude remain nearly equal to the 

amorphous sample. The formation of new hydrogen bonds, from PET crystal, does not really 

impact the local mobility of the amorphous carbonyls [67].   

As shown in Figure 39.b, the β-transition of A-PEF occurs on a much broader temperature range 

(i.e. -120 °C to 45 °C) compared to the other samples (-120 °C to 0 °C). Such results are 

consistent with the previous investigation, on PEF and PET, of Burgess et al. [46]. They have 

explained that the lower magnitude, and the shift to higher temperature of the PEF β-relaxation 

peak is due to the existence of some concerted motion for the PEF carbonyls that are possibly 

coupled with small scale oscillations of the furan ring. Moreover, the larger possibilities of 

amorphous conformational state for PEF, in comparison with PET [102], is also in agreement 

with a broader relaxation peak for carbonyl motions.  
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This broad relaxation peak might be the result of the convolution of several local relaxation 

processes. The lower temperature side of the peak would represent the motions from the “freer” 

C=O, predominantly in the anti conformation. On the other hand, the high temperature side of 

the peak would be more associated to restricted C=O motions, both due to H-bond or to the syn 

conformation. 

For D-PEF and TC-PEF, the peak amplitude decreases as the consequence of crystallization 

which induces a decrease of the amorphous part in the material and then, a reduced mobility 

compared to A-PEF. Moreover, the peak maximum of the β-transition of both D-PEF and TC-

PEF appears at lower temperature (shift of -10 °C), compared to A-PEF (but remains at higher 

temperatures compared to PET). Such shift to lower temperature would mean that the motional 

processes of amorphous C=O in both TC-PEF and D-PEF would be less restricted compared to 

A-PEF. Another explanation would be that the high temperature side of the β-relaxation peak 

(typically between -50 °C and 25 °C), i.e. corresponding to restricted C=O in A-PEF, is much 

less expressed in TC-PEF and D-PEF. It would mean that the restricted C=O, already in the syn 

conformation in the amorphous state, have been preferentially transformed into crystals. As the 

consequence of this, only the less restricted C=O in anti conformation, which were not 

transformed into crystals, are expressed in the β-transition peak of both TC-PEF and D-PEF, 

resulting in a shift to lower temperature [67].   

Interestingly, the same situation is observed in I-PEF, for which the peak amplitude decreases 

and the peak maximum is shifted to lower temperature, compared to A-PEF. It would mean that 

only the less restricted carbonyls are expressed in the β-relaxation peak of I-PEF, compared to 

A-PEF. As I-PEF has been stretched to a low strain, its microstructure is slightly different from 

the one of A-PEF. This can be explained as follows: 

First, the chains having carbonyls with some very restricted motions (like in crystals) do not 

show any visible β-relaxation. They are normally those corresponding to the right side of the 

A-PEF peak (Figure 39.b). On the other hand, there is still some amorphous carbonyls with a 

certain degree of liberty which are expressed in the left side of the A-PEF β-peak, thus leading 

to a global shift to lower temperature. Moreover, the decrease in the peak intensity between A-

PEF and I-PEF, which is not observed between A-PET and I-PET, is the indication that a higher 

level of cooperativity is needed for the carbonyl motions in I-PEF. We have shown that 

connections with neighbouring CH2 unit (throughout the C-O-C stretching, FT-IR peak in 

Figure 37) requires higher energy in I-PEF, i.e. after stretching. In that respect, the cooperativity 

required in I-PEF to allow concerted motions of carbonyls with EG groups has a higher energy 
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penalty compared to A-PEF. It logically leads to lower peak magnitude as shown in Figure 39.b 

[67]. 

 

4. Conclusions 

 

This chapter has demonstrated that the crystal induced by the stretching, in PET and in PEF, is 

almost similar to the one formed with static crystallization. Thanks to the stretching protocol 

defined, PEF is able to form a crystal with a high level of definition. Miller’s indices have been 

found in PEF, and associated to the angular positions and to the interreticular distance. 

Moreover, this work suggests that there is no coexistence of a mesophase and a crystal in PEF, 

but only the presence of a crystal.  

In a more local point of view, the main differences between these two crystallization paths 

remain in the level of constrained for each groups, especially in PEF for the furan and the ether. 

Because of the stretching, the groups are more constrained than with the static crystallization. 

It can be the result of the extension of the chains and of their orientation in the stretching 

direction. It is presently interesting to follow the crystal formation during stretching for PEF 

and PET. It will be done in the next chapter. 
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Chapitre 4 

L’apparition d’un cristal sous étirage pour le 

PEF et le PET 

 

Stoclet et al. ont proposé que le PEF formait en plus de sa phase cristalline une mésophase et, 

à la différence du PET, cette mésophase persisterait après l’étirage [61]. Pour assoir notre 

hypothèse selon laquelle le PEF ne forme pas de mésophase, mais uniquement une phase 

cristalline, et confirmer les résultats obtenus en cristallographie, différents tests mécaniques ont 

été réalisés. A partir des mêmes échantillons que ceux du chapitre précédent, des tests 

« interrompus » et « déchargés » ont été réalisés le long de la courbe de traction. Un test 

« interrompu » consiste à étirer un échantillon jusqu’à une certaine déformation, à le tremper 

directement, puis à le décharger ; tandis que lors d’un test « déchargé », l’échantillon est étiré, 

déchargé jusqu’à une force nulle, puis trempé. La décharge est réalisée avec les mêmes 

paramètres que la charge (vitesse de déformation et température). Ces différents tests 

permettent d’évaluer le degré de viscoélasticité des échantillons le long de la courbe de traction, 

la quantité de viscoélasticité diminuant avec la création d’un cristal. 

D’après les différents résultats obtenus à travers plusieurs techniques d’analyses 

complémentaires, il a été trouvé une différence réelle de formation du cristal sous étirage entre 

le PEF et le PET. Le PET forme sa microstructure de façon progressive, en induisant d’abord 

une mésophase. La décharge aide grandement à perfectionner la microstructure formée lors de 

la charge, et ce jusqu’à la fin de l’essai. D’un point de vue cristallographique, cette mésophase 

est une phase organisée comportant seulement certaines périodicités du cristal. Pour le PEF, la 

situation est plutôt binaire : soit le cristal n’existe pas, soit il existe. En effet, le cristal avec 

toutes ses périodicités serait formé avant le NDR, et n’évoluerait que légèrement jusqu’à la fin 

de l’étirage. Cette différence majeure est en accord avec la plus grande complexité de la chaine 

du PEF, sa mobilité réduite, la nécessité d’opérer deux changements de conformations pour 

former un cristal qui est constitué de deux unités constitutives. De ce fait, il semblerait que le 

durcissement structural prenne place seulement lorsque les conditions de cristallisation 

complète sont remplies. L’absence de mésophase dans le PEF rend la pente du durcissement 

structural plus abrupte que celle observée dans le PET. 
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1. Introduction 

 

This chapter is based on a paper published in the journal Polymer, and is focused on the steps 

leading to the apparition of SIC, during PEF and PET stretching [116]. The same stretching 

conditions as in the previous chapter have been used to define the tests analysed thereafter 

(Chapter 3, Table 10). The microstructural analyses are conducted in parallel with the 

mechanical characterization in tension, on PEF and PET, to confirm or not the previous 

assumptions, specially concerning the mesophase presence. 

The microstructural changes over the stretching and the microstructural organization are 

depicted at different strain steps. The purpose is to understand the crystal building, for PEF and 

PET [116]. It is established that PET forms progressively its stable crystal, and starts with the 

development of an intermediate organized phase, prior to crystallize [75–78,81,83–

92,95,117,118]. During the stretching, firstly the benzene rings flip in the stretching direction 

[76,88,117,118], and concomitantly the quantity of EG in trans conformations increases 

progressively. Finally, the crystal appears when the interactions (hydrogen bonding) are 

created, and when the structure is stabilized. 

Concerning PEF, a coexistence between a mesophase and a crystal was proposed by Stoclet et 

al. [61]. Based on the crystallographic and the conformational analysis made previously [65,67], 

this hypothesis seems to be not relevant and complementary stretching tests are needed. 

Firstly, the samples have been stretched up to controlled strains, at given temperature and strain 

rate. Then, they have been quenched to the room temperature either immediately after the 

stretching end, or after an additional unloading step, up to a zero force, performed with the same 

settings as those applied during the loading (strain rate and temperature). The main objective is 

to release the stress while avoiding the buckling or the compression, that would have damaged 

the specimen. The samples quenched before the unloading are referred as “interrupted” in the 

following, while the samples quenched after the unloading are referred as “unloaded”. 

The stretching tests are presented and commented in both materials. Then, the crystal 

development is followed. The microstructure in the different samples, i.e. “interrupted” and 

“unloaded”, is analysed to suggest a possible scheme of structural development under 

stretching.  
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2. Mechanical description 

 

Different key localizations on the stress/strain curves have been selected: 

1. Far from the NDR (εxx = 0.90 for PET and εxx = 1.20 for PEF); 

2. Close but before the NDR (εxx = 1.45 for PET and εxx = 1.75 for PEF); 

3. Close but after the NDR (εxx = 1.60 for PET and εxx = 1.93 for PEF); 

4. During the strain hardening (εxx = 1.72 for PET and εxx = 2.06 for PEF); 

5. After the rupture (εxx = 1.94 for PET and εxx = 2.12 for PEF). 

These conditions are marked by crosses on the mechanical curves in Figure 40.a and Figure 

40.b for respectively PET and PEF [116].  

 

 

Figure 40. (a) PET and (b) PEF true stress/strain curves and associated staged explored for the 

mechanical and microstructural analysis [116]. 

 

Table 14 summarizes the conditions that are explored for the “interrupted” and the “unloaded” 

tests, for both materials The grey boxes correspond to the non-explored cases (i.e only 

“interrupted” or only “unloaded”).  

The shape of the unloading loop gives information on the amount of in-elasticity (such as visco-

elasticity or plasticity) after the stretching. The unloading time depends on this amount. This 

degree of in-elasticity is assumed to decrease with the progression of the crystallization. 
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Unloading time ranged from 32 s to less than 1 s depending on the samples, the unloading time 

being longer in case of a stretching below the NDR (Table 14), and close to 0 in case of a 

stretching above the NDR.  

 

PET 

Unloaded εxx = 0.90 εxx = 1.45 εxx = 1.60 εxx = 1.72  

Unloading time (s) 32 11 <2 <2  

Interrupted εxx = 0.90 εxx = 1.45 εxx = 1.60  εxx = 1.94 

PEF 

Unloaded εxx = 1.20 εxx = 1.75 εxx = 1.93 εxx = 2.06  

Unloading time (s) 26 5 <1 <1  

Interrupted εxx = 1.20 εxx = 1.75 εxx = 1.93  εxx = 2.12 

Table 14. Summary of the mechanical “interrupted” and “unloaded” tests performed in PET 

and PEF. The unloading time is added. 

 

Figures 41 and 42 depict the mechanical behaviour of respectively PET and PEF, for the 

“unloaded” tests. For clarity, the true stress/strain curves issuing from “interrupted” tests are 

not presented, as the responses are pretty well superimposed to the “unloaded” ones, accounting 

for the experimental scattering.  

Nevertheless, one has to emphasize that this scattering induces some apparent lack in 

reproducibility of the NDR. A typical order of magnitude of such scattering can be estimated 

in Figure 41, by comparing the stress/strain curves up to strains of 1.60 and to 1.72, for PET. 

The main effect is observed on the NDR, it is not surprising. Indeed, the local strain rate is not 

controlled per se and is impacted by the strain hardening itself that constrains the local 

deformation. As a consequence, the exact strain rate could vary from one sample to another as 

soon as the strain hardening occurs. Indeed, even if the technological loading rate is controlled 

in the same manner, the local strain rate can depend on some small local fluctuations in size 

(thickness), or microstructure, or temperature. Moreover, it has been observed in the second 

chapter that the strain rate and the temperature increase slightly during the first stages of the 

stretching. However, the minor differences remain reasonable and do not modify the analysis. 

The corresponding Debye-Scherrer patterns, realised with a sample-screen distance of 75 mm, 

are associated to each test. Unstretched PEF and PET exhibit a clear amorphous structure. 
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The comparison between the two kinds of post stretching treatment, “interrupted” and 

“unloaded”, allows estimating the potential microstructural evolution taking place during the 

unloading path. 

 

2.1 Behaviour of PET under loading-unloading tests 

 

 

Figure 41. Loading/unloading true stress/strain curves of PET for strains up to 0.90; 1.45; 

1.60 and 1.72. Debye-Scherrer patterns before unloading (“interrupted” tests) and after 

unloading (“loaded/unloaded” and “rupture”) are added. TD is the transverse direction while 

MD is machine (or stretching) direction [116]. 

 

Through the analysis of the two first unloading conditions (εxx = 0.90 and εxx = 1.45), PET 

exhibits a mainly visco-elastic behaviour, as previously observed [77,91,95]. The existence of 

a residual strain after the unloading suggests that some deformation was not recovered 

instantaneously after this step, but this residual strain could be recovered within hours or days. 

The concept of “blocked elastic energy” could explained that. This concept can be related to 

the entropic elasticity of the chains that are locked by the precursors of the crystallization. They 

act as crosslinking nodes. Because of the high mobility of the chains, in PET, the organization 

seems to be progressive. Then, such precursors can exist for low strains, and then disappear. 

Finally, with time, the system can return at its initial state and release the energy stored. It 
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testifies of a visco-elastic behaviour. The shape of the unloading is very different at and after 

the NDR: the strain appears to be 100 % irreversible. It can suggest the occurrence of  

irreversible microstructural changes. 

The Debye-Scherrer patterns do not reveal a well-defined periodic organisation (i.e. 

crystallization) below a strain of 1.60. However, while at low strain (εxx = 0.90) the diffraction 

pattern is a characteristic amorphous halo, there is some trace of periodicity for a strain of 1.45. 

This latter pattern is quite incomplete, and the spots appear diffuse, but the organisation is 

clearly not isotropic. The unloading at the temperature of the test seems to improve the 

microstructure, as there is a better definition of the diffractions spots for the unloaded sample. 

This aspect is completed further in the text (3.2 PET and PEF crystal building). 

To conclude, at this level, these observations suggest that the stretching induces some periodic 

arrangements in the material, below a strain of 1.45. It is difficult to discriminate if it is discrete 

nuclei or a global organisation. However, the distribution is not isotropic and the periodicity 

could be improved upon the unloading, without promoting a complete diffraction pattern. To 

go further, it can be added that the first traces of periodicity are seemingly oriented parallel to 

the tensile axis, in the equatorial direction, and correspond to the (hk0) families of planes. Close 

to the meridional direction, some low intensity traces of families of planes, related to (00l) type, 

can be foreseen. It suggests that the chains are extended and oriented by tension, and nucleated 

an organized phase that develops itself toward a crystal during the unloading. It can be a 

mesophase, a crystal precursor or an imperfect crystal. This scenario has already been reported 

in the literature [77,119,120]. 

 

After the NDR (εxx  = 1.60 and εxx  = 1.72) the mechanical response is different: the reversibility 

of the deformation drastically decreases. On the Debye-Scherrer patterns, some differences 

between the strains of 1.45 and 1.60 are observed: there is an increase of the spots intensity. It 

can be due to a higher amount of crystal. Indeed, when εxx  = 1.60 the formation of an anisotropic 

and periodic structure is observed, whatever the cooling conditions are. Once again, the 

equatorial dots (hk0) are mainly visible. For the last unloading condition (εxx = 1.72), an 

organized microstructure, with intense spots in the equatorial direction, is also noticeable. The 

dots become more defined and less diffused after the rupture. To understand that point, one has 

to consider that the rupture corresponds to a rapid unloading of the sample. A better-defined 

crystal is then consistent with the observation concerning the unloaded sample. This possible 

crystallization during the unloading was already suggested in the past [77,91]. Additionally, in 

that case, the quenching was not possible and consequently, the cooling down after unloading 
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is slower than in the other tests. It can favour the crystallization too [77], and explain that some 

diffractions (different from the (hk0) and (00l) ones) such as (1̅11), (1̅12), (1̅03) and (01̅1) 

become observable. A typical indexed Debye-Scherrer pattern for PET was visible in the 

previous chapter (Figure 29.d). After the rupture at high strain, it appears that the final 

microstructure is very close to the perfect fibre texture one, as referred in the literature by Liu 

& Geil [111,112]. 

To sum-up, these observations are coherent with the formation of the definitive crystal (with 

all its periodicities) after the stretching in PET, as reported in previous works [75,86,90,92,121], 

whereas the strain hardening could be due to imperfect crystal, mesophase or precursors. 

In any case, these observations confirm that the strain hardening, as well as the organized 

microstructure, appear step by step for PET [116]. 

 

2.2 Behaviour of PEF under loading-unloading tests 

 

 

Figure 42. Loading/unloading true stress/strain curves of PEF for strains up to 1.20; 1.75; 

1.93; and 2.06. Debye-Scherrer patterns before unloading (“interrupted” tests) and after 

unloading (“loaded/unloaded” and “rupture”) are added. TD is the transverse direction while 

MD is machine (or stretching) direction [116]. 
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The stress in PEF reaches higher values than those reached in PET, even during the first 

deformation stages. Consequently, a zoom is added for the first three unloading conditions (εxx 

= 1.20; εxx = 1.75; εxx = 1.93), in Figure 42. The first unloaded test (εxx = 1.20) leads to a visco-

elastic loop, as in PET. This loop seems to be more “closed” for PEF. Because of its lower chain 

mobility, in comparison with PET, some crystallization precursors cannot be able to exist for a 

such low strain level. Then, the unloading path is closer to the loading one. 

For the lower strain level (εxx = 1.20), whatever the cooling conditions are, the structure of the 

“interrupted” and “unloaded” samples is close to the amorphous state. When the strain is closer 

to the NDR (εxx = 1.75 and εxx = 1.93), a well-defined crystalline structure which is not sensitive 

to the unloading conditions is visible. This is obviously different from PET, as the crystal 

structure is already clearly defined at once, prior to the mechanical strain hardening. There is 

the presence of intense and defined spots on the Debye-Scherrer patterns. The impossibility to 

observe a mesophase prior to the crystallization is contradictory to the work of Stoclet et al. 

[61], but it is in agreement with the crystallographic and conformational analysis conducted in 

the Chapter 3 [65,67]. It is also coherent with some observations on the stress/strain curves of 

the Chapter 2. The sharper strain hardening of PEF can be due to the presence of the crystal 

before the NDR, while in PET the crystal does not exist yet at this stage. The presence of the 

crystal in PEF restricts the strain evolution during the strain hardening, while the mesophase in 

PET has a lower impact on the strain. It can also fit with the temperature increase observed up 

to the NDR, that can potentially be ascribed to the formation of a crystal or to a part of it.  

The need to form a crystal before the NDR occurrence in PEF is compatible with what can be 

imagined concerning its slow crystallization. PEF crystal is formed of segments composed of 

two repeating units [58], instead of one in PET. It should slow down the crystallisation. 

Moreover, the crystal is composed of chains that have made two conformational changes. These 

both aspect can explain the later NDR apparition in PEF, compared to PET. 

Finally, the architecture of PEF chain should lead to weaker interactions between the segments 

and to a less stable crystal, as well as a less stable potential mesophases, than the PET one. It 

agrees with the lower PEF melting temperature. Due to those characteristics one possible 

conclusion is that no intermediate organized metastable phases, that could contribute to harden 

the material, can be promoted in PEF. The strain hardening could occur only when the 

conditions of complete crystallization are reached. On the contrary, during the early stages of 

the crystallization, PET can exhibit a mesophase whose life time is long enough to contribute 

to the strain hardening. Hence, the strain hardening and the crystal development can coexist. 
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The “interrupted” and “unloaded” conditions at higher strain (εxx = 1.93 and εxx = 2.06) show 

that the microstructure seems completed, and is the same before and after the unloading, as well 

as after the rupture (εxx = 2.12).  

To conclude on this part, some metastable phases of lower level of organization than the final 

crystal exist in PET, and contribute to the strain hardening, making it more progressive. 

Whereas in PEF, the final crystal has first to be stable to allow the strain hardening 

development. As the Debye-Scherrer patterns only gives qualitative results, some 

complementary measurements must be performed to better understand the two polymers 

crystalline development. 

 

3. Crystal development scenario 

 

3.1 PET and PEF thermal behaviour 

 

The thermal behaviour is analysed through DSC measurements, to complement the Debye-

Scherrer analysis. The curves are depicted in Figures 43.a and 43.b, for respectively PET and 

PEF. Table 15 gathers the temperature of the cold crystallization peak during the heating 

program. The resulting crystal, MAF and RAF ratios are gathered in Table 16. For some 

samples, it was not possible to obtain the values investigated, because of the measurement 

sensitivity, they are represented by red boxes. However, global trends can be drawn. The 

uncertainty of measurement is estimated at around 5%. 
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Figure 43. Thermal behaviour of (a) PET and (b) PEF, measured by DSC at a heating rate of 

10 °C/min from 50 °C to 300 °C. Comparison is made between amorphous, “unloaded” 

samples (lines) and “interrupted” samples (dots). Endothermic phenomena are top-down 

[116]. 



108 
 

PET 

Interrupted Amorphous εxx = 0.90 εxx = 1.45 εxx = 1.60  εxx = 1.94 

Tc (°C) 124 121 117 104  105 

Unloaded  εxx = 0.90 εxx = 1.45 εxx = 1.60 εxx = 1.72  

Tc (°C)  121 103 107 111  

PEF 

Interrupted Amorphous εxx = 1.20 εxx = 1.75 εxx = 1.93  εxx = 2.12 

Tc (°C)  0 118 121  117 

Unloaded  εxx = 1.20 εxx = 1.75 εxx = 1.93 εxx = 2.06  

Tc (°C)   114 120 128  

Table 15. PEF and PET cold crystallization temperature at 10 °C/min for amorphous and 

samples that have been stretched at different strains. 

 

PET 

Interrupted εxx = 0.90 εxx = 1.45 εxx = 1.60  εxx = 1.94 

χc (%) 7 12 36  47 

χRAF (%) 1 26 32   

χMAF (%) 92 62 32   

Unloaded εxx = 0.90 εxx = 1.45 εxx = 1.60 εxx = 1.72  

χc (%) 11 29 42 43  

χRAF (%) 9 34 24 35  

χMAF (%) 80 37 34 22  

PEF 

Interrupted εxx = 1.20 εxx = 1.75 εxx = 1.93  εxx = 2.12 

χc (%) 0 27 28  35 

χRAF (%) 24 54 54  37 

χMAF (%) 76 19 18  28 

Unloaded εxx = 1.20 εxx = 1.75 εxx = 1.93 εxx = 2.06  

χc (%) 0 32 35 32  

χRAF (%) 15 48 47 56  

χMAF (%) 85 20 18 12  

Table 16. PEF and PET crystal, RAF and MAF ratios for samples that have been stretched at 

different strains.  
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The conclusions drawn from the Debye-Scherrer patterns are confirmed through this analysis.  

As demonstrated by the progressive decrease of the temperature of cold crystallization and of 

the associated enthalpy with the increasing strain, SIC seems to be a progressive phenomenon 

in PET. The glass transition temperature increases also slightly with the strain. The melting 

peak, which is a single peak-shaped when amorphous PET cold crystallizes, progressively 

becomes a double-peak shaped, suggesting the existence of two crystallization regimes (perhaps 

one during the loading and another one during the unloading). 

The scheme in PEF is much simpler: the material being amorphous far below the NDR, and 

semi-crystalline close to it and above. 

For the same level of strain, the crystal ratio increases between the “interrupted” and the 

“unloaded” samples. This trend is visible on the Figures 44.a and 44.b for respectively PET and 

PEF. 

 

 

Figure 44. Evolution of the crystal ratio depending on the true strain for “interrupted” and 

“unloaded” samples. 

 

It confirms that the unloading step helps to form and improve the crystal. It is particularly true 

in PET. For the samples in which a well-defined periodic organization was not observable on 

the Debye-Scherrer patterns, below εxx = 1.60, it seems that the MAF is dominant (Table 16). 

For εxx = 1.45 “unloaded”, in comparison with εxx = 0.90  tests (“interrupted” and “unloaded”) 

and  εxx = 1.45 “interrupted”, the χMAF is lower while χRAF  and χc increase. For PEF, the MAF 
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is dominant only for the sample far from the NDR (εxx = 1.20). In PEF, a higher amount of RAF 

is found for the “interrupted” tests compared to the “unloaded” ones. It has been observed by 

Harmonic et al., that in PET stretched samples the MAF part is also oriented, and then impacted 

by the stretching [122]. The same thing can be concluded for PEF. 

Finally, for all the samples, PEF seems to form a higher part of RAF and a lower crystal ratio, 

compared to PET. It fits with the more complex required conditions of crystal apparition 

reported. Then, when the crystallization cannot occur, some chains can remain in an 

intermediary constrained state, that is different from the amorphous and the crystal phases. As 

the mobility of the PET chain is higher, the chains can probably more easily become amorphous 

again, if crystallization is not realised.  

Next two parts analyse the crystal apparition thanks to WAXS radial scans. 

 

3.2 PET and PEF crystal building 

 

Figures 45 and 47 show the diffraction scans in the transverse direction (equatorial direction, 

analysis of (hk0) plans), for respectively PET and PEF. In Figure 46, the development of the 

(1̅05) diffraction in PET, which is associated to a plane quasi-perpendicular to the chain axis, 

is represented through the analysis of the meridional direction. The many meridional 

diffractions of PEF are visible in Figure 48 [116]. 
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3.2.1 PET crystal formation 

 

 

Figure 45. Diffraction scans in the transverse direction (TD): development of the PET 

crystalline phase for “interrupted” (dots) and “unloaded” (lines) tests up to a strain of (a) 0.90; 

(b) 1.45; (c) 1.60; and (d) up to the rupture [116].  

 

Figure 45 confirms the qualitative observations deduced from Figure 41, and agrees with the 

data previously reported [91,95]. PET remains amorphous, up to a strain of 1.45 (Figures 45.a 

and 45.b), despite an increase in the diffracted intensity. In the earlier steps (εxx = 0.90), the 

unloading in temperature results in a decrease in the intensity (compared to the interrupted test). 

It is worth noticing that the early stages of the stretching lead to an amorphous-like X-ray 

diffraction. But, according to the DSC measurements, these samples can be slightly crystalline 

(8 % if “interrupted” and 11 % if “unloaded”). One could argue that this contradiction results 

from experimental artefact or could be overestimated due to experimental uncertainness, and to 

the dependence of enthalpy upon temperature (Chapter 1, Equation 1).  
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However, from a strain of 1.45, the unloading makes possible the observation, of two 

diffractions related to the (010) and (1̅10) families of planes, whereas the (100) family of 

planes is still very weak, but is distinguishable as a shoulder. Conversely, the interrupted sample 

could still be considered as amorphous based on X-ray diffraction. DSC measurements, for their 

parts, lead to crystal ratios of around 12 %, if “interrupted”, and to around 29 % when 

“unloaded”. Before the NDR, the crystal ratio increase confirms the organization during the 

unloading.  For the “interrupted” and the “unloaded” samples stretched up to strains of 0.90 and 

1.45, in comparison with the amorphous sample, the cold crystallization is fastened (Figure 

43.a). Moreover, the continuous, and coherent, evolution in the crystal ratios (Figure 44.a) 

encourages to draw some conclusions, even if the evaluation of the crystal ratio with DSC 

measurements on these materials is subjected to non-negligible experimental errors. Indeed, the 

previous observations suggest that a certain level of organization could exist, even if this last is 

not immediately visible through X-ray diffraction. It could be some small nuclei, the number 

or the size of them increasing upon the unloading.  

For εxx = 0.90, the amorphous phase appears less oriented in the case of the “unloaded” tests, as 

this path can authorize the chains relaxation in temperature. Moreover, if some denser zones 

are too small to be stable, they disappear upon unloading. Whereas for a strain of 1.45 (Figure 

45.b), with the unloading, PET begins to form an organized microstructure, which is not yet a 

well-defined crystal (only some periodicities are visible). It is a metastable phase named 

mesophase, which could be the crystal precursor or which could disappear. For εxx = 1.60 

(Figure 45.c), there are much less differences between the “interrupted” and the “unloaded” 

tests, even if the diffracted intensity increases with the unloading. Despite the close diffracted 

intensity observed in this direction, the crystal ratios increase with the unloading (36% for the 

“interrupted” test vs 42% for the “unloaded” test, Table 16). It confirms the crystallization 

occurrence during the unloading. The last unloaded condition before the rupture, (εxx = 1.72, 

Figure 45.d), results in a structure closer to a “perfect” crystal, compared to εxx = 1.60. The 

crystal ratios remain approximately equal (42% for εxx = 1.60 “unloaded” vs 43% for εxx = 1.72 

“unloaded”). The mesophase is still better defined with the stretching and with the unloading. 

However, there is a significant change with the sample stretched up to the rupture (Figure 45.d). 

The diffracted intensities are higher than in the other cases, and the crystal ratio reaches 47% 

(instead of 43% for εxx = 1.72 “unloaded”). In PET, the crystal continues to be improved as the 

stretching goes on. It illustrates the efficiency of combining stress relaxation and low cooling 

rate to develop crystallinity after stretching (as discussed during the Debye Scherrer patterns 

analysis).  
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To complete the analysis in the stretching direction, the other direction (perpendicular to the 

stretching) can inform on the (1̅05) family of planes, which is the signature of the periodicity 

along the chain skeleton [91]. The initial amorphous halo consists of two bumps, the second at 

an angle of 43° corresponds to this diffraction. The following meridional scans give more 

information on the evolution of this diffraction, during the tests and from one test to another.  

This periodicity is not visible on the Debye Scherrer patterns but is detectable on the scans in 

the machine direction (MD) (Figure 46). 

 

 

Figure 46. Diffraction scans in the machine direction (MD) for PET. Dots and lines are 

respectively relative to “interrupted” and “unloaded” samples [116]. 

 

In the meridional direction (machine direction), the intensity of the amorphous halo increases, 

as a function of the stretching up to a deformation of 0.90, and then decreases. In parallel, the 

intensities are relatively equivalent for both “interrupted” and “unloaded” tests. Some local 

organization of the amorphous phase could take place with no clear anisotropy.  

For the strains above 1.45, the microstructural anisotropy develops, as described on the Debye-

Scherrer patterns. Step by step, the mesophase is getting more and more obvious, followed by 

the crystal appearance. The bump around 43°, observable in the amorphous PET, as well as for 

the low strain stretched samples, becomes thinner from strain of 1.45. This peak is more intense 
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for the “unloaded” test (orange line), compared to the “interrupted” one (orange dots). After the 

unloading, the lateral arrangement is visible in Figure 45.b, but the organization perpendicularly 

to the stretching direction is not yet evidenced (Figure 46). At higher strain, from εxx = 1.60, the 

peak is formed, and is once again more intense after the unloading. The chains organization is 

then optimum, and promotes along and perpendicularly to the chain axis some longitudinal and 

lateral periodicities, which allow the optimization of the interactions in all the planes (H and 

− bonds). The chains packing is then improved, and this organization becomes more and 

more probable as the stretching goes on [116].  

 

3.2.2 PEF crystal formation 

 

The microstructural development observed, in Figure 42 for PEF stretching, is illustrated in 

Figure 47 from the diffraction scans in the transverse direction (TD). 
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Figure 47. Diffraction scans obtained in the transverse direction (TD) : development of the 

PEF crystalline phase for “interrupted” and “unloaded” tests; up to a strain of (a) 1.75; (b) 

1.93; (c) 2.06 and (d) up to the rupture. Dots and lines are respectively relative to 

“interrupted” and “unloaded” samples [116].  

 

The first “interrupted” and “unloaded” stretching conditions (Figure 47.a, εxx = 1.20) exhibits a 

close to a fully amorphous microstructure, as it was observed in Figure 42 for both samples. 

The associated crystal ratios are close to 0%. When the deformation is stopped just before the 

NDR (εxx = 1.75, Figure 47.a), the crystal is wholly formed, even before the unloading. The 

crystal ratios are of 27 % and 32%, for respectively “interrupted” and “unloaded” tests. Contrary 

to PET, three intense diffraction peaks can already be observed. Moreover, the peaks intensity 

decreases slightly with the unloading. It can be explained by a disorientation of the crystal 

towards others directions (not observable on this scan), or by a disappearance of PEF crystal 

during the unloading. As the crystal ratio increases slightly, and as it was shown in previous 
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works that PEF crystal is defined in equatorial, meridional but also in other directions, the first 

hypothesis could be more relevant [58,59,65]. 

The same scenario is found just after the NDR (εxx = 1.93, Figure 47.b). The “interrupted” 

sample is associated to more intense peaks, compared to the “unloaded” one. The crystal ratio 

is lower for the “interrupted” test (28 %) than for the “unloaded” one (35 %). For a strain of 

1.93, both samples exhibit higher peaks intensity than the sample unloaded before the strain 

hardening occurrence (orange curve, εxx = 1.75). The last unloaded condition (εxx = 2.06, Figure 

47.c) exhibits again an increase of the peak intensity. The crystal ratio is close to the previous 

unloaded condition (34 %). Nevertheless, the definition of the peaks changes. Up to now, three 

well-defined peaks were observable but from this point, the first and the second peaks become 

closer and wider. This trend continues to exist when the sample is stretched up to its rupture. 

The peak intensity of the (020) family of planes decreases slightly. The merging of the first 

and the second peak is clearly visible, as a bump is formed, while the two families of planes 

remain distinguishable. It seems that when PEF is stretched to high level of deformation, its 

first crystal formed (before the NDR) can be deformed, and maybe slightly unstructured, if the 

stretching goes on. This observation is realistic as it was observed in the second Chapter that 

the process zone of the sample is deformed a last time after the NDR and before the rupture. 

Moreover, the crystal deformation that could occur during the NDR, can explain the slight 

differences in angular position that have been observed in the Chapter 3, between SIC and the 

static crystallization. It confirms the unicity of the crystal structure. The final crystal ratio does 

not change and is of 35%. Unlike PET, the crystal ratios measured in PEF, do not really evolve 

from the NDR. 
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When the sample to screen distance decreases down to 30 mm, some additional and diffuse 

diffractions become observable (Figure 48), close to the meridional direction [65,116]. 

 

 

Figure 48. Debye Scherrer analysis of  ”interrupted” and ”unloaded” PEF samples at several 

strains [116]. 
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In Figure 48, two situations are depicted. When the deformation has been performed up to εxx = 

1.20, similarly to the initial amorphous sample the amorphous halo is observable through an 

isotropic structure. This is observed for both “interrupted” and “unloaded” samples, even if 

only the result of “interrupted” sample is presented here. When the stretching develops, the 

diffuse arcs become observable on all the patterns. These diffractions appear at the same time 

as those observed in Figure 42. It is difficult to discuss the intensity of the spots, as they 

correspond more to diffuse arcs rather than spots.  

 

Nevertheless, it can be concluded that a crystalline phase appears as a whole in PEF, and that 

no intermediate organizations are stable enough to be observed after the unloading. It is 

different from PET where the stretching seems to firstly lead to a metastable phase, and then 

the crystal with all its periodicities is formed as the stretching continues. It can be suggested 

that the main responsible of these differences is the limited mobility of the furan ring that cannot 

flip into the tensile plane, and does not promote the same level of interactions between the 

constitutive units.  

 

4. Properties induced by the stretching 

 

Figures 49 and 50 show DMTA measurements carried out for the samples of this study. DMTA 

analysis is expected to address residual mobility of amorphous phase in a quite indirect manner. 

 

4.1 PET amorphous phase mobility and rigidity evolution 
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Figure 49. PET measurement of the viscoelastic behaviour through a DMTA analysis 

performed at 1 °C/min for “interrupted” and “unloaded” tests up to a strain of (a) 1.45; (b) 

1.60; (c) 1.72 and (d) up to the rupture; (e) zoom on the Tan δ evolution. Dots and lines are 

respectively relative to “interrupted” and “unloaded” samples [116].  
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For the low strain condition (εxx = 0.90), the elastic modulus, at the glassy plateau, is slightly 

lower than the one of the amorphous sample (Figure 49.a). It is likely that the processing of the 

films has induced some rigid zones in the material, that were relaxed during the pre-heating 

stage of the tensile protocol. The stretching up to strain of 0.90 could not be enough to re-create 

some rigid areas to the same extend as in the initial material. In an equivalent manner to DSC, 

during a DMTA test, the cold crystallisation occurs at lower temperature for this sample 

stretched up to a low strain compared to the amorphous one. Nevertheless, the modulus at the 

rubbery plateau does not vary. It suggests that the apparent entanglement density does not 

significantly evolve during the stretching (or decreased while reaching the glass transition 

during DMTA test). The microstructural change remains weak. When a strain of 1.45 is reached 

(orange dots curve and orange line), the elastic modulus of the glassy plateau slightly increases, 

and the crystallization temperature is decreased in such a way that the rubbery plateau almost 

disappears. In the case of “interrupted” samples, this effect is less important. It confirms the 

DSC observations, with a real difference in the cold crystallization between the “interrupted” 

and “unloaded” PET, for this strain level. The −relaxation temperature does not increase 

significantly and ranges from 79 °C to 81 °C, when the strain ranges from 0 to 1.45.  

For higher strains, no evidence of the cold crystallisation is observed anymore, and the 

−relaxation temperature increases from 98 °C to 110 °C (Figures 49.c to 49.d). Both the glassy 

and rubbery plateaux increase. In the Tan δ signal (Figure 49.e), the decrease of the peak 

amplitude as the mesophase is formed, followed by the crystal apparition, testifies of the 

restricted mobility of the amorphous domain. 

 

4.2 PEF amorphous phase mobility and rigidity evolution 
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Figure 50. PEF measurement of the viscoelastic behaviour through a DMTA analysis 

performed at 1 °C/min for “interrupted” and “unloaded” tests up to a strain of (a) 1.75; (b) 

1.93; (c) 2.06 and (d) up to the rupture; (e) zoom on the Tan δ evolution. Dots and lines are 

respectively relative to “interrupted” and “unloaded” samples [116]. 
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The same qualitative observations can be done for PEF (Figure 50). The stretching up to a low 

strain (εxx = 1.20) results in a decrease of the cold crystallisation temperature. It was not visible 

on the DSC scans, as the heating rate was ten times higher (1 °C/min vs 10 °C/min), and 

consequently too high to fit with the low mobility of the chain. The stretching up to high strains 

leads to an increase in T (up to 112 °C) and to an increase of the modulus. The increase of the 

−relaxation temperature along the stretching, as well as the decrease of the chain mobility, is 

clearly visible in Figure 50.e. The amorphous phase is getting more and more constrained by 

the crystalline phase. This evolution is not really progressive and, is more brutal than for PET. 

Some microstructural improvement until the sample rupture, in terms of rigidity and thermal 

stability, may still exist in PEF, even if the crystal is formed before the strain hardening. 

To conclude, the formation of PEF crystal occurs before the NDR. The DMTA results are in 

good agreement with the previous results, and give additional information on the potential 

remaining crystallisation and on the −relaxation temperature evolution. The relatively slow 

heating rate in DMTA suits better with the PEF crystallization rate compared to the one used in 

DSC, as it allows to observe the crystallization. 

 

4.3 Modification of the local motions by the stretching 

 

Figures 51.a and 51.b represent the β-relaxation of respectively PEF and PET, which is more 

related to the small local motions such as the one of the carbonyls [46,114]. By this way, one 

can wonder if  “interrupted” and “unloaded” tests reveal progressive changes in this local 

transition. 

 



123 
 

 

Figure 51. DMTA measurements in the low temperature region of amorphous, stretched and 

interrupted, stretched and unloaded of (a) PEF and (b) PET. 

 

The β-transition of PEF seems to be shifted to lower temperature for stretched samples. It is 

true even for the really first deformation stages, and no changes occur afterward [67]. As a 

remind, it was proposed that the broad amorphous peak could be decomposed into two parts. 

This decomposition could explain the shift towards the lower temperature range in the case of 

the stretched samples: 

- The left side represents the mobility of the “freer“ carbonyls, the ones in anti 

conformation: predominantly present in the amorphous domain; 

- The right side is associated to the more constrained carbonyls, such as those in syn 

conformation, present in the crystal but even in the amorphous domain. 

When crystallization occurs, the amount of syn conformations increases and, in the fully 

amorphous area there is mainly the presence of anti conformations. Hence, only the left side of 

the peak remains. It can explain the impression of temperature decreasing. However, no 

progressive shift towards the lower temperature is noticeable for the “interrupted” and 

“unloaded” PEF samples. 

Concerning PET, the β-transition remains almost the same for the stretched and the amorphous 

samples. A slight temperature increase is visible for the crystallized samples, but it is too weak 

to argue on the progressivity or not of the phenomenon. It means that all along the stretching 

process, there is the existence of strong hydrogen bonds in PET. 
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4.4 PET and PEF thermal deformation 

 

Thermal deformation measurements have been performed to quantify the dilatation or the 

contraction of the material during the heating. It can give highlights on the amount of shrinkage 

of the stretched samples. Indeed, during the heating, the chains that have been extended can 

relax their extension, or the crystallization can occur. 

Figures 52.a and 52.b show the relative length evolution, during DMTA analysis performed on 

the “interrupted” and “unloaded samples”, for respectively PEF and PET. The behaviour of the 

amorphous and the static crystallized samples have been added. 

 

 

 

Figure 52.Thermal deformation of amorphous, “interrupted”, “unloaded” and static 

crystallized (a) PEF; (b) PET from 25 °C to 210 °C measured by DMTA at 1 Hz and 1 

°C/min. 
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Firstly, the continuous dilatation of the amorphous samples (black curves) during the heating is 

visible for PEF and PET. The thermal deformation is increasing at the crossing of Tα, and a 

sharp increase is visible at this moment. When the cold crystallization occurs a slight decrease 

of the curve, which represents the contraction of the structure, is observable. As the cold 

crystallization is faster in PET this phenomenon is more marked in Figure 52.b, but exists also 

in PEF (Figure 52.a). The static crystallized sample acts in the same way as the amorphous one, 

but exhibits a lower amount of dilatation because of the presence of the crystal. At the crossing 

of Tα the increase of the curve is much less marked. 

The shape of the curves for the stretched samples is slightly different from the amorphous case. 

A drop is visible close to the occurrence of the glass transition. This drop is more pronounced 

for the “interrupted” tests (dots) compared to the “unloaded” ones (lines), and especially intense 

for the samples in which a well-defined crystal structure has not been reported. According to 

the impressive amount of contraction reported, it cannot be only due to the crystallization. It is 

mainly the result of the relaxation of the extended chains that is possible with the thermal energy 

brought to the system during the measurement. This drop is less marked for the “unloaded” 

samples as during the unloading, because of the mechanical energy, these samples have already 

been able to relax the chain extension in temperature. In PEF, the first “interrupted” sample (εxx 

= 1.20) is subjected to a too high amount of relaxation that makes the measurement impossible 

for the device with the settings applied. No stable microstructural organization induced by the 

stretching can compensate the elastic recovery of the material. During the heating of the 

stretched samples, there is a concomitantly existence and a competition between the relaxation 

of the chains, the dilatation and the crystal perfection. The relaxation is dominant firstly, and 

then dilatation becomes predominant. The crystal perfection seems to have a relatively low 

contribution, in these samples. The relaxation of the chains is less marked, and appears at higher 

temperatures for the “unloaded” samples stretched to strains higher than the NDR. The 

dilatation is also less marked for these samples. 

For PET, the shape of the curve of the sample that has been stretched up to the rupture is slightly 

different from the others “interrupted” and “unloaded” tests. The thermal deformation 

measurement is sensitive to the thermomechanical path of the samples. With the rupture the 

unloading of the material cannot be completely known. The impact of “non-controlled” end of 

test is less marked in PEF, stretched up to the rupture, as it seems that PEF microstructure is 

less sensitive than PET one. 
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5. Conformational analysis 

 

This part deals with the existence of progressive, or not, conformational changes for stretched 

PEF and PET through the analysis of the “interrupted” and “unloaded tests”. Figures 53.a and 

53.b analyse the conformational changes in the region of the EG for respectively PET and PEF. 

 

 

Figure 53. FT–IR spectra from 1320 to 1500 cm-1 of (a) PET and (b) PEF for “unloaded” and 

“interrupted” samples. Dots and lines are respectively relative to “interrupted” and 

“unloaded” samples [116]. 

 

Concerning PET, it is possible to distinguish three cases (Figure 53.a).  

For both “interrupted” and “unloaded samples”, when εxx = 1.60; εxx = 1.72 and when the sample 

has been stretched up to its rupture, there is a significative increase of the peak at 1340 cm-1. 

With the stretching, the number of EG in trans conformation increases: the creation of a crystal, 

or of a more constrained amorphous phase, takes place.  

The two others “interrupted” conditions (εxx  = 0.90, blue dots, and εxx = 1.45, orange dots) are 

well superimposed with the amorphous sample. It means that, there is a minority of EG in trans 

conformation in all these samples, and a majority of gauche conformations. It is coherent with 

their amorphous state. 

For the two others “unloaded” conditions (εxx = 0.90, blue line, and εxx = 1.45, orange line), 

there is an increase of the amount of trans conformations, leading to an intermediary state 

between the amorphous phase, with a majority of gauche conformations, and the crystal 

presence with the trans conformation. It is relevant with the previous observations. For the peak 
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at 1470 cm-1, the same conclusions can be drawn. These progressive changes in PET are 

noticeable for all the others band that are presented in Annex (Annexes 1 to 3). 

About PEF, the situation is more binary as shown in Figure 53.b.  

The spectra corresponding to the amorphous sample, the “unloaded” and the “interrupted” 

samples for the strain of εxx = 1.20 are well superimposed. It is in adequation with the previous 

result and with the amorphous structure of these samples (with a majority of gauche 

conformation). For all the other conditions, the number of trans conformation increases, as 

illustrated by the rise of the peaks at 1340 cm-1 and 1480 cm-1. All the curves are superimposed. 

It confirms that the crystal of PEF is well-defined before the beginning of the strain hardening, 

and remains almost the same after the unloading or the rupture (despite some microstructural 

improvements). In Annexes 4 to 8, this binary situation is also visible. The amorphous and the 

interrupted/unloaded conditions far from the NDR (εxx = 1.20) are almost always superimposed.  

 

In the case of the ester/ether band (Figure 54), a slight difference exists between the amorphous, 

the “unloaded” and the “interrupted” samples. The band of the “interrupted” sample has been 

slightly shifted to higher energy. This is the signature of a more constrain environment. For the 

“unloaded” condition, the band is almost superimposed to the one of the amorphous sample. 

This aliphatic part of the material, is the easier part to deform. Hence, the observation of some 

slight changes and orientation on the ether/ester groups is understandable. Moreover this shift 

can be correlated with the values of RAF (Table 16). Indeed, the χRAF of the “interrupted” 

sample is higher than the one of the “unloaded” sample (24% vs 15%). It can explain the 

localization of this band at higher wave number. 

 



128 
 

 

Figure 54. FT–IR spectra from 1050 to 1325 cm-1 of amorphous, stretched, stretched and 

interrupted, and stretched and unloaded PEF. 

 

All this study proves that PEF crystal is formed before the strain hardening and continues to be 

improved up to the stretching end, while PET is able to promote intermediary metastable phases 

before the apparition of its final crystal. 

 

6. Conclusions 

 

To conclude, this chapter has focused on the crystal development scenario over stretching for 

PEF, in comparison to the better known PET. PET exhibits an easier chain mobility and can 

develop strong interactions (hydrogen bonds and C6 interactions). This makes it easier for PET 

to promote SIC. As soon as some thermal and mechanical energies are given, PET is able to 

form a mesophase. This mesophase can be an oriented amorphous phase, that will help its 

crystallization to occur, and that will develop up to the end of the stretching. The definitive PET 

crystal, with all its periodicities and interactions, is formed only after the stretching end and can 

be improved during the unloading, or some relaxation steps. Some clear differences are 

noticeable between the samples “interrupted” or “unloaded” and the one stretched up to its 

rupture: it testifies the progressive organization in PET. 
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PEF has a real hindered mobility because of the furan ring. The material will need time, and 

energy to organize its microstructure into a crystal. Moreover, because of the low symmetry of 

the furan ring, two repeat units are needed in the crystal and two conformational constrains 

exist: gauche to trans for the EG, and anti to syn for the furan groups. As it is a complex process, 

PEF crystallizes only when its structure can be stabilized. From a mechanical point of view, 

PEF strain hardening appears only when a crystal is formed. More constrained areas can exist 

and remain in PEF than in PET. Despite a crystallization before the strain hardening, some 

microstructural improvements (crystal perfection and RAF fraction increase) occur up to the 

end of the stretching for PEF.  

The impact of the stretching settings on the microstructural development, and the associated 

final properties, in PEF and PET samples, are now going to be analysed. 
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7. Annexes 

 

 

Annex 1. FT–IR spectra from (a) 1050 to 1300 cm-1 of amorphous, stretched, stretched and 

interrupted, and stretched and unloaded PET. 

 

 

Annex 2. FT–IR spectra from 1640 to 1800 cm-1 of amorphous, stretched up to rupture, 

stretched and interrupted, and stretched and unloaded PET. 
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Annex 3. FT–IR spectra from 950 to 1060 cm-1 of amorphous, stretched up to the rupture, 

stretched and interrupted and stretched and unloaded PET. 

 

 

Annex 4. FT–IR spectra from 1640 to 1800 cm-1 of amorphous, stretched up to rupture, 

stretched and interrupted, and stretched and unloaded PEF. 
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Annex 5. FT–IR spectra from 600 to 640 cm-1 of amorphous, stretched until rupture, stretched 

and interrupted, stretched and unloaded PEF. 

 

 

Annex 6. FT–IR spectra from 1560 to 1600 cm-1 of amorphous, stretched until rupture, 

stretched and interrupted, stretched and unloaded PEF. 
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Annex 7. FT–IR spectra from 3000 to 3200 cm-1 of amorphous, stretched until rupture, 

stretched and interrupted, stretched and unloaded PEF. 

 

 

Annex 8: FT–IR spectra from 980 to 1060 cm-1 of amorphous, stretched up to the rupture, 

stretched and interrupted and stretched and unloaded PEF. 
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Chapter 5 

 

Characterization of the microstructure and 

of the thermo-mechanical behaviour of the 
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Chapitre 5 

Caractérisation de la microstructure et des 

propriétés thermomécaniques des échantillons 

de PEF et de PET étirés uniaxialement 

 

Ce chapitre a pour but de déterminer l’influence des conditions d’étirage sur le développement 

microstructural. Les échantillons étirés uniaxialement et présentés au second chapitre sont ainsi 

analysés pour le PEF et le PET. Deux paramètres semblent importants pour analyser la 

microstructure induite par l’étirage : le niveau de déformation final et le couple vitesse de 

déformation/température utilisé. En effet, les essais réalisés avec une vitesse de déformation 

dite « rapide », dans le cadre de cette étude, ont probablement été soumis à un auto-

échauffement apparaissant durant les dernières étapes de l’étirage. Cet auto-échauffement 

n’apparaît pas ou bien n’est pas observable sur les essais dits « lents ». Cette constatation est 

vraie pour le PEF, ainsi que pour le PET. L’auto-échauffement est visible uniquement pour les 

échantillons ayant un comportement viscoélastique. Les échantillons étirés à la fin des plateaux 

caoutchoutiques, étant plutôt hyper-élastiques, ne semblent pas le présenter. 

Il semblerait que la phase cristalline, aussi bien pour le PEF que pour le PET, soit dépendante 

du niveau de déformation final atteint. Ainsi, la quantité de cristal mesurée augmente avec la 

déformation finale. Ceci est vrai pour les échantillons présentant un comportement 

viscoélastique. Pour les autres échantillons, étant plutôt dans un état hyper-élastique durant 

l’étirage, les taux de cristallinité mesurés sont plus faibles pour le PET et assez similaires aux 

autres conditions pour le PEF. La définition des familles de plans du PEF est dépendante de la 

présence ou non de l’auto-échauffement. 

La phase amorphe, quant à elle, est directement soumise aux conditions d’étirage. Lors des 

différentes mesures, les échantillons se classent selon une vitesse de déformation « lente » ou 

« rapide ». En effet, les essais réalisés avec une vitesse dite « lente » ont un module élastique 

plus élevé sur le plateau vitreux que les échantillons « rapides ». Les températures de 

cristallisation froide sont également plus basses pour les tests « lents ». Ceci signifie que la 

phase amorphe est pré-orientée et plus contrainte. En effet, les essais « lents » n’ayant pas 
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bénéficié de l’auto-échauffement, leur domaine amorphe est sûrement plus contraint que celui 

des essais « rapides », qui ont pu plus facilement relaxer leurs chaines ou finaliser leur cristal 

durant la fin de l’étirage. 

Malgré la classification par vitesse de déformation « lente » ou « rapide », les différents 

échantillons de PEF semblent plus proches que ceux du PET, pour lesquels plus de disparités 

existent. Ceci confirme que le PEF est capable, une fois que les paramètres d’étirage adéquats 

sont trouvés, de former une microstructure bien définie et similaire. Il faut réussir à dépasser le 

NDR. Au contraire, le PET affiche une plus grande sensibilité aux conditions expérimentales. 

Si le PEF et le PET sont comparés, il semble que le PEF soit plus rigide que le PET sur le 

plateau vitreux. Cependant, le PET forme plus de cristal et a, pour quelques échantillons, une 

température de transition α plus élevée.  
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1. Introduction 

 

The uniaxial stretching of PEF and PET has been introduced in Chapter 2. This chapter focuses 

on the influence of the stretching parameters on the microstructural development, and on the 

final properties. Based on the time/temperature equivalence principle, several mechanical 

conditions have been chosen, but one can wonder if an equivalent mechanical behaviour (i.e. 

the same equivalent strain rate at a reference temperature) leads to the same microstructure, and 

to the same resulting properties. All the tests of Chapter 2 were settled up to the rupture, and 

the NDR was reached in any case. 

For PET, it is reported in the literature that the microstructural perfection is dependent on the 

initial physical state: it means the localization of the tests on the master curve [95]. Moreover, 

the post-stretching treatment also influences the microstructure observed ex situ [91]. 

Concerning PEF, one study deals with the comparison of some samples stretched at various 

equivalent strain rates [60]. According to their stretching protocol, the authors have found that 

SIC is improved when the stretching is performed at a stretching temperature 10 °C higher than 

the Tα. For them, there is the presence of organized phases with a better definition and a higher 

crystalline fraction than with the other stretching conditions.  

This chapter, aims at establishing a wider comparison of PEF and PET stretched samples. In 

the previous chapter, the influence of the strain level on the microstructural development has 

been observed through “unloaded” and “interrupted” tests. Thus, the influence, on the 

microstructural development, of a stretching performed up to higher strains must be quantified. 

Table 17 and 18 remind, respectively, the PEF and PET stretching tests conditions that have 

been presented in Chapter 2, and add the final strain reached for each of them. 
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 Equivalent strain rate at the reference 

temperature of 100 °C (s-1) 

Stretching settings 

(s-1 / °C) 

Final strain 

(εxx
final) 

 

 

 

 

 

 

PEF 

 

 

10-1 

Slow 

(0.02 / 96) 

1.92 

Rapid 

(0.20 / 101) 

1.92 

 

 

10-2 

 

Slow 

(0.035 / 101) 

2.08 

Rapid 

(0.13 / 109) 

2.15 

 

 

5*10-4 

Slow 

(0.015 / 109) 

2.67 

Rapid 

(0.040 / 117) 

2.74 

Table 17. Summary of PEF stretching conditions with the associated final strain reached. 
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 Equivalent strain rate at the reference 

temperature of 90 °C (s-1) 

Stretching settings 

(s-1 / °C) 

Final strain 

(εxx
final) 

 

 

 

 

 

 

PET 

 

 

2*10-2  

Slow 

(0.01 / 87) 

1.75 

Rapid 

(0.06 / 92) 

1.91 

 

 

2*10-3 

 

Slow 

(0.02 / 95) 

1.94 

Rapid 

(0.07 / 101) 

1.96 

 

 

2.5*10-4 

 

Slow 

(0.009 / 101) 

2.77 

Rapid 

(0.030 / 106) 

2.34 

Table 18. Summary of PET stretching conditions with the associated final strain reached. 

 

Concerning PEF, the final strains are slightly different from an equivalent strain rate to another, 

but relatively similar within the same equivalent strain rate. Thus, a comparison of all the 

stretching conditions together can be slightly tricky. The equivalent strain rates of 10-1 s-1 and 

of 10-2 s-1, defined at a reference temperature of 100 °C, have reached really close level of final 

strains. In PET, the same final strain can be found for different equivalent strain rates. For both 

materials, these similarities are in bold in Table 17 and Table 18. The final strain increases with 

the state of the material : higher strains are reached when the stretching is performed on samples 

in a “pronounced” rubbery state. 

In order to make a correct comparison, the samples that have been stretched up to the same, or 

to a really close, final strain (εxx
final) are firstly compared for PEF, and then for PET. After that, 
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to get a database on the microstructural development under a stretching performed with several 

conditions, the others tests are presented. 

 

2. Stretching of PEF up to close strains  

 

Firstly, only the analysis of the tests that exhibit a viscoelastic behaviour during the stretching 

are presented: it means the tests performed for equivalent strain rates of 10-1 s-1 and 10-2 s-1, at 

a reference temperature of 100 °C.  

Despite the reaching of the same or close final strains, some differences can exist between the 

samples. It is true for the crystal ratios, as visible in Figure 55. These ratios have been obtained 

with a DSC measurement performed at 10 °C/min from 50 °C to 250 °C. 

 

 

Figure 55. Evolution of the crystal ratio depending on the final strain reached for samples 

stretched with "slow" and "rapid" strain rates for the equivalent strain rates of 10-1 s-1 (orange) 

and 10-2 s-1 (green) defined at a reference temperature of 100 °C. 

 

By comparing the two equivalent strain rates, it appears that the reaching of higher level of final 

strains leads to higher crystal ratios. Within an equivalent strain rate, some slight disparities 

exist: the tests performed with “rapid” strain rates lead to higher crystal ratios. 
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The indexed radial scans in TD (Figures 56.a and 56.b) confirm an apparent difference between 

the samples stretched up to the same final strain, and specially an influence of the stretching 

settings on the crystal perfection. The Debye-Scherrer pattern of one stretching condition is 

depicted in Figure 56.c, as an example of the pattern obtained (“rapid” test performed for an 

equivalent strain rate of 10-2 s-1 defined at a reference temperature of 100 °C). The other ones 

are in Annex 1. To perform these experiments, the sample to screen distance (D) of 75 mm is 

used [65,67,116]. 

 

 

 

Figure 56. Radial scans from 5 ° to 50 ° of PEF, in TD direction, for equivalent strain rates of  

(a) 10-1 s-1 (orange) and (b) 10-2 s-1 (green) defined at a reference temperature of 100 °C, (c) 

Debye-Scherrer pattern performed on PEF stretched with “rapid” strain rate at an equivalent 

strain rate of 10-2 s-1, at the reference temperature of 100 °C. 
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The orientation of the crystal induced by the stretching is clearly visible through the presence 

of intense spots, in Figure 56.c and in Annex 1 [65]. The scans in the stretching direction 

(Figures 56.a and 56.b) lead to the observation of three separated peaks (17.72 °, 22.62 ° and 

26.21 °), or to one bump and one intense peak at 26.21 °. If a deconvolution is made, the bump 

has to be decomposed into two peaks (one around 18.20 ° and the other one around 23.00 °, the 

exact angular values depend on the stretching settings).  

The apparent merging of the peaks appears to be slightly dependent on the stretching conditions. 

Indeed, it seems that the scans of the samples stretched with “rapid” strain rates (dot curves) 

exhibit three separated peaks; while the one of the slower strain rates (lines) conduct to the 

observation of one bump and one peak. This trend is true for all the samples even those stretched 

up to exactly the same final strain (Figure 56.a). Thus, the only difference between these two 

tests is the stretching temperature and the strain rate applied. In the previous chapter, the 

interrupted and loaded/unloaded tests, realised on a “slow” test (0.035 s-1 / 101 °C), had 

informed that the crystal is formed before the NDR, and that three separated peaks are 

distinguishable at this moment [116]. It means that the families of planes are well-separated. 

During the strain hardening, the first two peaks start to merge creating the bump. It has been 

associated to the deformation of the crystal during the last stages of the stretching. According 

to the strain rate evolution during the stretching (Chapter 2, Figure 22 and Annexes 1 to 3), the 

deformation of the crystal takes place for the “slow” and the “rapid” strain rates [65].  

An explanation concerning the presence of three peaks in the case of the samples stretched with 

a “rapid” strain rates is the temperature evolution during the last stages of the stretching. In fact, 

as visible in Chapter 2, during the last stages of the stretching, the “rapid” tests exhibit a 

continuous increase of the temperature, while the “slow” tests have a relative constant 

temperature evolution. By this way, it is possible that a self-heating occurs during the last stages 

of the stretching, for the “rapid” tests only. Thus, the stretching deforms the crystal but the 

thermal energy given by the self-heating acts as an annealing step, and then leads to the 

observation of three separated peaks for these samples. Three separated peaks can also be 

observed in the work of Menager et al [60], in which an annealing step has been applied after 

the stretching. On the contrary, in the “slow” tests the deformation of the crystal is made without 

an additional thermal energy: it leads to the observation of a merging of the first two peaks. 

 

The influence of the stretching settings on the microstructural development (additionally to the 

final strain) is confirmed through other measurements. Figure 57 represents the analysis of the 

viscoelastic behaviour of the stretched samples, performed with a DMTA measurement, at 1 
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°C/min, 1 Hz and from – 150 °C up to 200 °C. Table 19 gathers the cold crystallization 

temperatures obtained with a DSC measurement performed at 10 °C/min from 50 °C to 300 °C. 

The DSC curves are in Annex 2. 

 

 

Figure 57. (a) Elastic modulus (E’), (b) Tan δ and (c) thermal deformation evolutions with the 

temperature, performed by  DMTA at an heating rate of 1° C/min, from (a) and (b) -150 °C to 

210 °C and (c) from 25 °C to 210 °C, for stretched PEF. 
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 Equivalent strain rate (s-1) defined at 

a reference temperature of 100 °C 

 

Samples 

 

Tc (°C) 

 

 

PEF 

10-1 0.02 s-1 / 96°C 112 

0.20 s-1 / 101°C 135 

10-2 0.035 s-1 / 101°C 117 

0.130 s-1 / 109°C 135 

Table 19. Cold crystallization temperatures of stretched PEF, measured by DSC with a 

heating rate of 10 °C/min and from 25 °C to 250 °C. 

 

Some slight disparities are noticeable even if the same level of final deformation has been 

reached. A similar amorphous domain seems to exist for the “slow” tests, and another one for 

the “rapid” tests, as visible in Figure 57.a and Figure 57.c. The curves drawn on these figures 

are classed by strain rates first and then, by the value of the final strain.  

The “slow” tests exhibit a really close glassy and rubbery plateaux. For the ”rapid” tests, the 

glassy plateaux are close too. The glassy and rubbery plateaux are slightly higher for the 

samples that have been stretched up to a higher final strain (green curve, equivalent strain rate 

of 10-2 s-1 at a reference temperature of 100 °C). This trend is more marked on the rubbery 

plateau.  

The amorphous domain of the “slow” tests seems to be more rigid than the one of the “rapid” 

tests. The self-heating occurring for only the “rapid” tests can slightly relax some part of the 

amorphous domain of the material, or can help to turn others towards a crystal. This last 

hypothesis fits with the higher crystal ratios obtained, for the “rapid” tests. By this way, there 

is the presence of a lower part of oriented and constrained amorphous domain, and then the 

elastic modulus on the glassy plateau appears lower for the “rapid” tests, compared to the 

“slow” tests that have not be submitted to a self-heating process.  

The Tan δ curves are really similar. No real changes are noticeable on the α- and β-relaxations. 

A close Tα is found between all the samples, but this temperature seems to increase with the 

reaching of higher strains (tests of the equivalent strain rate of 10-2 s-1 defined at a reference 

temperature of 100 °C). Indeed, the highest temperature is of 114 °C, and belongs to the sample 

stretched up to 2.15 (“rapid” test stretched at an equivalent strain rates of 10-2 s-1 defined at the 

reference temperature of 100 °C). The three others tests exhibit a Tα close to 110 °C. The 

magnitude of the peak, which is linked to the mobility of the amorphous domain, seems to be 

dependent on the level of the final strain, and of the crystal ratio value. Then, the samples 



146 
 

stretched with an equivalent strain rate of 10-2 s-1, at the reference temperature of 100 °C, exhibit 

the lower chain mobility. 

The cold crystallization temperature, measured in DSC, seems to fit with the DMTA results, 

and specially with the thermal deformation behaviour (Figure 57.c). Indeed, as it is visible in  

Table 19, the cold crystallization occurs always at lower temperatures for the samples stretched 

with “slow” strain rates. It lets suppose that these samples are composed of amorphous areas 

that are highly pre-organized, but not in an enough periodic way to form a crystal, then, they 

remain in the amorphous state. But, as soon as the thermal energy is given to them, they can 

crystallize. On the contrary, the “rapid” tests have already given this thermal energy to the 

amorphous domain during the last stages of the stretching, through the self-heating contribution. 

Then, the cold crystallization takes place at higher temperatures. 

Moreover, with the observation of the thermal deformation (Figure 57.c), the relaxation of the 

stretched chains seems to occur right after the glass transition for the “slow” tests, while for the 

“rapid” ones this relaxation occurs, as the cold crystallization, at higher temperatures. The self-

heating contribution has already given the thermal energy needed to allow the relaxation of the 

chains in the “rapid” samples. 

To conclude this part, it seems that some differences exist between the “slow” and “rapid” 

stretched samples, especially in the organization of the amorphous domain. The level of the 

final strain impacts the crystal ratios values, while the amorphous domain and its stability is 

clearly dependent on the presence or not of the self-heating. The amorphous domain of the 

“slow” tests seems less stable compared to the one of the “rapid” tests. Nevertheless, the 

differences appear to be relatively low. 

 

3. PET sensitivity to the stretching conditions 

 

Some PET tests (in bold in Table 18) have reached close final strains. It is the case for the 

“rapid” test performed at an equivalent strain rate of 2*10-2 s-1, as well as for the “slow” and 

“rapid” tests performed at an equivalent strain rate of 2*10-3 s-1, defined at a reference 

temperature of 90 °C. Then, these tests are going to be compared. To broaden the discussion, 

another test is added: the “slow” test performed at an equivalent strain rate of 2*10-2 s-1 defined 

at a reference temperature of 90 °C (italic line in Table 18). This test has reached the lowest 
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final strain but its analysis can help to determine the influence of the strain level on the 

microstructural development. The comparison with PEF is also conducted. 

Figure 58 represents the indexed radial scans performed in TD, as well as the typical Debye-

Scherrer pattern obtained for these samples. The Debye-Scherrer patterns of the other tests are 

represented in Annex 3. 

 

 

Figure 58. (a) Radial scans from 5 ° to 50 ° of PET in TD, (b) Debye-Scherrer pattern 

performed on PET stretched with “rapid” strain rates at an equivalent strain rate of 2*10-3 s-1 

at the reference temperature of 90 °C. 

 

The scans are in agreement with the observations of the previous chapter, made with the 

”interrupted” and “unloaded” samples. After the stretching end, three thin and separated peaks 

are noticeable on the scan performed in the equatorial direction (Figure 58.a). The crystal, with 

all its periodicities, has been formed at the end of the stretching. Then, it appears that the crystal 

definition of these samples is less sensitive to the strain rate, and thus to the temperature. Indeed, 

as in PEF, during the strain hardening there is the presence of a self-heating, for only the “rapid” 

tests (Chapter 2, Annexes 1 and 3). This self-heating does not impact the crystal definition.  

The crystal perfection and the definition of the families of planes are sensitive to the final strain 

reached, as visible in Figure 58.a. The scan of the “rapid” sample stretched at an equivalent 

strain rate of 2*10-3 s-1 is the one that exhibits the thinner peaks and that has been stretched up 

to the higher strain. Thus, the families of planes seem to be well-defined. The two other samples 
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stretched to a close final strain exhibit a similar, almost superimposed, scan. The influence of 

the final strain is confirmed through the analysis of the test stretched up to the lowest final strain 

(“slow” test of an equivalent strain rate of 2*10-2 s-1 at a reference temperature of 90 °C): the 

peaks are less separated, thus the families of planes have a lower definition. Despite the slight 

changes observed, the crystal perfection seems to be close between these tests. 

The dependence of the final strain on the crystal ratio exists, as in PEF, and is visible in Figure 

59. Crystal ratios have been measured through DSC measurements performed at 10 °C/min 

form 50 °C to 300 °C. Table 20 gathers the cold crystallization temperatures measured in DSC. 

The DSC curves are visible in Annex 4. 

 

 

Figure 59. Evolution of the crystal ratio depending on the final strain reached for samples 

stretched with "slow" and "rapid" strain rates for the equivalent strain rates of 2*10-2 s-1 and 

2*10-3 s-1, defined at a reference temperature of 90 °C. 

 

 Equivalent strain rate (s-1) defined at 

a reference temperature of 100 °C 

 

Samples 

 

Tc (°C) 

 

 

PET 

2*10-2 0.01 s-1 / 87°C 155 

0.06 s-1 / 92°C 142 

2*10-3 0.02 s-1 / 95°C 105 

0.07 s-1 / 101°C 158 

Table 20. Cold crystallization temperatures measured in DSC with a heating rate of 10 °C/min 

and from 50 °C to 300 °C. 
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The formation of higher crystal ratios when the stretching has been performed up to a higher 

final strains is clearly visible. For the conditions that have a similar final strain (around 1.90), 

the crystal ratio is higher than 40 %. While for the test stretched up to 1.75, the crystal ratio is 

around 30 %. It is possible that the crystal ratio has been slightly overestimated by DSC (as 

discussed previously), but the trend seems quite in agreement with the WAXS analysis (Figure 

58). Thus, the trend is relatively close to the one of PEF. Nevertheless, the crystal ratios are 

globally higher for stretched PET compared to stretched PEF. It confirms the complexity of the 

PEF crystallization in comparison with the PET one. 

 

As in PEF, the cold crystallization of the samples stretched with “slow” strain rates starts at 

lower temperatures compared to the “rapid” strain rates. For the test stretched at 96 °C, even if 

the maximum of the crystallization is reported at 155 °C, it is visible in Annex 4, that the cold 

crystallization starts at the glass transition. It is due to a pre-organization of the microstructure. 

The variations of the cold crystallization temperatures let suppose, as in PEF, that the 

microstructural development is not dependent on the final strain only. 

As a matter of fact, some major differences exist when the mobility of the amorphous domain 

is observed on the PET stretched samples. DMTA measurement, performed with a heating rate 

of 1 °C/min between -150 °C and 210 °C and at 1 Hz, is visible in Figure 60. 
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Figure 60. (a) Elastic modulus (E’), (b) Tan δ and (c) thermal deformation evolutions with 

temperature, performed by  DMTA at an heating rate of 1° C/min, from (a) and (b) -150 °C to 

210 °C and (c) from 25 °C to 210 °C, for stretched PET. 

 

The trend in PET is similar to the one of PEF, as the tests are also classed by “slow” and “rapid” 

strain rates on the glassy plateau. But more disparities exist between the PET samples compared 
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to the PEF ones. The “slow” tests exhibit the higher elastic modulus, as in PEF. It agrees with 

the high orientation and constraint existing in the amorphous domain of the “slow” tests. But 

in PET, the highest value does not belong to the higher final strain but to the lowest one: the 

test stretched up to 1.75. This test, which has the lower crystal ratio, also has the higher glassy 

and rubbery plateaux. This high elastic modulus can be explained by a high portion of pre-

organized amorphous domain that has not be turned into the crystal, during the stretching. But 

the rigidity of its amorphous domain seems to slightly compensates its lack of stability, as it is 

developed further. 

Concerning the “rapid” tests, the opposite trend is observed: the highest glassy plateau belongs 

to the sample stretched up to the highest strain (1.96). On the rubbery plateau, the trend is 

inversed, the rubbery plateaux are close for the two “rapid” tests. It seems that a higher gap 

exists in the glassy and rubbery plateaux between the “slow” tests, compared to the one existing 

between the “rapid” tests.  

As in PEF, these differences between the amorphous domains of “slow” and “rapid” tests can 

be explained by presence or not of self-heating during the last stages of the stretching. The 

amorphous domain of the “rapid” tests can be slightly relaxed compared to the one of the “slow” 

tests. Moreover, as the “rapid” tests have formed a higher crystal ratio compared to the “slow” 

tests, the proportion of oriented amorphous domain is lower and the elastic modulus appears 

less rigid. On the opposite, the amorphous domain of the “slow” tests becomes pre-organized 

during the last stages of the stretching. It fits with the occurrence of the cold crystallization at 

lower temperature in DSC, and with the thermal behaviour observed in Figure 60.c.  

Concerning the Tα, a higher diversity exists compared to PEF. The peak is wider for the “slow” 

tests, as a confirmation of the concomitantly presence of the crystal, the amorphous domain and 

the pre-organized domain in these samples. These results on “slow” samples also fit with the 

low cold crystallization temperatures, and with the high relaxation of the stretched chains in 

Figure 60.c.  

The magnitude of the Tα is lower for the “rapid” tests, compared to the “slow” tests. It is 

probably due to a better definition of the microstructure (as visible in Figure 60.c with the 

relaxation of the stretched chains that occurs at a high temperature). Moreover, the highest Tα 

(around 120 °C) belong to both the “rapid” tests, and to the one stretched up to the lowest strain. 

On the other hand, the Tα is of 110 °C for the “slow” test performed at 95 °C. It seems that this 

test is the less rigid, probably because the strain rate is too slow and the temperature too low 

accounting for the high rubbery state of this material. No real differences exist on the β-

relaxation. 
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To conclude this part, the occurrence of the self-heating impacts the amorphous domain 

definition, as in PEF. The crystal ratio is clearly dependent on the final strain. On the contrary 

to PEF, it seems that the stretching leads to more variability in the amorphous domain 

definition. In terms of rigidity, the stretched PEF samples exhibit a slightly higher modulus for 

“slow” and “rapid” tests, in comparison with PET. 

 

4. Comparison with the tests performed up to higher strains

  

As the microstructure has been compared and analysed for the samples stretched in a similar 

way, in terms of initial rubbery state and final strain, the analysis can be widened to the other 

samples: those with a hyper-elastic behaviour that have reached higher strain levels. They have 

been stretched at higher temperatures, and as it was visible in Chapter 2 (Figure 23 and Annex 

4), the temperature variation is different from the other tests. In PET and PEF, no or a very low 

self-heating seems to occur in the final stretching stages (Figure 23 and Annex 4). 

Figure 61 represents the Debye-Scherrer patterns of the PET tests stretched up to the highest 

final strains, while being in a “pronounced” rubbery state. 

 

 

Figure 61. Debye-Scherrer patterns performed on PET stretched with (a) “slow” and (b) 

“rapid” strain rates at an equivalent strain rate of 2.5*10-4 s-1 at the reference temperature of 

90 °C. 
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These two samples exhibit different patterns compared to the previous ones presented (Figure 

58.b and Annex 3): the spots appear to be spreader. It is especially true on the pattern of the 

sample stretched at 106 °C (Figure 61.b): arcs rather than spots are visible. Thus, the crystal 

perfection of these samples can be lower compared to the other tests. The indexed radial scans 

of these conditions confirm this observation and are represented, with the other conditions, in 

Annex 5, for TD and MD. In Chapter 2, it has been suggested that the PET sample that has been 

stretched with the highest temperature (106 °C) can have developed a microstructure which is 

a mix between SIC and some nucleation occurring during the pre-heating step. The “slow” test 

of this equivalent strain rate has a lower but relatively similar crystal ratio compared to the other 

conditions (36%), while the “rapid” test has the lowest crystal ratio (22%). 

FT-IR measurements have been performed to highlight the differences observed in terms of 

conformations for these two samples. The “slow” test of this equivalent strain rate seems to be 

slightly less constrained, on the ether and ester part of the chain, compared to the other samples 

(as visible in Figure 62), while the sample stretched at 106 °C exhibits constrained groups in a 

state between the amorphous sample and the stretched ones. The other graphs in agreement 

with this observation are in Annex 6. As it has been observed previously, no real changes are 

visible on the carbonyl groups (Annex 6.a). 

 

 

Figure 62. FT–IR spectra from 1050 to 1300 cm-1 for stretched and amorphous PET. 
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These results confirm that the microstructure of the sample stretched at 106 °C is closer to the 

one of the amorphous sample and then, slightly different from the others samples, in which only 

SIC has occurred. The other condition of this equivalent strain rate, the “slow” test appears to 

be closer to the other samples presented in the previous part, in terms of crystal definition, 

crystal ratio and conformational changes.  

The analysis of the amorphous domain through a DMTA measurement is going to add more 

details on this sample (Figure 63). 
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Figure 63. (a) Elastic modulus (E’), (b) Tan δ and (c) thermal deformation evolutions with 

temperature, performed by  DMTA at an heating rate of 1° C/min, from (a) and (b) -150 °C to 

210 °C and (c) from 25 °C to 210 °C, for stretched PET. 

 

The “slow” test performed at 101 °C, for an equivalent strain rate of 5*10-4 s-1, presents an 

elastic modulus closer to the “rapid” tests, in comparison to the other “slow” tests. It is possible 

that when being in a high rubbery state, the combination of a stretching at 101 °C with the 
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“slow” strain rate does not allow the formation of an amorphous domain as rigid as the one of 

the other “slow” tests (performed at lower temperature and equivalent strain rate). The α-

relaxation of this sample also occurs at lower temperature (105 °C) and its Tα peak is wide. The 

major difference existing between this sample and the other “slow” tests is visible on the 

thermal deformation. Indeed, the chains relaxation with the temperature is almost neglectable, 

it means that the amorphous domain is relatively stable. The temperature of cold crystallization 

of this sample (measured in DSC) is of 116 °C, which is higher compared to the other “slow” 

tests and also close to what can be observed for an amorphous sample (124 °C). It can let 

suppose that this sample does not have pre-organized amorphous domains. The DSC graphs are 

in Annex 7. Thus, because of the stretching settings and its initial physical state, this sample is 

different from the other ones. It confirms that the microstructural development of PET samples 

is highly submitted to the stretching conditions. 

 

On the contrary, once the NDR has been crossed in PEF, it seems that the obtained 

microstructure is relatively similar. It has been observed in the first part, and it is confirmed 

with the analysis of the samples stretched at an equivalent strain rates of 5*10-4 s-1, defined at 

a reference temperature of 100 °C. The microstructure of the samples in a “pronounced” 

rubbery state (blue curves) is close to the one of the other conditions, as it is visible in Figure 

64. 
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Figure 64. (a) Elastic modulus (E’), (b) Tan δ and (c) thermal deformation evolutions with 

temperature, performed by  DMTA at an heating rate of 1° C/min, from (a) and (b) -150 °C to 

210 °C and (c) from 25 °C to 210 °C, for stretched PEF. 

 

A totally different trend is visible on the previous PEF graphs, in comparison to what has been 

observed in PET. The behaviour of the amorphous domain of the samples stretched with an 



158 
 

equivalent strain rate of 5*10-4 s-1, at the reference temperature of 100 °C, is really close to the 

one of the others conditions. Moreover, these samples exhibit the highest elastic modulus on 

the glassy and rubbery plateaux, in comparison to respectively the other “slow” and “rapid” 

tests. There is the existence of low disparities between all the PEF stretched samples  

The high temperatures used for the stretching of the samples stretched at an equivalent strain 

rate of 5*10-4 s-1 has led to a relatively stable amorphous domain, as it is visible in Figure 64.c. 

As in PET, the “slow” test exhibits an almost neglectable relaxation of the stretched chains, 

while the “rapid” test acts similarly to the others “rapid” tests, with a constant dilatation of the 

amorphous domain. But on the contrary to the other “rapid” tests, there is no contraction of the 

chains during the last step of the measurement. Concerning the Tα values of the samples 

stretched in the highest rubbery state, they are close to the ones of the others tests. The peak is 

relatively thin, and these samples seem to have the lowest chains. mobility 

In parallel, the crystal ratios are lower compared to the other conditions (30% for the “slow” 

test and 22% for the “rapid” one). Thus, the low mobility of the amorphous domain can 

probably be explained by the RAF and MAF values. These fractions have not been commented 

for the others samples stretched up to the same strains because the values are relatively close 

(around 40% of RAF and around 25% of MAF). But for these samples stretched up to higher 

strains, the RAF are of 40% for the “slow” test (similar to the other test) but of 60% for the 

“rapid” test. Then, it explains the low mobility of its amorphous domain. For PET, the RAF and 

MAF fractions have not been commented because the values have not been obtained for the 

“slow” tests, because of the existence of several thermic phenomenon (glass transition, cold 

crystallization, thermal deformation…). 

The cold crystallization temperatures appear at around 141 °C and at 151 °C, for respectively 

the “slow” and the “rapid” tests. The DSC scans are in Annex 8. These temperatures are higher 

compared to the other tests, and then confirm the well stability of the amorphous domain, and 

the presence of a low proportion of pre-organized areas. These samples have not beneficiated 

of a thermal energy given by the self-heating, but the temperature of the stretching and the time 

of the experiment have been sufficient to promote a stable microstructure, and similar to the 

one of the other tests. In Annexes 9 to 11, other complementary measurements (WAXS and FT-

IR measurements) do confirm the PEF similarities in terms of microstructural development.  

In a nutshell, it seems that PEF is able to form a very close microstructure whatever the 

stretching conditions are, supposing that the material is in a rubbery-like state and is stretched 

until impressive strain levels (above the NDR).  
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5. Conclusions 

 

This chapter has shown that for PEF and PET, the final strain level is important for the crystal 

definition and the crystal ratios. However, the thermo-mechanical behaviour during the 

stretching is the dominant parameter that masters the properties of the amorphous domain. The 

presence or not of the self-heating during the stretching modifies directly the microstructure 

and its stability. This chapter has also highlighted that once the NDR of PEF has been reached, 

the microstructures developed are very similar whatever the stretching conditions may be. In 

PET, the stretching settings have a higher influence on the microstructural definition, and more 

variability exists. 
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6. Annexes 

 

 

Annex 1. Debye-Scherrer patterns of stretched PEF, (a) “slow” and (b) “rapid” strain rates, at 

an equivalent strain rate of 10-1 s-1 (orange); and (c) “slow” test of an equivalent strain rate of 

10-2 s-1 (green), defined at the reference temperature of 100 °C.  
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Annex 2. Thermal behaviour of PEF, measured by DSC with an heating rate of 10 °C/min 

from 50 °C to 300 °C, for the “slow” and “rapid” tests defined from equivalent strain rates of 

10-1 s-1 (orange) and of 10-2 s-1 (green) at the reference temperature of 100 °C. Lines are for 

“slow” strain rates while dots are for “rapid” strain rates. 
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Annex 3. Debye-Scherrer patterns of stretched PET, (a) “slow” and (b) “rapid” strain rates at 

an equivalent strain rate of 2*10-2 s-1 (purple); and (c) “slow” test of an equivalent strain rate 

of 2*10-3 s-1 (pink) defined at the reference temperature of 90 °C.  
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Annex 4. Thermal behaviour of PET, measured by DSC with an heating rate of 10 °C/min 

from 50 °C to 300 °C, for the “slow” and “rapid” tests defined from an equivalent strain rate 

of 2*10-2 s-1 and of 2*10-3 s-1 at the reference temperature of 90 °C. Lines are for “slow” 

strain rates while dots are for “rapid” strain rates. 

 

  

Annex 5. Radial scans from 5 ° to 50 ° of PET in (a) TD and (b) MD. 
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Annex 6. FT–IR spectra from of amorphous and stretched PET from (a) 1640 to 1800 cm-1; 

(b) 1320 to 1500 cm-1 and (c) 950 to 1060 cm-1. 
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Annex 7. Thermal behaviour of PET, measured by DSC with an heating rate of 10 °C/min 

from 50 °C to 300 °C, for all the stretching conditions. Lines are for “slow” strain rates while 

dots are for “rapid” strain rates. 

 

 

Annex 8. Thermal behaviour of PEF, measured by DSC with an heating rate of 10 °C/min 

from 50 °C to 300 °C, for all the stretching conditions. Lines are for “slow” strain rates while 

dots are for “rapid” strain rates. 
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Annex 9. Debye-Scherrer patterns of stretched PEF, (a) “slow” and (b) “rapid” strain rates 

and (c) radial scans in TD  “slow” and “rapid” tests at an equivalent strain rate of 5*10-4 s-1 

defined at the reference temperature of 100 °C. 
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Annex 10. Debye-Scherrer patterns of stretched PEF, with (a), (c), (e) “slow” and (b), (d), (f) 

“rapid” strain rates; (g) radial scans in MD from 5° to 50°. All the stretching conditions are 

represented. 
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Annex 11. FT–IR spectra of amorphous and stretched PEF from (a) 1320 to 1500 cm-1 ; (b) 

1050 to 1300 cm-1; (c) 1640 to 1800 cm-1; (d) 600 to 640 cm-1; (e) 1560 to 1600 cm-1; (f) 980 

to 1060 cm-1; (g) 3000 to 3200 cm-1. 
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Chapitre 6 

Etirage biaxial du PEF et développement 

microstructural associé 

 

Ce chapitre a pour but de présenter l’étirage biaxial simultané et équilibré du PEF. Le même 

protocole que celui utilisé pour l’étirage uniaxial est employé. Cependant, en raison de la 

géométrie massive des éprouvettes biaxiales, le protocole de chauffage a dû être ajusté. En effet, 

pour réussir à localiser la déformation au centre de l’éprouvette, il a été choisi de la chauffer 

spécifiquement par conduction, en son centre, avec une pince thermique. Par la suite, pour 

maintenir la température la plus constante possible, le chauffage par convection est assuré par 

l’intermédiaire du four chaud disposé sur l’éprouvette durant l’étirage.  

Avec le protocole d’étirage mis en place, il apparaît que des tests relativement isothermes sont 

réalisables. Ainsi, le PEF est capable de durcir sous étirage tout en modifiant sa microstructure 

et en formant un cristal. Une des conditions mécaniques testée semble conduire à un taux de 

cristallinité assez élevé (19 %), ainsi qu’à une microstructure rigide, bien définie et stable 

thermiquement. Lorsque les conditions mécaniques ne permettent pas d’induire un cristal avec 

toutes ses périodicités, une étape de recuit, à la température du four pendant 3 minutes, conduit 

à un perfectionnement de la microstructure. Initialement, la microstructure est une phase 

amorphe orientée. Cependant, une quantité insuffisante de cristal, inférieure à 10 %, ne permet 

pas d’induire une microstructure rigide, ni stable thermiquement. 

D’un point de vue cristallographique, moins de familles de plans sont observables avec notre 

protocole de mesure, en comparaison avec ce qui a été trouvé en uniaxe. Ceci est sûrement dû 

à une trop faible quantité de ces familles diffractantes. Il est également confirmé, comme en 

uniaxe, que la formation d’un cristal est dépendante d’un nombre suffisant d’éthylènes glycols 

en conformation trans, mais également de cycles furaniques en conformation syn. Pour tous les 

échantillons isothermes, l’étirage conduit à une phase amorphe contrainte. Tout comme en 

uniaxe, la chaîne aliphatique est la première impactée par l’étirage. 

Pour suivre le développement microstructural durant l’étirage biaxial, quelques essais 

déchargés et interrompus sont conduits. Ils confirment que sans une quantité suffisante de 

cristal, les échantillons ont principalement un domaine amorphe contraint. Leur stabilité 
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thermique et leur rigidité sont ainsi limitées. Certains des résultats obtenus peuvent également 

laisser supposer qu’une microstructure différente peut être induite à la charge et à la décharge. 

Pour les niveaux de déformation explorés, la décharge peut légèrement faire revenir vers un 

état amorphe moins contraint, la microstructure induite lors de la charge. 
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1. Introduction 

 

To enlarge the analysis of PEF, some biaxial stretching tests are performed. Indeed, local 

loading during ISBM is a combination of uni and biaxial tests (partly sequential, partly 

simultaneous) [94]. As a first approach, only simultaneous and equilibrated tests are considered 

(the same loading sequences are applied in the two orthogonal directions).  

PEF biaxial stretching has been investigated through only one paper [62], while PET biaxial 

stretching and the associated microstructural development have already been studied in 

previous works [91,95,110,115,123–132]. In PET, it is well accepted that this loading induces 

an equivalent type of microstructure as in uniaxial stretching [133–135]. The stretching induces 

the elongation of the chains, and an increase in the number of trans conformations [136]. The 

crystal appears when a sufficient level of deformation is reached [91,134]. Cakmak et al. have 

shown that, with biaxial stretching, the planes of the phenyl rings switch to the plane of the film 

[126].  

This level of understanding is still missing in PEF. Thus, this work aims at going further on the 

biaxial stretching, and on the associated microstructural development of PEF. Firstly, the 

stretching protocol and the true stress/strain curves are presented, then the induced 

microstructure and the thermal and mechanical properties are analysed. Finally, interrupted and 

unloaded tests have been conducted, in PEF, in order to analyse the microstructural changes 

that occur during the first stages of the stretching.  
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2. Biaxial stretching 

 

Because of a lack of time, PET mechanical behaviour in biaxial stretching conditions has not 

been investigated. However, the results found concerning PEF are going to be compared with 

some existing results in the literature.  

 

2.1 Protocol 

 

2.1.1 Definition of the tests 

 

To account for potential scattering a master curve is rebuilt with the sheet that has been used 

for PEF biaxial stretching (Chapter 2, Table 2). The resulting curve is depicted in Figure 65. As 

previously, the stretching conditions chosen correspond to the middle of the PEF rubbery 

plateau.  

 

 

Figure 65. Master curve of PEF at a reference temperature of 100 °C. 

 

The shape and dimensions of the samples are illustrated in Figure 66. The true stress/strain 

curves are drawn as for the previous tensile tests, and the microstructure is analysed in the same 

manner. 



176 
 

 

Figure 66. Geometry of the biaxial samples. R5 is the curvature radius. 

 

The displacement of each arms is again controlled with an exponential velocity for PEF 

(Chapter 2, Equations 9.a to 9.c). As the loading is equilibrated, the stress and Hencky’s strain 

are averaged on the diagonal of the central zone. Equation 12 reminds the calculation of the 

stress in biaxial stretching.  

 

𝜎(𝑡) =
√2𝐹(𝑡)

𝑒0 ∗ 𝐿𝑑𝑖𝑎𝑔𝑜𝑛𝑎𝑙 ∗ 𝑒−𝜀𝑑𝑖𝑎𝑔𝑜𝑛𝑎𝑙
 

(12) 

with Ldiagonal the length of the diagonal, and εdiagonal the Hencky’s strain on one diagonal. 

 

Figure 67.a compares the typical evolution of the longitudinal true strain upon time as extracted 

from the two diagonals. On the other side, in Figure 67.b is drawn the evolution of the 

longitudinal, the transversal as well as the main strains (ε1 and ε2 , are respectively the major 

and minor strains). 
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Figure 67. (a) Evolution of  the true longitudinal strain (Hencky’s strain) with the time on the 

two diagonals, (b) evolution of the true longitudinal, transversal, major and minor strains for 

one stretching test of PEF. 

 

The correctness of the test is visible with the equivalence of the measurement on both the two 

diagonals. The quality of the control of the strain rate is visible by the linearity of the evolution 

for PEF. The closeness of the strain curves in Figure 67.b confirms the quality of the biaxial 

loading in the central zone. 

 

2.1.2 Heating protocol  

 

An uniform heating of the “cross” sample in Figure 66, and the associated clamping device do 

not allow an uniform deformation of the central zone, as the deformation would be located close 

to the clamping zone of smaller sections. To localize the deformation, it is then necessary to 

weaken the central zone. Tooling, as usual for massive samples, is not possible with thin films. 

Then, a thermal weakening, as in a previous study, has been chosen [91]. 

The challenge is to ensure that the central zone (square in Figure 66) is uniform in temperature, 

and hotter than the material in the clamps that should remain glassy. The idea of cooling down 

the clamps to ensure the uniformity and to control the temperature in the process zone was 

technically complex, and would necessitate to design a protocol [77,137]. Following the work 

of Quandalle [91], the heating is made thanks to a pinch at a temperature, Tpinch, during 3 

minutes. Then, the pinch is taken off and immediately the hot oven, at a temperature Toven (Toven 
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< Tpinch), is placed on the sample. Stretching is performed without an additional delay. This 

protocol aims at reducing the thermal losses, as the film would cool down in the ambient air. It 

aims at ensuring a temperature variation as low as possible. The actual temperature of the film 

is measured continuously, and enables to calculate the equivalent strain rate at reference 

temperature, which is the controlling parameter of this work. As the pinch is directly in contact 

with the painted sample, the temperature of the pinch has to be sufficiently low to avoid  the 

paint removal. The stretching is stopped before the rupture of the sample, in order to perform 

microstructural analysis on the biaxial stretched samples.  
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2.1.3 Strain rate, temperature and equivalent strain rate evolution 

 

The control of the equivalent strain rate during the stretching has to be validated. The evolution 

of the temperature, the strain rate and the equivalent strain rate is represented in respectively 

Figures 68.a to 68.c 

 

 

 

Figure 68. Evolution of (a) the strain rate, (b) the temperature and (c) the equivalent strain rate 

for biaxial stretching tests of PEF. 
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These results prove that it is possible to keep the temperature and the strain rate constant during 

the tests with the stretching protocol applied. Firstly, the strain rate and the temperature are 

relatively constant. Then, an increase of the temperature is observed for A test. As for the 

uniaxial tests, this increase can be due to crystallization or to self-heating. This increase occurs 

during the strain hardening, as confirmed further. On the contrary, the B test does not reveal 

such phenomenon. The previous observations explain the evolution of the equivalent strain 

rates at the reference temperature of 100 °C. The equivalent strain rates of the A and B tests 

appear relatively constant (they remain in the same decade), and are of  respectively 0.02 s-1 

and 0.025 s-1, at the reference temperature of 100 °C. These equivalent strain rates are relevant, 

and correspond to the expected localization on the master curve. 

The microstructural development is less discernible in biaxial stretching, than in uniaxial 

stretching. Thus, two post-stretching treatments have been applied on the stretched samples: 

quenched with cold-air or annealed during 3 minutes at the stretching temperature. The aim of 

the annealing is to reveal the existence of weak organizations, that were not able to appear 

during the stretching. 

 

2.2 True stress/strain curves 

 

In the seminal work on PEF biaxial stretching [62], the settings did not allow the development 

of a strain hardening nor crystallisation. Figure 69.a represents the true stress/strain curves of 

both A and B tests. In Figure 69.b, the deformation fields, at several strains, are depicted for 

the A test. 

  



181 
 

 

 

 

Figure 69. (a) True stress strain curves of PEF during biaxial stretching, (b) strain fields at 

several longitudinal true strains of the A test. 
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Both tests reveal that PEF can be biaxially stretched, and is able to strain harden. Moreover the 

deformation is well localized in the central zone (Figure 69.b). For the two stretching settings, 

the curves are relatively close. The strain hardening occurrence is less sharp than what has been 

observed in uniaxial stretching. Table 21 sums up the biaxial draw ratio (λbiaxial), which is 

calculated according to Equation 13. 

 

λ𝑏𝑖𝑎𝑥𝑖𝑎𝑙 =  λ 1 ∗  λ2 (13) 

with  λ1 and λ 2 the draw ratio on each direction. 

 

Material Test λ1 λ2 λbiaxial 

 

PEF 

A 4.71 4.70 22.2 

B 3.31 3.42 11.3 

Table 21. Biaxial draw ratio of biaxial tests. 

 

The biaxial draw ratio reached for the B test is in the range of the classical biaxial draw ratio 

reported in PET (between 8 and 12). The biaxial draw ratio of the A test is relatively high, 

confirming the high stretch ability of PEF, even in biaxial stretching. 

Next part deals with the microstructural development of the tests. The measurements are 

performed on a rectangular sample cut in the middle of the process zone. 

 

3. Microstructural development and properties 

 

The A and B tests exhibit a close mechanical behaviour. The only difference between them is 

the faster strain rate applied in the B test. Then, according to the previous observations of the 

uniaxial stretching campaign one can ask the influence of it concerning the SIC occurrence.  

The quantity of crystal for the quenched and annealed samples has been estimated with a DSC 

measurement (Figure 70) performed at 10 °C/min from 25 °C to 275 °C. The cold crystallization 

temperatures, χc , χRAF and χMAF are reported in Table 22.  
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Figure 70. Thermal behaviour of annealed (dots) and quenched (lines) samples, measured by 

DSC scans performed at 10 °C/min from 30 °C to 275 °C. Endothermic phenomena are top-

down. 

 

Samples χc (%) χRAF (%) χMAF (%) Tc (°C) 

Amorphous PEF 0 0 100  

A-quenched 19 33 48 111 

A-annealed 19 26 55 120 

B-quenched 6 41 53 140 

B-annealed 11 39 50 126 

Table 22. χc, χRAF, χMAF and cold crystallization temperatures of biaxially stretched samples. 

 

The A test samples (quenched and annealed) have developed relatively high crystal ratios 

(19%), while for the B tests (quenched and annealed) the crystal ratio is much lower, and 

increases with the annealing step. For the samples of the A test, the χMAF and χRAF are relatively 

similar, but the quantity of RAF decreases with the annealing step. The B samples exhibit a 

slightly higher χRAF, in comparison with the A tests. It is probably due to the higher strain rate 

used in the B tests, in comparison to the A tests. Moreover, the stretching of B test has been 

performed up to a lower strain level. It has an impact on the microstructural development. 

On the contrary to the amorphous sample (because of a too fast heating rate), the cold 

crystallization occurs in all the stretched samples and at low temperature, as it is visible in 

Figure 70. It confirms the influence of the stretching on the microstructure. The temperature of 
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cold crystallization is lower for A-quenched, in comparison with A-annealed. It fits with the 

values found for the χRAF. It is likely that the annealing has allowed a slight release of the pre-

organized areas. On the contrary to the A tests, the B-annealed sample has a lower cold 

crystallization temperature, in relation with the B-quenched. The annealing of this sample has 

allowed to improve the microstructure induced during the stretching. Then, the crystal ratio is 

higher. During the DSC measurement the B-annealed sample continues its crystallization, while 

B-quenched has not be able to develop pre-organized zones, its cold crystallization appears at 

higher temperature. 

These results, concerning the cold crystallization temperature decrease, agree with what has 

previously been observed by van Berkel et al [62]. Nevertheless, the crystal ratios found in PEF 

(A tests) in this work are higher compared to this previous work. 

 

The existing differences between the samples in terms of crystallinity are confirmed with the 

crystallographic analysis. The Debye-Scherrer patterns of the quenched and annealed samples 

are represented in Figure 71 (D = 75 mm), while the radial scans in transmission and reflexion 

are depicted in Figure 72. 

It has been stated in the previous chapters that the samples were amorphous before the 

stretching. Thus, for ease of reading, the associated Debye-Scherrer pattern is not reported in 

this chapter.  
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Figure 71. Debye-Scherrer patterns of the A and B tests for the (a) and (c) quenched samples; 

(b) and (d) the annealed samples. 
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Figure 72. Radial scans in (a) transmission; (b) and (c) reflexion mode of the quenched (lines) 

and the annealed (dots) biaxially stretched samples of the A and B tests. 

 

The diffraction of the families of planes is visible on the patterns of the A test, with or without 

the annealing step. They appear as continuous circles, on the contrary to the spots observed in 

the patterns of the uniaxial stretching tests. It is in agreement with some previous works 

[91,121,124,125,127,138]. The annealing seems to slightly improve the definition of the 
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families of planes. On the patterns and scans, the diffraction of less crystalline families is visible 

(in comparison with the uniaxial stretching [65]). It is probably due to a lower quantity of them. 

The indexation of the families of planes is reported (Figure 72), and made according to the 

existing indexation in PEF [65]. Some slight disparities, relative to the 2θ values, can exist but 

it has already been pointed out between the SIC (during uniaxial stretching) and the cold 

crystallization. However, these disparities remain acceptable. 

Different families of planes are observed in transmission and in reflexion. It has already been 

pointed out for PET free-blown bottles, in a previous work [95]. In transmission, the planes 

observed are those perpendicular to the surface of the sample, while in reflexion the planes 

parallel to the surface of the samples are analysed. According to the work of Mao et al [58], the 

(020) family of planes could represent the alignment of the furan cycle face to face in the 

stretching plane of the sample. It can explain why this intense family can be observed only for 

the scans performed in the reflexion mode. 

The scans of the B-annealed test, in Figure 72, reveal the presence of only some families of 

planes. It is possible that the others families of planes are not observable with these 

measurements because of a too low intensity and quantity of them. Their observation is not 

possible for the quenched sample. Thus, the quenched sample appears relatively amorphous, 

maybe with only some oriented areas or some nuclei, but there is not the existence of a well-

defined crystal. 

 

To get more data on the samples of the B test, FT-IR measurements have been conducted. The 

relevant spectra, focused on certain wavenumber domains, are shown in Figure 73, while the 

other regions are in Annex 1. 
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Figure 73. FT-IR spectra of amorphous, quenched (lines) and annealed (dots) PEF from (a) 

1320 cm-1 to 1500 cm-1; (b) 1560 cm-1 to 1600 cm-1 (c) 1050 cm-1 to 1320 cm-1; and (d) 1630 

cm-1 to 1800 cm-1. 

 

In the crystal, there is the existence of EG in trans and of furan cycles in syn conformations 

[67,102]. The increase of the quantity of groups in these conformations is clearly visible on the 

previous graphs (Figures 73.a and 73.b) for the A samples (quenched and annealed) and the B-

annealed one, confirming the presence of crystals. Figure 73.b attests that the crystal apparition 

under biaxial stretching is dependent on the furan cycles in syn conformations. As it is visible 

for the A samples, the maximum of the band is localized at 1575 cm-1 compared to 1580 cm-1 

in the amorphous PEF. This shift was observed when the samples are cold crystallized [67,102]. 

The increase of the quantity of furan cycles in syn conformations in the B-annealed sample is 
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well-visible, compared to the B-quenched in which only a shoulder is noticeable at the wave 

number associated to the syn conformations (Figure 73.b). 

The amorphous domain is mainly composed of a majority of EG in gauche conformation and 

of furans in anti conformation. The stretching has an influence on the amorphous domain. If 

the stretched samples and the amorphous one are compared, clear differences are visible in 

Figure 73.c, with the band representative of the ether (1050 – 1180 cm-1) and of the ester groups 

(1180 – 1350 cm-1), and in Figure 73.a, with the signal of the gauche conformations. Upon 

biaxial stretching, these groups become more constrained. Then, the B-quenched sample 

exhibits mainly constrained EG in gauche conformations, furans in anti conformations and 

constrained ether and ester groups. Thus, the B-quenched has mainly developed a constrained 

amorphous domain.  

The same conformational changes as in uniaxial stretching seem to be involved in SIC with 

biaxial stretching, confirming the existence of an unique crystal structure [65,116]. 

 

The analysis of the amorphous domain mobility can complete the previous observations. Figure 

74 shows the viscoelastic properties of the quenched and annealed samples of the A and B tests. 

On the contrary to the static crystallization, and to the uniaxial stretching, no real changes 

between the amorphous and the biaxially stretched samples are visible on the β-relaxation (see 

Annex 2). 
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Figure 74. (a) Elastic modulus (E’), (b) Tan δ and (c) thermal deformation evolutions with the 

temperature, performed by  DMTA at an heating rate of 1° C/min, from (a) and (b) -150 °C to 

210 °C and (c) from 25 °C to 210 °C, for stretched PEF. 

 

The quenched and annealed samples of the A test are relatively similar. There is an increase of 

the elastic modulus values and of the Tα, in comparison with the amorphous sample. The 

annealed sample has a slightly higher glassy plateau and a higher α-relaxation temperature, 

compared to the quenched one (108 °C for the annealed sample and 103 °C for the quenched 

one). It is the consequence of a reduced mobility of the amorphous domain after the biaxial 
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stretching and the annealing. These Tα are close to previous work on biaxially-oriented PEF 

[62]. The thermal stability of the annealed sample is also better, as the relaxation of its stretched 

chains seems to be lower and occurs at higher temperatures, compared to the quenched one. 

However, these two samples remain relatively similar. 

The mobility and the orientation of the amorphous domain is completely different between the 

A and B tests. Thus, it seems that the stretching settings and the biaxial draw ratios have a real 

influence on the microstructural development. 

The α-relaxation of the B-samples (quenched and annealed) occurs at the same temperature as 

the amorphous sample, and the cold crystallization takes place readily during the α-relaxation. 

The magnitude of the Tan δ peak is lower for the B-annealed (Figure 74.b), while the peak 

magnitude of the B-quenched does not change compared to the amorphous sample. It confirms 

that the annealing step has reduced the mobility of the amorphous domain.  

The B-samples exhibit a lower glassy plateau compared to the amorphous sample. With these 

stretching settings, the stretching has led to the formation of low crystal ratios and then, it is 

possible that the amorphous domain has been slightly relaxed. It is in adequation with what has 

been observed in the previous chapter with “slow” and “rapid” strain rates. Then, the global 

response in DMTA appears less rigid. The low stability of the amorphous domain of the B tests 

is confirmed with the thermal deformation measurement (Figure 74.c). For the quenched sample 

the relaxation of the stretched chains occurs during the α-relaxation and is more pronounced, 

compared to A test. The B-annealed exhibits a behaviour close to the one of the amorphous 

sample. It is likely that the stretched chains have already been relaxed during the annealing step. 

 

To conclude this part, the defined protocol has led to the realization of isothermal stretching 

tests. However, the microstructure of the samples is different between the two stretching 

conditions. The samples of the A test exhibit a high crystal ratio and a good stability of their 

microstructure. On the other hand, the samples of the B test, performed at higher strain rates 

and up to lower biaxial draw ratio, leads to a lower quantity of crystal, and  to a less stable 

microstructure. Without the annealing step, the sample exhibits mainly a constrained 

amorphous domain. The following part aims at investigating the microstructural evolution 

during biaxial stretching. 
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4. Microstructural evolution upon biaxial stretching 

 

In order to get additional data on the microstructural development of PEF during the biaxial 

stretching, some “interrupted” and “unloaded” tests have been realised. The A test is used as a 

reference for the stretching settings, and two levels of strain have been chosen on the 

stress/strain curve. The stretching protocol is the same as the one presented at the beginning of 

this chapter. The samples are quenched at the end of the test. 

Figure 75 depicts this selection, as well as the associated “interrupted” and “loaded/unloaded” 

curves. Debye-Scherrer patterns are also added. 

 

Figure 75. PEF true stress strain curves of “interrupted”, “unloaded” tests and of the test 

stretched to a higher strain (A). 

 

The superposition of the ”interrupted” and ”unloaded” tests with the A test is well visible. The 

slight disparities are related to the experimental scattering (sample localization on the sheet and 

temperature for example). However, the unloaded loop is different from what has been observed 

during uniaxial stretching [116]. For both tests, the unloading loop reveals a visco-hyperelastic  

behaviour, and probably a low level of plasticity. On the Debye-Scherrer patterns, only an 
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amorphous halo is visible. It is possible to notice a really low anisotropy of the amorphous halo 

on the patterns related to the “interrupted” tests (εxx = 0.61 and εxx = 0.92). 

 

The radial scans, in transmission (Figure 76.a) and in reflexion (Figure 76.b), are going to 

complete the Debye-Scherrer observations. The crystal ratios as well as the cold crystallization 

temperatures (measured by DSC) are gathered in Table 23. It was not possible to calculate the 

χMAF and χRAF of the two “unloaded” tests, thus the values are not reported for all the “unloaded” 

and “interrupted” samples. This difficulty of integration can be due to a different microstructure 

induced during the loading and, another one induced during the unloading. It has already been 

proposed for PET loaded/unloaded tests in Chapter 4. The DSC scans are in Annex 3. 

 

 

Figure 76. (a) Radial scans in transmission and (b) in reflexion from 10 ° to 50 ° of 

amorphous, interrupted and unloaded tests. 
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Samples χc (%) Tc (°C) 

Amorphous PEF 0  

εxx = 0.61 “interrupted” 1 105 

εxx = 0.61 “unloaded” 0  

εxx = 0.92 “interrupted” 14 107 

εxx = 0.92 “unloaded” 5 160 

A-quenched 19 111 

Table 23. χc and cold crystallization temperatures of amorphous, interrupted, unloaded and A-

quenched tests of PEF. 

 

These two scans are different from those of the A test (Figures 72). It confirms that no SIC has 

occurred in these samples, and that chains have probably only be extended. These samples 

remain in a predominantly amorphous state. It suggests that some local organized zones may 

exist. The sample stretched up to 0.61 and unloaded seems to be the closest to the amorphous 

sample. The unloading at this strain erases the influence of the first stages of the stretching. 

Finally, the sample stretched up to 0.61 and interrupted, and the one stretched up to 0.92 and 

unloaded look relatively similar with these scans. 

 

The DSC scans in the glass transition region (Annex 3) show, through the presence of many 

bumps, the complexity of the microstructure. The thermogram of the sample stretched up to a 

strain of 0.61 and then unloaded shows no traces of cold crystallization nor melting. It indicates 

an amorphous sample. The other DSC traces reveal the existence of cold crystallization 

occurring under a relatively “fast” heating rate (i.e. 10 °C/min), while no crystallization is 

observed at such heating rate for amorphous PEF. This is due to the creation of pre-organized 

areas with the stretching. The crystal ratios remain low for these samples, and then according 

to the previous results, a doubt exists on the 14% of crystal found for the samples stretched up 

to a strain of 0.92 and then interrupted. However, the temperature of cold crystallization seems 

relatively trustable and decreases for the “interrupted” samples. It confirms that up to these 

levels of strains, the stretching has formed some local organized areas that can be suppressed 

during the unloading. 

 

Figure 77 shows the FT-IR measurements of the “interrupted” and “unloaded” samples for the 

relevant bands. The other regions, for which no changes are clearly visible, are in Annex 4. 
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Figure 77. FT-IR measurement of amorphous, interrupted, unloaded and A-quenched tests 

from (a) 1325 cm-1 to 1500 cm-1, (b) 1050 cm-1 to 1325 cm-1, (c) 1600 cm-1 to 1800 cm-1, (d) 

1560 cm-1 to 1600 cm-1. 

Figure 77 reveals that there is only the existence of a constrained amorphous domain in the 

“interrupted” and “unloaded” samples. The bands have the same shape, as for the B-quenched 

test. It confirms that the first stages of the stretching, even the biaxial one, has an influence 

mainly focused on the aliphatic part of the chain [67]. Thus, for the samples exhibiting a low 

crystal ratio, the visible changes can be highlighted on the bands corresponding to the 

amorphous domain: constrained ether and ester groups, furan in anti conformations and 

ethylene glycol in constrained gauche conformations. 
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Figure 78 represents the viscoelastic behaviour of the amorphous domain of the “interrupted” 

and “unloaded” samples in comparison with the A-quenched test. 

 

 

 

Figure 78. (a) Elastic modulus (E’), (b) Tan δ and (c) thermal deformation evolutions with the 

temperature, performed by  DMTA at an heating rate of 1° C/min, from (a) and (b) -150 °C to 

210 °C and (c) from 25 °C to 210 °C, for stretched PEF. 
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Figure 78.a attests of the mainly amorphous state of the “interrupted” and “unloaded” samples. 

Indeed, as in the B tests (Figure 74), the cold crystallization is well visible for all the samples. 

The heating rate of 1 °C/min (used in DMTA) suits better with the complex microstructure of 

these samples, than the one of 10 °C/min in DSC. However, it is well-visible in Figure 78.a and 

78.b, that the cold crystallization occurs at lower temperature compared to the amorphous 

sample. The cold crystallization is also more visible than with the B tests. It agrees with the 

presence of some areas with a local pre-organization that can crystallize when some thermal 

energy is given to them. The cold crystallization appears sooner and is faster for the samples 

stretched up to εxx = 0.92 compared to those stretched up to a strain of 0.61. It means that the 

stretching up to this strain has led to more changes in the amorphous domain of these two 

samples, whatever if they have been unloaded or not. 

For the sample stretched up to 0.92 and interrupted, the shape of the curve during the cold 

crystallization is close to the one of the B samples. Moreover, on the sample stretched up to 

0.92 and unloaded, a shoulder is visible during the cold crystallization at the same temperature 

as the peak temperature of the sample stretched up to 0.92 and interrupted. The “unloaded” 

sample exhibits its main peak at a temperature around 12 °C higher. It would mean that a part 

of the microstructure has been induced during the loading, while another part has been formed 

during the unloading. The magnitude of the Tan δ peak and its maximum peak temperature are 

similar for the amorphous sample, as well as for the “interrupted” and “unloaded” ones. 

Some differences exist concerning the height of the glassy and rubbery plateaux, especially for 

the εxx = 0.61 “interrupted”. However, the microstructure of these biaxial samples is too 

complex to draw clear conclusions. Depending on the settings, and as there is no crystal, more 

or less rigid areas can exist in the amorphous domain (as it has been also observable for B tests). 

Thus, the global response of the amorphous domain can appear more or less rigid. 

 

To conclude on this part, Figure 78.c shows that the “interrupted” and “unloaded” samples still 

behave in a similar way, mainly caused by the absence of a well-defined crystal, like in the case 

of the B-quenched test. The relaxation of the stretched chains occurs close to the α-transition 

and, the highest magnitude of relaxation is attributed to the εxx = 0.61 “interrupted”. This sample 

has the highest modulus on the glassy plateau, maybe due to a strong extension of the chains 

and the presence of domains with a high rigidity. The relaxation of the chains is less and less 

pronounced as the strain of the biaxial test increases. Then, for all the samples the dilatation 

occurs, and they behave like amorphous PEF. It confirms that without a sufficient amount of 
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crystal (as in B-quenched sample), the local organizations of the amorphous zone is not 

sufficient to obtain a stable structure. 

 

5. Conclusions 

 

To conclude, it has been shown that PEF is able to form a crystal during biaxial stretching, but 

the stretching settings are determinant for the amorphous domain stability. Once the crystal is 

formed, less crystalline families are observed, in comparison with uniaxial stretching. However, 

as in uniaxial stretching, the same conformational changes are involved, and the aliphatic part 

of the chain is still the first one impacted by the stretching. The tests, for which a well-defined 

crystal was not formed, have a constrained microstructure, close to the one of the “interrupted” 

and “unloaded” tests. Only the aliphatic part of the chain has undergone changes, but the 

microstructure seems to be not stable.  

Some others “unloaded” and “interrupted” tests must be performed at higher strains to compare 

the kinetic of crystal apparition in uniaxial and biaxial stretching.  
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6. Annexes 

 

 

Annex 1. FT-IR measurement of amorphous, quenched (lines) and annealed (dots) PEF from 

(a) 980 cm-1 to 1060 cm-1 and (b) 3000 cm-1 to 3200 cm-1. 

 

 

Annex 2. Viscoelastic measurement in the low temperature region of A and B tests (quenched 

and annealed), measured by DMTA at 1 Hz and 1 °C/min.  
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Annex 3. Thermal behaviour of amorphous, interrupted, unloaded and A tests. DSC 

measurement performed  from 30 °C to 275 °C at 10 °C/min. Endothermic phenomena are 

top-down. 

 

 

Annex 4. FT-IR measurement of amorphous, interrupted, unloaded and C-tests from (a) 980 

cm-1 to 1060 cm-1 and (b) 3000 cm-1 to 3200 cm-1. 
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Conclusions and perspectives 

 

 

 

1. Conclusions of the work 

 

The aim of this work was to get more data on the PEF mechanical behaviour, as well as on its 

associated microstructural development during some mechanical loadings that are close to those 

occurring during the ISBM process (uniaxial and biaxial stretching). Another fundamental point 

was to have a direct comparison with the material currently used for this application, PET. 

Thus, it has been demonstrated that if the uniaxial stretching of PEF is performed with the 

correct stretching settings, an impressive strain hardening occur and a crystal is formed. These 

stretching parameters cannot be the same as those of PET: they have to take into account the 

initial physical state of the material. It means to consider the gap from the α-relaxation. The 

interest of using a master curve is then completely proved. 

It also seems that the induced microstructure in PEF is not really dependent on the stretching 

parameters, but mainly on the reaching or not of the NDR. For all the stretching tests that have 

reached strains higher than the NDR, the microstructure obtained was similar. On the contrary, 

because of its high chain mobility, PET microstructural development is more sensitive to the 

stretching settings. This analysis has been confirmed with the realisation and the analysis of the 

“interrupted” and “unloaded” tests. 

The crystal of PEF is formed before the NDR, while the one of PET appears at the end of the 

stretching. It limits the microstructural disparities between the stretching settings. It means that 

for an industrial process, the reaching of the NDR is necessary to ensure a stable microstructure. 

The presence of a microstructural unicity fits with the similar crystal ratios obtained in PEF, in 

comparison with the higher variability existing in PET. It has also been noted that the crystal 
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formed with SIC is similar to the one existing with static crystallization. The same 

conformations exist. The influence of the stretching in the first stages of the deformation is 

clearly visible on the aliphatic part of the chain. The furan change, from anti to syn 

conformation, is determinant to form a crystal. PEF is able to be stretched efficiently in biaxial 

stretching too. When the temperature remains isotherm during the stretching, the microstructure 

obtained seems to be relatively well-defined and stable, if a sufficient crystal ratio has been 

reached.  

Overall, when PEF and PET are compared, it seems that once the stretching is completely 

mastered the resulting properties are relatively close in terms of thermal stability, α-relaxation, 

crystal ratios and amorphous domain mobility. The influence of the temperature, during the 

stretching, on the microstructural development has been shown as relatively similar for PEF 

and PET. The temperature evolution during the stretching is the determinant parameter to 

ensure the stability of the amorphous domain. 

In a nutshell, it seems that it is possible to replace PET by PEF and to obtain similar 

microstructural developments, during a stretching process step. Moreover, some others results 

(not reported in this work) have proven the improved stability of stretched PEF, in comparison 

with amorphous one, when the materials are in contact with water or another acid solvent, air 

or heat. 

 

2. Perspectives 

 

Despite the synthesis shown, some questions still remain concerning PEF, and starting from 

this work complementary measurements must be performed. For example, it can be interesting 

to focus on the thermal behaviour existing during uniaxial stretching. The quantification of the 

temperature increase, and its comparison with a temperature increase due to the self-heating or 

to a crystallization process can be helpful to improve the stretching settings and the 

understanding. With this in mind, the realization of complementary “interrupted” and 

“unloaded” tests with “rapid” strain rates can confirm the kinetic of crystal formation found 

with a “slow” strain rate, and can highlight or not some differences in terms of crystal 

perfection.  

The realization of complementary biaxial tests and of poles figures can also add details 

concerning the PEF crystal, its orientation and its spatial organization. To finish this non-
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exhaustive list, the barrier properties of stretched PEF in comparison with stretched PET must 

be explored. 

From our point of view, the path existing to form PEF bottles can be successful if some 

differences between the two materials are taking into account. For example, according to the 

occurrence of the NDR at higher strains, it can be better to design smaller preform for PEF. The 

process temperatures must also be higher for PEF in comparison with PET: as an example PEF 

can be stretched at the end of its rubbery plateau and form a stable and well-defined 

microstructure; while PET microstructure seems to be more stable when the stretching is 

performed close to the α-relaxation. 

 

3. Environmental impact of PEF 

 

From an environmental side, the introduction of PEF in the industrial market can have a positive 

impact, as it can reduce the use of non-renewable energy use (NREU) by 40 % to 50 %, in 

comparison with PET. The same reduction is almost observable for the greenhouse gas 

emissions [139]. The use of packaging made from renewable resources can reduce the 

environmental impact, increases the acceptance by the consumers and could also save 315 

millions of tons of CO2 annually [26,140]. 

Then, switching from PET to PEF, and in a general from petroleum based materials to biobased 

plastics, can help to reach the Europe 2020 targets for greenhouse gas emissions [26].  

Moreover, PEF could be used in other fields that only food packaging, such as textile, medical 

packaging, home building, insulating… Up to now, the cost of biobased plastics is still high, 

but tends to decrease in the next years with their implantation on the market. Concerning the 

end of life, PEF can be recycled in the same way as PET, and then provides a material which 

fits well with the circular economy, and the will of consumers to use now “greener” products. 

However, the introduction of PEF in the global market would necessitate a complete 

substitution of PET. Indeed, if not the recycling of both materials is going to be handle and the 

separation of them can be complicated. At the present time, PEF, and others materials are 

allowed to be introduced on the PET recycling stream if they do not exceed 5% of the total 

weight. Thus, right now, complementary works on PEF must be accomplished to implant it on 

all the PET markets.  
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ABSTRACT 

The aim of this work is to provide a better understanding of the mechanical behaviour as well as of the associated 

microstructural development of a biobased polymer, named PEF. Indeed, this polymer is more and more evocated to 

replace one of the polymer used in food packaging, PET. PEF is identified as the biobased counterpart of PET. The 

difference between these two materials is the presence of a furan ring (composed of an oxygen atom with two non-

binding electrons), instead of a benzene one, in PEF. This PEF specificity is responsible of a higher glass transition 

temperature and elastic modulus, a slower crystallization rate, a lower stability of the crystal and a lower melting 

temperature in comparison with PET. 

Based on the stretching of amorphous PET and on its microstructural development, the stretching of amorphous PEF is 

investigated. Considering the differences in the chain architecture, it appears that PEF and PET cannot be stretched with 

the same process parameters (strain rate and temperature). In order to perform efficient PEF uniaxial and biaxial tests, 

it is necessary to define the forming range and some suitable stretching parameters. In this way, a specific stretching 

protocol, based on the building and on the reading of a master curve at a reference temperature for each material, has 

been defined and applied on PEF and PET. This master curve allows to know the initial physical state of the material in 

relation with the couples strain rate/temperature. The stretching mastering and the use of optimized stretching settings 

lead to the creation of a crystal that increases the thermal stability as well as the rigidity of the material. The mechanical 

behaviour of PEF reveals that, after the optimization of the stretching settings, this material acts in a similar way as PET. 

In the first stages of the stretching, both materials mechanical responses are really close. A major difference exists 

between PEF and PET concerning the apparition of the crystal upon stretching. Indeed, it is found that PEF must form 

the crystal to strain harden. Up to the end of the stretching, this crystal does not evolve. On the contrary, PET forms 

firstly a mesophase. The crystal existence is dependent on the final strain and on the quenching protocol.  

The microstructure induced upon stretching has been widely analysed and compared to the microstructure existing when 

a sample is crystallized in static conditions. A high similarity exists between the two ways of crystallization, especially 

for the crystal definition. It seems that the microstructure induced during the stretching is more constrained than the one 

obtained from a static crystallization. It has to be noted that the aliphatic part of the chain is the first one impacted by 

the stretching. This work has also highlighted that the microstructure induced in PEF under stretching is relatively close 

whatever the stretching conditions are. Concerning PET, the microstructural development seems to be more dependent 

on the stretching settings. 

 

MOTS CLÉS 

Cristallisation sous étirage, étirage uniaxial et biaxial, polymère biosourcé, analyse microstructurale, PEF, 
comportement thermomécanique. 

RÉSUMÉ 

Ce travail a pour but de fournir une meilleure compréhension du comportement mécanique ainsi que du développement 

microstructural d’un polymère biosourcé, le PEF. En effet, ce polymère est de plus en plus évoqué pour remplacer un 

des matériaux les plus utilisés dans l’emballage alimentaire, le PET. Le PEF peut être considéré comme l’analogue 

biosourcé du PET. La différence entre ces deux matériaux est la présence d’un cycle furanique (composé d’un atome 

d’oxygène possédant deux doublets non liants) dans le PEF à la place du cycle benzénique. Par rapport au PET, cette 

spécificité du PEF est responsable d’une température de transition vitreuse ainsi que d’un module élastique plus élevés, 

d’une vitesse de cristallisation plus lente, d’un cristal moins stable et d’une fusion à plus basse température. 

A partir de l’étude de l’étirage du PET amorphe, et de son développement microstructural, l’étirage uniaxial du PEF 

amorphe a été étudié. En considérant les différences architecturales des chaines, il apparaît que le PEF et le PET ne 

peuvent pas être étirés dans les mêmes conditions (vitesse de déformation et température). Pour réaliser des tests 

mécaniques (étirage uniaxial et biaxial) qui correspondent au PEF, il est nécessaire de définir au préalable la gamme de 

formage ainsi que des conditions d’étirage adaptées. Dans ce but, un protocole d’étirage spécifique, basé sur la 

construction et l’utilisation d’une courbe maîtresse à la température de référence propre à chaque matériau, a été défini 

et appliqué au PEF et au PET. Cette courbe permet de connaitre l’état physique initial du matériau en relation avec les 

couples vitesse de déformation/température. Le contrôle de l’étirage, ainsi que l’utilisation de paramètres d’étirage qui 

tiennent compte de l’état physique initial du matériau, conduisent à la formation d’un cristal qui va augmenter la stabilité 

thermique ainsi que la rigidité du matériau. Le comportement mécanique du PEF révèle qu’avec des conditions d’étirage 

correctes, il se comporte comme le PET. Dans les premières étapes de l’étirage, les deux matériaux présentent une 

réponse mécanique très similaire. Une différence majeure concernant le moment d’apparition du cristal existe entre le 

PEF et le PET. En effet, la phase cristalline du PEF doit d’abord se former avant qu’il puisse durcir sous étirage. Jusqu’à 

la fin de l’étirage, le cristal n’évolue quasiment plus. Au contraire, le PET forme dans un premier temps une mésophase. 

L’existence du cristal dépend de la déformation finale imposée et des conditions de refroidissement. 

La microstructure induite sous étirage a été largement étudiée et comparée à celle présente dans un échantillon cristallisé 

statiquement. Une grande similitude est notée entre ces deux modes de cristallisation, spécialement au niveau de la 

définition du cristal. Il apparaît que la microstructure induite sous étirage est plus contrainte que celle obtenue après une 

cristallisation statique. Ce travail a également mis en évidence que la microstructure formée lors de l’étirage du PEF est 

relativement similaire et ce, quelles que soient les conditions d’étirage. Pour le PET, le développement microstructural 

semble être bien plus tributaire des couples vitesse/température utilisés. 
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Strain induced crystallization, uniaxial and biaxial stretching, biobased polymer, microstructural analysis, 
PEF, thermomechanical behaviour.  


